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Description

Field of the invention

[0001] The present invention relates to communica-
tions apparatus and a communications network compris-
ing such communications apparatus, in particular, but
not exclusively, for application with multi-media appara-
tus. For example, the present invention may find appli-
cation in Information Technology (IT) infrastructure ap-
paratus, such as in routers, access points, network inter-
face cards (NICs), Ethernet adapters, etc.

Background to the invention

[0002] It is known to provide for data communication
between and amongst multi-media apparatus, which are
installed, for example, in a residential or commercial
building, by means of a communications network. The
multi-media apparatus might, for example, comprise Net-
work Attached Storage (NAS), a Home Gateway (HGW),
a Personal Computer (PC), a television (TV), and a Set-
Top Box (STB). Communication between and amongst
such multi-media apparatus is by means of a wired me-
dium interface circuit at each multi-media apparatus (or
node) with the wired medium interface circuits being op-
erative to communicate data from node to node over an
appropriate wired medium. The medium interface circuit
may be of the kind described in WO 2008/142449 (to the
present applicant), which is operative to transmit and re-
ceive data over one or more of powerlines, telephone
lines and coaxial cables.
[0003] WiFi communications is finding widespread use
in residential and commercial environments. Providing
for communication between and amongst nodes in a
communications network over a wired medium and by
WiFi can be beneficial in respect of providing for improved
coverage, ubiquity and reliability. Furthermore, channel
conditions between two nodes can vary, for example in
terms of attenuation, noise and group delay. Hence, it
may be difficult to guarantee a high level of channel ca-
pacity on a particular medium. Using wired and WiFi com-
munication in a network can minimise the effects of chan-
nel variation.
[0004] An approach to providing a network having
wired and WiFi communication is combining a wired me-
dium interface circuit, such as that described in WO
2008/142449, with a WiFi transceiver at each network
node. However, WiFi specifications impose a limit on the
number of MAC addresses that a WiFi transceiver can
support. More specifically and at present, a WiFi trans-
ceiver supports one MAC address. The present inventors
have appreciated that if two or more devices are con-
nected to a network node, for example at its Ethernet
interface, the connected devices are not independently
visible to the rest of the network when communication is
by WiFi. For example, if a node in a network is connected
by an Ethernet switch to a Personal Computer (PC) and

a printer and data is received over the network by a WiFi
transceiver at the node, the single MAC address means
that the node is unable to determine whether the data is
intended for the PC or the printer.
[0005] As mentioned above, the present inventors
have appreciated that providing for wired and WiFi com-
munications in a network presents a problem. It is there-
fore an object for the present invention to provide im-
proved communications apparatus that is configured to
communicate data over a wired medium and a wireless
medium.
[0006] US 2011/032937 A1 discloses a method for
sharing payload among multi-homed networks that in-
volves reconstructing payload from received payload
portions, and sending payload to destination address
through network.
[0007] US 2008/259888 A1 discloses a communica-
tions system for building local area network in building
which has wireless terminal connected to access point,
where data transfer between wireless LAN terminals and
wired terminal is performed through high-speed com-
bined interface.
[0008] US 2004/266427 A1 discloses a wireless base
station for wireless network system which has a control
unit for controlling wireless communication unit to send
out packets storing pieces of information corresponding
to virtual wireless networks to form virtual networks.

Summary of the Invention

[0009] The present Invention is defined in the append-
ed independent claims to which reference should be
made. Advantageous features are set out in the append-
ed dependent claims.
[0010] According to a first aspect of the present inven-
tion there is provided a communications apparatus com-
prising:

a first circuit comprising a wired medium interface
circuit that is configured to, in use, communicate data
over a wired medium;
a second circuit comprising a wireless medium in-
terface circuit that is configured to, in use, commu-
nicate data over a wireless medium; and
a destination address controller comprised in the first
circuit that is operative to determine to which of a
plurality of destination addresses at a communica-
tions apparatus data is to be communicated from the
second circuit.

[0011] In use, the destination address controller is op-
erative to determine to which of a plurality of destination
addresses at a communications apparatus data is to be
communicated. Thus, the communications apparatus
can have individual visibility of plural destination address-
es (e.g. for respective devices) when data is received or
transmitted by the wireless medium interface circuit.
Hence, the communications apparatus may overcome
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the limitation in MAC addresses supported by a wireless
medium interface circuit, such as the sole MAC address
supported by a WiFi transceiver. For example, it may be
that the data is to be communicated to one of plural ad-
dresses, such as a first address for a PC and a second
address for a printer, at another communications appa-
ratus, with each of the plural addresses corresponding
to a different device connected to the other communica-
tion apparatus. Hence, the destination address controller
can provide for independent visibility of more than one
device connected to the other communications appara-
tus. Also, the communications apparatus may be config-
ured for communication over wired and wireless media
when in use in a network. In contrast, certain known com-
munications apparatus force a network to use of one or
other of the wired and wireless media such that the net-
work is either wired or wireless but not both. Hence, the
destination address controller may be operative to deter-
mine to which of a plurality of destination addresses at a
communications apparatus further data is to be commu-
nicated by the first circuit. The known Wireless Distribu-
tion System (WDS) can provide for routing of data to two
or more devices connected to a WiFi enabled node in a
WiFi communications network. However, WDS is config-
ured for WiFi communication only and thus does not pro-
vide for communication in a network having both wireless
and wired communication of data. Indeed, WDS is de-
signed to be used in applications lacking wired links.
[0012] Alternatively or in addition, the communications
apparatus may be operative when in use such that at
least one of the wired medium interface circuit and the
wireless medium interface circuit transmits the data over
its respective medium, e.g. to another communications
apparatus having plural destination addresses.
[0013] Alternatively or in addition, the communications
apparatus may be operative when in use such that the
second circuit communicates data (e.g. bridges data re-
ceived from the wireless medium) to one of a plurality of
devices connected to the same communications appa-
ratus. Hence, the plural addresses may correspond to
devices attached to the same communications appara-
tus. For example, the plurality of devices may be con-
nected by an Ethernet connection to the communications
apparatus. Hence, the wireless medium interface circuit
of the communications apparatus may receive the data
from another communications apparatus and the com-
munications apparatus may bridge the received data to
one of the plurality of devices in dependence on the des-
tination address controller determining to which of the
devices the data is to be communicated. The communi-
cations apparatus and the plural devices may be config-
ured to be comprised in a node of a communications
network.
[0014] The destination address controller is comprised
in the first circuit because the first circuit may be the only
one of the first and second circuits that has individual
visibility of plural destination addresses. Therefore, the
communications apparatus may be operative to convey

data received by the wireless medium interface circuit to
the first circuit, in which the destination address controller
is operative to determine the destination address for the
data.
[0015] Alternatively or in addition and where the sec-
ond circuit is capable of determining a destination ad-
dress, the communications apparatus may be configured
such that operation of the destination address controller
overrides an address determination made by the second
circuit. Hence, all bridging decisions may be made by the
first circuit. Certain known communications apparatus
comprises a discrete wireless medium interface circuit,
a discrete wired medium interface circuit and a routing
engine. The discrete wireless and wired interface circuits
are connected by an Ethernet interface and the routing
engine is operative to direct data packets to one interface
circuit or the other with each interface circuit making its
own bridging decision. Thus, according to such known
communications apparatus and in contrast with the
present invention there is no destination address control-
ler at the wired medium interface circuit that is operative
to make bridging decisions for the wireless medium in-
terface circuit.
[0016] Alternatively or in addition, the communications
apparatus may further comprise a communications link
between the first and second circuits, the communica-
tions link operating according to a frame based standard,
such as Ethernet according to the 802.3 standard. The
Ethernet standard may be transmitted across one of sev-
eral inter system connections, such as one of the follow-
ing: MII, RMII, RvMII, GMII, RGMII, SMII, 10/100,
10/100/1000, USB1.1, USB2, USB3, SDIO, PCIe and
PCI. Hence, the communications link may be operative
to convey data received by the wired medium interface
to the second circuit and to convey data received by the
wireless medium interface circuit to the first circuit.
[0017] Alternatively or in addition, the destination ad-
dress controller may be constituted in software, such as
firmware operating on the first circuit. Hence, there may
be no need to develop the hardware of the first circuit to
implement the destination address controller. More spe-
cifically, the destination address controller may be oper-
ative to implement a communications protocol that is op-
erative to identify each of the plurality of destination ad-
dresses. For example, the protocol may be operative to
assign a unique address identifier to each of the plurality
of destination addresses where the destination address-
es are connected to another communications apparatus.
Alternatively, the protocol may be operative to recognise
a unique address identifier corresponding to one of the
plurality of destination addresses where the destination
addresses identify plural devices attached to the com-
munications apparatus.
[0018] Alternatively or in addition, the destination ad-
dress controller may be operative to implement a com-
munications protocol that is operative at the data link lay-
er (i.e. Layer 2 of the OSI model). Thus, the communi-
cations protocol may be operative to include destination

3 4 



EP 2 391 070 B1

4

5

10

15

20

25

30

35

40

45

50

55

address identification information in a data packet trans-
mitted by the communications apparatus. Alternatively,
the communications protocol may be operative to recog-
nise destination address identification information in a
data packet received by the communications apparatus.
Hence, the destination address controller may be oper-
ative to implement a virtual LAN (VLAN) with each des-
tination address having a unique VLAN identifier. More
specifically, the communications protocol may be in ac-
cordance with the IEEE 802.1Q standard.
[0019] Alternatively or in addition, the communications
apparatus may further comprise a communications con-
troller that is operative to provide for selective communi-
cation of data over each of the wired medium and the
wireless medium. Selective communication of data may
be in dependence on at least one of: network traffic load;
quality of service requirements (such as latency, jitter
and guaranteed bandwidth); available channel capacity;
and number of hops. Data may be communicated simul-
taneously over the wired medium and the wireless me-
dium. Such simultaneously communicated data may be
different data sent to or received from the same or differ-
ent destinations. Also, such simultaneously communicat-
ed data may be the same data sent to or received from
the same or different destinations. The wired medium
interface circuit and the wireless medium interface circuit
may operate asynchronously of each other. Hence, per-
formance may be improved by splitting data between the
two media. Also, performance may be improved by using
the two media at the same time.
[0020] More specifically, the communications appara-
tus may further comprise a wired medium access con-
troller, which is operative to control the wired medium
interface circuit, and a wireless medium access control-
ler, which is operative to control the wireless medium
interface circuit. Therefore the communications control-
ler may be a system medium access controller that is
operative to control each of the wired and wireless me-
dium access controllers.
[0021] In a form, the second circuit may further com-
prise a Wide Area Network (WAN) interface circuit that
is configured to, in use, communicate data over a WAN.
[0022] More specifically, the communications appara-
tus may further comprise a communications link between
the first circuit and the WAN interface circuit of the second
circuit. The communications link may operate according
to a frame based standard, such as Ethernet according
to the 802.3 standard. The communications apparatus
may further comprise a communications link between the
WAN interface circuit and the wireless medium interface
circuit. Hence, the destination address controller at the
first circuit may control whether data is transmitted over
the WAN or over the wireless network. Thus, the WAN
interface circuit and the wireless medium interface circuit
may constitute the destination addresses at the commu-
nications apparatus, whereby bridging decisions are tak-
en at the first circuit. For example and where the desti-
nation address controller is operative to implement a

VLAN, each interface of the second circuit other than an
interface between the first and second circuits may have
a unique VLAN identifier. Also, each of the interfaces for
the plural wired media at the first circuit may be assigned
a unique VLAN identifier. This is because a single MAC
address is used for all the wired media interfaces at the
first circuit.
[0023] Alternatively or in addition, the second circuit
may comprise a plurality of further interfaces, e.g. wire-
less, WAN or Ethernet, other than an interface, e.g. Eth-
ernet, between the first and second circuits and each of
the plurality of further interfaces may correspond to a
different one of a plurality of destination addresses.
[0024] Alternatively or in addition and where the WAN
interface circuit is capable of determining a destination
address, the communications apparatus may be config-
ured such that operation of the destination address con-
troller overrides an address determination made by the
WAN interface circuit.
[0025] Alternatively or in addition, the first circuit may
form part of a first discrete apparatus, such as a first
System on a Chip (SoC). Hence, the destination address
controller may be comprised in the first SoC. Alternatively
or in addition, second first circuit may form part of a sec-
ond discrete apparatus, such as a second System on a
Chip (SoC). The first and second circuits may be separate
from each other with communication between the first
and second circuits being by means of an interface, such
as a serial interface. Where the second circuit comprises
a WAN interface circuit, the wireless medium interface
circuit may form part of a second discrete apparatus, such
as a second System on a Chip (SoC), and the WAN in-
terface circuit may form part of a third discrete interface
circuit, such as a third System on a Chip (SoC).
[0026] Alternatively or in addition, a medium interface
circuit may be configured to operate as a transceiver.
Hence, the medium interface circuit may be operable to
receive and transmit data.
[0027] Alternatively or in addition, the wireless medium
interface circuit may be configured for at least one of:
communication in accordance with one of the IEEE
802.11 standards (i.e. WiFi); Ultra-wideband (UWB)
communication; and 60 GHz communication.
[0028] Alternatively or in addition, the wired medium
interface circuit may be configured for communication
over at least one of: powerline; twisted pair; and coaxial
cable.
[0029] Alternatively or in addition, a destination ad-
dress may correspond to at least one of: a device, such
as a multi-media device, connected to one of the com-
munications apparatus itself or another communications
apparatus; and an interface circuit, such as a wireless
interface circuit or a WAN interface circuit, forming part
of the communications apparatus itself or another com-
munications apparatus.
[0030] Alternatively or in addition, the communications
apparatus may comprise a correspondence database,
the correspondence database relating each destination
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address to a different one of a device (e.g. in the form of
a MAC address) and an interface circuit.
[0031] Alternatively or in addition and where the sec-
ond circuit comprises an external interface other than the
wireless medium interface and a communications link
between the first and second circuits, the communica-
tions apparatus may be operative: to convey data re-
ceived at the external interface to the first circuit, the data
having an external destination address; and to assign a
temporary destination address, such as a VLAN identifi-
er, to the conveyed data if the external destination ad-
dress is the same as one of the plurality of destination
addresses operated upon by the destination address
controller. More specifically, the communications appa-
ratus may be operative to replace the temporary desti-
nation address with the external destination address
when the data is transmitted from the communications
apparatus, e.g. when the data leaves a communications
network comprising the communications apparatus.
[0032] Alternatively or in addition, the communications
apparatus may be configured to form part of a network
comprising at least one further communications appara-
tus.
[0033] Hence and according to a second aspect of the
present invention, there is provided a communications
network comprising plural communications apparatus,
each communications apparatus being in accordance
with the first aspect of the present invention.
[0034] Alternatively or in addition, a first communica-
tions apparatus may comprise a correspondence data-
base, the correspondence database relating each desti-
nation address, such as a VLAN identifier, to a different
one of a device (e.g. in the form of a MAC address) and
an interface circuit. The correspondence database may
be operative with the destination address controller to
determine the destination address to which data is to be
communicated. More specifically, the first communica-
tions apparatus and a second communications appara-
tus may be operative to convey the correspondence da-
tabase from the first communications apparatus to the
second communications apparatus over the wired medi-
um. Hence, destination address information may be
propagated throughout the communications network.
[0035] Alternatively or in addition, the communications
network may comprise at least one device connected to
at least one node of the communications network. A de-
vice may be multi-media apparatus or IT infrastructure
apparatus, such as a router, an access point, a network
interface card (NIC) or an Ethernet adapter.
[0036] Further embodiments of the second aspect of
the present invention may comprise one or more features
of the first aspect of the present invention. I

Brief description of drawings

[0037] Further features and advantages of the present
invention will become apparent from the following spe-
cific description, which is given by way of example only

and with reference to the accompanying drawings, in
which:

Figure 1 is a representation of a first embodiment of
the present invention;
Figure 2 is a representation of the first embodiment
when used in a communications network;
Figure 3 is a representation of a second embodiment
of the present invention;
Figure 4 is a representation of the first and second
embodiments when used in a communications net-
work; and
Figure 5 is a representation of physical and medium
access control layers in the communications appa-
ratus of Figure 1.

[0038] A first embodiment 10 of communications ap-
paratus according to the present invention is shown in
Figure 1. The communications apparatus 10 comprises
a first circuit, which comprises a wired medium interface
circuit 12 and a destination address controller 14, and a
second circuit, which comprises a wireless medium in-
terface circuit 16. The form and function of the destination
address controller 14 will be described below with refer-
ence to Figure 2. In addition, the communications appa-
ratus 10 comprises an interface 18 (which constitutes a
communications link) between the first and second cir-
cuits. The interface 18 is operative according to the Eth-
ernet 802.3 standard. The wired medium interface circuit
12 comprises a core that is based on a home networking
integrated circuit (a System on a Chip (SoC), such as the
GGL541, from Gigle Networks Ltd of Capital House, 2
Festival Square, Edinburgh, EH3 9SU, UK), which is op-
erative to receive and transmit data over wired media 20
comprising powerline, coaxial cable and twisted pair
(such as is used for telephone lines). The wired medium
interface circuit 12 also comprises at least one external
Ethernet interface for connection to an Ethernet network
22 and/or local devices, such as the local devices de-
scribed below with reference to Figure 2. The wireless
medium interface circuit 16 is a known WiFi transceiver
device in the form of a SoC operable according to at least
one of the 802.11 standards, such as 802.11 a, 802.11b,
802.11 g, 802.11 n, etc., and thus forms part of a WiFi
network 24. Wi-Fi is a certification mark devised by the
Wi-Fi Alliance to indicate that a wireless local area net-
work (WLAN) product is based on the Institute of Elec-
trical and Electronics Engineers’ (IEEE) 802.11 stand-
ards (see http://www.wifi.org/knowledge center over-
view.php?type=3#W). Reference should be made to
publicly available product data from the vendor of the
GGL541 and from a vendor of a wireless communications
circuit, such as Intel, Broadcom, Marvell, Ralink, Atheros
and CSR; such product data provides sufficient informa-
tion for the skilled person to implement the communica-
tions apparatus 10 shown in Figure 1 with the exception
of the destination address controller 14 and the simulta-
neous communications by the wired and wireless medi-
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um interface circuits without resorting to any more than
ordinary design skill. The communications apparatus 10
of Figure 1 is operable to receive and transmit data to
and from the wired medium interface circuit 12 and the
wireless medium interface circuit 16 on a simultaneous
basis, whereby a combined wireless and wired commu-
nications network may be formed from at least two such
communications apparatus 10 as is described below with
reference to Figure 2. Provision for simultaneous com-
munications by the wired medium interface circuit 12 and
the wireless medium interface circuit 16 is described be-
low with reference to Figure 5.
[0039] Figure 2 shows a communications network 30
having first 32 and second 34 nodes (which each consti-
tute the communications apparatus of Figure 1). The
communications network 30 comprises further un-illus-
trated nodes that are connected to each other and to the
nodes shown in Figure 2 in the same fashion that the first
and second nodes are connected to each other. The first
and second nodes 32, 34 are connected to each other
by already installed wired media 36 and by a WiFi link
38. More specifically, the already installed wired media
consist of: a powerline cable; a coaxial cable; and a twist-
ed pair telephone line. The network 30 of Figure 2 is used
to provide for communication between and amongst a
plurality of rooms in the building. Thus, for example, each
of the nodes may be located in a different room of the
residential building. Each of the first and second nodes
32, 34 is electrically connected to two devices. Thus, the
first node 32 is connected to a laptop computer 40 and
a television 42 and the second node 34 is connected to
a Personal Computer (PC) 44 and a printer 46. Other un-
illustrated nodes in a larger communications network
than that represented in Figure 2 might, for example, be
connected to a Home Gateway (HGW), audio-visual en-
tertainment apparatus, etc. The external Ethernet inter-
face of each of the first and second nodes 32, 34 provides
for a respective Ethernet connection 48, 50 to a respec-
tive two way Ethernet switch 52, 54. A first Ethernet
switch 52 at the first node 32 is connected to the laptop
computer 40 and the television 42 and a second Ethernet
switch 54 at the second node 34 is connected to the PC
44 and the printer 46.
[0040] As explained above, the WiFi wireless medium
interface circuits 16 at each node are capable of support-
ing only one MAC address. Hence, data for the printer
46 that is received wirelessly at the second node 34 from
the first node 32 cannot be bridged to the printer accord-
ing to known approaches (i.e. where the second node 34
supports WiFi communications only) because the wire-
less medium interface circuit 16 at the second node 34
cannot distinguish between the PC 44 and the printer 46.
According to the present invention, the destination ad-
dress controllers 14 at each node are operative to imple-
ment a VLAN communications protocol in accordance
with the IEEE 802.1 Q standard. More specifically, each
destination address controller 14 is operative to modify
data packets, which are to be transmitted, in accordance

with the IEEE 802.1Q standard. Thus, a unique VLAN
identifier is used for each device, e.g. the PC 44 and the
printer 46, such that a transmitted packet contains a
VLAN device identifier for a particular device. VLAN iden-
tifiers can also be assigned to interfaces of communica-
tions apparatus as well as devices connected to commu-
nications apparatus. The assignment of VLAN identifiers
to interfaces will be described below with reference to
Figure 4. Hence, each destination address controller 14
is operative to recognise a VLAN identifier in a data pack-
et received at a node and to bridge the data to the iden-
tified device in dependence on the recognised VLAN
identifier. As can be seen from Figure 1, the destination
address controller 14 is comprised in the first, wired com-
munications circuit. Hence, data that is to be transmitted
over the WiFi link 38 is processed by the destination ad-
dress controller 14 and then conveyed to the second cir-
cuit by the internal Ethernet interface 18. Data that is
received over the WiFi link 38 is conveyed to the first
circuit by the internal Ethernet interface 18 of the receiv-
ing communications apparatus for processing by its des-
tination address controller 14. Thus, it can be appreciated
that the destination address controller 14 in the first circuit
controls all bridging irrespective of whether data is com-
municated by the wired link 36 or the WiFi link 38. The
destination address controller 14 in each communica-
tions apparatus has the form of firmware resident in the
home networking integrated circuit (i.e. the GGL541
SoC). Modification of the GGL541 SoC to implement the
destination address controller 14 when reference is made
to the content of the present application is within the or-
dinary design capabilities of the notionally skilled person
when further reference is made to: product data from the
vendor of a home networking chip, such as the GGL541,
and the IEEE 802.1Q standard. The routing table (which
constitutes a correspondence database) in each
GGL541 is modified to relate each VLAN identifier to a
MAC address and the interface; as mentioned above the
assignment of VLAN identifiers to interfaces is described
below with reference to Figure 4.
[0041] As can be seen in Figure 1, the first circuit com-
prises an Ethernet interface that connects to an Ethernet
network 22 or a device. When the Ethernet interface is
connected to an Ethernet network 22, a possible scenario
is the reception of a data packet bearing a VLAN identifier
that is the same as a VLAN identifier used in the network
30 of Figure 2. Therefore, the first circuit is operative to
determine whether or not a VLAN identifier of a data pack-
et received from such an external Ethernet network 22
is the same as a VLAN identifier used in the wired and
wireless communications network 30. If so, the first circuit
is operative to replace the VLAN identifier with a tempo-
rary, network unique VLAN identifier before the data
packet is transmitted on through the network. If the data
packet is due to leave the network, the first circuit of the
communications apparatus replaces the temporary, net-
work unique VLAN identifier with the original VLAN iden-
tifier before the packet is transmitted from the network.
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[0042] In the network 30 of Figure 2, one of the first
and second nodes 32, 34 is configured as a master node.
The master node is operative to control the wireless prop-
agation of broadcast and multicast data through the net-
work. In addition, the first circuit of the other communi-
cations apparatus and any further communications ap-
paratus in a larger network is configured such that the
other communications apparatus are incapable of send-
ing broadcast and multicast data. Hence, wireless packet
loops are avoided. When the network is being configured
or re-configured, network configuration information is re-
ceived over the wired network and the modified routing
table is configured in one of the nodes, e.g. the master
node, before being copied to each of the other nodes in
the network over the wired medium. Alternatively, a rout-
ing table can be configured or re-configured at each node
based on configuration information received from the oth-
er nodes, whereby all nodes in the network have the
same routing table. Hence, VLAN identification corre-
spondence information is propagated throughout the
communications network.
[0043] A second embodiment 70 of communications
apparatus according to the present invention is shown in
Figure 3. The second embodiment 70 is similar to the
first embodiment in terms of it comprising a first circuit,
which comprises a wired medium interface circuit 72 and
a destination address controller 74, and a second circuit,
which comprises a wireless medium interface circuit 76.
The form and function of the destination address control-
ler 74 is the same as for the destination address controller
14 of the first embodiment except as described below
with reference to Figure 4. In addition, the communica-
tions apparatus 70 comprises an interface 78 (which con-
stitutes a communications link) between the first and sec-
ond circuits. The interface 78 is operative according to
the Ethernet 802.3 standard. As with the first embodi-
ment, the wired medium interface circuit 72 comprises a
core that is based on a home networking integrated circuit
(a GGL541 System on a Chip (SoC) from Gigle Networks
Ltd.), which is operative to receive and transmit data over
wired media 80 comprising powerline, coaxial cable and
twisted pair. The wired medium interface circuit 72 also
comprises an external Ethernet interface for connection
to an Ethernet network 82 or a local device as is described
below with reference to Figure 4. As with the first embod-
iment, the wireless medium interface circuit 76 is a known
WiFi transceiver device in the form of a SoC operable
according to at least one of the 802.11 standards, such
as 802.11 a, 802.11 b, 802.11 g, 802.11 n, etc., and thus
forms part of a WiFi network 84. The second circuit of
the communications apparatus 70 of Figure 3 further
comprises a Wide Area Network (WAN) interface circuit
86 (which constitutes a WAN interface circuit). The WAN
interface circuit 86 has an external Ethernet interface for
communication over an Ethernet network 88 or connec-
tion to a local device (as described below with reference
to Figure 4) and an external WAN interface for commu-
nication over a WAN network 90. The WAN interface cir-

cuit 86 also has an internal Ethernet interface, which is
configured to provide for communications with the first
circuit, which supports the wired communications, via the
interface 78. Communication between the WAN interface
circuit 86 and the wireless medium interface circuit 76 is
by means of a communications link, such as an Ethernet
or SDIO interface where the WAN and WiFi circuits form
part of the same unit but are constituted as separate
chipsets. The WAN interface circuit 86 is of known form
and function, such as a circuit from Cisco, Juniper, Net-
gear or 3com.
[0044] As with the first embodiment, reference should
be made to publicly available product data from the ven-
dor of the GGL541 and from a vendor of a wireless com-
munications circuit and of a WAN interface circuit; such
product data provides sufficient information for the skilled
person to implement the communications apparatus 70
of Figure 3 with the exception of the destination address
controller 74 and the simultaneous communications by
the wired and wireless medium interface circuits without
resorting to any more than ordinary design skill. The com-
munications apparatus 70 of Figure 3 is operable to re-
ceive and transmit data to and from the wired medium
interface circuit 72 and the wireless medium interface
circuit 76 on a simultaneous basis, whereby a combined
wireless and wired communications network may be
formed from at least two such communications apparatus
70 or communications apparatus 10 according to the first
embodiment as is described below with reference to Fig-
ure 4. Provision for simultaneous wired and wireless net-
work communications by the wired medium interface cir-
cuit 72 and the wireless medium interface circuit 76 is
described below with reference to Figure 5.
[0045] Figure 4 shows a communications network 100
having a first 102 node and a second 104 node. The first
node 102 is formed by the communications apparatus
10 of Figure 1 and the second node 104 is formed by the
communications apparatus 70 of Figure 3. The commu-
nications network 100 of Figure 4 comprises further un-
illustrated nodes that are connected to each other and
to the nodes shown in Figure 4 in the same fashion that
the first and second nodes are connected to each other.
The first and second nodes 102, 104 are connected to
each other by already installed wired media 106 and by
a WiFi network 108. More specifically, the already in-
stalled wired media consist of: a powerline cable; a co-
axial cable; and a twisted pair telephone line. The network
100 of Figure 4 is used to provide for communication
between and amongst a plurality of rooms in a building.
The first node 104 is connected to a single device, namely
a first PC 110. The second node 106 is connected to two
devices, namely a second PC 112 and a first laptop com-
puter 114, with the second PC 112 being connected to
the Ethernet interface of the first circuit (i.e. the GGL541)
and the laptop computer being connected to the Ethernet
interface of the WAN interface circuit. In addition, a sec-
ond laptop computer 116 is connected to the wireless
network 108 between the first and second nodes 102,
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104 and a web server 118 is connected via the WAN to
the WAN interface of the WAN interface circuit 86 of the
second node 104.
[0046] As can be seen from Figure 3, a data packet
received via the wireless network 108 by the second node
104 may be intended for bridging to the second PC 112
or to the first laptop computer 114. However and as dis-
cussed above, the WiFi wireless medium interface circuit
76 at the second node is capable of supporting only one
MAC address. Hence, data for the second PC 112 that
is received wirelessly at the second node 104 cannot be
bridged to the second first PC 112 according to known
approaches because the wireless medium interface cir-
cuit 76 at the second node 104 cannot distinguish be-
tween the second PC 112 and the first laptop computer
114. According to the present invention, the destination
address controllers 14, 74 at each node are operative to
implement a VLAN communications protocol in accord-
ance with the IEEE 802.1Q standard as is described
above with reference to the first embodiment. Therefore,
a unique VLAN identifier can be attached to a data packet
to provide for routing of the data packet to, for example,
the second PC 112. Implementation of the VLAN com-
munications protocol finds further application in distin-
guishing between and amongst interfaces of the second
circuit. For example, a unique VLAN identifier is assigned
to each of: the wireless interface formed by the wireless
medium interface circuit 76; the WAN interface formed
by the WAN interface circuit 86; and the external Ethernet
interface formed by the WAN interface circuit 86. Hence,
a VLAN identifier may be included in a data packet to
determine whether the packet is transmitted from the sec-
ond node 104 by the wireless interface, the WAN inter-
face or the external Ethernet interface. Therefore, it can
be appreciated that bridging control exerted by the first,
wired communications circuit determines data flow
though interfaces as well as to and from local and distant
devices. Where a WAN interface comprises its own bridg-
ing control the bridging control exerted by the destination
address controllers 14, 74 overrides the bridging control
of the WAN interface. Implementation of the VLAN com-
munications protocol finds yet further application in dis-
tinguishing between and amongst wired medium inter-
faces of the first circuit. Therefore, each of the powerline
cable, coaxial cable and twisted pair interfaces is as-
signed a unique VLAN identifier so determine the wired
medium by which a particular data packet will be con-
veyed.
[0047] An embodiment of communications apparatus
140 that supports simultaneous communication of data
over wired and wireless media is represented in Figure
5. More specifically, Figure 5 shows the physical and
medium access control levels within the communications
apparatus. The communications apparatus 140 of Figure
5 comprises a powerline medium transceiver 142 (which
constitutes a first wired medium interface circuit), which
is operative to interface with a powerline cable. In addi-
tion, the communications apparatus 140 also comprises

a coaxial cable interface circuit 144 (which constitutes a
second wired medium interface circuit), which is opera-
tive to interface with coaxial cable. The powerline medi-
um transceiver 142 is controlled by a first Medium Access
Controller (MAC) 146 and the coaxial cable interface cir-
cuit 144 is controlled by a second Medium Access Con-
troller (MAC) 148. A system Medium Access Controller
150 (which constitutes a communications controller) con-
trols the splitting of data amongst the powerline cable,
the coaxial cable and the wireless connection, as is de-
scribed below in more detail. The hitherto described com-
ponents are formed as part of a first System on a Chip
(SoC) based upon the GGL541 mentioned above. The
hitherto described components constitute part of the first
circuit described above with reference to Figures 1 and 2.
[0048] The communications apparatus 140 of Figure
5 further comprises an 802.11 compliant transceiver 152
(which constitutes a wireless medium interface circuit),
which is operative to interface with the WiFi network 38,
108 of Figures 2 and 4. The 802.11 compliant transceiver
152 is controlled by a third Medium Access Controller
(MAC) 152. Communication between the system Medi-
um Access Controller 150 and the third Medium Access
Controller 154 is by way of an Ethernet connection 18,
78, 156 (which constitutes a communications link be-
tween the first and second circuits). The further described
components constitute part of the second circuit de-
scribed above with reference to Figures 1 and 2.
[0049] The operation of the communications appara-
tus of Figure 5 will now be described with reference to
Figures 2 and 5. Movie data is to be transmitted between
the first 32 and second 34 nodes. Each of the first and
second Medium Access Controllers 146, 148 is operative
to obtain information from its respective channel relating
to quality of service measures, such as available band-
width, latency and extent of packet loss. Also, the third
Medium Access Controller 154 is operative to obtain in-
formation from the wireless network relating to quality of
service measures, such as available bandwidth, latency
and extent of packet loss; such information is conveyed
to the system Medium Access Controller 150 by way of
the Ethernet connection 156. A quality of service metric
is determined as described in WO 2008/142450 (to the
present applicant) or WO 2008/142449 (to the present
applicant). Then the system Medium Access Controller
150 is operative to determine how data should be split
amongst the powerline cable, the coaxial cable and the
wireless network in dependence on the type of data being
transmitted (i.e. a movie) and having regards to the qual-
ity of service information from the three media. The split
data is then transmitted over the three media simultane-
ously.
[0050] Alternatively there could be more than one flow
of data (e.g. more than one movie) to be transmitted
and/or received, that is, communicated between the first
and second nodes 32, 34. Data can be received and/or
transmitted using any combination of media in an asyn-
chronous fashion. Thus, for example, the first and second
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media could be used to transmit while the third medium
is used to receive or the first medium could be used to
transmit and the second and third media used to receive.
Alternatively, the first and third media could be used to
receive while the second medium is used to transmit.
Also, one of the media may not be used such that, for
example, the third medium is not used while the first and
second media are both used to transmit or receive or the
third medium is not used while one of the first and second
media is used to transmit and the other of the first and
second media is used to receive. When data packets are
being framed for transmission, the data packet is modi-
fied to include a VLAN identifier as described above. Also,
when a data packet is received it is processed to recog-
nise its unique VLAN identifier to thereby provide for prop-
er bridging of the data packet.

Claims

1. A communications apparatus (10, 32, 70, 102, 104,
140) comprising:

a first circuit comprising a wired medium inter-
face circuit (12, 72, 142, 144) that is configured
to communicate data over a wired medium;
a communications link (18, 78, 156);
a second circuit coupled to said first circuit via
said communications link, said second circuit
comprising a wireless medium interface circuit
(16, 76, 152) that is configured to communicate
data over a wireless medium, and
a destination address controller (14, 74) com-
prised in the first circuit that is operative to de-
termine to which of a plurality of destination ad-
dresses at said communication apparatus first
data, received by the first circuit from the second
circuit via said communications link, is to be
communicated, wherein the plurality of destina-
tion addresses identify a plurality of devices at-
tached to the communications apparatus; and
a communications controller (150) that is oper-
ative to provide for selective communication of
the first data over each of the wired medium and
the wireless medium, wherein the first data is
communicated simultaneously over the wired
medium and the wireless medium, with such si-
multaneously communicated first data being the
first data sent to the same destination,

wherein the communications controller (150) is
adapted to perform selective communication of the
data by:

determining how the first data is to be split
among the wired and wireless medium; and
transmit the split first data over the media simul-
taneously, and

wherein the communications controller (150) is
adapted to provide for selective communication in
dependence on the type of data being transmitted
and the quality of service requirements.

2. The communications apparatus of claim 1, config-
ured such that the second circuit communicates data
to one of a plurality of devices (40, 42, 44, 46, 112,
114) connected to the same communications appa-
ratus.

3. The communications apparatus of any preceding
claim configured to be operative to convey data re-
ceived by the wireless medium interface circuit to
the first circuit, in which the destination address con-
troller is operative to determine the destination ad-
dress for the data.

4. The communications apparatus of any preceding
claim, wherein the second circuit comprises a wide
area network, WAN, interface circuit, wherein the
WAN interface circuit forms a WAN interface capable
of determining a destination address, and wherein
the communications apparatus is configured such
that operation of the destination address controller
overrides an address determination made by the
WAN interface of the second circuit.

5. The communications apparatus of any preceding
claim further comprising a communications link be-
tween the first and second circuits, the communica-
tions link operating according to a frame based
standard.

6. The communications apparatus of any preceding
claim, in which the destination address controller is
operative to implement a communications protocol
that is operative to identify each of the plurality of
destination addresses by recognizing a unique ad-
dress identifier corresponding to one of the plurality
of destination addresses.

7. The communications apparatus of claim 1, in which
the communications protocol is operative to include
destination address identification information in a da-
ta packet transmitted by the communications appa-
ratus.

8. The communications apparatus of claim 1, in which
the communications protocol is operative to recog-
nise destination address identification information in
a data packet received by the communications ap-
paratus.

9. A communications network (30, 100) comprising plu-
ral communications apparatus (32, 34, 102, 104),
each communications apparatus being in accord-
ance with claim 1.
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10. The communications network of claim 9, in which a
first communications apparatus comprises a corre-
spondence database, the correspondence database
relating each destination address to a different one
of a device and an interface circuit, the correspond-
ence database being operative with the destination
address controller to determine the destination ad-
dress to which data is to be communicated.

Patentansprüche

1. Kommunikationsvorrichtung (10, 32, 70, 102, 104,
140) mit:

einer ersten Schaltung, die eine drahtgebunde-
ne Medienschnittstellenschaltung (12, 72, 142,
144) aufweist, die dazu konfiguriert ist, Daten
über ein drahtgebundenes Medium zu kommu-
nizieren;
einer Kommunikationsverbindung (18, 78, 156);
einer zweiten Schaltung, die über die Kommu-
nikationsverbindung mit der ersten Schaltung
verbunden ist, wobei die zweite Schaltung eine
drahtlose Medienschnittstellenschaltung (16,
76, 152) aufweist, die dazu konfiguriert ist, Da-
ten über ein drahtloses Medium zu konfigurie-
ren; und Einen Zieladress-Controller (14, 74),
der in der ersten Schaltung enthalten und dazu
betreibbar ist, festzustellen, an welche einer
Vielzahl von Zieladressen an der Kommunikati-
onsvorrichtung erste Daten, die durch die erste
Schaltung über die Kommunikationsverbindung
von der zweiten Schaltung empfangen werden,
zu kommunizieren sind, wobei die Vielzahl von
Zieladressen eine Vielzahl von Geräten identi-
fizieren, die an der Kommunikationsvorrichtung
angebracht sind; und
einem Kommunikations-Controller (150), der
dazu betreibbar ist, selektive Kommunikation
der ersten Dateien über jedes des drahtgebun-
denen Mediums und des drahtlosen Mediums
vorzusehen, wobei die ersten Daten gleichzeitig
über das drahtgebundene Medium und das
drahtlose Medium kommuniziert werden, wobei
solche gleichzeitig kommunizierten ersten Da-
ten die ersten Daten sind, die an dasselbe Ziel
gesendet werden,

wobei der Kommunikations-Controller (150) dazu
ausgelegt ist, selektive Kommunikation der Daten
durchzuführen durch:

Bestimmen, wie die ersten Daten zwischen dem
drahtgebundenen und dem drahtlosen Medium
aufzuteilen sind; und
Senden der aufgeteilten ersten Daten gleichzei-
tig über die Medien; und wobei der Kommuni-

kations-Controller (150) dazu ausgelegt ist, se-
lektive Kommunikation in Abhängigkeit vom Typ
der Daten, die gesendet werden, und von den
Dienstgüteerfordernissen vorzusehen.

2. Kommunikationsvorrichtung nach Anspruch 1, die
so konfiguriert ist, dass die zweite Schaltung Daten
an eines einer Vielzahl von Geräten (40, 42, 44, 46,
112, 114) kommuniziert, die mit derselben Kommu-
nikationsvorrichtung verbunden sind.

3. Kommunikationsvorrichtung nach einem der vorher-
gehenden Ansprüche, die dazu konfiguriert ist, dazu
betreibbar zu sein, Daten, die von der drahtlosen
Medienschnittstellenschaltung empfangen werden,
an die erste Schaltung weiterzuleiten, wobei der Ziel-
adress-Controller dazu betreibbar ist, die Zieladres-
se für die Daten zu bestimmen.

4. Kommunikationsvorrichtung nach einem der vorher-
gehenden Ansprüche, wobei die zweite Schaltung
eine Wide Area Network, WAN, -Schnittstellenschal-
tung aufweist, wobei die WAN-Schnittstellenschal-
tung eine WAN-Schnittstelle bildet, die eine Ziel-
adresse bestimmen kann, und wobei die Kommuni-
kationsvorrichtung derart konfiguriert ist, dass der
Betrieb des Zieladress-Controllers eine von der
WAN-Schnittstelle der zweiten Schaltung durchge-
führte Adressenbestimmung aufhebt.

5. Kommunikationsvorrichtung nach einem der vorher-
gehenden Arisprüche, die des Weiteren eine Kom-
munikationsverbindung zwischen der ersten und der
zweiten Schaltung aufweist, wobei die Kommunika-
tionsverbindung gemäß einem framebasierten Stan-
dard arbeitet.

6. Kommunikationsvorrichtung nach einem der vorher-
gehenden Ansprüche, wobei der Zieladress-Cont-
roller dazu betreibbar ist, ein Kommunikationsproto-
koll zu implementieren, das dazu betreibbar ist, jede
der Vielzahl von Zieladressen durch Erkennen einer
einzigartigen Adresskennung, die einer der Vielzahl
von Zieladressen entspricht, zu identifizieren.

7. Kommunikationsvorrichtung nach Anspruch 1, wo-
bei das Kommunikationsprotokoll dazu betreibbar
ist, Zieladresskennungsinformationen in ein Daten-
paket einzufügen, das von der Kommunikationsvor-
richtung gesendet wird.

8. Kommunikationsvorrichtung nach Anspruch 1, wo-
bei das Kommunikationsprotokoll dazu betreibbar
ist, Zieladresskennungsinformationen in einem Da-
tenpaket, das von der Kommunikationsvorrichtung
empfangen wird, zu erkennen.

9. Kommunikationsnetzwerk (30, 100), das mehrere
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Kommunikationsvorrichtungen (32, 34, 102, 104)
aufweist, wobei jede Kommunikationsvorrichtung
gemäß Anspruch 1 ist.

10. Kommunikationsnetzwerk nach Anspruch 9, wobei
eine erste Kommunikationsvorrichtung eine Korres-
pondenzdatenbank aufweist, wobei die Korrespon-
denzdatenbank jede Zieladresse mit einem anderen
eines Geräts und einer Schnittstellenschaltung in
Beziehung bringt, wobei die Korrespondenzdaten-
bank mit dem Zieladress-Controller dazu betreibbar
ist, die Zieladresse, an welche Daten zu kommuni-
zieren sind, zu bestimmen.

Revendications

1. Appareil de communications (10, 32, 70, 102, 104,
140) comprenant :

un premier circuit comprenant un circuit d’inter-
face de support filaire (12, 72, 142, 144) qui est
configuré pour communiquer des données sur
un support filaire ;
une liaison de communications (18, 78, 156) ;
un deuxième circuit couplé audit premier circuit
par l’intermédiaire de ladite liaison de commu-
nications, ledit deuxième circuit comprenant un
circuit d’interface de support sans fil (16, 76,
152) qui est configuré pour communiquer des
données sur un support sans fil, et
un contrôleur (14, 74) d’adresses de destination
compris dans le premier circuit qui est utilisable
pour déterminer à laquelle d’une pluralité
d’adresses de destination au niveau dudit ap-
pareil de communication des premières don-
nées, reçues par le premier circuit du deuxième
circuit par l’intermédiaire de ladite liaison de
communications, doivent être communiquées,
dans lequel la pluralité d’adresses de destina-
tion identifient une pluralité de dispositifs liés à
l’appareil de communications ; et
un contrôleur (150) de communications qui est
utilisable pour prévoir une communication sé-
lective des premières données sur chacun du
support filaire et du support sans fil, dans lequel
les premières données sont communiquées si-
multanément sur le support filaire et le support
sans fil, avec de telles premières données com-
muniquées simultanément étant les premières
données envoyées à la même destination,

dans lequel le contrôleur (150) de communications
est adapté à exécuter une communication sélective
des données en :

déterminant comment les premières données
doivent être séparées entre les supports filaire

et sans fil ; et
transmettant les premières données séparées
sur les supports simultanément, et

dans lequel le contrôleur (150) de communications
est adapté à prévoir une communication sélective
en fonction du type de données étant transmises et
des exigences de qualité de service.

2. Appareil de communications selon la revendication
1, configuré de telle manière que le deuxième circuit
communique des données à un d’une pluralité de
dispositifs (40, 42, 44, 46, 112, 114) connectés au
même appareil de communications.

3. Appareil de communications selon une quelconque
revendication précédente configuré pour être utilisa-
ble pour transporter des données reçues par le cir-
cuit d’interface de support sans fil jusqu’au premier
circuit, dans lequel le contrôleur d’adresses de des-
tination est utilisable pour déterminer l’adresse de
destination pour les données.

4. Appareil de communications selon une quelconque
revendication précédente, dans lequel le deuxième
circuit comprend un circuit d’interface de réseau
étendu, WAN, dans lequel le circuit d’interface de
WAN forme une interface de WAN apte à déterminer
une adresse de destination, et dans lequel l’appareil
de communications est configuré de telle manière
qu’une opération du contrôleur d’adresses de desti-
nation surclasse une détermination d’adresse effec-
tuée par l’interface de WAN du deuxième circuit.

5. Appareil de communications selon une quelconque
revendication précédente comprenant en outre une
liaison de communications entre les premier et
deuxième circuits, la liaison de communications opé-
rant conformément à une norme basée sur les tra-
mes.

6. Appareil de communications selon une quelconque
revendication précédente, dans lequel le contrôleur
d’adresses de destination est utilisable pour mettre
en oeuvre un protocole de communications qui est
utilisable pour identifier chacune de la pluralité
d’adresses de destination en reconnaissant un iden-
tifiant unique d’adresse correspondant à une de la
pluralité d’adresses de destination.

7. Appareil de communications selon la revendication
1, dans lequel le protocole de communications est
utilisable pour inclure une information d’identification
d’adresse de destination dans un paquet de données
transmis par l’appareil de communications.

8. Appareil de communications selon la revendication
1, dans lequel le protocole de communications est
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utilisable pour reconnaître une information d’identi-
fication d’adresse de destination dans un paquet de
données reçu par l’appareil de communications.

9. Réseau de communications (30, 100) comprenant
des appareils de communications multiples (32, 34,
102, 104), chaque appareil de communications étant
selon la revendication 1.

10. Réseau de communications selon la revendication
9, dans lequel un premier appareil de communica-
tions comprend une base de données de correspon-
dance, la base de données de correspondance met-
tant en relation chaque adresse de destination avec
un différent d’un dispositif et d’un circuit d’interface,
la base de données de correspondance étant utili-
sable avec le contrôleur d’adresses de destination
pour déterminer l’adresse de destination à laquelle
des données doivent être communiquées.
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