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(54) POWDER INHALER

(57) A powder inhaler comprising an inhalation actu-
ated mechanism (18) having a flap (20), wherein the flap
(20) comprises a base member (29), a skirt structure (24)
projecting from a surface of the base member (29), and
a coupling portion (21) to be coupled to a resilient mem-
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Description

[0001] The present invention relates to a powder in-
haler comprising an inhalation actuated mechanism hav-
ing a flap.
[0002] Powder inhalers are devices for dispensing a
powdered medicament preparation by inhalation. The
administering of a powdered medicament preparation by
inhalation from an inhaler is commonly known.
[0003] EP 1 386 630 B1 by the applicant of this patent
application discloses a portable multiple-dose device
without propellant gas, which is equipped with a metering
member for dispensing doses from a medicament con-
tainer. The device is based on a centripetal force for
achieving a more effective pulverization/deagglomera-
tion of the particles of the micronized powdered medica-
ment from a coarser carrier in such a manner that the
penetration of the medicament into the lungs of a user
or patient is improved and the adhesion of the powdered
medicament to the upper respiratory passages is re-
duced for alleviating possible side effects caused there-
by. The device of EP 1 386 630 B1 comprises a protective
member, preferably a thin plate sliding on the metering
member, the protective member being moveable be-
tween a closed position, in which it at least covers a dos-
ing recess of the metering member to prevent the pow-
dered medicament contained in the dosing recess from
entering into an inhalation channel of the powder inhaler,
and an open position, in which the protective member
does not cover the dosing recess, so that the dosing re-
cess is exposed to the inhalation channel to enable in-
halation of the dose of the powdered medicament con-
tained in the dosing recess. The protective member pre-
vents a metered dose of the powdered medicament from
falling out of the dosing recess, thereby preventing an
unintentional loss of the powdered medicament.
[0004] The protective member is preferably automati-
cally withdrawn and moved from its closed position into
its open position upon an inhalation process. Thus, the
powder inhaler can be used in a variety of orientations,
even upside down when the user or patient is lying in a
bed, for example.
[0005] In order to automatically withdraw the protective
member from its closed position and move it into its open
position, the powder inhaler of EP 1 386 630 B1 com-
prises an inhalation actuated mechanism which is de-
signed and coupled to the protective member such that
it moves the protective member into its open position if
the inhalation suction force of the respective user ex-
ceeds a predetermined value. The inhalation actuation
mechanism is further constructed such that it automati-
cally returns the protective member into its closed posi-
tion after the respective inhalation process has properly
been completed.
[0006] The present invention especially relates to a fur-
ther development of this inhalation actuated mechanism,
so that in the following the inhalation actuated mecha-
nism known from EP 1 386 630 B1 will be described in

more detail. As the further configuration of the powder
inhaler of the present invention may be similar or even
identical to the powder inhaler known from EP 1 386 630
B1, the disclosure of EP 1 386 630 B1 is hereby incor-
porated by reference in its entirety.
[0007] Fig. 4 shows a cross-sectional view of the pow-
der inhaler known from EP 1 386 630 B1.
[0008] As shown in Fig. 4, the powder inhaler compris-
es a casing with a lower shell 1 and an integral cover 2
being pivotably or rotatably coupled to the lower shell 1.
The integral cover 2 can be opened to reveal a mouth-
piece 3 with which a user can inhale a powdered medi-
cament. The powder inhaler comprises a dosing sub-
assembly comprising a container or reservoir 4 for storing
the powdered medicament, the metering member 5, and
a deagglomerator arrangement 10 to be coupled to the
inhalation channel 9 of the mouthpiece 3. The deagglom-
erator arrangement 10 is constructed such that it gener-
ates a cyclonic airflow resulting in a strong velocity gra-
dient.
[0009] The metering member 5 is preferably provided
in the form of a shuttle or slide which is moveable in the
horizontal direction and has the dosing recess 15 in the
form of a dosing cup formed in a longitudinal middle re-
gion thereof. The dosing recess 15 is provided for me-
tering a dose of the powdered medicament and for trans-
porting the dose from a filling position underneath the
container 4, in which the dosing recess 15 is in alignment
with an opening at the bottom of the container 4, to an
inhalation position underneath the deagglomerator ar-
rangement 10, in which the dosing recess 15 is in align-
ment with the inhalation channel 9.
[0010] The powdered medicament is stored in a med-
icament chamber of the container 4. Furthermore, the
container 4 may comprise a desiccant chamber storing
a desiccant for absorbing moisture that may have entered
the medicament chamber. As indicated in Fig. 4, the des-
iccant chamber may be separated from the medicament
chamber by a permeable membrane. The medicament
chamber has a gradually decreasing cross-section diam-
eter from its top to its bottom so that the medicament
chamber of the container 4 is shaped like a funnel sup-
porting an easier filling of the dosing recess 15.
[0011] The metering member 5 is coupled to the cover
2 by a coupling mechanism, e.g., a coupling mechanism
comprising profiled cam tracks, which is constructed
such that opening the cover 2 causes the metering mem-
ber 5 to move forward from its filling position to its inha-
lation position. Likewise, closing of the cover 2 causes
the metering member 5 to move from its inhalation posi-
tion backward to its filling position.
[0012] As already indicated above, during the move-
ment of the metering member 5 from the filling position
to the inhalation position as well as after the metering
member 5 has reached its inhalation position, the dose
of the powdered medicament filled in the dosing recess
15 is prevented from falling out by the protective member
7. The protective member 7 is slidable on the metering
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member 5 between its closed position, in which is covers
the dosing recess 15, and its open position, in which it
exposes the dosing recess 15 to the deagglomerator ar-
rangement 10 and the inhalation channel 9 when the me-
tering member 5 is in the inhalation position. The protec-
tive member 7 is held in its closed position by the above-
mentioned inhalation or breath actuated mechanism
which is constructed such that the protective member 7
is moved from its closed position to its open position only
if the inhalation suction force effected by the user in the
inhalation channel 9 exceeds a predetermined level. Fur-
thermore, the inhalation actuated mechanism is con-
structed such that only an inhalation suction breath, and
not a blowing breath, can actuate the mechanism and
can cause a movement of the protective member from
its closed position to its open position.
[0013] Fig. 5 shows a more detailed perspective view
of the inhalation actuated mechanism 18.
[0014] The inhalation actuated mechanism 18 com-
prises a sub-frame 8 which is shown in Fig. 4 only and
holds a flap 20 acting as an inhalation actuated member,
a coupling member 30, preferably in the form of a yoke,
and a resilient member 40, preferably in the form of a
drive spring. The resilient member 40 and the coupling
member 30 are provided to drive the protective member
7 and to actuate a dose counting unit which comprises
according to Fig. 5 a units wheel 12 having drive teeth
16 and a tens wheel 13 having drive teeth 17, which are
coupled by an idler wheel (not shown). The units wheel
12 and the tens wheel 13 display the number of doses
remaining in the container 4.
[0015] As shown in Fig. 5, recesses 11 are formed at
the front corner portions of the metering member 5, and
at one of these recesses 11 a prolonged end 43 of the
resilient member 40 engages with the metering member
5 if the metering member is moved forward. By the con-
tact with the metering member 5, the resilient member
40 is tensioned and charged up. A first end 41 of the
resilient member 40 rests at a portion 21 of the flap 20
when the resilient member 40 is in its discharged state
and normally holds the flap 20 in a first position, .i.e., in
a horizontal position. Therefore, by charging up the re-
silient member 40 by opening the cover 2, the reset force
exerted by the first end 41 on the flap 20 is released.
[0016] In exemplary Figs.4 and 5, the upper surface of
the flap 20 has an optional flag 22 which acts as a mark
that is visible through openings in the upper side of the
mouthpiece region of the powder inhaler and indicates
that a dose is ready for inhalation. Furthermore, the flap
20 is coupled to the coupling member 30 via an arm por-
tion 34 thereof and comprises one or two projections 23
acting as a counterweight. This counterweight balances
the flap 20 and does not only reduce the actuation force
required but also the susceptibility of the mechanism to
accidental triggering.
[0017] As shown in Fig. 5, the resilient member 40 has
a second end 42 which rests on a lateral side surface of
the coupling member 30. The resilient member 40 is

mounted on a shaft-like portion of the coupling member
30. At the opposite side thereof, the coupling member 30
has a projection 31 with a thickening 32 for operating the
dose counting mechanism. From the bottom of the cou-
pling member 30, there extends a prolongation 33 which
engages with an opening 14 formed in the protective
member 7 and with a slit (not shown in figures, as covered
by the protective member 7) formed in the front end por-
tion of the metering member 5.
[0018] When the flap 20 is held by the resilient member
40 in the horizontal position shown in Fig. 5, the protective
member 7 prevents the powdered medicament con-
tained in the dosing recess 15 from being displaced from
the deagglomerator arrangement 10 if the user blows
into the mouthpiece 3. Furthermore, the flap 20 provides
a resistance if the user blows into the device giving pos-
itive feedback. If, however, the metering member 5 is
pushed forward by opening the cover 2, the resilient
member 40 is compressed and charged, and the reset
force exerted by the end 41 on the flap 20 is released,
so that the flap 20 can pivot or rotate from the horizontal
first position into a second position that is pivoted down-
ward relative to the horizontal first position if there is a
sufficient high inhalation suction force in the inhalation
channel 9. In the latter case, the movement of the flap
20 into its second position releases the arm 34 of the
coupling member, which enables the resilient member
40, due to its compression, to move its second end 42
and thus the coupling member 30 slightly upward. By this
rotational upward movement of the coupling member 30
the prolongation 33 extending from the lower side of the
coupling member 30 moves forward, thereby moving the
protective member 7 from its closed position to its open
position and exposing the dosing recess 15 to the inside
of the deagglomerator arrangement (cyclone) 10, so that
the dose of the powdered medicament can be inhaled
through the deagglomerator arrangement 10 and the in-
halation channel 9 as well as the mouthpiece 3. In the
cyclone or deagglomerator arrangement, the powdered
medicament is entrained into a swirling airflow where the
active part of the formulation is disaggregated from the
carrier.
[0019] In exemplary Figs. 4 and 5, since the flap 20
has been moved to its second position, the optional flag
22 will no longer be visible through the corresponding
opening in the upper side of the mouthpiece, thereby
indicating that a dose has been taken and that a new
dose is not yet ready for inhalation.
[0020] Furthermore, as a result of this rotation of the
flap 20 and the following clockwise rotation of the cou-
pling member 30, the projection or cantilever 31 of the
coupling member 30 is also slightly moved clockwise
along the inclination of a next drive tooth 16 of the units
wheel 12 so as to bring the thickening 32 into engage-
ment with the respective drive tooth 16.
[0021] After inhalation, when the user closes the cover
2 again, the metering member 5 is moved backward to
the filling position underneath the container 4, and this
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backward movement causes a counterclockwise rotation
of the coupling member 30 as the prolongation 33 thereof
is moved backward with the metering member 15. The
counterclockwise rotation of the coupling member 30 is
supported by the resilient member 40 which is allowed
to be discharged and decompressed upon backward
movement of the metering member 5. Due to this coun-
terclockwise rotation of the coupling member 30, the pro-
jection 31 is also rotated counterclockwise, thereby ro-
tating the units wheel 12 counterclockwise by one step
which decreases the displayed number of doses left in
the container 4.
[0022] Since the coupling member 30 and the resilient
member 40 are moved back into their initial positions,
the first end 41 of the resilient member 40 urges the flap
20 back into the horizontal position shown in Fig. 4 and
Fig. 5. Moreover, the coupling member 30 is then again
held by the engagement of its arm 34 with the flap 20,
so that the whole powder inhaler has then been trans-
ferred into its initial position again.
[0023] Starting from this structure and functionality of
the inhalation actuated mechanism described above, it
is the object of the present invention to provide a powder
inhaler having an inhalation actuated mechanism with a
new flap design that allows to reduce the inhalation force
required for activating the inhalation actuated mecha-
nism and thus contributes to an improved performance
of the powder inhaler.
[0024] According to the present invention, this object
is achieved by a powder inhaler as defined in claim 1.
The dependent claims define preferred and/or advanta-
geous embodiments of the invention.
[0025] The flap of the invention comprises a base
member, a skirt structure projecting from a surface of the
base member, and a coupling portion to be coupled to a
resilient member of a corresponding inhalation actuated
mechanism of a corresponding powder inhaler.
[0026] The new flap design with the skirt structure or
frame structure formed at the upper surface of the base
member has an improved interaction with the powder
inhaler chassis and an improved sealing of the casework
and the flap to internal airflows, thereby allowing an im-
proved device performance. Due to the new flap design,
the inhalation flow rate required for the activation of the
breath actuated mechanism of the inhaler can be re-
duced, and an improved inter- and intra-device reproduc-
ibility for the through life of the powder inhaler can be
achieved, resulting also in an overall increase in the ro-
bustness of the powder inhaler while ensuring manufac-
turing capability. For example, with the new flap design,
the mean breath actuated mechanism activation flow rate
(BAM-AFR) can be reduced to a value in the range of 25
l/min, while the previous flap design required a mean
BAM-AFR in the range of 38 I/min. The new flap design
allows to achieve a very low variability of the activation
flow rates for the through life of the powder inhaler, which
may be in the range of 20 to 32 I/min. Thus, the inhalation
actuated mechanism of the invention can be activated

already at very low inspiratory flows which can be exerted
more easily by patients that are affected by obstructive
pulmonary airway diseases, such as asthma and COPD,
for example. The addition of the skirt creates a labyrinth
between the mouthpiece of the powder inhaler and the
flap, which provides an increased resistance to air. This
increased resistance makes the trigger flow more repeat-
able and reproducible without the inclusion of this laby-
rinth seal about the cover of the powder inhaler causing
an increase in torque required to open and close the cov-
er.
[0027] According to the preferred embodiment, the
base member of the flap comprises a flat portion from
which the skirt projects and a front end of the flat portion
is at least partly rounded.
[0028] The flat portion may have a first longitudinal side
and a second longitudinal side, the first and second lon-
gitudinal sides being connected by a combination of a
straight front end portion and a rounded front end portion.
A length of the first longitudinal side may be shorter than
a length of the second longitudinal side.
[0029] According to an embodiment of the invention,
the skirt comprises first side wall portions, which sub-
stantially extend in a longitudinal direction of the base
member, and a second side wall portion which extends
between the first side wall portions in a width direction of
the base member and may comprise an elongate thick-
ening in a middle portion thereof.
[0030] The first side wall portions are spaced from one
another in the width direction of the base member and
are preferably wedge-shaped such that a height of the
first side wall portions gradually increases from a front
end of the base member towards a rear end of the base
member. The transverse second side wall portion may
be inclined towards a rear end of the base member.
[0031] The coupling portion, interacting with the resil-
ient member, preferably in the form of a spring, of the
inhalation actuated mechanism may extend from a sur-
face of the base member which is opposite to the surface
from which the skirt projects.
[0032] According to an embodiment of the invention,
the flap comprises a wing-shaped projection that projects
from the flap backwards and is designed such that it acts
as a counterweight upon a rotation of the flap in the in-
halation actuated mechanism.
[0033] In the preferred embodiment, the flap compris-
es a portion to be coupled to a coupling member, pref-
erably in the form of a yoke, of the inhalation actuated
mechanism, the coupling member being provided for
coupling the inhalation actuated mechanism with a pro-
tective member of a metering member of the powder in-
haler. This coupling member may also be provided for
actuating a dose counting mechanism of the powder in-
haler.
[0034] The flap of the present invention may preferably
be used in an inhalation actuated mechanism of the type
disclosed in EP 1 386 630 B1. The further configuration
of the corresponding powder inhaler of the present in-
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vention and the functionality of the corresponding com-
ponents may be similar or even identical to the powder
inhaler known from EP 1 386 630 B1.
[0035] In the following, a preferred embodiment of the
invention will be described with reference to the drawing.

Fig. 1 shows several perspective views of inhalation
actuated mechanisms using a flap according to em-
bodiments of the invention. In particular, Fig. 1A
shows a perspective view of an inhalation actuated
mechanism using a flap according to an embodiment
of the invention before having been actuated by in-
halation, Fig. 1B shows a perspective view of the
inhalation actuated mechanism of Fig. 1A after it has
been actuated by inhalation, and Fig. 1C shows a
perspective view from a different side of an alterna-
tive embodiment of an inhalation actuated mecha-
nism after inhalation has occurred.

Fig. 2 shows an enlarged perspective view of the
flap shown in Fig. 1.

Fig. 3 shows several views of the flap. In particular,
Fig. 3A shows a first perspective side view of the flap
similar to Fig. 2, Fig. 3B shows a second perspective
side view of the flap, Fig. 3C shows a top view of the
flap, Fig. 3D shows a first side view of the flap, Fig.
3E shows a second side view of the flap, Fig. 3F
shows a bottom view of the flap, and Fig. 3G shows
a rear view of the flap.

Fig. 4 shows a cross-sectional view of a conventional
powder inhaler in which the flap and the inhalation
actuated mechanism of Figs. 1-3 may be used.

Fig. 5 shows a perspective view of the inhalation
actuated mechanism of the conventional powder in-
haler of Fig. 4.

[0036] Fig. 1A shows an inhalation actuated mecha-
nism 18 comprising a flap 20 acting as an inhalation ac-
tuated member, a coupling member 30 in the form of a
yoke, and a resilient member 40’ in the form of a drive
spring attached to a shaft portion of the coupling member
30. The resilient member 40’ has a similar function as
the resilient member 40 shown in Fig. 5, but is different
from the resilient member 40 in its shape. Therefore, as
regards the functionality of the resilient member 40’, in
general reference can be made to the above explana-
tions regarding the resilient member 40 shown in Fig. 5.
The resilient member 40’ and the coupling member 30
are provided to drive a protective member 7 for a dosing
recess 15 of a metering member 5 of a corresponding
powder inhaler and to actuate a dose counting unit which
comprises according to Fig. 1A a units wheel 12 and a
tens wheel 13. The units wheel 12 and the tens wheel
13 display the number of doses remaining in a medica-
ment container of the powder inhaler or the number of

doses that have already been taken. Drive teeth 16 of
the units wheel 12 are coupled through a gear mecha-
nism (not shown) with drive teeth 17 of the tens wheel
13. According to this particular embodiment, as shown
in Fig. 1A, the first resilient member 40’ engages with its
prolonged end 43 with a recess of the metering member
5 and rests with its end 41 at a coupling portion 21 of the
flap 20.
[0037] Fig. 2 shows an enlarged perspective view of
the flap 20, and Fig. 3 shows different further views of
the flap 20.
[0038] According to the embodiment depicted in Fig.
2 and Fig. 3, the flap 20 comprises a base member 29
with a substantially plate-shaped flat portion from which
a skirt or frame structure 24 projects upward. The skirt
extends along the circumference of the base portion 29,
but is open toward the front. The coupling portion 21 to
be coupled to the resilient member 40’ of the inhalation
actuated mechanism 18 projects from the lower surface
of the base portion 29 downward. Furthermore, the base
member 29 comprises a shaft portion 28 at a rear end of
the flat portion, the shaft portion 28 being provided to
pivotably or rotatably support the flap 20 in the inhalation
actuated mechanism 18 within the casing of the corre-
sponding powder inhaler.
[0039] The front end of the flat portion of the base mem-
ber 29 is at least partly rounded. According to the pre-
ferred embodiment, the flat portion has a first longitudinal
side and a second longitudinal side, the first and second
longitudinal sides being connected by a combination of
a straight front end portion and a rounded front end por-
tion, and the length of the first straight longitudinal side
of the base member 29 is somewhat shorter than the
length of the second straight longitudinal side, which can
be best seen in the top and bottom views of Fig. 3C and
Fig. 3F.
[0040] The skirt structure 24 comprises first side wall
portions 26B, which substantially extend in a longitudinal
direction of the base member 29, and a second side wall
portion 26A which extends between the first side wall
portions 26B in a width direction of the base member 29.
The second side wall portion 26A comprises an integrat-
ed elongate thickening 27 extending from the base mem-
ber 29 upward in a middle portion of the second side wall
portion 26A.
[0041] In the preferred embodiments shown in Figs.
1-3, the two first side wall portions 26B are spaced from
one another in the width direction of the base member
29 and are wedge-shaped such that a height of the first
side wall portions 26B gradually increases from a front
end of the base member 29 towards a rear end of the
base member 29. The second side wall portion 26A is
slightly inclined towards the rear end of the base member
29 (see Fig. 3C, for example).
[0042] The first side wall portions 26B extend along
the first and second longitudinal sides of the flat portion
of the base member 29. That first side wall portion 26B,
which extends along the first longitudinal side of the flat
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portion of the base member 29, i.e., the left side wall
portion 26B, is angled such that a part thereof extends
substantially parallel to the straight front end portion of
the base member 29. The other first side wall portion
26B, i.e., the right side wall portion in Fig. 2, extends
completely along a straight line.
[0043] As already described above, the preferably
plate-shaped coupling portion 21 of the inhalation actu-
ated mechanism 18 extends from a surface of the base
member 29 which is opposite to the surface from which
the skirt 24 projects. A further projection 23 projects from
the shaft portion 28 of the flap 20 backward and is wing-
shaped and designed such that it acts as a counterweight
upon rotation of the flap 20 in the inhalation actuated
mechanism 18. The projection 23 and the coupling por-
tion 21 are spaced in a width direction of the flap 20 and
extend substantially parallel to one another, which can
be seen best in Fig. 3G.
[0044] The flap 20 also comprises a portion 25 to be
coupled to the coupling member 30 of the inhalation ac-
tuated mechanism 18 (see Fig. 3F).
[0045] The inhalation actuated mechanism 18 com-
prising the flap 20 may be used in a powder inhaler similar
to that shown in Fig. 4, so that reference can be made
to the above description with respect to the structure and
functionality of the powder inhaler. In particular, the func-
tionality of the inhalation actuated mechanism 18 is sim-
ilar to that described in connection with Fig. 5.
[0046] As shown in Fig. 1A, an end 43 of the resilient
member 40’ engages with a front corner portion of the
metering member 5 as the metering member is moved
forward. By the contact with the metering member 5, the
resilient member 40’ is tensioned and charged up. A fur-
ther end 41 of the resilient member 40’ is coupled to the
coupling portion 21 of the flap 20 such that, when the
resilient member 40’ is in its discharged state, the flap
20 is held in a first horizontal position. Therefore, by
charging up the resilient member 40’, this reset force ex-
erted by the end 41 on the flap 20 is released.
[0047] Furthermore, the flap 20 is coupled at its lower
surface at the portion 25 (see Fig. 3F) to a projection 34
of the coupling member 30 and comprises the wing-
shaped further projection 23 which acts as a counter-
weight and projects backward from the shaft portion 28
of the flap 20. This counterweight balances the flap 20
and does not only reduce the actuation force required
but also the susceptibility of the mechanism to accidental
triggering.
[0048] As shown in Fig. 1A, the resilient member 40’
is mounted on a shaft-like portion of the coupling member
30. At the opposite side thereof, the coupling member 30
has a projection 31 with a thickening 32 for operating the
dose counting mechanism. From the bottom of the cou-
pling member 30, there extends a prolongation 33 which
engages with an opening 14 formed in the protective
member 7 and with a slit (not shown) formed in the front
end portion of the metering member 5.
[0049] When the flap 20 is held by the resilient member

40’ in the horizontal position shown in Fig. 1A, the pro-
tective member 7 prevents the powdered medicament
contained in the dosing recess 15 from being displaced
from the deagglomerator arrangement of the powder in-
haler if the user blows into the mouthpiece of the powder
inhaler. Furthermore, the flap 20 provides a resistance if
the user blows into the device giving positive feedback.
If, however, the metering member 5 is pushed forward
by opening the cover of the powder inhaler, the resilient
member 40’ is compressed and charged, and the reset
force exerted by the end 41 on the flap 20 is released,
so that, if there is a sufficient high inhalation suction force
in the inhalation channel of the powder inhaler, the flap
20 can pivot or rotate from the horizontal first position
into a second position that is pivoted downward relative
to the horizontal first position. In the latter case, the move-
ment of the flap 20 into its second position releases the
portion 34 of the coupling member 30, which enables the
resilient member 40’, due to its compression, to move
the coupling member 30 slightly upward. By this rotation-
al upward movement of the coupling member 30 the pro-
longation 33 extending from the lower side of the coupling
member 30 moves forward, thereby moving the protec-
tive member 7 from its closed position to its open position
and exposing the dosing recess 15 to the inside of the
deagglomerator arrangement (cyclone) of the powder in-
haler, so that the dose of the powdered medicament can
be inhaled through the deagglomerator arrangement and
the inhalation channel as well as the mouthpiece.
[0050] Furthermore, as a result of this rotation of the
flap 20 and the following clockwise rotation of the cou-
pling member 30 due to the action of the resilient member
40’, in cooperation with that of the second optional resil-
ient member mounted on the shaft-like portion of the cou-
pling member 30 at the opposite side with respect to the
resilient member 40’, the projection or cantilever 31 of
the coupling member 30 is also slightly moved clockwise
along the inclination of a next drive tooth 16 of the units
wheel 12 so as to bring the thickening 32 into engage-
ment with the respective drive tooth 16.
[0051] Fig. 1B shows a position of the inhalation actu-
ated mechanism 18 after inhalation has occurred.
[0052] After inhalation, when the user closes the cover
of the powder inhaler again, the metering member 5 is
moved backward to the filling position underneath the
medicament container of the powder inhaler, and this
backward movement causes a counterclockwise rotation
of the coupling member 30 as the prolongation 33 thereof
is moved backward with the metering member 15. The
counterclockwise rotation of the coupling member 30 is
supported by the resilient member 40’ which is allowed
to be discharged and decompressed upon backward
movement of the metering member 5. Due to this coun-
terclockwise rotation of the coupling member 30, the pro-
jection 31 is also rotated counterclockwise, thereby ro-
tating the units wheel 12 counterclockwise by one step
which decreases the displayed number of doses left in
the container 4.
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[0053] Since the coupling member 30 and the resilient
member 40’ are moved back into their initial positions,
the end 41 of the resilient member 40’ urges the flap 20
back into the horizontal position shown in Fig. 1A. More-
over, the coupling member 30 is then again held by the
engagement of its projection 34 with the flap 20, so that
the whole powder inhaler has then been transferred into
its initial position again.
[0054] Fig. 1C shows a perspective view of an alter-
native embodiment of the inhalation actuated mecha-
nism 18 from a different side. In Fig. 1C, the same com-
ponents as those shown in Fig. 1A and 1B are designated
by the same reference numerals, and as regards the
functionality of these components, reference can be
made to the above explanations. It should be noted that,
in the view of Fig. 1C, the units wheel 12 has been omitted
for clarity reasons.
[0055] In this alternative embodiment, for imparting to
the coupling member 30 a suitable force, which is re-
leased during inhalation, a second resilient member 50,
mounted on the shaft-like portion of the coupling member
30, at the opposite side with respect to the resilient mem-
ber 40’, may be present. In particular, the second resilient
member 50 may be provided in the form of a drive spring
which at one end 51 interacts with an adjacent lateral
side surface of the coupling member 30 and at the other
end 52 rests on a surface positioned on a lateral portion
of the chassis, close to a point wherein the shaft portion
of the coupling member 30 is hinged to. The downward
movement of the flap 20 during inhalation releases part
of the force exerted by the second resilient member 50
on the coupling member 30, while the closing of the cover
of the powder inhaler tensions the second resilient mem-
ber 50.
[0056] Although not shown in Fig. 1 and Fig. 2, similar
to Fig. 4 and Fig. 5 the flap 20 may be provided with a
flag 22 which acts as a mark that is visible through an
opening in the mouthpiece 3 of the powder inhaler and
indicates that a dose is ready for inhalation.
[0057] To confirm the advantages associated with the
invention, a through life breath actuated mechanism ac-
tivation flow rate (BAM-AFR) characterisation was per-
formed. In particular, tests were carried on 66 devices,
not containing the powder formulation, being provided
with a breath or inhalation actuated mechanism with the
new flap according to the invention and on corresponding
60 devices, not containing the powder formulation, being
provided with a breath actuated mechanism with a pre-
vious flap design according to the prior art.
The method was similar to that described in the European
Pharmacopoeia 8.0 for Inhalation Powders: Tests for
Uniformity of Delivered Dose, and the equipment for per-
forming the tests comprised a device handling unit rig
provided with a device seat, to fix the device during the
experiment and the following units connected in the fol-
lowing order: the mouthpiece of the device was connect-
ed to a Dose Unit Sampling Apparatus for dry powder
inhalers (DUSA - Copley Scientific) through a suitable

adapter, a HEPA (High Efficiency Particulate Air) filter, a
flowmeter (Copley), and a Critical Flow Controller (TPK
model - Copley Scientific), in its turn connected to a vac-
uum supply port. The DUSA was also connected to a
manometer. Details on the working requirements of Co-
pley instruments and apparatus (DUSA, flowmeter, Crit-
ical Flow Controller) known to the skilled in the art are
also available in Copley Scientific Brochures available at
the company web site.
[0058] After initial leak check and having sealed any
potential leaks at connection points, the tests on the ac-
tivation flow rate for each device and for the through life
of each device were performed. Each device was ex-
posed to a starting flow rate of 20.0 l/min to confirm wheth-
er the flap was activated or not. If the flap was not acti-
vated, the device was re-primed and retested at the flow
rate increased by 2.5 I/min. If again the flap was not ac-
tivated, then the flow rate was increased a further 2.5
l/min and retested. This continued until an activation of
the flap was recorded, up to a maximum flow rate of 60
l/min. The flow rate at which the activation occurs was
recorded as its BAM-AFR. This method was applied to
five doses at the start of life of the device (from the 1st to
the 5th), and ten doses at the end of life of the device
(from the 111th to the 120th) with the intervening doses
being shot to waste at a higher flow rate.
[0059] The powder inhalers provided with the flap de-
sign according to the invention resulted in a mean BAM-
AFR of 25 l/min, while the powder inhalers with the pre-
vious flap design required a mean BAM-AFR of 38 l/min.
The results therefore showed a large reduction in the
BAM-AFR for the through life of the powder inhaler pro-
vided with the flap according to the present invention with
respect to the powder inhaler provided with the flap de-
sign according to the prior art. Moreover the new flap
design allowed to achieve a variability of the activation
flow rates for the through life of the powder inhaler in the
range of 20 to 32 l/min, which was very low with respect
to the variability showed by the previous flap design.

Claims

1. A powder inhaler, comprising
a container (4) for storing a powdered medicament;
a metering member (5) having a dosing recess (15)
to be filled with a dose of the powdered medicament
from the container (4);
a mouthpiece (3) being in communication with an
inhalation channel (9) for enabling inhalation of the
dose of the powdered medicament contained in the
dosing recess (15) of the metering member (5); and
an inhalation actuated mechanism (18) which is cou-
pled to a protective member (7) for the dosing recess
(15) of the metering member (5) such that, if the pro-
tective member (7) is in a closed position in which it
covers the dosing recess (15), the inhalation actuat-
ed mechanism (18) causes the protective member

11 12 



EP 3 505 209 A1

8

5

10

15

20

25

30

35

40

45

50

55

(7) to move to an open position, in which the protec-
tive member (7) does not cover the dosing recess
(15), if an inhalation suction force exerted by a user
on the inhalation channel (9) exceeds a predeter-
mined value;
wherein the inhalation actuated mechanism (18)
comprises a flap (20) comprising:

a base member (29) comprising a plate-shaped
flat portion (60);
a skirt structure (24), wherein the skirt structure
(24) comprises first side wall portions (26B),
which substantially extend in a longitudinal di-
rection of the base member (29), and a second
side wall portion (26A) which extends between
the first side wall portions (26B) in a width direc-
tion of the base member (29); and
a coupling portion (21) to be coupled to a resilient
member (40’) of the inhalation actuated mech-
anism (18);
wherein the coupling portion (21) projects from
a lower surface of the base member (29) down-
ward, and the skirt structure (24) projects up-
ward from a surface of the base member (29).

2. The powder inhaler according to claim 1,
wherein the skirt structure (24) comprising the first
side wall portions (26B) and the second side wall
portion (26A) extends along the circumference of the
base member (29), but is open toward a front end of
the base member (29).

3. The powder inhaler according to claim 1 or 2,
wherein the base member (29) comprises a shaft
portion (28) at a rear end of the flat portion of the
base member (29), the shaft portion (28) being pro-
vided to pivotably support the flap (20) in the inha-
lation actuated mechanism (18).

4. The powder inhaler according to claim 3,
wherein the flat portion has a first straight longitudinal
side and a second straight longitudinal side, the first
and second longitudinal sides being connected by a
combination of a straight front end portion and a
rounded front end portion,
wherein a length of the first longitudinal side is short-
er than a length of the second longitudinal side.

5. The powder inhaler according to claim 4,
wherein the first side wall portions (26B) extend
along the first and second longitudinal sides of the
flat portion of the base member (29), and
wherein the first side wall portion (26B), which ex-
tends along the first longitudinal side of the flat por-
tion of the base member (29), is angled such that a
part thereof extends substantially parallel to the
straight front end portion of the base member (29).

6. The powder inhaler according to any one of the pre-
ceding claims,
wherein the second side wall portion (26A) compris-
es an elongate thickening (27) extending from the
base member (29) in a middle portion of the second
side wall portion (26A).

7. The powder inhaler according to any one of the pre-
ceding claims,
wherein the skirt structure (24) comprises two first
side wall portions (26B) which are spaced from one
another in the width direction of the base member
(29) and are wedge-shaped such that a height of the
first side wall portions (26B) gradually increases from
a front end of the base member (29) towards a rear
end of the base member (29).

8. The powder inhaler according to any one of the pre-
ceding claims,
wherein the second side wall portion (26A) is inclined
towards a rear end of the base member (29).

9. The powder inhaler according to any one of the pre-
ceding claims,
wherein the coupling portion (21) for the resilient
member (40’) of the inhalation actuated mechanism
(18) extends from a surface of the base member (29)
which is opposite to the surface from which the skirt
structure (24) projects.

10. The powder inhaler according to any one of the pre-
ceding claims,
wherein the flap (20) comprises a projection (23) that
projects from a shaft portion (28) of the flap (20) back-
wards, wherein the projection (23) and the coupling
portion (21) are spaced in a width direction of the
flap (20) and extend substantially parallel to one an-
other; and
wherein the projection (23) is wing-shaped and is
designed such that it acts as a counterweight upon
a rotation of the flap (20) in the inhalation actuated
mechanism (18).

11. The powder inhaler according to any one of the pre-
ceding claims,
wherein the flap (20) is arranged such that it is piv-
otable between a first position and a second position,
wherein the flap (20) is coupled to the protective
member (7) such that, if there is an inhalation suction
force exceeding the predetermined value, the flap
(20) is moved from the first position to the second
position, thereby causing the protective member (7)
to move from the closed position to the open position.

12. The powder inhaler according to claim 11,
wherein the inhalation actuated mechanism (18)
comprises a resilient member (40’) which is ten-
sioned by a movement of the metering member (5)
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from a filling position, in which the dosing recess (15)
is in alignment with an opening of the container (4)
so as to be filled with the dose of the powdered med-
icament, to an inhalation position, in which the dosing
recess (15) is in alignment with the inhalation chan-
nel (9), wherein the resilient member (40’) is allowed
to discharge upon a movement of the metering mem-
ber (5) from the inhalation position to the filling po-
sition;
wherein the resilient member (40’) is arranged such
that it holds the flap (20) in its first position if the
resilient member (40’) is discharged, while the resil-
ient member (40’) releases the flap (20) if the resilient
member (40’) is tensioned, so as to allow the flap
(20) to be moved from its first position to its second
position by the inhalation suction force exceeding
the predetermined value;
wherein the inhalation actuated mechanism (18)
comprises a coupling member (30) coupling the flap
(20) to the protective member (7) with the resilient
member (40’) being coupled to the coupling member
(30); and
wherein the coupling member (30) comprises a por-
tion (34) which is held by the flap (20) if it is in its first
position, while the portion (34) of the coupling mem-
ber (30) is released by a movement of the flap (20)
from its first position to its second position.

13. The powder inhaler according to claim 12,
wherein the resilient member (40’) is a spring ar-
ranged at the coupling member (30).

14. The powder inhaler according to claim 12 or claim 13,
wherein the inhalation actuated mechanism (18)
comprises a further resilient member (50) which is
arranged at an opposite side with respect to the re-
silient member (40’).

15. The powder inhaler according to claim 14,
wherein the further resilient member (50) is a spring
mounted on a shaft-like portion of the coupling mem-
ber (30) at an opposite side with respect to the resil-
ient member (40’); and
wherein the further resilient member (50) has a first
end (51) coupled to the coupling member (30) and
a second end (52) coupled to chassis of the powder
inhaler.
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