
Printed by Jouve, 75001 PARIS (FR)

(19)
EP

3 
58

8 
12

8
A

1
*EP003588128A1*

(11) EP 3 588 128 A1
(12) EUROPEAN PATENT APPLICATION

(43) Date of publication: 
01.01.2020 Bulletin 2020/01

(21) Application number: 18179827.3

(22) Date of filing: 26.06.2018

(51) Int Cl.:
G01S 7/41 (2006.01) G01S 13/90 (2006.01)

G01S 13/93 (2006.01)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR
Designated Extension States: 
BA ME
Designated Validation States: 
KH MA MD TN

(71) Applicant: Fraunhofer-Gesellschaft zur Förderung 
der 
angewandten Forschung e.V.
80686 München (DE)

(72) Inventors:  
• Gonzalez Huici, Maria Antonia

53123 Bonn (DE)

• Mateos-Nunez, David
53177 Bonn (DE)

• Simoni, Renato
53111 Bonn (DE)

• Greiff, Christian
53179 Bonn (DE)

• Correas Serrano, Aitor
53115 Bonn (DE)

(74) Representative: Gagel, Roland
Patentanwaltskanzlei 
Dr. Roland Gagel 
Landsberger Strasse 480 a
D-81241 München (DE)

(54) METHOD FOR DETECTION AND HEIGHT AND AZIMUTH ESTIMATION OF OBJECTS IN A 
SCENE BY RADAR PROCESSING USING SPARSE RECONSTRUCTION WITH COHERENT 
AND INCOHERENT ARRAYS

(57) In a method for detection and height and azimuth
estimation of objects in a scene by radar processing, ra-
dar signals are emitted to the scene and radar signals
reflected from the scene are received using at least one
multi-channel radar sensor, said radar sensor comprising
a two-dimensional array of sensor elements with spatial
diversity in horizontal and vertical axes. Measurement
signals of the at least one radar sensor are processed to
detect objects in the scene and a height and azimuth
estimation of one or several detected objects is per-
formed using compressed sensing. The compressed

sensing is based on a combination of a near-field multi-
path observation model, which includes ground-reflected
path contributions of the emitted and reflected radar sig-
nals for a flat surface, with possibly unknown reflection
coefficient, for pairs of transmitting and receiving ele-
ments, and a group-sparse estimation model for meas-
urement signals of mutually incoherent measurements
taken at different distances from the detected object(s)
or from mutually incoherent radar sensors or sensor el-
ements.
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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a method and a system for detection and height and azimuth estimation of
objects in a scene by radar processing using sparse reconstruction, in particular for advanced driver assistance systems
(ADAS) and autonomous vehicles.
[0002] Radar systems for height and azimuth estimation have crucial importance for collision avoidance systems in
motor-vehicles, because they work in most weather and lighting conditions, allow radial velocity estimation via Doppler
measurements, and can provide high spatial resolution at ranges up to 200 m. In particular, at high speeds, collision
avoidance decisions need to be made at distances larger than 80 m regarding the presence of obstacles. This requires
an estimation of the dimensions of small objects on the road at long distances, e.g. at distances between 80 m and 150
m, where radar data can be collected and processed to determine if the obstacle can be driven over or needs to be avoided.

PRIOR ART ON HEIGHT ESTIMATION IN AUTOMOTIVE RADAR

[0003] The problem of height estimation in the context of automotive radar up to now has been addressed in two
scenarios. A first scenario is the detection of small objects, e.g. curbs, or classification of larger objects, e.g., poles, at
short distances of 1 to 5 m, related to the problem of parking (Olbrich, et al., 2017) (Laribi, et al., 2017) (Laribi, et al.,
2018). The second scenario is the detection of high objects like bridges and gates at far distances of 50 to 200 m, related
to the problem of classification of objects as in-path versus over-pass (Diewald, et al., 2011) (Engels, et al., 2017), and
the height estimation of gates (Laribi, et al., 2017).
[0004] Regarding academic publications, for the case of interest the closest works are (Diewald, et al., 2011) and
(Engels, et al., 2017) because they consider potential obstacles at medium-long distances of 50 to 200m, although they
are suitable only for high targets (above 1 to 3m) like bridges. In particular, these works are insufficient for detection and
height estimation of small objects because of the following reasons: The method in (Diewald, et al., 2011) combines
measurements across different distances and uses the principle of the periodicity of the interference pattern in the
envelope of the multi-path signal for a one-scatterer model under the transformation of inverse distance, and employs
Fast Fourier Transforms (FFTs) to extract the peak in the power spectral density that in turn is related to the height. The
reasons this method is insufficient for the task at hand are the following: i) the number of cycles of the interference
pattern is even less than one for small and distant targets, making the power spectral density estimation a challenge
even for parametric models like Burg method; ii) the DC component (or average component) introduces a disturbance
because it is unknown; and iii) a second scatterer changes the relationship of frequency to height, in other words, the
model is highly dependent on the number of scatterers. The fact that this method uses amplitude or power information
and not phases across an array of antennas is an important caveat for extensions to the case of interest. The method
in (Engels, et al., 2017) uses maximum likelihood estimates and hypothesis-testing for model selection between three
categories, one or two targets, and a one-target model in the presence of multi-path. It is still insufficient for low targets
because specular reflections under a far-field model of independent angles for direct and indirect propagation paths
affects accuracy and resolution (Engels, et al., 2017). Moreover, this work does not combine measurements along the
trajectory of the vehicle or from different sensors, and a single measurement may be insufficient using an array of practical
number of elements and dimensions for automotive radar.
[0005] Regarding patents, US 8,390,507 B2 describes a radar system with elevation measuring capability. The sensor
setup and method for elevation estimation is based on phase differences across a uniform array with horizontal and
vertical diversity. In particular, the elevation is estimated via a direct computation of phase differences of the spectral
values associated to the azimuth frequency-bin of interest (cf. [0018]) using measurements from sets of antennas
displaced vertically. This computation corresponds to a far-field signal model for direction of arrival (DoA) in the simplest
and most inexpensive way. Some assertions are made regarding the evolution of the aforementioned quantity along the
trajectory of the vehicle toward the approaching target in an analogous fashion as the evolution of the amplitude in
(Diewald, et al., 2011) due to the interference pattern of the direct and ground-reflected contributions, but these statements
are only qualitative (cf. [0116] and [0117]) and are therefore limited to classification criteria of small and big obstacles.
The described method may be sufficient for detection or classification of big objects such as bridges, signs or the end
of a traffic jam, but is not able to produce a reliable estimate of the height of small objects at far distances.
[0006] The present invention uses sparse reconstruction and group-sparsity models, which themselves have been
applied successfully to radar problems. Next, we include a review of academic publications and patents in the subject
and some preliminaries and notations.
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PRIOR ART IN COMPRESSED SENSING AND GROUP-SPARSE RECONSTRUCTION

[0007] Sparse reconstruction is a technique developed for signal representation or estimation (denoising, compressing,
restoring) under a sparsity assumption in some representation domain (Mallat, et al., 1993) (Gorodnitsky, et al., 1997)
(Chen, et al., 1998) and has become part of the more recent Compressed Sensing framework articulated by (Donoho,
2006) with the premise of exploiting the sparsity/compressibility structure of the signal to reduce the number of samples
at the measurement or sensing level; see e.g., (Duarte, et al., 2011) for a comprehensive review. These concepts soon
found applications in radar signal processing (Baraniuk, et al., 2007) (Herman, et al., 2008) (Herman, et al., 2009),
including MIMO radar (Chen, et al., 2008), and were promptly legitimated from an engineering perspective for its potential
to reduce sampling rate, memory and computational load, and therefore weight, power and cost of real radar systems
(Ender, 2010) (Baransky, et al., 2014). Advantages of this framework include (i) modeling flexibility for several estimation
tasks; (ii) availability of efficient optimization approaches based on convex relaxations (more details in next section); (iii)
good performance under sub-Nyquist sampling, e.g., using sparse random MIMO arrays (Rossi, et al., 2014), where the
product of Tx and Rx elements grows logarithmically with the aperture and linearly with the number of sources that can
be resolved, or using optimized sparse arrays according to information-theoretic metrics (Gonzalez-Huici, et al., 2018);
and (iv) super-resolution capabilities (Candès, et al., 2014), e.g., in SAR (Zhu, et al., 2011), ISAR (Wu, et al., 2011),
and in DoA estimation with a single snapshot (Fortunati, et al., 2014).
[0008] Regarding patents, the CS framework has been applied in US9274221B2 to temporal signal processing for
automotive radar, especially for range estimation, but this work is not explicit about means and observation models for
spatial processing, i.e., for angular elevation or height estimation. The patent US9389305B2 considers a method and
system for array processing based on CS using as channels arbitrary combinations of the outputs from antennas arranged
in a uniform linear grid, which are then interpreted under a far-field model for DoA estimation. This work does not consider
any observation model for height estimation based on multi-path signals or any strategy to increase resolution based
on group-(or block-)sparsity models for combining incoherent data along the trajectory or from multiple incoherent arrays.
[0009] Group-sparse reconstruction is an extension of standard sparsity and increases the modeling flexibility of CS.
In this case the nonzero coefficients in the sparse reconstruction are favored to belong to a small number of groups.
This technique is related to using a norm associated to the group LASSO (Tibshirani, 1996) (Efron, et al., 2004) and
can be associated to multi-task CS (Ji, et al., 2009). This technique has been shown to have some benefits over standard
sparsity (Eldar, et al., 2009) (Huang, et al., 2010). Group sparsity has been used in weather radar for signal separation
of wind turbine clutter (Uysal, et al., 2016), incoherent fusion in multi-static ISAR under known motion models (Brisken,
et al., 15), time-frequency estimation (Zhang, et al., 2015), and sensor fusion, e.g., in passive radar networks (Weiß,
2016), or tracking (Subedi, et al., 2016).
[0010] It is thus an object of the present invention to provide a method and radar system for detection and azimuth
and height estimation of objects in a scene which allows a reliable estimation of the height of small objects at far distances,
in particular at distances between 80 m and 150 m in front of a moving vehicle.

SUMMARY OF THE INVENTION

[0011] The object of the invention is achieved with the method and system according to claims 1 and 14. Advantageous
embodiments of the method are subject matter of the dependent claims or are described in the subsequent examples
for carrying out the invention.
[0012] In the proposed method radar signals are emitted to the scene and reflected radar signals from the scene are
received using at least one multi-channel radar sensor which comprises a two-dimensional array of antenna elements,
i.e. transmitting and receiving elements, with spatial diversity in horizontal and vertical axes, in particular including non-
uniform sparse arrays. The measurement signals of the at least one radar sensor are processed to detect objects in the
scene and a height and azimuth estimation of one or several detected object(s) is performed using the techniques of
sparse reconstruction and Compressed Sensing (CS).
[0013] The proposed compressive sensing method is based on a combination of

(i) a near-field multipath observation model, which includes predictions of phases and amplitudes for hypotheses
of height of the detected object(s) based on ground-reflected path contributions of the emitted and reflected radar
signals, for specular reflections from a flat surface with possibly unknown reflection coefficient, for pairs of transmitting
and receiving elements, and
(ii) a group-sparse estimation model for measurement signals of mutually incoherent measurements taken at different
distances from the detected object(s) or from mutually incoherent arrays of antenna elements.

[0014] The invention in particular relates to the radar estimation of the azimuth and specially the height of small objects
in the presence of ground-reflected specular contributions with possibly unknown reflection coefficient to account for the



EP 3 588 128 A1

4

5

10

15

20

25

30

35

40

45

50

55

fraction of the signal that is diffusely reflected or absorbed due to the unknown state of the ground. Embodiments of the
present invention include sparse reconstruction methods to leverage phase and amplitude information across an array
of coherent Tx and Rx elements of the at least one radar sensor, and also group-sparse models to combine measurements
from incoherent such arrays, i.e. from different radar sensors or from non-coherent sets of antenna elements, or combine
measurements taken at different distances to the detected target(s) of interest. For all estimation models, open-source
solvers are available to find the solutions efficiently. Examples are the sparse reconstruction solver Orthogonal Matching
Pursuit (OMP), in particular in the case of one sensor using step-by-step fusion as described later, and the group-sparse
reconstruction solver Block Orthogonal Matching Pursuit (BOMP), in particular in the case of group-sparse fusion over
distances or over sensors also described later.

PRELIMINARY NOTIONS AND NOTATION ON COMPRESSED SENSING AND GROUP SPARSITY

[0015] Formally, sparse reconstruction refers to the problem of approximating the solution to a linear system y = Ax,

wherein the signal or measurement  is expected to be a linear superposition of a few columns of the sensing

matrix or dictionary  In the Compressed sensing framework this formulation comprises two steps: i) the
expression of the signal in a sparsifying dictionary (Mallat, et al., 1993), x’ = Ψ x, e.g., in a suitable transform or coding

domain (e.g., Fourier or wavelet domain) where the signal  can be represented with few nonzero coefficients

in  and ii) the sampling scheme, via a so-called Compressed Sensing/Sampling or measurement matrix,
which produces the measurement y = Φ x’. The combination of both steps yields the matrix A = Φ Ψ. Pre-multiplication
by Φ can be regarded in multiple ways: as a linear combination of signals into channels to be processed, or even as a
preconditioner after measurement acquisition. In either case, the resulting system is normally underdetermined, and a
sparsity-promoting constraint or penalty on the solution is necessary as part of the model (e.g., to avoid overfitting),
typically in terms of the one-norm, ||x||1 < τ (defined in Table 2), for a suitably selected τ that depends on the sparsity

level, and also on the noise level in the approximation ||y - Ax||2. The nonzero entries of  correspond to the
coefficients of the sparse reconstruction of the signal after appropriate thresholding. The thresholding procedure can be
associated to a detection step and can be standardized by normalizing the signal y and the sensing matrix A column-
wise. The selected threshold usually depends on the desired sparsity (which is a modeling choice depending on the
maximum number of detections expected), noise level, and the properties of the model itself, and can be found with
training data from simulated or real scenarios. The number of grid points N is also an important parameter that determines
the accuracy and resolution: a low number produces a bigger off-grid fitting error, whereas a high number increases the
so-called coherency of the sensing matrix defined as the maximum cosine similarity between columns, related with
theoretical sufficient but not necessary conditions for sparse reconstruction that in practice are not necessary for satis-
factory performance. Efficient optimization approaches to address the above sparse reconstruction problem include,
among others, Basis Pursuit Denoise (BPDN) (Chen, et al., 1998) (Berg, et al., 2008), Focal Underdetermined System
Solver (FOCUSS) (Gorodnitsky, et al., 1997) (Cotter, et al., 2005) and also greedy faster approaches like Orthogonal
Matching Pursuit (OMP) (Pati, et al., 1993). Approaches for the design of the CS matrix can be found, e.g., in (Yu, et
al., 2011), (Duarte, et al., 2011) and (Ibrahim, et al., 2015).
[0016] Group-sparsity models are a generalization of the above formulation that consider a similar system y = Ax but
make a partition of the columns in the sensing matrix A and associated entries of x among groups G := {g1, ..., g#groups},
and apply a penalty or constraint in terms of a group- or block-norm of the form 

 where xk∈g represents the entries of x in group g. Minimizing or constraining such norm induces a few number of groups
to have nonzero entries. Group-sparse reconstruction strategies include extensions of BPDN (Berg, et al., 2007), and
greedy and fast approaches like Block Orthogonal Matching Pursuit (BOMP) (Eldar, et al., 2010) and Block Nearly
Orthogonal Matching Pursuit (Block NOMP) (Blumensath, et al., 2008), among others. Similarly to the case of standard
sparse reconstruction, if the partition among groups is defined among the columns of the sparsifying dictionary Ψ and
associated entries of x in the mapping x’ = Ψ x, then the Compressed Sampling or Sensing mapping y = Φ x’ automatically
preserves this group structure, i.e., the group partition of columns of A = Φ Ψ and Ψ are the same.
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[0017] The proposed method uses array measurements of phase and amplitude from arrays with sufficient spatial
diversity both along the horizontal and vertical axes, to discriminate between azimuth and height hypotheses. The
estimation of azimuth and height are connected in the CS framework, and high accuracy and resolution in azimuth leads
to more reliable height estimation because the signal is decomposed into azimuth components. Both estimation dimen-
sions benefit from the advantages of the CS framework, in particular allowing the use of sparse arrays, which can have
a bigger aperture than uniform arrays for the same number of antenna elements, and also the availability of fast algorithms
for sparse reconstruction. For height estimation, the near-field non-diffusely reflected multi-path contributions that can
be present in the signal for a flat surface are explicitly used in the model with regards to the following aspects: i) implicitly
coupling the angles of the direct and indirect paths (DoAs), which increases accuracy and resolution; ii) incorporating
propagation phase delays, which are different for the direct-direct and reflected-direct paths even though they have the
same DoA, and are also different for the reflected-direct and reflected-reflected paths for the specular DoA; and iii) using
the information of amplitude due to the multipath constructive or destructive interference across widely separated an-
tennas in the sparse array or across multiple incoherent arrays. With the proposed method improved estimation results
for azimuth and height of detected objects are achieved which allow to estimate the height of small objects at the above
far distances. The combination of the near-field multi-path observation model for coherent arrays with the group-sparse
estimation model for multiple mutually incoherent array measurements provides high reliability and accuracy of the height
estimation. The proposed method also provides a higher robustness to model uncertainties in realistic road conditions
and can thus provide a more reliable height estimation not only of small objects at far distances but also of bigger objects
at close distances.
[0018] The embodiment of azimuth and height estimation using multiple incoherent arrays has advantages besides
the diversity of aspect angles. There is more information in the phase of the signal sampled across antennas in separated
sensors because of the diversity of paths from Tx to target to Rx, which translates into lower false alarms due to a mutual
compensation of sidelobe-ambiguity both arising from noise or from clutter. As a consequence, the proposed method
for incoherent measurement fusion allows a satisfactory performance using a combination of multiple incoherent radar
sensors possibly at a lower cost and with more flexible design constraints. Additional information is also contained in
the amplitude of the signal across antennas because the pattern of constructive-destructive interference varies with the
height of the sensor. This has two effects depending on the embodiment: i) a direct relationship between the unknown
height of the scatterer and the amplitudes of the observed multipath signal at different sensor heights, where the multipath
model is put to the advantage of height estimation, and ii) the fact that two sensors at different heights can avoid being
at the same time in a region of multi-path destructive interference (where SNR is lower). Some of these effects hold for
the complementary or preliminary problem of azimuth estimation with incoherent array sensors, because the latter can
be located at widely separated positions on the left and right parts of the vehicle. Our methods also enable these array
sensors to be located with different orientations to cover a wider field of view or use conformal antennas.
[0019] In the embodiments for combination of measurements along the trajectory of the vehicle using our group-
sparsity models, similar advantages hold as for multiple sensors. There is more combined information in the phase and
amplitude of the signal at different distances because part of the stochastic noise is independent and because the pattern
of constructive-destructive interference varies with the distance, i.e., as mentioned above, i) the group sparsity constraint
induces a mutual compensation of sidelobe ambiguities due to noise, and ii) along the trajectory multi-path destructive
interference (where SNR is lower) can be ameliorated because it is likely that some measurements will be taken also
from a point of constructive interference (where SNR is higher). The previous advantages of incoherent combination of
measurements both from multiple sensors or along the trajectory, hold in addition to other benefits such as diversity of
aspect angles and radar cross sections, and avoidance of ghost-targets, e.g., due to specular reflections in the guard-rail.
[0020] An advantageous embodiment considers the reflection coefficient for the specular reflections to be unknown
to account for the fraction of the energy that is absorbed or diffusely reflected due to the roughness of the ground. We
consider three embodiments: In the first, the multi-path signal is decomposed as the superposition of independent path
contributions. In this case, the sparse reconstruction coefficients allow the necessary degrees of freedom to account for
the amplitude and phase of each path contribution, particularly due to the unknown attenuation but also due to the phase
shift produced by the interaction of the wave with the ground. In the second, we consider a grid of hypotheses of reflection
coefficient and a pooling procedure that allows to extract the height hypothesis that is most likely to represent the signal.
In the third, we use dictionary learning to find the set of observation models that reduce the fitting error. These embodiments
are extensions that increase the robustness to model uncertainties of the proposed height estimation methods.
[0021] The proposed method and radar system are in particular applicable in automotive applications for detecting
and locating objects, and may for example be applied in systems configured to execute control schemes associated
with adaptive cruise control, collision avoidance, pre-crash preparation, and also side-object detection.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022] The proposed method is described in detail in the following by way of examples in connection with the drawings,
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wherein:

Fig. 1 depicts a block diagram with a generic processing chain to obtain range-Doppler bins of detected objects.

Fig. 2 depicts an obstacle in a road and the direct and ground-reflected paths from a given Tx to a target, and back
to a given Rx, illustrating the reasoning for the modelling of hypotheses used for sparse reconstruction.

Fig. 3 depicts a sparse array with spatial diversity along the axes parallel and perpendicular to a road.

Fig. 4 depicts the trajectory of a car approaching an obstacle to illustrate measurement acquisition along the trajectory.
Fig. 4A shows a plant view of the road and a coordinate frame associated to the ego-vehicle to illustrate that the
apparent azimuth of a potential obstacle changes along the trajectory. Fig. 4B shows a transversal view of the same
scenario in the case of a flat road.

Fig. 5 depicts a flow chart for group-sparse azimuth and height estimation with a moving window over filtering
intervals along the trajectory of the vehicle.

Fig. 6 depicts some possible locations of multiple incoherent radar array sensors in a vehicle, in the bumper, on the
sides, and on top of the windscreen.

Fig. 7 depicts a road scenario where three objects are at the same distance from the ego-vehicle and thus in the
same range bin. Moreover, two of the objects, a static obstacle in front of the ego-vehicle, and another car travelling
in the opposite direction, are in the same Doppler bin.

Fig. 8 depicts an example of field of views in azimuth and elevation for the configuration of arrays in Fig. 6. Fig. 8A
shows the plant view and Fig. 8B the lateral view of the vehicle.

Fig. 9 illustrates the azimuth coordinate transformation between the coordinate frames of two arrays with different
azimuth orientations. Fig. 9A shows that in the near field this transformation depends on the distance to the detection
of interest. It also illustrates that a potential detection may be in the field of view of one sensor but not in the field of
view of the other sensor. Fig. 9B illustrates the angles involved to compute the transformation of coordinates using
the law of sines.

DETAILED DESCRIPTION OF THE INVENTION

[0023] In the following, first we describe the Physics principles and assumptions underlying the observation models
used to interpret the measured input data, and then we describe exemplary embodiments of measurement acquisition
and signal processing means, including the formulation of azimuth and height estimation procedures. The first two
embodiments are not part of the present invention. Only portions of these embodiments are used in the proposed method.
Point-shaped objects are assumed in diagrams and model formulations. Table 2 collects the notation used in the de-
scription.
[0024] Measurements are obtained with a multi-channel radar, including either Single-Input Multiple-Output (SIMO)
or Multiple-Input Multiple-Output (MIMO) radar multiplexing schemes such as Time Division Multiplexing, Code Division
Multiplexing or Frequency Division Multiplexing with suitable waveforms. This allows to associate radar readings of
receiving elements (Rx elements) to the transmission of each transmitting element (Tx element) of the radar sensor.
The waveform modulation includes e.g., Frequency Modulated Continuous Waveforms (FMCW).
[0025] In the following it is assumed that the range or range-Doppler bins of relevant detections are given (cf. Fig. 1).
The considered ground-reflected multi-path contributions have a negligible influence on the estimation of range and
Doppler for the case of small objects at far distances because the different contributions cannot be separated in the
range or Doppler domains, and they appear as a single detection. This argument may not apply to high objects like
bridges, especially when they are at close distances because the delays of multiple paths may appear in different range
bins. The latter case can be addressed in multiple ways, e.g., extending the present Compressed Sensing models to
include the range and Doppler dimensions, or using recent techniques for height estimation referenced above. In principle,
Doppler estimation is optional but is desirable because it provides an additional dimension for target separation and in
some cases it brings an increase of SNR, e.g., when using a train of linearly modulated chirps. Figure 1 shows a block
diagram with a general processing chain to obtain range or range-Doppler bins of detected objects. The range-Doppler
processing can include known techniques like range compression, Doppler filtering, clutter suppression, and CFAR
detection. For example, for the estimation of the height of static objects in the road, the Doppler bin of interest, if previously
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estimated, can be selected according to the velocity of the vehicle. For a static object exactly in front of the vehicle, the
radial velocity is given by the velocity of the vehicle, and this is assumed approximately known, but more generally other
Doppler bins can be considered for each range bin inside a relevant field of view (FoV) in azimuth by calculating the
radial velocity expected from static objects at those distances and angular values (cf. Fig. 7).
[0026] In what follows, if Doppler processing is performed previously to the angular estimation, then we assume when
necessary that the Doppler frequency of the relevant Doppler bin is compensated for each pair of Tx and Rx elements
and therefore assumed zero. For TDM MIMO, this compensation may be required to ensure that the phase contributions
are due to angles only. In what follows, we assume that the input data corresponds to a range-Doppler bin although in
principle only a range estimate is required.

OBSERVATION MODELS FOR AZIMUTH AND HEIGHT ESTIMATION

[0027] The aim of this invention is azimuth and height estimation of narrow-band sources at relevant range-Doppler
bins. Consider a range bin of a relevant detection and the corresponding spectral value, e.g., in frequency domain,
associated to the transmitted and received signal by a pair of Tx and Rx elements. We model the resulting complex
values, for each combination of Tx and Rx element (usually called virtual pair), as a sum of multiple path contributions,
each which a phase produced by the propagation delay along the corresponding path. The first model we consider is
the near-field model for a direct-direct (DD) path, in which the wave hits the target without ground reflection and is
reflected back to the receiver again without ground reflection. Formally, the DD near-field steering vector associated to
candidate hypotheses of azimuth Φ and height h for a coherent array with M transmitters and M’ receivers, is defined
as follows: 

where d = (r, Φ) denotes the planar position, e.g., in Cylindrical coordinates, of a target located at range r and azimuth
Φ. The quantity rTxi-Tar-Rxj (h) is the distance traveled by the wave, with wavelength λ, from transmitter Txi to a target
located at cylindrical coordinates (r, Φ, h) and back to receiver Rxj without ground reflections (see Fig. 2). This distance
is computed with known trigonometric relations.
[0028] Fig. 2 depicts an obstacle, representing the object in a road, and the geometry of the direct and ground-reflected
paths from a given Tx to a scatterer and back to a given Rx. The geometry of the paths from Tx, Rx elements to the
range bin r for each hypothesis of azimuth Φ is shown in Fig. 2A. For azimuth estimation, the unknown height is assumed
0, i.e., the hypothetical target is assumed located at (r, Φ, h = 0). Each hypothesis in this case uses the observation
model for the direct path. The geometry of the paths from Tx, Rx elements to the range-azimuth bin (r, Φ) for each
hypothesis of height is shown in Fig. 2B. For height estimation, we consider hypotheses of height at the previously
estimated Φ, i.e., we consider hypotheses of height h for a target located at (r, Φ, h). In this case, each hypothesis uses
the multipath observation model that results from a super-position of the direct path and the ground reflected paths. Fig.
2C illustrates the assumption that the phase contribution due to the unknown height is approximately the same across
a horizontal array. This implies that the phase differences between pairs of horizontally aligned antennas are due to the
apparent azimuth. In the far-field, this reduces to the assumption that the apparent azimuth angle is the same for a set
of antennas horizontally aligned.
[0029] The above near-field steering vector corresponds to the phase rotation along the selected path from Tx to Rx,
without any amplitude or attenuation information. We use an analogous definition for the ground-reflected paths, wherein
only the phase rotation due to the length of the path is included. The attenuation and phase shift due to the interaction
with the ground are modelled independently and are included in the following definition. In general, there can be contri-
butions to the input signal for angular estimation from multiple paths that fall inside the same range or range-Doppler
bin. Under the same assumptions as for the near-field steering vector, the multi-path steering vector is defined as follows 

where ρ is the complex-coefficient that models the attenuation and phase shift due to the interaction between the wave
and a flat surface for small incident angles as measured from the ground. The multiple contributions are given by the
near-field steering vector replacing the distance of the direct path rTxi-Tar-Rxj (h) by the following distances (cf. Fig. 2):
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the distance of Tx-target-ground-Rx, rTxi-Tar-Ground-Rxj (h), referred to as direct-reflected (DR) path; the distance of Tx-
ground-target-Rx, rTxi-Ground-Tar-Rxj (h), referred to as reflected-direct (RD) path; and the distance of Tx-ground-target-
ground-Rx, rTxi-Ground-Tar-Ground-Rxj (h), referred to as reflected-reflected (RR) path. Typical values of the reflection co-
efficient ρ can be found for vertical and horizontal polarizations in (Knott, 1993). In a preferred embodiment (see em-
bodiment 5), the model in equation (1) is replaced by a more general model that results from arbitrary super-position of
the individual paths to account for the unknown fraction of the energy that is absorbed or diffusely reflected. In what
follows, we use the notation vd(h) to denote the multi-path steering vector for a given coherent array, for a target located
at plane Cylindrical coordinates d = (r, φ) or, equivalently, at Cartesian coordinates, d = (x, y) = (r cos(φ), r sin(φ)), with
height h.
[0030] We make the following additional observations about the observation model: Our models are agnostic to the
initial phase, defined as the phase delay due to the propagation time across each path. In other words, our technique
relies on phase differences across pairs of Tx and Rx elements for the multipath signal. As a consequence, the overall
multipath steering vector for a coherent array can be scaled by an arbitrary imaginary exponential without affecting the
model. The phase differences between individual paths are naturally not measured directly but are modeled in the
construction of multipath hypotheses in (1) to interpret the multipath signal. On the other hand, the power loss due to
the two-way free-space propagation is relevant only if the target is close enough that the distance to each antenna is
considerably different, and in this case it can be accounted for as a multiplicative factor in terms of the detected range-
bin for each pair of Tx and Rx elements. Otherwise, this correction is irrelevant for our CS models because, as explained
in the preliminaries above, the sensing matrices are normalized column-wise. Note also that a far-field model can be
considered as well. A key difference between the near-field and the near-field multi-path steering vectors is that the
latter contains information about the amplitude due to the interference between the path contributions. This model is
robust to range errors at the regime of far targets considered, but is sensitive to the reflection coefficient ρ. Depending
on the embodiment, the reflection coefficient ρ is assumed known or unknown. The model of four paths assumes a
single reflection point with the ground, which results from the assumption of a perfectly specular reflection from the
ground surface. In embodiment 5, the relaxation on the knowledge of ρ, particularly the attenuation at the reflection,
increases the applicability of this model to account for the unknown fraction of the energy that is absorbed or diffusely
reflected due to the roughness of the ground.
[0031] Next we use the multi-path steering vector to define sparse reconstruction models for azimuth and height
estimation. We describe next two preferred methods: 1) sequential estimation of azimuth, for unknown height, followed
by height estimation for the estimated azimuth bins; and 2) joint estimation of azimuth and height.

EMBODIMENT 1: SPARSE RECONSTRUCTION FOR SEQUENTIAL ESTIMATION OF AZIMUTH AND HEIGHT

[0032] In this embodiment, the estimation of azimuth and height are performed sequentially in two stages. In the first
stage, azimuth is estimated using a set of horizontally aligned coherent transmitters and receivers (see Fig. 3). Fig. 3
shows the Tx and Rx elements of an exemplary sparse array sensor with spatial diversity along the axes parallel and
perpendicular to the ground. For a set of horizontally aligned Tx elements, and horizontally aligned Rx elements, it is
approximately guaranteed that the difference in phase for each of the four paths is only due to the horizontal displacement
(or azimuth) of candidate targets.
[0033] For the above measurement acquisition, the vector of data points y (measurement signals) contains the complex
spectral values for a relevant range-Doppler frequency bin associated to the aforementioned set of transmitters and
receivers. For estimation of azimuth, we assume the value of the unknown height is h = 0 (see Fig. 2), but other alternative
assumptions can be made. The formulation of the sparse reconstruction is as follows: The columns of the sensing matrix
A, for the system y = Ax, are constructed evaluating the multi-path steering vector (1) at hypotheses of Φ in a grid of
values {φ1, ..., φK} for the relevant FoV [φmin, φmax]. That is, the sparse reconstruction problem is given by 

subject to a sparsity-promoting constraint or penalty, e.g., in terms of the 1-norm  
[0034] As described in the preliminaries, an approximation to the above sparse reconstruction problem can be obtained
with standard sparse reconstruction methods, including OMP, FOCUSS, BPDN, etc.
[0035] The azimuth of the detected targets are obtained thresholding the absolute values of the reconstruction coef-
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ficients 

 where the absolute value is computed entry-wise. The selected entries correspond to the estimated azimuth bins.
[0036] The sparse reconstruction solution, or coefficient vector x, is a vector of complex entries such that the entries
with sufficiently large absolute value (according to the thresholding) multiply the multi-path steering vectors of the hy-
potheses that best reconstruct the signal. These coefficients are degrees of freedom that represent multiple aspects
that have been factored out of the multi-path steering vector model and that we are not directly interested in, including
the attenuation due to the two-way propagation loss, RCS of the target, etc. The unknown height, which is assumed
zero for azimuth estimation, has also a contribution to the phase that is accounted for as a common factor in these
coefficients because it is approximately the same for all elements horizontally aligned (see Fig. 2C).
[0037] In the scenario of a static target approximately in front of the vehicle, a parametrization of the sparse recon-
struction system may be desirable in terms of Cartesian coordinates for the transversal displacement {y1,...,yn} (see Fig.
2) in a field of view of interest given by [r sin(φmin), r sin(φmax)]. In this case, the corresponding x coordinate is given by

 in terms of the known range bin.
[0038] Once the azimuth bins {φ1, ..., φn} or transversal coordinates {y1, ...,yn} of candidate targets are estimated, the
second stage is the estimation of the height of scatterers at each bin. The vector of data points y used for this estimation
task corresponds to the complex spectral values for the relevant range-Doppler bin associated to the full set of transmitters
and receivers available (see Fig. 3). That is, whereas for azimuth estimation we assumed a measurement acquisition
from horizontally aligned Tx and Rx, for this task is necessary spatial diversity both in the vertical coordinate (to distinguish
hypotheses of height) and in the horizontal axis (to discriminate between the hypotheses of height for targets located at
different azimuth values).
[0039] Consider first, for simplicity of exposition, the case of a single azimuth bin, and below we describe the general
case. For its estimated planar location d = (r, Φ) in Cylindrical coordinates, or d = (x,y) = (r sin(φ), r cos(φ)) in Cartesian
coordinates, the columns of the sensing matrix A, for the system y = Ax, are constructed evaluating the above multi-
path steering vector, at hypotheses of h in a grid of values for the relevant FoV in elevation (see Fig. 2), and we obtain
the following system for sparse reconstruction, 

subject again to a sparsity-promoting constraint or penalty, e.g., in terms of the 1-norm ||x||1. The height of the detected
targets in the only azimuth bin are obtained thresholding the absolute values of the reconstruction coefficients,

In the case of several estimated azimuth bins, e.g., two bins, {φ1, φ2}, the columns of the sensing matrix A are constructed
similarly but concatenating as columns the hypotheses of height for each estimated azimuth, and the sparse reconstruc-
tion system is as follows: 
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subject to a sparsity-promoting constraint or penalty, e.g., in terms of the 1-norm ||x||1. Note that here the sparsity
constraint penalizes all the entries individually and in the same way, because for each azimuth bin there may be a
different number of targets and the candidate target(s) may have different height(s).
[0040] The desired height detections are computed by thresholding the absolute values of the reconstruction coeffi-
cients 

[0041] The selected entries in the first block correspond to the detected height bins (possibly more than one) associated
to the first azimuth bin, and the selected entries in the second block, to the detected height bins for the second azimuth bin.

EMBODIMENT 2: SPARSE RECONSTRUCTION MODEL FOR JOINT AZIMUTH AND HEIGHT ESTIMATION

[0042] A further embodiment considers an alternative to sequential estimation of azimuth and height, namely, it uses
sparse reconstruction to estimate jointly the azimuth and the height. This method requires measurements from Tx and
Rx elements with spatial diversity both in the vertical and horizontal axes (to discriminate between combinations of
hypotheses of azimuth and height). The data points y (measurement signals) correspond to the complex spectral values
for a relevant range-Doppler frequency bin associated to the aforementioned full set of transmitters and receivers avail-
able.
[0043] The sensing matrix is constructed concatenating as columns the evaluation of the multi-path steering vector
(1), for a given range bin r, at the combinations of hypotheses of azimuth Φ and height h in a grid of values, {φ1,..., φKφ}
{h1, ..., hKh), on both FoVs. The sparse reconstruction system takes a similar form as for height estimation. Two important
differences are that the number of rows in the sensing matrix corresponds to the full set of transmitters and receivers,
and the columns include all potential combinations of unknown height and azimuth values in the respective grids, 

subject to a sparsity-promoting constraint or penalty, e.g., in terms of the 1-norm ||x||1. As in the case of sequential
estimation of height in terms of azimuth bins, the sparsity constraint penalizes all the entries individually and in the same
way, because for each azimuth bin there may be a different number of targets and the candidate target(s) may have
different height(s).
[0044] The desired azimuth and height detections are computed by thresholding the absolute values of the recon-
struction coefficients 
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[0045] Up until this point, the problem of azimuth and height estimation has been described for the near-field multi-
path model at a given distance from the target using a single coherent array. Next we describe embodiments of the
present invention where sparse reconstructions at different points along the trajectory are combined, in one alternative
using a simple average, and in another using a group-sparsity model.

MOTIVATION FOR COMBINING MEASUREMENTS ACROSS MULTIPLE DISTANCES TO TARGET

[0046] Previous embodiments have addressed azimuth and height estimation using a coherent array measurement
from a given distance to the target. These estimates can be improved combining measurements along the trajectory
under certain conditions, especially for far objects. This is important for robustness (increased detection and reduced
false alarms), for example with regards to ghost targets from specular reflections in guard-rails, or changes in road
condition, and also increases angular accuracy and resolution. In the case of azimuth estimation, we describe this kind
of processing only over small intervals where the changes of azimuth or transversal coordinate of the target are negligible
for approximately straight trajectories at far distances to the target (see Fig. 4A). Fortunately, for a flat road, the height
coordinate remains constant over longer portion of the trajectory (see Fig. 4B) and sparse reconstruction models can
be constructed with hypotheses in terms of previously estimated and possibly varying range-azimuth bins that correspond
to the same potential obstacle.
[0047] In the next three sections we describe embodiments where sparse reconstruction is used for incoherent com-
bination of measurements across multiple distances to the target of interest.

EMBODIMENT 3.A: INCOHERENT RANGE- FUSION VIA AVERAGING

[0048] Suppose that the above sparse reconstruction system of embodiments 1 and 2, comprised each of data points
y and sensing matrix A, has been formulated at several points along the trajectory to the target {p1, ..., p1} (cf. Fig. 4), 

for i = 1, ... , I, where the data y(i) correspond to the same range-Doppler detection.
[0049] We refer to the points {p1, ..., pI} as interval of the trajectory or filtering interval. One approach to improve
individual estimates of azimuth and height or both according to the present invention is to consider the average over
distances, under suitable conditions detailed next, of the sparse reconstruction solutions, 

 where s(i) is the azimuth or height map at step i as in (2) (3) or (4). The absolute value is taken to avoid cancellations.
The solution to the estimation problem is then given by the hypotheses obtained by thresholding sstep-by-step. This
approach naturally requires that the entries of x(i) correspond to the same hypotheses (of azimuth or height or both) for
all points along the trajectory, i = 1,... ,I, or equivalently, the columns of A(i) represent the same hypotheses for the same
detection. We refer to these conditions as data and hypotheses consistency over the filtering interval and is defined in
the next section.
[0050] Note that sstep-by-step can be used in the estimation of azimuth and in the estimation of height as described
in embodiment 1, and for the joint estimation of azimuth and height as described in embodiment 2, where in each case
the sparse reconstruction systems {y(i) = A(i) x(i)} are defined correspondingly. We refer to this approach as step-by-step
model for range fusion.

DATA AND HYPOTHESIS CONSISTENCY FOR FILTERING ALONG THE TRAJECTORY

[0051] The assumption of data consistency says that y(i) corresponds to the range-Doppler bin of the same target of
interest for all i = 1,... ,I. That is, we assume that the range-Doppler bin may have changed along the trajectory, and
those values are tracked or identified with one another. For the case of static objects approximately in front of the vehicle
this task is facilitated using knowledge of the platform velocity and the Doppler measurements.
[0052] The assumption of hypothesis consistency, for azimuth or height estimation, means that the entries of the
sparse reconstruction x(i) and the associated columns of the sensing matrices A(i) correspond to the same hypotheses
formulated for the same detection(s). Next we write these conditions formally.
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- Hypothesis consistency along the trajectory for azimuth estimation:

1. The range-Doppler bin (note that we only consider one range or range-Doppler bin for azimuth estimation),
for which the hypotheses of azimuth are formulated at different points along the trajectory, correspond to the
same detected target, or detection (in concordance with the aforementioned data consistency).
2. The columns of the sensing matrix correspond to the same hypotheses of azimuth.

- Hypothesis consistency along the trajectory for height estimation:

1. The previously estimated azimuth bins, possibly varying, (for a single range-Doppler bin) for which hypotheses
of height are formulated at different points along the trajectory, correspond to the same detected targets.
2. The columns of the sensing matrix correspond to the same hypotheses of height.

[0053] For the case of joint estimation of azimuth and height the conditions are analogous to the conditions for azimuth
estimation.
[0054] Condition 1 for azimuth estimation can be readily satisfied with appropriate construction of the sensing matrices
if the condition of data consistency holds. In the case of height estimation, condition 1 can be satisfied similarly assuming
that the same azimuth bins are present in the signals y(i) along a sufficiently short filtering interval. Note that in the
proposed CS framework of embodiment 1, the reconstruction of the signal over height hypotheses is performed over
previously estimated azimuth bins that can change over time. If the road is flat, this does not affect condition 2 as we
explain next.
[0055] Condition 2 can be satisfied, for azimuth or height estimation, if the coordinates of azimuth and/or height in the
frame of reference that moves with the vehicle have not changed (see Fig. 4). In Figure 4A we observe that the azimuth
or transversal Cartesian coordinate can change along the trajectory of the vehicle. It also suggests that Cartesian
coordinates are desirable if the trajectory is approximately straight. (An alternative in this case is including a correction
in the hypotheses of the sensing matrix, e.g., if the motion of the vehicle is known thanks to odometry systems.) In Figure
4B we observe that for a flat road, the height of the object (not the apparent elevation angle) remains constant regardless
of the trajectory. That is, for a flat road, condition 2 is satisfied for height estimation for each of the blocks in the sensing
matrix corresponding to each previously estimated azimuth bin.
[0056] Next we present an alternative embodiment to step-by-step range fusion, followed by a method to deal with
short filtering intervals.

EMBODIMENT 3.B: INCOHERENT GROUP- SPARSITY RANGE-FUSION

[0057] This embodiment considers a sparse reconstruction model and method that combines the input data and the
observation models {y(i), A(i)}, i=1,...,I, at several points {p1,..., pI} along the trajectory. This method approximates the
solution to y = A x, with y := [y(1); ...; y(I)] containing the array measurements at each point stacked column-wise, and
A := blkdiag(A(1), ...,A(I)) (which comprises the same set of linear systems as in embodiment 3A because of the block-
diagonal structure) but subject to a group-sparsity constraint or penalty that couples the solutions of the individual
systems, using a penalty or constraint in terms of the group-sparsity norm ||x||G,1 defined by (see preliminaries), 

where we recall that K is the total number of hypotheses of azimuth, height or both. This constraint induces a penalty
on the number of groups of entries in x that are nonzero, where a group of entries with indexes in the set gk = {k, K +
k, ..., (I - 1)K + k}, for k = 1, ..., K, corresponds to the same hypothesis of azimuth or height or a combination of both at
each distance to the target. That is, the partition of entries among groups is given by the following labels 1I ⊗ (1,2, ...,
K), i.e., the indexes of the hypotheses considered, repeated for the I points along the trajectory of the vehicle.
[0058] The solution to the estimation problem is then given by the hypotheses obtained by thresholding the quantity 

~ ~ ~ ~
~

~
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where 

is the ith block of entries of x.
[0059] The average computed for sgroup-sparsity is analogous to the average computed for sstep-by-step in (6) over the
absolute values of the individual solutions x(i). The difference is that here the solution blocks x(i) are computed subject
to a constraint or penalty that couples them, i.e., in general the methods produce different reconstructions, x(i) ≠ x(i).
Naturally, the same assumption of data and hypotheses consistency defined above is required, in this case for two
reasons, because of the noted average, and because the group-sparsity coupling defines groups based on predictions
for the same hypotheses, which is a stronger form of combining information.
[0060] For the sake of clarity, we provide next a symbolic expansion of the system y = Ãx for the case of height
estimation for a single azimuth bin, assumed previously estimated, for two array measurements (I = 2) at distance values
{r1, r2}, 

where d1 = (r1; φ1), d2 = (r2, φ2) are the estimated range and azimuth bins of the same detected target at two points along
the trajectory, subject to a group-sparsity constraint or penalty in terms of the norm ||x||G,1 as above, i.e. 

where in this particular case, the partition of entries among groups is given by the label vector 12 ⊗ (1, 2, ... , K). We
refer to the above model as group-sparsity model for range fusion.
[0061] Note that sgroup-sparsity can be used in the same context as sstep-by-step discussed above for azimuth estimation,
height estimation, and in principle for joint estimation as well, where in each case the problem data {y(i), A(i)} are defined
correspondingly. The computational load, for an array of a given number of Tx and Rx elements, varies for sgroup-sparsity
and sstep-by-step in terms of the number of points in the filtering interval: For the step-by-steo the computational growth
is linear on the number of points, whereas for group-sparsity, the growth is polynomial.

EMBODIMENT 3.C: GROUP-SPARSITY WITH MOVING WINDOW FOR AZIMUTH AND HEIGHT ESTIMATION

[0062] Previous embodiments 3.A and 3.B for combining information along the trajectory describe two methods: step-
by-step and group-sparse range fusion, respectively. Both entail an average over a set of sparse reconstructions at
different distances to the considered detection; in the first case the sparse reconstructions are solved individually, and
in the second case they are coupled by a group-sparsity constraint. Both strategies are valid for azimuth and/or height
estimation, and in both cases data and hypotheses consistency is needed during the filtering interval. Hypotheses
consistency is achieved for azimuth by considering a short filtering interval or correcting for the motion of the vehicle if
odometry systems are available, and for height estimation, this assumption is satisfied provided that the road is flat, by
considering at each filtering interval the corresponding azimuth bins, which can vary between filtering intervals. This
motivates the following advantageous embodiment for filtering along the trajectory for sequential azimuth and height
estimation that we refer to as group-sparsity with moving window (GSMW), particularly to deal with the challenging
scenario where the number and values of the azimuth bins may change between filtering intervals, e.g., depending on
the road scenario. Fig. 5 contains a flow chart for this process that we describe next.
[0063] First, azimuth estimation is performed using filtering strategies 3.A or 3.B for a short filtering interval to ensure

~

~
~

~ ~
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hypothesis consistency. We refer to either of the strategies, using  or  as generic

 at filtering interval j (see Fig. 4.A), where the problem data for azimuth estimation

 are given at points  as described in embodiments 1, 3.A and 3.B. Upon

thresholding of  we obtain estimates of the azimuth bins {φ1,j, ... φnj,j }. Note that due to the moving
reference frame, the azimuth bins {φ1,j, ... φnj,j } can change over each filtering interval j, and the number of them can
also vary.

[0064] Second, at each of said filtering intervals  (see Fig. 4.B), the estimated azimuth bins {φ1,j,...φnj,j}

are used to formulate the sparse reconstructions systems for height estimation with problem data 

as described in embodiments 1, 3.A and 3.B. We refer to either of the strategies, using  or

 as generic  For each estimated azimuth bin, we obtain the height of possibly more

than one scatterer, e.g., for φ1,j we obtain  
[0065] Third, the estimation of the height, provided that the road is sufficiently flat, can be optionally enhanced by
further averaging the height maps as follows. The information that needs to be stored comprises, for the last J filtering

intervals t = j - J, ..., j, the height maps  and the corresponding azimuth bins {φ1,t, ... φnt,t}. Next, azimuth

bins are selected  that are identified in some manner with a common relevant detection, e.g., a potential
obstacle, for all the filtering intervals t = j - J, ...,j. As noted earlier, this azimuth value can vary over j due to the moving
reference frame. The enhanced estimate of height is computed thresholding the quantity 

where super-index (qt) denotes the block index of  corresponding to the selected common detection
among the azimuth blocks. At each filtering interval j, the block index qj can vary as well, because it depends on the
selected ordering of blocks of hypotheses of height for each azimuth bin chosen for the construction of the sensing
matrix as described in embodiment 1. Upon thresholding of sGSMW, we obtain the enhanced estimates of the height of
the scatterers present in the selected detection.

MOTIVATION AND OUTLINE FOR MULTI-SENSOR FUSION

[0066] In previous embodiments we have considered measurements from a coherent array for azimuth and height
estimation, and we have considered the problem of combining measurements along the trajectory of the vehicular radar.
The estimates obtained can be further improved combining measurements from two sensors, or achieving sufficient
performance with incoherent arrays with fewer elements, because of the following advantages: i) more spatial diversity
of paths from Tx to target to Rx, and ii) more information in the amplitude of the signal because the pattern of constructive-
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destructive interference varies with the height of the sensor, which is leveraged directly in the following embodiment 4.B
or indirectly noting that it is more likely that at least one sensor is in the region of constructive interference where the
SNR is higher. As described in the introduction, some of these effects hold for the complementary problem of azimuth
estimation which in our framework is instrumental for more reliable height estimation. Our embodiments include the case
of array sensors at different heights, and/or separated horizontally, including coordinate transformations if the orientations
or FoVs are different.

EMBODIMENT 4.A: INCOHERENT GROUP-SPARSITY MULTI-SENSOR-FUSION

[0067] An advantageous embodiment of the present invention leverages the group-sparsity technique described above
not only for combining measurements incoherently taken at different distances along the trajectory of the vehicle, but
also for combining incoherently information from multiple array sensors that are incoherent. Consider the definition of
near-field steering vector and multi-path steering vector above and consider the natural extension of those definitions

for two coherent array blocks,    where b1 and b2 stand for coherent array blocks 1 and 2, also called here
sensing blocks. For instance, in a particular embodiment one sensing block may comprise a set of coherent receivers,
and a set of coherent transmitters, and the second sensing block may comprise the same set of receivers but a second
set of transmitters that are non-synchronized with the first set (see Fig. 6). Note that for 2 sensor arrays with possibly
multiple transmitters and receivers there are 4 such combinations of transmitters and receivers in different sensors.
Other sources of incoherency may be vibrations in the vehicle or sets of receivers that are not synchronized.
[0068] Fig. 6 shows a possible arrangement of the sensors, one in the bumper, two on the sides, and one on top of
the windscreen. We recall that for coherent processing described in the embodiments 1 and 3 under unknown height,
azimuth estimation requires horizontally aligned Tx elements, and similarly horizontally aligned Rx elements. For inco-
herent multi-sensor fusion this condition is unnecessary and two incoherent arrays can be used for azimuth estimation
even if they are placed at different heights because the contribution to the phase in mutually incoherent antennas due
to the unknown height is subsumed in the assumption of incoherency.
[0069] To illustrate our model for group-sparse sensor fusion, consider the problem of height estimation. This formu-
lation is equivalently formulated for azimuth estimation and indeed, it generalizes embodiments 1, 2 and 3. Assume for
simplicity a single azimuth bin, i.e., consider measurements from each combination of transmitters and receivers in each
coherent sensing block, yb1 and yb2, corresponding to the range-Doppler bin of the same detection, and consider the
following system, where the hypotheses of height are written with respect to a common reference frame for both sensing
blocks,

subject to a group-sparsity constraint or penalty in terms of the norm ||x||G,1, i.e. 

where, as in the example for the fusion over two distances along the trajectory, the partition of entries among groups is
given by the label vector 12 ⊗ (1,2,... ,K).
[0070] The block-diagonal structure of the above sparse reconstruction system allows the necessary degrees of
freedom to account for an unknown random phase between measurements of Tx, Rx pairs in different sensing blocks,
and also different amplitudes that modulate the multi-path steering vector at each sensing block. The group-sparsity
constraint or penalty couples the sparse reconstruction coefficients to encourage the same choice of height hypothesis
in the reconstruction of the signal based on the measurements from the two sensing blocks.
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[0071] The estimated height is then given by the hypotheses obtained by thresholding 

[0072] We refer to the above model as group-sparsity model for sensor fusion. The generalization to more than two
sensing blocks is analogous to the group-sparsity model for range fusion.
[0073] In the case where the sensors have different orientations (see Fig. 8), a coordinate transformation is necessary
to associate equivalent hypotheses of azimuth in a common reference frame, e.g., with respect to one of the arrays.
This is necessary because the group-sparsity constraint associates columns of the sensing matrix that represent the
same hypothesis. Figs. 9A and 9B illustrate the transformation of the azimuth coordinate between the reference frames
of array 1 and array 2, given by a mapping 

[0074] This mapping depends on the angle γ between the boresight directions of both arrays, the distance r (cf. Fig.
9A), and the distances to the detection r1, r2 from the origin of each array, and follows from standard trigonometric
relations, e.g., law of sines (cf. Fig. 9B). If one of the hypothesis of azimuth corresponds to an angle that does not belong
to the field of view of one of the sensors, i.e., that is a blind spot, the corresponding column in the sensing matrix is set
equal to the vector of zeros, modelling the fact that only noise can be measured at that angle.
[0075] The group sparsity approaches for range fusion in embodiment 3.B and for sensor fusion above are formally
analogous and share the same intuition; in the latter, array measurements are combined from mutually incoherent arrays;
and in the former, measurements taken at different distances are combined. Both approaches can be performed for
sequential estimation of azimuth and height in embodiment 1 and, in principle, also for joint estimation of azimuth and
height in embodiment 2. From a complexity standpoint, in the latter case, the number of rows of the sensing matrix is
the product of the number of Tx and Rx elements in each mutually incoherent array, times the number of distances; and
the number of columns is the number of combinations of hypotheses of azimuth and height, times the number of incoherent
arrays, times the number of distances. These numbers need to be selected judiciously to keep the problem tractable,
depending on the computation or memory constraints. The number of distances has to be small in the case of joint
estimation to ensure hypothesis consistency, so the main limiting factor is the product of hypotheses of azimuth and
height that determine the number of columns. The embodiments using sequential estimation of azimuth and height
require less computations and memory. The least computationally expensive option is the step-by-step model for range
fusion that is valid for sensor fusion as well, yielding a computation complexity that grows linearly with the number of
mutually incoherent sensing blocks.

EMBODIMENT 4.B: FALSE-COHERENT PROCESSING MODEL FOR MULTI-SENSOR FUSION

[0076] The problem of two coherent sensors is a particular case of the model for one sensor introduced in embodiments
1 and 2, where a big coherent aperture is induced by the distance between the sensors. This model is a useful approx-
imation also for mutually incoherent array sensors because the entries of the multi-path steering vector contain not only
phase information, but also the amplitudes modulated by the interference of the path contributions. These amplitudes
vary with the position of the Tx and Rx elements and contain useful information for reconstructing the signal in terms of
the wanted height even when the phase differences are erroneous between incoherent sensors. The sparse reconstruc-
tion model assuming coherency between sensors is as follows, 
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subject to a standard sparsity promoting constraint or penalty, e.g., in terms of the 1-norm ||x||1. The solution is found
by thresholding s = |[x1, ... xK]| as in embodiments 1 and 2. Note that this system lacks the block-diagonal structure, i.e.,
this model constrains the phase differences between antennas in different arrays as if those differences could be meas-
ured. We refer to the above model as vertical-concatenation/false-coherency model with joint normalization for sensor
fusion.
[0077] A consequence of not having a block-diagonal structure is that the column-wise normalization is performed
considering jointly the blocks for the two sensors. This is important for keeping the information of relative amplitude of
the interference signal sampled at different Tx, Rx elements.

EMBODIMENT 5: GROUP-SPARSITY MODEL FOR UNKNOWN REFLECTION COEFFICIENT

[0078] Previous embodiments use a model of multi-path steering vectors that are the sum of four path contributions
for a complex reflection coefficient assumed known, including attenuation and phase-shift due to the interaction with the
ground. Next we propose embodiments that relax this assumption. The motivation is that in general an unknown fraction
of the signal can be absorbed or diffusely reflected due to roughness of the ground, particularly in the case of a milimeter-
wave signal impinging on a road, and our model of four paths needs to account for the possibility that some of the path
contributions are more or less attenuated than initially predicted. The proposed embodiments consider A) decompositions
of the multi-path model into independent contributions for each propagation path, B) multi-path models for a grid of
hypothetical values of the complex reflection coefficient; and C) dictionary learning, where the multi-path hypotheses
are parametrized by unknown parameters that are jointly estimated. These embodiments extend the approach for height
estimation in embodiments 1 - 4 and have the effect of improving the reliability of height estimation, making it robust to
modeling uncertainties.

EMBODIMENT 5.A: GROUP-SPARSITY MODEL FOR DECOMPOSITION OVER INDIVIDUAL PATH CONTRIBU-
TIONS

[0079] In this embodiment the received signal is reconstructed as super-position of independent path contributions.The
key idea is that the individual contributions are constrained to be selected corresponding to the same hypothesis of
height, and this is achieved again with a group-sparsity model.
[0080] For example, we are including in our model the cases that some contributions, e.g., from the reflected-reflected
(RR) path, may be absent in the signal or strongly attenuated. Another example includes post-processing using polari-
zation techniques that allow to separate paths with even and odd number of bounces. We enable the above degrees of
freedom by using four unknown complex coefficients in the sparse reconstruction for each hypothesis of height corre-
sponding to each individual path contribution, i.e., DD, RD, DR and RR, and we establish that they belong to the same
group if they represent the same hypothesis of height. There is no sparsity penalization within groups because the signal
is represented additively inside a given group, but we promote sparsity between groups of competing hypotheses of
height. This corresponds to a relaxation of the mult-path model in (1) that can be written as 

where  are arbitrary.
[0081] To illustrate the above decomposition, we exemplify the case of height estimation for a single detected azimuth
value, and for a single distance to the target. The data points y correspond, as for the height estimation problem in
embodiment 1, to a given range-Doppler bin of the signal sampled by the receivers upon transmission from each of the
transmitters, for a single azimuth detection for simplicity of exposition. The system takes the form 
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subject to a group-sparsity constraint, or penalty, in terms of 

where the partition of entries among groups is given by the label vector 14 ⊗ (1, 2, ... ,K), i.e., the hypotheses of height
considered repeated for each of the four path contributions.
[0082] The solution to the estimation problem is then given by the hypotheses obtained by thresholding 

[0083] The intuition of this thresholding procedure is that the average of the absolute values of the sparse reconstruction
coefficients over the four contributions contains the average amplitude associated to each hypothesis. We refer to the
above model as group-sparsity model for individual-path contributions.
[0084] A key consequence of the group-sparsity model for independent path contributions is that the amplitude and
phase associated to each path is estimated as part of the sparse reconstruction solution. This is in contrast with the
multi-path steering vector in (1) that assumes a known attenuation and phase shift produced by the interaction with the
ground. Four paths are required in the above decomposition for the near-field model. The extension to the cases of
multiple azimuth bins, and range and sensor fusion in embodiments 3 and 4 are straightforward. One potential caveat
of this method is that there may be ambiguities due to individual path contributions of a wrong hypotheses that are more
correlated with the received multipath signal. This caveat is avoided in the next embodiment.

EMBODIMENT 5.B: GROUP-SPARSITY MODELS FOR JOINT HEIGHT AND REFLECTION COEFFICIENT ESTIMA-
TION

[0085] This method considers combinations of hypotheses of height and reflection coefficient according to the model
in (1). The difference with the previous embodiment is that instead of decomposing the signal as arbitrary super-position
of independent path contributions, we restrict the choices to multiple hypothetical values of the complex reflection
coefficient in a grid of values {ρ1, ..., ρKρ}, where Kρ is the number of values considered. Our experience shows that big
off-grid errors are tolerated for the attenuation factor (using the polar expression), and therefore this grid can be coarse
if the reflection phase shift is approximately known. For example, one choice is assuming that the phase shift is 180
degrees, which is a reasonable assumption for planar surfaces and small incident angles measured from the ground
(Knott, 1993), and considering attenuation values in a grid {.8, .6, .5, .4, .3, .2}, i.e., {ρ1, ...,ρ6} = ejπ{.8, .6, .5, .4, .3, .2}.
[0086] Formally, the sparse reconstruction problem for height estimation for a single azimuth bin takes the form, 
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subject to a sparsity constraint for which the following two choices offer satisfactory results. The first option uses the 1-
norm ||x||1, which penalizes individual combinations of height and reflection coefficient, and finds the optimal height by
thresholding the vector sHeight,ρ,pooling defined as 

which we refer to as pooling over reflection coefficients. Pooling has significance for sensor and range fusion because
the reflection coefficient can vary between measurements at multiple distances to the target or between measurements
from multiple sensors. In embodiments 3 and 4, the pooling operation is computed before averaging the reconstruction
blocks at multiple distances or from multiple sensors.
[0087] The second option uses the group-sparsity norm 

which associates to each group the hypotheses that belong to the same height, regardless of the reflection coefficient,
i.e., this group-sparsity structure has label vector 1Kρ ⊗ (1,2,... ,K). The estimate of height is then found by thresholding
the quantity 

where x(i
ρ
) is the block of coefficients for all the height hypotheses corresponding to hypothesis of reflection coefficient ρi, 

[0088] The average performed for sHeight,ρ,groups is alternative to the pooling operation in sHeight,ρ,pooling and also the
sparsity penalty is different in both cases.
[0089] The embodiments 5.A and 5.B can be readily combined with group-sparsity models for range and sensor fusion
by constructing a block-diagonal sensing matrix as described in embodiments 3.B and 4.A with diagonal blocks corre-
sponding to each sensing block and each distance to the target. The partition of entries in the sparse reconstruction
corresponds, for the case of independent path contributions in 5.A, to the label vector 
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and, for the case of hypotheses of reflection coefficient in 5.B, to the label vector 

i.e., the hypotheses of height repeated for each path in the decomposition or each reflection coefficient, and repeated
as well for each sensing block and each range from the considered detection (i.e., each point along the trajectory). A
summary of the partition of columns of the sensing matrix for the proposed group-sparsity models is described in Table 1.

EMBODIMENT 5.C: PARAMETRIC DICTIONARY LEARNING FOR ESTIMATION OF REFLECTION COEFFICIENT 
AND HEIGHT

[0090] This method estimates the contributions from the independent paths as an intermediate step of learning a
dictionary that allows an accurate representation of the measured signal. One possibility is to parametrize the dictionary
as a linear combination of sub-dictionaries. For example, one such parametrization is 

where, in resemblance with embodiment 5.A, the parameters β = {β1, .., β4} are complex numbers and the matrices ADD,
ADR, ARD, ARR are sub-dictionaries based on the individual path contributions for all the hypotheses of height, i.e., 

and the other sub-dictionaries are similarly defined. The problem is then to minimize the fitting error y ≈ A(β)x in terms

of  and  subject to a sparsity constraint or penalty, e.g., in terms of ||x||1. Methods
for solving this problem include, e.g., (Gribonval, et al., 2012). The estimate of height is obtained thresholding 

[0091] This embodiment can be readily combined with either of embodiments 1, 2, and 3.A. The combination with
sensor fusion is also direct under embodiment 4.B. The combination with either of embodiments 3.B or 4.A yields a
group sparsity model with dictionary learning and requires solution procedures combining the techniques in (Gribonval,
et al., 2012) and (Chi, et al., 2013).

TABLE WITH GROUP-SPARSITY MODELS

[0092]

Table 1

Estimation task and 
embodiment reference

Group-sparsity model (label 
vector)

Structure of sensing matrix

Azimuth estimation (embodiment 
1)

(1, 2, ..., K) Horizontal stacking as columns of steering 
vector model for height hypotheses

Height estimation, assuming L 
detected azimuth bins 
(embodiment 1)

(1, 2, ..., K, ..., KL) Horizontal stacking of height hypotheses for 
each detected azimuth bin
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TABLE OF NOTATIONS

[0093]

(continued)

Estimation task and 
embodiment reference

Group-sparsity model (label 
vector)

Structure of sensing matrix

Joint azimuth and height 
estimation (embodiment 2)

(1, 2, ..., KhKφ) i.e., for 
combinations of Kh hypotheses 
of height and Kφ hypothesis of 
azimuth

Horizontal stacking of combinations of 
hypotheses of azimuth and height

Azimuth and/or height estimation 
with group-sparse coupling over a 
set of measurements along a 
filtering interval (for 1 azimuth 
bin) (embodiment 3.B)

1#Ranges ⊗  (1, 2, ..., K) Where 
1#Ranges has as many ones as 
measurements taken at points 
along the trajectory (filtering 
interval)

Block-diagonal stacking of multi-path 
hypotheses for each distance

Height or azimuth estimation for 
multiple incoherent arrays (for 1 
azimuth bin and 1 measurement) 
(embodiment 4.A)

1#Sens.blocks ⊗  (1, 2, ..., K) Where 
1#Sensing block has as many ones 
as mutually incoherent sensing 
blocks

Block-diagonal stacking of multi-path 
hypotheses for each sensing block (i.e., 
each set of coherent Tx and Rx pairs)

Height estimation using 
independent-path contributions or 
hypotheses of reflection 
coefficient (embodiment 5.A and 
5.B, respectively)

1#paths ⊗  (1, 2, ...,Kh), or 1Kρ ⊗  
(1, 2, ..., Kh) Where #Paths is 
usually 4 (DD,DR,RD,RR) and 
Kρ  is the number of hypotheses 
for the reflection coefficient ρ

Horizontal stacking of near-field steering 
vectors for each path contribution (or value 
of reflection coefficient) and for each 
hypothesis of height

General for height estimation 
(embodiment 5.A with either of 
1-4, particularly 3.B and 4.A)

1#Paths ⊗  1#Sensing Blocks 
⊗1#Ranges (1, ..., K)

Horizontal stacking of individual path 
contributions and azimuth bins, and block-
diagonal stacking for hypotheses that are 
mutually incoherent, both from multiple 
sensing blocks or from multiple points along 
the trajectory

Table 2

Notation Definition

Vector space of complex vectors or matrices for generic K, M

r, φ , h Cylindrical coordinates of target from ego-vehicle (distance, azimuth, and height)

dx, dy, h Cartesian coordinates of target from ego-vehicle (longitudinal distance, lateral distance, and 
height)

A Sensing matrix for model of interest

y Observation/data signal (vector) for model of interest

x Sparse reconstruction coefficient vector

x(i), xU Sparse reconstruction for individual coherent measurement i, and for union U under a group-
sparsity coupling, respectively

λ Wavelength

rTxi-Tar-Rxj(h) Path distance from transmitter Txi to a scatterer located at height h, and back to receiver Rxj

Entry i,j of near-field steering vector: phase rotation along a given path from Txi to a scatterer 
located at planar Cylindrical coordinates d = (r, Φ) with height h, and back to Rxj, defined as
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(continued)

Notation Definition

In the case of two or more mutually incoherent array blocks, we use the superscript b to denote 
each coherent array block. The path can be direct-direct (DD), direct-reflected (DR), reflected-
direct (RD), and reflected-reflected (RR)

ρ Reflection coefficient (complex valued)

  or vd
(h)

Multi-path steering vector, which contains phase information and amplitude information due 
to interference among the four path signals

sAzimuth Azimuth map: vector of entry-wise absolute values of reconstruction coefficients for K azimuth 
hypotheses {φm ..., φK} or alternatively, transversal displacement {y1, ..., yK}

sAzimuth = |[x1,... xK]|

sHeight,{φ1,...,φ
n
} Height map: vector of entry-wise absolute values of reconstruction coefficients for K 

hypotheses of height for each previously estimated azimuth bin {φ1, ..., φn} (or {y1,... yn})
sHeight,{φ1,...,φ

n
} = |[x1,... ,xK,... , x(n-1)K+1,...,xn3K]|

sJoint Joint map for azimuth and height: vector of entry-wise absolute values of reconstruction 
coefficients for combinations of hypotheses of height and azimuth

sJoint = |[x1,··· ,xKh,···,xKφ (Kh-1)+1),···,xKφKh]|

{p1, ...,pI} Points in a filtering interval wherein measurements are combined using step-by-step or group-
sparsity range fusion

sstep-by-step Average of sparse reconstruction blocks at the set of points {p1, ...,pI} in the filtering interval, 
for azimuth or height estimation

sgroup-sparsity Average of sparse reconstruction blocks computed under a group-sparsity constraint with 
measurements at the set of points {p1,..., pI} along the filtering interval, for azimuth or height 
estimation

Where x contains the coefficients of the sparse reconstruction under the coupling group-
sparsity constraint (and the notation for x is replaced by x for convenience)

sRange-fusionj Generic, either sstep-by-step, or sgroup-sparsity at filtering interval j

{φ1,j, ..., φnj,j} Azimuth bins detected in filtering interval j

q Index for a relevant azimuth detection (range-Doppler-azimuth) to denote the block in the 
sensing matrix and associated reconstruction coefficients corresponding to hypotheses of 
height for that azimuth bin

sGSMW Height map according to group-sparsity with moving window: Average across multiple filtering 
intervals of the blocks corresponding to the same azimuth detection of the height maps 
obtained with step-by-step or group-sparsit

Note that the azimuth bin of the relevant detection can have a different index qt at each filtering 
interval t.

~
~
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Notation Definition

sHeight,DD,DR,RD,RR Height map under group-sparse coupling of independent path contributions

sHeight,ρ ,pooling Height map under pooling of hypotheses of reflection coefficient with 1-norm sparsity coupling

sHeight,ρ,groups Height map under group-sparse coupling of reflection coefficients

sHeight,dict. Height map under dictionary learning sHeight,dict. = |[x1,... ,xK]|

|.| Absolute value or magnitude for complex numbers, entry-wise in the case of vectors

(.)T Transpose operator (without complex conjugation)

1I Vector of ones of length I

||x||1
One-norm of a vector   

||x||2
Two-norm of a vector   

blkdiag(A1, A2) Block-diagonal matrix with diagonal blocks A1, A2

||x||G,1 Group-sparsity norm: One-norm of vector whose entries are the two-norms of blocks of entries 
in x corresponding to the same group gl, for a set of groups G := {g1,..., g#groups},

⊗ Kronecker product
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Claims

1. A method for detection and height and azimuth estimation of objects in a scene by radar processing using sparse
reconstruction, in particular for driving assistance systems and autonomous vehicles, wherein

- radar signals are emitted to the scene and radar signals reflected from the scene are received using at least
one multi-channel radar sensor, said radar sensor comprising a two-dimensional array of antenna elements
with spatial diversity in horizontal and vertical axes,
- measurement signals of the at least one radar sensor are processed to detect objects in the scene and a
height and azimuth estimation of one or several detected objects is performed using compressed sensing, the
compressed sensing at least for height estimation being based on a combination of
- a near-field multipath observation model, which includes predictions of phases and amplitudes for hypotheses
of height of the detected object(s) based on ground-reflected path contributions for specular reflections from a
flat surface of the emitted and reflected radar signals, for pairs of transmitting and receiving elements of the
radar sensor at a given distance from the detected object(s), and
- a group-sparse estimation model for measurement signals of mutually incoherent arrays of antenna elements
or from mutually incoherent measurements taken at different distances from the detected object(s).

2. The method according to claim 1,
characterized in that
four path contributions are used in the near-field multi-path observation model.

3. The method according to claim 1 or 2,
characterized in that
a matrix transformation is applied through a combiner to the measurement signals, including

- Applying said matrix transformation to the measurement signals from each receiving element through a signal
combiner in order to reduce the number of channels prior to sampling or improve the properties of the spatial
sampling ambiguity function using the multipath observation model, or
- Applying said matrix transformation after range-Doppler processing for each receiving and transmitting element
upon MIMO multiplexing for improving the properties of the spatial ambiguity function, particularly lowering the
sidelobes.

4. The method according to one of claims 1 to 3,
characterized in that
the at least one radar sensor is arranged on a vehicle moving relative to the detected object(s).
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5. The method according to claim 4,
characterized in that the compressed sensing includes at least the following steps:

a. Azimuth estimation of the detected object(s) in each range-Doppler bin, comprising

i. Processing of the measurement signals to be reconstructed in terms of unknown azimuth bins, including

- Inputting data of the range-Doppler bin of a given detected object for a set of transmitting and receiving
elements horizontally aligned,
- Compensation to make Doppler equal to 0 if necessary;

ii. Constructing a sensing matrix for azimuth estimation, including

- Selection of a grid of hypotheses of azimuth for a specified field of view in azimuth,
- Defining a multi-path steering vector based on the near-field multipath observation model,
- Evaluation of said observation model at said grid of hypotheses, assuming an unknown height equal
to zero;

iii. Finding sparse reconstruction to obtain estimates of azimuth by thresholding of absolute values based
on established criteria;

b. Height estimation of the detected object(s) in each previously estimated azimuth bin, comprising,

i. Processing of the measurement signals to be reconstructed in terms of unknown height bins, including

- Inputting data of the range-Doppler bin of said given detected object for a full set of transmitting and
receiving elements available in said two-dimensional array of antenna elements,
- Compensation to make Doppler equal to 0 if necessary;

ii. Construction of a sensing matrix for height estimation, including

- Selection of a grid of hypotheses of height for specified field of view in elevation,
- Defining a multi-path steering vector based on the near-field multipath observation model,
- Evaluation of the observation model at said grid of height hypotheses for each azimuth bin, and
concatenating them horizontally in the sensing matrix;

iii. Finding sparse reconstruction to obtain estimate of height by thresholding of absolute values based on
established criteria.

6. The method according to claim 4,
characterized in that the compressed sensing includes at least the following steps:

a. Processing of the measurement signals to be reconstructed in terms of unknown height and azimuth bins,
including

- Inputting data of the range-Doppler bin of a given detected object for a full set of transmitting and receiving
elements available in said two-dimensional array of sensor elements,
- Compensation to make Doppler equal to 0 if necessary;

b. Construction of a sensing matrix for azimuth and height estimation, including

- Selection of a grid of combinations of hypotheses of azimuth and height for a specified field of view in
azimuth and in elevation,
- Defining a multi-path steering vector based on the near-field multipath observation model,
- Evaluation of said observation model at said grid of hypotheses, and concatenating resulting vectors as
columns in the sensing matrix;

c. Finding sparse reconstruction to obtain estimate of height and azimuth by thresholding of absolute values
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based on established criteria.

7. The method according to claim 5 or 6,
characterized in that measurements taken at different points along an interval of a trajectory of the vehicle are
combined, comprising

a. Processing of the measurement signals to be reconstructed according to claim 5 or claim 6 at each of said
points in the interval of the trajectory of the vehicle, and concatenating resulting signals in a single column,
conforming a combined signal along the interval of the trajectory of the vehicle,
b. Construction of the sensing matrix according to claim 5 or claim 6 at each of said points in the interval of the
trajectory of the vehicle, and concatenation of resulting matrices in block-diagonal form, conforming a combined
sensing matrix along the interval of the trajectory of the vehicle,
c. Finding the sparse reconstruction, including,

- Formulation of a group-sparse reconstruction system in terms of said combined signal and sensing matrix
along the interval of the trajectory of the vehicle subject to a group-sparsity constraint or penalty,
- Application of standard group-sparse reconstruction solvers to find reconstruction coefficients,
- Obtaining estimate of height and/or azimuth by thresholding of absolute values based on established
criteria.

8. The method according to claim 7,
characterized in that the estimation of height and azimuth is performed at several intervals along the trajectory of
the vehicle, where the height is estimated at possibly varying azimuth bins and that the sparse reconstruction
coefficients of the height obtained at each interval are averaged for the possibly varying azimuth bins corresponding
to a common detection of interest over the several intervals to obtain an improved estimation of height.

9. The method according to claim 5 or 6,
characterized in that
measurements taken from mutually incoherent multi-channel radar sensors arranged at different heights and/or at
different horizontal positions on the vehicle are combined, comprising

a. Processing of the measurement signals to be reconstructed according to claim 5 or claim 6, for each of said
radar sensors, and concatenating resulting signals in a single column, conforming a combined signal for said
mutually incoherent radar sensors;
b. Construction of the sensing matrix according to claim 5 or claim 6 for each of said mutually incoherent radar
sensors, using a transformation of coordinates for the hypotheses if the arrays have different orientations, and
concatenating resulting matrices in block-diagonal form, conforming a combined sensing matrix for said mutually
incoherent radar sensors;
c. Finding the sparse reconstruction, including,

- Formulation of a group-sparse reconstruction system in terms of said combined signal and sensing matrix
for said mutually incoherent radar sensors subject to a group-sparsity constraint or penalty,
- Application of standard group-sparse reconstruction solvers to find reconstruction coefficients,
- Obtaining estimate of height and/or azimuth by thresholding of absolute values based on established
criteria.

10. The method according to claim 5 or 6,
characterized in that measurements taken from mutually incoherent multi-channel radar sensors arranged at
different heights on the vehicle are combined, wherein the sensing matrix is constructed according to claim 5 or
claim 6 for each mutually incoherent radar sensor, and the resulting matrices are concatenated in vertical form,
conforming a combined false-coherency sensing matrix for the mutually incoherent radar sensors, and with sparse
reconstruction including,

a. Formulation of standard sparse-reconstruction system, or a group-sparse reconstruction system if combined
with the method of claim 7, in terms of said measurement signals and combined false-coherency sensing matrix
subject to a group-sparsity constraint or penalty;
b. Application of standard sparse reconstruction solvers to find reconstruction coefficients;
c. Obtaining estimate of height and/or azimuth by thresholding of absolute values based on established criteria.
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11. The method according to one of claims 5 to 10,
characterized in that the sensing matrix is constructed by concatenating as columns, for each hypothesis of height,
an evaluation of the near-field steering vector for each of the individual path contributions, and with sparse recon-
struction including,

a. Formulation of a group-sparse reconstruction system in terms of said measurement signals and sensing
matrix subject to a group-sparsity constraint or penalty,
b. Application of standard group-sparse reconstruction solvers to find reconstruction coefficients,
c. Obtaining estimate of height by thresholding of absolute values based on established criteria.

12. The method according to one of claims 5 to 10,
characterized in that the sensing matrix is constructed by additionally selecting a set of hypothesis for the reflection
coefficient of said specular reflections and concatenating as columns, for each combination of hypotheses of reflection
coefficient and height, an evaluation of the multi-path steering vector, and with sparse reconstruction including,

a. Formulation of a group-sparse reconstruction system in terms of said measurement signals and sensing
matrix subject to a group-sparsity constraint or penalty,
b. Application of standard group-sparse reconstruction solvers to find reconstruction coefficients,
c. Obtaining estimate of height by thresholding of absolute values based on established criteria.

13. The method according to one of claims 5 to 10,
characterized in that the method of parametric dictionary learning is applied for a dictionary parametrized by linear
combinations of the near-field steering vectors for individual path contributions for each hypothesis of height, and
with sparse reconstruction including,

a. Formulation of a sparse reconstruction system in terms of said measurement signals and parametric dictionary
subject to a group-sparsity constraint or penalty,
b. Application of parametric dictionary learning sparse reconstruction techniques to find the parameters of the
dictionary and the sparse reconstruction coefficients,
c. Obtaining estimate of height by thresholding of absolute values based on established criteria.

14. A radar system comprising

- at least one multi-channel radar sensor, said radar sensor comprising a two-dimensional array of sensor
elements with spatial diversity in horizontal and vertical axes, and
- an evaluation unit,

said evaluation unit being adapted to perform the processing of the measurement signals of the at least one radar
sensor to detect objects in a scene and the compressed sensing for height and azimuth estimation of one or several
detected objects according to the method of one or several of the preceding claims.
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