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Description

BACKGROUND OF THE INVENTION

1. Field of the invention

[0001] The present invention relates to a motor driving device and an air conditioner including the same, and more
particularly, a motor driving device and an air conditioner including the same, for enhancing a voltage utilization ratio of
a voltage input to an inverter in the motor driving device using a low-capacitance capacitor.

2. Description of the Related Art

[0002] An air conditioner is installed to provide a more pleasant indoor environment to the human by discharging
cooled air into the interior of the room, adjusting indoor temperature, and purifying indoor air so as to make the indoor
environment more pleasant. In general, an air conditioner includes an indoor unit composed of a heat exchanger and
installed indoors, and an outdoor unit composed of a compressor, a heat exchanger, etc. and supplying refrigerant to
the indoor unit.
[0003] Document EP 0 695 024 B1 discloses a motor driving device according to the preamble of the independent
claim. In EP 0 695 024 B1 an air conditioning device is arranged such that an output voltage from a commercial power
source is converted into a direct current by a rectifying circuit and a smoothing condenser, and thereafter, it is further
converted into an AC voltage having a variable frequency by an inverter under the control of a microcomputer, thereby
supplying it to a power compressor. Between the rectifying circuit and the smoothing condenser, provided is an active
filter for shaping an input current to be an approximate sine wave almost in phase with an input voltage by switching a
power transistor. The switching control section and the microcomputer for controlling the switching are activated inde-
pendently by separately provided power sources. The switching control section supplies a high level signal when the
active filter is a normal condition, while supplies a low level signal when the active filter is abnormal. A circuit which
generates a low level signal when the power supply to the switching control section is shut off is provided. This enables
the microcomputer to determine the occurrence of abnormality in the active filter or the switching control section even
when the power supply is shut off.
[0004] US 2013/0043847 A1 describes an utilizing power factor correction to compensate for a leading power factor
produced mainly due to electromagnetic interference (EMI) capacitors in front of a power factor correction stage. Provided
is a power supply that includes a power factor correction circuit that includes a second harmonic generator component.
The harmonic generator component includes a filter component and an integrator component. The filter component is
configured to receive a rectified voltage and a power factor correction current and block a direct current component. The
integrator component is configured to receive an alternating current component from the filter component and produce
a harmonic that causes an angle of the power factor correction current to change from a leading power factor to a unity
power factor or to a lagging power factor.
[0005] EP 2 393 200 A1 describes a constant current regulator for supplying and controlling an AC series circuit current
of an airfield lighting system, comprising an input port arranged for being coupled to an AC power supply, an output port
arranged for outputting the series circuit current at an output voltage, an interface port arranged for receiving a command
signal representative of a set value of the series circuit current, and a transformer coupled between the input port and
the output port, for providing galvanic insulation between the input and output ports. A control unit is arranged for
determining a root mean square voltage level value required to generate the set value of the series circuit current, and
for determining an output voltage signal comprising a fundamental component of sinusoidal shape and of a fundamental
frequency, and a third harmonic component of the fundamental component having a frequency three times the funda-
mental frequency, wherein the third harmonic component has a peak value of at least 1% of a peak value of the funda-
mental component, wherein the output voltage signal has a root mean square value equal to the root mean square
voltage level value. Electric circuitry is arranged for generating the output voltage signal and for applying it to the output
port as the output voltage.
[0006] US 2007/0103947 A1 describes a boost chopper circuit that converts AC power to DC voltage and supplies
the DC voltage to a load. The boost chopper circuit includes a switching element and a reactor. A controller controls the
switching element based on a comparison result in an interval of the former half of a half cycle of the AC power between
a detected input current by a input current detector and a current instruction value of a modeling waveform obtained by
re ducing a harmonic component of a predetermined order from the current waveform.
[0007] DE 10 2007 058 969 A1 describes an inverter apparatus with lengthened lift span and improved efficiency.
Instead of a conventional electrolytic capacitor, only a noise absorption film capacitor is provided in a DC intermediate
circuit between rectifying and inverter circuits. In a voltage command generating unit, when a frequency set by a frequency
setting unit is within a predetermined range including the frequency of an AC input power supply, PLL control is performed



EP 2 908 416 B1

3

5

10

15

20

25

30

35

40

45

50

55

to make the frequency set by an output voltage command signal equal to the frequency of the AC input power supply
voltage, and to substantially synchronize the peak value of an output voltage from the inverter circuit with the peak value
of a voltage formed between both ends of the film capacitor. Accordingly, output voltage amplitude is generated when
the frequency set by the output voltage command signal equals the frequency of the voltage of the AC input power supply.
[0008] In EP 2 660 962 A2 power conversion systems and methods are presented for detecting input filter capacitor
degradation or approach of end of operational life based on filter capacitor current measurements using single and/or
dual threshold comparisons for computed instantaneous sum of squares of filter currents or power values.

SUMMARY OF THE INVENTION

[0009] Therefore, the present invention has been made in view of the above problems, and it is an object of the present
invention to provide a motor driving device and an air conditioner including the same, for enhancing a voltage utilization
ratio of a voltage input to an inverter in the motor driving device using a low-capacitance capacitor.
[0010] It is another object of the present invention to provide a motor driving device and an air conditioner including
the same, for reducing a maximum voltage between DC terminals in the motor driving device using a low-capacitance
capacitor and a boost converter.
[0011] It is another object of the present invention to provide a motor driving device and an air conditioner including
the same, for achieving stable driving with respect to a load in the motor driving device using a low-capacitance capacitor
and a boost converter.
[0012] The above identified objects are solved by the features of the independent claims. Advantageous embodiments
are derived from the dependent claims. Preferably, there is provided a motor driving device including a rectifier to rectify
input alternating current (AC) power, a boost converter to boost and to output the power rectified by the rectifier, and an
inverter including a plurality of switching devices and to output converted AC power to a motor using a voltage from the
boost converter.
[0013] Preferably, there is provided an air conditioner including a compressor to compress refrigerant, a heat exchanger
to perform heat exchange using the compressed refrigerant, and a compressor motor driving device to drive a motor in
the compressor, wherein the compressor motor driving device includes a rectifier to rectify input alternating current (AC)
power, a boost converter to boost and to output the power rectified by the rectifier, and an inverter including a plurality
of switching devices and to output converted AC power to a motor using a voltage from the boost converter.

BRIEF DESCRIPTION OF THE DRAWINGS

[0014] The above and other objects, features and other advantages of the present invention will be more clearly
understood from the following detailed description taken in conjunction with the accompanying drawings, in which:

FIG. 1 is a diagram illustrating the structure of an air conditioner according to an embodiment of the present invention;
FIG. 2 is a schematic diagram of an outdoor unit and an indoor unit 31 of FIG. 1;
FIG. 3 is a block diagram of a compressor motor driving device of the outdoor unit of FIG. 1;
FIG. 4 is a circuit diagram of an example of the compressor motor driving device of FIG. 3;
FIGS. 5A to 6B are diagrams for explanation of the motor driving device of FIG. 4;
FIG. 7 is an example of an internal block diagram of a converter controller of FIG. 3;
FIG. 8 is an example of an internal block diagram of a higher harmonic generator of FIG. 7;
FIGS. 9 to 11 are diagrams for explanation of an operation of a converter controller of FIG. 3;
FIG. 12 is an example, Outside of the invention, of an internal block diagram of an inverter controller of FIG. 3; and
FIGS. 13 to 16 are diagrams for explanation of an operation of an inverter controller of FIG. 12.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0015] Exemplary embodiments of the present invention will be described with reference to the attached drawings.
[0016] The suffixes "module" and "unit" of elements herein are used for convenience of description and do not have
any distinguishable meanings or functions. Thus, the suffixes "module" and "unit" can be used interchangeably.
[0017] FIG. 1 is a diagram illustrating the structure of an air conditioner 100 according to an embodiment of the present
invention.
[0018] As illustrated in FIG. 1, the air conditioner 100 according to the present invention may include an indoor unit
31 and an outdoor unit 21 connected to the indoor unit 31.
[0019] Although the indoor unit 31 of the air conditioner 100 is applicable to any of a stand type air conditioner, a wall
mounted air conditioner, and a ceiling type air conditioner, FIG. 1 illustrates the case in which the indoor unit 31 is of a
stand type.
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[0020] The air conditioner 100 may further include at least one of a ventilator, an air cleaner, a humidifying device,
and a heater and may operate in conjunction with operations of the indoor unit 31 and the outdoor unit 21.
[0021] The outdoor unit 21 includes a compressor (not shown) for receiving and compressing refrigerant, an outdoor
heat exchanger (not shown) for performing heat exchange between the refrigerant and outdoor air, an accumulator (not
shown) for extracting gas refrigerant from the supplied refrigerant and supplying the gas refrigerant to the compressor,
and a four-way valve (not shown) for selecting a flow path of the refrigerant according to a heating operation. In addition,
the outdoor unit 21 may further include a plurality of sensors, a valve, an oil collector, etc. but a description thereof will
be omitted here.
[0022] The outdoor unit 21 operates the compressor and outdoor heat exchanger included therein to compress re-
frigerant or perform heat exchange according to setting and supplies the refrigerant to the indoor unit 31. The outdoor
unit 21 may be driven according to demand of the indoor unit 31 or a remote controller (not shown). In this case, it may
be possible to vary the number of operations of the outdoor unit and the number of operations of the compressor installed
in the outdoor unit along with variance in cooling/heating capacity according to the driven indoor unit.
[0023] In this case, the outdoor unit 21 supplies the compressed refrigerant to the indoor unit 31 connected thereto.
[0024] The indoor unit 31 receives the refrigerant from the outdoor unit 21 and discharges cooled air to the interior of
the room. The indoor unit 31 includes an indoor heat exchanger (not shown), an indoor unit fan (not shown), an expansion
valve (not shown) for expanding the supplied refrigerant, and a plurality of sensors (not shown).
[0025] In this case, the outdoor unit 21 and the indoor unit 31 may be connected to each other via a communication
line, may transmit and receive data to and from each other, may be connected to a remote controller (not shown) by
wire or wirelessly, and operated according to control of the remote controller (not shown).
[0026] A remote controller (not shown) may be connected to the indoor unit 31, may input a user’s control command
to the indoor unit, and may receive and display state information of the indoor unit. In this case, the remote controller
may communicate with the indoor unit by wire or wirelessly according to the connection form with the indoor unit.
[0027] FIG. 2 is a schematic diagram of the outdoor unit 21 and the indoor unit 31 of FIG. 1.
[0028] Referring to FIGS. 1 and 2, the air conditioner 100 is largely classified into the indoor unit 31 and the outdoor
unit 21.
[0029] The outdoor unit 21 includes a compressor 102 for compressing refrigerant, an electric motor 102b for a
compressor for driving the compressor, an outdoor heat exchanger 104 for heat dissipation of the compressed refrigerant,
an outdoor blower 105 disposed at one side of the outdoor heat exchanger 104 and including an outdoor fan 105a for
facilitation of heat dissipation of refrigerant and an electric motor 105b for rotation of the outdoor fan 105a, an expansion
device 106 for expansion of condensed refrigerant, a cooling/heating reversing valve 110 for changing a flow path of
the compressed refrigerant, an accumulator 103 for temporally storing the vaporized refrigerant, removing moisture and
impurities from the refrigerant, and then supplying a predetermined pressure of refrigerant into the compressor, and so on.
[0030] The indoor unit 31 includes an indoor heat exchanger 108 installed indoors and performing a cooling/heating
function, an indoor blower 109 disposed at one side of the indoor heat exchanger 108 and including an indoor fan 109a
for facilitation of heat dissipation of refrigerant and an electric motor 109b for rotation of the indoor fan 109a, and so on.
[0031] At least one indoor heat exchanger 108 may be installed. As the compressor 102, at least one of an inverter
compressor and a constant speed compressor may be used.
[0032] In addition, it may be possible that the air conditioner 100 is composed of a cooler for cooling indoor air or a
heat pump for cooling or heating indoor air.
[0033] The compressor 102 in the outdoor unit 21 of FIG. 1 may be driven by a compressor motor driving device 200
(refer to FIG. 3) for driving a compressor motor 250.
[0034] FIG. 3 is a block diagram of a compressor motor driving device 200 of the outdoor unit 21 of FIG. 1. FIG. 4 is
a circuit diagram of an example of the compressor motor driving device 200 of FIG. 3.
[0035] Referring to FIGS. 3 and 4, the compressor motor driving device 200 may include an inverter 220 for outputting
three-phase alternating current (AC) to the compressor motor 250, an inverter controller 230 for controlling the inverter
220, a converter 210 for supplying direct current (DC) power to the inverter 220, a converter controller 215 for control
of the converter 210, and a DC terminal capacitor C between the converter 210 and the inverter 220. The compressor
motor driving device 200 may further include a DC voltage detector B, an input voltage detector A, an input current
detector D, and an output current detector E.
[0036] The compressor motor driving device 200 receives AC power from a system, converts the AC power, and
supplies the converted power to the motor 250. Accordingly, the compressor motor driving device 200 may be referred
to as a power converting device.
[0037] A motor driving device according to an embodiment of the present invention may use the DC terminal capacitor
C with low capacitance of several tens of mF or less. For example, the DC terminal capacitor C with low capacitance
may include a film capacitor that is not an electrolytic capacitor.
[0038] When a low capacitance capacitor is used, a DC terminal voltage is increasingly changed and ripples, and thus
a smoothing operation is barely performed.
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[0039] The motor driving device with the DC terminal capacitor C with low capacitance of several tens of mF or less
may be referred to as a capacitorless base motor device.
[0040] Throughout this specification, embodiments of the present invention will be described in terms of the motor
driving device 200 including the DC terminal capacitor C with low capacitance.
[0041] The converter 210 converts input AC power into DC power. The converter 210 is the concept of including a
rectifier 410 and a boost converter 420. Input power based on input AC power may be referred to as Pgrid.
[0042] The rectifier 410 receives and rectifies single-phase AC power 201 and outputs the rectified power.
[0043] To this end, the rectifier 410 is exemplified in such a way that upper arm diode devices Da and Db and lower
arm diode devices D’a and D’b are connected to each other in series, respectively to constitute one pair and total two
pairs of upper and lower diode devices are connected in parallel to each other (Da&D’a and Db&D’b) . That is, the upper
and lower diode devices may be connected in the form of a bridge.
[0044] The boost converter 420 includes an inductor L1 and a diode D1 that are connected in series to each other
between the rectifier 410 and the inverter 220, and a switching device S1 connected between the inductor L1 and the
diode D1. When the switching device S1 is on, energy may be stored in the inductor L1, and when the switching device
S1 is off, the energy stored in the inductor L1 may be output through the diode D1.
[0045] In particular, with regard to the compressor motor driving device 200 using the DC terminal capacitor C with
low capacitance, a voltage obtained by boosting a predetermined voltage, that is, an offset voltage may be output from
the boost converter 420.
[0046] The converter controller 215 may control turn-on timing of the switching device S1 in the boost converter 420.
Accordingly, the converter controller 215 may output a converter switching control signal Scc for turn-on timing of the
switching device S1.
[0047] To this end, the converter controller 215 may receive an input voltage Vs and input current Is from the input
voltage detector A and the input current detector D, respectively.
[0048] The input voltage detector A may detect the input voltage from the input AC power 201. For example, the input
voltage detector A may be disposed in front of the rectifier 410.
[0049] The input voltage detector A may include a resistor device, an operational amplifier (OP AMP), and so on for
voltage detection. The detected input voltage Vs may be a pulse type of discrete signal and may be applied to the
converter controller 215 in order to generate a converter switching control signal Scc.
[0050] A zero crossing point of an input voltage may be detected by the input voltage detector A.
[0051] Then the input current detector D may detect the input current Is from the input AC power 201. In detail, the
input current detector D may be disposed in front of the rectifier 410.
[0052] The input current detector D may include a current sensor, a current transformer (CT), a shunt resistor, and so
on for current detection. The detected input current Is may be a pulse type of discrete signal and may be applied to the
converter controller 215 in order to generate a converter switching control signal Scc.
[0053] The DC voltage detector B detects a ripple voltage Vdc of the DC terminal capacitor C. For power detection,
a resistor device, an OP AMP, and so on may be used. The detected voltage Vdc of the DC terminal capacitor C may
be a pulse type discrete signal and may be applied to the inverter controller 230. An inverter switching control signal Sic
may be generated based on the DC voltage Vdc of the DC terminal capacitor C.
[0054] Unlike in the drawings, the detected DC voltage may be applied to the converter controller 215 and used to
generate the converter switching control signal Scc.
[0055] The inverter 220 may include a plurality of inverter switching devices, convert smoothed DC power Vdc into
three-phase AC power according to an on/off operation of a switching device, and output the three-phase AC power to
the three-phase motor 250.
[0056] Accordingly, the inverter 220 may supply inverter power Pinv to the motor 250 as a load. In this case, the
inverter power Pinv may be power required by the motor 250 as a load and may track required target power. Thus, in
this specification, the inverter power Pinv may have the same concept as the target power required by a load.
[0057] In detail, the inverter 220 may include a plurality of switching devices. For example, upper arm switching devices
Sa, Sb, and Sc and lower arm switching devices S’a, S’b, and S’c are connected in series to each other, respectively
to constitute one pair and a total of three pairs of upper and lower switching devices are connected to each other in
parallel (Sa&S’a, Sb&S’b, and Sc&S’c). In addition, a diode may be connected in inverse-parallel to each of the switching
devices Sa, S’a, Sb, S’b, Sc, and S’c.
[0058] The inverter controller 230 may output the inverter switching control signal Sic to the inverter 220 in order to
control a switching operation of the inverter 220. The inverter switching control signal Sic may be a switching control
signal of a pulse width modulation (PWM) scheme and may be generated and output based on output current io flowing
in the motor 250 and the DC terminal voltage Vdc between opposite terminals of a DC capacitor. In this case, the output
current io may be detected from an output current detector E and the DC terminal voltage Vdc may be detected from
the DC terminal voltage detector B.
[0059] The output current detector E may detect the output current io flowing between the boost converter 420 and
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the motor 250. That is, the output current detector E may detect current flowing in the motor 250. The output current
detector E may detect all three phases of output currents ia, ib, and ic or detect two phases of output currents using
ternary phase equilibrium.
[0060] The output current detector E may be disposed between the inverter 220 and the motor 250 and may use a
current transformer (CT), a shunt resistor, and so on for current detection.
[0061] The inverter controller 230 may include a torque command generator 510 (refer to FIG. 12), a current command
generator 530 (refer to FIG. 12), a voltage command generator 540 (refer to FIG. 12), and a switching control signal
output unit 560 (refer to FIG. 12). In addition, the inverter controller 230 may further include a power command generator
520 (refer to FIG. 12), a power controller 525 (refer to FIG. 12), and a Vdc voltage shape detector 535 (refer to FIG. 12),
which will be described below in more detail with reference to FIGS. 1 to 8.
[0062] The output inverter switching control signal Sic may be converted into a gate driving signal by a gate driver
(not shown) and input to a gate of each switching device in the inverter 220. Thus, switching devices Sa, S’a, Sb, S’b,
Sc, and S’c in the inverter 220 perform respective switching operations.
[0063] According to another embodiment of the present invention, the converter controller 215 controls the boost
converter 420 to reduce a peak value of a ripple voltage using a higher harmonic corresponding to a phase of the input
voltage Vs, thereby reducing a maximum voltage of a DC terminal in the compressor motor driving device 200 using the
boost converter 420 and the low-capacitance capacitor C. Accordingly, durability with respect to a circuit device in the
compressor motor driving device 200 is enhanced. In addition, a maximum value of phase current flowing in the motor
may be reduced to reduce iron loss and copper loss of the motor 250, thereby enhancing motor driving efficiency, which
will be described in more detail with reference to FIGS. 1 to 7.
[0064] According to another embodiment of the present invention, in order to stably drive the motor 250 as a load, in
particular to expand a scope of a driving area based on a ripple voltage Vdc, the inverter controller 230 of the compressor
motor driving device 200 controls the inverter 220 based on an instantaneous power command value of inverter power
Pinv.
[0065] In particular, when the inverter power Pinv for driving the motor 250 is reference power or less, a current mode
is a first mode and the inverter controller 230 may control the inverter 220 based on an average power command value
of the inverter power Pinv, and when the inverter power Pinv for driving the motor 250 is the reference power or more,
the inverter controller 230 may control the inverter 220 based on an instantaneous power command value of the inverter
power Pinv. Thus, stable driving is possible with respect to a load in the compressor motor driving device 200 using the
boost converter 420 and the low-capacitance capacitor C, which will be described in more detail with reference to FIG. 12.
[0066] FIGS. 5A to 6B are diagrams for explanation of the motor driving device 200 of FIG. 4.
[0067] FIG. 5A illustrates the DC terminal voltage Vdc when the low-capacitance DC terminal capacitor C is connected
to the rectifier 410 without the boost converter 420 of FIG. 4.
[0068] When the low-capacitance DC terminal capacitor C is used, the low-capacitance DC terminal capacitor Cb
does not smooth the DC terminal voltage Vdc and thus the ripple DC terminal voltage Vdc is supplied to the inverter
220 without change, as illustrated in FIG. 5A.
[0069] In this case, an average voltage of about 0.7 VL1 that is lower than a peak value VL1 of the ripple DC terminal
voltage Vdc is formed.
[0070] The inverter 220 may generate three-phase AC power using a voltage of about 0.7 VL1. However, it may be
difficult to smoothly drive a motor in a voltage period of about 0.7 VL1 or less. Thus, a voltage utilization ratio may be
lowered.
[0071] As illustrated in FIG. 5A, when a frequency of an input voltage is about 60 Hz, ripple voltage of about 120 Hz
corresponding to twice the frequency of the input voltage is generated.
[0072] When the motor 250 is driven through the inverter 220 using the ripple voltage shown in FIG. 5A, torque ripple
corresponding to ΔT1 is generated, as illustrated in FIG. 5B. Due to the torque ripple, vibration and noise are generated.
[0073] As capacitance of the low-capacitance DC terminal capacitor C is reduced, current control, etc. are not per-
formed, thereby achieving low input power factor characteristics.
[0074] To overcome this problem, according to the present invention, as illustrated in FIG. 4, the boost converter 420
is disposed after the rectifier 410.
[0075] FIG. 6A illustrates the DC terminal voltage Vdc when the boost converter 420 and the low-capacitance DC
terminal capacitor C of FIG. 4 are used.
[0076] When a voltage is boosted by as much as a voltage VL2 using the boost converter 420, a ripple voltage with
a minimum voltage of VL2 and a peak value of VL2+VL1 is output to a DC terminal. Accordingly, an average voltage of
about VL1 may be formed.
[0077] The inverter 220 may generate three-phase AC power using a voltage of about VL1 but may smoothly drive a
motor in most voltage periods. Accordingly, a voltage utilization ratio may be enhanced and a driving area is increased.
[0078] When the motor 250 is driven through the inverter 220, torque ripple corresponding to ΔT2 is generated, as
illustrated in FIG. 6B, by the DC terminal voltage Vdc when the boost converter 420 and the low-capacitance DC terminal
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capacitor C are used, as illustrated in FIG. 6A. That is, torque ripple corresponding to ΔT2 less than ΔT1 of FIG. 5A may
be generated. That is, torque ripple is significantly lowered.
[0079] When the boost converter 420 is used, the input current Is is controlled, thereby enhancing input power factor.
[0080] When a home appliance is driven using single-phase AC power, a circuit device with an internal pressure of
600 V is used in general. In this case, when a low-capacitance capacitor is used as a DC terminal capacitor, a maximum
voltage of a DC terminal is increased due to load increase, and thus there is a possibility that various device devices in
a motor driving device are damaged. In particular, the possibility that the inverter 220 has a limited internal pressure of
about 450 V and thus is damaged becomes highest.
[0081] In order to reduce the damage possibility, when a target control voltage is lowered, an output voltage of the
inverter 220 may be depleted due to reduction in an average voltage or a root mean square (RMS) voltage, thereby
limiting a driving area of a motor or reducing driving efficiency of the motor.
[0082] According to the present invention, a peak value of a ripple voltage, that is, a DC terminal voltage may be
lowered using a higher harmonic corresponding to a phase of an input voltage in a motor driving device using a boost
converter and a low-capacitance capacitor in order to prevent a circuit device from being damaged and to prevent driving
efficiency of a motor from being degraded. Thus, durability with respect to a circuit device in a motor driving device is
enhanced. In addition, a maximum value of phase current flowing in the motor may be reduced to reduce iron loss and
copper loss of the motor, thereby enhancing motor driving efficiency. In addition, a voltage utilization ratio of a voltage
input to an inverter in a motor driving device using a low-capacitance capacitor may be enhanced.
[0083] The higher harmonics injection scheme will be described with reference to FIGS. 1 to 7.
[0084] FIG. 7 is an example of an internal block diagram of the converter controller 215 of FIG. 3. FIG. 8 is an example
of an internal block diagram of a higher harmonic generator 727 of FIG. 7. FIGS. 9 to 11 are diagrams for explanation
of an operation of the converter controller 215 of FIG. 3.
[0085] Referring to FIG. 7, the converter controller 215 may include the current command generator 720 for generating
a higher harmonic corresponding to a phase of the input voltage Vs and the ripple voltage Vdc and generating a current
command value I* using the generated higher harmonic, the voltage command generator 730 for generating a voltage
command value V* based on the input current Is corresponding to input AC power and a current command value, and
a switching control signal output unit 740 for outputting the converter switching control signal Scc based on the voltage
command value.
[0086] The converter controller 215 may further include a feed-forward compensator 743 for generating a second
switching control signal for conversion compensation and a ripple voltage compensator 746 for compensating for a ripple
voltage to output a ripple voltage compensation value .
[0087] The converter controller 215 may generate a second order higher harmonic and a third order higher harmonic
compared with a fundamental wave of the input voltage Vs.
[0088] The converter controller 215 may generate a second order higher harmonic and a third order higher harmonic
so as to achieve 1 as the sum of coefficients of the fundamental wave, the second order higher harmonic, and the third
order higher harmonic.
[0089] The converter controller 215 may generate a second order higher harmonic and a third order higher harmonic
so as to increase coefficients of the second order higher harmonic, and the third order higher harmonic as a peak value
of the ripple voltage is reduced.
[0090] The input current command generator 720 in the converter controller 215 may generate an input current com-
mand value I*s based on the input voltage Vs and the DC terminal voltage Vdc.
[0091] To this end, the input current command generator 720 may include the voltage controller 725 for voltage control
based on a ripple voltage, the higher harmonic generator 727 for generating a higher harmonic corresponding to a phase
of an input voltage, and a root mean square (RMS) calculator 722 for calculating RMS of the ripple voltage, that is, the
DC terminal voltage.
[0092] The RMS calculator 722 calculates the RMS of the ripple DC terminal voltage detected from the DC voltage
detector B. In this case, a frequency of the RMS may be twice a frequency of the input voltage Vs.
[0093] A subtractor 721 outputs a difference between an RMS command value V*dc_RMS and the calculated RMS
Vdc_RMS to the voltage controller 725.
[0094] The voltage controller 725 performs voltage control based on the difference between the RMS command value
V*dc_RMS and the calculated RMS Vdc_RMS to generate a first current command value.
[0095] The higher harmonic generator 727 may receive phase information from a phase detector 705 for detecting a
phase of the input voltage Vs. In addition, the higher harmonic generator 727 may generate a second current command
value I*r including a higher harmonic represented according to Expression 1 below. 
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[0096] Here, K1 is a coefficient of a fundamental wave with a frequency of w, K2 is a coefficient of a second order
higher harmonic with a frequency of 2w, and K3 is a coefficient of a third order higher harmonic with a frequency of 3w.
[0097] FIG. 8 illustrates a detailed block diagram of the higher harmonic generator 727.
[0098] That is, the higher harmonic generator 727 may include a fundamental wave generator 728a for generating a
fundamental wave K1sinωt using a coefficient K1, a second order higher harmonic injector 728b for generating a second
order higher harmonic K2sin2ωt using a coefficient K2, a third order higher harmonic injector 728c for generating a third
order higher harmonic K3sin3ωt using a coefficient K3, an adder 726a for summing the fundamental wave, the second
order higher harmonic, and the third order higher harmonic, and a size output unit 726b for outputting sizes of the
fundamental wave, the second order higher harmonic, and the third order higher harmonic.
[0099] The sum of K1, K2, and K3 may be 1.
[0100] A calculator 729 may generate and output a final current command value I* using a first current command value
from the voltage controller 725 and a second current command value from the higher harmonic generator 727.
[0101] The calculator 729 may be a multiplier and may multiply a first current command value corresponding to a
magnitude of a current command value from the voltage controller 725 and a second current command value corre-
sponding to a sine wave. In addition, the calculator 729 may output a final current command value I* as the multiplied value.
[0102] FIG. 9(A) illustrates a current command value I*_a output from the current command generator 720 when K1
is 1 and K2 and K3 are 0. As illustrated in FIG. 9(A), when the ripple current command value I*_a similar to the DC
terminal voltage is output, high voltage ripple is generated in the DC terminal voltage.
[0103] FIG. 9(B) illustrates a current command value I*_b output from the current command generator 720 when K1
is set to be less than 1 and K2 and K3 are each set to be a predetermined value.
[0104] As illustrated in FIG. 9(B), when the current command value is output in consideration of a second order higher
harmonic and third order higher harmonic, a maximum of the current command value is lowered. Compared with FIG.
9(A), a right portion of a convex portion is lowered. Thus, a maximum value of the DC terminal voltage may be lowered.
[0105] FIG. 11 illustrates various examples of a ratio of K1, K2, and K3 determined by the higher harmonic generator
727.
[0106] FIG. 11 is a table 1100 of the ratio of K1, K2, and K3 determined by the higher harmonic generator 727 and
may be stored in the higher harmonic generator 727.
[0107] Referring to FIG. 11, as an input ratio of a fundamental wave is reduced and a ratio of a third order higher
harmonic is increased, a peak value of Vdc is lowered. In addition, as a third order higher harmonic is increased and a
ratio of a second order higher harmonic is increased, the peak value of Vdc is further lowered.
[0108] In this case, when an injection ratio of a higher harmonic is increased, K2 may be a ratio of 0.02 to 0.04 in order
to compensate for distortion of sinusoidal characteristics of the DC terminal voltage Vdc.
[0109] In the end, the higher harmonic generator 727 may generate a second order higher harmonic and a third order
higher harmonic so as to increase coefficients K2 and K3 of the second order higher harmonic and the third order higher
harmonic in order to lower a peak value of the ripple voltage Vdc.
[0110] A ratio of K1, K2, and K3 may be set in consideration of a power factor. For example, the ratio may be set with
a power factor of 98% or more.
[0111] Then, the voltage command generator 730 may generate a voltage command value based on the difference
between the input current Is and the current command value I* from the current command generator 720.
[0112] To this end, the voltage command generator 730 may include a subtracter 732 for calculation of a difference
between the current command value I* and the input current Is from the current command generator 720 and a current
controller 735 for generating the voltage command value V* based on the difference between the current command
value I* and the input current Is.
[0113] The switching control signal output unit 740 outputs a converter switching control signal Vcc based on the
voltage command value V* from the voltage command generator 730.
[0114] The ripple voltage compensator 746 may compensate for a ripple voltage to output a ripple voltage compensation
value. Thus, the switching control signal output unit 740 may calculate the voltage command value V* from the voltage
command generator 730 and the ripple voltage compensation value from the ripple voltage compensator 746 using a
calculator 742 and generate a first switching control signal Sp1 corresponding to a first duty using the calculated value.
[0115] In this case, the calculator 742 may be a multiplier and may multiply the voltage command value V* from the
voltage command generator 730 and the ripple voltage compensation value from the ripple voltage compensator 746.
In addition, the calculator 742 may generate the first switching control signal Sp1 corresponding to a first duty that is the
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multiplied value.
[0116] A feed-forward compensator 740 performs feed-forward compensation in order to remove disturbance com-
posed of the DC terminal voltage Vdc and the input voltage Vs of the boost converter 420. Thus, the feed-forward
compensator 740 may generate a second switching control signal Sp2 corresponding to a second duty obtained by
considering disturbance removal.
[0117] An adder 741 may add the first switching control signal Sp1 and the second switching control signal Sp2 to
output the converter switching control signal Scc. That is, the adder 741 may output the converter switching control
signal Scc obtained by considering the first duty and the second duty.
[0118] As described above, the switching device S1 in the boost converter 420 may operate based on the converter
switching control signal Scc, thereby reducing a maximum value of the ripple DC terminal voltage.
[0119] FIG. 10A(A) illustrates a DC terminal voltage shape Vdc_a and a DC terminal current shape Idc_a when the
boost converter 420 operates based on a converter switching control signal before a higher harmonic is injected.
[0120] FIG. 10A(B) illustrates a DC terminal voltage shape Vdc_b and a DC terminal current shape Idc_b when the
boost converter 420 operates based on a converter switching control signal after a higher harmonic is injected.
[0121] Comparing FIG. 10A(A) and FIG. 10A(B), it may be seen that a maximum value of the DC terminal voltage
shape Vdc_b of FIG. 10A(B) is further reduced, and a maximum value of the DC terminal current shape Idc_b is further
reduced. Accordingly, loss possibility of a circuit device in the motor driving device 200 is reduced.
[0122] FIG. 10B(A) illustrates a phase current shape Ia_a flowing in the motor 250 before a higher harmonic is injected.
FIG. 10B(B) illustrates a phase current shape Ia_b flowing in the motor 250 after a higher harmonic is injected.
[0123] Comparing FIG. 10B(A) and FIG. 10B(B), it may be seen that a maximum of the phase current shape Ia_b of
FIG. 10B(B) is further reduced and a maximum value of the DC terminal current shape Idc_b is further reduced. That
is, ripple is further reduced. Thus, loss possibility of a circuit device in the motor driving device 200 is reduced. In the
end, iron loss and copper loss of the motor 250 may be reduced to enhance motor driving efficiency.
[0124] FIG. 12 is an example, outside of the invention, of an internal block diagram of the inverter controller 230 of
FIG. 3. FIGS. 13 to 16 are diagrams for explanation of an operation of the inverter controller 230 of FIG. 12.
[0125] First, referring to FIG. 12, the inverter controller 230 may include the torque command generator 510, the
current command generator 530, the voltage command generator 540, and the switching control signal output unit 560.
In addition, the inverter controller 230 may further include the power command generator 520, the power controller 525,
and the Vdc voltage shape detector 535.
[0126] The inverter controller 230 may determine a first mode or a second mode according to whether the inverter
power Pinv is reference power or more.
[0127] For example, when the inverter power Pinv is less than reference power Pinv_min, the inverter controller 230
may control the inverter 220 based on an average power command value Pavg of inverter power, and when the inverter
power Pinv is the reference power Pinv_min or more, the inverter controller 230 may control the inverter 220 based on
an instantaneous power command value Pinv_ref of the inverter power. Here, the inverter power Pinv may correspond
to the average power command value Pavg.
[0128] That is, when target power with respect to load is low and thus required inverter power is low, the inverter
controller 230 controls the inverter 220 based on the average power command value Pavg irrespective of the ripple
voltage Vdc, and when target power with respect to load is high and thus required inverter power is high, the inverter
controller 230 controls the inverter 220 based on the instantaneous power command value Pinv_ref of the inverter power
in consideration of the ripple voltage Vdc. Accordingly, it may be possible to stably drive the motor under the capacitorless
motor driving device.
[0129] The reference power Pinv_min may be increased as capacitance of the capacitor C is increased.
[0130] The reference power Pinv_min may be increased in proportion to a limit of ripple ΔVdc of a ripple voltage.
[0131] FIG. 13(A) illustrates a relationship of reference power of inverter power with respect to capacitance of a
capacitor. The horizontal axis may be capacitance of a capacitor and the vertical axis may be inverter power Pinv or an
average power command value Pavg of inverter power.
[0132] As seen from FIG. 13(A), a first line Lin1 is reference power Pinv_min of inverter power, and as capacitance
of a capacitor, that is, capacitance is increased, the reference power Pinv_min of the inverter power is increased.
[0133] In this case, when the average power command value Pavg of the inverter or the inverter power Pinv is less
than the reference power Pinv_min, the inverter controller 230 may control the inverter 220 to operate in a first mode,
and when the average power command value Pavg of the inverter power or the inverter power Pinv is the reference
power Pinv_min or more, the inverter controller 230 may control the inverter 220 to operate in a second mode.
[0134] For example, when capacitance of a capacitor is 100 uF, if the average power command value Pavg of the
inverter power or the inverter power Pinv is less than 2500 W, the reference power Pinv_min, the inverter 220 may
operate in the first mode, and if the average power command value Pavg of the inverter power or the inverter power
Pinv is 2500 W or more, the inverter 220 may operate in the second mode.
[0135] FIG. 13(A) illustrates the case in which a limit of ripple ΔVdc of a ripple voltage is about 300 V. FIG. 13(B)
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illustrates the case in which a limit of ripple ΔVdc of a ripple voltage is about 100 V.
[0136] As seen from FIG. 13(B), an inclination of a second line Lin2 indicating the reference power Pinv_min is less
than an inclination of the first line Lin1 of FIG. 13(A).
[0137] That is, as a limit of ripple ΔVdc of a ripple voltage is reduced, the reference power Pinv_min may be reduced,
and as a limit of ripple ΔVdc of a ripple voltage is increased, the reference power Pinv_min may be increased.
[0138] For example, in FIG. 13(B), when a 100 uF capacitor is used, if the average power command value Pavg of
inverter power or the inverter power Pinv is less than 1000 W that is the reference power Pinv_min, the inverter 220
may operate in the first mode, and when the average power command value Pavg of inverter power or the inverter power
Pinv is 1000 W or more, the inverter 220 may operate in the second mode.
[0139] FIG. 14 is a diagram for explanation of a method for calculating an instantaneous power command value in a
second mode.
[0140] First, the inverter controller 230 may calculate the average power command value Pavg of the inverter power

based on torque applied to the motor 250 or a torque command value  and rotational speed ωrm of the motor 250
according to Expression 2 below. 

[0141] In addition, the inverter controller 230 may calculate the reference power Pinv_min based on a limit of ripple
ΔVdc of a ripple voltage, capacitance of a capacitor C, and the average power command value Pavg of required inverter
power.
[0142] In addition, when the average power command value Pavg of the required inverter power is the reference power
Pinv_min or more, the inverter controller 230 may calculate an instantaneous power command value Pinv_ref in the
second mode.
[0143] First, the inverter controller 230 may calculate an instantaneous power command value size Pinv_amp based
on the average power command value Pavg and the reference power Pinv_min. That is, according to Expression 3
below, the inverter controller 230 may calculate the instantaneous power command value size Pinv_amp by doubling a
value obtained by subtracting the reference power Pinv_min from the average power command value Pavg. 

[0144] The inverter controller 230 may calculate or detect a phase ϕcap of an instantaneous power command value
compared with a ripple voltage Vdc or input power Pgrid based on input AC power.
[0145] In addition, the inverter controller 230 may calculate the instantaneous power command value Pinv_ref of
inverter power using the calculated instantaneous power command value size Pinv_amp and the calculated or detected
phase ϕcap of the instantaneous power command value according to Expression 4 below. 

[0146] The phase ϕcap of the instantaneous power command value may track the input power Pgrid based on input
AC power or the ripple voltage Vdc for driving efficiency.
[0147] As a size of the average power command value Pavg of inverter power or the inverter power Pinv is increased,
error due to the phase ϕcap of the instantaneous power command value is increased. Accordingly, as the size of the
average power command value Pavg of inverter power or the inverter power Pinv is increased, the phase ϕcap of the
instantaneous power command value needs to be reduced.
[0148] FIG. 15 illustrates the case in which the phase ϕcap of the instantaneous power command value is reduced
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as the size of the average power command value Pavg of inverter power or the inverter power Pinv is increased.
[0149] In FIG. 15, the horizontal axis may be the average power command value Pavg of inverter or the inverter power
Pinv, the vertical axis may be a phase, and a straight line may be the phase ϕcap of the instantaneous power command
value.
[0150] When the instantaneous power command value of inverter power is calculated to track the ripple voltage Vdc
and the inverter 220 is controlled based on the instantaneous power command value Pinv_ref of the inverter power in
the second mode, shapes of phase currents Ia2, Ib2, and Ic2 flow in the motor 250 as illustrated in FIG. 16(B).
[0151] That is, a frequency of the ripple voltage Vdc is twice a frequency Vs or Vac of input power, and thus when an
inverter is controlled based on the instantaneous power command value of inverter power in the second mode, peak
values Vpk_a, Vpk_b, Vpk_c, Vpk_d, Vpk_e, and Vpk_f of the three-phase currents Ia2, Ib2, and Ic2 are not constant,
unlike in FIG. 16(A).
[0152] That is, peak values of the three-phase currents Ia2, Ib2, and Ic2 may ripple to track the ripple voltage Vdc, as
illustrated in FIG. 16(B).
[0153] FIG. 16(B) illustrates the case in which peak values Vpk_a, Vpk_b, Vpk_c, Vpk_d, Vpk_e, and Vpk_f of the
three-phase currents Ia2, Ib2, and Ic2 ripple to form a ripple envelope evpk for the peak values of the three-phase current.
[0154] The ripple envelope evpk for the peak values of the three-phase current is formed with periodically repeated
portions and formed in such a way that a frequency fevpk of the ripple envelope evpk for the peak values of the three-
phase current is twice a frequency fvac of input power.
[0155] That is, the frequency fevpk of the ripple envelope evpk for the peak values of the three-phase current is the
same as a frequency of the ripple voltage Vdc. For example, when a frequency of an input voltage is about 60 Hz, the
frequency of the ripple voltage Vdc and the ripple frequency fevpk of the peak values of the three-phase current may
be about 120 Hz that is twice the frequency of the input voltage.
[0156] In the end, when the inverter is controlled based on the instantaneous power command value of the inverter
in the second mode, the ripple frequency fevpk of the peak values Vpk_a, Vpk_b, Vpk_c, Vpk_d, Vpk_e, and Vpk_f of
the three-phase currents Ia2, Ib2, and Ic2 is twice the frequency fvac of the input AC power. From the shapes of the
three-phase currents Ia2, Ib2, and Ic2, second mode driving may be seen.
[0157] When the inverter 220 is controlled based on the average power command value Pavg of inverter power in the
first mode, the ripple voltage Vdc is not tracked and an average voltage of a ripple voltage is tracked, and thus the
shapes of the phase currents Ia1, Ib1, and Ic1 with a constant peak value Vpk1 may flow in the motor 250, as illustrated
in FIG. 16(A).
[0158] From the shapes of the phase currents Ia1, Ib1, and Ic1, first mode driving may be seen.
[0159] The first mode operation and the second mode operation will be described in more detail with reference to the
internal block diagram of FIG. 8.
[0160] In the case of first mode, the torque command generator 510, the current command generator 530, the voltage
command generator 540, and the switching control signal output unit 560 in the inverter controller 230 may operate. In
the case of second mode, the power command generator 520, the power controller 525, and the Vdc voltage shape
detector 535 as well as the torque command generator 510, the current command generator 530, the voltage command
generator 540, and the switching control signal output unit 560 in the inverter controller 230 may operate.
[0161] In the case of first mode, the torque command generator 510 may output a torque command value T* for rotation
of an electric motor based on a velocity command value ω*r corresponding to power required for a load. In particular,
the torque command generator 510 may output the average torque command value T* based on the average velocity
command value ω*r corresponding to the average power command value Pavg of inverter power.
[0162] The current command generator 530 may generate a current command value I* based on the torque command
value T*. Here, the current command value I* is the concept of including a d-axis current command value and a q-axis
current command value of a fitted coordinate system.
[0163] The voltage command generator 540 may generate a first voltage command value V*1 based on the current
command value I*. Here, the first voltage command value V*1 is the concept of including a d-axis voltage command
value and a q-axis voltage command value of a fitted coordinate system.
[0164] The switching control signal output unit 560 may generate and output the switching control signal Sic based
on the first voltage command value V*1.
[0165] In the end, in the first mode, the inverter controller 230 may generate and output the switching control signal
Sic based on the average power command value Pavg of inverter power to control the inverter 220.
[0166] Then, in the second mode, an operation of the torque command generator 510 may be the same as that of the
first mode.
[0167] The Vdc voltage shape detector 535 may detect a shape of the ripple voltage Vdc and output a phase θ of the
ripple voltage Vdc to the current command generator 530 based on the detected shape.
[0168] The current command generator 530 may generate the current command value I* based on the torque command
value T* and the phase θ of the ripple voltage Vdc.
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[0169] The voltage command generator 540 may generate the first voltage command value V*1 based on the current
command value I* and the ripple voltage Vdc. In particular, the voltage command generator 540 may include a voltage
limiter (not shown) for limiting the size of the first voltage command value V*1 based on the ripple voltage Vdc.
[0170] The voltage limiter (not shown) limits the size of the first voltage command value V*1 based on an average
value of the DC voltage Vdc in the first mode. However, in the second mode, the voltage limiter may limit the size of the
first voltage command value V*1 based on an instantaneous value of the ripple voltage Vdc.
[0171] The power command generator 520 generates the instantaneous power command value Pinv_ref of inverter
power based on Expressions 1 to 3 above. In FIG. 12, although the instantaneous power command value is indicated
by P*, P* may have the same meaning as Pinv_ref.
[0172] Then the power controller 525 may generate a compensation voltage command value V*2 based on the in-
stantaneous power command value P*. In more detail, the power controller 525 may generate the compensation voltage
command value V*2 based on the instantaneous power command value P* and power Po consumed by the motor 250.
The compensation voltage command value V*2 may be referred to as a second voltage command value V*2.
[0173] The adder 555 adds and outputs the first voltage command value V*1 and the second voltage command value
V*2. That is, an inverter output voltage command value V*3 is output as a third voltage command value.
[0174] The switching control signal output unit 560 may generate and output the switching control signal Sic based
on the third voltage command value V*3.
[0175] In the end, in the second mode, the inverter controller 23 may generate and output the switching control signal
Sic based on the instantaneous power command value Pinv_ref of inverter power to control the inverter 220.
[0176] In this case, the instantaneous power command value Pinv_ref of inverter power may be generated based on
the reference power Pinv_min and the average power command value Pavg of inverter power, as described above.
[0177] As such, the compressor motor driving device 200 including a low-capacitance capacitor C and the boost
converter 420 may be driven in consideration of the instantaneous power command value Pinv_ref of inverter power so
as to be stably driven with respect to a load.
[0178] In particular, despite a ripple voltage between opposite ends of a capacitor, a driving range with respect to a
load may be expanded. Thus, driving efficiency of the motor driving device may be enhanced.
[0179] As described above, according to another embodiment of the present invention, it may be possible to operate
the compressor motor driving device 200 only in the second mode. That is, it may be possible to operate the compressor
motor driving device 200 only in the second mode without the first mode.
[0180] Thus the ripple frequency fevpk of the peak values Vpk_a, Vpk_b, Vpk_c, Vpk_d, Vpk_e, and Vpk_f of the
three-phase currents Ia2, Ib2, and Ic2 flowing in the motor is twice the frequency fvac of the input AC power, as illustrated
in FIG. 16(B).
[0181] The motor driving device and the air conditioner including the same according to the present invention are not
limited to the configurations and methods of the above-described embodiments. That is, the above-described embodi-
ments may be partially or wholly combined to make various modifications.
[0182] The motor driving device or the operating method of the air conditioner according to the present invention can
also be embodied as processor readable code on a processor readable recording medium. The processor readable
recording medium is any data storage device that can store data which can be read thereafter by a processor. Examples
of the processor readable recording medium include read-only memory (ROM), random-access memory (RAM), magnetic
tapes, floppy disks, optical data storage devices, carrier wave such as transmission via the Internet, etc. The processor
readable recording medium can also be distributed over network coupled computer systems so that the processor
readable code is stored and executed in a distributed fashion.
[0183] Although the preferred embodiments of the present invention have been disclosed for illustrative purposes,
those skilled in the art will appreciate that various modifications, additions and substitutions are possible, without departing
from the scope of the invention as disclosed in the accompanying claims.

Claims

1. A motor driving device (200) comprising:

a rectifier (410) to rectify input alternating current (AC) power;
a boost converter (420) to boost and to output the power rectified by the rectifier;
an inverter (220) comprising a plurality of switching devices and to output converted AC power to a motor using
a voltage from the boost converter;
a capacitor (C) disposed between the boost converter and the inverter and to store a ripple voltage output from
boost converter;
characterized by further comprising
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a converter controller (215) to control the boost converter to reduce a peak value of the ripple voltage using a
higher harmonic corresponding to a phase of the input voltage,
wherein the converter controller (215) generates a second order higher harmonic and a third order higher
harmonic compared with a fundamental wave of the input voltage.

2. The motor driving device according to claim 1, wherein the converter controller (215) comprises:

a current command generator (720) to generate a higher harmonic generated to correspond to the phase of
the input voltage and to generate a current command value using the generated higher harmonic;
a voltage command generator (730) to generate a voltage command value based on input current corresponding
to the input AC power and the current command value; and
a switching control signal output unit (740) to output the converter switching control signal based on the voltage
command value.

3. The motor driving device according to claim 2, wherein the current command generator (720) comprises:

a voltage controller (725) to perform voltage control based on the ripple voltage; and
a higher harmonic generator (727) to generate the higher harmonics corresponding to the phase of the input
voltage.

4. The motor driving device according to claim 1, wherein the converter controller (215) generates the second order
higher harmonic and the third order higher harmonic so as to increase coefficients of the second order higher
harmonic and the third order higher harmonic in order to reduce the peak value of the ripple value.

5. The motor driving device according to claim 3, wherein the voltage controller (215) generates the voltage command
value based on a root mean square (RMS) of the ripple voltage and the ripple voltage command value.

6. The motor driving device according to claim 3, wherein:

the converter controller (215) further comprises a ripple voltage compensator to compensate for the ripple
voltage to output a ripple voltage compensation value; and
the converter controller (215) outputs the converter switching control signal based on the voltage command
value and the ripple voltage compensation value.

7. An air conditioner (100) comprising:

a compressor (102) to compress refrigerant;
a heat exchanger (104) to perform heat exchange using the compressed refrigerant; and the motor driving
device (200) according to one of claims 1 to 6.

Patentansprüche

1. Motoransteuervorrichtung (200), die Folgendes umfasst:

einen Gleichrichter (410), um Eingangsleistung eines Wechselstroms (AC) gleichzurichten;
einen Aufwärtswandler (420), um die Leistung, die durch den Gleichrichter gleichgerichtet ist, zu verstärken
und auszugeben;
einen Wechselrichter (220), der mehrere Schaltvorrichtungen umfasst, um unter Verwendung einer Spannung
von dem Aufwärtswandler umgesetzte AC-Leistung an einen Motor auszugeben;
einen Kondensator (C), der zwischen dem Aufwärtswandler und dem Wechselrichter angeordnet ist, um eine
Brummspannungsausgabe von dem Aufwärtswandler zu speichern;
dadurch gekennzeichnet, dass sie ferner Folgendes umfasst:

eine Umsetzersteuereinheit (215), um den Aufwärtswandler zu steuern, einen Spitzenwert der Brumm-
spannung unter Verwendung einer höheren Harmonischen, die einer Phase der Eingangsspannung ent-
spricht, zu verringern,
wobei die Umsetzersteuereinheit (215) eine höhere Harmonische zweiter Ordnung und eine höhere Har-
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monische dritter Ordnung im Vergleich mit einer Grundwelle der Eingangsspannung erzeugt.

2. Motoransteuervorrichtung nach Anspruch 1, wobei die Umsetzersteuereinheit (215) Folgendes umfasst:

einen Stromsollwerterzeuger (720), um eine höhere Harmonische zu erzeugen, die erzeugt wird, um der Phase
der Eingangsspannung zu entsprechen, und einen Wert des Stromsollwerts unter Verwendung der erzeugten
höheren Harmonischen zu erzeugen;
einen Spannungssollwerterzeuger (730), um einen Wert des Spannungssollwerts auf der Grundlage des Ein-
gangsstroms, der der Eingangs-AC-Leistung entspricht, und des Werts des Stromsollwerts zu erzeugen, und
eine Ausgabeeinheit (740) des Schaltsteuersignals, um das Schaltsteuersignal des Umsetzers auf der Grund-
lage des Werts des Spannungssollwerts auszugeben.

3. Motoransteuervorrichtung nach Anspruch 2, wobei der Stromsollwerterzeuger (720) Folgendes umfasst:

eine Spannungssteuereinheit (725), um Spannungssteuerung auf der Grundlage der Brummspannung durch-
zuführen, und
ein Erzeuger (727) höherer Harmonischer, um die höheren Harmonischen zu erzeugen, die der Phase der
Eingangsspannung entsprechen.

4. Motoransteuervorrichtung nach Anspruch 1, wobei die Umsetzersteuereinheit (215) die höheren Harmonischen
zweiter Ordnung und die höheren Harmonischen dritter Ordnung erzeugt, um Koeffizienten der höheren Harmoni-
schen zweiter Ordnung und der höheren Harmonischen dritter Ordnung zu erhöhen, um den Spitzenwert der Brumm-
spannung zu verringern.

5. Motoransteuervorrichtung nach Anspruch 3, wobei die Spannungssteuereinheit (215) den Wert des Spannungs-
sollwerts auf der Grundlage eines quadratischen Mittelwerts (RMS) der Brummspannung und des Werts des Brumm-
spannungssollwerts erzeugt.

6. Motoransteuervorrichtung nach Anspruch 3, wobei:

die Umsetzersteuereinheit (215) ferner einen Brummspannungsausgleicher, um die Brummspannung auszu-
gleichen, umfasst, um einen Brummspannungsausgleichswert auszugeben, und
die Umsetzersteuereinheit (215) das Schaltsteuersignal des Umsetzers auf der Grundlage des Werts des Span-
nungssollwerts und des Brummspannungsausgleichswerts ausgibt.

7. Klimaanlage (100), die Folgendes umfasst:

einen Verdichter (102), um Kältemittel zu verdichten;
einen Wärmetauscher (104), um Wärmeaustausch unter Verwendung des verdichteten Kältemittels durchzu-
führen, und
die Motoransteuervorrichtung (200) nach einem der Ansprüche 1 bis 6.

Revendications

1. Dispositif d’entraînement de moteur (200) comportant :

un redresseur (410) pour redresser une alimentation en courant alternatif (AC) d’entrée ;
un convertisseur élévateur (420) pour augmenter et délivrer en sortie l’alimentation redressée par le redresseur ;
un onduleur (220) comportant une pluralité de dispositifs de commutation et pour délivrer en sortie l’alimentation
AC convertie à un moteur en utilisant une tension du convertisseur élévateur ;
un condensateur (C) disposé entre le convertisseur élévateur et l’onduleur et pour stocker une tension d’ondu-
lation délivrée à la sortie du convertisseur élévateur ;
caractérisé en ce qu’il comporte en outre :

une commande de convertisseur (215) pour commander le convertisseur élévateur afin de réduire une
valeur de crête de la tension d’ondulation en utilisant une harmonique supérieure correspondant à une
phase de la tension d’entrée,
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dans lequel la commande de convertisseur (215) génère une harmonique supérieure d’ordre 2 et une
harmonique supérieure d’ordre 3 par rapport à une onde fondamentale de la tension d’entrée.

2. Dispositif d’entraînement de moteur selon la revendication 1, dans lequel la commande de convertisseur (215)
comporte :

un générateur de commande de courant (720) pour générer une harmonique supérieure générée pour corres-
pondre à la phase de la tension d’entrée et pour générer une valeur de commande de courant en utilisant
l’harmonique supérieure générée ;
un générateur de commande de tension (730) pour générer une valeur de commande de tension sur la base
d’un courant d’entrée correspondant à l’alimentation AC d’entrée et à la valeur de commande de courant ; et
une unité de sortie de signal de commande de commutation (740) pour délivrer en sortie le signal de commande
de commutation de convertisseur basé sur la valeur de commande de tension.

3. Dispositif d’entraînement de moteur selon la revendication 2, dans lequel le générateur de commande de courant
(720) comporte :

une commande de tension (725) pour effectuer une commande de tension sur la base de la tension d’ondulation ;
et
un générateur d’harmoniques supérieures (727) pour générer les harmoniques supérieures correspondant à
la phase de la tension d’entrée.

4. Dispositif d’entraînement de moteur selon la revendication 1, dans lequel la commande de convertisseur (215)
génère l’harmonique supérieure d’ordre 2 et l’harmonique supérieure d’ordre 3 de manière à augmenter des coef-
ficients de l’harmonique supérieure d’ordre 2 et de l’harmonique supérieure d’ordre 3 afin de réduire la valeur de
crête de la valeur d’ondulation.

5. Dispositif d’entraînement de moteur selon la revendication 3, dans lequel la commande de tension (215) génère la
valeur de commande de tension sur la base d’une moyenne quadratique (RMS) de la tension d’ondulation et de la
valeur de commande de tension d’ondulation.

6. Dispositif d’entraînement de moteur selon la revendication 3, dans lequel :

la commande de convertisseur (215) comporte en outre un compensateur de tension d’ondulation pour com-
penser la tension d’ondulation afin de délivrer en sortie une valeur de compensation de tension d’ondulation ; et
la commande de convertisseur (215) délivre en sortie le signal de commande de commutation de convertisseur
basé sur la valeur de commande de tension et la valeur de compensation de tension d’ondulation.

7. Climatiseur (100) comportant :

un compresseur (102) pour comprimer du fluide frigorigène ;
un échangeur de chaleur (104) pour réaliser un échange de chaleur en utilisant le fluide frigorigène comprimé ; et
un dispositif d’entraînement de moteur (200) selon l’une des revendications 1 à 6.
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