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(54) Reinforced expanded rubber sealing strip and method for its production

(57) A method of manufacturing a reinforced expand-
ed rubber sealing strip (SS) comprising extruding, in an
extruder (2), a rubber compound (R) comprising a blow-
ing agent (B) so as to form an elongate rubber compound
strip (RS) provided with a groove running along the length
of the strip (RS); downstream of the extruder (2), applying
a reinforcing strip (TS) of molten thermoplastic material
in the groove (10) to form a composite strip (CS) of the

rubber compound strip (RS) and the reinforcing strip
(TS); heating the composite strip (CS) to expand and
vulcanize the rubber compound strip (RS) to form a vul-
canized composite strip (VCS); and cooling the vulcan-
ized composite strip (VCS) so as to shrink the rubber
compound strip (RS) and solidify the strip (TS) of molten
thermoplastic material to form the reinforced expanded
rubber sealing strip (SS).
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Description

Field of the invention

[0001] The present invention relates to a method of
manufacturing a reinforced expanded rubber sealing
strip, having embedded therein a reinforcing strip.

Background of the invention

[0002] The present invention relates to a sealing strip
intended to be used on wings and swingable, slidable or
otherwise movable members such as doors or windows,
for closing an opening, or parts co-operating with such
wings, e.g. door and window frames. The sealing strips
are primarily intended for the purpose of sealing or insu-
lating against cold, heat, draught, wind, airborne pollut-
ants, but may also be used for vibration dampening or
sound insulation. The sealing strips may be used in con-
nection with wings in buildings, such as doors or win-
dows, as well as in vehicles, machines etc.
[0003] Extruded sealing strips of solid elastomeric ma-
terial with embedded reinforcing strips are known in the
art. The purpose of the reinforcement is to resist longitu-
dinal stretching of the strips when they are mounted. If
an extruded sealing strip of solid elastomeric material
with embedded reinforced strip is stretched when it is
mounted it may later contract when the strain applied
during mounting is removed and this may result in gaps
between the sealing strip and the mounting area.
[0004] Extruded sealing strips of cellular material with
embedded reinforcements is known from GB 861 312,
where a reinforcing string of fibrous material that has
been lubricated with a composition of an adhesive ma-
terial is added in a strip of expanded rubber. The rein-
forcing string is drawn through the vulcanization steps at
the same rate as the movement of the expanded rubber
strip.

Summary of the invention

[0005] To reinforce extruded sealing strips made of cel-
lular material in the same way as is done with reinforced
extruded sealing strips of solid elastomeric material has
shown to be difficult since the reinforcing strip and the
sealing strip will not expand to same extent during vul-
canization so that the reinforcing strip has to be stretched
afterwards, which would cause the reinforcing strip to
detach from the elastomeric matrix of the sealing strip.
[0006] It has also shown to be difficult to adhere the
reinforcing strip according to GB 861 312 to the expanded
rubber strip and that the mechanical properties of the
reinforcing strip will be damaged during the vulcanization.
[0007] The problem solved by the present invention is
to provide a method for producing a reinforced extruded
sealing strip of cellular material that overcomes these
difficulties.
[0008] This problem is solved by a method for manu-

facturing a reinforced expanded rubber sealing strip com-
prising extruding, in an extruder, a rubber compound
comprising a blowing agent so as to form an elongate
rubber compound strip provided with a groove running
along the length of the strip; downstream of the extruder,
applying a strip of molten thermoplastic material in the
groove to form a composite strip of the rubber compound
strip and the reinforcing strip; heating the composite strip
to expand and vulcanize the rubber compound strip to
form a vulcanized composite strip; and cooling the vul-
canized composite strip so as to shrink the rubber com-
pound strip and solidify the strip of molten thermoplastic
to form the reinforced expanded rubber sealing strip. An
advantage with this method is that the reinforcing strip
of molten thermoplastic material will be in a molten stage
during the heating in the heating device, and that the
elongated rubber compound strip will expand and vul-
canize around the reinforcing strip during heating, so that
the molten reinforcing strip will be stretched automatically
inside the rubber compound strip to form a vulcanized
composite strip. During cooling of this vulcanized com-
posite strip in the cooling device, the expanded rubber
strip will shrink and take its final state after a short time
of cooling. The reinforced strip of thermoplastic material
will be in a molten stage for a longer time during the cool-
ing due to its higher density and the isolating effect from
the rubber compound strip, and will solidify inside the
completed expanded rubber strip so that stretching of
the reinforcing strip of thermoplastic material is not nec-
essary. Another advantage with this method is that the
strip of molten thermoplastic is applied to the rubber com-
pound strip downstream of the extruder. If the strip of
molten thermoplastic is applied to the extruded profile
within the extruder, the typical difference of temperatures
will either vulcanize the rubber or freeze the thermoplas-
tic with bad products as a result. Another advantage with
this method is that the strip of thermoplastic material is
applied in a molten stage and therfore can be applied as
an endless string, without the need for interrupting the
process for splicing and/or changing reels of the strip of
thermoplastic material.
[0009] According to an embodiment said step of ap-
plying a reinforcing strip of molten thermoplastic material
in the groove to form a composite strip of the rubber com-
pound strip and the reinforcing strip includes applying
the reinforcing strip of molten thermoplastic material to
the elongated rubber compound strip at an application
position, wherein said application position is located
downstream of the extruder, but before heating in the
heating step. By placing the application position down-
stream of the extruder but before heating in the heating
step, it will be eaiser to apply the reinforcing strip into the
groove of the elongated rubber compound strip since the
rubber compound strip will typically not have started to
curve very much at this position.
[0010] According to an embodiment said application
position for applying the reinforcing strip of molten ther-
moplastic material to the elongated rubber compound
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strip is located at an application distance downstream of
the extruder, which application distance is equal or less
than 2 meter. Application of the strip of molten thermo-
plastic material to the elongated rubber compound strip
within 2 meter from the extruder but before heating in the
heating step has shown to be advantageous since the
elongated rubber compound strip will not have started to
solidify before the strip of molten thermoplastic material
is injected.
[0011] According to an embodiment said step of ap-
plying a reinforcing strip of molten thermoplastic material
in the groove to form a composite strip of the rubber com-
pound strip and the reinforcing strip includes applying
the reinforcing strip of molten thermoplastic material in-
side the groove of the elongated rubber compound strip
with an injection needle. By injection of the molten ther-
moplastic material with an injection needle, it will be much
easier to place the string of thermoplastic material within
the groove of the elongated rubber compound strip.
[0012] According to an embodiment, said step of heat-
ing the composite strip to expand and vulcanize the rub-
ber compound strip to form a vulcanized composite strip
includes heating the composite strip to a temperature in
the range of 200-250°C to expand and vulcanize the rub-
ber compound strip, thereby forming the vulcanized com-
posite strip. The heating takes place, according to one
embodiment, in a bath of salt with a temperature of
200-250°C and the blowing agents in the rubber com-
pound strip will liberate gas at this temperature to produce
desired pores in the rubber and fix the pores so that a
cellular structure is formed.
[0013] According to an embodiment, the rubber com-
pound expands in the heating device and encloses at
least 50% of the circumference of the strip of molten ther-
moplastic material applied in the groove. The blowing
agent in the rubber compound will liberate gas during the
heating so that the rubber compound expands, rises and
encloses a part of the circumferences of the strip of mol-
ten thermoplastic applied in the groove and prevents the
strip of thermoplastic material from being damaged by,
for example, the salt particles in the bath of salt in the
heating device.
[0014] According to an embodiment, the rubber com-
pound expands in the heating device and encloses at
least 65% of the circumference of the strip of molten ther-
moplastic material applied in the groove. The strip of mol-
ten thermoplastic applied in the groove is prevented from
being damaged by the salt particles in the bath of salt of
the heating device and the isolating effect from the rubber
compound strip will be greater. The strip of molten ther-
moplastic material can even be completely enclosed by
the rubber compund.
[0015] According to an embodiment, the vulcanized
composite strip is cooled, in said step of cooling the vul-
canized composite strip so as to shrink the rubber com-
pound strip and solidify the strip of molten thermoplastic
material to form the reinforced expanded rubber sealing
strip, to a temperature in the range of 10-50°C. The cool-

ing may take place in water bath with a temperature of
about 10-50°C and the rubber compound will shrink and
take its final state after short time at this temperature,
while the strip of molten thermoplastic material will solid-
ify at this temperature after a longer time due to the higher
density and the isolating effect from the surrounding rub-
ber compound strip, and no stretching of the reinforced
strip is necessary. The cooling bath is also used for wash-
ing off the salt particles that may have attached to the
vulcanized composite strip during the heating.
[0016] According to an embodiment, the rubber com-
pound includes at least one of: ethylene-propylene diene
terpolymer (EPDM), and/or styrene-butadiene rubber
(SBR). The rubber material may be an uncured elastomer
comprising different types of fillers, such as carbon black,
calcium carbonate and kaolin clay, and blowing agents,
such as sodium carbonate. Fillers may be used for mod-
ifying the appearance of the rubber, and for modifying
certain mechanical properties. Blowing agents are used
for liberating gas at elevated temperature to produce de-
sired pores in the rubber to create a cellular structure.
[0017] According to an embodiment, the thermoplastic
material comprises polypropylene (PP) and/or polyeth-
ylene (PE). These two compounds will create a chemical
bonding with the rubber material during heating in the
heating device so that a stable reinforced expanded seal-
ing strip is formed.
[0018] It is most preferred to use ethylene-propylene
diene terpolymer (EPDM) as the polymer in the rubber
compound and polyethylene (PE) as the thermoplastic
material, since this combination of compounds is very
adhesively compatible and creates a strong chemical
bonding during heating in the heating device. These com-
pounds are also cheap and easy to handle.
[0019] According to an embodiment, the reinforcing
strip of molten thermoplastic material is made of a ther-
moplastic material reinforced with a fibrous material, pref-
erably glass fiber. This will give a reinforced expanded
rubber sealing strip that is even more firm and can better
resist longitudinal stretching when the strip is mounted,
especially for sealing of corners. Other fibrous materials,
such as carbon fiber and/or polyamine or combinations
of these fibrous materials can be used.
[0020] According to an embodiment, the elongated
rubber compound strip has a density of less than 0,6
kg/dm3 after said step of extruding, in an extruder, a rub-
ber compound, and before said step of heating the com-
posite strip to expand and vulcanize the rubber com-
pound strip to form a vulcanized composite strip. By using
a rubber compound strip with low density it will be pos-
sible to produce an expanded rubber sealing strip with
better sealing properties than with a rubber compound
with higher density.
[0021] According to an embodiment, the groove of the
rubber compound strip is centrally located in the strip, as
seen in a cross-section taken parallell to a mounting face.
This will create a sealing strip that is easy to bend and
thereby easy to mount on wings or associated parts.

3 4 



EP 3 034 266 A1

4

5

10

15

20

25

30

35

40

45

50

55

[0022] According to an embodiment, the method fur-
ther comprises applying a non-reinforced adhesive tape
to the reinforced expanded sealing strip after said step
of cooling the vulcanized composite strip so as to shrink
the rubber compound strip and solidify the strip of molten
thermoplastic material to form the reinforced expanded
rubber sealing strip. An adhesive tape is applied to the
sealing strip so that the strip can be mounted more easily
to wing or associated part. Since the sealing strip has
been reinforced by the strip of thermoplastic material, a
non-reinforced adhesive tape may be used. This will re-
duce the manufacturing costs by about 40% compared
to the use of a reinforced adhesive tape.
[0023] The problem is also solved by an arrangement
for manufacturing of a reinforced expanded rubber seal-
ing strip comprising an extruder with an extrusion head
for production of an elongated rubber compound strip
with a groove running along the length of the strip, from
a rubber compound comprising a blowing agent; an ap-
plication device, such as an injection needle, arranged
downstream of the extruder for application of a reinforc-
ing strip of molten thermoplastic material in the groove
to form a composite strip of the rubber compound strip
and the reinforcing strip; a heating device, downstream
of the application device, for heating the composite strip
for expansion and vulcanization of the rubber compound
strip to form a vulcanized composite strip; and a cooling
device, downstream of the heating device, for cooling the
vulcanized composite strip for shrinkage of the rubber
compound strip and solidification of the thermoplastic
material of the strip of molten thermoplastic material for
formation of the reinforced expanded rubber sealing strip.
An advantage with this arrangement is that the reinforc-
ing strip of molten thermoplastic material will be in a mol-
ten stage in the heating device and that the elongated
rubber compound strip will expand and vulcanize around
the reinforcing strip so that the reinforcing strip will be
stretched automatically inside the rubber strip and form
a vulcanized composite strip. During cooling of this vul-
canized composite strip in the cooling device, the rubber
compound strip will shrink and take its final state after a
short time of cooling. The reinforcing strip will be in a
molten state for a longer time during the cooling due to
higher density and the isolating effect from the rubber
compound strip and will solidify inside the completed ex-
panded rubber strip so that stretching of the reinforcing
strip not is necessary after the cooling device.

Brief description of the drawings

[0024] The above, as well as additional objects, fea-
tures and advantages of the present invention, will be
better understood through the following illustrative and
non-limiting detailed description of preferred embodi-
ments of the present invention, with reference to the ap-
pended drawings, where the same reference numerals
will be used for similar elements, wherein:

Fig. 1 is a schematic view of a production line which
carries out the method of the present invention.
Fig 2 is a cross-sectional view of an aperture of the
extruder head.
Figs 3a-3e are cross-sectional views of the cross-
section of the strip in the various steps of the process.
Fig 4 is a schematic view of the method according
to the present invention.

Detailed description of the exemplary embodiments

[0025] Fig. 1 illustrates a production line P for manu-
facturing a reinforced expanded rubber sealing strip.
[0026] The production line P comprises a mixer 1 and
an extruder 2, where an elongated rubber compound strip
with a groove running along the length of the strip is pro-
duced by extruding a rubber compound comprising a
blowing agent. A rubber compound R, for example eth-
ylene-propylene diene terpolymer (EPDM) is mixed with
a blowing agent B, for example sodium carbonate, and
different kinds of fillers F in the mixer 1 and is fed to the
extruder 2 for extrusion at a temperature of about
90-95°C for production of a continuous elongated rubber
compound strip RS. The extruder 2 is provided with an
extrusion head 3 that has a plate 3a with a shaping ap-
erture 3b, see Fig. 2, for formation of a groove 10 centrally
12 located in the strip RS, as is shown in Fig. 3a. The
groove 10 is centrally located as seen from above, or
expressed differently, as seen in a cross-section (not il-
lustrated) taken parallell to a mounting face 16.
[0027] Returning to Fig. 1, the formed elongated rubber
compound strip RS, preferably having, in this position, a
density of less than 0,6 kg/dm3, is then fed towards a
heating device 4. A reinforcing strip TS of molten ther-
moplastic material, for example polyethylene PE, with a
temperature of, for example, 160-200°C, is injected by
an injection needle 5 into the groove 10 of the elongated
rubber compound strip RS at an application position AP
located downstream of the extruder 2 and upstream of
the heating device 4 to form a composite strip CS. The
application position AP is located at an application dis-
tance AD downstream of the extruder 2, which applica-
tion distance AD is preferably equal to or less than 2
meter.
[0028] The composite strip CS, described in more de-
tail hereinafter with reference to Fig. 3b, is thereafter fed
into the heating device 4. The heating device 4 may com-
prise a bath of salt with a temperature of 200 - 250°C,
where the rubber compound R will cure, vulcanize and
expand to form a vulcanized composite strip VCS. The
vulcanizing and expansion of the rubber compound R
will result in the circumference OMK of the strip of molten
thermoplastic material TS within the groove 10 becoming
enclosed by the rubber R compound to a degree of at
least 65%, as illustrated in Fig. 3c, and as described in
more detail hereinafter.
[0029] The vulcanized composite strip VCS is then fed
to a cooling device 6, which may for example be a cooling
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water bath, with a temperature of 10-50°C. In the cooling
device 6, the rubber compound R shrinks and will take
its final shape after a short time of cooling, while the strip
TS of thermoplastic material will be in a molten stage for
a longer time during cooling due to the higher density
and the isolating effect from the rubber compound R, and
will solidify inside the completed rubber strip to form a
reinforced rubber sealing strip SS, as illustrated in Fig 3d.
[0030] An application device 7 can be added down-
stream of the cooling device 6 for applying a non-rein-
forced adhesive tape 14 to the reinforced expanded seal-
ing strip SS to form a final sealing strip SF. Downstream
of the application device 7 a reel 8 is arranged for col-
lecting the final sealing strip SF and for drawing the strip
through the production line 1.
[0031] The rubber compound R that is added in the
mixer 1 can preferably be ethylene-propylene diene ter-
polymer (EPDM) or styrene-butadiene rubber (SBR).
The thermoplastic material TS that is injected into the
groove 10 of the elongated rubber compound strip RS
can preferably be polyethylene PE and/or polypropylene
PP and could be reinforced with a fibrous material, for
example glass fibers.
[0032] The rubber compound R is feed through an ex-
trusion plate 3a in the extruder head 3 for formation of
an elongated rubber compound strip RS. A groove 10 is
formed in the central portion 12 of the rubber strip R by
an aperture 3b with the shape, shown in fig 2, in the ex-
truder plate 3 for formation of an elongated rubber com-
pound strip RS with the cross-section shown in fig 3a.
[0033] Fig 3b shows the cross-section of the composite
strip CS where the strip TS of molten thermoplastic ma-
terial has been injected inside to groove of the rubber
compound but before the strip has entered the heating
device 4.
[0034] Fig 3c shows the cross-section of the formed
vulcanized composite strip VCS after the heating in the
heating device 4. The rubber compound R with the blow-
ing agent will liberate gas during the heating so that the
rubber compound R rises and encloses a part COV of at
least 50%, and more preferably at least 65%, of the cir-
cumference OMK, of the strip TS of molten thermoplastic
material applied in the grove.
[0035] Fig 3d shows the cross-section of the formed
reinforced expanded rubber sealing strip SS after the
cooling device 6, where the reinforced strip RS of ther-
moplastic material has been embedded in the rubber
compound with, preferably, at least 65% COV of the cir-
cumference OMK of the strip TS of molten thermoplastic
material has been enclosed by the rubber compound R.
[0036] Fig 3e shows the cross-section of the final seal-
ing strip SF after application of a non-reinforced adhesive
tape 14. The non-reinforced adhesive tape 14 may be
applied underneath the rubber compound on the side
opposite to the groove 10 with the embedded strip TS of
molten thermoplastic material, or on top of the groove 10
with the embedded strip TS of molten thermoplastic ma-
terial. In the illustrated example, a flat mounting face 16

provides a suitable surface for application of the adhesive
tape 14.
[0037] Fig 4 shows the steps according to the method,
wherein the rubber compound R, a blowing agent B and
different kinds of fillers F are mixed together in a mixing
step 100. The mixture is fed into an extruder for extrusion,
in an extrusion step 112, of the rubber compound for
formation of an elongated rubber compound strip RS with
a groove 10 in the central portion of the strip. A strip TS
of thermoplastic material is applied in a reinforcing strip
application step114, into the groove 10 for formation of
a composite strip CS. The composite strip CS is heated
in a heating step116 to expand and vulcanize the rubber
compound strip for formation of a vulcanized composite
strip VCS. The vulcanized composite strip VCS is cooled
in a cooling step118 to shrink the rubber compound and
to solidify the strip TS of thermoplastic material to form
a reinforced expanded rubber sealing strip SS. A non-
reinforced adhesive tape 14 can be applied, in an adhe-
sive tape application step 120, to the reinforced expand-
ed rubber sealing strip and form a final sealing strip SF.
[0038] The invention has mainly been described above
with reference to a few embodiments. However, as is
readily appreciated by a person skilled in the art, other
embodiments that the ones disclosed above are equally
possible within the scope of the invention, as defined by
the appended patent claims.

Claims

1. Method of manufacturing a reinforced expanded rub-
ber sealing strip (SS) comprising
extruding, in an extruder (2), a rubber compound (R)
comprising a blowing agent (B) so as to form an elon-
gate rubber compound strip (RS) provided with a
groove (10) running along the length of the strip (RS);
downstream of the extruder (2), applying a reinforc-
ing strip (TS) of molten thermoplastic material in the
groove (10) to form a composite strip (CS) of the
rubber compound strip (RS) and the reinforcing strip
(TS);
heating the composite strip (CS) to expand and vul-
canize the rubber compound strip (RS) to form a vul-
canized composite strip (VCS); and
cooling the vulcanized composite strip (VCS) so as
to shrink the rubber compound strip (RS) and solidify
the strip (TS) of molten thermoplastic material to form
the reinforced expanded rubber sealing strip (SS).

2. Method according to claim 1, wherein said step of
applying a reinforcing strip (TS) of molten thermo-
plastic material in the groove (10) to form a compos-
ite strip (CS) of the rubber compound strip (RS) and
the reinforcing strip (TS) includes applying the rein-
forcing strip (TS) of molten thermoplastic material to
the elongated rubber compound strip (RS) at an ap-
plication position (AP), wherein said application po-
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sition (AP) is located downstream of the extruder (2),
but before heating in the heating step (4)

3. Method according to claim 2, where said application
position (AP) for applying the reinforcing strip (TS)
of molten thermoplastic material to the elongated
rubber compound strip (RS) is located at an appli-
cation distance (AD) downstream of the extruder (2),
which application distance (AD) is equal or less than
2 meter.

4. Method according to any of the preceding claims,
wherein said step of applying a reinforcing strip (TS)
of molten thermoplastic material in the groove (10)
to form a composite strip (CS) of the rubber com-
pound strip (RS) and the reinforcing strip (TS) in-
cludes applying the reinforcing strip (TS) of molten
thermoplastic material inside the groove (10) of the
elongated rubber compound strip (RS) with an injec-
tion needle (5).

5. Method according to any of the preceding claims,
wherein said step of heating the composite strip (CS)
to expand and vulcanize the rubber compound strip
(RS) to form a vulcanized composite strip (VCS) in-
cludes heating the composite strip (CS) to a temper-
ature in the range of 200-250°C to expand and vul-
canize the rubber compound strip (RS) to form a vul-
canized composite strip (VCS).

6. Method according to any of the preceding claims,
wherein, in said step of heating the composite strip
(CS) to expand and vulcanize the rubber compound
strip (RS) to form a vulcanized composite strip
(VCS), the rubber compound (R) expands in the
heating device (4) and encloses at least 50% of the
circumference (OMK) of the strip (TS) of molten ther-
moplastic material applied in the groove (10).

7. Method according to claim 5, wherein the rubber
compound (R) expands in the heating device (4) and
encloses at least 65% of the circumference (OMK)
of the strip (TS) of molten thermoplastic material ap-
plied in the groove (10).

8. Method according to any one of the preceding
claims, wherein, in said step of cooling the vulcan-
ized composite strip (VCS) so as to shrink the rubber
compound strip (RS) and solidify the strip (TS) of
molten thermoplastic material to form the reinforced
expanded rubber sealing strip (SS), the vulcanized
composite strip (VCS) is cooled to a temperature in
the range of 10- 50°C.

9. Method according to any of the preceding claims,
wherein the rubber compound (R) comprises at least
one of: ethylene-propylene diene terpolymer (EP-
DM), and/or styrene-butadiene rubber (SBR).

10. Method according to any of the preceding claims,
wherein the thermoplastic material of the strip (TS)
comprises polypropylene (PP) and/or poly-ethylene
(PE).

11. Method according to any of the preceding claims,
wherein the reinforcing strip (TS) of molten thermo-
plastic is made of a thermoplastic material reinforced
with a fibrous material, preferably glass fiber.

12. Method according to any of the preceding claims,
wherein the elongated rubber compound strip (RS)
has a density of less than 0,6 kg/dm3 after said step
of extruding, in an extruder (2), a rubber compound,
and before said step of heating the composite strip
(CS) to expand and vulcanize the rubber compound
strip (RS) to form a vulcanized composite strip
(VCS).

13. Method according to any of the preceding claims,
wherein the groove (10) of the rubber compound strip
(RS) is centrally (12) located in the strip (RS), as
seen in a cross-section taken parallell to a mounting
face (16).

14. Method according to any of the preceding claims,
further comprising applying a non-reinforced adhe-
sive tape (14) to the reinforced expanded sealing
strip (SS) after said step of cooling the vulcanized
composite strip (VCS) so as to shrink the rubber com-
pound strip (RS) and solidify the strip (TS) of molten
thermoplastic material to form the reinforced ex-
panded rubber sealing strip (SS).

15. Arrangement for manufacturing of a reinforced ex-
panded rubber sealing strip (SS) comprising
an extruder (2) with an extrusion head for production
of an elongated rubber compound strip (RS) with a
groove (10) running along the length of the strip, from
a rubber compound (R) comprising a blowing agent
(B);
an application device (5), such as as an injection nee-
dle, arranged downstream of the extruder (2) for ap-
plication of a reinforcing strip (TS) of molten thermo-
plastic material inside the groove (10) to form a com-
posite strip (CS) of the rubber compound strip (RS)
and the reinforcing strip (TS);
a heating device (4), downstream of the application
device (5), for heating the composite strip (CS) for
expansion and vulcanization of the rubber compound
strip (RS) to form a vulcanized composite strip (VCS);
and
a cooling device (6),downstream of the heating device
(4), for cooling the vulcanized composite strip (VCS)
for shrinkage of the rubber compound strip (RS) and
solidification of the thermoplastic material of the strip
(TS) of molten thermoplastic material for formation of
the reinforced expanded rubber sealing strip (SS).
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