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(54) ELECTRIC BRAKE DEVICE

(57) The electric brake device includes a brake rotor,
a brake pad, an electric motor (2), a linear motion mech-
anism, and a controller (9). The controller (9) includes: a
motor angular velocity control section (40) to control an
angular velocity of the electric motor (2); and a motor
angular velocity limiting section (41) to limit the angular
velocity of the electric motor through the motor angular
velocity control section (40) such that an angular velocity
ωb of the electric motor (2) in a no-load state and an
angular velocity ωr of the electric motor (2) in a no-load
state satisfy |ωb|>|ωr| in which the angular velocity ωb is
controlled by the motor angular velocity control section
(40) when a state shifts from a non-braking state to a
braking state, and the angular velocity ωr is controlled by
the motor angular velocity control section (40) when the
state shifts from the braking state to the non-braking
state.
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Description

CROSS REFERENCE TO THE RELATED APPLICA-
TION

[0001] This application is based on and claims Con-
vention priority to Japanese patent application No.
2013-183049, filed September 4, 2013, the entire disclo-
sure of which is herein incorporated by reference as a
part of this application.

BACKGROUND OF THE INVENTION

(Field of the Invention)

[0002] The present invention relates to electric brake
devices that convert rotary motion of electric motors into
linear motion through linear motion mechanisms, and
press brake pads against disc rotors.

(Description of Related Art)

[0003] To date, the following brakes have been pro-
posed as electric brakes or friction brakes.

1. An actuator that converts a rotary motion of a mo-
tor into a linear motion through a linear motion mech-
anism by stepping on a brake pedal, and presses a
brake pad against a brake disc, thereby applying a
braking force (Patent Document 1).
2. A linear actuator in which a planetary roller screw
mechanism is used (Patent Document 2).
3. A hydraulic brake mechanism that maintains a pad
clearance so as to be constant (Patent Document 3).

[Related Document]

[Patent Document]

[0004]

[Patent Document 1] JP Laid-open Patent Publica-
tion No. H06-327190
[Patent Document 2] JP Laid-open Patent Publica-
tion No. 2006-194356
[Patent Document 3] JP Laid-open Patent Publica-
tion No. H09-72361

[0005] In a case where the electric brake device de-
scribed above in Patent Document 1 or 2 is mounted to
a vehicle, comfortability in the vehicle may be impaired
due to an operating noise of the electric brake device. In
many cases, a principal factor of generation of a loud
operating noise in the electric brake device is a noise
generated in a power transmission mechanism such as
a gear when a motor rotates at a high speed. At this time,
in general, the faster a motor angular velocity is, the loud-
er a generated operating noise is.

[0006] In a friction brake that operates so as to press
a brake pad against a disc rotor, even when a pressing
force of the brake pad has become zero, a frictional force
causing a drag torque is generated due to, for example,
tilting of a caliper, and deteriorates fuel or electrical power
efficiency of the vehicle due to the drag torque. Therefore,
for example, as described above in Patent Document 3,
a clearance is formed between the brake pad and the
disc rotor during non-braking in general.
[0007] In the case of the electric brake device, when
the clearance is formed, no load is applied, so that a
number of rotations or a rotational speed of the motor is
increased regardless of the magnitude of a required brak-
ing force in many cases. Meanwhile, when the rotational
speed of the motor is limited so as to be small, a problem
arises that response of the brake is delayed. In particular,
in the case of the electric brake device, a speed reduction
mechanism is often provided in order to generate a re-
quired braking force by a small motor, and the rotational
speed of the motor needs to be increased according to
a speed reduction ratio in order to prevent delay in re-
sponse, so that a loud operating noise may be generated.
However, after the vehicle stops by application of a brak-
ing force to the vehicle and the vehicle is in a quiet state,
when a clearance is formed between the brake pad and
the disc rotor, comfortability in the vehicle may be im-
paired due to an operating noise in forming the clearance.

SUMMARY OF THE INVENTION

[0008] An object of the present invention is to provide
an electric brake device that can reduce a generation of
an operating noise and prevent a delay in response of a
brake.
[0009] Hereinafter, in order to facilitate the understand-
ing, the present invention will be described with reference
to the reference numerals used in embodiments for con-
venience sake.
[0010] An electric brake device of the present invention
comprises: a brake rotor 6; a brake pad 7; an electric
motor 2; a linear motion mechanism 4 configured to con-
vert a rotary motion of the electric motor 2 into a linear
motion to transmit the linear motion to the brake pad 7;
and a controller 9 configured to control the electric motor
2, and
the controller 9 comprises:

a motor angular velocity control section 40 config-
ured to control an angular velocity of the electric mo-
tor 2; and
a motor angular velocity limiting section 41 config-
ured to limit the angular velocity of the electric motor
2 through the motor angular velocity control section
40 such that an angular velocity ωb of the electric
motor 2 in a no-load state and an angular velocity ωr
of the electric motor 2 in a no-load state satisfy
|ωb|>|ωr| in which the angular velocity ωb is control-
led by the motor angular velocity control section 40
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when a state shifts from a non-braking state where
a clearance is formed between the brake pad 7 and
the brake rotor 6 to a braking state where the clear-
ance is zero, and in which the angular velocity ωr is
controlled by the motor angular velocity control sec-
tion 40 when the state shifts from the braking state
to the non-braking state.

[0011] In this configuration, when a braking command
value is increased and the state shifts from the non-brak-
ing state to the braking state, the controller 9 controls
and drives the electric motor 2 so as to press, against
the brake rotor 6, the brake pad 7 that has been in a
standby state with a predetermined clearance being
formed. When the braking command value is reduced
and the shift of the state to the non-braking state is per-
formed, the controller 9 controls and drives the electric
motor 2 so as to separate the brake pad 7 from the brake
rotor 6 and form the predetermined clearance.
[0012] When the state shifts from the non-braking state
to the braking state, a braking distance is increased due
to delay in response before the clearance becomes zero,
whereby quick response is required. Meanwhile, if a re-
sponse speed is reduced in an operation of forming the
clearance when the state shifts from the braking state to
the non-braking state, there is no problem. For example,
even if the angular velocity of the electric motor 2 is limited
to 1/20 such that a period from a state where the clear-
ance is zero to a state where the predetermined clear-
ance is formed, is changed from 20 msec. to 400 msec.,
this can be regarded as a very short time for the entire
traveling time of the vehicle. In addition, an operating
noise is louder during the shift to the braking state. How-
ever, the braking is started while the vehicle is traveling
in general, and a road noise or the like is generated as
a background noise, and therefore an upper limit value,
of an operating noise, necessary for the electric brake
device may not be strictly restricted.
[0013] The motor angular velocity limiting section 41
changes a motor angular velocity between in the shift to
the braking state and in the shift to the non-braking state,
as follows The angular velocity ωb, of the electric motor
2 in a no-load state, which is controlled by the motor
angular velocity control section 40 when the state shifts
from the non-braking state to the braking state, and the
angular velocity ωr, of the electric motor 2 in a no-load
state, which is controlled by the motor angular velocity
control section 40 when the state shifts from the braking
state to the non-braking state are limited so as to satisfy
|ωb|>|ωr|. Therefore, by limiting the angular velocity of
the electric motor 2, generation of an operating noise can
be reduced and comfortability in the vehicle can be en-
hanced, and delay in response of the brake is prevented
and a braking distance is less likely to be increased.
[0014] The motor angular velocity control section 40
may have a PWM control section 34a configured to per-
form PWM control of the electric motor 2, and the motor
angular velocity limiting section 41 may provide a com-

mand to the PWM control section 34a so as to limit a
PWM duty ratio, thereby to limit the angular velocity of
the electric motor 2 in the no-load state. The PWM duty
ratio represents a ratio of a pulse-on time relative to a
switching cycle. For example, the PWM control section
34a sets the PWM duty ratio for the shift from the braking
state to the non-braking state so as to be less than the
PWM duty ratio for the shift from the non-braking state
to the braking state, according to a command from the
motor angular velocity limiting section 41, whereby a volt-
age effective value for the shift to the non-braking state
is made less than a voltage effective value for the shift
to the braking state. Thus, the angular velocity of the
electric motor 2 is limited so as to satisfy |ωb|>|ωr|.
[0015] The motor angular velocity control section 40
may have a PAM control section 42 configured to perform
PAM control of the electric motor 2, and the motor angular
velocity limiting section 41 may provide a command to
the PAM control section 42 so as to limit an upper limit
value or a lower limit value of an amplitude of an output
voltage, thereby to limit the angular velocity of the electric
motor 2 in the no-load state. In this case, for example,
the PAM control section 42 applies a power supply volt-
age to a motor coil via a step-up circuit 42a or a step-
down circuit 42b, to control the electric motor 2 by this
control of voltage. At this time, the motor angular velocity
limiting section 41 limits the upper limit value or the lower
limit value of an amplitude of the output voltage from the
step-up circuit 42a or the step-down circuit 42b. Thus,
the angular velocity of the electric motor 2 is limited so
as to satisfy |ωb|>|ωr|.
[0016] The motor angular velocity control section 40
may have a frequency control section 43 configured to
control a frequency of a three-phase current to be applied
to the electric motor 2, and the motor angular velocity
limiting section 41 may provide a command to the fre-
quency control section 43 so as to limit a frequency of
the three-phase current, thereby to limit the angular ve-
locity of the electric motor 2 in the no-load state. In this
case, for example, the frequency control section 43 sets
an energization switching cycle for three phases of U, V,
and W to be longer than or equal to a predetermined
period, to limit the angular velocity of the electric motor 2.
[0017] Any combination of at least two constructions,
disclosed in the appended claims and/or the specification
and/or the accompanying drawings should be construed
as included within the scope of the present invention. In
particular, any combination of two or more of the append-
ed claims should be equally construed as included within
the scope of the present invention.

BRIEF DESCRIPTION OF THE DRAWINGS

[0018] The present invention will become more clearly
understood from the following description of preferred
embodiments thereof, when taken in conjunction with the
accompanying drawings. However, the embodiments
and the drawings are given only for the purpose of illus-
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tration and explanation, and are not to be taken as limiting
the scope of the present invention in any way whatsoever,
which the scope is to be determined by the appended
claims. In the accompanying drawings, like reference nu-
merals are used to denote like parts throughout the sev-
eral views, and:

Fig. 1 is a cross-sectional view of an electric brake
device according to a first embodiment of the present
invention;
Fig. 2 is an enlarged cross-sectional view around a
speed reduction mechanism of the electric brake de-
vice;
Fig. 3 is a block diagram illustrating a control system
of the electric brake device;
Fig. 4 is a schematic block diagram mainly illustrating
a controller of the electric brake device;
Fig. 5 is a conceptual diagram illustrating a braking
force of the electric brake device (chart (a)), a pad
clearance (chart (b)), and an operation of limiting a
motor angular velocity (chart (c));
Fig. 6 is a schematic block diagram mainly illustrating
a controller of an electric brake device according to
another embodiment of the present invention; and
Figs. 7A and 7B are schematic block diagrams main-
ly illustrating controllers of electric brake devices ac-
cording to still another embodiment of the present
invention.

DESCRIPTION OF EMBODIMENTS

[0019] An electric brake device according to a first em-
bodiment of the present invention will be described with
reference to Figs. 1 to 5. As shown in Fig. 1, the electric
brake device includes: a housing 1; an electric motor 2;
a speed reduction mechanism 3 configured to reduce a
speed of rotation of the electric motor 2; a linear motion
mechanism 4; a locking mechanism 5; a brake rotor 6; a
brake pad 7, and a controller 9 (Fig. 3). A base plate 8
is provided at an opening end of the housing 1 so as to
extend radially outward, and the electric motor 2 is sup-
ported by the base plate 8. The linear motion mechanism
4 is incorporated into the housing 1 so as to apply a brak-
ing force to the brake rotor 6, in this example, to a disc
rotor by output from the electric motor 2. The opening
end of the housing 1 and an outer side surface of the
base plate 8 are covered by a cover 10.
[0020] The linear motion mechanism 4 will be de-
scribed. The linear motion mechanism 4 is a mechanism
that converts a rotary motion outputted from the speed
reduction mechanism 3 into a linear motion and brings
the brake pad 7 into contact with the brake rotor 6 or
separates the brake pad 7 from the brake rotor 6. The
linear motion mechanism 4 includes a slide member 11,
a bearing member 12, an annular thrust plate 13, a thrust
bearing 14, rolling bearings 15, 15, a rotation shaft 16, a
carrier 17, and slide bearings 18, 19. The slide member
11 having a cylindrical shape is supported on an inner

circumferential surface of the housing 1 such that the
slide member 11 is prevented from rotating and is mov-
able in the axial direction. On an inner circumferential
surface of the slide member 11, a helical projection 11a
is helically formed so as to project by a predetermined
distance in the radially inward direction. A plurality of
planetary rollers 20 described below mesh with the hel-
ical projection 11a.
[0021] The bearing member 12 is provided at one end
side, in the axial direction, of the slide member 11 in the
housing 1. The bearing member 12 includes: a flange
portion that extends radially outward; and a boss portion.
The rolling bearings 15, 15 are fitted in the boss portion,
and the rotation shaft 16 is fitted in the inner diameter
surface of an inner ring of each of the bearings 15, 15.
Therefore, the rotation shaft 16 is rotatably supported by
the bearing member 12 through the bearings 15, 15.
[0022] The carrier 17 is provided on the inner circum-
ference of the slide member 11 so as to be rotatable
about the rotation shaft 16. The carrier 17 has disks 17a
and 17b that are opposed to each other in the axial di-
rection. The disk 17b close to the bearing member 12
may be referred to as an inner disk 17b, and the disk 17a
may be referred to as an outer disk 17a. A distance ad-
justment member 17c is provided, in the disk 17a that is
one of the disks, on the side surface opposing the disk
17b that is the other of the disks, so as to project in the
axial direction from the outer circumferential edge portion
of this side surface. A plurality of the distance adjustment
members 17c are arranged so as to be spaced from each
other in the circumferential direction such that respective
distances between the plurality of planetary rollers 20 are
adjusted. Both the disks 17a and 17b are integrated with
each other by the distance adjustment members 17c.
[0023] The inner disk 17b is supported by the slide
bearing 18 that is fitted between the inner disk 17b and
the rotation shaft 16 so as to be movable in the axial
direction and rotatable. The outer disk 17a has a shaft
insertion hole formed at a center thereof and the slide
bearing 19 is fitted into the shaft insertion hole. The outer
disk 17a is rotatably supported by the slide bearing 19
about the rotation shaft 16. A washer for receiving thrust
load is fitted to an end portion of the rotation shaft 16,
and a retaining ring that prevents the washer from slip-
ping off is provided.
[0024] The carrier 17 has a plurality of roller shafts 21
spaced from each other in the circumferential direction.
Both end portions of each roller shaft 21 are supported
by the disks 17a and 17b. That is, each of the disks 17a
and 17b has a plurality of shaft insertion holes that are
formed as long holes, respectively, and both end portions
of each roller shaft 21 are inserted into the corresponding
shaft insertion holes, whereby the roller shafts 21 are
supported so as to be movable in the radial direction. An
elastic ring 22 is provided around the plurality of roller
shafts 21 so as to bias the roller shafts 21 in the radially
inward direction.
[0025] The planetary rollers 20 are rotatably supported
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by the roller shafts 21, respectively, and each planetary
roller 20 is disposed between an outer circumferential
surface of the rotation shaft 16 and the inner circumfer-
ential surface of the slide member 11. Each planetary
roller 20 is pressed against the outer circumferential sur-
face of the rotation shaft 16 by a bias force of the elastic
ring 22 provided around the plurality of roller shafts 21.
By rotation of the rotation shaft 16, each planetary roller
20 that is in contact with the outer circumferential surface
of the rotation shaft 16 rotates due to contact friction ther-
ebetween. On an outer circumferential surface of each
planetary roller 20, a helical groove is formed so as to
mesh with the helical projection 11 a of the slide member
11.
[0026] A washer and a thrust bearing (both of which
are not shown) are disposed between the inner disk 17b
of the carrier 17 and one end portion, in the axial direction,
of each planetary roller 20. In the housing 1, the annular
thrust plate 13 and the thrust bearing 14 are disposed
between the inner disk 17b and the bearing member 12.
[0027] The speed reduction mechanism 3 will be de-
scribed. As shown in Fig. 2, the speed reduction mech-
anism 3 is a mechanism that reduces a speed of rotation
of the electric motor 2 and transmits the reduced rotation
to an output gear 23 fixed to the rotation shaft 16, and
the speed reduction mechanism 3 includes a plurality of
gear trains. In this example, the speed reduction mech-
anism 3 sequentially reduces, by gear trains 25, 26, and
27, a speed of rotation of an input gear 24 mounted to a
rotor shaft 2a of the electric motor 2, and allows the ro-
tation to be transmitted to the output gear 23 fixed to the
end portion of the rotation shaft 16.
[0028] The locking mechanism 5 will be described. The
locking mechanism 5 is configured to switch between: a
locking state in which a braking force reducing operation
of the linear motion mechanism 4 is inhibited; and an
unlocking state in which the braking force reducing op-
eration is allowed. The locking mechanism 5 is provided
in the speed reduction mechanism 3. The locking mech-
anism 5 has: a casing (not shown); a lock pin 29; a bias
means (not shown) that biases the lock pin 29 so as to
be in the unlocking state; and a linear solenoid 30 that
acts as an actuator for driving switching of the lock pin
29. The casing is supported by the base plate 8, and the
base plate 8 has a pin hole through which the lock pin
29 is allowed to move forward and backward.
[0029] The locking state is attained when the lock pin
29 is moved forward by the linear solenoid 30, and en-
gaged into a locking hole (not shown) formed in an inter-
mediate gear 28 on the output side of the gear train 26,
thereby to prevent rotation of the intermediate gear 28.
Meanwhile, by the linear solenoid 30 being made off, the
lock pin 29 is received in the casing so as to be removed
from the locking hole by a bias force from the bias means,
to allow rotation of the intermediate gear 28, whereby the
locking mechanism 5 enters the unlocking state.
[0030] Fig. 3 is a block diagram illustrating a control
system of the electric brake device. As shown in Fig. 3,

a vehicle having the electric brake device mounted there-
in includes an ECU 31 that is an electric control unit that
controls the entirety of the vehicle. The ECU 31 generates
a speed reduction command according to an output, from
a sensor 32a, which is changed according to an amount
of an operation of a brake pedal 32. An inverter device
33 is connected to the ECU 31, and the inverter device
33 includes: a power circuit section 34 provided for each
electric motor 2; and a motor control section 35 that con-
trols the power circuit section 34.
[0031] The motor control section 35 includes a com-
puter, a program executed by the computer, and an elec-
tronic circuit. The motor control section 35 converts, ac-
cording to a speed reduction command provided from
the ECU 31, the speed reduction command into a current
command, and provides the current command to a PWM
control section 34a of the power circuit section 34. The
motor control section 35 has a function of outputting, to
the ECU 31, various information such as detected values
and control values concerning the electric motor 2.
[0032] The power circuit section 34 has: an inverter
34b that converts DC power from a power supply 36 into
three-phase AC power used for driving the electric motor
2; and the PWM control section 34a that controls the
inverter 34b. The electric motor 2 is formed as a three-
phase synchronous motor or the like. The inverter 34b
is formed by a plurality of semiconductor switching ele-
ments (not shown), and the PWM control section 34a
performs pulse width modulation of the inputted current
command to provide an on/off command to each semi-
conductor switching element.
[0033] The motor control section 35 has a motor driving
control section 37 as its basic control section. The motor
driving control section 37 converts, according to a speed
reduction command as a torque command provided by
the ECU 31 that is a higher-order or master control unit,
the speed reduction command into the current command,
and provides the current command to the PWM control
section 34a of the power circuit section 34. The motor
driving control section 37 obtains, from a current detector
means 38, a value of a motor current that flows from the
inverter 34b to the electric motor 2 and performs current
feedback control. Further, the motor driving control sec-
tion 37 obtains a rotation angle of a rotor of the electric
motor 2 from a rotation angle sensor 39, and provides a
current command to the PWM control section 34a so as
to enable efficient motor driving according to the rotor
rotation angle. The current command is provided as a
voltage value in the present embodiment. A motor angu-
lar velocity control section 40 that controls an angular
velocity of the electric motor 2 is formed by the motor
driving control section 37 and the PWM control section
34a.
[0034] In the present embodiment, the motor control
section 35 having the above-described configuration in-
cludes motor angular velocity limiting section 41 de-
scribed below. The motor angular velocity limiting section
41 limits an angular velocity of the electric motor 2
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through the motor angular velocity control section 40
such that, in the electric motor 2, an absolute value of an
angular velocity ωr during a gap interval from a time of a
brake pressed state to a time when the brake is released,
is less than an absolute value of an angular velocity ωb
during a gap interval from a time of the brake released
state to a time when the brake is pressed. The absolute
values of the angular velocities during the respective gap
intervals are compared with each other because the an-
gular velocity represents a minus value depending on a
direction of the rotation in some cases, and because a
case where the directions of the rotation of the electric
motor 2 are opposite to each other so that the angular
velocities have signs opposite to each other, is taken into
consideration.
[0035] The angular velocity ωb represents an angular
velocity, of the electric motor 2 in a no-load state, which
is controlled by the motor angular velocity control section
40 when a state shifts from a non-braking state where a
clearance is formed between the brake pad 7 (Fig. 1) and
the brake rotor 6 (Fig. 1) to a braking state where the
clearance is zero. The angular velocity ωr represents an
angular velocity, of the electric motor 2 in a no-load state,
which is controlled by the motor angular velocity control
section 40 when the state shifts from the braking state
to the non-braking state. For example, the ECU 31 cal-
culates a shift of a sensor output for the brake pedal 32
in a predetermined short time period, thereby to deter-
mine a timing of the shift to the non-braking state or the
shift to the braking state is to be performed. For example,
the determination result is transmitted to the motor con-
trol section 35 together with the speed reduction com-
mand by using a flag or the like.
[0036] The motor angular velocity limiting section 41
provides a command to the PWM control section 34a so
as to limit a PWM duty ratio (that is, a voltage value pro-
vided from the motor driving control section 37 to the
PWM control section 34a is limited), whereby the angular
velocity of the electric motor 2 in a no-load state is limited.
The PWM duty ratio represents a ratio of a pulse-on time
relative to a switching cycle that is a sum of the pulse-on
time and a pulse-off time.
[0037] Fig. 4 is a schematic block diagram mainly il-
lustrating a controller of the electric brake device. De-
scription will be given with reference also to Fig. 3. For
example, the motor angular velocity limiting section 41
includes: a determination section 41 a that determines
the timing of the shift to the non-braking state or the shift
to the braking state is to be performed; and a limiter circuit
41b. The limiter circuit 41b can switch between an active
state and a non-active state according to a signal from
the outside, and normally the non-active state is set.
When the determination section 41a determines that the
shift to the non-braking state is to be performed, the lim-
iter circuit 41b is caused to enter the active state, and an
output voltage is reduced so as to be less than or equal
to a set voltage. Thereafter, when the brake pedal 32
(Fig. 3) has been restored to an initial position, the limiter

circuit 41b is restored to the non-active state according
to an output from the sensor 32a (Fig. 3). When the brake
pedal 32 (Fig. 3) is stepped on during the active state,
the determination section 41a determines that the shift
to the braking state is to be performed, and the limiter
circuit 41b is restored to the non-active state.
[0038] The PWM control section 34a sets the PWM
duty ratio for the shift from the braking state to the non-
braking state so as to be less than the PWM duty ratio
for the shift from the non-braking state to the braking
state according to the command from the motor angular
velocity limiting section 41, whereby a voltage effective
value for the shift (from the braking state) to the non-
braking state as described above is less than a voltage
effective value for the shift (from the non-braking state)
to the braking state as described above. Thus, the an-
gular velocity of the electric motor 2 is limited so as to
satisfy |ωb|>|ωr|.
[0039] Fig. 5 is a conceptual diagram illustrating an
operation of limiting a motor angular velocity in the elec-
tric brake device. Fig. 5 shows an exemplary case where
the angular velocity of the electric motor 2 is changed in
the shift to the braking state and in the shift to the non-
braking state. Description will be given with reference
also to Fig. 3. When a command value for a braking force
(represented by a dotted line in chart (a) of Fig. 5) is
increased and the state shifts the non-braking state to
the braking state, the controller 9 controls and drives the
electric motor 2 so as to press, against the disc rotor, the
brake pad that has been in a standby state with a prede-
termined clearance (pad clearance) being formed. When
the pad clearance is greater than or equal to zero, no
braking force is generated. But, after a delay correspond-
ing to a time from a timing of the input of the command
value to a timing when the clearance becomes zero is
generated, an actual braking force (represented by a sol-
id line in chart (a) of Fig. 5) is exerted.
[0040] When the braking command value is reduced
and the shift to the non-braking state is performed, and
also after the braking force has become zero, the con-
troller 9 controls and drives the electric motor 2 so as to
separate the brake pad from the disc rotor and to form
the predetermined clearance. When the state shifts from
the non-braking state to the braking state, a braking dis-
tance is increased due to delay in response before the
clearance becomes zero, whereby quick response is re-
quired.
[0041] Meanwhile, if a response speed is reduced in
an operation of forming the clearance when the state
shifts from the braking state to the non-braking state,
there is no problem. For example, as shown in chart (b)
of Fig. 5, even if the angular velocity of the electric motor
2 is limited to 1/20 such that a period from a state where
the load is zero, that is, the clearance is zero, to a state
where the predetermined clearance is formed, is
changed from 20 msec. to 400 msec., this can be regard-
ed as a very short time for the entire traveling time of the
vehicle. In addition, an operating noise is louder during
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the shift to the braking state. However, the braking is
started while the vehicle is traveling in general, and a
road noise or the like is generated as a background noise,
and therefore an upper limit value, of an operating noise,
necessary for the electric brake device may not be strictly
restricted.
[0042] As described with reference to Fig. 3, the PWM
control section 34a controls a PWM duty ratio for a time
period of energization through a motor coil, according to
a command provided as a voltage value from the motor
driving control section 37. At this time, the upper limit
value or the lower limit value of the PWM duty ratio is
controlled or limited, whereby the rotational speed of the
motor is limited. That is, the voltage value provided from
the motor driving control section 37 to the PWM control
section 34a is limited by the motor angular velocity lim-
iting section 41. Thus, the PWM duty ratio for the shift to
the non-braking state is made less than the PWM duty
ratio for the shift to the braking state, whereby the voltage
effective value for the shift to the non-braking state is
made less than the voltage effective value for the shift to
the braking state. Thus, as shown in chart (c) of Fig. 5,
the angular velocity of the electric motor 2 is limited so
as to satisfy |ωb|>|ωr|. Therefore, generation of an oper-
ating noise can be reduced and comfortability in the ve-
hicle can be enhanced as compared to conventional arts.
Further, delay in response of the brake is prevented and
a braking distance is less likely to be increased.
[0043] Other embodiments will be described. In the fol-
lowing description, the components corresponding to the
matters described in the preceding embodiment are de-
noted by like reference numerals, and repeated descrip-
tion is not given. When only a part of a configuration is
described, the other part of the configuration is the same
as described in the preceding description unless other-
wise specified. The same operation and effect can be
obtained from the same configuration. A combination of
parts that are specifically described in each of the em-
bodiments can be implemented, and, further, the embod-
iments may be partially combined with each other unless
such combinations cause any problem.
[0044] Fig. 6 is a schematic block diagram mainly il-
lustrating a controller of an electric brake device accord-
ing to another embodiment. Fig. 6 illustrates an exem-
plary case where the angular velocity of the electric motor
2 is limited by pulse amplitude modulation (abbreviated
as: PAM control). The motor angular velocity control sec-
tion 40 has a PAM control section 42 that performs PAM
control of the electric motor 2, and the motor angular
velocity limiting section 41 provides a command to the
PAM control section 42 so as to limit an upper limit value
or a lower limit value of an amplitude of an output voltage,
thereby limiting the angular velocity of the electric motor
2.
[0045] In this case, for example, the PAM control sec-
tion 42 applies a power supply voltage to a motor coil via
a step-up circuit 42a in the PAM control section 42, there-
by to control the electric motor 2 by this control of voltage.

At this time, the limiter circuit 41b of the motor angular
velocity limiting section 41 limits the upper limit value of
an amplitude of the output voltage from the step-up circuit
42a. The PAM control section 42 may be provided in the
power circuit section 34, and the power supply voltage
may be limited by the motor angular velocity limiting sec-
tion 41. In a case where a step-down circuit 42b is used
instead of the step-up circuit 42a, the limiter circuit 41b
of the motor angular velocity limiting section 41 limits the
lower limit value of an amplitude of the output voltage
from the step-down circuit 42b.
[0046] For the step-up circuit 42a or the step-down cir-
cuit 42b, for example, a switching regulator using a
switching element, a diode, a coil, and a capacitor may
be used. As the switching element, for example, a tran-
sistor is used, and when the transistor is on, an electric
energy is stored in the coil. And when the transistor is
off, the electric energy stored in the coil is discharged. In
a case where the power supply voltage is enhanced by
the step-up circuit 42a, the on/off operation of the tran-
sistor is repeated according to a speed reduction com-
mand from the ECU 31 (Fig. 3), whereby an output volt-
age is obtained. The upper limit value of the amplitude
of the output voltage from the step-up circuit 42a is limited
by the limiter circuit 41b. Thus, the angular velocity of the
electric motor 2 is limited so as to satisfy |ωb|>|ωr|. In a
case where the power supply voltage is reduced by the
step-down circuit 42b, the lower limit value of the ampli-
tude of the output voltage from the step-down circuit 42b
is limited by the limiter circuit 41b. Thus, the angular ve-
locity of the electric motor 2 is limited so as to satisfy
|ωb|>|ωr|.
[0047] In still another embodiment, for example, in the
configuration shown in Fig. 4 or Fig. 6, a brushless DC
motor may be used for the electric motor 2. In this case,
as shown in Fig. 7A or Fig. 7B, the motor angular velocity
control section 40 has a frequency control section 43 that
controls a frequency of a three-phase current to be ap-
plied to the electric motor 2, and the motor angular ve-
locity limiting section 41 provides a command to the fre-
quency control section 43 so as to limit the frequency of
the three-phase current, whereby the angular velocity of
the electric motor 2 in the no-load state is limited. In the
present embodiment, a calculating section is configured
such that an energization switching cycle for three phas-
es of U, V, and W is longer than or equal to a predeter-
mined period, instead of controlling the duty ratio or a
voltage, whereby the rotational speed of the motor can
be controlled. For example, in the case of a 180-degree
energization method, a frequency of three-phase AC cur-
rent is limited, and in the case of a 120-degree energiza-
tion method, a switching interval for the phase can be
limited so as to be longer than or equal to a predetermined
time period.
[0048] In each embodiment, the electric brake device
is applied to a disc brake. However, the application is not
limited to the application to the disc brake only. The elec-
tric brake device may be applied to a drum brake.
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[0049] Although the present invention has been fully
described in connection with the preferred embodiments
thereof with reference to the accompanying drawings,
those skilled in the art will readily conceive numerous
changes and modifications within the framework of ob-
viousness upon the reading of the specification herein
presented of the present invention. Accordingly, such
changes and modifications are, unless they depart from
the scope of the present invention as delivered from the
claims annexed hereto, to be construed as included with-
in the scope.

[Reference Numerals]

[0050]

2···· electric motor
4···· linear motion mechanism
6···· brake rotor
7···· brake pad
9···· controller
34a···· PWM control section
40···· motor angular velocity control section
41···· motor angular velocity limiting section
42···· PAM control section
43···· frequency control section

Claims

1. An electric brake device comprising: a brake rotor;
a brake pad; an electric motor; a linear motion mech-
anism configured to convert a rotary motion of the
electric motor into a linear motion to transmit the lin-
ear motion to the brake pad; and a controller config-
ured to control the electric motor, the controller com-
prising:

a motor angular velocity control section config-
ured to control an angular velocity of the electric
motor; and
a motor angular velocity limiting section config-
ured to limit the angular velocity of the electric
motor through the motor angular velocity control
section such that an angular velocity ωb of the
electric motor in a no-load state and an angular
velocity ωr of the electric motor in a no-load state
satisfy |ωb|>|ωr| in which the angular velocity ωb
is controlled by the motor angular velocity con-
trol section when a state shifts from a non-brak-
ing state where a clearance is formed between
the brake pad and the brake rotor to a braking
state where the clearance is zero, and in which
the angular velocity ωr is controlled by the motor
angular velocity control section when the state
shifts from the braking state to the non-braking
state.

2. The electric brake device as claimed in claim 1,
wherein the motor angular velocity control section
has a PWM control section configured to perform
PWM control of the electric motor, and the motor
angular velocity limiting section provides a command
to the PWM control section so as to limit a PWM duty
ratio, thereby to limit the angular velocity of the elec-
tric motor in the no-load state.

3. The electric brake device as claimed in claim 1,
wherein the motor angular velocity control section
has a PAM control section configured to perform
PAM control of the electric motor, and the motor an-
gular velocity limiting section provides a command
to the PAM control section so as to limit an upper
limit value of an amplitude of an output voltage, there-
by to limit the angular velocity of the electric motor
in the no-load state.

4. The electric brake device as claimed in claim 1,
wherein the motor angular velocity control section
has a PAM control section configured to perform
PAM control of the electric motor, and the motor an-
gular velocity limiting section provides a command
to the PAM control section so as to limit a lower limit
value of an amplitude of an output voltage, thereby
to limit the angular velocity of the electric motor in
the no-load state.

5. The electric brake device as claimed in claim 1,
wherein the motor angular velocity control section
has a frequency control section configured to control
a frequency of a three-phase current to be applied
to the electric motor, and the motor angular velocity
limiting section provides a command to the frequen-
cy control section so as to limit a frequency of the
three-phase current, thereby to limit the angular ve-
locity of the electric motor in the no-load state.
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