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Description

[0001] The present invention relates to a method for the characterization of atmospheric particles by means of a lidar
device, comprising the following steps:

sending a laser pulse in the atmosphere, part of which is backscattered by the particles in the atmosphere thus
generating a direct backscattering signal that propagates towards the lidar device;
detecting the direct backscattering signal; and
determining optical characteristics of the particles on the basis of the detected direct backscattering signal.

[0002] A lidar method for measuring the altitude of the clouds is disclosed in US 6,281,969.
[0003] A technique for detecting airborne visibility impeding agents using backscattered radiation with a self-calibrating
system is also disclosed in US 5,663, 710
[0004] The application of the lidar technique to the characterization of the atmospheric aerosols is well established.
It is implemented according to several forms, by exploiting different physical phenomena and different technologies.
However, it is highly limited by some general constraints, particularly concerning the actual use in the air quality control
in the public and private fields, such as, for example, the control of fine particles in urban areas, the control of emissions
of industrial plants, energy production plants, incinerators, etc.
[0005] The underlying principle is as follows: a short-duration laser pulse (typically from some units to one hundred
nanoseconds (10-9 s)) is sent to the atmosphere, and the backscattered radiation is collected by a reception and acqui-
sition system (telescope, spectral selection system, detectors). The backscattered radiation transports information on
the thickness of the air it passes through, while the detection time allows determining the distance between atmospheric
layers.
[0006] In the simplest configuration, a lidar for particles uses only one laser beam and only one detecting system tuned
at the same wavelength of the laser. In such configuration, the physical process involved is that of the elastic backscat-
tering by the gases and the atmospheric particles.
[0007] In this case, the equation describing the revealed signal as a function of the distance from the apparatus
contains, as the unknowns, the extinction coefficient αp(z,λ) and the backscattering coefficient βp(z,λ) of the particles,
which constitute the optical parameters to be determined (z represents the distance of the air layer under consideration,
and λ the used wavelength).
[0008] Actually, even supposing all the instrumental parameters as known, the lidar equation cannot be exactly solved
in the unknowns αp(z,λ) and βp(z,λ). For this reason, when other data are not available, it is necessary to assume some
hypotheses that directly regard the nature of the particles. The method typically used in this case consists in considering
the value of the ratio between the extinction coefficient and the backscattering coefficient, called Lidar Ratio (LR), as
known, and in applying one of the known algorithms [1, 2].
[0009] The selection of the LR value is done starting by knowing the atmospheric conditions, by statistical analyses,
classifications of the particles according to the sites, conditions, seasons, relative humidity, etc. Then it shall be apparent
how such selection involves enormous uncertainty, generally estimated as being between 10% and 50%, about the
backscattering coefficient. The uncertainty about the extinction coefficient is obviously even higher; therefore, the arbi-
trariness extent in characterizing the particles often becomes unacceptable.
[0010] The difficulty is overcome by providing the lidar system with the possibility to simultaneously detect also the
optical signal corresponding to the Raman diffusion by the nitrogen or oxygen molecules (in both cases, they are stable
constituents of the atmosphere, the concentration of which as a function of the altitude can be considered as known
with a good accuracy).
[0011] The simultaneous detection of the elastic signal and the Raman signal allows the application of known algorithms
for the determination of both the extinction coefficient and the backscattering coefficient at the wavelength of the used
laser beam [3, 4], though with some hypothesis on particular aspects, such as the dependence of the extinction coefficient
upon the wavelength, which, however, can be quantitatively controlled.
[0012] On the other hand, the Raman technique cannot be applied to the near-infrared wavelengths, due to the
dependence of the cross section of the process from λ-4. Furthermore, the low absolute value of the Raman cross section
involves the use of high-power laser beams, with resulting economical, technical and safety problems which add up to
a not negligible complexity of data processing.
[0013] Furthermore, the determination of the particles chemical/physical parameters is possible through the application
of inversion algorithms only if measures of αp and βp are available at different wavelengths [5, 6], particularly also in the
infrared, where, however, the Raman technique cannot be applied.
[0014] A different technique for the determination of atmospheric particles optical parameters provides for the provision
of the lidar apparatus with an angular scan system, so that the atmosphere is monitored in a short time interval along
different directions, which form known angles relative to the zenith direction [7]. In the hypothesis that the atmosphere
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remains stable when carrying out the measurements, and especially that the properties of the atmosphere itself depend
only on the vertical coordinate (horizontal homogeneity), this technique allows to directly obtain the measurement of the
particles optical thickness and the backscattering coefficient as a function of the vertical coordinate.
[0015] While the technical complication relative to the handling of the lidar can be overcome, the horizontal homogeneity
conditions of the atmosphere apply only in special cases, in which the weather conditions and the site orography are
particularly favourable. On the whole, the applicability of this method is really limited.
[0016] Other variants of the lidar technique are used in some cases (high spectral resolution lidar, differential absorption
lidar); however, they are based on an intensive spectral analysis of the signal, require specific laser sources (narrow
line in the first case, tunable double wavelength in the second one), and the knowledge of the nature of the target material.
The application referred above is further limited also by the fact that the absorption by the particles predominantly occurs
in the ultra-violet (λ < 300 nm) and on a broad band, resulting in difficulties related to the interference with gaseous
components and the need to have tunable laser sources.
[0017] With the aim to overcome the above-mentioned drawbacks, the inventors [8] have recently introduced a new
processing technique of the signals of two lidar apparatuses which probe the atmosphere collinearly, but in different
directions, as happens for ground, satellite, or airplane-based lidars (CESC - Counterpropagating Elastic Signal Com-
bination). With that technique, it is possible to use only the elastic backscattering to obtain a direct measurement of the
aerosol backscattering coefficient at any wavelength without any hypothesis on the particles chemical/physical charac-
teristics. The technique allows independently determining also the optical thickness and the aerosol extinction coefficient,
under favourable signal-to-noise ratio conditions.
[0018] However, the above-mentioned technique has the drawback of being able to be applied only by simultaneously
operating with two lidar devices that are positioned at the extremities of the atmosphere length being controlled, and
pointing one towards the other. Therefore, it provides the duplication of the lidar apparatus, with consequences on costs,
logistics, and complexity in overall system management.
[0019] The present invention has as its object to allow an accurate determination of the optical parameters and spatial
distribution, without turning to a priori hypotheses, thus avoiding the drawbacks of the prior art.
[0020] According to the present invention, that object is achieved by a method for the characterization of atmospheric
particles according to claim 1.
[0021] Particular embodiments of the invention are the subject of the dependant claims.
[0022] It is a further subject of the invention a lidar system for the characterization of atmospheric particles by means
of a method according to the invention, having the features of claim 5.
[0023] In brief, the present invention is based on the application of a backreflection technique for the generation of
counterpropagating lidar signals. This technique allows implementing devices which use only the elastic backscattering
and provide a direct measurement of the aerosol backscattering coefficient at any wavelength, without any hypothesis
on the chemical-physical characteristics of the particles (thanks to an adaptation of the above-mentioned CESC algo-
rithm). The technique allows independently determining also the optical thickness and the aerosol extinction coefficient,
under favourable signal-to-noise ratio conditions.
[0024] The application can provide the simultaneous employment of different wavelengths (from the ultraviolet to the
infrared); in this manner, a complete characterization of the particles and the time-space distribution of the chemical-
physical properties thereof, such as the concentration, refraction index, composition, and size distribution is possible.
[0025] Further characteristics and advantages of the invention will be set forth in more detail in the following detailed
description of an embodiment thereof, given as a non-limiting example, with reference to the annexed drawings, in which:

Fig. 1 is a schematic representation of a method for the characterization of atmospheric particles according to the
invention;
Fig. 2 is a schematic representation of a lidar system for carrying out the method of Fig. 1;
Fig. 3 represents a functional block diagram of the lidar system of Fig. 2;
Fig. 4 represents a constructive scheme of a lidar device receiving system operating at three wavelengths;
Fig. 5 reports the overlap functions graph for the direct backscattering and the counterpropagating signals;
Fig. 6 reports the graph of the lidar signal simulated as a function of time;
Fig. 7 reports the simulated, range-corrected signal as a function of the distance from the lidar system;
Fig. 8 reports the profile of the aerosol backscattering coefficient determined on the basis of the simulated signal,
together with that of the signal assumed by hypothesis in the simulation; and
Fig. 9 reports the aerosol extinction coefficient profile determined on the basis of the simulated signal, together with
that of the signal assumed by hypothesis in the simulation.

[0026] With reference to Fig. 1, a method for the characterization of atmospheric particles provides for the use of a
lidar device 10, which conventionally sends a laser pulse in the atmosphere, part of which signal is conventionally
backscattered by the particles in the atmosphere thus generating a backscattering signal, which in the present description
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will be referred to as "direct", that propagates to the lidar device 10. The laser pulse path which partially interacts with
the particles, thus generating the direct backscattering signal, is indicated with Dir in Fig. 1.
[0027] The proposed method according to the invention is based on the idea to place a reflecting optical surface 20,
such as a mirror, on the laser beam path, at a predetermined distance d from the lidar device 10. In this manner, a part
of the laser pulse that directly reaches (i.e, without interacting with the particles) the reflecting device 20 is backreflected
by said device, and subsequently is backscattered by the particles in the atmosphere thus generating a further back-
scattering signal, which will be referred to in the present description as "counterpropagating", directed towards the
reflecting optical device 20. The counterpropagating backscattering signal reaches the reflecting device 20 and is back-
reflected towards the lidar device 10, where it will be detected. The laser pulse path that partially reaches the reflecting
device and is backreflected by it, and subsequently interacts with the particles, thus producing the counterpropagating
backscattering signal, is indicated with Cp in Fig. 1.
[0028] According to the invention, the lidar 10 itself will be able to detect both the signal corresponding to the passage
through the atmospheric thickness in the direction from the lidar device to the mirror, and that corresponding to the
inverse path.
[0029] The situation is schematized in Fig. 1; for the sake of simplicity, the atmosphere probed by the laser beam is
supposed as being of null density (i.e., negligible) everywhere but in a thin layer Sz, positioned at a distance z from the
lidar device 10.
[0030] The signal which is backscattered by the atmospheric layer reaches the lidar device 10 receiving system by
following both the Dir path (normal lidar signal) and the Cp path (counterpropagating lidar signal), after a period of time
that will be respectively equal to 

[0031] In practice, the received signal will have 3 components: a pulse corresponding to the direct backdiffusion by
the layer, at time t1, a signal due to the direct reflection of the mirror (relative to the part of the laser pulse which has not

been subjected to any interactions with the particles) at time  and that due to the backdiffusion of the

counterpropagating radiation at time t2. It shall be apparent that the relationship: tm - t1 = t2 - tm applies, which expresses

the symmetry property introduced by the plane mirror.
[0032] The two (direct backscattered and counterpropagating) lidar signals are temporally separated on the lidar
system 10 detector, therefore they can be used for the application of an algorithm derived from the above-mentioned
CESC algorithm.
[0033] Let us consider the backscattered signal as having the same wavelength of the incident laser beam (elastic
backscattering signal). Hereinafter, the signals expressed in terms of photon number, corrected by the square of the
path from the lidar device (this correction compensates for the variation in the receiver acceptance solid angle), respec-
tively corresponding to the direct backdiffusion of the layer Sz and to the backdiffusion of the of the counterpropagating
signal, will be indicated with RCSD(z) and RCSC(z).
[0034] The two signals can be written as: 

[0035] In the equations 1) and 2), z indicates the distance from the lidar, E0 is the energy of the signal which is emitted
by the laser, h is the Planck’s constant, u is the radiation frequency, A is the receiving telescope useful surface, Δz is
the spatial resolution, η is the apparatus overall efficiency, r is the mirror reflectivity, β(z) is the total backscattering
coefficient, and O(z) and O’(z) are the lidar overlap functions.

[0036] The terms  and  respectively represent the optical
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thickness along the path from the lidar 10 to the mirror 20, along the path from the mirror 20 to the layer Sz at a distance
z from the lidar 10, and along the path from the lidar 10 to the layer Sz at a distance z, while α(ζ) is the extinction
coefficient as a function of the spatial coordinate.
[0037] Let us restrict for the moment the analysis to the observation of atmospheric layers placed at a higher distance
than the total overlap height. In this case, it is possible to consider the functions O(z) and O’(z) as constant, and to
include the value thereof in the instrumental constant.
[0038] The product of the two signals will be given by: 

[0039] The relationship: τ0z + τzM = τ0M applies, and therefore the backscattering coefficient can be obtained from the
equation (3) as: 

[0040] In equation (4) the quantity T0M = exp(-τ0M) indicates the atmospheric transmissivity between the lidar and the
mirror position. The value of T0M can be determined by a calibration procedure of the apparatus, which consists in
measuring the width of the optical signal which is reflected directly by the mirror surface. In fact, this signal can be
expressed as: 

where s is the laser beam cross-section surface after the going and return path.
[0041] Therefore, the total backscattering coefficient becomes: 

and the backscattering coefficient of the particles can be obtained from the relationship: 

in which βmol(z) represents the contribution of the molecular component, which can be determined starting from standard
atmospheric models and by knowing temperature and pressure.
[0042] If the ratio R of the equations (1) and (2) is taken into account: 

[0043] The optical thickness to the distance z will be obtained from: 

[0044] The optical thickness between to points of coordinates zmin and zmax is then: 
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[0045] The extinction coefficient of the particles αp(z) is therefore evaluated by deriving the equation (7) with respect to z: 

[0046] Finally, it has to be remarked that the only hypothesis which has to be verified is that the multiple scattering
contribution can be neglected. The multiple scattering influence depends on the optical thickness of the probed atmos-
pheric layer and the solid angle under which it is observed. Unfavourable conditions occur in the presence of clouds
and in dense fog conditions.
[0047] The system requires a calibration which can be carried out, as indicated above, by detecting the signal directly
reflected by the mirror 20. This method has the advantage of being applicable during each measurement run. The optical
signal corresponding to the direct reflection of the mirror 20 is of a very high intensity, while the lidar signal, and particularly
the counterpropagating one, is very weak, therefore the simultaneous detection of the two signals by the same detector
would require very high dynamics of the detector and the acquisition system. This difficulty can be overcome: 1) by using
a separate detector (for example, a fast photodiode) for the radiation which is reflected by the mirror, and 2) with an
appropriate arrangement of the laser and the receiving apparatus (bistatic configuration).
[0048] In practice, it is necessary to make so that the beam propagation direction and the pointing direction of the
receiving telescope form a small angle, sufficient to make so that the radiation which is directly reflected by the mirror
impinges on the photodiode, but won’t enter in the telescope field of view.
[0049] The situation is schematized in Fig. 2, where the laser system is indicated with 101, the receiving telescope is
indicated with 103, while the separate detector for the radiation reflected by the mirror 20 is indicated with PD.
[0050] The configuration can be implemented in the practice, provided that the laser beam divergence is significantly
lower than the opening of the telescope field of view FOV, but this condition is always verified in the practice.
[0051] In this configuration, the photodiode PD detects the direct reflection signal, which is indicated RD in Fig. 2,
while the telescope 103 collects the radiation which is backscattered by the particles.
[0052] It has to be considered the fact that this configuration implies that the laser beam and the telescope field of
view are not completely overlapped; therefore, at small distances the overlap function o(z) indicated in the equation (2)
has to be considered. In particular, this function assumes different values for the direct backscattered signal and the
counterpropagating one. In both cases, it depends only on the device geometrical parameters, therefore it is a charac-
teristic which, once it has been determined, is modified only when the apparatus undergoes some variations. It follows
that it can be determined during the testing step by using two similar devices which are arranged so that the partial
overlap region of one of them corresponds to the total overlap region of the other one.
[0053] A different calibration methodology consists in placing a device for the determination of the particles concen-
tration along the laser beam path, at a known distance from the lidar. A nephelometer can allow determining the back-
scattering coefficient in the considered point, therefore using a similar procedure to the previously described one. The
frequency with which this type of calibration has to be repeated depends on the lidar system characteristics stability
(laser energy, detector efficiency); such parameters can be made very stable with the currently available technologies.
[0054] The functional block diagram of the lidar device 10 is depicted in Fig. 3. The arrangement of such device is per
se conventional, and comprises a laser system 101, deviation optics 102, a telescope 103, receiving and spectral
selection optics 104, one ore more detectors 105, a pointing system 106, and a control and acquisition electronics 107.
[0055] There are several commercial solutions for the laser system 101, at different wavelengths from the IR to the
UV. Table 1 shown herein below reports the typical characteristics for a laser operating in the visible region.
[0056] The deviation optics 102 is composed of a beam steerer (system of two plane mirrors), with controlled micro-
metric handling, for the optimal alignment in the beam propagating direction.
[0057] The telescope 103 can be implemented in different configurations, but most likely the most efficient one is the
Cassegrain configuration, that allows having a reduced length while keeping the other parameters constant.
[0058] The receiving and spectral selection optics 104 provides to send the radiation which is collected by the telescope
103 to the spectral selection system, and from the latter to the detectors. The constructive scheme for a device that
operates at three wavelengths is reported in Fig. 4.
[0059] A diaphragm D positioned in the focal plane of the telescope 103 defines the angular opening of the device.
The collected radiation is collimated by a lens L and sent to a system of dichroic mirrors SD and narrow band interferential
filters IF, which allow separating the beams corresponding to the different wavelengths.
[0060] It can be necessary to vary the intensity of the signals as a function of the measuring conditions (day/night,



EP 2 144 088 B1

7

5

10

15

20

25

30

35

40

45

50

55

clouds or fog) in order to maintain the response of the detectors 105 in a linear regime. To this aim, each detecting
channel comprises a variable attenuator AV.
[0061] A feasible solution for the detectors 105 provides for the use of photomultipliers (indicated with PM in Fig. 4)
for the UV or visible radiation, and APD (avalanche photodiode) for the IR radiation.
[0062] If the lidar device is used with a series of reflecting elements 20, the pointing system 106 has to orientate it on
each of them, in sequence. If only one reflecting element is present, the pointing system 106 can be limited to a manual
handling for the alignment with the mirror.
[0063] As regards the acquisition and control electronics 107, the functions relate to:

the control of the device;
the acquisition of the signals of the detectors, which can take place both in an analog and digital form (photon
counting).

[0064] The advantages of the system according to the invention are as follows:

- The device allows to directly determine the spatial distribution and the time evolution of the backscattering coefficient,
only starting from the elastic signal, without making any a priori hypothesis on the nature of the particles.

- The determination of the backscattering coefficient at different wavelengths results to be not very burdensome both
from the technical and the economical point of view compared to the lidar systems utilizing the Raman technique,
which in any case cannot be applied in the IR. The proposed device results to be less complex, less expensive, and
more manageable than a Raman lidar system.

- The device allows determining with good performance the optical thickness of the probed atmospheric layer and,
under favourable signal-to-noise ratio conditions, also the extinction coefficient, and accordingly the Lidar Ratio LR.

- By using different wavelengths, it is possible to determine the Color Index and the Angstrom Coefficient, which
express the dependence of the backscattering and the extinction coefficients on the wavelength, respectively.

- The application of the infrared is particularly relevant for the characterization of particles having dimensions ranging
between 0.1 mm and 10 mm (PM1, PM2.5, PM10). This results to be particularly useful for an efficient application
of the inversion techniques in order to determinate the chemical-physical parameters of the particles (concentration,
refraction index, size distribution) for which it is necessary to have measurements of the optical parameters at
different wavelengths, which are sufficiently mutually spaced apart.

- It operates with small performance differences in both nigth and day hours (see simulation described below).
- The implementation for the stand-alone use results to be extremely simple.
- It is self-calibrating, i.e. it re-calibrates during each measurement.

[0065] The advantages compared to the conventional measurement systems of the particles relative to the air quality
control are:

- the time resolution can be of the order of minutes;
- it is possible to place the lidar apparatus and the mirror at high positions (on poles, buildings, or elevations), so that

the radiation path passes through the area to be controlled (high vehicular traffic intensity roads, large particles
producing areas, for example, highly industrialized ones, incinerators, energy production plants, etc.);

- by providing the device with a mechanical pointing system, it is possible to obtain a mapping of the particles as a
function of time on a large surface.

Simulation

[0066] With the purpose to verify the performance of the proposed system, a complete simulation has been carried out.
[0067] A typical lidar signal has been simulated, with a spatial resolution of 6 meters. Furthermore, a "noise" component
has been introduced, due both to the statistics and the background signal, depending on the electronic noise, the
photomultipliers dark current, and the solar radiation.
[0068] The wavelength used in the simulation is equal to 532 nm and corresponds to the case in which the background
noise is high because of the day light, and furthermore is located in the minimum safety threshold region when using
laser beams.
[0069] In the simulation, only single-scattering processes by the atmospheric components have been considered,
considering the Mie and Rayleigh scatterings by the aerosol particles and the molecules, respectively.
[0070] The atmospheric properties have been set by using a standard atmosphere model for the molecular component,
and by considering typical urban conditions for the aerosol component. In particular, a situation has been simulated in
which the laser beam passes through areas characterized by different contributions in terms of particles, localized in
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not very large areas, simulating high vehicular traffic intensity roads and large areas, for example, highly industrialized
areas.
[0071] The distribution of the sources has been selected so as to represent realistic situations and to permit also the
determination of the spatial resolution of the final data.
[0072] For the sake of simplicity, in the calculation of the atmospheric model spatial profile, the simulation has been
carried out by hypothesizing that the system is positioned at sea level and arranged so that the laser beam path is
horizontal. Variations from these conditions (lidar positioned at a different altitude and/or arbitrary pointing direction) do
not modify the device functionality.
[0073] The values of the parameter used in the simulation are listed in the following table 1. They have been obtained
by lidar measurements obtained with an apparatus really operating at the same wavelength.

[0074] Considered the laser characteristics (energy per pulse, divergence and duration with beam expander), the
device fully satisfies the conditions to be complied with according to safety standards when using laser sources [9].
[0075] It has been hypothesized that the acquisition of the lidar signal occurs in photon counting, through the use of
a commercially available electrical device of the Multiscaler type with a time resolution which is compatible with the
spatial resolution of 10 m (dwell time ∼70ns).
[0076] For the calculation of the backscattering and the extinction coefficients, the simulated signal has been averaged
over 10 minutes. In the processing, no filter has been applied to the signal.
[0077] In Fig. 5, the overlap functions graph is depicted for the direct backscattering and counterpropagating signals.
In reconstructing the optical parameters of the particles, these functions are considered as known by means of inde-
pendent measurements, as previously illustrated.
[0078] In Fig. 6, the simulated signal as a function of time starting from the instant of emission of the laser pulse is
depicted.
[0079] In Fig. 7, the simulated, range-corrected signal is reported as a function of the distance from the lidar device.
The upper curve relates to the direct backdiffusion, while the lower one is the result of the backdiffusion of the counter-
propagating reflected signal. In order to point out the contribution of the solar light, the simulated signal for both day and
night measurements is reported in the Figure.
[0080] In Fig. 8, the aerosol backscattering coefficient profile is depicted, determined by applying the above-described
algorithm to the simulated signal, together with that presupposed in the simulation. The continuous curve represents
the trend of the backscattering coefficient assumed by hypothesis. The trends obtained in the day and night situations
are reported in the Figure.

Table 1

Laser Telescope

Energy per pulse (mJ) 0.5 Radius (cm) 15

Repetition frequency (Hz) 2000 Focal length (m) 1

Divergence (with Beam Expander) 0.1 Diaphragm opening (mm) 0.3

(mrad)

Wavelength (nm) 532 Angular opening (mrad) 0.3

Pulse duration (ns) < 40

Backreflector Receiving optics

Distance (m) 2000 Overall efficacy 0.5

Opening (m) 0.6 Pass-band interferential filter (nm) <3

Band transmissivity 0.3

Reflectivity 0.5 Integration time (s) 600

Detector

Quantum efficiency 0.3

Spatial resolution (signal) (m) 10 Background-day (cps) 2000

Laser beam - telescope axis distance (cm) 20 Background-night (cps) 0
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[0081] From the Figure, it is inferred that the backscattering coefficient profile is reconstructed with a deviation lower
than 1% for distances from about 200 m to 2 km (lidar-mirror distance). The overall spatial resolution results to be equal
to 6 m. The fluctuations which are present for distances lower than 200 m are due to the low intensity of the counter-
propagating backscattering signal and to the influence of the overlap function, which takes very low values for very small
distances.
[0082] In Fig. 9, the aerosol extinction coefficient profile is depicted, which is determined by applying the above-
described algorithm to the simulated signal (day and night), together with that assumed by hypothesis in the simulation.
[0083] The preciseness of the reconstruction of the hypothesized profile corresponds to a deviation which is lower
than 5% starting from a distance of 400 m. The overall spatial resolution results to be equal to about 50 m.
[0084] The simulation of the operation of the complete device demonstrates that the extinction and aerosol backdiffusion
coefficients can be determined in an absolute manner, without any hypotheses, with spatial resolutions of the order of
a few meters and time resolutions of 10 min, over distances of some kms and with a performance which is practically
identical for day and night measurements, using parameters corresponding to real working conditions and commercial
components. Furthermore, safety problems [9] when using laser sources are easily solved with those parameters, without
thereby decreasing performance.
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Claims

1. A method for the characterization of atmospheric particles by means of a lidar device (10), comprising:

sending a laser pulse in the atmosphere, a part of which (Dir) is backscattered by the particles (Sz) in the
atmosphere thus generating a direct backscattering signal that propagates towards the lidar device; and
detecting the direct backscattering signal,
characterized by
arranging a reflecting optical device (20) at a predetermined distance d from the lidar system, whereby a part
(Cp) of the laser pulse that directly reaches the reflecting device is backreflected and is later backscattered by
the particles (Sz) in the atmosphere thus generating a counterpropagating backscattering signal directed towards
the reflecting device, which signal reaches the reflecting device and is in turn backreflected by it towards the
lidar system,
detecting the counterpropagating backscattering signal and determining optical characteristics of the particles
on the basis of the detected direct backscattering signal and the detected counterpropagating backscattering
signal.

2. A method according to claim 1, in which the determination of the characteristics of the particles includes determining
the backscattering coefficient βp(z,λ) of the particles as a function of the distance z from the lidar device and the
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wavelength λ of the laser pulse, on the basis of the product of the detected direct backscattering signal and the
detected counterpropagating backscattering signal.

3. A method according to claim 1 or 2, in which the determination of the characteristics of the particles includes
determining the extinction coefficient αp(z,λ) of the particles as a function of the distance z from the lidar device and
the wavelength λ of the laser pulse, on the basis of the ratio between the detected counterpropagating backscattering
signal and the detected direct backscattering signal.

4. A method according to any of the preceding claims, wherein a further part of the laser pulse directly reaches the
reflecting device and is backreflected towards the lidar system without interacting with the particles, thus generating
a direct backreflection signal (RD), and wherein the direct backreflection signal is detected separately from said
direct and counterpropagating backscattering signals, and is used for calibrating the lidar device.

5. A lidar system for the characterization of atmospheric particles adapted to carry out the method of any of the preceding
claims, including
a lidar device (10), including a transmitter system (101, 102) for sending said laser pulse in the atmosphere, and a
receiver system (103, 104, 105) for detecting said direct and counterpropagating backscattering signals, and
a reflecting optical device (20) arranged at a predetermined distance d from the lidar device, and adapted to reflect
the part of the laser pulse directly reaching the reflecting device and the counterpropagating backscattering signal
towards the lidar device.

6. A lidar system according to claim 5, for the characterization of the atmospheric particles by means of a method
according to claim 4, in which said receiver system of the lidar device includes at least one detector (105) for detecting
said direct and counterpropagating backscattering signals, and a different detector (PD) for detecting the direct
backreflection signal.

Patentansprüche

1. Verfahren zur Charakterisierung von atmosphärischen Teilchen mittels einer Lidar-Vorrichtung (10), umfassend:

Senden eines Laserpulses in die Atmosphäre, wobei ein Teil davon (Dir) durch die Teilchen (Sz) in der Atmos-
phäre rückgestreut wird, wodurch ein direktes Rückstreusignal erzeugt wird, das sich in die Richtung der Lidar-
Vorrichtung ausbreitet, und
Erfassen des direkten Rückstreusignals,
gekennzeichnet durch
Anordnen einer reflektierenden optischen Vorrichtung (20) in einem vorgegebenen Abstand d von dem Lidar-
System, wodurch ein Teil (Cp) des Laserpulses, der die reflektierende Vorrichtung direkt erreicht, rückreflektiert
wird und später durch die Teilchen (Sz) in der Atmosphäre rückgestreut wird, wodurch ein sich in der Gegen-
richtung ausbreitendes Rückstreusignal erzeugt wird, das auf die reflektierende Vorrichtung gerichtet ist, wobei
das Signal die reflektierende Vorrichtung erreicht und durch diese wiederum in die Richtung des Lidar-Systems
rückreflektiert wird,
Erfassen des sich in der Gegenrichtung ausbreitenden Rückstreusignals und
Bestimmen der optischen Eigenschaften der Teilchen auf der Basis des erfassten direkten Rückstreusignals
und des erfassten, sich in der Gegenrichtung ausbreitenden Rückstreusignals.

2. Verfahren nach Anspruch 1, bei dem die Bestimmung der Eigenschaften der Teilchen das Bestimmen des Rück-
streukoeffizienten βp (z, λ) der Teilchen als Funktion des Abstands z von der Lidar-Vorrichtung und der Wellenlänge
λ des Laserpulses auf der Basis des Produkts aus dem erfassten direkten Rückstreusignal und dem erfassten, sich
in der Gegenrichtung ausbreitenden Rückstreusignal umfasst.

3. Verfahren nach Anspruch 1 oder 2, bei dem die Bestimmung der Eigenschaften der Teilchen das Bestimmen des
Extinktionskoeffizienten αp (z, λ) der Teilchen als Funktion des Abstands z von der Lidar-Vorrichtung und der
Wellenlänge λ des Laserpulses auf der Basis des Verhältnisses zwischen dem erfassten, sich in der Gegenrichtung
ausbreitenden Rückstreusignal und dem erfassten direkten Rückstreusignal umfasst.

4. Verfahren nach einem der vorhergehenden Ansprüche, bei dem ein weiterer Teil des Laserpulses direkt die reflek-
tierende Vorrichtung erreicht und in die Richtung des Lidar-Systems ohne Wechselwirkung mit den Teilchen rück-
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reflektiert wird, wodurch ein direktes Rückreflexionssignal (RD) erzeugt wird, und wobei das direkte Rückreflexi-
onssignal separat von dem direkten Rückstreusignal und dem sich in der Gegenrichtung ausbreitenden Rückstreu-
signal erfasst wird und zum Kalibrieren der Lidar-Vorrichtung verwendet wird.

5. Lidar-System zur Charakterisierung von atmosphärischen Teilchen, das zum Ausführen des Verfahrens nach einem
der vorhergehenden Ansprüche angepasst ist, umfassend
eine Lidar-Vorrichtung (10), die ein Sendersystem (101, 102) zum Senden des Laserpulses in die Atmosphäre und
ein Empfängersystem (103, 104, 105) zum Erfassen des direkten Rückstreusignals und des sich in der Gegenrich-
tung ausbreitenden Rückstreusignals umfasst, und
eine reflektierende optische Vorrichtung (20), die in einem vorgegebenen Abstand d von der Lidar-Vorrichtung
angeordnet ist und zum Reflektieren des Teils des Laserpulses, der die reflektierende Vorrichtung direkt erreicht,
und des sich in der Gegenrichtung ausbreitenden Rückstreusignals in die Richtung der Lidar-Vorrichtung angepasst
ist.

6. Lidar-System nach Anspruch 5 zur Charakterisierung von atmosphärischen Teilchen mittels eines Verfahrens nach
Anspruch 4, bei dem das Empfängersystem der Lidar-Vorrichtung mindestens einen Detektor (105) zum Erfassen
des direkten Rückstreusignals und des sich in der Gegenrichtung ausbreitenden Rückstreusignals und einen an-
deren Detektor (PD) zum Erfassen des direkten Rückreflexionssignals umfasst.

Revendications

1. Procédé pour la caractérisation de particules atmosphériques à l’aide d’un dispositif lidar (10), comprenant :

l’émission d’une impulsion laser dans l’atmosphère, dont une partie (Dir) est rétrodiffusée par les particules
(Sz) dans l’atmosphère générant ainsi un signal de rétrodiffusion directe qui se propage vers le dispositif lidar ; et
la détection du signal de rétrodiffusion directe,
caractérisé par
l’agencement d’un dispositif optique de réflexion (20) à une distance prédéterminée d du système lidar, moyen-
nant quoi une partie (Cp) de la impulsion laser qui atteint directement le dispositif de réflexion est rétroréfléchie
et plus tard rétrodiffusée par les particules (Sz) dans l’atmosphère générant ainsi un signal de rétrodiffusion de
contre-propagation dirigé vers le dispositif de réflexion, lequel signal atteint le dispositif de réflexion et est à son
tour rétroréfléchi par celui-ci vers le système lidar,
la détection du signal de rétrodiffusion de contre-propagation et la détermination des caractéristiques optiques
des particules sur la base du signal de rétrodiffusion directe détecté et du signal de rétrodiffusion de contre-
propagation détecté.

2. Procédé selon la revendication 1, dans lequel la détermination des caractéristiques des particules comporte la
détermination du coefficient de rétrodiffusion βp(z, λ) des particules en fonction de la distance z du dispositif lidar
et la longueur d’onde λ de la impulsion laser sur la base du produit du signal de rétrodiffusion directe détecté et du
signal de rétrodiffusion de contre-propagation détecté.

3. Procédé selon la revendication 1 ou 2, dans lequel la détermination des caractéristiques des particules comporte
la détermination du coefficient d’extinction αp(z, λ) des particules en fonction de la distance z du dispositif lidar et
la longueur d’onde λ de la impulsion laser sur la base du rapport entre le signal de rétrodiffusion de contre-propagation
détecté et le signal de rétrodiffusion directe détecté.

4. Procédé selon l’une quelconque des revendications précédentes, dans lequel une autre partie de la impulsion laser
atteint directement le dispositif de réflexion et est rétroréfléchie vers le système lidar sans interagir avec les particules,
générant ainsi un signal de rétroréflexion directe (RD) et dans lequel le signal de rétroréflexion directe est détecté
séparément desdits signaux de rétrodiffusion directe et de contre-propagation et est utilisé pour étalonner le dispositif
lidar.

5. Système lidar pour la caractérisation de particules atmosphériques adaptées pour réaliser le procédé selon l’une
quelconque des revendications précédentes, comportant
un dispositif lidar (10) incluant un système de transmission (101, 102) pour l’émission de ladite impulsion laser dans
l’atmosphère et un système de réception (103, 104, 105) pour la détection desdits signaux de rétrodiffusion directe
et de contre-propagation et
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un dispositif optique de réflexion (20) agencé à une distance prédéterminée d du dispositif lidar et adapté pour
réfléchir la partie de la impulsion laser atteignant directement le dispositif de réflexion et le signal de rétrodiffusion
de contre-propagation vers le dispositif lidar.

6. Système lidar selon la revendication 5, pour la caractérisation de particules atmosphériques à l’aide d’un procédé
selon la revendication 4, dans lequel ledit système de réception du dispositif lidar comporte au moins un détecteur
(105) pour la détection desdits signaux de rétrodiffusion directe et de contre-propagation et un détecteur différent
(PD) pour la détection du signal de rétroréflexion directe.
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