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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a method for
obtaining configurable circuitry. a machine-readable me-
dium having stored thereon instructions to perform the
method and a system coupled to a memory to perform
the method.

BACKGROUND OF THE INVENTION

[0002] Circuitry is universally used in many fields. It is
applicable to fluidics, optics, electronics, etc.
[0003] In the field of electronics, circuitry is used to
define, control, and direct operations, processing, sens-
ing, etc. Often the topology of a circuit will define its func-
tion.
[0004] For example, an embedded controller may be
built into a product and capable of providing control to
devices hooked up external to the controller. Interfaces
with such external devices may be classified depending
on direction of control/sensing as inputs, outputs, or bi-
directional. The particular configuration of inputs and out-
puts in embedded controllers may either be fixed or cus-
tomizable. For example, in a washing machine, the em-
bedded controller might have inputs from the tempera-
ture buttons or dials and outputs to control various motors
and valves within the machine. In this way, the embedded
controller provides a method for its embedded computer
to interact with the outside or real world.
[0005] Embedded controllers with a fixed configuration
of inputs and outputs are generally purchased off the
shelf and are quickly available from manufacturers’ stock.
Such controllers often utilize a modular system of in-
put/output interfaces to provide a method to customize
the number and type of input output interfaces. For ex-
ample, an expansion bus may be used to which the mod-
ular input/output (I/O) devices connect. This extra over-
head adds to the cost of the controller. This presents a
problem.
[0006] An embedded controller with just the correct
number of needed I/O ports requires a custom configu-
ration that must be specially designed and manufactured.
This requires considerable up front engineering costs.
Thus, custom configuration embedded controllers are
generally not an option unless production volume is high
enough to amortize the initial investment. A production
volume of 500 units per year is often suggested as the
volume needed to justify this initial cost. This presents a
problem. US6462978 relates to a method of designing a
semiconductor integrated circuit device, and a technique
effective in a case in which a plurality of circuits different
in characteristic from each other are prepared as a cell
library and a user selects a desired circuit from the cell
library in the course of design of a semiconductor inte-
grated circuit device.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] The invention is illustrated by way of example
in the figures of the accompanying drawings in which:

Figure 1 illustrates a network environment in which
the method and apparatus of the invention may be
implemented;

Figure 2 is a block diagram of a computer system
which may be used for implementing some embod-
iments of the invention;

Figure 3 illustrates one embodiment of the invention
showing a flowchart;

Figure 4A and Figure 4B illustrate one embodiment
of the present invention;

Figure 5 and Figure 6 illustrate embodiments of the
invention showing patterns on a PCB;

Figure 7 illustrates one embodiment of the invention
showing a 10 way switch based on hexagonal pack-
ing;

Figure 8 and Figure 9 illustrate embodiments of the
invention showing details of pads, traces, and a via;

Figure 10 illustrates one embodiment of the invention
showing a perspective and side view of heat flow
from a solder pad through a via to an isolated island;

Figure 11 illustrates one embodiment of the invention
showing a PCB stackup;

Figure 12 illustrates one embodiment of the invention
showing a board stiffener;

Figure 13A, Figure 13B, Figure 13C, and Figure 13D
illustrate an embodiment of the invention;

Figure 14A, Figure 14B, Figure 14C, and Figure 14D
illustrate an embodiment of the invention;

Figure 15A and Figure 15I illustrate embodiments of
the invention in schematic form;

Figure 15B illustrates one embodiment of the inven-
tion in the form of a layout on a PCB;

Figure 15C, Figure 15D, Figure 15E, Figure 15F, Fig-
ure 15G, and Figure 15H illustrate embodiments of
the invention showing various components that may
be placed in Figure 15B;

Figure 16A illustrates one embodiment of the inven-
tion where the configurable circuitry has two transis-
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tors and other added components;

Figure 16B illustrates one embodiment of the inven-
tion in the form of a layout on a PCB;

Figure 16C, Figure 16D, Figure 16E, and Figure 16F
illustrate embodiments of the invention showing var-
ious components that may be placed in Figure 16B;

Figure 17 illustrates one embodiment of the invention
showing analog input sensing and A/D conversion;

Figure 18 and Figure 19 illustrates embodiments of
the invention showing how an embodiment of Figure
17 may operate;

Figure 20 illustrates one embodiment of the invention
showing a process flow; and

Figure 21 illustrates one embodiment of the invention
showing how non-volatile information may be used.

[0008] The presently disclosed methods may also be
used in manufacturing a customizable embedded con-
troller such as a single board computer (SBC), a pro-
grammable logic controller (PLC), etc. The design and
function of, for example, the input/output can be custom-
ized by controlling the physical placement of compo-
nents. For example, arrays of prearranged connection
points, such as, but not limited to, solder pads may accept
resistors, capacitors, inductors, logic circuits, transistors,
and other PCB components in a variety of arrangements.
For example, rectangular and hexagonal patterns of sol-
der pads allows PCB components to be installed in var-
ious orientations, each orientation may correspond to a
different functionality, a different circuit, etc. for the em-
bedded controller.
[0009] Also disclosed is that heat generated by com-
ponents mounted on a Printed Circuit Board (PCB) is
thermally conducted to electrically isolated, yet thermally
connected, islands of the PCB. For example, heat may
be conducted to islands located in the ground, power
plane, or other planes and may be conducted to another
plane via, for example, a thin layer of less thermally con-
ductive insulation.
[0010] In one embodiment of the present invention a
customer may interact with a system to define the cus-
tomizations needed. For example, a customer may select
the specific customization for a particular board by using
a computer aided design (CAD) tool implemented and
accessed via, for example, a web browser, a spread-
sheet, or custom program. The customer’s choices are
entered into a database and used to program a surface
mount placement machine and final test station so that
an embedded controller with the desired configuration is
automatically manufactured and tested. Additionally, the
customer’s inputs may be used to generate a customized
user schematic, function table, software drivers, software

declarations, and/or instruction manual for the resulting
product.
[0011] In one embodiment of the invention, the config-
urable circuitry may be implemented as reconfigurable
cells that may be configured during a manufacturing proc-
ess. For example, a reconfigurable cell may be an area
on a printed circuit board (or several areas connected)
that has a fixed pattern of component pads and intercon-
necting traces. Components of different types may be
placed in different locations where it is possible for the
component to match up (i.e. connect) with appropriate
solder pads. During the manufacturing process the circuit
may take on different functionality depending upon the
components connected to the pads and the locations in
which they are placed.
[0012] In one embodiment of the invention, the config-
urable circuitry in the form of cells are fabricated at the
time the PCB is fabricated. The configurability is then
determined at the time the PCB is assembled with, for
example, surface mount components. For example, in
one embodiment of the invention, a product with input-
output connections and other functionality is customized
in the manufacturing process via surface mount place-
ment of components in response to customer specifica-
tions. Such customer specifications may be entered via
web pages accessible using a standard Internet browser.
The configurable circuitry has components, for example
chip resistors, transistors,
[0013] In one embodiment, the present invention may
be used in manufacturing a customizable embedded con-
troller such as a single board computer (SBC), a pro-
grammable logic controller (PLC), etc. The design and
function of, for example, the input/output can be custom-
ized by controlling the physical placement of compo-
nents. For example, arrays of prearranged connection
points, such as, but not limited to, solder pads may accept
resistors, capacitors, inductors, logic circuits, transistors,
and other PCB components in a variety of arrangements.
In one embodiment, rectangular and hexagonal patterns
of solder pads allows PCB components to be installed in
various orientations, each orientation may correspond to
a different functionality, a different circuit, etc. for the em-
bedded controller.
[0014] In one embodiment of the present invention
heat generated by components mounted on a Printed
Circuit Board (PCB) is thermally conducted to electrically
isolated, yet thermally connected, islands of the PCB.
For example, heat may be conducted to islands located
in the ground, power plane, or other planes and may be
conducted to another plane via, for example, a thin layer
of less thermally conductive insulation.
[0015] In one embodiment of the present invention a
customer may interact with a system to define the cus-
tomizations needed. For example, a customer may select
the specific customization for a particular board by using
a computer aided design (CAD) tool implemented and
accessed via, for example, a web browser, a spread-
sheet, or custom program. The customer’s choices are
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entered into a database and used to program a surface
mount placement machine and final test station so that
an embedded controller with the desired configuration is
automatically manufactured and tested. Additionally, the
customer’s inputs may be used to generate a customized
user schematic, function table, software drivers, software
declarations, and/or instruction manual for the resulting
product.
[0016] In one embodiment of the invention, the config-
urable circuitry may be implemented as reconfigurable
cells that may be configured during a manufacturing proc-
ess. For example, a reconfigurable cell may be an area
on a printed circuit board (or several areas connected)
that has a fixed pattern of component pads and intercon-
necting traces. Components of different types may be
placed in different locations where it is possible for the
component to match up (i.e. connect) with appropriate
solder pads. During the manufacturing process the circuit
may take on different functionality depending upon the
components connected to the pads and the locations in
which they are placed.
[0017] In one embodiment of the invention, the config-
urable circuitry in the form of cells are fabricated at the
time the PCB is fabricated. The configurability is then
determined at the time the PCB is assembled with, for
example, surface mount components. For example, in
one embodiment of the invention, a product with input-
output connections and other functionality is customized
in the manufacturing process via surface mount place-
ment of components in response to customer specifica-
tions. Such customer specifications may be entered via
web pages accessible using a standard Internet browser.
The configurable circuitry has components, for example
chip resistors, transistors, etc. installed (or placed by an
SMT machine) in variable locations. Depending upon the
customer specifications, the system may also calculate
such things as thermal dissipation and may place com-
ponents so that heat flow is enhanced. For example, com-
ponents may be spaced based on heat dissipation, or
grouped for even heat distribution, and/or connections
may be made or components paced, to assist in conduct-
ing heat away, to for example, islands on or within the
PCB.
[0018] Figure 3 illustrates one embodiment of the in-
vention 300 showing a flowchart. At 302 inputs from a
user are received. At 304 a design based on the user
inputs received is generated and/or looked up. At 306
files necessary for a variety of operations, such as, but
not limited to design, documentation, testing, manufac-
turing, etc. are output.
[0019] As illustrated in Figure 3, at 302 the user inputs
may be received from a variety of sources, for example,
the user may be situated at a CAD workstation, the inputs
may come from the results of a discussion the user has
with a factory representative, the user may be commu-
nicating the results from selections on a website, etc. At
304 the design based on the user inputs may, if it was
previously done, be looked up. If the design is new then

it may be checked. For example, the design may be
checked for such things as, but not limited to, thermal
considerations, parameter specifications, performance,
manufacturability, logical correctness, electrical safety,
etc. At 306 files necessary for implementing, testing,
manufacturing, and documenting the design, among oth-
er things, are created. One of skill in the art will appreciate
that many such files may be needed. For example, test
specifications to assure performance with respect to stat-
ic electricity susceptibility may be needed so that a hi-
pot test may be performed.
[0020] Figure 4A and Figure 4B illustrate one embod-
iment 400 of the present invention. Figure 4A illustrates
in schematic form a switched arrangement having a com-
mon terminal 402, a resistance 404 (which may be zero
ohms), and six contact points 411, 412, 413, 414, 415,
and 416. The resistance 404 may be connected between
402 and any of the six contact points 411, 412, 413, 414,
415, and 416. Figure 4B shows one embodiment of the
present invention with a common solder pad (or common
connection) 402, a resistor 404 (such as, but not limited
to a chip resistor), and six contact points 411, 412, 413,
414, 415, and 416 in the form of six individual solder
pads. The resistance 404 (which may be a zero ohm
resistor) may be connected between 402 and any of the
six contact points 411, 412, 413, 414, 415, and 416 by
placing the resistance 404 between pad 402 and one of
the six contact pads 411, 412, 413, 414, 415, and 416.
One of skill in the art will appreciate that the resistance
404 merely represents a component and that other com-
ponents, such as, but not limited to, capacitors, inductors,
crystals, diodes, or combinations of components may be
substituted in place of the resistance 404. For example,
an RC filter may be constructed such that the capacitance
is switched to various resistances to achieve the desired
roll-off.
[0021] Figure 5 illustrates one embodiment of the in-
vention 500 showing patterns on a PCB. Here there is a
3x3 array of pads (such as 502) and a component (such
as 504) shown. In one position component 504 is hori-
zontally oriented and in another vertically oriented. In this
embodiment, the pads are square-shaped and they are
placed substantially in a rectangular (or square-shaped)
pattern. For sake of illustration only the outline if compo-
nent 504 is shown so that the placement with respect to
patterns 502 may be more clearly seen.
[0022] Figure 6 illustrates one embodiment of the in-
vention 600 showing patterns on a PCB. Here there are
11 pads (such as 602) and a component (such as 604)
shown. The pads are hexagonal in shape the arrange-
ment of the pads is hexagonal in shape. In one position
component 604 is oriented 30 degrees counter-clock-
wise from a vertical, and in another 30 degrees clockwise
from a vertical. For sake of illustration only the outline if
component 604 is shown so that the placement with re-
spect to pads 602 may be more clearly seen.
[0023] Figure 5 and Figure 6 illustrate how components
may be placed in alternative positions. For example, chip
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resistors, including zero ohm jumpers, provide circuit
flexibility. Chip resistors may be placed at different loca-
tions (X, Y, theta) with differing degrees of rotation. For
manufacturing consistency the aspect of a chip resistor
relative to the mating pads should be uniform. For exam-
ple, this is shown in Figure 5 where square pads are used
when rotations are multiples of 90 degrees and in Figure
6 where hexagonal pads are used when rotations are
multiples of 60 degrees. One of skill in the art will appre-
ciate that this approach may be extended to higher order
polygons. For example, where an array of W pads would
normally require that components be rotated by an angle
of 360/W with respect to the previous pad, a specific pad
shape of a regular polygon with W sides may be used.
For example, where 5 pads are needed, and each may
be rotated by 360/5 degrees, or 72 degrees.
[0024] Figure 4, Figure 5, and Figure 6 show compo-
nent placement between two pads. This was for illustra-
tive purposed only, however, the invention is not so lim-
ited and multiple components may by interconnected to
provide greater flexibility and functionality. For example
a 10-way switch.
[0025] Figure 7 illustrates one embodiment of the in-
vention 700 showing a 10 way switch based on hexag-
onal packing. For sake of illustration assume that com-
ponent 704 and 706 are zero ohm components. At 701
is a common terminal that depending on the placement
of component 704 and 706 will connect to one of 10 ter-
minals 711, 712, 713, 714, 715, 16, 717, 718, 719,720.
Common terminal 701 is a link connecting to pad 752.
703 represents a link connecting pads 754 and 756.
[0026] As illustrated in Figure 7 a connection is made
between 701 and 715. The connection is as follows: 701
is connected to 752, then through component 704, to
754, then through link 703 to 756, then from 756 through
component 706 to 715.
[0027] For a 701 connection to one of the first three
positions 711, 712, or 713, component 704 would be po-
sitioned from 752 to 711, 712, or 713 respectively. Since
704 is not in communication with 754, component 706
regardless of whether connected or not to 714, 715, 716,
717, or 718 will not make a connection with 701.
[0028] For a 701 connection to positions four through
eight (714, 15, 716, 717, 718 respectively), component
704 would be positioned from 752 to 754, and component
706 would be positioned from 756 to 714, 715, 716, 717,
718 respectively.
[0029] For a 701 connection to positions 9 and 10 (719,
720 respectively), component 704 would be positioned
from 752 to 719, or 720 respectively. Since 704 is not in
communication with 754, component 706 regardless of
whether connected or not to 714, 715, 716, 717, or 718
will not make a connection with 701.
[0030] One of skill in the art will appreciate that an N-
way switch of any dimension may be constructed by add-
ing more pads, links, and components. Additionally it is
to be appreciated that if the switch is in one position,
components may be placed on others as well. For exam-

ple, in Figure 7, components for circuitry may be placed,
for example connecting 711 and 712, 719 and 718, etc.
[0031] Figure 8 illustrates one embodiment of the in-
vention 800 showing details of pads, traces, and a via.
At 802 is a hexagonal pad showing some dimensions
suitable for a 0402 package size. A hexagonal arrange-
ment of pads (such as 808) are shown. Outlines showing
where components may be placed are outlined, such as
804. At 806 is a via (a through hole) which is in electrical,
mechanical, and electrical contact with the pad labeled
808. Also shown for the array spacing is a trace 810 being
routed between the pads.
[0032] One of skill in the art will appreciate that the
array may be sized to fit the trace widths and component
sizes. For example, Figure 9 illustrates one embodiment
of the invention 900 showing a pattern, with a 6 mil (mil
= 0.001 inch) trace 910 connecting to a pad, which may
be suitable for 0201 sized components.
[0033] Figure 10 illustrates one embodiment of the in-
vention 1000 showing a perspective view (top) and side
view (bottom) of heat flow from a solder pad 1002 through
a via 1004 to an isolated island 1006. Heat from the iso-
lated island 1006 may then be spread to, in this example,
the power and/or ground plane by thermal conduction.
The island 1006 acts as a heat spreader effectively low-
ering the thermal resistance by having a larger surface
area than the solder pad 1002 alone.
[0034] One of skill in the art will appreciate that by con-
ducting heat away from components, such as chip resis-
tors, the power dissipation of the component may be in-
creased, possibly allowing the use of smaller compo-
nents which may allow circuits to be smaller, possibly
resulting in economic efficiency.
[0035] Figure 11 illustrates one embodiment of the in-
vention 1100 showing a PCB stackup. Here at 1102 is
shown a gull wing surface mount component. At 1104
are circuit routing layers, at 1106 are power and ground
layers (planes), and 1104 and 1106 are shown separated
by 4 mil prepreg (pre impregnated) layers. Also shown
is 1108 a board stiffener that is bonded to the circuit
board. As illustrated the board stiffener 1108 may be
made of coated steel (such as copper, aluminum, etc.),
or fiberglass (such as FR4) which has drilled and PTH
(plated through holes) for increased heat conductivity
(i.e. reduced thermal resistance).
[0036] One of skill in the art will appreciate that the
PCB stackup as shown in Figure 11 divides the PCB into
active layers and a heat conductive stiffener. This stack-
up improves heat conduction from surface mount com-
ponents to the heat dissipative ground and power planes
by keeping the intervening layers of insulating fiberglass
thin while still preserving board stiffness provided by the
stiffener. The heat conductive properties may allow the
use of smaller components that may contribute to eco-
nomic feasibility.
[0037] Figure 12 illustrates one embodiment of the in-
vention 1200 showing a board stiffener 1202. The top
view (top diagram) of board stiffener 1202, shows plated
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through holes 1204; and arrows 1206 showing heat flow.
In the lower diagram is a side view of board stiffener
1202, showing plated through holes 1204, and arrows
1206 showing heat flow. For example, the board stiffener
may contain twenty 2 mm in diameter copper plated holes
per square inch. The plated through holes, having a me-
tallic lining, greatly increases the thermal conductivity of
the board stiffener.
[0038] Figure 13A, Figure 13B, Figure 13C, and Figure
13D illustrate an embodiment of the invention 1300. Fig-
ure 13A shows component 1302 which is a SOT23 type
package which may house a variety of different transis-
tors. For convenience of discussion, component 1302
has 3 leads denoted 1302D, 1302S, and 1032G which
may represent, depending upon the type of transistor,
drain or collector, source or emitter, and gate or base
respectively. At 1304 is a layout having 4 pads with a
connection 1306 between two of the pads. At Figure 13B
the component 1302 is placed on the pads as indicated
with the resulting connections, moving from center top
clockwise, 1302D, 1302G (via 1306), 1302S, and 1302G.
At Figure 13C the component 1302 is placed as on the
pads as indicated with the resulting connections, moving
from center top clockwise, 1302S,1302G,1302D, and
1302G (via 1306). Thus, the placement of the component
determines the connection. Figure 13D illustrates sche-
matically, the possible combinations possible with the
placement.
[0039] Figure 14A, Figure 14B, Figure 14C, and Figure
14D illustrate an embodiment of the invention 1400,1420,
and 1430 respectively. Figure 14A illustrates a 5 pad con-
figuration 1404 having one of the pads connected to com-
mon 1406, two at G (Ground), one at first supply voltage,
for example, +5V, and one at another supply voltage, for
example, +24V. At Figure 14B a component 1402, for
example, a SOT23 package having two diodes is placed
as shown. In this configuration the protective diodes in
1402 provide suppression of voltages dropping below
ground and above +24V. At Figure 14C a component
1402, for example, a SOT23 package having two diodes
is placed as shown. In this configuration the protective
diodes in 1402 provide suppression of voltages dropping
below ground and above +5V. Figure 14D shows sche-
matically the circuit for the configurations in Figure 14B
and Figure 14C. One of skill in the art will appreciate that
other electrical or electronic devices may be in compo-
nent 1402. For example, for static protection, back to
back zener diodes may be in 1402 providing a connection
between common 1406 and ground only.
[0040] Figure 15A illustrates one embodiment of the
invention 1500 in schematic form. At 1502 is a digital
input, at 1504 an external I/O, and at 1506 an analog or
digital output, and at 1508 a test point. Also as indicated
are positions for resistors: R1, R2A, R2B, R3A, R3B,
R4A, R4B, R5, R6, R7; and capacitor: C1. Also shown
are transistor: Q1, +5V,+3.3V, and ground.
[0041] Figure 15B illustrates one embodiment of the
invention 1520 in the form of a layout on a PCB. At the

locations indicated are where the schematic entries in
Figure 15A may be placed. A plus inside a trace denotes
the +5V supply, and a minus inside a trace denotes
ground. One of skill in the art will appreciate that many
different PCB layouts are possible. For example, if resis-
tive components can only be placed horizontally, then
pads associated with R2B, R5, and R6 may be reposi-
tioned.
[0042] Figure 15C illustrates one embodiment of the
invention showing various components that may be
placed in Figure 15B. The resulting circuit is a transmis-
sion line driver which may be used for an unterminated
line. For example, the values noted are appropriate to
drive a 100 ohm unterminated transmission line (shown
by twisted wires).
[0043] Figure 15D illustrates one embodiment of the
invention showing various components that may be
placed in Figure 15B. The resulting circuit is a non-in-
verting logic driver. Note that as illustrated, R2A is a low
value (including 0 ohm) resistor.
[0044] Figure 15E illustrates one embodiment of the
invention showing various components that may be
placed in Figure 15B. The resulting circuit is an inverting
logic driver using an open collector output.
[0045] Figure 15F illustrates one embodiment of the
invention showing various components that may be
placed in Figure 15B. The resulting circuit is a sinking
driver. As illustrated the driver may be connected to an
inductive load, and so to absorb Ldi/dt spikes diodes are
used.
[0046] Figure 15I illustrates one embodiment of the in-
vention showing a portion of the schematic as shown in
Figure 15A. At 1504 is an external I/O, at 1506 an analog
digital output, and 1508 a voltage supply.
[0047] Figure 15G illustrates one embodiment of the
invention showing various components that may be
placed in Figure 15I. The resulting circuit is an input circuit
with attenuation and filtering.
[0048] Figure 15H illustrates one embodiment of the
invention showing various components that may be
placed in Figure 15I. The resulting circuit is an input circuit
with excitation of the load. For example, the load may be
a switch, a sensor, etc.
[0049] Figure 16A illustrates one embodiment of the
invention 1600 where the configurable circuitry has two
transistors (Q1 at 1602, and Q2 at 1604) and other added
components. One of skill in the art will appreciate that
the present invention may use any number of compo-
nents in a reconfigurable cell.
[0050] Figure 16B illustrates one embodiment of the
invention 1620 in the form of a layout on a PCB. At the
locations indicated components correspond with the
schematic entries in Figure 16A. One of skill in the art
will appreciate that many different PCB layouts are pos-
sible.
[0051] Figure 16C illustrates one embodiment of the
invention showing various components that may be
placed in Figure 16B. The resulting circuit is an open
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collector output that may be used, for example, with a
matrix keypad.
[0052] Figure 16D illustrates one embodiment of the
invention showing various components that may be
placed in Figure 16B. The resulting circuit is a current
limited sink which is short circuit proof.
[0053] Figure 16E illustrates one embodiment of the
invention showing various components that may be
placed in Figure 16B. The resulting circuit is an input for
a contact that provides a wetting current for the contact
and an input filter.
[0054] Figure 16F illustrates one embodiment of the
invention showing various components that may be
placed in Figure 16B. The resulting circuit is a tempera-
ture measuring circuit connected to a thermistor.
[0055] Figure 17 illustrates one embodiment of the in-
vention 1700 showing analog input sensing and A/D con-
version. At 1704 is a ramp generator outputting a signal.
The ramp signal which may have digital and/or other
noise on it is communicated to an RC filter 1706 at the
front end of a ramp calibration comparator, and to 1 to N
analog input (1702-1 to 1702-N). The filtered ramp signal
goes into one input of a comparator in the ramp calibra-
tion comparator 1708, and one input of a comparator for
each of the 1 to N analog inputs (blocks 1702-1 to 1702-
N). For the ramp calibration the other input to the com-
parator 1708 is tied to a known reference voltage. For
the 1 to N analog inputs (blocks 1702-1 to 1702-N) the
other input to each comparator is tied to a respective
analog signal to be sensed. All the comparator outputs
are fed into a digital multiplexer 1710 the selectable out-
put of which is connected to a digital time measurement
unit 1712. By measuring the time for a comparator to
"switch" state, it is possible to determine the analog volt-
age. The ramp calibration comparator 1708 provides a
known reference for calibrating the count of a time meas-
uring unit.
[0056] Figure 18 illustrates one embodiment of the in-
vention 1800 showing how an embodiment of Figure 17
may operate. For sake of discussion the vertical axis rep-
resents a voltage, the horizontal axis time and starting
at 0V and 0sec is a ramp 1802, such as may be generated
by the ramp generator 1704 in Figure 17. Vref represents
a reference voltage such as that in Figure 17, and Input
1 and Input 2 represent analog inputs. As the ramp 1802
rises comparators will switch state based on the input
voltages. The comparator associated with Vref in Figure
18 switches at 1V and the time to switch is tVref as illus-
trated at 100 microseconds. With the 1V at 100us as a
known point, a microprocessor could easily calculate that
since tInput1 is 60us that the analog Input 1 voltage is
0.60V. Likewise the tInput2 being at 120us relates to In-
put 2 being a 1.2V signal. For illustration purposes only
the ramp 1802 is shown as linear. One of skill in the art
will appreciate that with a known waveform, such as an
RC curve, a microprocessor can calculate the voltage
knowing the waveform. Additionally, one of skill in the art
will appreciate that a time measurement may be made

by "gating" a known frequency source and counting the
resulting cumulative count. For example, 100 counts of
a 1MHz clock is 100us.
[0057] Figure 19 illustrates one embodiment of the in-
vention 1900 showing how an embodiment of Figure 17
may operate. For sake of discussion the vertical axis rep-
resents a voltage, the horizontal axis time and starting
at 0V and 0sec is a rising ramp 1902, such as may be
generated by the ramp generator 1704 in Figure 17. Ad-
ditionally a falling ramp 1904 is shown as may be gen-
erated by the ramp generator 1704 in Figure 17. Vref
represents a reference voltage such as that in Figure 17,
and
[0058] Input 1 and Input 2 represent analog inputs. As
the ramp 1902 rises comparators will switch state based
on the input voltages and as ramp 1904 falls comparators
will switch state. Based on the resulting switching times
of the comparators, the voltages may be derived. For
illustration purposes only the ramp 1902 and 1904 are
shown as linear. One of skill in the art will appreciate that
with a known waveform, such as a sawtooth, a micro-
processor can calculate the voltage knowing the wave-
form. Additionally, one of skill in the art will appreciate
that a time measurement may be made by counting puls-
es from a known frequency source during an interval.
[0059] Vref as used in any analog conversion may limit
the resolution of the measurement. In one embodiment
of the invention, Vref need not be an absolute value, but
may be a known accurate value. Thus Vref may be meas-
ured at testing time and its value or a compensation value
may be stored, for example, in non-volatile memory such
as flash.
[0060] Figure 20 illustrates one embodiment of the in-
vention 2000. At 2002 inputs from the user are received
and at 2004 the user inputs are checked to see it they
are acceptable. If the inputs are not acceptable than at
2003 information is presented to the user so that they
may provide acceptable inputs. If the inputs are accept-
able at 2004 then at 2006 a check is made to see if all
inputs have been received. If not then more inputs (at
2002) may be input. If all inputs have been received (at
2006) then at 2008 the design based on the user inputs
(from 2002) is documented. At 2010 a check is made to
see if any of the user inputs requested non-volatile (NV)
storage of any of the inputs, such as, for example, names
of I/O ports, mnemonics, URL addresses, passwords,
user names, etc., and if so then at 2011 the information
is stored, in for example, a flash memory on a microproc-
essor or another component on a board, such as a flash
BIOS (basic input output system). If there is no storage
request, or after storing the information, at 2012 compo-
nent placement information is generated based on the
design which is based on the user inputs. At 2014 testing
information is generated to test the resulting configurable
circuitry. At 2016 a user manual incorporating the result
of the configurable circuitry is documented in a user man-
ual. At 2018 the components are placed and attached to
the product. The product is then tested at 2020, and at

11 12 



EP 2 479 690 B1

8

5

10

15

20

25

30

35

40

45

50

55

2022 the product is shipped.
[0061] One of skill in the art will appreciate that the
sequence of operations in Figure 20 are illustrative and
not limiting and may occur in different temporal se-
quence. For example, the user manual may be generated
just before the product is shipped and after the product
has been tested. Additionally, the user manual may be,
for example, a PDF file that is immediately sent to the
user after all inputs are received and before the product
is manufactured.
[0062] Additionally, the non-volatile storage at 2011
may be used for other purposes as well. For example,
the customer may enter mnemonic names for each input
or output and these mnemonic names may be saved in
non-volatile memory, or in a computer database in an
account belonging to the user, and subsequently used
by the customer during the writing of code. In one em-
bodiment, the customer may enter additional explanatory
notes related to the design and to each input and output.
These notes become a permanent part of the design
specification and can be accessed as system documen-
tation during servicing and monitoring of the product in
operation. The information may also be stored in files
where it may be accessible by a software (such as C)
compiler or used by a developer/customer during the writ-
ing of code for the product. During testing of the product,
calibration information about the product may be stored
in on board non-volatile memory.
[0063] In one embodiment, the product may have its
own operating system. The operating system can auto-
matically make use of notes, instructions, customized in-
put/output names and other information entered by the
customer during the design phase. In this manner the
condition of the product, used in say a remote system
connected to the Internet, can be monitored over the In-
ternet without writing any special software. The operating
system may be loaded in non-volatile memory at the time
of manufacture.
[0064] Figure 21 illustrates one embodiment of the in-
vention 2100 showing how non-volatile information, such
as that at 2011 in Figure 20, may be used. At 2102 the
product is powered up. At 2104 a check is made to see
if any special information, such as that stored at 2011 in
Figure 20, is available. If not then the product may boot
with a default 2103. If special information is available
then at 2106 the information is retrieved and at 2108 the
product boots using the information. At 2110 a check is
made to see if periodic updates have been requested,
such as instructions in the special information. If no up-
dates are requested then at 2111 operation in a no update
mode is run. If periodic updates have been requested
then the system operates 2112, and then checks for an
update 2114. When to check for an update may be based
on such things as, but not limited to, time, execution up-
time, day of the week, being powered up or down, being
connected to a network, etc. At 2116 if an update is not
available then operation resumes at 2112. If an update
is available then at 2118 the update is retrieved. After

the update is stored at 2120, operation begins again at
2104.
[0065] For example, in one embodiment, the product
may be shipped to an end user site, connected to a cor-
porate network that is connected to the Internet, and then
automatically loaded with software by automatically
downloading the software from the Internet. In this em-
bodiment, the information loaded into the non-volatile
memory at the factory will have the capability to store
instruction and information such as network location (for
instance a URL or IP address) entered by the customer
so that it may access the network location later and au-
tomatically download necessary software and/or soft-
ware updates. In this way, the product can install itself,
including the necessary application software, and sub-
sequently periodically check the web site or other loca-
tions for software updates. This may be accomplished
by a web utility that maintains separate accounts for dif-
ferent customers or products and which can be accessed
by the product.
[0066] While the above discussion of embodiments of
the present invention have used solder pads and SMT
(surface mount technology), one of skill in the art will
appreciate that other device connection technologies are
also applicable. For example through hole, and PTH
(plated through hole) technology and components may
also be configured to provide customizable circuitry. Ad-
ditionally, the invention is not so limited and a combina-
tion of SMT and through hole technologies may be used.
[0067] Use of the term "solder pads" or similar lan-
guage is for convenience is not to be interpreted to limit
the present invention to the use of "solder." Other con-
nection technologies, such as welding, adhesive bond-
ing, and other approaches may be used. Current trends
in the industry are to try and limit the use of lead and so,
as used in this description, solder pads refers to a con-
nection point for component connection.
[0068] Additionally, while the description, for sake of
illustration, showed only a single side of a PCB being
used, the invention is not so limited and use of compo-
nents on both sides, or even within (for example via re-
sistors) a PCB are possible. For example for a config-
urable circuit such as that illustrated in Figure 16A may
have part of the components located on one side of a
PCB the rest on the other side. So, for example, in Figure
16A the top half of the circuit (above the 2 parallel hori-
zontal lines) may be on one side of the PCB with the
lower half of the circuit (below the 2 parallel horizontal
lines) may be on the other side of the PCB.
[0069] One of skill in the art will appreciate that the
techniques described may be extended to handle larger
or smaller components, lower power or higher power
components, etc.
[0070] Additionally, while separate input and output
functions have been shown, the invention is not so limited
and may have both inputs and outputs operational, pro-
viding for I/O functionality. Further digital and analog
functionality may be practiced. Also control of AC volt-
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ages may also be achieved by, for example, using triacs,
etc.
[0071] Circuitry as described above has been illustrat-
ed by electrical and electronic circuits using passive and
active devices. The invention is not so limited. What is
to be appreciated is that configurable connections are
being made. Thus the techniques described are applica-
ble to other fields, such as, but not limited to fluidics,
optics, electronics, etc. For example fluidic components
may be configured in a fixed set of "patterns" such that
they may provide different functionality. Additionally
there are many optical equivalents to electrical/electronic
components and one of skill in the art will appreciate that
their arrangement in a set of positions in an array will
lead to different optical "circuits."
[0072] Thus a method and apparatus for configurable
circuitry have been described.
[0073] Figure 1 illustrates a network environment 100
in which the techniques described may be applied. The
network environment 100 has a network 102 that con-
nects S servers 104-1 through 104-S, and C clients 108-1
through 108-C. More details are described below.
[0074] Figure 2 illustrates a computer system 200 in
block diagram form, which may be representative of any
of the clients and/or servers shown in Figure 1, as well
as, devices, clients, and servers in other Figures, and in
which the techniques described may be applied. More
details are described below.
[0075] Referring back to Figure 1, Figure 1 illustrates
a network environment 100 in which the techniques de-
scribed may be applied. The network environment 100
has a network 102 that connects S servers 104-1 through
104-S, and C clients 108-1 through 108-C. As shown,
several computer systems in the form of S servers 104-1
through 104-S and C clients 108-1 through 108-C are
connected to each other via a network 102, which may
be, for example, a corporate based network. Note that
alternatively the network 102 might be or include one or
more of: the Internet, a Local Area Network (LAN), Wide
Area Network (WAN), satellite link, fiber network, cable
network, or a combination of these and/or others. The
servers may represent, for example, disk storage sys-
tems alone or storage and computing resources. Like-
wise, the clients may have computing, storage, and view-
ing capabilities. The method and apparatus described
herein may be applied to essentially any type of commu-
nicating means or device whether local or remote, such
as a LAN, a WAN, a system bus, etc.
[0076] Referring back to Figure 2, Figure 2 illustrates
a computer system 200 in block diagram form, which may
be representative of any of the clients and/or servers
shown in Figure 1. The block diagram is a high level con-
ceptual representation and may be implemented in a va-
riety of ways and by various architectures. Bus system
202 interconnects a Central Processing Unit (CPU) 204,
Read Only Memory (ROM) 206, Random Access Mem-
ory (RAM) 208, storage 210, display 220, audio, 222,
keyboard 224, pointer 226, miscellaneous input/output

(I/O) devices 228, and communications 230. The bus
system 202 may be for example, one or more of such
buses as a system bus, Peripheral Component Intercon-
nect (PCI), Advanced Graphics Port (AGP), Small Com-
puter System Interface (SCSI), Institute of Electrical and
Electronics Engineers (IEEE) standard number 1394
(FireWire), Universal Serial Bus (USB), etc. The CPU
204 may be a single, multiple, or even a distributed com-
puting resource. Storage 210, may be Compact Disc
(CD), Digital Versatile Disk (DVD), hard disks (HD), op-
tical disks, tape, flash, memory sticks, video recorders,
etc. Display 220 might be, for example, a Cathode Ray
Tube (CRT), Liquid Crystal Display (LCD), a projection
system, Television (TV), etc. Note that depending upon
the actual implementation of a computer system, the
computer system may include some, all, more, or a re-
arrangement of components in the block diagram. For
example, a thin client might consist of a wireless hand
held device that lacks, for example, a traditional key-
board. Thus, many variations on the system of Figure 2
are possible.
[0077] For purposes of discussing and understanding
the invention, it is to be understood that various terms
are used by those knowledgeable in the art to describe
techniques and approaches. Furthermore, in the descrip-
tion, for purposes of explanation, numerous specific de-
tails are set forth in order to provide a thorough under-
standing of the present invention. It will be evident, how-
ever, to one of ordinary skill in the art that the present
invention may be practiced without these specific details.
In some instances, well-known structures and devices
are shown in block diagram form, rather than in detail, in
order to avoid obscuring the present invention. These
embodiments are described in sufficient detail to enable
those of ordinary skill in the art to practice the invention,
and it is to be understood that other embodiments may
be utilized and that logical, mechanical, electrical, and
other changes may be made without departing from the
scope of the present invention.
[0078] Some portions of the description may be pre-
sented in terms of algorithms and symbolic representa-
tions of operations on, for example, data bits within a
computer memory. These algorithmic descriptions and
representations are the means used by those of ordinary
skill in the data processing arts to most effectively convey
the substance of their work to others of ordinary skill in
the art. An algorithm is here, and generally, conceived
to be a self-consistent sequence of acts leading to a de-
sired result. The acts are those requiring physical ma-
nipulations of physical quantities. Usually, though not
necessarily, these quantities take the form of electrical
or magnetic signals capable of being stored, transferred,
combined, compared, and otherwise manipulated. It has
proven convenient at times, principally for reasons of
common usage, to refer to these signals as bits, values,
elements, symbols, characters, terms, numbers, or the
like.
[0079] It should be borne in mind, however, that all of
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these and similar terms are to be associated with the
appropriate physical quantities and are merely conven-
ient labels applied to these quantities. Unless specifically
stated otherwise as apparent from the discussion, it is
appreciated that throughout the description, discussions
utilizing terms such as "processing" or "computing" or
"calculating" or "determining" or "displaying" or the like,
can refer to the action and processes of a computer sys-
tem, or similar electronic computing device, that manip-
ulates and transforms data represented as physical
(electronic) quantities within the computer system’s reg-
isters and memories into other data similarly represented
as physical quantities within the computer system mem-
ories or registers or other such information storage, trans-
mission, or display devices.
[0080] An apparatus for performing the operations
herein can implement the present invention. This appa-
ratus may be specially constructed for the required pur-
poses, or it may comprise a general-purpose computer,
selectively activated or reconfigured by a computer pro-
gram stored in the computer. Such a computer program
may be stored in a computer readable storage medium,
such as, but not limited to, any type of disk including
floppy disks, hard disks, optical disks, compact disk- read
only memories (CD-ROMs), and magnetic-optical disks,
read-only memories (ROMs), random access memories
(RAMs), electrically programmable read-only memories
(EPROM)s, electrically erasable programmable read-on-
ly memories (EEPROMs), FLASH memories, magnetic
or optical cards, etc., or any type of media suitable for
storing electronic instructions either local to the computer
or remote to the computer.
[0081] The algorithms and displays presented herein
are not inherently related to any particular computer or
other apparatus. Various general-purpose systems may
be used with programs in accordance with the teachings
herein, or it may prove convenient to construct more spe-
cialized apparatus to perform the required method. For
example, any of the methods according to the present
invention can be implemented in hard-wired circuitry, by
programming a general-purpose processor, or by any
combination of hardware and software. One of ordinary
skill in the art will immediately appreciate that the inven-
tion can be practiced with computer system configura-
tions other than those described, including hand-held de-
vices, multiprocessor systems, microprocessor-based or
programmable consumer electronics, digital signal
processing (DSP) devices, set top boxes, network PCs,
minicomputers, mainframe computers, and the like. The
invention can also be practiced in distributed computing
environments where tasks are performed by remote
processing devices that are linked through a communi-
cations network.
[0082] The methods of the invention may be imple-
mented using computer software. If written in a program-
ming language conforming to a recognized standard, se-
quences of instructions designed to implement the meth-
ods can be compiled for execution on a variety of hard-

ware platforms and for interface to a variety of operating
systems. In addition, the present invention is not de-
scribed with reference to any particular programming lan-
guage. It will be appreciated that a variety of program-
ming languages may be used to implement the teachings
of the invention as described herein. Furthermore, it is
common in the art to speak of software, in one form or
another (e.g., program, procedure, application, driver,...),
as taking an action or causing a result. Such expressions
are merely a shorthand way of saying that execution of
the software by a computer causes the processor of the
computer to perform an action or produce a result.
[0083] It is to be understood that various terms and
techniques are used by those knowledgeable in the art
to describe communications, protocols, applications, im-
plementations, mechanisms, etc. One such technique is
the description of an implementation of a technique in
terms of an algorithm or mathematical expression. That
is, while the technique may be, for example, implemented
as executing code on a computer, the expression of that
technique may be more aptly and succinctly conveyed
and communicated as a formula, algorithm, or mathe-
matical expression. Thus, one of ordinary skill in the art
would recognize a block denoting A+B=C as an additive
function whose implementation in hardware and/or soft-
ware would take two inputs (A and B) and produce a
summation output (C). Thus, the use of formula, algo-
rithm, or mathematical expression as descriptions is to
be understood as having a physical embodiment in at
least hardware and/or software (such as a computer sys-
tem in which the techniques of the present invention may
be practiced as well as implemented as an embodiment).
[0084] A machine-readable medium is understood to
include any mechanism for storing or transmitting infor-
mation in a form readable by a machine (e.g., a compu-
ter). For example, a machine-readable medium includes
read only memory (ROM); random access memory
(RAM); magnetic disk storage media; optical storage me-
dia; flash memory devices; electrical, optical, acoustical
or other form of propagated signals (e.g., carrier waves,
infrared signals, digital signals, etc.); etc.
[0085] As used in this description reference to "surface
mount placement machine," or similar phrases refers to
any device or mechanism or technique for placing com-
ponents. The components need not be surface mount,
and use of surface mount is for illustrative purposes only.
[0086] As used in this description, "one embodiment"
or "an embodiment" or similar phrases means that the
feature(s) being described are included in at least one
embodiment of the invention. References to "one em-
bodiment" in this description do not necessarily refer to
the same embodiment; however, neither are such em-
bodiments mutually exclusive. Nor does "one embodi-
ment" imply that there is but a single embodiment of the
invention. For example, a feature, structure, act, etc. de-
scribed in "one embodiment" may also be included in
other embodiments. Thus, the invention may include a
variety of combinations and/or integrations of the embod-
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iments described herein.
[0087] Thus a method and apparatus for fundamental
operations on token sequences: computing similarity, ex-
tracting term values, and searching efficiently have been
described.

Claims

1. A method comprising:

inputting a plurality of different circuit schemat-
ics designed with printed circuit board (PCB)
mountable components;
extracting circuit topologies for said plurality of
different circuit schematics;
transforming said extracted circuit topologies to
a fixed number of connection points; and
generating a configurable circuit PCB physical
layout pattern having said fixed number of con-
nection points such that said PCB mountable
components when positioned on one or more of
said fixed number of connection points can im-
plement any circuit represented by said plurality
of different circuit schematics.

2. The method of claim 1, further comprising attaching
said positioned PCB mountable components to a
product.

3. The method of claim 1 or 2, wherein the position of
the PCB mountable components corresponds to a
particular functionality for the product.

4. The method of any of claims 1 to 3, further comprising
placing said connection points such that said PCB
mountable components are at a fixed multiple of an
angular relationship to each other.

5. The method of any of claims 1 to 4, wherein said
angular relationship is 15 degrees.

6. The method of claim 5, wherein the one or more of
said PCB mountable components are surface mount
technology (SMT) components or through hole com-
ponents or plated through hole (PTH) components.

7. The method of claim 5, wherein the one or more of
said PCB mountable components are via resistors.

8. The method of claims 5 to 7, wherein the one or more
of said PCB mountable components are mounted
within said PCB.

9. A machine-readable medium having stored thereon
instructions, which when executed performs the
method of any of claims 1 to 8.

10. A system comprising a processor coupled to a mem-
ory having stored thereon instructions, which, when
executed by said processor, performs the method of
any of claims 1 to 8.

Patentansprüche

1. Verfahren, umfassend:

Eingeben einer Vielzahl verschiedener Schalt-
plänen, die mit Leiterplatten (PCB) - montierba-
ren Komponenten ausgelegt sind;
Extrahieren von Schaltkreistopologien für jene
Vielzahl von verschiedenen Schaltplänen;
Transformieren jener extrahierten Schaltkreis-
topologien zu einer festen Anzahl von Verbin-
dungspunkten; und
Erzeugen eines konfigurierbaren physikalichen
Schaltkreis-PCB-Musters mit jener festen An-
zahl von Verbindungspunkten, so dass jene
PCB-montierbaren Komponenten, wenn sie auf
einer oder mehreren jener festen Anzahl von
Verbindungspunkten positioniert sind, jeden
durch jene Vielzahl von verschiedenen Schalt-
plänen dargestellten Schaltkreis implementie-
ren können.

2. Das Verfahren von Anspruch 1, weiter umfassend
Befestigen jener positionierten PCB-montierbaren
Komponenten an einem Produkt.

3. Das Verfahren von Anspruch 1 oder 2, wobei die
Position der PCB-montierbaren Komponenten einer
bestimmten Funktionalität für jenes Produkt ent-
spricht.

4. Das Verfahren von einem der Ansprüche 1 bis 3,
ferner umfassend Anordnen der Verbindungspunk-
te, so dass jene PCB-montierbaren Komponenten
durch ein bestimmtes Vielfaches einer Winkelbezie-
hung zueinander stehen.

5. Das Verfahren von einem der Ansprüche 1 bis 4,
wobei die Winkelbeziehung 15 Grad beträgt.

6. Das Verfahren von Anspruch 5, wobei die eine oder
mehreren jener PCB-montierbaren Komponenten
Oberflächenmontagetechnologie (SMT)-Kompo-
nenten oder Durchsteck-homponenten oder Durch-
kontaktierungs-homponenten (PTH) sind.

7. Das Verfahren von Anspruch 5, wobei die eine oder
mehreren jener PCB-montierbaren Komponenten
mittels Widerständen sind.

8. Das Verfahren der Ansprüche 5 bis 7, wobei die eine
oder mehreren jener PCB-montierbaren Komponen-
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ten innerhalb der Leiterplatte angeordnet sind.

9. Ein maschinenlesbares Medium, das darauf gespei-
cherte Befehle gespeichert hat, die bei der Ausfüh-
rung das Verfahren nach einem der Ansprüche 1 bis
8 durchführt.

10. Ein System, umfassend einen Prozessor, der mit ei-
nem Speicher mit darauf gespeicherten Befehlen
gekoppelt ist, der bei der Ausführung eines Satzes
von Befehlen das Verfahren nach einem der Ansprü-
che 1 bis 8 ausführt.

Revendications

1. Procédé comprenant :

l’entrée d’une pluralité de schémas de circuit dif-
férents conçus avec des composants montables
sur carte de circuit imprimé (PCB) ;
l’extraction de topologies de circuit pour ladite
pluralité de schémas de circuit différents ;
la transformation desdites topologies de circuit
extraites en un nombre fixe de points de
connexion ; et
la génération d’un motif de disposition physique
de PCB de circuit configurable ayant ledit nom-
bre fixe de points de connexion de telle sorte
que lesdits composants montables sur PCB
lorsqu’ils sont positionnés sur un ou plusieurs
dudit nombre fixe de points de connexion peu-
vent implémenter tout circuit représenté par la-
dite pluralité de schémas de circuit différents.

2. Procédé selon la revendication 1, comprenant en
outre l’attache desdits composants montables sur
PCB positionnés à un produit.

3. Procédé selon la revendication 1 ou 2, dans lequel
la position des composants montables sur PCB cor-
respond à une fonctionnalité particulière pour le pro-
duit.

4. Procédé selon l’une quelconque des revendications
1 à 3, comprenant en outre l’emplacement desdits
points de connexion de telle sorte que lesdits com-
posants montables sur PCB soient à un multiple fixe
d’une relation angulaire les uns par rapport aux
autres.

5. Procédé selon l’une quelconque des revendications
1 à 4, dans lequel ladite relation angulaire est de 15
degrés.

6. Procédé selon la revendication 5, dans lequel les un
ou plusieurs desdits composants montables sur
PCB sont des composants de technologie de mon-

tage en surface (SMT) ou des composants de trous
traversants ou des composants de trous traversants
métallisés (PTH).

7. Procédé selon la revendication 5, dans lequel les un
ou plusieurs desdits composants montables sur
PCB sont réalisés au moyen de résistances.

8. Procédé selon les revendications 5 à 7, dans lequel
les un ou plusieurs desdits composants montables
sur PCB sont montés au sein de ladite PCB.

9. Support lisible par machine stockant des instructions
qui, lorsqu’elles sont exécutées, réalisent le procédé
de l’une quelconque des revendications 1 à 8.

10. Système comprenant un processeur couplé à une
mémoire stockant des Instructions qui, lorsqu’elles
sont exécutées par ledit processeur, réalisent le pro-
cédé de l’une quelconque des revendications 1 à 8.
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