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Description

BACKGROUND INFORMATION

1. Field:

[0001] This disclosure relates to systems and methods
for providing wings, and more specifically, to systems
and methods for providing wings to enhance aircraft per-
formance.

2. Background:

[0002] In today’s commercial transport industry, it may
be highly desirable to design aircraft configurations that
may yield reduced fuel burn per seat-mile, as fuel burn
per seat-mile may be a metric of fuel efficiency. Efficient
aircraft configurations may be ever more important as
fuel costs continue to increase. Aircraft aerodynamic
drag and fuel burn may be generally reduced as the as-
pect ratio of the aircraft wing increases. Similarly, oper-
ating larger aircraft, carrying more passengers and pay-
load may generally be more efficient between two desti-
nations than flying several trips with smaller aircraft. Thus
larger aircraft and aircraft with longer wing spans tend to
be more efficient. However, taxiway spacing and gate
locations for most airports were established without pro-
viding adequate spacing for aircraft with the longer wing-
spans that can be produced with today’s technology.
[0003] Thus, a need exists to provide an aircraft that
can benefit from a long wing span in flight, while being
able to reduce the wing span while operating at an airport.
[0004] US 5,310,138 discloses an actuator system for
displacement of a folding wing section of an aircraft be-
tween a folded storage position and a deployed storage
position. US 2,468,425 discloses an airplane wing folding
mechanism. US 2,289,224 discloses a folding wing air-
craft. US 2,392,506 discloses wing folding means. US
5,381,986 discloses a folding wing-tip system. GB 773
739 discloses a foldable aircraft wing with mechanism
for operating and locking the outboard section thereof.

SUMMARY

[0005] Against this background, there is provided a
wing comprising a wing fold system as set out in claim 1
and a method of folding a wing as set out in claim 4.
[0006] Also disclosed is a method of folding a wing that
may move a second portion of a wing with respect to a
first portion of the wing between a flight position and a
folded position. An operation of the method may actuate
an actuator. Another operation may rotate, in response
to the actuating of the actuator, a first link. Another op-
eration may move, in response to the rotating of the first
link, a second link. Another operation may move, in re-
sponse to the moving of the second link, a second portion
of a wing with respect to a first portion of the wing. One
of the first portion and the second portion may be a fixed

portion of the wing and the other of the first portion and
the second portion may be a wingtip of the wing.
[0007] Also disclosed is an apparatus of a wing fold
system that may include an actuator, a first link, and a
second link. The first link may be configured to rotate in
response to actuating of the actuator. The second link
may be configured to move in response to rotating of the
first link. A second portion of a wing may be configured
to move in response to moving of the second link and
the second portion may move with respect to a first por-
tion of the wing, wherein one of the first portion and the
second portion may be a fixed portion of the wing and
the other of the first portion and the second portion may
be a wingtip of the wing.
[0008] Also disclosed is a method of folding a wing
comprising actuating an actuator; rotating, in response
to the actuating of the actuator, a first link; moving, in
response to the rotating of the first link, a second link;
and moving, in response to the moving of the second
link, a second portion of a wing with respect to a first
portion of the wing; wherein one of: the first portion, and
the second portion, being a fixed portion of the wing and
the other of: the first portion, and the second portion,
being a wingtip of the wing.
[0009] Advantageously the wingtip may not include
moveable control surfaces of the wing and the fixed por-
tion may comprise a wing box.
[0010] A method disclosed herein may further com-
prise sensing a position of one of the first link and the
second link via a group of sensors. Preferably the method
further comprises engaging, in response to the sensing
of the position, a latch of a lock with one of the first link
and the second link; and preventing, in response to the
engaging of the latch, moving of the second link rotating
the first link, except when actuating the actuator. Prefer-
ably the latch engages a lock sector of the second link.
[0011] A method disclosed herein may further compris-
es transferring movement from the actuator to the first
link via a toothed member.
[0012] The moving of the second portion of the wing
may comprise rotating, via a first joint, the second portion
with respect to the first portion, the first joint comprising:
a first joint element of the first portion of the wing; and a
third joint element of the second portion of the wing.
[0013] The rotating of the first link may comprise rotat-
ing, via a second joint, the first link with respect to the
first portion, the second joint comprising: a second joint
element of the first portion of the wing; and a fifth joint
element of the first link.
[0014] The moving of the second link may comprise
rotating, via a third joint, the second link with respect to
the first link, the third joint comprising: a sixth joint ele-
ment of the first link; and an eighth joint element of the
second link.
[0015] The moving of the second portion of the wing
comprises rotating, via a fourth joint, the second portion
of the wing with respect to the second link, the fourth joint
comprising: a fourth joint element of the second portion
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of the wing; and a seventh joint element of the second link.
[0016] According to a further aspect of the present dis-
closure there is provided an apparatus comprising an
actuator; a first link configured to rotate in response to
actuating of the actuator; and a second link configured
to move, in response to rotating of the first link; such that
a second portion of a wing moves in response to moving
of the second link and moves with respect to a first portion
of the wing; and such that one of: the first portion, and
the second portion, being a fixed portion of the wing and
the other of the first portion and the second portion being
a wingtip of the wing.
[0017] Advantageously the wingtip may not comprise
moveable control surfaces of the wing and the fixed por-
tion includes a wing box.
[0018] An apparatus disclosed herein may further
comprises a group of sensors configured to sense a po-
sition of one of the first link and the second link. Preferably
the apparatus further comprises a latch of a lock config-
ured to engage with one of the first link and the second
link in response to the sensing of the position; wherein
the latch is configured to prevent movement of the second
link and rotation of the first link, except in response to the
actuator being actuated. Preferably the latch engages a
lock sector of the second link.
[0019] Apparatus disclosed herein further comprise a
toothed member configured to transfer movement from
the actuator to the first link.
[0020] Apparatus disclosed herein may further com-
prise a first joint configured to rotate the second portion
with respect to the first portion, the first joint comprising:
a first joint element of the first portion of the wing; and a
third joint element of the second portion of the wing.
[0021] Apparatus disclosed herein may further com-
prise a second joint configured to rotate the first link with
respect to the first portion, the second joint comprising:
a second joint element of the first portion of the wing; and
a fifth joint element of the first link.
[0022] Apparatus disclosed herein may further com-
prise a third joint configured to rotate the second link with
respect to the first link, the third joint comprising: a sixth
joint element of the first link; and an eighth joint element
of the second link.
[0023] Apparatus disclosed herein may further com-
prise a fourth joint configured to rotate the second portion
of the wing with respect to the second link, the fourth joint
comprising: a fourth joint element of the second portion
of the wing; and a seventh joint element of the second link.
[0024] The features and functions can be achieved in-
dependently in various aspects of the present disclosure
or may be combined in yet other aspects in which further
details can be seen with reference to the following de-
scription and drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0025] The novel features believed characteristic of the
illustrative embodiments may be set forth in the append-

ed claims. The illustrative embodiments, however, as
well as a preferred mode of use, further objectives and
features thereof, will best be understood by reference to
the following detailed description of an illustrative em-
bodiment of the present disclosure when read in conjunc-
tion with the accompanying drawings, wherein:

Figure 1 is a diagram of an aircraft embodying a
wing fold system in a flight position in accordance
with an illustrative embodiment;
Figure 2 is a diagram of an aircraft embodying a
wing fold system in a folded position in accordance
with an illustrative embodiment;
Figure 3 is a block diagram of a wing with a wing
fold system in accordance with an illustrative em-
bodiment;
Figure 4 is a side view diagram of a wing fold system
in a flight position in accordance with an illustrative
embodiment;
Figure 5 is a side view diagram of a wing fold system
in a flight position in accordance with an illustrative
embodiment;
Figure 6 is a side view diagram of a wing fold system
transitioning between a flight position and a folded
position in accordance with an illustrative embodi-
ment;
Figure 7 is a side view diagram of a wing fold system
in a folded position in accordance with an illustrative
embodiment;
Figure 8 is an isometric end view diagram of a wing
fold system in a folded position in accordance with
an illustrative embodiment;
Figure 9 is an isometric end view diagram of a wing
fold system in a folded position in accordance with
an illustrative embodiment;
Figure 10 is a diagram of a wing fold system in a
flight position;
Figure 11 is a diagram of a wing fold system transi-
tioning between a flight position and a folded posi-
tion;
Figure 12 is a diagram of a wing fold system in a
folded position;
Figure 13 is a flow diagram of a method of a wing
fold system;
Figure 14 is an illustration of an aircraft manufactur-
ing and service method; and
Figure 15 is an illustration of an aircraft in which an
illustrative embodiment may be implemented.

DETAILED DESCRIPTION

[0026] Winglets extending vertically from aircraft
wingtips have improved aircraft fuel efficiency without
significantly increasing wing span. However, efficiency
added by winglets may not be as beneficial as that pro-
vided by extending the wing span. Some military aircraft
may fold wingtips up, but current wing fold technology
may produce weight, drag, reliability, or maintenance ac-
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cess penalties that are not efficient or desirable, and may
lack desirable redundancy features.
[0027] Unless otherwise noted and where appropriate,
similarly named features and elements of illustrative em-
bodiments of one figure of the disclosure correspond to
and embody similarly named features and elements of
embodiments of the other figures of the disclosure. With
reference now to the figures, and in particular, with ref-
erence to Figures 1 and 2, an illustration of an aircraft
is depicted in accordance with an illustrative embodi-
ment. Aircraft 100 may be an example of an aircraft in
which a wing fold system may be implemented in accord-
ance with an illustrative embodiment. In this illustrative
example, aircraft 100 may include wing 102 and wing
104 attached to body 106; engine 108 attached to wing
102; and engine 110 attached to wing 104. Figure 1 de-
picts wings 102 and 104 of aircraft 100 in flight position
301 of Figure 3 and Figure 2 depicts wings 102 and 104
of aircraft 100 in folded position 303 of Figure 3.
[0028] Wing 102 may include a fixed portion 124 and
an unfixed portion 120. Fixed portion 124 may be an in-
board portion of the wing fixed to body 106. Similarly,
wing 104 may include a fixed portion 126 and an unfixed
portion 122. Wing 102 may include wing fold system 130
that may move unfixed portion 120 with respect to fixed
portion 124. Wing 104 may include wing fold system 128
that may move unfixed portion 122 with respect to fixed
portion 126. Figure 1 shows wing fold system 128 and
130 of aircraft 100 in flight position 301, with wingspan
132 such that aircraft 100 may be ready for flight. Figure
2 shows wingspan 202, reduced from wingspan 132, for
operation at an airport.
[0029] Body 106 may connect to tail section 112. Hor-
izontal stabilizer 114, horizontal stabilizer 116, and ver-
tical stabilizer 118 may be attached to tail section 112 of
body 106.
[0030] With reference to Figure 3, Figure 3 is a block
diagram of a wing with a wing fold system in accordance
with an illustrative embodiment. Wing 300 may be an
example of a physical embodiment of wing 102 and/or
wing 104 in Figure 1. Wing 300 may provide lift for aircraft
100 in Figure 1. Wing 300 may include first portion 310,
second portion 316, and wing fold system 322. Wing 300
may be positioned in flight position 301. Flight position
301 is depicted with wingspan 132 in Figure 1.
[0031] Folded position 303 wingspan 202 depicted in
Figure 2. Wing 300 may be positioned in folded position
303. Folding wing 300 while operating at an airport, may
allow for aircraft 100 to be flown with wingspan 132 that
may be longer than wingspan 202 allowed for ground
operations at an airport from which the aircraft may be
used.
[0032] First portion 310 of wing 300 may include first
joint element 312 and second joint element 314. Second
portion 316 of wing 300 may include third joint element
318 and fourth joint element 320. First portion 310 may
be one of: a fixed portion and an unfixed portion of wing
300. Unfixed portion of wing 300 may be a wingtip.

[0033] Second portion 316 may be the other of: the
fixed portion and the unfixed portion of a wing, as com-
pared to first portion 310. For example, when first portion
310 may be an illustrative embodiment of fixed portion
124 of wing 102, then second portion 316 may be an
illustrative embodiment of unfixed portion 120 of wing
102 of Figure 1. As another example, when first portion
310 may be an illustrative embodiment of unfixed portion
120 of wing 102, then second portion 316 may be an
illustrative embodiment of fixed portion 124 of wing 102.
[0034] Wing fold system 322 may include the compo-
nents for moving first portion 310 of wing 300 with respect
to the second portion 316 of wing 300. Wing fold system
322 may include group of fairings 308, link actuator 324,
first link 328, second link 336, group of joints 344, lock
370, and group of sensors 374.
[0035] Group of fairings 308 may surround wing fold
system 322 when wing fold system 322 may be in flight
position 301. Wing 300 in flight position 301 is depicted
in Figures 1 and 4.
[0036] Group of fairings 308 may reduce the drag that
would be caused by wing fold system 322 if it were ex-
posed. Moveable fairing 306 of group of fairings 308 may
move in response to wing fold system 322 transitioning
between flight position 301 and folded position 303.
Moveable fairing 306 and group of fairings 308 may be
made of sufficiently strong material or a combination of
material, including rubber, fiberglass, reinforced plastics,
and/or and carbon fiber, and including metals such as
steel, aluminum, and titanium. As used herein, the phrase
"group of" means "one or more of" such that a group of
fairings may be one or more fairings.
[0037] Group of sensors 374 may sense positioning of
at least one of second portion 316, first link 328, second
link 336, and lock 370.
Group of sensors 374 may sense operation of at least
one of second portion 316, first link 328, second link 336,
and lock 370. Data and information from a sensor in group
of sensors 374 may be used to determine if the aircraft
may be ready for flight. A sensor in group of sensors 374
may sense a position or a condition of lock 370.
[0038] Group of joints 344 may allow for movement
and rotation of first portion 310 and second portion 316
via first link 328 and second link 336. Group of joints 344
may include first joint 346, second joint 352, third joint
358, and fourth joint 364.
[0039] First joint 346 may include first joint element 312
of first portion 310 of wing 300 and third joint element
318 of second portion 316 of wing 300. First joint 346
may provide for rotation of second portion 316 with re-
spect to first portion 310 of wing 300.
[0040] Second joint 352 may include second joint ele-
ment 314 of first portion 310 of wing 300 and fifth joint
element 332 of first link 328. Second joint 352 may pro-
vide for rotation of first link 328 with respect to first portion
310 of wing 300.
[0041] Third joint 358 may include sixth joint element
334 of first link 328 and eighth joint element 342 of second
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link 336. Third joint 358 may provide for rotation of second
link 336 with respect to first link 328.
[0042] Fourth joint 364 may include fourth joint element
320 of second portion 316 of wing 300 and may include
seventh joint element 340 of second link 336. Fourth joint
364 may provide for rotation of second portion 316 of
wing 300 with respect to second link 336.
[0043] Link actuator 324 may actuate first link 328,
which may transition first portion 310 and second portion
316 between flight position 301 and folded position 303.
Link actuator 324 optionally may include toothed member
326. Link actuator 324 may be hydraulic, pneumatic, or
electrical.
[0044] Toothed member 326 may be embodied as
toothed member 426 of Figures 5 through 9. Link actu-
ator 324 may drive toothed member 326 to rotate about
a central axis of the toothed member 326. Additionally,
toothed member 326 may be embodied as toothed rack
1026 of Figures 10 through 12 that may move linearly
when actuated by link actuator 324. Toothed member
326 may drive first link 328, which may operate a folding
and an unfolding of wing 300. Toothed member 326 may
be made of sufficiently strong material or combination of
material, including metals such as steel, aluminum, and
titanium, and including reinforced plastics and carbon fib-
er.
[0045] First link 328 may compress and may drive wing
fold system 322 to move first portion 310 and second
portion 316 with respect to each other. First link 328 may
include: teeth 330, fifth joint element 332, and sixth joint
element 334. Teeth 330 of first link 328 may fit with
toothed member 326, which may allow toothed member
326 to drive first link 328. Fifth joint element 332 may be
connected with second joint element 314 of first portion
310 via second joint 352. Sixth joint element 334 may be
connected to eighth joint element 342 of second link 336
via third joint 358. First link 328 may be made of suffi-
ciently strong material or combination of material, includ-
ing metals such as steel, aluminum, and titanium, and
including reinforced plastics and carbon fiber.
[0046] Second link 336 may maintain tension on me-
chanical components. Second link 336 may include: lock
sector 338, seventh joint element 340, and eighth joint
element 342. Lock sector 338 may allow for locking the
wing in flight position 301 to prevent rotation of an unfixed
portion of wing 300 relative to a fixed portion or root of
wing 300 during flight of the aircraft. Unfixed portion of
wing 300 may be a wingtip. Seventh joint element 340
may be connected to fourth joint element 320 of second
portion 316 of wing 300. Eighth joint element 342 may
be connected to sixth joint element 334 of first link 328.
Second link 336 may be made of sufficiently strong ma-
terial or combination of material, including metals such
as steel, aluminum, and titanium, and including rein-
forced plastics and carbon fiber.
[0047] Lock 370 may prevent movement of first link
328 and second link 336 that may be not in response to
link actuator 324. Lock 370 may include latch 372 that

may fit into a lock sector of a link. Lock 370 may include
actuator 376 that may engage lock 370, for example, by
engaging latch 372 with lock sector 338.
[0048] The illustration of wing 300 in Figure 3 is not
meant to imply physical or architectural limitations to the
manner in which an illustrative embodiment may be im-
plemented. Other components in addition to or in place
of the ones illustrated may be used. Some components
may be unnecessary. Also, the blocks may be presented
to illustrate some functional components. One or more
of these blocks may be combined, divided, or combined
and divided into different blocks when implemented in an
illustrative embodiment. Alternative examples may have
links, joints, and locks in addition to those described and
still be within the scope of one or more illustrative em-
bodiments.
[0049] With reference to Figures 4 through 9, illustra-
tions of a wing fold system are depicted in accordance
with an illustrative embodiment. Wing fold system 422
may be used by aircraft 100 of Figures 1 and 2 and em-
body wing fold system 322 shown in block form in Figure
3.
[0050] Figure 4 is a side view diagram of a wing fold
system in a flight position in accordance with an illustra-
tive embodiment. More specifically, Figure 4 depicts a
side view diagram of wing fold system 422 in flight posi-
tion 301 shown in block form in Figure 3. Flight position
301 is depicted in Figure 1.
[0051] Figure 5 is a side view diagram of a wing fold
system in a flight position in accordance with an illustra-
tive embodiment; Figure 6 is a side view diagram of a
wing fold system transitioning between a flight position
and a folded position in accordance with an illustrative
embodiment; Figure 7 is a side view diagram of a wing
fold system in a folded position in accordance with an
illustrative embodiment; and Figure 8 is an isometric end
view diagram of a wing fold system in a folded position
in accordance with an illustrative embodiment. More spe-
cifically, Figures 5 through 8 depict side view diagrams
of wing fold system 422 without fairings 406 and 408 and
without other details so as to depict certain aspects of
wing fold system 422. Figure 6 depicts a side view dia-
gram of wing fold system 422 transitioning between flight
position 301 and folded position 303.
[0052] Figure 9 is an isometric end view diagram of a
wing fold system in a folded position in accordance with
an illustrative embodiment. More specifically, Figures 7
through 9 depict diagrams of wing fold system 422 in
folded position 303. Figures 8 and 9 depict an isometric
end view and show how multiple links and joints of wing
fold system 422 can be arranged. Flight position 301 de-
picted in Figures 4 and 5 corresponds to that of Figure
1 and folded position 303 depicted in Figure 7 through
Figure 9 correspond to that of Figure 2. Wing fold system
422 of Figure 4 through Figure 9 may include fairings
406, 408, and 418, fixed portion 410, unfixed portion 416,
toothed member 426, first link 428, second link 436, first
joint 446, second joint 452, third joint 458, fourth joint

7 8 



EP 2 730 499 B1

6

5

10

15

20

25

30

35

40

45

50

55

464, latch 472, and sensor 474.
[0053] Fairings 406, 408, and 418 may surround wing
fold system 422 when wing fold system 422 is in flight
position 301, as depicted in Figures 1, 4, and 5. Fairings
406, 408, and 418 may reduce the drag that would be
caused by wing fold system 422 if it were exposed to air
flowing across wing 300. Fairings 406, 408, and 418 may
move in response to wing fold system 422 transitioning
between flight position 301 and folded position 303
shown in block form in Figure 3.
[0054] In some embodiments, fairing 418 may be
formed with lower blister 420, which is located on the
underside of wing 300 toward a trailing edge of wing 300,
which may protrude below an extended planar level from
a bottom side of fixed portion 410, to accommodate
mechanisms of wing fold system 422 as a distance be-
tween a top and a bottom of wing 300 decreases toward
the trailing edge of wing 300. The potential increase in
drag and thus fuel consumption due to lower blister 420
on fairing 418 underneath wing 300 is overcome by fuel
savings generated by the lower weight of wing fold sys-
tem 422 as compared to other known current designs
and materials used for folding wing mechanisms, and as
compared to not extending the wingspan with unfixed
portion 416.
[0055] Fixed portion 410 may be an example of a side
view, looking from the tail section 112 forward, of a phys-
ical embodiment of fixed portion 126 (or inversely, 124
looking back toward the tail section 112) of Figures 1
and 2 and of first portion 310 shown in block form in Fig-
ure 3. Fixed portion 410 may include a wing box.
[0056] Unfixed portion 416 may be an example of a
physical embodiment of unfixed portion 122 (or inversely,
120 looking backward toward tail section 112) of Figures
1 and 2 and of second portion 316 shown in block form
in Figure 3. In this illustrative example, unfixed portion
416 may include a wingtip and may rotate about first joint
446 with respect to fixed portion 410.
[0057] Toothed member 426 may be an example of a
physical embodiment of toothed member 326 shown in
block form in Figure 3. Rotation of toothed member 426
may cause rotation of first link 428 about second joint
452 with respect to fixed portion 410.
[0058] First link 428 may be an example of a physical
embodiment of first link 328 shown in block form in Figure
3. First link 428 may rotate about second joint 452 in
response to rotation of toothed member 426 and may
transfer its movement to second link 436. First link 428
may transfer its movement to second link 436 via third
joint 458 to drive wing fold system 422 to folded position
303 and compress wing fold system 422 to flight position
301 shown in block form in Figure 3.
[0059] Second link 436 may be an example of a phys-
ical embodiment of second link 336 shown in block form
in Figure 3. Second link 436 may be moved by the rota-
tion of first link 428 via third joint 458, which may push
on unfixed portion 416 via fourth joint 464. When wing
300 and wing fold system 422 are in flight position 301,

as shown in Figure 5, aerodynamic lift forces on unfixed
portion 416 may create a force that may pull fourth joint
464 away from third joint 458. The force on second link
436, which may pull fourth joint 464 away from third joint
458, may put a tension force on second link 436.
[0060] The force pulling third joint 458 acting along the
line to fourth joint 464, may act as a feature that may
assist in keeping wing 300 in flight position 301, shown
in block form in Figure 3,when aerodynamic lift forces
act on unfixed portion 416, as may occur during flight.
When wing fold system 422 is in flight position 301 as
shown in Figure 5, the tension force on third joint 458
may act along a line from third joint 458 to fourth joint
464, which may align above the center point of second
joint 452 and may act as an over center locking feature.
Because third joint 458 is connected to first link 428 which
is connected to fixed portion 410 at second joint 452,
motion of third joint 458 along the line from third joint 458
to fourth joint 464 may be restricted by second joint 452
being connected to fixed portion 410, and an upward
force may result on first link 428 at third joint 458. The
upward force on first link 428 may be restrained by teeth
430 engagement with toothed member 426. If teeth 430
and toothed member 426 were not engaged, such as if
teeth were stripped, the upward force on first link 428
may be restrained by physical contact of first link 428
with stop 429. Stop 429 may be connected to fixed portion
410.
[0061] Toothed member 426 may be an example of a
physical embodiment of toothed member 326 shown in
block form in Figure 3. Toothed member 426 may com-
prise a group of pinions connected with each other via
torque tube 427 that may be connected to link actuator
424. Movement of toothed member 426 may cause ro-
tation of first link 428 about second joint 452 with respect
to fixed portion 410. Movement of first link 428 may be
physically blocked by stop 429. Stop 429 may be con-
nected to fixed portion 410. Contact or proximity of first
link 428 to stop 429 may signal toothed member 426 to
stop rotating.
[0062] The positioning of joints and links in wing fold
system 422 relative to each other, may result in an over
center locking feature in wing fold system 422 that may
be inherent. The over center locking feature may inhibit
wing 300 from moving out of flight position 301 while in
flight. The over center locking feature may eliminate a
need for additional, and weighty, locking features in wing
fold system 422. Thus, wing fold system 422 may provide
inherent design features that may overcome a need for
weighty locking features and/or the need for hydraulic or
electrical control systems for the locking features. Elim-
inating a need for some or all of the locking features and
related controls commonly used in current folding wings
may increase aircraft fuel efficiency over currently exist-
ing folding wing designs.
[0063] The force pulling third joint 458 toward fourth
joint 464 may generate a force pulling third joint 458 to-
ward second joint 452. The force pulling third joint 458
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toward second joint 452 may act to produce a compres-
sive force on first link 428 that may act along a line from
the center point of third joint 458 to the center point of
second joint 452. The compressive forces on first link
428 may provide a feature that may inhibit shear failure
of first link 428 while wing fold system 422 is in flight
position 301 as shown in Figure 5. If any cracks were to
occur in first link 428, the compressive forces on first link
428 would resist propagation or separation of the cracks.
[0064] Second link 436 and first link 428 may be con-
figured to comply with Federal Aviation Regulations that
may require second link 436 to be able to withstand a
certification tension force, and first link 428 to be able to
withstand a certification compressive force, that can sup-
port a maximum certified positive "g" load force on the
aircraft while wing 300 produces lift required for a maxi-
mum certified takeoff weight multiplied by a safety factor,
without failure of the first link 428 or second link 436.
Maximum certified positive "g" forces may be 2.5. The
safety factor may be 1.5.
[0065] When wing 300 and wing fold system 422 are
in flight position 301, as shown in Figure 5, gravity and
negative aerodynamic lift forces on unfixed portion 416
may create a force that may push fourth joint 464 toward
third joint 458. Thus, second link 436 may experience
compressive forces. The force that may push fourth joint
464 toward third joint 458, may generate a force that may
pull third joint 458 away from second joint 452, and results
in tension forces on first link 428. Stop 429 may resist
forces on third joint 458 and first link 428 from moving
upward beyond the position shown for third joint 458 and
first link 428 in Figure 5.
[0066] Second link 436 and first link 428 may be con-
figured to comply with Federal Aviation Regulations that
may require second link 436 to be able to withstand a
certification compressive force, and first link 428 to be
able to withstand a certification tension force, that can
support a maximum certified negative "g" load force on
the aircraft for a maximum certified takeoff weight multi-
plied by a safety factor, without failure of the first link 428
or second link 436. Maximum certified negative "g" forces
may be 1.0. The safety factor may be 1.5.
[0067] First joint 446 may connect fixed portion 410
and unfixed portion 416. Second joint 452 may connect
fixed portion 410 and first link 428. Third joint 458 may
connect first link 428 and second link 436. Fourth joint
464 may connect second link 436 and unfixed portion
416.
[0068] Latch 472 may engage lock sector 438 of sec-
ond link 436 when the wing fold system is in flight position
301. Second link 436 may not rotate, and unfixed portion
416 may not move from flight position 301 while latch
472 is engaged with lock sector 438 of second link 436.
[0069] Sensor 474 may sense a position of latch 472.
Sensor 474 may indicate that wing 300 may be in flight
position 301 and that wing fold system 422 may be ready
for flight. Latch 472 being in a position that corresponds
to being engaged with lock sector 438 may indicate that

wing 300 may be in flight position 301 and thus that wing
fold system 422 may be ready for flight. Latch 472 not
being in a position that corresponds to being engaged
with lock sector 438 may indicate that wing 300 may not
be in flight position 301 and wing fold system 422 may
not be ready for flight. Sensor 474 may sense position
of latch 472 by any method known in the art, which may
include but is not limited to, mechanically, magnetically,
optically, or electronically.
[0070] Sensor 475 may sense a position of second link
436. Sensor 475 may indicate that second link 436 and
wing 300 may be in flight position 301 and that wing fold
system 422 may be ready for flight. Second link 436 being
in a position that corresponds to lock sector 438 being
engaged with latch 472 may indicate that wing 300 may
be in flight position 301 and thus that wing fold system
422 may be ready for flight. Second link 436 not being in
a position that corresponds to its lock sector 438 being
engaged with latch 472 may indicate that wing 300 may
not be in flight position 301 and thus that wing fold system
422 may not be ready for flight. Sensor 475 may sense
position of second link 436 by any method known in the
art, which may include but is not limited to, mechanically,
magnetically, optically, or electronically. Second link 436
may have a coating or include a material that is sensed
by sensor 475.
[0071] Sensor 475 may signal actuator 476 to move
latch 472 to engage lock sector 438 from a position shown
in Figure 6 for latch 472 to the position shown in Figure
5 for latch 472. Actuator 476 may be driven electrically,
or by other suitable means, such as but not limited to
hydraulically or pneumatically.
[0072] With reference to Figures 8 and 9, a diagram
of a wing fold system in a folded position is depicted in
accordance with an illustrative embodiment. Figures 8
and 9 depict an isometric end view and show how multiple
links and joints may be arranged.
[0073] With reference to Figure 8, wing fold system
422 may include fixed portion 410, unfixed portion 416,
link actuator 424, and a plurality of: toothed member 426,
first link 428, and second link 436.
[0074] Fixed portion 410 may be an example of a phys-
ical embodiment of fixed portion 124 of Figures 1 and 2
and of first portion 310 shown in block form in Figure 3.
Fixed portion 410 may include a wing box.
[0075] Unfixed portion 416 may be an example of a
physical embodiment of unfixed portion 122 of Figures 1
and 2 and of second portion 316 shown in block form in
Figure 3. Unfixed portion 416 may include a wingtip and
may rotate about first joint 446 with respect to fixed por-
tion 410.
[0076] Link actuator 424 may be an example of a phys-
ical embodiment of link actuator 324 shown in block form
in Figure 3. Link actuator 424 may be juxtaposed be-
tween two sets of multiple links and joints that make up
wing fold system 422 as depicted in figure 5.
[0077] With reference to Figure 9, Figure 9 is an iso-
metric end view diagram of a wing fold system in a folded

11 12 



EP 2 730 499 B1

8

5

10

15

20

25

30

35

40

45

50

55

position in accordance with an illustrative embodiment.
Figure 9 shows a zoom in on one half of wing fold system
422 shown in Figure 8. Figure 9, differs by showing an
optional configuration of a lesser quantity of toothed
member 426 that are connected to torque tube 427. In-
stead of a quantity of three toothed member 426 on each
side of link actuator 424, there may be only a single
toothed member 426 connected to torque tube 427 on
each side of link actuator 424. Reducing the quantity of
toothed member 426 that may be on each side of link
actuator 424 from a greater number down to just one
toothed member 426 that may be on each side of link
actuator 424 may reduce the overall weight of wing fold
system 422. Reducing the overall weight of wing fold sys-
tem 422 may allow reduction in strengthening compo-
nents of fixed portion 410, which may reduce the weight
of those components, and may improve the fuel efficiency
of aircraft 100 of Figure 1.
[0078] A plurality of first link 428 may each be an ex-
ample of a physical embodiment of first link 328 shown
in block form in Figure 3. The plurality of first link 428
may rotate about a corresponding plurality of second joint
452 in response to movement of toothed member 426
and may transfer movement to a corresponding plurality
of second link 436 via a corresponding plurality of third
joint 458 to drive the wing fold system to folded position
303 and compress the wing fold system to flight position
301. The wing fold system may comprise two first links
428 for each second link 436, as shown.
[0079] A plurality of second link 436 may each be an
example of a physical embodiment of second link 336
shown in block form in Figure 3. The plurality of second
link 436 may be moved by the rotation of the plurality of
corresponding first link 428 via the corresponding plural-
ity of third joint 458 to push unfixed portion 416 via a
plurality of corresponding fourth joint 464. The plurality
of second link 436 may allow for tension and load to re-
main on links and joints of wing fold system 422 while in
flight position 301 and in folded position 303.
[0080] With reference to Figures 10 through 12, illus-
trations of an unclaimed wing fold system are depicted.
Wing fold system 1022 may be used by aircraft 100 of
Figures 1 and 2 and constitute a wing fold system 322
shown in block form in Figure 3.
[0081] Figure 10 is a diagram of a wing fold system in
a flight position; Figure 11 is a diagram of a wing fold
system transitioning between a flight position and a fold-
ed position; and Figure 12 is a diagram of a wing fold
system in a folded position. More specifically, Figures
10 through 12 depict diagrams of wing fold system 1022
without fairings, such as fairings 406, 408, and 418 of
Figure 4, and without other details so as to depict certain
aspects of wing fold system 1022. Figure 10 is a diagram
of a wing fold system in a flight position.
[0082] Figure 11 is a diagram of a wing fold system
transitioning between a flight position and a folded posi-
tion Figure 12 is a diagram of a wing fold system in a
folded position Flight position 301, shown in block form

in Figure 3, may be depicted by Figure 10 and may cor-
respond to Figure 1. Folded position 303 may be depict-
ed by Figure 12 and may correspond to that of Figure 2.
[0083] The wing fold system of Figures 10 through 12
may include fixed portion 1010, unfixed portion 1016,
toothed rack 1026, first link 1028, and second link 1036.
[0084] Fixed portion 1010 may be an example of a side
view, looking from the tail section 112 forward, of a phys-
ical embodiment of fixed portion 126 (or inversely, 124
looking back toward the tail section 112) of Figures 1
and 2 and of first portion 310 shown in block form in Fig-
ure 3. Fixed portion 1010 may include a wing box.
[0085] Unfixed portion 1016 may be an example of a
side view, looking from tail section 112, physical embod-
iment of unfixed portion 122 (or inversely, 120 looking
back toward tail section 112) of Figures 1 and 2 and of
second portion 316 shown in block form in Figure 3. Un-
fixed portion 1016 may include a wingtip and may rotate
about a first joint with respect to fixed portion 1010.
[0086] Toothed rack 1026 may be an example of a
physical embodiment of toothed member 326 shown in
block form in Figure 3. Movement of toothed rack 1026
may cause rotation of first link 1028 about second joint
1052 with respect to fixed portion 1010.
[0087] First link 1028 may be an example of a physical
embodiment of first link 328 shown in block form in Figure
3. First link 1028 may rotate about second joint 1052 in
response to movement of toothed rack 1026. First link
1028 may transfer its movement to second link 1036.
First link 1028 may transfer its movement to second link
1036 via third joint 1058 to drive wing fold system 1022
to folded position 303 and compress wing fold system
1022 to flight position 301 shown in block form in Figure
3.
[0088] Second link 1036 may be an example of a phys-
ical embodiment of second link 336 shown in block form
in Figure 3. The second link 1036 may be moved by the
rotation of first link 1028 via third joint 1058. Second link
1036 may push unfixed portion 1016 via fourth joint 1064.
Second link 1036 may allow for tension and load to re-
main on links and joints of wing fold system 1022 while
in flight position 301.
Second joint 1052 may connect fixed portion 1010 and
first link 1028. Third joint 1058 may connect first link 1028
and second link 1036. Fourth joint 1064 may connect
second link 1036 and unfixed portion 1016.
[0089] The different components shown in Figures 1,
2, and 4 through 12 may be combined with components
in Figure 3, used with components in Figure 3, or a com-
bination of the two. Additionally, some of the components
in Figures 4 through 12 may be illustrative examples of
how components shown in block form in Figure 3 can
be implemented as physical structures.
[0090] With reference to Figure 13, Figure 13 is a flow
diagram of a method of a wing fold system. The process
illustrated in Figure 13 may be implemented in wing 300
in Figure 3.
[0091] The method may begin with operation 1302. In
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operation 1302, an actuator may actuate. The actuating
may be a rotational or linear movement.
[0092] In operation 1304, a toothed member may
transfer movement from the actuator to a first link. The
toothed member may be embodied as a pinion or a
toothed rack.
[0093] In operation 1306, the first link may rotate in
response to actuating the actuator in operation 1302. The
first link may connect a second link and a first portion of
a wing.
[0094] In operation 1308, the second link may move in
response to rotating of the first link in operation 1306.
The second link may connect the first link and a second
portion of the wing.
[0095] In operation 1310, the second portion of a wing
may move in response to moving of the second link in
operation 1308. The second portion also may move with
respect to the first portion of the wing.
[0096] One of the first portion and the second portion
may be a fixed portion of the wing and the other of the
first portion and the second portion may be an unfixed
portion of a wing. The unfixed portion may be a tip of the
wing. The wingtip may be formed without moveable con-
trol surfaces of the wing and the fixed portion may include
a wing box.
[0097] In operation 1312, a group of sensors may
sense a position of one of the first link and the second
link. The group of sensors may also sense the position
of a lock. The sensing may be electrical, optical, mechan-
ical, or another method as may be applicable.
[0098] In operation 1314, a latch of the lock may en-
gage with one of the first link and the second link in re-
sponse to sensing of the position in operation 1312. The
engagement of the latch may be via an actuator for the
latch.
[0099] In operation 1316, movement of the second link
and rotation of the first link that may not be in response
to the actuating of the actuator in operation 1302 may be
prevented in response to engaging the latch in operation
1316. The latch may engage a lock sector of the second
link, which may provide for preventing the movement.
[0100] In operation 1318, a first joint may rotate the
second portion with respect to the first portion. The first
joint may include a first joint element of the first portion
and a third joint element of the second portion. Rotation
of the first joint may be enhanced by lubrication or the
use of bearings within the joint.
[0101] In operation 1320, a second joint may rotate the
first link with respect to the first portion. The second joint
may include a second joint element of the first portion
and a fifth joint element of the first link. Rotation of the
second joint may be enhanced by lubrication or the use
of bearings within the joint.
[0102] In operation 1322, a third joint may rotate the
second link with respect to the first link. The third joint
may include a sixth joint element of the first link and an
eighth joint element of the second link. Rotation of the
third joint may be enhanced by lubrication or the use of

bearings within the joint.
[0103] In operation 1324, a fourth joint may rotate the
second portion with respect to the second link. The fourth
joint may include a fourth joint element of the second
portion and a seventh joint element of the second link.
Rotation of the fourth joint may be enhanced by lubrica-
tion or the use of bearings within the joint.
[0104] Illustrative embodiments of the disclosure may
be described in the context of aircraft manufacturing and
service method 1400 as shown in Figure 14 and aircraft
1500 as shown in Figure 15. Turning first to Figure 14,
Figure 14 is an illustration of an aircraft manufacturing
and service method in accordance with an illustrative em-
bodiment. During pre-production, aircraft manufacturing
and service method 1400 may include specification and
design 1402 of aircraft 1500 in Figure 15 and material
procurement 1404.
[0105] During production, component and subassem-
bly manufacturing 1406 and system integration 1408 of
aircraft 1500 in Figure 15 may take place. Thereafter,
aircraft 1500 in Figure 15 may go through certification
and delivery 1410 in order to be placed in service 1412.
While in service 1412, aircraft 1500 in Figure 15 may be
scheduled for routine maintenance and service 1414,
which may include modification, reconfiguration, refur-
bishment, and other maintenance or servicing.
[0106] Each of the processes of aircraft manufacturing
and service method 1400 may be performed or carried
out by a system integrator, a third party, and/or an oper-
ator. In these examples, the operator may be a customer.
For the purposes of this description, a system integrator
may include, without limitation, any number of aircraft
manufacturers and major-system subcontractors; a third
party may include, without limitation, any number of ven-
dors, subcontractors, and suppliers; and an operator may
be an airline, a leasing company, a military entity, a serv-
ice organization, and so on.
[0107] With reference now to Figure 15, Figure 15 is
an illustration of an aircraft in which an illustrative em-
bodiment may be implemented. In this example, aircraft
1500 may be produced by aircraft manufacturing and
service method 1400 in Figure 14 and may include air-
frame 1502 with plurality of systems 1504 and interior
1506. Examples of systems 1504 include one or more of
propulsion system 1508, electrical system 1510, hydrau-
lic system 1512, and environmental system 1514. Any
number of other systems may be included.
[0108] Apparatuses and methods embodied herein
may be employed during at least one of the stages of
aircraft manufacturing and service method 1400 in Fig-
ure 14.
[0109] In one illustrative example, components or su-
bassemblies produced in component and subassembly
manufacturing 1406 in Figure 14 may be fabricated or
manufactured in a manner similar to components or su-
bassemblies produced while aircraft 1500 may be in serv-
ice 1412 in Figure 14. As yet another example, one or
more apparatus embodiments, method embodiments, or
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a combination thereof may be utilized during production
stages, such as component and subassembly manufac-
turing 1406 and system integration 1408 in Figure 14.
One or more apparatus embodiments, method embodi-
ments, or a combination thereof may be utilized while
aircraft 1500 may be in service 1412 and/or during main-
tenance and service 1414 in Figure 14. The use of a
number of the different illustrative embodiments may
substantially expedite the assembly of and/or may re-
duce the cost of aircraft 1500.
[0110] The flowcharts and block diagrams illustrate the
architecture, functionality, and operation of some possi-
ble implementations of apparatuses and methods. In this
regard, each block in the flowcharts or block diagrams
may represent a module, a segment, a function, and/or
a portion of an operation or step.
[0111] The function or functions noted in the blocks
may occur out of the order noted in the figures. For ex-
ample, in some cases, two blocks shown in succession
may be executed substantially concurrently, or the blocks
may sometimes be performed in the reverse order, de-
pending upon the functionality involved. Also, other
blocks may be added in addition to the illustrated blocks
in a flowchart or block diagram.
[0112] The description of the different illustrative em-
bodiments has been presented for purposes of illustra-
tion and description, and may be not intended to be ex-
haustive or limited to the embodiments in the form dis-
closed. Many modifications and variations will be appar-
ent to those of ordinary skill in the art. Further, different
illustrative embodiments may provide different features
as compared to other illustrative embodiments. The em-
bodiment or embodiments selected may be chosen and
described in order to best explain the principles of the
embodiments, the practical application, and to enable
others of ordinary skill in the art to understand the dis-
closure for various embodiments with various modifica-
tions as may be suited to the particular use contemplated.

Claims

1. A wing (400) comprising a wing fold system (422)
for folding a wingtip (416) of the wing relative to a
fixed portion (410) of the wing about a first joint (446)
between a flight position and a folded position, the
wing fold system comprising:

an actuator (424);
a first link (428) configured to rotate in response
to actuating of the actuator (424) about a second
joint (452) having a fixed location relative to the
fixed portion (410); and
a second link (436) pivotally connected to the
first link (428) via a third joint (458), the second
link (436) configured to move, in response to
rotating of the first link (428) via the third joint
(458) and to push on the wingtip (416) via a

fourth joint (464);
such that the wingtip (416) moves in response
to moving of the second link (436) and moves
with respect to the fixed portion (410) of the wing
(400);
wherein in flight, when aerodynamic lift forces
act on the wingtip, a tension force on the third
joint (458) acts along a line from the third joint
(458) to the fourth joint (464) and aligns above
a center point of the second joint (452) in order
to act as an over center locking feature.

2. The wing of claim 1 further comprising:

a group of sensors (474) configured to sense a
position of one of the first link (428) and the sec-
ond link (436); and
a toothed member (426) configured to transfer
movement from the actuator (424) to the first
link (428).

3. The wing of claim 2 further comprising:

a latch (472) of a lock (470) configured to engage
with one of the first link (428) and the second
link (436) in response to the sensing of the po-
sition;
wherein the latch (472) is configured to prevent
movement of the second link (436) and rotation
of the first link (428), except in response to the
actuator (424) being actuated.

4. A method of folding a wing (400) comprising a wing
fold system (422) for folding a wingtip (416) of the
wing relative to a fixed portion (410) of the wing about
a first joint (446) between a flight position and a fold-
ed position, the method comprising:

actuating an actuator (424);
rotating in response to actuating of the actuator
(424) a first link (428) about a second joint (452)
having a fixed location relative to the fixed por-
tion (410); and
moving a second link (436) pivotally connected
to the first link (428) via a third joint (458), in
response to rotating of the first link (428) via the
third joint, (458) and pushing on the wingtip (416)
via a fourth joint (464) ;
such that the wingtip (416) moves in response
to moving of the second link (436) and moves
with respect to the fixed portion (410) of the wing
(400);
wherein in flight, when aerodynamic lift forces
act on the wingtip, a tension force on the third
joint (458) acts along a line from the third joint
(458) to the fourth joint (464) and aligns above
a center point of the second joint (452) in order
to act as an over center locking feature.
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5. The method of claim 5 further comprising:

using a group of sensors (474), sensing a posi-
tion of one of the first link (428) and the second
link (436); and
transferring movement from the actuator (424)
to the first link (428) via a toothed member (426).

6. The method wing of claim 5 further comprising:

engaging a latch (472) of a lock (470) with one
of the first link (428) and the second link (436)
in response to the sensing of the position;
using the latch (472) to prevent movement of
the second link (436) and rotation of the first link
(428), except in response to the actuator (424)
being actuated.

Patentansprüche

1. Flügel (400), umfassend ein Flügelklappsystem
(422) zum Klappen einer Flügelspitze (416) des Flü-
gels relativ zu einem festen Abschnitt (410) des Flü-
gels um ein erstes Gelenk (446) zwischen einer Flug-
position und einer Klappposition, wobei das Flügel-
klappsystem umfasst:

einen Aktuator (424);
ein erstes Verbindungsglied (428), das konfigu-
riert ist, um sich als Reaktion auf die Betätigung
des Aktuators (424) um ein zweites Gelenk
(452) mit einer festen Position relativ zu dem
festen Abschnitt (410) zu drehen; und
ein zweites Verbindungsglied (436), das über
ein drittes Gelenk (458) schwenkbar mit dem
ersten Verbindungsglied (428) verbunden ist,
wobei das zweite Verbindungsglied (436) kon-
figuriert ist, um sich in Reaktion auf eine Dre-
hung des ersten Verbindungsglieds (428) mit-
tels des dritten Gelenks (458) zu bewegen und
über ein viertes Gelenk (464) auf die Flügelspit-
ze (416) zu drücken;
so dass sich die Flügelspitze (416) als Reaktion
auf die Bewegung des zweiten Verbindungsglie-
des (436) bewegt und sich in Bezug auf den fes-
ten Abschnitt (410) des Flügels (400) bewegt;
wobei im Flug, wenn aerodynamische Auftriebs-
kräfte auf die Flügelspitze wirken, eine Zugkraft
auf das dritte Gelenk (458) entlang einer Linie
von dem dritten Gelenk (458) zu dem vierten
Gelenk (464) wirkt und sich über einem Mittel-
punkt des zweiten Gelenks (452) ausrichtet, um
als ein Über-Mitte-Verriegelungsmerkmal zu
wirken.

2. Flügel nach Anspruch 1, ferner umfassend:

eine Gruppe von Sensoren (474), die konfigu-
riert sind, um eine Position entweder des ersten
Verbindungsgliedes (428) oder des zweiten
Verbindungsgliedes (436) zu erfassen; und
ein gezahntes Element (426), das konfiguriert
ist, um Bewegung vom Aktuator (424) auf das
erste Verbindungsglied (428) zu übertragen.

3. Flügel nach Anspruch 2, ferner umfassend:

einen Riegel (472) eines Schlosses (470), der
konfiguriert ist, um in Reaktion auf die Erfassung
der Position entweder mit dem ersten Verbin-
dungsglied (428) oder dem zweiten Verbin-
dungsglied (436) in Eingriff zu kommen;
wobei der Riegel (472) konfiguriert ist, um eine
Bewegung des zweiten Verbindungsglieds
(436) und eine Drehung des ersten Verbin-
dungsglieds (428) zu verhindern, außer in Re-
aktion auf die Betätigung des Aktuators (424).

4. Verfahren zum Klappen eines Flügels (400), das ein
Flügelklappsystem (422) zum Klappen einer Flügel-
spitze (416) des Flügels relativ zu einem festen Ab-
schnitt (410) des Flügels um ein erstes Gelenk (446)
zwischen einer Flugposition und einer Klappposition
umfasst, wobei das Verfahren umfasst:

Betätigen eines Aktuators (424);
Drehen eines ersten Verbindungsgliedes (428)
um ein zweites Gelenk (452) mit einer festen
Position relativ zu dem festen Abschnitt (410) in
Reaktion auf die Betätigung des Aktuators
(424); und
Bewegen eines zweiten Verbindungsgliedes
(436), das mit dem ersten Verbindungsglied
(428) über ein drittes Gelenk (458) schwenkbar
verbunden ist, als Reaktion auf die Drehung des
ersten Verbindungsgliedes (428) mittels des
dritten Gelenks (458), und Drücken auf die Flü-
gelspitze (416) mittels eines vierten Gelenks
(464);
so dass sich die Flügelspitze (416) als Reaktion
auf die Bewegung des zweiten Verbindungsglie-
des (436) bewegt und sich in Bezug auf den fes-
ten Teil (410) des Flügels (400) bewegt;
wobei im Flug, wenn aerodynamische Auftriebs-
kräfte auf die Flügelspitze wirken, eine Zugkraft
auf das dritte Gelenk (458) entlang einer Linie
von dem dritten Gelenk (458) zu dem vierten
Gelenk (464) wirkt und sich über einem Mittel-
punkt des zweiten Gelenks (452) ausrichtet, um
als ein Über-Mitte-Verriegelungsmerkmal zu
wirken.

5. Verfahren nach Anspruch 5, ferner umfassend:

Verwenden einer Gruppe von Sensoren (474),
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die eine Position entweder des ersten Verbin-
dungsgliedes (428) oder des zweiten Verbin-
dungsgliedes (436) erfassen; und
Übertragen der Bewegung vom Aktuator (424)
auf das erste Verbindungsglied (428) über ein
gezahntes Element (426).

6. Verfahren nach Anspruch 5, weiter umfassend:

Eingreifen eines Riegels (472) eines Schlosses
(470) in entweder das erste Verbindungsglied
(428) oder das zweite Verbindungsglied (436)
als Reaktion auf die Erfassung der Position;
Verwenden des Riegels (472), um eine Bewe-
gung des zweiten Verbindungsgliedes (436)
und eine Drehung des ersten Verbindungsglie-
des (428) zu verhindern, außer in Reaktion auf
die Betätigung des Aktuators (424).

Revendications

1. Aile (400) comprenant un système de pliage d’aile
(422) pour plier un bout d’aile (416) de l’aile par rap-
port à une partie fixe (410) de l’aile autour d’un pre-
mier joint (446) entre une position de vol et une po-
sition pliée, le système de pliage d’aile comprenant :

un actionneur (424) ;
une première biellette (428) configurée pour
tourner en réponse à un actionnement de l’ac-
tionneur (424) autour d’un deuxième joint (452)
ayant un emplacement fixe par rapport à la par-
tie fixe (410) ; et
une seconde biellette (436) connectée de ma-
nière pivotante à la première biellette (428) via
un troisième joint (458), la seconde biellette
(436) étant configurée pour se déplacer, en ré-
ponse à une rotation de la première biellette
(428) via le troisième joint (458) et pousser le
bout d’aile (416) via un quatrième joint (464) ;
de sorte que le bout d’aile (416) se déplace en
réponse à un déplacement de la seconde biel-
lette (436) et se déplace par rapport à la partie
fixe (410) de l’aile (400) ;
dans lequel en vol, lorsque des forces de por-
tance aérodynamiques agissent sur le bout
d’aile, une force de tension sur le troisième joint
(458) agit le long d’une ligne allant du troisième
joint (458) au quatrième joint (464) et s’aligne
au-dessus d’un point central du deuxième joint
(452) afin d’agir comme un élément de ver-
rouillage central.

2. Aile selon la revendication 1, comprenant en outre :

un groupe de capteurs (474) configuré pour dé-
tecter une position de l’une de la première biel-

lette (428) et la seconde biellette (436) ; et
un élément denté (426) configuré pour transfé-
rer le déplacement de l’actionneur (424) à la pre-
mière biellette (428) .

3. Aile selon la revendication 2, comprenant en outre :

un loquet (472) d’un verrou (470) configuré pour
venir en prise avec l’une de la première biellette
(428) et la seconde biellette (436) en réponse à
la détection de la position ;
dans lequel le loquet (472) est configuré pour
empêcher un déplacement de la seconde biel-
lette (436) et une rotation de la première biellette
(428), sauf en réponse à un actionnement de
l’actionneur (424).

4. Procédé de pliage d’une aile (400) comprenant un
système de pliage d’aile (422) pour plier un bout
d’aile (416) de l’aile par rapport à une partie fixe (410)
de l’aile autour d’un premier joint (446) entre une
position de vol et une position pliée, le procédé com-
prenant les étapes consistant à :

actionner un actionneur (424) ;
faire tourner, en réponse à un actionnement de
l’actionneur (424), une première biellette (428)
autour d’un second joint (452) ayant un empla-
cement fixe par rapport à la partie fixe (410) ; et
déplacer une seconde biellette (436) connectée
de manière pivotante à la première biellette
(428) via un troisième joint (458), en réponse à
une rotation de la première biellette (428) via le
troisième joint (458), et pousser sur le bout d’aile
(416) via un quatrième joint (464) ;
de sorte que le bout d’aile (416) se déplace en
réponse au déplacement de la seconde biellette
(436) et se déplace par rapport à la partie fixe
(410) de l’aile (400) ;
dans lequel en vol, lorsque des forces de por-
tance aérodynamiques agissent sur le bout
d’aile, une force de tension sur le troisième joint
(458) agit le long d’une ligne allant du troisième
joint (458) au quatrième joint (464) et s’aligne
au-dessus d’un point central du deuxième joint
(452) afin d’agir comme un élément de ver-
rouillage central.

5. Procédé selon la revendication 5, comprenant en
outre :

utiliser un groupe de capteurs (474), détecter
une position de l’une de la première biellette
(428) et de la seconde biellette (436) ; et
transférer un mouvement de l’actionneur (424)
à la première biellette (428) via un élément denté
(426).

21 22 



EP 2 730 499 B1

13

5

10

15

20

25

30

35

40

45

50

55

6. Procédé selon la revendication 5, comprenant en
outre les étapes consistant à :

mettre en prise un loquet (472) d’un verrou (470)
avec l’une de la première biellette (428) et de la
seconde biellette (436) en réponse à la détection
de la position ;
utiliser le loquer (472) pour empêcher un dépla-
cement de la seconde biellette (436) et une ro-
tation de la première biellette (428), sauf en ré-
ponse à un actionnement de l’actionneur (424).
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