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Description

[TECHNICAL FIELD]

[0001] The present invention relates to a battery pack
with improved safety and, more particularly, to a battery
pack configured such that a plurality of battery modules
is connected to each other in series in a state in which
the battery modules are in tight contact with each other
or stacked adjacent to each other, the battery pack being
fixed such that a stacked state of the battery modules is
maintained even when volume of the battery modules is
changed during charge and discharge of the battery mod-
ules, the battery pack including a cut-off portion connect-
ed in series to an electrical connection circuit between
the battery modules, a fixing member to fix a circuit break-
er to at least one outer surface of the battery pack, and
the circuit breaker configured to be electrically conducted
when an outer surface of at least one battery module
expands by a reference volume value or more, the circuit
breaker being connected in series to the electrical con-
nection circuit to short-circuit the cut-off portion when
electric conduction is performed due to swelling of the
battery modules.

[BACKGROUND ART]

[0002] As mobile devices have been increasingly de-
veloped and the demand for such mobile devices has
increased, the demand for secondary batteries has
sharply increased as an energy source for the mobile
devices. Among such secondary batteries is a lithium
secondary battery having high energy density and dis-
charge voltage, into which much research has been car-
ried out and which is now commercialized and widely
used.
[0003] A secondary battery has attracted considerable
attention as an energy source for power-driven devices,
such as an electric bicycle (E-bike), an electric vehicle
(EV), and a hybrid electric vehicle (HEV), as well as an
energy source for mobile wireless electronic devices,
such as a mobile phone, a digital camera, a personal
digital assistant (PDA), and a laptop computer.
[0004] A small-sized battery pack, in which a battery
cell is mounted, is used for small-sized devices, such as
a mobile phone and a digital camera. On the other hand,
a middle or large-sized battery pack, in which a battery
pack including two or more battery cells (hereinafter, also
referred to as a "multi-cell") connected to each other in
parallel and/or in series is mounted, is used for middle
or large-sized devices, such as a laptop computer and
an electric vehicle.
[0005] A lithium secondary battery exhibits excellent
electrical properties as described above; however, the
lithium secondary battery has low safety. For example,
when abnormal operations, such as overcharge, over-
discharge, exposure to high temperature, and electrical
cut-off, of the lithium secondary battery occur, decompo-

sition of active materials and an electrolyte, which are
components of the battery, is caused with the result that
heat and gas are generated and the high-temperature
and high-pressure conditions caused by generation of
the heat and the gas accelerate the above-mentioned
decomposition. Eventually, a fire or explosion of the lith-
ium secondary battery may occur.
[0006] For this reason, the lithium secondary battery
is provided with a safety system, such as a protection
circuit to interrupt electric current when the battery is
overcharged or overdischarged or when overcurrent
flows in the battery, a positive temperature coefficient
(PTC) element whose resistance greatly increases so as
to interrupt electric current when the temperature of the
battery increases, and a safety vent to interrupt electric
current or to exhaust gas when pressure increases due
to generation of the gas. In case of a small-sized cylin-
drical secondary battery, for example, the PTC element
and the safety vent are usually disposed at the top of an
electrode assembly (a generating element) having a
cathode/separator/anode structure, which is mounted in
a cylindrical container. In case of a small-sized prismatic
or pouch-shaped secondary battery, on the other hand,
the protection circuit module and the PTC element are
usually mounted at the upper end of a prismatic container
or a pouch-shaped case, in which the generating element
is mounted in a sealed state.
[0007] The safety-related problem of the lithium sec-
ondary battery is even more serious for a middle or large-
sized battery pack having a multi-cell structure. Since a
plurality of battery cells is used in the multi-cell battery
pack, abnormal operation of some of the battery cells
may cause abnormal operation of the other battery cells
with the result that a fire or explosion of the battery pack
may occur, which may lead to a large-scale accident. For
this reason, the middle or large-sized battery pack is pro-
vided with a safety system, such as a battery manage-
ment system (BMS), to protect the battery cells from over-
discharge, overcharge, and overcurrent.
[0008] Meanwhile, as the lithium secondary battery is
continuously used, i.e. as the lithium secondary battery
is repeatedly charged and discharged, the generating
element and electrical connection members are gradu-
ally degraded. For example, degradation of the generat-
ing element leads to decomposition of electrode materi-
als and the electrolyte, by which gas is generated. As a
result, the battery cell (the container or the pouch-shaped
case) gradually swells. In a normal state of the lithium
secondary battery, an active controller, such as the BMS,
detects overdischarge, overcharge, or overcurrent of the
battery pack. In a case in which the detected overdis-
charge, overcharge, or overcurrent of the battery pack is
excessive, the active controller interrupts electrical con-
nection in the battery pack to lower the risk of the battery
pack.
[0009] In connection with this case, FIG. 1 is a typical
view showing circuitry of a conventional battery pack.
Referring to FIG. 1, a conventional battery pack 50 in-
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cludes a battery module 100 constituted by a plurality of
battery cells, a BMS 60 to detect information regarding
an operation state of the battery module 100 and to con-
trol the battery module 100 based on the detected infor-
mation, and a power connection and disconnection part
(relay) 70 to perform connection and disconnection be-
tween the battery module 100 and an external input and
output circuit (inverter) 80 according to an operation com-
mand of the BMS 60.
[0010] In a case in which the battery module 100 nor-
mally operates, the BMS 60 keeps the power connection
and disconnection part 70 in an ON state. In a case in
which abnormality of the battery module 100 is sensed,
the BMS 60 switches the state of the power connection
and disconnection part 70 to an OFF state to interrupt
charge and discharge of the battery module 100. On the
other hand, in a case in which the BMS 60 abnormally
operates or does not operate at all, the BMS 60 does not
perform any control. Consequently, the power connec-
tion and disconnection part 70 is kept in the ON state.
As a result, charge and discharge of the battery module
100 are continuously performed even in such an abnor-
mal state
[0011] In a case in which the active controller as de-
scribed above is used, however, it is necessary to supply
external electric current to the BMS. If no electric current
is supplied to the BMS, therefore, the BMS may not pro-
tect the battery pack. That is, the active controller checks
a charge state of the battery and controls the battery us-
ing an electric signal. However, it is necessary to supply
power to the active controller. Consequently, the active
controller cannot be a fundamental solution when power
is not normally supplied to the active controller.
[0012] In addition, gas may leak from the lithium sec-
ondary battery or a fire or explosion of the lithium sec-
ondary battery may occur when the lithium secondary
battery is overcharged. As the lithium secondary battery
is used as a high-voltage, high-capacity battery pack for
vehicles, safety of the lithium secondary battery is impor-
tant in preventing injury of people and damage to vehi-
cles.
[0013] For this reason, it is necessary to provide a pro-
tection device for the battery pack to prevent leakage of
gas from the overcharged lithium secondary battery or
occurrence of a fire or explosion of the lithium secondary
battery.
[0014] As an example of the protection device, an elec-
trode terminal connection portion between the battery
cells may be broken by swelling force of the battery cells
to cut-off an electric connection circuit of the battery pack.
[0015] In the above protection device, however, it is
necessary to lower strength of the electrode terminals or
to reduce the thickness of the electrode terminals such
that the electrode terminal connection portion between
the battery cells can be easily broken. The electrode ter-
minals manufactured as described above have low re-
sistance to external force, such as vibration or impact.
[0016] In addition, large force equivalent to tensile

strength of the electrode terminals is needed for the pro-
tection device to break the electrode terminal connection
portion. To this end, it is necessary for the battery cells
to be considerably overcharged such that the battery
cells excessively swell. As a result, gas may easily leak
from the battery or a fire or explosion of the battery may
easily occur.
[0017] Therefore, there is a high necessity for technol-
ogy that is capable of fundamentally securing safety of
the battery pack while solving the above problems.
[0018] Patent document EP2741348 A1 describes a
battery pack, comprising a plurality of battery cells or unit
modules connected in series, a fuse, connected in series
in an electrical circuit connection circuit between the bat-
tery modules, and a circuit breaker, electrically connect-
ed to the electrical connection circuit, to break the fuse
when the battery cells swell.

[DISCLOSURE]

[TECHNICAL PROBLEM]

[0019] The present invention has been made to solve
the above problems and other technical problems that
have yet to be resolved.
[0020] As a result of a variety of extensive and intensive
studies and experiments to solve the problems as de-
scribed above, the inventors of the present application
have found that, in a case in which a battery pack includes
a circuit breaker and a cut-off portion, which have specific
construction in the battery pack, the circuit breaker sens-
es expansion in volume of the outside of battery cells
when the battery cells swell due to abnormal operation,
such as overcharge, overdischarge, or overcurrent, of
battery modules or degradation of the battery cells
caused by long-term charge and discharge of the battery
cells and the circuit breaker short-circuits the cut-off por-
tion to break it when the swelling of the battery cells ex-
ceeds a reference volume value, thereby securing safety
of the battery pack to a desired level.
[0021] Therefore, it is an object of the present invention
to provide a battery pack having a specific structure that
is capable of improving safety.

[TECHNICAL SOLUTION]

[0022] In accordance with the present invention, ac-
cording to claim 1, the above and other objects can be
accomplished by the provision of a battery pack config-
ured such that a plurality of battery modules is connected
to each other in series in a state in which the battery
modules are in tight contact with each other or stacked
adjacent to each other, the battery pack being fixed such
that a stacked state of the battery modules is maintained
even when volume of the battery modules is changed
during charge and discharge of the battery modules, the
battery pack including a cut-off portion connected in se-
ries to an electrical connection circuit between the battery
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modules, a fixing member to fix a circuit breaker to at
least one outer surface of the battery pack, and the circuit
breaker configured to be electrically conducted when an
outer surface of at least one battery module expands by
a reference volume value or more, the circuit breaker
being connected in series to the electrical connection cir-
cuit to short-circuit the cut-off portion when electric con-
duction is performed due to swelling of the battery mod-
ules
[0023] In a battery pack including a power supply unit,
to which plurality of battery cells or battery modules is
connected, as previously described, a battery manage-
ment system (BMS) detects an operation state of the
power supply unit and controls charge and discharge of
the power supply unit based on the detected operation
state of the power supply unit, thereby securing safety
of the battery pack. In a case in which the BMS does not
operate due to interruption in supply of electric current,
however, it is not possible to control charge and dis-
charge of the power supply unit.
[0024] On the other hand, the battery pack according
to the present invention includes a circuit breaker and a
cut-off portion configured to operate independently of the
BMS. When the power supply unit malfunctions, there-
fore, the circuit breaker senses only expansion in volume
of the battery cells or the battery modules and short-cir-
cuits the cut-off portion based thereupon. As a result,
electrical connection in the battery pack is interrupted
and, therefore, overcurrent or overvoltage of the battery
modules is prevented from being transmitted to an ex-
ternal input and output termina l, thereby securing safety
of the battery pack.
[0025] In addition, the circuit breaker according to the
present invention does not need additional power. As a
result, there is no malfunction of the circuit breaker ac-
cording to an electric signal and the circuit breaker nor-
mally operates without the supply of power. Consequent-
ly, reliability of the circuit breaker is very high.
[0026] In the present invention, each of the battery
modules may include one or more battery cells. Each of
the battery cells is preferably a plate-shaped battery cell,
e.g. a secondary battery having a small thickness and a
relatively large width and length so as to minimize the
overall size of a battery module when the battery cells
are stacked to constitute the battery module.
[0027] A preferred example of the secondary battery
may be a secondary battery configured to have a struc-
ture in which an electrode assembly of a cathode/sepa-
rator/anode structure is mounted in a battery case formed
of a laminate sheet including a resin layer and a metal
layer and a cathode terminal and an anode terminal pro-
trude from opposite ends of the battery case. Specifically,
the electrode assembly may be mounted in a pouch-
shaped battery case formed of an aluminum laminate
sheet. The secondary battery having the above structure
may also be referred to as a ’pouch-shaped battery cell.’
[0028] However, the above battery cell is given only
by way of illustration. It is obvious that the present inven-

tion may be applied to all types of battery cells, the ex-
pansion in volume of each of which is transmitted to the
outside of a battery case of each of the battery cells.
[0029] Electrode terminal portions of the battery pack
may be fixed such that a stacked state of the battery
modules is maintained even when the volume of the bat-
tery cells is changed.
[0030] The cut-off portion is not particularly restricted
so long as the cut-off portion can easily interrupt electrical
connection in the battery pack when a short circuit occurs
in the battery pack. For example, the cut-off portion may
include a fuse.
[0031] Meanwhile, the fixing member may include a
frame open at a middle thereof such that the circuit break-
er contact the battery modules, the frame being fastened
to the battery modules in an assembling manner.
[0032] In addition, the fixing member may be provided
with one or more brackets to fix the circuit breaker in
position, the brackets extending from the frame toward
the open middle of the frame.
[0033] Location of the circuit breaker is not particularly
restricted so long as the circuit breaker is located at a
portion at which the circuit breaker can easily sense
swelling of the battery cells. Preferably, the circuit break-
er is located at a portion corresponding to a side of an
outermost battery module.
[0034] In a case in which the circuit breaker is located
at the side of the outermost battery module, on which
expansion stress of the battery cells due to the expansion
in volume of the battery cells concentrates, therefore, the
circuit breaker can easily sense abnormality of the battery
modules and electrically conduct the electrical connec-
tion circuit of the battery modules to short-circuit the cut-
off portion. In addition, the circuit breaker can sense the
expansion in volume of any overcharged battery cell and
interrupt the electrical connection circuit of the battery
pack before gas leaks from the battery cells or a fire or
explosion of the battery cells occurs, thereby securing
safety of the battery pack.
[0035] The circuit breaker includes an electrically in-
sulative housing fixed to the fixing member in position,
the housing having a receiving part open at a top thereof,
an electrically insulative cap mounted in the receiving
part while being in contact with an side of one of the
battery modules such that the cap can elastically move
in response to the change in volume of the battery mod-
ules, an electrically conductive electric conduction con-
nection member interlocked with the cap, and a conduc-
tion member including a cathode conduction part and an
anode conduction part, each of which has one end locat-
ed inside the receiving part such that one end comes into
contact with the electric conduction connection member
when the volume of the battery modules increases and
the other end located outside the receiving part such that
the other end is connected in series to the electrical con-
nection circuit between the battery modules.
[0036] Based on the physical or mechanical operation
structure of the circuit breaker as described above, it is
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possible to secure safety of the battery pack even when
the BMS malfunctions. In addition, the battery pack ac-
cording to the present invention mechanically operates
through addition of a few simple components as de-
scribed above, whereby the battery pack is easily man-
ufactured and application of various structures is possible
based thereupon.
[0037] When the electric conduction connection mem-
ber contacts the conduction member during interruption
of electrical connection in all of the battery modules due
to the expansion in volume of the battery modules, a
spark may be generated. If such a spark is discharged
to the outside, another risk may be caused. However,
the electrically insulative housing fundamentally pre-
vents discharge of such a spark to the outside.
[0038] In a concrete example, the circuit breaker may
further include at least one guide bolt, by which the cap
is elastically mounted to the housing, a through hole
formed through the cap and the electric conduction con-
nection member such that the guide bolt can be inserted
through the through hole, at least one compression
spring mounted at a lower end of the electric conduction
connection member, and a nut coupled to the guide bolt
at an opposite side of the receiving part of the housing.
[0039] Consequently, it is possible to elastically mount
the cap to the housing and to effectively achieve connec-
tion between the electric conduction connection member
and the conduction member when the battery modules
swell.
[0040] The number of the guide bolts and the compres-
sion springs is not particularly restricted. For example,
the at least one guide bolt may include two or more guide
bolts and the at least one compression springs may in-
clude two or more compression springs to guarantee sta-
ble operation of the respective components. The circuit
breaker may further include a bushing mounted between
the compression spring and the bottom of the receiving
part of the housing.
[0041] In a preferred example, the cap and the housing
may each have an upwardly tapered structure in which
one side or opposite sides of the cap and one side or
opposite sides of the housing are tapered upward.
[0042] Specifically, interference may occur between
the cap and the battery module when the frame, to which
the circuit breaker is mounted, is fastened to the battery
module in an assembling manner. In a case in which the
upwardly tapered structure is formed at the side of the
cap, the cap is pushed into the interior of the housing
toward the guide bolt by the upwardly tapered structure.
As a result, it is possible to achieve stable assembly and
fastening between the frame and the battery module.
[0043] The housing may be provided at a side wall
thereof defining the receiving part with a slit, through
which a spacing distance between the electric conduction
connection member and the conduction member can be
observed or measured.
[0044] The distance between the electric conduction
connection member and the conduction member is an

important factor deciding circuit cut-off timing based on
a degree of expansion in volume of the battery. Conse-
quently, it is possible to change the spacing distance be-
tween the electric conduction connection member and
the conduction member to a desired level by measuring
the spacing distance through the slit and adjusting the
nut respectively coupled to the guide bolt based on the
measured spacing distance.
[0045] As a result, it is possible to easily set a reference
volume value, based on battery module cut-off timing is
decided, through the slit structure.
[0046] For example, it is possible to change the dis-
tance between the electric conduction connection mem-
ber and the conduction member such that the circuit
breaker can sense the change in volume of the battery
cell and break a circuit of the battery pack when the vol-
ume of the battery cell increases by 1.5 to 5 times the
thickness of the battery cell. Of course, however, such a
setting range may be changed according to safety test
standards of a desired battery pack.
[0047] In a preferred example, a cathode terminal of
one outermost battery module and an anode terminal of
the other outermost battery module may be electrically
connected to the cathode conduction part and the anode
conduction part of the circuit breaker via conductive
wires, respectively.
[0048] In the above structure, the electric conduction
connection member is electrically spaced apart from the
conduction member in a state in which the battery mod-
ules normally operate. When the battery modules swell
in a state in which the battery modules abnormally oper-
ate, the cap of the circuit breaker is pushed outward by
the battery modules, the volume of which expands, with
the result that opposite ends of the electric conduction
connection member mounted in the cap come into con-
tact with the cathode conduction part and the anode con-
duction part, whereby high electric current flows between
the cathode conduction part and the anode conduction
part and thus the cut-off portion short-circuits.
[0049] The battery pack according to the present in-
vention may be manufactured by combining battery mod-
ules based on desired output and capacity. In addition,
the battery pack according to the present invention may
be used as a power source for an electric vehicle, a hybrid
electric vehicle, a plug-in hybrid electric vehicle, or a pow-
er storage device in consideration of installation efficien-
cy and structural stability. However, an applicable range
of the battery pack according to the present invention is
not limited thereto.
[0050] In accordance with another aspect of the
present invention, therefore, there is provided a device
including the battery pack with the above-stated con-
struction as a power source. Specifically, the device may
be an electric vehicle, a hybrid electric vehicle, a plug-in
hybrid electric vehicle, or a power storage device.
[0051] The structure and a manufacturing method of
the device are well known in the art to which the present
invention pertains and, therefore, a detailed description
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thereof will be omitted.

[DESCRIPTION OF DRAWINGS]

[0052] The above and other objects, features and other
advantages of the present invention will be more clearly
understood from the following detailed description taken
in conjunction with the accompanying drawings, in which:

FIG. 1 is a typical view showing circuitry of a con-
ventional battery pack;

FIGS. 2 and 3 are perspective views showing a proc-
ess of bending a pair of battery cells constituting a
unit module according to the present invention;

FIG. 4 is a perspective view showing a unit module
stack according to the present invention;

FIG. 5 is a perspective view showing a circuit breaker
according to the present invention;

FIG. 6 is an exploded view showing the circuit break-
er of FIG. 5;

FIG. 7 is a side view showing the circuit breaker ac-
cording to the present invention;

FIG. 8 is a partially enlarged view of FIG. 7;

FIG. 9 is a side view showing an assembled state of
a battery pack according to an embodiment of the
present invention;

FIG. 10 is a view showing circuitry of the battery pack
according to the embodiment of the present inven-
tion;

FIG. 11 is a partial perspective view showing one
side of the battery pack of FIG. 10;

FIG. 12 is a plan view showing a state before oper-
ation of a circuit breaker of FIG. 10; and

FIG. 13 is a plan view showing a state after operation
of the circuit breaker of FIG. 10.

[BEST MODE]

[0053] Now, exemplary embodiments of the present
invention will be described in detail with reference to the
accompanying drawings. It should be noted, however,
that the scope of the present invention is not limited by
the illustrated embodiments.
[0054] FIGS. 2 and 3 are perspective views typically
showing a process of bending a pair of battery cells con-
stituting a unit module according to an embodiment of
the present invention and FIG. 4 is a perspective view

typically showing a unit module stack according to the
present invention.
[0055] Referring to these drawings, in a state in which
two pouch-shaped battery cells 11 and 12 are arranged
in series in the longitudinal direction such that electrode
terminals 13 and 14 of the pouch-shaped battery cells
11 and 12 are successively adjacent to each other, the
electrode terminals 13 and 14 of the pouch-shaped bat-
tery cells 11 and 12 are welded to each other and then
the pouch-shaped battery cells 11 and 12 are folded such
that the pouch-shaped battery cells 11 and 12 overlap
each other. According to circumstances, the electrode
terminals 13 and 14 of the pouch-shaped battery cells
11 and 12 may be coupled to each other by welding in a
state in which the electrode terminals are folded such
that the electrode terminals overlap each other.
[0056] In addition, as shown in FIG. 3, an electrode
terminal connection portion 15, at which the electrode
terminals are coupled by welding, of a battery cell stack
100a constituted by the folded pouch-shaped battery
cells is bent in a bracket shape.
[0057] A unit module stack 200 is configured to have
a structure in which four unit modules 202, 203, 204, and
205, each of which is manufactured to have a structure
in which battery cells are covered by sheathing members
210, are stacked in zigzags in a state in which the unit
modules 202, 203, 204, and 205 are connected to one
another in series.
[0058] In addition, the unit module 202 includes two
battery cells 11 and 12 configured to have a stacked
structure in which electrode terminals 13 and 14 are con-
nected to each other in series and an electrode terminal
connection portion 15 of the electrode terminals 13 and
14 is bent and a pair of sheathing members 210 coupled
to fully cover the outside of the battery cell stack 100a
excluding the electrode terminals 13 and 14.
[0059] Linear protrusions 211 a, 211 b, 211 c, 211 d,
and 211e are formed at the outside of each of the sheath-
ing members 210 in a state in which the linear protrusions
211a, 211b, 211c, 211d, and 211e are spaced apart from
one another in the lateral direction. The linear protrusions
211a and 211e, which have a small length in the lateral
direction, are disposed diagonally to each other.
[0060] Each of the sheathing members 210 has an in-
ner structure corresponding to an outer shape of the bat-
tery cell stack 100a. The sheathing members 210 are
coupled to each other by assembly and fastening.
[0061] Specifically, sectional coupling portions of the
sheathing members 210 are coupled to each other by
fastening protrusions and fastening grooves such that,
when the sheathing members 210 are pushed to each
other in a state in which the sheathing members 210 are
in contact with each other so as to face each other, the
sheathing members 210 are engaged with each other by
elastic coupling.
[0062] FIG. 5 is a perspective view showing a circuit
breaker according to the present invention and FIG. 6 is
an exploded view showing the circuit breaker of FIG. 5.
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[0063] Referring to these drawings together with FIG.
11, a circuit breaker 500 includes an electrically insulative
housing 550 fixed to a frame 400 in position, the housing
550 having a receiving part open at the top thereof, an
electrically insulative cap 520 mounted in the receiving
part 551 while being in contact with one side 211c of a
battery module 301 such that the cap 520 can elastically
move in response to the change in volume of the battery
module 301, an electrically conductive electric conduc-
tion connection member 530 interlocked with the cap
520, and a conduction member 560 including a cathode
conduction part 561 and an anode conduction part 562,
each of which has one end located inside the receiving
part 551 such that one end comes into contact with the
electric conduction connection member 530 when the
volume of the battery module increases and the other
end located outside the receiving part 551 such that the
other end is connected in series to an electrical connec-
tion circuit of the battery modules 301 and 302.
[0064] In addition, the circuit breaker 500 further in-
cludes two guide bolts 511 and 512, by which the cap
520 is elastically mounted to the housing 550, through
holes 521, 522, 531, and 532 formed through the cap
520 and the electric conduction connection member 530
such that the guide bolts 511 and 512 can be inserted
through the through holes 521, 522, 531, and 532, two
compression springs 541 and 542 mounted at the lower
end of the electric conduction connection member 530,
and nuts 581 and 582 respectively coupled to the guide
bolts 511 and 512 at the opposite side of the receiving
part 551 of the housing.
[0065] Between the compression springs 541 and 542
and the bottom of the receiving part 551 of the housing
are mounted bushings 571 and 572, respectively.
[0066] FIG. 7 is a side view showing the circuit breaker
according to the present invention and FIG. 8 is a partially
enlarged view of FIG. 7. In addition, FIG. 9 is a side view
showing an assembled state of a battery pack according
to an embodiment of the present invention.
[0067] Referring to these drawings, the cap 520 and
the housing 550 of the circuit breaker 500 respectively
have upwardly tapered structures 523 and 553 in which
opposite sides of the cap 520 and the housing 550 are
tapered upward.
[0068] When the frame 400, to which the circuit breaker
500 is mounted, is fastened to the battery module 301
(601 and 602) in an assembling manner, therefore, the
cap 520 is pushed into the interior 551 of the housing
550 toward the guide bolts 511 and 512 by the upwardly
tapered structures 523 and 533 formed at the sides of
the cap 520. As a result, excessive force is not applied
to components of the battery module 301.
[0069] In addition, the housing 550 is provided at the
side wall thereof defining the receiving part 551 with a
slit 552, through which a spacing distance d between the
electric conduction connection member 530 and the con-
duction member 560 can be observed or measured.
[0070] Consequently, it is possible to change the spac-

ing distance between the electric conduction connection
member 530 and the conduction member 560 by meas-
uring the spacing distance through the slit 552 and ad-
justing the nuts 581 and 582 respectively coupled to the
guide bolts 511 and 512 based on the measured spacing
distance.
[0071] Specifically, it is possible to change the spacing
distance d between the electric conduction connection
member 530 and the conduction member 560 such that
the circuit breaker 500 can sense the change in volume
of the battery cell 100a and break a circuit of the battery
pack when the volume of the battery cell 100a increases,
for example, by about three times the thickness of the
battery cell 100a.
[0072] FIG. 11 is a partial perspective view showing
one side of the battery pack.
[0073] Referring to FIG. 11, the circuit breaker 500 is
fixed to a bracket 402 extending from an edge 401 of the
frame 400 open at the middle thereof toward the middle
of the frame 400 such that the circuit breaker 500 can
easily contact the side 211c of the battery module 301.
[0074] In a case in which the circuit breaker 500 is lo-
cated at the side 211c of the battery module 301, on
which expansion stress of the battery cell 100a due to
the expansion in volume of the battery cell 100a concen-
trates, as described above, the circuit breaker 500 can
easily sense abnormality of the battery modules 301 and
302 and electrically conduct the electrical connection cir-
cuit of the battery modules 301 and 302 to short-circuit
a cut-off portion 800.
[0075] In addition, the circuit breaker 500 can sense
the expansion in volume of any overcharged battery cell
and interrupt the electrical connection circuit of the bat-
tery pack before gas leaks from the battery cell or a fire
or explosion of the battery cell occurs, thereby securing
safety of the battery pack.
[0076] FIG. 10 is a view typically showing circuitry of
a battery pack according to an embodiment of the present
invention.
[0077] Referring to FIG. 10, a battery pack 700 in-
cludes a cut-off portion 800 connected in series to an
electrical connection circuit 801 between battery mod-
ules 301 and 302 and a circuit breaker 500 mounted at
the outside of the outermost battery module 301 to per-
form electric conduction when battery cells swell. The
circuit breaker 500 is electrically connected to the elec-
trical connection circuit 801 to break the cut-off portion
800 when electric conduction is performed due to swell-
ing of the battery cells.
[0078] A cathode terminal 304 of one outermost battery
module 301 and an anode terminal 306 of the other out-
ermost battery module 302 are electrically connected to
a cathode conduction part 561 and an anode conduction
part 562 of the circuit breaker 500 via wires, respectively.
[0079] In addition, in the battery pack 700, electrode
terminal portions are fixed such that a stacked state of
the battery modules 301 and 302 is maintained even
when volume of the battery cells is changed and the cir-
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cuit breaker 500 is located at a portion corresponding to
the side of the outermost battery module 301 on which
expansion stress of the battery cells due to swelling of
the battery cells concentrates. Consequently, it is possi-
ble to fundamentally prevent malfunction of the battery
pack according to an electric signal to supply power.
[0080] Specifically, in a state in which the battery mod-
ules 301 and 302 are normal, the circuit breaker 500 is
cut off. As a result, electric current generated by the bat-
tery modules 301 and 302 does not flow to the cathode
conduction part 561 and the anode conduction part 562.
Consequently, the cut-off portion 800 is not broken un-
less overcurrent flows in the electrical connection circuit
801 due to any other causes. Electric current from the
battery pack 700 normally flows to an external device
(not shown) via an external input and output terminal (not
shown).
[0081] On the other hand, in a case in which the battery
modules 301 and 302 are abnormal, for example, in a
case in which overcurrent flows in the battery modules
301 and 302, the battery cells swell with the result that
expansion force of the battery cells is transmitted to the
outermost battery module 301.
[0082] The expansion force is transmitted to the circuit
breaker 500 located at the side of the outermost battery
module 301 to perform electric conduction between the
cathode conduction part 561 and the anode conduction
part 562 of the circuit breaker 500.
[0083] High electric current flows in the electrical con-
nection circuit 801 of the battery pack 700 due to such
electric conduction. As a result, the cut-off portion 800 is
broken and, therefore, no electric current flows in the
electrical connection circuit 801 of the battery pack 700.
[0084] FIG. 12 is a plan view typically showing a state
before operation of a circuit breaker of FIG. 10 and FIG.
13 is a plan view typically showing a state after operation
of the circuit breaker of FIG. 10.
[0085] Hereinafter, operation of the circuit breaker 500
in a state in which the battery modules 301 and 302 nor-
mally operate and in a state in which the battery modules
301 and 302 abnormally operate will be described with
reference to these drawings together with FIG. 10.
[0086] First, in a state in which the battery modules
301 and 302 normally operate, as shown in FIG. 12, the
electric conduction connection member 530 and the con-
duction member 561 and 562 are electrically or mechan-
ically spaced apart from each other.
[0087] On the other hand, when the battery cells swell
in a state in which the battery modules 301 and 302 ab-
normally operate, as shown in FIG. 13, the electric con-
duction connection member 530 is pushed outward by
the battery module 301, the volume of which expands.
As a result, opposite ends of the electric conduction con-
nection member 530 come into contact with the cathode
conduction part 561 and the anode conduction part 562.
Consequently, high electric current flows between the
cathode conduction part 561 and the anode conduction
part 562, whereby the cut-off portion 800 can short-cir-

cuit.
[0088] Specifically, the cathode terminal 304 of one
outermost battery module 301 and the anode terminal
306 of the other outermost battery module 302 are elec-
trically connected to the cathode conduction part 561 and
the anode conduction part 562 of the circuit breaker 500
via the wires, respectively.
[0089] In addition, in a state in which the battery mod-
ules 301 and 302 normally operate, the electric conduc-
tion connection member 530 is electrically spaced apart
from the cathode conduction part 561 and the anode con-
duction part 562 of the conduction member 560.
[0090] However, when the battery cells swell in a state
in which the battery modules 301 and 302 abnormally
operate (see a dotted line 301" of FIG. 13), the cap 520
and the electric conduction connection member 530 are
elastically pushed outward by the outermost battery mod-
ule 301, the volume of which expands, via the compres-
sion springs 541 and 542 and the opposite ends of the
electric conduction connection member 530 come into
contact with the cathode conduction part 561 and the
anode conduction part 562 of the conduction member
560, respectively. As a result, electric current flows be-
tween the cathode conduction part 561 and the anode
conduction part 562.
[0091] Although the exemplary embodiments of the
present invention have been disclosed for illustrative pur-
poses, those skilled in the art will appreciate that various
modifications, additions and substitutions are possible,
without departing from the scope of the invention as dis-
closed in the accompanying claims.

[INDUSTRIAL APPLICABILITY]

[0092] As is apparent from the above description, a
battery pack is configured to include a circuit breaker and
a cut-off portion such that the circuit breaker senses ex-
pansion in volume of the outside of battery cells when
the battery cells swell due to abnormal operation, such
as overcharge, overdischarge, or overcurrent, of battery
modules or degradation of the battery cells caused by
long-term charge and discharge of the battery cells and
the circuit breaker breaks the cut-off portion when the
swelling of the battery cells exceeds a reference volume
value, thereby securing safety of the battery pack to a
desired level.
[0093] In addition, the battery pack according to the
present invention does not need power. As a result, it is
possible to fundamentally prevent malfunction of the bat-
tery pack according to an electric signal and, even when
power is not supplied to the BMS and, therefore, the BMS
does not operate, it is possible to secure safety of the
battery pack and to greatly improve reliability of the bat-
tery pack.
[0094] Furthermore, the battery pack mechanically op-
erates through addition of a few simple components,
whereby the battery pack is easily manufactured and var-
iously manufactured based thereupon.

13 14 



EP 2 768 047 B1

9

5

10

15

20

25

30

35

40

45

50

55

Claims

1. A battery pack configured such that a plurality of bat-
tery modules (301) is connected to each other in se-
ries in a state in which the battery modules (301) are
in tight contact with each other or stacked adjacent
to each other, the battery pack being fixed such that
a stacked state of the battery modules (301) is main-
tained even when volume of the battery modules
(301) is changed during charge and discharge of the
battery modules (301), the battery pack comprising:

a cut-off portion (800) connected in series to an
electrical connection circuit (801) between the
battery modules (301);
a fixing member to fix a circuit breaker (500) to
at least one outer surface of the battery pack;
and
the circuit breaker (500) configured to be elec-
trically conducted when an outer surface of at
least one battery module (301) expands by a
reference volume value or more, the circuit
breaker (500) being connected in series to the
electrical connection circuit (801) to short-circuit
the cut-off portion (800) when electric conduc-
tion is performed due to swelling of the battery
modules (301),
characterized in that the circuit breaker (500)
comprises:

an electrically insulative housing (550) fixed
to the fixing member in position, the housing
(550) having a receiving part open at a top
thereof;
an electrically insulative cap (520) mounted
in the receiving part while being in contact
with an side of one of the battery modules
(301) such that the cap (520) can elastically
move in response to the change in volume
of the battery modules (301);
an electrically conductive electric conduc-
tion connection member (530) interlocked
with the cap (520); and
a conduction member comprising a cathode
conduction part (561) and an anode con-
duction part (562), each of which has one
end located inside the receiving part such
that one end comes into contact with the
electric conduction connection member
(530) when the volume of the battery mod-
ules (301) increases and the other end lo-
cated outside the receiving part such that
the other end is connected in series to the
electrical connection circuit (801) between
the battery modules (301).

2. The battery pack according to claim 1, wherein each
of the battery modules (301) comprises one or more

battery cells (11, 12).

3. The battery pack according to claim 2, wherein each
of the battery cells (11, 12) is a pouch-shaped battery
cell having an electrode assembly mounted in a case
formed of a laminate sheet comprising a resin layer
and a metal layer.

4. The battery pack according to claim 1, wherein elec-
trode terminal portions (15) of the battery pack are
fixed such that the stacked state of the battery mod-
ules (301) is maintained even when the volume of
the battery modules (301) is changed.

5. The battery pack according to claim 1, wherein the
cut-off portion (800) comprises a fuse.

6. The battery pack according to claim 1, wherein the
fixing member comprises a frame (400) open at a
middle thereof such that the circuit breaker (500)
contact the battery modules (301), the frame (400)
being fastened to the battery modules (301).

7. The battery pack according to claim 6, wherein the
fixing member is provided with one or more brackets
(402) to fix the circuit breaker (500) in position, the
brackets (402) extending from the frame (400) to-
ward the open middle of the frame (400).

8. The battery pack according to claim 1, wherein the
circuit breaker (500) is located at a region corre-
sponding to an side of an outermost one of the bat-
tery modules (301) on which volume expansion
stress of the battery modules concentrates.

9. The battery pack according to claim 1, wherein the
circuit breaker (500) further comprises at least one
guide bolt (511, 512), by which the cap (520) is elas-
tically mounted to the housing (550), a through hole
(521, 522) formed through the cap (520) and the
electric conduction connection member (530) such
that the guide bolt (511, 512) can be inserted through
the through hole (521, 522), at least one compres-
sion spring mounted at a lower end of the electric
conduction connection member, and a nut (581, 582)
coupled to the guide bolt (511, 512) at an opposite
side of the receiving part of the housing (550).

10. The battery pack according to claim 9, wherein the
at least one guide bolt (511, 512) comprises two or
more guide bolts (511, 512), and the at least one
compression springs (541, 542) comprises two or
more compression springs (541, 542).

11. The battery pack according to claim 9, wherein the
circuit breaker (500) further comprises a bushing
(571, 572) mounted between the compression
spring (541, 542) and a bottom of the receiving part
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of the housing (550).

12. The battery pack according to claim 1, wherein the
cap (520) and the housing (550) each have an up-
wardly tapered structure (523, 553) in which one side
or opposite sides of the cap (520) and one side or
opposite sides of the housing (550) are tapered up-
ward.

13. The battery pack according to claim 1, wherein the
housing (550) is provided at a side wall thereof de-
fining the receiving part with a slit (552), through
which a spacing distance between the electric con-
duction connection member (530) and the conduc-
tion member can be observed or measured.

14. The battery pack according to claim 1, wherein a
cathode terminal (304) of one outermost battery
module (301) and an anode terminal (306) of the
other outermost battery module (302) are electrically
connected to the cathode conduction part (561) and
the anode conduction part (562) of the circuit breaker
(500) via conductive wires, respectively.

15. The battery pack according to claim 1, wherein the
electric conduction connection member (530) is
electrically spaced apart from the conduction mem-
ber in a state in which the battery modules (301)
normally operate.

16. The battery pack according to claim 1, wherein, when
the battery modules (301) swell in a state in which
the battery modules (301) abnormally operate, the
cap (520) of the circuit breaker (500) is pushed out-
ward by the battery modules (301), the volume of
which expands, with the result that opposite ends of
the electric conduction connection member (530)
mounted in the cap (520) come into contact with the
cathode conduction part (561) and the anode con-
duction part (562), whereby high electric current
flows between the cathode conduction part (561) and
the anode conduction part (562) and thus the cut-off
portion (800) short-circuits.

17. A device comprising a battery pack according to
claim 1 as a power source.

18. The device according to claim 17, wherein the device
is an electric vehicle, a hybrid electric vehicle, a plug-
in hybrid electric vehicle, or a power storage device.

Patentansprüche

1. Batteriepack, welcher dazu eingerichtet ist, dass ei-
ne Mehrzahl von Batteriemodulen (301) miteinander
in Reihe geschaltet sind in einem Zustand, in wel-
chem die Batteriemodule (301) in engem Kontakt

miteinander sind oder benachbart zueinander gesta-
pelt sind, wobei das Batteriepack derart befestigt ist,
dass ein gestapelter Zustand der Batteriemodule
(301) aufrechterhalten ist, auch wenn ein Volumen
der Batteriemodule (301) während eines Ladens und
Entladens der Batteriemodule (301) verändert ist,
wobei das Batteriepack umfasst:

einen Trennungsabschnitt (800), welcher mit ei-
nem elektrischen Verbindungsschaltkreis (801)
zwischen den Batteriemodulen (301) in Reihe
geschaltet ist;
ein Befestigungselement, um einen Schaltkreis-
unterbrecher (500) an wenigstens eine Außen-
fläche des Batteriepacks zu befestigen; und
den Schaltkreisunterbrecher (500), welcher da-
zu eingerichtet ist, elektrisch leitend zu sein,
wenn eine Außenfläche wenigstens eines Bat-
teriemodules (301) um einen Referenzvolumen-
wert oder mehr ausgedehnt ist, wobei der
Schaltkreisunterbrecher (500) mit dem elektri-
schen Verbindungsschaltkreis (801) in Reihe
geschaltet ist, um den Trennungsabschnitt
(800) kurzzuschließen, wenn eine elektrische
Leitung durch ein Anschwellen der Batteriemo-
dule (301) ausgeführt ist,
dadurch gekennzeichnet, dass der Schalt-
kreisunterbrecher (500) umfasst:

ein elektrisch isolierendes Gehäuse (550),
welches an dem Befestigungselement in ei-
ner Position befestigt ist, wobei das Gehäu-
se (550) einen Aufnahmeteil aufweist, wel-
cher an einer Oberseite davon geöffnet ist;
eine elektrisch isolierende Kappe (520),
welche in dem Aufnahmeteil montiert ist,
während diese mit einer Seite von einem
der Batteriemodule (301) in Kontakt ist, so
dass sich die Kappe (520) in Reaktion auf
die Volumenänderung der Batteriemodule
(301) elastisch bewegen kann;
ein elektrisch leitendes Elektro-Leitungs-
Verbindungselement (530), welches mit der
Kappe (520) verriegelt ist; und
ein Leitungselement, welches ein Katho-
denleitungsteil (561) und ein Anodenlei-
tungsteil (562) umfasst, von welchen jedes
ein Ende aufweist, welches innerhalb des
Aufnahmeteils derart angeordnet ist, dass
ein Ende mit dem Elektro-Leitungs-Verbin-
dungselement (530) in Kontakt kommt,
wenn das Volumen der Batteriemodule
(301) ansteigt, und das andere Ende außer-
halb des Aufnahmeteils derart angeordnet
ist, dass das andere Ende mit dem elektri-
schen Verbindungsschaltkreis (801) zwi-
schen den Batteriemodulen (301) in Reihe
geschaltet ist.
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2. Batteriepack nach Anspruch 1, wobei jedes der Bat-
teriemodule (301) eine oder mehrere Batteriezellen
(11, 12) umfasst.

3. Batteriepack nach Anspruch 2, wobei jede der Bat-
teriezellen (11, 12) eine beutelförmige Batteriezelle
mit einer Elektrodenanordnung ist, welche in einer
eine Harz-/Kunstharzschicht und eine Metallschicht
umfassenden Laminatbahn ausgebildeten Hülle
montiert ist.

4. Batteriepack nach Anspruch 1, wobei Elektrodenan-
schlussabschnitte (15) des Batteriepacks derart be-
festigt sind, dass der gestapelte Zustand der Batte-
riemodule (301) auch aufrechterhalten ist, wenn das
Volumen der Batteriemodule (301) verändert ist.

5. Batteriepack nach Anspruch 1, wobei der Tren-
nungsabschnitt (800) eine Sicherung umfasst.

6. Batteriepack nach Anspruch 1, wobei das Befesti-
gungselement einen in einer Mitte davon geöffneten
Rahmen (400) umfasst, so dass der Schaltkreisun-
terbrecher (500) die Batteriemodule (301) kontak-
tiert, wobei der Rahmen (400) an den Batteriemo-
dulen (301) festgemacht ist.

7. Batteriepack nach Anspruch 6, wobei das Befesti-
gungselement mit einer oder mehreren Halterungen
(402) versehen ist, um den Schaltkreisunterbrecher
(500) in einer Position zu befestigen, wobei die Hal-
terungen (402) sich von dem Rahmen (400) in Rich-
tung der offenen Mitte des Rahmens (400) erstre-
cken.

8. Batteriepack nach Anspruch 1, wobei der Schalt-
kreisunterbrecher (500) in einem einer Seite einer
äußersten aus den Batteriemodulen (301) entspre-
chenden Bereich angeordnet ist, an welchem ein Vo-
lumenausdehnungsstress der Batteriemodule kon-
zentriert ist.

9. Batteriepack nach Anspruch 1, wobei der Schalt-
kreisunterbrecher (500) ferner umfasst, wenigstens
einen Führungsstift (511, 512), mittels welchem die
Kappe (520) an dem Gehäuse (550) elastisch mon-
tiert ist, ein Durchgangsloch (521, 522), welches
durch die Kappe (520) und das Elektro-Leitungs-
Verbindungselement (530) derart gebildet ist, dass
der Führungsstift (511, 512) durch das Durchgangs-
loch (521, 522) eingesetzt werden kann, wenigstens
eine Druckfeder, welche an einem unteren Ende des
Elektro-Leitungs-Verbindungselements montiert ist,
und eine Mutter (581, 582), welche mit dem Füh-
rungsstift (511, 512) an einer entgegengesetzten
Seite des Aufnahmeteils des Gehäuses (550) ge-
koppelt ist.

10. Batteriepack nach Anspruch 9, wobei der wenigs-
tens eine Führungsstift (511, 512) zwei oder mehrere
Führungsstifte (511, 512) umfasst und die wenigs-
tens eine Druckfeder (541, 542) zwei oder mehrere
Druckfedern (541, 542) umfasst.

11. Batteriepack nach Anspruch 9, wobei der Schalt-
kreisunterbrecher (500) ferner eine Buchse (571,
572) umfasst, welche zwischen der Druckfeder (541,
542) und einer Unterseite des Aufnahmeteils des
Gehäuses (550) montiert ist.

12. Batteriepack nach Anspruch 1, wobei die Kappe
(520) und das Gehäuse (550) jeweils eine sich nach
oben jüngende Struktur (523, 553) aufweisen, in wel-
cher eine Seite oder gegenüberliegende Seiten der
Kappe (520) und eine Seite oder gegenüberliegende
Seiten des Gehäuses (550) sich nach oben verjün-
gen.

13. Batteriepack nach Anspruch 1, wobei das Gehäuse
(550) an einer den Aufnahmeteil definierenden Sei-
tenwand davon mit einem Schlitz (552) versehen ist,
durch welchen ein Zwischenraumabstand zwischen
dem Elektro-Leitungs-Verbindungselement (530)
und dem Leitungselement festgestellt oder gemes-
sen werden kann.

14. Batteriepack nach Anspruch 1, wobei ein Kathoden-
anschluss (304) von einem äußersten Batteriemodul
(301) und ein Anodenanschluss (306) von dem an-
deren äußersten Batteriemodul (302) mit dem Ka-
thodenleitungsteil (561) und dem Anodenleitungsteil
(562) des Schaltkreisunterbrechers (500) jeweils
durch leitende Drähte elektrisch verbunden sind.

15. Batteriepack nach Anspruch 1, wobei das Elektro-
Leitungs-Verbindungselement (530) von dem Lei-
tungselement in einem Zustand, in welchem die Bat-
teriemodule (301) normalerweise betrieben sind,
elektrisch beabstandet ist.

16. Batteriepack nach Anspruch 1, wobei, wenn die Bat-
teriemodule (301) in einem Zustand anschwellen, in
welchem die Batteriemodule (301) abnormal betrie-
ben sind, die Kappe (520) des Schaltkreisunterbre-
chers (500) durch die Batteriemodule (301), von wel-
chen das Volumen expandiert, nach außen gedrückt
ist, mit dem Ergebnis, dass gegenüberliegende En-
den des Elektro-Leitungs-Verbindungselements
(530), welche in der Kappe (520) montiert sind, mit
dem Kathodenleitungsteil (561) und dem Anoden-
leitungsteil (562) in Kontakt kommen, wobei ein ho-
her elektrischer Strom zwischen dem Kathodenlei-
tungsteil (561) und dem Anodenleitungsteil (562)
fließt und folglich den Trennungsabschnitt (800)
kurzschließt.
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17. Vorrichtung, welche ein Batteriepack nach Anspruch
1 als eine Energiequelle umfasst.

18. Vorrichtung nach Anspruch 17, wobei die Vorrich-
tung ein Elektrofahrzeug, ein Hybrid-Elektrofahr-
zeug, ein Plug-in-Hybrid-Elektrofahrzeug oder eine
Energiespeicherungsvorrichtung ist.

Revendications

1. Bloc-batterie conçu de sorte qu’une pluralité de mo-
dules de batterie (301) soient reliés les uns aux
autres en série dans un état où les modules de bat-
terie (301) sont en contact étroit les uns avec les
autres ou empilés adjacents les uns aux autres, le
bloc-batterie étant fixé de sorte qu’un état empilé
des modules de batterie (301) est maintenu même
lorsque le volume des modules de batterie (301)
change pendant la charge et la décharge des mo-
dules de batterie (301), le bloc-batterie comprenant :

une partie de coupure (800) reliée en série à un
circuit de liaison électrique (801) entre les mo-
dules de batterie (301) ;
un organe de fixation permettant de fixer un dis-
joncteur (500) à au moins une surface externe
du bloc-batterie ; et
le disjoncteur (500) conçu pour être conduit
électriquement lorsqu’une surface externe d’au
moins un module de batterie (301) augmente
d’une valeur de volume de référence ou plus, le
disjoncteur (500) étant relié en série au circuit
de liaison électrique (801) pour mettre en court-
circuit la partie de coupure (800) lorsque la con-
duction électrique se produit en raison du gon-
flement des modules de batterie (301),
caractérisé en ce que le disjoncteur (500)
comprend :

un logement électriquement isolant (550)
fixé à l’organe de fixation en position, le lo-
gement (550) ayant une partie réceptrice
ouverte dans sa partie supérieure ;
un capuchon électriquement isolant (520)
monté dans la partie réceptrice tout en étant
en contact avec un côté d’un des modules
de batterie (301) de sorte que le capuchon
(520) peut se déplacer de manière élastique
en réponse au changement de volume des
modules de batterie (301) ;
un organe de liaison à conduction électrique
électroconducteur (530) verrouillé avec le
capuchon (520) ; et
un organe de conduction comprenant une
partie conductrice formant cathode (561) et
une partie conductrice formant anode (562),
chacune ayant une extrémité située à l’in-

térieur de la partie réceptrice de sorte
qu’une extrémité vient en contact avec l’or-
gane de liaison à conduction électrique
(530) lorsque le volume des modules de
batterie (301) augmente et l’autre extrémité
située à l’extérieur de la partie réceptrice de
sorte que l’autre extrémité est reliée en série
au circuit de liaison électrique (801) entre
les modules de batterie (301).

2. Bloc-batterie selon la revendication 1, dans lequel
chacun des modules de batterie (301) comprend un
ou plusieurs éléments de batterie (11, 12).

3. Bloc-batterie selon la revendication 2, dans lequel
chacun des éléments de batterie (11, 12) est un élé-
ment de batterie en forme de poche ayant un en-
semble d’électrodes monté dans un boîtier formé
d’une feuille de stratifié comprenant une couche de
résine et une couche métallique.

4. Bloc-batterie selon la revendication 1, dans lequel
les parties formant bornes d’électrode (15) du bloc-
batterie sont fixées de sorte que l’état empilé des
modules de batterie (301) est maintenu même lors-
que le volume des modules de batterie (301) change.

5. Bloc-batterie selon la revendication 1, dans lequel
la partie de coupure (800) comprend un fusible.

6. Bloc-batterie selon la revendication 1, dans lequel
l’organe de fixation comprend un cadre (400) ouvert
dans sa partie centrale de sorte que le disjoncteur
(500) est en contact avec les modules de batterie
(301), le cadre (400) étant fixé aux modules de bat-
terie (301).

7. Bloc-batterie selon la revendication 6, dans lequel
l’organe de fixation est pourvu d’une ou plusieurs
équerres (402) permettant de fixer le disjoncteur
(500) en position, les équerres (402) s’étendant à
partir du cadre (400) vers la partie centrale ouverte
du cadre (400).

8. Bloc-batterie selon la revendication 1, dans lequel
le disjoncteur (500) est situé dans une région cor-
respondant à un côté du module le plus extérieur
des modules de batterie (301) sur lequel se concen-
tre la contrainte d’augmentation de volume des mo-
dules de batterie.

9. Bloc-batterie selon la revendication 1, dans lequel
le disjoncteur (500) comprend en outre au moins un
boulon de guidage (511, 512) au moyen duquel le
capuchon (520) est monté élastiquement sur le lo-
gement (550), un trou traversant (521, 522) formé à
travers le capuchon (520) et l’organe de liaison à
conduction électrique (530) de sorte que le boulon
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de guidage (511, 512) peut être introduit dans le trou
traversant (521, 522), au moins un ressort de com-
pression monté sur une extrémité inférieure de l’or-
gane de liaison à conduction électrique, et un écrou
(581, 582) couplé au boulon de guidage (511, 512)
à une extrémité opposée de la partie réceptrice du
logement (550).

10. Bloc-batterie selon la revendication 9, dans lequel
l’au moins un boulon de guidage (511, 512) com-
prend deux ou plus boulons de guidage (511, 512),
et l’au moins un ressort de compression (541, 542)
comprend deux ou plus ressorts de compression
(541, 542).

11. Bloc-batterie selon la revendication 9, dans lequel
le disjoncteur (500) comprend en outre une bague
(571, 572) montée entre le ressort de compression
(541, 542) et la partie inférieure de la partie récep-
trice du logement (550).

12. Bloc-batterie selon la revendication 1, dans lequel
le capuchon (520) et le logement (550) présentent
chacun une structure conique vers le haut (523, 553)
dans laquelle un côté ou les côtés opposés du ca-
puchon (520) et un côté ou les côtés opposés du
logement (550) sont coniques vers le haut.

13. Bloc-batterie selon la revendication 1, dans lequel
le logement (550) est pourvu, sur sa paroi latérale
définissant la partie réceptrice, d’une fente (552) à
travers laquelle la distance de séparation entre l’or-
gane de liaison à conduction électrique (530) et l’or-
gane de conduction peut être observée ou mesurée.

14. Bloc-batterie selon la revendication 1, dans lequel
une borne de cathode (304) d’un module de batterie
le plus extérieur (301) et une borne d’anode (306)
de l’autre module de batterie le plus extérieur (302)
sont reliées électriquement à la partie conductrice
formant cathode (561) et à la partie conductrice for-
mant anode (562) du disjoncteur (500) par l’intermé-
diaire de fils conducteurs respectifs.

15. Bloc-batterie selon la revendication 1, dans lequel
l’organe de liaison à conduction électrique (530) est
séparé électriquement de l’organe de conduction
dans un état où les modules de batterie (301) fonc-
tionnent normalement.

16. Bloc-batterie selon la revendication 1, dans lequel,
lorsque les modules de batterie (301) gonflent dans
un état où les modules de batterie (301) fonctionnent
anormalement, le capuchon (520) du disjoncteur
(500) est poussé vers l’extérieur par les modules de
batterie (301) dont le volume augmente, les extré-
mités opposées de l’organe de liaison à conduction
électrique (530) monté dans le capuchon (520) ve-

nant alors en contact avec la partie conductrice for-
mant cathode (561) et la partie conductrice formant
anode (562), provoquant le passage d’un courant
électrique élevé entre la partie conductrice formant
cathode (561) et la partie conductrice formant anode
(562) et donc le court-circuit de la partie de coupure
(800).

17. Dispositif comprenant un bloc-batterie selon la re-
vendication 1 comme source d’énergie.

18. Dispositif selon la revendication 17, le dispositif étant
un véhicule électrique, un véhicule électrique hybri-
de, un véhicule électrique hybride rechargeable, ou
un dispositif de stockage d’énergie.
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