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Description

BACKGROUND

[0001] The present invention relates generally to the
field of genetic sequencing. More particularly, the inven-
tion relates to improved techniques for permitting auto-
mated sequencing of genetic materials by use of arrays
of genetic fragments.
[0002] Genetic sequencing has become an increas-
ingly important area of genetic research, promising future
uses in diagnostic and other applications. In general, ge-
netic sequencing consists of determining the order of nu-
cleotides for a nucleic acid such as a fragment of RNA
or DNA. Relatively short sequences are typically ana-
lyzed, and the resulting sequence information may be
used in various bioinformatics methods to align frag-
ments against a reference sequence or to logically fit
fragments together so as to reliably determine the se-
quence of much more extensive lengths of genetic ma-
terial from which the fragments were derived. Automated,
computer-based examination of characteristic fragments
have been developed, and have been used more recently
in genome mapping, analysis of genetic variation be-
tween individuals, identification of genes and their func-
tion, and so forth. Gharizadeh B. et al., 2006, J Biotech-
nol., 124, 504-511 describes methodological improve-
ments in pyrosequencing technology. However, existing
techniques are highly time-intensive, and resulting ge-
nomic information is accordingly extremely costly.
[0003] A number of alternative sequencing techniques
are presently under investigation and development.
These include the use of microarrays of genetic material
that can be manipulated so as to permit parallel detection
of the ordering of nucleotides in a multitude of fragments
of genetic material. The arrays typically include many
sites formed or disposed on a substrate. Additional ma-
terials, typically single nucleotides or strands of nucle-
otides (oligonucleotides) are introduced and permitted or
encouraged to bind to the template of genetic material
to be sequenced, thereby selectively marking the tem-
plate in a sequence dependent manner. Sequence infor-
mation may then be gathered by imaging the sites. In
certain current techniques, for example, each nucleotide
type is tagged with a fluorescent tag or dye that permits
analysis of the nucleotide attached at a particular site to
be determined by analysis of image data.
[0004] Although such techniques show promise for sig-
nificantly improving throughput and reducing the cost of
sequencing, further progress in the speed and reliability
of the analytical steps involved in sequencing is desira-
ble.

BRIEF DESCRIPTION

[0005] The present invention provides significant im-
provements in the field of nucleic acid sequencing, es-
pecially with regard to instrumentation and analysis

methods. The techniques may be used for any desired
sequencing, and will typically be most useful in sequenc-
ing of DNA and RNA (including cDNA). The techniques
are based upon analysis of nucleotide sequences in sam-
ples supported on a substrate, and typically containing
a multitude of individual sites such as in a nucleic acid
array. Moreover, the techniques may be used with a va-
riety of sequencing approaches or technologies, includ-
ing techniques often referred to as sequencing-by-syn-
thesis (SBS), sequencing-by-ligation, pyrosequencing
and so forth. The present techniques have been found
or are believed to provide for more highly automated or
higher quality sequencing, permitting higher throughput
and ultimately reduced sequence costs.
[0006] Accordingly, the invention provides a sequenc-
ing system comprising: a fluidics control/delivery system
configured to receive process fluids for multiple different
stages of a sequencing procedure and to circulate the
fluids through a sample; a detection system configured
to acquire sequencing data from the sample; diagnostic
components configured to measure system parameters
during operation of the sequencing system, wherein the
system parameters include: temperature of the sample,
temperature of the sample container, reagent tempera-
ture, temperatures at various locations in the instrumen-
tation, array temperature, sample site quality, sample site
distribution, sample site shape, sample site number,
phasing occurring between the individual sample sites,
reagent volume, reagent flow rate, reagent pump pres-
sure, level of reagent remaining in a reservoir, presence
of bubbles in a detection chamber, pH level downstream
of a flow cell, humidity, vibration, presence of ozone, pow-
er of a light source, external power source, image inten-
sity, focus quality, signal-to-noise ratio, sufficiency of im-
age data, computer storage space available for imaging
and sequencing data, opening of a door or other access
panel at a sample insertion and retrieval station and/or
fluid overflow; quality evaluation circuitry configured to
communicate with the fluidics control/delivery system
and the detection system and assess a quality of the
sequencing system based upon a multiple step analysis
of the system parameters measured by the diagnostic
components compared to normal operating ranges; and
control circuitry configured to communicate with the flu-
idics control/delivery system and the detection system
and alter operating conditions of the sequencing system
during operation of the sequencing system based upon
data collected by the diagnostic components or the qual-
ity evaluation circuitry, wherein altering operating condi-
tions of the sequencing system comprises: reducing tem-
perature to stabilize sample constituents, changing con-
ditions for nucleotide addition, reintroducing nucleotides
to the sample, reintroducing a de-blocking reagent to the
sample, placing the sample in a storage state, changing
operating parameters of the reagent delivery system,
halting delivery of reagents, changing sequencing rea-
gents, flushing more reagent to remove a bubble, altering
pH to a level that stabilizes enzymes, removing constit-
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uents that degrade or alter other constituents, adding an
inert gas to reduce oxidation of sample constituents, add-
ing a stabilizing solvent, removing a light source to reduce
photobleaching or photodegradation of sample constitu-
ents, altering image parameters, selecting certain areas
of an array for which imaging data will be used for a cycle
of a sequencing procedure, re-imaging the sample or ar-
ray, refocusing an imaging device of the detection sys-
tem, interrupting the sequencing procedure, repeating
certain sequencing steps, proceeding through an addi-
tional cycle of the sequencing procedure and/or preserv-
ing the sample for a duration of time until the sequencing
system is operative within desired parameters.
[0007] The invention further provides a sequencing
method, comprising: operating a fluidics control/delivery
system to receive process fluids for multiple different
stages of a sequencing procedure and to circulate the
fluids through a sample; operating a detection system to
acquire sequencing data from the sample; operating di-
agnostic components to measure system parameters
during operation of the sequencing system, wherein the
system parameters include: temperature of the sample,
temperature of the sample container, reagent tempera-
ture, temperatures at various locations in the instrumen-
tation, array temperature, sample site quality, sample site
distribution, sample site shape, sample site number,
phasing occurring between the individual sample sites,
reagent volume, reagent flow rate, reagent pump pres-
sure, level of reagent remaining in a reservoir, presence
of bubbles in a detection chamber, pH level downstream
of a flow cell, humidity, vibration, presence of ozone, pow-
er of a light source, external power source, image inten-
sity, focus quality, signal-to-noise ratio, sufficiency of im-
age data, computer storage space available for imaging
and sequencing data, opening of a door or other access
panel at a sample insertion and retrieval station and/or
fluid overflow; operating quality evaluation circuitry con-
figured to communicate with the fluidics control/delivery
system and the detection system to assess a quality of
the sequencing system based upon a multiple step anal-
ysis of the system parameters measured by the diagnos-
tic components compared to normal operating ranges;
and operating control circuitry configured to communi-
cate with the fluidics control/delivery system and the de-
tection system to alter operating conditions of the se-
quencing system based upon data collected by the diag-
nostic components or the quality evaluation circuitry,
wherein altering operating conditions of the sequencing
system comprises: reducing temperature to stabilize
sample constituents, changing conditions for nucleotide
addition, reintroducing nucleotides to the sample, reintro-
ducing a de-blocking reagent to the sample, placing the
sample in a storage state, changing operating parame-
ters of the reagent delivery system, halting delivery of
reagents, changing sequencing reagents, flushing more
reagent to remove a bubble, altering pH to a level that
stabilizes enzymes, removing constituents that degrade
or alter other constituents, adding an inert gas to reduce

oxidation of sample constituents, adding a stabilizing sol-
vent, removing a light source to reduce photobleaching
or photodegradation of sample constituents, altering im-
age parameters, selecting certain areas of an array for
which imaging data will be used for a cycle of a sequenc-
ing procedure, re-imaging the sample or the array, refo-
cusing an imaging device of the detection system, inter-
rupting the sequencing procedure, repeating certain se-
quencing steps, proceeding through an additional cycle
of the sequencing procedure and/or preserving the sam-
ple for a duration of time until the sequencing system is
operative within desired parameters.

DRAWINGS

[0008] These and other features, aspects, and advan-
tages of the present invention will become better under-
stood when the following detailed description is read with
reference to the accompanying drawings in which like
characters represent like parts throughout the drawings,
wherein:

FIG. 1 is a diagrammatical overview of a sequencing
system incorporating aspects of the present tech-
nique;

FIG. 2 is a diagrammatical overview of a multi-station
sequencing system implementing aspects of the
present technique;

FIG. 3 is a diagrammatical overview of an exemplary
imaging system that may be used in conjunction with
the system of FIG. 1 or 2 for detection of sequences
at individual sites in an array;

FIG. 4 is a diagrammatical representation of se-
quencing in the systems of the preceding figures in
accordance with an SBS technique, as one example
of the sequencing approach that may be used in the
systems;

FIG. 5 is a flow chart illustrating exemplary logic for
control of the sequencing and sample quality in ac-
cordance with aspects of the present technique;

FIG. 6 is a flow chart illustrating exemplary logic for
an initial sequencing cycle quality control approach
in accordance with aspects of the present technique,
such as to determine quality of the sample to be test-
ed;

FIG. 7 is a flow chart illustrating exemplary logic for
a control of quality of base or nucleotide addition in
accordance with the present technique; and

FIG. 8 is a flow chart illustrating exemplary logic for
de-blocking quality control in accordance with as-
pects of the present technique.
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DETAILED DESCRIPTION

[0009] Turning now to the drawings, referring first to
FIG. 1, a diagrammatical representation of a sequencing
system 10 is illustrated as including a sequencer 12 de-
signed to determine sequences of genetic material of a
sample 14. The sequencer may function in a variety of
manners, and based upon a variety of techniques, in-
cluding sequencing by primer extension using labeled
nucleotides, as in a presently contemplated embodiment,
as well as other sequencing techniques such as se-
quencing by ligation or pyrosequencing. In general, and
as described in greater detail below, the sequencer 12
progressively moves samples through reaction cycles
and imaging cycles to progressively build oligonucle-
otides by binding nucleotides to templates at individual
sites on the sample. In a typical arrangement, the sample
will be prepared by a sample preparation system 16. This
process may include amplification of fragments of DNA
or RNA on a support to create a multitude of sites of DNA
or RNA fragments the sequence of which are determined
by the sequencing process. Exemplary methods for pro-
ducing sites of amplified nucleic acids suitable for se-
quencing include, but are not limited to, rolling circle am-
plification (RCA) (Lizardi et al., Nat. Genet. 19:225-232
(1998)), bridge PCR (Adams and Kron, Method for Per-
forming Amplification of Nucleic Acid with Two Primers
Bound to a Single Solid Support, Mosaic Technologies,
Inc. (Winter Hill, MA); Whitehead Institute for Biomedical
Research, Cambridge, MA, (1997); Adessi et al., Nucl.
Acids Res. 28:E87 (2000); Pemov et al., Nucl. Acids Res.
33:e11(2005); or US 5,641,658), polony generation (Mi-
tra et al., Proc. Natl. Acad. Sci. USA 100:5926-5931
(2003); Mitra et al., Anal. Biochem. 320:55-65(2003)), or
clonal amplification on beads using emulsions (Dress-
man et al., Proc. Natl. Acad. Sci. USA 100:8817-8822
(2003)) or ligation to bead-based adapter libraries (Bren-
ner et al., Nat. Biotechnol. 18:630-634 (2000); Brenner
et al., Proc. Natl. Acad. Sci. USA 97:1665-1670 (2000));
Reinartz, et al., Brief Funct. Genomic Proteomic 1:95-104
(2002)). The sample preparation system 16 will typically
dispose the sample, which may be in the form of an array
of sites, in a sample container for processing and imag-
ing.
[0010] The sequencer 12 includes a fluidics control/de-
livery system 18 and a detection system 20. The fluidics
control/delivery system 18 will receive a plurality of proc-
ess fluids as indicated generally by reference numeral
22, for circulation through the sample containers of the
samples in process, designated generally by reference
numeral 24. As will be appreciated by those skilled in the
art, the process fluids will vary depending upon the par-
ticular stage of sequencing. For example, in SBS using
labeled nucleotides, the process fluids introduced to the
sample will include a polymerase and tagged nucleotides
of the four common DNA types, each nucleotide having
a unique fluorescent tag and a blocking agent linked to
it. The fluorescent tag allows the detection system 20 to

detect which nucleotides were last added to probes hy-
bridized to template nucleic acids at individual sites in
the array, and the blocking agent prevents addition of
more than one nucleotide per cycle at each site. In other
processes, such as sequencing by ligation, the process
fluids at this stage will include query probes with unique
fluorescent tags attached thereto. Similarly, the query
probes will bind to the templates at each site in a config-
uration that allows ligation of the query probes to an an-
chor primer and may be detected by the detection system
20 for sequencing of the templates at each site.
[0011] At other phases of the sequencing cycles, the
process fluids 22 will include other fluids and reagents
such as reagents for removing extension blocks from nu-
cleotides, cleaving nucleotide linkers, or for removing
bases from ligated oligonucleotides to release a newly
extendable probe terminus. For example, once reactions
have taken place at individual sites in the array of the
samples, the initial process fluid containing the tagged
nucleotides will be washed from the sample in one or
more flushing operations. The sample may then undergo
detection, such as by the optical imaging at the detection
system 20. Subsequently, reagents will be added by the
fluidics control/delivery system 18 to de-block the last
added nucleotide and remove the fluorescent tag from
each. The fluidics control/delivery system 18 will typically
then again wash the sample, which is then prepared for
a subsequent cycle of sequencing. Exemplary fluidic and
detection configurations that can be used in the methods
and devices set forth herein are described in WO
07/123744. In general, such sequencing may continue
until the quality of data derived from sequencing de-
grades due to cumulative loss of yield or until a prede-
termined number of cycles have been completed, as de-
scribed in greater detail below.
[0012] The quality of samples 24 in process as well as
the quality of the data derived by the system, and the
various parameters used for processing the samples is
controlled by a quality/process control system 26. The
quality/process control system 26 will typically include
one or more programmed processors, or general pur-
pose or application-specific computers which communi-
cate with sensors and other processing systems within
the fluidics control/delivery system 18 and the detection
system 20. A number of process parameters, discussed
in further detail below, may be used for sophisticated
quality and process control, for example, as part of a
feedback loop that can change instrument operation pa-
rameters during the course of a sequencing run.
[0013] The sequencer 12 also communicates with a
system control/operator interface 28 and ultimately with
a post-processing system 30. Here again, the system
control/operator interface 28 will typically include a gen-
eral purpose or application-specific computer designed
to monitor process parameters, acquired data, system
settings, and so forth. The operator interface may be gen-
erated by a program executed locally or by programs
executed within the sequencer 12. In general, these may
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provide visual indications of the health of the systems or
subsystems of the sequencer, the quality of the data ac-
quired, and so forth. The system control/operator inter-
face 28 may also permit human operators to interface
with the system to regulate operation, initiate and inter-
rupt sequencing, and any other interactions that may be
desired with the system hardware or software. For in-
stance, the system control/operator interface 28 may au-
tomatically undertake and/or modify steps to be per-
formed in a sequencing procedure, without input from a
human operator. Alternatively or additionally, the system
control/operator interface 28 may generate recommen-
dations regarding steps to be performed in a sequencing
procedure and display these recommendations to the hu-
man operator. This mode would, of course, allow for input
from the human operator before undertaking and/or mod-
ifying steps in the sequencing procedure. In addition, the
system control/operator interface 28 may provide an op-
tion to the human operator allowing the human operator
to select certain steps in a sequencing procedure to be
automatically performed by the sequencer 12 while re-
quiring input from the human operator before undertaking
and/or modifying other steps. In any event, allowing both
automated and operator interactive modes may provide
increased flexibility in performing the sequencing proce-
dure. In addition, the combination of automation and hu-
man-controlled interaction may further allow for a system
capable of creating and modifying new sequencing pro-
cedures and algorithms through adaptive machine learn-
ing based on the inputs gathered from human operators.
[0014] The post-processing system 30 will typically al-
so include one or more programmed computers that re-
ceive detected information, which may be in the form of
pixilated image data and derive sequence data from the
image data. The post-processing system 30 may include
image recognition algorithms which distinguish between
colors of dyes attached to nucleotides that bind at indi-
vidual sites as sequencing progresses (e.g., by analysis
of the image data encoding specific colors or intensities),
and logs the sequence of the nucleotides at the individual
site locations. Progressively, then, the post-processing
system 30 will build sequence lists for the individual sites
of the sample array which can be further processed to
establish genetic information for extended lengths of ma-
terial by various bioinformatics algorithms.
[0015] The sequencing system 10 may be configured
to handle individual samples or may be designed for high-
er throughput in a manner generally represented in FIG.
2. FIG. 2 illustrates a multi-station sequencer 32 in which
multiple stations are provided for the delivery of reagents
and other fluids, and for detection of progressively build-
ing sequences of nucleotides. In the illustrated embodi-
ment, the sequencer 32 may include a series of stations
disposed in a plane, such as on a table, or in multiple
planes. To allow samples to be inserted into the sequenc-
er, an insertion/retrieval station 34 will typically be pro-
vided. This station will be physically configured to allow
a human operator or robot to insert a sample into the

device and lodge the sample in a process flow for se-
quencing operations to be automatically performed at the
various additional stations. From the insertion/retrieval
station 34, a mechanical conveying system (not illustrat-
ed) will serve to move the samples 24 and process be-
tween the other stations.
[0016] In the embodiment illustrated in FIG. 2, the ad-
ditional stations will include fluidic stations 36, detection
stations 38, and de-blocking stations 40, although other
stations may be included or interspersed with these sta-
tions depending upon the process and sequence of steps
desired. For example, fluidic stations 36 will serve to in-
troduce reagents and other process fluids to the samples
24, such as to allow for binding of individual nucleotides
as sequencing progresses. The fluidic stations 36 may
also allow for washing or flushing reagents from the sam-
ples. Alternatively or additionally, the stage supporting
the sample can be configured to allow removal of liquids,
including reagents present in the liquids, from samples
independent of their location in the system. For example,
the stage can include valve actuated vacuum lines that
can be activated for removal of liquids from the sample
when the sample is at any station or even when the sam-
ple is between stations. A useful vacuum system is de-
scribed, for example, in US 2007/0117178 (U.S. patent
application ser. no. 11/521,574).
[0017] The detection stations 38 may include any de-
sired detection circuitry, such as optical, electrical, or oth-
er equipment designed to detect the particular nucle-
otides added at individual sites of the sample as the se-
quencing progresses. An exemplary optical system for
such detection is described below with reference to FIG.
3. The de-blocking station 40 may be employed for de-
livering reagents used to remove protective molecules
that prevent binding of more than one nucleotide at a
time, particularly in SBS systems. The de-blocking sta-
tion 40 may also be used to cleave fluorescent dyes and
similar molecules from the nucleotides or oligonucle-
otides as sequencing progresses.
[0018] In general, the samples 24 may progress
through the sequencer 32 in a progressive flow direction
as indicated generally by arrow 42. This may correspond
to a normal flow of the sample through the sequencer.
However, the samples may retrogress in the stations as
indicated generally by reference numeral 44. Such ret-
rogression may be desired to permit re-imaging of the
samples, reintroduction of reagents, re-flushing, or gen-
erally any repetitive operation that can be performed by
a preceding station. It should also be noted that the pro-
gression of samples in the system, as also in the system
of FIG. 1, may be decoupled in a temporal sense. That
is, not all samples need to progress through the stations
for the same number of cycles nor do all samples need
to enter and exit a multi-cycle process in the same cycle.
[0019] Samples may be removed from processing, re-
processed, and scheduling of such processing may be
altered in real time, particularly where the fluidics control
system 18 or the quality/process control system 26 detect
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that one or more operations were not performed in an
optimal or desired manner. In embodiments wherein a
sample is removed from the process or experiences a
pause in processing that is of a substantial duration, the
sample can be placed in a storage state. Placing the sam-
ple in a storage state can include altering the environment
of the sample or the composition of the sample to stabilize
biomolecule reagents, biopolymers or other components
of the sample. Exemplary methods for altering the sam-
ple environment include, but are not limited to, reducing
temperature to stabilize sample constituents, addition of
an inert gas to reduce oxidation of sample constituents,
and removing from a light source to reduce photobleach-
ing or photodegradation of sample constituents. Exem-
plary methods of altering sample composition include,
without limitation, adding stabilizing solvents such as
antioxidants, glycerol and the like, altering pH to a level
that stabilizes enzymes, or removing constituents that
degrade or alter other constituents. In addition, certain
steps in the sequencing procedure may be performed
before removing the sample from processing. For in-
stance, if it is determined that the sample should be re-
moved from processing, the sample may be directed to
the fluidics control/delivery system 18 so that the sample
may be washed before storage. Again, these steps may
be taken to ensure that no information from the sample
is lost.
[0020] Moreover, sequencing operations may be inter-
rupted by the sequencer 12 at any time upon the occur-
rence of certain predetermined events. These events
may include, without limitation, unacceptable environ-
mental factors such as undesirable temperature, humid-
ity, vibrations or stray light; inadequate reagent delivery
or hybridization; unacceptable changes in sample tem-
perature; unacceptable sample site number/quality/dis-
tribution; decayed signal-to-noise ratio; insufficient im-
age data; and so forth. It should be noted that the occur-
rence of such events need not require interruption of se-
quencing operations. Rather, such events may be factors
weighed by the quality/process control system 26 in de-
termining whether sequencing operations should contin-
ue. For example, if an image of a particular cycle is an-
alyzed in real time and shows a low signal for that chan-
nel, the image can be re-exposed using a longer expo-
sure time, or have a particular chemical treatment repeat-
ed. If the image shows a bubble in a flow cell, the instru-
ment can automatically flush more reagent to remove the
bubble, then re-record the image. If the image shows
zero signal for a particular channel in one cycle due to a
fluidics problem, the instrument can automatically halt
scanning and reagent delivery for that particular channel,
thus saving on analysis time and reagent consumption.
[0021] Although the system has been exemplified
above with regard to a system in which a sample inter-
faces with different stations by physical movement of the
sample, it will be understood that the principles set forth
herein are also applicable to a system in which the steps
occurring at each station are achieved by other means

not requiring movement of the sample. For example, re-
agents present at the stations can be delivered to a sam-
ple by means of a fluidic system connected to reservoirs
containing the various reagents. Similarly, an optics sys-
tem can be configured to detect a sample that is in fluid
communication with one or more reagent stations. Thus,
detection steps can be carried out before, during or after
delivery of any particular reagent described herein. Ac-
cordingly, samples can be effectively removed from
processing by discontinuing one or more processing
steps, be it fluid delivery or optical detection, without nec-
essarily physically removing the sample from its location
in the device.
[0022] As in the system of FIG. 1, the various stations
are coupled to the fluidics control system 18 and to the
quality/process control system 26 to permit control of
these operations, as well as control of quality of both the
samples and of the operations performed at the various
processing stations. Moreover, as in the system of FIG.
1, the various stations of the sequencer are linked to a
system control/operator interface 28, and data collected
is ultimately forwarded to a post-processing system 30
where sequence data is derived from the detected data,
typically image data generated by the detection stations
38.
[0023] A system of the invention can be used to con-
tinuously sequence nucleic acids in a plurality of different
samples. Systems of the invention can be configured to
include an arrangement of samples and an arrangement
of stations for carrying out sequencing steps. The sam-
ples in the arrangement of samples can be placed in a
fixed order and at fixed intervals relative to each other.
For example, an arrangement of nucleic acid arrays can
be placed along the outer edge of a circular table. Simi-
larly, the stations can be placed in a fixed order and at
fixed intervals relative to each other. For example, the
stations can be placed in a circular arrangement having
a perimeter that corresponds to the layout for the arrange-
ment of sample arrays. Each of the stations can be con-
figured to carry out a different manipulation in a sequenc-
ing protocol. The two arrangements (i.e. sample arrays
and stations) can be moved relative to each other such
that the stations carry out desired steps of a reaction
scheme at each reaction site. The relative locations of
the stations and the schedule for the relative movement
can correlate with the order and duration of reaction steps
in the sequencing reaction scheme such that once a sam-
ple array has completed a cycle of interacting with the
full set of stations, then a single sequencing reaction cy-
cle is complete. For example, primers that are hybridized
to nucleic acid targets on an array can each be extended
by addition of a single nucleotide, detected and de-
blocked if the order of the stations, spacing between the
stations, and rate of passage for the array corresponds
to the order of reagent delivery and reaction time for a
complete sequencing reaction cycle.
[0024] In accordance with the configuration set forth
above, and described in further detail below, each lap (or
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full revolution in embodiments where a circular table is
used) completed by an individual sample array can cor-
respond to determination of a single nucleotide for each
of the target nucleic acids on the array (i.e. including the
steps of incorporation, imaging, cleavage and de-block-
ing carried out in each cycle of a sequencing run). Fur-
thermore, several sample arrays present in the system
(for example, on the circular table) concurrently move
along similar, repeated laps through the system, thereby
resulting in continuous sequencing by the system. Using
a system or method of the invention, reagents can be
actively delivered or removed from a first sample array
in accordance with a first reaction step of a sequencing
cycle while incubation, or some other reaction step in the
cycle, occurs for a second sample array. Thus, a set of
stations can be configured in a spatial and temporal re-
lationship with an arrangement of sample arrays such
that reactions occur at multiple sample arrays concur-
rently even as the sample arrays are subjected to differ-
ent steps of the sequencing cycle at any given time, there-
by allowing continuous and simultaneous sequencing to
be performed. The advantages of such a circular system
are apparent when the chemistry and imaging times are
disproportionate. For small flow cells that only take a
short time to scan, it is advantageous to have a number
of flow cells running in parallel in order to optimize the
time the instrument spends acquiring data. When the im-
aging time and chemistry time are equal, a system that
is sequencing a sample on a single flow cell spends half
the time performing a chemistry cycle rather than an im-
aging cycle, and therefore a system that can process two
flow cells could have one on the chemistry cycle and one
on the imaging cycle. When the imaging time is ten fold
less than the chemistry time, the system can have ten
flow cells at various stages of the chemistry process
whilst continually acquiring data.
[0025] Embodiments of the invention provide a system
that is configured to allow replacement of a first sample
array with a second sample array while the system con-
tinuously sequences nucleic acids of a third sample ar-
ray. Thus, a first sample array can be individually added
or removed from the system without interrupting se-
quencing reactions occurring at another sample array,
thereby providing the advantage of continuous sequenc-
ing for the set of sample arrays. A further advantage is
that sequencing runs of different lengths can be per-
formed continuously and simultaneously in the system
because individual sample arrays can complete a differ-
ent number of laps through the system and the sample
arrays can be removed or added to the system in an
independent fashion such that reactions occurring at oth-
er sites are not perturbed.
[0026] FIG. 3 illustrates an exemplary detection station
38 designed to detect nucleotides added at sites of an
array in accordance with a presently contemplated opti-
cal system. As set forth above, a sample can be moved
to two or more stations of the device that are located in
physically different locations or alternatively one or more

steps can be carried out on a sample that is in commu-
nication with the one or more stations without necessarily
being moved to different locations. Accordingly, the de-
scription herein with regard to particular stations is un-
derstood to relate to stations in a variety of configurations
whether or not the sample moves between stations, the
stations move to the sample, or the stations and sample
are static with respect to each other. In the embodiment
illustrated in FIG. 3, one or more light sources 46 provide
light beams that are directed to conditioning optics 48.
The light sources 46 may include one or more lasers,
with multiple lasers typically being used for detecting
dyes that fluoresce at different corresponding wave-
lengths. The light sources may direct beams to the con-
ditioning optics 48 for filtering and shaping of the beams
in the conditioning optics. For example, in a presently
contemplated embodiment, the conditioning optics 48
combine beams from multiple lasers and generate a gen-
erally linear beam of radiation that is conveyed to focus-
ing optics 50. The laser modules can additionally include
a measuring component that records the power of each
laser. The measurement of power may be used as a feed-
back mechanism to control the length of time an image
is recorded in order to obtain a uniform exposure energy,
and therefore signal, for each image. If the measuring
component detects a failure of the laser module, then the
instrument can flush the sample with a "holding buffer"
to preserve the sample until the error in the laser can be
corrected.
[0027] The sample 24 is positioned on a sample posi-
tioning system 52 that may appropriately position the
sample in three dimensions, and may displace the sam-
ple for progressive imaging of sites on the sample array.
In a presently contemplated embodiment, the focusing
optics 50 confocally direct radiation to one or more sur-
faces of the array at which individual sites are located
that are to be sequenced. Depending upon the wave-
lengths of light in the focused beam, a retrobeam of ra-
diation is returned from the sample due to fluorescence
of dyes bound to the nucleotides at each site.
[0028] The retrobeam is then returned through ret-
robeam optics 54 which may filter the beam, such as to
separate different wavelengths in the beam, and direct
these separated beams to one or more cameras 56. The
cameras 56 may be based upon any suitable technology,
such as including charge coupled devices that generate
pixilated image data based upon photons impacting lo-
cations in the devices. The cameras generate image data
that is then forwarded to image processing circuitry 58.
In general, the processing circuitry 58 may perform var-
ious operations, such as analog-to-digital conversion,
scaling, filtering, and association of the data in multiple
frames to appropriately and accurately image multiple
sites at specific locations on the sample. The image
processing circuitry 58 may store the image data, and
will ultimately forward the image data to the post-process-
ing system 30 where sequence data can be derived from
the image data. Particularly useful detection devices that
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can be used at a detection station include, for example,
those described in US 2007/0114362 (U.S. patent appli-
cation ser. no. 11/286,309) and WO 07/123744.
[0029] FIG. 4 illustrates a typical reaction cycle in a
sequencing by synthesis technique for oligonucleotides
that may benefit from the nucleotide recapture and recy-
cling technique of the present invention. In general, the
synthesis operation summarized in FIG. 4 may be per-
formed on a sample 24 comprising a support 60 on which
a multitude of sites 62 and 64 are formed. In the prepa-
ration of each sample 24, many such sites may be
formed, each with unique fragments of genetic material
as indicated generally by reference numeral 66. These
fragments may constitute templates of DNA or RNA to
be sequenced. The fragments can be isolated from a
biological source using methods known in the art. In em-
bodiments utilizing amplification methods, the fragments
can be amplicons of a DNA or RNA isolated from a bio-
logical source. Each template comprises a number of
mers or bases 68 which will uniquely bind to a compli-
mentary nucleotide (or analog thereof) during the syn-
thesis process. The sequencing process begins with
binding of an anchor primer 70 to each of the templates.
This anchor primer includes complementary bases 72
that bind with those of a portion of a template sequence.
The remaining portion of the template, designated gen-
erally by reference numeral 74, constitutes that portion
to be sequenced. The length 76 of the portion to be se-
quenced may vary, with presently contemplated embod-
iments extending from 25 to 40 bases or even as many
as 50, 75, or 100 bases.
[0030] As sequencing progresses, the introduced
processed stream will include all four common DNA nu-
cleotides, one of which will add to the primer at a position
that is opposite the next available base in the template,
as indicated by reference numeral 78. The added nucle-
otide will include a base 80 that is complementary to the
template as well as a fluorescent tag 82 and a blocking
molecule 84. As will be noted by those skilled in the art,
as used herein, the term "nucleotides" in the illustrated
processes will typically include units from which DNA
molecules are constructed. Although any nucleotides or
oligonucleotides may be recaptured and recycled in ac-
cordance with the present technique, in many practical
applications these will include deoxynucleotide-triphos-
phates (dNTP), each carrying a single nitrogenous base
(adenine, guanine, cytosine or thymine). The comple-
mentary nucleotide is added to the primer due to the ac-
tivity of a polymerase, as indicated generally by reference
numeral 86. Other nucleotides than the specific one bind-
ing to the template will also be present in the process
fluid, as indicated generally by reference numerals 88,
90, and 92 in FIG. 4. Nucleotides not binding to the tem-
plates will subsequently be washed from the sample in
a flushing operation, exiting in the effluent stream to be
recaptured and recycled as described above.
[0031] The sequencing system utilized of the type de-
scribed above for analysis of oligonucleotide sequences

may be automated and regulated in a number of ways.
The present technique provides for automatic detection
of a number of parameters of such systems and control
of the sequencing process based upon such parameters.
In general, the performance and quality control imple-
mented by the present invention may allow for normal
sequencing operations on one or many sample arrays,
which may be altered based upon detected issues with
performance or quality of the sample array, performance
of the fluidics control/delivery system, performance of the
detection system, or any subcomponent or subsystem
of these. When exceptions or anomalies in quality or per-
formance are detected, as described in greater detail be-
low, remedial measures may be taken to correct the sys-
tem performance, re-sequence or re-run certain se-
quencing cycle steps, such as nucleotide addition, imag-
ing, de-blocking and so forth, or even interrupt sequenc-
ing altogether. Because the sequencing will represent an
investment in terms of time and materials, the remedial
measures may be adapted to continue sequencing if at
all possible, while taking steps to guard against pursuing
a synthesis procedure that is destined to fail or at least
destined to produce results that are not of sufficient value
to warrant the time and materials spent. Thus, the reme-
dial measures improve the likelihood that reliable se-
quencing data will be obtained.
[0032] FIG. 5 represents exemplary logic for carrying
out and controlling a sequencing operation in accordance
with this approach. The sequencing operation, denoted
generally by reference numeral 94, begins with loading
a sample array in the sequencing system, as indicated
at step 96. As noted above, a number of different ap-
proaches may be employed, as may various configura-
tions of arrays. In a presently contemplated embodiment,
for example, arrays of a multitude of genetically different
sites are employed, with each site being populated by a
multitude of the same oligonucleotide, template, or frag-
ment to be sequenced. The array may be loaded in a
sample container and coupled to the fluidics control/de-
livery system such that reagents and other process fluids
can be introduced to the sample and routed through the
sample container for reactions (e.g., base addition and
de-blocking), flushing, and so forth.
[0033] An array used in the invention can be any pop-
ulation of different reaction sites that are present at one
or more substrates such that different reaction sites can
be differentiated from each other according to their rela-
tive location. Typically, a single species of biopolymer,
such as a nucleic acid, is attached at each individual re-
action site. However, multiple copies of a particular spe-
cies of biopolymer can be attached at a particular reaction
site. The array taken as a whole will typically include a
plurality of different biopolymers attached at a plurality
of different sites. The reaction sites can be located at
different addressable locations on the same substrate.
Alternatively, an array can include separate substrates,
such as beads, each bearing a different reaction sites.
[0034] At step 98 in FIG. 5, then, bases or nucleotides
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(or oligonucleotides in the case of processes such as
sequencing-by-ligation or sequencing-by-hybridization)
are added to the sites in the array in accordance with the
particular sequencing approach adopted. Other biomol-
ecule reagents used at this step can also be delivered
including, for example, enzymes such as polymerase or
ligase. For example, in SBS, polymerase and the four
common nucleotide types, each including blocking
agents and unique fluorescent dyes are introduced to the
sample array and are allowed to react with the oligonu-
cleotide templates at each site. Step 98 would also in-
clude, then, flushing the samples of the polymerase and
nucleotides once sufficient time has elapsed for the de-
sired reactions. At step 100, the sites and the most re-
cently attached nucleotides are detected. As noted
above, this detection may be performed in a variety of
manners, with optical detection being favored in a pres-
ently contemplated embodiment. As also described
above, the detection step can include progressively scan-
ning the sites on the array to produce image data which
is processed to identify individual sites and, ultimately,
the identity of the most recently attached nucleotides at
each site.
[0035] At step 102, the logic determines whether the
current cycle is the initial sequencing cycle. As noted
above, sequencing may include a number of similar cy-
cles of base addition, detection, and de-blocking, with
from 25 to 40 or even more such cycles being presently
contemplated. If the current cycle, then, is the initial cycle,
an initial cycle quality control routine is performed as in-
dicated at step 104. This routine may be configured to
determine one or more qualities of the array as described
in greater detail below with reference to FIG. 6. It should
be noted that the initial cycle quality control routine may
cause corrections to be made in the sequencing system,
or may cause an alteration in the manner in which the
individual sample array is handled. That is, certain steps
may be re-performed, or system changes may be made
based upon the initial cycle quality control as described
below.
[0036] Assuming that sequencing continues following
the routine 104, the logic may advance to step 106 where
a routine is performed to evaluate the quality of the base
addition steps of sequencing. Presently contemplated
details of the base addition quality control routine 106
are described below with reference to FIG. 7. In general,
however, the base addition quality control routine will
evaluate parameters of the sequencing system to deter-
mine whether changes should be made to the system
operating settings or whether sequencing could or should
continue under the same or different conditions. As with
the initial cycle quality control 104, the base addition qual-
ity control routine 106 may result in re-performing certain
sequencing steps or even aborting the sequencing proc-
ess altogether.
[0037] In an alternative embodiment, step 106 can be
performed after step 100 and prior to step 102. This order
may be advantageous if the queries and steps involved

in step 106 provide information that is useful in evaluating
characteristics or qualities of samples and the system at
step 104. Furthermore, as set forth in further detail below
in regard to FIGS. 6-8, different queries and steps exem-
plified for the various QC steps of FIG. 5 can be carried
out in different orders than specifically exemplified herein
or even repeated more than once and in a variety of com-
binations to suit a particular synthetic technique or syn-
thesis system.
[0038] At step 108, the logic may call for determining
whether the current cycle is the last cycle of sequencing.
Several scenarios may be envisaged for this step. For
example, the sequencing system may be programmed
to perform only a predetermined number of cycles, with
the sequencing terminating after the predetermined
number of cycles have been performed. Alternatively,
the quality of certain data collected by the system may
be evaluated to determine whether data of a desired qual-
ity is still being collected. That is, as summarized below,
in the quality control routines presently contemplated, a
signal-to-noise ratio may be evaluated to determine
whether the base addition operation and imaging oper-
ations can adequately distinguish the type of nucleotide
that is being added at individual sites. Where such addi-
tion, or image quality, or the ability to distinguish between
the nucleotides attaching at individual sites is at an un-
desirable level, the system may indicate that the current
cycle is to be the last cycle for sequencing of a particular
sample array. Other sequencing ending scenarios may,
of course, be implemented. If the current cycle is deter-
mined to be the last cycle, then, end run programs may
be performed as indicated at step 110. In general, such
programs may include processing of image data, export-
ing of data, notifying a human operator or robot to remove
the sample array container from the system, and so forth.
[0039] If the current cycle is not determined to be the
last sequencing cycle, the logic may advance to step 112
where the blocking agents and fluorescent dyes are re-
moved from the last nucleotide added at each site. At
step 114, then, the sites or waste in the effluent stream
may be detected for additional quality control. For exam-
ple, the additional imaging of the sites or waste at step
114 may be used to determine whether the sites were
adequately de-blocked by determining whether the dyes
continue to fluoresce at each site (or at control sites, as
described below). Alternatively, detection of the waste
material may determine whether blocking agents that are
fluorescent or that absorb radiation at a particular wave-
length are present in the effluent stream at a sufficient
level to indicate a desired level of de-blocking has oc-
curred. Where such detection is not desired, step 114 is
optional and may be deleted from the process. At step
116, then, a quality control routine to evaluate the de-
blocking operation is performed. Details of a currently
contemplated de-blocking quality control routine are de-
scribed below with reference to FIG. 8. Following step
116, the logic may return to step 98 where additional
bases are added for a subsequent cycle of sequencing.
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[0040] The logic for carrying out and controlling a se-
quencing operation as presented in FIG 5 and set forth
above is merely exemplary. The logic has been exem-
plified in the context of particular sequencing techniques.
It will be understood that the logic can be modified to
accommodate different sequencing techniques. For ex-
ample, pyrosequencing techniques are often carried out
using nucleotides that do not have blocking groups. Ac-
cordingly, logic for carrying out pyrosequencing need not
include steps related to de-blocking such as steps iden-
tified as 112, 114, and 116 in FIG 5. As a further example,
pyrosequencing techniques typically utilize secondary
enzymes for detection of released pyrophosphate, such
enzymes including, for example, sulfurylase and luci-
ferase. The logic for carrying out pyrosequencing can
include added steps related to adding or removing sec-
ondary enzymes. Furthermore, QC steps used in a py-
rosequencing method can include steps that are related
to querying the activity of the secondary enzymes and
responding to information obtained from the query. Sim-
ilar modification can be made to the logic for carrying out
other sequencing techniques that include use of second-
ary reagents, such as enzymes used for detection or nu-
cleic acid modification. For example, cycles of sequenc-
ing-by-ligation, which include a step of removing a portion
of ligated probes using a restriction endonuclease or
chemical cleavage of a nucleic acid strand after detection
and before initiation of a new cycle, can be covered by
logic that includes steps related to adding and removing
the cleaving agent (such as the restriction endonuclease
or chemical cleaving agent) or evaluating QC related to
activity of the cleaving agent.
[0041] Throughout the sequencing process, a number
of individual system parameters may be monitored and
regulated in a closed-loop or open-loop manner. Again,
an object of such monitoring and control is to allow for
automated or semi-automated sequencing through effi-
cient reaction and detection processes. In a presently
contemplated embodiment, for example, system diag-
nostic parameters might include temperature of the sam-
ple or the sample container, reagent temperature, tem-
peratures at various locations in the instrumentation, re-
agent volumes and flow rates, power of light sources (par-
ticularly laser light sources), pH levels downstream of the
flow cell, humidity, vibration, presence of ozone, image
intensities, focus quality, and so forth. Additional param-
eters might include reagent pump pressure, the levels of
reagents remaining in reservoirs, presence of bubbles in
a detection chamber (e.g., a flow cell), and computer stor-
age space available, both for imaging data and sequence
data. Moreover, in addition to these ongoing and regular
checks, unusual process developments may be detect-
ed, such as the opening of a door or other access panel
at a sample insertion and retrieval station (see FIG. 2),
fluid overflows, and so forth. In cases where the system
determines that continuing the sequencing process
would not result in data being collected for each cycle,
the system can make an automated decision to end the

sequencing run or to flush reagents through the flow cell
to preserve the sample and enter a safe state that pre-
serves the sample until data collection can be resumed.
In particular embodiments, the system can indicate an
error to an operator and optionally suggest corrective
measures. Alternatively or additionally, the system can
make an automated diagnosis and response to the error.
Thus, synthesis steps can be restarted and data collec-
tion continued either by operator intervention or by auto-
mated correction.
[0042] Transducers and circuitry for monitoring and
controlling such parameters may be generally similar to
those available for other process systems. For example,
any form of suitable temperature transducer may be used
for monitoring sample, container, reagent, and instru-
ment temperatures. Suitable flow meters may be used
for monitoring reagent volumes and flows. Conventional
pressure transducers may be used for detecting reagent
pump pressures, back pressures, and so forth. Logic cir-
cuits for closed-loop control or open-loop operator noti-
fication based upon detection of such parameters may
include analog or digital circuits (e.g., programmed com-
puters). In a presently contemplated embodiment, for ex-
ample, the quality/process control system described
above with reference to FIGS. 1 and 2 may perform these
functions. As will be appreciated by those skilled in the
art, the signals produced by the various transducers,
where computer control is employed, will be converted
to digital values which can be compared to normal oper-
ating ranges, fault limits, alarm limits, and so forth. Where
possible, closed-loop control may be employed to main-
tain temperatures, volumes, power levels, flow rates,
pressures, and so forth within acceptable ranges to per-
mit continued sequencing. Where alarm or failure limits
are reached, operation of the control routines preferably
includes establishing an exception or error log and stor-
ing events in the error log so as to permit later evaluation
of the performance and operation of the sequencer dur-
ing particular sequencing steps, over periods of time, and
so forth.
[0043] Closed-loop control of such parameters may be
performed to enhance the sequencing process. For ex-
ample, in a presently contemplated embodiment, the flu-
idics control/delivery system 18 may include heaters or
coolers that can provide reagents and other fluids at de-
sired temperatures to enhance and promote reactions
with samples in the arrays. For example, heaters may be
provided for elevating the temperature of the sample dur-
ing certain portions of the sequencing process, and such
temperatures may be regulated for the process fluids as
well. Thermal transfer devices, such as heaters, coolers,
heat exchangers, and so forth may be employed for this
purpose. Other closed-loop control may be performed
based upon the target parameters for the individual steps
in the sequencing operation. Those skilled in the art will
recognize, as well, that such parameters may be com-
bined to determine when the sequencing system is op-
erating properly, when sequencing can proceed, or when
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one or more such parameters is out of a normal range
to the extent that sequencing should not proceed. In such
cases, samples may be preserved at least for some du-
ration of time until the sequencing system is operative
within its desired parameters.
[0044] FIG. 6 illustrates exemplary logic that might be
included in a quality control routine for an initial cycle of
sequencing. The initial cycle quality control routine 104
may be designed to examine characteristics or qualities
of samples and sample arrays to determine whether high-
quality and sufficient sequencing data can be obtained.
In a presently contemplated embodiment, for example,
the routine may begin with a query as indicated at step
118 to determine whether too few sites are present and
detectable in the array. This step may refer to an accept-
able range or number of sites that make sequencing of
the array economical in terms of the amount of data that
can be collected for the amount of time and materials
required to process the array. The query made at step
118 will typically be based upon the detection made at
step 100 summarized with reference to FIG. 5. By way
of example only, in a presently contemplated embodi-
ment, an acceptable number of sites on which sequenc-
ing may be performed may be about 10 million sites/cm2

or may be in a range between about 5 million sites/cm2

and 100 million sites/cm2, although developing technol-
ogies will likely increase the upper end of this range in
most cases to 1000 million sites/cm2 or higher. The den-
sity of sites (for example, beads) on an array can also be
evaluated in terms of percent capacity such that an ac-
ceptable number of sites is indicated by a capacity be-
tween, for example, 35% and 100% (100% or full capacity
being based on the ideal case where sites are evenly
distributed and at a distance that is just sufficient to allow
adjacent sites to be distinguished). The positions of the
beads or other sites may be regularly spaced with a
known separation between individual sites, or a random
distribution, for example, an array of amplified clusters
or a random array of beads on a surface.
[0045] If too few sites are detected or discernible from
the imaging or detection operations performed in the in-
itial cycle, control may be directed to step 120 where
queries may be made of the fluid delivery or detection
systems, or both systems, or other systems of the se-
quencer. In general, a particular density of sites or clus-
ters will be desired. If the detected number of such sites
is low or lower than desired, this may be indicated by a
count of the number of sites or by determining that a
number of "dark" pixels (e.g., pixels not apparently indic-
ative of the presence of a site) is above a ceiling. Such
occurrences could be due to parameters of the fluid de-
livery system or the detection system, or both, as well as
other parameters of the sequencer. For example, ab-
sence of detected sites may be due to inadequate deliv-
ery of labeled nucleotides to the array sample or due to
improper focusing of the imaging system. The query per-
formed at step 120, then, may examine operational pa-
rameters of the type described above to determine

whether proper operation is possible. Following such de-
terminations, alterations in the system settings may be
performed, and the sample may be returned for re-focus-
ing and re-imaging, if necessary, as indicated at step
122. Similarly, the system may be returned for re-delivery
of biomolecule reagents at step 98.
[0046] It should be noted that throughout the present
discussion, and indeed for all of the quality control rou-
tines summarized in the present discussion, one or more
of the responses may be performed, and such responses
may be performed in any logical order where appropriate.
For example, for the query of the delivery and detection
systems, and the re-focus/re-image routine described
above, these may be performed in parallel in any se-
quence. Moreover, for these and for other routines per-
formed, the present discussion should not be considered
as limiting. Depending upon the parameter data collect-
ed, the sequencing technique being used and the possi-
ble cause of anomalies in operation of the system or in
the sequencing data obtained, other routines may be per-
formed as well. Similarly, it may be advantageous to per-
form some routines before others. For example, a quick
check of the operational parameters of the system, noting
slight anomalies that have been corrected, may be more
efficient than recycling the sample in a retrograde fashion
back to an imaging station as would be called for at step
122 (assuming that the sample had been moved from
the detection or imaging station). Finally, it should be
noted that certain of the steps will clearly call for repeating
of certain sequencing operations, altering certain se-
quencing operations, or even aborting sequencing of the
particular sample as denoted by the arrows extending to
the right in FIGS. 6, 7, and 8. It may be considered that
following the various response routines described herein,
a determination is made as to whether the condition that
led to the action has been remedied, such that sequenc-
ing may proceed albeit by the return of the sample to a
preceding operation.
[0047] In addition to determining whether too few sites
are present in the sample, the initial cycle quality control
routine, examining qualities of the sample, may deter-
mine whether too many sites or an uneven site distribu-
tion is present, as indicated generally at reference nu-
meral 124. Because certain sample preparation tech-
niques may result in an overabundance of sites, or sites
that may too closely approach one another, there may
be a desired limit to the number of sites in a particular
sample, or to the relative density or congestion of sites
in one or more regions of the array. Other indicators of
sample quality that can be queried at this step include
the size, shape, or morphology of sites. Typically, sites
will have an expected size, shape, or morphology and
deviations can be indicative of a particular problem. For
example, if sites are too densely packed then a large
fraction of sites will overlap each other such that over-
lapped sites appear as a single site having an apparent
size that is larger than the size expected for a single dis-
crete site. Similarly, sites that overlap can be identified
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by an apparent shape that is different than expected for
a single site, such as in the case of typically circular sites
that will appear as a single hourglass shape when two
sites overlap. Other aberrations in size, shape, or mor-
phology of sites can be indicative of problems in prepa-
ration of the array that occurred prior to loading the array
in the system such as insufficient amplification at one or
more sites or excessive amplification at one or more sites.
If, upon the evaluation of the data collected at step 100
in FIG. 5, it is determined that too many sites or an un-
desirable site distribution is present, several approaches
may be envisaged in response. At step 126, for example,
the fluid delivery and detection systems may be again
queried in a manner similar to that discussed with refer-
ence to step 120 above. Moreover, the imaging system
may be re-focused, particularly if the detection data in-
dicates that inadequate or unreliable image data was ob-
tained that may have led to the determination at step 124.
The re-focusing and re-imaging step 128 may be essen-
tially similar to that performed at step 122 above, and
may require return of the sample to the imaging station
if it has been moved from the imaging station.
[0048] Another response to the presence of too many
sites or an uneven site distribution could be the masking
of certain regions or sites and ignoring image data from
such regions during processing. The masking response,
indicated at step 130, would generally include develop-
ment of a digital mask for the pixilated images in which
particular locations corresponding to particular sites are
designated by a first value, and sites to be analyzed are
designated by a second value. Such a binary mask would
generally be stored as a lookup table that permits com-
parison of the location of mask pixels in subsequent se-
quencing cycles so that data for such locations would not
be processed for analysis and sequencing. It is possible,
however, that such masking could result in elimination
of too many sites or even large regions of the sample
array from sequencing such that pursuing further
processing of the sample is not economical or is other-
wise undesirable. At step 132, then, it may be desirable
to determine whether the masking has resulted in too few
sites. As with step 118, this inquiry may essentially con-
sist of determining whether the number of remaining sites
after digital masking make sequencing worthwhile in
terms of the amount of data that can be collected. If too
few sites are available for sequencing after the masking
of step 130, the mask may be re-evaluated as indicated
at step 134, such as to determine whether certain sites
can be reliably sequenced. The mask may then be altered
accordingly and sequencing may proceed. If too few sites
are available for sequencing, sequencing may be inter-
rupted altogether.
[0049] The amount of image data processed during
sequencing operations tends to be massive and even
quite overwhelming at times. As such, analysis of the
data can prove somewhat onerous unless the data is
collected, organized, and managed efficiently. There-
fore, it may be advantageous to process the data such

that useful data is saved and prepared for further
processing while discarding data which has a high prob-
ability of not being useful. Accordingly, the use of mask-
ing, as well as other image processing utilities, may be
coordinated to attain the overall goal of worthwhile se-
quencing data. With this in mind, it should be noted that
the image data collected may be processed in various
ways. For example, areas on a test sample may be se-
lected to be imaged while other areas may be selected
to be bypassed. If this type of selective imaging is done,
several different options may be used to handle the data.
In one embodiment, image data for only the areas flagged
as areas of interest may be collected while image data
for other areas may not be collected, or may be collected
but not retained or not analyzed. In an alterative embod-
iment, image data may be collected for all areas of the
sample but the data may be stored in different locations.
For instance, the image data flagged as areas of interest
may be stored in a first database which is used for se-
quencing analysis whereas the other image data may be
stored in a second database. In addition, logging of image
data collection may follow similar procedures, such as
only logging activity for certain imaging or logging activity
for all imaging but saving the logs in various locations.
Also, the selective processing of image data may be
based on any parameter collected during sequencing op-
erations including, but not limited to, chemistry parame-
ters, environmental parameters, and so forth. Therefore,
in general, the image data may be handled using various
selective processing schemes based on various proc-
esses including, but not limited to, the masking methods
discussed above.
[0050] If any of the responses indicated at steps 126,
128, 130, or 134, or the response to the query 132 enable
sequencing to proceed, then, the initial cycle quality con-
trol routine may be exited and sequencing may continue
as summarized above with reference to FIG. 5.
[0051] FIG. 7 illustrates exemplary logic for performing
a base addition quality control routine 106 as described
generally above with respect to FIG. 5. The routine may
be performed at various stages in sequencing but will
likely be performed after imaging of the array in each
sequencing cycle but before image data is used to de-
termine sequence data. The routine is essentially de-
signed to determine whether the detection process pro-
ceeded as desired, or whether sequencer parameters
should be adjusted to provide for improved imaging and
detection. Because the quality of the detection performed
on the sample will ultimately affect the quality of the se-
quencing data, it may be desirable that high-quality im-
ages be returned and it may be most useful to perform
such base addition quality control routines for each and
every sequencing cycle. Moreover, as discussed above,
the routine may be at least one of the considerations in
determining whether sequencing should continue or
whether the present or even the previous sequencing
cycle should be considered the last reliable cycle in which
sequencing data should be retained or evaluated.
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[0052] In the embodiment illustrated in FIG. 7, an initial
query 136 determines whether the general image quality
is acceptable. For example, while a sharp image, and
particularly a consistently sharp image over the length
and width of the array is desired, such factors as poor
focus may result in an unacceptably blurred image. The
evaluation of image quality may take a number of forms.
In a presently contemplated embodiment, for example,
a focus score is attributed to each image. The focus score
may be based upon sharpness of the image, sharpness
of particular features or marks in the image, anticipated
structures visible in the image, gradients of intensities or
colors detectable in the image, and so forth. Image quality
can be based on an image of all or part of the array. An
advantage of evaluating only a part of the array is that
an image can be obtained more rapidly for purposes of
determining quality prior to expending the time on obtain-
ing a full image. If the image quality is found to be unac-
ceptable, steps 138 and 140, or other suitable steps, may
be performed in response. Steps 138 and 140 may gen-
erally correspond to steps 120 and 122 described above
with reference to FIG. 6. That is, the fluid delivery and/or
detection systems may be evaluated to determine wheth-
er their operating parameters are within the acceptable
ranges, or the imaging system may be re-focused and
the sample returned for imaging if it has been displaced
from the imaging station.
[0053] Another aspect of image quality that may be
monitored is the presence of bubbles within the sample.
If bubbles are detected, the image data, or portions of
the data, may not be adequate for further processing.
For instance, the image data may appear to have blurry
regions or regions where detected colors are indistin-
guishable. Furthermore, the presence of bubbles may
signify an underlying problem with a particular sample.
For instance, the bubbles may be impeding the nucle-
otides from attaching to the sample. The presence of
bubbles may be monitored within the fluid channel via a
photodiode or other detector such as one that is config-
ured to monitor changes in the signal received at the
diode responsive to the refractive index differences be-
tween air and liquid. If bubbles are detected, any number
of suitable response steps may be performed. For in-
stance, the situation may warrant returning the sample
to a particular fluidics station and performing the base
addition step again. In cases where the channels are
filled from top-bottom with air rather than liquid, it is pos-
sible to automatically adjust the focal depth to restore the
focus of the "dry" image, or simply to flow more liquid
through the channel in order to remove the air bubble.
Another possible response may include masking of cer-
tain regions or sites and ignoring image data for regions
or sites determined to contain bubbles. Yet another re-
sponse may include interrupting sequencing operations
on the sample if it is determined that the bubbles are such
a detriment that proper imaging is no longer possible.
[0054] It should be noted that a query similar to that of
step 136, and responses such as those summarized at

steps 138 and 140 may also be part of the initial cycle
quality control routine summarized above with reference
to FIG. 6. That is, it may be possible that the control of
quality of the samples is compromised by poor function-
ing of the fluid delivery system or the detection system.
In such cases, routines such as those intended at steps
138 and 140 may also be performed to ensure that the
sample quality evaluation proceeds on the basis of reli-
able information. Where desired, the parameters of the
sequencing system may be adjusted and the sample may
be re-imaged, and the sample quality re-evaluated based
upon improved input data.
[0055] As noted above, the sample arrays may be de-
signed to facilitate certain types of quality control. For
example, control clusters or sites may be included in the
array that have known sequences of nucleotides. Such
known sequences may, for example, be repeating se-
quences of the four common DNA nucleotides. Alterna-
tively, such control sites may include homopolymer se-
quences of a single nucleotide type. The quality control
performed in the routine 106 may rely upon expected
results for such controls during successive sequencing
and imaging steps carried out in parallel with sites of un-
known composition for which sequence information is
desired. As indicated at step 142, then, evaluation of such
control sites may be made to determine whether the an-
ticipated addition of a base has been detected. Because
the sequence of such control sites is known, such eval-
uation may determine, for example, that no base was
added, the wrong base was added, or a low yield for base
coupling was detected (e.g., an anticipated characteristic
dye color at a control site was weak in intensity or was
obscured by another color). Another type of control that
can be included is a site having a label moiety directly
attached. For example, in embodiments directed to se-
quencing using fluorescent labels, a site can include the
fluorescent labels directly attached (i.e. not via a hybrid-
ized oligonucleotide) to serve as a control for detection
quality that is independent of other aspects of the se-
quencing chemistry (such as efficiency of hybridization
and nucleotide addition).
[0056] The failure to add a base may be indicated by
a single intensity in the image data that is below a desired
threshold. The addition of a wrong base may be indicated
by a different color signal being detected in the image
data (e.g., at a control site) than was anticipated. An in-
dicator for a low yield base coupling may, as indicated
above, be a signal intensity that is lower than expected,
similar to the test for no base having been added. The
expected intensity can be a particular threshold level that
remains unchanged for all cycles. Alternatively, the
threshold level can be reduced at each cycle in accord-
ance with an acceptable loss of yield at each step or in
accordance with an empirically determined loss of yield
determined from the signal detected from one or more
previous cycles, as described for example in regard to
signal-to-noise (S/N) ratio below.
[0057] Several responses may be envisaged for im-
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proving sequencing, image data, or sequence data
where query 142 determines that the imaging of control
sites was defective. For example, as indicated at step
144, the system may query the fluid delivery and detec-
tion systems to determine whether operating parameters
are within acceptable ranges. Alternatively, or in addition
to this step, the base addition process may be repeated
as indicated at step 146. In general, step 146, as with
the re-imaging steps described above, may require that
the sample be returned to a fluidics station for addition
of the bases.
[0058] In addition, several parameters may be used to
help monitor imaging and sequencing operations. As
mentioned in various passages throughout this disclo-
sure, these may include parameters relating to chemistry
(e.g., evaluating reagent delivery), parameters relating
to fiducials (e.g., control clusters), sample site parame-
ters (e.g., site quality, distribution, shape, number, and
so forth), and temperature parameters (e.g., fluid tem-
perature, array temperature, instrument temperature,
and so forth). However, many other parameters may
prove useful in ascertaining how successfully the se-
quencing operations are proceeding. For instance, vari-
ous environmental parameters may be monitored to pro-
vide input as to how external factors may be affecting
sequencing operations. These environmental parame-
ters may include, without limitation, humidity, external
power sources, temperature, vibration, and so forth. In
addition, it may prove useful to monitor pH levels down-
stream of the flow cell. Doing so may yield insight as to
how effectively the steps of base addition, blocking, de-
blocking, and washing are progressing. It may also be
desirable to monitor any phasing occurring between the
individual sample sites. For instance, individual copies
of a sequence at a sample site may experience cycles
where nucleotides do not attach. The result is a site hav-
ing heterogeneity in the length of the extended species.
If at each cycle the number of truncated copies increases,
then eventually the fraction of copies at the site that have
been extended at every cycle is reduced. This results in
the site having copies that are out of phase and a per-
ceived reduction in S/N ratio. Eventually, this may lead
to a situation where the S/N ratio degrades to such a
level that sequencing data becomes unreliable. Early de-
tection of flow cells that show high levels of sites having
phasing problems can allow measures to be taken to
ensure the sample is not completely lost, for example
changing the sequencing reagents or checking the fluid-
ics of the instrument. Alternatively or additionally, a de-
cision can be made to halt reagent delivery to a sample
having an undesirable number of out of phase sites. This
can provide the advantage of reducing sample waste.
Tracking premature phasing problems can provide the
basis for a determination of the functionality of the instru-
ment which can be responded to by alterations made by
an operator or in an automated fashion according to pre-
dicted causes.
[0059] A further query that may be made in the base

addition quality control routine is indicated at step 148,
and may consist of determining whether the S/N ratio is
within an acceptable limit. In general, as noted above,
detection of colors of fluorescent dyes for individual sites
may be a basis for determination of sequence data, and
the ability to accurately detect such colors may be im-
portant for obtaining reliable sequence data. A poor S/N
ratio may be determined, for example, by comparing in-
tensities or colors for individual sites, or for control sites,
to S/N ratios for similar sites in previous cycles. It may
be anticipated that, due to a statistically acceptable decay
in yield for nucleotide coupling over a series of sequenc-
ing cycles, a normal decay in S/N ratio should be antic-
ipated. Indeed, the determination of whether sequencing
should proceed through an additional cycle or even
whether sequence data or image data should be ana-
lyzed or stored for a current cycle may be determined by
reference to the decay in the S/N ratio or in an objective
limit of this ratio. Where the S/N ratio decays abnormally
or in a catastrophic manner, several responses may be
in order, for example a change of reagents such as the
scanning buffer on the instrument before undertaking a
further cycle of sequencing chemistry and detection. It
should be noted that as an alternative, or in addition to
analyzing the decay in the S/N ratio, a decay in a signal
from de-blocking agents in an effluent stream may be
made.
[0060] Responses to a decrease in S/N ratio detected
at step 148, in addition to termination of sequencing, may
include querying the fluid delivery and detection systems
as indicated at step 150, such as to determine whether
the systems are operating within their normal parame-
ters, or should be adjusted to permit further sequencing.
Alternatively, or in addition to this, the sample may be re-
imaged with a higher exposure level (e.g., higher power
output for the light sources), a higher sensitivity in the
detection algorithms, or a change in any other parameter
that might permit the S/N ratio to be improved (step 152).
For example, the time of exposure may be lengthened
to allow for more photons to be collected in particular
images. It may also be desirable to alter imaging param-
eters such as the scan rate to allow for sites to be more
accurately detected, or in higher resolution. Other pa-
rameters that can be changed are the conditions for nu-
cleotide addition. For example, as the S/N ratio reduces,
each subsequent cycle can be carried out with longer
incubation times or increased concentration of reagents
to help better drive the nucleotide addition reaction to
completion. If the S/N ratio can be improved in such man-
ners to an acceptable level, sequencing may continue.
[0061] FIG. 8 illustrates presently contemplated logic
for a de-block quality control routine 116 as discussed
generally above with reference to FIG. 5. In general, this
routine is designed to determine whether dyes and de-
blocking agents have been adequately removed from the
last added nucleotides at the individual sites such that
another nucleotide can be added in a subsequent se-
quencing cycle, and to ensure that the dyes of previously
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added nucleotides will not interfere with imaging of sub-
sequently added nucleotides. As before, several queries
may be in order to determine whether de-blocking has
been adequately performed. At step 154, for example, a
query may be made as to whether an image made after
de-blocking is adequate for analysis. As discussed above
with reference to step 136 of FIG. 7, several factors may
cause insufficiently sharp or detailed images to be ob-
tained. In a manner similar to response 138 and 140 of
FIG. 7, then, the fluid delivery and detection systems may
be queried, and the imaging system used to image the
sample after de-blocking may be re-focused and sample
may be re-imaged, as indicated at steps 156 and 158,
respectively. As will be appreciated by those skilled in
the art, the fluid delivery system examined at step 156,
however, will be evaluated to determine whether rea-
gents for cleaving de-blocking agents and fluorescent
dyes is operating within normal limits or in a desired man-
ner.
[0062] If the responses at steps 156 and 158 can ad-
equately remedy the condition, a subsequent query 160
may be made. Step 160 is essentially similar to step 148
summarized above with reference to FIG. 7. That is, the
system may determine whether a S/N ratio is sufficiently
high to permit proper analysis of de-blocking. If the ratio
is not sufficiently high or is not within an acceptable range,
responses may include again querying the fluid delivery
and detection systems, and re-imaging the de-blocked
sample with modified imaging settings, as indicated at
steps 162 and 164, respectively.
[0063] A further query in the exemplary routine 116
may include determining whether de-blocking agents
have been sufficiently removed, as indicated at step 166.
Two tests are presently contemplated for such evalua-
tion, which may be performed in the alternative or both
tests may be performed. In general, a first test may be
based upon evaluation of control sites of the type dis-
cussed above. Such sites may be imaged to determine
whether the anticipated color change (e.g., essentially
the disappearance of the site from the image) has oc-
curred. If the control sites do not indicate that effective
de-blocking was performed, the de-blocking operation
may be repeated as indicated at step 168. Again, repeat
of the de-blocking operation may require return of the
sample to a de-blocking station. If desired, sites other
than control sites can also be imaged so as to query
whether or not de-blocking has occurred.
[0064] Another test for de-blocking may be the evalu-
ation of de-blocking agents in waste or an effluent stream
following the de-blocking step. As will be appreciated by
those skilled in the art, blocking agents may be coupled
to dyes that become active and can fluoresce once the
blocking agent has been removed from the nucleotides.
The blocking agent can also be detectable in the effluent
by absorbance at a particular wavelength. The waste
stream may be tested, for example using an inline de-
tector directed to the effluent stream, to determine wheth-
er sufficient blocking agent is detected in the waste

stream. If insufficient blocking agent is detected, the pos-
sible responses may be to query the performance pa-
rameters of the fluid delivery system of the process fluids
used for the de-blocking reaction and/or to repeat the de-
blocking operation, as indicated at steps 170 and 172,
respectively. Depending upon the sequencing chemistry
used, a single moiety on the added nucleotides may
serve as both blocking group for preventing extension
and as a label for detecting nucleotide addition or, alter-
natively, added nucleotides can have separate label and
blocking moieties. The methods set forth herein with re-
gard to determining removal of a blocking group are in-
tended to be illustrative of methods for determining re-
moval of a label moiety and/or blocking moiety either sep-
arately or together. For example, in embodiments using
separate label and blocking moieties, the moieties can
be removed and detected separately or together in the
effluent using methods similar to those exemplified above
with regard to detecting a blocking group.
[0065] It should be noted that in all of the steps sum-
marized in FIGS. 6, 7, and 8, logs of the operations per-
formed and any remedial measures taken, are preferably
kept. The logs may also be associated with the individual
samples, and may be time-stamped to evaluate proper
performance of the sequencing system. Where the se-
quencing operation is attended or can be attended by
one or more operators, notification by visual or audible
alarms may be provided to the operator indicating that
attention to one or more samples or attention to one or
more stations in the sequencing system may be in order.
[0066] It should also be noted that a substantial tem-
poral decoupling of the sequencing steps and remedial
measures taken in the quality control routines may exist
in accordance with the present invention. That is, while
sequencing systems may be established to process mul-
tiple samples and sample containers, these need not be
processed through the system in any particular order, or
even at the same rate. Based upon the quality of the
sample, process parameters, and the outcome of the var-
ious quality control steps and routines, for example, cer-
tain samples may undergo some degree of regressive
flow through the sequencing stations and sequencing
steps. In certain cases, samples may be set aside or left
out of the system for certain periods of time for evaluation
of either the sample or the system, or both. The system
control circuitry is preferably designed to track individual
samples and the sequencing performed regardless of
whether samples are taken out of sequence, taken in
various times, or even whether samples require longer
or shorter times for the various reactions, imaging, eval-
uation, and so forth. Such temporal decoupling may be
an important feature in promoting efficient operation and
high throughput of automated or semi-automated parallel
sequencing of samples.
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Claims

1. A sequencing system (10), comprising:

a fluidics control/delivery system (18) configured
to receive process fluids (22) for multiple differ-
ent stages of a sequencing procedure and to
circulate the fluids through a sample (24);
a detection system (20) configured to acquire
sequencing data from the sample (24);
diagnostic components configured to measure
system parameters during operation of the se-
quencing system (10), wherein the system pa-
rameters include: temperature of the sample
(24), temperature of the sample container, rea-
gent temperature, temperatures at various loca-
tions in the instrumentation, array temperature,
sample site quality, sample site distribution,
sample site shape, sample site number, phasing
occurring between the individual sample sites,
reagent volume, reagent flow rate, reagent
pump pressure, level of reagent remaining in a
reservoir, presence of bubbles in a detection
chamber, pH level downstream of a flow cell,
humidity, vibration, presence of ozone, power
of a light source, external power source, image
intensity, focus quality, signal-to-noise ratio, suf-
ficiency of image data, computer storage space
available for imaging and sequencing data,
opening of a door or other access panel at a
sample insertion and retrieval station and/or flu-
id overflow;
quality evaluation circuitry (26) configured to
communicate with the fluidics control/delivery
system (18) and the detection system (20) and
assess a quality of the sequencing system (10)
based upon a multiple step analysis of the sys-
tem parameters measured by the diagnostic
components compared to normal operating
ranges; and
control circuitry (26) configured to communicate
with the fluidics control/delivery system (18) and
the detection system (20) and alter operating
conditions of the sequencing system during op-
eration of the sequencing system (10) based up-
on data collected by the diagnostic components
or the quality evaluation circuitry (26), wherein
altering operating conditions of the sequencing
system (10) comprises: reducing temperature
to stabilize sample constituents, changing con-
ditions for nucleotide addition, reintroducing nu-
cleotides to the sample (24), reintroducing a de-
blocking reagent to the sample (24), placing the
sample (24) in a storage state, changing oper-
ating parameters of the reagent delivery system,
halting delivery of reagents, changing sequenc-
ing reagents, flushing more reagent to remove
a bubble, altering pH to a level that stabilizes

enzymes, removing constituents that degrade
or alter other constituents, adding an inert gas
to reduce oxidation of sample constituents, add-
ing a stabilizing solvent, removing a light source
to reduce photobleaching or photodegradation
of sample constituents, altering image parame-
ters, selecting certain areas of an array for which
imaging data will be used for a cycle of a se-
quencing procedure, re-imaging the sample (24)
or array, refocusing an imaging device of the
detection system (20), interrupting the sequenc-
ing procedure, repeating certain sequencing
steps, proceeding through an additional cycle of
the sequencing procedure and/or preserving the
sample for a duration of time until the sequenc-
ing system (10) is operative within desired pa-
rameters.

2. The system of claim 1, wherein the system is con-
figured to automatically alter the operating condi-
tions of the sequencing system without input from a
human operator.

3. The system of claim 1, further comprising a system
control/operator interface (28) configured to gener-
ate recommendations regarding steps to be per-
formed in a sequencing procedure.

4. The system of claim 3, wherein the system con-
trol/operator interface (28) is configured to obtain in-
put from a human operator before altering the oper-
ating conditions of the sequencing system (10).

5. The system of claim 1, wherein the sample (24) com-
prises a support having an array of sites, wherein a
plurality of different nucleic acids are located at a
plurality of different sites.

6. The system of claim 5, wherein the quality of the
sequencing system (10) that is evaluated by the
quality evaluation circuitry comprises distribution of
sites on the array, shape of sites on the array; or
number of sites on the array.

7. The system of claim 1, wherein the system further
comprises a post-processing system (30) configured
to build sequence lists for the sites of the array.

8. The system of claim 1, wherein the control circuitry
is configured to alter operating conditions by re-im-
aging the sample with a longer exposure or greater
imaging system sensitivity.

9. The system of claim 1, wherein the process fluids
comprise a polymerase and tagged nucleotides, and
the process fluids further comprise a wash fluid.

10. The system of claim 9, wherein each nucleotide com-
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prises a unique fluorescent tag and a blocking group
and the process fluids further comprise a fluid com-
prising a reagent to remove the blocking agent and
the fluorescent tag.

11. A sequencing method, comprising:

operating a fluidics control/delivery system (18)
to receive process fluids (22) for multiple differ-
ent stages of a sequencing procedure and to
circulate the fluids through a sample (24);
operating a detection system (20) to acquire se-
quencing data from the sample (24);
operating diagnostic components to measure
system parameters during operation of the se-
quencing system (10), wherein the system pa-
rameters include: temperature of the sample
(24), temperature of the sample container, rea-
gent temperature, temperatures at various loca-
tions in the instrumentation, array temperature,
sample site quality, sample site distribution,
sample site shape, sample site number, phasing
occurring between the individual sample sites,
reagent volume, reagent flow rate, reagent
pump pressure, level of reagent remaining in a
reservoir, presence of bubbles in a detection
chamber, pH level downstream of a flow cell,
humidity, vibration, presence of ozone, power
of a light source, external power source, image
intensity, focus quality, signal-to-noise ratio, suf-
ficiency of image data, computer storage space
available for imaging and sequencing data,
opening of a door or other access panel at a
sample insertion and retrieval station and/or flu-
id overflow;
operating quality evaluation circuitry (26) con-
figured to communicate with the fluidics con-
trol/delivery system (18) and the detection sys-
tem (20) to assess a quality of the sequencing
system (10) based upon a multiple step analysis
of the system parameters measured by the di-
agnostic components compared to normal op-
erating ranges; and
operating control circuitry (26) configured to
communicate with the fluidics control/delivery
system (18) and the detection system (20) to
alter operating conditions of the sequencing sys-
tem based upon data collected by the diagnostic
components or the quality evaluation circuitry,

wherein altering operating conditions of the se-
quencing system (10) comprises: reducing temper-
ature to stabilize sample constituents, changing con-
ditions for nucleotide addition, reintroducing nucle-
otides to the sample (24), reintroducing a de-block-
ing reagent to the sample (24), placing the sample
(24) in a storage state, changing operating parame-
ters of the reagent delivery system, halting delivery

of reagents, changing sequencing reagents, flushing
more reagent to remove a bubble, altering pH to a
level that stabilizes enzymes, removing constituents
that degrade or alter other constituents, adding an
inert gas to reduce oxidation of sample constituents,
adding a stabilizing solvent, removing a light source
to reduce photobleaching or photodegradation of
sample constituents, altering image parameters, se-
lecting certain areas of an array for which imaging
data will be used for a cycle of a sequencing proce-
dure, re-imaging the sample or the array, refocusing
an imaging device of the detection system (20), in-
terrupting the sequencing procedure, repeating cer-
tain sequencing steps, proceeding through an addi-
tional cycle of the sequencing procedure and/or pre-
serving the sample for a duration of time until the
sequencing system (10) is operative within desired
parameters.

12. The method of claim 11, wherein the operating con-
ditions are altered by reintroducing nucleotides to
the sample (24), re-imaging the sample (24), or re-
introducing a de-blocking reagent to the sample (24).

13. The method of claim 11, wherein the operating con-
ditions are altered by re-imaging the sample (24) with
a longer exposure or a greater imaging system sen-
sitivity.

14. The system of claim 1, wherein the light source is a
laser light source or wherein the stabilizing solvent
is an antioxidant or glycerol.

15. The method of claim 11, wherein the light source is
a laser light source or wherein the stabilizing solvent
is an antioxidant or glycerol.

Patentansprüche

1. Sequenzierungssystem (10), umfassend:

ein Fluidiksteuerungs-/-zufuhrsystem (18), das
konfiguriert ist, um Prozessflüssigkeiten (22) für
mehrere verschiedene Stadien eines Sequen-
zierungsverfahrens zu erhalten und die Flüssig-
keiten durch eine Probe (24) zu zirkulieren.
ein Detektionssystem (20), das konfiguriert ist,
um Sequenzierungsdaten von der Probe (24)
zu erhalten;
Diagnosekomponenten, die konfiguriert sind,
um Systemparameter während eines Betriebs
des Sequenzierungssystems (10) zu messen,
wobei die Systemparameter umfassen: Tempe-
ratur der Probe (24), Temperatur des Proben-
behälters, Reagenztemperatur, Temperaturen
an verschiedenen Stellen in der Instrumentie-
rung, Anordnungstemperatur, Probenstellen-
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qualität, Probenstellenverteilung, Probenstel-
lenform, Probenstellennummer, Staffelung, die
zwischen den einzelnen Probenstellen stattfin-
det, Reagenzvolumen, Reagenzdurchfluss-
menge, Reagenzpumpendruck, Reagenzspie-
gel, der in einem Vorratsbehälter verbleibt, Vor-
handensein von Luftblasen in einer Detektions-
kammer, einen einer Durchflusszelle nachgela-
gerten pH-Wert, Feuchtigkeit, Vibration, Vor-
handensein von Ozon, Leistung einer Lichtquel-
le, externe Stromquelle, Bildintensität, Fokus-
qualität, Signal-Rausch-Verhältnis, Suffizienz
von Bilddaten, verfügbaren Computerspeicher-
platz für Bildgebungs- und Sequenzierungsda-
ten, Öffnen einer Tür oder eines anderen Zu-
gangsdeckels an einer Probeneinführ- und - ent-
nahmestation und/oder Flüssigkeitsüberlauf;
Qualitätsbewertungsschaltkreis (26), der konfi-
guriert ist, um mit dem Fluidiksteuerungs-/-zu-
fuhrsystem (18) und dem Detektionssystem (20)
zu kommunizieren und die Qualität des Sequen-
zierungssystems (10) basierend auf einer mehr-
stufigen Analyse der Systemparameter zu be-
urteilen, gemessen anhand der Diagnosekom-
ponenten, die mit normalen Betriebsbereichen
verglichen werden; und
Steuerschaltkreis (26), der konfiguriert ist, um
mit dem Fluidiksteuerungs-/-zufuhrsystem (18)
und dem Detektionssystem (20) zu kommuni-
zieren und Betriebsbedingungen des Sequen-
zierungssystems während eines Betriebs des
Sequenzierungssystems (10) basierend auf an-
hand der Diagnosekomponenten oder des Qua-
litätsbewertungsschaltkreises (26) erfassten
Daten zu verändern,
wobei eine Änderung der Betriebsbedingungen
des Sequenzierungssystems (10) umfasst: Re-
duzieren der Temperatur zur Stabilisierung von
Probenbestandteilen, Verändern der Bedingun-
gen für die Nukleotidzugabe, Wiedereinführen
von Nukleotiden in die Probe (24), Wiederein-
führen eines Entblockierungsreagenz in die Pro-
be (24), Versetzen der Probe (24) in einen Auf-
bewahrungszustand, Verändern von Betrieb-
sparametern des Reagenzzufuhrsystems,
Stoppen der Zufuhr von Reagenzien, Wechseln
von Sequenzierungsreagenzien, Durchspülen
mit mehr Reagenz zum Entfernen einer Luftbla-
se, Verändern des pH auf einen Wert, der En-
zyme stabilisiert, Entfernen von Bestandteilen,
die andere Bestandteile abbauen oder verän-
dern, Zusetzen eines inerten Gases zur Reduk-
tion der Oxidation von Probenbestandteilen, Zu-
setzen eines stabilisierenden Lösungsmittels,
Entfernen einer Lichtquelle zur Reduktion von
Photobleichung oder Photodegradation von
Probenbestandteilen, Verändern von Bildpara-
metern, Auswählen von gewissen Bereichen ei-

ner Anordnung, für die Bildgebungsdaten für ei-
nen Zyklus eines Sequenzierungsverfahrens
verwendet werden, neuerliche Bilderfassung
der Probe (24) oder Anordnung, Neufokussie-
ren eines Bilderfassungsgeräts des Detektions-
systems (20), Unterbrechen des Sequenzie-
rungsverfahrens, Wiederholen gewisser Se-
quenzierungsschritte, Fortfahren mit einem zu-
sätzlichen Zyklus des Sequenzierungsverfah-
rens und/oder Bewahren der Probe für einen
Zeitraum, bis das Sequenzierungssystem (10)
innerhalb von gewünschten Parametern funkti-
onsfähig ist.

2. System nach Anspruch 1, wobei das System konfi-
guriert ist, um automatisch die Betriebsbedingungen
des Sequenzierungssystems ohne Eingabe von ei-
nem menschlichen Benutzer zu verändern.

3. System nach Anspruch 1, ferner umfassend eine
Systemsteuerungs-/Benutzeroberfläche (28), die
konfiguriert ist, um Empfehlungen bezüglich Schrit-
ten zu erzeugen, die in einem Sequenzierungsver-
fahren durchzuführen sind.

4. System nach Anspruch 3, wobei die Systemsteue-
rungs-/Benutzeroberfläche (28) konfiguriert ist, um
eine Eingabe von einem menschlichen Benutzer vor
der Änderung der Betriebsbedingungen des Se-
quenzierungssystems (10) zu erhalten.

5. System nach Anspruch 1, wobei die Probe (24) einen
Träger umfasst, der eine Anordnung von Stellen auf-
weist, wobei eine Vielzahl verschiedener Nuklein-
säuren sich an einer Vielzahl von verschiedenen
Stellen befindet.

6. System nach Anspruch 5, wobei die Qualität des Se-
quenzierungssystems (10), das mittels des Quali-
tätsbewertungsschaltkreises bewertet wird, eine
Verteilung der Stellen auf der Anordnung, eine Form
von Stellen auf der Anordnung oder eine Anzahl von
Stellen auf der Anordnung umfasst.

7. System nach Anspruch 1, wobei das System ferner
ein Nachbearbeitungssystem (30) umfasst, das kon-
figuriert ist, um Sequenzlisten für die Stellen der An-
ordnung zu erstellen.

8. System nach Anspruch 1, wobei der Steuerschalt-
kreis konfiguriert ist, um Betriebsbedingungen durch
neuerliche Bilderfassung der Probe mit einer länge-
ren Belichtung oder größerer Bildgebungssystem-
empfindlichkeit zu verändern.

9. System nach Anspruch 1, wobei die Prozessflüssig-
keiten eine Polymerase und markierte Nukleotide
umfassen und die Prozessflüssigkeiten ferner eine
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Waschflüssigkeit umfassen.

10. System nach Anspruch 9, wobei jedes Nukleotid ei-
ne einzigartige Fluoreszenzmarkierung und eine
Blockierungsgruppe umfasst und die Prozessflüs-
sigkeiten ferner eine Flüssigkeit umfassen, die ein
Reagenz umfasst, um das Blockierungsmittel und
die Fluoreszenzmarkierung zu entfernen.

11. Sequenzierungsverfahren, umfassend:

Betreiben eins Fluidiksteuerungs-/zufuhrsys-
tems (18), um Prozessflüssigkeiten (22) für
mehrere verschiedene Stadien eines Sequen-
zierungsverfahrens zu erhalten und die Flüssig-
keiten durch eine Probe (24) zu zirkulieren.
Betreiben eines Detektionssystems (20), um
Sequenzierungsdaten von der Probe (24) zu er-
halten;
Betreiben von Diagnosekomponenten, um Sys-
temparameter während eines Betriebs des Se-
quenzierungssystems (10) zu messen, wobei
die Systemparameter umfassen: Temperatur
der Probe (24), Temperatur des Probenbehäl-
ters, Reagenztemperatur, Temperaturen an
verschiedenen Stellen in der Instrumentierung,
Anordnungstemperatur, Probenstellenqualität,
Probenstellenverteilung, Probenstellenform,
Probenstellennummer, Staffelung, die zwi-
schen den einzelnen Probenstellen stattfindet,
Reagenzvolumen, Reagenzdurchflussmenge,
Reagenzpumpendruck, Reagenzspiegel, der in
einem Vorratsbehälter verbleibt, Vorhan-
densein von Luftblasen in einer Detektionskam-
mer, einen einer Durchflusszelle nachgelager-
ten pH-Wert, Feuchtigkeit, Vibration, Vorhan-
densein von Ozon, Leistung einer Lichtquelle,
externe Stromquelle, Bildintensität, Fokusqua-
lität, Signal-Rausch-Verhältnis, Suffizienz von
Bilddaten, verfügbaren Computerspeicherplatz
für Bildgebungs- und Sequenzierungsdaten,
Öffnen einer Tür oder eines anderen Zugangs-
deckels an einer Probeneinführ- und - entnah-
mestation und/oder Flüssigkeitsüberlauf;
Betreiben eines Qualitätsbewertungsschaltkrei-
ses (26), der konfiguriert ist, um mit dem Flui-
diksteuerungs-/- zufuhrsystem (18) und dem
Detektionssystem (20) zu kommunizieren, um
die Qualität des Sequenzierungssystems (10)
basierend auf einer mehrstufigen Analyse der
Systemparameter zu beurteilen, gemessen an-
hand der Diagnosekomponenten, die mit nor-
malen Betriebsbereichen verglichen werden;
und
Betreiben eines Steuerschaltkreises (26), der
konfiguriert ist, um mit dem Fluidiksteuerungs-/-
zufuhrsystem (18) und dem Detektionssystem
(20) zu kommunizieren, um Betriebsbedingun-

gen des Sequenzierungssystems basierend auf
anhand der Diagnosekomponenten oder des
Qualitätsbewertungsschaltkreises erfassten
Daten zu verändern,
wobei eine Änderung der Betriebsbedingungen
des Sequenzierungssystems (10) umfasst: Re-
duzieren der Temperatur zur Stabilisierung von
Probenbestandteilen, Verändern der Bedingun-
gen für die Nukleotidzugabe, Wiedereinführen
von Nukleotiden in die Probe (24), Wiederein-
führen eines Entblockierungsreagenz in die Pro-
be (24), Versetzen der Probe (24) in einen Auf-
bewahrungszustand, Verändern von Betrieb-
sparametern des Reagenzzufuhrsystems,
Stoppen der Zufuhr von Reagenzien, Wechseln
von Sequenzierungsreagenzien, Durchspülen
mit mehr Reagenz zum Entfernen einer Luftbla-
se, Verändern des pH auf einen Wert, der En-
zyme stabilisiert, Entfernen von Bestandteilen,
die andere Bestandteile abbauen oder verän-
dern, Zusetzen eines inerten Gases zur Reduk-
tion der Oxidation von Probenbestandteilen, Zu-
setzen eines stabilisierenden Lösungsmittels,
Entfernen einer Lichtquelle zur Reduktion von
Photobleichung oder Photodegradation von
Probenbestandteilen, Verändern von Bildpara-
metern, Auswählen von gewissen Bereichen ei-
ner Anordnung, für die Bildgebungsdaten für ei-
nen Zyklus eines Sequenzierungsverfahrens
verwendet werden, neuerliche Bilderfassung
der Probe oder Anordnung, Neufokussieren ei-
nes Bilderfassungsgeräts des Detektionssys-
tems (20), Unterbrechen des Sequenzierungs-
verfahrens, Wiederholen gewisser Sequenzie-
rungsschritte, Fortfahren mit einem zusätzli-
chen Zyklus des Sequenzierungsverfahrens
und/oder Bewahren der Probe für einen Zeit-
raum, bis das Sequenzierungssystem (10) in-
nerhalb von gewünschten Parametern funkti-
onsfähig ist.

12. Verfahren nach Anspruch 11, wobei die Betriebsbe-
dingungen verändert werden durch Wiedereinfüh-
rung von Nukleotiden in die Probe (24), neuerliche
Bilderfassung der Probe (24) oder Wiedereinführung
eines Entblockierungsreagenz in die Probe (24).

13. Verfahren nach Anspruch 11, wobei die Betriebsbe-
dingungen durch neuerliche Bilderfassung der Pro-
be (24) mit einer längeren Belichtung oder einer grö-
ßeren Bildgebungssystemempfindlichkeit verändert
werden.

14. System nach Anspruch 1, wobei die Lichtquelle eine
Laserlichtquelle ist oder wobei das stabilisierende
Lösungsmittel ein Antioxidans oder Glycerin ist.

15. Verfahren nach Anspruch 11, wobei die Lichtquelle
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eine Laserlichtquelle ist oder wobei das stabilisie-
rende Lösungsmittel ein Antioxidans oder Glycerin
ist.

Revendications

1. Système de séquençage (10) comprenant :

un système de commande/distribution fluidique
(18) configuré de façon à recevoir des fluides
de traitement (22) pour différents stades multi-
ples d’une procédure de séquençage et à faire
circuler ces fluides à travers un échantillon (24) ;
un système de détection (20) configuré de façon
à acquérir des données de séquençage à partir
de cet échantillon (24) ;
des éléments de diagnostic configurés de façon
à mesurer des paramètres du système pendant
le fonctionnement du système de séquençage
(10), ces paramètres du système comprenant :
la température de l’échantillon (24), la tempéra-
ture du récipient de l’échantillon, la température
du réactif, les températures à divers endroits
dans l’instrumentation, la température du ré-
seau, la qualité des sites de l’échantillon, la ré-
partition des sites de l’échantillon, la forme des
sites de l’échantillon, le nombre de sites de
l’échantillon, le phasage se produisant entre les
sites individuels de l’échantillon, le volume du
réactif, le débit du réactif, la pression de pompe
du réactif, le niveau de réactif restant dans un
réservoir, la présence de bulles dans une cham-
bre de détection, le niveau de pH en aval d’une
cuve à circulation, l’humidité, les vibrations, la
présence d’ozone, la puissance d’une source
de lumière, la source d’énergie externe, l’inten-
sité de l’image, la qualité de la mise au point, le
rapport signal sur bruit, la quantité suffisante de
données d’image, l’espace de stockage dispo-
nible dans l’ordinateur pour les données d’ima-
gerie et de séquençage, l’ouverture d’une porte
ou d’un autre panneau d’accès à un poste d’in-
sertion et de récupération d’échantillon et/ou le
débordement de fluide ;
une circuiterie d’évaluation de la qualité (26)
configurée de façon à communiquer avec le sys-
tème de commande/distribution fluidique (18) et
le système de détection (20) et à évaluer une
qualité du système de séquençage (10) en se
basant sur une analyse à étapes multiples des
paramètres du système mesurés par les élé-
ments de diagnostic comparés à des plages de
fonctionnement normales ; et
une circuiterie de commande (26) configurée de
façon à communiquer avec le système de com-
mande/distribution fluidique (18) et le système
de détection (20) et à modifier les conditions de

fonctionnement du système de séquençage
pendant le fonctionnement du système de sé-
quençage (10) en se basant sur les données
recueillies par les éléments de diagnostic ou la
circuiterie d’évaluation de la qualité (26), cette
modification des conditions de fonctionnement
du système de séquençage (10) comprenant :
la réduction de la température pour stabiliser les
constituants de l’échantillon, le changement des
conditions pour l’addition de nucléotides, la réin-
troduction de nucléotides à l’échantillon (24), la
réintroduction d’un réactif de déblocage à
l’échantillon (24), la mise de l’échantillon (24)
dans un état de stockage, le changement des
paramètres de fonctionnement du système de
distribution de réactif, l’arrêt de la distribution de
réactifs, le changement des réactifs de séquen-
çage, la chasse de réactif supplémentaire pour
enlever une bulle, la modification du pH à un
niveau qui stabilise les enzymes, l’enlèvement
de constituants qui dégradent ou modifient
d’autres constituants, l’addition d’un gaz inerte
pour réduire l’oxydation de constituants de
l’échantillon, l’addition d’un solvant stabilisant,
l’enlèvement d’une source de lumière pour ré-
duire le photoblanchiment ou la photodégrada-
tion des constituants de l’échantillon, la modifi-
cation des paramètres d’image, la sélection de
certaines zones d’un réseau pour lesquelles des
données d’imagerie seront utilisées pour un cy-
cle d’une procédure de séquençage, la ré-ima-
gerie de l’échantillon (24) ou du réseau, la remi-
se au point d’un dispositif d’imagerie du système
de détection (20), l’interruption de la procédure
de séquençage, la répétition de certaines éta-
pes de séquençage, l’exécution d’un cycle sup-
plémentaire de la procédure de séquençage
et/ou la préservation de l’échantillon pendant un
certain temps jusqu’à ce que le système de sé-
quençage (10) fonctionne dans les limites des
paramètres désirés.

2. Système selon la revendication 1, ce système étant
configuré de façon à modifier automatiquement les
conditions de fonctionnement du système de sé-
quençage sans le concours d’un opérateur humain.

3. Système selon la revendication 1, comprenant en
outre une interface commande/opérateur du systè-
me (28) configurée de façon à produire des recom-
mandations concernant les étapes à exécuter dans
une procédure de séquençage.

4. Système selon la revendication 3, dans lequel l’in-
terface commande/opérateur du système (28) est
configurée de façon à obtenir le concours d’un opé-
rateur humain avant de modifier les conditions de
fonctionnement du système de séquençage (10).
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5. Système selon la revendication 1, dans lequel
l’échantillon (24) comprend un support ayant un ré-
seau de sites, dans lequel une pluralité d’acides nu-
cléiques différents sont situés à une pluralité de sites
différents.

6. Système selon la revendication 5, dans lequel la
qualité du système de séquençage (10) qui est éva-
luée par la circuiterie d’évaluation de la qualité com-
prend la répartition de sites sur le réseau, la forme
des sites sur le réseau ; ou le nombre de sites sur
le réseau.

7. Système selon la revendication 1, ce système com-
prenant en outre un système de post-traitement (30)
configuré de façon à établir des listes de séquences
pour les sites du réseau.

8. Système selon la revendication 1, dans lequel la cir-
cuiterie de commande est configurée de façon à mo-
difier les conditions de fonctionnement en ré-ima-
geant l’échantillon avec une exposition plus longue
ou une plus grande sensibilité du système d’image-
rie.

9. Système selon la revendication 1, dans lequel les
fluides de traitement comprennent une polymérase
et des nucléotides marqués, et les fluides de traite-
ment comprennent en outre une solution nettoyante.

10. Système selon la revendication 9, dans lequel cha-
que nucléotide comprend un marqueur fluorescent
unique et un groupe de blocage et les fluides de trai-
tement comprennent en outre un fluide comprenant
un réactif pour enlever l’agent de blocage et le mar-
queur fluorescent.

11. Procédé de séquençage, comprenant :

l’utilisation d’un système de commande/distri-
bution fluidique (18) pour recevoir des fluides de
traitement (22) pour différents stades multiples
d’une procédure de séquençage et pour faire
circuler ces fluides à travers un échantillon (24) ;
l’utilisation d’un système de détection (20) pour
acquérir des données de séquençage à partir
de l’échantillon (24) ;
l’utilisation d’éléments de diagnostic pour me-
surer les paramètres du système pendant le
fonctionnement du système de séquençage
(10), ces paramètres du système comprenant :
la température de l’échantillon (24), la tempéra-
ture du récipient de l’échantillon, la température
du réactif, les températures à divers endroits
dans l’instrumentation, la température du ré-
seau, la qualité des sites de l’échantillon, la ré-
partition des sites de l’échantillon, la forme des
sites de l’échantillon, le nombre de sites de

l’échantillon, le phasage se produisant entre les
sites individuels de l’échantillon, le volume du
réactif, le débit du réactif, la pression de pompe
du réactif, le niveau de réactif restant dans un
réservoir, la présence de bulles dans une cham-
bre de détection, le niveau de pH en aval d’une
cuve à circulation, l’humidité, les vibrations, la
présence d’ozone, la puissance d’une source
de lumière, la source d’énergie externe, l’inten-
sité des images, la qualité de la mise au point,
le rapport signal sur bruit, la quantité suffisante
de données d’image, l’espace de stockage dis-
ponible dans l’ordinateur pour les données
d’imagerie et de séquençage, l’ouverture d’une
porte ou d’un autre panneau d’accès à un poste
d’insertion et de récupération d’échantillon et/ou
le débordement de fluide ; l’utilisation d’une cir-
cuiterie d’évaluation de la qualité (26) configu-
rée de façon à communiquer avec le système
de commande/distribution fluidique (18) et le
système de détection (20) pour évaluer une qua-
lité du système de séquençage (10) en se ba-
sant sur une analyse à étapes multiples des pa-
ramètres du système mesurés par les éléments
de diagnostic comparés à des plages de fonc-
tionnement normales ; et
l’utilisation d’une circuiterie de commande (26)
configurée de façon à communiquer avec le sys-
tème de commande/distribution fluidique (18) et
le système de détection (20) pour modifier les
conditions de fonctionnement du système de sé-
quençage en se basant sur les données re-
cueillies par les éléments de diagnostic ou la
circuiterie d’évaluation de la qualité,

la modification des conditions de fonctionnement du
système de séquençage (10) comprenant : la réduc-
tion de la température pour stabiliser les constituants
de l’échantillon, le changement des conditions pour
l’addition de nucléotides, la réintroduction de nucléo-
tides à l’échantillon (24), la réintroduction d’un réactif
de déblocage à l’échantillon (24), la mise de l’échan-
tillon (24) dans un état de stockage, le changement
des paramètres de fonctionnement du système de
distribution de réactif, l’arrêt de la distribution de
réactifs, le changement des réactifs de séquençage,
la chasse de réactif supplémentaire pour enlever une
bulle, la modification du pH à un niveau qui stabilise
les enzymes, l’enlèvement de constituants qui dé-
gradent ou modifient d’autres constituants, l’addition
d’un gaz inerte pour réduire l’oxydation de consti-
tuants de l’échantillon, l’addition d’un solvant stabi-
lisant, l’enlèvement d’une source de lumière pour
réduire le photoblanchiment ou la photodégradation
des constituants de l’échantillon, la modification des
paramètres d’image, la sélection de certaines zones
d’un réseau pour lesquelles des données d’imagerie
seront utilisées pour un cycle d’une procédure de
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séquençage, la ré-imagerie de l’échantillon ou du
réseau, la remise au point d’un dispositif d’imagerie
du système de détection (20), l’interruption de la pro-
cédure de séquençage, la répétition de certaines
étapes de séquençage, l’exécution d’un cycle sup-
plémentaire de la procédure de séquençage et/ou
la préservation de l’échantillon pendant un certain
temps jusqu’à ce que le système de séquençage
(10) fonctionne dans les limites des paramètres dé-
sirés.

12. Procédé selon la revendication 11, dans lequel les
conditions de fonctionnement sont modifiées en
réintroduisant des nucléotides à l’échantillon (24),
en ré-imageant l’échantillon (24), ou en réintrodui-
sant un réactif de déblocage à l’échantillon (24).

13. Procédé selon la revendication 11, dans lequel les
conditions de fonctionnement sont modifiées en ré-
imageant l’échantillon (24) avec une exposition plus
longue ou une plus grande sensibilité du système
d’imagerie.

14. Système selon la revendication 1, dans lequel la
source de lumière est une source de lumière laser
ou dans lequel le solvant stabilisant est un antioxy-
dant ou du glycérol.

15. Procédé selon la revendication 11, dans lequel la
source de lumière est une source de lumière laser
ou dans lequel le solvant stabilisant est un antioxy-
dant ou du glycérol.
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