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Description

[0001] The present disclosure relates generally to air-
craft configurations and, more particularly, to an un-
manned aerial vehicle configured to be field assembled
and having improved performance characteristics.
[0002] Unmanned aerial vehicles (UAVs) are increas-
ingly used for performing a variety of functions. For ex-
ample, UAVs may be implemented for delivering pay-
loads, collecting imaging data for surveillance and recon-
naissance, performing emergency services such as fire-
fighting management, locating schools of fish, and other
functions. For certain applications, it is desirable that
UAVs are easily transportable to remote locations and
are able to be quickly assembled and disassembled in
the field (e.g., land or sea) using a minimal number of
tools and/or fasteners.
[0003] In addition, it is desirable to be able to launch
and recover UAVs in environments (e.g., mountainous
terrain, at sea) where a dedicated runway may not be
available and independent of wind direction. For exam-
ple, a UAV may be launched into the wind using an ap-
propriately oriented portable catapult launch. The UAV
may be recovered using a portable recovery system hav-
ing a recovery cord that is vertically suspended from a
mast. The UAV may include wing tip mechanisms con-
figured to latch onto the recovery cord as the UAV flies
into the recovery cord. Preferably, the UAV is able to fly
into the recovery cord at a relatively slow airspeed to
minimize the amount of energy that the recovery system
must absorb when stopping the UAV.
[0004] Furthermore, it is desirable that a UAV can be
remotely controlled regardless of the orientation or atti-
tude of the UAV. In addition, it is desirable that UAVs are
capable of receiving and transmitting a variety of different
types of data over multiple frequency bands. For exam-
ple, the flight of the UAV may be remotely controlled using
radio signals transmitted to the UAV from a surface-
based remote control device using a first frequency band,
while imaging data generated by an onboard imaging
system may be transmitted from the UAV to a surface
station using a second frequency band that is different
than the first frequency band.
[0005] US 7699261 B2 discloses an unmanned aerial
vehicle (UAV) designed for low-speed, low altitude, long
endurance missions typical to UAVs of this size and
class. The UAV structure is configured to be substantially
impervious to small arms fire and to have a very small
representative radar cross-section. The UAV is modular
such that the main wings and tail wing assembly are
quickly and easily, detached from the fuselage for ease
of transport and to provide an airframe that is quickly and
easily adapted to any particular mission.
[0006] The above-noted needs associated with un-
manned aerial vehicles are specifically addressed by the
present disclosure which provides an aircraft, compris-
ing:

a fuselage;
a wing assembly coupleable to the fuselage,
an empennage including a pair of tail booms config-
ured to be removably coupled to the wing assembly;
the wing assembly including a pair of boom interfac-
es located on laterally opposite sides of the fuselage;
and
each tail boom having a boom forward end config-
ured to be mechanically attached to one of the boom
interfaces using an externally-accessible mechani-
cal fastener wherein:

each boom interface includes at least one boom
attachment fitting protruding from a wing upper
surface of the wing assembly and having a shear
pin bore; and wherein
each boom forward end includes at least one
boom support having a shear pin (596) sized
and configured to engage the shear pin bore in
a manner preventing movement of the boom for-
ward end along a direction perpendicular to a
boom axis,

wherein:

the at least one boom attachment fitting com-
prises a boom forward attachment fitting (210)
and a boom aft attachment fitting;
the boom aft attachment fitting including a
threaded hole;
the at least one boom support comprises a boom
forward support and a boom aft support; and
the boom aft support including a hole allowing
the externally-accessible mechanical fastener
to pass through and engage the threaded hole
of the boom aft attachment fitting to positively
secure the boom aft support to the boom aft at-
tachment fitting , wherein
the boom aft attachment fitting has a wedge-
shaped cross-section when viewed from a top-
down direction; and
the boom aft support having a pair of flanges
defining a wedge-shaped cavity configured be
in direct physical contact with interior surfaces
of the flanges when the mechanical fastener is
engaged to the threaded hole.

[0007] Also disclosed is a method of of enhancing ef-
ficiency of this aircraft comprising:
attaching a pair of tail booms of an empennage to a wing
assembly mounted to a fuselage by performing the fol-
lowing for each one of the tail booms:

positioning a boom forward end of a tail boom against
a boom interface of the wing assembly; and
installing at least one externally-accessible mechan-
ical fastener through the boom forward end and into
a threaded hole in the boom interface.
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[0008] In a preferred embodiment, the wing assembly
includes a pair of wings each having a wing upper sur-
face, a wing lower surface, a wing aft portion, and an
airfoil section. Each wing includes a flap having a flap
leading edge and a flap upper surface. The flap of each
wing is coupled to the wing aft portion in a manner such
that when the flap is in a neutral position, air is prevented
from flowing between the wing aft portion and the flap
leading edge. When the flap is pivoted into a downwardly
deflected position, a slot opens up between the flap lead-
ing edge and the wing aft portion, allowing air from the
wing lower surface to flow upwardly through the slot and
aftwardly along the flap upper surface.
[0009] Disclosed is a preferred method of operating
the above-described aircraft as the aircraft is moving
through air. As mentioned above, the aircraft has a wing
assembly coupleable to the fuselage, and the wing as-
sembly has a pair of wings each having a wing upper
surface, a wing lower surface, a wing aft portion, an airfoil
section. The aircraft can operate at a Reynolds number
of no greater than 1.5 million. The method includes piv-
oting a flap of each wing from a neutral position in which
air is prevented from flowing between the wing aft portion
and a flap leading edge, to a downwardly deflected po-
sition. In addition, the method includes opening a slot
between the flap leading edge and the wing aft portion
as each flap is pivoted into the downwardly deflected
position, the slot allowing air from the wing lower surface
to flow upwardly through the slot and aftwardly along a
flap upper surface. The method also includes reducing
flow separation over the flap as a result of the air flowing
upwardly through the slot and aftwardly along the flap
upper surface.
[0010] Also disclosed, but not claimed, is an antenna.
The antenna includes a dielectric substrate having a first
surface, an opposing second surface, and a substrate
lower edge. In addition, the antenna includes a radiating
element formed on the first surface and configured to
radiate and receive radio signals. The radiating element
has a microstrip feed element extending to the substrate
lower edge. Additionally, the antenna includes a ground
plane formed on the second surface and configured to
reflect the radio signals. The antenna also includes an
edge-mounted connector mounted at the substrate lower
edge and configured to electrically connect the antenna
to a coaxial cable configured to transmit line signals to
and from the antenna. The edge-mounted connector in-
cludes a center pin electrically coupled to the microstrip
feed element, and a plurality of mounting prongs electri-
cally coupled to the ground plane. The microstrip feed
element includes a pair of stubs laterally protruding re-
spectively from opposite sides of the microstrip feed el-
ement. The ground plane includes a pair of ground plane
slots respectively on opposite sides of an antenna axis.
The ground plane slots each extend upwardly from a
ground plane lower edge to a location below a ground
plane upper edge. The ground plane slots attenuate leak-
age currents flowing over the coaxial cable.

[0011] Also disclosed, but not claimed, is a method of
radiating and receiving radio signals using the antenna.
The method includes transmitting line signals over a co-
axial cable coupled to the antenna. As mentioned above,
the antenna has a dielectric substrate, a radiating ele-
ment and a microstrip feed element formed on a first sur-
face of the substrate, and a ground plane formed on a
second surface of the substrate. The ground plane in-
cludes a pair of ground plane slots respectively on op-
posite sides of an antenna axis. The ground plane slots
each extend upwardly from a ground plane lower edge
to a location below a ground plane upper edge. The meth-
od additionally includes radiating and receiving, using
the radiating element, radio signals associated with the
line signals transmitted over the coaxial cable, reflecting
the radio signals using the ground plane, and suppress-
ing, using the ground plane slots, parasitic currents flow-
ing on the coaxial cable when radiating and receiving
radio signals using the radiating element, thereby improv-
ing impedance matching for the antenna.
[0012] The features, functions and advantages that
have been discussed can be achieved independently in
various embodiments of the present disclosure or may
be combined in yet other embodiments, further details of
which can be seen with reference to the following de-
scription and drawings below.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] These and other features of the present disclo-
sure will become more apparent upon reference to the
drawings wherein like numbers refer to like parts through-
out and wherein:

Figure 1 is a perspective view of an example of an
unmanned aerial vehicle (UAV) in an assembled
state;
Figure 2 is a perspective view of the UAV of Figure
1 in a disassembled state;
Figure 3 is an aft-looking view of a field joint between
a tail boom and a wing assembly of the UAV;
Figure 4 is a forward-looking view of the field joint of
the tail boom taken along line 4 of Figure 3;
Figure 5 is an aft-looking view of a boom interface
incorporated into the wing assembly at the field joint;
Figure 6 is a forward-looking view of the boom inter-
face of Figure 5;
Figure 7 is an aft-looking view of the boom forward
end configured to be engaged to the boom interface;
Figure 8 is a forward-looking view of the boom for-
ward end;
Figure 9 is a cross-sectional view taken along line 9
of Figure 3 and illustrating the field joint between the
boom forward end and the boom interface of the wing
assembly;
Figure 10 is a flowchart of operations included in a
method of attaching a tail boom to a wing assembly;
Figure 11 is a perspective view of an example of a
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wing center module of a wing assembly mounted to
a fuselage of the UAV;
Figure 12 is a perspective view of an underside of
the wing center module taken along line 12 of Figure
11 and illustrating a wing forward fitting and a wing
aft fitting fixedly mounted respectively to a front spar
and a rear spar of the wing center module;
Figure 13 is a top-down perspective view of a field
joint between the wing center module and the fuse-
lage and showing the wing forward fitting and wing
aft fitting in a disassembled state relative to a fuse-
lage forward fitting and a fuselage aft fitting mounted
to selected fuselage holes formed in a hole pattern
in the fuselage skin;
Figure 14 is a top-down perspective view of the wing
forward fitting and the wing aft fitting respectively
coupled to a fuselage forward fitting and a fuselage
aft fitting;
Figure 15 is a sectional view taken along line 15 of
Figure 14 and illustrating a pair of shear pins and a
mechanical fastener for coupling the fuselage for-
ward fitting to the wing forward fitting;
Figure 16 is a sectional view taken along line 16 of
Figure 15 and illustrating the wing forward fitting and
the wing aft fitting respectively coupled to the fuse-
lage forward fitting and the fuselage aft fitting;
Figure 17 is a bottom-up perspective view of an in-
terior of the fuselage taken along line 17 of Figure
15 and illustrating a pair of central stud plates for
respectively coupling the fuselage forward fitting and
the fuselage aft fitting to the fuselage skin;
Figure 18 is a flowchart of operations included in a
method of attaching the wing assembly to the fuse-
lage;
Figure 19 is an aft-looking view of an example of the
UAV of Figure 1;
Figure 20 is a magnified aft-looking view of a wing
of the UAV of Figure 19;
Figure 21 is a cross-sectional view of the wing taken
along line 21 of Figure 20 and illustrating a flap
mounted aft of the wing and oriented in a neutral
position;
Figure 22 is a cross-sectional view of the wing at an
angle of attack and further illustrating the flap in a
downwardly deflected position resulting in a slot be-
tween the flap leading edge and the wing aft portion
allowing air from the wing lower surface to flow up-
wardly through the slot and afterwardly along the flap
upper surface;
Figure 23 is a bottom-up perspective view of a portion
of the wing illustrating a plurality of flap hinge assem-
blies for coupling the flap to the wing lower surface;
Figure 24 is an exploded view of one of the flap hinge
assemblies taken along section circle 24 of Figure
23 and illustrating a hinge bracket and a flap bracket
respectively couplable to the wing lower surface and
flap lower surface via a respective hinge bracket pad
and flap bracket pad;

Figure 25 is a perspective view of an example of a
pivotal connection of the hinge bracket to the flap
bracket;
Figure 26 is an exploded view of the pivotal connec-
tion of the hinge bracket to the flap bracket of Figure
25;
Figure 27 is an exploded side view of the flap hinge
assembly of Figure 24;
Figure 28 is an assembled side view of the flap hinge
assembly of Figure 27;
Figure 29 is a magnified view of a forward end of the
flap hinge assembly taken along section circle 29 of
Figure 28 and illustrating a mechanical fastener cou-
pling a piston of a releasable connector to a forward
end of the hinge bracket, and further illustrating the
piston retained within a body of the releasable con-
nector via a canted coil spring;
Figure 30 is an example of the piston directly cou-
pling the forward end of the hinge bracket to the wing
lower surface;
Figure 31 is a sectional view of the wing assembly
illustrating a flap actuator operably coupled to the
flap;
Figure 32 is an example of an actuator rod coupling
the flap to a flap actuator and having an annular notch
defining a location of bending failure of the actuator
rod;
Figure 33 is an example of an actuator rod configured
as a hollow tube having a wall thickness configured
to fail in bending;
Figure 34 is a side view of an example of an aircraft
recovery system for recovering the UAV using a re-
covery cord configured to be engaged by a line cap-
ture mechanism (not shown) mounted on each of
opposing wing tips of the UAV;
Figure 35 is a flowchart of operations included in a
method of operating an aircraft, and including reduc-
ing flow separation over the flaps as a result of air
flowing upwardly through a slot and aftwardly along
the flap upper surface as illustrated in Figure 22;
Figure 36 is a side view of an example of a vertical
tail extending upwardly from the boom aft end of a
tail boom of the UAV and further illustrating an ex-
ample of a wideband omnidirectional antenna
mounted to the vertical tail;
Figure 37 is a perspective view of the example an-
tenna shown in Figure 36;
Figure 38 is a side view of a first surface of the an-
tenna of Figure 37 having a radiating element for
transmitting and receiving radio signals;
Figure 39 is an end view of the antenna of Figure 38;
Figure 40 is a side view of the second surface of the
antenna of Figure 37 having a ground plane for re-
flecting radio signals transmitted and received by the
radiating element located on the first surface of the
antenna;
Figure 41 is a perspective view of the antenna show-
ing an edge-mounted connector for electrically cou-
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pling a coaxial cable to a microstrip feed element
extending downwardly from the radiating element on
the first surface of the antenna;
Figure 42 is a perspective view of the antenna show-
ing the edge-mounted connector electrically coupled
to the ground plane on the second surface of the
antenna;
Figure 43 is an exploded perspective view of a lower
portion of the first surface having a pair of prong pads
and a pin pad for respectively coupling to a pair of
mounting prongs and center pin extending upwardly
from the edge-mounted connector;
Figure 44 is a magnified view of the first surface of
the antenna illustrating the prong pads and the pin
pad and further illustrating a pair of stubs extending
laterally outwardly from the microstrip feed element
for enhanced wideband impedance matching;
Figure 45 is a graph of return loss represented as S-
parameters vs. frequency for an antenna with and
without stubs extending laterally outwardly from the
microstrip feed element shown in Figures 43-44;
Figure 46 is a flowchart of operations included in a
method of radiating and receiving radio signals using
an antenna configured as shown in Figures 37-45.

DETAILED DESCRIPTION

[0014] Referring now to the drawings wherein the
showings are for purposes of illustrating preferred and
various embodiments of the disclosure, shown in Figure
1 is a perspective view of an example of an aircraft 100
configured as an unmanned aerial vehicle (UAV) 102
shown in an assembled state. The UAV 102 may have
a relatively small size and a low gross weight, and is
configured to be field assembled and disassembled into
several lightweight components that can be packed into
one or more relatively small transport cases (not shown)
and shipped by land, sea, or air to any location. Once at
the desired location, the components may be quickly as-
sembled at several field joints 150 using fastening mech-
anisms such as shear pins and/or a minimal number of
mechanical fasteners. For example, the wing assembly
300 of the UAV 102 may include a pair of field joints 150
respectively joining a pair of wings 302 to opposite sides
of a wing center module 328. A wing-fuselage interface
400 of the UAV 102 may include a field joint 150 joining
the wing center module 328 to the fuselage 104. The
empennage 200 of the UAV 102 may be attached to the
wing assembly 300 at a pair of field joints 150 respectively
joining a pair of tail booms 202 to the wing center module
328. The empennage 200 may include a pair of field joints
150 respectively joining a horizontal tail 228 to a pair of
vertical tails 226 extending upwardly from the aft end of
the tail booms 202. After field assembly is complete, the
UAV 102 may be launched using a portable launcher (not
shown) without the need for a dedicated runway. At the
completion of a mission, the UAV 102 may be recovered
using a recovery system (e.g., Figure 34) that also avoids

the need for a runway, as described below.
[0015] Referring to Figures 1-2, the UAV 102 includes
a fuselage 104 defining a longitudinal axis 106, a propul-
sion pod 110 mounted to an aft end of the fuselage 104,
a wing assembly 300 removably coupled to the fuselage
104, and an empennage 200 removably coupled to the
wing assembly 300. The propulsion pod 110 may be an
internal combustion engine or a gas turbine driving a pro-
peller, a turbojet engine (not shown), an electric engine
such as an electrical propulsion system powered by hy-
drogen fuel cell, or a hybrid engine such as an electric-
internal combustion engine. The fuselage 104 is shown
having a rounded or cylindrical cross-sectional shape.
However, the fuselage 104 may be provided in any one
a variety of different cross-sectional shapes. The fuse-
lage 104 may include one or more payload bays (not
shown) for containing various payloads. For example,
the payload bays may be located forward, underneath,
and/or aft of the wing assembly 300. The payload bays
(not shown) may include a mid bay located under the
wing assembly 300, an avionics bay located forward of
the wing assembly 300, and/or an aft avionics bay located
aft of the wing assembly 300. An imaging system 108
may be coupled to a nose payload support and may in-
clude infrared sensors and/or electro-optical sensors for
infrared imaging and/or visible light imaging.
[0016] As mentioned above, the wing assembly 300
includes the wing center module 328 and the pair of wings
302 (i.e., a left wing and a right wing). As described in
greater detail below, the wing center module 328 may be
coupled to the fuselage 104 at the wing-fuselage inter-
face 400 (e.g., Figures 11-17) which may be configured
as a field joint 150. In addition, the wing-fuselage inter-
face 400 may be configured to allow for adjustment of
the forward-aft location of the wing assembly 300 relative
to the fuselage 104 to allow for a wide range of payload
capabilities in the different payload bays, while maintain-
ing the aircraft center of gravity (not shown) within a pre-
determined fore-aft range of the aircraft center of lift (not
shown) without the need for ballast. Each one of the pair
of wings 302 is configured to be removably coupled (i.e.,
field assembled) to the wing center module 328 at a field
joint 150, as mentioned above. For example, each wing
302 may have a joiner spar 326 protruding from an in-
board side of the wing 302. Each of the outboard sides
of the wing center module 328 has a wing rib 330 con-
taining a joiner spar pocket 332 configured to receive the
joiner spar 326 for coupling a wing 302 to the wing center
module 328. Once the joiner spar 326 of a wing 302 is
inserted into a joiner spar pocket 332, one or more me-
chanical fasteners (not shown) may be manipulated to
lock the wing 302 to the wing center module 328.
[0017] Referring still to Figures 1-2, the empennage
200 includes the pair of tail booms 202 (e.g., a left boom
and a right boom) extending aftwardly from the wing cent-
er module 328 on opposite sides of the fuselage 104.
The tail booms 202 may be formed of lightweight metallic
and/or non-metallic material. For example, the tail booms
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202 may be formed of composite material such as car-
bon-fiber reinforced polymer matrix material (e.g., graph-
ite/epoxy). Each tail boom 202 is provided in a length
sufficient to provide longitudinal (e.g., pitch) stability for
the UAV 102 within a wide range of center of gravity lo-
cations. Each tail boom 202 may be oriented generally
parallel to the aircraft longitudinal axis 106.
[0018] Each tail boom 202 has a boom forward end
206, a boom aft end 208, and a boom axis 204 (Figure
7) extending between the boom forward end 206 and the
boom aft end 208. The boom aft end 208 of each tail
boom 202 has a vertical tail 226 extending upwardly from
the tail boom 202. Although shown in Figures 1-2 as ex-
tending vertically upwardly at a slight angle (e.g., 10°)
relative to vertical when the wing assembly 300 is hori-
zontal, each vertical tail 226 may extend upwardly at an
angle of between 0° and 45° relative to vertical. The em-
pennage 200 includes a horizontal tail 228 extending be-
tween and removably coupled to the vertical tails 226 via
a pair of field joints 150. For example, each vertical tail
226 may include a fitting (not shown) having one or more
threaded holes or receptacles (e.g., nutplates) config-
ured to receive one or more mechanical fasteners 592
(e.g., bolts, screws, etc.) for securing each side of the
horizontal tail 228 to a vertical tail 226.
[0019] Referring to Figures 3-4, the wing center mod-
ule 328 includes a pair of boom interfaces 230 represent-
ing the field joints 150 for attaching the tail booms 202
to the wing center module 328. In the example shown,
the pair of boom interfaces 230 are respectively located
adjacent to the laterally outboard sides of the wing center
module 328. To simplify field assembly and disassembly
of the UAV 102, the boom forward end 206 of each tail
boom 202 is configured to be mechanically attached to
a boom interface 230 using at least one externally-ac-
cessible mechanical fastener 592 (e.g., an Allen screw -
Figure 8). As described below, the externally-accessible
mechanical fastener 592 is configured to engage a
threaded hole 594 in the boom interface 230 for remov-
ably attaching the boom forward end 206 to the wing
center module 328. At the location of each boom interface
230, a launch rib 232 protrudes downwardly from the
wing lower surface 318 of the wing assembly 300. The
launch ribs 232 support the UAV 102 on guide rails (not
shown) of a launch system (not shown) during launching
of the UAV 102. Each launch rib 232 and boom interface
230 may be mechanically fastened to a wing rib 330 (Fig-
ure 5) located on each of laterally opposing sides of the
wing center module 328 as described in greater detail
below. The tail booms 202 are aligned with the wing ribs
330 and launch ribs 232 to provide a simple structural
location for attachment of the tail booms 202 with minimal
impact on the aerodynamics of the UAV 102.
[0020] Referring to Figures 5-6, shown is the boom in-
terface 230 on one of the laterally opposing sides of the
wing center module 328. The boom interface 230 is con-
figured to receive a boom forward end 206 of a tail boom
202. The boom interface 230 includes a boom forward

attachment fitting 210 and a boom aft attachment fitting
212 protruding from the wing upper surface 316 of the
wing center module 328. A forward end of the boom in-
terface 230 includes a boom fairing 222 for reducing aer-
odynamic drag of the boom interface 230. The boom in-
terface 230 has at least one shear pin bore 598 for re-
ceiving at least one shear pin 596 (Figures 6 and 7)
mounted to the tail boom 202. The boom interface 230
may additionally include at least one shear pin 596 for
engagement into a shear pin bore 598 in the boom for-
ward end 206. For example, the boom forward attach-
ment fitting 210 may include a shear pin bore 598, and
the boom aft attachment fitting 212 may include a shear
pin 596. In addition, the boom aft attachment fitting 212
includes a threaded hole 594 oriented approximately par-
allel to the boom axis 204 and configured to threadably
receive the externally-accessible mechanical fastener
592 (Figure 8) for positively securing the tail boom 202
to the boom interface 230 during field assembly of a tail
boom 202 to the wing center module 328.
[0021] Referring to Figure 7-8, shown is the boom for-
ward end 206 configured to be engaged to the boom
interface 230. The boom forward end 206 of each tail
boom 202 includes a boom forward support 216 and a
boom aft support 218 fixedly coupled to the boom forward
end 206. The boom forward support 216 and the boom
aft support 218 may each be mechanically fastened
and/or adhesively bonded to the tail boom 202. A boom
cowling 224 may extend between the boom forward sup-
port 216 and the boom aft support 218 to structurally
stabilize the boom forward end 206. In addition, the boom
forward support 216 includes a forwardly-extending
shear pin 596 oriented approximately parallel to the boom
axis 204. The shear pin 596 of the boom forward support
216 is sized and configured to engage the corresponding
shear pin bore 598 formed in the boom forward attach-
ment fitting 210 in a manner preventing movement of the
boom forward end 206 along a direction perpendicular
to the boom axis 204. The boom aft support may include
a shear pin bore 598 for receiving a shear pin 596 ex-
tending aftwardly from the boom aft attachment fitting
212. The shear pin 596 for the boom forward support 216
may be sized to provide a clearance fit of 0.127 mm
(0.005 inch) or less (e.g., preferably 0.0762 mm (0.003
inch)) with the shear pin bore 598 formed in the boom
forward attachment fitting 210. The shear pin 596 extend-
ing aftwardly from the boom aft attachment fitting 212
may be sized to provide a clearance fit of at least 0.127
mm (0.005 inch, e.g.; preferably 0.254 mm (0.010 inch))
with the shear pin bore 598 formed in the boom aft support
218. However, although not shown, the boom interface
230 may be configured such that the shear pin 596 at
the forward end of the boom interface 230 extends aft-
wardly from the boom forward attachment fitting 210 for
engaging a shear pin bore 598 formed in the boom for-
ward support 216, and/or the shear pin 596 at the aft end
of the boom interface 230 extends forwardly from the
boom aft attachment fitting 212 for engaging a shear pin
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bore 598 formed in the boom aft support 218. Even fur-
ther, the boom interface 230 may be configured such that
the shear pins 596 at both the forward end and aft end
of the boom interface 230 face forwardly, or the boom
interface 230 may be configured such that the shear pins
596 at both the forward end and aft end of the boom
interface 230 face aftwardly.
[0022] Referring to Figures 5-8, the boom aft support
218 includes a non-threaded hole 593 (Figure 8) config-
ured to allow the externally-accessible mechanical fas-
tener 592 (Figure 8) to pass through and engage the
threaded hole 594 (Figure 6) in the boom aft attachment
fitting 212 to positively secure the boom aft support 218
to the boom aft attachment fitting 212. As shown in Fig-
ures 5-6, the boom aft attachment fitting 212 has a
wedge-shaped cross-section 214 when viewed from a
top-down direction. The wedge-shaped cross-section
214 of the boom aft attachment fitting 212 widens in a
forward-facing direction. As shown in Figures 7-8, the
boom aft support 218 has a pair of flanges 220 arranged
in a V shape when viewed from a top-down direction.
The pair of flanges 220 define a wedge-shaped internal
cavity configured complementary to the wedge-shaped
cross-section 214 of the boom aft attachment fitting 212
(Figures 5-6) When the mechanical fastener 592 (Figure
8) is threadably engaged to the threaded hole 594 (Figure
6) in the boom aft attachment fitting 212 and tightened
down, the wedge-shaped cross-section 214 of the boom
aft attachment fitting 212 is engaged in direct physical
contact with the interior surfaces of the V-shaped flanges
220 (Figures 7-8) of the boom aft support 218, thereby
preventing lateral movement of the tail boom 202 relative
to the wing assembly 300.
[0023] Referring to Figure 9, shown is a cross-sectional
view of the boom forward end 206 mated to the boom
interface 230. Shown is the externally-accessible me-
chanical fastener 592 securing the boom aft support 218
to the boom aft attachment fitting 212. In addition, shown
are the shear pins 596 engaged within the shear pin bores
598. Each shear pin 596 may have a tapered end to fa-
cilitate insertion into a shear pin bore 598. The boom aft
attachment fitting 212 and the boom forward attachment
fitting 210 protrude above the wing upper surface 316,
and are attached to the wing rib 330 using mechanical
fasteners 592 (e.g., bolts, Allen head screws, etc. - not
shown). Having the boom forward attachment fitting 210
and boom aft attachment fitting 212 protrude above the
wing upper surface 316 allows a person assembling the
UAV 102 to visually align and insert the shear pin 596 of
the boom forward support 216 into the shear pin bore
598 of the boom forward attachment fitting 210 while the
shear pin 596 of the boom aft attachment fitting 212 is
inserted into the shear pin bore 598 of the boom aft sup-
port 218, after which the externally accessible mechan-
ical fastener 592 may be installed to secure the tail boom
202 to the wing center module 328.
[0024] Referring to Figure 10, shown is a flowchart of
operations included in a method 350 of enhancing vehicle

efficiency in regard to field-attaching each tail boom 202
to a wing assembly 300 of an aircraft 100. Referring to
Figures 2-9, step 352 of the method 350 includes attach-
ing a pair of tail booms 202 of an empennage 200 to a
wing assembly 300. In the example shown, the pair of
tail booms 202 may be attached to a wing center module
328 of the wing assembly 300 which may be mounted to
the fuselage 104. Prior to or during the attachment of
each tail boom 202 to the wing center module 328, any
electrical connections (not shown) may be made be-
tween the tail boom 202 and the wing center module 328.
Each one of the tail booms 202 may be attached to the
wing center module 328 by initially performing step 354
of positioning the boom forward end 206 of the tail boom
202 against the boom interface 230 of the wing center
module 328. The positioning of the boom forward end
206 against the boom interface 230 may include inserting
a shear pin 596 protruding from the boom forward support
216 of the boom forward end 206 into the shear pin bore
598 formed in the boom forward attachment fitting 210
of the boom interface 230 while simultaneously inserting
a shear pin 596 protruding from the boom aft attachment
fitting 212 of the boom interface 230 into the shear pin
bore 598 formed in the boom aft support 218.
[0025] As shown in Figures 5-6, the boom forward at-
tachment fitting 210 and the boom aft attachment fitting
212 each protrude above the wing upper surface 316 of
the wing center module 328 allowing the person assem-
bling the UAV 102 to visually align the shear pins 596
with the shear pin bores 598, as mentioned above. The
UAV 102 may be supported on an erectable support
stand (not shown) which may optionally be included with
one of the transport cases (not shown) in which the tail
booms 202, fuselage 104, wings 302, and horizontal tail
228 may be packaged for storage and shipping.
[0026] Step 356 of the method 350 includes installing
at least one externally-accessible mechanical fastener
592 through the boom forward end 206 and into the
threaded hole 594 in the boom interface 230. As shown
in Figures 8-9, the boom aft attachment fitting 212 in-
cludes the threaded hole 594 which is oriented approxi-
mately parallel to the boom axis 204. As mentioned
above, the boom aft support 218 includes a non-threaded
hole 593 through which the externally-accessible me-
chanical fastener 592 passes prior to engaging the
threaded hole 594 in the boom aft attachment fitting 212.
The method further includes engaging the wedge-
shaped cross-section 214 of the boom aft attachment
fitting 212 into direct physical contact with the interior
surfaces of the pair of V-shaped flanges 220 of the boom
aft support 218 as the externally-accessible mechanical
fastener 592 is threadably engaged to the threaded hole
594 and the shear pins 596 are extended further into the
shear pin bores 598. The engagement of the shear pins
596 within the shear pin bores 598 and the engagement
of the wedge-shaped cross-section 214 of the boom aft
attachment fitting 212 with the V-shaped flanges 220 of
the boom aft support 218 locks the boom forward end
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206 against lateral movement. The engagement of the
mechanical fastener 592 into the threaded hole 594 of
the boom aft attachment fitting 212 locks the tail boom
202 against forward-aft movement.
[0027] Once both of the tail booms 202 are secured to
the wing assembly 300, the method 350 may further in-
clude coupling the laterally opposite sides of the horizon-
tal tail 228 (Figures 1-2) to the vertical tails 226 respec-
tively extending upwardly from the tail booms 202. Al-
though not shown, each one of the vertical tails 226 may
include one or more fittings (not shown) configured to
receive mechanical fasteners 592 for securing the op-
posing sides of the horizontal tail 228 to the vertical tails
226, as mentioned above. Prior to or after the attachment
of the tail booms 202 to the wing center module 328, the
method may include coupling a pair of wings 302 to the
laterally opposite sides of the wing center module 328.
For example, as shown in Figure 2, each wing 302 may
be joined to the wing center module 328 by inserting a
joiner spar 326 protruding from each wing 302 into a join-
er spar pocket 332 incorporated into the wing rib 330 on
each of laterally outboard sides of the wing center module
328. As described below, the wing center module 328
may be configured to be coupled to the fuselage 104 in
a manner allowing forward-aft adjustment of the location
of the wing center module 328 relative to the fuselage
104.
[0028] Referring to Figures 11-12, shown is an exam-
ple of a wing center module 328 attached to the fuselage
104. The wing center module 328 may be covered by a
wing skin 314 which may include a forward hatch 324
(Figure 16). The forward hatch 324 may be removed in
the field to allow access to the wing-fuselage interface
400 coupling the wing center module 328 to the fuselage
104. Figure 12 shows an underside of the wing center
module 328 and illustrating the wing-fuselage interface
400. The wing-fuselage interface 400 may include a wing
forward fitting 404 and a wing aft fitting 410 respectively
fixedly coupled to a front spar 334 and rear spar 336 of
the wing center module 328.
[0029] Referring to Figures 13-14, shown is a forward
fitting assembly 402 and an aft fitting assembly 408 of
the wing-fuselage interface 400. The forward fitting as-
sembly 402 includes a wing forward fitting 404 and a
fuselage forward fitting 406. The wing forward fitting 404
is configured to be removably coupled to the fuselage
forward fitting 406. Similarly, the aft fitting assembly 408
includes the wing aft fitting 410 and a fuselage aft fitting
412. The wing aft fitting 410 is configured to be removably
coupled to the fuselage aft fitting 412. In Figure 13-14,
the wing skin 314 of the wing center module 328 is omitted
and the front spar 334 and rear spar 336 are shown in
phantom to illustrate the connection of the wing forward
fitting 404 and wing aft fitting 410 respectively to the front
spar 334 and rear spar 336.
[0030] In Figures 13-14, the fuselage forward fitting
406 and fuselage aft fitting 412 may be mounted to the
fuselage 104 at a fixed spacing complementary to the

spacing between the front spar 334 the rear spar 336.
The fuselage forward fitting 406 and the fuselage aft fit-
ting 412 having fitting holes 414 configured to be aligned
with fuselage holes 418 formed in a hole pattern 420 of
circumferentially-spaced holes and axially-spaced holes
in the fuselage skin 416. The hole pattern 420 is com-
plementary to the spacing between the fitting holes 414
in the fuselage forward fitting 406 and fuselage aft fitting
412. As described in greater detail below, mechanical
fasteners 592 (e.g., threaded fasteners - bolts, screws,
PEM™ studs, etc.) are extended through the fuselage
skin 416 and through the fitting holes 414 and are secured
with internally-threaded receptacles such as hex-head
nuts for coupling the forward fitting assembly 402 and
the aft fitting assembly 408 to the top of the fuselage 104.
[0031] On each side of the top-center of the fuselage
104, the two laterally outermost columns of circumferen-
tially-spaced fuselage holes 418 may be slotted in a cir-
cumferential direction to facilitate installation of the me-
chanical fasteners 592 that are extended through the fu-
selage skin 416 and laterally outboard fitting holes 414.
In an embodiment, the mechanical fasteners 592 may
be installed from an interior (Figure 17) of the fuselage
104. Access to the fuselage interior may be provided by
removing the propulsion pod 110 from the fuselage 104
aft end. The hole pattern 420 in the fuselage skin 416
allows for positioning of the wing center module 328 at
one of a variety of forward-aft locations as a means to
maintain the aircraft center of gravity (not shown) of the
UAV 102 within a predetermined range of the center of
lift (not shown). In this regard, the wing assembly 300
may be mounted at a forward-aft location that is comple-
mentary to the payload mass distribution within the fuse-
lage 104, and which may vary for different types of mis-
sions performed by the UAV 102.
[0032] As shown in Figure 13-15, the fuselage forward
fitting 406 includes a pair of laterally-spaced shear pins
596 on opposite sides of a centrally-located threaded
hole 594 as part of the field joint 150 between the wing
center module 328 and the fuselage 104. In the example
shown, the shear pins 596 of the fuselage forward fitting
406 are aft facing and each have a pin axis oriented ap-
proximately parallel to the aircraft longitudinal axis 106.
The wing forward fitting 404 includes a pair of shear pin
bores 598 configured to receive the shear pins 596 of
the fuselage forward fitting 406. The fuselage aft fitting
412 includes a centrally-located and aft-facing shear pin
596 configured to be inserted into a shear pin bore 598
in the wing aft fitting 410 as part of the field joint 150
between the wing center module 328 and the fuselage
104. In addition, the fuselage forward fitting 406 includes
a non-threaded hole 593 configured to receive a mechan-
ical fastener 592 for engaging the threaded hole 594 in
the wing forward fitting 404 once the shear pins 596 of
the fuselage forward and aft fittings 406, 412 are engaged
with the shear pin bores 598 of the respective wing for-
ward and aft fittings 404, 410. The mechanical fastener
592 may be installed by first removing the forward hatch
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324 (Figure 16) to allow access to the interior of the wing
center module 328. The engagement of the mechanical
fastener 592 with the threaded hole 594 in the wing for-
ward fitting 404, and the engagement of the shear pins
596 of the fuselage forward and aft fittings 406, 412 with
the shear pin bores 598 in the wing forward and aft fittings
404, 410 secures the wing center module 328 to the fu-
selage 104 in a manner preventing fore-aft translation,
lateral translation, and lateral pivoting of the wing center
module 328 relative to the fuselage 104.
[0033] Referring to Figure 16, shown is a sectional side
view of the wing-fuselage interface. As mentioned above,
the wing center module 328 includes a front spar 334
which may have a C-shaped cross-section, and a rear
spar 336 which may also have a C-shaped cross-section.
Although not shown in the figures, the front spar 334 and
the rear spar 336 each extend between the wing ribs 330
(Figure 9) located on laterally opposite sides of the wing
center module 328. In Figure 16, the wing forward fitting
404 and the wing aft fitting 410 each have an L-shaped
cross-section coupled to a vertical web 338 and a lower
flange 340 of the C-shaped cross-section of the respec-
tive front spar 334 and rear spar 336. The wing forward
fitting 404 may be mechanically fastened to and/or ad-
hesively bonded to the front spar 334. Likewise, the wing
aft fitting 410 may be mechanically fastened to and/or
adhesively bonded to the rear spar 336. As described
above, the fuselage forward fitting 406 is coupled to the
wing forward fitting 404 by a mechanical fastener 592.
In addition, as mentioned above, the fuselage forward
fitting 406 includes a pair of shear pins 596 receivable
within shear pin bores 598 formed in the wing forward
fitting 404. Similarly, the fuselage aft fitting 412 includes
at least one shear pin 596 that is receivable within a shear
pin bore 598 formed in the wing aft fitting 410. However,
the wing-fuselage interface 400 may be configured in an
alternative embodiment wherein the shear pins 596 pro-
trude from the wing forward and aft fittings 404, 410 and
are received within shear pin bores 598 formed in the
respective fuselage forward and aft fittings 406, 412.
[0034] Figure 17 shows the interior of the fuselage 104
at the location of the wing-fuselage interface 400. A por-
tion of the fuselage skin 416 is omitted to show the for-
ward fitting assembly 402 and the aft fitting assembly 408
respectively coupling the front spar 334 and rear spar
336 of the wing center module 328 to the fuselage skin
416. A fuselage mount slide plate 424 may be positioned
in direct physical contact with the interior surface of the
fuselage skin 416 at the top center of the fuselage 104.
The fuselage mount slide plate 424 may extend along a
lengthwise direction of the fuselage 104, and may include
holes (e.g., circular holes) that are sized and spaced com-
plementary to the two rows of fuselage holes 418 (e.g.,
circular holes) at the top-center of the fuselage 104. For
each of the fuselage forward fitting 406 and fuselage aft
fitting 412, the wing-fuselage interface may optionally in-
clude a central stud plate 422 positioned on an interior
side of the fuselage mount slide plate 424. In the example

shown, each one of the central stud plates 422 includes
four (4) mechanical fasteners 592 complementary to four
(4) fitting holes 414 in the fuselage forward fitting 406
and in the fuselage aft fitting 412. However, each central
stud plate 422 may include any quantity of mechanical
fasteners 592 for installation into a corresponding quan-
tity of fitting holes 414 in the fuselage forward fitting 406
and fuselage aft fitting 412. In some embodiments, the
heads of the mechanical fasteners 592 may be perma-
nently fixed to the central stud plate 422 to minimize the
total quantity of loose parts required for fastening the
wing center module 328 to the fuselage 104. The me-
chanical fasteners 592 in each central stud plate 422 are
spaced complementary to the spacing between the fitting
holes 414 in the fuselage skin 416 which, in turn, are
complementary to the spacing between the fitting holes
414 in each of the fuselage forward fitting 406 and fuse-
lage aft fitting 412.
[0035] In Figure 17, for the fuselage aft fitting 412, the
central stud plate 422 may be positioned directly against
the interior surface of the fuselage mount slide plate 424.
For the fuselage forward fitting 406, the wing-fuselage
interface 400 may include a sway stud plate 426 on each
of laterally opposite sides of the fuselage 104. Each one
of the sway stud plates 426 may include mechanical fas-
teners 592 that are spaced complementary to the circum-
ferential spacing of the slotted fuselage holes 418. The
heads of the mechanical fasteners 592 in the sway stud
plates 426 may be permanently fixed to the sway stud
plates 426 as a means to minimize the total quantity of
loose parts required for attaching the wing center module
328 to the fuselage 104. A sway pad 428 formed of re-
siliently compressible material (e.g., rubber) may be in-
stalled between each sway stud plate 426 and the fuse-
lage skin 416. The sway pads 428 may provide cushion-
ing of the sway stud plate 426 against the fuselage skin
416 and may also prevent lateral pivoting of the fuselage
104 relative to the wing assembly 300 during flight as
may otherwise occur due to movement of the mechanical
fasteners in the circumferentially-slotted holes in the fu-
selage skin 416.
[0036] Figure 18 is a flowchart of operations in a meth-
od 450 of enhancing a detachable wing assembly 300 in
regard to field-attaching the wing assembly 300 to a fu-
selage 104. Step 452 of the method 450 includes aligning
the fitting holes 414 in the fuselage forward fitting 406
and fuselage aft fitting 412 with a selected set of the fu-
selage holes 418 formed in a hole pattern 420 in the
fuselage skin 416 as shown in Figures 13-14. As de-
scribed above, the hole pattern 420 in the fuselage skin
416 allows for forward-aft adjustment of the mounting
location of the wing assembly 300 relative to the fuselage
104 as a means to maintain the aircraft center of gravity
within a predetermined range of the aircraft center of lift.
[0037] Step 454 of the method 450 includes installing
a plurality of mechanical fasteners 592 through the fitting
holes 414 and fuselage holes 418 to secure the fuselage
forward fitting 406 and fuselage aft fitting 412 to the fu-
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selage 104. In the example shown in Figures 13-17, the
mechanical fasteners 592 extend from the interior of the
fuselage 104 toward the exterior the fuselage 104 such
that internally threaded nuts may be threadably engaged
the threaded ends of the mechanical fasteners 592 pro-
truding from the fitting holes 414 of the fuselage forward
fitting 406 and fuselage aft fitting 412. In Figure 17, the
heads of the mechanical fasteners 592 may be fixedly
coupled to a pair of central stud plates 422 located on
the interior of the fuselage 104. Likewise, the heads of
mechanical fasteners 592 may be fixedly coupled to the
pair of sway stud plates 426 that may be mounted on the
interior of the fuselage 104 for coupling the fuselage for-
ward fitting 406 to the fuselage skin 416. However, the
orientation of one or more of the mechanical fasteners
may be reversed.
[0038] As shown in Figure 17, the mechanical fasten-
ers 592 may be installed from the fuselage interior, ac-
cess to which may be provided by removing the propul-
sion pod 110 located on the aft end of the fuselage 104.
The mechanical fasteners 592 protruding from each
sway stud plate 426 may pass through a sway pad 428,
the fuselage skin 416, and the fitting holes 414 of the
fuselage forward fitting 406. The mechanical fasteners
592 protruding from the central stud plate 422 for the
fuselage aft fitting 412 may pass through the fuselage
mount slide plate 424 (Figure 17), the fuselage skin 416,
and the fitting holes 414 of the fuselage aft fitting 412.
The mechanical fasteners 592 protruding from the central
stud plate 422 for the fuselage forward fitting 406 may
pass through the fuselage mount slide plate 424, the
sway stud plate 426, the fuselage skin 416, and the fitting
holes 414 of the fuselage forward fitting 406.
[0039] Step 454 of the method 450 includes joining the
wing forward fitting 404 to the fuselage forward fitting 406
simultaneous with the joining of the wing aft fitting 410
to the fuselage aft fitting 412 using the above-described
shear pin bores 598 and the mechanical fastener 592,
as shown in Figures 13-14. In this regard, the method
includes inserting a laterally-spaced pair of shear pins
596 protruding from the wing forward fitting 404 into a
corresponding pair of shear pin bores 598 formed in the
fuselage forward fitting 406 while simultaneously insert-
ing a centrally-located shear pin 596 protruding from the
fuselage aft fitting 412 into a shear pin bore 598 formed
in the wing aft fitting 410. The method further includes
threadably engaging a mechanical fastener 592 of the
fuselage forward fitting 406 into a threaded hole 594
formed in the wing forward fitting 404 to mechanically
fasten the fuselage forward fitting 406 to the wing forward
fitting 404, as shown in Figures 13-15.
[0040] Referring now to Figure 19, shown is a front
view of the UAV 102 of Figures 1-2, and illustrating the
wing assembly 300 comprising a pair of wings 302 each
extending outwardly from the wing center module 328
and terminating at a winglet 312. The wing assembly 300
has a relatively high aspect ratio of wing span (e.g., ap-
proximately 3,962.4 mm (13 feet)) to average wing chord

306 (Figure 21 - approximately 228.6 to 304.8 mm (9 -
12 inches)) . Advantageously, each one of the wings 302
includes a slotted flap 500 (Figures 19-20) which, in com-
bination with the winglets 312 and the relatively large
wing area, provides for a relatively high gross takeoff
weight (e.g., approximately 75 pounds) with an approx-
imate 15 pound payload capacity. Each one of the flaps
500 is pivotably coupled to the wing 302 by a plurality of
flap hinge assemblies 530 collectively defining a flap piv-
ot axis 558 (Figure 24) that is external to the wing lower
surface 318. In the present example, each flap 500 ex-
tends in a spanwise direction along approximately the
inboard two thirds of the length of each wing 302 as meas-
ured from a lateral side of the wing center module 328
to the start of the winglet 312.
[0041] Figure 21 is a cross-sectional view of one of the
wings 302 which has a wing upper surface 316, a wing
lower surface 318, a wing leading edge 320, and a wing
aft portion 322. The flap 500 is pivotally coupled to the
wing aft portion 322, and has a flap upper surface 502,
a flap lower surface 504, a flap leading edge 506, and a
flap trailing edge 508. The wing 302 and flap 500 collec-
tively define an airfoil section 304 which has a Reynolds
number of no greater than 1.5 million. In the example
shown, the flap chord (not shown - measured from the
flap leading edge 506 to the flap trailing edge 508) is
approximately 25% (e.g., 62%) of the wing chord 306
which extends from the wing leading edge 320 to the flap
trailing edge 508 when the flap 500 is in the neutral po-
sition 516.
[0042] Each one of the wings 302 may include a cove
strip 510 mounted to the wing aft portion 322. The cove
strip 510 has a cove strip upper surface 512 and a cove
strip lower surface 514. In the example shown, the cove
strip upper surface 512 is approximately flush with the
wing upper surface 316 at an aftmost point of the wing
aft portion 322. When the flap 500 is in the neutral position
516 as shown in Figure 21, the cove strip upper surface
512 is also approximately flush with the flap upper surface
502. The cove strip 510 may extend aftwardly over a
portion of the flap upper surface 502. The cove strip lower
surface 514 may be contoured complementary to the flap
leading edge 506. The cove strip lower surface 514 is
contoured such that when the flap 500 is in the neutral
position 516, oncoming air flowing along the wing lower
surface 318 is prevented from flowing upwardly between
the wing aft portion 322 and the flap leading edge 506.
[0043] In Figure 22, the wing 302 is oriented at an angle
of attack 310 relative to the flow direction 308 of oncoming
airflow. The flap 500 may have a flap deflection travel of
10° upward deflection and 30° downward deflection rel-
ative to the orientation of the flap 500 in the neutral po-
sition 516. However, the flap deflection travel may be
more or less than 10° upward deflection and/or more or
less than 30° downward deflection. When the flap 500 is
in a downwardly deflected position 518 as shown, a slot
520 opens up between the flap leading edge 506 and the
wing aft portion 322. The slot 520 allows air from the wing
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lower surface 318 to flow upwardly through the slot 520
after which the air is redirected by the cove strip 510
aftwardly along the flap upper surface 502. At high angles
of attack 310, the flow of air through the slot 520 and over
the flap upper surface 502 may reduce airflow separation
over the flap upper surface 502, resulting in an increase
in the maximum lift coefficient CLmax relative to the max-
imum lift coefficient CLmax for the same wing 302 with a
non-slotted flap or with no flaps.
[0044] For the airfoil section 304 of Figures 21-22, the
maximum lift coefficient CLmax may increase up to a pre-
determined downward deflection angle 524 (e.g., 30°) of
the flap 500. At downward deflection angles 524 of great-
er than 30°, the flaps 500 generate increased aerody-
namic drag with a minimal or negligible increase in max-
imum lift coefficient CLmax, which allows for steep de-
scent gradients while the UAV 102 is on approach from
the service ceiling (e.g., up to 4,572 m (15,000 feet)).
The combination of air flow through the slots 520 coupled
with the relatively large wing area (i.e., low wing loading)
allows for a reduction in the airspeed of the UAV 102
during recovery, such as using the aircraft recovery sys-
tem 600 shown in Figure 34 and described below. The
reduction in airspeed during UAV recovery may corre-
spond to a reduction in the total amount of capture energy
that must be absorbed by the recovery system, thereby
avoiding the need to modify an existing recovery system
configured to recover lighter weight and/or slower flying
UAVs. For example, the presently-disclosed slotted flaps
500 may reduce the total capture energy by approximate-
ly 25% relative to the total capture energy of the same
UAV lacking flaps.
[0045] When the slotted flap 500 of each wing 302 is
in a downwardly deflected position 518 of 30°, the airfoil
section 304 provides a maximum lift coefficient CLmax
that is at least 30% (e.g., up to 46%) greater than the
maximum lift coefficient CLmax of the same airfoil section
without flaps. The airfoil section 304 may have a maxi-
mum lift coefficient CLmax in the range of approximately
1.5 to 2.3 respectively corresponding to an angle of attack
310 of 0° and 11° for a Reynolds number of approximately
500,000 and an airspeed of approximately Mach 0.07.
The airfoil section 304 of the wings 302 has an airfoil
thickness ratio in the range of approximately 10-14%
(e.g., 62%) of the chord length, which may be in the
range of approximately 228.6 to 304.8 mm (9-12 inches)
(e.g., 6 25.4 mm (1 inch)). The relatively low flight speeds
(e.g., 30-80 knots) and relatively small chord length (e.g.,
228.6 to 304.8 mm (9 - 12 inches)) dictates operation of
the UAV 102 in Reynolds number flows of no greater
than 1.5 million. The wing assembly 300 is configured
such that a lower end design limit Reynolds number of
200,000 occurs at a stall speed of approximately 35 knots
at a density altitude of approximately 6,000 feet above
sea level. For typical cruising conditions, the airspeed of
the UAV 102 is approximately 44 knots at a density alti-
tude of approximately 914.4 m (3,000 feet). In cruise flight
(e.g., flaps in neutral position - Figure 22), the Reynolds

number may be in the range of 300,000-400,000.
[0046] Referring to Figure 23, shown is a perspective
view of an underside of a wing 302 of the UAV 102 show-
ing a plurality of generally uniformly-spaced flap hinge
assemblies 530 coupling the slotted flap 500 to the wing
lower surface 318. Each one of the flap hinge assemblies
530 is configured as a drop hinge in which the flap pivot
axis 558 (Figure 24) is located below the wing lower sur-
face 318 and which results in the slot 520 (Figure 22)
opening up between the wing aft portion 322 and the flap
leading edge 506 when the flap 500 is deflected down-
wardly.
[0047] Figure 24 is an exploded view of an example of
a flap hinge assembly 530. The flap hinge assembly 530
includes a hinge bracket 532 and a flap bracket 548. The
hinge bracket 532 is coupled to the wing lower surface
318 and the flap bracket 548 is coupled to the flap lower
surface 504. In some examples, the hinge bracket 532
may be releasably coupled to the wing lower surface 318
by means of at least one releasable connector 566 as
described below. Additionally, the flap bracket 548 may
be releasably coupled to the flap lower surface 504. Al-
though Figures 24-28 shown both the hinge bracket 532
and the flap bracket 548 as being releasably coupled
respectively to the wing lower surface 318 and flap lower
surface 504, in a preferred embodiment, either the hinge
bracket 532 or the flap bracket 548 is releasably attached.
For example, either the hinge bracket 532 is releasably
coupled to the wing lower surface 318 and the flap brack-
et 548 is non-releasably coupled to the flap lower surface
504, or the hinge bracket 532 is non-releasably coupled
to the wing lower surface 318 and the flap bracket 548
is releasably coupled to the flap lower surface 504.
[0048] In Figure 24, the hinge bracket 532 includes a
hinge bracket pad 544 optionally mounted between the
hinge bracket 532 and the wing lower surface 318 and a
flap bracket pad 560 optionally mounted between the flap
bracket 548 and the flap lower surface 504. The hinge
bracket pads 544 may be provided in different thickness-
es at the different spanwise locations of the flap hinge
assemblies 530, as may the flap bracket pads 560. The
different thicknesses of the hinge bracket pads 544 and
flap bracket pads 560 allow the use of a common hinge
bracket 532 and a common flap bracket 548 at each flap
hinge assembly 530 location while maintaining a com-
mon pivot axis 558 for the multiple flap hinge assemblies
530 that support each flap 500.
[0049] Referring to Figures 24 and 27-28, each hinge
bracket 532 has a hinge bracket base 534 configured to
be coupled to the wing 302. When coupled to the wing
302, the hinge bracket 532 extends aftwardly and down-
wardly from the wing lower surface 318 and terminates
at a hinge bracket pivot end 542. The flap bracket 548
has a flap bracket base 550 configured to be mounted
to the flap 500. The flap bracket 548 extends forwardly
and downwardly from the flap lower surface 504 and ter-
minates at a flap bracket pivot end 554. The flap bracket
pivot end 554 is coupled to the hinge bracket pivot end
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542 by a pivot pin 556 which, in the example of Figure
24, may be secured by a cotter pin or other mechanism.
[0050] Referring briefly to Figures 25-26, shown is an
alternative embodiment for pivotably coupling the flap
bracket pivot end 554 to the hinge bracket pivot end 542
using a bushing 563 installed in a hole 557 extending
through the flap bracket pivot end 554 and hinge bracket
pivot end 542. The bushing 563 may be internally thread-
ed for receiving a cap screw 464 on each end of the
bushing 563. A washer 565 may be installed under the
head of each cap screw 464. Advantageously, the as-
sembly shown in Figures 25-26 provides a relatively low
profile arrangement for pivotally coupling the flap bracket
pivot end 554 may be coupled to the hinge bracket pivot
end 542 and which results in reduced aerodynamic drag
for improved performance of the UAV 102.
[0051] In Figures 24 and 27-30, a releasable connector
566 (e.g., Figures 29-30) may couple the hinge bracket
base 534 to the wing 302. As described in greater detail
below, the releasable connector 566 is configured to re-
lease the hinge bracket 532 from the wing 302 when a
force 522 (Figure 21) on the flap 500 exceeds a prede-
termined force limit, thereby preventing structural dam-
age to the wing 302 as may otherwise occur if the hinge
bracket 532 were non-releasably attached to the wing
302. The force 522 causing release of the hinge bracket
532 from the wing 302 may be applied to the flap 500
along a downward direction and/or a forward direction.
The force limit may be exceeded in any one a variety of
different scenarios. For example, the force limit on the
flap 500 may be exceeded during recapture of the UAV
102 when a recovery cord 606 of the recovery system
(Figure 34) wraps around the wing 302 and flap 500,
resulting in a force 522 on the flap 500 in a downward
and forward/or forward direction. However, the force limit
may be exceeded during other scenarios such as during
handling and/or transportation of the UAV 102.
[0052] In Figures 24 and 27-28, the hinge bracket pad
544 may be fixedly coupled to the wing 302. For example,
the hinge bracket pad 544 may be adhesively bonded to
the wing skin 314 and/or mechanically fastened to the
wing skin 314 and/or internal wing structure (not shown).
In some examples of the flap hinge assembly 530, the
hinge bracket pad 544 may include a hinge bracket pad
pocket 546 extending downwardly from an aft end of the
hinge bracket pad 544. The hinge bracket pad pocket
546 may be open on a forward end of the hinge bracket
pad 544. The hinge bracket base 534 may include a tab
536 on an aft end of the hinge bracket base 534. The tab
536 may be configured to be slidably inserted into the
hinge bracket pad pocket 546 in a manner allowing the
tab 536 to release from or slide out of the hinge bracket
pad pocket 546. The tab 536 may be sized and configured
to provide a no-slip fit (e.g., 0.0254 mm (0.001 inch)) in
the vertical direction while providing a clearance fit (e.g.,
of 0.254 mm (0.010 inch)) on one or more lateral sides
of the tab 536 relative to the hinge bracket pad pocket
546. The hinge bracket pad pocket 546 may be sized to

limit lateral movement of the tab 536 within the hinge
bracket base 534.
[0053] As shown in Figures 24 and 27-30, the forward
end of the hinge bracket base 534 may be coupled to the
wing 302 by the above-mentioned releasable connector
566. The flap hinge assembly 530 is configured such that
when the force 522 (Figure 21) on the flap 500 exceeds
a predetermined force limit, the releasable connector 566
releases the forward end of the hinge bracket base 534
from the wing lower surface 318. The releasable connec-
tor 566 includes a body 568 configured to be fixedly cou-
pled to the wing 302, a canted coil spring 574 retained
within the body 568, and a piston 576 configured to be
fixedly coupled to the hinge bracket 532 and configured
to be inserted into and retained within the body 568 by
the canted coil spring 574. In the example shown in Fig-
ures 24, 27-28, and 29, a mechanical fastener 592 such
as a screw may fixedly couple the hinge bracket base
534 to the piston 576. In a preferred embodiment shown
in Figure 30, the piston 576 may be extended through a
counterbored hole formed in the hinge bracket 532. The
head of the piston 576 may include an annular lip which
may be seated on the shoulder of the counterbored hole
in the hinge bracket 532. The remaining portion of the
piston 576 may pass through the hole in the hinge bracket
532 and hinge bracket pad 544 and enter the body 568
for retention by the canted coil spring 574. The body 568
may be adhesively bonded and/or mechanically coupled
to the wing 302 and/or wing skin 314. In this regard, the
body 568 may be inserted into a hole formed in the wing
lower surface 318 such that a lower end of the body 568
is flush with or slightly protrudes from the wing lower sur-
face 318. The portion of the body 568 protruding below
the wing lower surface 318 may be received within an
opening formed in an underside of the forward end of the
hinge bracket pad 544.
[0054] As shown in Figures 29-30, the body 568 in-
cludes a body bore 570 having an annular bore groove
572. The canted coil spring 574 is formed in a ring shape
and is sized to be retained within the bore groove 572.
The piston 576 has an annular piston groove 578 con-
figured to receive the canted coil spring 574 when the
piston 576 is inserted into the body bore 570 and the
annular piston groove 578 is axially at the same position
as the annular bore groove 572. The canted coil spring
574 is sized and configured to exert a radially inward
(e.g., squeezing) force on the piston groove 578 and
thereby resist axial motion of the piston 576 out of the
body bore 570. In this regard, the releasable connector
566 is configured to retain the piston 576 within the body
568 up until the point at which the force 522 (Figure 21)
on the flap 500 exceeds the predetermined force limit.
Upon reaching the predetermined force limit, the canted
coil spring 574 expands radially outwardly from the an-
nular piston groove 578 under the influence of the piston
576 being urged axially out of the body bore 570 under
the force 522 on the flap 500, resulting in the hinge brack-
et 532 at least partially releasing or completely separating

21 22 



EP 3 495 267 B1

13

5

10

15

20

25

30

35

40

45

50

55

from the wing 302.
[0055] Referring to Figures 27-28, the underside of the
tab 536 may be provided with a ramped surface 540 to
allow upward pivoting of the hinge bracket base 534 when
the tab 536 is inserted into the hinge bracket pad pocket
546 during mounting of the hinge bracket 532 to the wing
302. In addition, the ramped surface 540 on the underside
of the tab 536 allows for downward pivoting of the hinge
bracket base 534 when the piston 576 is urged axially
out of the body 568 of the releasable connector 566 under
the force 522 on the flap 500. Once the piston 576 is out
of the body bore 570, the tab 536 is able to slide out of
the hinge bracket pad pocket 546 allowing for full sepa-
ration of the hinge bracket 532 from the wing 302. In
some examples, the hinge bracket base 534 may include
a transverse groove 538 partially dividing the tab 536 on
the aft end of the hinge bracket base 534 from a forward
portion of the hinge bracket base 534. When the force
522 on the flap 500 exceeds the force limit, the hinge
bracket base 534 may fracture along the relatively thin
cross-section of the hinge bracket base 534 at the loca-
tion of the transverse groove 538, and resulting in the
tab 536 remaining in the hinge bracket pad pocket 546
while the forward portion of the hinge bracket base 534
together with the hinge bracket 532 separate from the
wing 302. The fracture of the hinge bracket base 534
along the transverse groove 538 may occur when the
releasable connector 566 releases the forward end of
the hinge bracket base 534 from the wing lower surface
318.
[0056] Referring still to Figures 27-28, the flap hinge
assembly 530 may include a flap bracket pad 560 which
may be fixedly coupled to the flap lower surface 504 such
as by adhesive bonding and/or mechanical fastening.
The flap bracket pad 560 may include a flap bracket pad
pocket 562 extending downwardly from a forward end of
the flap bracket pad 560. The flap bracket pad pocket
562 may be open on an aft end of the flap bracket pad
pocket 562. The flap bracket base 550 may be provided
with a tongue 552 on a forward end of the flap bracket
base 550. The tongue 552 may be sized and configured
to be slidably inserted into the flap bracket pad pocket
562. For example, the tongue 552 may be sized to pro-
vide a clearance fit (e.g., maximum 0.762 mm (0.030
inch) gap) with the sides of the flap bracket pad pocket
562. In this regard, flap bracket pad pocket 562 may be
sized and configured to limit lateral movement of the
tongue 552 (the forward end) of the flap bracket base
550. The flap bracket base 550 may be placed in direct
physical contact with the flap bracket pad 560. The aft
end of the flap bracket base 550 may be secured to the
flap 500 by a relatively small diameter mechanical fas-
tener 592 that extends through the flap bracket base 550
and flap bracket pad 560 and into a threaded receptacle
(not shown) in the flap 500.
[0057] The flap hinge assembly 530 may be configured
such that when the force 522 on the flap 500 is exceeded,
the flap bracket 548 may fracture preventing damage to

other more expensive components (e.g., the flap actuator
580) of the flap 500 system. The flap hinge assembly 530
may be configured such that the partial or complete re-
lease of one or more of the flap brackets 548 from the
flap 500 may occur with or without the partial or complete
release of one or more of the hinge brackets 532 from
the wing 302.
[0058] Referring to Figure 31, shown is an example of
a flap actuator 580 configured to actuate the flap 500
within the above-mentioned flap travel limits. The flap
actuator 580 is fixedly mounted to the wing 302. For ex-
ample, the flap actuator 580 may be configured as a servo
that may be mounted to internal structure (not shown) of
the wing 302 or wing skin 314. The flap 500 may include
a flap bellcrank 582 extending downwardly from the flap
500. The flap actuator 580 may be operably coupled to
the flap bellcrank 582 by an actuator rod 584. Opposing
ends of the actuator rod 584 may include rod ends 588
respectively coupled to the flap actuator 580 and flap
bellcrank 582. In some examples, the actuator rod 584
may be configured to fail upon the release or separation
of one or more of the hinge brackets 532 and/or flap
brackets 548 respectively the from the wing 302 or flap
500.
[0059] Figure 32 illustrates an embodiment of the ac-
tuator rod 584 having integral rod ends 588 and an an-
nular notch 586 located at an approximate midpoint of
the actuator rod 584. The annular notch 586 represents
a locally reduced cross-sectional area of the actuator rod
584, and is designed to fail in bending when the flap 500
is dislodged as a result of at least partial release of at
least one of the hinge brackets 532 and/or flap brackets
548 respectively from the wing 302 or flap 500.
[0060] Figure 33 illustrates a further embodiment of
the actuator rod 584 configured as a thin-walled hollow
tube 590 configured to threadably receive separate rod
ends 588 on each end of the hollow tube 590. The hollow
tube is configured to fail in bending when the flap 500 is
dislodged as a result of at least partial release of at least
one of the hinge brackets 532 and/or flap brackets 548
respectively from the wing 302 or flap 500. For example,
the hollow tube 590 actuator rod 584 may be designed
to fail in bending at a location other than adjacent to the
rod ends 588.
[0061] Figure 34 shows an example of an aircraft re-
covery system 600 for recovering the UAV 102. The re-
covery system 600 may include a mast 602 supporting
a boom 604 from which the recovery cord 606 may be
suspended by a system of pulleys. The UAV 102 may
include a line capture mechanism (not shown) mounted
on each of the opposing wing 302 tips. As the UAV 102
flies into the recovery cord 606, one of the line capture
mechanisms latches onto the recovery cord 606 which
stops the UAV 102. During the capture of the UAV 102,
the recovery cord 606 may wrap around the wing 302
and flap 500 resulting in the application of a force 522
(Figure 21) on the flap 500. As described above, the flap
hinge assemblies 530 are configured to release or sep-
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arate from the wing 302 when the force 522 on the flap
500 exceeds a predetermined force limit. Release of one
or more of the flap hinge assemblies 530 may prevent
damage to the wing 302 during the capture of the UAV
102.
[0062] Figure 35 is a flowchart of operations included
in a method 650 of operating an aircraft 100 such as a
UAV 102. Step 652 of the method 650 includes moving
the aircraft 100 through the air. The method includes seal-
ing the slot 520 when the flap 500 is in the neutral position
516 (Figure 21) by using a cove strip 510. As described
above, the cove strip 510 is fixedly secured to the wing
aft portion 322.
[0063] Step 654 of the method 650 includes pivoting
the flap 500 from the neutral position 516 in which air is
prevented from flowing between the wing aft portion 322
and the flap leading edge 506, to a downwardly deflected
position 518. As mentioned above, when the flap 500 of
each wing 302 is in a downwardly deflected position 518
of approximately 30 degrees, the wing assembly 300 has
a maximum lift coefficient CLmax that is at least 30%
greater than the maximum lift coefficient of the wing as-
sembly 300 without flaps 500.
[0064] Step 656 of the method 650 includes opening
a slot 520 between the flap leading edge 506 of each
wing 302 and the wing aft portion 322 as the flap 500 is
pivoted into the downwardly deflected position 518. As
shown in Figure 22, the cove strip lower surface 514 is
contoured such that during flight when the flap 500 is in
the downwardly deflected position 518, at least a portion
of the air flowing along the wing lower surface 318 flows
upwardly through the slot 520 and is redirected aftwardly
along the flap upper surface 502 by the cove lower sur-
face.
[0065] Step 658 of the method 650 includes reducing
flow separation over the flap 500 as a result of the air
flowing upwardly through the slot 520 and aftwardly along
the flap upper surface 502, resulting in an increase in
maximum lift coefficient CLmax and a reduction in stall
speed of the UAV 102. As mentioned above, the flaps
500 working in conjunction with the relatively large wing
area result in the ability to recover the UAV 102 at a rel-
atively slow airspeed which reduces (e.g., by approxi-
mately 25%) the total amount of energy that the recovery
system (Figure 34) must absorb when capturing the UAV
102 relative to the total capture energy required to recov-
er the same UAV without flaps. The ability to reduce the
total recapture energy avoids the need to modify an ex-
isting recovery system that may be configured to recover
lighter weight and/or slower flying UAVs.
[0066] As mentioned above, each flap 500 may be sup-
ported by a plurality of flap hinge assemblies 530 coupling
the flap 500 to the wing lower surface 318 using a releas-
able connector 566 in at least one of the flap hinge as-
semblies 530. The method 650 may include releasing,
at the releasable connector 566, at least one of the flap
hinge assemblies 530 from the wing 302 when a force
522 (Figure 21) on the flap 500 exceeds a force limit. In

such an arrangement, the method may include separat-
ing the flap 500 from the wing 302 during release of one
or more flap hinge assemblies 530 from the wing 302.
As mentioned above, the releasable connector 566 may
prevent structural damage to the wing 302 at the location
where the hinge bracket 532 is attached to the wing 302.
The step of releasing at least one of the flap hinge as-
semblies 530 from the wing 302 may include axially mov-
ing a piston 576 (Figures 29-30) of the releasable con-
nector 566 out of a body bore 570 formed in a body 568
(Figures 29-30) of the releasable connector 566.
[0067] As shown in Figures 29-30, the piston 576 is
coupled to the hinge bracket base 534, and the body 568
is coupled to the wing 302. As described above, the piston
576 has an annular piston groove 578 configured to re-
ceive the ring-shaped canted coil spring 574 that is re-
tained within an annular bore groove 572 in the body 568.
When the piston 576 is inserted into the body bore 570,
the canted coil spring 574 exerts a radially inward force
on the piston groove 578 and thereby resists axial move-
ment of the piston 576 out of the body bore 570. However,
when the force 522 on the flap 500 exceeds the prede-
termined force limit, the canted coil spring 574 radially
expands as the canted coil spring 574 axially out of the
piston groove 578 as the piston 576 is urged out of the
body bore 570, allowing the piston 576 to completely
move out of the body bore 570, and resulting in the hinge
bracket 532 releasing from the wing 302. The release of
the hinge bracket 532 of the flap hinge assembly 530
from the wing 302 may include sliding the tab 536 of the
hinge bracket base 534 out of the hinge bracket pad pock-
et 546 which extends downwardly from the aft end of
hinge bracket pad 544 as shown in Figures 27-28. How-
ever, in some examples, the release of the hinge bracket
532 from the wing 302 may include at least partially frac-
turing a transverse groove 538 (Figures 27-28) formed
in the hinge bracket base 534. As described above, the
transverse groove 538 partially divides the tab 536 on
the aft end of the hinge bracket base 534 from a forward
portion of the hinge bracket base 534.
[0068] The method 650 may optionally include sliding
a tongue 552 (Figures 25-26) of the flap bracket 548 out
of a flap bracket pad pocket 562 formed in a flap bracket
pad 560. As described above, the flap bracket pad pocket
562 extends downwardly from the forward end of the flap
bracket pad 560. The aft end of the flap bracket 548 may
be secured to the flap 500 by means of a mechanical
fastener 592 as shown in Figures 27-28. The flap bracket
548 may be sized relatively small allowing the flap bracket
548 to fracture when the force limit on the flap 500 is
exceeded resulting in the release of the flap bracket 548
from the flap 500.
[0069] The method 650 may include actuating the flap
500 using a flap actuator 580 (Figure 20) fixedly mounted
to the wing 302 and operably coupled by an actuator rod
584 to a flap bellcrank 582 extending downwardly from
the flap 500. Upon the at least partial detachment of at
least one of the flap hinge assemblies 530 from the wing

25 26 



EP 3 495 267 B1

15

5

10

15

20

25

30

35

40

45

50

55

302, the method 650 may include bending the actuator
rod 584 as the flap 500 moves away from the wing 302
due to at least partial separation of at least one of the
hinge brackets 532 and/or at least one of the flap brackets
548 respectively from the wing 302 or flap 500. As de-
scribed above, bending of the actuator rod 584 may pre-
vent damage to the flap actuator 580, the wing 302, or
the flap 500.
[0070] Referring to Figure 36, shown is a side view of
a vertical tail 226 extending upwardly from the tail boom
202 of the UAV 102 and illustrating an example of a light-
weight, wideband, omnidirectional, monopole antenna
700 mounted to the vertical tail 226. A coaxial cable 760
extending through the tail boom 202 is coupled to an
edge of the antenna 700. The coaxial cable 760 may
transmit line signals between the antenna 700 and com-
ponents such as a diplexer, a radio, and/or other com-
ponents located in the wing center module 328, the fu-
selage 104, the vertical tail(s) 226, and/or any other lo-
cation in the UAV 102. The antenna 700 has a relatively
flat or thin profile (e.g., Figure 39) which facilitates mount-
ing the antenna 700 inside any one or more of a variety
of structures. For example, although shown as mounted
in a vertical tail 226, the antenna 700 may alternatively
or additionally be mounted in other locations on a UAV
102 such as in the winglets (not shown) and/or within a
radome (not shown). Even further, the presently-dis-
closed antenna 700 is not limited for mounting in a UAV
102, but may be mounted in any one of a variety of vehicle
types including different types of aircraft 100.
[0071] Advantageously, the omnidirectional antenna
700 is capable of transmitting and receiving radio signals
regardless of the orientation of the vehicle. The antenna
700 has an omnidirectional pattern providing stable gain
performance over a wide range of vehicle attitudes and
orientations and enabling the mounting of the antenna
700 in a variety of mounting positions and orientations.
In addition, the antenna 700 is capable of transmitting
and receiving radio signals over a wide range of frequen-
cies including S-band and L-band, thereby allowing the
antenna 700 to replace a plurality of conventional nar-
rowband antennas. In this regard, the antenna 700 may
transmit and receive radio signals containing command
data and control data for respectively commanding and
controlling the UAV 102. Additionally, the antenna 700
may transmit and receive radio signals including imaging
data generated by an imaging system 108 that may be
mounted to the UAV 102. Such an imaging system 108
may include a turret-mounted infrared sensor, electro-
optical sensor, and/or camera. Advantageously, the con-
struction of the antenna 700 is environmentally robust
and has high corrosion resistance and high resistance
to damage from shock, vibration, and other environmen-
tal factors. In addition, the antenna may be easily and
cost-effectively produced using printed circuit board fab-
rication and assembly processes.
[0072] Figure 37 is a perspective view of the antenna
700 of Figure 36. The antenna 700 includes a dielectric

substrate 702 having a first surface 704, an opposing
second surface 706, and a substrate lower edge 708.
The dielectric substrate 702 may have one or more an-
tenna-mounting holes for mounting the antenna 700 to
a structure of the UAV 102. A radiating element 712 is
formed on the first surface 704 and is configured to ra-
diate and receive radio signals. The radiating element
712 has a microstrip feed element 720 extending from a
radiating element lower edge 718 (Figure 38) to the sub-
strate lower edge 708 (Figure 38). A ground plane 728
(Figure 40) is formed on the second surface 706 and is
configured to reflect the radio signals transmitted and
received by the radiating element 712. An edge-mounted
connector 740 is mounted to the antenna 700 at the sub-
strate lower edge 708 and is configured to electrically
connect the coaxial cable 760 (Figure 36) to the ground
plane 728 and the microstrip feed element 720, as de-
scribed in greater detail below.
[0073] Figure 38 shows the first surface 704 of the an-
tenna 700 and illustrates an example of the radiating el-
ement 712. The radiating element 712 defines an anten-
na axis 710 oriented parallel to the first surface 704. The
microstrip feed element 720 is oriented parallel to the
antenna axis 710 and extends from the radiating element
lower edge 718 to the substrate lower edge 708. The
radiating element 712 and the microstrip feed element
720 are both symmetrical about the antenna axis 710 as
is the ground plane 728. The radiating element 712 may
be formed of a thin layer of metallic material and is con-
figured for transmitting and receiving radio signals at
least in the L-band and S-band.
[0074] The geometry of the radiating element 712 is
made up of a pair of one-quarter ellipse portions 716 and
a base portion 714. The pair of one-quarter ellipse por-
tions 716 are symmetrically formed on opposite sides of
the antenna axis 710 and extend upwardly from and are
interconnected by the base portion 714. The base portion
714 is defined in part by an elliptically-shaped radiating
element lower edge 718. The microstrip feed element
720 extends downwardly from the radiating element low-
er edge 718 to the substrate lower edge 708, as men-
tioned above. In the present disclosure, the length, width
dimensions and relative positions of the antenna 700
components are described relative to the antenna axis
710, wherein the length and width dimensions are re-
spectively parallel to and perpendicular to the antenna
axis 710, and wherein the radiating element 712 is locat-
ed above the ground plane 728 when the antenna 700
is viewed along a direction normal to the first surface 704
or second surface 706.
[0075] Referring still to Figure 38, the pair of one-quar-
ter ellipse portions 716 of the radiating element 712 may
be spaced apart by a distance d of approximately 5.0-9.0
mm and, more preferably, between 6.0-7.5 mm (e.g., ap-
proximately 6.86 mm). Each one of the one-quarter el-
lipse portions 716 may have a minor radius R1 of approx-
imately 12-18 mm (e.g., approximately 14.7 mm) and a
major radius R2 of approximately 13-21 mm (e.g., ap-
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proximately 17.0 mm). The base portion 714 may have
a base portion height D of approximately 5.0-8.0 mm
(e.g., approximately 6.4 mm). The elliptically-shaped ra-
diating element lower edge 718 may have a minor radius
r1 of approximately 15-26 mm (e.g., approximately 19.5
mm), and a major radius r2 of approximately 18-28 mm
(e.g., approximately 22.6 mm). The microstrip feed ele-
ment 720 may have a width Wf of approximately 2.5-4.5
mm and, more preferably, between 3.0-4.0 mm (e.g.,
3.55 mm).
[0076] Referring to Figure 39, shown is an edge view
of the antenna 700 illustrating the dielectric substrate 702
having a generally planar shape defined by the first sur-
face 704 and the second surface 706 opposing the first
surface 704. The dielectric substrate 702 is formed of an
insulating dielectric material such as printed circuit board
material such as fiberglass or other non-electrically-con-
ductive material. Preferably, the dielectric substrate 702
is formed of a hydrocarbon ceramic laminate material
known commercially as "Rogers RO4350B" having a di-
electric constant of 3.38. The dielectric substrate 702
preferably has a relatively small thickness. For example,
the dielectric substrate 702 may have a thickness of less
than 0.508 mm (0.020 inch) and, more preferably, a thick-
ness of less than 0.254 mm (0.010 inch). For example,
the dielectric substrate 702 is provided in a thickness of
0.062 inch (1.575 mm) for use with the above-mentioned
dimensions of the antenna 700 components.
[0077] Referring to Figure 40, shown is the ground
plane 728 formed on the second surface 706. In the ex-
ample shown, the ground plane 728 has a ground plane
lower edge 730 that is coincident with the substrate lower
edge 708. The ground plane 728 has a ground plane
upper edge 732 having a semicircular shape that is cen-
tered on the antenna axis 710. The ground plane 728
has truncated opposing vertical sides that are parallel to
the antenna axis 710. The ground plane 728 may be po-
sitioned relative to the radiating element 712 such that
when the antenna 700 is viewed along a direction per-
pendicular (e.g., normal) to the second surface 706, the
ground plane upper edge 732 is located at a feed gap h
below the radiating element lower edge 718. The feed
gap h between the ground plane upper edge 732 and the
radiating element lower edge 718 may be approximately
1.0-3.0 mm (e.g., approximately 2.0 mm). The semicir-
cular ground plane upper edge 732 may have a ground
plane radius Rg of approximately 35-47 mm (e.g., ap-
proximately 41 mm), and a ground plane height Hg of
approximately 15-25 mm (e.g., approximately 18.7 mm).
The ground plane upper edge 732 may include a rectan-
gular notch 734 centered on the antenna axis 710. The
notch 734 may be wider than the width of the microstrip
feed element 720. For example, the notch 734 may have
a notch width Wn of approximately 4-6 mm (e.g., approx-
imately 5.3 mm). The notch 734 may have a notch height
Hn of approximately 2.5-4.5 mm (e.g., approximately 3.3
mm).
[0078] In Figure 40, the ground plane 728 includes a

pair of ground plane slots 736 respectively located on
opposite sides of the antenna axis 710. The ground plane
slots 736 may extend upwardly from the ground plane
lower edge 730 to a location just below the ground plane
upper edge 732. The inner edge of each one of the ground
plane slots 736 may be located outside of a laterally outer
edge of the microstrip feed element 720 when the anten-
na 700 is view along a direction perpendicular to a surface
(e.g., the first surface 704) of the dielectric substrate 702.
The inner edges of the ground plane slots 736 are sep-
arated by a central portion 735 of the ground plane 728
having a central portion width Wcp in the range of ap-
proximately 5.0-7.0 mm and, more preferably, approxi-
mately 6.0 mm. Each one of the ground plane slots 736
may have a slot width Ws in the range of between 0.7-1.5
mm and, more preferably, between 0.9-1.2 mm (e.g., ap-
proximately 1.1 mm). The upper end of each one of the
ground plane slots 736 may terminate below the bottom
edge of the notch 734. For example, the upper end of
each one of the ground plane slots 736 may terminate
at a distance of approximately 0.5-3.0 mm and, more
preferably, approximately 1.0 mm below the bottom edge
of the notch 734. Advantageously, the ground plane slots
736 may attenuate undesirable leakage currents or par-
asitic currents that may flow on the outside of the coaxial
cable 760 and causing distortion of the omnidirectional
radiation pattern of the antenna 700. In this regard, the
ground plane slots 736 may minimize the influence of the
length and orientation of the coaxial cable 760. The at-
tenuation of the leakage currents may improve the radi-
ation pattern of the radio signals across a wide range of
frequencies.
[0079] Referring to Figure 41, shown is an example of
an edge-mounted connector 740 for coupling the coaxial
cable 760 (Figure 38) to the antenna 700. The coaxial
cable 760 has a center conductor (not shown) formed of
electrically conductive material such as metallic material
(e.g., copper or copper-clad steel). The center conductor
is surrounded by a dielectric insulator (not shown - e.g.,
polyethylene, polytetrafluoroethylene - PTFE, etc.). The
dielectric insulator is surrounded by an outer conductor
(not shown - e.g., wire braid, copper tubing, etc.) which
is surrounded by an outer insulator or jacket (not shown
- e.g., polyvinylchloride - PVC). As mentioned above, the
coaxial cable 760 functions as a signal transmission line
for transmitting line signals between the antenna 700 and
a transmitting and/or receiving component mounted in
the wing center module 328, the fuselage 104, or in any
other location on the UAV 102.
[0080] The edge-mounted connector 740 may be se-
cured to the substrate lower edge 708 such as by adhe-
sive (e.g., epoxy) bonding. When bonded to the substrate
lower edge 708, the connector axis 742 of the edge-
mounted connector 740 is oriented parallel to the anten-
na axis 710. The lower end of the edge-mounted con-
nector 740 is configured to be electrically coupled (e.g.,
via screw-type threadable connection) to the center con-
ductor 762 and the outer conductor 766 of the coaxial
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cable 760. The upper end of the edge-mounted connec-
tor 740 is fixedly electrically connected (e.g., via solder-
ing) to the microstrip feed element 720 and the ground
plane 728 as described below. The edge-mounted con-
nector 740 may be an SSMC-type connector, or a sub-
miniature version A (SMA) connector.
[0081] Referring to Figures 41-44, the edge-mounted
connector 740 includes a base plate 744 oriented per-
pendicular to the first surface 704 and second surface
706 and configured to be positioned adjacent to and/or
butted up against the substrate lower edge 708. In addi-
tion, the edge-mounted connector 740 includes a center
pin 748 extending upwardly from an insulating plug 746
surrounded by the base plate 744 and oriented parallel
to the antenna axis 710. The center pin 748 is electrically
insulated from the base plate 744 by the insulating plug
746. The center pin 748 is electrically connected (e.g.,
soldered) to a pin pad 722 formed on the first surface
704 and extending downwardly from the microstrip feed
element 720. The pin pad 722 may be located between
a pair of prong pads 724 formed on the first surface 704
on opposite sides of the pin pad 722. The prong pads
724 are electrically isolated from the pin pad 722. The
edge-mounted connector 740 may include a plurality of
mounting prongs 750 extending upwardly (e.g., oriented
perpendicular to) from the base plate 744. The mounting
prongs 750 may be integral with the base plate 744 and
may be oriented parallel to the center pin 748. In the
example shown, the edge-mounted connector 740 in-
cludes a pair of mounting prongs 750 configured to be
electrically coupled (e.g., soldered to) to the pair of prong
pads 724 on the first surface 704.
[0082] As shown in Figure 43, the edge-mounted con-
nector 740 may include a mounting plate 752 extending
upwardly from and oriented perpendicular to the base
plate 744. The mounting plate 752 may be integral with
the base plate 744 and may be oriented parallel to the
center pin 748. The mounting plate 752 may be electri-
cally coupled (e.g., soldered) to the portion of the ground
plane 728 located between the ground plane slots 736
(Figure 42) on the second surface 706. The center pin
748, the mounting prongs 750, and the mounting plate
752 may terminate at approximately the same height
(e.g., within 0.5 mm of each other). On the first surface
704, the pin pad 722 may transfer line signals between
the center pin 748 of the edge-mounted connector 740
and the microstrip feed element 720.
[0083] Referring to Figure 41-44, the prong pads 724
may each have a width (measured perpendicular to the
lengthwise direction of the microstrip feed element 720)
in the range of between 0.7-1.5 mm and, more preferably,
between 1.0-1.5 mm (e.g., approximately 1.2 mm) to be
compatible with the size of the mounting prongs 750. The
prong pads 724 may be spaced complementary to the
spacing between the mounting prongs 750. Each prong
pad 724 has a height extending from the substrate lower
edge 708 upwardly at least to a height of the mounting
prongs 750. The prong pads 724 are formed such that a

gap exists between an upper edge of each prong pad
724 and a lower portion of the microstrip feed element
720. The height of each prong pad 724 may be in the
range of between 2.0-4.0 mm and, more preferably, be-
tween 2.5-3.5 mm (e.g., approximately 3.0 mm). The pin
pad 722 may have a width that is at least as wide as the
center pin 748 of the edge-mounted connector 740. In
an embodiment, the pin pad 722 may have a width in the
range of between 0.7-1.5 mm and, more preferably, be-
tween 1.0-1.5 mm (e.g., approximately 1.3 mm). The pin
pad 722 may have a height extending from the substrate
lower edge 708 up to at least the height of the center pin
748. The pin pad 722 is electrically connected to or is
integral with the lower portion of the microstrip feed ele-
ment 720. The height of the pin pad 722 may be in the
range of between 2.5-4.0 mm and, more preferably, be-
tween 2.9-3.5 mm (e.g., approximately 3.2 mm).
[0084] Referring to Figure 44, the microstrip feed ele-
ment 720 includes a pair of stubs 726 protruding laterally
outwardly respectively from opposite sides of the micro-
strip feed element 720. The stubs 726 are formed on the
first surface 704 as part of the microstrip feed element
720. The stubs 726 are located immediately above and
aligned with and electrically isolated from the mounting
prongs 750 when the antenna 700 is viewed along a di-
rection perpendicular to the second surface 706. The
stubs 726 are each rectangular in shape and have a
height of 1.5-2.5 mm and a width of 0.5-1.5 mm. More
preferably, the stubs 726 each have a height of approx-
imately 2.0 mm and a width of approximately 1.0 mm.
The lower edge of each stub 726 may be located imme-
diately above the base plate 744. More specifically, the
lower edge of each stub 726 may be located less than
1.0 mm and, more preferably, less than 0.5 mm above
but non-contacting a respective prong pad 724. Advan-
tageously, the stubs 726 improve wideband impedance
matching for the antenna 700.
[0085] In Figures 37-44, the radiating element 712, the
microstrip feed element 720 (including the center pin 748
and stubs 726), the prong pads 724, and the ground plane
728 may be formed of an electrically-conductive material
such as a metal layer (e.g., copper cladding or foil) formed
on the first surface 704 and the second surface 706. Such
electrically-conductive material may be etched, printed,
deposited, bonded, or otherwise formed on the first sur-
face 704 and second surface 706 as appropriate.
[0086] Referring to Figure 45, shown is a graph of re-
turn loss expressed as S-parameters vs. frequency for
the presently-disclosed antenna 700 with stubs 726, and
for the same antenna 700 without stubs 726. As men-
tioned above, the antenna 700 is configured to radiate
and receive radio signals in the range of approximately
1.3-6 GHz. More preferably, the antenna 700 is config-
ured to radiate and receive radio signals in the range of
approximately 1.35-1.85 GHz and in the range of approx-
imately 2.2-2.5 GHz, with the objective to operate beyond
5 GHz and up to 6 GHz. Advantageously, the stubs 726
reduce return losses over a wide frequency range. For
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example, as shown in the plot of Figure 45, the antenna
700 with stubs 726 has a return loss of less than -12dB
both at mid-band frequencies (e.g., 2.7-3.4 GHz and
3.9-4.4 GHz) and at relatively high frequencies (e.g., from
4.7 GHz to at least 6 GHz). In contrast, the plot of return
loss (e.g., S-parameters) vs. frequency for the same an-
tenna configuration but without stubs shows that imped-
ance matching is -11dB for the above-mentioned mid-
band frequencies, and -10 to -8 dB for frequencies of
5GHz and greater.
[0087] Figure 46 is a flowchart of operations included
in a method 800 of radiating and receiving radio signals
using an antenna 700 configured as shown in Figures
37-44. Step 802 of the method includes transmitting line
signals over a coaxial cable 760 coupled to an antenna
700. As described above, the antenna 700 includes a
dielectric substrate 702, a radiating element 712 formed
on a first surface 704 of the dielectric substrate 702, and
a ground plane 728 formed on the second surface 706
of the dielectric substrate 702. In addition, the antenna
700 includes an edge-mounted connector 740 mounted
at the substrate lower edge 708 and electrically connect-
ed to the coaxial cable 760. As mentioned above, the
edge-mounted connector 740 includes a center pin 748
electrically coupled to a pin pad 722 extending down-
wardly from the microstrip feed element 720. In addition,
the edge-mounted connector 740 includes a plurality of
mounting prongs 750 electrically coupled to the ground
plane 728 as shown in Figure 43. The microstrip feed
element 720 includes a pair of stubs 726 protruding lat-
erally outwardly respectively from opposite sides of the
microstrip feed element 720. As described above, the
radiating element 712 includes a pair of one-quarter el-
lipse portions 716 symmetrically formed on opposite
sides of the antenna axis 710 and extending upwardly
from and interconnected by a base portion 714. The base
portion 714 is defined in part by an elliptically-shaped
radiating element lower edge 718. The microstrip feed
element 720 extends downwardly from the radiating el-
ement lower edge 718 to the substrate lower edge 708.
The ground plane 728 has a pair of ground plane slots
736 respectively located on opposite sides of the antenna
axis 710. The inner edges of the ground plane slots 736
are separated by a central portion 735 of the ground plane
728.
[0088] Step 804 of the method 800 includes radiating
and receiving, using the radiating element 712, radio sig-
nals associated with the line signals transmitted over the
coaxial cable 760. The edge-mounted connector 740
transmits and receives line signals to and from the micro-
strip feed element 720. Advantageously, the radiating
element 712 generates an omnidirectional pattern over
a wide range of frequencies. For example, the method
includes radiating and receiving radio signals in the range
of approximately 1.3-6 GHz and, more preferably, in the
range of approximately 1.35-1.85 GHz and approximate-
ly 2.2-2.5 GHz, with the capability to operate beyond 5
GHz and up to 6 GHz.

[0089] Step 806 of the method 800 includes reflecting
the radio signals using the ground plane 728. As de-
scribed above, the ground plane 728 has a ground plane
lower edge 730 that is coincident with the substrate lower
edge 708 and has a semicircular ground plane upper
edge 732. The ground plane 728 has truncated opposing
sides oriented parallel to the antenna axis 710. The ra-
diating element 712 is configured such that when the
antenna 700 is viewed along a direction perpendicular
to the first surface 704, the ground plane upper edge 732
is located at a feed gap h distance below the radiating
element lower edge 718. The ground plane upper edge
732 includes a rectangular notch 734 as described
above. The notch 734 is centered on the antenna axis
710. Advantageously, the method includes improving im-
pedance bandwidth of the antenna 700 using the rectan-
gular notch 734 incorporated into the ground plane upper
edge 732.
[0090] Step 808 of the method 800 includes suppress-
ing, using the ground plane slots 736, parasitic currents
(not shown) flowing of the coaxial cable 760 when radi-
ating and receiving radio signals using the radiating ele-
ment 712. More specifically, the method includes sup-
pressing parasitic currents or attenuating leakage cur-
rents flowing over the outer surface of the coaxial cable
760 using the pair of ground plane slots 736 incorporated
into the ground plane 728 on opposite sides of the an-
tenna axis 710. As described above, the ground plane
slots 736 each extend upwardly from the ground plane
lower edge 730 to a location below the ground plane up-
per edge 732. The inner edge of each one of the ground
plane slots 736 is located outside of the outer edge of
the microstrip feed element 720. Attenuation of the par-
asitic currents or leakage currents by the ground plane
slots 736 advantageously improves the radiation pattern
across a wide range of frequencies.
[0091] Although the above-described antenna 700 is
sized and configured for radiating and receiving radio
signals in the frequency band of approximately 1.3-6
GHz, the above-listed physical dimensions of the anten-
na 700 components may be scaled down by a given factor
as a means to shift the resonant frequency of the antenna
700. For example, by equally scaling down the physical
dimensions of the radiating element 712, the microstrip
feed element 720, the ground plane 728, and the dielec-
tric substrate 702 (e.g., thickness) by a factor of 2, the
resonant frequency of the antenna 700 may be increased
by a factor of 2.
[0092] Many modifications and other configurations of
the disclosure will come to mind to one skilled in the art,
to which this disclosure pertains, having the benefit of
the teachings presented in the foregoing descriptions and
the associated drawings. The configurations described
herein are meant to be illustrative and are not intended
to be limiting or exhaustive. Although specific terms are
employed herein, they are used in a generic and descrip-
tive sense only and not for purposes of limitation.
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Claims

1. An aircraft (100), comprising:

a fuselage (104);
a wing assembly (300) coupleable to the fuse-
lage (104);
an empennage (200) including a pair of tail
booms (202) configured to be removably cou-
pled to the wing assembly (300);
the wing assembly (300) including a pair of boom
interfaces (230) located on laterally opposite
sides of the fuselage (104); and
each tail boom (202) having a boom forward end
(206) configured to be mechanically attached to
one of the boom interfaces (230) using an ex-
ternally-accessible mechanical fastener (592),

wherein:

each boom interface (230) includes at least one
boom attachment fitting protruding from a wing
upper surface of the wing assembly (300) and
having a shear pin bore (598); and wherein
each boom forward end (206) includes at least
one boom support having a shear pin (596) sized
and configured to engage the shear pin bore
(598) in a manner preventing movement of the
boom forward end (206) along a direction per-
pendicular to a boom axis,
wherein:

the at least one boom attachment fitting
comprises a boom forward attachment fit-
ting (210) and a boom aft attachment fitting
(212);
the boom aft attachment fitting (212) includ-
ing a threaded hole (594);
the at least one boom support comprises a
boom forward support (216) and a boom aft
support (218); and
the boom aft support (218) including a hole
allowing the externally-accessible mechan-
ical fastener (592) to pass through and en-
gage the threaded hole (594) of the boom
aft attachment fitting (212) to positively se-
cure the boom aft support (218) to the boom
aft attachment fitting (212), wherein
the boom aft attachment (212) fitting has a
wedge-shaped cross-section when viewed
from a top-down direction; and
the boom aft support (218) having a pair of
flanges (220) defining a wedge-shaped cav-
ity configured be in direct physical contact
with interior surfaces of the flanges (220)
when the mechanical fastener (592) is en-
gaged to the threaded hole (594).

2. A method of enhancing efficiency of an aircraft ac-
cording to claim 1, comprising:
attaching a pair of tail booms (202) of an empennage
(200) to a wing assembly (300) mounted to a fuse-
lage (104) by performing the following for each one
of the tail booms (202):

positioning a boom forward end (206) of a tail
boom (202) against a boom interface (230) of
the wing assembly (300); and
installing at least one externally-accessible me-
chanical fastener (592) through the boom for-
ward end (206) and into a threaded hole (594)
in the boom interface (230).

3. The method of claim 2, wherein the step of position-
ing the boom forward end (206) against the boom
interface (230) comprises:
inserting a shear pin protruding from a boom support
of the boom forward end (206) into a shear pin bore
(598) formed in a boom attachment fitting of the
boom interface (230).

4. The method of claim 3, wherein the step of inserting
the shear pin of the boom support into the shear pin
bore (598) of the boom attachment fitting comprises:
inserting a shear pin protruding forwardly from a
boom forward support (216) of the boom forward end
(206) into a shear pin bore formed in a boom forward
attachment fitting of the boom interface (230) while
simultaneously inserting a shear pin protruding from
a boom aft attachment (212) fitting of the boom in-
terface (230) into a shear pin bore formed in a boom
aft support (218) of the boom forward end (206).

5. The method of claim 4, further comprising:
engaging a wedge-shaped cross-section of the
boom aft attachment fitting into direct physical con-
tact with interior surfaces of a pair of flanges ar-
ranged in a V shape on the boom aft support (218).

6. The aircraft of claim 1, comprising:

a wing assembly having a pair of wings (302)
each having a wing upper surface (316), a wing
lower surface (318), a wing aft portion (322), an
airfoil section (304), and
each wing (302) including a flap (500) having a
flap leading edge (506) and a flap upper surface
(502) and being coupled to the wing aft portion
(322) in a manner such that when the flap (500)
is in a neutral position, air is prevented from flow-
ing between the wing aft portion (322) and the
flap leading edge (320), and when the flap (500)
is pivoted into a downwardly deflected position,
a slot (520) opens up between the flap leading
edge (506) and the wing aft portion (322), the
slot (520) configured to allow air from the wing
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lower surface (318) to flow upwardly through the
slot (520) and aftwardly along the flap upper sur-
face (502).

7. The aircraft of claim 6 wherein:
when the flap (500) of each wing (302) is in a down-
wardly deflected position of approximately 30°, the
wing assembly has a maximum lift coefficient CLmax
that is at least 30% greater than the maximum lift
coefficient of the wing assembly without flaps.

8. The aircraft of claim 6 or 7 wherein:

each one of the flaps (500) has the flap leading
edge (506), the flap upper surface (502), and a
flap lower surface (504);
each one of the wings (302) has a cove strip
(510) mounted to the wing aft portion (322) and
extending along a length of the flaps (500);
each cove strip (510) has a cove strip upper sur-
face (512) and a cove strip lower surface (514),
the cove strip upper surface (512) is approxi-
mately flush with the wing upper surface (316),
the cove strip lower surface (514) is contoured
complementary to the flap leading edge (506);
and
each cove strip lower surface (514) is contoured
such that when the flap (500) is in the down-
wardly deflected position, air from the wing lower
surface (318) flows upwardly through the slot
(520) and is redirected aftwardly along the flap
upper surface (502).

9. The aircraft of claim 6, 7 or 8 wherein:
each one of the flaps (500) is pivotably coupled to a
wing by at least two flap hinge assemblies (530) ex-
tending below the wing lower surface (318), each
flap hinge assembly (530) including:

a hinge bracket (532) having a hinge bracket
base (534) coupled to the wing, the hinge brack-
et (532) extending aftwardly and downwardly
from the wing lower surface (318) and terminat-
ing at a hinge body pivot end;
a flap bracket (548) having a flap bracket base
(550) mounted to the flap (500), the flap bracket
(548) extending forwardly and downwardly from
the flap lower surface (504) and terminating at
a flap bracket pivot end (554), the flap bracket
pivot end (554) coupled to the hinge body pivot
end by a pivot pin; and
a releasable connector coupling the hinge
bracket base (534) to the wing and configured
to at least partially release the hinge bracket
(532) from the wing when a force on the flap
(500) exceeds a predetermined force limit.

10. The aircraft of claim 9 further including:

a flap actuator (580) mounted to the wing;
a flap bellcrank (582) extending downwardly
from the flap;
an actuator rod (584) operably coupling the flap
actuator (580) to the flap bellcrank (582);
the actuator rod (584) having one of the following
configurations configured to fail in bending when
at least one of the hinge brackets (532) sepa-
rates from the wing:

the actuator rod (584) having an annular
notch (586) configured to fail in bending pri-
or to bending failure of the remaining por-
tions of the actuator rod (584); and
the actuator rod (584) being a hollow tube
having a wall thickness, the hollow tube hav-
ing opposing ends each coupled to a rod
end, the wall thickness being sized such that
the hollow tube fails in bending prior to
bending failure of the remaining portions of
the actuator rod (584).

11. The method of operating an aircraft of any of claims
2-5 comprising:

moving the aircraft (100) through air, the aircraft
(100) having a wing assembly coupleable (300)
to a fuselage (104), the wing assembly (104)
having a pair of wings (302) each having a wing
upper surface (316), a wing lower surface (318),
a wing aft portion (322), an airfoil section (304),
and a Reynolds number of no greater than 1.5
million;
pivoting a flap (500) of each wing (302) from a
neutral position in which air is prevented from
flowing between the wing aft portion (322) and
a flap leading edge (506), to a downwardly de-
flected position;
opening a slot (520) between the flap leading
edge (506) and the wing aft portion (322) as each
flap (500) is pivoted into the downwardly deflect-
ed position, the slot (520) allowing air from the
wing lower surface (318) to flow upwardly
through the slot (520) and aftwardly along a flap
upper surface (502); and
reducing flow separation over the flap (500) as
a result of the air flowing upwardly through the
slot (520) and aftwardly along the flap upper sur-
face (502).

12. The method of claim 11, further including:
sealing each slot (520) when the flap (500) is in the
neutral position by using a fixed cove strip attached
to the wing aft portion (322) and extending along a
length of the flap (500).

13. The method of claim 11 or 12 wherein the flap (500)
is supported by at least two flap hinge assemblies
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(530) coupling the flap (500) to the wing lower sur-
face (318) using a releasable connector, the method
further comprising:

releasing, at each releasable connector, at least
one flap hinge assembly (530) from the wing
(302) when a force on the flap (500) exceeds a
force limit; and
at least partially separating the flap (500) from
the wing (302) during release of the flap hinge
assembly (530) from the wing (302), thereby
preventing damage to the wing (302) or the flap
(500), further including:

actuating the flap (500) using a flap actuator
(580) fixedly mounted to the wing (302) and
operably coupled by an actuator rod (584)
to a flap bellcrank (582) extending down-
wardly from the flap (500); and
bending the actuator rod (584) upon the at
least partial separation of the flap (500) from
the wing (302).

Patentansprüche

1. Luftfahrzeug (100), das Folgendes umfasst:

einen Rumpf (104);
eine an den Rumpf (104) koppelbare Tragflä-
chenanordnung (300);
ein Leitwerk (200) mit einem Paar von Heckaus-
legern (202), die dazu konfiguriert sind, ab-
nehmbar an die Tragflächenanordnung (300)
gekoppelt zu werden;
wobei die Tragflächenanordnung (300) ein Paar
von Auslegerschnittstellen (230) enthält, die an
seitlich gegenüberliegenden Seiten des Rump-
fes (104) angeordnet sind; und
wobei jeder Heckausleger (202) ein vorderes
Auslegerende (206) aufweist, das dazu konfigu-
riert ist, unter Verwendung eines von außen zu-
gänglichen mechanischen Befestigungsele-
ments (592) mechanisch an einer der Ausleger-
schnittstellen (230) angebracht zu werden,
wobei:

jede Auslegerschnittstelle (230) mindes-
tens einen Auslegerbefestigungsanschluss
enthält, der aus einer Tragflächenoberseite
der Tragflächenanordnung (300) ragt und
eine Scherstiftbohrung (598) aufweist; und
wobei
jedes vordere Auslegerende (206) mindes-
tens eine Auslegerstütze mit einem Scher-
stift (596) enthält, der so bemessen und
konfiguriert ist, dass er auf eine Art und Wei-
se in die Scherstiftbohrung (598) eingreift,

die eine Bewegung des vorderen Auslege-
rendes (206) entlang einer Richtung recht-
winklig zu einer Auslegerachse verhindert,
wobei:

der mindestens eine Auslegerbefestigungsan-
schluss einen vorderen Auslegerbefestigungs-
anschluss (210) und einen hinteren Ausleger-
befestigungsanschluss (212) umfasst;
der hintere Auslegerbefestigungsanschluss
(212) ein Gewindeloch (594) enthält;
die mindestens eine Auslegerstütze eine vorde-
re Auslegerstütze (216) und eine hintere Ausle-
gerstütze (218) umfasst; und
die hintere Auslegerstütze (218) ein Loch auf-
weist, durch das das von außen zugängliche
mechanische Befestigungselement (592) hin-
durch gehen und in das Gewindeloch (594) des
hinteren Auslegerbefestigungsanschlusses
(212) eingreifen kann, um die hintere Ausleger-
stütze (218) positiv an dem hinteren Ausleger-
befestigungsanschluss (212) zu sichern, wobei
der hintere Auslegerbefestigungsanschluss
(212) bei einer Betrachtung von oben und unten
einen keilförmigen Querschnitt aufweist; und
die hintere Auslegerstütze (218) ein Paar von
Flanschen (220) aufweist, die einen keilförmi-
gen Hohlraum definieren, der dazu konfiguriert
ist, in direktem physischem Kontakt mit den In-
nenflächen der Flansche (220) zu stehen, wenn
das mechanische Befestigungselement (592)
mit dem Gewindeloch (594) in Eingriff steht.

2. Verfahren zur Verbesserung der Fahrzeugeffizienz
eines Luftfahrzeugs nach Anspruch 1, wobei das
Verfahren Folgendes umfasst:
Anbringen eines Paares von Heckauslegern (202)
eines Leitwerks (200) an einer Tragflächenanord-
nung (300), die an einem Rumpf (104) montiert ist,
indem für jeden der Heckausleger (202) Folgendes
durchgeführt wird:

Positionieren eines vorderen Auslegerendes
(206) eines Heckauslegers (202) gegen eine
Auslegerschnittstelle (230) der Tragflächenan-
ordnung (300); und
Installieren von mindestens einem von außen
zugänglichen mechanischen Befestigungsele-
ment (592) durch das vordere Auslegerende
(206) und in ein Gewindeloch (594) in der Aus-
legerschnittstelle (230).

3. Verfahren nach Anspruch 2, wobei der Schritt des
Positionierens des vorderen Auslegerendes (206)
gegen die Auslegerschnittstelle (230) Folgendes
umfasst:
Einführen eines Scherstifts, der aus einer Ausleger-
stütze des vorderen Auslegerendes (206) ragt, in ei-
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ne Scherstiftbohrung (598), die in einem Ausleger-
befestigungsanschluss der Auslegerschnittstelle
(230) ausgebildet ist.

4. Verfahren nach Anspruch 3, wobei der Schritt des
Einführens des Scherstifts der Auslegerstütze in die
Scherstiftbohrung (598) des Auslegerbefestigungs-
anschlusses Folgendes umfasst:
Einführen eines Scherstifts, der aus einer vorderen
Auslegerstütze (216) des vorderen Auslegerendes
(206) nach vorne ragt, in eine Scherstiftbohrung, die
in einem vorderen Auslegerbefestigungsanschluss
der Auslegerschnittstelle (230) ausgebildet ist, wäh-
rend gleichzeitig ein Scherstift, der aus einem hinte-
ren Auslegerbefestigungsanschluss (212) der Aus-
legerschnittstelle (230) ragt, in eine Scherstiftboh-
rung eingeführt wird, die in einer hinteren Ausleger-
stütze (218) des vorderen Auslegerendes (206) aus-
gebildet ist.

5. Verfahren nach Anspruch 4, das weiterhin Folgen-
des umfasst:
Eingreifen eines keilförmigen Querschnitts des hin-
teren Auslegerbefestigungsanschlusses in direktem
physischem Kontakt mit den Innenflächen eines
Paares von Flanschen, die in V-Form auf der hinte-
ren Auslegerstütze (218) ausgerichtet sind.

6. Luftfahrzeug nach Anspruch 1, das Folgendes um-
fasst:

eine Tragflächenanordnung mit einem Paar von
Tragflächen (302), die jeweils eine Tragfläche-
noberseite (316), eine Tragflächenunterseite
(318), einen hinteren Tragflächenabschnitt
(322) und einen Flügelabschnitt (304) aufwei-
sen, und
wobei jede Tragfläche (302) eine Klappe (500)
aufweist, die eine Klappenvorderkante (506)
und eine Klappenoberseite (502) aufweist und
auf eine Art und Weise mit dem hinteren Trag-
flächenabschnitt (322) gekoppelt ist, dass, wenn
sich die Klappe (500) in einer neutralen Position
befindet, verhindert wird, dass Luft zwischen
dem hinteren Tragflächenabschnitt (322) und
der Klappenvorderkante (506) strömt, und wenn
die Klappe (500) in eine nach unten ausgelenkte
Position geschwenkt wird, sich ein Schlitz (520)
zwischen der Klappenvorderkante (506) und
dem hinteren Tragflächenabschnitt (322) öffnet,
wobei der Schlitz (520) so konfiguriert ist, dass
Luft von der Tragflächenunterseite (318) nach
oben durch den Schlitz (520) und nach hinten
entlang der Klappenoberseite (502) strömen
kann.

7. Luftfahrzeug nach Anspruch 6, wobei:
wenn sich die Klappe (500) jeder Tragfläche (302)

in einer nach unten ausgelenkten Position von un-
gefähr 30° befindet, die Tragflächenanordnung ei-
nen maximalen Auftriebskoeffizienten CLmax auf-
weist, der mindestens 30 % größer als der maximale
Auftriebskoeffizient der Tragflächenanordnung oh-
ne Klappen ist.

8. Luftfahrzeug nach Anspruch 6 oder 7, wobei:

jede der Klappen (500) die Klappenvorderkante
(506), die Klappenoberseite (502) und eine
Klappenunterseite (504) aufweist;
jede der Tragflächen (302) einen Abdeckstrei-
fen (502) aufweist, der an dem hinteren Tragflä-
chenabschnitt (322) angebracht ist und sich ent-
lang einer Länge der Klappen (500) erstreckt;
jeder Abdeckstreifen (510) eine Abdeckstrei-
fenoberseite (512) und eine Abdeckstreifenun-
terseite (514) aufweist, wobei die Abdeckstrei-
fenoberseite (512) ungefähr bündig mit der
Tragflächenoberseite (316) ist, die Abdeckstrei-
fenunterseite (514) komplementär zu der Klap-
penvorderkante (506) konturiert ist; und
jede Abdeckstreifenunterseite (514) so kontu-
riert ist, dass, wenn sich die Klappe (500) in der
nach unten abgelenkten Position befindet, Luft
von der Tragflächenunterseite (318) nach oben
durch den Schlitz (520) strömt und entlang der
Klappenoberseite (502) nach hinten umgeleitet
wird.

9. Luftfahrzeug nach Anspruch 6, 7 oder 8, wobei:
jede der Klappen (500) durch mindestens zwei Klap-
penscharnieranordnungen (530), die sich unter der
Tragflächenunterseite (318) erstrecken, schwenk-
bar mit einer Tragfläche verbunden ist, wobei jede
Klappenscharnieranordnung (530) Folgendes um-
fasst:

eine Scharnierhalterung (532) mit einer Schar-
nierhalterungsbasis (534), die mit der Tragflä-
che gekoppelt ist, wobei sich die Scharnierhal-
terung (532) von der Tragflächenunterseite
(318) nach hinten und unten erstreckt und an
einem Scharnierkörperschwenkende endet;
eine Klappenhalterung (548) mit einer an der
Klappe (500) montierten Klappenhalterungsba-
sis (550), wobei sich die Klappenhalterung (548)
von der Klappenunterseite (504) nach vorne und
unten erstreckt und an einem Schwenkende
(554) der Klappenhalterung endet, wobei das
Schwenkende (554) der Klappenhalterung
durch einen Drehstift mit dem Scharnierkörper-
schwenkende gekoppelt ist; und
einen lösbaren Verbinder, der die Scharnierhal-
terungsbasis (534) mit der Tragfläche koppelt
und dazu konfiguriert ist, die Scharnierhalterung
(532) zumindest teilweise von der Tragfläche zu
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lösen, wenn eine auf die Klappe (500) einwir-
kende Kraft eine vorbestimmte Kraftgrenze
überschreitet.

10. Luftfahrzeug nach Anspruch 9, das weiterhin Fol-
gendes umfasst:

einen an der Tragfläche montierten Klappenak-
tuator (580);
eine Klappenkurbel (582), die sich von der Klap-
pe nach unten erstreckt;
eine Aktuatorstange (584), die den Klappenak-
tuator (580) betriebsmäßig mit der Klappenkur-
bel (582) koppelt;
wobei die Aktuatorstange (584) eine der folgen-
den Konfigurationen aufweist, um beim Biegen
zu versagen, wenn sich mindestens eine der
Scharnierhalterungen (532) von der Tragfläche
trennt:

die Aktuatorstange (584) weist eine ringför-
mige Kerbe (586) auf, die so konfiguriert ist,
dass sie beim Biegen versagt, bevor die ver-
bleibenden Abschnitte der Aktuatorstange
(584) beim Biegen versagen; und
bei der Aktuatorstange (584) handelt es
sich um ein Hohlrohr mit einer Wandstärke,
wobei das Hohlrohr gegenüber liegende
Enden aufweist, die jeweils mit einem Stan-
genende gekoppelt sind, wobei die Wand-
stärke so bemessen ist, dass das Hohlrohr
beim Biegen versagt, bevor die verbleiben-
den Abschnitte der Aktuatorstange (584)
beim Biegen versagen.

11. Verfahren zum Betrieb eines Luftfahrzeugs nach ei-
nem der Ansprüche 2 bis 5, das Folgendes umfasst:

Bewegen des Luftfahrzeugs (100) durch die
Luft, wobei das Luftfahrzeug (100) eine Tragflä-
chenanordnung (300) aufweist, die mit einem
Rumpf (104) koppelbar ist, wobei die Tragflä-
chenanordnung (300) ein Paar von Tragflächen
(302) aufweist, die jeweils eine Tragflächeno-
berseite (316), eine Tragflächenunterseite
(318), einen hinteren Tragflächenabschnitt
(322), einen Flügelabschnitt (304) und eine Rey-
nolds-Zahl von nicht mehr als 1,5 Millionen auf-
weisen;
Schwenken einer Klappe (500) jeder Tragfläche
(302) aus einer neutralen Position, in der ver-
hindert wird, dass Luft zwischen dem hinteren
Tragflächenabschnitt (322) und einer Klappen-
vorderkante (506) strömt, in eine nach unten ge-
richtete ausgelenkte Position;
Öffnen eines Schlitzes (520) zwischen der Klap-
penvorderkante (506) und dem hinteren Trag-
flächenabschnitt (322), wenn jede Klappe (500)

in die nach unten ausgelenkte Position ge-
schwenkt wird, wobei der Schlitz (520) Luft von
der Tragflächenunterseite (318) nach oben
durch den Schlitz (520) und nach hinten entlang
einer Klappenoberseite (502) strömen lässt;
und; und
Reduzieren der Strömungstrennung über der
Klappe (500) infolge des Strömens der Luft
durch den Schlitz (520) nach oben und nach hin-
ten entlang der Klappenoberseite (502).

12. Verfahren nach Anspruch 11, das weiterhin Folgen-
des umfasst:
Abdichten jedes Schlitzes (520), wenn sich die Klap-
pe (500) in der neutralen Position befindet, unter Ver-
wendung eines festen Abdeckstreifens, der an dem
hinteren Tragflächenabschnitt (322) angebracht ist
und sich entlang einer Länge der Klappe (500) er-
streckt.

13. Verfahren nach Anspruch 11 oder 12, wobei die
Klappe (500) von mindestens zwei Klappenschar-
nieranordnungen (530) getragen wird, die die Klap-
pe (500) unter Verwendung eines lösbaren Verbin-
ders an die Tragflächenunterseite (318) koppeln,
wobei das Verfahren weiterhin Folgendes umfasst:

an jedem lösbaren Verbinder Lösen mindestens
einer Klappenscharnieranordnung (530) von
der Tragfläche (302), wenn eine auf die Klappe
(500) einwirkende Kraft eine Kraftgrenze über-
schreitet; und
zumindest teilweise Trennen der Klappe (500)
von der Tragfläche (302) während des Lösens
der Klappenscharnieranordnung (530) von der
Tragfläche (302), wodurch eine Beschädigung
der Tragfläche (302) oder der Klappe (500) ver-
hindert wird, weiterhin umfassend:

Betätigen der Klappe (500) unter Verwen-
dung eines Klappenaktuators (580), der fest
an der Tragfläche (302) angebracht ist und
durch eine Aktuatorstange (584) betriebs-
mäßig mit einer Klappenkurbel (582) ge-
koppelt ist, die sich von der Klappe (500)
nach unten erstreckt; und
Biegen der Aktuatorstange (584) bei zumin-
dest teilweiser Trennung der Klappe (500)
von der Tragfläche (302).

Revendications

1. Aéronef (100), comprenant :

un fuselage (104),
des ailes équipées (300) susceptibles d’être
couplées au fuselage (104), et
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un empennage (200) comportant une paire de
poutres de queue (202) conçues pour être cou-
plées de façon amovible aux ailes équipées
(300) ;
lesdites ailes équipées (300) comportant une
paire d’interfaces de poutre (230) situées sur
des côtés latéralement opposés du fuselage
(104), et
chaque poutre de queue (202) présentant une
extrémité avant (206) conçue pour être fixée mé-
caniquement à l’une des interfaces de poutre
(230) au moyen d’un dispositif de fixation mé-
canique (592) accessible depuis l’extérieur ;
dans lequel :

chaque interface de poutre (230) comporte
au moins une ferrure de fixation de poutre
faisant saillie par rapport à une surface su-
périeure des ailes équipées (300) et pré-
sentant un alésage pour goupille de cisaille-
ment (598) ; et dans lequel
chaque extrémité avant de poutre (206)
comporte au moins un support de poutre
présentant une goupille de cisaillement
(596) dimensionnée et conçue pour péné-
trer dans l’alésage pour goupille de cisaille-
ment (598) de manière à empêcher le mou-
vement de l’extrémité avant de poutre (206)
dans un sens perpendiculaire à un axe de
la poutre,

étant entendu que :

l’au moins une ferrure de fixation de poutre
comprend une ferrure de fixation avant de
poutre (210) et une ferrure de fixation arrière
de poutre (212),
la ferrure de fixation arrière de poutre (212)
comporte un alésage taraudé (594),
l’au moins un support de poutre comprend
un support avant de poutre (216) et un sup-
port arrière de poutre (218), et
le support arrière de poutre (218) comporte
un alésage permettant le passage du dis-
positif de fixation mécanique (592) acces-
sible depuis l’extérieur et sa pénétration
dans l’alésage taraudé (594) de la ferrure
de fixation arrière de poutre (212) pour so-
lidariser efficacement le support arrière de
poutre (218) à la ferrure de fixation arrière
de poutre (212), étant entendu que
la ferrure de fixation arrière de poutre (212)
présente une section transversale en forme
de coin, vue dans le sens haut-bas, et
le support arrière de poutre (218) présente
une paire de brides (220) définissant une
cavité en forme de coin conçue pour être
en contact physique direct avec les surfa-

ces intérieures des brides (220) lorsque le
dispositif de fixation mécanique (592) se
trouve dans l’alésage taraudé (594).

2. Procédé d’amélioration de l’efficacité de véhicule
concernant un aéronef selon la revendication 1,
comprenant :
la fixation d’une paire de poutres de queue (202)
d’un empennage (200) à des ailes équipées (300)
montées sur un fuselage (104) par réalisation des
étapes suivantes pour chacune des poutres de
queue (202) :

mise en place d’une extrémité avant (206) d’une
poutre de queue (202) contre une interface de
poutre (230) des ailes équipées (300), et
installation d’au moins un dispositif de fixation
mécanique (592) accessible depuis l’extérieur
dans l’extrémité avant de poutre (206) et dans
un alésage taraudé (594) ménagé dans l’inter-
face de poutre (230).

3. Procédé selon la revendication 2, dans lequel l’étape
de mise en place de l’extrémité avant de poutre (206)
contre l’interface de poutre (230) comprend :
l’insertion d’une goupille de cisaillement, faisant
saillie par rapport à un support de poutre de l’extré-
mité avant de poutre (206), dans un alésage pour
goupille de cisaillement (598) formé dans une ferrure
de fixation de poutre de l’interface de poutre (230).

4. Procédé selon la revendication 3, dans lequel l’étape
de l’insertion de la goupille de cisaillement du sup-
port de poutre dans l’alésage pour goupille de ci-
saillement (598) de la ferrure de fixation de poutre
comprend :
l’insertion d’une goupille de cisaillement, faisant
saillie vers l’avant à partir d’un support avant de pou-
tre (216) de l’extrémité avant de poutre (206), dans
un alésage pour goupille de cisaillement formé dans
une ferrure de fixation avant de poutre de l’interface
de poutre (230), avec insertion simultanée d’une
goupille de cisaillement, faisant saillie par rapport à
une ferrure de fixation arrière de poutre (212) de l’in-
terface de poutre (230), dans un alésage pour gou-
pille de cisaillement formé dans un support arrière
de poutre (218) de l’extrémité avant de poutre (206).

5. Procédé selon la revendication 4, comprenant en
outre :
la mise en contact physique direct d’une section
transversale en forme de coin de la ferrure de fixation
arrière de poutre avec les surfaces intérieures d’une
paire de brides agencées en V sur le support arrière
de poutre (218).

6. Aéronef selon la revendication 1, comprenant :
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des ailes équipées présentant une paire d’ailes
(302) possédant chacune une surface supérieu-
re (316), une surface inférieure (318), une partie
arrière (322) et un profil aérodynamique (304) ;
chaque aile (302) comportant un volet (500) pré-
sentant un bord d’attaque (506) et une surface
supérieure (502) et couplé à la partie arrière
(322) de l’aile de telle manière que, lorsque le
volet (500) est en position neutre, tout écoule-
ment d’air est empêché entre la partie arrière
(322) de l’aile et le bord d’attaque (506) du volet,
et lorsque le volet (500) pivote pour prendre une
position défléchie vers le bas, une fente (520)
s’ouvre entre le bord d’attaque (506) du volet et
la partie arrière (322) de l’aile, la fente (520)
étant conçue pour permettre un écoulement
d’air dans la fente (520) vers le haut, à partir de
la surface inférieure (318) de l’aile, et dirigé vers
l’arrière en suivant la surface supérieure (502)
du volet.

7. Aéronef selon la revendication 6, dans lequel :
lorsque le volet (500) de chaque aile (302) est en
position défléchie vers le bas d’environ 30°, les ailes
équipées ont un coefficient de portance maximale
CLmax d’au moins 30 % supérieur au coefficient de
portance maximale des mêmes ailes équipées sans
volets.

8. Aéronef selon la revendication 6 ou 7, dans lequel :

chacun des volets (500) présente ledit bord d’at-
taque (506), ladite surface supérieure (502) ain-
si qu’une surface inférieure (504),
chacune des ailes (302) présente une bande de
recouvrement de fente (502) montée sur la par-
tie arrière (322) de l’aile et s’étendant sur la lon-
gueur des volets (500),
chaque bande de recouvrement de fente (510)
présente une surface supérieure (512) et une
surface inférieure (514), ladite surface supérieu-
re (512) de la bande de recouvrement de fente
étant à peu près de niveau avec la surface su-
périeure (316) de l’aile, la surface inférieure
(514) de la bande de recouvrement de fente pré-
sente un contour qui est complémentaire du
bord d’attaque (506) du volet, et
la surface inférieure (514) de chaque bande de
recouvrement de fente présente un contour tel
que lorsque le volet (500) est en position déflé-
chie vers le bas, il se produit un écoulement d’air
par la fente (520), vers le haut, à partir de la
surface inférieure (318) de l’aile, lequel est re-
dirigé vers l’arrière en suivant la surface supé-
rieure (502) du volet.

9. Aéronef selon la revendication 6, 7 ou 8, dans
lequel :

chacun des volets (500) est couplé pivotant à une
aile par au moins deux articulations de volet (530)
s’étendant sous la surface inférieure (318) de l’aile,
chaque articulation de volet (530) comportant :

une patte d’articulation (532) présentant une ba-
se (534) couplée à l’aile, ladite patte d’articula-
tion (532) s’étendant vers l’arrière et vers le bas
à partir de la surface inférieure (318) de l’aile et
se terminant par une extrémité de pivotement
de corps d’articulation,
une patte de volet (548) présentant une base
(550) montée sur le volet (500), ladite patte de
volet (548) s’étendant vers l’avant et vers le bas
à partir de la surface inférieure (504) du volet et
se terminant par une extrémité de pivotement
(554), ladite extrémité de pivotement (554) étant
couplée à l’extrémité de pivotement de corps
d’articulation par un axe d’articulation, et un con-
necteur dégageable couplant la base (534) de
la patte d’articulation à l’aile et conçu pour dé-
gager au moins partiellement la patte d’articu-
lation (532) de l’aile lorsqu’une force exercée
sur le volet (500) dépasse une limite de force
prédéterminée.

10. Aéronef selon la revendication 9, comprenant en
outre :

un actionneur de volet (580) monté sur l’aile,
un guignol de volet (582) s’étendant vers le bas
à partir du volet, et
une bielle-vérin (584) couplant de manière fonc-
tionnelle l’actionneur de volet (580) au guignol
de volet (582) ;
ladite bielle-vérin (584) présentant l’une des
configurations suivantes, conçue pour rompre
en flexion lorsqu’au moins une des pattes d’ar-
ticulation (532) se sépare de l’aile :

la bielle-vérin (584) présente une encoche
annulaire (586) conçue pour rompre en
flexion avant que ne se produise la rupture
en flexion des autres parties de la bielle-
vérin (584), et
la bielle-vérin (584) consiste en un tube
creux présentant une certaine épaisseur de
paroi, ledit tube creux présentant des extré-
mités opposées chacune couplée à une ex-
trémité de bielle, ladite épaisseur de paroi
étant dimensionnée de façon que le tube
creux rompe en flexion avant que ne se pro-
duise la rupture en flexion des autres parties
de la bielle-vérin (584).

11. Procédé d’exploitation d’un aéronef selon l’une quel-
conque des revendications 2 à 5, comprenant :
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le déplacement de l’aéronef (100) dans l’air, l’aé-
ronef (100) présentant des ailes équipées (300)
susceptibles d’être couplées à un fuselage
(104), les ailes équipées (300) présentant une
paire d’ailes (302) présentant chacune une sur-
face supérieure (316), une surface inférieure
(318), une partie arrière (322) et un profil aéro-
dynamique (304), et possédant un nombre de
Reynolds ne dépassant pas 1,5 million,
le pivotement d’un volet (500) de chaque aile
(302), d’une position neutre dans laquelle tout
écoulement d’air est empêché entre la partie ar-
rière (322) de l’aile et le bord d’attaque (506) du
volet, vers une position défléchie vers le bas,
l’ouverture d’une fente (520) entre le bord d’at-
taque (506) du volet et la partie arrière (322) de
l’aile tandis que chaque volet (500) pivote pour
prendre la position défléchie vers le bas, la fente
(520) permettant à l’air de s’écouler vers le haut
par la fente (520) à partir de la surface inférieure
(318) de l’aile et vers l’arrière en suivant la sur-
face supérieure (502) du volet, et
la réduction de la séparation de l’écoulement
sur le volet (500) en conséquence de l’écoule-
ment de l’air vers le haut dans la fente (520) et
vers l’arrière en suivant la surface supérieure
(502) du volet.

12. Procédé selon la revendication 11, comprenant en
outre :
la fermeture de chaque fente (520) lorsque le volet
(500) se trouve en position neutre, au moyen d’une
bande de recouvrement de fente fixe et rattachée à
la partie arrière (322) de l’aile en s’étendant sur la
longueur du volet (500).

13. Procédé selon la revendication 11 ou 12, dans lequel
le volet (500) est supporté par au moins deux arti-
culations de volet (530) couplant ledit volet (500) à
la surface inférieure (318) de l’aile au moyen d’un
connecteur dégageable, le procédé comprenant en
outre :

le dégagement, sur chaque connecteur déga-
geable, d’au moins une articulation de volet
(530) vis-à-vis de l’aile (302) lorsqu’une force
exercée sur le volet (500) dépasse une limite de
force, et
la séparation au moins partielle du volet (500)
par rapport à l’aile (302) pendant le dégagement
de l’articulation de volet (530) vis-à-vis de l’aile
(302), empêchant ainsi tout endommagement
de l’aile (302) ou du volet (500) ; et comprenant
en outre :

l’actionnement du volet (500) au moyen
d’un actionneur de volet (580) monté fixe
sur l’aile (302) et couplé de manière fonc-

tionnelle par une bielle-vérin (584) à un gui-
gnol de volet (582) s’étendant vers le bas à
partir du volet (500), et
la flexion de la bielle-vérin (584) lors de la
séparation au moins partielle du volet (500)
par rapport à l’aile (302).
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