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Description

Background

[0001] The present disclosure relates to an optical de-
vice.
[0002] In order for an observer to observe a two-di-
mensional image formed by an image forming device in
an enlarged form by a virtual image optical system, a
virtual image display device (image display device) using
a holographic diffraction grating is well known. As shown
in a conceptual diagram of Fig. 1, an image display device
100 basically includes an image forming device 111, a
collimating optical system 112, and an optical device
(light guide unit) 120. The image forming device 111 dis-
plays an image. The optical device 120 receives light
displayed in the image forming device 111 and guides
the light to a pupil 21 of an observer. The optical device
120 includes a light guide plate 121, a first diffraction
grating member 130, and a second diffraction grating
member 140. The first diffraction grating member 130
and the second diffraction grating member 140 are
formed of holographic diffraction gratings provided to the
light guide plate 121. Light beams output from pixels of
the image forming device 111 are input to the collimating
optical system 112, and a plurality of parallel light beams
whose angles input to the light guide plate 121 by the
collimating optical system 112 are different from one an-
other are generated and input to the light guide plate 121.
The plurality of parallel light beams are input from a sec-
ond surface 123 of the light guide plate 121 and then
output. A first holographic diffraction grating 131 that
forms the first diffraction grating member 130 and the
second diffraction grating member 140 are attached to a
first surface 122 of the light guide plate 121. Meanwhile,
a second holographic diffraction grating 135 that forms
the first diffraction grating member 130 is attached to the
second surface 123 of the light guide plate 121. The sec-
ond surface 123 is parallel to the first surface 122 of the
light guide plate 121. The details of the image display
device 100 described above will be described in Embod-
iment 1.
[0003] In order to assemble the optical device 120 hav-
ing such a configuration and structure, it is necessary to
precisely align the first holographic diffraction grating 131
and the second holographic diffraction grating 135 with
each other. In particular, it is important to control and
manage parallelism on an extending direction of first in-
terference fringes formed in the first holographic diffrac-
tion grating 131 and an extending direction of second
interference fringes formed in the second holographic
diffraction grating 135.
[0004] An alignment mark that is formed of interference
fringes or a diffraction grating and provided on one sub-
strate together with a hologram or a diffraction grating is
well known from Japanese Patent Application Laid-open
No. Hei 09-068705. In a technique disclosed in Japanese
Patent Application Laid-open No. Hei 09-068705, images

of an alignment mark 14 and an opposing alignment mark
16 are captured by cameras 18 and 19 and displayed on
a monitor screen 20. The alignment mark 14 is formed
of interference fringes or a diffraction grating and provid-
ed to a hologram 10. The opposing alignment mark 16
is formed of an opaque pattern made of metal or the like
and provided to a target substrate 15 that is a substrate
for a liquid crystal display device. Subsequently, relative
positions of the hologram 10 and the target substrate 15
are adjusted such that the center of an image 14’ of the
alignment mark 14 and the center of an image 16’ of the
opposing alignment mark 16 matches each other. It may
be possible to form the opposing alignment mark 16 from
a transparent phase pattern, like the alignment mark 14.
[0005] Previously proposed arrangements are dis-
closed in US 2006/228073 A1, US 2002/001107 A1 and
US 2010/002183 A1.

Summary

[0006] In Japanese Patent Application Laid-open No.
Hei 09-068705, however, there is no specific description
on a position adjusting method, the shape of alignment
marks, and a mutual arrangement relationship between
alignment marks, in a case where the opposing alignment
mark 16 and the alignment mark 14 are formed of the
same transparent hologram, that is, in a case where two
alignment marks are formed of a transparent hologram.
[0007] So, it is desirable to provide an optical device
capable of certainly and precisely align two holographic
diffraction gratings with each other in an optical device
including those two holographic diffraction gratings, an
assembling method for the optical device, a holographic
diffraction grating that forms the optical device, a display
device including the optical device, and an alignment de-
vice suitable to execute an assembling method for the
optical device.
[0008] Various respective aspects and features of the
invention are defined in the appended claims. Combina-
tions of features from the dependent claims may be com-
bined with features of the independent claims as appro-
priate and not merely as explicitly set out in the claims.
[0009] Embodiments of the present invention relate to
to an optical device and a head mounted display. More
specifically, embodiments relate to an optical device
used as, for example, a head mounted display (HMD),
and to a holographic diffraction grating, a display device.
[0010] According to an embodiment of the present dis-
closure, there is provided a holographic diffraction grating
including
an interference fringe forming area in which interference
fringes are formed; and
two alignment marks that are provided outside the inter-
ference fringe forming area in an extending direction of
the interference fringes and opposed to each other with
the interference fringe forming area being sandwiched
therebetween,
each of the alignment marks including an interference
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fringe that is identical to the interference fringes provided
to the interference fringe forming area,
each of the alignment marks having an annular shape in
plan view.
[0011] According to another embodiment of the
present disclosure, there is provided an optical device
including:

(a) a light guide plate configured to output light after
the light is input to the light guide plate and propa-
gated inside the light guide plate by total reflection;
(b) a first deflection unit configured to deflect the light
input to the light guide plate, to totally reflect the light
input to the light guide plate inside the light guide
plate; and
(c) a second deflection unit configured to deflect the
light propagated inside the light guide plate by total
reflection, to output, from the light guide plate, part
of the light propagated inside the light guide plate by
total reflection,
the first deflection unit including a first holographic
diffraction grating and a second holographic diffrac-
tion grating,
the first holographic diffraction grating including a
first interference fringe forming area in which first
interference fringes are formed,
the second holographic diffraction grating including
a second interference fringe forming area in which
second interference fringes are formed,
the first holographic diffraction grating including a
first A alignment mark and a first B alignment mark
that are provided outside the first interference fringe
forming area in an extending direction of the first in-
terference fringes and opposed to each other with
the first interference fringe forming area being sand-
wiched therebetween,
the second holographic diffraction grating including
a second A alignment mark and a second B align-
ment mark that are provided outside the second in-
terference fringe forming area in an extending direc-
tion of the second interference fringes and opposed
to each other with the second interference fringe
forming area being sandwiched therebetween,
each of the first A alignment mark and the first B
alignment mark including interference fringes that
are identical to the interference fringes provided to
the first interference fringe forming area,
each of the second A alignment mark and the second
B alignment mark including interference fringes that
are identical to the interference fringes provided to
the second interference fringe forming area,
in a state where a relative alignment of the first ho-
lographic diffraction grating and the second holo-
graphic diffraction grating is completed, each of the
first A alignment mark and the second A alignment
mark having a shape for which the first A alignment
mark and the second A alignment mark do not over-
lap and each of the first B alignment mark and the

second B alignment mark having a shape for which
the first B alignment mark and the second B align-
ment mark do not overlap, or in the state where the
relative alignment of the first holographic diffraction
grating and the second holographic diffraction grat-
ing is completed, the first A alignment mark and the
second A alignment mark being disposed at posi-
tions where the first A alignment mark and the sec-
ond A alignment mark do not overlap and the first B
alignment mark and the second B alignment mark
being disposed at positions where the first B align-
ment mark and the second B alignment mark do not
overlap.

[0012] According to another embodiment of the
present disclosure, there is provided a display device in-
cluding:

(i) a frame mounted onto a head of an observer (for
example, eyeglasses-type frame); and
(ii) an image display device attached to the frame,
the image display device including

(A) an image forming device, and
(B) an optical device configured to input light out-
put from the image forming device and to output
the light. The optical device includes the optical
device according to the embodiment of the
present disclosure described above.

[0013] In some embodiments, an optical device is pro-
vided, comprising: a light guide comprising an input re-
gion and an output region, wherein the light guide is
adapted to receive light at the input region and output at
least some of the received light at the output region; and
at least first and second diffraction gratings, wherein: the
first diffraction grating is disposed on a first surface of
the light guide, the first surface facing away from a light
input, the second diffraction grating is disposed on a sec-
ond surface of the light guide, the second surface facing
towards the light input, the second diffraction grating is
disposed at the input region of the light guide and adapted
to diffract at least some of the light input into the light
guide, and the first diffraction grating is adapted to diffract
at least some light transmitted through the light guide
back into the light guide.
[0014] In some embodiments, a head mounted display
is provided, comprising: a light guide comprising an input
region and an output region, wherein the light guide is
adapted to receive light at the input region and output at
least some of the received light at the output region; at
least first and second diffraction gratings, wherein: the
first diffraction grating is disposed on a first surface of
the light guide, the first surface facing away from a light
input, the second diffraction grating is disposed on a sec-
ond surface of the light guide, the second surface facing
towards the light input, the second diffraction grating is
disposed at the input region of the light guide and adapted
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to diffract and reflect at least some of the light input into
the light guide to be propagated inside the light guide
towards the output region, and the first diffraction grating
is adapted to diffract and reflect at least some light trans-
mitted through the light guide back into the light guide;
alignment marks A1 and B1 associated with the first dif-
fraction grating; and alignment marks A2 and B2 asso-
ciated with the second diffraction grating.
[0015] In some embodiments, a head mounted display
is provided, comprising: a light guide; at least first and
second diffraction gratings, wherein: the first diffraction
grating is disposed on a first surface of the light guide,
the first surface facing away from a light input, the second
diffraction grating is disposed on a second surface of the
light guide, the second surface facing towards the light
input, the second diffraction grating is adapted to diffract
and reflect at least some of the light input into the light
guide to be propagated inside the light, and the first dif-
fraction grating is adapted to diffract and reflect at least
some light transmitted through the light guide back into
the light guide; alignment marks A1 and B1 associated
with the first diffraction grating; and alignment marks A2
and B2 associated with the second diffraction grating.
[0016] These and other objects, features and advan-
tages of the present disclosure will become more appar-
ent in light of the following detailed description of best
embodiment embodiments thereof, as illustrated in the
accompanying drawings.

Brief Description of Drawings

[0017] Embodiments of the invention will now be de-
scribed with reference to the accompanying drawings,
throughout which like parts are referred to by like refer-
ences, and in which:

Fig. 1 is a conceptual diagram of an image display
device in a display device of Embodiment 1;
Figs. 2A and 2B are a schematic diagram showing
a light guide plate in the display device of Embodi-
ment 1 when viewed from the opposite side of an
observer, and a schematic diagram showing the light
guide plate when viewed from the same side as the
observer, respectively;
Figs. 3A and 3B are schematic partial plan views of
the light guide plate and the like, for describing an
alignment of a first holographic diffraction grating and
a second holographic diffraction grating;
Figs. 4A and 4B are schematic partial plan views of
the light guide plate and the like, for describing the
alignment of the first holographic diffraction grating
and the second holographic diffraction grating in a
modification of the example shown in Figs. 3A and
3B;
Figs. 5A and 5B are schematic partial cross-section-
al views of the light guide plate and the like, for de-
scribing the alignment of the first holographic diffrac-
tion grating and the second holographic diffraction

grating;
Fig. 6 is a schematic cross-sectional view of a re-
flection-type volume holographic diffraction grating
in a partially enlarged form in the display device of
Embodiment 1;
Fig. 7 is a schematic diagram of the display device
of Embodiment 1 when viewed from above;
Fig. 8 is a schematic diagram of the display device
of Embodiment 1 when viewed from the front;
Figs. 9A and 9B are a schematic diagram of the dis-
play device of Embodiment 1 when viewed from a
lateral direction and a schematic diagram showing
light propagation in the light guide plate that forms
the image display device, respectively;
Fig. 10 is a conceptual diagram of an image display
device in a display device of Embodiment 2;
Fig. 11 is a schematic diagram of the display device
of Embodiment 3 when viewed from the front;
Fig. 12 is a schematic diagram of the display device
of Embodiment 3 (in a state assuming that a frame
is removed) when viewed from the front;
Fig. 13 is a schematic diagram of the display device
of Embodiment 3 when viewed from above;
Fig. 14 is a diagram showing a state where the dis-
play device of Embodiment 3 is mounted onto the
head of the observer when viewed from above
(showing only the image display devices and omit-
ting the illustration of the frame);
Fig. 15 is a schematic diagram of a display device
of Embodiment 4 when viewed from the front;
Fig. 16 is a schematic diagram of the display device
of Embodiment 4 (in a state assuming that a frame
is removed) when viewed from the front;
Fig. 17 is a schematic diagram of the display device
of Embodiment 4 when viewed from above;
Fig. 18 is a conceptual diagram of a modification of
an image forming device suitable for use in Embod-
iments 1 to 4;
Fig. 19 is a conceptual diagram showing another
modification of an image forming device suitable for
use in Embodiments 1 to 4;
Fig. 20 is a conceptual diagram showing another
modification of an image forming device suitable for
use in Embodiments 1 to 4;
Fig. 21 is a conceptual diagram showing another
modification of an image forming device suitable for
use in Embodiments 1 to 4; and
Fig. 22 is a conceptual diagram showing another
modification of an image forming device suitable for
use in Embodiments 1 to 4.

Detailed Description of Embodiments

[0018] Hereinafter, the present disclosure will be de-
scribed based on embodiments with reference to the
drawings but is not limited to the embodiments. Various
numerical values and materials in the embodiments are
merely exemplary ones. It should be noted that the de-
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scription is given in the following order.

1. General Description on Optical Device According
to Embodiment of Present Disclosure, Assembling
Method for Optical Device, Holographic Diffraction
Grating According to Embodiment of Present Disclo-
sure, Display Device According to Embodiment of
Present Disclosure, and Alignment Device.
2. Embodiment 1 (Optical Device According to Em-
bodiment of Present Disclosure, Assembling Method
for Optical Device, Holographic Diffraction Grating
According to Embodiment of Present Disclosure,
Display Device According to Embodiment of Present
Disclosure, and Alignment Device.)
3. Embodiment 2 (Modification of Embodiment 1)
4. Embodiment 3 (Modification of Embodiments 1
and 2)
5. Embodiment 4 (Modification of Embodiment 3)
and Others

[General Description on Optical Device According to Em-
bodiment of Present Disclosure, Assembling Method for 
Optical Device, Holographic Diffraction Grating Accord-
ing to Embodiment of Present Disclosure, Display Device 
According to Embodiment of Present Disclosure, and 
Alignment Device)

[0019] In an assembling method for an optical device,
the following form can be provided: with a first holograph-
ic diffraction grating being disposed on a light guide plate,
the first holographic diffraction grating and a second ho-
lographic diffraction grating are relatively aligned with
each other, and the second holographic diffraction grat-
ing is disposed on the light guide plate. In this case, it is
desirable to move the light guide plate relative to the sec-
ond holographic diffraction grating, with the first holo-
graphic diffraction grating being disposed on the light
guide plate. Further, in those cases, after the first holo-
graphic diffraction grating is bonded to or formed on the
light guide plate, the first holographic diffraction grating
and the second holographic diffraction grating are rela-
tively aligned with each other and the second holographic
diffraction grating is bonded to the light guide plate. How-
ever, the present disclosure is not limited to the above
configurations.
[0020] In the assembling method for an optical device
including the various desirable forms described above,
the following form can be provided: with the second ho-
lographic diffraction grating being supported by a sup-
port, the first holographic diffraction grating and the sec-
ond holographic diffraction grating are relatively aligned
with each other. In this case, a first A alignment mark and
a first B alignment mark are provided with interference
fringes that are identical to interference fringes provided
to a first interference fringe forming area, a second A
alignment mark and a second B alignment mark are pro-
vided with interference fringes that are identical to inter-
ference fringes provided to a second interference fringe

forming area, light is input to the light guide plate from
an end surface of the light guide plate, the light diffracted
and reflected on the first A alignment mark and the first
B alignment mark is optically detected, the light is input
to the support from an end surface of the light support,
and the light diffracted and reflected on the second A
alignment mark and the second B alignment mark is op-
tically detected.
[0021] Further, in the configuration described above in
the assembling method for an optical device or in the
assembling method for an optical device including the
various desirable forms described above, the following
form can be provided: in a state where the relative align-
ment of the first holographic diffraction grating and the
second holographic diffraction grating is completed, each
of the first A alignment mark and the second A alignment
mark has a shape by which the first A alignment mark
and the second A alignment mark do not overlap, and
each of the first B alignment mark and the second B align-
ment mark has a shape for which the first B alignment
mark and the second B alignment mark do not overlap.
Alternatively, the following form can be provided: in a
state where the relative alignment of the first holographic
diffraction grating and the second holographic diffraction
grating is completed, the first A alignment mark and the
second A alignment mark are disposed at positions
where the first A alignment mark and the second A align-
ment mark do not overlap, and the first B alignment mark
and the second B alignment mark are disposed at posi-
tions where the first B alignment mark and the second B
alignment mark do not overlap.
[0022] It is desirable to adopt the following form: from
a first light source in the assembling method for an optical
device or in an alignment device, light beams input to the
first A alignment mark and the first B alignment mark are
diffracted and reflected on the first A alignment mark and
the first B alignment mark, and such light that is output
from the light guide plate at an output angle iout is output;
and from a second light source, light beams input to the
second A alignment mark and the second B alignment
mark are diffracted and reflected on the second A align-
ment mark and the second B alignment mark, and such
light that is output from the light guide plate at an output
angle iout is output. Here, examples of the output angle
iout include 0 degrees. Further, in order to obtain such a
state, the wavelength of light output from the first light
source and an incident angle on the light guide plate only
need to be selected, or in order to obtain such a state,
the wavelength of light output from the second light
source and an incident angle on the support only need
to be selected. Furthermore, it is desirable that parallel
light be output from the first light source and parallel light
be output from the second light source.
[0023] Additionally, in the assembling method for an
optical device including the various desirable forms and
configurations described above, in an optical device ac-
cording to an embodiment of the present disclosure, and
in a display device according to an embodiment of the
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present disclosure, the following form can be provided:
the first A alignment mark and the second A alignment
mark are imaged by a first imaging device; and the first
B alignment mark and the second B alignment mark are
imaged by a second imaging device. The imaging device
may be an imaging device having a well-known config-
uration and structure.
[0024] Additionally, in the assembling method for an
optical device including the various desirable forms and
configurations described above, in an optical device ac-
cording to an embodiment of the present disclosure, and
in a display device according to an embodiment of the
present disclosure, the following form can be provided:
the first holographic diffraction grating is disposed on a
first surface of the light guide plate; and the second ho-
lographic diffraction grating is disposed on a second sur-
face of the light guide plate, the second surface being
opposed to the first surface.
[0025] Additionally, in the assembling method for an
optical device including the various desirable forms and
configurations described above, in an optical device ac-
cording to an embodiment of the present disclosure, and
in a display device according to an embodiment of the
present disclosure, there can be provided a form satis-
fying the following expressions:

P1≠P2 and ϕ1=ϕ2;
P1=P2 and ϕ1≠ϕ2; or
P1≠P2 and ϕ1≠ϕ2,

where a pitch of the first interference fringes is P1, a slant
angle of the first interference fringes is ϕ1, a pitch of the
second interference fringes is P2, and a slant angle of
the second interference fringes is ϕ2.
[0026] Additionally, in the assembling method for an
optical device including the various desirable forms and
configurations described above, in an optical device ac-
cording to an embodiment of the present disclosure, and
in a display device according to an embodiment of the
present disclosure, the following form can be provided:
the first A alignment mark, the first B alignment mark, the
second A alignment mark, and the second B alignment
mark are each disposed on an end of the light guide plate.
[0027] Additionally, in the assembling method for an
optical device including the various desirable forms and
configurations described above, it is desirable that the
prescribed value have the maximum value of 100 sec-
onds, but the present disclosure is not limited thereto.
[0028] Additionally, in the assembling method for an
optical device including the various desirable forms and
configurations described above, in an optical device ac-
cording to an embodiment of the present disclosure, and
in a display device according to an embodiment of the
present disclosure, the following form can be provided:
the second deflection unit includes a holographic diffrac-
tion grating. In this case, it is desirable that the second
deflection unit have a diffraction efficiency value that is
smaller than a diffraction efficiency value of the first de-

flection unit. The diffraction efficiency value of the second
deflection unit is made smaller than the diffraction effi-
ciency value of the first deflection unit, and thus images
observed by an observer along an axis direction of the
light guide plate can be made uniform. In order that the
diffraction efficiency value of the second deflection unit
is made smaller than the diffraction efficiency value of
the first deflection unit, for example, the thickness of the
holographic diffraction grating that forms the second de-
flection unit only needs to be made smaller than the thick-
ness of the holographic diffraction grating that forms the
first deflection unit. It should be noted that hereinafter the
holographic diffraction grating that forms the second de-
flection unit may be referred to as a "third holographic
diffraction grating" for sake of simplicity.
[0029] Further, in a holographic diffraction grating ac-
cording to an embodiment of the present disclosure, the
following form can be provided: each alignment mark is
provided to the outside of a portion of an interference
fringe forming area on the opposite side of a portion of
the interference fringe forming area, from which light is
output.
[0030] In the optical device according to an embodi-
ment of the present disclosure including the various de-
sirable forms and configurations described above, in the
assembling method for an optical device according to the
first and second embodiments of the present disclosure,
in the holographic diffraction grating according to an em-
bodiment of the present disclosure, and in a display de-
vice according to an embodiment of the present disclo-
sure, examples of the holographic diffraction grating in-
clude a reflection-type volume holographic diffraction
grating. The reflection-type volume holographic diffrac-
tion grating means a holographic diffraction grating that
diffracts and reflects only positive first-order diffracted
light. In the first deflection unit, in order that the parallel
light input to the light guide plate is totally reflected inside
the light guide plate, at least part of the parallel light input
to the light guide plate is diffracted and reflected. On the
other hand, in the second deflection unit, the parallel light
that is propagated inside the light guide plate by total
reflection is diffracted and reflected a plurality of times
and output from the light guide plate in the state of parallel
light.
[0031] An optical device assembled by the assembling
method for an optical device can form a display device
such as a head mounted display (HMD), and a display
device according to an embodiment of the present dis-
closure can form a head mounted display (HMD), for ex-
ample. This allows reduction in weight and downsizing
of the display device and allows an uncomfortable feeling
when the display device is mounted to be largely reduced.
Further, this allows reduction in manufacture costs.
[0032] In the display device according to an embodi-
ment of the present disclosure, the optical device can be
of a transmissive type or a semi-transmissive type (see-
through type). Specifically, at least a part of the optical
device, which is opposed to the pupil of the observer,
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can be made transmissive or semi-transmissive (see-
through), and thus a landscape can be viewed through
the part of the optical device. The display device may
include one image display device (monocular type) or
two image display devices (binocular type).
[0033] In this specification, the term "semi-transmis-
sive" is used in some cases. This term is used in not a
meaning that 1/2 (50%) of incident light is transmitted or
reflected, but a meaning that part of incident light is trans-
mitted and the rest is reflected.
[0034] The optical device according to an embodiment
of the present disclosure or the display device according
to an embodiment of the present disclosure allows mon-
ochrome (for example, green) image display. In this case,
the angle of view is divided into two, for example (more
specifically, into two halves, for example), and the first
deflection unit can be formed of a laminate of two holo-
graphic diffraction gratings corresponding to respective
groups of the angle of view divided into two. Alternatively,
in the case of color image display, in order to correspond
to diffraction reflection of P types of light beams having
different P types (for example, P=3, i.e., three types of
red, green, and blue) of wavelength bands (or wave-
lengths), each of the first deflection unit and the second
deflection unit can be a laminate of P layers of holograph-
ic diffraction gratings. In this case, for each holographic
diffraction grating, interference fringes corresponding to
one type of wavelength band (or wavelength) are formed.
Alternatively, for example, the following structure may be
adopted: a holographic diffraction grating that causes
light having a red wavelength band (or wavelength) to be
diffracted and reflected is disposed on the first light guide
plate; a holographic diffraction grating that causes light
having a green wavelength band (or wavelength) to be
diffracted and reflected is disposed on the second light
guide plate; a holographic diffraction grating that causes
light having a blue wavelength band (or wavelength) to
be diffracted and reflected is disposed on the third light
guide plate; and those first light guide plate, second light
guide plate, and third light guide plate are laminated with
gaps therebetween. Adopting this configuration allows
an increase in diffraction efficiency when light beams
having respective wavelength bands (or wavelengths)
are diffracted and reflected in holographic diffraction grat-
ings, an increase in diffraction reception angle, and op-
timization of diffraction-reflection angle. The lamination
of the holographic diffraction gratings may be performed
using the alignment device based on the assembling
method for an optical device according to the first and
second embodiments of the present disclosure, and the
holographic diffraction grating may be formed of the ho-
lographic diffraction grating according to an embodiment
of the present disclosure. It is desirable to dispose a pro-
tector such that the holographic diffraction grating does
not come into direct contact with air.
[0035] Examples of material forming the holographic
diffraction grating include a photopolymer material. A
constituent material and a basic structure of the holo-

graphic diffraction grating may be the same as those of
a holographic diffraction grating in related art. Although
interference fringes are formed inside and over the sur-
face of the holographic diffraction grating, a method of
forming the interference fringes may be the same as a
forming method in related art. Specifically, for example,
object light may be applied to a member that forms a
holographic diffraction grating (for example, photopoly-
mer material) from a first predetermined direction on one
side, and reference light may be applied to the member
that forms a holographic diffraction grating from a second
predetermined direction on the other side at the same
time, to record interference fringes formed by the object
light and the reference light in the member that forms a
holographic diffraction grating. When the first predeter-
mined direction, the second predetermined direction, and
the wavelengths of the object light and the reference light
are adequately selected, a desired pitch of interference
fringes on the surface of the holographic diffraction grat-
ing and a desired slant angle (angle of inclination) of the
interference fringes can be obtained. The slant angle of
the interference fringes means an angle formed by the
surface of the holographic diffraction grating and the in-
terference fringes.
[0036] The optical device can be manufactured by the
following method, for example.

(A-1) Form a first holographic diffraction grating and
a third holographic diffraction grating on a first sur-
face of a substrate for manufacture (that doubles as
a support in some cases).
(A-2) Form a second holographic diffraction grating
on a second surface of the substrate for manufac-
ture.
(A-3) Transfer the first holographic diffraction grating
and the third holographic diffraction grating, which
are formed on the first surface of the substrate for
manufacture, to a first surface of a light guide plate,
and transfer the second holographic diffraction grat-
ing, which is formed on the second surface of the
substrate for manufacture, to a second surface of
the light guide plate.

[0037] Alternatively, the optical device can be manu-
factured by the following method.

(B-1) Form a first holographic diffraction grating and
a third holographic diffraction grating on a first sur-
face of a light guide plate.
(B-2) Form a second holographic diffraction grating
on a substrate for manufacture (that doubles as a
support in some cases).
(B-3) Transfer the second holographic diffraction
grating, which is formed on the substrate for manu-
facture, to a second surface of the light guide plate.

[0038] Alternatively, the optical device can be manu-
factured by the following method.
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(C-1) Form a second holographic diffraction grating
on a second surface of a light guide plate.
(C-2) Form a first holographic diffraction grating and
a third holographic diffraction grating on a substrate
for manufacture (that doubles as a support in some
cases).
(C-3) Transfer the first holographic diffraction grating
and the third holographic diffraction grating, which
are formed on the substrate for manufacture, to a
first surface of the light guide plate.

[0039] Alternatively, the optical device can be manu-
factured by the following method.

(D-1) Form a first holographic diffraction grating and
a third holographic diffraction grating on a first sub-
strate for manufacture.
(D-2) Form a second holographic diffraction grating
on a second substrate for manufacture (that doubles
as a support in some cases).
(D-3) Transfer the first holographic diffraction grating
and the third holographic diffraction grating, which
are formed on the first substrate for manufacture, to
a first surface of a light guide plate, and transfer the
second holographic diffraction grating, which is
formed on the second substrate for manufacture, to
a second surface of the light guide plate.

[0040] Alternatively, the optical device can be manu-
factured by the following method.

(E-1) Form a first holographic diffraction grating on
a first substrate for manufacture.
(E-2) Form a second holographic diffraction grating
on a second substrate for manufacture (that doubles
as a support in some cases).
(E-3) Form a third holographic diffraction grating on
a third substrate for manufacture.
(E-4) Transfer the first holographic diffraction grating
formed on the first substrate for manufacture and the
third holographic diffraction grating formed on the
third substrate for manufacture to a first surface of a
light guide plate, and transfer the second holographic
diffraction grating formed on the second substrate
for manufacture to a second surface of the light guide
plate.

[0041] In the image display device, the image forming
device can have a form including a plurality of pixels ar-
ranged in a two-dimensional matrix. It should be noted
that the image forming device having such a configura-
tion is referred to as an "image forming device having a
first configuration" for sake of simplicity.
[0042] Examples of the image forming device having
a first configuration include: an image forming device in-
cluding a reflection-type spatial light modulation device
and a light source; an image forming device including a
transmissive-type spatial light modulation device and a

light source; and an image forming device including a
light emitting element such as a light-emitting diode
(LED), a semiconductor laser element, an organic EL
(Electro Luminescence) element, or an inorganic EL el-
ement. Of those, it is desirable to use an image forming
device including a reflection-type spatial light modulation
device and a light source. Examples of the spatial light
modulation device include a light valve, for example, a
transmissive-type or reflection-type liquid crystal display
device such as an LCOS (Liquid Crystal On Silicon), and
a digital micromirror device (DMD). Examples of the light
source include the light emitting elements described
above. Further, the reflection-type spatial light modula-
tion device can include a liquid crystal display device and
a polarizing beam splitter. The polarizing beam splitter
reflects part of light from the light source and guides the
light to the liquid crystal display device, and causes part
of the light reflected by the liquid crystal display device
to pass to guide the light to an optical system. Examples
of the light emitting element that forms the light source
include a red light emitting element, a green light emitting
element, a blue light emitting element, and a white light
emitting element. Alternatively, red light, green light, and
blue light that are output from the red light emitting ele-
ment, the green light emitting element, and the blue light
emitting element, respectively, may be used to achieve
color mixture and uniformity in luminance by using a light
pipe, to obtain white light. Examples of the light emitting
element include a semiconductor laser element, a solid-
state laser, and an LED. The number of pixels may be
determined based on the specifications requested for the
image display device and take specific values such as
320*240, 432*240, 640*480, 854*480, 1024*768, and
1920*1080, for example. A collimating optical system that
will be described later has a function of converting posi-
tion information of a pixel into angle information in an
optical system of a light guide unit. Examples of the col-
limating optical system include an optical system that in-
cludes a convex lens, a concave lens, a free-form-sur-
face prism, and a hologram lens independently or in com-
bination and has a positive optical power as a whole.
[0043] Alternatively, in the image display device, the
image forming device can have a form including a light
source and a scanning unit that scans parallel light output
from the light source. It should be noted that the image
forming device having such a configuration is referred to
as an "image forming device having a second configura-
tion" for sake of simplicity.
[0044] Examples of the light source in the image form-
ing device having a second configuration include a light
emitting element, specifically, a red light emitting ele-
ment, a green light emitting element, a blue light emitting
element, and a white light emitting element. Alternatively,
red light, green light, and blue light that are output from
the red light emitting element, the green light emitting
element, and the blue light emitting element, respective-
ly, may be used to achieve color mixture and uniformity
in luminance by using a light pipe, to obtain white light.
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Examples of the light emitting element include a semi-
conductor laser element, a solid-state laser, and an LED.
The number of pixels (virtual pixels) in the image forming
device having a second configuration may also be deter-
mined based on the specifications requested for the im-
age display device and take specific values such as
320*240, 432*240, 640*480, 854*480, 1024*768, and
1920*1080, for example. Further, in the case of color
image display and in the case where the light source
includes a red light emitting element, a green light emit-
ting element, and a blue light emitting element, for ex-
ample, it is desirable to perform color composition by
using a cross prism. Examples of the scanning unit in-
clude MEMS (Micro Electro Mechanical Systems) includ-
ing a micromirror that is rotatable in two-dimensional di-
rections and horizontally and vertically scans light output
from the light source, and a galvanometer mirror. A relay
optical system that will be described later may be formed
of a well-known relay optical system.
[0045] In the image forming device having a first con-
figuration or the image forming device having a second
configuration, the light that is changed into a plurality of
parallel light beams in the optical system is input to the
light guide plate. Such an optical system is an optical
system in which output light is assumed as parallel light
and which is referred to as a "parallel light outputting
optical system" in some cases, and specifically, includes
a collimating optical system or a relay optical system, for
example. In such a manner, being parallel light is request-
ed based on the necessity to preserve light wavefront
information obtained when those light beams are input
to the light guide plate, even after those light beams are
output from the light guide plate via the first deflection
unit and the second deflection unit. In order to generate
a plurality of parallel light beams, specifically, for exam-
ple, a light output unit of the image forming device may
be provided at a spot (position) of the focal distance in
the parallel light outputting optical system, for example.
The parallel light outputting optical system has a function
of converting position information of a pixel into angle
information in the optical system of the optical device.
Examples of the parallel light outputting optical system
include an optical system that includes a convex lens, a
concave lens, a free-form-surface prism, and a hologram
lens independently or in combination and has a positive
optical power as a whole. A light blocking unit having an
opening may be disposed between the parallel light out-
putting optical system and the light guide plate so as to
prevent undesired light from being output from the par-
allel light outputting optical system and input to the light
guide plate.
[0046] Alternatively, for example, in addition to a com-
bination of a backlight that emits white light as a whole
and a liquid crystal display device including red light emit-
ting pixels, green light emitting pixels, and blue light emit-
ting pixels, examples of the light source or the image
forming device including light emitting elements and light
valves include the following configurations.

[Image Forming Device A]

[0047] An image forming device A includes

(α) a first image forming device including a first light
emitting panel on which first light emitting elements
that emit blue light are arranged in a two-dimensional
matrix,
(β) a second image forming device including a sec-
ond light emitting panel on which second light emit-
ting elements that emit green light are arranged in a
two-dimensional matrix,
(γ) a third image forming device including a third light
emitting panel on which third light emitting elements
that emit red light are arranged in a two-dimensional
matrix, and
(δ) a unit for collecting light beams output from the
first image forming device, the second image forming
device, and the third image forming device into one
optical path (for example, the unit corresponds to a
dichroic prism; the same holds true for the following
description), in which
the light-emitting/non-light-emitting states of the first
light emitting elements, the second light emitting el-
ements, and the third light emitting elements are con-
trolled.

[Image Forming Device B]

[0048] An image forming device B includes

(α) a first image forming device including a first light
emitting element that emits blue light, and a first light
passage control device for controlling the pas-
sage/non-passage of output light output from the first
light emitting element that emits blue light, the first
light passage control device being a kind of light
valve and including a liquid crystal display device, a
digital micromirror device (DMD), and a LCOS, for
example; the same holds true for the following de-
scription,
(β) a second image forming device including a sec-
ond light emitting element that emits green light, and
a second light passage control device (light valve)
for controlling the passage/non-passage of output
light output from the second light emitting element
that emits green light,
(γ) a third image forming device including a third light
emitting element that emits red light, and a third light
passage control device (light valve) for controlling
the passage/non-passage of output light output from
the third light emitting element that emits red light,
and
(δ) a unit for collecting light beams passing through
the first light passage control device, the second light
passage control device, and the third light passage
control device into one optical path,
in which the passage/non-passage of the output light
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beams output from those light emitting elements is
controlled by the light passage control devices, and
thus an image is displayed. Examples of units for
leading the output light beams output from the first
light emitting element, the second light emitting ele-
ment, and the third light emitting element (i.e., light
leading members) include light guide members, mi-
crolens arrays, mirrors or reflective plates, and con-
denser lenses.

[Image Forming Device C]

[0049] An image forming device C includes

(α) a first image forming device including a first light
emitting panel on which first light emitting elements
that emit blue light are arranged in a two-dimensional
matrix, and a blue light passage control device (light
valve) for controlling the passage/non-passage of
output light output from the first light emitting panel,
(β) a second image forming device including a sec-
ond light emitting panel on which second light emit-
ting elements that emit green light are arranged in a
two-dimensional matrix, and a green light passage
control device (light valve) for controlling the pas-
sage/non-passage of output light output from the
second light emitting panel,
(γ) a third image forming device including a third light
emitting panel on which third light emitting elements
that emit red light are arranged in a two-dimensional
matrix, and a red light passage control device (light
valve) for controlling the passage/non-passage of
output light output from the third light emitting panel,
and
(δ) a unit for collecting light beams passing through
the blue light passage control device, the green light
passage control device, and the red light passage
control device into one optical path,
in which the passage/non-passage of the output light
beams output from those first light emitting panel,
second light emitting panel, and third light emitting
panel is controlled by the light passage control de-
vices (light valves), and thus an image is displayed.

[Image Forming Device D]

[0050] An image forming device D, which is an image
forming device for color display of a field sequential sys-
tem, includes

(α) a first image forming device including a first light
emitting element that emits blue light,
(β) a second image forming device including a sec-
ond light emitting element that emits green light,
(γ) a third image forming device including a third light
emitting element that emits red light,
(δ) a unit for collecting light beams output from the
first image forming device, the second image forming

device, and the third image forming device into one
optical path, and
(ε) a light passage control device (light valve) for con-
trolling the passage/non-passage of the light output
from the unit for collecting light beams into one op-
tical path,
in which the passage/non-passage of the output light
beams output from those light emitting elements is
controlled by the light passage control devices, and
thus an image is displayed.

[Image Forming Device E]

[0051] An image forming device E, which is also an
image forming device for color display of a field sequential
system, includes

(α) a first image forming device including a first light
emitting panel on which first light emitting elements
that emit blue light are arranged in a two-dimensional
matrix,
(β) a second image forming device including a sec-
ond light emitting panel on which second light emit-
ting elements that emit green light are arranged in a
two-dimensional matrix,
(γ) a third image forming device including a third light
emitting panel on which third light emitting elements
that emit red light are arranged in a two-dimensional
matrix,
(δ) a unit for collecting light beams output from the
respective first image forming device, second image
forming device, and third image forming device into
one optical path, and
(ε) a light passage control device (light valve) for con-
trolling the passage/non-passage of the light output
from the unit for collecting light beams into one op-
tical path,
in which the passage/non-passage of the output light
beams output from those light emitting panels is con-
trolled by the light passage control device, and thus
an image is displayed.

[Image Forming Device F]

[0052] An image forming device F is an image forming
device for color display of a passive matrix type or an
active matrix type in which an image is displayed by con-
trolling the light-emitting/non-light-emitting states of first
light emitting elements, second light emitting elements,
and third light emitting elements.

[Image Forming Device G]

[0053] An image forming device G, which is an image
forming device for color display of a field sequential sys-
tem, includes
light passage control devices (light valves) for controlling
the passage/non-passage of output light beams from
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light emitting element units arranged in a two-dimension-
al matrix,
in which the light-emitting/non-light-emitting states of first
light emitting elements, second light emitting elements,
and third light emitting elements in the light emitting ele-
ment units are controlled on a time division basis, and
further the passage/non-passage of the output light
beams output from the first light emitting elements, sec-
ond light emitting elements, and third light emitting ele-
ments is controlled by the light passage control devices,
and thus an image is displayed.
[0054] The light guide plate has two parallel surfaces
(first surface and second surface) extending parallel to
the axis of the light guide plate (the axis corresponds to
a longitudinal direction or horizontal direction and is re-
ferred to as an "x axis" for sake of simplicity). It should
be noted that the width direction of the light guide plate,
which corresponds to a height direction or a vertical di-
rection, is referred to as a "y axis" for sake of simplicity.
Assuming that a surface of the light guide plate, to which
light is input, is an input surface of the light guide plate,
and a surface of the light guide plate, from which light is
output, is an output surface of the light guide plate, the
input surface of the light guide plate and the output sur-
face of the light guide plate may be formed of the second
surface. Alternatively, the input surface of the light guide
plate may be formed of the first surface, and the output
surface of the light guide plate may be formed of the
second surface. The interference fringes of the holo-
graphic diffraction grating extend substantially parallel to
the y axis.
[0055] The first A alignment mark and the first B align-
ment mark are provided to the outside of the first inter-
ference fringe forming area in an extending direction of
the first interference fringes so as to be opposed to each
other while sandwiching the first interference fringe form-
ing area therebetween. Specifically, however, the first A
alignment mark and the first B alignment mark may be
included in a projected image onto an x-z plane of the
first interference fringe forming area or may be included
in a projected image onto an x-z plane of a part of the
first holographic diffraction grating on the end of the light
guide plate in relation to the first interference fringe form-
ing area (for sake of simplicity, the part is referred to as
an "end area of the first holographic diffraction grating"
in some cases). Similarly, the second A alignment mark
and the second B alignment mark are provided to the
outside of the second interference fringe forming area in
an extending direction of the second interference fringes
so as to be opposed to each other while sandwiching the
second interference fringe forming area. Specifically,
however, the second A alignment mark and the second
B alignment mark may be included in a projected image
onto an x-z plane of the second interference fringe form-
ing area or may be included in a projected image onto
an x-z plane of a part of the second holographic diffraction
grating on the end of the light guide plate in relation to
the second interference fringe forming area (for sake of

simplicity, the part is referred to as an "end area of the
second holographic diffraction grating" in some cases).
[0056] Examples of the material forming the light guide
plate include glasses including an optical glass such as
a quartz glass or BK7, and plastic materials (for example,
PMMA (poly methyl methacrylate), polycarbonate resin,
acrylic resin, amorphous polypropylene resin, and sty-
rene resin including AS resin (acrylonitrile styrene copol-
ymer)). The shape of the light guide plate is not limited
to be a flat shape and may be a curved shape. Examples
of the material forming the support include a material
forming the light guide plate, other plastic films, and dicing
tapes (dicing films).
[0057] In the display device according to an embodi-
ment of the present disclosure, a frame includes a front
portion disposed on the front of the observer, and two
temple portions turnably attached to both ends of the
front portion via hinges. It should be noted that earpiece
portions are attached to the tip ends of the respective
temple portions. The image display device is attached to
the frame. Specifically, for example, the image forming
device only needs to be attached to the temple portion.
Further, a configuration in which the front portion and the
two temple portions are incorporated can be adopted. In
other words, when the whole of the display device ac-
cording to an embodiment of the present disclosure is
viewed, generally, the frame has substantially the same
structure as that of normal eyeglasses. The materials
forming the frame including a pad portion can be the
same as materials forming normal eyeglasses, such as
metals, alloys, plastics, and combinations thereof. Fur-
thermore, a configuration in which nose pads are at-
tached to the front portion can be adopted. In other words,
when the whole of the display device according to an
embodiment of the present disclosure is viewed, an as-
sembled body of the frame and the nose pads has sub-
stantially the same structure as that of normal eyeglass-
es, except for the absence of a rim. The nose pads can
have a well-known configuration and structure.
[0058] Besides, in the display device according to an
embodiment of the present disclosure, it is desirable to
adopt a form in which wires (signal line, power supply
line, etc.) extending from one or two image forming de-
vices are extended from the tip ends of the earpiece por-
tions to the outside through the inside of the temple por-
tions and the earpiece portions and are connected to a
control device (control circuit or control unit), from the
viewpoint of design or ease of mounting. Further, each
image forming device includes a headphone portion and
can have a form in which headphone portion wires, which
extend from the respective image forming devices, are
extended from the tip ends of the earpiece portions to
the headphone portions through the inside of the temple
portions and the earpiece portions. Examples of the
headphone portion include an inner ear type headphone
portion and a canal type headphone portion. More spe-
cifically, it is desirable to adopt a form in which the head-
phone portion wire is extended to the headphone portion
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so as to run around the rear side of a pinna (auricle) from
the tip end of the earpiece portion.
[0059] It is possible to adopt a form in which an imaging
device is attached to the center part of the front portion.
Specifically, the imaging device includes a solid-state im-
aging device, which has a CCD (Charge Coupled Device)
or a CMOS (Complementary Metal Oxide Semiconduc-
tor) sensor, and a lens, for example. The wiring from the
imaging device only needs to be connected to one image
display device (or image forming device) via the front
portion for example, and only needs to be further included
in wiring extending from the image display device (or im-
age forming device).
[0060] A light beam that is output from the center of
the image forming device and passes through a nodal
point on the image forming device side of the optical sys-
tem is referred to as a "central light beam", and a light
beam in the central light beam, which is vertically input
to the optical device, is referred to as a "central incident
light beam". It is assumed that a point at which the central
incident light beam is input to the optical device is an
optical device central point, an axis that passes through
the optical device central point and is parallel to the axis
direction of the optical device is an x axis, and an axis
that passes through the optical device central point and
coincides with the normal line of the optical device is an
z axis. The horizontal direction in the display device ac-
cording to an embodiment of the present disclosure is a
direction that is parallel to the x axis, and is hereinafter
referred to as an "x-axis direction" in some cases. Here,
the optical system is disposed between the image form-
ing device and the optical device and changes light output
from the image forming device into parallel light. Subse-
quently, a light flux changed into the parallel light in the
optical system is input to the optical device, guided to the
optical device, and output from the optical device. Fur-
ther, the central point of the first deflection unit is referred
to as an "optical device central point".
[0061] Alternatively, in the case where the display de-
vice is of a binocular type, the display device can have
the following configuration: the light guide plate is dis-
posed on the center of the observer’s face in relation to
the image forming device as a whole; a connection mem-
ber to connect two image display devices is further pro-
vided; the connection member is attached to one side of
the frame, which faces the observer at the central part
located between two pupils of the observer; and a pro-
jected image of the connection member is included in a
projected image of the frame.
[0062] In such a manner, with the structure in which
the connection member is attached to the central part of
the frame that is located between the two pupils of the
observer, i.e., without the structure in which the image
display devices are directly attached to the frame, when
the frame is mounted onto the head of the observer, the
temple portions are expanded outwards. As a result, if
the frame is deformed, such a deformation of the frame
does not cause a displacement (positional change) of

the image forming device or the light guide plate, or caus-
es little displacement, if any. For that reason, the angle
of convergence of left and right images can be certainly
prevented from being changed. Moreover, since it is un-
necessary to enhance the rigidity of the front portion of
the frame, it is possible to avoid causing an increase in
weight of the frame, lowering in design quality, and a rise
in cost. Besides, since the image display devices are not
attached directly to the eyeglasses-type frame, the de-
sign, color, and the like of the frame can be freely selected
according to the observer’s preference, and thus there
are few restrictions imposed on the design of the frame
and the degree of freedom on a design basis is high. In
addition, the connecting member is disposed between
the observer and the frame, and, moreover, the projected
image of the connecting member is included in the pro-
jected image of the frame. In other words, when the head
mounted display is viewed from the front of the observer,
the connecting member is hidden behind the frame. So,
a high design quality can be given to the head mounted
display.
[0063] It is desirable that the connection member be
attached to the side, facing the observer, of the central
part of the front portion located between the two pupils
of the observer. The part corresponds to a bridge portion
in normal eyeglasses.
[0064] The two image display devices are connected
to each other with the connection member. Specifically,
the following form is provided: the image forming devices
are attached to both ends of the connection member such
that the mounting state can be adjusted. In this case, it
is desirable that each of the image forming devices be
located on the outside in relation to the pupil of the ob-
server. In such a configuration, furthermore, it is desirable
to satisfy:

0.01∗L≤α≤0.30∗L, desirably 0.05∗L≤α≤0.25∗L;
0.35∗L≤β≤0.65∗L, desirably 0.45∗L≤β≤0.55∗L; and
0.70∗L≤γ≤0.99∗L, desirably 0.75∗L≤γ≤0.95∗L,

where a distance from the center of the mounting portion
of one image forming device to one end of the frame (an
endpiece on one side) is represented by α, a distance
from the center of the connection member to the one end
of the frame (the endpiece on the one side) is represented
by β, a distance from the center of the mounting portion
of the other image forming device to the one end of the
frame (the endpiece on the one side) is represented by
γ, and the length of the frame is represented by L. The
mounting of the image forming devices to both ends of
the connection member is specifically performed as fol-
lows, for example: three through-holes are provided at
three positions of each of the ends of the connection
member; screw-engagement portions corresponding to
the through-holes are provided to the image forming de-
vices; and screws are inserted into the respective
through-holes and screwed into the screw-engagement
portions provided to the image forming devices. A spring
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is inserted between each screw and a corresponding
screw-engagement portion. In such a manner, the
mounting state of the image forming devices (inclination
of the image forming devices with respect to the connec-
tion member) can be adjusted based on the fastening
state of the screws.
[0065] Here, the center of the mounting portion of the
image forming device indicates a bisection point, along
the axial direction of the frame, of a portion where a pro-
jected image of the image forming device, which is ob-
tained by projecting the image forming device and the
frame onto a virtual plane, is superimposed on a project-
ed image of the frame, in the state where the image form-
ing device is attached to the connection member. Further,
the center of the connection member indicates a bisec-
tion point, along the axis direction of the frame, of a por-
tion where the connection member is in contact with the
frame, in the state where the connection member is at-
tached to the frame. The length of the frame indicates
the length of the projected image of the frame, in the case
where the frame is curved. It should be noted that a pro-
jection direction is a direction vertical to the observer’s
face.
[0066] Alternatively, the two image display devices are
connected to each other with the connection member,
and specifically, the following form can be adopted: two
light guide plates are connected to each other with the
connection member. There is a case where the two light
guide plates are integrally manufactured, and in such a
case, the connection member is attached to such a light
guide plate integrally manufactured. Such a form is also
included in the form in which the connection member
connects the two light guide plates to each other. Assum-
ing that a distance from the center of one of the image
forming devices to one end of the frame is α’ and a dis-
tance from the center of the other one of the image form-
ing devices to the one end of the frame is γ’, the values
of α’ and γ’ are desirably set to the same as the values
of α and γ described above. It should be noted that the
center of the image forming device indicates a bisection
point, along the axis direction of the frame, of a portion
where a projected image of the image forming device,
which is obtained by projecting the image forming device
and the frame onto a virtual plane, is superimposed on
a projected image of the frame, in the state where the
image forming device is attached to the light guide plate.
[0067] The shape of the connection member is sub-
stantially optional as long as the projected image of the
connection member is included in the projected image
of the frame. Examples of the shape of the connection
member include bar-like shapes and strip-like shapes.
Examples of the material forming the connecting member
include metals, alloys, plastics, and combinations there-
of.

[Embodiment 1]

[0068] Embodiment 1 relates to an optical device ac-

cording to an embodiment of the present disclosure, an
assembling method for an optical device, a holographic
diffraction grating according to an embodiment of the
present disclosure, a display device (specifically, head
mounted display (HMD)) according to an embodiment of
the present disclosure, and an alignment device. Fig. 1
is a conceptual diagram of an image display device in a
display device according to an embodiment of Embodi-
ment 1. Figs. 2A and 2B are a schematic diagram show-
ing a light guide plate in the display device of Embodiment
1 when viewed from the opposite side of an observer,
and a schematic diagram showing the light guide plate
when viewed from the same side as the observer, re-
spectively. It should be noted that in Figs. 2A and 2B, to
clearly specify a first interference fringe forming area and
a second interference fringe forming area, the first inter-
ference fringe forming area and the second interference
fringe forming area are hatched. Further, Fig. 6 is a sche-
matic cross-sectional view of a reflection-type volume
holographic diffraction grating in a partially enlarged form
in the display device of Embodiment 1. Fig. 7 is a sche-
matic diagram of the display device of Embodiment 1
when viewed from above. Fig. 8 is a schematic diagram
of the display device of Embodiment 1 when viewed from
the front. Fig. 9A is a schematic diagram of the display
device of Embodiment 1 when viewed from a lateral di-
rection. Fig. 9B is a schematic diagram showing light
propagation in the light guide plate that forms the image
display device.
[0069] More specifically, the display device according
to Embodiment 1 or Embodiment 2 that will be described
later is a head mounted display (HMD) including

(i) a frame (for example, eyeglasses-type frame 10)
mounted onto the head of an observer 20, and
(ii) image display devices 100 and 200 attached to
the frame 10. Further, each of the image display de-
vices 100 and 200 according to Embodiment 1 and
Embodiment 2 that will be described later includes

(A) image forming devices 111, 111A, 111B, and
211,
(B) optical devices (light guide units) to and from
which light output from the image forming devic-
es 111, 111A, 111B, and 211 is input and output,
and
(C) optical systems (parallel light outputting op-
tical systems) 112 and 254 that change light out-
put from the image forming devices 111 and 211
into parallel light, in which a light flux changed
into the parallel light in the optical systems 112
and 254 is input to the optical device 120 and
output. The optical device includes the optical
device 120 according to Embodiment 1. Specif-
ically, the display device according to Embodi-
ment 1 or Embodiment 2 that will be described
later is of a binocular type including two image
display devices, but may be of a monocular type
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including one image display device. The image
forming devices 111 and 211 display a mono-
chrome (for example, green) image, for exam-
ple.

[0070] The image display devices 100 and 200 may
be attached to the frame 10 in a fixed manner or detach-
ably. The optical systems 112 and 254 are disposed be-
tween the image forming devices 111 and 211 and the
optical device 120. The light fluxes changed into the par-
allel light in the optical systems 112 and 254 are input to
the optical device 120 and output. Further, the optical
device 120 is a semi-transmissive type (see-through
type). Specifically, portions of the optical devices, which
are opposed to at least the both eyes of the observer 20
(more specifically, light guide plate 121 and second de-
flection unit 140 that will be described later), are semi-
transmissive (see-through).
[0071] In Embodiment 1 or Embodiment 2 that will be
described later, in a light beam (central incident light
beam CL) that is output from the center of each of the
image forming devices 111 and 211 and passes through
a nodal point on the image forming device side of each
of the optical systems 112 and 254, it is assumed that a
point at which the central incident light beam vertically
input to the optical device 120 is input to the optical device
120 is an optical device central point O, an axis that pass-
es through the optical device central point O and is par-
allel to the axis direction of the optical device 120 is a y
axis, and an axis that passes through the optical device
central point O and coincides with the normal line of the
optical device 120 is a z axis. It should be noted that the
central point of the first deflection unit 130 is the optical
device central point O. In other words, as shown in Fig.
9B, in the image display devices 100 and 200, the central
incident light beam CL that is output from the center of
each of the image forming devices 111 and 211 and pass-
es through a nodal point on the image forming device
side of each of the optical systems 112 and 254 vertically
impinges on the light guide plate 121. In other words, the
central incident light beam CL is input to the light guide
plate 121 at an incident angle of 0 degrees. In this case,
the center of the displayed image coincides with a direc-
tion of a perpendicular of the second surface 123 of the
light guide plate 121.
[0072] In the optical device according to an embodi-
ment of the present disclosure, the optical device in the
display device according to an embodiment of the
present disclosure, and the assembling method for an
optical device according to the first and second embod-
iments of the present disclosure, the optical device 120
according to Embodiment 1 or Embodiment 2 that will be
described later includes

(a) a light guide plate 121 configured to output light
after the light is input to the light guide plate and
propagated inside the light guide plate by total re-
flection,

(b) a first deflection unit 130 configured to deflect the
light input to the light guide plate 121, to totally reflect
the light input to the light guide plate 121 inside the
light guide plate 121, and
(c) a second deflection unit 140 configured to deflect
the light propagated inside the light guide plate 121
by total reflection, to output, from the light guide plate
121, part of the light propagated inside the light guide
plate 121 by total reflection. Here, each of the first
deflection unit 130 and the second deflection unit
140 is formed of a reflection-type volume holographic
diffraction grating. In other words, the first deflection
unit 130 and the second deflection unit 140 function
as a kind of a semi-transmissive mirror.

[0073] Furthermore, the first deflection unit 130 is
formed of a first holographic diffraction grating 131 and
a second holographic diffraction grating 135. The first
holographic diffraction grating 131 includes a first inter-
ference fringe forming area 132 in which first interference
fringes are formed. The second holographic diffraction
grating 135 includes a second interference fringe forming
area 136 in which second interference fringes are
formed.
[0074] Further, the first holographic diffraction grating
131 is provided with a first A alignment mark 134A and
a first B alignment mark 134B, which are provided on an
outer side 133 of the first interference fringe forming area
132 in an extending direction of the first interference fring-
es so as to be opposed to each other while sandwiching
the first interference fringe forming area 132 therebe-
tween. On the other hand, the second holographic dif-
fraction grating 135 is provided with a second A alignment
mark 138A and a second B alignment mark 138B, which
are provided on an outer side 137 of the second interfer-
ence fringe forming area 136 in an extending direction
of the second interference fringes so as to be opposed
to each other while sandwiching the second interference
fringe forming area 136 therebetween. Further, the first
A alignment mark 134A and the first B alignment mark
134B are each provided with interference fringes that are
identical to that of the first interference fringe forming
area 132, and the second A alignment mark 138A and
the second B alignment mark 138B are each provided
with interference fringes that are identical to that of the
second interference fringe forming area 136.
[0075] Further, in the optical device according to an
embodiment of the present disclosure and in the display
device according to an embodiment of the present dis-
closure, in a state where the relative alignment of the first
holographic diffraction grating 131 and the second holo-
graphic diffraction grating 135 is completed, each of the
first A alignment mark 134A and the second A alignment
mark 138A has a shape for which the first A alignment
mark 134A and the second A alignment mark 138A do
not overlap, and each of the first B alignment mark 134B
and the second B alignment mark 138B has a shape for
which the first B alignment mark 134B and the second B
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alignment mark 138B do not overlap. Alternatively, si-
multaneously, in a state where the relative alignment of
the first holographic diffraction grating 131 and the sec-
ond holographic diffraction grating 135 is completed, the
first A alignment mark 134A and the second A alignment
mark 138A are disposed at positions where the first A
alignment mark 134A and the second A alignment mark
138A do not overlap, and the first B alignment mark 134B
and the second B alignment mark 138B are disposed at
positions where the first B alignment mark 134B and the
second B alignment mark 138B do not overlap.
[0076] In Embodiment 1 or Embodiment 2 that will be
described later, the first deflection unit 130 is disposed
on each of the first surface 122 and the second surface
123 of the light guide plate 121, and the second deflection
unit 140 formed of the third holographic diffraction grating
is disposed on the first surface 122 of the light guide plate
121. In other words, the first holographic diffraction grat-
ing 131 is disposed on the first surface 122 of the light
guide plate 121, and the second holographic diffraction
grating 135 is disposed on the second surface 123 that
is opposed to the first surface 122 of the light guide plate
121. The first deflection unit 130 diffracts and reflects at
least part of the light input to the light guide plate 121
such that the parallel light input to the light guide plate
121 is totally reflected inside the light guide plate 121.
The second deflection unit 140 diffracts and reflects the
light propagated inside the light guide plate 121 by total
reflection a plurality of times and outputs the light in the
state of parallel light from the second surface 123 of the
light guide plate 121. In the first deflection unit 130, in
order that the parallel light input to the light guide plate
121 is totally reflected inside the light guide plate 121,
the parallel light input to the light guide plate 121 is dif-
fracted and reflected. On the other hand, in the second
deflection unit 140, the parallel light that is propagated
inside the light guide plate 121 by total reflection is dif-
fracted and reflected a plurality of times and output to-
ward the pupil 21 of the observer 20 from the light guide
plate 121 in the state of parallel light. The diffraction ef-
ficiency value of the second deflection unit 140 is smaller
than the diffraction efficiency value of the first deflection
unit 130. Specifically, the thickness of the third holo-
graphic diffraction grating that forms the second deflec-
tion unit 140 is smaller than the thickness of the first ho-
lographic diffraction grating 131 and the second holo-
graphic diffraction grating 135, each of which forms the
first deflection unit 130.
[0077] In Embodiment 1 or Embodiment 2 that will be
described later, assuming that a pitch of the first interfer-
ence fringes formed in the first holographic diffraction
grating 131 is P1, a slant angle is ϕ1, a pitch of the second
interference fringes formed in the second holographic
diffraction grating 135 is P2, and a slant angle is ϕ2, for
example, the following relationships are established:
P1=P2 and ϕ1≠ϕ2. For that reason, light having the same
wavelength is diffracted and reflected in the first interfer-
ence fringes and the second interference fringes, but the

incident angle at which the diffraction efficiency becomes
the maximum differs, that is, an incident angle on the first
holographic diffraction grating 131 and an incident angle
on the second holographic diffraction grating 135 are dif-
ferent. Thus, the diffraction-reflection angle at which a
light intensity of the diffracted and reflected light reaches
a peak differs from each other. Further, the first A align-
ment mark 134A, the first B alignment mark 134B, the
second A alignment mark 138A, and the second B align-
ment mark 138B are disposed on the end of the light
guide plate 121.
[0078] As in the display device according to Embodi-
ment 1, in the case of monochrome (for example, green)
image display, it is desirable that the angle of view be
divided into two, for example (into two halves, for exam-
ple) and the first deflection unit 130 be formed of a lam-
inate of the two holographic diffraction gratings 131 and
135 corresponding to respective groups of the angle of
view divided into two. In other words, assuming that in
the parallel light that is input to the light guide plate 121,
the angle of view of the parallel light that is input at an
angle of a direction approaching the second deflection
unit 140 is a negative angle of view and the angle of view
of the parallel light that is input at an angle of a direction
moving apart from the second deflection unit 140 is a
positive angle of view, for example, the parallel light hav-
ing the positive angle of view is diffracted and reflected
mainly by the first holographic diffraction grating 131, and
the parallel light having the negative angle of view is dif-
fracted and reflected mainly by the second holographic
diffraction grating 135. In such a manner, the first holo-
graphic diffraction grating 131 and the second holograph-
ic diffraction grating 135 diffract and reflect light having
the same wavelength but mainly have different incident
angles at which the diffracted and reflected light is input
to the first holographic diffraction grating 131 and the
second holographic diffraction grating 135. When such
first holographic diffraction grating 131 and second ho-
lographic diffraction grating 135 are laminated with the
light guide plate 121 therebetween, it is possible to in-
crease a diffraction efficiency, increase a diffraction re-
ception angle, and optimize a diffraction-reflection angle
when light having a predetermined wavelength band (or
wavelength) is diffracted and reflected in the holographic
diffraction gratings.
[0079] It should be noted that conditions (wavelength,
incident angle, and pitch of a lattice plane) of the parallel
light having the positive angle of view satisfy a Bragg’s
condition in which a diffraction reflection occurs in the
first holographic diffraction grating 131, but do not satisfy
a Bragg’s condition in which a diffraction reflection occurs
in the second holographic diffraction grating 135. So, the
parallel light having the positive angle of view is diffracted
and reflected mainly in the first holographic diffraction
grating 131, but is not diffracted and reflected in the sec-
ond holographic diffraction grating 135 and passes
through the second holographic diffraction grating 135.
Similarly, conditions (wavelength, incident angle, and
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pitch of a lattice plane) of the parallel light having the
negative angle of view satisfy a Bragg’s condition in which
a diffraction reflection occurs mainly in the second holo-
graphic diffraction grating 135, but do not satisfy a
Bragg’s condition in which a diffraction reflection occurs
in the first holographic diffraction grating 131. So, the
parallel light having the negative angle of view is diffract-
ed and reflected mainly in the second holographic dif-
fraction grating 135, but is not diffracted and reflected in
the first holographic diffraction grating 131 and passes
through the first holographic diffraction grating 131.
[0080] Further, the holographic diffraction gratings 131
and 135 of Embodiment 1 are holographic diffraction
gratings including the interference fringe forming areas
132 and 136 in which the interference fringes are formed.
The two alignment marks 134A and 134B are provided
to the outer side 133 of the interference fringe forming
area in the extending direction of the interference fringes
so as to be opposed to each other while sandwiching the
interference fringe forming area 132 therebetween. The
two alignment marks 138A and 138B are provided to the
outer side 137 of the interference fringe forming area in
the extending direction of the interference fringes so as
to be opposed to each other while sandwiching the inter-
ference fringe forming area 136 therebetween. The same
interference fringes as the interference fringes provided
to the interference fringe forming area 132 are formed in
the alignment marks 134A and 134B and the shape there-
of is annular (ring-shaped) in plan view. The same inter-
ference fringes as the interference fringes provided to
the interference fringe forming area 136 are formed in
the alignment marks 138A and 138B and the shape there-
of is annular (ring-shaped) in plan view. It should be noted
that the alignment marks 134A, 134B, 138A, and 138B
are provided to the outside of portions of the interference
fringe forming areas 132 and 136 on the opposite side
of the portions of the interference fringe forming areas
132 and 136, from which light is output.
[0081] More specifically, as shown in Figs. 3A and 3B,
the first A alignment mark 134A and the first B alignment
mark 134B are included in a projected image of a portion
of the first holographic diffraction grating (the portion cor-
responding to an end area 133’ of the first holographic
diffraction grating) onto the x-z plane, the portion being
located on the end of the light guide plate in relation to
the first interference fringe forming area 132, and the
second A alignment mark 138A and the second B align-
ment mark 138B are included in a projected image of a
portion of the second holographic diffraction grating (the
portion corresponding to an end area 137’ of the second
holographic diffraction grating) onto the x-z plane, the
portion being located on the end of the light guide plate
in relation to the second interference fringe forming area
136. Alternatively, as shown in Figs. 4A and 4B, the first
A alignment mark 134A and the first B alignment mark
134B are included in the projected image of the first in-
terference fringe forming area 132 onto the x-z plane,
and the second A alignment mark 138A and the second

B alignment mark 138B are included in the projected im-
age of the second interference fringe forming area 136
onto the x-z plane.
[0082] The first holographic diffraction grating 131, the
second holographic diffraction grating 135, and the sec-
ond deflection unit (third holographic diffraction grating)
140 that are each made of a photopolymer material are
provided with the interference fringes each correspond-
ing to one kind of wavelength band (or wavelength) and
are manufactured by a method in related art. The pitch
of the interference fringe formed in the holographic dif-
fraction grating is constant, and the interference fringes
are linear and substantially parallel to the y axis. The first
holographic diffraction grating 131 and the second de-
flection unit 140 are disposed on (bonded to) the first
surface 122 of the light guide plate 121, and the second
holographic diffraction grating 135 is disposed on (bond-
ed to) the second surface 123 of the light guide plate 121.
[0083] Fig. 6 is a schematic partial cross-sectional view
of a reflection-type volume holographic diffraction grating
in a partially enlarged form. In the reflection-type volume
holographic diffraction grating, interference fringes hav-
ing a slant angle (angle of inclination) ϕ is formed. Here,
the slant angle ϕ means an angle formed by the surface
of the reflection-type volume holographic diffraction grat-
ing and the interference fringes. The interference fringes
are formed inside and over the surface of the reflection-
type volume holographic diffraction grating. The interfer-
ence fringes satisfy a Bragg’s condition. Here, the
Bragg’s condition indicates a condition that satisfies the
following expression (A), where m represents a positive
integer, λ represents a wavelength, d represents a pitch
of a lattice plane (intervals of normal line direction of the
virtual plane including the interference fringe), and θ rep-
resents a complementary angle of the incident angle to
the interference fringes. Further, a relationship among θ,
a slant angle ϕ, and an incident angle ψ when light enters
the reflection-type volume holographic diffraction grating
at the incident angle ψ is expressed by the following ex-
pression (B). 

[0084] In the light guide plate 121, the parallel light is
propagated inside the light guide plate 121 by total re-
flection and then output. At that time, since the light guide
plate 121 is thin and an optical path travelling inside the
light guide plate 121 is long, the number of times the total
reflection occurs until the light reaches the second de-
flection unit 140 differs depending on each angle of view.
More specifically, in the parallel light that is input to the
light guide plate 121, the number of reflections of the
parallel light that is input at an angle of a direction ap-
proaching the second deflection unit 140 is smaller than
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the number of reflections of the parallel light that is input
to the light guide plate 121 at an angle of a direction
moving apart from the second deflection unit 140. This
is because parallel light that is diffracted and reflected in
the first deflection unit 130 and is input to the light guide
plate 121 at an angle of a direction approaching the sec-
ond deflection unit 140 has a smaller angle formed to-
gether with the normal line of the light guide plate 121
when the light propagated inside the light guide plate 121
impinges on the internal surface of the light guide plate
121, than parallel light that is input to the light guide plate
121 at an angle of a direction opposite to the direction
approaching the second deflection unit 140.
[0085] In Embodiment 1 or Embodiment 2 that will be
described later, the light guide plate 121 is made of an
optical glass or a plastic material. In Embodiment 1 or
Embodiment 2 that will be described later, the light guide
plate 121 includes two parallel surfaces (first surface 122
and second surface 123) extending parallel to a light
propagation direction (x axis) by internal total reflection
of the light guide plate 121. The first surface 122 and the
second surface 123 are opposed to each other. Parallel
light is input from the second surface 123 that corre-
sponds to a light input surface, and is output from the
second surface 123 that corresponds to a light output
surface, after being propagated inside the light guide
plate 121 by total reflection. However, the light guide plate
121 is not limited to this configuration, and the light input
surface may be formed of the first surface 122, and the
light output surface may be formed of the second surface
123.
[0086] In Embodiment 1, the image forming device 111
is an image forming device having a first configuration
and includes a plurality of pixels arranged in a two-di-
mensional matrix. Specifically, the image forming device
111 includes a reflection-type spatial light modulation de-
vice 150 and a light source 153 formed of a light-emitting
diode that emits white light. The entire image forming
device 111 is housed in a casing 113 (in Fig. 1, indicated
by alternate long and short dash line). Such a casing 113
is provided with an opening (not shown), and light is out-
put through the opening from the optical system (parallel
light outputting optical system, collimating optical sys-
tem) 112. The reflection-type spatial light modulation de-
vice 150 includes a liquid crystal display device (LCD)
151 formed of an LCOS as a light valve, and a polarizing
beam splitter 152. The polarizing beam splitter 152 re-
flects part of light from the light source 153 and guides
the light to the liquid crystal display device 151, and trans-
mits part of the light reflected by the liquid crystal display
device 151 and guides the light to the optical system 112.
The liquid crystal display device 151 includes a plurality
of (for example, 640*480) pixels (liquid crystal cells) ar-
ranged in a two-dimensional matrix. The polarizing beam
splitter 152 has a well-known configuration and structure.
Non-polarized light output from the light source 153 im-
pinges on the polarizing beam splitter 152. In the polar-
izing beam splitter 152, a P-polarized light component

passes through and is output to the outside of the system.
On the other and, an S-polarized light component is re-
flected on the polarizing beam splitter 152, input to the
liquid crystal display device 151, reflected inside the liq-
uid crystal display device 151, and output from the liquid
crystal display device 151. Here, in the light output from
the liquid crystal display device 151, light beams output
from pixels for displaying "white" contain the P-polarized
light component in a high proportion, while light beams
output from pixels for displaying "black" contain the S-
polarized light component in a high proportion. So, of the
light output from the liquid crystal display device 151 and
impinging on the polarizing beam splitter 152, the P-po-
larized light component passes through the polarizing
beam splitter 152 and is guided to the optical system 112.
On the other hand, the S-polarized light component is
reflected on the polarizing beam splitter 152 and returned
back to the light source 153. The optical system 112 is
formed of a convex lens, for example, and in order to
generate parallel light, the image forming device 111
(more specifically, liquid crystal display device 151) is
disposed at a spot (position) of the focal distance in the
optical system 112. Further, one pixel is formed of a red
light emitting sub-pixel for emitting red light, a green light
emitting sub-pixel for emitting green light, and a blue light
emitting sub-pixel for emitting blue light.
[0087] The frame 10 includes a front portion 11 dis-
posed on the front of an observer 20, two temple portions
13 turnably attached to both ends of the front portion 11
via hinges 12, and earpiece portions (also referred to as
tip cells, ear pieces, or ear pads) 14 attached to the tip
ends of the respective temple portions 13. Further, nose
pads 10’ are attached to the frame 10. In other words,
basically, the assembled body of the frame 10 and the
nose pads 10’ has substantially the same structure as
that of normal eyeglasses. Furthermore, the casings 113
are detachably attached to the temple portions 13 with
mounting members 19. The frame 10 is made of metal
or plastic. It should be noted that each casing 113 may
be attached to the temple portion 13 with the mounting
member 19 so as not to be detached. Further, for an
observer wearing his/her own eyeglasses, each casing
113 may be detachably attached to the temple portion of
the frame of the eyeglasses owned by the observer with
the mounting member 19. Each casing 113 may be at-
tached to the outer side of the temple portion 13 or to the
inner side of the temple portion 13.
[0088] Moreover, wires (signal line, power supply line,
etc.) 15 extending from one image forming device 111A
are extended from the tip ends of the earpiece portions
14 to the outside through the inside of the temple portions
13 and the earpiece portions 14 and are connected to a
control device (control circuit or control unit) 18. Moreo-
ver, each of the image forming devices 111A and 111B
includes a headphone portion 16. Headphone portion
wires 16’, which extend from the respective image form-
ing devices 111A and 111B, are extended from the tip
ends of the earpiece portions 14 to the headphone por-
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tions 16 through the inside of the temple portions 13 and
the earpiece portions 14. More specifically, the head-
phone portion wire 16’ is extended to the headphone por-
tion 16 so as to run around the rear side of a pinna (au-
ricle) from the tip end of the earpiece portion 14. Such a
configuration can provide a neatly designed display de-
vice without giving an impression on messy arrangement
of the headphone portions 16 and the headphone portion
wires 16’.
[0089] The wires (signal line, power supply line, etc.)
15 are connected to the control device (control circuit)
18 as described above. The control device 18 performs
processing for image display. The control device 18 can
be formed of a well-known circuit.
[0090] Further, an imaging device 17 including a solid-
state imaging device and a lens (not shown) is attached
to a central part 11’ of the front portion 11 with an ade-
quate mounting member (not shown). The solid-state im-
aging device is formed of a CCD or a CMOS sensor. A
signal from the imaging device 17 is transmitted to, for
example, the image forming device 111A via a wire (not
shown) extended from the imaging device 17.
[0091] Hereinafter, an assembling method for the op-
tical device of Embodiment 1 will be described with ref-
erence to Figs. 3A, 3B, 4A, 4B, 5A, and 5B, which are
schematic partial plan views of the light guide plate 121
and the like, for describing an alignment of the first ho-
lographic diffraction grating 131 and the second holo-
graphic diffraction grating 135.
[0092] Here, the alignment device of Embodiment 1
includes, as shown in Figs. 5A and 5B, a stage 160, a
first light source 161, a second light source 162, a first
imaging device 163, and a second imaging device 164.
The stage 160 is movable in an X direction, a Y direction,
and a Z direction and turnable in an X-Y plane. The first
light source 161 is placed on the stage 160 and is con-
figured to input light to the light guide plate 121 from an
end surface of the light guide plate 121 on which the first
holographic diffraction grating 131 is disposed. The sec-
ond light source 162 is configured to input light to a sup-
port 124 from an end surface of the support 124 that
supports the second holographic diffraction grating 135
above the first holographic diffraction grating 131. The
first imaging device 163 is configured to detect an optical
image of the first A alignment mark 134A provided to the
first holographic diffraction grating 131, based on the light
that is input from the first light source 161 and diffracted
and reflected by the first A alignment mark 134A, and an
optical image of the second A alignment mark 138A pro-
vided to the second holographic diffraction grating 135,
based on the light that is input from the second light
source 162 and diffracted and reflected by the second A
alignment mark 138A. The second imaging device 164
is configured to detect an optical image of the first B align-
ment mark 134B provided to the first holographic diffrac-
tion grating 131, based on the light that is input from the
first light source 161 and diffracted and reflected by the
first B alignment mark 134B, and an optical image of the

second B alignment mark 138B provided to the second
holographic diffraction grating 135, based on the light
that is input from the second light source 162 and dif-
fracted and reflected by the second B alignment mark
138B.
[0093] The light beams input to the first A alignment
mark 134A and the first B alignment mark 134B are dif-
fracted and reflected by the first A alignment mark 134A
and the first B alignment mark 134B, and such light that
is output from the light guide plate 121 at an output angle
iout is output from the first light source 161 (see Figs. 5A
and 5B). Additionally, the light beams input to the second
A alignment mark 138A and the second B alignment mark
138B are diffracted and reflected by the second A align-
ment mark 138A and the second B alignment mark 138B,
and such light that is output from the light guide plate 121
at an output angle iout is output from the second light
source 162 (see Figs. 5A and 5B). Here, examples of the
output angle iout include 0 degrees. It should be noted
that the wavelength of the light output from the first light
source 161 and an incident angle on the light guide plate
121 only need to be selected in order to satisfy a Bragg’s
condition 1 for obtaining such a state, and the wavelength
of the light output from the second light source 162 and
an incident angle on the support 124 only need to be
selected in order to satisfy a Bragg’s condition 2 for ob-
taining such a state. Furthermore, parallel light is output
from the first light source 161 and parallel light is output
from the second light source 162. It should be noted that
an incident angle and a light source having the wave-
length of light simultaneously satisfying the Bragg’s con-
dition 1 and the Bragg’s condition 2 may be selected, and
thus the first light source 161 and the second light source
162 may be an identical parallel light source.
[0094] In the assembling method for the optical device
of Embodiment 1, the first A alignment mark 134A and
the second A alignment mark 138A are optically detected
(see Figs. 3A, 4A, and 5A). Simultaneously, the first B
alignment mark 134B and the second B alignment mark
138B are optically detected (see Figs. 3A, 4A, and 5B).
Subsequently, a first straight line L1 connecting the first
A alignment mark 134A and the first B alignment mark
134B is obtained, and a second straight line L2 connect-
ing the second A alignment mark 138A and the second
B alignment mark 138B is obtained (see Figs. 3A and
4A). Next, the first holographic diffraction grating 131 and
the second holographic diffraction grating 135 are rela-
tively aligned with each other such that an angle θ0, which
is formed by the first straight line L1 and the second
straight line L2 when the first straight line L1 and the sec-
ond straight line L2 are projected onto a virtual plane,
falls below a prescribed value θPD (see Figs. 3B and 4B).
[0095] Alternatively, in the assembling method for the
optical device of Embodiment 1, in a state where the sec-
ond holographic diffraction grating 135 is supported by
the support 124, light is input from the end surface of the
light guide plate 121 to the light guide plate 121, light
diffracted and reflected by the first A alignment mark
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134A and the first B alignment mark 134B is optically
detected, light is input from the end surface of the support
124 to the support 124, and light diffracted and reflected
by the second A alignment mark 138A and the second
B alignment mark 138B is optically detected. Thus, the
first holographic diffraction grating 131 and the second
holographic diffraction grating 135 are relatively aligned
with each other.
[0096] Here, in the assembling method for the optical
device 120 of Embodiment 1, with the first holographic
diffraction grating 131 being disposed on the light guide
plate 121, the first holographic diffraction grating 131 and
the second holographic diffraction grating 135 are rela-
tively aligned with each other, and the second holograph-
ic diffraction grating 135 is disposed on the light guide
plate 121. In this case, with the first holographic diffraction
grating 131 being disposed on the light guide plate 121,
the light guide plate 121 is moved relative to the second
holographic diffraction grating 135. Moreover, after the
first holographic diffraction grating 131 is bonded to the
light guide plate 121, the first holographic diffraction grat-
ing 131 and the second holographic diffraction grating
135 are relatively aligned with each other, and the second
holographic diffraction grating 135 is bonded to the light
guide plate 121.
[0097] Further, in the assembling method for the opti-
cal device 120 of Embodiment 1, with the second holo-
graphic diffraction grating 135 being supported by the
support 124, the first holographic diffraction grating 131
and the second holographic diffraction grating 135 are
relatively aligned with each other. It should be noted that
as described above, the first A alignment mark 134A and
the first B alignment mark 134B are provided with inter-
ference fringes that are identical to the interference fring-
es provided in the first interference fringe forming area
132, the second A alignment mark 138A and the second
B alignment mark 138B are provided with interference
fringes that are identical to the interference fringes pro-
vided in the second interference fringe forming area 136,
light is input to the light guide plate 121 from the end
surface of the light guide plate 121, the light diffracted
and reflected on the first A alignment mark 134A and the
first B alignment mark 134B is optically detected, the light
is input from the end surface of the support 124 to the
support 124, and the light diffracted and reflected on the
second A alignment mark 138A and the second B align-
ment mark 138B is optically detected. Here, in a state
where the relative alignment of the first holographic dif-
fraction grating 131 and the second holographic diffrac-
tion grating 135 is completed, each of the first A alignment
mark 134A and the second A alignment mark 138A has
a shape for which the first A alignment mark 134A and
the second A alignment mark 138A do not overlap, and
each of the first B alignment mark 134B and the second
B alignment mark 138B has a shape for which the first B
alignment mark 134B and the second B alignment mark
138B do not overlap. Alternatively, in a state where the
relative alignment of the first holographic diffraction grat-

ing 131 and the second holographic diffraction grating
135 is completed, the first A alignment mark 134A and
the second A alignment mark 138A are disposed at po-
sitions where the first A alignment mark 134A and the
second A alignment mark 138A do not overlap, and the
first B alignment mark 134B and the second B alignment
mark 138B are disposed at positions where the first B
alignment mark 134B and the second B alignment mark
138B do not overlap.
[0098] Specifically, for example, the first holographic
diffraction grating 131 forming the first deflection unit 130
and the third holographic diffraction grating forming the
second deflection unit 140 are formed on a first surface
of a substrate for manufacture (not shown) based on a
well-known method. Further, the second holographic dif-
fraction grating 135 forming the first deflection unit 130
is formed on a second surface of the substrate for man-
ufacture based on a well-known method.
[0099] The first holographic diffraction grating 131 and
the second deflection unit 140, which are formed on the
first surface of the substrate for manufacture, are trans-
ferred to a first dicing tape and peeled off from the first
surface of the substrate for manufacture. Subsequently,
the first holographic diffraction grating 131 and the sec-
ond deflection unit 140, which are transferred to the first
dicing tape, are transferred and bonded to the first sur-
face 122 of the light guide plate 121, and then peeled off
from the first dicing tape. In such a manner, the first ho-
lographic diffraction grating 131 and the second deflec-
tion unit 140 can be disposed on the first surface 122 of
the light guide plate 121.
[0100] Next, the second holographic diffraction grating
135, which is formed on the second surface of the sub-
strate for manufacture, is transferred to a second dicing
tape and is peeled off from the second surface of the
substrate for manufacture. The second dicing tape cor-
responds to the support 124. The light guide plate 121
is placed on the stage 160 with the second surface 123
facing upward. The support 124 having a lower surface
to which the second holographic diffraction grating 135
is transferred is disposed above the light guide plate 121
such that the second holographic diffraction grating 135
is opposed to the first holographic diffraction grating 131.
This state is shown in Figs. 5A and 5B.
[0101] Subsequently, as described above, the first A
alignment mark 134A and the second A alignment mark
138A are optically detected and simultaneously the first
B alignment mark 134B and the second B alignment mark
138B are optically detected (see Figs. 3A, 4A, 5A, and
5B). In other words, the first A alignment mark 134A and
the second A alignment mark 138A are imaged by the
first imaging device 163, and the first B alignment mark
134B and the second B alignment mark 138B are imaged
by the second imaging device 164. The first straight line
L1 connecting the first A alignment mark 134A and the
first B alignment mark 134B is obtained, and the second
straight line L2 connecting the second A alignment mark
138A and the second B alignment mark 138B is obtained.
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The stage 160 is moved in the X direction and the Y
direction and is turned in the X-Y plane such that an angle
θ0, which is formed by the first straight line L1 and the
second straight line L2 when the first straight line L1 and
the second straight line L2 are projected onto a virtual
plane, falls below a prescribed value θPD. Thus, the first
holographic diffraction grating 131 and the second holo-
graphic diffraction grating 135 are relatively aligned with
each other (see Figs. 3B and 4B). Subsequently, the
stage 160 is raised (moved in the Z direction), the second
holographic diffraction grating 135 forming the first de-
flection unit 130 is transferred to the second surface 123
of the light guide plate 121, bonded to the second surface
123 of the light guide plate 121, and then peeled off from
the second dicing tape (support 124).
[0102] The maximum prescribed value θPD is 100 sec-
onds, as an example. Specifically, the following image is
assumed: five vertical lines (black lines extending in the
y axis) are arranged at regular intervals per degree of
the angle of view. Further, the length in the y-axis direc-
tion of the first interference fringe forming area 132 and
the second interference fringe forming area 136 is set to
20 mm. Under such conditions, an extending direction of
the first interference fringes provided to the first holo-
graphic diffraction grating 131 and an extending direction
of the second interference fringes provided to the second
holographic diffraction grating 135 are made parallel to
the y axis, and an image contrast at that time is set to
"1.00". The second holographic diffraction grating 135 is
turned with respect to the first holographic diffraction grat-
ing 131, and an angle θ0 at which the image contrast is
"0.95" is obtained. As a result, a value of 650 seconds
is obtained. Based on the result described above, the
maximum prescribed value θPD is set to 100 seconds.
[0103] Even when the first holographic diffraction grat-
ing 131 and the second holographic diffraction grating
135 are displaced mutually in the x-axis direction or the
y-axis direction, a diffraction reflection by the first holo-
graphic diffraction grating 131 and the second holograph-
ic diffraction grating 135 does not cause any particular
change, in other words, the diffraction-reflection angle of
the light diffracted and reflected by the first holographic
diffraction grating 131 and the second holographic dif-
fraction grating 135 does not cause any change. So, an
image to be observed by the observer does not cause
deterioration in image quality. On the other hand, in the
case where a turning displacement of a certain angle θ0
is caused in the mutual positional relationship of the first
holographic diffraction grating 131 and the second holo-
graphic diffraction grating 135, the diffraction-reflection
angle of the light diffracted and reflected by the first ho-
lographic diffraction grating 131 and the second holo-
graphic diffraction grating 135 is changed. As a result,
an image to be observed by the observer causes dete-
rioration in image quality (reduction of image contrast
and distortion of image).
[0104] As described above, in the assembling method
for the optical device of Embodiment 1, the first straight

line connecting the first A alignment mark and the first B
alignment mark is obtained, the second straight line con-
necting the second A alignment mark and the second B
alignment mark is obtained, and the first holographic dif-
fraction grating and the second holographic diffraction
grating are relatively aligned with each other such that
an angle, which is formed by the first straight line and the
second straight line when the first straight line and the
second straight line are projected onto a virtual plane,
falls below a prescribed value. So, the first holographic
diffraction grating and the second holographic diffraction
grating can be relatively aligned with each other based
on a simplified method. Alternatively, in the assembling
method for the optical device of Embodiment 1, with the
second holographic diffraction grating being supported
by the support, light is input from the end surface of the
light guide plate to the light guide plate, light diffracted
and reflected by the first A alignment mark and the first
B alignment mark is optically detected, light is input from
the end surface of the support to the support, and light
diffracted and reflected by the second A alignment mark
and the second B alignment mark is optically detected.
Thus, the first holographic diffraction grating and the sec-
ond holographic diffraction grating are relatively aligned
with each other. So, the first holographic diffraction grat-
ing and the second holographic diffraction grating can be
relatively aligned with each other based on a simplified
method. Moreover, in the holographic diffraction grating
of Embodiment 1, the alignment mark is provided with
interference fringes that are identical to the interference
fringes provided to the interference fringe forming area,
and the shape of the alignment mark is annular in plan
view. In the optical device or the display device of Em-
bodiment 1, in a state where the relative alignment of the
first holographic diffraction grating and the second holo-
graphic diffraction grating is completed, the shapes of
the first A alignment mark, the second A alignment mark,
the first B alignment mark, and the second B alignment
mark are prescribed, or the arrangement of those align-
ment marks is prescribed. So, the first holographic dif-
fraction grating and the second holographic diffraction
grating can be relatively aligned with each other certainly
and easily based on a simplified method. Further, the
alignment device of Embodiment 1 includes the first light
source, which is placed on the stage and configured to
input light to the light guide plate from the end surface of
the light guide plate on which the first holographic diffrac-
tion grating is disposed, and the second light source con-
figured to input light to the support from the end surface
of the support that supports the second holographic dif-
fraction grating above the first holographic diffraction
grating. Thus, the alignment marks can be detected cer-
tainly, precisely, and easily.

[Embodiment 2]

[0105] Embodiment 2 is a modification of Embodiment
1. As Fig. 10 shows a conceptual diagram of an image
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display device 200 in a display device (head mounted
display) of Embodiment 2, in Embodiment 2, an image
forming device 211 includes an image forming device
having a second configuration. In other words, the image
forming device 211 includes a light source 251 and a
scanning unit 253 that scans parallel light output from
the light source 251. More specifically, the image forming
device 211 includes

(i) the light source 251,
(ii) a collimating optical system 252 configured to
change light output from the light source 251 into
parallel light,
(iii) the scanning unit 253 configured to scan the par-
allel light output from the collimating optical system
252, and
(iv) a relay optical system 254 configured to relay
the parallel light scanned by the scanning unit 253
for output. It should be noted that the entire image
forming device 211 is housed in a casing 213 (in Fig.
10, indicated by alternate long and short dash line).
Such a casing 213 is provided with an opening (not
shown), and light is output through the opening from
the relay optical system 254. Each casing 213 is de-
tachably attached to the temple portion 13 with the
mounting member 19.

[0106] The light output from the light source 251 is input
to the collimating optical system 252 having a positive
optical power as a whole and is output as parallel light.
The parallel light is reflected on a total reflection mirror
256. Horizontal scanning and vertical scanning are per-
formed by a scanning unit 253 including a MEMS. The
MEMS includes a micromirror that is rotatable in two-
dimensional directions and with which the incident par-
allel light can be scanned in a two-dimensional manner.
By the scanning, the parallel light is converted into a kind
of two-dimensional image, resulting in the generation of
virtual pixels (the number of pixels is, for example, the
same as in Embodiment 1). The light from the virtual pix-
els passes through the relay optical system (parallel light
outputting optical system) 254 formed of a well-known
relay optical system, and a light flux changed into parallel
light is input to the optical device 120.
[0107] The optical device 120 to which the light flux
changed into the parallel light in the relay optical system
254 is input, through which the light flux is guided, and
from which the light flux is output has the same configu-
ration and structure as those of the optical device de-
scribed in Embodiment 1, and thus detailed description
thereof will be omitted. Further, as described above, the
display device of Embodiment 2 also has substantially
the same configuration and structure as those of the dis-
play device of Embodiment 1 except for the difference
on the image forming device 211, and thus detailed de-
scription thereof will be omitted.

[Embodiment 3]

[0108] Embodiment 3 is a modification of Embodi-
ments 1 and 2. Fig. 11 is a schematic diagram of a head
mounted display of Embodiment 3 when viewed from the
front. Fig. 12 is a schematic diagram of the head mounted
display of Embodiment 3 (in a state assuming that a frame
is removed) when viewed from the front. Further, Fig. 13
is a schematic diagram of the head mounted display of
Embodiment 3 when viewed from above. Fig. 14 is a
diagram showing a state where the head mounted dis-
play of Embodiment 3 is mounted onto the head of an
observer 20 when viewed from above. It should be noted
that Fig. 14 shows only the image display devices for
sake of simplicity and the illustration of the frame is omit-
ted. Additionally, in the following description, the image
display device is typified by the image display device 100,
but needless to say, the image display device 200 can
be applied to the image display device.
[0109] The head mounted display of Embodiment 3
further includes a connection member 300 that connects
two image display devices 100. The connection member
300 is attached to one side of a frame 10, which faces
the observer at a central part 10C located between two
pupils 21 of the observer 20 (i.e., attached between the
observer 20 and the frame 10), with use of screws (not
shown), for example. Moreover, a projected image of the
connection member 300 is included in a projected image
of the frame 10. In other words, when the head mounted
display is viewed from the front of the observer 20, the
connection member 300 is hidden behind the frame 10,
and the connection member 300 is not visually recog-
nized. Additionally, the two image display devices 100
are connected to each other with the connection member
300. Specifically, the image forming devices 111A and
111B are stored in respective casings 113, and the cas-
ings 113 are attached to both ends of the connection
member 300 such that the mounting state can be adjust-
ed. Each of the image forming devices 111A and 111B
is located on the outside in relation to the pupil 21 of the
observer 20. Specifically, the following expressions are
satisfied: 

and 

where a distance from the center 111Ac of the mounting
portion of one image forming device 111A to one end of
the frame 10 (an endpiece on one side) is represented
by α, a distance from the center 300c of the connection
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member 300 to the one end of the frame 10 (the endpiece
on the one side) is represented by β, a distance from the
center 111Bc of the mounting portion of the other image
forming device 111B to the one end of the frame 10 (the
endpiece on the one side) is represented by γ, and the
length of the frame 10 is represented by L.
[0110] The mounting of the image forming devices
(specifically, image forming devices 111A and 111B) to
both ends of the connection member 300 is specifically
performed as follows, for example: three through-holes
(not shown) are provided at three positions of each of
the ends of the connection member; tapped hole portions
(screw-engagement portions (not shown)) correspond-
ing to the through-holes are provided to the image form-
ing devices 111A and 111B; and screws (not shown) are
inserted into the respective through-holes and screwed
into the hole portions provided to the image forming de-
vices 111A and 111B. A spring is inserted between each
screw and a corresponding hole portion. In such a man-
ner, the mounting state of the image forming devices (in-
clination of the image forming devices with respect to the
connection member) can be adjusted based on the fas-
tening state of the screws. After the mounting, the screws
are hidden by caps (not shown). It should be noted that
in Figs. 12 and 16, to clearly specify the connection mem-
bers 300 and 400, the connection members 300 and 400
are hatched. The connection member 300 is attached to
the central part 10C of the frame 10 that is located be-
tween the two pupils 21 of the observer 20. The central
part 10C corresponds to the bridge portion in normal eye-
glasses. Further, nose pads 10’ are attached to the side
of the connection member 300 that faces the observer
20. It should be noted that in Figs. 13 and 17, the illus-
tration of the nose pads 10’ is omitted. The frame 10 and
the connection member 300 are made of metal or plastic,
and the shape of the connection member 300 is a curved
bar-like shape.
[0111] In such a manner, in the head mounted display
(HMD) of Embodiment 3, the connection member 300
connects the two image display devices 100 and is at-
tached to the central part 10C of the frame 10 that is
located between the two pupils 21 of the observer 20. In
other words, the image display devices 100 are not di-
rectly attached to the frame 10. So, when the frame 10
is mounted onto the head of the observer 20, the temple
portions 13 are expanded outwards. As a result, if the
frame 10 is deformed, such a deformation of the frame
10 does not cause a displacement (positional change)
of the image forming devices 111A and 111B, or causes
little displacement, if any. For that reason, the angle of
convergence of left and right images can be certainly
prevented from being changed. Moreover, since it is un-
necessary to enhance the rigidity of the front portion 11
of the frame 10, it is possible to avoid causing an increase
in weight of the frame 10, lowering in design quality, and
a rise in cost. Besides, since the image display devices
100 are not attached directly to the eyeglasses-type
frame 10, the design, color, and the like of the frame 10

can be freely selected according to the observer’s pref-
erence, and thus there are few restrictions imposed on
the design of the frame 10 and the degree of freedom on
a design basis is high. In addition, when the head mount-
ed display is viewed from the front of the observer, the
connection member 300 is hidden behind the frame 10.
So, a high design quality can be given to the head mount-
ed display.

[Embodiment 4]

[0112] Embodiment 4 is a modification of Embodiment
3. Fig. 15 is a schematic diagram of a head mounted
display of Embodiment 4 when viewed from the front.
Fig. 16 is a schematic diagram of the head mounted dis-
play of Embodiment 4 (in a state assuming that a frame
is removed) when viewed from the front. Further, Fig. 17
is a schematic diagram of the head mounted display of
Embodiment 4 when viewed from above.
[0113] In the head mounted display of Embodiment 4,
a bar-like connection member 400 connects two optical
devices 120, instead of connecting the two image forming
devices 111A and 111B, unlike Embodiment 3. It should
be noted that the following form can also be adopted: two
optical devices 120 are integrally manufactured, and the
connection member 400 is attached to the optical device
120 thus integrally manufactured.
[0114] Here, also in the head mounted display of Em-
bodiment 4, the connection member 400 is attached to
the central part 10C of the frame 10 that is located be-
tween the two pupils 21 of the observer 20 with use of
screws, for example. Each of the image forming devices
111 is located on the outside in relation to the pupil 21
of the observer 20. It should be noted that the image
forming devices 111 are attached to the ends of the op-
tical device 120. The following expression is satisfied: 

where a distance from the center 400c of the connection
member 400 to one end of the frame 10 is represented
by β and the length of the frame 10 is represented by L.
It should be noted that the values of α’ and γ’ in Embod-
iment 4 are the same as the values of α and γ in Embod-
iment 3.
[0115] In Embodiment 4, the frame 10 and the image
display devices have the same configuration and struc-
ture as those of the frame 10 and the image display de-
vices described in Embodiment 3. For that reason, de-
tailed description of the frame 10 and the image display
devices will be omitted. Further, the head mounted dis-
play of Embodiment 4 also has substantially the same
configuration and structure as those of the head mounted
display of Embodiment 3 except for the difference de-
scribed above, and thus detailed description thereof will
be omitted.
[0116] Hereinabove, the present disclosure has been
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described based on the desirable embodiments, but the
present disclosure is not limited to those embodiments.
The configurations and structures of the display device
(head mounted display), the image display device, the
optical device, and the holographic diffraction grating de-
scribed in the above embodiments are merely examples
and can be appropriately changed. Various process
steps in the assembling method for the optical device
according to an embodiment of the present disclosure
are also exemplary ones and can be appropriately
changed. For example, a surface relief hologram (see
U.S. Patent Application No. 20040062505A1) may be
disposed on the light guide plate. Alternatively, the holo-
graphic diffraction grating may be a reflection-type blazed
diffraction grating element or a surface relief-type holo-
gram. In the embodiments, the binocular type including
two image display devices is exclusively described, but
a monocular type including one image display device
may be adopted.
[0117] Information or data on an image displayed in
the image forming device may be stored in the display
device or may be recorded in a so-called cloud computer.
In the latter case, when the display device is provided
with a communication unit, for example, a mobile tele-
phone or a smartphone, or when the display device is
combined with a communication unit, various types of
information or data can be given and received or ex-
changed between the cloud computer and the display
device.
[0118] In the embodiments, the image forming devices
111 and 211 are described as ones displaying a mono-
chrome (for example, green) image, but the image form-
ing devices 111 and 211 can display a color image. In
this case, the light source only needs to be formed of a
light source that outputs red light, green light, and blue
light, for example. Specifically, for example, red light,
green light, and blue light that are output from a red light
emitting element, a green light emitting element, and a
blue light emitting element, respectively, may be used to
achieve color mixture and uniformity in luminance by us-
ing a light pipe, to obtain white light.
[0119] For example, in addition to a combination of a
backlight that emits white light as a whole and a liquid
crystal display device including red light emitting pixels,
green light emitting pixels, and blue light emitting pixels,
examples of the light source or the image forming device
including light emitting elements and light valves include
the following configurations.
[0120] Specifically, for example, as Fig. 18 shows a
conceptual diagram, it is possible to provide an active
matrix type image forming device including a light emit-
ting panel on which light emitting elements 501 are ar-
ranged in a two-dimensional matrix. In the active matrix
type image forming device, the light-emitting/non-light-
emitting states of the light emitting elements 501 are con-
trolled and the light-emitting states of the light emitting
elements 501 are directly observed, and thus an image
is displayed. Light output from this image forming device

is input to the light guide plate 121 via the collimating
optical system 112.
[0121] Alternatively, as Fig. 19 shows a conceptual di-
agram, there may be provided an image forming device
for color display, including

(α) a red light emitting panel 511R on which red light
emitting elements 501R that emit red light are ar-
ranged in a two-dimensional matrix,
(β) a green light emitting panel 511G on which green
light emitting elements 501G that emit green light
are arranged in a two-dimensional matrix,
(γ) a blue light emitting panel 511B on which blue
light emitting elements 501B that emit blue light are
arranged in a two-dimensional matrix, and
(δ) a unit for collecting light beams output from the
respective red light emitting panel 511R, green light
emitting panel 511G, and blue light emitting panel
511B into one optical path (for example, dichroic
prism 503),
in which the light-emitting/non-light-emitting states
of the red light emitting elements 501R, the green
light emitting elements 501G, and the blue light emit-
ting elements 501B are controlled. Light output from
the image forming device is also input to the light
guide plate 121 via the collimating optical system
112. It should be noted that microlenses 512 are con-
figured to collect the light beams output from the light
emitting elements.

[0122] Alternatively, there may be provided an image
forming device including, as shown in Fig. 20 as a con-
ceptual diagram, light emitting panels 511R, 511G, and
511B on which light emitting elements 501R, 501G, and
501B are arranged in a two-dimensional matrix, respec-
tively. The passages/non-passages of light beams output
from the light emitting panels 511R, 511G, and 511B are
controlled by light passage control devices 504R, 504G,
and 504B, and the light beams are input to a dichroic
prism 503. The optical paths of those light beams are
collected into one optical path and input to the light guide
plate 121 via the collimating optical system 112.
[0123] Alternatively, there may be provided an image
forming device including, as shown in Fig. 21 as a con-
ceptual diagram, light emitting panels 511R, 511G, and
511B on which light emitting elements 501R, 501G, and
501B are arranged in a two-dimensional matrix, respec-
tively. Light beams output from the light emitting panels
511R, 511G, and 511B are input to a dichroic prism 503
and collected into one optical path. The passages/non-
passages of the light beams output from the dichroic
prism 503 are controlled by a light passage control device
504, and the light beams are input to the light guide plate
121 via the collimating optical system 112.
[0124] Alternatively, there may be provided an image
forming device including, as shown in Fig. 22: a light emit-
ting element 501R that emits red light; a light passage
control device (for example, liquid crystal display device
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504R) as a kind of light valve, configured to control the
passage/non-passage of output light output from the light
emitting element 501R that emits red light; a light emitting
element 501G that emits green light; a light passage con-
trol device (for example, liquid crystal display device
504G) as a kind of light valve, configured to control the
passage/non-passage of output light output from the light
emitting element 501G that emits green light; a light emit-
ting element 501B that emits blue light; a light passage
control device (for example, liquid crystal display device
504B) as a kind of light valve, configured to control the
passage/non-passage of output light output from the light
emitting element 501B that emits green light; light leading
members 502 configured to lead the light beams output
from the light emitting elements 501R, 501G, and 501B;
and a unit for collecting the light beams into one optical
path (for example, dichroic prism 503). Those light beams
output from the dichroic prism 503 are input to the light
guide plate 121 via the collimating optical system 112.

Claims

1. An optical device comprising:

a light guide (121) comprising an input region
and an output region, wherein the light guide is
adapted to receive light at the input region and
output at least some of the received light at the
output region; and
at least first and second diffraction gratings,
wherein:

the first diffraction grating (131) is disposed
on a first surface (122) of the light guide, the
first surface facing away from a light input,
the second diffraction grating (135) is dis-
posed on a second surface (123) of the light
guide, the second surface facing towards
the light input,
the second diffraction grating is disposed at
the input region of the light guide and adapt-
ed to diffract at least some of the light input
into the light guide,
the first diffraction grating is adapted to dif-
fract at least some light transmitted through
the light guide back into the light guide,
the first diffraction grating is formed by re-
cording first interference fringes in a first in-
terference fringe forming area,
the second diffraction grating is formed by
recording second interference fringes in a
second interference fringe forming area,
and
alignment marks A1 and B1 that are formed
by recording interference fringes that are
identical to the interference fringes provided
to the first interference fringe forming area

of the first diffraction grating and alignment
marks A2 and B2 that are formed by record-
ing interference fringes that are identical to
the interference fringes provided to the sec-
ond interference fringe forming area of the
second diffraction grating wherein:

the alignment mark A1 does not overlap
with the alignment mark A2;
the alignment mark B1 does not overlap
with the alignment mark B2;
and a pitch or an angle of the first inter-
ference fringes is different from a pitch
or an angle of the second interference
fringes.

2. The optical device of claim 1, wherein the second
diffraction grating is adapted to diffract and reflect at
least some of the light input into the light guide to be
propagated inside the light guide towards the output
region.

3. The optical device of claim 2, wherein the first dif-
fraction grating is disposed at the input region to dif-
fract and reflect the at least some light transmitted
through the light guide back into the light guide to be
propagated inside the light guide towards the output
region.

4. The optical device of claim 3, wherein the light input
comprises first and second portions, the first and
second portions having different angles of view, and
wherein the second diffraction grating is adapted to
let the first portion pass through but diffract and re-
flect the second portion.

5. The optical device of claim 1, wherein the alignment
marks A1 and A2 are annular.

6. The optical device of claim 1, further comprising a
third diffraction grating disposed at the output region
of the light guide and adapted to diffract at least some
of the light diffracted by the first diffraction grating
and the second diffraction grating.

7. The optical device of claim 1, wherein an angle θ is
formed by straight lines L1 and L2;
the straight line L1 connecting the alignment marks
A1 and B1 of the first diffraction grating, the straight
line L2 connecting the alignment marks A2 and B2
of the first diffraction grating; and
the angle θ is smaller than a selected angle threshold
when the first and second diffraction gratings are rel-
atively aligned.
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Patentansprüche

1. Optische Vorrichtung, umfassend:

einen Lichtleiter (121), der eine Eingangsregion
und eine Ausgangsregion umfasst, wobei der
Lichtleiter vorgesehen ist, um Licht in der Ein-
gangsregion zu empfangen und mindestens ei-
nen Teil des empfangenen Lichts an der Aus-
gangsregion auszugeben; und
mindestens erste und zweite Beugungsgitter,
wobei:

das erste Beugungsgitter (131) auf einer
ersten Oberfläche (122) des Lichtleiters an-
geordnet ist, wobei die erste Oberfläche von
einem Lichteingang weg weist,
das zweite Beugungsgitter (135) auf einer
zweiten Oberfläche (123) des Lichtleiters
angeordnet ist, wobei die zweite Oberfläche
in Richtung des Lichteingangs weist,
das zweite Beugungsgitter an der Ein-
gangsregion des Lichtleiters angeordnet ist
und vorgesehen ist, um mindestens einen
Teil des Lichteingangs in den Lichtleiter hi-
nein zu beugen,
das erste Beugungsgitter vorgesehen ist,
um mindestens einen Teil des Lichts, das
durch den Lichtleiter hindurch übertragen
wurde, in den Lichtleiter zurück zu beugen,
das erste Beugungsgitter durch Aufzeich-
nen von ersten Interferenzstreifen in einem
ersten Interferenzstreifenbildungsbereich
gebildet wird,
das zweite Beugungsgitter durch Aufzeich-
nen von zweiten Interferenzstreifen in ei-
nem zweiten Interferenzstreifenbildungs-
bereich gebildet wird, und
Ausrichtmarkierungen A1 und B1 durch
Aufzeichnen von Interferenzstreifen gebil-
det werden, die mit den Interferenzstreifen
identisch sind, die dem ersten Interferenz-
streifenbildungsbereich des ersten Beu-
gungsgitters bereitgestellt werden, und
Ausrichtmarkierungen A2 und B2 durch
Aufzeichnen von Interferenzstreifen gebil-
det werden, die mit den Interferenzstreifen
identisch sind, die dem zweiten Interferenz-
streifenbildungsbereich des zweiten Beu-
gungsgitters bereitgestellt werden, wobei:

die Ausrichtmarkierung A1 mit der Aus-
richtmarkierung A2 nicht überlappt;
die Ausrichtmarkierung B1 mit der Aus-
richtmarkierung B2 nicht überlappt;
und eine Teilung oder ein Winkel der
ersten Interferenzstreifen sich von ei-
ner Teilung oder einem Winkel der

zweiten Interferenzstreifen unterschei-
det.

2. Optische Vorrichtung nach Anspruch 1, wobei das
zweite Beugungsgitter vorgesehen ist, um mindes-
tens einen Teil des Lichteingangs in den Lichtleiter
hinein zu beugen und zu reflektieren, so dass er im
Inneren des Lichtleiters in Richtung der Ausgangs-
region ausgebreitet wird.

3. Optische Vorrichtung nach Anspruch 2, wobei das
erste Beugungsgitter an der Eingangsregion ange-
ordnet ist, um mindestens einen Teil des Lichts, das
durch den Lichtleiter übertragen wird, zurück in den
Lichtleiter hinein zu beugen und zu reflektieren, so
dass es im Inneren des Lichtleiters in Richtung der
Ausgangsregion ausgebreitet wird.

4. Optische Vorrichtung nach Anspruch 3, wobei der
Lichteingang erste und zweite Anteile umfasst, wo-
bei der erste und der zweite Anteil unterschiedliche
Sichtwinkel aufweisen, und wobei das zweite Beu-
gungsgitter vorgesehen ist, um den ersten Anteil hin-
durch zu lassen, jedoch den zweiten Anteil zu beu-
gen und zu reflektieren.

5. Optische Vorrichtung nach Anspruch 1, wobei die
Ausrichtmarkierungen A1 und A2 ringförmig sind.

6. Optische Vorrichtung nach Anspruch 1, des Weite-
ren umfassend ein drittes Beugungsgitter, das an
der Ausgangsregion des Lichtleiters angeordnet ist
und vorgesehen ist, um mindestens einen Teil des
Lichts zu beugen, das durch das erste Beugungsgit-
ter und das zweite Beugungsgitter gebeugt worden
ist.

7. Optische Vorrichtung nach Anspruch 1, wobei ein
Winkel θ durch die geraden Linien L1 und L2 gebildet
wird;
die gerade Linie L1 die Ausrichtmarkierungen A1
und B1 des ersten Beugungsgitters verbindet, die
gerade Linie L2 die Ausrichtmarkierungen A2 und
B2 des ersten Beugungsgitters verbindet; und
der Winkel θ kleiner als ein ausgewählter Winkel-
schwellenwert ist, wenn das erste und das zweite
Beugungsgitter relativ ausgerichtet werden.

Revendications

1. Dispositif optique comprenant :

un guide de lumière (121) comprenant une ré-
gion d’entrée et une région de sortie, où le guide
de lumière est adapté pour recevoir de la lumière
au niveau de la région d’entrée et délivrer en
sortie au moins une partie de la lumière reçue
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au niveau de la région de sortie ; et
au moins des premier et deuxième réseaux de
diffraction, où :

le premier réseau de diffraction (131) est
disposé sur une première surface (122) du
guide de lumière, la première surface étant
tournée à l’opposé d’une entrée de lumière,
le deuxième réseau de diffraction (135) est
disposé sur une deuxième surface (123) du
guide de lumière, la deuxième surface étant
tournée vers l’entrée de la lumière,
le deuxième réseau de diffraction est dis-
posé au niveau de la région d’entrée du gui-
de de lumière et adapté pour diffracter au
moins une partie de la lumière entrant dans
le guide de lumière,
le premier réseau de diffraction est adapté
pour diffracter au moins une partie de la lu-
mière transmise à travers le guide de lumiè-
re pour la renvoyer dans le guide de lumière,
le premier réseau de diffraction est formé
par l’enregistrement de premières franges
d’interférence dans une première zone de
formation de franges d’interférence,
le deuxième réseau de diffraction est formé
par l’enregistrement de deuxièmes franges
d’interférence dans une deuxième zone de
formation de franges d’interférence, et
des marques d’alignement A1 et B1 qui sont
formées par l’enregistrement des franges
d’interférence qui sont identiques aux fran-
ges d’interférence fournies à la première zo-
ne de formation de franges d’interférence
du premier réseau de diffraction et des mar-
ques d’alignement A2 et B2 qui sont for-
mées par l’enregistrement des franges d’in-
terférence qui sont identiques aux franges
d’interférence fournies à la deuxième zone
de formation de franges d’interférence du
deuxième réseau de diffraction où :

la marque d’alignement A1 ne chevau-
che pas la marque d’alignement A2 ;
la marque d’alignement B1 ne chevau-
che pas la marque d’alignement B2 ;
et un pas ou un angle des premières
franges d’interférence est différent d’un
pas ou d’un angle des deuxièmes fran-
ges d’interférence.

2. Dispositif optique selon la revendication 1, dans le-
quel le deuxième réseau de diffraction est adapté
pour diffracter et réfléchir au moins une partie de la
lumière entrant dans le guide de lumière pour être
propagée à l’intérieur du guide de lumière vers la
région de sortie.

3. Dispositif optique selon la revendication 2, dans le-
quel le premier réseau de diffraction est disposé au
niveau de la région d’entrée pour diffracter et réflé-
chir l’au moins une partie de la lumière transmise à
travers le guide de lumière pour la renvoyer dans le
guide de lumière afin qu’elle se propage à l’intérieur
du guide de lumière vers la région de sortie.

4. Dispositif optique selon la revendication 3, dans le-
quel l’entrée de lumière comprend une première par-
tie et une deuxième partie, la première partie et la
deuxième partie ayant des angles de vue différents,
et où le deuxième réseau de diffraction est adapté
pour laisser passer la première partie mais diffracter
et réfléchir la deuxième partie.

5. Dispositif optique selon la revendication 1, dans le-
quel les marques d’alignement A1 et A2 sont annu-
laires.

6. Dispositif optique selon la revendication 1, compre-
nant en outre un troisième réseau de diffraction dis-
posé au niveau de la région de sortie du guide de
lumière et adapté pour diffracter au moins une partie
de la lumière diffractée par le premier réseau de dif-
fraction et le deuxième réseau de diffraction.

7. Dispositif optique selon la revendication 1, dans le-
quel un angle θ est formé par les lignes droites L1
et L2 ;
la ligne droite L1 relie les marques d’alignement A1
et B1 du premier réseau de diffraction, la ligne droite
L2 relie les marques d’alignement A2 et B2 du pre-
mier réseau de diffraction ; et
l’angle θ est inférieur à un angle seuil sélectionné
lorsque les premier et deuxième réseaux de diffrac-
tion sont relativement alignés.
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