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(57) The invention relates to a holder (1) for accom-
modating at least two solid pieces (21) in an insulating
material, the at least two solid pieces (21) being adapted
for maintaining serpentine shaped air heating elements
(31) of an air heater (30), in a debit of air flowing through
the air heater (30) and for maintaining said serpentine
shaped air heating elements (31) at distance from each
other in the air heater (30);
said holder (1) presenting a bottom (2) and two lateral
walls (3) extending from longitudinal sides of the bottom

(2) in two planes parallel to each other and orthogonal
to the plane of the bottom (2), and defining a U-shaped
transversal section of the holder (1),
characterized in that said holder (1) is made of a unique
piece and presents at least one partition extending from
the bottom (2) in a plane parallel to the planes of the
lateral walls (3) and delimiting with the bottom (2) and
the lateral walls (3), at least two compartments (5) of the
holder (1), each compartment (5) being designed to ac-
commodate and secure one solid pieces (21).



EP 3 722 696 A1

2

5

10

15

20

25

30

35

40

45

50

55

Description

[0001] The invention relates to a holder for insulators,
to an insulator holder of an electric air heater comprising
said holder for insulators, to an electric air heater com-
prising at least one such insulator holder and to be placed
in an engine compartment of a diesel machine, and to a
machine -notably a diesel machine-equipped with at least
one said electric air heater.
[0002] An electric air heater generally comprises:

- a housing designed to accommodate a debit of air
to be heated, to heat said debit of air and to deliver
a debit of heated air from the debit of air to be heated,

- at least two serpentine shaped resistor ribbons,
- two insulators, each insulator being provided with at

least two sets (rows) of aligned recesses, each set
of aligned recesses being adapted to cooperate with
bents of one serpentine shaped resistor ribbon ex-
tending on one side of said at least one serpentine
shaped resistor ribbon,

- two holders, mounted opposite to each other in the
housing, each of the holders accommodating one
insulator for the two serpentine shaped resistor rib-
bons. Each holder has a bottom wall and two lateral
walls extending from the bottom wall so as to define
a globally U-shaped transversal section of the hold-
er, each lateral wall being provided with a longitudi-
nal folding adapted to maintain the insulator in the
holder.

[0003] An electric air heater also comprises one leaf
spring extending between the bottom wall of the holder
and a main face of the insulator and cooperating with the
holder by urging said insulator away from the bottom wall.
[0004] For example, US6152117 describes an air
heater for the intake manifold of an internal combustion
engine. The air heater includes a heater assembly cou-
pled to housing for integration and connection to an air
intake. The heater assembly includes a first holder and
a second holder, each one of the first and second holder
accommodating one ceramic insulator. One ceramic in-
sulator cooperates with bents extending on one side of
a first serpentine shaped resistor ribbon and with bents
extending on one side of a second serpentine shaped
resistor ribbon. The first and the second ribbons extend
transversally in the housing to be in contact with a debit
of air to be heated through the housing. Both ceramic
insulators present a first set of aligned recesses and a
second set of aligned recesses, said first and second set
extending in directions parallel to each other. The first
set of aligned recesses cooperates with bents defining
one side of the first ribbon and the second set of aligned
recesses cooperates with bents defining one side of the
second ribbon, said first and second ribbons being sep-
arated by a web. The first row of aligned recesses ac-
commodates, positions, and retains laterally the first rib-
bon according to the insulator, and the second row of

aligned recesses accommodates, positions, and retains
laterally the second ribbon according to the insulator.
Said web separates and electrically insulates first ribbon
from second ribbon. A leaf spring is disposed in each of
the first and the second holders so as to urge elastically
the insulator away from the bottom wall of the first and
against the second holders and so as opposite compres-
sive stresses are applied against the opposite sides of
the two ribbons.
[0005] The insulators of the heater of US6152117 dis-
play some drawbacks. Leaf springs placed in opposite
holders and in opposition to each other do not allow main-
taining elastically the two ribbons independently of one
another. As a consequence, one of the two ribbons is not
effectively maintained longitudinally in compression in
comparison to the other ribbon. The folds of the ribbon
less efficiently maintained are likely to move in the cells
of the insulators, especially under the effect of engine
vibration and/or air movement. This results in preferential
wear of these ribbons and an increased risk of loss of
heating efficiency. The heater of US6152117 is not de-
signed to withstand harsh vibration conditions.
[0006] US6040557, EP1830060 and US2019/032608
describe air heaters comprising a housing, two serpen-
tine shaped resistor ribbons, four insulators, each insu-
lator accommodating one lateral end of one serpentine
shaped resistor ribbon, and two pairs of holders, the hold-
ers of one pair of holders being mounted opposite to each
other in the housing, each one of the holders accommo-
dating one insulator cooperating with one lateral end of
one serpentine shaped resistor ribbon.
[0007] The invention aims to overcome these disad-
vantages.
[0008] The invention aims to provide with a holder for
insulators, with an insulator holder of an electric air heater
comprising said holder, with an air heater to be placed
in an engine compartment of a diesel machine, and with
a machine -notably a diesel machine- with increased re-
sistance to vibration.
[0009] The invention aims to provide with a holder for
insulators and with an insulator holder for an electric air
heater which are simple to manufacture, and which can
be easily mounted in an air heating device.
[0010] The invention aims to provide with a holder for
insulators and with an insulator holder for an electric air
heater enabling the fixation of air heating elements on
the inner sides of the housing.
[0011] The invention aims to provide with an electric
air heater which can be assembled from a low number
of components, and is then simple to manufacture.
[0012] The invention aims to provide with a holder for
insulators, with an insulator holder for an electric air heat-
er and with an air heater for an engine of a diesel machine
presenting a reduced cost.
[0013] The invention aims to provide with a holder for
insulators and with an insulator holder for an electric air
heater that allow to limit the time for assembly the insu-
lator in the air heating device.
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[0014] The invention aims to provide with a holder for
insulators and with an insulator holder for an electric air
heater which can be firmly mounted in the housing of an
air heater.
[0015] The invention aims to provide with a holder for
insulators and with an insulator holder for an electric air
heater which can be mounted simply in the housing of
the air heater with screw(s), rivet(s), glue or tight toler-
ance assembly means.
[0016] The invention aims to provide with a holder for
insulators and with an insulator holder for an electric air
heater that can be fabricated accurately, without sum-
ming different tolerance.
[0017] The invention aims to provide with a holder for
insulators and with an insulator holder for an electric air
heater, said holder for insulators and said insulator holder
being able to be adjusted precisely and securely in the
housing of an air heater.
[0018] The invention also aims to provide with an elec-
tric air heater which does not allow air leakage.
[0019] The invention aims to provide with a holder for
insulators, with an insulator holder of an electric air heater
comprising said holder, with an air heater to be placed
in an engine compartment of a diesel machine, and to a
machine -notably a diesel machine- which is cheap and
robust and withstanding harsh vibration profile.
[0020] Therefore, the invention relates to a holder (a
holder for insulators) for accommodating at least two sol-
id pieces (insulators) of at least one insulating material,
said at least two solid pieces being adapted for maintain-
ing serpentine shaped air heating elements of an air heat-
er in a debit of air flowing through the air heater, and for
maintaining said serpentine shaped air heating elements
at distance from each other in the air heater;
said holder presenting a bottom and two lateral walls ex-
tending from longitudinal sides of the bottom in two
planes parallel to each other and orthogonal to the plane
of the bottom, and defining a U-shaped transversal sec-
tion of the holder,
characterized in that said holder is made of one unique
piece and presents at least one partition extending be-
tween the lateral walls, from the bottom in a plane parallel
to the planes of the lateral walls and delimiting with the
bottom and the lateral walls, at least two compartments
of the holder, each compartment being designed to ac-
commodate and secure one of said solid pieces of insu-
lating material.
[0021] In the text, the terms "longitudinal", "longitudi-
nally" design the direction parallel to the lateral walls and
also parallel to the plane of the bottom of the holder. The
terms "transverse", "transversal" design the direction or-
thogonal to the lateral walls and also parallel to the bottom
of the holder.
[0022] The invention relates to a holder made in one
piece for accommodating at least two insulators. The
holder according to the invention is made of one (unique)
piece. The holder according to the invention is monolithic.
It consists of a single piece. It consists of a single cut and

folded piece of a suitable material. The material forming
the holder is so chosen to be a suitable material with-
standing high temperatures. The holder according to the
invention is one (unique) piece made of a material chosen
in the group of metallic materials and polymer materials.
[0023] The holder according to the invention is made
of one (unique) piece and is suitable to accommodate a
plurality of solid pieces (insulators) of insulating material,
each solid piece (insulator) of the plurality of solid pieces
accommodated in the compartments of the holder being
separated of the other solid piece(s) accommodated in
the holder by said at least one partition. Particularly, each
of solid piece of the plurality of solid pieces accommo-
dated in the compartments of the holder are not in contact
with the other solid piece(s) accommodated in the holder,
at least one partition being interposed between two ad-
jacent solid pieces. Said at least one partition is posi-
tioned between -notably parallel to- the two lateral walls.
The solid pieces accommodated in the holder are juxta-
posed parallel to each other and separated from each
other by at least one longitudinal partition. The solid piec-
es accommodated in the holder present elongation axes
which are distinct, parallel to each other and parallel to
the partition(s). According to one embodiment of the in-
vention, said at least one partition is a continuous parti-
tion. However, nothing prevents the partition from being
discontinuous longitudinally.
[0024] The holder for insulators according to the inven-
tion comprises at least one partition separating at least
two compartments of the holder, at least one -notably
each- compartment(s) being adapted to receive at least
one solid piece of an insulating material, said at least one
solid piece forming a unique row of aligned recesses in
a unique compartment and being used to hold one side
of one (unique) serpentine shaped heating element. The
unique row of aligned recesses of the solid piece of in-
sulating material extends along an elongation axe paral-
lel to the elongation axe of the solid piece of insulating
material.
[0025] In certain embodiments, at least one -notably
each- of the serpentine shaped air heating elements
is(are) in the form of (a) heating ribbon(s). Each of the
serpentine shaped air heating elements (ribbon) is(are)
folded to form a plurality of substantially linear portions
of the air heating element, two consecutive linear portions
being separated by bent portions (or turns, or folds) ex-
tending alternately on one side of the folded serpentine
shaped air heating element and alternately on the other
side, opposite to the one side, of the folded serpentine
shaped air heating element.
[0026] In this way, each solid piece (insulator) cooper-
ates with a single serpentine shaped air heating elements
(ribbon) so that this serpentine shaped air heating ele-
ments (ribbon) is efficiently maintained by two solid piec-
es placed in opposition on both sides of the serpentine
shaped air heating element (ribbon), each of said two
solid pieces being elastically pressed against one of the
opposite sides of the ribbon.
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[0027] As a consequence, all -notably both- of the rib-
bons -notably two of the ribbons- are independently and
efficiently maintained longitudinally in compression by
two opposite solid pieces. Each of the bent parties of all
of the serpentine shaped air heating elements (ribbons)
tightly cooperates with one recess of the plurality of re-
cesses of a solid piece. Each of the bend parties of one
side of one serpentine shaped air heating elements (rib-
bon) tightly cooperates with one recess of the plurality of
recesses of a solid piece, so as the ribbons are efficiently
maintained, and are not likely to move relatively to the
solid pieces (insulators) under the effect of engine vibra-
tion and/or under the effect of the debit of air in the air
heater. No preferential wear of one ribbon is observed
and the risk of loss of heating efficiency is limited, if not
avoided. The wear of the ribbons is in any case more
evenly distributed.
[0028] Additionally, the holder for insulators according
to the invention is designed to be able to accommodate
a plurality of solid pieces (insulators) of insulating mate-
rial, each solid piece (insulator) of the plurality of solid
pieces (insulators) accommodated in the compartments
of the holder being separated of the other solid piece(s)
accommodated in the holder by at least one partition de-
signed to extend between two solid pieces (insulators),
each of said two solid pieces being independently from
each other elastically pressed against one side of one
ribbon of the plurality of ribbons. As a consequence, ther-
mal expansion of one ribbon can occur independently of
the thermal expansion of another ribbon, distinct of said
one ribbon, both ribbons remaining efficiently maintained
by the solid pieces (insulators) even the differential ther-
mal expansion of the ribbons.
[0029] The holder according to the invention is adapted
to accommodate at least two solid pieces of insulating
material, each of the at least two solid pieces of insulating
material being adapted to receive one serpentine shaped
air heating element. Each of the solid pieces of insulating
material accommodated in the holder presents a unique
row of aligned recesses, each row of the plurality of re-
cesses being adapted to cooperate with a bent party of
a serpentine shaped heating element. The holder for in-
sulators and the insulator holder of an electric air heater
comprising said holder are adapted to accommodate sol-
id pieces of insulating material, said solid pieces being
not subject to differential stresses provided by the two
adjacent ribbons and do not risk to break longitudinally
into two parts. As a consequence, the holder for insula-
tors and the insulator holder of an electric air heater ac-
cording to the invention are suitable for all type air heater
having serpentine shaped heating elements (ribbons)
with any spacing.
[0030] Additionally, the holder for insulators according
to the invention is designed to be able to accommodate
a plurality of solid pieces (insulators) of insulating mate-
rial, each solid piece being submitted to vibrations from
a single ribbon. These vibrations are neither transmitted
to nor received by adjacent solid pieces. Hence, the me-

chanical resistance of the solid pieces (insulators) to vi-
brations is increased.
[0031] Additionally, the holder for insulators according
to the invention is designed to be able to accommodate
a plurality of solid pieces (insulators) of insulating mate-
rial, each solid piece being separated from each other
by at least one partition designed to extend between two
insulators. Said at least one partition is positioned be-
tween two compartments accommodating each one solid
piece. Thus, friction between solid pieces of insulating
material placed in adjacent compartments of the holder
is avoided.
[0032] The air heater to be placed in an engine com-
partment of a diesel machine, said air heater comprising
at least one insulator holder according to the invention
is adapted to withstand both thermal and mechanical
stresses experienced by the heating during its life time.
Air heater is therefore of increased durability and robust-
ness. This increased durability and robustness is en-
sured with little number of components.
[0033] In some preferred embodiments, advanta-
geously and according to the invention, the solid pieces
are chosen, independently of each other, in the group
formed of electric insulators, of thermic insulators -nota-
bly solid state high temperature insulators-, and of elec-
tric and thermic insulators. Advantageously, at least one
solid piece is made of a material chosen in the group of
glass and ceramics. In some preferred embodiments, the
insulating material is a ceramic.
[0034] In some preferred embodiments, at least one
partition of the holder for insulators is formed by a plurality
of tongues. In some preferred embodiments, at least one
partition comprises at least one hook adapted to maintain
one solid piece in a compartment of the holder and to
secure one -that is to say a unique- solid piece in said
compartment. In this preferred embodiment, at least one
hook is a folded cut portion of the bottom of the holder.
One first partially cut out the shape of every hook in the
bottom part of the holder and then one folds the partially
cut out hook by any means known to those skilled in the
art. In this preferred embodiment, at least one hook -no-
tably all hooks- present(s) a ledge extending from a free
end of the hook(s) in direction of one lateral wall and
adapted for securing the solid piece in the compartment
delimited by said lateral wall and said at least one hook.
The ledge secures the solid piece in a fastened position
in the compartment. Thus, the insulator is easily mounted
on the heating envelope.
[0035] In one particular embodiment, the holder com-
prises a row of aligned hooks wherein at least one first
hook of the row of hooks presents a ledge extending in
the direction of a first lateral wall of the holder and at least
one second hook of the row of hooks, distinct of said at
least one first hook, presents a ledge extending in the
direction of a second lateral wall of the holder. In this
particular embodiment, said at least one first hook and
the first lateral wall define, with the bottom of the holder,
a compartment for accommodating one first solid piece
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of insulating material, and said at least one second hook
and the second lateral wall define, with the bottom of the
holder, a compartment for accommodating one second
solid piece of insulating material.
[0036] In one particular embodiment, two adjacent
hooks of the row of hooks present ledges extending in
opposite directions. In this particular embodiment, the
ledges of the hooks of the plurality of hooks extend lon-
gitudinally alternatively in direction of the first lateral wall
and in direction of the second lateral wall.
[0037] In one preferred embodiment, the holder ac-
cording to the invention is made of one (unique) metallic
piece. In this preferred embodiment, the holder according
to the invention is made of one cut and folded metal piece.
The holder according to the invention made of one
(unique) metallic piece is ready for use and for receiving
a plurality of solid pieces.
[0038] In some preferred embodiments, at least one
-notably both-lateral wall(s) of the holder presents a
flange extending at a free end of said lateral wall in di-
rection of the opposite lateral wall. The flange enables,
in combination with the ledges of hooks, to fasten se-
curely the solid piece in a compartment. In these pre-
ferred embodiments, at least one flange is a folded free
end of said lateral wall.
[0039] In some preferred embodiments, the bottom of
the holder presents at least one -notably two- hole(s) for
fixing the holder accommodating the plurality of solid
pieces to the inner face of a housing of the air heater.
The shape of holes is chosen to be able to cooperate
with a rivet or with a screw and affix the insulator holder
to the housing.
[0040] In some preferred embodiments, the bottom
comprises abutments extending at the longitudinal ends
of the holder, said abutments being formed by folding cut
portions of the bottom. The abutments are destined to
secure longitudinally the solid pieces in the compart-
ments.
[0041] The invention extends to an insulator holder
comprising a holder for insulators according to the inven-
tion.
[0042] The invention extends to an insulator holder
comprising a holder according to the invention and at
least two solid pieces (insulators) of an insulating mate-
rial, each one of the at least two solid pieces being ac-
commodated and secured in one compartment of the
holder, and wherein:

- each of the solid pieces being provided with a plu-
rality of aligned recesses, each recess of the plurality
of aligned recesses being disposed to be able to co-
operate with one bent portion of a plurality of bent
portions of one serpentine shaped air heating ele-
ment (ribbon), said plurality of bent portions extend-
ing on one side of the serpentine shaped air heating
element, and

- said at least two solid pieces of the insulator holder
being adapted to maintain at least two serpentine

shaped air heating elements in a debit of air flowing
through an air heater and to keep said at least two
serpentine shaped air heating elements separate
and isolated from each other.

[0043] In certain preferred embodiments according to
the invention, the bottom of the holder presents at least
one -notably at least one circle shaped- hole accessible
for affixing the insulator holder to a housing of an air heat-
er.
[0044] In certain preferred embodiments according to
the invention, the insulator holder comprises at least one
leaf spring extending between the bottom of the holder
and a main face of one solid piece accommodated in a
compartment of the holder and urging said solid piece
away from the bottom and toward the flange of each lat-
eral wall and toward the ledge of at least one hook of the
partition. In certain preferred embodiment, the pretension
force applied to each of the solid piece is able to be ad-
justed during assembly of the insulator holder by adjust-
ment of the corresponding leaf spring.
[0045] In certain preferred embodiments according to
the invention, at least one lateral wall of the holder
present a half-moon shaped hole, said half-moon shaped
hole being destined to receive a solid cylinder with a com-
plementary half-moon shaped transversal section. The
longitudinal concave face of the solid cylinder is adapted
to take support on the solid piece without hitting the solid
piece, whereas the longitudinal convex face of the solid
cylinder enables one to bend the abutment, so that the
solid pieces is secured longitudinally in the compartment.
During assembly of the insulator holder, one inserts the
solid cylinder into the holder through the half-moon
shaped holes after the leaf springs and solid pieces (in-
sulators) are disposed in the holder, then bend the cut
portion (corresponding to the formation of abutment) of
the bottom of the holder, said cut portion wrapping the
solid cylinder, to form the abutment. Ease of assembly
is ensured.
[0046] In certain preferred embodiments according to
the invention, each solid piece (insulator) is held by abut-
ments extending at longitudinal ends of the holder. In
certain preferred embodiments according to the inven-
tion, at least one -notably all- of said abutment(s) are
formed by folding cut portions of the bottom of the holder.
[0047] In preferred embodiments according to the in-
vention, each solid piece is provided with one set (row)
of aligned recesses, each of said aligned recess being
adapted to be able to accommodate and cooperate with
one bent party of one serpentine shaped air heating el-
ement of an air heater.
[0048] The invention extends to an air heater compris-
ing an insulator holder according to the invention.
[0049] The invention extends to an air heater to be
placed in an engine compartment of a vehicle, said air
heater comprising:

- a housing delimiting a passage adapted to be tra-
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versed by an air flow,
- at least two serpentine shaped air heating elements

disposed in the passage of the housing, each one
of at least two heating elements presenting bent par-
ties forming two lateral opposite sides of said ser-
pentine shaped air heating element;

characterized in that it comprises at least two insulator
holders according to the invention, each of the two insu-
lator holders cooperating with one lateral side of at least
two serpentine shaped air heating elements of the air
heater and being mounted opposite to each other in the
housing.
[0050] The housing of the air heater according to the
invention is designed to be able to receive a debit of air
to be heated and to deliver a debit of heated air from the
debit of air to be heated.
[0051] In preferred embodiments according to the in-
vention, at least one -notably both- insulator holder(s) is
fixed to the housing of the air heater with rivet or screws
cooperating with the holes of at least one holder to fix
the holder to the housing. This ensure robustness of the
air heater with few components. The holder is mounted
in solidarity with the housing by means of rivet(s) or
screw(s), enabling a positioning of the holder and of the
insulator holder in the right place during the assembly.
[0052] The invention extends to a vehicle comprising
at least one air heater according to the invention. At least
one air heater according to the invention can be mounted
in the engine compartment of a diesel machine. At least
one air heater can be part of a manifold assembly. At
least one air heater can be incorporated (sandwiched) in
the manifold assembly. However, at least one air heater
can be integrated into a pre-existing manifold. The air
heater comprising a holder according to the invention
makes an easy to manufacture and robust against vibra-
tions solution for air heaters.
[0053] The invention further relates to a holder for in-
sulators, to an insulator holder comprising such a holder
for insulators, to an air heater comprising at least one
such insulator holder and to a vehicle equipped with such
an air heater that are characterised, in combination or
separately, by all or some of the features specified above
or hereafter. Irrespective of the formal presentation that
is provided, unless explicitly stated otherwise, the various
features specified above or hereafter must not be con-
sidered to be closely or inextricably linked to each other,
the invention can relate to only one of these structural or
functional features, or to only some of these structural or
functional features, or to only part of one of these struc-
tural or functional features, or even to any group, com-
bination or juxtaposition of all or some of these structural
or functional features.
[0054] Further aims, features and advantages of the
invention will become apparent upon reading the follow-
ing description, which is provided by way of a non-limiting
example of some of its possible embodiments, and with
reference to the accompanying drawings, in which:

- figure 1 is a perspective view of a holder for insulators
according to one embodiment of the invention;

- figure 2 is a perspective view of an insulator holder
comprising a holder for insulators according to the
first embodiment of the invention;

- figure 3 is an exploded view of an insulator holder
according to the first embodiment of the invention as
represented in figure 2;

- figure 4 is a sectional view of an insulator holder ac-
cording to the sectional longitudinal plan "P" of the
first embodiment of the invention as represented in
figure 2;

- figure 5 is a perspective view with a longitudinal sec-
tion of an insulator holder according to the first em-
bodiment of the invention;

- figure 6 is a sectional view of an insulator holder ac-
cording to a second embodiment of the invention;

- figure 7 is a perspective view of an insulator holder
according to a third embodiment of the invention;

- figure 8 is a perspective view of an air heater accord-
ing to the invention, and;

- figure 9 is a sectional view of an air heater according
to the invention.

[0055] The aim of the invention is to provide with a
cheap and robust solution of an air heater. A robust air
heater must withstand harsh vibrations profile, particu-
larly the fixation of the serpentine shaped heating ele-
ments to the housing of the air heater. The holder must
be firmly mounted in the housing. There was no air leak-
age allowed. A cheap air heater should use cheap com-
ponents and in minimum quantity.
[0056] The holder 1 for insulators represented in figure
1 is formed in a metallic material. The holder 1 can be
made from a metal sheet. It can be made in aluminium.
Nothing prevents, however, the holder 1 from being
formed of a polymer material, as long as the polymer
material withstands high temperatures. The holder is
made of one (a unique) piece, notably of one (a unique)
metal piece 7. As such, the holder is monolithic. The hold-
er 1 presents a bottom 2 rectangular in shape, and two
lateral walls 3 extending longitudinally from opposite
sides of the bottom 2 so as to define a U-shape trans-
versal section of the holder 1. Each lateral wall 3 of the
holder 1 forms a flange 14 extending in a plane orthog-
onal to the plane of the lateral walls 3. Each flange 14 of
the holder 1 extends the entire length of the lateral wall
3. Nothing prevents however the flange 14 to extend dis-
continuously from the free end 15 of the lateral wall 3.
Flanges 14 are adapted to cooperate with the bottom 2,
the lateral walls 3, the hooks 4 and the abutments 18 for
fastening a solid piece 21 of insulating material in the
compartment 5 of the holder 1. Each hook 4 is provided
with a ledge 8 extending from the free end 9 of the hook
4. A first lateral wall 11 with a flange 14 directed to the
partition 4 cooperate with at least one first hook(s) 10
with ledge 8 directed to said first wall 11 and forming a
compartment 5 of the holder 1 wherein an insulator 21
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can be fastened. A second lateral wall 13 with a flange
14 directed to the central partition 4 cooperate with at
least one second hook(s) 12 with ledge 8 directed to said
second lateral wall 13 and forming another compartment
5 of the holder 1 wherein another insulator 21 can be
fastened. Both compartments are secured with abut-
ments 18 extending at both longitudinal ends of the holder
1.
[0057] In the embodiment represented figure 1, hooks
4 and abutments 18 are formed by partial cutting of por-
tions of the bottom 2 and folding of the partially cut por-
tions to form hook 4, ledge 8 and abutments 18. The
partially cut and fold portions of the bottom 2 forming
hooks 4 leave a vacancy 6, and the partially cut and fold
portions of the bottom 2 forming abutments 18 leave a
vacancy 19. Each of the two lateral walls 3 of the holder
1 represented in figure 1 present a half-moon shaped
hole for receiving a transversal solid cylinder (not repre-
sented in figure 1). The bottom 2 of the holder 1 repre-
sented in figure 1 presents two circle-shaped holes 16
located at both longitudinal ends 26 of the holder 1, said
circle-shaped holes 16 being adapted to cooperate with
screws or rivets for solidarize the holder 1 and the hous-
ing of an air heater. The holder 1 for insulators according
to the invention provides with a cheap and robust solution
for an air heater.
[0058] The insulator holder 20 represented in figure 2
comprises a holder 1 for insulators, two leaf springs 22
and two solid pieces 21 of insulator material (insulators),
each insulator being secured in one compartment 5 of
the holder 1. The two insulators 21 are each provided
with a unique row of aligned recesses 25. The unique
row of aligned recesses 25 is adapted for being able to
cooperate with bent parties of a serpentine shaped heat-
ing element, and maintain said serpentine shaped heat-
ing element in the housing of an air heater. Each com-
partment 5 of the holder 1 tightly accommodates a unique
insulator 21 comprising a row of aligned recesses 25.
Each insulator 21 is maintained in the compartment 5
longitudinally by the abutments 18, laterally by one of the
lateral walls 3 of the holder and by the hooks 4, and in
the direction orthogonal to the bottom 2, by the flange 14
of said lateral wall 3 and by the ledge 8 extending at the
free end 9 of the hooks 4, said ledge 8 extending in the
direction of said lateral wall 3. Hooks 4 are positioned
between the two compartments 5. Thus, friction between
insulators 21 placed in the different compartments 5 is
avoided. Hooks 4 are formed by folding/bending cut por-
tions of the bottom 2 of the holder 1.
[0059] The insulator holder 20 represented in figure 2
also comprises one leaf spring 22 placed between the
bottom 2 of the holder 1 and one insulator 21 placed in
the compartment 5 of the holder 1. The leaf spring 22
urges the insulator 21 away from the bottom 2 and toward
flange 14 and ledge 8.
[0060] The exploded view of the insulator holder 20
represented in figure 3 comprises two leaf springs 22,
each of the leaf springs being placed between the bottom

2 of the holder 1 and the main face 23 of the insulator
21, opposite to the recessed face of the insulator 21.
[0061] A longitudinal sectional view of an insulator
holder 20 is presented in figure 4. The insulator holder
20 comprises a solid piece 21 of insulating material (in-
sulator) presenting a set of aligned recesses 25. The in-
sulator 21 is tightly maintained in the compartment 5 lon-
gitudinally by the abutments 18 and laterally by one lat-
eral wall 3 and by the hooks 4 forming the partition of the
holder 1. The insulator 21 is also tightly maintained in the
direction orthogonal to the bottom 2 of the holder 1 on
one side by the bottom 2 itself and by the flange 14 of
the lateral wall 3 and by the ledges 8 of the hooks 4 on
the other side. The insulator 21 is urged elastically
against said flange 14 and said ledges 8 by a leaf spring
22 extending between the bottom 2 and the main face
23 of the insulator 21. As can be seen in figure 4, the
lateral wall 3 of the holder 1 presents a half-moon shaped
hole 28 adapted to accommodate a solid cylinder 29 pre-
senting in transverse section a half-moon shape comple-
mentary of the shape of the half-moon shaped hole 28.
The solid cylinder 29 is adapted to be introduced into the
compartment 5 during assembly of the insulator holder
20 to enable one to bend the cut portion (corresponding
to the folding of abutment 18) of the bottom of the holder
and forming the abutment 18. The leaf spring 22 extends
between the bottom 2 and the insulator 21, the insulator
21 being elastically pushed against the flange 14 and the
ledges 8 by the leaf spring 22. A sectional view of a per-
spective view of an insulator holder 20 is presented in
figure 5. The insulator holder 20 presents a partition
formed of hooks 4 delimiting a first compartment 5 of the
holder 1 and a second compartment 5 of the holder 1.
[0062] A longitudinal sectional view of a particular em-
bodiment of an insulator holder 20 is presented in figure
6. The insulator holder 20 comprises two solid pieces 21
of insulating material (insulator) extending longitudinally
so as to form a unique set of aligned recesses 25. The
insulators 21 are tightly maintained in the compartment
5 longitudinally by the abutments 18 and laterally by one
lateral wall 3 and by the hooks 4 forming the partition of
the holder 1. The insulators 21 are also tightly maintained
in the direction orthogonal to the bottom 2 of the holder
1 by the bottom 2 itself cooperating with a leaf spring 22
on one side and by the flange 14 of the lateral wall 3 and
by the ledges 8 of the hooks 4 on the opposite side. The
insulators 21 are urged elastically against said flange 14
and said ledges 8 by the leaf spring 22 extending between
the bottom 2 and the main faces 23 of the insulators 21.
As can be seen in figure 6, the lateral wall 3 of the holder
1 presents a half-moon shaped hole 28 adapted to ac-
commodate a solid cylinder 29 presenting in transverse
section a half-moon shape complementary of the shape
of the half-moon shaped hole 28.
[0063] A particular embodiment of an insulator holder
20 according to the invention is presented figure 7 during
its assembly. The holder 1 of the insulator holder 20 of
figure 7 presents a plurality of aligned hooks 4 forming a
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partition. The compartment 50 formed by the plurality of
aligned hooks 4 and the lateral wall 3 accommodate the
solid piece 21 of insulating material. The second com-
partment 51 is provided with a leaf spring 22 only.
[0064] The air heater 30 represented in figure 8 com-
prises a housing 32 delimiting a passage 33 for a debit
of air to be heated. Two serpentine shaped heating ele-
ments 31a,31b in the form of resistive ribbons are dis-
posed transversally in the passage 33 for the debit of air.
Said serpentine shaped heating elements 31a,31b
present a plurality of linear segments 36 separated from
each other with a bent party 27. The air heater 30 com-
prises two insulator holders 20 secured to opposite inner
faces of the housing 32. The insulator holders 20 are
secured to the housing by means of screws 35. Each one
of the insulator holders 20 comprises a holder 1 for insu-
lators and at least two solid pieces 21 of an insulating
material. Said at least two solid pieces 21 (insulators)
present aligned recesses, each of the aligned recesses
being adapted to receive and accommodate a bent party
27 of one serpentine shaped heating element 31.
[0065] The air heater 30 represented in sectional view
in figure 9 comprises a housing 32 delimiting a passage
33 for a debit of air to be heated. Two serpentine shaped
heating elements 31a,31b in the form of resistive ribbons
are disposed transversally in the passage 33 for the debit
of air. The air heater 30 comprises two insulator holders
20 secured to opposite inner faces of the housing 32.
The insulator holders 20 are secured to the housing by
means of screws 35. Each one of the insulator holders
20 comprises a holder 1 for insulators and at least two
of an insulating material. Said at least two solid pieces
21 (insulators) present solid pieces 21a,21b aligned re-
cesses 25, each of the aligned recesses 25 being adapt-
ed to receive and accommodate a bent party 27 of one
serpentine shaped heating element 31. Each one of the
insulator holders 20 comprises a leaf spring 22 adapted
to urge elastically the solid pieces 21a,21b away from
the bottom of the holder 1 and to place the recesses 25
of the solid pieces 21a,21b in close and tight contact with
the bent parties 27 of the serpentine shaped heating el-
ement 31. Thus, the serpentine shaped heating element
31 is perfectly elastically maintained by the solid pieces
21a,21b and is highly resistant to vibrations.
[0066] The invention can be the subject of numerous
variations and applications other than those described
above. In particular, it is obvious that, unless otherwise
specified, the various structural and functional features
of each of the aforementioned embodiments must not be
considered to be combined and/or closely and/or inextri-
cably linked to one another, but, on the contrary, must
be considered to be simple juxtapositions. Furthermore,
the structural and/or functional features of the various
embodiments described above can be the subject, in
whole or in part, of any different juxtaposition or of any
different combination.

Claims

1. - Holder (1) for accommodating at least two solid
pieces (21) of at least one insulating material, said
at least two solid pieces (21) being adapted for main-
taining serpentine shaped air heating elements (31)
of an air heater (30), in a debit of air flowing through
the air heater (30) and for maintaining said serpen-
tine shaped air heating elements (31) at distance
from each other in the air heater (30);
said holder (1) presenting a bottom (2) and two lateral
walls (3) extending from longitudinal sides of the bot-
tom (2) in two planes parallel to each other and or-
thogonal to the plane of the bottom (2), and defining
a U-shaped transversal section of the holder (1),
characterized in that said holder (1) is made of one
unique piece and presents at least one partition ex-
tending between the lateral walls, from the bottom
(2) in a plane parallel to the planes of the lateral walls
(3) and delimiting with the bottom (2) and the lateral
walls (3), at least two compartments (5) of the holder
(1), each compartment (5) being designed to accom-
modate and secure one of said solid pieces (21) of
insulating material.

2. - Holder (1) according to claim 1, characterized in
that at least one partition comprises at least one
hook (4) adapted to maintain one solid piece (21) in
a compartment (5) of the holder (1) and to secure
one solid pieces (21) in said compartment (5).

3. - Holder (1) according to claim 2, characterized in
that at least one hook (4) is a folded cut portion (6)
of the bottom (2) of the holder (1).

4. Holder (1) according to one of the claims 2 or 3, char-
acterized in that at least one hook (4) present a
ledge (8) extending from a free end (9) of the hook
(4) in direction of one lateral wall (3) and adapted for
securing the solid piece (21) in the compartment (5)
delimited by said lateral wall (3) and said at least one
hook (4).

5. - Holder (1) according to one of claims 2 to 4, char-
acterized in that it comprise a row of aligned hooks
(4) wherein at least one first hook (10) of the row of
hooks (4) presents a ledge (8) extending in the di-
rection of a first lateral wall (11) of the holder (1) and
at least one second hook (12) of the row of hooks
(4), distinct of said at least one first hook (10),
presents a ledge (8) extending in the direction of a
second lateral wall (13) of the holder (1).

6. - Holder (1) according to claim 5, characterized in
that two adjacent hooks (4) of the row of hooks
present ledges (8) extending in opposite directions.

7. - Holder (1) according to one of the claims 1 to 6,
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characterized in that it is formed in a unique metallic
piece (7).

8. - Holder (1) according to one of claims 1 to 7, char-
acterized in that at least one lateral wall(s) (11,13)
of the holder (1) presents a flange (14) extending at
a free end (15) of said lateral wall (11,13) in direction
of the opposite lateral wall (13,11).

9. - Holder (1) according to claim 8, characterized in
that at least one flange (14) is a folded free end (15)
of said lateral wall (11,13).

10. - Holder (1) according to one of the claims 1 to 9,
characterized in that the bottom (2) presents at
least one hole (16) for fixing the holder (1) accom-
modating the plurality of solid pieces (21) to a hous-
ing (32) of the air heater (20).

11. - Insulator holder (20) comprising a holder (1) ac-
cording to one of claims 1 to 10, and at least two
solid pieces (21) of an insulating material, each one
of the at least two solid pieces (21) being accommo-
dated and secured in one compartment (5) of the
holder (1), and wherein :

- each of the solid pieces (21) being provided
with a plurality of aligned recesses (25), each
recess (25) being disposed to be able to coop-
erate with one bent portion (27) of a plurality of
bent portions (27) of one serpentine shaped air
heating element, said plurality of bent portions
(27) extending on one side of one serpentine
shaped air heating element (31), and
- said at least two solid pieces (21) of the insu-
lator holder (20) being adapted to maintain at
least two serpentine shaped air heating ele-
ments (31) in a debit of air flowing through an
air heater (30) and to keep said at least two ser-
pentine shaped air heating elements (31) sep-
arate and isolated from each other.

12. - Insulator holder (20) according to claim 11, char-
acterized in that it comprises at least one leaf spring
(22) extending between the bottom (2) of the holder
(1) and a main face (23) of one solid piece (21) ac-
commodated in a compartment (5) of the holder (1)
and urging said solid piece (21) away from the bottom
(2) and toward the flange (14) of each lateral wall (3).

13. - Insulator holder (20) according to one of claims 11
or 12, characterized in that each insulator (21) is
held by abutments (18) extending at longitudinal
ends (26) of the holder (1).

14. - Air heater (30) to be placed in an engine compart-
ment of a vehicle and comprising:

- a housing (32) delimiting a passage (33) adapt-
ed to be traversed by an air flow,
- at least two serpentine shaped air heating el-
ements (31) disposed in the passage (33) of the
housing (32), each one of at least two heating
elements (31) presenting bent parties (27) form-
ing two lateral opposite sides (34) of said ser-
pentine shaped air heating element (31);

characterized in that it comprises two insulator
holders (20) according to one of claims 11 to 13,
each of the two insulator holders (20) cooperating
with one lateral side (34) of at least one serpentine
shaped air heating element (31) of the air heater (30)
and being mounted opposite to each other in the
housing (32).

15. - Vehicle characterized in that it comprises an air
heater (30) according to claim 14.

15 16 



EP 3 722 696 A1

10



EP 3 722 696 A1

11



EP 3 722 696 A1

12



EP 3 722 696 A1

13



EP 3 722 696 A1

14



EP 3 722 696 A1

15



EP 3 722 696 A1

16

5

10

15

20

25

30

35

40

45

50

55



EP 3 722 696 A1

17

5

10

15

20

25

30

35

40

45

50

55



EP 3 722 696 A1

18

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 6152117 A [0004] [0005]
• US 6040557 A [0006]

• EP 1830060 A [0006]
• US 2019032608 A [0006]


	bibliography
	abstract
	description
	claims
	drawings
	search report
	cited references

