
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

60
0 

77
4

B
1

TEPZZ 6ZZ774B_T
(11) EP 2 600 774 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
11.05.2016 Bulletin 2016/19

(21) Application number: 11749603.4

(22) Date of filing: 26.07.2011

(51) Int Cl.:
A61B 17/04 (2006.01) A61F 2/00 (2006.01)

A61F 2/08 (2006.01)

(86) International application number: 
PCT/US2011/045394

(87) International publication number: 
WO 2012/018636 (09.02.2012 Gazette 2012/06)

(54) ADJUSTABLE IMPLANTS

EINSTELLBARE IMPLANTATE

IMPLANTS AJUSTABLES

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(30) Priority: 25.07.2011 US 201113190229
05.08.2010 US 371033 P

(43) Date of publication of application: 
12.06.2013 Bulletin 2013/24

(73) Proprietor: Boston Scientific Scimed, Inc.
Maple Grove, MN 55311-1566 (US)

(72) Inventors:  
• OSTROVSKY, Isaac

Wellesley
MA 02481 (US)

• SLANDA, Jozef
Milford
MA 01757 (US)

• LI, Jamie
Lexington
MA 02421 (US)

(74) Representative: Pfenning, Meinig & Partner mbB
Patent- und Rechtsanwälte 
Joachimsthaler Straße 12
10719 Berlin (DE)

(56) References cited:  
WO-A1-2005/122954 WO-A1-2009/111802
WO-A2-2006/037131 WO-A2-2007/149348
WO-A2-2008/054814 US-A1- 2005 251 157
US-A1- 2006 282 081 US-A1- 2009 281 563



EP 2 600 774 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

TECHNICAL FIELD

[0001] This disclosure relates generally to medical de-
vices and more particularly to implants configured to pro-
vide support within a body of a patient for securing such
implants with the body of the patient.

BACKGROUND

[0002] A variety of medical procedures are performed
to provide support to portions of a body of a patient. For
example, some medical procedures are performed to
treat various female pelvic dysfunctions, including pro-
cedures to treat urinary incontinence, and correcting var-
ious prolapse conditions such as uterine prolapse,
cystoceles, rectoceles, and vaginal vault prolapse.
[0003] Women often experience vaginal prolapses due
to age or other factors. For example, women may expe-
rience a cystocele, a rectocele and/or a hysterocele. A
cystocele occurs when the bladder bulges into the vagi-
na, and a rectocele occurs when the rectum bulges into
the vagina. A hysterocele occurs when the uterus de-
scends into the vagina. An enterocele (small bowel pro-
lapse) can also occur, when the small bowel pushes
through the upper wall of the vagina.
[0004] Treatments of such dysfunctions have included
suturing procedures or the use of implants for support or
suspension of a portion of a body of a patient. For exam-
ple, a hysterocele is often treated with a hysterectomy
followed by a vaginal vault suspension. Various devices
and procedures are used to deliver and secure pelvic
implants within a variety of different anatomical structures
within a pelvic region. Implants can be delivered to a pel-
vic region through one or more vaginal incisions, and/or
through exterior incisions in the patient.
[0005] Existing implants differ in many ways including
size, shape, material, number and location of straps, and
in the method in which they are delivered and placed
within a pelvic region. Additionally, depending on the par-
ticular condition to be treated and the implant used, pelvic
floor repair can require various fixation locations within
a pelvic region. For example, an implant can be secured
using a number of anchors disposed at various fixation
points.
[0006] It may be difficult to apply the correct tension to
existing implants during the implantation procedure. Ad-
ditionally, it may be difficult to adjust the tension of exist-
ing implants at a time after the completion of the implan-
tation procedure. Thus, it would be beneficial to provide
an implant that facilitates tensioning of the implant during
and at a time after the implantation procedure. Document
WO2005/122954, which is considered as the closest pri-
or art document, discloses a system relating to implant-
able supportive slings, according to the preamble of claim
1.

SUMMARY

[0007] In one embodiment, an implant includes a sup-
port member configured to be placed within a body of a
patient and provide support to a portion of the body of
the patient, a tether coupled to an end portion of the sup-
port member; and an anchor configured to be disposed
within a tissue of the body of the patient to help retain
the implant in place within the body of the patient. The
tether is coupled to the anchor such that the tether may
move with respect to the anchor in a first direction but is
retrained from moving in a second direction. In one as-
pect, which is not part of the invention, a method of plac-
ing an implant within a body of a patient
includes making an incision in the body of the patient,
inserting the implant into the body of the patient through
the incision, placing the implant within the body of the
patient such that a support member provides support to
a portion of the body and an anchor helps retain the im-
plant in place within the body of the patient, closing the
incision, and adjusting the tension of the implant after
closing the incision.

BRIEF DESCRIPTION OF THE DRAWINGS

[0008]

Fig. 1 is a schematic illustration of an implant accord-
ing to an embodiment of the invention.
Fig. 2 is a top view of an implant according to an
embodiment of the invention.
Fig. 3 is a side view of an anchor of the implant of
Fig. 2.
Fig. 4 is a break-away view of the anchor of Fig. 3.
Fig. 5 is a perspective view of a portion of the anchor
of the implant of Fig. 3.
Fig. 6 is a top view of a portion of the anchor of the
implant of Fig. 3.
Fig. 7A is a top view of the implant of Fig. 2 coupled
to an insertion tool.
Fig. 7B is a schematic view of an implant disposed
within a body of a patient.
Fig. 8 is a flow chart of a procedure for placing and
tensioning an implant .
Fig. 9 is a side view of an anchor.
Fig. 10 is a see-through side view of the anchor of
Fig. 9.
Fig. 11 is a side view of a portion of the anchor of
Fig. 9 in a first configuration.
Fig. 12 is a side view of a portion of the anchor of
Fig. 9 in a second configuration.

DETAILED DESCRIPTION

[0009] The devices described herein are generally di-
rected to implants configured to be disposed within a
body of a patient. In some embodiments, the implants
are pelvic implants (e.g., posterior support implants, an-
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terior support implants, total pelvic floor repair implants)
and the delivery and placement of such implants within
a pelvic region (also referred to herein as "pelvis") of a
patient. An implant can be placed into the pelvic space
of a patient and secured at any of several locations within
the pelvic space to treat many different pelvic floor dys-
functions. For example, an implant can be secured to a
sacrospinous ligament or a ureterosacral ligament for
uterine preservation (e.g., if a prolapsed uterus is other-
wise healthy, a hysterectomy is not preformed and the
uterus is re-suspended with an implant), or for posterior
support. In another embodiment, an implant can be se-
cured to pubo-urethral tissue or an obturator muscle
(e.g., internus or externus) or membrane (each also re-
ferred to herein as "obturator") to treat, for example, in-
continence. In yet another embodiment, an implant can
be secured to a sacrospinous ligament or an arcus tend-
ineus fascia pelvis (i.e., white line) (also referred to herein
as "arcus tendineus") for paravaginal repairs including,
for example, cystoceles, rectoceles and enteroceles. An
implant can also be secured to various combinations of
such locations. A single implant or multiple implants can
be used in a single procedure. In some applications,
when multiple implants are used, support can be provid-
ed in desired areas and improved control of the direction
of stretch or support of the implant can be achieved. Var-
ious delivery devices, delivery aids, and methods are also
described for delivering and securing an implant assem-
bly within the patient. The implants and procedures de-
scribed herein may be used in a female patient or a male
patient.
[0010] An implant according to an embodiment of the
invention can be implanted, for example, through a vag-
inal incision, in a retro-pubic direction (behind the pubic
bone), or in a pre-pubic direction (in front of the pubic
bone). In other embodiments, an implant can be placed
in the direction of other anatomical structures or tissues
as desired. A procedure to deploy a pelvic implant can
include vaginal incisions, such as an anterior vaginal in-
cision and/or an anterior vaginal incision. In some em-
bodiments, a procedure may include an exterior incision.
[0011] Various embodiments of implants are described
herein. The implants can be delivered to various parts of
the body of the patient using a variety of different method
and delivery devices. The implants and methods dis-
closed herein include pelvic floor implants, but the im-
plants may be configured to be placed and methods may
be used to place such implants in any portion of the body
of the patient.
[0012] An implant can be delivered to a pelvic region
of a patient using a variety of different delivery devices,
only some examples of which are described herein.
[0013] Fig. 1 is a schematic illustration of an implant
100 according to an embodiment. The implant 100 in-
cludes a support member 120, a mesh carrier or anchor
140, and a tether 180. The implant 100 is configured to
be placed within a body of a patient to provide support
to a portion of the body of the patient. For example, in

some embodiments, the support member 120 of the im-
plant 100 is configured to be placed proximate or adjacent
a bladder of a patient to provide support to the bladder
of the patient. In other embodiments, the support member
120 of the implant is configured to support the urethera
or bladder neck of a patient. In yet other embodiments,
the support member 120 of the implant 100 is configured
to be placed adjacent another portion of the body to pro-
vide support to another portion of the body.
[0014] The support member includes end portions 122
and 124. The tether 180 is coupled to end portion 122 of
the support member 120 and is coupled to the anchor
140 such that the tether 180 is configured to move with
respect to the anchor 140 in a first direction and is re-
strained from moving with respect to the anchor in a sec-
ond direction. In some embodiments, the second direc-
tion is opposite the first direction. In other embodiments,
the second direction is substantially opposite the first di-
rection. In yet other embodiments, the second direction
is different than the first direction. In the illustrated em-
bodiment, the tether 180 is coupled to the anchor 140
such that the tether 180 may move with respect to the
anchor 140 in direction A and is restrained from moving
with respect to the anchor 140 in direction B.
[0015] In some embodiments, the tether 180 is a suture
or thread. In other embodiments, the tether 180 is a nar-
row portion of mesh material. In further embodiments,
the tether 180 is another type of material.
[0016] Any known method of coupling the tether 180
to the end portion 122 of the support member 120 may
be used. For example, the tether 180 may be tied to sup-
port member. In other embodiments, an adhesive is used
to couple the tether 180 to the support member.
[0017] In some embodiments, rather than a tether ex-
tending between the support member 120 and the anchor
140, the support member 120 is directly coupled to the
anchor 140. For example, the support member 120 may
include a narrow flexible portion that extends from a body
portion of the support member to the anchor 140.
[0018] The implant 100 also includes a mesh carrier
or anchor 198 coupled to end portion 124 of the support
member 120. In some embodiments, the anchor 198 is
directly coupled to the end portion 124 of the support
member 120. In other embodiments, a tether is coupled
between the end portion 124 and the anchor 198. Any
known mechanism may be used to couple the anchor
190 to the support member 120. For example, an adhe-
sive may be used to couple the anchor 198 to the support
member 120. Alternatively, the anchor 198 may surround
and be frictionally coupled to the support member 120.
[0019] The anchors 140 and 198 are configured to be
disposed in bodily tissue and provide a support for im-
plant 100. Specifically, once disposed within bodily tis-
sue, the anchors 140 and 198 are configured to help re-
tain the implant 100 in place within a body of a patient.
In some embodiments, the anchors 140 and 198 are con-
figured to be disposed within pelvic tissue of a patient.
In other embodiments, the anchors 140 and 198 are con-

3 4 



EP 2 600 774 B1

4

5

10

15

20

25

30

35

40

45

50

55

figured to be disposed in other bodily tissue, such as
muscle tissue.
[0020] In some embodiments, the anchors 140 and
198 include barbs or projections that are configured to
help secure the anchors 140 and 198 in place within the
bodily tissue. In some embodiments, the anchors 140
and 198 do not include any sort of structure for securing
the anchors in place within the body of the patient.
[0021] Any known method of placing implants within a
body of a patient may be used to place implant 100 within
a body of a patient. For example, in embodiments where
the implant 100 is being placed in a pelvic region of a
female patient, a vaginal incision may be made and the
implant 100 may be placed into the body of the patient
through the vaginal incision. In some embodiments, an
insertion tool that is configured to engage and place the
anchors 140 and 198 at an appropriate location within
the body of the patient. In some embodiments, a Solyx™
delivery needle as sold by Boston Scientific Corporation
may be used to deliver the anchors 140 and 198 into the
appropriate locations within the body of the patient. In
other embodiments, the implant 100 is inserted into the
body of the patient through a different bodily incision and
the anchors 140 and 198 are placed using a different
type of insertion tool.
[0022] As the tether 180 is configured to move with
respect to the anchor 140 in the direction A the effective
length of the implant 100 may be decreased. Specifically,
the length of the implant 100 (or the length of the implant
between the anchors 140 and 198) may be decreased
by moving the tether 180 in direction A with respect to
the anchor 140. Thus, the implant 100 may be placed
within a body of a patient and the tension of the implant
may be adjusted by moving the tether 180 in direction A
with respect to the anchor 140.
[0023] In some embodiments, the tether 180 includes
an end portion that, after the implant 100 is placed within
a body of a patient, may be disposed outside of the body
of the patient. In some embodiments, applying a force,
such as by pulling, on the end portion of the tether 180
from a location outside of the body will move the tether
180 in direction A with respect to the anchor 140. Thus,
the effective length of the implant 100 may be decreased
at a time after the implantation procedure. In other words,
because the locations of the anchors 140 and 198 remain
in place within the body of the patient when the tether
180 is moved in direction A with respect to the anchor
140, the tension of the implant 100 may be adjusted after
the procedure to place the implant within the body of the
patient has been completed. For example, in some em-
bodiments, the tension of the implant 100 may be adjust-
ed 24 hours after the procedure to place the implant 100
within the body of the patient has been completed. In
other embodiments, the tension of the implant 100 may
be adjusted 48 hours or more after the procedure to place
the implant 100 within the body of the patient has been
completed.
[0024] In some embodiments, the end portion of the

tether 180 is disposed inside of the body of the patient
proximate an incision that was made during the implan-
tation procedure. In such embodiments, a physician may
easily access the end portion of the tether 180 at a time
after the implantation procedure to adjust the tension of
the implant 100.
[0025] The implant 100 may be formed of any biocom-
patible material. In some embodiments, the support
member 120 is formed of a mesh material. For example,
the support member 120 may be formed of Advantage®
mesh or the Polyform™ synthetic mesh, both as sold by
Boston Scientific Corporation. In some embodiments, in
the support member 120 may be formed of a polymer
material. In some embodiments, the material of the sup-
port member 120 allows for tissue in-growth to secure
the implant 100 to the bodily tissue of the patient.
[0026] In some embodiments, the support member
120 includes tangs to help retain the implant in place
within the body of the patient. In such embodiments, the
tang or tangs are configured to engage the bodily tissue
surrounding the support member 120 help retain the im-
plant 100 in place within the body of the patient. The
terms "tanged" or "tangs" as used herein mean rough-
ened or jagged edges or areas, such as can result from
cutting a woven or knit mesh material.
[0027] While the implant 100 is illustrated and de-
scribed as including anchors 140 and 198, in some em-
bodiments, the implant 100 does not include anchors. In
such embodiments, the effective length of the implant
may be modified or adjusted without reference to the an-
chors. For example, end portions of the implant may be
coupled to different portions of the body of the patient.
The length of the implant may then be adjusted.
[0028] Fig. 2 is a top view of an implant 200 according
to an embodiment. The implant 200 includes a support
member 220, anchors 240 and 298, and a tether 280.
The implant 200 is configured to be placed within a body
of a patient to provide support to a portion of the body of
the patient. For example, in some embodiments, the sup-
port member 220 of the implant 200 is configured to be
placed proximate or adjacent a bladder of a patient to
provide support to the bladder of the patient. In other
embodiments, the support member 220 of the implant
200 is configured to be placed adjacent another portion
of the body to provide support to another portion of the
body.
[0029] The support member includes end portions 222
and 224. The tether 280 includes end portions 282 and
284. End portion 282 of the tether 280 is coupled to end
portion 222 of the support member 220. The tether 280
is coupled to the anchor 240 such that the tether 280 is
configured to move with respect to the anchor 240 in a
first direction and is restrained from moving with respect
to the anchor 240 in a second direction. In the illustrated
embodiment, the tether 280 is coupled to the anchor 240
such that the tether 280 may move with respect to the
anchor 240 in direction C and is restrained from moving
with respect to the anchor 240 in direction D. Specifically,
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end portion 282 may move with respect to the anchor
240 in direction C and is restrained from moving with
respect to the anchor 240 in direction D.
[0030] Any known method of coupling the tether 280
to the end portion 222 of the support member 220 may
be used. For example, the tether 280 may be tied to sup-
port member 220. In other embodiments, an adhesive is
used to couple the tether 280 to the support member 220.
In the illustrated embodiment, a coupler 281 is coupled
between the support member 220 and the tether 280.
[0031] As best illustrated in Figs. 3-6, the anchor 240
includes a lock member 242. In the illustrated embodi-
ment, the lock member 242 is disposed within a cavity
247 defined by a body 241 of the anchor 240. In some
embodiments, the lock member 242 is formed separately
from the body 241 of the anchor 240 and is coupled to
the body 241 of the anchor. Any known coupling methods
may be used to couple the lock member 242 to the body
241 of the anchor 240. For example, an adhesive may
be used to couple the lock member 242 to the body 241
of the anchor 240. In other embodiments, the lock mem-
ber 242 and the body 241 of the anchor 240 are unitarily
or monolithically formed. In some embodiments, the an-
chor 240 is formed of a biocompatible polymer.
[0032] The lock member 242 defines lumens 243, 244,
245, and 246. The lumens 243, 244, 245, and 246 are
configured to slideably receive the tether 280. Accord-
ingly, the tether 280 is configured to extend through and
slide within the lumens 243, 244, 245, and 246. In the
illustrated embodiment, the lumens 243, 244, 245, and
246 extend in substantially parallel directions. In other
embodiments, the lumens extend in directions that are
not parallel to each other.
[0033] As best illustrated in Figs. 5 and 6, the tether
280 is threaded or extends through lumen 243 in a first
direction, through lumen 244 in a second direction,
through lumen 245 in the first direction, and through lu-
men 246 in the second direction. The tether 280 slideably
passes through each of the lumens 243, 244, 245, and
246 in response to a force being applied to end portion
284 of the tether 280 (such as pulling end portion 284 in
a direction away from the anchor 240 or lock member
242). Thus, as the end portion 284 of the tether 280 is
pulled in a direction away from the anchor 240, the tether
280 moves in direction C with respect to the anchor 240
to shorten the effective length of the implant 200. In other
words, the distance or length of the implant 200 between
the anchors 240 and 298 is shortened when end portion
284 of the tether 280 is pulled in a direction away from
the anchor 240.
[0034] One portion 285 of the tether 280 is disposed
between another portion 286 of the tether 280 and the
lock member 242. Portion 286 of the tether 280 is con-
figured to apply a pressure or force F against portion 285
of the tether 280 when the end portion 282 of tether 280
is pulled in a direction away from the anchor 240. The
pressure or force F pinches or forces the portion 285 of
the tether 280 against the lock member 242 to frictionally

couple the tether 280 to the lock member 242. Thus,
when a force is applied to the end portion 282 of tether
280 in a direction away from the anchor 240 (or the lock
member 242), the tether 280 is restrained from moving
with respect to the anchor 240.
[0035] The implant 200 also includes an anchor 298
coupled to end portion 224 of the support member 220.
In the illustrated embodiment, the anchor 298 is directly
coupled to the end portion 224 of the support member
220. Any known mechanism may be used to couple the
anchor 298 to the support member 220. For example, an
adhesive may be used to couple the anchor 298 to the
support member 220. In further embodiments, the anchor
298 is similar to anchor 240 and is coupled to the support
member 220 in a similar manner.
[0036] The anchors 240 and 298 are configured to be
disposed in bodily tissue and provide a support for im-
plant 200. Specifically, once disposed within bodily tissue
the anchors 240 and 298 are configured to help retain
the implant 200 in place within a body of a patient. In
some embodiments, the anchors 240 and 298 are con-
figured to be disposed within pelvic tissue of a patient.
In other embodiments, the anchors 240 and 298 are con-
figured to be disposed in other bodily tissue, such as
muscle tissue.
[0037] In the illustrated embodiment, the anchors 240
and 298 include barbs or projections 248 and 299, re-
spectively, that are configured to help secure the anchors
240 and 298 in place within the bodily tissue.
[0038] Any known method of placing implants within a
body of a female patient may be used to place implant
200 within a body of a patient. For example, in embodi-
ments where the implant 200 is being placed in a pelvic
region of a patient, a vaginal incision may be made and
the implant 200 may be placed into the body of the patient
through the vaginal incision. In some embodiments, the
anchors 240 and 298 are each configured to be engaged
by an insertion tool to be placed and delivered to a loca-
tion within the body of the patient.
[0039] For example, as illustrated in Fig. 7A, with re-
spect to anchor 240, the anchor 240 is configured be
coupled to an end portion of the insertion tool. For exam-
ple, as illustrated, the anchor 240 may be configured to
receive a portion of the insertion tool IT to couple the
anchor 240 to the insertion tool IT. The physician may
then manipulate the insertion tool IT to dispose the an-
chor 240 at the correct location within the body of the
patient. The insertion tool IT may then be released from
the anchor 240 and removed from the body of the patent
to leave the anchor 240 in place within the body of the
patient. In some embodiments, the insertion tool IT may
include a decoupling mechanism. In other embodiments,
the insertion tool IT may be released from the anchor 240
by moving the insertion tool IT in a direction away from
the anchor 240. The same procedure may be used to
place anchor 298 within the body of the patient.
[0040] In some embodiments, an insertion tool, such
as Solyx™ as sold by Boston Scientific Corporation may
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be used to deliver the anchors 240 and 298 into the ap-
propriate locations within the body of the patient. In other
embodiments, the implant 200 is inserted into the body
of the patient through a different bodily incision and the
anchors are placed using a different type of insertion tool.
[0041] As the tether 280 is configured to move with
respect to the anchor 240 in the direction C the effective
length of the implant 200 may be decreased. Specifically,
the length of the implant 200 (or the distance or length
of the implant 200 between the anchors 240 and 298)
may be decreased by moving the end portion 282 of the
tether 280 in direction C with respect to the anchor 240.
Thus, the implant 200 may be placed within a body of a
patient and the tension of the implant may be adjusted
by moving the end portion 282 of the tether 280 in direc-
tion C with respect to the anchor 240.
[0042] Fig. 7B illustrates the implant 200 disposed
within a pelvic region of a female patient. The support
member 220 is disposed adjacent a portion of a bladder
B of the patient and the anchors 240 and 298 are dis-
posed in pelvic tissue. As illustrated, end portion 284 of
the tether 280 is disposed outside of the vaginal incision
VI, which was made to insert the implant 200 into the
body of the patient. In other words, the end portion 284
of the tether 280 extends from a location within the body
of the patient through the vaginal incision VI. In some
embodiments, the end portion 284 is disposed outside
of the body of the patient. In some embodiments, the end
portion 284 extends through the vaginal incision VI and
is disposed within the vagina V of the patient. In other
embodiments, the end portion 284 does not extend from
the bodily incision, but is disposed within the body of the
patient at a location proximate and adjacent the bodily
incision. Accordingly, in some embodiments in which the
end portion 284 is disposed within the body of the patient
at a location proximate and adjacent the bodily incision,
a physician may easily locate the end portion 284 after
the procedure to place the implant 200 within the body
of the patient.
[0043] Applying a force, such as by pulling, on the end
portion 284 of the tether 280 from a location outside of
the body will move the tether 280 through the lock mem-
ber 242 of the anchor 240 in direction C with respect to
the anchor 240 (i.e., the end portion 282 of the tether 280
moves in direction C with respect to the anchor 240).
Thus, the effective length of the implant 200 may be de-
creased at a time after the implantation procedure. In
other words, the tension of the implant 200 may be ad-
justed after the procedure to place the implant within the
body of the patient has been completed. For example, in
some embodiments, the tension of the implant 200 may
be adjusted 24 hours after the procedure to place the
implant 200 within the body of the patient has been com-
pleted. In other embodiments, the tension of the implant
200 may be adjusted 48 hours or more after the proce-
dure to place the implant 200 within the body of the patient
has been completed.
[0044] While the described and illustrated implants in-

clude anchors, in some embodiments, the implants do
not include anchors. In such embodiments, the effective
length of the implant may be modified or adjusted without
reference to the anchors. For example, end portions of
an implant may be coupled to different portions of the
body of the patient. The length of the implant may then
be adjusted via a tether.
[0045] Fig. 8, is a flow chart of a method 300 that may
be used to place the implant 200 within a body of a patient.
The method includes at step 310 making a bodily incision
in the body of the patient. In some embodiments, the
bodily incision is a vaginal incision, such as an anterior
vaginal incision. In other embodiments, the bodily inci-
sion is an incision other than a vaginal incision.
[0046] Step 320 includes inserting an implant into the
body of the patient through the bodily incision. Then, at
step 330, the implant is positioned within the body of the
patient. In some embodiments, the positioning includes
placing anchors of the implant into bodily tissue, such as
pelvic tissue, and disposing the support member adja-
cent a portion of the body to be supported by the implant.
In some embodiments, the support member of the im-
plant is disposed adjacent a bladder of a patient. In other
embodiments, the support member is disposed adjacent
and provides support to another portion of the body of
the patient, such as the uterus, or the rectum of the pa-
tient. In some embodiments, the positioning includes dis-
posing an end portion of the tether of the implant outside
of the body of the patient. In other embodiments, the po-
sitioning includes disposing an end portion of the tether
at a location within the body proximate the bodily incision.
[0047] Step 340 includes suturing the bodily incision
to close the bodily incision. Step 350 includes tensioning
the implant after the suturing of the bodily incision. In
some embodiments, the tensioning occurs hours or days
after the suturing of the bodily incision. In some embod-
iments, the tensioning the implant includes tensioning
the implant from a location outside of the body of the
patient. In some embodiments, the tensioning includes
applying a force to a portion of the the tether of the implant
that extends from the body of the patient (or extends
through the bodily incision).
[0048] Figs. 9-12 illustrate an anchor 440.
[0049] The anchor 440 includes a lock member 442.
In the illustrated embodiment, the lock member 442 is
disposed within a cavity 447 defined by a body 441 of
the anchor 440. The lock member 442 is coupled to a
tether 480 which is coupled to a support member (not
illustrated). For example, the support member in some
embodiments is coupled to end portion 482 of the tether
480.
[0050] The lock member 442 is configured to allow the
tether 480 to move in more than one direction with respect
to the anchor 440. Specifically, in the illustrated embod-
iment, the lock member 442 is configured to allow the
tether 480 to move in direction G with respect to the an-
chor 440 and direction H with respect to the anchor 440.
As the lock member 442 of the anchor 440 allows the
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tether 480 to move with respect to the anchor 440, the
support member may be tensioned or adjusted with re-
spect to the anchor 440 after the implant has been placed
within the body of the patient. In the illustrated embodi-
ment, direction G is substantially opposite direction H. In
other embodiments, the directions are not opposite each
other.
[0051] As best illustrated in Figs. 11 and 12, the lock
member 442 includes a first portion 448 and a second
portion 449. The first portion 448 is movably coupled to
the second portion 449. The second portion 449 of the
lock member 442 is fixedly coupled to the body 441 of
the anchor 440.
[0052] In the illustrated embodiment, the first portion
448 is pivotally coupled to the second portion 449. Any
known method may be used to couple the first portion
448 of the lock member 442 to the second portion 449
of the lock member 442. For example, a hinge may be
coupled to each of the first portion 448 and the second
portion 449 to pivotally couple the first portion 448 to the
second portion 449. In other embodiments, a flexible
member may be disposed between the first portion 448
and the second portion 449 to pivotally couple the first
portion 448 to the second portion 449.
[0053] The lock member 442 may be placed in a first
configuration (as illustrated in Fig. 11) and a second con-
figuration (as illustrated in Fig. 12). Specifically, the first
portion 448 of the lock member 442 is pivoted in the di-
rection of arrow N with respect to the second portion 449
of the lock member 442 to convert the lock member 442
from the first configuration to the second configuration.
[0054] In the illustrated embodiment, the lock member
442 includes an activation member 450. The activation
member 450 is coupled to the first portion 449 of the lock
member 442 and is configured to convert or move the
lock member 442 from its first configuration to its second
configuration. Specifically, the activation member 450 is
coupled to the first portion 448 such that pulling on the
activation member 450 in the direction of arrow P will
cause the first portion 448 to move in the direction of
arrow N with respect to the second portion 449 to convert
the lock member from its first configuration to its second
configuration.
[0055] Any known method may be used to couple the
activation member 450 to the first portion 448 of the lock
member 442. In the illustrated embodiment, the first por-
tion 448 of the lock member 442 defines a lumen 454.
The activation member 450 extends through the lumen
454 and includes an enlarged portion 456 that is config-
ured to retain the activation member 450 coupled to the
first portion 448 of the lock member 442. In other embod-
iments, an adhesive is used to couple the activation mem-
ber 450 to the first portion 448.
[0056] In some embodiments, the lock member 442 is
biased to its first configuration (as illustrated in Fig. 11).
In other embodiments, the lock member 442 is biased to
its second configuration (as illustrated in Fig. 12). In some
embodiments, the lock member 442 is not biased to either

of its configuration.
[0057] The second portion 449 of the lock member 242
defines lumens 443, 444, 445, and 446. The lumens 443,
444, 445, and 446 are configured to slideably receive the
tether 480. Accordingly, the tether 480 is configured to
extend through and slide within the lumens 443, 444,
445, and 446. In the illustrated embodiment, the lumens
443, 444, 445, and 446 extend in substantially parallel
directions. In other embodiments, the lumens extend in
directions that are not parallel to each other.
[0058] The first portion 448 of the lock member 442
defines a lumen 452. The tether 480 passes through and
is slideabley coupled within lumen 452 of the first portion
448 and lumens 443, 444, 445, and 446 of the second
portion 449. Specifically, in the illustrated embodiment,
a portion of the tether 480 that passes through lumen
452 of the first portion 448 is located between the portion
of the tether 480 that passes through lumen 444 of the
second portion 449 and the portion of the tether 480 that
passes through lumen 446 of the second portion 449.
[0059] When the lock member is in its first configuration
or its second configuration, the tether 480 slideably pass-
es through each of the lumens 452, 443, 444, 445, and
446 in response to a force being applied to end portion
484 of the tether 480 (such as pulling end portion 284 in
a direction away from the anchor 440). Thus, as the end
portion 484 of the tether 480 is pulled in a direction away
from the anchor 440, the tether 480 moves in a direction
with respect to the anchor 440 to shorten the effective
length of the implant. Thus, additional tension may be
applied to the implant and/or support member after the
implant has been placed within the body of the patient.
[0060] As best illustrated in Figs. 11 and 12, one portion
485 of the tether 480 is disposed between the first portion
448 of the lock member 442 and the second portion 449
of the lock member 442. The first portion 448 of the lock
member 440 is configured to apply a pressure or force
against portion 485 of the tether 480 when the lock mem-
ber is in its first configuration (as illustrated in Fig. 11)
and the end portion 282 of tether 480 is pulled in a direc-
tion away from the anchor 440. For example, in one em-
bodiment, the tether applies a force to the first portion
488 of the lock member 442 to pivot the first portion 448
towards the portion 485 of the tether 480. The pressure
or force pinches or forces the portion 485 of the tether
480 between the first portion 448 and the second portion
449 of the lock member 442 to frictionally couple the teth-
er 480 to the lock member 442. Thus, tether 480 is re-
strained from moving with respect to the anchor 440.
[0061] When the lock member 442 is in its second con-
figuration (as illustrated in Fig. 12), the first portion 448
is pivoted away from the portion 445 of the tether 480
disposed between the first portion 448 and the second
portion 449, the tether 480 is free to move with respect
to the lock member 442 in either direction. Accordingly,
a force may be applied to the activation member 450 in
the direction of arrow P to convert the lock member 442
to its second configuration. End portion 482 of the tether
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480 may then be moved away from the anchor 440. Thus,
the effective length of the implant can be increased. In
other words, the length of the implant or support portion
between the anchors may be increased. In one embod-
iment, once the implant is placed within the body, the end
portion 482 of the tether 480 may be moved away from
the anchor 440 by applying a pressure to the organ that
is being supported by the implant. For example, when
the support member of the implant is placed adjacent a
urethera of a patient, a downward force may be applied
on the urethera (i.e., by a physician) to move the end
portion 482 away from the anchor 480 and lengthen the
implant.
[0062] In one embodiment, the tether 480 and the ac-
tivation member 450 are marked such that the physician
may distinguish the two items. For example, in some em-
bodiments, the tether 280 if of one color and the activation
member 450 is of another color. In other embodiments,
other markings are disposed on the tether 480 and acti-
vation member 450.
[0063] Any number of methods may be used to place
an implant that includes anchor 440 within a body of a
patient. For example, in one embodiment, the method
includes making a bodily incision in the body of the pa-
tient, inserting an implant into the body of the patient
through the bodily incision, and positioning the implant
within the body of the patient. In some embodiments, the
positioning includes placing anchors of the implant into
bodily tissue, such as pelvic tissue, and disposing the
support member adjacent a portion of the body to be
supported by the implant. In some embodiments, the sup-
port member of the implant is disposed adjacent a blad-
der of a patient. In other embodiments, the support mem-
ber is disposed adjacent and provides support to another
portion of the body of the patient, such as the uterus, or
the rectum of the patient. In some embodiments, the po-
sitioning includes disposing end portion 484 of the tether
480 and an end portion of the activation member 450
outside of the body of the patient. In other embodiments,
the positioning includes disposing end portion 484 of the
tether 480 and an end portion of the activation member
450 at a location within the body proximate the bodily
incision. The bodily incision may then be closed.
[0064] Once the bodily incision is closed, the tension
or length of the implant may be adjusted. In some em-
bodiments, the tensioning occurs hours or days after the
suturing of the bodily incision. In some embodiments, the
tensioning the implant includes tensioning the implant
from a location outside of the body of the patient.
[0065] In some embodiments, the additional tension
may be applied to the implant (i.e., the effective length
of the implant is shortened) by applying a force or pulling
the end portion 484 of the tether 480 that extends from
the body of the patient.
[0066] In some embodiments, the tension of the im-
plant may be loosened (i.e., the effective length of the
implant is increased) by applying a force or pulling and
end portion of the activation member 450 that extends

from the body of the patient (to place the lock member
442 in its second configuration) and applying a downward
force on the portion of the body that is being supported
by the implant. For example, if the implant is supporting
the urethera, a downward pressure or force may be ap-
plied to the urethera to loosen the tension of the implant.
[0067] In one embodiment, an implant includes a sup-
port member configured to be placed within a body of a
patient and provide support to a portion of the body of
the patient, a tether coupled to an end portion of the sup-
port member, and an anchor configured to be disposed
within a tissue of the body of the patient to help retain
the implant in place within the body of the patient. The
tether is coupled to the anchor such that the tether may
move with respect to the anchor in a first direction but is
retrained from moving in a second direction. In one em-
bodiment, the second direction is opposite the first direc-
tion.
[0068] In one embodiment, the anchor includes a lock
member and the lock member defines a lumen. The teth-
er extends through the lumen. In another embodiment,
the anchor includes a lock member and the lock member
defines a first lumen and a second lumen. The tether
extends through the first lumen and the second lumen.
In one embodiment, the tether includes a first portion and
a second portion. The first portion is disposed between
the second portion and a portion of the anchor. The sec-
ond portion is configured to apply pressure on the first
portion in response to a force being applied to the tether
in the second direction.
[0069] In one embodiment, the anchor includes a lock
member. The lock member includes a first lumen, a sec-
ond lumen, a third lumen, and a fourth lumen. In some
embodiments, the anchor includes a lock member. The
lock member includes a first lumen, a second lumen, a
third lumen, and a fourth lumen. The tether extends
through the first lumen, the second lumen, the third lu-
men, and the fourth lumen.
[0070] In some embodiments, a first end portion of the
tether is coupled to the support member and a second
end portion is disposed proximal a bodily incision when
the implant is disposed within the body of the patient.
[0071] In some embodiments, the anchor includes a
lock member. The lock member has a first portion and a
second portion movably coupled to the first portion. In
some embodiments, the anchor includes a lock member.
The lock member includes a first portion and a second
portion pivotally coupled to the first portion.
[0072] In some embodiments, an implant includes a
support member configured to be placed within a body
of a patient and provide support to a portion of the body
of the patient, a tether coupled to an end portion of the
support member, and an anchor configured to be dis-
posed within a tissue of the body of the patient to help
retain the implant in place within the body of the patient.
The anchor includes a lock member having a first portion
and a second portion movably coupled to the first portion.
The lock member has a first configuration and a second
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configuration. The tether is coupled to the lock member
such that the tether may move with respect to the lock
member in a first direction but is retrained from moving
in a second direction when the lock member is in its first
configuration. The tether being coupled to the lock mem-
ber such that the tether may move with respect to the
lock member in the first direction and the second direction
when the lock member is in its second configuration.
[0073] In some embodiments, the second portion of
the lock member is pivotally coupled to the first portion
of the lock member. In some embodiments, the second
portion of the lock member is pivotally coupled to the first
portion of the lock member and the implant includes an
activation member coupled to the first portion of the lock
member.
[0074] In some embodiments, a portion of the tether is
disposed between the first portion of the lock member
and the second portion of the lock member. In some em-
bodiments, a portion of the tether is disposed between
the first portion of the lock member and the second por-
tion of the lock member. The first portion of the lock mem-
ber is configured to contact the portion of the tether when
the lock member is in its first configuration and a force in
the second direction is applied to the tether.
[0075] In some embodiments the implant includes an
activation member coupled to the first portion of the lock
member.
[0076] In some embodiments a method of placing an
implant within a body of a patient includes making an
incision in the body of the patient, inserting the implant
into the body of the patient through the incision, the im-
plant including a support member, placing the implant
within the body of the patient such that the support mem-
ber provides support to a portion of the body of the patient,
closing the incision, and adjusting the tension of the im-
plant after closing the incision.
[0077] In some embodiments, the adjusting includes
applying a force to a tether that extends from the implant
and is coupled to the support member. In some embod-
iments, the implant includes an anchor having a lock
member and the adjusting includes applying a force to
an activation member that is coupled to a portion of the
lock member and applying a force to the portion of the
body supported by the support member.
[0078] In some embodiments the implant includes a
tether having a first end portion coupled to the support
member and extends through a lumen defined by an an-
chor and the placing includes placing a second end por-
tion of the tether proximal the incision.
[0079] While certain features of the described imple-
mentations have been illustrated as described herein,
many modifications, substitutions, changes and equiva-
lents will now occur to those skilled in the art. It is, there-
fore, to be understood that the appended claims are in-
tended to cover all such modifications and changes as
fall within the scope of the embodiments.

Claims

1. An implant, comprising:

a support member (220) configured to be placed
within a body of a patient and provide support
to a portion of the body of the patient;
a tether (280) coupled to an end portion (222)
of the support member (220); and
an anchor (240) configured to be disposed within
a tissue of the body of the patient to help retain
the implant in place within the body of the patient,
the tether (280, 480) being coupled to the anchor
(240) such that the tether (280) may move with
respect to the anchor (240) in a first direction
but is restrained from moving in a second direc-
tion, wherein the anchor (240) includes a lock
member (242, 442), said implant being charac-
terized in that the lock
member (242, 442) includes a first lumen (243),
a second lumen (244), a third lumen (245), and
a fourth lumen (246), wherein the tether (280)
includes a first portion (285) and a second por-
tion (286), the first portion (285) is being dis-
posed between the second portion (286) and a
portion of the anchor (240), the second portion
(286) is being configured to apply pressure on
the first portion (285) in response to a force being
applied to the tether (280) in the second direc-
tion.

2. The implant of claim 1, wherein the second direction
is opposite the first direction.

3. The implant of claim 1, wherein each one of the lu-
mens (243, 244, 245, 246) is configured to slideably
receive the tether (280) within the lumen (243, 244,
245, 246) and wherein the tether (280) slideably
passes through the first lumen (243) in a first direc-
tion, through the second lumen (244) in a second
direction, through the third lumen (245) in the first
direction, and through the fourth lumen (246) in the
second direction.

4. The implant of claim 1, wherein the tether (280) ex-
tends through the first lumen (243), the second lu-
men (244), the third lumen (245), and the fourth lu-
men (246).

5. The implant of claim 1, wherein a first end portion
(282) of the tether is coupled to the support member
(220) and a second end portion (284) is disposed
proximal a bodily incision when the implant is dis-
posed within the body of the patient.

6. The implant of claim 1, wherein the lock member
(442) has a first portion (448) and a second portion
(449) movably coupled to the first portion (448).
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7. The implant of claim 1, wherein the lock member
(442) includes a first portion (448) and a second por-
tion (449) pivotally coupled to the first portion (448).

8. The implant of claim 1, wherein the lock member
(442) has a first portion (448) and a second portion
(449) movably coupled to the first portion (448), the
lock member (442) having a first configuration and
a second configuration, and

the tether (480) is coupled to the lock member
(442) such that the tether (480) may move with
respect to the lock member (442) in a first direc-
tion but is restrained from moving in a second
direction when the lock member (442) is in its
first configuration, the tether (480) being cou-
pled to the lock member (442) such that the teth-
er (480) may move with respect to the lock mem-
ber (442) in the first direction and the second
direction when the lock member (442) is in its
second configuration.

9. The implant of claim 8, wherein the second portion
(489) of the lock member (442) is pivotally coupled
to the first portion (448) of the lock member (442).

10. The implant of claim 8, wherein the second portion
(449) of the lock member (442) is pivotally coupled
to the first portion (448) of the lock member (442),
the implant further comprising:

an activation member (450) coupled to the first
portion (448) of the lock member (442).

11. The implant of claim 8, wherein a portion (485) of
the tether (480) is disposed between the first portion
(448) of the lock member (442) and the second por-
tion (449) of the lock member.

12. The implant of claim 8, wherein a portion (485) of
the tether (480) is disposed between the first portion
(448) of the lock member (442) and the second por-
tion (449) of the lock member (442), the first portion
(448) of the lock member (442) is configured to con-
tact the portion (485) of the tether (480) when the
lock member (442) is in its first configuration and a
force in the second direction is applied to the tether
(480).

13. The implant of claim 8, further comprising,

an activation member (450) coupled to the first
portion (448) of the lock member (442).

Patentansprüche

1. Implantat, welches aufweist.

ein Stützteil (220), das konfiguriert ist, innerhalb ei-
nes Körpers eines Patienten angeordnet zu werden,
und einem Bereich des Körpers des Patienten eine
Stütze zu geben;
ein Halteseil (280), das an einen Endbereich (222)
des Stützteils (220) gekoppelt ist; und
einen Anker (240), der konfiguriert ist, innerhalb ei-
nes Gewebes des Körpers des Patienten angeord-
net zu werden, um dazu beizutragen, das Implantat
in seiner Lage innerhalb des Körpers des Patienten
zu halten,
wobei das Halteseil (280, 480) so an den Anker (240)
gekoppelt ist, dass das Halteseil (280) sich in Bezug
auf den Anker (240) in einer ersten Richtung bewe-
gen kann, aber zurückgehalten wird, sich in einer
zweiten Richtung zu bewegen, wobei der Anker
(240) ein Arretierteil (242, 442) enthält, welches Im-
plantat dadurch gekennzeichnet ist, dass das Ar-
retierteil (242, 442) ein erstes Lumen (243), ein zwei-
tes Lumen (244), ein drittes Lumen (245) und ein
viertes Lumen (246) enthält, wobei das Halteseil
(280) einen ersten Bereich (285) und einen zweiten
Bereich (286) enthält, der erste Bereich (285) zwi-
schen dem zweiten Bereich (286) und einem Bereich
des Ankers (240) angeordnet ist und der zweite Be-
reich (286) konfiguriert ist, Druck auf den ersten Be-
reich (285) als Antwort auf eine auf das Halteseil
(280) in der zweiten Richtung ausgeübte Kraft aus-
zuüben.

2. Implantat nach Anspruch 1, bei dem die zweite Rich-
tung entgegengesetzt zur ersten Richtung ist.

3. Implantat nach Anspruch 1, bei dem jedes der Lu-
men (243, 244, 245, 246) konfiguriert ist zum gleit-
baren Aufnehmen des Halteseils (280) innerhalb des
Lumens (243, 244, 245, 246), wobei das Halteseil
(280) gleitbar durch das erste Lumen (243) in einer
ersten Richtung, durch das zweite Lumen (244) in
einer zweiten Richtung, durch das dritte Lumen (245)
in der ersten Richtung und durch das vierte Lumen
(246) in der zweiten Richtung hindurchzugehen.

4. Implantat nach Anspruch 1, bei dem das Halteseil
(280) sich durch das erste Lumen (243), das zweite
Lumen (244), das dritte Lumen (245) und das vierte
Lumen (246) erstreckt.

5. Implantat nach Anspruch 1, bei dem ein erster End-
bereich (282) des Halteseils mit dem Stützteil (220)
gekoppelt ist und ein zweiter Endbereich (284) pro-
ximal eines Körpereinschnitts angeordnet ist, wenn
das Implantat innerhalb des Körpers des Patienten
angeordnet ist.

6. Implantat nach Anspruch 1, bei dem das Arretierteil
(442) einen ersten Bereich (448) und einen zweiten
Bereich (449), der bewegbar an den ersten Bereich
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(448) gekoppelt ist, hat.

7. Implantat nach Anspruch 1, bei dem das Arretierteil
(442) einen ersten Bereich (448) und einen zweiten
Bereich (449), der schwenkbar an den ersten Be-
reich (448) gekoppelt ist, enthält.

8. Implantat nach Anspruch 1, bei dem das Arretierteil
(442) einen ersten Bereich (448) und einen zweiten
Bereich (449), der bewegbar an den ersten Bereich
(448) gekoppelt ist, hat, wobei das Arretierteil (442)
eine erste Konfiguration und eine zweite Konfigura-
tion hat, und
das Halteseil (480) derart an das Arretierteil (442)
gekoppelt ist, dass das Halteseil (480) sich mit Be-
zug auf das Arretierteil (442) in einer ersten Richtung
bewegen kann, aber zurückgehalten wird, sich in ei-
ner zweiten Richtung zu bewegen, wenn das Arre-
tierteil (442) in seiner ersten Konfiguration ist, das
Halteseil (480) derart an das Arretierteil (442) ge-
koppelt ist, dass das Halteseil (480) sich mit Bezug
auf das Arretierteil (442) in der ersten Richtung und
der zweiten Richtung bewegen kann, wenn das Ar-
retierteil (442) in seiner zweiten Konfiguration ist.

9. Implantat nach Anspruch 8, bei dem der zweite Be-
reich (489) des Arretierteils (442) schwenkbar an
den ersten Bereich (448) des Arretierteils (442) ge-
koppelt ist.

10. Implantat nach Anspruch 8, bei dem der zweite Be-
reich (449) des Arretierteils (442) schwenkbar an
den ersten Bereich (448) des Arretierteils (442) ge-
koppelt ist, wobei das Implantat weiterhin aufweist:

ein Aktivierungsteil (450), das mit dem ersten
Bereich (448) des Verriegelungsteils (442) ge-
koppelt ist.

11. Implantat nach Anspruch 8, bei dem ein Bereich
(485) des Halteseils (480) zwischen dem ersten Be-
reich (448) des Arretierteils (442) und dem zweiten
Bereich (449) des Arretierteils angeordnet ist.

12. Implantat nach Anspruch 8, bei dem ein Bereich
(485) des Halteseils (480) zwischen dem ersten Be-
reich (448) des Arretierteils (442) und dem zweiten
Bereich (449) des Arretierteils (442) angeordnet ist
und der erste Bereich (448) des Arretierteils (442)
konfiguriert ist, den Bereich (485) des Halteseils
(480) zu kontaktieren, wenn das Arretierteil (442) in
seiner ersten Konfiguration ist und eine Kraft in der
zweiten Richtung auf das Halteseil (480) ausgeübt
wird.

13. Implantat nach Anspruch 8, welches weiterhin auf-
weist:

ein Aktivierungsteil (450), das an den ersten Be-
reich (448) des Arretierteils (442) gekoppelt ist.

Revendications

1. Implant, comprenant :

un élément de support (220) configuré pour être
placé à l’intérieur du corps d’un patient et pour
constituer un support pour une partie du corps
du patient ;
une attache (280) couplée à une partie d’extré-
mité (222) de l’élément de support (220) ; et
un ancrage (240) configuré pour être disposé à
l’intérieur d’un tissu du corps du patient pour
contribuer à la retenue de l’implant en place à
l’intérieur du corps du patient,
l’attache (280, 480) étant couplée à l’ancrage
(240) de telle sorte que l’attache (280) puisse
se déplacer par rapport à l’ancrage (240) dans
une première direction mais soit restreinte dans
son déplacement dans une seconde direction,
dans lequel l’ancrage (240) inclut un élément de
verrouillage (242, 442), ledit implant étant ca-
ractérisé en ce que l’élément de verrouillage
(242, 442) inclut une première lumière (243),
une seconde lumière (244), une troisième lumiè-
re (245) et une quatrième lumière (246), dans
lequel l’attache (280) inclut une première partie
(285) et une seconde partie (286), la première
partie (285) étant disposée entre la seconde par-
tie (286) et une partie de l’ancrage (240), la se-
conde partie (286) étant configurée de manière
à appliquer une pression sur la première partie
(285) en réponse à l’application d’une force sur
l’attache (280) dans la seconde direction.

2. Implant selon la revendication 1, dans lequel la se-
conde direction est opposée à la première direction.

3. Implant selon la revendication 1, dans lequel chacu-
ne des lumières (243, 244, 245, 246) est configurée
de manière à recevoir de façon coulissante l’attache
(280) à l’intérieur de la lumière (243, 244, 245, 246)
et dans lequel l’attache (280) passe par coulisse-
ment au travers de la première lumière (243) dans
une première direction, au travers de la seconde lu-
mière (244) dans une seconde direction, au travers
de la troisième lumière (245) dans la première direc-
tion et au travers de la quatrième lumière (246) dans
la seconde direction.

4. Implant selon la revendication 1, dans lequel l’atta-
che (280) s’étend au travers de la première lumière
(243), de la seconde lumière (244), de la troisième
lumière (245) et de la quatrième lumière (246).
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5. Implant selon la revendication 1, dans lequel une
première partie d’extrémité (282) de l’attache est
couplée à l’élément de support (220) et une seconde
partie d’extrémité (284) est disposée de façon proxi-
male par rapport à une incision pratiquée dans le
corps lorsque l’implant est disposé à l’intérieur du
corps du patient.

6. Implant selon la revendication 1, dans lequel l’élé-
ment de verrouillage (442) comporte une première
partie (448) et une seconde partie (449) couplée de
façon mobile à la première partie (448).

7. Implant selon la revendication 1, dans lequel l’élé-
ment de verrouillage (442) comporte une première
partie (448) et une seconde partie (449) couplée de
façon pivotante à la première partie (448).

8. Implant selon la revendication 1, dans lequel :

l’élément de verrouillage (442) comporte une
première partie (448) et une seconde partie
(449) couplée de façon mobile à la première par-
tie (448), l’élément de verrouillage (442) présen-
tant une première configuration et une seconde
configuration ; et
l’attache (480) est couplée à l’élément de ver-
rouillage (442) de telle sorte que l’attache (480)
puisse se déplacer par rapport à l’élément de
verrouillage (442) dans une première direction
mais soit restreinte dans son déplacement dans
Une seconde direction lorsque l’élément de ver-
rouillage (442) est dans sa première configura-
tion, l’attache (480) étant couplée à l’élément de
verrouillage (442) de telle sorte que l’attache
(480) puisse se déplacer par rapport à l’élément
de verrouillage (442) dans la première direction
et dans la seconde direction lorsque l’élément
de verrouillage (442) est dans sa seconde con-
figuration.

9. Implant selon la revendication 8, dans lequel la se-
conde partie (489) de l’élément de verrouillage (442)
est couplée de façon pivotante à la première partie
(448) de l’élément de verrouillage (442).

10. Implant selon la revendication 8, dans lequel la se-
conde partie (449) de l’élément de verrouillage (442)
est couplée de façon pivotante à la première partie
(448) de l’élément de verrouillage (442), l’implant
comprenant en outre :

un élément d’activation (450) couplé à la pre-
mière partie (448) de l’élément de verrouillage
(442).

11. Implant selon la revendication 8, dans lequel une
partie (485) de l’attache (480) est disposée entre la

première partie (448) de l’élément de verrouillage
(442) et la seconde partie (449) de l’élément de ver-
rouillage.

12. Implant selon la revendication 8, dans lequel une
partie (485) de l’attache (480) est disposée entre la
première partie (448) de l’élément de verrouillage
(442) et la seconde partie (449) de l’élément de ver-
rouillage (442), la première partie (448) de l’élément
de verrouillage (442) est configurée de manière à
entrer en contact avec la partie (485) de l’attache
(480) lorsque l’élément de verrouillage (442) est
dans sa première configuration et qu’une force dans
la seconde direction est appliquée à l’attache (480).

13. Implant selon la revendication 8, comprenant en
outre :

un élément d’activation (450) couplé à la pre-
mière partie (448) de l’élément de verrouillage
(442).
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