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Description

Technical field

[0001] The disclosure generally relates to the field of
digitally created decorative surfaces for building panels
such as floor and wall panels. The disclosure relates to
a method and an equipment to apply and bond powder
based colourants such that a digital print is formed on
such surfaces.

Field of Application

[0002] Embodiments of the present invention are par-
ticularly suitable for use in floors, which are formed of
floor panels comprising a core or a body, a decorative
layer and preferably a transparent wear resistant struc-
tured layer above the decorative layer. Preferred embod-
iments are conventional laminate floors, powder based
floor, wood floors, plastic based LVT floors and ceramic
tiles. The following description of techniques, problems
of known technology and objects and features of the in-
vention will therefore, as a non-restrictive example, be
aimed above all at this field of application and in particular
at floorings which are similar to conventional laminated
floorings or floorings with a resilient surface layer.
[0003] It should be emphasized that embodiments of
the invention may be used to produce a digital image
and/or a digitally formed structure on any surface but flat
panels such as, for example, building panels in general,
wall panels, ceilings, furniture components and similar
products that generally have large surfaces with ad-
vanced decorative patterns are preferred. The basic prin-
ciples of the invention may be used to apply a print on
paper, foils, textiles, metals, solid wood, wood veneer,
wood based sheet materials, cork, linoleum, polymer ma-
terial, ceramics, wall paper and similar surfaces.

Background

[0004] The following description is used to describe
the background and products, materials and production
methods that may comprise specific parts of preferred
embodiments in the disclosure of this invention.

a) Laminate Floorings.

[0005] The majority of all laminate floors are produced
according to a production method generally referred to
as Direct Pressed Laminate (DPL). Such laminated floors
have a core of 6 -12 mm fibreboard, a 0.2 mm thick upper
decorative surface layer of laminate and a 0.1-0.2 mm
thick lower balancing layer of laminate, plastic, paper or
like materials.
[0006] The surface layer of a laminate floor is charac-
terized in that the decorative and wear properties are
generally obtained with two separate layers of paper, one
above the other. The decorative layer is generally a print-

ed paper and the wear layer is a transparent overlay pa-
per, which comprises small aluminium oxide particles.
[0007] The decor paper is the most critical of the lam-
ination papers as it gives the visual appearance of the
laminate. The decor paper weight is generally in the
range of 60 - 150 g/m2.
[0008] The overlay paper is generally thinner with a
weight of about 20 - 50 g/m2 and is made of pure cellu-
lose, which is based on delignified pulp. The overlay pa-
per becomes almost completely transparent after lami-
nation and the appearance of the decor paper is visible.
Thicker overlay papers with a considerable amount of
aluminium oxide particles may give a high wear resist-
ance. The disadvantage is that they are less transparent
and the decorative pattern is covered by a grey layer that
disturbs the printed pattern.
[0009] Printing of decorative papers is very cost effi-
cient. Rotogravure presses with printing cylinders that
may have a width of 3 metres and that may run with a
speed of up to 600 m/min are used. The printing cylinders
are generally produced by conventional mechanical en-
graving. Recently digital laser engraving has been intro-
duced which allows faster décor development and pro-
vides a better décor quality. Solvent-free inks with organ-
ic pigments are often used and excess ink is re-cycled.
[0010] The printed decorative paper and the overlay
are impregnated with melamine formaldehyde resins,
generally referred to as melamine resins, and laminated
to a HDF core in large discontinuous or continuous lam-
inate presses where the resin cures under high heat
(about 170°C) and pressure (40 - 60 bars) and the papers
are laminated to the core material. An embossed press
plate or steal belt forms the surface structure. Sometimes
a structured paper is used as a press matrix. The em-
bossing is in high quality floors made in register with the
design. The embossing depth is limited to 0.1 - 0.2 mm
(100 - 200 micron).
[0011] Laminated floors may also be produced with di-
rect printing technology. One advantage is that the press-
ing operation may be avoided and that no printed papers
are needed to provide a decorative surface. Hydro print-
ing inks are used to print the décor by a multicolour print-
ing press with rollers onto a pre-sealed core and the print
is covered with a protective transparent wear layer that
may be an overlay, a plastic foil or a lacquer. The pro-
duction process is rather complicated and is only cost
efficient in very large production volumes.
[0012] Direct printing technology may be replaced with
digital printing technology that is much more flexible and
small production volumes can be economically manufac-
tured. The difference between these two methods is
mainly the printing step where the printing rollers are re-
placed by a digital non-contact printing process.
[0013] Digital printing may also be used to print on a
paper sheet that is used in conventional laminate pro-
duction and laminated under heat and pressure. The
printing may be made prior or after impregnation. Such
printing prior to impregnation is complicated since paper
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may swell and shrink during the printing and impregna-
tion step and small quantities are not cost efficient to
impregnate. Printing after impregnation on a melamine
impregnated paper is very difficult since pigments applied
on a melamine surface float during the pressing step
when the melamine resin is in a liquid state. Such prob-
lems may partly be solved with a method where a raw
paper, preferably comprising a base colour, is applied
and fixed to the core prior to printing and impregnated
paper or melamine powder is applied under and/or over
the raw paper such that the resins from the impregnated
papers penetrate into the raw paper during the pressing
step.
[0014] Laminate floors may also have a surface of pa-
per foils or plastic foils and such foil materials may also
be printed digitally. A protective wear resistant transpar-
ent layer that generally is a polyurethane lacquer is used
to covers the printed décor.

b) Powder based floors (WFF)

[0015] Recently new "paper free" floor types have been
developed with solid surfaces comprising a substantially
homogenous powder mix of fibres, binders and wear re-
sistant particles hereafter referred to as WFF (Wood Fi-
bre Floor).
[0016] The powder mix may comprise aluminium oxide
particles, melamine formaldehyde resins and wood fi-
bres. In most applications decorative particles such as,
for example, colour pigments are included in the mix. In
general, all these materials are applied in dry form as a
mixed powder on a HDF core and cured under heat and
pressure to a 0.1 - 1.0 mm solid layer. The powder is,
prior to pressing, stabilized with moisture and IR lamps
such that it forms an upper skin layer similar to a paper
layer and this prevents the powder from blowing away
during pressing. Melamine formaldehyde powder and
wood fibres may be replaced by thermoplastic particles.
[0017] Several advantages over known technology
and especially over conventional laminate floorings may
be obtained such as increased wear and impact resist-
ance, deep embossing, increased production flexibility
and lower costs. An embossing depth of 0.2 -0.7 mm may
easily be reached.
[0018] Powder technology is very suitable to produce
a decorative surface layer, which is a copy of stone and
ceramics. In the past it was more difficult to create de-
signs such as, for example, wood decors. However, re-
cently digital powder printing has been developed and it
is possible to create very advanced designs of any type
by injecting ink into the powder prior to pressing. Prob-
lems related to paper impregnation may be completely
eliminated since no impregnation is required. The surface
structure is made in the same way as for laminate flooring
by a structured press plate, a steal belt or an embossed
matrix paper that is pressed against the powder. An ad-
vantage compared to the other digital printing technolo-
gies is that the powder provides a base colour and no

protective layer is needed above the print since the ink
may penetrate into the powder. The penetration is how-
ever rather limited since the ink drops will be bonded to
the first particle that they hit, mainly the wood fibres. In-
creased wear resistance may be reached if several print-
ed powder layers are applied on each other or if a powder
overlay is used as a protective layer applied over the
digital print.

c) Melamine formaldehyde resin.

[0019] A basic substance in Laminate and WFF floors
is the thermosetting melamine formaldehyde resin that
is used as a binder. Melamine resin or melamine formal-
dehyde resin (generally shortened to melamine) is a
hard, thermosetting plastic material made from melamine
and formaldehyde by polymerization. Such resin, here-
after referred to as melamine, comprises three basic
stages. The stages, A-stage, B-stage, C-stage are de-
scribed in Principles of Polymerization, George Odian,
3rd edition, e.g. on pages 122 to 123. The first uncured
A-stage is obtained when melamine, formaldehyde and
water is boiled to a liquid substance with a dry content
of about 50%. The second semi-cured B-stage is ob-
tained when the liquid resin is used to impregnate, for
example, an overlay paper that after the application of
the liquid resin is dried with heat. The molecules have
started to cross link but the resin is still possible to cure
in a final stage if the drying of the resin is made during a
rather short time, for example, one minute and with a
heat of about 90 - 120°C.
[0020] The B-stage may also be obtained by spraying
the liquid resin over hot air such that the drops are dried
and a dry semi-cured melamine formaldehyde powder is
obtained that comprises small round spherical particles
with a diameter of about 30- 100 microns (0.03 -0.10 mm).
[0021] The final completely cured C-stage is obtained
when, for example, the melamine impregnated paper or
the WFF powder is heated to about 160°C under pressure
during 10 - 20 seconds. The dry melamine formaldehyde
resin becomes softer, melts and cures to a fixed form
when the temperature increases during the pressing. The
curing is dependent on temperature and heating time.
Curing may be obtained at lower temperatures and long-
er time or at higher temperature during shorter time.
Spray dried melamine powder may also be cured under
high temperature. d) Wood floors.
[0022] Wood floors are produced in many different
ways. Traditional solid wood floors have developed into
engineered floors with wood layers applied on a core
made of wood lamellas, HDF or plywood. The majority
of such floors are delivered as pre-finished floors with a
wood surface that is coated with several transparent lay-
ers in the factory. The coating may be made with UV
cured polyurethane, oil or wax. Recently wood floorings
have also been produced with a digitally printed pattern
that improves the design of the wood grain structure in
wood species that do not have a sufficient surface quality.
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e) Ceramic tiles

[0023] Ceramic tiles are one of the major materials
used for flooring and wall coverings. The raw materials
used to form tiles consist of clay minerals, feldspar and
chemical additives required for the shaping process. One
common method to produce ceramic tiles uses the fol-
lowing production steps. The raw materials are milled
into powder and mixed. Sometimes, water is then added
and the ingredients are wet milled. The water is removed
using filter pressing followed by spray drying into powder
form. The resulting powder is then dry pressed under a
very high pressure (about 400 bars) to a tile body with a
thickness of 6 - 8 mm. The tile body is further dried to
remove remaining moisture and to stabilize the tile body
to a solid homogenous material. Recently dry pressing
of large and thin panels have been introduced. Dry gran-
ular material is pressed with very high pressure up to 400
bars and panels with a size of 1∗2 m and more and with
thicknesses down to a few mm may be produced in a
cost efficient way. Such panels may be used for wall pan-
els and worktops. The production time has been reduced
from several days to less than an hour. Such panels may
be cut and shaped with production tolerances that are
superior to the traditional methods and the may even be
installed in a floating manner with mechanical locking
systems. One or several layers of glaze, which is a glass
like substance, are applied on the tile body by dry or wet
methods. The thickness of the glazing is about 0.2 - 0.5
mm. There may be two glazes on the tile, first a non-
transparent glaze on the tile body, then a transparent
glaze on the surface. The purpose of tile glazing is to
protect the tile. The glaze is available in many different
colours and designs. Some glazes can create different
textures. The tile is after glazing fired in a furnace or kiln
at very high temperatures (1,300°C). During firing, the
glaze particles cures and melt into each other and form
a wear resistant layer. Roller screens are often used to
create a decorative pattern. The contact nature of the
rotary screen-printing has many disadvantages such as
breakages and long set-up times. Several tile producers
have therefore recently replaced this conventional print-
ing technology with digital ink jet printing technology that
offers several advantages. Generally oil based inks are
used and the print is applied on the pressed tile body or
on a base glazing that is applied in wet form and dried
prior to printing. A transparent glaze layer may be applied
on the digital print in order to improve the wear resistance.
Digital non-contact printing means no breakages and
possibility to use thinner tile bodies. Short set-up times,
randomized printing with no repetition effects and ability
to print on surfaces of variable structures and on tiles
with beveled edges are other major advantages. Addi-
tional circumstances that have contributed to the intro-
duction of the digital printing technology in the tile industry
is the fact that ceramic tiles are rather small compared
to, for example, laminate and powder based floors that
are produced as large pressed boards of about 2.1 ∗ 2.7

m. Rather small printers with limited number of print
heads may be used in the tile industry and the initial in-
vestment is rather limited. Oil based inks have a very
long drying time and clogging of nozzles may be avoided.
Other advantages are related to the glazing that provides
a base colour. Generally smaller amounts of pigments
are required to form a tile pattern on a base colour than
to provide an advanced wood grain design on a HDF or
paper material used in laminate floorings where impreg-
nation and lamination creates additional problems. f) LVT
floorings.
[0024] Luxury Vinyl Tiles, generally referred to as LVT
floorings, are constructed as a layered product. The
name is somewhat misleading since a major part of LVT
floors have a plank size with a wood pattern. The base
layer is made primarily of several individual base layers
comprising different mixtures of PVC powder and chalk
filler in order to reduce material costs. The individual base
layers are generally about 1 mm thick. The base layer
has a thin high quality printed decorative PVC foil on the
upper side. A transparent wear layer of vinyl with a thick-
ness of 0.1 - 0.6 mm is generally applied on the decorative
foil. Glass fibres are often used to improve thermal sta-
bility. The individual base layers, glass fibres, the deco-
rative foil and the transparent layer are fused together
with heat and pressure in continuous or discontinuous
presses. The transparent layer may include a coating of
polyurethane, which provides additional wear and stain
resistance. Some producers have replaced the transpar-
ent vinyl layer with a polyurethane layer that is applied
directly on the decorative foil. Recently new types of LVT
floors have been developed with a base layer thickness
of 3 - 6 mm and with edges comprising mechanical lock-
ing systems that allow floating installations. LVT floors
offer several advantages over, for example, laminate
floors such as deep embossing, flexibility, dimensional
stability, moisture resistance and lower sound.
[0025] Digital printing of LVT floors is only on an ex-
perimental stage but would, if introduced, provide major
advantages over conventional printing technology.
[0026] As a summary it may be mentioned that digital
printing is used in several floor types to create a décor.
However the volumes are still very small, especially in
wood and laminate flooring applications, mainly due to
high cost of the ink and high investment cost for the in-
dustrial printers. The flexibility that the digital printing
technology provides is limited by the embossing that is
fixed and not possible to adapt to the variations of the
digitally printed décor. It would be a major advantage if
the ink cost could be reduced, if more cost efficient print-
ing equipment could be used in an industrial scale, if a
higher wear resistance could be reached without sepa-
rate protective layers and if variations in the embossed
structures may be formed that correspond to variations
in the digitally printed pattern.
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Definition of Some Terms

[0027] In the following text, the visible surface of the
installed floor panel is called "front side", while the oppo-
site side of the floor panel, facing the sub floor, is called
"rear side".

By "up " is meant towards the front side and by
"down " towards the rear side. By "vertically" is meant
perpendicular to the surface and by "horizontally"
parallel to the surface.

By "pigments" is meant a very fine powder of solid
colorant particles.

By "pigment ink" is meant an ink comprising pig-
ments that are suspended or dispersed throughout
a carrier fluid.

By "binder" is meant a substance that connects or
contributes to connect two particles or materials. A
binder may be liquid, powder based, a thermosetting
or thermoplastic resin and similar. A binder may con-
sist of two components that react when in contact
with each other. One of the components may be liq-
uid and the other dry.

By "matrix" also called "mat" is meant a material that
forms an embossed surface structure when the ma-
terial is pressed against a surface.

By "Embossed In Register" or EIR means that a print-
ed décor is in register with an embossed structure.

By "digital inkjet printing" is meant a digitally control-
led ejection of drops of fluid comprising a colorant
from a print head onto a surface.

By "digital print" is meant a digitally controlled meth-
od to position colorant onto a surface.

By "colourant" is meant any material (dye, organic
or inorganic pigments, small coloured particles of
any material etc.) that may be used to provide a col-
our on a surface preferably due to selective absorp-
tion or reflection of different wavelengths of light.

By "panel" is meant a sheet shaped material with a
length and width that is larger than the thickness.
This rather broad definition covers, for example, lam-
inate and wood floors, tiles, LVT, sheet shaped wall
coverings and furniture components.

Known Technique and Problems thereof

[0028] The generally known technologies, which may
be used to provide a digital print and an embossed sur-
face structure, are described below. The methods may

be used partly or completely in various combinations with
preferred embodiments of the invention in order to create
a digital print or a digital embossing according to this
disclosure of the invention.
[0029] High definition digital ink jet printers use a non-
impact digital printing process. The printer has print
heads that "fire" drops of ink from the print head to the
surface in a very precise manner.
[0030] Multipass Printing, also called scanning print-
ing, is a printing method where the printer head moves
transverse above the surface many times to generate an
image. Such printers are slow but one small print head
can generate a bigger image.
[0031] Industrial printers are generally based on a Sin-
gle Pass Printing method, which uses fixed printer heads,
with a width that corresponds to the width of the printed
media. The printed surface moves under the heads. Such
printers have a high capacity and they are equipped with
fixed print heads that are aligned one after each other in
the feeding direction. In general each head prints one
colour. Such printers may be custom made for each ap-
plication.
[0032] Figure 1a, shows a side view of an industrial
single pass digital ink jet printer 35 comprising five digital
print heads 30a-e, which are connected with ink pipes
32 to ink containers 31 that are filled with ink of different
colours. The ink heads are connected with digital data
cables 33 to a digital control unit 34 that controls the
application of the ink drops and the speed of the conveyor
21 that must be able to displace the panel under the print
heads with high precision in order to guarantee a high
quality image comprising several colours.
[0033] Figure 1b shows a top view of a wood grain print
P provided on a panel surface 2. The surface of a floor
panel is often embossed with a basic structure 17 that is
the same for several basic decors as shown in figure 1c.
Advanced floors use a so-called EIR (Embossed In Reg-
ister) embossing 17 that is coordinated with the printed
pattern P as shown in figure 1d.
[0034] A normal width of an industrial print head is
about 6 cm and any lengths may be printed. Wide areas
of 1-2 m may be printed with digital printers comprising
several rows of print heads aligned side by side. 166 print
heads may be needed to provide a 5-colour print on a 2
m wide laminate floor panel and the print may be de-
stroyed if only a few nozzles in one print head are blocked
by dry ink.
[0035] Number of dots per inch or DPI is used to define
the resolution and the printing quality of a digital printer.
300 DPI is generally sufficient to, for example, print wood
grains structures of the same quality presently used in
conventional laminate floorings. Industrial printers can
print patterns with a resolution of 300 - 600 DPI and even
more and with a speed exceeding 60 m/min.
[0036] The print may be a "full print." This means that
the visual printed décor is mainly created by the ink pixels
applied on the surface. The colour of a powder layer or
a base colour of a paper has in such an embodiment, in
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general, a limited effect on the visible pattern or décor.
[0037] The print may also be a "part print". The colour
of another underlying layer is one of the colours that are
visible in the final décor. The area covered by printed
pixels and the amount of ink that is used may be reduced
and cost savings may be obtained due to lower use of
ink and increased printing capacity compared to a full
print design. However a part print is not as flexible as a
full print since the base colours are more difficult to
change than when a full print is used.
[0038] The print may be based on the CMYK colour
principle where the white colour is provided by the sur-
face. This is a 4-color setup comprising cyan, magenta,
yellow and black. Mixing these together will give a colour
space/gamut, which is relatively small. To increase spe-
cific colour or the total gamut spot colours may be added.
A spot colour may be any colour. The colours are mixed
and controlled by a combination of software and hard-
ware (print engine/print heads). The flexibility may also
be increased considerably by adding a white colour to
the printer.
[0039] New technology has been developed by Cer-
aLoc Innovation BelgiumBVBA, a subsidiary of Välinge
International AB that makes it possible to inject a digital
liquid print into a powder layer. This new type of "Digital
Injection Print" or DIP is obtained due to the fact that
printing is made into a powder that is cured after printing.
The ink and the print are embedded into the cured layer
and they are not applied on a layer as when conventional
printing methods are used. The print may be positioned
in several dimensions horizontally and vertically in differ-
ent depths. This may be used to create 3D effects when,
for example, transparent and preferably bleached wood
fibres are used. A two-layer print may also be used to
increase the wear resistance. No protective layers of, for
example, overlay are needed that disturb the original de-
sign with grey shadings.
[0040] The DIP method may be used in all powder
based materials, which may be cured after printing. How-
ever, the DIP method is especially suitable to be used
when the powder comprises a mix of wood fibres, small
hard wear resistant particles and a melamine resin. The
surface layer may also comprise thermoplastic material,
for example, vinyl particles, which are applied in powder
form on a surface. This allows that the print may be in-
jected in the vinyl powder particles. An improved design
and increased wear resistance may be reached even in
such materials.
[0041] A suitable printer head has to be used in order
to obtain a high printing quality and speed in powder
based layers and other layers as described above. A
printer head has several small nozzles that can shoot
and apply droplets of inks in a controlled way.
[0042] Industrial inkjet systems, are broadly classified
as either continuous inkjet (CIJ) or drop on demand
(DOD) systems.
[0043] CIJ ejects drops continuously from the print
head. The drops pass through a set of electrodes, which

impart a charge onto each drop. The charged drops then
pass a deflection plate which uses an electrostatic field
to select drops that are to be printed and drops to be
collected and returned for re-use.
[0044] DOD ejects drops from the print head only when
required and all drops are applied on the surface.
[0045] CIJ is primarily used for coding and marking of
products. DOD inkjet technology is currently used in most
existing industrial inkjet applications where a high quality
décor is required.
[0046] A normal size of an ink droplet is about 2-4 pi-
colitres (= 1∗10-12 litre or 0.000001 mm3). The size of
each droplet may vary, dependent on ink type and head
type, normally between 1- 40 picolitres and this corre-
sponds to a droplet that has a diameter of about 10 - 30
microns. Smaller droplets enable high-resolution imag-
es. Some printer heads can shoot different droplet sizes
and they are able to print a grey scale. Other heads can
only shoot one fixed droplet size. It is possible to design
print heads that may fire bigger drops up to 100- 200
picolitres or more.
[0047] Several technologies may be used to shoot the
drops out of the nozzles.
[0048] Thermal print head technology generally re-
ferred to as bubble jet printing, use print cartridges with
a series of tiny chambers each containing a heater. To
eject a droplet from each chamber, a pulse of current is
passed through the heating element causing a rapid va-
porization of the ink in the chamber to form a bubble,
which causes a large pressure increase, propelling a
droplet of ink out through the nozzle and to the surface.
Most consumer inkjet printers use thermal printer heads.
Such thermal printers are generally designed to apply
water based inks with a viscosity of 2-5 centipoise (cps)
Recently large-scale thermal print heads with a printable
width of 223 mm and with a printing speed of about 20
m/min or more have been developed by Memjet. The
print head contains 5 ink channels and two rows of noz-
zles per channel. Each individual nozzle structure is
about 30-microns across, enabling 800 dpi, with the sec-
ond row of nozzles for each colour slightly offset from the
first to deliver 1600 dpi in combination. A Memjet print
head can continuously fire up to 750 million 2 picolitres
drops with a 14 micron drop diameter per second. The
print head cost is less than 10% of the costs for conven-
tional Piezo heads with similar capacity. Such thermal
printers may apply water based substances with a vis-
cosity of 0.7 - 1.5 centipoise which is similar to water
viscosity (1 centipoise at 20 °C). The Memjet print head
comprises a self-cooling system with the heating element
in the middle of the ink chamber. As drops are ejected,
new ink flows into the chamber and cools the heating
element.
[0049] Thermal technology imposes the limitation that
the ink must be heat-resistant, generally up to 300°C be-
cause the firing process is heat-based. This makes it very
difficult to produce pigment based multi colour thermal
heads. The Memjet print heads are designed for dye
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based ink and are therefore not used in the flooring in-
dustry and in industrial applications where high quality
pigment based inks are required.
[0050] Most commercial and industrial inkjet printers
and some consumer printers use the piezoelectric printer
head technology, which is the major technology used in
the flooring industry. A piezoelectric crystal material (gen-
erally called Piezo) in an ink-filled chamber behind each
nozzle is used instead of a heating element. When a volt-
age is applied, the piezoelectric material changes shape,
which generates a pressure pulse in the fluid forcing a
droplet of ink from the nozzle. A Piezo print head config-
uration may use different basic deformation principles to
eject drops from a nozzle. These principles are generally
classified in squeeze, bend, push and shear print head
technologies. A piezoelectric crystal may also be used
to create acoustic waves as it vibrates and to cause the
ink to break into droplets at regular intervals. Piezo inkjet
allows a wider variety of inks and higher viscosity than
thermal inkjet. The ink has generally a viscosity in the
range of 2 -12 centipoise and is very suitable to apply
pigment based ink. In industrial applications print heads
that may handle high viscosity inks are often used since
the initial viscosity of the ink decreases considerably dur-
ing production when temperature may increase to 40°C
or more and a low initial viscosity may fall below the min-
imum level that is required for a proper functioning of the
print head.
[0051] Figure 1e shows how ink drops 56 are ejected
according to the bend mode of piezoelectric material. A
Piezo print head 30 comprises arrays of very small holes
generally called jets 50 from which droplets 56 of ink 58,
with pigments 12, are ejected on a paper surface.
[0052] The ink 58 flows from an ink container via an
ink inlet 55 into an ink chamber 52. Electrical pulses bend
a Piezo crystal 51 and a membrane 53. This deformation
creates a pressure pulse that ejects an ink drop 56 from
the nozzle 54. Different drop sizes may be formed by
varying the electrical charge. The nozzles are typically
about 10 microns in diameter. Typical drop volumes are
in the range of 2 - 5 picoliters producing printed ink spot
sizes 57 on a surface in the range of 10 - 20 microns.
Each droplet may contain about 20% pigments. The re-
maining part is a liquid carrier and resins needed to con-
nect the pigments to the surface.
[0053] A digital image contains a grid of a fixed number
of rows and columns of pixels, which are the smallest
individual element in a digital image. The grid is called a
raster. The pixels, which represent images as a computer
file, are of a uniform size and shape. They do not overlap
and they touch adjacent pixels on all sides. Raster im-
ages can be created by a variety of input devices, for
example, a digital camera. All known printers use a
Raster Image Processing (RIP) software, which takes an
image file input and produces a colour profiled, screened,
bitmap output that controls the print heads and provides
the necessary data that is needed to apply an ink drop
on a surface in a pre-determined raster pattern R1 - R4

as shown in figure 1e.
[0054] A lot of ink types may be used. The main com-
ponents are colourants that provide the colour, a binder
that bonds the colourants to the surface and a liquid car-
rier that transfers the colorant and the binder from the
print head in well-defined small drops to a surface with
a non-contact application method. The colourant is either
a dye or pigment or a combination of both. The carrier
fluid may be water-based or solvent based. The carrier
fluid evaporates and leaves the colourant on the surface.
UV curable inks are similar to solvent based inks but the
carrier fluid cures when exposed to strong UV light.
[0055] A main problem for all types of inks and print
heads is that when ink dries by evaporation it may dry
up and clog the nozzles. Industrial printers may be
equipped with an ink circulation system that circulates
the ink through the jets in order to increase the so called
"decap" time which is the amount of time a print head
can be left uncapped and idle and still fire ink drops prop-
erly. A short decap time or clogging may results in per-
manent nozzle loss and undesired lines may be formed
over the whole surface when single pass printers are
used. Especially pigment-based inks comprising polymer
binders systems have a tendency to dry out and it would
be a major advantage if the decap time could be in-
creased and nozzle clogging could be avoided.
[0056] A dye is a colourant that is dissolved fully into
the carrier fluid and the ink is a true solution.
[0057] Pigments are very fine powder of solid colourant
particles that are suspended or dispersed throughout a
liquid carrier. Pigment based inks are generally individ-
ually mixed together by using colour pigments and sev-
eral chemicals. Pigments used in digital ink are very small
and have an average particle size of about 0.1 micron.
The common size of the nozzles is about 10 - 20 microns,
which means that the pigment particles have enough
space to pass through the nozzle channels in the print
head. The nozzles may still be blocked by the ink itself
and pigments that form clusters of particles. High quality
pigment ink should keep the pigment suspended in the
carrier fluid for a long period of time. This is difficult par-
ticularly at the rather low viscosities, which are required
for a good functioning of the print heads. Pigments have
a natural tendency to settle out and fall down in the liquid
carrier. In high quality pigment ink, no settling out of the
pigment should normally occur. Advanced ink circulation
systems are used to avoid such problems related to ink
with high pigment content.
[0058] Pigment inks are generally more light stable,
especially when exposed to UV light, and more fade re-
sistant than dye-based inks. They are therefore used in
almost all flooring applications. Water based digital inks
comprising colour pigments are especially suitable for
flooring applications and may provide a high quality print-
ing method in many different materials.
[0059] Generally the pigments do not stick to a smooth
surface. They are similar to sand particles and may be
easily removed from most dry and smooth surfaces. The
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water based carrier fluid is therefore generally mixed with
small amounts of several other additives to provide spe-
cial ink and print properties such as binders that provide
the adhesion of the pigments to a surface, dot gain, pH
level, drop formation, corrosion of the print head, fade
resistance, etc. The inclusion of resins that serve as bind-
er in the ink composition limits the possible amount of
pigments, as both components increases the ink viscos-
ity.
[0060] Colour pigments as raw materials are rather
cost competitive especially as rather large particles of
about one micron but the production of pigment based
inks comprising very small particles and other inks for
digital printers is very complicated and expensive and
this results in a very high cost for the ink that normally
may be in the region of about 50 -100 EUR/litre. About
50 - 100 m2 of flooring may be printed with one litre (20-10
g/m2) if a full high quality print is applied and this gives
a printing cost of 1 - 2 EUR/m2. The costs for a conven-
tional printed floor surfaces where printing cylinders are
used are only 10 % of the cost for digitally printed floor
surfaces. This means that digital printing based on con-
ventional pigment based liquid ink is only cost competi-
tive in small series when very high production flexibility
is required.
[0061] Digital ink jet printers use a non-contact method
to apply the ink on a surface. Laser printing however is
based on a contact method where a laser beam projects
an image on an electrically charged rotating drum, gen-
erally called photo conductor drum. Dry ink particles, gen-
erally called toner, are then electrostatically picked up by
the drum’s charged areas. The ink comprises fine and
very well defined spherical particles of dry plastic powder
such as, for example, styrene acrylate copolymer or pol-
yester resin which is mixed with carbon black or colouring
agents. The particles have a diameter of about 8 - 10
microns when 600 DPI printing resolution is required.
Some laser printers use even smaller particles with a
diameter of about 5 microns. The thermosetting plastic
material acts as a binder. The drum prints the image on
a paper by direct contact and heat, which fuses the ink
to the paper by bonding the plastic powder to the paper.
Colour laser printers use the CMYK principle with col-
oured dry ink, typically cyan, magenta, yellow, and black
that are mixed in order to provide a high quality coloured
image.
[0062] The laser technology with the impact method is
not used for printing of a flat panel surfaces such as a
floor panel surfaces.
[0063] 3D printing is a well-known technology that is
used to apply and connect several layers of liquid sub-
stance, powder or foils on each other in order to create
advanced three dimensional structures. The technology
is mainly used for prototype production of small complex
products. Several hundred layers may be applied on
each other. Several principles are used to build layered
structures. According to one main principle powder layers
are applied on each other and some parts are bonded

by a liquid UV cured substance applied by a digital print
head on each powder layer. Non-bonded powder is re-
moved when the whole structure of the product is formed.
Another principle uses a small glue gun that applies sev-
eral layers of hot liquid plastic material in several layers.
3D printers have a very low productivity and construction
of even small objects can take several hours. 3D printers
are not used to create flat décors on a surface where
colourants are applied side by side and where non-bond-
ed powder must be removed after each application of a
layer. The structure of the layers applied on each other
will be destroyed if pressing is used to cure the layers.
[0064] Dye-sublimation printers use a long roll of trans-
parent film of red, blue, yellow, and grey coloured cello-
phane sheets that are attached together end to end. Em-
bedded in this film of many sheets attached to each other
are solid dyes corresponding to the four basic colours
cyan, magenta, yellow and black and each sheet com-
prises only one colour. The "print head" contains thou-
sands of small heating elements that produce varying
amounts of heat and the dye is transferred to a coated
paper with "sublimation" which means that the dye when
heated turns into a gas without first turning into a liquid.
Such thermal print heads, hereafter referred to as heating
print heads in order to differentiate such heads against
the thermal print heads used in bubble jet printing, heats
up as it passes over the film, causing the dyes to vaporize
before they return to solid form on the paper. This method
eliminates the used of liquid ink and may provide a high
photo quality with dyes that are transparent and that
blend into a continuous-tone colour. However, the meth-
od has many disadvantages. Each sheet must have the
same size as the printed surface and the whole sheet is
used even if a small part of the surface is printed with a
specific colour. In order to eliminate some of the disad-
vantages dye sublimation heat transfer imprinting print-
ers have been developed, which use special inks com-
prising sublimation particles. A conventional inkjet printer
may be used to print an image with such sublimation ink
on a special paper or foil. The image is thereafter trans-
ferred by pressure and heat to a polyester material or a
surface that has a polymer coating.
[0065] Thermal printing with heating print heads are
also used to create digital prints directly on a heat sen-
sitive paper or indirectly with a thermal transfer printing
method where the heat is applied on a heat sensitive
transfer film. These printing methods are mainly used to
apply one colour on a paper and to print, for example,
labels. The heating print heads have several advantages.
They are reliable since there are no risks for clogging of
inks and the price is cost competitive. The major disad-
vantages are related to high cost for the paper or transfer
film and the colour limitations to mainly one colour. Heat-
ing print heads are available in widths of up to 200 mm
and may provide a resolution of up to 600 DPI.
[0066] Digital printing is a very flexible method that may
provide a high quality print but it cannot be fully utilized
in industrial application and especially not in floorings
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due to the high cost for the ink, problems related to drying
and clogging of nozzles, especially when pigment based
inks are used and the need for special protective layers
that are costly and not completely transparent. The high
ink costs are primarily caused by the need to mill down
the colour pigments to well-defined very small particles
and to disperse the particles throughout the carrier fluid.
It would be a major advantage if digital images may be
created with colour pigments that may be larger, that are
not dispersed in a carrier fluid and that are not applied
as drops by small nozzles. It would also be a major ad-
vantage if digital images may be formed with higher wear
resistance and without protective layers.
[0067] The majority of all the above-described floors
and especially digitally printed floors have an embossed
surface structure, especially when the decorative printed
décor is a wood pattern. The embossed structure was in
the past provided as a separate general structure that
was used for many different décor types. Recently most
floor producers have introduced the so-called Embossed
In Register EIR method where the embossed surface
structure is specifically formed for each type of wood spe-
cies and the embossing is made in register with the print-
ed décor. This provides advanced designs that are diffi-
cult to differential from the natural materials such as wood
and stone. The embossing is obtained when the surface
is pressed against a structured matrix that may be a steal
plate, steal belt, metal roller, plastic foil or coated paper.
The décor must be positioned with high precision against
the pressing matrix. Generally digital cameras and me-
chanical devices that adjust the final position of the panel
such that it matches the décor before pressing are used
to obtain such positioning. One specific problem related
to laminate flooring is the fact that the printed-paper
swells and shrinks in an uncontrolled way during impreg-
nation and the size of the décor may vary between dif-
ferent impregnate paper sheets.
[0068] The flexibility of digital printing is also limited in
connection with EIR surfaces since the printed décor
must always be adapted to the embossed matrix. A com-
mon feature for all such floors as described above is that
all surfaces in a production batch have the same basic
structure and are not possible to adjust and adapt to any
changes in the décor. This repetition effect of the em-
bossed structure provides a floor surface that is not sim-
ilar to a wood floor where practically all panels have dif-
ferent designs and structures due to the wood grain struc-
ture of the wood. Copies of stone and other natural ma-
terials cannot be produced in a way that is a true copy
of the natural material where design and structure gen-
erally is perfectly combined and all panels are different.
[0069] The digital ink jet technology is mainly used to
obtain advantages related to the possibility to create a
high-resolution image in a flexible way. However, the oth-
er aspects of the technology, mainly related to the pos-
sibility to apply a liquid substance very precisely with a
non-impact method, have not been fully utilized or devel-
oped, especially not in applications where a décor is ap-

plied on a large size panel comprising a surface that dur-
ing production and especially after printing receives it
final shape and properties in production steps comprising
high pressure and heat.
[0070] It is known that powder applied on a liquid sub-
stance could be used to create raised portions or an im-
age on mainly a paper substrate and that the liquid sub-
stance may be applied digitally by ink jet. 3-D printing
comprising several powder layers that are locally con-
nected with a digital device such as an ink head and
where excessive non-connected powder particles are re-
moved in a final step is a well-known technology that may
be used to create an embossed structure on a panel. It
is also known that powder particles may be applied di-
rectly with a non-contact method on a surface comprising
a binder or indirectly with a contact method where a trans-
fer method is used. Even combinations are known where
a non-contact transfer method is used and the powder
is detached from the transfer surface with heat or scrap-
ing.
[0071] US 3,083,116 describes raised printing powder
and a raised printing process comprising dusting a pow-
dered resin upon a newly printed sheet, removing there-
from the excess powder which do not adhere to the wet
ink, and applying heat to the powder retained on the sheet
to fuse it so that particles thereof will flow together and
adhere to the sheet. The powder may comprise a phe-
nolic resin such as phenol, urea and melamine.
[0072] US 3,440,076 describes a method of forming
raised hard printed characters on a sheet of paper. An
ink composition is printed on the paper and then contact-
ed with a dry material. One of the ink composition and
dry material contains a thermosetting resin and the other
material a blowing agent and a curing agent. The dry
powder material not adhering to the ink is removed and
the resin associated with the printed character is then
cured with heat at temperatures sufficient to fuse the pow-
der.
[0073] US 3,446,184 describes a method to form a
sticky image copy. Toner powder is applied on a liquid
forming and a portion of the powder is retained by the
liquid coating, forming a visible image. Loose powder is
removed and the sheet passes a heating unit where the
retained powder is fused to form a permanent image.
[0074] US 4,312,268 describes a method by which a
water-based ink is applied digitally to a continuous web
and fusible single colour powder material is applied to
the web and on the ink. Some of the powder material is
bonded to the liquid, and non-bonded powder material
is removed from the web prior to heating of the web to
dry the liquid and to fuse the powder material to the web
by melting the powder. It is mentioned that the powder
material may have a particle size in the range of 5 to 1000
microns and may have a melting point or fusing point in
the range of 50 to 300°C. The powder material may be
produced by dissolving or dispersing, respectively, a dye
or a pigment in a resin or resin formulation, followed by
grinding, spray chilling or the like to reduce the material
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to a fine powder. The powder material may provide abra-
sion resistant qualities to the ink that may contain phe-
nolic resin. The liquid material, which is applied through
the jets, may be clear and colourless water.
[0075] GB 2 128 898 describes a method to form raised
decorative portions in a plastic tile. A decorative floor
covering in tile form has a design printed on its upper
surface. Particles such as inorganic sand particles are
positioned on the upper surface of a plastic tile with at
least some of the particles being placed on the tile surface
in register with the design printed on the tile surface. Ex-
cess sand particles are removed. A cured wear layer
overlies both the raised particle and the plastic base,
whereby the wear layer surface in the areas containing
particles and in the areas not containing particles will be
of different gloss characteristics. The process requires
the sprinkling of particles over an adhesive coated sur-
face to retain the particles in registration with a printed
design on the tile surface.
[0076] US 6,387,457 describes a method of using dry
pigments for printing applications related to automobile
painting, security printing, general painting and cosmet-
ics. A binder material is applied to a surface of a substrate
uniformly or in a pattern. The binder is applied by ink jet,
spraying, screen, off-set or gravure printing. Dry pigment
is applied to the binder material in a pattern or uniformly.
The dry pigment material comprises flakes of non-metal-
lic material having a particle size less than about 100
micron. The flakes are aligned in a direction parallel with
the surface of the substrate and a protective coating may
be applied on the flakes.
[0077] EP 0 403 264 A2 describes a transfer method
to form a multi-colour image on a drum that transfers the
image to a paper. A fluid digital latent image is subse-
quently developed at a development station where col-
oured powder is applied to the fluent latent image and
fixed to produce a visible and permanent image. Several
digital print heads may be used that print with dyeless
fluids comprising a mixture of water with polyhydric alco-
hols and their sub-sets of ethylene glycol, glycerol, dieth-
ylene glycol and polyethylene glycol. A powder toner is
applied across the surface of the paper and a voltage is
applied during this development. The voltage is then re-
versed to remove the toner from the background areas.
Fixing is achieved by means of conventional copier fusing
methods.
[0078] US 5,627,578 describes a method to produce
raised lettering and graphics in desk top printing appli-
cations by using thermographic powder and an ink jet
printer to apply a liquid binder. The method is similar to
the above described methods to produce raised text.
[0079] EP 0 657 309 A1 describes a multicolour trans-
fer method utilizing a transfer paper carrying a pattern
formed by ink jet and powder similar to the above de-
scribed methods. The transfer method is intended for
decorating ceramics.
[0080] WO 2007/096746 relates to systems and appa-
ratuses for transferring granular material with a non-con-

tact or contact method to a surface to be decorated, par-
ticularly for obtaining decorations on ceramic tiles. A liq-
uid digital pattern is provided by ink jet on a transferring
surface that may be a drum or a belt. The granular ma-
terial is applied and bonded to the transferring surface
and only bonded granulate material is moved to a trans-
ferring zone where heat is applied on one specific portion
of the transferring surface in the transferring zone in order
to detach the granular material from the transfer surface
and to apply the granular material on the receiving sur-
face. The granules may also be detached by scraping.
The major advantage with this method is that only parti-
cles that form the final image are applied on the receiving
surface. The major disadvantage is that heating must be
sudden and the particles must be released from the trans-
ferring zone and they must fall down on the receiving
surface in a very controlled way in order to obtain a high
resolution image. High resolution can only be obtained
with rather heavy particles that fall by gravity on the re-
ceiving surface. The granular material used in the inven-
tion is of the type comprising non-porous granules, such
as, for example, grits of vitreous materials or sintered
mixtures, sands etc. in the various ranges of granulom-
etry from 30 mm to 800 mm, preferably ranging from 50
mm to 150 mm. A transfer print with a contact method is
also described.
[0081] WO 2011/107610 and EP 2 363 299 A1 de-
scribe a method to create an elevation or an embossing
on a floor panel in order to avoid the use of expensive
press plates. The method is the same as the known meth-
ods to create a raised print. It describes a method to
produce a floorboard by printing a curable substance for
creating an elevation on the panel. The elevation may be
applied on a basic decorative pattern that is directly print-
ed or laminated on the panel. The curable substance may
comprise wear resistant particles. The curable substance
may be digitally printed on the panel by first printing a
liquid in a pre-defined pattern and then providing an in-
termediate substance that may comprise a powder. The
curable substance may be cured by UV radiation or may
be a varnish.
[0082] EP 2 213 476 A1 describes that a pre-deter-
mined pattern may be digitally printed on a carrier with
curable liquid so as to form an embossing decoration
pattern, which is pressed on the overlay. The curable
liquid may be a plastic, which becomes rather rigid after
curing, for example, a plastic containing ink. This method
is not suitable for floor applications. The digital printing
head can only print a very thin layer with a thickness of
about 10 - 20 micron. Thicknesses of at least 100 - 200
micron that are required to form an embossing in laminate
and 200- 700 micron to match the requirement of powder
based floors are not possible to produce in an economic
way.
[0083] WO 2012007230 describes a method to form a
3-D structure on a furniture or floor panel with a digitally
controllable device. A décor is applied with a flat three-
dimensional structure of powder based coating material
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comprising one or more layers, which are locally solidified
by a digitally controllable device under the action of light
and or heat radiation. Excess non-solidified coating ma-
terial is removed in a final production step. The three
dimensional structure may be digitally printed. A liquid
coating material is applied on the 3-D structure as a pro-
tective layer.
[0084] The majority of the known methods are based
on direct application of powder on a surface comprising
a binder pattern. They are mainly used to create raised
text or three-dimensional decors, which are cured and
protected by a liquid coating. Such methods are not suit-
able for flooring application where the coloured powder
must be incorporated into the surface in order to provide
sufficient wear resistance. None of these direct applica-
tion methods are combined with a pressing step that com-
presses the applied powder and especially not with a
pressing step that cures the whole surface layer such
that the powder particles are fused into the surface.
[0085] Some of the known methods are based on an
indirect application of powder with a transfer method.
Pressing is only used to transfer the powder from a carrier
and no pressing steps take place to cure the powder and
the surface.
[0086] The known methods are not suitable for creating
a high quality multi-colour image on a building panel, and
especially not on a floor panel where UV resistant pig-
ments must be used and where the image must be in-
corporated into a wear resistant surface. It is not known
that above describe principles may be used to create a
digital image on a panel that after the printing step is
cured under high heat and pressure and especially not
how the known principles should be adapted for printing
of floor surfaces similar to laminate and Wood Fibre
Floors (WFF) where the powder, the ink and the appli-
cation methods must be adapted to the specific thermo-
setting resins, wood fibre materials and pressing param-
eters which are needed to form a wear, impact and stain
resistant high quality multi-colour surface in a cost effi-
cient way.
[0087] The known methods do not provide any solu-
tions to the main problem that is related to the bonding
between the powder and the liquid binder applied on a
surface. In order to remove applied excessive particles,
strong air streams must generally be used and such air-
streams will remove even particles that should be bonded
by the binder.
[0088] The above description of various known as-
pects is the applicants’ characterization of such, and is
not an admission that the above description is prior art
when the described products, methods and equipment
are used partly or completely in various combinations.

Objects and Summary

[0089] The main objective of at least certain embodi-
ments of the invention is to provide an improved and cost
efficient printing method to apply colourants on a surface

in well-defined patterns on preferably a floor panel sur-
face by using digital ink heads that apply a liquid sub-
stance on a panel surface.
[0090] A specific objective outside the scope of the
present claims is to provide an equipment to form digital
prints according to the main objective.
[0091] The above objectives are exemplary, and the
embodiments of the invention may accomplish different
or additional embodiments.
[0092] Embodiments of the invention is based on a
main principle where conventional digital printing meth-
ods are divided in two separate steps comprising a sep-
arate application of a liquid binder and of dry colourants.
Coloured particles are applied on a panel surface. Some
particles are bonded by a digitally formed pattern. Other
non-bonded particles are removed and the remaining
bonded particles form a digital pattern. This two-step
process may be repeated and several colours may be
applied such that an advanced multi colour high definition
digital print may be formed. The bonded coloured parti-
cles and the panel surface are pressed together and an
increased bonding is obtained. The pressing is made un-
der increased temperature such that the coloured parti-
cles and the surface are cured to a hard wear resistant
layer.
[0093] An advantage compared to conventional digital
ink jet printing are that the coloured particles are not dis-
persed in a liquid substance and are not applied by a
digital printing head on a surface. According to the em-
bodiments of the invention a print head is only used to
apply a cost efficient and mainly water based binder with-
out pigments. Embodiments of the invention makes it
possible to combine lower costs for ink and digital print
heads with improved productivity. Pigment based colour-
ants may be combined with very cost effective print heads
that may be thermal print heads. The coloured particles
may be pigment coated wood fibres or mineral particles
and very realistic copies of wood and stone designs may
be obtained with such decorative materials arranged in
advanced high quality patterns.
[0094] An advantage compared to known powder
based printing methods are that the coloured particles
are applied directly on a panel surface. Handling and
transportation of separate printed sheets that may cause
the powder to fall of may be avoided. Positioning of sep-
arate surface layers such as paper sheets on a panel
may also be avoided and the digital print may be posi-
tioned with high precision in relation to the panel. An ad-
vantage is that the material composition and properties
of the surface layer combined with heat and pressure is
used to obtain a permanent bonding of the coloured par-
ticles to the surface and such bonding may be obtained
in the same pressing step that is used to cure and lami-
nate the surface layer to the panel core. Bonding of par-
ticles with pressure and heat and by utilizing the surface
properties to provide a bonding is superior to most other
curing methods that are used in known powder based
printing methods. A strong bonding force during the ap-
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plication and removal of powder may be obtained with
the liquid binder that reacts with resins that are included
in the surface and in the powder.
[0095] A specific advantage is that the method is based
on a liquid binder that is suitable to combine with heat
and pressure and that may be a very simple substance
comprising Glycol that allows a long decap time. No sol-
vents or UV curing chemicals are required and this may
provide a very environmental friendly and cost efficient
production method.
[0096] A first aspect of the invention is a method of
forming a digital print on a panel comprising a surface,
the surface being part of a building panel, such as a floor
panel, wherein the method comprises:

• displacing the panel under a digital drop application
head;

• applying a liquid binder with the digital drop applica-
tion head on the surface;

• applying colourants on the liquid binder and the sur-
face, wherein the colourants are macro colourant
particles larger than 20 microns;

• bonding a part of the colourants to the surface with
the liquid binder;

• removing non-bonded colourants from the surface
such that a digital print is formed by the bonded col-
ourants; and

• applying heat and pressure on the panel, the surface
and the bonded colorants such that the colourants
are permanently bonded to the surface.

[0097] The colourants are pressed into the surface
when heat and pressure are applied on the panel.
[0098] The at least one of the surface and the colour-
ants may be compressed by the step of applying heat
and pressure on the panel, the surface, and the bonded
colorants.
[0099] The liquid binder may comprises glycol or glyc-
erine.
[0100] The surface may comprise a material that is cur-
able under heat and pressure.
[0101] The surface may comprise a material that is fu-
sible under heat and pressure.
[0102] The surface may comprise wood fibres.
[0103] The surface may comprise a thermosetting res-
in that is cured with the step of applying heat and pressure
such that the colourants are permanently bonded to the
surface with the cured thermosetting resin.
[0104] The surface may be a part of a building panel.
[0105] The surface may be a part of a floor panel.
[0106] The surface may be a paper layer or a foil.
[0107] The surface may comprise a powder layer.
[0108] The surface may comprise another colour than

the colourants.
[0109] The liquid binder may comprise water.
[0110] The applied liquid binder may be exposed to IR
light or hot air.
[0111] The digital drop application head may be a Pi-
ezo ink head.
[0112] The liquid binder may be applied as drops ar-
ranged in a raster and wherein the colourants are bonded
with several drops.
[0113] The liquid binder may comprise 10 - 70% water
and 30 - 90% glycol and/or glycerine, by weight.
[0114] The surface may comprise a dry melamine for-
maldehyde resin that melts when the liquid binder is ap-
plied and that bonds the colourants to the surface.
[0115] The colourants may comprise pigments mixed
with a dry binder that interacts with the liquid binder.
[0116] The dry binder may comprise a thermosetting
resin.
[0117] The colourants may each have a particle body
comprising a wood fibre.
[0118] The method may comprise additional steps of
applying new colourants with a different colour on the
first bonded colourants and on the surface, bonding a
part of the new colourants to the surface with a binder
and removing non-bonded new colourants from the sur-
face such that a digital print is formed with the first and
the new colourants positioned side by side on the surface.
[0119] The colourants may be applied by scattering.
[0120] The digital print may comprise colourants ar-
ranged in a wood grain or a stone pattern.
[0121] The colourants may be applied on the liquid
binder.
[0122] The surface with the bonded colourants may be
pressed with a pressure of about 40-60 bars and heated
with heat exceeding about 160°C.
[0123] The surface and the colourants may be pressed
and cured to a hard surface with an embossed structure
such that a part of the colourants are positioned below
upper parts of the surface.
[0124] All known equipment intended to apply powder-
based prints use a flexible sheet, such as paper, as an
application surface. Cost efficient equipment, which may
be used to provide a high quality powder-based print on
a panel by applying colourants on a digitally formed bind-
er pattern, is not known.
[0125] A second aspect is an equipment to provide a
digital print on a panel comprising a surface. The equip-
ment comprising a conveyor, a digital drop application
head, a dry ink application station and a dry ink removal
station,

wherein the conveyor is adapted to displace the pan-
el essentially horizontally under the digital drop ap-
plication head,

wherein the digital drop application head is adapted
to apply liquid blank ink on the surface,
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wherein the dry ink application station is adapted to
apply dry ink comprising dry colourants on the blank
ink, the liquid blank ink is adapted to bond a part of
the colourants to the surface, and

wherein the dry ink removal station is adapted to
remove the non-bonded colourants from the surface
after each application of blank ink and dry ink.

[0126] The digital drop application head may be adapt-
ed to apply liquid blank ink comprising glycol or glycerine
on the surface.
[0127] The equipment may further comprise a press,
wherein the press is adapted to apply heat and pressure
on the panel, the surface, and the bonded colourants,
when non-bonded colourants have been removed, such
that at least one of the surface and the colourants are
compressed and the surface and the colourants are
bonded together.
[0128] The digital drop application head may be digit-
ally connected to a digital control unit that controls the
application of the blank ink drops, the speed of the con-
veyor, and the function of a dry ink application station.
[0129] The dry ink application station may comprise a
roller.
[0130] The dry ink application station may comprise an
engraved, embossed, etched, sand blasted or needle
based roller surface, that acts as a dispensing device
that is adapted to move a pre-determined amount of dry
ink to the surface.
[0131] The dry ink removal station may be adapted to
remove the colourants by an airstream.
[0132] The dry ink removal station may be adapted to
remove colourants by airstreams and vacuum that blow
away and sucks up the colourants.
[0133] The digital drop application head may be a dig-
ital Piezo print head.
[0134] Several digital drop application heads may be
positioned side by side such that essentially the whole
width of the surface is covered by the heads.
[0135] The equipment may further comprise a stabiliz-
ing station adapted to provide moisture and heat to sta-
bilize a powder surface comprising wood fibres and dry
melamine resins and wherein the stabilization is made
prior to the application of the blank ink.
[0136] The digital drop application head may be adapt-
ed to apply blank ink comprising water.
[0137] The equipment may further comprise an IR
lamp adapted to dry the blank ink after application.
[0138] The dry ink application station and the dry ink
removal station may be adapted to apply and remove
wood fibre based dry ink particles.

Brief Description of the Drawings

[0139] The invention will in the following be described
in connection to preferred embodiments and in greater
detail with reference to the appended exemplary draw-

ings, wherein,

Figs 1a-e Illustrate know methods to produce a print-
ed and embossed surface;

Figs 2a-e Illustrate a first principle of an embodiment
of the invention;

Figs 3a-d Illustrate a second principle of an embod-
iment of the invention;

Figs 4a-d Illustrate a third principle of an embodi-
ment;

Figs 5a-h Illustrate digital application of pigments
according to the first principle of an em-
bodiment of the invention;

Figs 6a-d Illustrate production methods based on
the first principle of an embodiment of the
invention and a panel with a decorative
pattern formed according to an embodi-
ment;

Figs 7a-c Illustrate application of colourants on a
surface;

Figs 8a-h Illustrate preferred embodiments of macro
colourants;

Figs 9a-e Illustrate application and pressing of mac-
ro colourants;

Figs 10a-c Illustrate application and pressing of mac-
ro colourants;

Figs 11a-c Illustrate application of several colours
with one print head and application and
removal of colourants with intermediate
pre-pressing;

Figs 12a-d Illustrate transfer printing methods and
panels with preferred surfaces;

Figs 13a-d Illustrate application of colourants in pat-
terns with methods where liquid blank ink
is not used to bond colourants;

Figs 14a-d Illustrate digital embossing with press par-
ticles; and

Figs 15a-d Illustrate digital embossing combined with
digital transfer print.

Detailed Description

[0140] Figures 2a-2d show schematically an embodi-
ment of the invention, which is based on a first principle
where a binder pattern BP or image is formed digitally
by an ink head that preferably only applies a binder 11
on a surface 2 as shown in figure 2a. Colourants 7, that
may comprise small coloured particles, for example, pig-
ments 12, are applied randomly preferably in dry form by
a second device such that they are in contact with the
binder pattern BP. Figure 2b shows a preferred embod-
iment where pigments 12 in dry form are scattered over
the binder pattern BP. Figure 2c shows that 30 the binder
11 connects some pigments 12 that form the same pat-
tern as the binder 11 and a print P is formed on the surface
2 when other non-bonded pigments 12 are removed from
the surface 2 by, for example, vacuum.
[0141] This three-step process, hereafter referred to
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as "print forming cycle", when the process relates to a
one colour application, or "Binder And Powder printing",
or BAP printing, when the process refers to the whole
print and where preferably a liquid binder 11, hereafter
referred to as "blank ink" and dry particles comprising
colourants 7, hereafter referred to as "dry ink" 15, are
applied separately and bonded together and where non-
bonded particles are removed, may provide a digital print
P with the same or even superior quality as conventional
digital printing technology.
[0142] The surface 2 may be a paper layer or a foil or
a powder layer.
[0143] The surface 2 may be a part of a building panel
or a floor panel 1.
[0144] The binder may be blank ink 11 comprising a
liquid substance that is preferably applied by a digital ink
head.
[0145] The liquid substance may be water based.
[0146] The surface 2 with the bonded colourants 7 may
be heated and pressed.
[0147] The surface 2 and the colourants 7 may be
pressed and cured to a hard surface with an embossed
structure.
[0148] The colourants 7 may be macro colourant par-
ticles larger than 20 microns and they may be pressed
into the surface 2.
[0149] The surface 2 may be a part of a panel 1 that
may be a laminate or wood floor, a powder based floor,
a tile or a LVT floor.
[0150] The liquid blank ink may be replaced with a dig-
ital heating process where heat from a digital heating
print head or a laser activates a binder included in the
dry ink and/or in the surface.
[0151] The blank ink and the dry ink may be applied in
many alternative ways. The surface 2 may point upwards
or downwards and the blank and/or the dry ink may be
applied from above or from below. A surface 2 with blank
ink may, for example, point downwards and may be
brought into contact with a dry ink layer. Non-bonded dry
ink may be removed by gravity when the surface is sep-
arated from the dry ink layer. In order to simplify the de-
scription, the majority of the preferred embodiments
show a surface pointing upwards and attached to a panel
prior to printing. Separate surfaces 2 without a supporting
panel 1 may be printed according to the principles of the
invention.
[0152] The method is particularly suitable in applica-
tions where considerable quantities of colourants, pref-
erably pigments, are applied on a large flat panel in order
to form an advanced large print or decorative pattern with
preferably high wear, impact and UV resistance and
where the pattern preferably is intended to copy a wood
or stone design. Such designs are generally formed with
one base colour that, for example, gives the wood or the
stone the basic appearance and a few spot colours that
are used to form the wood grain structure, knots, cracks
and various defect which are visible in the wood surface
or crystal structures cracks and other defects in a stone

design. The method is also very suitable to form a pattern
on a tile or to print laminate and powder based floors with
a copy of, for example, a tile floor that comprises tiles
with different colours and grout lines between the tiles.
[0153] Contrary to known methods, the digital ink head,
hereafter referred to as "digital drop application head"
30’, is not used to apply any type of conventional ink with
colour pigments or dyes. This is an advantage since no
expensive inks comprising pigment dispersions and
binder resins have to be handled by the digital drop ap-
plication head 30’. The blank ink is preferably an essen-
tially transparent liquid substance that preferably mainly
comprises water.
[0154] The blank ink, also called liquid substance,
comprises preferably no pigments.
[0155] A print provided by the blank ink or liquid sub-
stance may be referred to as a liquid print P. The liquid
print may be formed of drops of the blank ink applied on
the surface.
[0156] The colourants are preferably bonded to the
surface in two steps. The first bonding is an application
bonding where the bonding of the colourants should be
sufficient to keep the colourants connected to the binder
pattern BP in order to allow the remaining excessive col-
ourants that have been applied on areas outside the bind-
er pattern, to be removed.
[0157] The second bonding is a permanent bonding
intended to connect permanently the application-bonded
colourants to the surface 2.
[0158] The first application bond and the second per-
manent bond may comprise an intermediate stabilization
step where the structure of the bonded colourants are
modified by, for example, heat and/or pressure such that
a new print forming cycle may be made. The intermediate
stabilization step allows that the new non-bonded colour-
ants that are applied on the surface during a second print
forming cycle may be easily removed even on surface
parts that comprise colourants from the first print forming
cycle.
[0159] The first application bonding is preferably ob-
tained with a liquid substance, also referred to as blank
ink, that preferably mainly comprises distilled or deion-
ized water. The adhesion of water may in some applica-
tion, especially when only one colour is applied, connect
the colourant to the surface with a force that is sufficient
to allow removal of the non-bonded colourants. The pro-
duction costs for such a liquid substance are extremely
low and clogging of the nozzles when a binder dries may
be avoided. Some chemicals may be added, for example
glycol or glycerine, that are needed to reach the viscosity
and surface tension of the liquid substance that may be
needed for a proper function of a print head. Water-sol-
uble polyethylene glycol (PEG), that is available in many
different molecular weights, is especially suitable to mod-
ify water such that a blank ink with an appropriate vis-
cosity that works, for example, with Piezo heads may be
obtained. Low monocular weight formulations such as,
for example, PEG 400 are especially suitable to use in
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blank ink and preferably together with dry ink or a surface
that comprises thermosetting resins such as melamine.
Water and PEG are compatible with melamine resins and
allows easy and fast curing when heat and preferably
also pressure is applied. A preferred nondrying solvent
that is compatible with thermosetting resins should be
miscible with water, have a boiling point above 100°C
and a melting point lower than the application tempera-
ture. Examples of such, but not restricted to, are ethylene
glycol, propylene glycol, polyethylene glycol, diethylene
glycol, butane diol and glycerine. Combinations can also
be used. In some applications some other minor amounts
of chemicals may be included in the blank ink, for exam-
ple, wetting agents and other chemicals that are needed
to prevent bleeding when the blank ink is applied on a
surface. The blank ink may also comprise release agents,
especially when a direct application of the colourants,
hereafter referred to as "direct BAP printing" as described
above is replaced by a transfer application hereafter re-
ferred to as "transfer BAP printing" where the blank ink
and colourants are in a first step applied on a transfer
surface and then pressed against and bonded to the sur-
face. Most such additives are cost efficient and the blank
ink may have a production cost which is a fraction of the
costs for conventional pigment based inks.
[0160] Most Piezo print heads are designed to work
with a viscosity in the range of 2 to 12 centipoise (cps).
The water based blank ink may easily be adapted to meet
all possible viscosity requirements.
[0161] A suitable blank ink that preferably may be used
in a low viscosity print head designed to operate with a
viscosity of about 5 cps such as a Kyocera print head
may be a water based glycol solution comprising, for ex-
ample, about 75% (weight) Ethylene Glycol or 55% Di-
ethylene Glycol or 50% Propylene Glycol or 38% Poly-
ethylene Glycol PEG 400. A water based glycerine so-
lution comprising about 40% glycerine may also be used.
De-ionized water may also be mixed with Glycerine and
Glycol. A suitable blank ink for a low viscosity print head
may, for example, comprise about 40% water, 50% Glyc-
erine and 10% Diethylene Glycol.
[0162] A suitable blank ink that preferably may be used
in a high viscosity print head designed to operate with a
viscosity of about 10 - 12 cps such as a Fuji print head
may be a water based Glycol solution comprising, for
example, about 95% (weight) Ethylene Glycol or 75%
Diethylene Glycol or 70% Propylene Glycol or 50% Pol-
yethylene Glycol PEG 400. A water based Glycerine so-
lution comprising about 65% glycerine may also be used.
De-ionized water may also be mixed with Glycerine and
Glycol. A suitable blank ink for a high viscosity print head
may, for example, comprise about 30% water, 60% Glyc-
erine and 10% Diethylene Glycol.
[0163] The water content for blank ink adapted for low
and high viscosity Piezo print heads may be increased
further if high viscosity glycols are used; for example,
Polyethylene Glycol with a higher molecular weight than
PEG 400. A preferred blank ink that preferably is suitable

for Piezo print heads may comprise 0 - 70% water and
30 - 100% Glycol and/or Glycerine. Even more preferred
is a formulation comprising 10 - 70% water and 30 - 90%
Glycol and/or Glycerine. Blank ink that is suitable for ther-
mal bubble jet print heads that are designed for very low
viscosities; for example, 2 - 4 cps may comprise more
than 70% water.
[0164] All blank ink formulations may comprise small
amounts, about 1 %, of wetting agents such as BYK or
Surfinol and chemicals such as Actidice intended for con-
trol of bacteria and fungi.
[0165] The blank ink is preferably essentially a non-
curable liquid substance that is used to obtain the appli-
cation bonding and to bond the colorants until the final
permanent bonding takes place preferably with heat and
pressure and with resins that are a part of the substrate
material and/or the dry ink particles. Such blank ink will
not bond particles when it dries or when heat is applied.
[0166] The blank ink may comprise special curable
binders, preferably water based acrylic emulsions, which
are compatible with water, glycol or glycerine. Preferable
binder content is 5-20%. Acrylic emulsions will bond par-
ticles when the water content evaporates and they will
create a strong bond under high heat and pressure.
[0167] A high water content of at least 50% gives the
advantages that the material cost may be low. The decap
time will be rather short, less than one hour, since water
evaporates. A low water content combined with a high
glycol or glycerine content will increase the decap time
considerably. Blank ink with a water content below 40%
may have a decap time of several hours. Water content
below 20% will give a very long decap time that may
exceed 6 hours. It is possible to use blank ink that com-
prises more than 90% glycol and this may increase the
decap time to several days. Blank ink may be made with-
out water and high viscosity print heads may handle blank
ink that comprises, for example, 100% Ethylene Glycol.
[0168] An ink circulation system may be avoided in in-
dustrial printers when blank ink is used that does not
comprise any pigment dispersions or binders and that is
mainly a water based solution as described above. This
will decrease the cost for the printing equipment consid-
erably.
[0169] Figure 2e shows viscosity in cps of aqueous
Propylene Glycol (PG) solutions in temperatures 20 - 30
°C. W1 shows viscosity of water. Pg1 comprises 50%
PG and 50% water. Pg2 comprises 70% PG and 30%
water. Viscosity of blank ink adapted for a low viscosity
print head may vary between 4 - 6 cps within the tem-
perature range of 20 - 30 °C. The viscosity of blank ink
adapted to high viscosity print heads may vary between
8 - 14 cps and this may be outside the normal working
conditions of the print head. This problem may be solved
with printing equipment that comprises a temperature
control system that preferably is combined with a climate
control system that controls the humidity. Decap time for
water based blank ink may be increased if the relative
humidity around the print heads is above 50%.
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[0170] The binder that bonds the colourants to the sur-
face may comprise two components. The first binder
component may be included in the blank ink. The second
binder component may be included in the dry ink or the
surface and activated by the blank ink. This makes it pos-
sible to use, for example, water in order to obtain the
application bonding, stabilization and permanent bond-
ing. Water may react with a binder that may be included
in the colourants or in the surface. The blank ink may of
course comprise a binder that may provide the same
bonding as the two components mentioned above.
[0171] The blank ink may be applied on any surface 2,
for example, a non-transparent paper layer, an essen-
tially transparent overlay, a powder layer, a stabilized
powder layer, a wood veneer or wood sheet, a tile glazing,
a plastic foil or a base colour applied on a sheet shaped
material preferably comprising wood or polymer material.
[0172] The application of the surface 2 to a sheet
shaped material such as a panel 1 gives several advan-
tages. Handling and positioning of loose layers that may
swell and shrink during the application of liquid blank ink
may be avoided. The application bonding of the colour-
ants 7 may be made with a very low bonding strength
since the surface 2 is supported by the flat panel and
may be displaced horizontally on a conveyor directly into
a press where the permanent bonding with heat and pres-
sure takes place. Rolling, cutting and stacking of paper
and foil surfaces may be avoided. Some surfaces such
as uncured powder and tile glazing cannot be handled
without a support of a panel 1.
[0173] BAP printing on LVT floors may also be made
when, for example, the individual base layers, preferably
including a glass fibre layer, and a decorative plastic foil
with a base colour are fused together to a panel. A trans-
parent protective layer may be fused with heat and pres-
sure on the BAP print and the decorative plastic foil such
that the dry ink particles are permanently bonded and
fused to the surface. The blank ink may be adapted such
that floating of the drops on the smooth plastic foil is
avoided. It is an advantage if the blank ink has a high
viscosity, preferably 10 cps and higher.
[0174] BAP printing on ceramic tiles is preferably made
when the powder is pressed to a tile body forming a panel.
A glazing with a preferably base colour is applied on the
tile and a BAP print is applied on the dry glazing. The
BAP print and the tile body is thereafter pressed and a
protective transparent glazing is applied on the pressed
print. The tile is after glazing fired in a furnace or kiln at
very high temperatures such that the dry ink particles
cure and melt into the tile body and the glazing.
[0175] Embodiments described above are based on
the main principles that the BAP print is applied on a
surface 2 that forms a part of a panel 1 and that also
comprises a material composition such that when heat
and pressure is applied, the panel, the surface and the
print will be permanently bonded together. Such surfaces
may comprise thermosetting resins, preferably melamine
formaldehyde resins which generally are used in WFF or

paper based laminate floors, curable and fusible mineral
materials used in ceramic tiles, or thermoplastic materials
used in LVT floors.
[0176] Direct and transfer BAP printing may also be
used on textile surfaces. Dry ink and blank ink may be
specially adapted for various textile surfaces. Binders,
dry ink viscosity and the size or the colourants may be
adapted to provide an appropriate bonding and removal
of the colourants.
[0177] Application on some specific surfaces may be
improved by a so-called corona treatment, sometimes
also referred to as air plasma. This is a surface modifi-
cation technique that uses low temperature corona dis-
charged plasma to impart changes in the properties of a
surface. The corona plasma is generated by the applica-
tion of high voltage to sharp electrode tips, which forms
plasma at the ends of the sharp tips. Materials such as
plastics, glass or paper may be passed through the co-
rona plasma curtain in order to change the surface energy
of the material. The surface may also be treated with
various types mineral salts.
[0178] The surface may comprise a first base colour,
which may be used to create a major part of the coloured
visible surface. Powder based surfaces, preferably com-
prising thermosetting resins, may be pre-pressed and
formed with a smooth surface that facilitates the applica-
tion and removal of the colourants. The pre-pressing is
preferably made with pressure and heat and during a
press cycle time that ensures that the melamine resin is
in a semi-cured level and in an B stage as described in
the introduction.
[0179] The colourant comprises, in a preferred embod-
iment, mainly colour pigments 12 that are scattered as
dry powder layer over the wet binder pattern BP as shown
in figure 2b. The pigments may be mixed with other par-
ticles, for example, melamine powder particles 13 that
melt when they are in contact with the liquid binder pattern
BP and that bond the pigments to the surface. The dry
non-bonded pigments and melamine powder 13 may be
removed by, for example, an air stream or gravity and
the remaining wet melamine 13 and colour pigments 12
form a print P as shown in figure 2c which is essentially
identical to the binder pattern BP created by the blank
ink. Dry ink may have the same material composition as
the surface layer 2 in a powder based WFF floor and may
comprise a mix of woof fibres, a dry melamine formalde-
hyde resin powder, aluminium oxide particles and colour
pigments.
[0180] The stabilization of the print may be partly or
completely obtained by, for example, exposure to IR, hot
air, UV lights, microwaves, pre-pressing or similar or
combinations of such methods. The binder, that in this
preferred embodiment is water or wet melamine, is pref-
erably stabilized by pre-pressing that bonds the colour
pigments to the surface 2 by drying the wet melamine or
by melting the melamine particles. The pre-pressing
compresses the surface of the printed pattern P. A sec-
ond pattern may be printed with the blank ink on the sur-
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face 2 and a second layer of pigments and melamine
powder may be applied on the surface and over the first
print. This may be repeated and an advanced décor may
be created with several colours such that the digital image
comprises colourants with different colours positioned
horizontally offset in the same plane.
[0181] The blank ink is preferably an essentially trans-
parent liquid substance that does not disturb the colour
of the bonded colourants. Blank ink with the same liquid
substance may be used together with dry ink comprising
many different colourants and this allows that, for exam-
ple, one print head with the same blank ink may be used
to apply several different colours that may be applied in
several steps with an intermediate application of a digital
pattern formed by the blank ink. This allows that the
number of print heads may be reduced considerably
since one print head with one ink channel applying the
same blank ink may be used to apply a practically unlim-
ited number of dry inks with different colours, structures
particle sizes etc. The simple composition of the blank
ink makes it possible to use more cost efficient print
heads since no colour pigments are fired through the
small nozzles of the print head.
[0182] The stabilization step may in some applications
be sufficient to create the permanent bonding. The final
permanent bonding may also take place when the sur-
face preferably is pressed and cured under heat and
pressure according to the methods that are used to cure
a laminate or a powder based surface comprising a ther-
mosetting resin or a surface comprising a thermoplastic
layer. An UV curing transparent lacquer that is applied
over the colourants and that after application is cured in
an UV oven may also be used. This transparent layer
may be applied in liquid form by rollers or with digital
Piezo heads and in one or several steps with intermediate
UV curing. A thermoplastic resin or thermoplastic parti-
cles may also be used to obtain the first application bond
or the second permanent bonding. Paper based or pow-
der based overlay comprising aluminium oxide and mela-
mine resins may also be used as protective layers and
as permanent bonding.
[0183] The low cost and the simple chemical compo-
sition of the liquid substance applied by the drop appli-
cation head makes it possible to use rather simple digital
print head technology to apply the liquid binder sub-
stance. CIJ (continuous inkjet) may be used since water
is easy to recycle and the collected drops may even be
disposed without any recycling. Cost efficient thermal
print heads may be used since water is easy to handle
with bubble jet technology. Rather simple Piezo heads
with high productivity and with DOD (drop on demand)
systems may be used that may have a long life time and
that require a minimum of maintenance due to the very
favourable composition of the liquid substance that will
not cause any production disturbance since there are no
pigments and preferably no fast drying resins that must
be handled, which is the case when conventional pigment
based inks are used.

[0184] The binder may comprise a wide variety of ther-
mosetting and thermoplastic materials that may be used
as particles or chemicals in the surface, in the dry ink or
as dispersions in the blank ink applied by the digital drop
application head. The majority of such materials may be
produced in dry powder form or as liquid dispersions. It
is preferred that the chemical substance that provides
the bonding after drying is included in the surface or in
the dry ink and that the blank ink is a simple liquid chem-
ical substance without any resins or other chemicals that
in dry form may clog the nozzles.
[0185] As an alternative to thermosetting materials
such as melamine or to thermoplastic materials such as,
for example, PVC powder, UV cured polyurethane may,
for example, be used in powder form or as dispersion.
[0186] UV curable polyurethane substance with a vis-
cosity that is adapted to the digital drop application head
30’ may be used. Water-based polyurethane dispersions
are preferred as a liquid substance in the digital drop
application head since they do not cure until they are
exposed to UV light. Polyurethane dispersions are fully
reacted polyurethane/polyureas of small and discrete
polymer particles and such particles may be produced
with a size of about 0.01-5.0 microns and may therefore
be handled in a digital print head or other similar heads.
Polyurethane dispersions may be blended with, for ex-
ample, acrylic emulsions and other emulsions in order to
reduce costs.
[0187] The digital drop application head, that in some
applications preferably may be a Piezo head, has pref-
erably a capacity to fire drops with a drop size of about
1 - 200 picolitres or more. The drop size and drop intensity
may be varied and this may be used to vary the intensity
of a colour and to create a so-called "grey scale" with the
same basic colour. Larger drops will bond thicker layers
of dry ink and smaller drops will bond thinner layers.
[0188] Water based adhesives may also be used such
as soluble adhesives or water dispersed adhesives.
[0189] Other UV cured materials such as acrylates of
epoxy, urethane, polyester, polyether, amine modified
polyether acrylic and miscellaneous acrylate oligomers
may be used as binders in powder form or as dispersions.
[0190] The blank ink may also be applied on a surface
by spray nozzles or by engraved rollers.
[0191] Figure 2d shows schematically one BAP print-
ing station 40 of a binder printing equipment that may be
used to create a digital print P on a panel 1 comprising
a surface 2, a core 3, and a backing layer 4. A blank ink
application station 36 comprising a digital drop applica-
tion head 30’, that preferably is a Piezo head or a thermal
print head, applies a binder pattern BP with blank ink 11.
Several heads 30’ may be positioned side by side in order
to cover the width of the surface that is printed. The binder
pattern is created digitally in the same way as in conven-
tional digital printing. The colours are separated and each
blank ink application station 36 applies mainly the same
liquid substance or blank ink that is used to bond one
specific colour in each print forming cycle. The digital
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drop application head is connected with a feeding pipe
32 to a container 31 with blank ink. The digital drop ap-
plication heads 30’ are digitally connected with preferably
data cables 33 or wireless to a digital control unit 34 that
controls the application of the drops, the speed of the
conveyor 21, the function of a dry ink application unit 27
and all other equipment that is used to bond and remove
pigments.
[0192] The water based drops of the blank ink 11,
which in this embodiment serve as an application binder,
should be wet until they pass the dry ink application sta-
tion 27 that in this preferred embodiment is a scattering
station. Dry ink 15, that in this preferred embodiment
comprises colourants of colour pigments 12 mixed with
a resin of spray dried melamine powder 13, is scattered
on the liquid blank ink 11.
[0193] The scattering equipment comprises a hopper
45 that contains dry ink 15, a doctor blade 47 that together
with a roller 46, preferably comprising an engraved, em-
bossed, etched or sand blasted roller surface 44, acts as
a dispensing device that moves a pre-determined
amount of dry ink 15 from the hopper 45 and to the surface
2. The roller 46 may also have a roller surface 44 that
comprises small needles. Rotating and oscillating rollers
may also be used.. A material-removing device that may
be an oscillating or rotating brush 48 may also be used
in some applications together with one or several rotating
or oscillating meshes 49 that may oscillate or rotate in
different directions.
[0194] The doctor blade 47 may be rigid or flexible and
may have an edge that is adapted to the structure of the
roller surface. The oscillating or rotating meshes 49 may
also be formed such that they spread the dry ink 15 in a
pre-defined way and they may be combined with one of
several nets that may be used to sieve the particles be-
fore they are applied as a layer. The rotation of the roller,
the position of the doctor blade and the speed of the
surface that is intended to be covered with the dry ink
may be used to control the layer thickness.
[0195] The liquid blank ink 11 and the dry ink with pig-
ments 12 and melted melamine particles 13 is in this
embodiment heated and stabilized when it is displaced
under preferably a hot IR lamp 23, which is located pref-
erably after the digital drop application head 30’ in the
feeding direction.
[0196] A dry ink removal station 28, that in this embod-
iment is based on air streams and vacuum, removes pig-
ments 12 and melamine particles 13 that are not wet and
not bonded by the binder pattern BP and a perfect colour
print P is provided. The dry ink removal station may be
located after the IR lights 23 or between the IR lights and
the scattering station 27. This production step may be
repeated and a second scattering station 27 that com-
prises another colour may apply a second colour on a
binder pattern that may be applied by the same print head
or a new print head that is used in a second print forming
cycle. The removed dried pigments and melamine parti-
cles may pass through a sieve or a filter and they may

be recycled and reused again several times.
[0197] The panel 1 with the surface 2 is preferably dis-
placed essentially horizontally under the digital drop ap-
plication head 30’, the dry ink application station 27 and
the dry ink removal station 28 with one or several con-
veyors 21. It is obvious that the digital drop application
head 30’, the dry ink application station 27 and the dry
ink removal station 28 may alternatively be displaced
over a panel 1 during the BAP printing.
[0198] The dry ink may in addition to pigments and
melamine particles also comprise wear resistant parti-
cles, such as small aluminium oxide particles, and fibres,
preferably wood fibres, that preferably may comprise or
consist of bleached transparent or semitransparent fi-
bres. Such dry ink may be used to create a solid print
with pigments that are positioned vertically above each
other with binders and wear resistant particles above and
below the pigments. Small drops of blank ink may due
to capillarity and the combination of surface tension and
adhesive forces penetrate into the dry ink and bond larger
amounts of dry ink than an application with conventional
ink where pigments are applied as small drops on a sur-
face.
[0199] A preferred embodiment of BAP printing is char-
acterized in that the vertical extension of the colourants
exceeds the vertical extension of the blank ink drops.
Another preferred embodiment is characterized in that
the digitally applied blank ink drops penetrate downwards
and upwards from the surface after application. A very
wear resistant print may be obtained with a printing meth-
od comprising blank ink and dry ink with wear resistant
particles preferably incorporated in the dry ink.
[0200] Several layers of prints may be position above
each other and this may be used to increase the wear
resistance further and to create 3D decorative effects.
[0201] Static electricity or ultrasound may be used to
apply and/or to remove the non-bonded powder particles.
Airstreams and vacuum that blows away and/or sucks
up particles may preferably be combined with brushes.
In general, all dry and wet methods that are used to re-
move dust may be used separately or in various combi-
nations to remove the non-bonded parts of the dry ink.
However, dry and non-contact methods are preferred.
[0202] A controlled complete or partial removal of the
non-bonded dry ink particles is essential for a high quality
print with a pre-defined decorative image. Advanced re-
moval systems may also be used that only removes the
colourants, for example, colour pigments while an essen-
tial part of the transparent melamine powder particles
may remain on the surface. This may be accomplished
by, for example, a two-step application where a first layer
comprises only melamine resin or particles that are ap-
plied to the surface prior to the application of the blank
ink with the colourants. This first layer is preferably sta-
bilized. It may be sprayed with water and dried by, for
example, IR or hot air. This separate binder layer that
preferably comprises melamine may in some applica-
tions replace, for example, pre-impregnated paper, that
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in some application may be used as a surface layer 2,
and only non-impregnated paper with or without a base
colour may be used as a surface 2 for the print application
cycle.
[0203] The moisture content of the surface layer should
be accurately controlled in order to facilitate the removal
of the non-bonded powder particles. Moisture content
below 8% or even more preferably not exceeding 6% is
preferred. The surface layer 2 may be dried by, for ex-
ample, IR lamps prior to the application of the blank ink.
Special chemical may be applied in order to seal the sur-
face 2 or the upper part of the bonded colourants in order
to create a sealing or a release layer that may prevent
colourants to stick to specific parts of the surface layer
where no blank ink is applied.
[0204] The floor panel 1 comprises generally a lower
balancing layer 4 of laminate, plastic foils, coated paper
or like material. Such balancing layer may also be applied
as a dry mix of melamine powder and wood fibres, which
are stabilized by moisture and heat prior to pressing. Pig-
ments may be included in the powder mix to provide a
base colour. The balancing layer may also comprise only
melamine powder or a liquid melamine resin, which is
applied directly on the rear side of the core 3, and no
paper or wood fibres are needed to balance the surface
layer. The melamine content in the surface layer is pref-
erably higher than in the balancing layer. The rear side
of the panel is very suitable to provide specific information
to the floor installer or end consumer. Conventional digital
printing or BAP printing may be used to create a digital
pattern or text on the balancing layer. Installation and
maintenance instructions, logos, other type of instruction,
pictures and information may be included and may re-
place information that is generally applied on the pack-
aging or in special separate instructions. The digital print
and especially the BAP print may be very cost efficient
since only one digitally applied colour is generally suffi-
cient in addition to a base colour. The backing layer may
also have a digital print that is only decorative.
[0205] Figures 3a - 3d show an embodiment of the in-
vention, which is based on a second principle where dry
ink 15, comprising colourants 7 and preferably also a
binder that may be melamine 13, in a first step is applied
on a surface 2. A digital print is thereafter as a second
step formed by the digital drop application head that ap-
plies a blank ink pattern BP by means of the blank ink on
the dry ink. A main difference between the first and the
second principle is the sequence of application of the
blank ink and the dry ink. The blank ink 15 is according
to the first principle applied in a first step while according
to the second principle the blank ink 15 is applied in a
second step. The first principle is below referred to as
"Binder Under Powder" BUP printing and the second prin-
ciple is referred to as " Binder On Powder" BOP printing.
The BUP and BOP digital print may be a direct print or a
transfer print as described above.
[0206] These two principles BUP and BOP may pro-
vide different images with different colour intensity. The

blank ink drops 11 will when applied according to the first
BUP principle form ink spots when they hit the surface
and such ink spots will cover a much larger area than the
diameter of the drops. Only a part of the liquid substance
from the ink spots will penetrate from the surface and
into the dry ink. When the blank ink drops are applied
according to the second BOP principle, they will first pen-
etrate into the dry ink particles that will be bonded togeth-
er in small particle clusters and a smaller part of the liquid
blank ink drops will reach the surface 2 where the small
clusters will be bonded to the surface. Such application
may be used to prevent bleeding in some application
where the surface has an open structure that distributes
a liquid substance. It should be mentioned that bleeding
is not always a disadvantage since it may be used to
create decorative effects. The application of dry ink must
be accurately controlled when the BOP principle is used
and the maximum thickness of the dry ink layer should
be adapted to the drop size and drop intensity such that
the blank ink penetrates through the dry ink layer and to
the surface. The thickness of the dry ink layer should
preferably not exceed the maximum penetration level of
the dry ink drops.
[0207] The thickness of the dry ink layer may vary con-
siderably when the first BUP principle is used since ex-
cess non-bonded particles above the penetration level
of the blank ink drops applied on the surface will auto-
matically be removed and liquid substance on the upper
part of the dry ink particles may be dried. The thickness
of the dry ink layer may be larger or smaller than the
penetration level of the blank ink drops when the BUP
principle is used. This provides the possibility to use com-
binations of blank ink drop intensity and vertical extension
of the dry ink to create colour variations.
[0208] Both principles have advantages and disadvan-
tages depending on application.
[0209] The blank ink 11 may even in this embodiment
comprise water that when applied melts, for example,
melamine particles 13 mixed with pigments 12 or mela-
mine particles applied under the pigments. The binder
connects some pigments that form the same patter as
the binder pattern BP while other non-bonded pigments
are removed. Figure 3a shows dry ink 15 comprising a
mix of melamine powder 13 and pigments 12 scattered
on a surface 2. Figure 3b shows a digitally applied blank
ink pattern BP applied on the dry ink. Figure 3c shows
that non-bonded pigments and in this preferred embod-
iment also melamine particles 13 have been removed.
Figure 3d shows a BAP printing station 40 comprising a
scattering station 27 a blank ink application station 36, a
IR oven 23 and a dry ink removal station 28 based on an
air stream and vacuum.
[0210] The first and the second principles may be com-
bined. Blank ink 11 may be applied prior and after the
application of the dry ink 15 and this may be used to bond
a thicker layer of colourants and to create a solid print
with a large vertical extension and high wear resistance.
Binder printing equipment may comprise binder-printing
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stations that apply dry and blank ink according to the first
and the second principle.
[0211] Figures 4a - 4d show embodiments, which are
based on a third principle where the bonding of the dry
ink 15 is accomplished with digitally controlled heat that
activates a heat sensitive resin and bonds the dry ink 15
to a surface 2 such that a digital print P is formed when
non-bonded dry ink particles are removed. Dry ink 15
comprising colourants 7, preferably pigments 12, may in
a first step be applied on a surface 2 as shown in figure
4a. A binder pattern BP or image is thereafter formed
digitally by dry methods and non-bonded colourants 7
are thereafter removed as shown in figure 4c. Several
methods may be used. Figure 4d shows a laser beam
29 that melts or cures a binder, for example a thermo-
setting or thermoplastic resin 13 that may be mixed with
the blank ink or included in the surface 2. The dry ink
may also be connected electrostatically to the surface by
the laser beam. A digitally created print P is obtained
when the non-bonded or non-connected colourants, are
removed. The laser beam may be used to create a binder
pattern with heat or electrostatically prior and/or after the
application of the colourants according to the first and
the second principles described above for the application
of the blank ink.
[0212] Figure 4d shows a binder printing station 40
comprising a dry ink application station 27, a laser 29
and a dry ink removal station 28 based on an air stream
and vacuum. The laser 29 may be replaced with heating
lamps that may be used to create images that comprise,
for example, rather large areas of the same colour as in
some stone designs or base colours in wood grain de-
signs.
[0213] Figure 4d shows also that a heat bonding station
26 with heating print heads 80 comprising several small
heating elements may be used to create high-resolution
prints with dry bonding methods. The heating print head
80 may apply direct heat that bonds dry ink 15 particles
preferably comprising pigments 12 and a heat sensitive
resin. The heating print head 80 may also apply indirect
heat by heating a heat transfer foil 81 that may be in
contact with the heating print head 80 and the dry ink 15
particles. The heat transfer foil 81 may be a copper or
aluminium foil and may comprise individual small ele-
ments with high thermal conductivity, for example, ele-
ments made of copper or aluminium, that are imbedded
in a heat insulating carrier that prevents heat to spread
between individual elements. The heat transfer foil 81
may be used to increase the printing capacity. A heat
pulse from the heating print head will heat a portion of
the foil and the heat will be maintained when the foil fol-
lows the surface and transfers the heat to the dry ink
particles.
[0214] Even a conventional laser system based on the
above described impact method may be used to apply a
digital print partly or completely on a building panel or in
combination with the above described binder printing
methods.

[0215] All the above-described principles may be partly
or completely combined and a production line may com-
prise several digital binder printing station according to
the first, second or third principles.
[0216] Figures 5a - 5h show schematically side views
of application of two different colours according to the
first BUP principle. A first binder or a spot of blank ink
11a, that in this embodiment comprises essentially water,
is applied by a thermal digital drop application ink head
on a surface 2 that may be a stabilized powder layer or
a paper as shown in figure 5a. The jets 50 from the head
apply drops of blank ink 11 by the nozzles 54 when the
heater 59 creates bubbles 60 in the ink chamber 52 such
that the blank ink drops 11 form liquid spots 11a when
they hit the surface 2. The digital drop application head
may also be a Piezo head and the water based blank ink
may also comprise a viscosity increasing substance. The
water based blank ink may comprise glycol or glycerine.
[0217] A first dry ink layer comprising colour pigments
12a and dry particles of a binder, in this preferred em-
bodiment melamine particles 13a, is applied on the sur-
face 2 and on the liquid blank ink spots 11a as shown in
figure 5b. Melamine particles 13a that are in contact with
the wet water based drops will melt. A first IR lamp 23a
may be used to dry the wet melamine and to bond the
pigments to the surface as shown in figure 5c and the
non-bonded melamine and pigment particles are there-
after removed such that a pigment image or décor 12a
that corresponds to the applied binder pattern formed by
the blank ink drops 11a is obtained as shown in figure
5d. Figures 5e - 5h show that the same application may
be repeated with a new application of dry ink comprising
pigments 12b having another colour and mixed with
melamine particles 13b and a new binder pattern 11b
such that a two colour image is obtained with two types
of colourants or colour pigments 12a, 12b bonded to two
patterns of blank ink 11a, 11b as shown in figure 5h.
[0218] Figure 6a shows an embodiment where the dig-
ital BAP printing equipment 40 comprises a digital blank
ink application station 36, a dry ink application station 27,
IR drying or curing 23 and a dry ink removal vacuum
station 28. The BAP printing equipment 40 is in this pre-
ferred embodiment combined with a conventional ink jet
printer 35. The BAP printing method may be used in this
combination to create the major part of a digital print while
some parts of the final print may be created by a conven-
tional ink jet printer. This may reduce the ink cost con-
siderably since, for example, the cost effective BAP
method, where no pigments have to be handled by the
digital drop application head, may apply, for example,
90% of the pigments which are needed to create a fully
printed digital décor or pattern. Powder based floors are
particular suitable for this combined method. A first base
colour may be provided by the powder layer 2a. A second
coloured pattern may be applied by the BAP printing
equipment and a third colour may be applied by conven-
tional digital printing equipment. No stabilization of the
second colour is needed since no additional dry colour-

37 38 



EP 2 943 346 B1

21

5

10

15

20

25

30

35

40

45

50

55

ants will be applied and removed. This embodiment is
characterized in that a three-colour image is formed by
a base colour, preferably included in powder or in a paper
layer, dry colourants and liquid ink. The same type of
print heads may be used to apply the blank ink and the
conventional liquid ink.
[0219] A conventional digital printer may be used to
apply blank ink that is used as binder for the dry ink and
a conventional liquid ink comprising colourants. One or
several ink channels may, for example, be filled with
blank ink that has different drying and/or bonding prop-
erties than the other channels comprising conventional
pigment based ink. The blank ink drops may be wet when
the pigment-based drops have dried. The blank ink may
be used to apply colourants that form the major parts of
the colour of a digital print.
[0220] Figure 6b shows a binder and powder printing
equipment 40 where dry ink 15, comprising, for example,
a mix of pigments 12 and melamine powder 13 is applied
by a scattering station 27 comprising preferably an em-
bossed roller 22 and preferably an oscillating brush 42.
The non-bonded colourants, for example, pigments and
melamine particles are removed by a dry ink removal
station 28 that recycles the mix 12, 13 or the blank ink
into the scattering station 27. A pigment/melamine dust
cloud may be created by airstreams and only the pig-
ments and melamine powder that come into contact with
the wet binder 11 will be bonded to the surface 2.
[0221] Figure 6c is a cross section of a floor panel 1
and shows that the BAP printing method is especially
suited to apply a digital BAP print on a floor panel with a
paper based or powder based surface 2 and with a me-
chanical locking system comprising a strip 6, with a lock-
ing element 8 in one edge that cooperates with a locking
groove 14 in an adjacent edge of another panel for hor-
izontal locking of the adjacent edges and a tongue 10 in
one edge that cooperated with a tongue groove 9 in an-
other edge for vertical locking of the panels. Such floor
panels have generally advanced embossed wood or
stone decors that require large amounts of different col-
our pigments and a decor that has to be positioned ac-
curately in relation to embossed structures and the panel
edges where the mechanical locking system is formed.
Generally the décor must be adapted to the edge part of
the surface portion that is removed when the locking sys-
tems are formed. Figure 6c shows a wood grain pattern
with a first S1 and a second S2 surface portion having
different colours. The second surface portion S2 that in
this embodiment extends mainly in the length direction
L of the floor panel is applied on a basic layer 2 comprising
the first surface portion S1.
[0222] Figure 6d shows a dry ink removal station 28,
that in this embodiment is based on air streams and vac-
uum that blow away and sucks up particles. One or sev-
eral vacuum-sucking profiles 41 with openings that cover
the whole width of the applied dry ink layer may be used
to remove essentially all non-bonded dry ink particles 11.
One or several air knifes 42 that also cover the whole

width may applies an air pressure on the remaining non-
bonded particles such that they are released from the
panel surface 2 and blown into the vacuum -sucking pro-
file. The major advantage with this combined method is
that high air pressure is more efficient and creates a
stronger air stream than vacuum. This method may be
used to remove essentially all visible dry ink particles
from rough surfaces such as a stabilized powder surface
and rough paper surfaces. Even very small particles, for
example, small pigments or very small wood fibres may
be removed. A two-step process may be used to recycle
dry ink. A first removal is made with a dry ink removal
station that only comprises a vacuum-sucking device and
that removes all very loose particles, which may be about
90% or more of the non-bonded dry ink particles. Such
particles are generally very clean and may be reused. A
second combination dry ink removal station 28 based on
vacuum and air pressure as shown in figure 6d may be
used to remove the remaining particles that may contain
some particles from the powder based surface 2 or from
a precious application of another colour. Such particles
may not be suitable for a recycling.
[0223] All the above-described methods may be partly
or completely combined.
[0224] Figures 7a - 7c describes application and re-
moval of colourants 64 having different sizes and how a
solid print P may be formed by pressing together dry ink
11 particles.
[0225] Application and removal of colourants are, in
some applications, important for a high quality image. In
some other application it may be an advantage if some
colourants are left on the surface since this may be used
to create a more realistic copy of, for example, wood de-
signs where the wood surface generally always compris-
es some small defects and colour spots that are distrib-
uted in a random fashion. Small particles are also difficult
to see and will in many applications not disturb the overall
impression of the décor, especially if they are not applied
in a raster pattern.
[0226] Figure 7a shows that very small particles with
a size of 10 - 20 microns and smaller may have a ten-
dency to stick to a surface 2 that, for example, may be
an uncoated paper surface comprising wood fibres 61
with a rather rough fibre structure. Figure 7a shows also
a pressed part A and an unpressed part B of a panel
surface 2. The blank ink drops are applied in a raster
pattern R1 - R4. The unpressed part B show pigments
12a that after the removal of the dry ink are bonded to
the blank ink and other pigments 12b that are not bonded
by the blank ink but that are still attached to, for example,
paper surface after removal due to friction or static elec-
tricity. The pressed part A shows pigments 12c that are
permanently bonded to the surface 2 by pressure and
heat. Pigments 12c that have been applied above each
other are pressed to a flat and solid print P with overlap-
ping pigments. A BAP print provides the possibility to
create a print that corresponds to a practically indefinite
resolution by using a rather low resolution, for example
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300 DPI, when applying the blank ink 11. Such a printed
pattern may be practically identical to a wood grain struc-
ture in real wood or a stone pattern in a real stone where
patterns are formed by different natural fibres or crystal
structures.
[0227] Figure 7b shows that the sticking problem may
be solved with dry ink that comprises colourants 7 that
are larger than, for example, conventional pigments 12.
The colourants are preferably in the range of 30 - 100
microns. In some applications colourants with a size of
up to 300 microns or more may be used depending on
the décor. Such comparatively large macro colourant
particles 64 may be formed in many different ways. The
macro colourants 64 comprises according to one pre-
ferred embodiment pigments 12 attached to a particle
body 66. The particle body is in this preferred embodi-
ment a spray dried melamine particle 13. Such macro
colourant particles 64 with a size exceeding 20 microns
are much easier to scatter and to remove than small pig-
ments with a size of a few microns or smaller. A major
advantage is that pigments are attached on several parts
of the particle body 66 - on lower 66a and upper parts
66b - as shown in figure 7c, which is a side view of a
macro colourant 64 shown from above in figure 7b. A
spot 57 of a liquid blank ink 11 bonds a macro colourant
particle 64 comprising several pigments 12. The pig-
ments 12 are positioned vertically over each other on
opposite sides of a particle body 66 and such embodi-
ment may provide a deeper print with increased colour
intensity and wear resistance. Another advantage is that
a small blank ink spot 57 may be used to bond a large
amounts of colourants or pigments that in fact may have
a mass or size that is larger than the mass or size of the
blank ink spots applied as drops from a digital drop ap-
plication head 30’. A large amount of pigment or colour-
ants may be bonded in this way with rather small drops
of blank ink. For example one gram of blank ink may bond
1-5 grams of colourants. This is a major difference com-
pared to conventional digital printing where the liquid ink
generally only comprises 20% pigments and the ink drop
comprises always a smaller amount of colourants than
the ink drop itself. Generally about 5 grams of conven-
tional pigmented ink must be applies in order to apply 1
gram of pigments on a surface.
[0228] Figures 8a-8h show preferred embodiments of
macro colourant particles 64. Such particles may com-
prise or consist of several individual colourant particles
69 that may be connected to each other to macro colour-
ant particles 64 having a specific colour. The macro col-
ourant particles 64 may also be produced by a combina-
tion of several materials and chemicals having a particle
body 66 and pigments included in the particle body 66
or attached to the surface of the particle body. Figure 8a
shows an embodiment comprising several individual col-
ourants 69, for example pigments 12, that are connected
to each other with a binder and that form a macro col-
ourant particle 64. Such macro colourants may be pro-
duced by mixing, for example, pigments 12 with a liquid

thermosetting resin, for example melamine. The mix is
dried, milled and sieved into macro colourants compris-
ing pigment clusters of a pre-determined size.
[0229] Figure 8b shows a macro colourant particle 64
having a particle body 66 of a spray dried thermosetting
or thermoplastic resin, that comprises pigments 12a, 12b
in the particle body 66 and on its surface. The pigments
may be of different colours. The colourant in the body 66
may also be a dye. Mixing, for example, a liquid thermo-
setting resin, for example melamine, with pigments or
dyes prior to the spray drying may be used to produce
such particles. The pigment on the surface may also be
attached by mixing pigments with the spray-dried parti-
cles. The pigments wills stick to the surface of the spray
dried particle body. The bonding strength may be in-
creased if the mixing is made under increased humidity
or heat especially when the particle body comprises
melamine. The melamine-based particles may be heated
in a final stage where the pigments will be firmly bonded
to the body. The curing level of the melamine particles
may be increased and this will prevent bleeding of the
pigments during a final pressing and curing of the printed
surface. The macro colourant particles 64 have prefera-
bly a diameter of about 30-100 micron and pigment con-
tent may be 10 - 50% of the total weight. The resin may
be melamine or polyacrylate. A binder may also be added
to the mix in order to increase the bonding between the
pigments and the particle body.
[0230] Figure 8c shows a macro colourant particle 64
comprising a thermosetting or thermoplastic particle
body 66 with colour pigment 12 in the particle body 66.
[0231] Figure 8d shows that, for example, macro col-
ourant particles 64 may be mineral particles that com-
prise natural colours. Sand or stone powder or various
types of minerals derived from, for example, oxygen, sil-
icon, aluminium, iron, magnesium, calcium, sodium, po-
tassium and glass powder may be used. A preferred ma-
terial in some applications that intend to copy stone is
sand that is a naturally occurring granular material com-
posed of finely divided rock and mineral particles. The
composition and colour of sand is highly variable, de-
pending on the local rock sources and conditions, but the
most common types of sand comprises silica (silicon di-
oxide, or SiO2), usually in the form of quartz.
[0232] A preferred embodiment is aluminium oxide 63
that is very suitable to bond and coat with a melamine
resin.
[0233] Mineral particles and especially coloured glass
particles comprising pigments, similar to the glazing pow-
der used in tile production, are very suitable for BAP print-
ing on tiles but may also be used in other BAP applica-
tions. A BAP print may be applied on a tile body compris-
ing a basic glaze layer with a base colour. Such basic
glaze layer may be pre-pressed or applied in wet form
and dried. The BAP print may during firing of the tile melt
into the basic glazing layer. A transparent glaze layer
may also be applied over the BAP print. A binder may be
applied on the basic glaze layer, on the coloured glass
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particles or in the dry ink such that an application bond
may be obtained by exposing the blank and dry ink to,
for example, IR light or hot air.
[0234] Figure 8e shows that essentially all minerals,
such as, for example, aluminium oxide particles 63, may
be coated with a thermoplastic or thermosetting resin,
for example, melamine 13. The resin may be used to
bond colour pigments 12 to the particle body 66. Such
macro colourants 64 are very easy to apply on and re-
move from a surface and they may provide a very wear
resistant print with pigments applied on the upper parts
and the lower parts of the particle body 66. A preferred
average size of mineral based macro colourants is about
100 microns. This particle size may be used to create a
wear resistant print with a particle depth of 100 microns.
The binder content is preferably 10 - 30% and the pigment
content is preferably 5 - 25% of the total weight of the
macro colourant particle.
[0235] Mineral particles comprising an aluminium ox-
ide particle body 66 coated with pigments and a mela-
mine resin are especially suitable to be used as dry ink
when a bonding is made with a heating print head 80.
Aluminium oxide particles have a high thermal conduc-
tivity and melamine resin may be bonded with a heat of
about 100 degrees C.
[0236] Figure 8f shows that the macro colourant parti-
cles 64 may comprise natural fibres,, for example, wood
fibres 61. No pigments are needed since the fibres may
have natural colours. Fibres from a lot of different wood
species may be used, for example, from softwood such
as pine and spruce and hardwood such as ash, beech,
birch and oak. The colours may be modified by heat treat-
ment. Even cork particles may be used. Such natural
colourants may be coated with a binder, preferably a ther-
moplastic or thermosetting resin, for example melamine.
The coating may be used to improve scattering properties
and/or as a binder to bond the macro colourant to the
surface and the binder pattern created by the blank ink.
[0237] Figures 8g and 8h show macro colourant parti-
cles 64 comprising wood fibres 61 and wood chips 62
that have been coated with a resin and pigments 12.
[0238] Fibre based macro colourants may be used to
create an almost identical copy of wood. Wood fibres
having different colours form the wood grain pattern in a
real wood plank. The BAP printing method allows that
the same principles may be used with different fibres that
actually form the wood grain pattern and not small ink
drops arranged in a raster pattern. This is shown in figure
6c. The panel 1 has a surface with a wood grain decor
comprising a first surface portion S1 that is formed by a
basic layer 2 comprising wood fibres 61a having a first
colour. A second surface portion S2 is formed by wood
fibres 61b having a second colour. The wood fibres hav-
ing the second colour are applied on and bonded to the
basic layer. The basic layer is preferably continuous. The
second surface portion S2 covers preferably a part of the
first surface portion S1. The base layer 2 may be a powder
mixed with a thermosetting resin, a coloured paper or a

coloured wood based core. The fibres in the two surface
portions S1, S2 have preferably different average sizes.
The fibres in the second surface portion S2 are preferably
smaller than the fibres in the first surface portion S1. The
second surface portions S2 comprise preferably a pattern
with a length L that exceeds the width W.
[0239] The coating with resins may be used to bond
pigments to the particle body and to bond the macro col-
ourant particle by the blank ink to the surface. The coating
may be made in several steps with intermediate drying
and curing of the resin. It is preferred that a first coating,
drying and curing with a thermosetting resin, for example,
a melamine resin is made under higher temperature than
the second curing. The first curing may be made such
that the melamine resin is cured to an essentially C stage
where the melamine will not float during the final pressing
operation and this will eliminate bleeding of the pigments.
The second coating is preferably cured to a B stage
where the melamine is possible to melt with the dry ink.
Dry ink particles may be produced from wood fibres 61
that are mixed with pigments and melamine resin and
they are thereafter pressed under increased temperature
such that the melamine resin cures. The pressed mix
may be milled into small particles and coated with liquid
melamine resin and dried such that the outer melamine
coating is in a B stage. A binder layer may be applied
between the pigments and the particle body and on the
pigments such that they are completely coated with a
binder layer. Several layers of pigments with different
colours may be bonded to a particle body of a macro
colourant.
[0240] Dry ink may comprise a mix of several different
types of macro colourant particles, for example, mela-
mine/minerals, melamine/fibres, fibres/minerals etc. and
the structure and the size of the macro colourants may
be used to create special décors.
[0241] The coating of the particle body 66 is preferably
made in several steps where, for example, particles such
a fibres or minerals in a first step are mixed with a resin,
preferably spray dried melamine, and pigments. This mix
may be applied as a rather thin layer, with a thickness
of, for example, 1 - 3 mm, on a conveyor. The mix is as
a third step sprayed with water and dried by hot air or an
IR lamp. The particle body, in this embodiment the fibres
or minerals, are coated and impregnated with the wet
melamine and the pigments are bonded to the particle
body. The small layer thickness makes it possible to dry
the layer during a short drying time, for example a minute,
and the resin may still be in a semi-cured B-stage. The
dry mix is removed from the conveyor by, for example,
scraping and the dry flakes are milled and sieved to pre-
defined particle sizes. The spray dried melamine parti-
cles and water may be replaced with a wet binder, for
example wet melamine that may be sprayed on a mix
comprising pigments and particles that forms the particle
body 66.
[0242] The pigments may also be bonded to the parti-
cle body 66 with a binder that comprises water based
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acrylic emulsions.
[0243] Macro colourants may provide a print that is
very similar to an original wood or stone design especially
when fibres are used to copy a wood grain pattern and
minerals are used to copy a stone design. Conventional
rotogravure methods with a printing cylinder may be used
to apply blank ink on a surface. Dry ink comprising macro
colourant particles may be applied on the blank ink and
non-bonded particles may be removed according to the
BAP printing principles described above. Such printing
method may be used to provide an advanced print com-
prising a design that is not possible to create with con-
ventional ink.
[0244] Macro colourants may be used to create a pat-
tern, preferably a wood or stone pattern in LVT floors.
The BAP printing method may be used to apply a print
on the core, on the foil or on the lower or upper side of
the transparent protective layer. Colourants may be melt-
ed into the layers during the pressing operation. Prints
in different layers located vertically above each other may
create a 3D effect. Printing on transparent layer may cre-
ate an even more realistic 3D effect.
[0245] Figures 9a-9e show BAP printing with dry ink
comprising macro colourants 64 with a fibre based 61
particle body 66 coated with a melamine resin 13 and
pigments 12. Jets 50 from a preferably thermal ink head
apply drops of blank ink 11 in a raster pattern R1 - R4
that form blank ink spots 57 on a surface 2 that in this
embodiment is a pre-pressed powder layer applied on a
core 3 as shown in figure 9a.
[0246] Figure 9b shows a dry ink layer 15 comprising
fibre based macro colourants 64 applied on the surface
2 and figure 9c shows the dry ink layer when non-bonded
macro colourant particles have been removed. The blank
ink 11 penetrates into the dry ink layer 15 from the surface
and upwards due to capillarity and the binder properties
and several macro colourants located vertically above
each other may be bonded by blank ink spots 57. The
horizontal extension H2 of individual colourants, prefer-
ably macro colourant particles 64, exceeds preferably
the horizontal extension H1 of the ink spots 57 and the
vertical extension V2 of the dry ink layer, after the removal
of the non-bonded particles, exceeds preferably the ver-
tical extension VI of blank ink spots 57. The vertical ex-
tension VI of the blank ink spots is generally about 10
microns or smaller. The vertical extension V2 of the ap-
plied and bonded blank ink layer, after the removal of the
non-bonded particles, may be at least 50 microns or even
larger, preferably larger than 100 microns. This is a major
difference compared to traditional ink jet printing where
pigments are included in the ink drops. BAP printing al-
lows that a print comprising larger volumes of colourants
may be formed than the volume of the blank ink applied
by the digital drop application head.
[0247] Figure 9d shows the BAP print P after a stabi-
lization step that in this embodiment is a pre-pressing
operation. The macro colourants 64 may be partly
pressed into the powder-based surface 2.

[0248] Figure 9e shows the powder-based surface in
a completely cured stage after the final pressing opera-
tion. The macro colourants 64 are pressed into the pow-
der based surface 2. The print P comprises pigments
12a, which are located in a first horizontal plane Hp1 at
the upper part of the surface 2a and pigments 12b located
at a second horizontal plane Hp2 below the particle body
66 and below the first horizontal plane Hp1. The macro
colourants 64 comprise pigments 12a, 12b on the upper
and lower side of the particle body 66.
[0249] The macro colourant particles are applied at
random and are preferably offset in relation to the raster
pattern R1 - R4 where each row and column represent
one pixel and one dry ink spot 57. The print P may be a
solid print with several macro colourants connected to
each other and/or overlapping each other. The BAP print
in this preferred embodiment is characterized in that the
blank ink 11 is applied in a raster pattern (R1 - R4) and
that the dry ink 15 is applied at random with overlapping
colourants 7 or macro colourants 64. Preferably the size
of a macro colourant particle 64 is such that it covers
several pixels in a raster pattern.
[0250] The thickness (diameter) of the fibres 61 is pref-
erably about 10 - 50 microns and the length may be 50
- 150 microns. The length may in some applications also
exceed 150 microns and realistic wood grain designs
may be formed with fibres having a length of about 100
- 300 microns.
[0251] Figure 10a - 10c show a BAP print with a very
high wear resistance. Macro colourants 64a comprising
a particle body 66 of aluminium oxide particles 63 coated
with pigments 12a and a melamine resin 13, are applied
on a surface, that in this embodiment is a powder based
surface 2a comprising melamine powder and pigments
and preferably also wood fibres. The surface includes
preferably a base colour. A layer comprising macro col-
ourants that gives the panel a basic colour may also form
the surface 2a and may be applied directly on a wood or
plastic based core, a tile body or on a surface comprising
powder, paper a foil and similar surfaces. Figure 10a
shows macro colourants 64a bonded to the surface 2a
by blank ink 11. Figure 10b shows a second layer of mac-
ro colourants 64b comprising pigments 12b with a differ-
ent colour. Figure 10c shows the final cured surface with
macro colourants that are pressed into the powder based
surface 2a and preferably covered with a transparent lay-
er, preferably a melamine layer 2b that may be applied
after a pre-pressing operation but prior to the final press-
ing step. The transparent melamine layer 2b may also
comprise bleached transparent wood fibres. It may be
an overlay, a lacquer, a foil or a glazing. A high wear
resistance may be reached since a considerable part of
the surface 2a, 2b, including the particle body 66 of alu-
minium oxide particles 63, must be worn of before all
pigments 12a, 12b in the print P are removed. Aluminium
oxide particles with or without pigments (not shown) are
preferably also included in the powder base surface layer
2a and/or in the transparent melamine layer 2b. The
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method may also be used to apply a wear resistant digital
print on many other surfaces such as paper, foils, tiles
and other surface layers described in this disclosure.
[0252] Figure 11a shows a BAP equipment comprising
several BAP printing stations 40a, 40b that each is used
for a print forming cycle that applies one specific colour.
Each BAP station comprises a digital drop application
head 30’a, 30’b and a combined dry ink application and
removal station 27a, 28a 27b, 28b and pre-pressing units
37a, 37b that stabilize the dry ink 15 such that a new dry
ink layer may be applied and removed according to the
principles describe above. An embodiment of unit may
replace an IR lamp. An embodiment of unit 37a compris-
es preferably a heating 38c and a cooling 38d roller, a
belt 20, and a pre-pressing table 39. These parts may in
some applications be replaced by just one roller. A liquid
release agent 19 may be applied on the belt 20 by rollers
38a, 38b or brushes or similar devices. Preferably the
drop applications heads 30a’, 30b’ use the same blank
ink 11 to provide a print P with several colours. This is a
major advantage compared to conventional printing. The
BAP printing method allows in fact that the final printing
ink is mixed and produced in line when the blank ink 11
and the colourants 7 from the dry ink 15 are attached to
each other on the surface 2.
[0253] Figure 11b shows schematically a compact
BAP printing station 40 where, for example, one set of
digital drop application heads 30’ aligned in one row, each
comprising one ink channel, and one set of IR lamps 23
or pre-pressing units may be combined with several dry
ink 15 application stations 27a, 27b, 27c positioned in
the feeding direction after the drop application head 30’.
One row of drop application heads 30’ may apply colour-
ants with many different colours. The blank ink, that pref-
erably is an essentially transparent liquid substance,
comprises preferably a different colour than a first and
preferably also a second digital pattern formed by the
drop application head 30’. This is a major difference com-
pared to conventional digital printing where each print
head applies a specific colour and this colour is always
the same as the liquid substance applied by the print
head. A surface layer 2 or a surface that is a part of a
floor panel 1 may be displaced in two directions and each
cycle may be used to apply one specific colour with the
same drop application head. The BAP printing station
may comprise IR lamps or pre-pressing units and dry ink
application stations on both sides of the digital drop ap-
plication head and different colours may be applied when
the surface 2 is displaced under the head 30’ in each
direction. This means, for example, that three colours
may be applied by the same drop application head 30’
on a base colour when a panel 1 is displaced under the
head 30’, back again to its initial position and under the
head again. The speed may vary between the various
application steps. This may be used to increase the ca-
pacity. A wood grain pattern is generally made up of dif-
ferent amounts of specific colourants. The speed may be
increased when the amount of a specific colourant is low

since only a small amount of blank ink has to be applied
on the surface. A digital control system may be used to
optimize the capacity and to adapt the speed to the
amount of blank ink 11 that is needed to form a specific
digital pattern. Several alternatives may be used to com-
bine one blank ink drop application head with several dry
ink applications stations and removal stations. A panel
may after the first print forming cycle be displaced verti-
cally or sideways to a conveyor that brings it into an initial
position. An intermediate stacking unit may also be used.
Paper and foil material in rolls may be printed several
times with the same drop application head and the same
blank ink.
[0254] Figure 11c shows a pre-pressing unit 37 that
may be used to pre-press a powder layer with a basic
colour prior to the BAP printing. Such a pre-pressing unit
may also be used to stabilize the prints or to pre-press
and connect a powder based backing layer 4 on rear side
of a core 3. When melamine is used as binder, a heating
roller 38c and a pre-pressing table 39 may apply a heat
of, for example, 90 - 120°C and a cooling roller 38d may
cool down the semi-cured layer 2 to a temperature pref-
erably below 80°C. The pressing may be made at rather
low pressures, for example, 5 bars or lower and the press-
ing time may be about 10 seconds or shorter. The mela-
mine will be pre-pressed to a semi-cured B-stage that
may be further pressed and cured in a final pressing op-
eration. A sheet material with a pre-pressed powder base
surface and backing layer may be produced and used
as a pre-finished panel. Other binders, for example, ther-
moplastic binders may be pre-pressed with other tem-
peratures specifically adapted to the binder properties.
[0255] Figure 12a shows that a BAP printing station 40
and a pre-pressing unit 37 may be combined into a BAP
transfer printing station 41 and used in combination to
create a digital BAP transfer print P on a surface 2. Blank
ink 11 and dry ink comprising colourants 7, preferably
pigments 12, are applied on a transfer surface 18 that
may be, for example, a steal or plastic belt or similar. The
print P is pressed on a surface 2 by rollers 38c, 38d and
preferably by a pre-pressing table 38. The BAP transfer
printing unit may comprise a cleaning device 71, rollers
38a, 38b or brushes that apply a release agent 19 and
preferably also a IR lamp 23 that dries the release agent
prior to the application of the blank ink 11. The release
agent may also be mixed into the dry ink 15.
[0256] The BAP transfer printing method provides the
advantages that blank and dry ink may be applied on a
pre-defined transfer surface 18 that may be specially
adapted for an high definition application of blank ink with-
out any risks for bleeding and an easy application and
removal of dry ink. This allows, for example, that a BAP
print may easily be applied on rather rough surfaces such
as, for example, textiles, carpets, various board materials
and similar surfaces. The BAP transfer print may be com-
bined with all other described methods, for example, the
method described in figure 11b where one drop applica-
tion head 30’ is used to apply several colours.
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[0257] Figure 12b shows a BAP transfer printing sta-
tion 41 where the belt has been replaced by a roller 38
comprising a transfer surface 18. The roller comprises
preferably heating 25a and cooling 25b zones. The non-
bonded dry ink may be removed by gravity that may be
combined with ultrasound, vibrations or air streams. This
method may also be used to apply a direct BAP print on
a flexible surface 2a that may be a paper, a foil or similar.
The application may be made in line with a pressing op-
eration or as a separate production step.
[0258] Figure 12c shows a preferred embodiment of a
floor panel 1. The panel 1 comprises a backing layer 4
on the rear side of the core 3 and a surface 2 on the upper
part of the core comprising a sub layer 2c, a paper or foil
2b and a wear layer 2a over the paper. The backing layer
4 and the sub layer 2c may be applied as dry melamine
formaldehyde powder and the wear layer may be applied
as a dry melamine formaldehyde powder comprising alu-
minium oxide particles. The paper may comprise a base
colour. A BAP print or a conventional digital print may be
applied on the paper. Such a dry process may be used
to form a very cost efficient panel without any impregna-
tion of a decorative paper or a protective overlay. The
spray dried melamine particles will melt during pressing
and impregnate the paper. It is obvious that this dry meth-
od may be used to save costs even when a conventional
decorative paper is used.
[0259] Figure 12d shows a method to form a base layer
on rough core materials 3 comprising cavities, cracks,
splints or defects 3a, 3b. Such core material may be made
of, for example, plywood or OSB. The problem is that a
powder layer generally has the same thickness at the
cavities and at the upper parts of the core surface and
there will not be sufficient amount of powder to form a
high quality surface after pressing since the density of
the surface layer will be lower at surface portions with
cavities. This problem may be solved with a first powder
layer 2a that is applied as filler and pressed by, for ex-
ample, a roller or a ruler into the cavities such that an
essentially flat powder based surface layer 2a is formed.
A second powder based layer 2b may be applied on the
first filler layer 2a. The two layers may be pre-pressed
as described above and a base layer may be formed that
in a second step may printed with a preferably BAP print
and thereafter cured by heat and pressure. The method
may also be used without a print and only powder layers
comprising fibres, binders and preferably pigments may
be used. This embodiment is characterized in that the
powder content above cavities is higher than the powder
content above the upper parts of the core. The powder
content may be measured by measuring the weight of
the powder above a cavity and above an upper part of
the surface. The base layer comprising a first filler layer
2a and as second powder layer 2b may be covered by a
conventional decorative paper and also preferably with
a protective layer, for example a conventional overlay or
a transparent lacquer.
[0260] Figure 13a shows that a conventional laser

printing technology that uses electrical charges to attract
and release dry ink particles may be adapted such that
digital prints may be provided on a core material 3 com-
prising a surface 2 that preferably has a base colour.
Negative charged dry ink particles 15 that may be con-
ventional laser toner pigments, are applied by a devel-
oper roller 72 on a photo conductor drum 70, which is in
contact with a charge roller 71. A laser beam 29 projects
an image on the electrically charged photo conductor
drum 70 and discharges the areas that are negatively
charged and an electrostatic image is created. Dry ink
particles are electrostatically picked up by the drum’s dis-
charged areas. The drum prints the print P on the surface
2 by direct contact. An electrical charge may be applied
to the surface or the core such that the pigments are
released from the drum and applied on the surface. A
fuse roller 73 fuses the dry ink particles to the surface
and bonds the dry ink particles. A roller-cleaning device
74 may be used to clean the photo conductor drum. The
dry ink particles may comprise a thermoplastic or a ther-
mosetting resin that may be used to bond the particles
to the surface with heat and pressure.
[0261] Figure 13b shows that the laser printing tech-
nology may be used to apply a transfer print P on a sur-
face 2. The dry ink particles are applied on a belt 20
comprising a transfer surface 18 and released from the
photo conductor drum 70 by an electrical application roll-
er 75 that applies an electrical charge on the belt 20. The
dry ink particles are then fused by a pre-pressing table
39 that applies heat and pressure on the belt 20 and the
transfer surface 15. Heating 38c and cooling 38d rollers
may be used. The belt may be replaced by a transfer
roller as shown in figure 12b.
[0262] Figure 13c shows schematically several other
preferred principles that may be used to apply particles
in well define patterns on a surface 2 without a digital
drop application head that applies a liquid binder of blank
ink.
[0263] A first principle is a method to create a base
layer comprising at least two different colours. A first layer
2a with a first base colour is provided as powder or as a
coloured paper. A second colour of dry ink 15 is scattered
on the first basic colour. Some parts of the dry ink 15
particles are removed with a dry ink removal station 28
comprising several air nozzles 77a, 77b that may remove
dry ink particles by, for example, vacuum before they
reach the surface with the base colour 2a. The air nozzles
77a, 77b may be controlled digitally with preferably sev-
eral valves and a dry ink pattern P may be formed. This
may be repeated and several colour patterns may be
formed without any digital drop application heads or blank
ink. This method is particular suitable to form patterns
that partly or completely may be used to copy wood or
stone designs. This method may be combined with digital
BAP printing or conventional digital printing. The method
may also be used to create digital prints with high reso-
lution. The dry ink 15 may comprise particles with high
density, such as minerals, especially aluminium oxide
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particles or glass particles, that during scattering may fall
in a pre-determined essentially straight direction towards
the surface 2 and a precise partial removal may be made
with vacuum when the pass the air nozzles 77a, 77b.
The applied dry ink is preferably stabilized by water
spraying prior or after the application.
[0264] The dry ink particles may according to a second
principle pass through a set of electrodes, which impart
a charge onto some particles. The charged particles may
then pass a deflection plate 79, which uses an electro-
static field to select particles that are to be applied on the
surface, and particles to be collected and returned for re-
use by the dry ink application system.
[0265] According to a third principle a heating print
head 80 that comprises small heating elements that pro-
duce varying amounts of heat similar to the print heads
used in the dye-sublimation or thermal printing technol-
ogies, may be used to attach colourants to a surface.
Several heating print heads 80 may be attached side by
side such that they cover the whole width of a printed
surface. Rather low temperatures of about 100 degrees
C may be used to obtain an application bonding of the
dry ink particles. The heat may also be rather high, for
example 200 - 250 °C and such heat will not destroy
wood fibres in paper and powder based layers. Several
methods may be used to form a digital print with dry ink
where the dry ink particles are bonded to a surface in a
pre-determined digitally print. Contrary to known tech-
nology such heating heads, combined with dry ink, may
be used to apply a wide range of different colours without
any heat sensitive papers or transfer foils. A thermo sen-
sitive binder, that may be a thermosetting or thermoplas-
tic resin, wax and similar materials with a low melting
points, may be included in the surface layer or in the
colourants of the dry ink. Powder comprising dye-subli-
mation particles of different colours may be used as dry
ink. The heating print head 80 may apply digitally con-
trolled heat directly on well-defined portions of the dry
ink after application, or on the surface layer prior to the
application of dry ink. The heating ink head may comprise
heating elements arranged on an essentially flat surface
or on a cylinder that rotates when a surface with dry ink
is displaced under the heating print head. Alternatively a
heat transfer foil 81 as shown in figure 4d, may be applied
between the dry ink and the heating print head 80 and
may slide against the heating elements and the ceramic
substrate of the heating print head. The non-bonded col-
ourants or non-vaporized dyes may be removed and re-
used.
[0266] Figure 12a shows that a heating print head 80
may be used to provide heat on a transfer surface 18 that
heats up the dry ink 15. The transfer surface may be used
as a heat transfer foil 81. The heating print head 80 may
be located such that it provides a heat through a transfer
surface 18 or on the dry ink 15 applied on the transfer
surface 18. The heating print head 80 may also heat up
portions of a surface prior to the application of dry ink.
The surface may be a board material, powder, paper, a

foil, a base coating, a transfer surface, and all other sur-
face materials described in this disclosure.
[0267] Figure 13d shows that heating print heads 80
and dry ink 15 are especially suited to be used to form a
digital print P on flexible thin surfaces 2 that preferably
may be a paper, a foil, a textile material, and similar ma-
terials that generally have sufficient heat transfer abilities
and heat resistance to function as a heat transfer foil 81.
A powder and heat printing equipment may comprise a
scattering station 27 that applies blank ink 12 on a sur-
face, a heating print head 80 that bonds a part of the
blank ink 15 with heat to the surface 2 and a dry ink
removal station 28 that removes non-bonded dry ink 15.
In some application a pre-pressing unit 37, vacuum ap-
plied on the lower side of the surface or oscillation may
be used to increase the contact between the dry ink par-
ticles and the surface during the heat bonding. A separate
heat transfer foil as shown in figure 4d may be used to
increase the printing capacity. The pre-pressing unit 37
may also comprise heating print heads and heat may be
applied from the upper and/or the lower side.
[0268] The heating print head 80, with or without a heat
transfer foil 81 may replace all digital drop application
heads 30’ in the embodiments of this disclosure.
[0269] Embodiments of the three principles described
above are based on the main method that colourants are
applied as powder in dry form on a surface and bonded
in a pre-determined pattern that forms a print. The surface
may be a transfer surface 18 and the three principles
may be used to provide a transfer print.
[0270] Figures 14a - 14d shows a method to form a
digital embossing on a surface 2 preferably an EIR struc-
ture, hereafter referred to as BAP embossing. A digital
drop application head applies a pattern of blank ink on a
carrier 68 as shown in figure 14a.
[0271] Press particles 67 which are similar to the col-
ourants shown in figures 8d - 8h may be applied on the
carrier 68 that may be an aluminium foil, plastic foil, paper
and similar. The application may be the same as for the
BAP printing and all methods described above may be
used to apply press particles 67 in a pattern on a carrier
68. However, the press particles 67 do not have to be
coated with pigments. They may be coated with a ther-
mosetting 13 or thermoplastic resin. In some application
the blank ink is sufficient to provide an application bond.
A heating print head may also be used to bond the press
particles 67 to the carrier. The carrier 68 and/or the blank
ink may also comprise a binder. The particles are pref-
erably hard minerals such as aluminium oxide, sand,
stone powder and similar. Such particles that essentially
maintain the original shape during pressing and are not
compressed during a pressing operation are referred to
as hard press particles. The size of the particles should
be adapted to the depth of the embossing. Particles with
a diameter of about 0.2 mm may, for example, be used
to create an embossing with a depth of at least 0.2 mm.
The carrier 68 with the press particles 67 is positioned
and coordinated with a printed pattern P that may be a
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conventional print or a BAP print applied on, for example,
a powder or paper surface 2. Figure 14b shows the press-
ing step where the press particles 67 and the carrier 68
are pressed by the press table 24 into the surface 2.
Figure 14c shows the embossed structure 17 when the
carrier 68 with the press particles 67 is removed after
pressing and a perfect digitally formed EIR surface is
obtained that may be coordinated with any type of digital
prints P without any conventional press plates. A part of
the surface structure, especially the microstructure 16
that provides the gloss level, may be formed by the car-
rier. The deep embossed structures 17 are formed by
the press particles and the carrier 68.
[0272] The BAP embossing provides the advantages
that a deep embossing may be formed with only one or
a few BAP application steps since considerable amount
of press particles 68 may be applied with thin layers of
blank ink 11. This method allows that the embossing
depth D exceeds the vertical extension V of the blank ink
spots 57 that connect the press particles to the carrier.
[0273] Figure 14d shows a method to form the surface
2 of a panel with BAP embossing. A blank ink application
station 36 applied blank ink 11 on a carrier 68 that in this
embodiment preferably is aluminium foil or a coated re-
lease paper. A dry ink application station 27 is used to
apply press particles 67 on the carrier. An IR lamp 23
may be used in some applications to create an application
bonding. The press particles are removed by a dry ink
removal station 28 and the carrier with the press particles
is pressed against the substrate by a press table 24. The
carrier and the press particles are thereafter removed
and a BAP embossed structure is formed.
[0274] The method may be used to form a conventional
embossing or an EIR embossing.
[0275] The carrier 68 surface that is pressed against
the embossed surface 2 may be coated such that differ-
ent gloss levels or microstructures may be obtained.
Such coating is preferably made digitally according to a
method described in this disclosure.
[0276] The press particles 67 may be bonded to the
carrier with all methods described above. For example
heating print heads 80 and laser 29 may be used.
[0277] Figures 15a-15d shows that the BAP transfer
print method may be combined with the BAP embossing
method. Press particles 67 may be applied on one side
of a carrier 68 and a BAP print may be applied on the
opposite side of the carrier 68 that comprises a transfer
surface 18 as shown in figure 15a. The carrier 68 may
be a foil, paper, and similar as described above. The BAP
print may also be replaced with a conventional digital
print or even with a print provided with conventional roll-
ers. Preferably the print P and the pattern of the press
particles 67 are coordinated such that an EIR structure
may be formed. Figure 15b shows that the carrier 68 and
the press particles 67 together with the print P are
pressed on a surface 2. Figure 15c shows that the print
P is bonded to the surface 2 and that the carrier 68 with
the press particles 67 forms an embossed structure 17

when removed after the pressing operation. The appli-
cation of the press particles 67 and the dry ink print may
be made in line with the pressing operation as shown in
figure 15d or as a separate operation where a pre-printed
and pre-embossed carrier 68 is formed that may be sup-
plied as an individual carrier preferably as a foil. A com-
bined BAP printing and embossing equipment may com-
prise blank ink application stations 36, dry ink application
stations 27 and dry ink removal stations 28 that apply
and remove dry ink 15 and press particles 67 on opposite
sides of a carrier 68.
[0278] The particles may also be bonded to the carrier
with a laser beam, heating print heads and all other meth-
ods described above.
[0279] The surface of the carrier 68 that is in contact
with the panel surface 2 may be pre-pressed and different
gloss levels or microstructures may be formed. Such pre-
pressing may be made with conventional embossed cyl-
inders or with a BAP embossing method. Various gloss
levels and microstructures may also be formed with dig-
ital printing and a coating may be made according to any
of the methods described in this disclosure. The carrier
68 with the press particles 67 and preferably also with a
transfer print P may be supplied as a press matrix 78 and
may be used to form an embossed structure on, for ex-
ample, laminate, wood and powder based floors but also
on tiles and LVT floors. The press matrix 78 may be used
several times. The print P may be a conventional print,
a digital ink jet print, a digital BAP print or similar.
[0280] The method may also be used to form a more
durable "mirror shaped" press matrix that may be a sheet
material where protrusions on the carrier 68 forms cavi-
ties in the sheet shaped press matrix. The carrier with
the press particles may be pressed against impregnated
paper, preferably phenol impregnated craft paper or pow-
der comprising a thermosetting resin, and a structured
sheet matrix may be formed that in a second step may
be used as a press matrix. Metal powder and glass fibres
may be included in order to improve the strength and the
heat transfer properties.
[0281] All the above described methods may be partly
or completely combined in order to partly or completely
create a digital print or and/or a digital embossing.
[0282] Water based blank ink may in some application
be combined or replaced by oil or solvent based ink. The
advantage with oil-based ink may be that it has a very
long drying time and this may improve the function of the
digital drop application head.
[0283] While illustrative embodiments of the invention
have been described herein, the present invention is not
limited to the various preferred embodiments described
herein but includes any and all embodiments having
equivalent elements, modifications, omissions, combina-
tions (e.g. of aspects across various embodiments), ad-
aptations and/or alterations as would be appreciated by
those in the art based on the present disclosure. The
limitations in the claims are to be interpreted broadly
based on the language employed in the claims and not
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limited to the examples described in the present specifi-
cation or during prosecution of the application, which ex-
amples are to be construed as non-exclusive.

EXAMPLE 1 - BLANK INK COMPRISING WATER AND 
GLYCOL

[0284] A blank ink formulation was made for a Kyocera
Piezo print head designed for inks with a viscosity of 5-6
cps. 60,8% de-ionised water was mixed with 38,0% Pol-
yethylene Glycol PEG 400, 1,0% Surfynol wetting agent
and 0,2% Actidice MBS for bacteria and fungi control.

EXAMPLE 2 - DRY FIBRE BASED INK

[0285] Dry ink powder was produced by mixing 20%
(weight) spray dried melamine formaldehyde particles,
20% dark brown colour pigments and 60% wood fibres
of pine with an average length of about 0,2 mm and a
thickens of abut 0,05 mm. The mix was applied as 1 mm
thick layer by scattering equipment on a steal belt. The
powder mix was thereafter heated and moisture was ap-
plied by steam from deionized water. The mix was dried
by hot air such that a hard stabilized powder based sur-
face layer was obtained with a semi cured melamine bind-
er. The dried layer was removed from the belt by scraping
and the dry wood particles coated with pigments and
melamine resins were milled and sieved into dry ink col-
ourants with a size similar to the size of the individual
wood fibres. A dry ink comprising colourants with a wood
fibre body and with a surface covered by pigments bond-
ed to the fibres by the semi cured melamine resin was
obtained.

EXAMPLE 3 - DIGITAL BINDER AND POWDER PRINT

[0286] A 8 mm HDF board was sprayed with small wa-
ter drops of deionized water and a powder mix of 300
g/m2 comprising wood fibres, melamine particles, light
brown colour pigments and aluminium oxide particles
was applied by scattering equipment on the HDF core.
The mix was sprayed again with deionized water com-
prising a release agent and dried by IR light such that a
hard stabilized partly semi cured powder based surface
bonded to the HDF core and with a light brown basic
colour was obtained. The panel with the stabilized pow-
der surface was put on a conveyer and displaced under
digital Kyocera Piezo print head. The digital print head
applied drops of blank ink comprising mainly water and
Glycol, with a formulation as described in example 1
above, on the stabilized powder based surface with the
light brown colour and a transparent liquid wood grain
pattern was printed on the stabilized powder based sur-
face. The wood grain pattern was positioned at a pre-
determined distance from a long and short edge of the
panel. The melamine in the surface under the applied
transparent pattern melted when the digital Piezo coating
head applied the water based drops on the powder based

surface. Dry ink as described in example 2 above, com-
prising a darker brown colour than the basic light brown
powder based surface, was in a second step scattered
over the whole powder based surface and the transpar-
ent pattern with a dry ink application station comprising
a hopper and a rotating and oscillating engraved roller
with a diameter of 5 cm. A dry ink layer of about 30gr/m2
was applied on the panel surface. The melamine on the
dry ink fibres that were in contact with the transparent
blank ink pattern melted and the dry ink particles were
bonded to the stabilized powder surface. The panel with
the transparent blank ink pattern and the dry ink layer
was thereafter displaced by a conveyor under IR lamps.
The melamine in the transparent pattern was dried again
and a stronger bonding of the fibres with the pigments
above the transparent pattern was obtained. The panel
was thereafter displaced with a conveyor under a dry ink
removal station comprising a vacuum-sucking profile
with an opening that covered the whole width of the ap-
plied dry ink layer where essentially all non-bonded fi-
brers with the pigments were removed and an air knife
that applied an air pressure on the remaining non bonded
particles that were released from the panel surface and
blown into the vacuum -sucking profile such that essen-
tially all visible dry ink particle were removed. A wood
grain patter comprising a light brown base colour and a
dark brown wood grains structure was obtained. A pro-
tective layer comprising dry a mix of dry melamine and
aluminium oxide particles was scattered over the entire
surface with the same type of scattering station as de-
scribed above for the blank ink. The protective layer was
sprayed with small water drops comprising a release
agent and dried under IR lamps. The panel with the print
and the protective layer was thereafter positioned in a
pre determined position in relation to a long and short
edge in a hydraulic press and pressed against an em-
bossed steal plate during 20 seconds under a tempera-
ture of 170 C° and 40 bars pressure and the powder-
based surface with the wood grain pattern and the pro-
tective layer was cured to a hard wear resistant surface
with a high quality digital print coordinated with the em-
bossed surface structure. The décor of the panel was
created by a basic colour and a wood grain design com-
prising wood fibres and pigments. The obtained copy of
a wood design was very realistic since natural wood fibres
were used to crate the visible pattern.

Claims

1. A method of forming a digital print (P) on a panel (1)
comprising a surface (2), the surface being part of a
building panel (1), such as a floor panel (1), wherein
the method comprises:

• displacing the panel under a digital drop appli-
cation head (30’);
• applying a liquid binder (11) with the digital drop
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application head (30’) on the surface (2);
• applying colourants (7) on the liquid binder (11)
and the surface (2), wherein the colourants (7)
are macro colourant particles (64) larger than
20 microns;
• bonding a part of the colourants (7) to the sur-
face (2) with the liquid binder (11);
• removing non-bonded colourants (7) from the
surface (2) such that a digital print (P) is formed
by the bonded colourants (7); and
• applying heat and pressure on the panel (1),
the surface (2) and the bonded colorants (7)
such that the colourants (7) are permanently
bonded to the surface (2),

wherein the colourants (7) are pressed into the sur-
face (2) when heat and pressure are applied on the
panel (1).

2. The method as claimed in claim 1, wherein at least
one of the surface (2) and the colourants is com-
pressed by the step of applying heat and pressure
on the panel (1), the surface (2) and the bonded col-
orants (7).

3. The method as claimed in claim 1 or 2, wherein the
liquid binder (11) comprises glycol or glycerine.

4. The method as claimed in any one of the preceding
claims, wherein the surface (2) comprises a material
that is curable under heat and pressure.

5. The method as claimed in anyone of claims 1-3,
wherein the surface (2) comprises a material that is
fusible under heat and pressure.

6. The method as claimed in any one of the preceding
claims, wherein the surface (2) comprises a thermo-
setting resin (13) that is cured with the step of apply-
ing heat and pressure such that the colourants (7)
are permanently bonded to the surface (2) with the
cured thermosetting resin.

7. The method as claimed in any one of the preceding
claims, wherein the surface (2) comprises a powder
layer.

8. The method as claimed in any one of the preceding
claims, wherein the liquid binder (11) is applied as
drops (56) arranged in a raster (R1 - R4) and wherein
the colourants (7) are bonded with several drops.

9. The method as claimed in any one of claims 1-8,
wherein the liquid binder comprises 10 - 70% water
and 30 - 90% glycol and/or glycerine, by weight.

10. The method as claimed in any one of the preceding
claims, wherein the surface (2) comprises a dry

melamine formaldehyde resin (13) that melts when
the liquid binder (11) is applied and that bonds the
colourants (7) to the surface (2).

11. The method as claimed in any one of the preceding
claims, wherein the macro colourant particles (64)
comprise pigments (12) attached to a particle body
(66).

12. The method as claimed in any one of the preceding
claims, wherein the colourants (7) each have a par-
ticle body (66) comprising a wood fibre (61).

13. The method as claimed in any one of the preceding
claims, wherein the method comprises additional
steps of applying new colourants (7, 12b) with a dif-
ferent colour on the first bonded colourants (7, 12a)
and on the surface (2), bonding a part of the new
colourants (7, 12b) to the surface with a binder and
removing non-bonded new colourants (7, 12b) from
the surface such that a digital print (P) is formed with
the first (12a) and the new (12b) colourants posi-
tioned side by side on the surface (2).

14. The method as claimed in any one of the preceding
claims, wherein the colourants (7) are applied on the
liquid binder (11).

Patentansprüche

1. Verfahren zum Erzeugen eines digitalen Aufdrucks
(P) auf einer Platte (1), die eine Oberfläche (2) um-
fasst, wobei die Oberfläche Teil einer Bauplatte (1),
wie beispielsweise einer Bodenplatte (1), ist und das
Verfahren umfasst:

• Verschieben der Platte unter einem digitalen
Tropfen-Auftragekopf (30’);
• Aufbringen eines flüssigen Bindemittels (11)
mit dem digitalen Tropfen-Auftragekopf (30’) auf
die Oberfläche (2);
• Aufbringen von Farbstoffen (7) auf das flüssige
Bindemittel (11) und die Oberfläche (2), wobei
die Farbstoffe (7) Makro-Farbstoffteilchen (64)
sind, die größer sind als 20 mm;
• Binden eines Teils der Farbstoffe (7) an die
Oberfläche (2) mit dem flüssigen Bindemittel
(11);
• Entfernen nicht gebundener Farbstoffe (7) von
der Oberfläche (2), so dass durch die gebunde-
nen Farbstoffe (7) ein digitaler Aufdruck (P) er-
zeugt wird; und
• Anwenden von Wärme und Druck auf die Platte
(1), die Oberfläche (2) und die gebundenen
Farbstoffe (7), so dass die Farbstoffe (7) dauer-
haft mit der Oberfläche (2) verbunden werden,
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wobei die Farbstoffe (7) in die Oberfläche (2) hinein-
gepresst werden, wenn Wärme und Druck auf die
Platte (1) ausgeübt werden.

2. Verfahren nach Anspruch 1, wobei durch den Schritt
des Aufbringens von Wärme und Druck auf die Platte
(1), die Oberfläche (2) und die gebundenen Farb-
stoffe (7) die Oberfläche (2) oder/und die Farbstoffe
komprimiert wird/werden.

3. Verfahren nach Anspruch 1 oder 2, wobei das flüs-
sige Bindemittel (11) Glykol oder Glycerin enthält.

4. Verfahren nach einem der vorangehenden Ansprü-
che, wobei die Oberfläche (2) ein Material umfasst,
das unter Wärme und Druck ausgehärtet werden
kann.

5. Verfahren nach einem der Ansprüche 1-3, wobei die
Oberfläche (2) ein Material umfasst, das unter Wär-
me und Druck zum Schmelzen gebracht werden
kann.

6. Verfahren nach einem der vorangehenden Ansprü-
che, wobei die Oberfläche (2) ein wärmehärtendes
Harz (13) umfasst, das mit dem Schritt der Anwen-
dung von Wärme und Druck ausgehärtet wird, so
dass die Farbstoffe (7) mit dem ausgehärteten wär-
mehärtenden Harz dauerhaft an die Oberfläche (2)
gebunden werden.

7. Verfahren nach einem der vorangehenden Ansprü-
che, wobei die Oberfläche (2) eine Pulverschicht um-
fasst.

8. Verfahren nach einem der vorangehenden Ansprü-
che, wobei das flüssige Bindemittel (11) in Form von
Tropfen (56) aufgetragen wird, die in einem Raster
(R1 - R4) angeordnet sind, und die Farbstoffe (7) mit
mehreren Tropfen gebunden werden.

9. Verfahren nach einem der Ansprüche 1-8, wobei das
flüssige Bindemittel 10 - 70 Gew.-% Wasser und 30
- 90 Gew.-% Glykol und/oder Glycerin enthält.

10. Verfahren nach einem der vorangehenden Ansprü-
che, wobei die Oberfläche (2) ein trockenes Mela-
min-Formaldehyd-Harz (13) umfasst, das schmilzt,
wenn das flüssige Bindemittel (11) aufgebracht wird,
und das die Farbstoffe (7) an die Oberfläche (2) bin-
det.

11. Verfahren nach einem der vorangehenden Ansprü-
che, wobei die Makro-Farbstoffteilchen (64) Pigmen-
te (12) umfassen, die an einen Teilchenkörper (66)
angelagert sind.

12. Verfahren nach einem der vorangehenden Ansprü-

che, wobei die Farbstoffe (7) jeweils einen Teilchen-
körper (66) aufweisen, der eine Holzfaser (61) um-
fasst.

13. Verfahren nach einem der vorangehenden Ansprü-
che, wobei das Verfahren zusätzliche Schritte des
Aufbringens neuer Farbstoffe (7, 12b) mit einer an-
deren Farbe auf die ersten gebundenen Farbstoffe
(7, 12a) und auf die Oberfläche (2), des Bindens ei-
nes Teils der neuen Farbstoffe (7, 12b) an die Ober-
fläche mit einem Bindemittel und des Entfernens
nicht gebundener neuer Farbstoffe (7, 12b) von der
Oberfläche umfasst, so dass ein digitaler Aufdruck
(P) mit den ersten Farbstoffen (12a) und den neuen
Farbstoffen (12b) erzeugt wird, die nebeneinander
auf der Oberfläche (2) positioniert sind.

14. Verfahren nach einem der vorangehenden Ansprü-
che, wobei die Farbstoffe (7) auf das flüssige Binde-
mittel (11) aufgebracht werden.

Revendications

1. Procédé de formation d’une impression numérique
(P) sur un panneau (1) comprenant une surface (2),
la surface faisant partie d’un panneau de construc-
tion (1), tel qu’un panneau de plancher (1), où le
procédé comprend:

• le déplacement du panneau sous une tête d’ap-
plication de gouttes numérique (30’);
• l’application d’un liant liquide (11) avec la tête
d’application de gouttes numérique (30’) sur la
surface (2);
• l’application de matériaux colorants (7) sur le
liant liquide (11) et la surface (2), où les maté-
riaux colorants (7) sont des macroparticules de
matériaux colorants (64) de plus de 20 microns;
• la liaison d’une partie des matériaux colorants
(7) à la surface (2) avec le liant liquide (11);
• le retrait des matériaux colorants (7) non liés
de la surface (2) de sorte qu’une impression nu-
mérique (P) est formée par les matériaux colo-
rants (7) liés; et
• l’application de chaleur et de pression sur le
panneau (1), la surface (2) et les matériaux co-
lorants (7) liés de sorte que les matériaux colo-
rants (7) sont liés de manière permanente à la
surface (2),

où les matériaux colorants (7) sont pressés dans la
surface (2) lorsque de la chaleur et de la pression
sont appliquées sur le panneau (1).

2. Procédé selon la revendication 1, où au moins l’un
de la surface (2) et des matériaux colorants est com-
pressé par l’étape d’application de chaleur et de
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pression sur le panneau (1), la surface (2) et les ma-
tériaux colorants (7) liés.

3. Procédé selon la revendication 1 ou 2, où le liant
liquide (11) comprend du glycol ou de la glycérine.

4. Procédé selon l’une quelconque des revendications
précédentes, où la surface (2) comprend un maté-
riau qui est durcissable sous la chaleur et la pression.

5. Procédé selon l’une quelconque des revendications
1-3, où la surface (2) comprend un matériau qui est
fusible sous la chaleur et la pression.

6. Procédé selon l’une quelconque des revendications
précédentes, où la surface (2) comprend une résine
thermodurcissable (13) qui est durcie avec l’étape
d’application de chaleur et de pression de sorte que
les matériaux colorants (7) sont liés de manière per-
manente à la surface (2) avec la résine thermodur-
cissable durcie.

7. Procédé selon l’une quelconque des revendications
précédentes, où la surface (2) comprend une couche
de poudre.

8. Procédé selon l’une quelconque des revendications
précédentes, où le liant liquide (11) est appliqué sous
forme de gouttes (56) disposées dans une trame (R1
- R4) et où les matériaux colorants (7) sont liés avec
plusieurs gouttes.

9. Procédé selon l’une quelconque des revendications
1-8, où le liant liquide comprend 10-70% d’eau et
30-90% de glycol et/ou de glycérine, en poids.

10. Procédé selon l’une quelconque des revendications
précédentes, où la surface (2) comprend une résine
mélamine-formaldéhyde sèche (13) qui fond lorsque
le liant liquide (11) est appliqué et qui lie les maté-
riaux colorants (7) à la surface (2).

11. Procédé selon l’une quelconque des revendications
précédentes, où les macroparticules de matériaux
colorants (64) comprennent des pigments (12) fixés
à un corps de particule (66).

12. Procédé selon l’une quelconque des revendications
précédentes, où les matériaux colorants (7) ont cha-
cun un corps de particule (66) comprenant une fibre
de bois (61).

13. Procédé selon l’une quelconque des revendications
précédentes, où le procédé comprend les étapes
supplémentaires d’application de nouveaux maté-
riaux colorants (7, 12b) avec une couleur différente
sur les premiers matériaux colorants liés (7, 12a) et
sur la surface (2), de liaison d’une partie des nou-

veaux matériaux colorants (7, 12b) à la surface avec
un liant et de retrait des nouveaux matériaux colo-
rants (7, 12b) non liés de la surface de sorte qu’une
impression numérique (P) est formée avec les pre-
miers (12a) et les nouveaux (12b) matériaux colo-
rants positionnés côte à côte sur la surface (2).

14. Procédé selon l’une quelconque des revendications
précédentes, où les matériaux colorants (7) sont ap-
pliqués sur le liant liquide (11).
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