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(57) A device receives first well data associated with
first wells where plunger lift is installed, and receives sec-
ond well data associated with a candidate well where
plunger lift is not installed. The device processes the first
well data to determine pre-plunger lift installation data
associated with the first wells, and processes the first
well data and the pre-plunger lift installation data to de-
termine a set of performing wells and a set of underper-
forming wells, of the first wells. The device processes the

second well data and data associated with the set of per-
forming wells to determine a first metric associated with
the candidate well, and processes the second well data
and data associated with the set of underperforming wells
to determine a second metric associated with the candi-
date well. The device determines whether to install plung-
er lift in the candidate well based on the first metric and
the second metric.
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Description

BACKGROUND

[0001] Plunger lift is an artificial lift method that removes contaminants from a well, such as a natural gas well. A
plunger is used to remove the contaminants, such as water (e.g., in liquid, mist, or ice form), sand, oil, wax, and/or the
like, from a natural gas well in order to improve productivity of the well.

SUMMARY

[0002] According to some implementations, a method may include receiving first well data associated with first wells
where plunger lift is installed, and training one or more analytical models with the first well data to generate one or more
trained analytical models. The method may include receiving second well data associated with second wells where
plunger lift is installed, wherein the second wells are located within a geographical area, and receiving third well data
associated with a candidate well where plunger lift is not installed, wherein the candidate well is located within the
geographical area, and wherein the candidate well is a candidate for plunger lift installation. The method may include
processing the second well data, with the one or more trained analytical models, to determine pre-plunger lift installation
data associated with the second wells, and processing the second well data and the pre-plunger lift installation data,
with the one or more trained analytical models, to determine a set of performing wells, of the second wells, and a set of
underperforming wells of the second wells. The method may include processing the third well data and data associated
with the set of performing wells, with the one or more trained analytical models, to determine a first metric associated
with the candidate well, and processing the third well data and data associated with the set of underperforming wells,
with the one or more trained analytical models, to determine a second metric associated with the candidate well. The
method may include determining whether to install plunger lift in the candidate well based on the first metric and the
second metric, and performing one or more actions based on determining whether to install plunger lift in the candidate
well.
[0003] According to some implementations, a device may include one or more memories, and one or more processors,
communicatively coupled to the one or more memories, to receive one or more trained analytical models, wherein the
one or more trained analytical models are trained with first well data associated with first wells where plunger lift is
installed. The one or more processors may receive second well data associated with second wells where plunger lift is
installed, wherein the second wells are located within a geographical area, and may receive third well data associated
with a candidate well where plunger lift is not installed, wherein the candidate well is located within the geographical
area, and wherein the candidate well is a candidate for plunger lift installation. The one or more processors may process
the second well data, with the one or more trained analytical models, to determine pre-plunger lift installation data
associated with the second wells, and may process the second well data and the pre-plunger lift installation data, with
the one or more trained analytical models, to determine a set of performing wells, of the second wells, and a set of
underperforming wells of the second wells. The one or more processors may process the third well data and data
associated with the set of performing wells, with the one or more trained analytical models, to determine a first metric
associated with the candidate well, and may process the third well data and data associated with the set of underper-
forming wells, with the one or more trained analytical models, to determine a second metric associated with the candidate
well. The one or more processors may determine that plunger lift is to be installed in the candidate well based on the
first metric and the second metric, and may perform one or more actions based on determining that plunger lift is to be
installed in the candidate well.
[0004] According to some implementations, a non-transitory computer-readable medium may store instructions that
include one or more instructions that, when executed by one or more processors, may cause the one or more processors
to receive first well data associated with first wells where plunger lift is installed, wherein the first wells are located within
a geographical area, and receive second well data associated with a candidate well where plunger lift is not installed,
wherein the candidate well is located within the geographical area, and wherein the candidate well is a candidate for
plunger lift installation. The one or more instructions may cause the one or more processors to process the first well
data, with a first model and a second model, to determine pre-plunger lift installation data associated with the first wells,
and process the first well data and the pre-plunger lift installation data, with a third model, to determine a set of performing
wells, of the first wells, and a set of underperforming wells of the first wells. The one or more instructions may cause the
one or more processors to process the second well data and data associated with the set of performing wells, with a
fourth model, to determine a first metric associated with the candidate well, and process the second well data and data
associated with the set of underperforming wells, with the fourth model, to determine a second metric associated with
the candidate well. The one or more instructions may cause the one or more processors to determine whether to install
plunger lift in the candidate well based on the first metric and the second metric, and perform one or more actions based
on determining whether to install plunger lift in the candidate well.
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BRIEF DESCRIPTION OF THE DRAWINGS

[0005]

Figs. 1A-1I are diagrams of one or more example implementations described herein.
Fig. 2 is a diagram of an example environment in which systems and/or methods described herein may be imple-
mented.
Fig. 3 is a diagram of example components of one or more devices of Fig. 2.
Figs. 4-6 are flow charts of example processes for utilizing analytical models to identify wells in which to install
plunger lift for improved well production.

DETAILED DESCRIPTION

[0006] The following detailed description of example implementations refers to the accompanying drawings. The same
reference numbers in different drawings may identify the same or similar elements.
[0007] Plunger lift is an artificial lift process employed in mature gas wells (e.g., wells producing gas, such as natural
gas) to eliminate liquid loading (or contaminant loading) and improve production performance. Liquid loading occurs in
a well when a gas in the well is unable to transport liquids from the well due decreased production velocity. The production
velocity in the well decreases because, as the well matures, a bottom hole pressure of the well decreases. Liquid
accumulates in the well as a result of the bottom hole pressure decrease, which hinders gas production of the well.
Plunger lift may be installed in a well experiencing liquid loading and may aid in removing liquid from the well.
[0008] However, plunger lift is not guaranteed to decrease liquid loading and improve gas production in a well, and
there is no mechanism to identify wells that will experience improved gas production due to plunger lift. Thus, installing
plunger lift in wells wastes resources (e.g., plungers, machinery used to install plunger lift, well production due to lost
time installing plunger lift, and/or the like), computing resources (e.g., processing resources, memory resources, and/or
the like), and/or the like when the wells do not experience significantly improved gas production.
[0009] Some implementations described herein provide an analytical platform that utilizes analytical models to identify
wells in which to install plunger lift for improved well production. This plunger lift installation optimization technique assists
in the improved well production. For example, the analytical platform may receive first well data associated with first
wells where plunger lift is installed and that are located within a geographical area, and may receive second well data
associated with a candidate well where plunger lift is not installed and that is located within the geographical area. The
analytical platform may process the first well data, with a first model and a second model, to determine pre-plunger lift
installation data associated with the first wells, and may process the first well data and the pre-plunger lift installation
data, with a third model, to determine a set of performing wells, of the first wells, and a set of underperforming wells of
the first wells. The analytical platform may process the second well data and data associated with the set of performing
wells, with a fourth model, to determine a first metric associated with the candidate well, and may process the second
well data and data associated with the set of underperforming wells, with the fourth model, to determine a second metric
associated with the candidate well. The analytical platform may determine whether to install plunger lift in the candidate
well based on the first metric and the second metric, and may perform one or more actions based on determining whether
to install plunger lift in the candidate well.
[0010] In this way, the analytical platform identifies wells in which to install plunger lift for improved well production.
Thus, the analytical platform may prevent installation of plunger lift in wells that do not experience improved gas production,
which conserves resources (e.g., plunger lift, machinery used to install plunger lift, well production due to lost time
installing plunger lift, and/or the like), computing resources (e.g., processing resources, memory resources, and/or the
like), and/or the like that would otherwise be wasted installing plunger lift in such wells.
[0011] Figs. 1A-1I are diagrams of one or more example implementations 100 described herein. As shown in Fig. 1A,
client devices may be associated with wells (e.g., gas wells, liquid wells, and/or the like) and an analytical platform. In
some implementations, the wells may include wells where plunger lift was installed. The client devices may receive well
data regarding the wells before plunger lift was installed in the wells (e.g., referred to as pre-plunger lift installation data)
and after plunger lift was installed in the wells (e.g., referred to as post-plunger lift installation data). The pre-plunger lift
installation data and the post-plunger lift installation data may be referred to as first well data, and the wells shown in
Fig. 1A may be referred to as first wells.
[0012] In some implementations, the first well data may include data identifying (e.g., pre-plunger installation and post-
plunger installation) reservoir pressures associated with the first wells, casing pressures associated with the first wells,
tubing pressures associated with the first wells, line pressures associated with the first wells, bottom hole pressures
associated with the first wells, production rates associated with the first wells, deferments associated with the first wells,
drawdowns associated with the first wells, production volumes associated with the first wells, production efficiencies
associated with the first wells, well depths associated with the first wells, and/or the like.
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[0013] As further shown in Fig. 1A, and by reference number 105, the analytical platform may receive, from the client
devices, the first well data associated with the first wells where plunger lift is installed. In some implementations, the
analytical platform may store the first well data in a data structure (e.g., a database, a table, a list, and/or the like)
associated with the analytical platform. In some implementations, there may be hundreds, thousands, and/or the like,
of first wells that produce thousands, millions, billions, and/or the like, of data points provided in the first well data. In
this way, the analytical platform may handle thousands, millions, billions, and/or the like, of data points within a period
of time (e.g., daily, weekly, monthly), and thus may provide "big data" capability.
[0014] As shown in Fig. 1B, and by reference number 110, the analytical platform may train analytical models with the
first well data to generate trained analytical models. In some implementations, the analytical models may include a
correlation analysis model, a decision tree analysis model, a clustering model, a centroid calculation model, a Euclidean
distance calculation model, and/or the like. The trained analytical models may be utilized by the analytical platform to
identify wells in which to install plunger lift for improved well production.
[0015] In some implementations, the analytical platform may train the analytical models, with the first well data, to
identify correlations, limits, and/or metrics associated with first well data parameters that correspond to performing and/or
under-performing wells. For example, the analytical platform may separate the first well data into a training set, a validation
set, a test set, and/or the like. The training set may be utilized to train the analytical models. The validation set may be
utilized to validate results of the trained analytical models. The test set may be utilized to test operation of the analytical
models.
[0016] In some implementations, the analytical platform may train the analytical models using, for example, an unsu-
pervised training procedure and based on the first well data. For example, the analytical platform may perform dimen-
sionality reduction to reduce the first well data to a minimum feature set, thereby reducing resources (e.g., processing
resources, memory resources, and/or the like) to train the analytical models, and may apply a classification technique
to the minimum feature set.
[0017] In some implementations, the analytical platform may use a logistic regression classification technique to
determine a categorical outcome (e.g., that the first well data indicates that each of one or more wells, of the first wells,
is performing or under-performing). Additionally, or alternatively, the analytical platform may use a naive Bayesian
classifier technique. In this case, the analytical platform may perform binary recursive partitioning to split the first well
data into partitions and/or branches and use the partitions and/or branches to determine outcomes (e.g., that the first
well data indicates that each of one or more wells, of the first wells, is performing or under-performing). Based on using
recursive partitioning, the analytical platform may reduce utilization of computing resources relative to manual, linear
sorting and analysis of data points, thereby enabling use of thousands, millions, or billions of data points to train the
analytical models, which may result in a more accurate model than using fewer data points.
[0018] Additionally, or alternatively, the analytical platform may use a support vector machine (SVM) classifier technique
to generate a non-linear boundary between data points in the training set. In this case, the non-linear boundary is used
to classify test data into a particular class.
[0019] Additionally, or alternatively, the analytical platform may train the analytical models using a supervised training
procedure that includes receiving input to the analytical models from a subject matter expert, which may reduce an
amount of time, an amount of processing resources, and/or the like to train the analytical models relative to an unsu-
pervised training procedure. In some implementations, the analytical platform may use one or more other model training
techniques, such as a neural network technique, a latent semantic indexing technique, and/or the like. For example, the
analytical platform may perform an artificial neural network processing technique (e.g., using a two-layer feedforward
neural network architecture, a three-layer feedforward neural network architecture, and/or the like) to perform pattern
recognition with regard to patterns of the first well data. In this case, using the artificial neural network processing
technique may improve an accuracy of the trained analytical models generated by the analytical platform by being more
robust to noisy, imprecise, or incomplete data, and by enabling the analytical platform to detect patterns and/or trends
undetectable to human analysts or systems using less complex techniques.
[0020] As shown in Fig. 1C, client devices may be associated with second wells, a candidate well, and the analytical
platform. In some implementations, the second wells (e.g., Well 1, Well 2, and Well 3) may include wells where plunger
lift was installed, and the candidate well (e.g., Well 6) may include a well that is a candidate for plunger lift installation.
In some implementations, the second wells and the candidate well may be located within the same geographical area.
The client devices may receive well data regarding the second wells before plunger lift was installed in the second wells
(e.g., referred to as pre-plunger lift installation data) and after plunger lift was installed in the second wells (e.g., referred
to as post-plunger lift installation data). The pre-plunger lift installation data and the post-plunger lift installation data
may be referred to as second well data. One or more of the client devices may receive third well data from the candidate
well.
[0021] In some implementations, the second well data may include data identifying (e.g., pre-plunger installation and
post-plunger installation) reservoir pressures associated with the second wells, casing pressures associated with the
second wells, tubing pressures associated with the second wells, line pressures associated with the second wells, bottom
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hole pressures associated with the second wells, production rates associated with the second wells, deferments asso-
ciated with the second wells, drawdowns associated with the second wells, production volumes associated with the
second wells, production efficiencies associated with the second wells, well depths associated with the second wells,
and/or the like.
[0022] In some implementations, the third well data may include data identifying a reservoir pressure associated with
the candidate well, a casing pressure associated with the candidate well, a tubing pressure associated with the candidate
well, a line pressure associated with the candidate well, a bottom hole pressure associated with the candidate well, a
production rate associated with the candidate well, a deferment associated with the candidate well, a drawdown asso-
ciated with the candidate well, a production volume associated with the candidate well, a production efficiency associated
with the candidate well, a well depth associated with the candidate well, and/or the like.
[0023] As further shown in Fig. 1C, and by reference number 115, the analytical platform may receive, from the client
devices, the second well data associated with the second wells where plunger lift is installed. As further shown in Fig.
1C, and by reference number 120, the analytical platform may receive, from one or more of the client devices, the third
well data associated with the candidate well.
[0024] In some implementations, the analytical platform may store the second well data and the third well data in a
data structure (e.g., a database, a table, a list, and/or the like) associated with the analytical platform. In some imple-
mentations, there may be hundreds, thousands, and/or the like, of second wells and/or candidate wells that produce
thousands, millions, billions, and/or the like, of data points provided in the second well data and/or the third well data.
In this way, the analytical platform may handle thousands, millions, billions, and/or the like, of data points within a period
of time (e.g., daily, weekly, monthly), and thus may provide "big data" capability,
[0025] As shown in Fig. ID, and by reference number 125, the analytical platform may process the second well data,
with the trained analytical models, to determine pre-plunger lift installation data (e.g., to determine influencing parameters,
from the pre-plunger lift installation data, of the second well data, such as drawdown, differential pressure, production
volume, and well depth). In some implementations, the analytical platform may utilize a correlation analysis model (e.g.,
a Pearson correlation model, a Kendall rank correlation model, a Spearman correlation model, a Point-Biserial correlation
model, and/or the like) with the second well data to determine the pre-plunger lift installation data. For example, the
analytical platform may perform a correlation analysis on the second well data and may utilize production efficiency as
a target variable in the correlation analysis. Based on the correlation analysis, the analytical platform may determine
that production efficiency is highly correlated with particular parameters, such as production volume, production rate,
drawdown, and differential pressure.
[0026] In some implementations, the analytical platform may utilize a decision tree analysis model (e.g., an iterative
dichotomiser (ID3) model, a classification and regression tree (CART) model, a Chi-squared automatic interaction de-
tector (CHAID) model, and/or the like) on the second well data to determine the pre-plunger lift installation data. For
example, the analytical platform may perform a decision tree analysis on the second well data to determine limits
associated with the particular parameters (e.g., to ensure a greatest production efficiency). Based on the decision tree
analysis of the second well data, the analytical platform may determine that the production efficiency of the second wells
may be within a particular range (e.g., from 0.55 to 0.86) when the drawdown of the second wells is greater than a
particular pounds per square inch (psi) (e.g., 499 psi). The analytical platform may also determine that when the differential
pressure of the second wells is less than a particular psi (e.g., 1.9 psi), the production efficiency of the second wells is
approximately zero. Thus, based on the correlation analysis and the decision tree analysis, the analytical platform may
determine that influencing parameters (e.g., the pre-plunger lift installation data) of the second well data may include
drawdown, differential pressure, production volume, and well depth.
[0027] As shown in Fig. IE, and by reference number 130, the analytical platform may process the second well data
(e.g., the post-plunger lift installation data) and the pre-plunger lift installation data, with the trained analytical models,
to determine a set of performing wells, of the second wells, and a set of underperforming wells, of the second wells. For
example, the analytical platform may perform a post-plunger lift analysis (e.g., a cluster analysis, such as a hierarchical
clustering analysis, a centroid-based clustering analysis, a distribution-based clustering analysis, a density-based clus-
tering analysis, and/or the like) on the second well data associated with the second wells (e.g., Well 1, Well 2 and Well
3). Based on the cluster analysis, the analytical platform may determine that production volume improvements of particular
second wells (e.g., Well 1 and Well 3) is greater than a particular value threshold (e.g., 0.25) and that a production
volume improvement for another particular second well (e.g., Well 2) is less than the particular value threshold. Thus,
the analytical platform may group Well 1 and Well 3 in the set of performing wells and may group Well 2 in the set of
under-performing wells. In some implementations, the analytical platform may group the second wells into the set of
performing wells or the set of underperforming wells based on parameters provided in the second well data rather than
based on the geographical area in which the second wells and the candidate well are located.
[0028] As shown in Fig. IF, and by reference number 135, the analytical platform may process the third well data and
the data associated with the set of performing wells (e.g., Well 1 and Well 3), with the trained analytical models, to
determine a first metric associated with the candidate well. In some implementations, after grouping or clustering the
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second wells into the set of performing wells and the set of under-performing wells, the analytical platform may utilize
a centroid calculation model to calculate a centroid of the set of performing wells for the influencing parameters (e.g.,
drawdown, differential pressure, production volume, and well depth). For example, for the set of performing wells, the
centroid may include an average of each of the influencing parameters of Well 1 and Well 3: 

[0029] In some implementations, the analytical platform may calculate the first metric (e.g., a first Euclidean distance)
associated with the candidate well (e.g., Well 6) based on the centroid calculated for the set of performing wells. For
example, for calculating the first Euclidean distance, values of the influencing parameters of Well 6 may include:

x1 = Drawdown of Well 6 = 123.72 psi,
x2 = Differential pressure of Well 6 = 11.392 psi,
x3 = Production volume of Well 6 = 153.42 barrels/day,
x4 = Well depth of Well 6 = 2287 feet.

Therefore, the analytical platform may determine the first Euclidean distance (Xp) between the candidate well (e.g., Well
6) and the centroid calculated for the set of performing wells as follows: 

[0030] As shown in Fig. 1G, and by reference number 140, the analytical platform may process the third well data and
the data associated with the set of underperforming wells, with the trained analytical models, to determine a second
metric associated with the candidate well. In some implementations, after grouping or clustering the second wells into
the set of performing wells and the set of under-performing wells, the analytical platform may utilize a centroid calculation
model to calculate a centroid of the set of underperforming wells for the influencing parameters (e.g., drawdown, differ-
ential pressure, production volume, and well depth). For example, for the set of underperforming wells, the centroid may
include an average of each of the influencing parameters of Well 2:

x1u = CentroidDrawdown = Average of drawdown of Well 2 = 105.393 psi,
x2u = CentroidDiffPress = Average of differential pressure of Well 2 = 18.58 psi,
x3u = CentroidprodVol = Average of production volume of Well 2 = 247.24 barrels/day,
x4u = CentroidwellDepth = Well depth of Well 2 = 2750 feet.

[0031] In some implementations, the analytical platform may calculate the second metric (e.g., a second Euclidean
distance) associated with the candidate well (e.g., Well 6) based on the centroid calculated for the set of underperforming
wells. For example, for calculating the second Euclidean distance, values of the influencing parameters of Well 6 may
include:

x1 = Drawdown of Well 6 = 123.72 psi,
x2 = Differential pressure of Well 6 = 11.392 psi,
x3 = Production volume of Well 6 = 153.42 barrels/day,
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x4 = Well depth of Well 6 = 2287 feet.

Therefore, the analytical platform may determine the second Euclidean distance (Xu) between the candidate well (e.g.,
Well 6) and the centroid calculated for the set of underperforming wells as follows: 

[0032] As shown in Fig. 1H, and by reference number 145, the analytical platform may determine a decision to install
or not install plunger lift in the candidate well based on the first metric and the second metric. In some implementations,
the analytical platform may determine to install plunger lift in the candidate well when the first Euclidean distance (e.g.,
Xp associated with the set of performing wells) is less than or equal to the second Euclidean distance (e.g., Xu associated
with the set of underperforming wells). In some implementations, the analytical platform may determine to not install
plunger lift in the candidate well when the first Euclidean distance (e.g., Xp) is greater than the second Euclidean distance
(e.g., Xu). In other words, if Xp ≤ Xu, the analytical platform may recommend plunger lift installation in the candidate well;
and if Xp > Xu, the analytical platform may not recommend plunger lift installation in the candidate well. For the above
example of Well 6, since as Xp = 338.603 < Xu = 472.82, the analytical platform may determine that Well 6 will perform
similarly to the set of performing wells when plunger lift is installed, and, thus, may recommend plunger lift installation
in Well 6.
[0033] As shown in Fig. 1I, and by reference number 150, the analytical platform may cause the decision to install or
not install plunger lift in the candidate well to be implemented. In some implementations, the analytical platform may
perform one or more actions based on the decision to install or not install plunger lift in the candidate well.
[0034] For example, the one or more actions may include the analytical platform providing, to a client device, information
indicating whether to install plunger lift in the candidate well. The client device may display the information to a user
(e.g., a production engineer) of the client device so that the user can make an informed decision on whether to install
plunger lift in the candidate well. In this way, the analytical platform prevents wasting of resources for installing plunger
lift in a candidate well that will not benefit from plunger lift.
[0035] The one or more actions may include the analytical platform causing, when it is determined to install plunger
lift in the candidate well, equipment (e.g., robots, drones, excavating equipment, and/or the like) to be dispatched, to
the candidate well, for installing plunger lift in the candidate well. In this way, the analytical platform may cause plunger
lift to be installed in the candidate well more quickly, which enables the candidate well to more efficiently operate more
quickly.
[0036] The one or more actions may include the analytical platform causing a plunger to be ordered for the candidate
well when it is determined to install plunger lift in the candidate well. In this way, the analytical platform may cause
plunger lift to be installed in the candidate well more quickly, which enables the candidate well to more efficiently operate
more quickly.
[0037] The one or more actions may include the analytical platform retraining the one or more analytical models based
on the information indicating whether to install plunger lift in the candidate well. In this way, the analytical platform may
improve the accuracy of the one or more analytical models so that the analytical models may more correctly identify
wells in which to install plunger lift for improved well production.
[0038] The one or more actions may include the analytical platform causing a plunger to be ordered for the candidate
well, and causing, when the plunger is received, equipment to be dispatched, to the candidate well, for installing plunger
lift in the candidate well. In this way, the analytical platform may cause plunger lift to be installed in the candidate well
more quickly, which enables the candidate well to more efficiently operate more quickly.
[0039] The one or more actions may include the analytical platform determining a probability of increasing production
of the candidate well when plunger lift is installed in the candidate well, and providing, to a client device, information
indicating the probability of increasing the production of the candidate well. The client device may display the information
to a user (e.g., a production engineer) of the client device so that the user can make an informed decision on whether
to install plunger lift in the candidate well. In this way, the analytical platform prevents wasting of resources for installing
plunger lift in a candidate well that will not sufficiently benefit from plunger lift.
[0040] The one or more actions may include the analytical platform determining an expected increase in production
of the candidate well when plunger lift is installed in the candidate well, providing, to a client device, information indicating
the expected increase in the production of the candidate well, receiving, from the client device, a response indicating
that plunger lift is to be installed in the candidate well, and causing plunger lift to be installed in the candidate well based
on the response. In this way, the analytical platform may cause plunger lift to be installed in the candidate well more
quickly, which enables the candidate well to more efficiently operate more quickly.
[0041] As indicated above, Figs. 1A-1I are provided merely as examples. Other examples may differ from what is
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described with regard to Figs. 1A-1I.
[0042] Fig. 2 is a diagram of an example environment 200 in which systems and/or methods described herein may
be implemented. As shown in Fig. 2, environment 200 may include a client device 210, an analytical platform 220, and
a network 230. Devices of environment 200 may interconnect via wired connections, wireless connections, or a combi-
nation of wired and wireless connections.
[0043] Client device 210 includes one or more devices capable of receiving, generating, storing, processing, and/or
providing information, such as information described herein. For example, client device 210 may include a mobile phone
(e.g., a smart phone, a radiotelephone, etc.), a laptop computer, a tablet computer, a desktop computer, a handheld
computer, a gaming device, a wearable communication device (e.g., a smart watch, a pair of smart glasses, a heart rate
monitor, a fitness tracker, smart clothing, smart jewelry, a head mounted display, etc.), or a similar type of device. In
some implementations, client device 210 may receive information from and/or transmit information to analytical platform
220.
[0044] Analytical platform 220 includes one or more devices that utilize analytical models to identify wells in which to
install plunger lift for improved well production. In some implementations, analytical platform 220 may be designed to
be modular such that certain software components may be swapped in or out depending on a particular need. As such,
analytical platform 220 may be easily and/or quickly reconfigured for different uses. In some implementations, analytical
platform 220 may receive information from and/or transmit information to one or more client devices 210.
[0045] In some implementations, as shown, analytical platform 220 may be hosted in a cloud computing environment
222. Notably, while implementations described herein describe analytical platform 220 as being hosted in cloud computing
environment 222, in some implementations, analytical platform 220 may not be cloud-based (i.e., may be implemented
outside of a cloud computing environment) or may be partially cloud-based.
[0046] Cloud computing environment 222 includes an environment that hosts analytical platform 220. Cloud computing
environment 222 may provide computation, software, data access, storage, etc., services that do not require end-user
knowledge of a physical location and configuration of system(s) and/or device(s) that hosts analytical platform 220. As
shown, cloud computing environment 222 may include a group of computing resources 224 (referred to collectively as
"computing resources 224" and individually as "computing resource 224").
[0047] Computing resource 224 includes one or more personal computers, workstation computers, mainframe devices,
or other types of computation and/or communication devices. In some implementations, computing resource 224 may
host analytical platform 220. The cloud resources may include compute instances executing in computing resource 224,
storage devices provided in computing resource 224, data transfer devices provided by computing resource 224, etc.
In some implementations, computing resource 224 may communicate with other computing resources 224 via wired
connections, wireless connections, or a combination of wired and wireless connections.
[0048] As further shown in Fig. 2, computing resource 224 includes a group of cloud resources, such as one or more
applications ("APPs") 224-1, one or more virtual machines ("VMs") 224-2, virtualized storage ("VSs") 224-3, one or more
hypervisors ("HYPs") 224-4, and/or the like.
[0049] Application 224-1 includes one or more software applications that may be provided to or accessed by client
device 210. Application 224-1 may eliminate a need to install and execute the software applications on client device
210. For example, application 224-1 may include software associated with analytical platform 220 and/or any other
software capable of being provided via cloud computing environment 222. In some implementations, one application
224-1 may send/receive information to/from one or more other applications 224-1, via virtual machine 224-2.
[0050] Virtual machine 224-2 includes a software implementation of a machine (e.g., a computer) that executes pro-
grams like a physical machine. Virtual machine 224-2 may be either a system virtual machine or a process virtual
machine, depending upon use and degree of correspondence to any real machine by virtual machine 224-2. A system
virtual machine may provide a complete system platform that supports execution of a complete operating system ("OS").
A process virtual machine may execute a single program and may support a single process. In some implementations,
virtual machine 224-2 may execute on behalf of a user (e.g., a user of client device 210 or an operator of analytical
platform 220), and may manage infrastructure of cloud computing environment 222, such as data management, syn-
chronization, or long-duration data transfers.
[0051] Virtualized storage 224-3 includes one or more storage systems and/or one or more devices that use virtuali-
zation techniques within the storage systems or devices of computing resource 224. In some implementations, within
the context of a storage system, types of virtualizations may include block virtualization and file virtualization. Block
virtualization may refer to abstraction (or separation) of logical storage from physical storage so that the storage system
may be accessed without regard to physical storage or heterogeneous structure. The separation may permit adminis-
trators of the storage system flexibility in how the administrators manage storage for end users. File virtualization may
eliminate dependencies between data accessed at a file level and a location where files are physically stored. This may
enable optimization of storage use, server consolidation, and/or performance of non-disruptive file migrations.
[0052] Hypervisor 224-4 may provide hardware virtualization techniques that allow multiple operating systems (e.g.,
"guest operating systems") to execute concurrently on a host computer, such as computing resource 224. Hypervisor
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224-4 may present a virtual operating platform to the guest operating systems and may manage the execution of the
guest operating systems. Multiple instances of a variety of operating systems may share virtualized hardware resources.
[0053] Network 230 includes one or more wired and/or wireless networks. For example, network 230 may include a
cellular network (e.g., a fifth generation (5G) network, a long-term evolution (LTE) network, a third generation (3G)
network, a code division multiple access (CDMA) network, etc.), a public land mobile network (PLMN), a local area
network (LAN), a wide area network (WAN), a metropolitan area network (MAN), a telephone network (e.g., the Public
Switched Telephone Network (PSTN)), a private network, an ad hoc network, an intranet, the Internet, a fiber optic-
based network, and/or the like, and/or a combination of these or other types of networks.
[0054] The number and arrangement of devices and networks shown in Fig. 2 are provided as an example. In practice,
there may be additional devices and/or networks, fewer devices and/or networks, different devices and/or networks, or
differently arranged devices and/or networks than those shown in Fig. 2. Furthermore, two or more devices shown in
Fig. 2 may be implemented within a single device, or a single device shown in Fig. 2 may be implemented as multiple,
distributed devices. Additionally, or alternatively, a set of devices (e.g., one or more devices) of environment 200 may
perform one or more functions described as being performed by another set of devices of environment 200.
[0055] Fig. 3 is a diagram of example components of a device 300. Device 300 may correspond to client device 210,
analytical platform 220, and/or computing resource 224. In some implementations, client device 210, analytical platform
220, and/or computing resource 224 may include one or more devices 300 and/or one or more components of device
300. As shown in Fig. 3, device 300 may include a bus 310, a processor 320, a memory 330, a storage component 340,
an input component 350, an output component 360, and a communication interface 370.
[0056] Bus 310 includes a component that permits communication among the components of device 300. Processor
320 is implemented in hardware, firmware, or a combination of hardware and software. Processor 320 is a central
processing unit (CPU), a graphics processing unit (GPU), an accelerated processing unit (APU), a microprocessor, a
microcontroller, a digital signal processor (DSP), a field-programmable gate array (FPGA), an application-specific inte-
grated circuit (ASIC), or another type of processing component. In some implementations, processor 320 includes one
or more processors capable of being programmed to perform a function. Memory 330 includes a random-access memory
(RAM), a read only memory (ROM), and/or another type of dynamic or static storage device (e.g., a flash memory, a
magnetic memory, and/or an optical memory) that stores information and/or instructions for use by processor 320.
[0057] Storage component 340 stores information and/or software related to the operation and use of device 300. For
example, storage component 340 may include a hard disk (e.g., a magnetic disk, an optical disk, a magneto-optic disk,
and/or a solid-state disk), a compact disc (CD), a digital versatile disc (DVD), a floppy disk, a cartridge, a magnetic tape,
and/or another type of non-transitory computer-readable medium, along with a corresponding drive.
[0058] Input component 350 includes a component that permits device 300 to receive information, such as via user
input (e.g., a touch screen display, a keyboard, a keypad, a mouse, a button, a switch, and/or a microphone). Additionally,
or alternatively, input component 350 may include a sensor for sensing information (e.g., a global positioning system
(GPS) component, an accelerometer, a gyroscope, and/or an actuator). Output component 360 includes a component
that provides output information from device 300 (e.g., a display, a speaker, and/or one or more light-emitting diodes
(LEDs)).
[0059] Communication interface 370 includes a transceiver-like component (e.g., a transceiver and/or a separate
receiver and transmitter) that enables device 300 to communicate with other devices, such as via a wired connection,
a wireless connection, or a combination of wired and wireless connections. Communication interface 370 may permit
device 300 to receive information from another device and/or provide information to another device. For example,
communication interface 370 may include an Ethernet interface, an optical interface, a coaxial interface, an infrared
interface, a radio frequency (RF) interface, a universal serial bus (USB) interface, a Wi-Fi interface, a cellular network
interface, and/or the like.
[0060] Device 300 may perform one or more processes described herein. Device 300 may perform these processes
based on processor 320 executing software instructions stored by a non-transitory computer-readable medium, such
as memory 330 and/or storage component 340. A computer-readable medium is defined herein as a non-transitory
memory device. A memory device includes memory space within a single physical storage device or memory space
spread across multiple physical storage devices.
[0061] Software instructions may be read into memory 330 and/or storage component 340 from another computer-
readable medium or from another device via communication interface 370. When executed, software instructions stored
in memory 330 and/or storage component 340 may cause processor 320 to perform one or more processes described
herein. Additionally, or alternatively, hardwired circuitry may be used in place of or in combination with software instructions
to perform one or more processes described herein. Thus, implementations described herein are not limited to any
specific combination of hardware circuitry and software.
[0062] The number and arrangement of components shown in Fig. 3 are provided as an example. In practice, device
300 may include additional components, fewer components, different components, or differently arranged components
than those shown in Fig. 3. Additionally, or alternatively, a set of components (e.g., one or more components) of device
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300 may perform one or more functions described as being performed by another set of components of device 300.
[0063] Fig. 4 is a flow chart of an example process 400 for utilizing analytical models to identify wells in which to install
plunger lift for improved well production. In some implementations, one or more process blocks of Fig. 4 may be performed
by an analytical platform (e.g., analytical platform 220). In some implementations, one or more process blocks of Fig. 4
may be performed by another device or a group of devices separate from or including the analytical platform, such as
a client device (e.g., client device 210).
[0064] As shown in Fig. 4, process 400 may include receiving first well data associated with first wells where plunger
lift is installed (block 405). For example, the analytical platform (e.g., using computing resource 224, processor 320,
communication interface 370, and/or the like) may receive first well data associated with first wells where plunger lift is
installed, as described above in connection with Figs. 1A-3.
[0065] As further shown in Fig. 4, process 400 may include training one or more analytical models with the first well
data to generate one or more trained analytical models (block 410). For example, the analytical platform (e.g., using
computing resource 224, processor 320, memory 330, and/or the like) may train one or more analytical models with the
first well data to generate one or more trained analytical models, as described above in connection with Figs. 1A-3.
[0066] As further shown in Fig. 4, process 400 may include receiving second well data associated with second wells
where plunger lift is installed, wherein the second wells are located within a geographical area (block 415). For example,
the analytical platform (e.g., using computing resource 224, processor 320, communication interface 370, and/or the
like) may receive second well data associated with second wells where plunger lift is installed, as described above in
connection with Figs. 1A-3. In some aspects, the second wells may be located within a geographical area.
[0067] As further shown in Fig. 4, process 400 may include receiving third well data associated with a candidate well
where plunger lift is not installed, wherein the candidate well is located within the geographical area and wherein the
candidate well is a candidate for plunger lift installation (block 420). For example, the analytical platform (e.g., using
computing resource 224, processor 320, communication interface 370, and/or the like) may receive third well data
associated with a candidate well where plunger lift is not installed, as described above in connection with Figs. 1A-3. In
some aspects, the candidate well may be located within the geographical area, and may be a candidate for plunger lift
installation.
[0068] As further shown in Fig. 4, process 400 may include processing the second well data, with the one or more
trained analytical models, to determine pre-plunger lift installation data associated with the second wells (block 425).
For example, the analytical platform (e.g., using computing resource 224, processor 320, storage component 340, and/or
the like) may process the second well data, with the one or more trained analytical models, to determine pre-plunger lift
installation data associated with the second wells, as described above in connection with Figs. 1A-3.
[0069] As further shown in Fig. 4, process 400 may include processing the second well data and the pre-plunger lift
installation data, with the one or more trained analytical models, to determine a set of performing wells, of the second
wells, and a set of underperforming wells of the second wells (block 430). For example, the analytical platform (e.g.,
using computing resource 224, processor 320, memory 330, and/or the like) may process the second well data and the
pre-plunger lift installation data, with the one or more trained analytical models, to determine a set of performing wells,
of the second wells, and a set of underperforming wells of the second wells, as described above in connection with Figs.
1A-3.
[0070] As further shown in Fig. 4, process 400 may include processing the third well data and data associated with
the set of performing wells, with the one or more trained analytical models, to determine a first metric associated with
the candidate well (block 435). For example, the analytical platform (e.g., using computing resource 224, processor 320,
storage component 340, and/or the like) may process the third well data and data associated with the set of performing
wells, with the one or more trained analytical models, to determine a first metric associated with the candidate well, as
described above in connection with Figs. 1A-3.
[0071] As further shown in Fig. 4, process 400 may include processing the third well data and data associated with
the set of underperforming wells, with the one or more trained analytical models, to determine a second metric associated
with the candidate well (block 440). For example, the analytical platform (e.g., using computing resource 224, processor
320, memory 330, and/or the like) may process the third well data and data associated with the set of underperforming
wells, with the one or more trained analytical models, to determine a second metric associated with the candidate well,
as described above in connection with Figs. 1A-3.
[0072] As further shown in Fig. 4, process 400 may include determining whether to install plunger lift in the candidate
well based on the first metric and the second metric (block 445). For example, the analytical platform (e.g., using
computing resource 224, processor 320, storage component 340, and/or the like) may determine whether to install
plunger lift in the candidate well based on the first metric and the second metric, as described above in connection with
Figs. 1A-3.
[0073] As further shown in Fig. 4, process 400 may include performing one or more actions based on determining
whether to install plunger lift in the candidate well (block 450). For example, the analytical platform (e.g., using computing
resource 224, processor 320, memory 330, storage component 340, communication interface 370, and/or the like) may



EP 3 722 554 A1

11

5

10

15

20

25

30

35

40

45

50

55

perform one or more actions based on determining whether to install plunger lift in the candidate well, as described
above in connection with Figs. 1A-3.
[0074] Process 400 may include additional implementations, such as any single implementation or any combination
of implementations described below and/or in connection with one or more other processes described elsewhere herein.
[0075] In some implementations, when performing the one or more actions, the analytical platform may provide, to a
client device, information indicating whether to install plunger lift in the candidate well; may cause, when it is determined
to install plunger lift in the candidate well, equipment to be dispatched, to the candidate well, for installing plunger lift in
the candidate well; may cause a plunger to be ordered for the candidate well when it is determined to install plunger lift
in the candidate well; may retrain the one or more analytical models based on the information indicating whether to
install plunger lift in the candidate well, and/or the like.
[0076] In some implementations, when processing the second well data, with the one or more trained analytical models,
to determine the pre-plunger lift installation data, the analytical platform may perform a correlation analysis on the second
well data to determine a correlation between parameters of the second well data; may perform, based on the correlation
between the parameters, a decision tree analysis on the second well data to determine particular parameters of the
parameters of the second well data; and may determine the pre-plunger lift installation data based on the particular
parameters.
[0077] In some implementations, when processing the second well data and the pre-plunger lift installation data, with
the one or more trained analytical models, to determine the set of performing wells and the set of underperforming wells,
the analytical platform may group a portion of the second wells into the set of performing wells based on particular
parameters associated with the second well data, and may group a remaining portion of the second wells into the set
of underperforming wells based on the particular parameters associated with the second well data.
[0078] In some implementations, when processing the third well data and data associated with the set of performing
wells, with the one or more trained analytical models, to determine the first metric associated with the candidate well,
the analytical platform may calculate a first centroid associated with the set of performing wells based on the data
associated with the set of performing wells, and may calculate a first Euclidean distance between particular parameters
associated with the third well data and the first centroid associated with the set of performing wells.
[0079] In some implementations, when processing the third well data and data associated with the set of underper-
forming wells, with the one or more trained analytical models, to determine the second metric associated with the
candidate well, the analytical platform may calculate a second centroid associated with the set of underperforming wells
based on the data associated with the set of underperforming wells, and may calculate a second Euclidean distance
between particular parameters associated with the third well data and the second centroid associated with the set of
underperforming wells.
[0080] In some implementations, when determining whether to install plunger lift in the candidate well based on the
first metric and the second metric, the analytical platform may determine that plunger lift is to be installed in the candidate
well when the first Euclidean distance is less than or equal to the second Euclidean distance, and may determine that
plunger lift is not to be installed in the candidate well when the first Euclidean distance is greater than the second
Euclidean distance.
[0081] Although Fig. 4 shows example blocks of process 400, in some implementations, process 400 may include
additional blocks, fewer blocks, different blocks, or differently arranged blocks than those depicted in Fig. 4. Additionally,
or alternatively, two or more of the blocks of process 400 may be performed in parallel.
[0082] Fig. 5 is a flow chart of an example process 500 for utilizing analytical models to identify wells in which to install
plunger lift for improved well production. In some implementations, one or more process blocks of Fig. 5 may be performed
by an analytical platform (e.g., analytical platform 220). In some implementations, one or more process blocks of Fig. 5
may be performed by another device or a group of devices separate from or including the analytical platform, such as
a client device (e.g., client device 210).
[0083] As shown in Fig. 5, process 500 may include receiving one or more trained analytical models, wherein the one
or more trained analytical models are trained with first well data associated with first wells where plunger lift is installed
(block 510). For example, the analytical platform (e.g., using computing resource 224, processor 320, communication
interface 370, and/or the like) may receive one or more trained analytical models, as described above in connection with
Figs. 1A-3. In some aspects, the one or more trained analytical models may be trained with first well data associated
with first wells where plunger lift is installed.
[0084] As further shown in Fig. 5, process 500 may include receiving second well data associated with second wells
where plunger lift is installed, wherein the second wells are located within a geographical area (block 520). For example,
the analytical platform (e.g., using computing resource 224, processor 320, communication interface 370, and/or the
like) may receive second well data associated with second wells where plunger lift is installed, as described above in
connection with Figs. 1A-3. In some aspects, the second wells may be located within a geographical area.
[0085] As further shown in Fig. 5, process 500 may include receiving third well data associated with a candidate well
where plunger lift is not installed, wherein the candidate well is located within the geographical area and wherein the
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candidate well is a candidate for plunger lift installation (block 530). For example, the analytical platform (e.g., using
computing resource 224, processor 320, communication interface 370, and/or the like) may receive third well data
associated with a candidate well where plunger lift is not installed, as described above in connection with Figs. 1A-3. In
some aspects, the candidate well may be located within the geographical area and may be a candidate for plunger lift
installation.
[0086] As further shown in Fig. 5, process 500 may include processing the second well data, with the one or more
trained analytical models, to determine pre-plunger lift installation data associated with the second wells (block 540).
For example, the analytical platform (e.g., using computing resource 224, processor 320, memory 330, and/or the like)
may process the second well data, with the one or more trained analytical models, to determine pre-plunger lift installation
data associated with the second wells, as described above in connection with Figs. 1A-3.
[0087] As further shown in Fig. 5, process 500 may include processing the second well data and the pre-plunger lift
installation data, with the one or more trained analytical models, to determine a set of performing wells, of the second
wells, and a set of underperforming wells of the second wells (block 550). For example, the analytical platform (e.g.,
using computing resource 224, processor 320, storage component 340, and/or the like) may process the second well
data and the pre-plunger lift installation data, with the one or more trained analytical models, to determine a set of
performing wells, of the second wells, and a set of underperforming wells of the second wells, as described above in
connection with Figs. 1A-3.
[0088] As further shown in Fig. 5, process 500 may include processing the third well data and data associated with
the set of performing wells, with the one or more trained analytical models, to determine a first metric associated with
the candidate well (block 560). For example, the analytical platform (e.g., using computing resource 224, processor 320,
memory 330, and/or the like) may process the third well data and data associated with the set of performing wells, with
the one or more trained analytical models, to determine a first metric associated with the candidate well, as described
above in connection with Figs. 1A-3.
[0089] As further shown in Fig. 5, process 500 may include processing the third well data and data associated with
the set of underperforming wells, with the one or more trained analytical models, to determine a second metric associated
with the candidate well (block 570). For example, the analytical platform (e.g., using computing resource 224, processor
320, storage component 340, and/or the like) may process the third well data and data associated with the set of
underperforming wells, with the one or more trained analytical models, to determine a second metric associated with
the candidate well, as described above in connection with Figs. 1A-3.
[0090] As further shown in Fig. 5, process 500 may include determining that plunger lift is to be installed in the candidate
well based on the first metric and the second metric (block 580). For example, the analytical platform (e.g., using
computing resource 224, processor 320, memory 330, and/or the like) may determine that plunger lift is to be installed
in the candidate well based on the first metric and the second metric, as described above in connection with Figs. 1A-3.
[0091] As further shown in Fig. 5, process 500 may include performing one or more actions based on determining that
plunger lift is to be installed in the candidate well (block 590). For example, the analytical platform (e.g., using computing
resource 224, processor 320, memory 330, storage component 340, communication interface 370, and/or the like) may
perform one or more actions based on determining that plunger lift is to be installed in the candidate well, as described
above in connection with Figs. 1A-3.
[0092] Process 500 may include additional implementations, such as any single implementation or any combination
of implementations described below and/or in connection with one or more other processes described elsewhere herein.
[0093] In some implementations, the first well data may include data identifying reservoir pressures associated with
the first wells, casing pressures associated with the first wells, tubing pressures associated with the first wells, line
pressures associated with the first wells, bottom hole pressures associated with the first wells, production rates associated
with the first wells, deferments associated with the first wells, drawdowns associated with the first wells, production
volumes associated with the first wells, production efficiencies associated with the first wells, well depths associated
with the first wells, and/or the like.
[0094] In some implementations, when performing the one or more actions, the analytical platform may cause a plunger
to be ordered for the candidate well, and may cause, when the plunger is received, equipment to be dispatched, to the
candidate well, for installing plunger lift in the candidate well. In some implementations, the analytical platform may
determine a probability of increasing production of the candidate well when plunger lift is installed in the candidate well,
and may provide information indicating the probability of increasing the production of the candidate well.
[0095] In some implementations, the analytical platform may determine an expected increase in production of the
candidate well when plunger lift is installed in the candidate well; may provide, to a client device, information indicating
the expected increase in the production of the candidate well; may receive, from the client device, a response indicating
that plunger lift is to be installed in the candidate well; and may cause plunger lift to be installed in the candidate well
based on the response.
[0096] In some implementations, when processing the second well data and the pre-plunger lift installation data, with
the one or more trained analytical models, to determine the set of performing wells and the set of underperforming wells,
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the analytical platform may group a portion of the second wells into the set of performing wells based on a first production
performance calculation associated with the portion of the second wells, and may group a remaining portion of the third
wells into the set of underperforming wells based on a second production performance calculation associated with the
remaining portion of the second wells.
[0097] In some implementations, the set of performing wells, of the second wells, and the set of underperforming wells,
of the second wells, may be determined based on parameters associated with the second well data rather than the
geographical area associated with the second wells.
[0098] Although Fig. 5 shows example blocks of process 500, in some implementations, process 500 may include
additional blocks, fewer blocks, different blocks, or differently arranged blocks than those depicted in Fig. 5. Additionally,
or alternatively, two or more of the blocks of process 500 may be performed in parallel.
[0099] Fig. 6 is a flow chart of an example process 600 for utilizing analytical models to identify wells in which to install
plunger lift for improved well production. In some implementations, one or more process blocks of Fig. 6 may be performed
by an analytical platform (e.g., analytical platform 220). In some implementations, one or more process blocks of Fig. 6
may be performed by another device or a group of devices separate from or including the analytical platform, such as
a client device (e.g., client device 210).
[0100] As shown in Fig. 6, process 600 may include receiving first well data associated with first wells where plunger
lift is installed, wherein the first wells are located within a geographical area (block 610). For example, the analytical
platform (e.g., using computing resource 224, processor 320, communication interface 370, and/or the like) may receive
first well data associated with first wells where plunger lift is installed, as described above in connection with Figs. 1A-
3. In some aspects, the first wells may be located within a geographical area.
[0101] As further shown in Fig. 6, process 600 may include receiving second well data associated with a candidate
well where plunger lift is not installed, wherein the candidate well is located within the geographical area and wherein
the candidate well is a candidate for plunger lift installation (block 620). For example, the analytical platform (e.g., using
computing resource 224, processor 320, communication interface 370, and/or the like) may receive second well data
associated with a candidate well where plunger lift is not installed, as described above in connection with Figs. 1A-3. In
some aspects, the candidate well may be located within the geographical area and may a candidate for plunger lift
installation.
[0102] As further shown in Fig. 6, process 600 may include processing the first well data, with a first model and a
second model, to determine pre-plunger lift installation data associated with the first wells (block 630). For example, the
analytical platform (e.g., using computing resource 224, processor 320, memory 330, and/or the like) may process the
first well data, with a first model and a second model, to determine pre-plunger lift installation data associated with the
first wells, as described above in connection with Figs. 1A-3.
[0103] As further shown in Fig. 6, process 600 may include processing the first well data and the pre-plunger lift
installation data, with a third model, to determine a set of performing wells, of the first wells, and a set of underperforming
wells of the first wells (block 640). For example, the analytical platform (e.g., using computing resource 224, processor
320, storage component 340, and/or the like) may process the first well data and the pre-plunger lift installation data,
with a third model, to determine a set of performing wells, of the first wells, and a set of underperforming wells of the
first wells, as described above in connection with Figs. 1A-3.
[0104] As further shown in Fig. 6, process 600 may include processing the second well data and data associated with
the set of performing wells, with a fourth model, to determine a first metric associated with the candidate well (block
650). For example, the analytical platform (e.g., using computing resource 224, processor 320, memory 330, and/or the
like) may process the second well data and data associated with the set of performing wells, with a fourth model, to
determine a first metric associated with the candidate well, as described above in connection with Figs. 1A-3.
[0105] As further shown in Fig. 6, process 600 may include processing the second well data and data associated with
the set of underperforming wells, with the fourth model, to determine a second metric associated with the candidate well
(block 660). For example, the analytical platform (e.g., using computing resource 224, processor 320, storage component
340, and/or the like) may process the second well data and data associated with the set of underperforming wells, with
the fourth model, to determine a second metric associated with the candidate well, as described above in connection
with Figs. 1A-3.
[0106] As further shown in Fig. 6, process 600 may include determining whether to install plunger lift in the candidate
well based on the first metric and the second metric (block 670). For example, the analytical platform (e.g., using
computing resource 224, processor 320, memory 330, and/or the like) may determine whether to install plunger lift in
the candidate well based on the first metric and the second metric, as described above in connection with Figs. 1A-3.
[0107] As further shown in Fig. 6, process 600 may include performing one or more actions based on determining
whether to install plunger lift in the candidate well (block 680). For example, the analytical platform (e.g., using computing
resource 224, processor 320, memory 330, storage component 340, communication interface 370, and/or the like) may
perform one or more actions based on determining whether to install plunger lift in the candidate well, as described
above in connection with Figs. 1A-3.
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[0108] Process 600 may include additional implementations, such as any single implementation or any combination
of implementations described below and/or in connection with one or more other processes described elsewhere herein.
[0109] In some implementations, the first model may include a correlation analysis model, the second model may
include a decision tree analysis model, the third model may include a clustering model, and the fourth model may include
a Euclidean distance calculation model. In some implementations, the set of performing wells, of the first wells, and the
set of underperforming wells, of the first wells, may be determined based on parameters associated with the first well
data rather than the geographical area associated with the first wells.
[0110] In some implementations, when processing the second well data and data associated with the set of performing
wells, with the fourth model, to determine the first metric associated with the candidate well, the analytical platform may
calculate a first centroid associated with the set of performing wells based on the data associated with the set of performing
wells, and may calculate a first Euclidean distance between particular parameters associated with the second well data
and the first centroid associated with the set of performing wells, where the first Euclidean distance may be the first metric.
[0111] In some implementations, when processing the second well data and data associated with the set of under-
performing wells, with the fourth model, to determine the second metric associated with the candidate well, the analytical
platform may calculate a second centroid associated with the set of underperforming wells based on the data associated
with the set of underperforming wells, and may calculate a second Euclidean distance between particular parameters
associated with the second well data and the second centroid associated with the set of underperforming wells, where
the second Euclidean distance may be the second metric.
[0112] In some implementations, when determining whether to install plunger lift in the candidate well based on the
first metric and the second metric, the analytical platform may determine that plunger lift is to be installed in the candidate
well when the first Euclidean distance is less than or equal to the second Euclidean distance, and may determine that
plunger lift is not to be installed in the candidate well when the first Euclidean distance is greater than the second
Euclidean distance.
[0113] Although Fig. 6 shows example blocks of process 600, in some implementations, process 600 may include
additional blocks, fewer blocks, different blocks, or differently arranged blocks than those depicted in Fig. 6. Additionally,
or alternatively, two or more of the blocks of process 600 may be performed in parallel.
[0114] The foregoing disclosure provides illustration and description, but is not intended to be exhaustive or to limit
the implementations to the precise form disclosed. Modifications and variations may be made in light of the above
disclosure or may be acquired from practice of the implementations.
[0115] As used herein, the term "component" is intended to be broadly construed as hardware, firmware, or a combi-
nation of hardware and software.
[0116] It will be apparent that systems and/or methods, described herein, may be implemented in different forms of
hardware, firmware, or a combination of hardware and software. The actual specialized control hardware or software
code used to implement these systems and/or methods is not limiting of the implementations. Thus, the operation and
behavior of the systems and/or methods were described herein without reference to specific software code-it being
understood that software and hardware may be designed to implement the systems and/or methods based on the
description herein.
[0117] Even though particular combinations of features are recited in the claims and/or disclosed in the specification,
these combinations are not intended to limit the disclosure of various implementations. In fact, many of these features
may be combined in ways not specifically recited in the claims and/or disclosed in the specification. Although each
dependent claim listed below may directly depend on only one claim, the disclosure of various implementations includes
each dependent claim in combination with every other claim in the claim set.
[0118] No element, act, or instruction used herein should be construed as critical or essential unless explicitly described
as such. Also, as used herein, the articles "a" and "an" are intended to include one or more items, and may be used
interchangeably with "one or more." Furthermore, as used herein, the term "set" is intended to include one or more items
(e.g., related items, unrelated items, a combination of related and unrelated items, etc.), and may be used interchangeably
with "one or more." Where only one item is intended, the phrase "only one" or similar language is used. Also, as used
herein, the terms "has," "have," "having," or the like are intended to be open-ended terms. Further, the phrase "based
on" is intended to mean "based, at least in part, on" unless explicitly stated otherwise.
[0119] In view of the above, the present application specifically discloses the following itemized aspect and/or embod-
iments, wherein one or more individual features of the listed items may be separated form one or more items and be
combined to form one or more embodiments of the invention.

Items:

[0120]

1. A method, comprising:
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receiving, by a device, first well data associated with first wells where plunger lift is installed;
training, by the device, one or more analytical models with the first well data to generate one or more trained
analytical models;
receiving, by the device, second well data associated with second wells where plunger lift is installed,

wherein the second wells are located within a geographical area;
receiving, by the device, third well data associated with a candidate well where plunger lift is not installed,
wherein the candidate well is located within the geographical area, and
wherein the candidate well is a candidate for plunger lift installation;

processing, by the device, the second well data, with the one or more trained analytical models, to determine
pre-plunger lift installation data associated with the second wells;
processing, by the device, the second well data and the pre-plunger lift installation data, with the one or more
trained analytical models, to determine a set of performing wells, of the second wells, and a set of underperforming
wells of the second wells;
processing, by the device, the third well data and data associated with the set of performing wells, with the one
or more trained analytical models, to determine a first metric associated with the candidate well;
processing, by the device, the third well data and data associated with the set of underperforming wells, with
the one or more trained analytical models, to determine a second metric associated with the candidate well;
determining, by the device, whether to install plunger lift in the candidate well based on the first metric and the
second metric; and
performing, by the device, one or more actions based on determining whether to install plunger lift in the candidate
well.

2. The method of item 1, wherein performing the one or more actions includes one or more of:

providing, to a client device, information indicating whether to install plunger lift in the candidate well;
causing, when it is determined to install plunger lift in the candidate well, equipment to be dispatched, to the
candidate well, for installing plunger lift in the candidate well;
causing a plunger to be ordered for the candidate well when it is determined to install plunger lift in the candidate
well; or
retraining the one or more analytical models based on the information indicating whether to install plunger lift
in the candidate well.

3. The method of item 1 or 2, wherein processing the second well data, with the one or more trained analytical
models, to determine the pre-plunger lift installation data comprises:

performing a correlation analysis on the second well data to determine a correlation between parameters of the
second well data;
performing, based on the correlation between the parameters, a decision tree analysis on the second well data
to determine particular parameters of the parameters of the second well data,
wherein the particular parameters include one or more of drawdown, differential pressure, production volume,
or well depth; and
determining the pre-plunger lift installation data based on the particular parameters.

4. The method of one or more of the preceding items, wherein processing the second well data and the pre-plunger
lift installation data, with the one or more trained analytical models, to determine the set of performing wells and the
set of underperforming wells comprises:

grouping a portion of the second wells into the set of performing wells based on particular parameters associated
with the second well data,
wherein the particular parameters include one or more of drawdown, differential pressure, production volume,
or well depth; and
grouping a remaining portion of the second wells into the set of underperforming wells based on the particular
parameters associated with the second well data.

5. The method of one or more of the preceding items, wherein processing the third well data and data associated
with the set of performing wells, with the one or more trained analytical models, to determine the first metric associated
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with the candidate well comprises:

calculating a first centroid associated with the set of performing wells based on the data associated with the set
of performing wells; and
calculating a first Euclidean distance between particular parameters associated with the third well data and the
first centroid associated with the set of performing wells,
wherein the first Euclidean distance is the first metric.

6. The method of one or more of the preceding items, wherein processing the third well data and data associated
with the set of underperforming wells, with the one or more trained analytical models, to determine the second metric
associated with the candidate well comprises:

calculating a second centroid associated with the set of underperforming wells based on the data associated
with the set of underperforming wells; and
calculating a second Euclidean distance between particular parameters associated with the third well data and
the second centroid associated with the set of underperforming wells,
wherein the second Euclidean distance is the second metric.

7. The method of one or more of the preceding items, wherein determining whether to install plunger lift in the
candidate well based on the first metric and the second metric comprises:

determining that plunger lift is to be installed in the candidate well when the first Euclidean distance is less than
or equal to the second Euclidean distance; and
determining that plunger lift is not to be installed in the candidate well when the first Euclidean distance is greater
than the second Euclidean distance.

8. A device, comprising:

one or more memories; and
one or more processors, communicatively coupled to the one or more memories, to:

receive one or more trained analytical models,
wherein the one or more trained analytical models are trained with:
first well data associated with first wells where plunger lift is installed;
receive second well data associated with second wells where plunger lift is installed,
wherein the second wells are located within a geographical area;
receive third well data associated with a candidate well where plunger lift is not installed,

wherein the candidate well is located within the geographical area, and
wherein the candidate well is a candidate for plunger lift installation;

process the second well data, with the one or more trained analytical models, to determine pre-plunger lift
installation data associated with the second wells;
process the second well data and the pre-plunger lift installation data, with the one or more trained analytical
models, to determine a set of performing wells, of the second wells, and a set of underperforming wells of
the second wells;
process the third well data and data associated with the set of performing wells, with the one or more trained
analytical models, to determine a first metric associated with the candidate well;
process the third well data and data associated with the set of underperforming wells, with the one or more
trained analytical models, to determine a second metric associated with the candidate well;
determine that plunger lift is to be installed in the candidate well based on the first metric and the second
metric; and
perform one or more actions based on determining that plunger lift is to be installed in the candidate well.

9. The device of one or more of the preceding items, wherein the first well data includes data identifying one or more of:

reservoir pressures associated with the first wells,
casing pressures associated with the first wells,
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tubing pressures associated with the first wells,
line pressures associated with the first wells,
bottom hole pressures associated with the first wells,
production rates associated with the first wells,
deferments associated with the first wells,
drawdowns associated with the first wells,
production volumes associated with the first wells,
production efficiencies associated with the first wells, or
well depths associated with the first wells.

10. The device of one or more of the preceding items, wherein the one or more processors, when performing the
one or more actions, are to:

cause a plunger to be ordered for the candidate well; and
cause, when the plunger is received, equipment to be dispatched, to the candidate well, for installing plunger
lift in the candidate well.

11. The device of one or more of the preceding items, wherein the one or more processors are further to:

determine a probability of increasing production of the candidate well when plunger lift is installed in the candidate
well; and
provide information indicating the probability of increasing the production of the candidate well.

12. The device of one or more of the preceding items, wherein the one or more processors are further to:

determine an expected increase in production of the candidate well when plunger lift is installed in the candidate
well;
provide, to a client device, information indicating the expected increase in the production of the candidate well;
receive, from the client device, a response indicating that plunger lift is to be installed in the candidate well; and
cause plunger lift to be installed in the candidate well based on the response.

13. The device of one or more of the preceding items, wherein the one or more processors, when processing the
second well data and the pre-plunger lift installation data, with the one or more trained analytical models, to determine
the set of performing wells and the set of underperforming wells, are to:

group a portion of the second wells into the set of performing wells based on a first production performance
calculation associated with the portion of the second wells; and
group a remaining portion of the third wells into the set of underperforming wells based on a second production
performance calculation associated with the remaining portion of the second wells.

14. The device of one or more of the preceding items, wherein the set of performing wells, of the second wells, and
the set of underperforming wells, of the second wells, are determined based on parameters associated with the
second well data rather than the geographical area associated with the second wells.

15. The device of one or more of the preceding items, wherein the one or more processors, when performing the
one or more actions, are to one or more of:

provide, to a client device, information indicating whether to install plunger lift in the candidate well;
cause, when it is determined to install plunger lift in the candidate well, equipment to be dispatched, to the
candidate well, for installing plunger lift in the candidate well;
cause a plunger to be ordered for the candidate well when it is determined to install plunger lift in the candidate
well; or
retrain the one or more trained analytical models based on the information indicating whether to install plunger
lift in the candidate well.



EP 3 722 554 A1

18

5

10

15

20

25

30

35

40

45

50

55

Claims

1. A method, comprising:

receiving, by a device, first well data associated with first wells where plunger lift is installed;
training, by the device, one or more analytical models with the first well data to generate one or more trained
analytical models;
receiving, by the device, second well data associated with second wells where plunger lift is installed,
wherein the second wells are located within a geographical area;
receiving, by the device, third well data associated with a candidate well where plunger lift is not installed,

wherein the candidate well is located within the geographical area, and
wherein the candidate well is a candidate for plunger lift installation;

processing, by the device, the second well data, with the one or more trained analytical models, to determine
pre-plunger lift installation data associated with the second wells;
processing, by the device, the second well data and the pre-plunger lift installation data, with the one or more
trained analytical models, to determine a set of performing wells, of the second wells, and a set of underperforming
wells of the second wells;
processing, by the device, the third well data and data associated with the set of performing wells, with the one
or more trained analytical models, to determine a first metric associated with the candidate well;
processing, by the device, the third well data and data associated with the set of underperforming wells, with
the one or more trained analytical models, to determine a second metric associated with the candidate well;
determining, by the device, whether to install plunger lift in the candidate well based on the first metric and the
second metric; and
performing, by the device, one or more actions based on determining whether to install plunger lift in the candidate
well.

2. The method of claim 1, wherein performing the one or more actions includes one or more of:

providing, to a client device, information indicating whether to install plunger lift in the candidate well;
causing, when it is determined to install plunger lift in the candidate well, equipment to be dispatched, to the
candidate well, for installing plunger lift in the candidate well;
causing a plunger to be ordered for the candidate well when it is determined to install plunger lift in the candidate
well; or
retraining the one or more analytical models based on the information indicating whether to install plunger lift
in the candidate well.

3. The method of one or more of the preceding claims, wherein processing the second well data, with the one or more
trained analytical models, to determine the pre-plunger lift installation data comprises:

performing a correlation analysis on the second well data to determine a correlation between parameters of the
second well data;
performing, based on the correlation between the parameters, a decision tree analysis on the second well data
to determine particular parameters of the parameters of the second well data,
wherein the particular parameters include one or more of drawdown, differential pressure, production volume,
or well depth; and
determining the pre-plunger lift installation data based on the particular parameters.

4. The method of one or more of the preceding claims, wherein processing the second well data and the pre-plunger
lift installation data, with the one or more trained analytical models, to determine the set of performing wells and the
set of underperforming wells comprises:

grouping a portion of the second wells into the set of performing wells based on particular parameters associated
with the second well data,
wherein the particular parameters include one or more of drawdown, differential pressure, production volume,
or well depth; and
grouping a remaining portion of the second wells into the set of underperforming wells based on the particular
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parameters associated with the second well data.

5. The method of one or more of the preceding claims, wherein processing the third well data and data associated
with the set of performing wells, with the one or more trained analytical models, to determine the first metric associated
with the candidate well comprises:

calculating a first centroid associated with the set of performing wells based on the data associated with the set
of performing wells; and
calculating a first Euclidean distance between particular parameters associated with the third well data and the
first centroid associated with the set of performing wells,
wherein the first Euclidean distance is the first metric.

6. The method of one or more of the preceding claims, wherein processing the third well data and data associated
with the set of underperforming wells, with the one or more trained analytical models, to determine the second metric
associated with the candidate well comprises:

calculating a second centroid associated with the set of underperforming wells based on the data associated
with the set of underperforming wells; and
calculating a second Euclidean distance between particular parameters associated with the third well data and
the second centroid associated with the set of underperforming wells,
wherein the second Euclidean distance is the second metric.

7. The method of one or more of the preceding claims, wherein determining whether to install plunger lift in the candidate
well based on the first metric and the second metric comprises:

determining that plunger lift is to be installed in the candidate well when the first Euclidean distance is less than
or equal to the second Euclidean distance; and
determining that plunger lift is not to be installed in the candidate well when the first Euclidean distance is greater
than the second Euclidean distance.

8. A device, comprising:

one or more memories; and
one or more processors, communicatively coupled to the one or more memories, to:

receive one or more trained analytical models,
wherein the one or more trained analytical models are trained with:
first well data associated with first wells where plunger lift is installed;
receive second well data associated with second wells where plunger lift is installed,
wherein the second wells are located within a geographical area;
receive third well data associated with a candidate well where plunger lift is not installed,

wherein the candidate well is located within the geographical area, and
wherein the candidate well is a candidate for plunger lift installation;

process the second well data, with the one or more trained analytical models, to determine pre-plunger lift
installation data associated with the second wells;
process the second well data and the pre-plunger lift installation data, with the one or more trained analytical
models, to determine a set of performing wells, of the second wells, and a set of underperforming wells of
the second wells;
process the third well data and data associated with the set of performing wells, with the one or more trained
analytical models, to determine a first metric associated with the candidate well;
process the third well data and data associated with the set of underperforming wells, with the one or more
trained analytical models, to determine a second metric associated with the candidate well;
determine that plunger lift is to be installed in the candidate well based on the first metric and the second
metric; and
perform one or more actions based on determining that plunger lift is to be installed in the candidate well.
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9. The device of one or more of the preceding claims, wherein the first well data includes data identifying one or more of:

reservoir pressures associated with the first wells,
casing pressures associated with the first wells,
tubing pressures associated with the first wells,
line pressures associated with the first wells,
bottom hole pressures associated with the first wells,
production rates associated with the first wells,
deferments associated with the first wells,
drawdowns associated with the first wells,
production volumes associated with the first wells,
production efficiencies associated with the first wells, or
well depths associated with the first wells.

10. The device of one or more of the preceding claims, wherein the one or more processors, when performing the one
or more actions, are to:

cause a plunger to be ordered for the candidate well; and
cause, when the plunger is received, equipment to be dispatched, to the candidate well, for installing plunger
lift in the candidate well.

11. The device of one or more of the preceding claims, wherein the one or more processors are further to:

determine a probability of increasing production of the candidate well when plunger lift is installed in the candidate
well; and
provide information indicating the probability of increasing the production of the candidate well.

12. The device of one or more of the preceding claims, wherein the one or more processors are further to:

determine an expected increase in production of the candidate well when plunger lift is installed in the candidate
well;
provide, to a client device, information indicating the expected increase in the production of the candidate well;
receive, from the client device, a response indicating that plunger lift is to be installed in the candidate well; and
cause plunger lift to be installed in the candidate well based on the response.

13. The device of one or more of the preceding claims, wherein the one or more processors, when processing the
second well data and the pre-plunger lift installation data, with the one or more trained analytical models, to determine
the set of performing wells and the set of underperforming wells, are to:

group a portion of the second wells into the set of performing wells based on a first production performance
calculation associated with the portion of the second wells; and
group a remaining portion of the third wells into the set of underperforming wells based on a second production
performance calculation associated with the remaining portion of the second wells.

14. The device of one or more of the preceding claims, wherein the set of performing wells, of the second wells, and
the set of underperforming wells, of the second wells, are determined based on parameters associated with the
second well data rather than the geographical area associated with the second wells.

15. The device of one or more of the preceding claims, wherein the one or more processors, when performing the one
or more actions, are to one or more of:

provide, to a client device, information indicating whether to install plunger lift in the candidate well;
cause, when it is determined to install plunger lift in the candidate well, equipment to be dispatched, to the
candidate well, for installing plunger lift in the candidate well;
cause a plunger to be ordered for the candidate well when it is determined to install plunger lift in the candidate
well; or
retrain the one or more trained analytical models based on the information indicating whether to install plunger
lift in the candidate well.
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