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(54) VEGETATION CUTTER

(57) A handlebar carrier for coupling a handlebar to
a power operated-tool, the power tool including a support
shaft and an internal combustion engine, the handlebar
carrier comprising: a carrier body for coupling to the sup-
port shaft; and a handlebar clamp attached to the carrier
body and arranged to movably couple the handlebar to
the carrier body such that the handlebar is moveable be-
tween an operational position and a first non-operational
position. The handlebar carrier further includes a
kill-switch operable to prevent operation of the internal
combustion engine when the handlebar is moved out of
the operational position.
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Description

Background

[0001] The current invention reputes to vegetation cut-
ters.
[0002] One type of vegetation cutter includes support
shaft having a power source at one end and a tool head
at the other end. A handlebar is located part way long
the support shaft between the power source and the tool
head. Typically the handlebar can be moved between an
operational position and a storage position to make the
vegetation cutter more compact for storage.

Summary of the Invention

[0003] It is desirable that the vegetation cutter cannot
be operated when the handlebar is not in the operational
position. Accordingly, the present invention provides a
handlebar carrier and also a vegetation cutter as set forth
in any one of the appended claims.
[0004] In a first particular aspect of the invention there
is provided a handlebar carrier for a power operated tool,
the carrier comprising a carrier body and handlebar
clamp attached to the carrier body, the handlebar clamp
movably coupling the handlebar to the carrier body, the
handlebar moveable between an operational position
and a first non-operational position, and a motor kill-
switch located on or with the handlebar carrier and op-
erable to prevent operation of the motor when the han-
dlebar is moved out of the operational position.
[0005] In a second particular aspect of the invention
there is provided a vegetation cutter comprising a support
shaft having a first end and a second end, a tool head
located at the first end of the support shaft, the tool head
carrying a rotateably drivable tool, a motor located at the
second end of the support shaft for driving the tool via a
drive shaft located in the support shaft, a handlebar lo-
cated between the tool head and the motor for manipu-
lating the vegetation cutter, a handlebar carrier movably
coupling the handlebar to the support shaft, the handle-
bar moveable via the handlebar carrier between an op-
erational position and a first non-operational position, and
a motor kill-switch located on or with the handlebar carrier
and operable to prevent operation of the motor when the
handlebar is moved out of the operational position.
[0006] Preferably, the handlebar is movable via the
handlebar carrier about a first axis between the opera-
tional position and the first non-operational position, and
is movable about a second axis between the operational
position and a second non-operational position, the mo-
tor kill-switch operable to prevent operation of the motor
when the handlebar is moved out of the operational po-
sition towards either the first non-operational position or
the second non-operational position.
[0007] Preferably, the handlebar carrier includes a car-
rier body and a clamp body having a released position
and a clamped position securing the handlebar in the

operational position, and wherein the motor kill-switch is
operable to prevent operation of the motor when the car-
rier body and a clamp body are in the released position
or when the handlebar is not in the operational position.
[0008] Further aspects of the invention will be apparent
from the following description and drawings which are
given by way of example only.

Brief Description of the Drawings

[0009] The invention will now be described by way of
example only with reference to the appended drawings
in which:

Figure 1 is a perspective illustration of a vegetation
cutter with a handlebar in an operational position,

Figure 2 is a perspective illustration of the vegetation
cutter with the handlebar in an intermediate non-op-
erational position,

Figure 3 is a perspective illustration of the vegetation
cutter with the handlebar in a non-operational posi-
tion,

Figure 4 is a side illustration of the vegetation cutter
with the handlebar in the intermediate non-opera-
tional position,

Figure 5 is a perspective illustration of a handlebar
carrier mounting the handlebar to the vegetation cut-
ter,

Figure 6 is an end section view through the handlebar
carrier,

Figure 7 is a perspective section view through the
handlebar carrier,

Figure 8 is a side section view through the handlebar
carrier, and

Figure 9 is an exploded section view through the
handlebar carrier.

Description of the Preferred Embodiments

[0010] Referring to the drawings there is shown a brush
or vegetation cutter. The vegetation cutter comprises a
hollow support shaft 10 having a tool head 20 at a first
end 11 of the shaft 10 and a power unit 30 at a second
end 12 of the shaft 10. A rotational drive shaft (not shown)
is located within the hollow support shaft 10 for delivering
driving torque from the power unit 30 to the tool head 20.
In the preferred embodiment power unit 30 comprises an
internal combustion engine, but in alternative embodi-
ments the power unit 30 could be an electric motor. The
power unit 30 is self contain having a fuel tank or battery,
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as required, located with a motor and a carburetor or
electric motor control mean. The tool head 20 comprises
an angled drive coupling 21 coupled with the drive shaft
and supporting a rotary holder 22 for a cutter 23. In the
preferred embodiment the cutter 23 is a cutting blade,
but in alternative embodiments may be a cutting line on
a line spool. The tool head 20 also comprises a blade
guard 24 extending around a portion of the tool head 20,
which in use is closest to the operator and shielding the
operator from the cutter 23.
[0011] The vegetation cutter also includes a handlebar
40 located intermediate the motor 30 and the tool head
20. The handlebar 40 is attached to the support shaft 10
by a handlebar carrier 50 that allows the handlebar 40
to be moved from an operational position, for example
as shown in figure 1, in which a user can hold the han-
dlebar 40 to support the vegetation cutter in use and a
non-operational or stored position, for example as shown
in figure 3 and figure 4. The handlebar 40 comprises a
substantially elongate centre section 41 with bent ends
section 42, 43 at either end of the centre section 41. The
bent ends 42, 43 from handgrips of the handlebar 40 for
holding by a user with respective hands in the manner
of, for example, holding a bicycle handlebar. The han-
dlebar 40 is attached to the support shaft 10 by way of
the handlebar carrier 50 at or near the center 44 of the
centre portion 41 of the handlebar and in the ’in use’
position the bent handgrip end portions 42, 43 extend
substantially upwardly. On at least one of the handgrip
portions 43 is a control mean 45 for the power unit 30.
In the preferred embodiment the control means 45 is a
trigger 46 which can be operated by a finger of the tool
operator in order to control ON, OFF and in some em-
bodiments speed functions of the power unit 30. A control
cable 47 (only partly shown) extends from the control
means 45 back to the power unit 30 to relay a control
signal from the trigger 46 to the power unit 30. In the
preferred embodiment the control cable 47 is a throttle
cable for moving for example a butterfly valve on a car-
buretor, or in an alternative embodiment the control cable
47 may be an electric cable transmitting an electric con-
trol signal to an electric motor controller.
[0012] The handlebar carrier 50 couples the handlebar
40 to the support shaft 10 and allows the handlebar 40
to be moved between the operational position and the
non-operational position. The handlebar carrier 50 locks
the handlebar 40 in the operational position or when the
handlebar carrier 50 is released the handlebar 40 can be
rotated about a first axis to an intermediate non-opera-
tional position as illustrated in figure 2, and also the about
second axis from the intermediate non-operational posi-
tion to the non-operational position such the handlebar
40 is in the stored position as shown in figure 3 and figure
4. In the preferred embodiment the first axis is orthogonal
to a longitudinal axis of the support shaft 10 such that in
the intermediate non-operational position the handlebar
40 is parallel with the support shaft 10. Correspondingly
in such an embodiment the second axis is orthogonal to

the first axis and parallel with the longitudinal axis of the
support shaft 10. The handlebar carrier 50 comprises a
carrier body 51 having a circular pipe clamp 54 arrange-
ment at its first end 52 for clamping the handlebar carrier
50 at a position along the support shaft 10. The pipe
clamp 54 maybe releasable for allowing the position of
the handlebar carrier 50 to be change along the length
of the support shaft 10, but in normal circumstances the
position of the handlebar carrier 50 on the support shaft
10 would not need to be regularly adjusted by a tool op-
erator. The body 51 of the handlebar carrier 50 extends
upwardly and away from the support shaft 10 when the
vegetation cutter is held in the in-use position. The sec-
ond end 53 of the carrier body has a circular flange mem-
ber 69 for cooperating with a handlebar clamp 55. Coaxial
with the carrier body 51 is a circular recess channel 76
surrounding a central column 90. A coaxial bore 91 in
the column 90 has located therein a fixing nut 92. A helical
spring 78 is sized to locate within the recess channel 76
of the carrier body 51.
[0013] A handlebar clamp 55 for co-operating with the
flange 69 end of the carrier body 51 comprises a clamp
body portion 56 and a clamping plate 57. The clamp body
56 has an outer skirt for cooperating with flange 69 of the
carrier body 51 and an inner skirt 76 which extends down-
wardly and, in situ, into the circular channel 76 of the
carrier body 51 when the clamp body 56 and carrier body
51 are brought into co-operating engagement. The skirt
78 captures the spring 77 within channel 76 of the carrier
body 51. The column 90 of the carrier body extends
through an internal bore 80 of the handlebar clamp body
56. The walls of the bore 80 form the downwardly ex-
tending skirt 78. When in the co-operating engagement
the clamp body 56 is rotationally moveable with respect
to the carrier body 51. The flange 69 of the carrier body
51 has to radially extending taps 93. A downwardly ex-
tending finger 75 of the clamp body 56 engages with taps
93 of the flange at respective rotational orientations of
the clamp body 56. The range of rotational movement of
the clamp body 56 with respect to the carrier body 51 is
limited by said taps 93 and finger 75.
[0014] The generally circular clamp body 56 has a tail
portion 64 within which is located an elongate slot 58.
The upper surface of the clamp body 56 has a recess
area 65. A clamping plate 57 has a tail tap 94 which en-
gages within slot 58 of the clamp body tail 64. The clamp-
ing plate 57 then locates within recess 65 on top of the
clamping body 56. The clamping body 56 and clamp plate
57 has complimentary semi-circular handlebar clamping
channels 59, 60 which are located to one side of the
central bore 80 and between the bore 80 and the body
tail 64. The centre portion 41 of the handlebar is received
within the complimentary channels 59, 60 for clamping
the handlebar portion 41 between the clamp body 56 and
clamp plate 57. The clamp body 56 and clamp plate 57
are held together and the handlebar clamp 55 secured
to the carrier body 51 by a clamping bolt 61 having a
threaded shank 62 engageable with the fixing nut 92 held
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within the carrier body 51. The clamp body 56, clamp
plate 57 and carrier body 51 have respective correspond-
ing central apertures 63, 80, 91 for receiving the threaded
shank 62 passing though the apertures 63, 80, 91. The
clamping bolt 61 is threadably engaged with the fixing
nut 92 and clamps the clamp body 56 and clamp plate
57 together and to the carrier body 51 by turning the bolt
61 to move the threaded shank 62 along the nut 92 to-
wards the carrier body 92. The handlebar clamp 55 is
released by backing-off the bolt 61 from the nut 92. When
the bolt 61 is released the clamp body 55 maybe rotated
about the bolt 61 with respect to the carrier body 51 at
the same time rotating the handlebar 40 about the first
axis between the operational position and the intermedi-
ate non-operational position, that is to say from the po-
sition shown in Figure 1 to the position shown in Figure
2. In the unclamped condition the centre portion 41 of
the handlebar 40 can also rotate within the complimen-
tary recess 59, 60 of the clamshell clamp portions so that
the handlebar can be rotated about the second axis from
the intermediate non-operational position to the non-op-
erational position, that is to say from the position shown
in Figure 2 to the position shown in Figures 3 and 4.
[0015] The semi-circular handlebar clamping recess
60 of the clamping body 56 has flattened shoulder surface
66. The center 44 of the handlebar has a flat profile 67
along one side. The flat profile 67 cooperates with the
flatten shoulder 66 of the recess 60 in order to index the
handlebar about the second axis in its intended opera-
tional position. In additional, in the operational position
shown in figure 1, on the finger 75 of the carrier body 56
engages a first one of the taps 93 on the carrier body 51
flange. When the carrier body 56 is rotated through 90-
degrees to the intermediate operational position the fin-
ger 75 engages the second one of the taps 93. Thus, the
finger 75 and taps 93 index the handlebar between the
operational position and the intermediate non-operation-
al position. The flat profile 67 in cooperation with the flat-
ten shoulders 66 in the recess 60 index the handlebar
between the intermediate in operational position and the
stored position.
[0016] In order that the power source 30, being either
an internal combustion engine or an electric motor, can-
not operate when the handle is not in the operational
position a kill-switch 70, it provided with the handlebar
carrier 50. Wires 80 connect the kill with the control
means 45 or the power source 30 control as required by
its operation means. The kill-switch 70 can be a normally
open or normally close switch circuit depending on the
power source operational requirements. For example,
when an internal combustion engine is used in the pre-
ferred embodiment the kill-switch might be wired as nor-
mally closed contact that grounds the coil of the engine
thus preventing ignition spark and killing the engine.
When the handle is moved to the operational position the
kill-switch contacts are opened such that the coil is no
longer grounded and a spark can be produced to operate
the engine. If an electric motor is used in an alternative

embodiment the kill-switch could be wired in series with
the control means 45 such that unless the kill switch is
closed the trigger cannot cause operation of the motor.
Alternatively the kill switch could be wired as normally
open or normally closed contacts that send a kill signal
to the electric motor controller. In the preferred embodi-
ment the kill-switch 70 is a "micro-switch" of a suitable
and known type that is located within a recess 72 of the
carrier body 51 immediately below the flange 69. An
opening or aperture 73 is provided in the flange adjacent
the recess 72. Referring to the drawings it can be seen
to the micro-switch has a switch button 71 that when de-
pressed causes the switch contacts to change states, for
example from a close state to an open state or from an
open state to a close state as necessary for the particular
kill-switch arrangement of the power source 30. The kill-
switch is located within complimentary recess 72 with the
button 71 adjacent and engageable through opening or
aperture 73 is provided in the flange. When the clamp
body 56 and carrier body 51 are rotationally aligned in
the operational position the figure 75 of the clamp body
56 is aligned with the opening or aperture 73 is provided
in the flange. The clamp body 56 and carrier body 51 are
biased apart by the spring 77 in recess 76. When the bolt
61 is engaged to clamp the handlebar the clamp body
56 and carrier body 51 are moved together against the
spring bias. The finger 75 is moved to project through
opening or aperture 73 and at the same time to depress
the micro-switch button 71 in order to change the state
of the micro-switch contacts and enable operational of
the power source 30. At the same time the handlebar is
clamped between the clamp body 56 and clamp plate 57.
[0017] Thus, the handlebar clamp 55 is provided with
a kill-switch 70 that has a button 71 for enabling the power
source 30 of the vegetation cutter only when the handle-
bar 40 is in the operational position. If the clamping bolt
61 is not tightened to secure of the handlebar clamp 55
the kill-switch button 71 is not depressed and the power
source 30 is not enabled. If the handlebar is rotated about
the first axis away from the operational position to the
intermediate non-operational position the finger 75 is not
aligned with opening or aperture 73 and the kill-switch
button 71 cannot be depressed to enable the power
source, even when the clamp 55 is properly closed. Thus
the power source 30 of the vegetation cutter can only
operated when the handlebar carrier 50 is correctly se-
cured to the support shaft 10 and the handlebar 40 is
correctly in the operational position and the clamshell
clamp 55 of the handlebar carrier clamping the handlebar
40 is correctly close and clamped.

Clauses:

[0018]

1. A handlebar carrier for a power operate tool, the
carrier comprising a carrier body and handlebar
clamp attached to the carrier body, the handlebar
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clamp movably coupling the handlebar to the carrier
body, the handlebar moveable between an opera-
tional position and a first non-operational position,
and a motor kill-switch located on or with the han-
dlebar carrier and operable to prevent operation of
the motor when the handlebar is moved out of the
operational position.

2. The handlebar carrier of clause 1 wherein the han-
dlebar is movable via the handlebar clamp about a
first axis between the operational position and the
first non-operational position, and is movable about
a second axis between the operational position and
a second non-operational position, the motor kill-
switch operable to prevent operation of the motor
when the handlebar is moved out of the operational
position towards either the first non-operational po-
sition or the second non-operational position.

3. The handlebar carrier of clause 1 or clause 2
wherein the carrier body and clamp body having a
released position and a clamped position securing
the handlebar in the operational position, and where-
in the motor kill-switch is operable to prevent oper-
ation of the motor when the carrier body and clamp
body are in the released position or when the han-
dlebar is not in the operational position.

4. A vegetation cutter comprising:

a support shaft having a first end and a second
end,
a tool head located at the first end of the support
shaft, the tool head carrying a rotateably drivable
tool,
a motor located at the second end of the support
shaft for driving the tool via a drive shaft located
in the support shaft,
a handlebar located between the tool head and
the motor for manipulating the vegetation cutter,
a handlebar carrier movably coupling the han-
dlebar to the support shaft, the handlebar move-
able via the handlebar carrier between an oper-
ational position and a first non-operational posi-
tion, and
a motor kill-switch located on or with the han-
dlebar carrier and operable to prevent operation
of the motor when the handlebar is moved out
of the operational position.

5. The vegetation cutter of clause 4 wherein the han-
dlebar is movable via the handlebar carrier about a
first axis between the operational position and the
first non-operational position, and is movable about
a second axis between the operational position and
a second non-operational position, the motor kill-
switch operable to prevent operation of the motor
when the handlebar is moved out of the operational

position towards either the first non-operational po-
sition or the second non-operational position.

6. The vegetation cutter of clause 4 or 5 wherein the
handlebar carrier includes a carrier body and a clamp
body having a released position and a clamped po-
sition securing the handlebar in the operational po-
sition, and wherein the motor kill-switch is operable
to prevent operation of the motor when the carrier
body and a clamp body are in the released position
or when the handlebar is not in the operational po-
sition.

Claims

1. A handlebar carrier (50) for coupling a handlebar (40)
to a power operated-tool, the power tool including a
support shaft (10) and an internal combustion engine
(30), the handlebar carrier (50) comprising:

a carrier body (51) for coupling to the support
shaft (10); and
a handlebar clamp (55) attached to the carrier
body (51) and arranged to movably couple the
handlebar (40) to the carrier body (51) such that
the handlebar (40) is moveable between an op-
erational position and a first non-operational po-
sition,
wherein the handlebar carrier (50) further in-
cludes a kill-switch (70) operable to prevent op-
eration of the internal combustion engine (30)
when the handlebar (40) is moved out of the
operational position.

2. The handlebar carrier (50) of claim 1, wherein the
handlebar (40) is movable via the handlebar carrier
(50) about a first axis between the operational posi-
tion and the first non-operational position, and the
handlebar (40) is further movable about a second
axis between the first non-operational position and
a second non-operational position, wherein the sec-
ond axis is different from the first axis; and optionally,
wherein the second axis is orthogonal to the first axis
and parallel to a longitudinal axis of the support shaft
(10).

3. The handlebar carrier (50) of claim 1 or 2, wherein
the carrier body (51) and the handlebar clamp (55)
includes a released configuration and a clamped
configuration securing the handlebar (40) in the op-
erational position; and
wherein the kill-switch (70) is further operable to pre-
vent operation of the internal combustion engine (30)
when the carrier body (51) and the handlebar clamp
(55) are in the released configuration.

4. The handlebar carrier (50) of claim 3, wherein the
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handlebar clamp (55) comprises a clamp body (56)
and a clamping plate (57) having complementary
semi-circular handlebar clamping channels (59, 60)
for receiving the handlebar (40); and
the handlebar carrier (50) further comprises a clamp-
ing bolt (61) for releasably clamping the clamp body
(56) and the clamping plate (57) and for changing
between the released configuration and the clamped
configuration.

5. The handlebar carrier (50) of claim 4, wherein when
the clamping bolt (61) is released, the clamp body
(56) is rotatable about the clamping bolt (61) with
respect to the carrier body (51) for rotating the han-
dlebar (40) between the operational position and the
first non-operational position.

6. The handlebar carrier (50) of claim 4 or 5, wherein
the clamp body (56) comprises a finger (75) for ac-
tuating the kill-switch (70) when the finger (75) is
aligned with the kill-switch (70).

7. The handlebar carrier (50) of any one of claims 1 to
6, wherein the carrier body (51) comprises a pipe
clamp (54) that is releasable for changing a position
of the handlebar carrier (50) along the support shaft
(10).

8. The handlebar carrier (50) of any one of claims 1 to
7, wherein the kill-switch (70) is arranged to ground
a coil of the engine to prevent generation of ignition
spark so as to prevent operation of the internal com-
bustion engine (30) when the handlebar (40) is
moved out of the operational position.

9. A vegetation cutter comprising:

a support shaft (10) having a first end and a sec-
ond end;
a drive shaft located in the support shaft (10);
a tool head (20) located at the first end of the
support shaft (10) and arranged to carry a rotat-
ably drivable tool;
a internal combustion engine (30) located at the
second end of the support shaft (10), for driving
the rotatably drivable tool via the drive shaft;
a handlebar (40) located between the tool head
(20) and the internal combustion engine (30),
for allowing a user to manipulate the vegetation
cutter;
a handlebar carrier (50) movably coupling the
handlebar (40) to the support shaft (10), the han-
dlebar (40) being moveable via the handlebar
carrier (50) between an operational position in
which the user can hold the handlebar (40) to
support the vegetation cutter in use and a first
non-operational position;
wherein the handlebar carrier (50) includes a

kill-switch (70) operable to prevent operation of
the internal combustion engine (30) when the
handlebar (40) is moved out of the operational
position.

10. The vegetation cutter of claim 9, wherein the han-
dlebar carrier (50) comprises:

a carrier body (51) and a handlebar clamp (55),
the carrier body (51) and the handlebar clamp
(55) having a released configuration and a
clamped configuration securing the handlebar
(40) in the operational position; and
wherein the kill-switch (70) is further operable
to prevent operation of the internal combustion
engine (30) when the carrier body (51) and the
handlebar clamp (55) are in the released con-
figuration.

11. The vegetation cutter of claim 10, wherein the han-
dlebar (40) is movable via the handlebar carrier (50)
about a first axis between the operational position
and the first non-operational position, and the han-
dlebar (40) is further is movable about a second axis
between the first non-operational position and a sec-
ond non-operational position; and optionally,
the second axis is orthogonal to the first axis and
parallel to a longitudinal axis of the support shaft (10).

12. The vegetation cutter of claim 10 or 11, wherein the
handlebar clamp (55) comprises a clamp body (56)
and a clamping plate (57) having complementary
semi-circular handlebar clamping channels (59, 60)
for receiving the handlebar (40); and
the handlebar carrier (50) further comprises a clamp-
ing bolt (61) for releasably clamping the clamp body
(56) and the clamping plate (57) and for changing
between the released configuration and the clamped
configuration.

13. The vegetation cutter of claim 12, wherein when the
clamping bolt (61) is released, the clamp body (56)
is rotatable about the clamping bolt (61) with respect
to the carrier body (51) for rotating the handlebar
(40) between the operational position and the first
non-operational position.

14. The vegetation cutter of claim 12 or 13, wherein the
clamp body (56) comprises a finger (75) for actuating
the kill-switch (70) when the finger (75) is aligned
with the kill-switch (70).

15. The vegetation cutter of any one of claims 9 to 14,
wherein the kill-switch (70) is arranged to ground a
coil of the engine to prevent generation of ignition
spark so as to prevent operation of the internal com-
bustion engine (30) when the handlebar (40) is
moved out of the operational position.
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