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(54) METHOD TO DETERMINE THE CARBON EQUIVALENT CONTENT OF A CAST IRON ALLOY 
HAVING A HYPEREUTECTIC COMPOSITION AND EQUIPMENT TO CARRY IT OUT

(57) The invention relates to a methodology based
on thermal analyisis to determine the carbon equivalent
content of a cast iron alloy which comprises the steps of
pouring a first sample in a composition cup and a second
sample in a thermal cup, obtain both solidification curves,
and as a function of the liquidus temperature and the

eutectic minimum temperature for both curves, deter-
mine if the model to apply is a linear model for hypoeu-
tectic and eutectic zones or a linear model for hypereu-
tectic zone. It also related to an equipment for carrying
out said method.
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Description

TECHNICAL FIELD

[0001] The present invention belongs to the cast iron alloys sector, and more particularly refers to methods for controlling
the carbon content or carbon equivalent content for all composition ranges (hypoeutectic, eutectic and hypereutectic)
by means of thermal analysis techniques, in order to ensure that the parts are produced with the desired carbon content.
The invention also relates to a software product for carrying out the method and to an equipment for carrying it out.

BACKGROUND OF THE INVENTION

[0002] The manufacturing process of cast iron parts, considering lamellar, vermicular and ductile iron is being constantly
improved in order to obtain castings with better mechanical properties, higher production yield, while minimizing the
costs. Additionally, a weight reduction is sought above all on the automotive, railway and wind energy sectors.
[0003] All these premises set the basis for a process where the working limits must be every day narrower and with
an exhaustive control.
[0004] Two of the most important parameters regarding the production of cast iron parts are the carbon and silicon
contents, or said otherwise, the carbon equivalent (%Ceq=%C+%Si/3). By controlling properly the value of this parameter,
the feeding capacity of the alloy can be increased. This means that the feeding system of the pattern design can be
minimized and this way the pattern yield and the production yield are increased. This leads to castings with less scrap
rate and minimized costs.
[0005] To achieve the above mentioned goals, the current tendency regarding small castings production is to increase
the carbon equivalent obtaining hypereutectic alloys. The carbon equivalent is increased by increasing the carbon
content, because the expansion during the graphite precipitation helps to counteract the metallic contraction. The graphite
density is decreased when solidifying compared to the liquid carbon. On the other hand, the solid austenite’s density is
higher than the density of the liquid melt. This is why the higher the graphite precipitation the lower the contraction
tendency of the alloy.
[0006] The problem of this chemical composition change is that the control methodology becomes more complex. The
methods to control the carbon equivalent in foundries are three:

• Spark spectrometry: This is the most accurate technique to measure in real time the most part of the elements of
the alloy. The measurement time is very fast and the methodology is easy to carry out. But for the carbon content
it is not very accurate.

• Combustion technique: The carbon measurement by means of this technique is very accurate, but it is not possible
to measure other elements than sulphur and carbon. Additionally, the measurement time is high and the equipment
is not available on all foundries due to its high cost.

• Thermal analysis: This technique is used to measure the carbon equivalent. The carbon measurement is very
accurate and the measurement time fast. Besides, it is a cheap methodology. Additionally, this equipment allows
obtaining some information regarding the metallurgic quality of the alloy. It is a very economical and robust implanted
technique, which makes it ideal for the intensive production of parts.

[0007] Raising the carbon equivalent presents the operating problem that for hypereutectic alloys, the thermal analysis
is not valid anymore. Some changes must be applied in order to make this methodology valid for these alloys, which is
the aim of the present invention.
[0008] The carbon equivalent control is very important because at high temperatures and in the conditions of a foundry,
the carbon content in the alloy evolves, as it reacts with oxygen (among others) and disappears from the alloy mixture.
[0009] The result is that its presence evolves so that between the initial mix in the furnace and the final part, there
may be so high differences that the part has no longer the desired carbon content.
[0010] This can be particularly serious when it comes to parts intended for the automotive sector, for example in
braking systems, where control of parameters is essential for safety reasons.
[0011] Therefore, knowing with precision the carbon equivalent content in the final product is essential.
[0012] The above-mentioned thermal analysis for determining the carbon equivalent content is well known, which
consists in the analysis of the cooling curves, which allows determining transition temperatures, such as liquidus tem-
perature (TL) and eutectic minimum temperature (TE). However, as will be discussed below, thermal analysis is currently
limited in the eutectic zone.
[0013] During the solidification process of a cast iron alloy, if the stable Fe-C diagram is followed, the phases austenite
and graphite are formed (shown in Figure 1 with dashed lines). On the other hand, if iron carbides are formed instead
of graphite, the solidification is performed following the metastable Fe-C diagram (shown in Figure 1 with straight lines).
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On the Figure 2 the relationship between the Fe-C diagram and a solidification curve obtained by means of thermal
analysis are shown.
[0014] In order to calculate the carbon equivalent of a cast iron alloy by means of thermal analysis techniques, the
conventional methodology is based on a metastable, also called white iron, solidification curve. The most important
parameters of a white iron solidification curve, that is TL and TE, exhibit a linear relationship with the carbon and silicon
contents.
[0015] However, this relationship is not valid for hypereutectic alloys. Considering that on the white solidification curve
the eutectic point is displaced to higher carbon equivalent values, it can be considered that this conventional methodology
is valid up to carbon equivalent values of around 4.60 %.
[0016] It is reminded that the carbon equivalent (considering only C and Si) is defined as: 

[0017] The conventional thermal analysis methodology to calculate the carbon equivalent for hypoeutectic and eutectic
cast iron next described is based on the calculation system of the registered Thermolan® predictive system of the
metallurgical quality. A similar description can also be found in the document "Thermal Analysis of Cast Iron" (Heraeus
Electro-Nite), available at the site http://heraeus-electro-nite.com/:For (It is reminded, for the foregoing description, that
a thermal analysis cup is poured with the liquid alloy only, whereas the composition cup contains tellurium for a lamellar
iron alloy and tellurium plus a free magnesium neutralizer for ductile and vermicular iron alloys, which is mixed with the
liquid alloy, thus obtaining white iron):

- So first a gray iron molten metal is poured in a composition cup and a white iron solidification curve is obtained, due
to the carburizer effect of the Te. If working with ductile or vermicular iron alloys, a free magnesium neutralizer must
also be added to the composition cup in order to enable the Te to apply its carburizer effect. The solidification curve
is registered by means of a thermocouple placed on the thermal center of the cup.

- The liquidus temperature and the eutectic minimum temperature are defined from the solidification curve (See FIG. 2);
- The linear model that enables to obtain the carbon and silicon contents is the following (though new measures could

improve their accuracy): 

[0018] An aspect to take into account is that many variables intervene in the forms of the curves, so the models are
different for each installation. However, there is certain uniformity, increasing as the technique progresses, which allows
the results obtained in a particular installation to be used in different installations. This procedure allows not only performing
many tests with the minimum cost, but also its results are very accurate, so that the repeatability of the tests is guaranteed.
[0019] But, as said before, this methodology is no longer valid for carbon equivalent values higher than 4.60 %. For
values higher than that threshold, the linear model does not represent the reality and the higher the carbon equivalent,
the higher the calculation error.
[0020] This deviation is due to the form of the Fe-C metastable diagram for the hypereutectic alloys, as shown in FIG.
1 (continuous lines), where the shape of the liquidus temperature curve changes abruptly.
[0021] Experimentally, the next evolution of the white curve liquidus temperature with respect to the carbon equivalent
was defined as shown in FIG. 3. The values of the carbon equivalent were defined by means of spark spectrometry and
combustion techniques. In the hypoeutectic zone the higher the carbon content, the lower the liquidus temperature.
[0022] Here it is seen that for carbon equivalent values higher than 4.55 %, the value of the liquidus temperature
remains more or less constant.
[0023] When reaching the eutectic composition the liquidus temperature becomes equal to the eutectic temperature,
so that a shoulder can no longer be distinguished, and there is no longer a univocal relationship between liquidus
temperature and carbon content, i.e. it is no longer possible to determine the carbon content. In other words, the model
is no longer valid when, by increasing the carbon content and thus the carbon equivalent, the liquidus temperature
descends until it gets confused with the eutectic temperature.
[0024] It is pointed out, however, that the relationship between the silicon content and the eutectic minimum temperature
does not change.
[0025] Based on this fact, a necessity is seen of a new method to determine the carbon equivalent content higher than
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the threshold that defines the start of the eutectic metastable zone.

DESCRIPTION OF THE INVENTION

[0026] For overcoming the state of the art limitations, the present invention proposes a method to determine the carbon
equivalent content of a cast iron alloy which comprises the following steps:

a) previously determining the maximum carbon equivalent value of validity of a linear thermal analysis model for
hypoeutectic and eutectic zones that relates the carbon equivalent with the liquidus temperature and the eutectic
minimum temperature of a white iron solidification curve. This step is equivalent to previously determining the
concentration of carbon equivalent for which the liquidus shoulder disappears in the solidification curve of a white iron;
b) previously determining the minimum carbon equivalent value of validity of a linear thermal analysis model for
hypereutectic zone that relates the carbon equivalent with the liquidus temperature for a graphitic solidification curve
and the eutectic minimum temperature of a gray iron solidification curve; in other words, to previously determine in
the hypereutectic zone the concentration of carbon equivalent (or the corresponding temperature) for which a liquidus
shoulder appears on the graphitic solidification curve. Therefore, since the two models lose their validity at a certain
distance of the eutectic point, the eutectic point corresponds in practice to an extended point, i.e. the skilled person
must decide in which moments the transitions between the two models occur;
c) pour a liquid first sample of iron alloy in a composition cup and a liquid second sample of the iron alloy in a thermal
cup; therefore a white iron sample and a graphitic iron sample are simultaneously obtained;
d) Obtain the solidification curve for both the first sample and the second sample;
e) Obtain from the solidification curve of the first sample the liquidus temperature and the eutectic minimum tem-
perature, and with these two values, define the carbon equivalent content for the iron alloy by means of the linear
thermal analysis model for hypoeutectic and eutectic zones;
f) If the carbon equivalent content for the iron alloy obtained in step e) is lower than the maximum carbon equivalent
value defined on the step a), then establish the carbon equivalent content of the iron alloy by using the linear thermal
analysis model for hypoeutectic and eutectic zones;
g) If the carbon equivalent content for the iron alloy obtained in step e) is higher than the maximum carbon equivalent
value defined in step a) then obtain the liquidus temperature of the second sample and check if is higher than the
value of the liquidus temperature corresponding to the minimum carbon equivalent value defined in step b);
h) If the result of step g) is positive, then establish the carbon equivalent content of the cast iron alloy by using the
linear thermal analysis model for the hypereutectic zone;
i) If the result of step g) is negative, then establish the carbon equivalent as the conventional for the hypoeutectic
and eutectic zones.

[0027] This method improves the accuracy of the current thermal analysis methods for determination of the carbon
equivalent content in hypereutectic compositions.
[0028] In addition, the use of thermal analysis results, as highlighted in the background section, reliable and inexpensive,
so that the technique can be carried out in facilities accustomed to using it, not having to become familiar with more
complex and expensive equipment.
[0029] Furthermore, it is an easily automated method, which can be the object of a software that can be used in any
installation, i.e. it is not left to chance by a particular technician. Therefore, repeatability is guaranteed.
[0030] In some embodiments, steps a) and b) are carried out by obtaining the solidification curves for multiple alloys
having different carbon equivalent contents and determining the carbon and silicon contents by using techniques not
making use of the solidification curves. These techniques are preferably spark spectrometry for determining the silicon
content and combustion for determining the carbon content. However other suitable techniques can be used or already
existing models can be used.
[0031] In some embodiments, step e) is carried out by determining the first inflexion point occurring before the eutectic
plateau or, which is equivalent, by detecting a peak in the first derivative higher than a predetermined threshold value
before the peak described for the eutectic plateau. Additionally, obtain the eutectic minimum temperature, by detecting
the first null point or peak of the first derivative on the eutectic plateau.
[0032] The solidification curves are the time evolution of the temperature. These curves are obtained using the afore-
mentioned thermal and composition cups, and sampling the temperature, for example using the equipment disclosed
below. Obviously, it implies that points are obtained that are to be then fitted by, for example, with a polynomic model.
Then the liquidus temperature corresponds to the point where the second derivative is null.
[0033] In some embodiments, step g) is carried out by determining the first inflexion point occurring before the eutectic
plateau or by detecting a peak in the first derivative higher than a predetermined threshold value before the eutectic
plateau. This technique is easily programmable.
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[0034] In some embodiments, the linear thermal analysis model for hypoeutectic and eutectic zones that relates the
carbon content with the liquidus temperature (TL) and the eutectic minimum temperature (TE) for a white iron is: 

[0035] In some embodiments, the linear thermal analysis model for hypoeutectic and eutectic -zones that relates the
silicon content with the eutectic minimum temperature (TE) for a white iron is: 

[0036] It is pointed out that the silicon content is calculated in this way for the whole range of compositions.
[0037] In some embodiments, the linear model for hypereutectic zone that relates the carbon content with the liquidus
temperature of a graphitic solidification curve (TLS) and the eutectic minimum temperature of a white iron solidification
curve (TE): 

[0038] In some embodiments, the liquidus temperature of a graphitic solidification curve (TLS) corresponding to the
minimum carbon equivalent value valid for the hypereutectic calculation methodology is 1164°C.
[0039] It should be noted that the linear models for the hypo/eutectic and hypereutectic zones can be theoretically
determined. However, many variables are involved in its determination, so the results in different installations will be
different. It may also happen that other components, albeit in other quantities, are added to the alloy, whereby the models
will also differ.
[0040] However, it is clear that if the measurements are carried out correctly, the models obtained will be very similar
for different installations. In particular, the inventors have determined the two linear models (II and IV) for said hypo/eutectic
and hypereutectic zones which give very good results when applied to other facilities.
[0041] The invention also relates to a method to determine the carbon equivalent content of a cast iron alloy having
a hypereutectic composition which comprises the following steps:

a) pour a liquid first sample of the iron alloy in a composition cup and a liquid second sample in a thermal cup;
b) obtain the solidification curve for both the first sample and the second sample;
c) if the liquidus temperature can be determined for both samples (the first derivative has a maximum above a
threshold value before the maximum related to the eutectic plateau) and they are not close (for example by estab-
lishing a practical threshold) to the eutectic minimum temperature then apply a linear thermal analysis model for
hypoeutectic and eutectic zones that relates the carbon equivalent with the liquidus temperature and the eutectic
minimum temperature for a white iron solidification curve and obtain the corresponding carbon equivalent content;
d) If the liquidus temperature can only be determined for the first sample (the first derivative has a maximum above
a threshold value before the maximum related to the eutectic plateau) and is close (for example by establishing a
practical threshold) to the eutectic minimum temperature and the second sample does not describe the liquidus
temperature (the first derivative has only a maximum related to the eutectic minimum plateau), then apply a linear
thermal analysis model for hypoeutectic and eutectic zones that relates the carbon equivalent with the liquidus
temperature and the eutectic minimum temperature for a white iron solidification curve and obtain the corresponding
carbon equivalent content.
e) If the liquidus temperature cannot be determined for neither of the samples (the first derivative has only a maximum
related to the eutectic minimum plateau) then apply a linear thermal analysis model for hypoeutectic and eutectic
zones.
f) If the liquidus temperature can only be determined for the second sample and is above a determined threshold
value, then apply a linear thermal analysis model for hypereutectic zone.

[0042] The invention also relates to an equipment for determining the carbon equivalent content of a cast iron alloy
having a hypereutectic composition, which comprises a composition cup, a thermal cup, both provided with temperature
probes, a processing device for processing the measures taken with the probes, a base for holding the cups and for
establishing a measuring circuit between the cups and the processor, the processing device being programmed for
carrying the calculation steps of the inventive method disclosed according to any of the variants described above.
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BRIEF DESCRIPTION OF THE DRAWINGS

[0043] To complete the description and in order to provide for a better understanding of the invention, a set of drawings
is provided. Said drawings form an integral part of the description and illustrate an embodiment of the invention, which
should not be interpreted as restricting the scope of the invention, but just as an example of how the invention can be
carried out. The drawings comprise the following figures:

FIG. 1 is a schematic representation of the main zones in the Fe-C diagram useful for understanding the present
invention.
FIG. 2 shows the general shape of a cooling curve based on the Fe-C diagram that allows detecting the liquidus
and the eutectic temperatures.
FIG. 3 is a liquidus temperature vs carbon equivalent content for a white iron alloy.
FIG. 4 is a liquidus temperature vs carbon equivalent content representation for a graphitic iron alloy.
FIG. 5 shows an equipment for carrying out the methods herein disclosed.
FIG. 6 is a flowchart of the method herein disclosed for determining the carbon content of a hypereutectic cast iron
alloy.
FIG. 7 and 8 are respectively the cooling curves for the thermal sample and the composition sample in the hypoeutectic
zone, with their first and second derivative also shown.
FIG. 9 and 10 are respectively the cooling curves for the thermal sample and the composition sample for a first
composition in the eutectic zone with their first and second derivative also shown.
FIG. 11 and 12 are respectively the cooling curves for the thermal sample and the composition sample for a second
composition in the eutectic zone with their first and second derivative also shown.
FIG. 13 and 14 are respectively the cooling curves for the thermal sample and the composition sample for a first
composition in the hypereutectic zone with their first and second derivative also shown.
FIG. 15 and 16 are respectively the cooling curves for the thermal sample and the composition sample for a second
composition in the hypereutectic zone with their first and second derivative also shown.

DESCRIPTION OF A WAY OF CARRYING OUT THE INVENTION

[0044] As shown in FIG. 6, the method herein disclosed is aimed at determining the carbon equivalent content of a
cast iron alloy having a hypereutectic composition by means of thermal analysis techniques. Prior to analyzing the
sample itself, the following two previous have been carried out, either in the same facility where the sample is analyzed
or in another facility:

a) determining I.1 the maximum carbon equivalent value of validity of a linear model for hypoeutectic and eutectic
zones that relates the carbon equivalent with the liquidus temperature and the eutectic minimum temperature for a
white iron solidification curve.
b) determining I.2 the minimum value of the liquidus temperature of a graphitic solidification curve of validity of a
linear model for hypereutectic zone that relates the carbon equivalent with the liquidus temperature for a graphitic
solidification curve and the eutectic minimum temperature of a white solidification curve.

[0045] Then, for a particular sample, the following steps, which sequence is shown in FIG. 6, are carried out:

c) Pour a first sample of the liquid alloy in a composition cup I.3 and a second sample in a thermal cup I.4.
d) Obtain I.5, I.6 the solidification curve for both the first sample CC and the second sample TC; Figures 7 to 16
show real curves obtained for five different compositions, first a hypoeutectic sample, then two eutectic samples,
with increasing equivalent carbon content, and then two hypereutectic samples, again with increasing carbon equiv-
alent content.
e) Obtain from the solidification curve of the first sample the liquidus temperature. This temperature can be determined
(FIGS. 7, 9, 11, 13, 15) by detecting the first appearance of an inflexion point occurring before the eutectic plateau
of the solidification curve or by detecting a peak in the first derivative higher than a predetermined threshold value
and before the peak described for the eutectic plateau. Additionally, obtain from the first sample the eutectic minimum
temperature, by detecting the first null point or peak of the first derivative on the eutectic plateau. With this two
values, define the carbon equivalent by means of a model for hypoeutectic and eutectic zones. A suitable model is
given by: %C = 0.0178-TE-0.0084-TL - 6.51 (III) and %Si = 78.23 - 0.0683·TE (II). The first and second derivatives
are shown in the time representations for each sample/cup.
f) If (comparison step I.7 of FIG. 6) the carbon equivalent content obtained in e) is lower than the maximum carbon
equivalent value defined on step a) (arrow going downwards), then establish the carbon equivalent content of the
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cast iron alloy as the one obtained on step e) step I.8.
g) If the carbon equivalent content obtained in e) is higher (arrow to I.9) than the maximum carbon equivalent value,
then obtain I.9 the liquidus temperature of the second sample and check I.10 if it is higher than the temperature
defined on step b), which in the present practical case is established as 1164ºC. This liquidus temperature is
calculated by determining the first inflexion point occurring before the eutectic plateau or by detecting a peak in the
first derivative higher than a predetermined threshold value and before the peak described for the eutectic plateau.
h) If the result of step g) is positive, then (arrow going downwards) establish the carbon equivalent content of the
cast iron alloy by using the linear model for hypereutectic zone I.11. The inventors have determined experimentally
that a suitable model is given by: %C = 0.0082·TE- 0.0019·TLS- 7.382 (IV) and %Si = 78.23 - 0.0683·TE (II).
i) If the result of step g) is negative (I.10 arrow going leftwards), then establish the carbon equivalent as the value
obtained on step e) (I.8)

[0046] Now the ten cooling curves, corresponding to five different compositions, will be disclosed, which are aimed at
showing the different results that can be obtained as a function of the carbon content:

In all the following cases, steps I.1 and I.2 have already been carried out, and the solidification curves have been
determined I.3-I.6 of the cast iron alloy in question.

Case 1 - FIG.s 7 and 8 - HypoEutectic: %C = 3.47 ; %Si = 1.76 ; % Ceq = 4.05%

[0047] In this case, the composition is clearly in the hypoeutectic zone, and then both curves CC, TC allow to easily
and unambiguously determining the Tliq.
[0048] As shown in FIG. 7, the solidification of the composition cup (white iron) shows a liquidus shoulder (intersection
of the auxiliary dashed lines, the vertical one showing the maximum of the first derivative, the horizontal one indicating
the value of the liquidus temperature) at medium-high temperatures, which means that the alloy is in the hypoeutectic
zone. On the other hand, as shown in FIG. 8, the thermal cup shows a liquidus temperature that is situated more or less
at the height of the liquidus temperature of the composition cup. The calculation model for hypoeutectic and eutectic
alloys is applied.

Case 2 - FIG.s 9 and 10 - Eutectic: %C = 3.99 ; %Si = 1.35 ; % Ceq = 4.44%

[0049] Figure 9 shows how the first maximum of the first derivative and the maximum corresponding to the eutectic
plateau correspond to temperature values in the solidification curve (continuous blue line) very close to each other (For
example <15ºC, although the skilled person can adjust it in function of improvements in the measurements accuracy),
so that the cast alloy is considered as eutectic, and then, as explained above, the liquidus can be defined, although it
is considered close to the eutectic point. In the thermal curve, however, both the liquid and minimum eutectic temperatures
coincide with the same first null point of the first derivative. Then it is concluded that Ceq is eutectic.
[0050] The calculation model for hypoeutectic and eutectic alloys is applied.

Case 3 - FIG.s 11 and 12 - Eutectic: %C = 3.92 ; %Si = 1.60 ; % Ceq = 4.45%

[0051] Case 3 is analogous to case 2, but with different carbon and silicon contents that lead to an almost identic Ceq.
[0052] The calculation model for hypoeutectic and eutectic alloys is applied.

Case 4 - FIG.s 13 and 14 - HyperEutectic: %C = 4.09 ; %Si = 1.74 ; % Ceq = 4.67%

[0053] In this case it is observed how the liquidus of the composition curve and the minimum eutectic correspond to
the same first null point of the first derivative. The first maximum of the first derivative has a very low value and cannot
be considered as the relative one to a high liquidus temperature. In other words, it can be seen that the composition
curve does not show any "marked" liquidus shoulder, that is, the liquidus is at the level of the minimum eutectic temper-
ature.
[0054] However, in the thermal cup it is observed that the first derivative exhibits two maxima, the one relative to the
hypereutectic liquidus (Peak TL) and the minimum eutectic temperature plateau. These maxima correspond to the
solidification curve (continuous blue line) with well-differentiated temperature values. And it is observed that the liquid
is above 1164 ºC, which is a value that has been set by the inventors as the lower limit of this variable for the inventive
method.
[0055] In other words, the results concerning the composition cup lead to the next step consisting in determining
whether the cast alloy is at either the eutectic point or the hypereutectic zone. To determine this question the liquidus
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of the thermal curve is checked. Since it exhibits a "marked" liquidus shoulder, that is, since the first derivative has a
peak before the peak corresponding to the eutectic plateau, it is considered to be in the hypereutectic zone. Therefore,
the C% is calculated using a linear model in the hypereutectic zone.

Case 5 - FIG.s 15 and 16 - HyperEutectic: %C = 4.25 ; %Si = 1.46 ; % Ceq = 4.75%

[0056] Case 5 is analogous to case 4, but here it is appreciated that the shoulder shows up at a higher temperature.
[0057] The invention also refers to an equivalent method comprising the steps of:

a) Pour a first sample of the liquid alloy in a composition cup and a second sample in a thermal cup;
b) Obtain the solidification curve for both the first sample and the second sample;
c) If the liquidus temperature can be determined for both samples (the first derivative has a maximum above a
threshold value before the maximum related to the eutectic plateau) and they are not close (for example by estab-
lishing a practical threshold) to the eutectic minimum temperature then apply a linear conventional model for hy-
poeutectic and eutectic zones that relates the carbon equivalent with the liquidus temperature and the eutectic
minimum temperature for a white iron solidification curve and obtain the corresponding equivalent carbon content;
d) If the liquidus temperature of the first sample can be determined (the first derivative has a maximum above a
threshold value before the maximum related to the eutectic plateau) and it is close (for example by establishing a
practical threshold) to the eutectic minimum temperature and the second sample does not describe the liquidus
temperature (the first derivative has only a maximum related to the eutectic minimum plateau), then apply a linear
conventional model for hypoeutectic and eutectic zones.
e) If the liquidus temperature cannot be determined for neither of the samples (the first derivative has only a maximum
related to the eutectic minimum plateau) then apply a linear conventional model for hypoeutectic and eutectic zones.
If the liquidus temperature can be determined for both samples (first sample’s liquidus temperature must be very
close to the eutectic point (for example by establishing a practical threshold), ensuring that the carbon equivalent
is not hypoeutectic, and the second sample’s liquidus is above a determined threshold value) then apply a linear
model for hypereutectic zone that relates the carbon equivalent with the liquidus temperature of a graphitic solidifi-
cation curve and the eutectic mimimum temperature of a white iron solidification curve.
f) If the liquidus temperature can only be determined for the second sample and it is above a determined threshold
value, then apply a linear model for hypereutectic zone.

[0058] As shown in FIG. 5, the invention also relates to an equipment 1, preferably portable, for determining the carbon
equivalent content of a cast iron alloy having a hypereutectic composition, which comprises a composition cup 2, a
thermal cup 3, both provided with temperature probes, a processing device 4 for processing the measurements taken
with the probes, a base 5 for holding the cups 2, 3 and for establishing a measuring circuit between the cups 2, 3 and
the processing device 4, the processing device 4 being programmed for carrying the steps d) to i) of the inventive method.
The equipment can comprise a third cup 6 for determining other parameters of the cast alloy.
[0059] In this text, the term "comprises" and its derivations (such as "comprising", etc.) should not be understood in
an excluding sense, that is, these terms should not be interpreted as excluding the possibility that what is described and
defined may include further elements, steps, etc.
[0060] The invention is obviously not limited to the specific embodiment(s) described herein, but also encompasses
any variations that may be considered by any person skilled in the art (for example, as regards the choice of materials,
dimensions, components, configuration, etc.), within the general scope of the invention as defined in the claims.

Claims

1. Method to determine the carbon equivalent content of a cast iron alloy which comprises the following steps:

a) Previously determining (I.1) the maximum carbon equivalent value of validity of a linear thermal analysis
model for hypoeutectic and eutectic zones that relates the carbon equivalent with the liquidus temperature and
the eutectic minimum temperature for a white iron solidification curve;
b) Previously determining (1.2) the minimum carbon equivalent value of validity of a linear thermal analysis
model for hypereutectic zone that relates the carbon equivalent with the liquidus temperature for a graphitic
solidification curve and the eutectic minimum temperature of a gray iron solidification curve;
c) Pour a liquid first sample (I.3) of the iron alloy in a composition cup and a liquid second sample (I.4) of the
iron alloy in a thermal cup;
d) Obtain the solidification curve for both the first sample (I.5) and the second sample (I.6);
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e) Obtain (I.7) from the solidification curve of the first sample the liquidus temperature and the eutectic minimum
temperature, and with these two values, define the carbon equivalent content for the iron alloy by means of the
linear thermal analysis model for hypoeutectic and eutectic zones;
f) If the carbon equivalent content for the iron alloy obtained in step e) is lower than the maximum carbon
equivalent value defined in a), then establish (I.8) the carbon equivalent content of the iron alloy by using the
linear model for hypoeutectic and eutectic zones;
g) If (I.8) the carbon equivalent content for the iron alloy obtained in step e) is higher than the maximum carbon
equivalent value defined in a), then obtain (I.9) the liquidus temperature of the second sample and check (I.10)
if is higher than the value of the liquidus temperature corresponding to the minimum carbon equivalent value
defined in b);
h) If the comparisons of step g) are positive, then establish the carbon equivalent content of the cast iron alloy
by using the linear thermal analysis model for hypereutectic zone (I.11);
i) If the second comparison (I.10) of step g) is negative, then establish the carbon equivalent as the one obtained
in e).

2. Method according to claim 1, wherein steps a) and b) are carried out by obtaining the solidification curves for multiple
alloys having different carbon equivalent contents and determining the carbon and silicon contents by using tech-
niques not making use of the solidification curves.

3. Method according to any of the previous claims, wherein step e) is carried out by determining the first inflexion point
occurring before the eutectic plateau or by detecting a peak in the first derivative higher than a predetermined
threshold value and before the peak described for the eutectic plateau, obtain the eutectic minimum temperature,
by detecting the first null point or peak of the first derivative on the eutectic plateau.

4. Method according to any of the previous claims, wherein step g) is carried out by determining the first inflexion point
occurring before the eutectic plateau or by detecting a peak in the first derivative higher than a predetermined
threshold value and before the peak described for the eutectic plateau.

5. Method according to any of the previous claims, wherein the linear thermal analysis model for hypoeutectic and
eutectic zones that relates the carbon content with the liquidus temperature (TL) and the eutectic minimum temper-
ature (TE) for a white iron is: 

6. Method according to any of the previous claims, wherein the linear thermal analysis model for hypoeutectic and
eutectic zones that relates the silicon content with the eutectic minimum temperature (TE) for a white iron is: 

7. Method according to any of the previous claims, wherein the linear thermal analysis model for hypereutectic zone
that relates the carbon content with the liquidus temperature of a graphitic solidification curve (TLS) and the eutectic
minimum temperature (TE) for a gray iron solidification curve: 

8. Method according to any of the previous claims, wherein the minimum value of the liquidus temperature of a graphitic
solidification curve of validity of a linear thermal analysis model for hypereutectic zone that relates the carbon
equivalent with the liquidus temperature for a graphitic solidification curve and the eutectic minimum temperature
of a gray solidification curve is 1164°C.

9. Method to determine the carbon equivalent content of a cast iron alloy having a hypereutectic composition which
comprises the following steps:
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a) Pour a liquid first sample of the iron alloy in a composition cup and a liquid second sample in a thermal cup;
b) Obtain the solidification curve for both the first sample and the second sample;
c) If the liquidus temperature can be determined for both samples and they are not close to the eutectic minimum
temperature then apply a linear thermal analysis model for hypoeutectic and eutectic zones that relates the
carbon equivalent with the liquidus temperature and the eutectic minimum temperature for a white iron solidi-
fication curve and obtain the corresponding carbon equivalent content;
d) If the liquidus temperature can only be determined for the first sample and is close to the eutectic minimum
temperature and the second sample does not describe the liquidus temperature, then apply a linear thermal
analysis model for hypoeutectic and eutectic zones that relates the carbon equivalent with the liquidus temper-
ature and the eutectic minimum temperature for a white iron solidification curve and obtain the corresponding
equivalent carbon content;
e) If the liquidus temperature cannot be determined for neither of the first and second samples then apply a
linear thermal analysis model for hypoeutectic and eutectic zones.
f) If the liquidus temperature can only be determined for the second sample and the liquidus temperature is
above a determined threshold value, then apply a linear thermal analysis model for hypereutectic zone.

10. Method according to claim 9, wherein the linear thermal analysis model for hypoeutectic and eutectic zones that
relates the carbon content with the liquidus temperature (TL) and the eutectic minimum temperature (TE) for a white
iron is: 

11. Method according to claims 9 or 10, wherein the linear thermal analysis model for hypoeutectic and eutectic zones
that relates the silicon content with the eutectic minimum temperature (TE) for a white iron is: 

12. Method according to any of claims 9 to 11, wherein the linear thermal analysis model for hypereutectic zone that
relates the carbon content with the liquidus temperature of a graphitic solidification curve (TLS) and the eutectic
minimum temperature (TE) for a white iron solidification curve is: 

13. Method according to any of claims 9 to 12, wherein the minimum value of the liquidus temperature of a graphitic
solidification curve of validity of a linear thermal analysis model for hypereutectic zone that relates the carbon
equivalent with the liquidus temperature for a graphitic solidification curve and the eutectic minimum temperature
of a gray solidification curve is 1164°C.

14. Equipment for determining the carbon equivalent content of a cast iron alloy having a hypereutectic composition,
which comprises a composition cup (2), a thermal cup (3), both provided with temperature probes, a processing
device (4) for processing the measurements taken with the probes, a base (5) for holding the cups (2, 3) and for
establishing a measuring circuit between the cups (2, 3) and the processing device (4), the processing device (4)
being programmed for carrying the steps d) to i) of the method of claims 1 to 13.
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