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(54) SELECTABLE KNIFE TRAY ARRANGEMENT

(57) A harvester (10) having a cutting assembly (30)
is described that comprises two oppositely facing side-
walls (232a, 232b) and two loading systems, each load-
ing system comprising a transverse member that extends
between and through the sidewalls (232a, 232b), and
two trays of knives (240a, 240b). Rotation of a transverse

member (252, 262) causes the associated tray of knives
to move between a loaded and an unloaded position;
wherein in the loaded position the knives (234) protrude
into a crop collection channel of a harvester for the cutting
of crop material.
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Description

TECHNOLOGY FIELD

[0001] The present disclosure relates generally to a
crop feeding system in a harvester, particularly to con-
nections that allow for the proper placement of multiple
counter knife trays in a bottom floor assembly.

BACKGROUND

[0002] For many years harvesters, such as agricultural
balers, have been used to consolidate and package crop
material so as to facilitate the storage and handling of
the crop material for later use. Usually, a mower-condi-
tioner cuts and conditions the crop material for windrow
drying in the sun. When the cut crop material is properly
dried, a harvester, such as a round baler, the most fre-
quently used in the industry, travels along the windrows
to pick up the crop material and form it into cylindrically-
shaped round bales.
[0003] More specifically, the cut crop material is gath-
ered at the front of the baler from along the ground, onto
a pickup assembly, and into a crop feeding channel
where the material can be further cut before being intro-
duced into a bale-forming chamber. Traditionally, a se-
ries of knife blades, known as counter knives, protrudes
into the crop feeding channel to assist in the cutting of
the crop material. Such knives are mounted for individual
release or tripping against a biasing force so as to protect
the individual blades from being damaged from obstacles
or crop which produces high loads. Additionlly, many sys-
tems provide a way of selecting all, none, or various num-
bers of the available knives for operation so as to vary
the amount the crop is reduced by the active knives.
[0004] DE 43 02 199 discloses one way of selecting
the number of active cutting knives. However, this cutting
device requires each knife to be individually locked out
of operation, which is time consuming and is difficult to
achieve in the cramped environment where the cutting
device is mounted.
[0005] U.S. Pat. No. 6,050,510 discloses a way of se-
lecting the number of active cutting knives wherein a plu-
rality of knives can be locked out of operation according
to a pre-selecgted arrangement by pivoting a blocking
rod into a desired location and securing it there for black-
ing a pre-selected arrangement of knives. While this de-
vice does permit multiple knives to be blocked out at the
same time, the mechanism for achieving this operation
is relatively complex and does not act in concert with the
mechnism that allows the knives to form a compact ar-
rangment.
[0006] Additional systems, such as U.S. Pat. Nos.
6,394,893, 6,594,983, 6,912,835, and 7,770,371, dis-
close complex mechansims for selecting the number of
active cutting knives, either by hydraulically controlling
each individual knife, or by the rotation of a selection
system that activates a certain number of the knives.

While such systems do permit the selection of active cut-
ting knives while maintaining a relatively compact ar-
rangement, knives not actively in use are still stored in
the machine during operation.
[0007] The instant application provides a crop collec-
tion system that allows for two trays of cutting knives,
each of which can be independently positioned into load-
ed and unloaded positions. This selectable knife tray ar-
rangement is compact, easy to access, works in concert
with the rest of the crop collection system, and allows
knives not in active use to be removed from the harvester
for maintenance or storage.

SUMMARY

[0008] The disclosure relates to a cutting device com-
prising: a first and a second oppositely facing sidewalls,
wherein at least one of the oppositely facing sidewalls
comprises at least a first slot; and at least a first loading
system comprising: at least a first tray, positioned be-
tween the two oppositely facing sidewalls and movable
in at least a first and a second position, the at least first
tray comprising one or a plurality of knives and at least
one cross member through which or upon one or a plu-
rality of knives rest; and at least a first transverse mem-
ber, positioned between and extending through the two
oppositely facing sidewalls, rotatable around a first linear
axis transverse to the sidewalls and operably linked to
at least a first connecting unit positioned at least partially
within the at least first slot and mechanically linked to the
at least first tray such that rotation of the first transverse
member causes linear movement of the at least first tray;
such that the at least first tray moves from the at least
first position to the at least second position; wherein the
first position of the at least first tray is an unloaded position
and the second position of the at least first tray is a loaded
position.
[0009] In some embodiments, the at least first connect-
ing unit comprises: at least a first bracket mechanically
linked to the at least one cross member of the at least
first tray; and a cam fastened to the at least first bracket,
positioned at least partially within the at least first slot,
and operably linked to the at least first transverse mem-
ber.
[0010] In some embodiments, the cutting device fur-
ther comprises at least a second slot in at least one of
the two oppositely facing sidewalls; and a second loading
system comprising: at least a second tray, positioned be-
tween the two oppositely facing sidewalls and movable
in at least a first and a second position, the at least second
tray comprising at least one cross member through which
or upon one or a plurality of knives rest; and at least a
second transverse member, positioned between and ex-
tending through the two oppositely facing sidewalls, ro-
tatable around a second linear axis transverse to the side-
walls and operably linked to at least a second connecting
unit positioned at least partially within the second slot
and mechanically linked to the at least second tray such
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that rotation of the at least second transverse member
causes linear movement of the at least second tray; such
that the at least second tray moves from the at least first
position to the at least second position; wherein the first
position of the at least second tray is an unloaded position
and the second position of the at least second tray is a
loaded position.
[0011] In some embodiments, the at least second con-
necting unit comprises: at least a first bracket mechani-
cally linked to the at least one cross member of the at
least second tray and mechanically linked to the second
transverse member; and a cam fastened to the bracket,
positioned at least partially with the at least second slot.
[0012] In some embodiments, the first and second
loading systems are independently moveable, such that
the cutting device operates when both the first and sec-
ond loading systems are in an unloaded positions, when
the first loading system is in a loaded position while the
second loading system is in an unloaded position, when
the second loading system is in a loaded position while
the first loading system is in an unloaded position, or
when the first and second loading system are both in a
loaded position.
[0013] In some embodiments, the at least first trans-
verse member is operably linked to a lever, hydraulic
cylinder, or movable device capable of driving rotation of
the at least first transverse member around the first linear
axis.
[0014] In some embodiments, the at least first trans-
verse member is operably linked to a first hydraulic cyl-
inder by at least a first non-coaxial element that is capable
of rotation around and extends radially from the first linear
axis, such that extension or contraction of the first hy-
draulic cylinder causes rotational movement of the at
least first non-coaxial element and the at least first trans-
verse member around the first linear axis.
[0015] In some embodiments, the at least first trans-
verse member is mechanically linked to a second non-
coaxial element that is capable of rotation around and
extends radially from the first linear axis, such that rota-
tion of the at least first transverse member causes rota-
tion of the second non-coaxial element; and wherein the
second non-coaxial element is operably connected to the
at least first connecting unit by at least a first linking mem-
ber.
[0016] In some embodiments, the extension or con-
traction of the first hydraulic cylinder causes movement
of the at least first connecting unit, the at least first linking
member, the at least second non-coaxial element, the at
least first transverse member, and the at least first non-
coaxial element by the first hydraulic cylinder, allowing
the at least first tray to move between the at least first
and second positions.
[0017] In some embodiments, the at least first trans-
verse member is mechanically linked to a third non-co-
axial element that is capable of rotation around and ex-
tends transversely from the first linear axis, such that
rotation of the at least first transverse member causes

rotation of the third non-coaxial element; wherein the third
non-coaxial element is operably connected to at least a
third connecting unit by at least a second linking member.
[0018] In some embodiments, the first hydraulic cylin-
der, the at least first non-coaxial element, the at least
second non-coaxial element and the at least first linking
member are positioned on the exterior surface of one of
the two oppositely facing sidewalls and the at least third
non-coaxial element and the at least second linking mem-
ber are positioned on the exterior surface of the other
oppositely facing sidewall.
[0019] In some embodiments, the first loading system
is configured for loading knives within a crop channel
between a rotary cutter and a drop floor unit.
[0020] In some embodiments, the at least second
transverse member is operably linked to a lever, hydrau-
lic cylinder, or movable device capable of driving rotation
of the at least second transverse member around the
second linear axis.
[0021] In some embodiments, the at least second
transverse member is operably linked to a second hy-
draulic cylinder by at least a fourth non-coaxial element
that is capable of rotation around and extends trans-
versely from the second linear axis, such that extension
or contraction of the second hydraulic cylinder causes
rotational movement of the at least fourth non-coaxial
element and the at least second transverse member
around the second linear axis.
[0022] In some embodiments, the at least second
transverse member is mechanically linked to a fifth non-
coaxial element that is capable of rotation around and
extends transversely from the second linear axis, such
that rotation of the at least second transverse member
causes rotation of the fifth non-coaxial element; and
wherein the fifth non-coaxial element is operably con-
nected to the at least third connecting unit by at least a
third linking member.
[0023] In some embodiments, the extension or con-
traction of the second hydraulic cylinder causes move-
ment of the at least third connecting unit, the at least third
linking member, the at least fifth non-coaxial element,
the at least second transverse member, and the at least
fourth non-coaxial element, allowing the at least second
tray to move between the at least first and second posi-
tions.
[0024] In some embodiments, the at least second
transverse member is mechanically linked to a sixth non-
coaxial element that is capable of rotation around and
extends transversely from the second linear axis, such
that rotation of the at least second transverse member
causes rotation of the sixth non-coaxial element; wherein
the sixth non-coaxial element is operably connected to
at least a fourth connecting unit by at least a fourth linking
member.
[0025] In some embodiments, the second hydraulic
cylinder and the at least fourth non-coaxial element are
positioned on the exterior surface of one of the two op-
positely facing sidewalls; wherein the fifth non-coaxial
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element and the third linking member are positioned on
the interior surface of the same sidewall; and wherein
the sixth non-coaxial element and the fourth linking mem-
ber are positioned on the interior surface of the other
oppositely facing sidewall.
[0026] In some embodiments, the first and second
loading systems are configured for loading knives within
a crop channel between a rotary cutter and a drop floor
unit, such that, in a loaded position, the knives of the first
loading system do not interfere with the knives of the
second loading system.
[0027] In some embodiments, the knives of the first
loading system comprise a plurality of arrangements
within the at least first tray and the knives of the second
loading system comprise a plurality of arrangements with
the at least second tray; wherein the plurality of arrange-
ments for each tray comprises an amount of knives from
about zero to about thirteen; and wherein the total
number of knives comprises an amount of knives from
about zero to about twenty-six.
[0028] The disclosure also relates to a harvester com-
prising a cutting device comprising: a first and a second
oppositely facing sidewalls, wherein at least one of the
oppositely facing sidewalls comprises at least a first slot;
and at least a first loading system comprising: at least a
first tray, positioned between the two oppositely facing
sidewalls and movable in at least a first and a second
position, the at least first tray comprising one or a plurality
of knives and at least one cross member through which
or upon one or a plurality of knives rest; and at least a
first transverse member, positioned between and extend-
ing through the two oppositely facing sidewalls, rotatable
around a first linear axis transverse to the sidewalls and
operably linked to at least a first connecting unit posi-
tioned at least partially within the at least first slot and
mechanically linked to the at least first tray such that ro-
tation of the first transverse member causes linear move-
ment of the at least first tray; such that the at least first
tray moves from the at least first position to the at least
second position; wherein the first position of the at least
first tray is an unloaded position and the second position
of the at least first tray is a loaded position.
[0029] In some embodiments, the harvester further
comprises: at least a second slot in at least one of the
two oppositely facing sidewalls; and a second loading
system comprising: at least a second tray, positioned be-
tween the two oppositely facing sidewalls and movable
in at least a first and a second position, the at least second
tray comprising at least one cross member through which
or upon one or a plurality of knives rest; and at least a
second transverse member, positioned between and ex-
tending through the two oppositely facing sidewalls, ro-
tatable around a second linear axis transverse to the side-
walls and operably linked to at least a second connecting
unit positioned at least partially within the second slot
and mechanically linked to the at least second tray such
that rotation of the at least second transverse member
causes linear movement of the at least second tray; such

that the at least second tray moves from the at least first
position to the at least second position; wherein the first
position of the at least second tray is an unloaded position
and the second position of the at least second tray is a
loaded position.
[0030] In some embodiments, the first and second
loading systems are independently moveable, such that
the cutting device operates when both the first and sec-
ond loading systems are in an unloaded positions, when
the first loading system is in a loaded position while the
second loading system is in an unloaded position, when
the second loading system is in a loaded position while
the first loading system is in an unloaded position, or
when the first and second loading system are both in a
loaded position.
[0031] In some embodiments, the first and second
loading systems are configured for loading knives within
a crop channel between a rotary cutter and a drop floor
unit, such that, in a loaded position, the knives of the first
loading system do not interfere with the knives of the
second loading system.
[0032] In some embodiments, the knives of the first
loading system comprise a plurality of arrangements
within the at least first tray and the knives of the second
loading system comprise a plurality of arrangements with
the at least second tray; wherein the plurality of arrange-
ments for each tray comprises an amount of knives from
about zero to about thirteen; and wherein the total
number of knives comprises an amount of knives from
about zero to about twenty-six.
[0033] The disclosure also relates to a method of mov-
ing one or a plurality of knives within a crop channel of a
harvester, comprising: a) extension of at least one hy-
draulic cylinder; b) rotation of at least one transverse
member positioned between a first and a second oppo-
sitely facing sidewalls; c) movement of at least one con-
necting unit along at least one slot in at least one of the
oppositely facing sidewalls, said movement in the direc-
tion towards the crop channel; d) movement of at least
one tray comprising one or a plurality of knives toward
the crop channel; and e) entry of the one or a plurality of
knives within the crop channel.

BRIEF DESCRIPTION OF THE DRAWINGS

[0034]

FIG. 1 depicts a static image of a baler.
FIG. 2 depicts a harvesting assembly, with a feeder
and bottom floor assembly.
FIG. 3 depicts a bottom floor assembly.
FIG. 4 depicts the harvesting assembly from right-
side perspective.
FIG. 5 depicts the harvesting assembly from a left-
side perspective.
FIG. 6 depicts the harvesting assembly from an up-
ward rear perspective with the upper and lower knife
trays removed.
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FIG. 7 depicts the upper knife tray loading assembly
from an interior perspective.
FIG. 8 depicts the bottom knife tray loading assembly
from a right-side perspective.
FIG. 9 depicts the bottom knife tray loading assembly
from a left-side perspective.
FIG. 10 depicts the harvesting assembly from an up-
ward rear perspective, with both knife trays in un-
loaded positions.
FIG. 11 depicts the harvesting assembly from a left-
side perspective, with both knife trays in unloaded
positions.
FIG. 12 depicts the harvesting assembly from an up-
ward rear perspective, with the upper knife tray in a
loaded position.
FIG. 13 depicts the harvesting assembly from a right-
side perspective, with the upper knife tray in a loaded
position.
FIG. 14 depicts the harvesting assembly from an up-
ward rear perspective, with the lower knife tray in a
loaded position.
FIG. 15 depicts the harvesting assembly from a left-
side perspective, with the lower knife tray in a loaded
position.
FIG. 16 depicts the harvesting assembly from an up-
ward rear perspective, with both knife trays in loaded
positions.
FIG. 17 depicts the harvesting assembly from a left-
side perspective, with both knife trays in loaded po-
sitions.

DETAILED DESCRIPTION OF THE DISCLOSURE

[0035] Various terms relating to the methods and other
aspects of the present disclosure are used throughout
the specification and claims. Such terms are to be given
their ordinary meaning in the art unless otherwise indi-
cated. Other specifically defined terms are to be con-
strued in a manner consistent with the definition provided
herein.
[0036] As used in this specification and the appended
claims, the singular forms "a," "an," and "the" include plu-
ral referents unless the content clearly dictates other-
wise.
[0037] The term "more than 2" as used herein is de-
fined as any whole integer greater than the number two,
e.g. 3, 4, or 5.
[0038] The term "plurality" as used herein is defined
as any amount or number greater or more than 1.
[0039] The terms "left" or "right" are used herein as a
matter of mere convenience, and are determined by
standing at the rear of the machine facing in its normal
direction travel. Likewise, "forward" and "rearward" are
determined by the normal direction of travel. "Upward"
and "downward" orientations are relative to the ground
or operating surface as are any references to "horizontal"
or "vertical" planes.
[0040] The term "harvester" as used herein is defined

as a machine that consolidates and/or packages material
so as to facilitate the storage and handling of the material
for later use. In some embodiments, the harvester is used
to harvest agricultural material. In some embodiments,
the harvester is an agricultural baler, a waste baler, or a
combine comprising a baling mechanism. in some em-
bodiments, the harvester is a round baler.
[0041] The term "material" as used herein is defined
as a numerous individual items that are harvested or col-
lected by the harvester. In some embodiments, the ma-
terial is agricultural crop, such as hay or silage. In some
embodiments, the material is biomass.
[0042] The term "pickup assembly" as used herein is
defined as an element responsible for collecting material
from the ground over which the harvester operates. A
harvesting assembly includes a mechanism to pick up
the material from the ground, and such mechanisms are
well known in the agricultural industry. Reference is
made, for example, to U.S. Patent Application No.
US20130305683, which is incorporated herein by refer-
ence in its entirety, that illustrates such mechanisms.
[0043] The term "bale chamber" as used herein is de-
fined as any space within the harvester that is capable
of forming a bale of harvested material. In some embod-
iments, the sides of the bale chamber are defined by
oppositely facing side walls and the bottom of the bale
chamber is defined by at least one floor roll that spans
transverse to the sidewalls and that partially supports the
weight of the bale in the bale chamber. In some embod-
iments, the bale chamber is also defined in its front region
by an inlet through which harvested material or crop en-
ters. In some embodiments, the front region of a first bale
chamber is defined by an inlet or entry point which is in
operable connection to a throat of a crop harvesting as-
sembly, such as a pickup or rotary cutter, and which is
defined in a space between the first sidewall, the second
sidewall, the bale carrier, and a plurality of rollers posi-
tioned between and attached to the first and second side-
walls; wherein the plurality of rollers support one or more
baling belts. In some embodiments, at least one, at least
two, at least three, or at least four floor rollers extend
transverse to the opposite sidewalls along the bottom
and front of the bale chamber adjacent to the top and
bottom of the entry point. In some embodiments, a bale
carrier is positioned in and defines the back of the bale
chamber by obstructing an outlet in it fully closed position.
In some embodiments, the rollers extending beyond the
side walls allow the width of the bale chamber to be se-
lectively increased. In some embodiments, side walls
which can be moved laterally, i.e., in the direction of the
width of the round baler, that enable making bales of
different width or the friction between the walls and bale
to be reduced when ejecting the bale. In some embodi-
ments, the top portion of the bale chamber is define by
the position of one or more baling belts that wrap around
a top portion of the crop material as its rotating in the bale
chamber. In some embodiments, the baling belts are
mounted on a series of rolls positioned above the bale
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chamber that exact tension on a the bale as it grows.
[0044] The term "cutting implement" as used herein is
defined as a device involved with the cutting of crop ma-
terial, including one or a plurality of knives, blades, teeth,
gears, grinders, sissors, or rotors. In some embodiments,
the harvester assembly is equipped with a "rotor cutter"
comprising a rotor, a plurality of knife blades attached to
one or more knife units, components to support the knife
units and allow for the insertion and removal of the knife
units within the bottom floor assembly, and a slotted bot-
tom floor through which the knife blades protrude. In
some embodiments, the harvester assembly is equipped
with a "rotor feeder" comprising a rotor and a solid bottom
floor.
[0045] Many of the fastening, connection, processes
and other means and components utilized in this disclo-
sure are widely known and used in the field of the disclo-
sure described, and their exact nature or type is not nec-
essary for an understanding and use of the disclosure
by a person skilled in the art, and they will not therefore
be discussed in significant detail. Furthermore, the vari-
ous components shown or described herein for any spe-
cific application of this disclosure can be varied and the
practice of a specific application of any element may al-
ready be widely known or used in the art by persons
skilled in the art and each will likewise not therefore be
discussed in significant detail.
[0046] Agricultural balers, such as round balers, are
well known in the agricultural industry, and the instant
disclosure can be used with substantially any of such
machines. Reference is made, for example, to U.S. Pat-
ent Nos. 6,877,304; 6,688,092; 6,644,006 and 6,295,797
that illustrate such balers, the disclosures of which are
incorporated herein by reference in their entirety. Em-
bodiments of the present disclosure are particularly well
suited, but in no way limited to, use with agricultural bal-
ers. The present disclosure may also find utility in agri-
cultural harvesters including, for example, a round baler,
a waste baler, a cotton harvester, or a combine. In some
embodiments, the combine comprises a baling mecha-
nism.
[0047] The present disclosure relates to a harvester
assembly comprising a feeder assembly, a bottom floor
assembly, and a crop collection channel positioned ther-
ebetween, designed to facilitate the transfer and cutting
of crop material from a pickup assembly that lifts the crop
material off of the ground, to a bale chamber or other
crop press that packages the crop material. As crop ma-
terial passes through the crop collection channel, it is cut
by a series of knives that protrude through the bottom
floor assembly and into the crop collection channel. The
present disclosure relates to some embodiments com-
prising a total of twenty six knives, arranged in two sets
of thirteen, that are equally spaced from each other
across the width of the crop collection channel. An oper-
ator has the option of running the harvester with all twenty
six knives present in the channel, only one set of knives
present in the channel, or no knives present in the chan-

nel. The present disclosure details the loading mecha-
nisms for moving the two sets of knives from an unloaded
to a loaded position, and vice versa, wherein a set of
knives is positioned in the crop collection channel in the
loaded position, and is not positioned in the crop collec-
tion channel in the unloaded position.
[0048] In some embodiments, the number of knives in
each set and the total number of knives can vary. In some
embodiments, a set of knives comprises from about 0 to
about 13 knives. In some embodiments, a set of knives
comprises from about 1 to about 13 knives. In some em-
bodiments, a set of knives comprises from about 2 to
about 13 knives. In some embodiments, a set of knives
comprises from about 3 to about 13 knives. In some em-
bodiments, a set of knives comprises from about 4 to
about 13 knives. In some embodiments, a set of knives
comprises from about 5 to about 13 knives. In some em-
bodiments, a set of knives comprises from about 6 to
about 13 knives. In some embodiments, a set of knives
comprises from about 7 to about 13 knives. In some em-
bodiments, a set of knives comprises from about 8 to
about 13 knives. In some embodiments, a set of knives
comprises from about 9 to about 13 knives. In some em-
bodiments, a set of knives comprises from about 10 to
about 13 knives. In some embodiments, a set of knives
comprises from about 11 to about 13 knives. In some
embodiments, a set of knives comprises from about 12
to about 13 knives. In some embodiments, a set of knives
comprises from about 0 to about 12 knives. In some em-
bodiments, a set of knives comprises from about 0 to
about 11 knives. In some embodiments, a set of knives
comprises from about 0 to about 10 knives. In some em-
bodiments, a set of knives comprises from about 0 to
about 9 knives. In some embodiments, a set of knives
comprises from about 0 to about 8 knives. In some em-
bodiments, a set of knives comprises from about 0 to
about 7 knives. In some embodiments, a set of knives
comprises from about 0 to about 6 knives. In some em-
bodiments, a set of knives comprises from about 0 to
about 5 knives. In some embodiments, a set of knives
comprises from about 0 to about 4 knives. In some em-
bodiments, a set of knives comprises from about 0 to
about 3 knives. In some embodiments, a set of knives
comprises from about 0 to about 2 knives. In some em-
bodiments, a set of knives comprises from about 0 to
about 1 knives.
[0049] In some embodiments, the present disclosure
relates to a cutting device comprising two oppositely fac-
ing sidewalls and two loading systems, one loading sys-
tem for each set of thirteen knives. Each loading system
comprises a tray positioned between the two sidewalls,
with the tray comprising a cross member through which
or upon the knife units rest; a transverse member posi-
tioned between and extending through the sidewalls
which is rotatable around a linear axis, a series of co-
axial elements that mechanically connect the transverse
member to the related tray and cross member, and a
hydraulic cylinder or other device that is capable of mov-
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ing the other elements of the loading system such that
the related knife tray is moved from an unloaded to a
loaded position, or vice versa. In some embodiments,
the two loading systems are capable of independent
movement, such that both, one, or none of the knife trays
may be in a loaded position at a given point in time.
[0050] In some embodiments, the present disclosure
relates to a cutting device comprising at least one loading
system, wherein the loading system comprises a trans-
verse member and at least one connecting unit which is
operably linked to a knife tray. In some embodiments,
rotational movement of the transverse member is trans-
lated into linear movement of the at least one connecting
unit operably linked knife tray. In some embodiments,
the linear movement of the knife tray causes one or a
plurality of individual knife units to move into a loaded or
unloaded position. In some embodiments, the at least
one connecting unit comprises a bracket and a cam,
wherein the bracket is operably linked to a knife tray and
the cam is located in a slot in a sidewall. In some em-
bodiments, the movement of the cam along the slot de-
fines the linear movement of a knife tray operably linked
to the at least one connecting unit.
[0051] In some embodiments, the cutting device is op-
erably connected to the bottom floor assembly and does
not maintain a static position, movable instead with the
bottom floor assembly if said assembly is capable of in-
dependent movement from the rest of the harvester. For
example, in some embodiments, if the bottom floor as-
sembly is designed for movement to enlarge the crop
collection channel in the event a crop plug or blockage
is present, the bottom floor assembly and the cutting de-
vice may pivot in a direction downward in an attempt to
remove the blockage. In some embodiments, the knives
may be independently movable in the linear direction in
the loaded position. In some embodiments, the knives
may be independently movable within a set of knives.
[0052] Referring to FIG. 1, a generally well-known
round baler 10 is shown to include a main frame termi-
nating forwardly in a tongue 11 and rearward slightly be-
yond a transverse axle 12a to which a pair of wheels 12b
(only one shown) is mounted, thus forming a wheel sup-
ported main frame (not shown in detail). The main frame
supports a series of belts 16 and floor rolls (not shown),
which together with a first sidewall 14a (shown in the
breakout) behind and generally parallel to cover panel
15 and a second sidewall 14b, collectively forming a bale-
forming chamber 20. Cut crop material is picked up by
transverse pickup 30 and fed through a harvesting as-
sembly (not shown) into bale-forming chamber 20 where
it is formed into a cylindrically shaped bale (not shown)
by a series of conveyor belts 16. The bale is then option-
ally wrapped with twine or a net wrapping material dis-
pensed from a wrapping mechanism generally behind
shield 40. Upon completion of the optional wrapping proc-
ess, the tailgate 50 pivots upwardly about pivot points
51a, 51b and the bale is discharged onto the ground.
[0053] FIGs. 2 and 3 depict an exemplary embodiment

of a harvesting assembly with various parts and assem-
blies shown or removed for clarity. FIG. 2 depicts the
harvesting assembly, generally designated 200. A pick-
up assembly (not shown) would pick crop material (which
would enter from the bottom in this orientation) off of the
ground and passes it to a feeder assembly 220, which is
defined by a pair of sidewalls 222a and 222b and a series
of rotor blades 216. The rotor blades 216 feed the crop
material into a crop collection channel defined as the
space between the bottom floor plate 238 of the bottom
floor assembly 230 and the rotor of the feeder assembly.
[0054] FIG. 3 depicts the harvesting assembly with the
feeder assembly removed, showing the bottom floor as-
sembly 230 and some example knives 234. The bottom
floor assembly 230 comprises oppositely facing side-
walls 232a, 232b, upon which a bottom floor plate 238
and two cutting knife trays (not clearly shown) are at-
tached. Also attached to the oppositely facing sidewalls
232a, 232b are components of the first and second load-
ing systems. For the first loading system, a hydraulic cyl-
inder 250 operates the upper knife tray and a transverse
member 252, the axis upon which the transverse member
rotates 251, and a co-axial element 253 that can connect
the hydraulic cylinder 250 to the transverse member 252.
From this angle, less is shown on the second loading
system, which operates the lower knife tray, although the
part of the hydraulic cylinder 260, and the second loading
unit transverse member 262 are depicted. Upon exten-
sion of the hydraulix cylinder the tranverse axis rotates
and causing linear movemnet of the tray thereby engag-
ing the set of knives. The knife tray may be withdrawn
upon the reverse motion driven by collapse of the cylin-
der.
[0055] FIGs. 4 and 5 depict the harvesting assembly
and the two loading systems from a right- and left-sided
perspective respectively. FIG. 4 depicts the feeder as-
sembly 220 with the right sidewall 222a and the rotor
blades 216. Crop material would enter the crop collection
channel from the inlet 257. The bottom floor assembly
230 is shown with the right sidewall 232a. The upper knife
tray 240a and lower knife tray 240b are shown protruding
from the rear of the bottom floor assembly 230. Compo-
nents of the upper tray loading system include the hy-
draulic cylinder 250, a co-axial element 253, and the
transverse member 252. Components of the lower tray
loading system include the transverse member 262, a
co-axial element 264a, and a linking member 265a.
[0056] FIG. 5 depicts the feeder assembly 220 with the
left sidewall 222b and the rotor blades 216. The bottom
floor assembly 230 is shown with the left sidewall 232b.
The upper and lower knife trays, 240a, 240b are shown.
Components of the upper tray loading system include
the transverse member 252. Components of the lower
tray loading system include the hydraulic cylinder 260, a
co-axial element 263, the transverse member 262, an-
other co-axial element 264b, and a linking member 265b
[0057] FIG. 6 depicts the bottom floor assembly 230,
and loading systems from an upper rear perspective, no-
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tably with cross members of both knife trays removed for
clarity. Components of the upper tray loading system
shown include the hydraulic cylinder 250, and, important-
ly, a co-axial element 254a that is located on the interior
side of the right sidewall 232a. In some embodiments,
the co-axial element 254a is connected to the transverse
member of the upper tray loading system. In some em-
bodiments, another co-axial element (not shown) is con-
nected to the transverse member of the upper tray load-
ing system and is located on the interior side of the left
sidewall. Components of the lower tray loading system
shown include the hydraulic cylinder 260, the co-axial
element 263, and the linking member 265b.
[0058] FIG. 7 is a close-up of the interior side of the
right sidewall of the embodiment depicted in FIG. 6.
Shown are elements of the upper tray loading system,
including the hydraulic cylinder 250, and the linking mem-
ber 255a, which mechanically connects the upper knife
tray 240a with the co-axial element located on the interior
of the right sidewall (not shown here, but 254a in FIG.
6). In some embodiments, another linking member (not
shown) mechanically connects the upper knife tray 240a
with another co-axial element location on the interior of
the left sidewall. In some embodiments, rotation of at
least one co-axial element causes the linking member
255a and the connected upper knife tray to move inward
toward the crop intake (not shown), pushing the upper
knife tray into a loaded position and causing the knives
of the upper knife tray to deploy into the crop collection
channel.
[0059] Moving from the description of the upper tray
loading system to the lower tray loading system, FIG. 8
depicts a close-up of the exterior side of the right sidewall
232a. Depicted is the axis 261 around which the lower
tray loading system transverse member 262 and co-axial
element 264a rotates. The linking member 265a mechan-
ically connects the co-axial element 264a with a cam
266a that passes between the right sidewall 232a via a
slot. The cam 266a connects with a bracket 267a that
holds the cross member of the lower knife tray. In some
embodiments, the cam 266a and bracket 267a together
are known as a connecting unit. In some embodiments,
rotation of the co-axial element 264a causes the cam
266a to be pulled along the slot, such that the bracket
267a and the connected lower knife tray move inward
toward the crop intake (not shown), pushing the lower
knife tray into a loaded position and causing the knives
of the lower knife tray to deploy into the crop collection
channel.
[0060] Continuing to focus on the lower tray loading
system, FIG. 9 depicts a close-up of the exterior side of
the left sidewall 232b in an embodiment. Depicted is the
hydraulic cylinder 260, and the axis 261 around which
the lower tray loading system transverse member 262
and co-axial members 263 and 264b rotate. The linking
member 265b mechanically connects the co-axial ele-
ment 264b with a cam 266b that passes between the
right sidewall 232b via a slot. The cam 266b connects

with a bracket 267b that holds the cross member of the
lower knife tray 240b. In some embodiments, the cam
266a and bracket 267a together are known as a connect-
ing unit. In some embodiments, rotation of the co-axial
element 264b causes the cam 266b to be pulled along
the slot, such that the bracket 267b and the connected
lower knife tray 240b move inward toward the crop intake
(not shown), pushing the lower knife tray 240b into a load-
ed position and causing the knives of the lower knife tray
to deploy into the crop collection channel.
[0061] Having described the components of the upper
and lower loading systems, the remaining figures depict
the various positions of the upper and lower loading sys-
tems. Specifically, in some embodiments, both loading
systems may work independent of each other, such that
none, just one, or both of the knife trays can be in a loaded
position at a given time. For each loading system in gen-
eral, a hydraulic cylinder or other mechanical device is
connected to a transverse member, such that extension
or retraction of the hydraulic cylinder causes rotation of
the transverse member. Extending from the transverse
member are a series of mechanical linkages connected
to a knife tray that translate the rotational movement of
the transverse member to a linear movement, such that
as the transverse member rotates, the connected knife
tray moves towards or away from the crop collection
channel along a linear vector defined by slots in the side-
walls.
[0062] FIGs. 10 and 11 depict the upper and lower
loading systems in unloaded positions. For clarity, in
these and the remaining figures, the sidewalls of the bot-
tom floor assembly 230 of the embodiments are outlined
but otherwise transparent. FIG. 10 shows the bottom floor
assembly 230 and the knife trays from an upper rear per-
spective. Clearly seen are the twenty six individual knife
units, one of which 234 is labeled. All twenty six knives
are currently not in the crop collection channel, and both
knife trays 240a, 240b are located in a position maximally
distal from the crop collection channel as the upper and
lower loading systems allow. FIG. 11 depicts the bottom
floor assembly 230 and the knife trays from a left side
perspective. A knife blade 234 is shown in a retracted
position, out of the crop collection channel. The hydraulic
cylinder of the lower loading system 260 is fully retracted.
[0063] FIGs. 12 and 13 depict the upper loading sys-
tem in a loaded position and the lower loading system in
an unloaded position. FIG. 12 depicts the bottom floor
assembly 230 and the knife trays from an upper rear per-
spective. Thirteen knife units, one of which 234 is labeled,
are loaded into the crop collection channel, and are as-
sociated with the upper knife tray 240a, while the remain-
ing thirteen knife units of the lower knife tray 240b are
still unloaded. The hydraulic cylinder of the upper loading
system 250 is extended, causing the co-axial element
253 to rotate around the transverse member 252, further
causing linking members (not clearly shown) to pull the
upper knife tray 240a in towards the crop collection chan-
nel. This is seen more clearly in FIG. 13, which depicts
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the bottom floor assembly 230 and the knife trays from
a right side perspective. The loaded knives of the upper
knife tray 240a are seen in the crop collection channel.
The hydraulic cylinder of the upper knife tray 250 is ex-
tended, pushing the co-axial element 253 and transverse
member 252 clockwise around the transverse axis (not
shown, but positioned at the center of the transverse
member 252). The upper knife tray 240a is pulled further
in compared to the lower knife tray 240b, and this linear
movement causes the knives associated with the upper
knife tray 240a to load and enter into the crop collection
channel.
[0064] FIGs. 14 and 15 depict the lower loading system
in a loaded position and the upper loading system in an
unloaded position. FIG. 14 depicts the bottom floor as-
sembly 230 and the knife trays from an upper rear per-
spective. Thirteen knife units, one of which 234 is labeled,
are loaded into the crop collection channel, and are as-
sociated with the lower knife tray 240b, while the remain-
ing thirteen knife units of the upper knife tray 240a are
unloaded. The hydraulic cylinder of the lower loading sys-
tem 260 is extended, causing the co-axial element 263
to rotate around the transverse member 262, further
causing linking member 265b to pull the lower knife tray
240b in towards the crop collection channel. This is seen
more clearly in FIG. 15, which depicts the bottom floor
assembly 230 and the knife trays from a left side per-
spective. The loaded knives of the lower knife tray 240b
are seen in the crop collection channel. The hydraulic
cylinder of the lower knife tray 260 is extended, pushing
the co-axial element 263 and transverse member 262
counterclockwise around the transverse axis (not shown,
but in the center of the transverse member 262). The
lower knife tray 240b is pulled further in compared to the
upper knife tray 240a, and this linear movement causes
the knives associated with the lower knife tray 240b to
load and enter into the crop collection channel.
[0065] Lastly, FIGs. 16 and 17 depict both the upper
and lower loading systems in loaded positions. FIG. 16
depicts the bottom floor assembly 230 and the knife trays
from an upper rear perspective. All twenty six knife units,
one of which 234 is labeled, are loaded into the crop
collection channel. The knife units are alternatively as-
sociated with one of the loading systems, and, with all
twenty-six knife units loaded, the distance between each
knife blade is shorter than when only one set of thirteen
knives are loaded into the crop collection channel. In this
way, the operator of the cutting assembly may decide
the cut length of the crop before or during operation of
the harvester. Before or during operation of the harvester,
the operator may select to increase the cut length of the
crop fragments it collects by engaging only one knife tray.
Alternatively, the operator may choose to decrease the
cut length of crop fragments being harvested, and en-
gage both knife trays. The hydraulic cylinders of both the
upper and lower loading systems, 250 and 260 respec-
tively, are extended, causing both the upper knife tray
240a and the lower knife tray 240b to be pulled in towards

the crop collection channel. This is seen more clearly in
FIG. 17, which depicts the bottom floor assembly 230
and the knife trays from a left side perspective. Both the
upper knife tray 240a and the lower knife tray 240b are
pulled in closer to the crop collection channel, causing
all of the knife blades 234 to extend into the crop collection
channel.
[0066] In some embodiments, the knife blades of all
twenty six knife units are attached to a common forward
shaft, such that, upon activation of one or both loading
systems, the knife blades associated with the activated
loading system or systems pivot around the common for-
ward shaft and enter into the crop collection channel. In
some embodiments, the upper knife tray and the lower
knife tray are positioned close to each other in vertical
space, and the knife blades of all twenty six knife units
are attached to a common forward shaft, such that the
forces exerted on the knife blades of both the upper knife
tray and the lower knife tray are equal or substantially
equal.
[0067] In some embodiments, the harvester and sys-
tems disclosed herein comprise a controller that operates
and is in electronic communication with one or more
valves and sensors that regulate fluid flow and pressure
in a hydraulic circuit. In some embodiments, the hydraulic
circuit is in fluid communication with the hydrualic cylin-
ders of the upper and lower loading systems. In some
embodiments, the hydraulic circuit is configured to adjust
the position of the hydraulic cylinders, such that the as-
sociated knife tray moves between an unloaded and a
loaded position. In some embodiments, the hydarulic cyl-
inders may be selectively extended synchrously such
that the upper and bottom knife tray are engaged in the
loaded position simultaneously or substantially simulta-
neously.
[0068] Having described a series of embodiments, it
will become apparent that various modifications can be
made without departing from the scope of the disclosure
as defined in the accompanying claims. Various publica-
tions, including patents, published applications, technical
articles and scholarly articles are cited throughout the
specification. Each of these cited publications is incor-
porated by reference herein in its entirety

Claims

1. A harvester comprising a cutting device, said cutting
device comprising:

a first and a second oppositely facing sidewalls
(232a, 232b), wherein at least one of the oppo-
sitely facing sidewalls comprises a first slot; and
a first loading system comprising:

a first tray (240a), positioned between the
two oppositely facing sidewalls (232a,
232b) and movable in at least a first and a
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second position, the first tray (240a) com-
prising one or a plurality of knives (234) and
at least one cross member through which
or upon one or a plurality of knives (234)
rest; and
a first transverse member (252), positioned
between and extending through the two op-
positely facing sidewalls (232a, 232b), ro-
tatable around a first linear axis transverse
to the sidewalls (232a, 232b) and operably
linked to a first connecting unit positioned
at least partially within the at least first slot
and mechanically linked to the first tray
(240a) such that rotation of the first trans-
verse member (252) causes linear move-
ment of the first tray (240a), such that the
first tray (240a) moves from the at least first
position to the second position;
wherein the first position of the at least first
tray (240a) is an unloaded position and the
second position of the at least first tray
(240a) is a loaded position.

2. The harvester of claim 1, further comprising:

a second slot in at least one of the two oppositely
facing sidewalls (232a, 232b); and
a second loading system comprising:

a second tray (240b), positioned between
the two oppositely facing sidewalls and
movable in at least a first and a second po-
sition, the second tray (240b) comprising at
least one cross member through which or
upon one or a plurality of knives (234) rest;
and
a second transverse member (262), posi-
tioned between and extending through the
two oppositely facing sidewalls, rotatable
around a second linear axis (261) trans-
verse to the sidewalls and operably linked
to a second connecting unit positioned at
least partially within the second slot and me-
chanically linked to the second tray (240b)
such that rotation of the second transverse
member (262) causes linear movement of
the second tray (240b); such that the sec-
ond tray (240b) moves from the first position
to the second position;
wherein the first position of the second tray
(240b) is an unloaded position and the sec-
ond position of the second tray (240b) is a
loaded position.

3. The harvester of claim 2, wherein the first and second
loading systems are independently moveable, such
that the cutting device operates when both the first
and second loading systems are in an unloaded po-

sitions, when the first loading system is in a loaded
position while the second loading system is in an
unloaded position, when the second loading system
is in a loaded position while the first loading system
is in an unloaded position, or when the first and sec-
ond loading system are both in a loaded position.

4. The harvester of any of claims 1 through 3, wherein
the first and second loading systems are configured
for loading knives within a crop channel between a
rotary cutter and a drop floor unit, such that, in a
loaded position, the knives of the first loading system
do not interfere with the knives of the second loading
system.

5. The harvester of any of claims 1 through 4, wherein
the knives of the first loading system comprise a plu-
rality of arrangements within the first tray (240a) and
the knives of the second loading system comprise a
plurality of arrangements with the second tray
(240b); wherein the plurality of arrangements for
each tray comprises from about zero to about thir-
teen knives; and wherein the total number of knives
are from about zero to about twenty-six.

6. The harvester of any of claims 1 through 5, wherein
the first connecting unit comprises:

a first bracket (267a) mechanically linked to the
at least one cross member of the at least first
tray (240a); and
a cam (266a) fastened to the first bracket (267a),
positioned at least partially within the first slot,
and operably linked to the first transverse mem-
ber (252).

7. The harvester of any of claims 2 through 6, wherein
the first transverse member is operably linked to a
lever, hydraulic cylinder (260), or movable device
capable of driving rotation of the first transverse
member (252) around the first linear axis; and, op-
tionally, wherein the second transverse member
(262) is operably linked to a lever, hydraulic cylinder
(260), or movable device capable of driving rotation
of the second transverse member (262) around the
second linear axis (261).

8. The harvester of any of claims 1 through 7, wherein
the first transverse member (252) is operably linked
to a first hydraulic cylinder (250) by at least a first
non-coaxial element that is capable of rotation
around and extends radially from the first linear axis,
such that extension or contraction of the first hydrau-
lic cylinder (250) causes rotational movement of the
first non-coaxial element and the first transverse
member (252) around the first linear axis.

9. The harvester of any of claims 1 through 8, wherein
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the first transverse member (252) is mechanically
linked to a second non-coaxial element that is capa-
ble of rotation around and extends radially from the
first linear axis, such that rotation of the first trans-
verse member (252) causes rotation of the second
non-coaxial element; and wherein the second non-
coaxial element is operably connected to the first
connecting unit by at least a first linking member
(265a).

10. The harvester of claim 9, wherein the extension or
contraction of the first hydraulic cylinder (250) caus-
es movement of the first connecting unit, the first
linking member (265a), the second non-coaxial ele-
ment, the first transverse member (252), and the first
non-coaxial element by the first hydraulic cylinder
(250), allowing the first tray (240a) to move between
the first and second positions.

11. The harvester of any of claims 9 through 10, wherein
the first transverse member (252) is mechanically
linked to a third non-coaxial element that is capable
of rotation around and extends transversely from the
first linear axis, such that rotation of the first trans-
verse member (252) causes rotation of the third non-
coaxial element; wherein the third non-coaxial ele-
ment is operably connected to at least a third con-
necting unit by at least a second linking member
(265b).

12. The harvester of claim 11, wherein the first hydraulic
cylinder (250), the first non-coaxial element, the sec-
ond non-coaxial element and the first linking member
(265b) are positioned on the exterior surface of one
of the two oppositely facing sidewalls (222) and the
at least third non-coaxial element and the at least
second linking member (265b) are positioned on the
exterior surface of the other oppositely facing side-
wall.

13. The harvester of any of claims 11 through 12, where-
in the at least second transverse member (262) is
operably linked to a second hydraulic cylinder (260)
by at least a fourth non-coaxial element that is ca-
pable of rotation around and extends transversely
from the second linear axis (261), such that exten-
sion or contraction of the second hydraulic cylinder
(260) causes rotational movement of the at least
fourth non-coaxial element and the at least second
transverse member (262) around the second linear
axis (261).

14. The harvester of claim 13, wherein the at least sec-
ond transverse member (262) is mechanically linked
to a fifth non-coaxial element that is capable of rota-
tion around and extends transversely from the sec-
ond linear axis (261), such that rotation of the at least
second transverse member (262) causes rotation of

the fifth non-coaxial element; and wherein the fifth
non-coaxial element is operably connected to the at
least third connecting unit by at least a third linking
member.

15. The harvester of claim 14, wherein the extension or
contraction of the second hydraulic cylinder (260)
causes movement of the at least third connecting
unit, the at least third linking member, the at least
fifth non-coaxial element, the at least second trans-
verse member (262), and the at least fourth non-
coaxial element, allowing the at least second tray
(240b) to move between the at least first and second
positions.

16. A method of moving one or a plurality of knives (234)
within a crop channel of a harvester, comprising:

a) extension of at least one hydraulic cylinder
(250);
b) rotation of at least one transverse member
(252) positioned between a first and a second
oppositely facing sidewalls (232a, 232b);
c) movement of at least one connecting unit
along at least one slot in at least one of the op-
positely facing sidewalls, said movement in the
direction towards the crop channel;
d) movement of at least one tray (240a) com-
prising one or a plurality of knives (234) toward
the crop channel; and
e) entry of the one or a plurality of knives (234)
within the crop channel.
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