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(54) VEHICLE SAFETY NOTIFICATION SYSTEM

(57) A method of notifying a driver of a fault associ-
ated with a vehicle system is disclosed. The method in-
cludes receiving one or more fault signals from a vehicle
system. Each fault signal includes a fault source, a fault
time, and a fault description. The method includes deter-
mining a fault value associated with the received one or
more fault signals. The fault value associated with a pe-
riod of time or a number of events from an initial received
fault signal. The method also includes executing on the
computing processor a behavior system. The behavior
system receives the fault signal and executes one or
more behaviors from a first level of behaviors in response
to the fault value being less than a first threshold value,
and one or more behaviors from a second level of be-
haviors in response to the fault value being greater than
the first threshold value.



EP 3 425 597 A1

2

5

10

15

20

25

30

35

40

45

50

55

Description

TECHNICAL FIELD

[0001] This disclosure relates to a vehicle safety noti-
fication system.

BACKGROUND

[0002] Modern vehicles include several systems that
control various vehicle functions. Generally, each system
includes an electronic control unit (ECU) that monitors
the associated system and determines what action(s) the
system should take. Some systems are essential for the
safe operation of the vehicle and the protection of the
vehicle occupants. These safety systems are often com-
plex and include many different components. In some
instances, it may be possible that one or more of these
components fails during the life of the vehicle. The ECU
associated with each system constantly monitors the as-
sociated system for failures. In addition, the ECU is con-
figured to record a log of the fault conditions and warn a
driver of the vehicle when a fault is present by way of a
warning icon. The warning typically includes an illuminat-
ed warning light, e.g., an icon, located on a dashboard
of the vehicle. In most cases, the vehicle remains drivable
when a fault is present, even after the driver is warned
of the fault. Furthermore, depending on the type of fault,
the driver may not notice any loss of operation during
normal driving conditions. Since the driver does not no-
tice any degradation in vehicle performance, the driver
may be inclined to ignore the warning icon and delay the
necessary repairs since vehicle repairs are typically in-
convenient and costly. In cases, where the driver oper-
ates the vehicle with the faulted system(s), the vehicle
may break down during operation, which causes the driv-
er some inconvenience. The driver may be in a vehicle
crash due to unrelated circumstances; however the fault-
ed system(s) may not operate properly to protect the driv-
er. For example, a faulted airbag system may not deploy
properly in case of a vehicle crash. Therefore, it is desir-
able to have a vehicle notification system that better in-
forms the driver of the severity of the warning fault, so
that the driver does not ignore the warning and takes
action to fix the vehicle to avoid any increased risk of
injury.

SUMMARY

[0003] One aspect of the disclosure provides a method
of notifying a driver of a fault associated with a vehicle
system of a vehicle. The method includes receiving, at a
computing processor, one or more fault signals from a
vehicle system of the vehicle. Each fault signal includes
a fault source that identifies the vehicle system, a fault
time that identifies a time of the fault, and a fault descrip-
tion that provides additional information associated with
the fault. The method also includes determining, by the

computing processor, a fault value associated with the
received one or more fault signals. The fault value indic-
ative of a period of time or a number of events from an
initial received fault signal. The method also includes ex-
ecuting, on the computing processor, a behavior system.
The behavior system receives the fault signal and exe-
cutes: one or more behaviors from a first level of behav-
iors in response to the fault value being less than a first
threshold value, and one or more behaviors from a sec-
ond level of behaviors in response to the fault value being
greater than the first threshold value. The first level of
behaviors provides a driver of the vehicle with a warning
message or a warning sound indicative of the fault, while
the second level of behaviors prevents one or more non-
essential vehicle features from operation.
[0004] Implementations of the disclosure may include
one or more of the following optional features. In some
implementations, the method includes storing, at hard-
ware memory in communication with the computing proc-
esser, the received fault signal. When a received fault
signal is received at a first time followed by a received
fault signal received at a second time, the method in-
cludes adjusting the fault value to include the received
fault signal received at the second time. In some exam-
ples, the method further includes resetting the fault value
associated with a received fault signal, if after a vehicle
power cycle the received signal is not subsequently re-
ceived.
[0005] In some implementations, when executing the
one or more behaviors from the first level of behaviors,
the method includes sending, from the computing proc-
essor to a user interface in communication with the com-
puting processor, a text message configured for display
on a display of the user interface. The method may also
include receiving an acknowledgment from a driver by
way of the user interface indicative of a confirmation of
receipt of the text message.
[0006] In some examples, when executing the one or
more behaviors from the first level of behaviors, the meth-
od includes sending, from the computing processor to a
an audio system in communication with the computing
processor, a sound signal or a text-to-speech signal con-
figured to be outputted from one or more speakers of the
audio system and indicative of a notice of the identified
fault.
[0007] In some examples, the one or more behaviors
from the second level of behaviors are in response to the
fault value being greater than the first threshold value
and less than a second threshold value being greater
than the first threshold value. The second level of behav-
iors prevents one or more non-essential features from
operation. In some examples, the one or more non-es-
sential features include at least one of infotainment sys-
tem, limitation of range of travel or speed of travel for a
given key cycle, continuous audible and/or visual warn-
ing, and a wait time before a driver can shift the vehicle
out of a park position.
[0008] In some implementations, the behavior system
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further executes: one or more behaviors from a third level
of behaviors in response to the fault value being greater
than the second threshold value. The third level of be-
haviors prevent the vehicle from being driven. The vehi-
cle system includes at least one of a drive system, a
safety system, and a sensor system. In some examples,
the vehicle includes a vehicle body defining a forward
drive direction, and the vehicle system is supported by
the vehicle body. The vehicle system may include an
electronic control unit configured to detect a fault asso-
ciated with the vehicle system and transmit a fault signal
to the computing processor.
[0009] In some examples, the computing processor is
in communication with a user device via a network. The
user device is configured to receive the one or more be-
haviors from the first level of behaviors in response to
the fault value being less than a first threshold value.
[0010] Another aspect of the disclosure provides a ve-
hicle notification system including hardware memory and
a behavior system. The behavior system executed on a
data processing device in communication with hardware
memory. The behavior system:. receives one or more
fault signals from a vehicle system of a vehicle. Each
fault signal includes a fault source identifying the vehicle
system, a fault time identifying a time of the fault, and a
fault description. The behavior system stores, at the hard-
ware memory, the one or more received fault signal. The
behavior system also determines a fault value associated
with the one or more received fault signals. The fault val-
ue indicative of a period of time or a number of events
from an initial received fault signal. The behavior system
executes one or more behaviors from a first level of be-
haviors in response to the fault value being less than a
first threshold value. The first level of behaviors provides
a driver of the vehicle with a warning message or a warn-
ing sound indicative of the fault. The behavior system
executes one or more behaviors from a second level of
behaviors in response to the fault value being greater
than the first threshold value, where the second level of
behaviors prevent one or more vehicle features from op-
eration.
[0011] Implementations of the disclosure may include
one or more of the following optional features. In some
implementations, the one or more behaviors from the
second level of behaviors are in response to the fault
value being greater than the first threshold value and less
than a second threshold value being greater than the first
threshold value. The second level of behaviors prevents
one or more non-essential features from operation. In
some examples, the one or more non-essential features
include at least one of infotainment system, limitation of
range of travel or speed of travel for a given key cycle,
continuous audible and/or visual warning, and a wait time
before a driver can shift the vehicle out of a park position.
In some examples, the behavior system further executes
one or more behaviors from a third level of behaviors in
response to the fault value being greater than the second
threshold value, where the third level of behaviors pre-

venting the vehicle from being driven.
[0012] In some implementations, when a received fault
signal is received at a first time followed by a received
fault signal received at a second time, the behavior sys-
tem adjusts the fault value to include the received fault
signal received at the second time. The behavior system
may reset the fault value associated with a received fault
signal, when after a vehicle power cycle the received
signal is not subsequently received.
[0013] In some examples, when executing the one or
more behaviors from the first level of behavior, the be-
havior system sends, from the data processing device to
an audio system in communication with the data process-
ing device, a sound signal or a text-to-speech signal con-
figured to be outputted from one or more speakers of the
audio system and indicative of a notice of the identified
fault.
[0014] In some implementations, the data processing
device is in communication with a user device via a net-
work. The user device configured to receive the one or
more behaviors from the first level of behaviors in re-
sponse to the fault value being less than the first threshold
value.
[0015] The details of one or more implementations of
the disclosure are set forth in the accompanying drawings
and the description below. Other aspects, features, and
advantages will be apparent from the description and
drawings, and from the claims.

DESCRIPTION OF DRAWINGS

[0016]

FIG. 1 is a schematic view of an exemplary vehicle
notification system.
FIG. 2 is a schematic view of an exemplary vehicle
with a notification controller in communication with
a user interface.
FIG. 3 is a schematic view of an exemplary block
diagram for a method of notifying a driver of a vehicle
fault.
FIG. 4 is a schematic view of an exemplary vehicle
notification system in communication with a user de-
vice and a third party via a network.
FIG. 5A is a schematic view of an exemplary user
device screen displaying a fault notification mes-
sage.
FIG. 5B is a schematic view of an exemplary user
device screen displaying a service appointment
scheduling message.
FIG. 6 is a schematic view of an exemplary vehicle
notification system associated with a fleet of vehi-
cles.
FIG. 7 is a schematic view of an exemplary arrange-
ment of operations for a method of notifying a driver
of a vehicle fault.
FIG. 8 is a schematic view of an example computing
device executing any system or methods described
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herein.

[0017] Like reference symbols in the various drawings
indicate like elements.

DETAILED DESCRIPTION

[0018] Modern vehicles include one or more systems
associated with one or more features of the vehicle. Usu-
ally, when one or more features malfunction or become
faulty, a status or a warning light indicator, such as an
icon, is displayed on a driver display. However, since the
warning light indicator fails to provide detailed information
relating to the warning light indicator, it is desirable to
have a vehicle safety notification system that provides
information related to the warning light indicator and as-
sociated with one or more faults of the one or more vehicle
systems (e.g., safety system, drive system, sensor sys-
tem, to name a few) by way of a visual or audible mes-
sage. As such, the additional information helps the driver
understand the severity of the fault identified by the warn-
ing light indicator. When the driver is aware of the severity
of the fault associated with the one or more vehicle sys-
tems, the driver may be encouraged to get the repairs
needed to fix the one or more systems having the fault(s).
For example, most vehicles include a restraint system
that includes the vehicle seat belts and airbags. A fault
condition in the restraint system may completely inhibit
the restraint system, preventing the seat belts and air-
bags from activating and properly restraining a passen-
ger in case of a collision or crash, which leaves the driver
and vehicle occupants at a higher risk for injury. There-
fore, a warning light indicator may not be enough for some
drivers to understand the severity of this fault condition.
Therefore, a message displayed on a user interface pro-
vides the driver with information about the fault condition
in addition to the warning light indicator. The displayed
message may include descriptive data on the user inter-
face and/or an audible sound, which may lead to the driv-
er acknowledging the fault(s).
[0019] In addition, it is desirable for the vehicle safety
notification system to monitor the length of time from an
initial display of a warning message, the number of times
that a driver ignores a warning message, or a driving
distance from the initial warning message, and based on
the length of time, the number of times that the driver
ignored the warning message, or the distance traveled
since the warning message first appeared, the vehicle
safety notification system takes one or more actions that
may increase the awareness of the drive that there is a
safety vehicle fault and encourage or incentivize the driv-
er to take action and repair the vehicle sooner. For ex-
amples, if the driver ignores a warning message for a
length of time greater than a threshold time or for a
number of times greater than a threshold number of
times, then the system may trigger one or more nones-
sential vehicle functions to be disabled. These non-es-
sential functions may include, but are not limited to, the

infotainment system (e.g., radio, DVD, CD, MP3, etc.) or
limiting the range or speed of travel for a given key cycle,
or continuous audible and/or visual warning, or wait time
between starting the vehicle and being able to move the
vehicle out of the "Park" position. Therefore, the longer
the driver waits to repair his vehicle after a first warning
message, the vehicle safety notification system takes ad-
ditional measures that prevents the driver from enjoying
his drive, or in some cases, prevents the driver from driv-
ing the vehicle.
[0020] Referring to FIGS. 1 and 2, in some implemen-
tations, a vehicle 100 includes a vehicle body 110 sup-
ported by a drive system 120 that allows the vehicle 100
to drive on a road surface. In some examples, the vehicle
body 110 has a forward portion 110a and a rearward
portion 110b. The drive system 120 includes wheels 122.
For example, the drive system 120 includes forward right
wheel 122, 122a, a forward left wheel 122, 122b, a rear
right wheel 122, 122c, and a rear left wheel 122, 122d.
The forward right wheel 122a and the forward left wheel
122b are positioned substantially opposite one another
about a fort-aft axis X defined by the vehicle body 110.
In addition, the rear right wheel 122c and the rear left
wheel 122d are positioned substantially opposite one an-
other about the transverse axis Y. The drive system 120
may include other wheel 122 configurations as well.
[0021] In addition, the drive system 120 includes an
engine 124 that converts one form of energy into me-
chanical energy allowing the vehicle 100 to move. The
engine 124 may be a heat engine that burns a fuel to
create heat that is then used to create a force, or an
electric engine that converts electrical energy into me-
chanical motion. Other types of engines may also be
used. The drive system 120 includes other components
(not shown) that are in communication with and connect-
ed to the wheels 122 and engine 124 and that allow the
vehicle 100 to move.
[0022] The vehicle body 110 can move along a road
through various combinations of movements relative to
two perpendicular axis defined by the vehicle body 110:
the fore-aft axis X and a transverse axis Y. A forward
drive direction along the fore-aft axis X is designated F
(sometimes referred to herinafter as "forward"), and an
aft drive direction along the fore-aft axis X is designated
R (sometimes referred to hereinafter as "rearward"). The
transverse axis Y extends between a right side and left
side of the vehicle body 110, substantially defined by
center points between both the forward right wheel 122a
and the forward left wheel 122b and both the rear right
wheel 122c and the rear left wheel 122d.
[0023] In some examples, the vehicle 100 includes a
safety system 210 that ensures the safety of the driver
and passengers of the vehicle 100. The safety system
210 includes both active safety subsystems 212 and pas-
sive safety subsystems 214. Active safety subsystems
212 refers to any vehicle subsystem that helps avoid ac-
cidents, such as, but not limited to good steering and
brakes, anti-lock braking system, electronic stability con-
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trol, and traction control. While passive safety refers to
any vehicle subsystem that helps reduce the effects of
an accident, such as, but not limited to, restraint system,
seat belt system, airbag system, and vehicle body struc-
tures.
[0024] In some implementations, the vehicle 100 in-
cludes a sensor system 220 that includes one or more
sensors (not shown) supported by the vehicle body 110.
At least one sensor is in communication with a vehicle
system 200 or subsystem of the vehicle body 110, and
is capable of measuring a quality of the system. For ex-
ample, a seat belt sensor may be in communication with
the seat belt system and monitor the health and quality
of the seatbelts. The sensors may be part of the vehicle
system (e.g., integrally attached) and/or external from
(e.g., separate and remote from, but in communication
with) the system. Sensors that are separate from the ve-
hicle systems 200 may communicate with the vehicle
systems 200 through a vehicle network (not shown), wire-
less communication, such as Bluetooth or Wi-Fi, wired
communication, or some other form of communication.

ELECTRONIC CONTROL UNIT

[0025] Each vehicle system 200, 200a-n, i.e., the drive
system 120, the safety system 210, and the sensor sys-
tem 220 includes an electronic control unit (ECU) 230,
230a-n. Each ECU 230, 230a-n includes a hardware
processor 232, 232a and a hardware memory 234, 234a
in communication with the hardware processor 232,
232a. The hardware memory 234, 234a stores instruc-
tions 236 that when executed by the hardware processor
232, 232a cause the ECU 230 to take an action. In ad-
dition, the hardware memory 234, 234a stores logs 238
of fault conditions associated with the vehicle system 200
that it is monitoring. For example, an ECU 230 associated
with the drive system 120 monitors the wheels 122 and
engine 124, and when a fault in the drive system 120
occurs, the ECU 230 stores a time and description of the
fault that occurred. In some examples, when the fault
occurs, in addition to storing a time and description of
the fault, the ECU 230 transmits the fault signal 240 in-
cluding a fault identifier or source 242, the fault time 244,
and fault description 246 to a notification controller 300
(described below).

PASSENGER COMPARTMENT

[0026] The vehicle body 110 defines a passenger com-
partment 130 configured to allow one or more passen-
gers to sit in the vehicle 100 and/or allow one of the pas-
sengers to drive or semi-drive the vehicle 100 (i.e., for
semi-autonomous vehicles). The vehicle 100 includes a
dashboard 140 extending over a width of the passenger
compartment 130 in front of one or more seats positioned
in the forward portion 110a of the vehicle body 110. For
example, the dashboard 140 extends over the width of
the passenger compartment 130 in front of the driver and

passenger seats. The dashboard 140 may include an
instrument panel display 154 configured to display con-
trols associated with the operation of the vehicle 100.
The instrument panel display 154 is in communication
with one or more vehicle systems 200 and receives in-
formation from the one or more vehicle systems 200 for
display to the driver.

INSTRUMENT PANEL

[0027] In some examples, the instrument panel 150
includes instrumentations to show speed (i.e., speedom-
eter), a tachometer, fuel levels, oil pressure, turn signals,
climate control, light-on indicator, and entertainment sys-
tem among others. In addition, the instrument panel dis-
play 154 may also display warning light indicator 152,
such as information light icons which are usually green,
blue, or white and indicate that a system associated with
the displayed warning light indicator 152 is on. The warn-
ing light indicator 152 may be a warning light icon that is
usually yellow or orange and indicates that the vehicle
100 needs to be serviced or needs repairs soon. In some
examples, the warning light indicator 152 is an alert light
icon which is usually red and indicates that the vehicle
100 has serious or safety issues and should not be driven.
Some of these warning light indicators 152 include, but
are not limited to, seat belt not on, parking brake, airbag
warning, engine temperature, low tire pressure, battery
or alternator warning, check engine emissions warning,
door open, suspension damper, traction control or ESP
(electronic stability program), low oil pressure, and dis-
tance warning. As shown in FIG. 1, the displayed warning
light indicator 152 is an airbag warning indicator indicat-
ing that the airbag system 200 of the vehicle 100 has an
issue or fault.

USER INTERFACE FOR MESSAGES

[0028] Since drivers might ignore the warning that the
warning light indicator 152 provides, the vehicle 100 in-
cludes a user interface 170 that provides the driver with
additional information associated with the display warn-
ing light indicator 152. The user interface 170 may include
an instrument panel display 154 that is part of the instru-
ment panel 150 (as shown) or separate from the instru-
ment panel, for example, a Heads-Up-Display or a dis-
play screen 160 supported by the dashboard 140. The
display screen 160 may be positioned in a center portion
of the dashboard 140 and may be used for displaying
images from a rear view camera, displaying maps for
navigation, displaying vehicle and/or audio visual set-
tings. In some examples, the user interface 170 includes
a user device 510 (FIG. 4) that is in communication with
the vehicle 100. The user interface may be a touch screen
that allows the driver to touch the screen for interacting
with the user interface 170, while in other examples, the
user interface 170 is configured to receive a driver input
from one or more sources, such as but not limited to, an
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input keyboard, a rotary dial, one or more keys on a steer-
ing wheel supported by the dashboard 140.
[0029] As shown in FIG. 1, the display warning light
indicator 152 is an airbag warning icon and the displayed
message 156 provides more information about the airbag
display warning light indicator 152. In addition, as shown,
the displayed message 156 includes an acknowledge-
ment button 158 that allows the driver to either press the
button (when the user interface 170 is a touch screen
interface) or select the button 158 (by way of a physical
button input, for example on the steering wheel).

NOTIFICATION CONTROLLER

[0030] The vehicle 100 also includes a notification con-
troller 300 in communication with the vehicle systems
200, 200a-n, specifically the ECUs 230, 230a-n of each
vehicle system 200, 200a-n, and the user interface 170.
The notification controller 300 executes a control system
306 that is configured to monitor the ECUs 230, 230a-n
and when an ECU 230, 230a-n identifies a fault associ-
ated with a vehicle system 200, 200a-n, the control sys-
tem 306 executes a behavior 310, 310a-e. The executed
behavior causes the user interface 170 to display the
message 156 associated with the fault of the vehicle sys-
tem 200, 200a-n. The notification controller 300 includes
a computing processor 302 (e.g., a central processing
unit) in communication with non-transitory memory 304
(e.g., a hard disk, flash memory, random-access mem-
ory, to name a few). In some examples, the notification
controller 300 is a stand-alone controller having its re-
spective computing processor 302 and hardware mem-
ory 304; while in other examples, the notification control-
ler 300 is a combination of one or more ECUs 230, 230a-
n, and therefore has one or more ECU hardware proc-
essors 232, 232a-n in communication with one or more
ECU non-transitory memory 234, 234a-n capable of stor-
ing instructions executable on the one or more ECU hard-
ware processors 232, 232a-n.
[0031] The notification controller 300 includes a behav-
ior system 310 and a notification arbitration system 320
in communication with each other. The behavior system
310 includes one or more behaviors 310a-e configured
to execute and cause the user interface 170 to take ac-
tion. The notification arbitration system 320 provides a
prioritization mechanism between behaviors 310a-e to
allow the user interface 170 to display high priority mes-
sages 156 first before displaying a low priority message
156.
[0032] When one or more ECUs 230, 230a-n identify
a fault with one or more of the vehicle systems 200, 200a-
n, each one of the ECUs 230, 230a-n communicates the
identified fault by way of a fault signal 240 with the noti-
fication controller 300. The fault signal 240 includes a
vehicle system identifier or source 242 identifying which
vehicle system 200, 200a-n the fault signal 240 is asso-
ciated with, a fault time 244, and a fault description 246
which identifies the type of fault. For example, a fault

signal 240 may include a vehicle system identifier 244
identifying the drive system 200a to have the fault, and
the fault identifier 244 may include information such the
front right tire 122a has low pressure. Based on the fault
data (i.e., 242, 244, 246) of the received fault signal 240,
the notification controller 300 determines which one or
more behaviors to execute.
[0033] In some examples, the behavior system 310 in-
cludes a visual warning behavior 310a that when exe-
cuted causes the user interface 170 to display a warning
message 156 as shown in FIG. 1. In some examples, the
warning message 156 also includes an acknowledgment
button 158 that allows the driver to acknowledge receipt
of the message by interacting with the user interface 170,
e.g., pressing the OK button 158 after reading the warn-
ing message 156.
[0034] The behavior system 310 may include an audi-
ble warning behavior 310b that when executed causes
one or more vehicle speakers (not shown) to output a
warning sound (via an audio system 142). A non-essen-
tial function behavior 310c may also be included in the
behavior system 310. The non-essential function behav-
ior 310c, when executed, causes one or more vehicle
non-essential functions to stop working or to be disabled.
The non-essential functions may be any vehicle function
that is not primary to the movement or safe operation of
the vehicle. For example, the non-essential vehicle func-
tions may include, but are not limited to, radio function,
navigation function, air conditioning functions, heated
and/or cooled seats, sun roof and moon roof, limitation
of range of travel or speed of travel for a given key cycle,
continuous audible and/or visual warning, and a wait time
before a driver can shift the vehicle out of a park position.
Therefore, when the non-essential function behavior
310c is executed, then the notification controller 300 out-
puts a command 312 to the respective vehicle system
200 indicative of stopping a non-essential function asso-
ciated with the vehicle system 200, and instructs the user
interface 170 to display a message 156 informing the
driver that the non-essential function will not be operating
as the driver expects.
[0035] The behavior system 310 may also include a
speed limit behavior 310d that when executed prevents
the vehicle 100 from exceeding a specified speed. The
behavior system 310 may also include a mobility behav-
ior 310e that when executed prevents the vehicle 100
from shifting out of park, i.e., prevents the driver from
driving the vehicle 100. In some examples, the mobility
behavior 310e determines a location of the vehicle 100,
such as a ’Home Location’ and as such, the mobility be-
havior 310e is only executed when the vehicle is in the
’Home Location’. In other examples, the mobility behavior
310e determines a length of time that the vehicle 100
has been turned off, and the mobility behavior 310e is
executed when the length of time exceeds a threshold
time length, e.g., four hours.
[0036] When the behavior system 310 identifies which
one or more behaviors 310a-310e to execute, the notifi-
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cation arbitration system 320 prioritizes the one or more
behaviors based on the fault signal 240 and executes
the behavior(s) 310a-310e associated with the specific
fault signal 240. In some examples, the notification arbi-
tration system 320 prioritizes the behaviors 310a-310e
based on the safety associated with the fault, i.e., fault
data 242, 244, 246. For example, a behavior 310a-310e
executed due to a received airbag fault signal 240 is ex-
ecuted before a behavior 310a-310e associated with a
low tire pressure fault.

OPERATION OF THE NOTIFICATION CONTROLLER

[0037] FIG. 3 illustrates an exemplary block diagram
400 of operating the vehicle 100 and notifying the driver
of one or more faults associated with one or more vehicle
systems 200, 200a-n as described in FIGS. 1 and 2. At
block 402, the vehicle 100 starts. In some examples, a
driver may start the vehicle 100 while sitting inside the
passenger compartment 130 or may start the vehicle 100
remotely. Once the vehicle 100 is turned on, at block 404
the vehicle systems 200, 200a-n are initialized, and each
ECU 230, 230a-n associated with a vehicle system 200,
200a-n checks the associated vehicle system 200, 200a-
n for one or more faults associated with the respective
vehicle system 200. Once the vehicle systems 200, 200a-
n have been initialized, and the ECUs 230, 230a-n have
completed checking for faults, the ECUs 230, 230a-n
send any fault signals 240 associated with each fault to
the notification controller 300. At decision block 406, the
notification controller 300 determiners if there are any
received detected faults 240. In some examples, the no-
tification controller 300 stores (on the non-transitory
memory 304) a log of all detected faults, i.e., received
fault signal 240, associated with each one of the vehicle
systems 200, 200a-n. In addition, each log may be as-
sociated with a fault present timer/count. The present
fault timer tracks each fault by storing one of the length
of time from an initial display of a warning message 156,
the number of times that a driver ignores a warning mes-
sage 156, a driving distance from the initial warning mes-
sage, or a number of key ignitions from an initial warning
message 156. If at decision block 406, the notification
controller 300 determines that there are no faults, then
at block 408 the notification controller 300 resets the fault
present timer/count. In some examples, the timer/count
includes one or more timers/counts associated with each
vehicle system 200, 200a-n. As such, the present fault
timer/count is indicative of any fault associated with any
vehicle system 200, 200a-n, and also can track the faults
associated with each vehicle system 200. Once the fault
timer is reset at block 408, then the vehicle 100 enables
all functions at block 410 before allowing the vehicle 100
to be driven at block 428. Referring back to decision block
406, if the notification controller 300 determines that there
are one or more received fault signals 240, then at block
412, the notification controller 300 executes the visual
behavior 310a, the audible behavior 310b, or both the

visual and audible behaviors 310a, 310b. Once the be-
haviors 310a, 310b are executed, then at block 414 the
notification controller 300 requests that the driver ac-
knowledges the warning message 156 provided by the
behavior system 310, for example by way of the acknowl-
edgment button 158 displayed on the user interface 170.
In some examples, the driver ignores the acknowledg-
ment button 158 and instead shifts the vehicle 100 out
of park and starts driving the vehicle 100. In this case,
the notification controller 300 may execute an acknowl-
edgment behavior (not shown) that informs the driver that
by driving the vehicle 100, the driver has acknowledged
of the warning message 156. The acknowledgment be-
havior may be a message displayed on the user interface
170 and/or a voice message or a sound.
[0038] At decision block 416, if the driver does not ac-
knowledge the warning message 156 by pressing the
acknowledgment button 158, then at block 418 the noti-
fication controller 300 executes the mobility behavior
310e causing the power to be shut down from the vehicle
100, preventing the vehicle from being driven at block
430. However, referring back to decision block 416, if the
driver acknowledges the message 156 and selects the
acknowledgement button 158 then at decision block 420,
the notification controller 300 determines a fault value FV
being one of the length of time from an initial status warn-
ing indicator 152, the number of times that a driver ig-
nores one or more display warning light indicators 152,
a driving distance from the initial status indicator warning,
or a number of key ignitions from the initial warning mes-
sage 156. If the fault value FV is less than a first threshold
T1, i.e., if the fault value FV is not greater than the first
threshold T1, then the notification controller 300 confirms
that all vehicle functions are enabled at block 410, and
thus the driver may drive the vehicle 100. However, if the
fault value FV is greater than the first threshold T1, then
at decision block 422 the notification controller 300 in-
structs the user interface 170 to keep displaying the warn-
ing message 156 and the notification controller 300 ex-
ecutes the non-essential function behavior 310c which
causes one or more non-essential vehicle function to be
disabled or to not operate as the driver expects.
[0039] At decision block 424, the notification controller
300 determines if the fault value FV is greater than a
second threshold T2 being greater than the first threshold
T1. If the fault value FV is greater than the second thresh-
old T2, then at block 426 the notification controller 300
executes the speed limit behavior 310d which limits the
maximum speed of the vehicle 100. However, if the fault
value FV is not greater than the second threshold T2, then
at block 428, the notification controller 300 instructs the
vehicle systems 200, 200a-n, e.g., the drive system 120,
that the vehicle 100 may be driven.
[0040] With continued reference to FIG. 3, the notifi-
cation controller 300 provides the driver with a layered
approach of notification messages 156 and behaviors
310, 310a-n. For example, the layered approach may
include first, second, and third levels of notifications be-
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haviors 310, 310a-n, where the first level of notifications
156 and behaviors 310, 310a-n are executed when the
fault value FV is less than the first threshold T1, while the
second level of notifications 156 and behaviors 310,
310a-n are executed when the fault value FV is greater
than the first threshold T1 and less than the second
threshold T2, and the third level of notifications 156 and
behaviors 310, 310a-n are executed when the fault value
FV is greater than the second threshold T2. As such, with
each level of notifications 156 and behaviors 310, 310a-
n, the executed behaviors 310, 310a-n are more severe
going from displaying the message 156 in first level of
notifications, to executing the non-essential function be-
haviors 310e in the second level, to preventing the driver
from driving the vehicle 100 in the third level. As such,
the notification controller 300 encourages the driver to
take action when there is a warning message 156, which
prevents the occurrence of the behaviors 310, 310a-n in
second and third levels. In some examples, more levels
of notifications may also be added.

NOTIFICATION CONTROLLER IN COMMUNICATION 
WITH USER DEVICE AND THIRD PARTY

[0041] FIG. 4 illustrates an example vehicle notification
system 500 that includes the vehicle 100 associated with
a driver 502. The notification system 500 also includes
a user device 510 associated with the driver 502. The
vehicle 100 and the user device 510 are in communica-
tion with one another and with a remote system 520 via
a network 530. The remote system 520 may be a distrib-
uted system (e.g., a cloud environment) having scala-
ble/elastic computing resources 522 and/or storage re-
sources 524. The network 530 may include various types
of networks, such as a local area network (LAN), wide
area network (WAN), and/or the Internet.
[0042] In some implementations, the user device 510
is any computing device capable of communicating with
the vehicle 100. The user device 510 may include, but is
not limited to, a mobile computing device, such as a lap-
top 510a, a tablet 510b, a smart phone 510c (FIGS. 5A
and 5B), and a wearable computing device 510d (e.g.,
headsets and/or watches). The user device 510 may also
include other computing devices having other form fac-
tors, such as a desktop computer 510e, a gaming device,
a television, or other appliances (e.g., networked home
automation devices and home appliances).
[0043] The user device 510 may use any of a variety
of different operating systems. In examples where a user
device 510 is a mobile device 510b, the user device 510
may run an operating system including, but not limited
to, ANDROID® developed by Google Inc., lOS® devel-
oped by Apple Inc., or WINDOWS PHONE® developed
by Microsoft Corporation. Accordingly, the operating sys-
tem running on the user device 510 may include, but is
not limited to, one of ANDROID®, lOS®, or WINDOWS
PHONE®. In an example where a user device 510 is a
laptop or desktop computing device, the user device may

run an operating system including, but not limited to, MI-
CROSOFT WINDOWS® by Microsoft Corporation, MAC
OS® by Apple, Inc., or Linux.
[0044] In some examples, the user device 510 runs a
vehicle software application 512 for communicating with
the vehicle 100. The vehicle application 512 may be a
native vehicle application 512a that is dedicated to inter-
facing with the vehicle 100; while in other examples, the
user device 510 communicates with the vehicle 100 using
a more general application 512b such as a web-browser
application accessed using a web browser. A software
application (i.e., a software resource 110s) may refer to
computer software that causes a computing device to
perform a task. In some examples, a software application
may be referred to as an "application," an "app," or a
"program." Example applications include, but are not lim-
ited to, system diagnostic applications, system manage-
ment applications, system maintenance applications,
word processing applications, spreadsheet applications,
messaging applications, media streaming applications,
social networking applications, and gaming applications.
[0045] In some implementations, the notification con-
troller 300 communicates with the user device 510 via
the network 530, e.g., by way of the vehicle application
512, 512a, 512b. As such, the notification controller 300
transmits the notification message 156 for display on a
display of the user device 510, as shown in FIG. 5A. The
vehicle application 512, 512a, 512b allows for interaction
between the user device 510 and the driver 502; there-
fore, the driver 502 can confirm the receipt of the notifi-
cation message 156 using the user device 510. The con-
firmation is then transmitted via the network 530 to the
notification controller 300. As previously described, the
notification controller 300 is supported by the vehicle
body 110. However, in some examples, the notification
controller 300 may be executed on the remote system
520 and communicated with the vehicle 100 and the user
device 510 via the network 530.
[0046] In some implementations, the notification con-
troller 300 is in communication with a third party 540,
e.g., a preferred dealer or service garage, via the network
530. The notification controller 300 may send the fault
message 156 to the third party 540 in addition to the user
interface 170. Therefore, the third party 540 may receive
one or more fault notifications 156 from multiple vehicles
100. The third party 540 may then contact the driver 502,
e.g., via email or phone call, and schedule an appoint-
ment for the vehicle 100 to be serviced.
[0047] Referring to FIG. 5B. in some implementations,
the vehicle application 512, 512a, 512b has access to a
driver calendar associated with the user device 510 and
a third party calendar associated with a third party 540,
e.g., a preferred dealer or service garage. When the ve-
hicle application 512, 512a, 512b receives the warning
message 156, the vehicle application 512, 512a, 512b
may display the message 156 and also notify the driver
502 of a date and time frame where the driver 502 does
not have any other plans on his calendar and the third
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party 540 can take the vehicle 100 for repairs.

NOTIFICATION CONTROLLER FOR VEHICLE FLEET 
MANAGEMENT

[0048] Referring to FIG. 6, in some implementations,
the notification controller 300 may be configured to mon-
itor the faults of one or more vehicles 100, 100a-n within
a fleet. A fleet management system 600 includes one or
more vehicles 100, 100a-n, where each vehicle 100,
100a-n includes vehicle system(s) 200, 200a-n as de-
scribed with respect to FIG. 2. Each vehicle 100, 100a-
n is in communication with a fleet control system 610 via
the network 430, where the fleet control system 610 in-
cludes the notification controller 300. When a fault asso-
ciated with a vehicle 100, 100a-n occurs, the vehicle 100,
100a-n transmits a fault signal 240 that includes fault
data 242, 244, 246 to the fleet control system 610. When
the fleet control system 610 receives the fault data 242,
244, 246 then the notification controller 300 determines
which behavior 310a-310e to execute and once execut-
ed, the fault message 156 is displayed on both the in-
strument panel display 154 associated with the vehicle
100, 100a-n and a fleet display screen 620. A fleet man-
ager (not shown) may monitor the faults associated with
the vehicle 100, 100a-n and schedule service appoint-
ments for a vehicle 100, 100a-n having a fault. As such,
the vehicles 100, 100a-n are maintained and the number
of on the road vehicle breakdowns is reduced.
[0049] FIG. 7 provides an exemplary arrangement of
operations for a method 700 of notifying a driver of a
vehicle system fault using the vehicle notification control-
ler 300 (having a computing processor 302 and hardware
memory 304) described in FIGS. 1-6.
[0050] At block 702, the method 700 includes receiv-
ing, at a computing processor 302, one or more fault sig-
nals 240 from a vehicle system 200, 200a-n of a vehicle
100. Each fault signal 240 includes a fault source 242
identifying the vehicle system 200 associated with the
fault, 200a-n, a fault time 244 identifying a time of the
fault, and a fault description 246.
[0051] At block 704, the method 700 includes deter-
mining, by the computing processor 302, a fault value FV
associated with the received one or more fault signals
240. The fault value FV indicative of a period of time or
a number of events from an initial received fault signal
240.
[0052] At block 706, the method 700 includes execut-
ing on the computing processor 302 a behavior system
310. The behavior system 310 receives the fault signal
240 and executes, at block 708, one or more behaviors
310, 310a-e from a first level of behaviors in response to
the fault value FV being less than a first threshold value
T1, and at block 710 one or more behaviors 310, 310a-
e from a second level of behaviors in response to the
fault value FV being greater than the first threshold value
T2. The first level of behaviors provides a driver of the
vehicle 100 with a warning message 156 or a warning

sound indicative of the fault, and the second level of be-
haviors prevents one or more vehicle features from op-
eration.
[0053] In some examples, the method 700 further in-
cludes storing, at hardware memory 304 in communica-
tion with the computing processor 302, the received fault
signal 240. In addition, when a received fault signal 240
is received at a first time followed by a received fault
signal 240 received at a second time, the method 700
includes adjusting the fault value FV to include the re-
ceived fault signal 240 received at the second time.
[0054] The method may also include resetting the fault
value FV associated with a received fault signal 240,
when the received signal is not received after a vehicle
power cycle. When executing the one or more behaviors
310, 310a-e from the first level of behaviors, the method
700 includes: sending, from the computing processor 302
to a user interface 170 in communication with the com-
puting processor 302, a notification message 156 (e.g.,
a text message) configured for display on a display of
the user interface 170; and receiving an acknowledgment
158 from a driver by way of the user interface 170 indic-
ative of a confirmation of receipt of the text message 156.
The user interface 170 may be one or more of an instru-
ment panel display 154 or a display screen 160 of the
vehicle 100, a user device display 511, and a fleet display
screen 620.
[0055] In some implementations, when executing the
one or more behaviors from the first level of behaviors,
the method 700 also includes sending, from the comput-
ing processor 302 to an audio system 142 in communi-
cation with the computing processor 302, a sound signal
or a text-to-speech signal configured to be outputted from
one or more speakers of the audio system and indicative
of a notice of the identified fault.
[0056] The one or more behaviors 310, 310a-e from
the second level of behaviors are in response to the fault
value FV being greater than the first threshold value T1
and less than a second threshold T2 value being greater
than the first threshold value T1. The second level of be-
haviors prevents one or more non-essential features from
operation. For example, the non-essential vehicle fea-
tures or functions may include, but are not limited to, radio
function, navigation function, air conditioning functions,
heated and/or cooled seats, sun roof and moon roof, lim-
itation of range of travel or speed of travel for a given key
cycle, continuous audible and/or visual warning, and a
wait time before a driver can shift the vehicle out of a
park position. In some implementations, the behavior
system 310 further executes one or more behaviors 310,
310a-e from a third level of behaviors in response to the
fault value FV being greater than the second threshold
value T2, where the third level of behaviors prevents the
vehicle from being driven.
[0057] In some examples, the vehicle system 200 in-
cludes at least one of a drive system 120, 200a, a safety
system 200b, 210, and a sensor system 200c, 220. Other
vehicle systems 200d-n may also be included. The ve-
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hicle 100 includes a vehicle body 110 that defines a for-
ward drive direction F. The vehicle system 200 is sup-
ported by the vehicle body 110. In some examples, the
vehicle system 200 includes an electronic control unit
(ECU) 230, 230a-n configured to detect a fault associated
with the vehicle system 200, 200a-n and transmits the
fault signal 240 to the computing processor 302.
[0058] In some implementations, the computing proc-
essor 302 is in communication with a user device 510
via a network 530. The user device 510 configured to
receive the one or more behaviors 310, 310a-e from the
first level of behaviors in response to the fault value FV
being less than the first threshold value T1.

COMPUTING DEVICE

[0059] FIG. 8 is schematic view of an example com-
puting device 800 that may be used to implement the
systems and methods described in this document. The
computing device 800 is intended to represent various
forms of digital computers, such as laptops, desktops,
workstations, personal digital assistants, servers, blade
servers, mainframes, and other appropriate computers.
The components shown here, their connections and re-
lationships, and their functions, are meant to be exem-
plary only, and are not meant to limit implementations of
the inventions described and/or claimed in this docu-
ment.
[0060] The computing device 800 includes a processor
810, memory 820, a storage device 830, a high-speed
interface/controller 840 connecting to the memory 820
and high-speed expansion ports 850, and a low speed
interface/controller 860 connecting to low speed bus 870
and storage device 830. Each of the components 810,
820, 830, 840, 850, and 860, are interconnected using
various busses, and may be mounted on a common
motherboard or in other manners as appropriate. The
processor 810 can process instructions for execution
within the computing device 800, including instructions
stored in the memory 820 or on the storage device 830
to display graphical information for a graphical user in-
terface (GUI) on an external input/output device, such as
display 880 coupled to high speed interface 840. In other
implementations, multiple processors and/or multiple
buses may be used, as appropriate, along with multiple
memories and types of memory. Also, multiple computing
devices 800 may be connected, with each device provid-
ing portions of the necessary operations (e.g., as a server
bank, a group of blade servers, or a multi-processor sys-
tem).
[0061] The memory 820 stores information non-tran-
sitorily within the computing device 800. The memory
820 may be a computer-readable medium, a volatile
memory unit(s), or non-volatile memory unit(s). The non-
transitory memory 820 may be physical devices used to
store programs (e.g., sequences of instructions) or data
(e.g., program state information) on a temporary or per-
manent basis for use by the computing device 800. Ex-

amples of non-volatile memory include, but are not lim-
ited to, flash memory and read-only memory (ROM) /
programmable read-only memory (PROM) / erasable
programmable read-only memory (EPROM) / electroni-
cally erasable programmable read-only memory (EEP-
ROM) (e.g., typically used for firmware, such as boot pro-
grams). Examples of volatile memory include, but are not
limited to, random access memory (RAM), dynamic ran-
dom access memory (DRAM), static random access
memory (SRAM), phase change memory (PCM) as well
as disks or tapes.
[0062] The storage device 830 is capable of providing
mass storage for the computing device 800. In some im-
plementations, the storage device 830 is a computer-
readable medium. In various different implementations,
the storage device 830 may be a floppy disk device, a
hard disk device, an optical disk device, or a tape device,
a flash memory or other similar solid state memory de-
vice, or an array of devices, including devices in a storage
area network or other configurations. In additional imple-
mentations, a computer program product is tangibly em-
bodied in an information carrier. The computer program
product contains instructions that, when executed, per-
form one or more methods, such as those described
above. The information carrier is a computer- or machine-
readable medium, such as the memory 820, the storage
device 830, or memory on processor 810.
[0063] The high speed controller 840 manages band-
width-intensive operations for the computing device 800,
while the low speed controller 860 manages lower band-
width-intensive operations. Such allocation of duties is
exemplary only. In some implementations, the high-
speed controller 840 is coupled to the memory 820, the
display 880 (e.g., through a graphics processor or accel-
erator), and to the high-speed expansion ports 850,
which may accept various expansion cards (not shown).
In some implementations, the low-speed controller 860
is coupled to the storage device 830 and low-speed ex-
pansion port 870. The low-speed expansion port 870,
which may include various communication ports (e.g.,
USB, Bluetooth, Ethernet, wireless Ethernet), may be
coupled to one or more input/output devices, such as a
keyboard, a pointing device, a scanner, or a networking
device such as a switch or router, e.g., through a network
adapter.
[0064] The computing device 800 may be implement-
ed in a number of different forms, as shown in the figure.
For example, it may be implemented as a standard server
800a or multiple times in a group of such servers 800a,
as a laptop computer 800b, or as part of a rack server
system 800c.
[0065] Various implementations of the systems and
techniques described here can be realized in digital elec-
tronic and/or optical circuitry, integrated circuitry, special-
ly designed ASICs (application specific integrated cir-
cuits), computer hardware, firmware, software, and/or
combinations thereof. These various implementations
can include implementation in one or more computer pro-
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grams that are executable and/or interpretable on a pro-
grammable system including at least one programmable
processor, which may be special or general purpose,
coupled to receive data and instructions from, and to
transmit data and instructions to, a storage system, at
least one input device, and at least one output device.
[0066] These computer programs (also known as pro-
grams, software, software applications or code) include
machine instructions for a programmable processor, and
can be implemented in a high-level procedural and/or
object-oriented programming language, and/or in as-
sembly/machine language. As used herein, the terms
"machine-readable medium" and "computer-readable
medium" refer to any computer program product, non-
transitory computer readable medium, apparatus and/or
device (e.g., magnetic discs, optical disks, memory, Pro-
grammable Logic Devices (PLDs)) used to provide ma-
chine instructions and/or data to a programmable proc-
essor, including a machine-readable medium that re-
ceives machine instructions as a machine-readable sig-
nal. The term "machine-readable signal" refers to any
signal used to provide machine instructions and/or data
to a programmable processor.
[0067] Implementations of the subject matter and the
functional operations described in this specification can
be implemented in digital electronic circuitry, or in com-
puter software, firmware, or hardware, including the
structures disclosed in this specification and their struc-
tural equivalents, or in combinations of one or more of
them. Moreover, subject matter described in this speci-
fication can be implemented as one or more computer
program products, i.e., one or more modules of computer
program instructions encoded on a computer readable
medium for execution by, or to control the operation of,
data processing apparatus. The computer readable me-
dium can be a machine-readable storage device, a ma-
chine-readable storage substrate, a memory device, a
composition of matter effecting a machine-readable
propagated signal, or a combination of one or more of
them. The terms "data processing apparatus", "comput-
ing device" and "computing processor" encompass all
apparatus, devices, and machines for processing data,
including by way of example a programmable processor,
a computer, or multiple processors or computers. The
apparatus can include, in addition to hardware, code that
creates an execution environment for the computer pro-
gram in question, e.g., code that constitutes processor
firmware, a protocol stack, a database management sys-
tem, an operating system, or a combination of one or
more of them. A propagated signal is an artificially gen-
erated signal, e.g., a machine-generated electrical, opti-
cal, or electromagnetic signal, that is generated to en-
code information for transmission to suitable receiver ap-
paratus.
[0068] A computer program (also known as an appli-
cation, program, software, software application, script,
or code) can be written in any form of programming lan-
guage, including compiled or interpreted languages, and

it can be deployed in any form, including as a stand-alone
program or as a module, component, subroutine, or other
unit suitable for use in a computing environment. A com-
puter program does not necessarily correspond to a file
in a file system. A program can be stored in a portion of
a file that holds other programs or data (e.g., one or more
scripts stored in a markup language document), in a sin-
gle file dedicated to the program in question, or in multiple
coordinated files (e.g., files that store one or more mod-
ules, sub programs, or portions of code). A computer
program can be deployed to be executed on one com-
puter or on multiple computers that are located at one
site or distributed across multiple sites and interconnect-
ed by a communication network.
[0069] The processes and logic flows described in this
specification can be performed by one or more program-
mable processors executing one or more computer pro-
grams to perform functions by operating on input data
and generating output. The processes and logic flows
can also be performed by, and apparatus can also be
implemented as, special purpose logic circuitry, e.g., an
FPGA (field programmable gate array) or an ASIC (ap-
plication specific integrated circuit).
[0070] Processors suitable for the execution of a com-
puter program include, by way of example, both general
and special purpose microprocessors, and any one or
more processors of any kind of digital computer. Gener-
ally, a processor will receive instructions and data from
a read only memory or a random access memory or both.
The essential elements of a computer are a processor
for performing instructions and one or more memory de-
vices for storing instructions and data. Generally, a com-
puter will also include, or be operatively coupled to re-
ceive data from or transfer data to, or both, one or more
mass storage devices for storing data, e.g., magnetic,
magneto optical disks, or optical disks. However, a com-
puter need not have such devices. Moreover, a computer
can be embedded in another device, e.g., a mobile tele-
phone, a personal digital assistant (PDA), a mobile audio
player, a Global Positioning System (GPS) receiver, to
name just a few. Computer readable media suitable for
storing computer program instructions and data include
all forms of non-volatile memory, media and memory de-
vices, including by way of example semiconductor mem-
ory devices, e.g., EPROM, EEPROM, and flash memory
devices; magnetic disks, e.g., internal hard disks or re-
movable disks; magneto optical disks; and CD ROM and
DVD-ROM disks. The processor and the memory can be
supplemented by, or incorporated in, special purpose
logic circuitry.
[0071] To provide for interaction with a user, one or
more aspects of the disclosure can be implemented on
a computer having a display device, e.g., a CRT (cathode
ray tube), LCD (liquid crystal display) monitor, or touch
screen for displaying information to the user and option-
ally a keyboard and a pointing device, e.g., a mouse or
a trackball, by which the user can provide input to the
computer. Other kinds of devices can be used to provide
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interaction with a user as well; for example, feedback
provided to the user can be any form of sensory feedback,
e.g., visual feedback, auditory feedback, or tactile feed-
back; and input from the user can be received in any
form, including acoustic, speech, or tactile input. In ad-
dition, a computer can interact with a user by sending
documents to and receiving documents from a device
that is used by the user; for example, by sending web
pages to a web browser on a user’s client device in re-
sponse to requests received from the web browser.
[0072] One or more aspects of the disclosure can be
implemented in a computing system that includes a back-
end component, e.g., as a data server, or that includes
a middleware component, e.g., an application server, or
that includes a frontend component, e.g., a client com-
puter having a graphical user interface or a Web browser
through which a user can interact with an implementation
of the subject matter described in this specification, or
any combination of one or more such backend, middle-
ware, or frontend components. The components of the
system can be interconnected by any form or medium of
digital data communication, e.g., a communication net-
work. Examples of communication networks include a
local area network ("LAN") and a wide area network
("WAN"), an inter-network (e.g., the Internet), and peer-
to-peer networks (e.g., ad hoc peer-to-peer networks).
[0073] The computing system can include clients and
servers. A client and server are generally remote from
each other and typically interact through a communica-
tion network. The relationship of client and server arises
by virtue of computer programs running on the respective
computers and having a client-server relationship to each
other. In some implementations, a server transmits data
(e.g., an HTML page) to a client device (e.g., for purposes
of displaying data to and receiving user input from a user
interacting with the client device). Data generated at the
client device (e.g., a result of the user interaction) can be
received from the client device at the server.
[0074] While this specification contains many specif-
ics, these should not be construed as limitations on the
scope of the disclosure or of what may be claimed, but
rather as descriptions of features specific to particular
implementations of the disclosure. Certain features that
are described in this specification in the context of sep-
arate implementations can also be implemented in com-
bination in a single implementation. Conversely, various
features that are described in the context of a single im-
plementation can also be implemented in multiple imple-
mentations separately or in any suitable sub-combina-
tion. Moreover, although features may be described
above as acting in certain combinations and even initially
claimed as such, one or more features from a claimed
combination can in some cases be excised from the com-
bination, and the claimed combination may be directed
to a sub-combination or variation of a sub-combination.
[0075] Similarly, while operations are depicted in the
drawings in a particular order, this should not be under-
stood as requiring that such operations be performed in

the particular order shown or in sequential order, or that
all illustrated operations be performed, to achieve desir-
able results. In certain circumstances, multi-tasking and
parallel processing may be advantageous. Moreover, the
separation of various system components in the embod-
iments described above should not be understood as re-
quiring such separation in all embodiments, and it should
be understood that the described program components
and systems can generally be integrated together in a
single software product or packaged into multiple soft-
ware products.
[0076] A number of implementations have been de-
scribed. Nevertheless, it will be understood that various
modifications may be made without departing from the
spirit and scope of the disclosure. Accordingly, other im-
plementations are within the scope of the following
claims. For example, the actions recited in the claims can
be performed in a different order and still achieve desir-
able results.

FURTHER EMBODIMENTS

[0077]

1. A method of notifying a driver of a fault associated
with a vehicle system of a vehicle, the method com-
prising:

receiving, at a computing processor, one or
more fault signals from a vehicle system of the
vehicle, each fault signal including a fault source
identifying the vehicle system, a fault time iden-
tifying a time of the fault, and a fault description;
determining, by the computing processor, a fault
value associated with the received one or more
fault signals, the fault value indicative of a period
of time or a number of events from an initial re-
ceived fault signal;
executing on the computing processor a behav-
ior system, the behavior system receiving the
fault signal and executing:

one or more behaviors from a first level of
behaviors in response to the fault value be-
ing less than a first threshold value, the first
level of behaviors providing a driver of the
vehicle with a warning message or a warn-
ing sound indicative of the fault; and
one or more behaviors from a second level
of behaviors in response to the fault value
being greater than the first threshold value,
the second level of behaviors preventing
one or more vehicle features from opera-
tion.

2. The method of notifying the driver of a fault of
embodiment 1, further comprising:
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storing, at hardware memory in communication
with the computing processer, the received fault
signal; and
when a received fault signal is received at a first
time followed by a received fault signal received
at a second time, adjusting the fault value to in-
clude received fault signal received at the sec-
ond time.

3. The method of notifying the driver of a fault of
embodiment 1, further comprising:
resetting the fault value associated with a received
fault signal, when after a vehicle power cycle the
received signal is not subsequently received.

4. The method of notifying the driver of a fault of
embodiment 1, further comprising, when executing
the one or more behaviors from the first level of be-
haviors:

sending, from the computing processor to a user
interface in communication with the computing
processor, a text message configured for dis-
play on a display of the user interface; and
receiving an acknowledgment from a driver by
way of the user interface indicative of a confir-
mation of receipt of the text message.

5. The method of notifying the driver of a fault of
embodiment 1, further comprising, when executing
the one or more behaviors from the first level of be-
haviors:
sending, from the computing processor to a an audio
system in communication with the computing proc-
essor, a sound signal or a text-to-speech signal con-
figured to be outputted from one or more speakers
of the audio system and indicative of a notice of the
identified fault.

6. The method of notifying the driver of a fault of
embodiment 1, wherein the one or more behaviors
from the second level of behaviors are in response
to the fault value being greater than the first threshold
value and less than a second threshold value being
greater than the first threshold value, the second lev-
el of behaviors preventing one or more non-essential
features from operation.

7. The method of notifying the driver of a fault of
embodiment 6, wherein the one or more non-essen-
tial features include at least one of infotainment sys-
tem, limitation of range of travel or speed of travel
for a given key cycle, continuous audible and/or vis-
ual warning, and a wait time before a driver can shift
the vehicle out of a park position.

8. The method of notifying the driver of a fault of
embodiment 6, wherein the behavior system further

executes:
one or more behaviors from a third level of behaviors
in response to the fault value being greater than the
second threshold value, the third level of behaviors
preventing the vehicle from being driven.

9. The method of notifying the driver of a fault of
embodiment 1, wherein the vehicle system includes
at least one of a drive system, a safety system, and
a sensor system.

10. The method of notifying the driver of a fault of
embodiment 9, wherein the vehicle comprises a ve-
hicle body defining a forward drive direction, the ve-
hicle system is supported by the vehicle body.

11. The method of notifying the driver of a fault of
embodiment 10, wherein the vehicle system com-
prises an electronic control unit configured to detect
a fault associated with the vehicle system and trans-
mits a fault signal to the computing processor.

12. The method of notifying the driver of a fault of
embodiment 1, wherein the computing processor is
in communication with a user device via a network,
the user device configured to receive the one or more
behaviors from the first level of behaviors in re-
sponse to the fault value being less than a first
threshold value.

13. A vehicle notification system comprising:

hardware memory;
a behavior system executing on a data process-
ing device in communication with hardware
memory, the behavior system:

receiving one or more fault signals from a
vehicle system of a vehicle, each fault signal
including a fault source identifying the vehi-
cle system, a fault time identifying a time of
the fault, and a fault description;
storing, at the hardware memory, the one
or more received fault signal;
determining a fault value associated with
the one or more received fault signals, the
fault value indicative of a period of time or
a number of events from an initial received
fault signal;
executing one or more behaviors from a first
level of behaviors in response to the fault
value being less than a first threshold value,
the first level of behaviors providing a driver
of the vehicle with a warning message or a
warning sound indicative of the fault; and
executing one or more behaviors from a
second level of behaviors in response to the
fault value being greater than the first
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threshold value, the second level of behav-
iors preventing one or more vehicle features
from operation.

14. The vehicle notification system of embodiment
13, wherein the one or more behaviors from the sec-
ond level of behaviors are in response to the fault
value being greater than the first threshold value and
less than a second threshold value being greater
than the first threshold value, the second level of
behaviors preventing one or more non-essential fea-
tures from operation.

15. The vehicle notification system of embodiment
14, wherein the one or more non-essential features
include at least one of infotainment system, limitation
of range of travel or speed of travel for a given key
cycle, continuous audible and/or visual warning, and
a wait time before a driver can shift the vehicle out
of a park position.

16. The vehicle notification system of embodiment
14, wherein the behavior system further executes
one or more behaviors from a third level of behaviors
in response to the fault value being greater than the
second threshold value, the third level of behaviors
preventing the vehicle from being driven.

17. The vehicle notification system of embodiment
13, wherein when a received fault signal is received
at a first time followed by a received fault signal re-
ceived at a second time, the behavior system adjusts
the fault value to include the received fault signal
received at the second time.

18. The vehicle notification system of embodiment
13, wherein the behavior system resets the fault val-
ue associated with a received fault signal, when after
a vehicle power cycle the received signal is not sub-
sequently received.

19. The vehicle notification system of embodiment
13, wherein when executing the one or more behav-
iors from the first level of behaviors:
sending, from the data processing device to an audio
system in communication with the data processing
device, a sound signal or a text-to-speech signal con-
figured to be outputted from one or more speakers
of the audio system and indicative of a notice of the
identified fault.

20. The vehicle notification system of embodiment
13, wherein the data processing device is in com-
munication with a user device via a network, the user
device configured to receive the one or more behav-
iors from the first level of behaviors in response to
the fault value being less than the first threshold val-
ue.

Claims

1. A method of notifying a driver of a fault associated
with a vehicle system of a vehicle, the method com-
prising:

receiving, at a computing processor, one or
more fault signals from a vehicle system of the
vehicle, each fault signal including a fault source
identifying the vehicle system, a fault time iden-
tifying a time of the fault, and a fault description;
determining, by the computing processor, a fault
value associated with the received one or more
fault signals, the fault value indicative of a period
of time or a number of events from an initial re-
ceived fault signal;
executing on the computing processor a behav-
ior system, the behavior system receiving the
fault signal and executing:

one or more behaviors from a first level of
behaviors in response to the fault value be-
ing less than a first threshold value, the first
level of behaviors providing a driver of the
vehicle with a warning message or a warn-
ing sound indicative of the fault; and
one or more behaviors from a second level
of behaviors in response to the fault value
being greater than the first threshold value,
the second level of behaviors preventing
one or more vehicle features from opera-
tion.

2. The method according to any of the preceding
claims, further comprising:

storing, at hardware memory in communication
with the computing processer, the received fault
signal; and
when a received fault signal is received at a first
time followed by a received fault signal received
at a second time, adjusting the fault value to in-
clude received fault signal received at the sec-
ond time.

3. The method according to any of the preceding
claims, further comprising:
resetting the fault value associated with a received
fault signal, when after a vehicle power cycle the
received signal is not subsequently received.

4. The method according to any of the preceding
claims, further comprising, when executing the one
or more behaviors from the first level of behaviors:

sending, from the computing processor to a user
interface in communication with the computing
processor, a text message configured for dis-
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play on a display of the user interface; and
receiving an acknowledgment from a driver by
way of the user interface indicative of a confir-
mation of receipt of the text message.

5. The method according to any of the preceding
claims, further comprising, when executing the one
or more behaviors from the first level of behaviors:
sending, from the computing processor to a an audio
system in communication with the computing proc-
essor, a sound signal or a text-to-speech signal con-
figured to be outputted from one or more speakers
of the audio system and indicative of a notice of the
identified fault.

6. The method according to any of the preceding
claims, wherein the one or more behaviors from the
second level of behaviors are in response to the fault
value being greater than the first threshold value and
less than a second threshold value being greater
than the first threshold value, the second level of
behaviors preventing one or more non-essential fea-
tures from operation.

7. The method of claim 6, wherein the one or more non-
essential features include at least one of infotain-
ment system, limitation of range of travel or speed
of travel for a given key cycle, continuous audible
and/or visual warning, and a wait time before a driver
can shift the vehicle out of a park position, and/or
wherein the behavior system further executes:
one or more behaviors from a third level of behaviors
in response to the fault value being greater than the
second threshold value, the third level of behaviors
preventing the vehicle from being driven.

8. The method according to any of the preceding
claims, wherein the vehicle system includes at least
one of a drive system, a safety system, and a sensor
system.

9. The method of claim 8, wherein the vehicle compris-
es a vehicle body defining a forward drive direction,
the vehicle system is supported by the vehicle body
and/or wherein the vehicle system comprises an
electronic control unit configured to detect a fault as-
sociated with the vehicle system and transmits a fault
signal to the computing processor.

10. The method according to any of the preceding
claims, wherein the computing processor is in com-
munication with a user device via a network, the user
device configured to receive the one or more behav-
iors from the first level of behaviors in response to
the fault value being less than a first threshold value.

11. A vehicle notification system comprising:

hardware memory;
a behavior system executing on a data process-
ing device in communication with hardware
memory, the behavior system:

receiving one or more fault signals from a
vehicle system of a vehicle, each fault signal
including a fault source identifying the vehi-
cle system, a fault time identifying a time of
the fault, and a fault description;
storing, at the hardware memory, the one
or more received fault signal;
determining a fault value associated with
the one or more received fault signals, the
fault value indicative of a period of time or
a number of events from an initial received
fault signal;
executing one or more behaviors from a first
level of behaviors in response to the fault
value being less than a first threshold value,
the first level of behaviors providing a driver
of the vehicle with a warning message or a
warning sound indicative of the fault; and
executing one or more behaviors from a
second level of behaviors in response to the
fault value being greater than the first
threshold value, the second level of behav-
iors preventing one or more vehicle features
from operation.

12. The vehicle notification system of claim 11, wherein
the one or more behaviors from the second level of
behaviors are in response to the fault value being
greater than the first threshold value and less than
a second threshold value being greater than the first
threshold value, the second level of behaviors pre-
venting one or more non-essential features from op-
eration, and/or wherein the one or more non-essen-
tial features include at least one of infotainment sys-
tem, limitation of range of travel or speed of travel
for a given key cycle, continuous audible and/or vis-
ual warning, and a wait time before a driver can shift
the vehicle out of a park position.

13. The vehicle notification system of claim 11 or 12,
wherein the behavior system further executes one
or more behaviors from a third level of behaviors in
response to the fault value being greater than the
second threshold value, the third level of behaviors
preventing the vehicle from being driven, and/or
wherein the behavior system resets the fault value
associated with a received fault signal, when after a
vehicle power cycle the received signal is not sub-
sequently received.

14. The vehicle notification system according to any of
the claims 11 to 13, wherein when a received fault
signal is received at a first time followed by a received
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fault signal received at a second time, the behavior
system adjusts the fault value to include the received
fault signal received at the second time, and/or
wherein the data processing device is in communi-
cation with a user device via a network, the user de-
vice configured to receive the one or more behaviors
from the first level of behaviors in response to the
fault value being less than the first threshold value.

15. The vehicle notification system according to any of
the claims 11 to 14, wherein when executing the one
or more behaviors from the first level of behaviors:
sending, from the data processing device to an audio
system in communication with the data processing
device, a sound signal or a text-to-speech signal con-
figured to be outputted from one or more speakers
of the audio system and indicative of a notice of the
identified fault.

29 30 



EP 3 425 597 A1

17



EP 3 425 597 A1

18



EP 3 425 597 A1

19



EP 3 425 597 A1

20



EP 3 425 597 A1

21



EP 3 425 597 A1

22



EP 3 425 597 A1

23



EP 3 425 597 A1

24



EP 3 425 597 A1

25

5

10

15

20

25

30

35

40

45

50

55



EP 3 425 597 A1

26

5

10

15

20

25

30

35

40

45

50

55


	bibliography
	abstract
	description
	claims
	drawings
	search report

