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(54) THERMOSTATIC FAUCET HAVING PLASTIC BODY

(57) A thermostatic faucet comprises a metal hous-
ing (1) and a plastic inner body (2). The plastic inner body
(2) is provided with a first water inlet connector (21), a
second water inlet connector (22) and a water outlet con-
nector. The first water inlet connector (21) is connected
with a plastic shaft seat (4) through a chamber of the
plastic inner body (2) to form a first water inlet passage.
The second water inlet connector (22) is connected with
the plastic shaft seat (4) to form a second water inlet
passage. The first water inlet passage is a hot water pas-
sage or a cold water passage, correspondingly, the sec-
ond water inlet passage is a cold water passage or a hot
water passage. The metal housing (1) is not in contact

with water. The plastic inner body (2) is in contact with
water. The plastic inner body (2) plays the role of thermal
insulation, so that the thermostatic faucet won’t scald the
user. In the thermostatic faucet, the cold water passage,
the hot water passage, a mixed water passage and a
water outlet passage are integrally formed in the plastic
inner body (2). The plastic inner body (2) has the first
water inlet connector (21), the second water inlet con-
nector (22) and the water outlet connector. The parts are
reduced, the production process is simplified, the man-
ufacturing cost of the thermostatic faucet is lowered, and
the risk of water leakage generated by the multiple com-
ponents is reduced.
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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a thermostatic
faucet structure, and more particularly to a thermostatic
faucet having a plastic body.

2. Description of the Prior Art

[0002] Most of thermostatic faucets on the market are
mainly made of copper, which is expensive and leads to
higher manufacturing costs. Moreover, the thermal con-
ductivity of a copper material is good. When in use, hot
water easily makes the surface temperature of the faucet
body too high. The faucet body may scald the user.
[0003] In order to solve this problem, Chinese Patent
Publication No. CN203115189U discloses a thermostatic
faucet structure which is directly connected to a temper-
ature control mechanism through a copper pipe. The cop-
per pipe is an independent hot water inlet passage and
is not in contact with an outer housing, so that the faucet
won’t scald the user. The faucet adopts the outer housing
which is not in contact with water and an all-plastic inner
core structure. This can reduce the amount of copper
greatly and reduce the material cost significantly. How-
ever, the copper pipe needs to be connected to a hot
water supply pipe and the temperature control mecha-
nism through a water inlet connector and a water outlet
connector respectively, and then a hot water passage
can be formed. That is, the hot water passage of ther-
mostatic faucet structure is formed by multiple compo-
nents, which has high risk of water leakage and high man-
ufacturing cost.
[0004] In addition, when the thermostatic valve core of
the temperature control mechanism of the thermostatic
faucet structure and the flow valve core of the flow control
mechanism are connected with the plastic inner core,
both adopt lids to connect with the plastic inner core by
means of screw threads. The stress part of the faucet
body is centralized on the plastic inner core, reducing the
strength performance of the faucet body. The strength
of the plastic screw threads on the plastic inner core is
not enough. The faucet body is easy to aging, which eas-
ily leads to water leakage.

SUMMARY OF THE INVENTION

[0005] The primary object of the present invention is
to provide a thermostatic faucet having a plastic body.
The thermostatic faucet comprises a plastic inner body
which is in contact with water and a metal housing which
is not in contact with water to prevent the user from being
scalded. A cold water passage and a hot water passage
are integrally formed in the plastic inner body to reduce
the parts, simplify the assembly and lower the manufac-

turing cost.
[0006] In order to achieve the aforesaid object, the
thermostatic faucet of the present invention comprises a
metal housing, a plastic inner body disposed in the metal
housing, a plastic valve rod and a plastic shaft seat which
are connected in the plastic inner body, a flow valve core
and a thermostatic valve core which pass through the
metal housing and are mated with the plastic valve rod
and the plastic shaft seat respectively. The plastic inner
body is provided with a first water inlet connector, a sec-
ond water inlet connector and a water outlet connector.
The first water inlet connector, the second water inlet
connector and the water outlet connector are integrally
formed with the plastic inner body. The first water inlet
connector is connected with the plastic shaft seat through
a chamber of the plastic inner body to form a first water
inlet passage. The second water inlet connector is con-
nected with the plastic shaft seat to form a second water
inlet passage. The first water inlet passage is a hot water
passage or a cold water passage, correspondingly, the
second water inlet passage is a cold water passage or a
hot water passage. The plastic valve rod cooperates with
the plastic inner body to form a chamber communicated
with the water outlet connector to form a water outlet
passage.
[0007] Preferably, the plastic inner body has a first
chamber, a second chamber, a third chamber and a mat-
ing chamber therein. The second chamber, the third
chamber and the mating chamber communicate with
each other. The mating chamber is connected between
the second chamber and the third chamber. The plastic
valve rod is accommodated in the second chamber. One
end of the plastic valve rod is connected to one end of
the mating chamber. The plastic shaft seat is fitted in the
third chamber and has one end connected to another
end of the mating chamber. One end of the first chamber
communicates with the plastic shaft seat in the third
chamber. Another end of the first chamber is provided
with a plug. The first water inlet connector is connected
with the plastic shaft seat through the first chamber to
form the first water inlet passage. An inner chamber of
the plastic shaft seat, the mating chamber and an inner
chamber of the plastic valve rod form a mixed water pas-
sage. The plastic valve rod cooperates with the second
chamber to form a water outlet chamber. The water outlet
chamber communicates with the water outlet connector
to form the water outlet passage.
[0008] Preferably, the metal housing includes a front
housing and a rear end cover to mate and connect with
each other. Two ends of the front housing are formed
with mating holes for insertion of the flow valve core and
the thermostatic valve core, respectively.
[0009] Preferably, the flow valve core passes through
the mating hole at one end of the front housing and is
partially accommodated in the second chamber of the
plastic inner body and connected with the plastic valve
rod and then is fixed by a metal sealing lid.
[0010] Preferably, the metal sealing lid is provided with
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a screw portion. The screw portion is inwardly reduced
to form a reduced portion. The metal sealing lid is sleeved
on the flow valve core. The reduced portion is connected
in the second chamber of the plastic inner body. The
screw portion is screwed with the mating hole. A stepped
surface formed between the screw portion and the re-
duced portion is pressed against the plug of the plastic
inner body.
[0011] Preferably, a thermal insulation pad is provided
between the plug and the metal sealing lid.
[0012] Preferably, the thermostatic valve core passes
through the mating hole at the other end of the front hous-
ing and is partially accommodated in the plastic shaft
seat and then fixed by a metal upper lid to be screwed
with the mating hole.
[0013] Preferably, the metal housing is made of zinc
alloy.
[0014] Preferably, the plug is a copper plug.
[0015] The present invention adopts the metal housing
to ensure the quality of the product. The metal housing
is not in contact with water. The plastic inner body is in
contact with water. The plastic inner body plays the role
of thermal insulation, so that the thermostatic faucet won’t
scald the user. In the thermostatic faucet, the cold water
passage, the hot water passage, the mixed water pas-
sage and the water outlet passage are integrally formed
in the plastic inner body. The plastic inner body has the
water inlet connectors and the water outlet connector.
The water inlet connectors and the water outlet connector
are directly connected with the external water passages.
The parts are reduced, the production process is simpli-
fied, the manufacturing cost of the thermostatic faucet is
lowered, and the risk of water leakage generated by the
multiple components is reduced.
[0016] In addition, in the present invention, the fixing
positions of the flow valve core and the thermostatic valve
core relative to the plastic inner body are transferred from
the plastic inner body to the metal housing, so that the
stress points of the thermostatic faucet won’t be concen-
trated on the plastic inner body to affect the strength per-
formance of the product. Besides, the metal sealing lid,
the metal upper lid and the metal housing are connected
through metal threads. Compared with plastic threads,
the strength of the metal threads is larger, thereby low-
ering the risk of leakage.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

FIG. 1 is an exploded view of the present invention;

FIG. 2 is another exploded view of the present in-
vention;

FIG. 3 is a perspective view of the present invention;

FIG. 4 is a sectional view of the present invention;

FIG. 5 is an exploded view of the inner body of the
present invention;

FIG. 6 is a sectional view of the inner body of the
present invention; and

FIG. 7 is a perspective view of the metal sealing lid
of the present invention;

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0018] Embodiments of the present invention will now
be described, by way of example only, with reference to
the accompanying drawings.
[0019] As shown in FIG. 1 to FIG. 7, the present inven-
tion discloses a thermostatic faucet having a plastic body.
The thermostatic faucet comprises a metal housing 1, a
plastic inner body 2 disposed in the metal housing 1, a
plastic valve rod 3 and a plastic shaft seat 4 which are
connected in the plastic inner body 2, a flow valve core
5 and a thermostatic valve core 6 which pass through
the metal housing 1 and are mated with the plastic valve
rod 2 and the plastic shaft seat 4, respectively.
[0020] The plastic inner body 2 is provided with a first
water inlet connector 21, a second water inlet connector
22 and a water outlet connector 23. The plastic inner
body 2 has a first chamber 24, a second chamber 25, a
third chamber 27, and a mating chamber 26 therein. The
second chamber 25, the third chamber 27 and the mating
chamber 26 communicate with each other. The mating
chamber 26 is connected between the second chamber
25 and the third chamber 27. The plastic valve rod 3 is
accommodated in the second chamber 25. One end of
the plastic valve rod 3 is connected to one end of the
mating chamber 26. The plastic shaft seat 4 is fitted in
the third chamber 27 and has one end connected to an-
other end of the mating chamber 26. The first water inlet
connector 21 is connected to the sidewall of the first
chamber 24 and communicates with the first chamber
24. One end of the first chamber 24 communicates with
the plastic shaft seat 4 in the third chamber 27. Another
end of the first chamber 24 is provided with a plug 7. The
first water inlet connector 21 is connected with the plastic
shaft seat 4 through the first chamber 24 to form a first
water inlet passage. The second water inlet connector
22 is connected with the plastic shaft seat 4 to form a
second water inlet passage. The first water inlet passage
is a hot water passage or a cold water passage, corre-
spondingly, and the second water inlet passage is a cold
water passage or a hot water passage. An inner chamber
of the plastic shaft seat 4, the mating chamber 26 and
an inner chamber of the plastic valve rod 3 form a mixed
water passage. The plastic valve rod 3 cooperates with
the second chamber 25 to form a water outlet chamber.
The water outlet chamber communicates with the water
outlet connector 23 to form a water outlet passage.
[0021] The plastic inner body 2, the plug 7, the plastic
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valve rod 3 and the plastic shaft seat 4 jointly form a main
body assembly.
[0022] The present invention adopts the metal housing
1 to ensure the quality of the product. The metal housing
1 is not in contact with water. The plastic inner body 2 is
in contact with water. The plastic inner body 2 plays the
role of thermal insulation, so that the thermostatic faucet
won’t scald the user. In the thermostatic faucet, the cold
water passage, the hot water passage, the mixed water
passage and the water outlet passage are integrally
formed in the plastic inner body 2. The plastic inner body
2 has the first water inlet connector 21, the second water
inlet connector 22 and the water outlet connector 23. The
first water inlet connector 21, the second water inlet con-
nector 22 and the water outlet connector 23 are directly
connected with the external water passages. The parts
are reduced, the production process is simplified, the
manufacturing cost of the thermostatic faucet is lowered,
and the risk of water leakage generated by the multiple
components is reduced.
[0023] The metal housing 1 may be made of zinc alloy,
and includes a front housing 11 and a rear end cover 12.
The middle portion of the front housing 11 is formed with
a notch 111. Two ends of the front housing 11 are formed
with a first mating hole 112 and a second mating hole
113 for insertion of the flow valve core 5 and the thermo-
static valve core 6, respectively. The inner sides of the
first mating hole 112 and the second mating hole 113 are
formed with screw threads. The rear end cover 12 has a
notch 121. The notch 121 cooperates with the notch 111
of the front housing 11 to form a third mating hole through
which the water outlet connector 23 passes. The front
end cover 12 further has a fourth mating hole 122 and a
fifth mating hole 123 to mate with the first water inlet
connector 21 and the second water inlet connector 22
respectively.
[0024] The flow valve core 5 passes through the first
mating hole 112 and is partially accommodated in the
second chamber 25 of the plastic inner body 2 and is
connected with the plastic valve rod 3 and then is fixed
by a metal sealing lid 8. The metal sealing lid 8 is provided
with a screw portion 81 mated with the first mating hole
112 of the front housing 11. The screw portion 81 is in-
wardly reduced to form a reduced portion 82. The metal
sealing lid 8 is sleeved on the flow valve core 5. The
reduced portion 82 is connected in the second chamber
25 of the plastic inner body 2. The screw portion 81 is
screwed with the first mating hole 112 of the front housing
11. At this time, a stepped surface 83 formed between
the screw portion 81 and the reduced portion 82 is
pressed against the plug 7 of the plastic inner body 2 to
further reinforce the connection of the plug 7. The plug
7 may be a copper plug. A thermal insulation pad 71 may
be provided between the plug 7 and the metal sealing lid
8 to prevent the hot from being conducted to the metal
sealing lid 8 via the plug 7.
[0025] The thermostatic valve core 6 passes through
the second mating hole 113 and is partially accommo-

dated in the plastic shaft seat 4 and then sealed and fixed
by a metal upper lid 9. The outer circumference of the
metal upper lid 9 is provided with a screw thread and is
screwed with the second mating hole 113.
[0026] As described above, in the present invention,
the fixing positions of the flow valve core 5 and the ther-
mostatic valve core 6 relative to the plastic inner body 2
are transferred from the plastic inner body 2 to the metal
housing 1, so that the stress points of the thermostatic
faucet won’t be concentrated on the plastic inner body 2
to affect the strength performance of the product. In ad-
dition, the metal sealing lid 8, the metal upper lid 9 and
the metal housing 1 are connected through metal
threads. Compared with plastic threads, the strength of
the metal threads is larger, thereby lowering the risk of
leakage.
[0027] Although particular embodiments of the present
invention have been described in detail for purposes of
illustration, various modifications and enhancements
may be made without departing from the spirit and scope
of the present invention. Accordingly, the present inven-
tion is not to be limited except as by the appended claims.

Claims

1. A thermostatic faucet, comprising a metal housing
(1), a plastic inner body (2) disposed in the metal
housing (1), a plastic valve rod (3) and a plastic shaft
seat (4) which are connected in the plastic inner body
(2), a flow valve core (5) and a thermostatic valve
core (6) which pass through the metal housing (1)
and are mated with the plastic valve rod (3) and the
plastic shaft seat (4) respectively, characterized in
that: the plastic inner body (2) is provided with a first
water inlet connector (21), a second water inlet con-
nector (22) and a water outlet connector (23), the
first water inlet connector (21), the second water inlet
connector (22) and the water outlet connector (23)
are integrally formed with the plastic inner body (2);
the first water inlet connector (21) is connected with
the plastic shaft seat (4) through a chamber of the
plastic inner body (2) to form a first water inlet pas-
sage, the second water inlet connector (22) is con-
nected with the plastic shaft seat (4) to form a second
water inlet passage; one of the first water inlet pas-
sage and the second water inlet passage is a hot
water passage, the other of the first water inlet pas-
sage and the second water inlet passage is a cold
water passage; and the plastic valve rod (3) coop-
erates with the plastic inner body (2) to form a cham-
ber communicated with the water outlet connector
(23) to form a water outlet passage.

2. The thermostatic faucet as claimed in claim 1, where-
in the plastic inner body (2) has a first chamber (24),
a second chamber (25), a third chamber (27) and a
mating chamber (26) therein, the second chamber
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(25), the third chamber (27) and the mating chamber
(26) communicate with each other, the mating cham-
ber (26) is connected between the second chamber
(25) and the third chamber (27); the plastic valve rod
(3) is accommodated in the second chamber (25),
one end of the plastic valve rod (3) is connected to
one end of the mating chamber (26); the plastic shaft
seat (4) is fitted in the third chamber (27) and has
one end connected to another end of the mating
chamber (26); one end of the first chamber (24) com-
municates with the plastic shaft seat (4) in the third
chamber (27), another end of the first chamber (24)
is provided with a plug (7); the first water inlet con-
nector (21) is connected with the plastic shaft seat
(4) through the first chamber (24) to form the first
water inlet passage; an inner chamber of the plastic
shaft seat (4), the mating chamber (26) and an inner
chamber of the plastic valve rod (3) form a mixed
water passage, the plastic valve rod (3) cooperates
with the second chamber (25) to form a water outlet
chamber, and the water outlet chamber communi-
cates with the water outlet connector (23) to form the
water outlet passage.

3. The thermostatic faucet as claimed in claim 2, where-
in the metal housing (1) includes a front housing (11)
and a rear end cover (12) to mate and connect with
each other, and two ends of the front housing (11)
are formed with mating holes (112, 113) for insertion
of the flow valve core (5) and the thermostatic valve
core (6), respectively.

4. The thermostatic faucet as claimed in claim 3, where-
in the flow valve core (5) passes through the mating
hole (112) at one end of the front housing (11) and
is partially accommodated in the second chamber
(25) of the plastic inner body (2) and connected with
the plastic valve rod (3) and then is fixed by a metal
sealing lid (8).

5. The thermostatic faucet as claimed in claim 4, where-
in the metal sealing lid (8) is provided with a screw
portion (81), the screw portion (81) is inwardly re-
duced to form a reduced portion (82), the metal seal-
ing lid (8) is sleeved on the flow valve core (5), the
reduced portion (82) is connected in the second
chamber (25) of the plastic inner body (2), the screw
portion (81) is screwed with the mating hole (112),
and a stepped surface (83) formed between the
screw portion (81) and the reduced portion (82) is
pressed against the plug (7) of the plastic inner body
(2).

6. The thermostatic faucet as claimed in claim 5, where-
in a thermal insulation pad (71) is provided between
the plug (7) and the metal sealing lid (8).

7. The thermostatic faucet as claimed in claim 3, where-

in the thermostatic valve core (6) passes through the
mating hole (113) at the other end of the front housing
(11) and is partially accommodated in the plastic
shaft seat (4) and then fixed by a metal upper lid (9)
to be screwed with the mating hole (113).

8. The thermostatic faucet as claimed in claim 1, where-
in the metal housing (1) is made of zinc alloy.

9. The thermostatic faucet as claimed in claim 2, where-
in the plug (7) is a copper plug.
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