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Description

TECHNICAL FIELD

[0001] The present invention relates to an exposure method, an exposure apparatus, and a method for producing a
device in which a substrate is exposed by projecting an image of a pattern onto the substrate via a projection optical
system and a liquid.

BACKGROUND ART

[0002] Semiconductor devices and liquid crystal display devices are produced by means of the so-called photolithog-
raphy technique in which a pattern formed on a mask is transferred onto a photosensitive substrate. The exposure
apparatus, which is used in the photolithography step, includes a mask stage for supporting the mask and a substrate
stage for supporting the substrate. The pattern on the mask is transferred onto the substrate via a projection optical
system while successively moving the mask stage and the substrate stage. In recent years, it is demanded to realize
the higher resolution of the projection optical system in order to respond to the further advance of the higher integration
of the device pattern. As the exposure wavelength to be used is shorter, the resolution of the projection optical system
becomes higher. As the numerical aperture of the projection optical system is larger, the resolution of the projection
optical system becomes higher. Therefore, the exposure wavelength, which is used for the exposure apparatus, is
shortened year by year, and the numerical aperture of the projection optical system is increased as well. The exposure
wavelength, which is dominantly used at present, is 248 nm of the KrF excimer laser. However, the exposure wavelength
of 193 nm of the ArF excimer laser, which is shorter than the above, is also practically used in some situations. When
the exposure is performed, the depth of focus (DOF) is also important in the same manner as the resolution. The
resolution R and the depth of focus δ are represented by the following expressions respectively. 

[0003] In the expressions, λ represents the exposure wavelength, NA represents the numerical aperture of the pro-
jection optical system, and k1 and k2 represent the process coefficients. According to the expressions (1) and (2), the
following fact is appreciated. That is, when the exposure wavelength λ is shortened and the numerical aperture NA is
increased in order to enhance the resolution R, then the depth of focus δ is narrowed.
[0004] If the depth of focus δ is too narrowed, it is difficult to match the substrate surface with respect to the image
plane of the projection optical system. It is feared that the margin is insufficient during the exposure operation. Accordingly,
the liquid immersion method has been suggested, which is disclosed, for example, in International Publication No.
99/49504 as a method for substantially shortening the exposure wavelength and widening the depth of focus. In this
liquid immersion method, the space between the lower surface of the projection optical system and the substrate surface
is filled with a liquid such as water or any organic solvent so that the resolution is improved and the depth of focus is
magnified about n times by utilizing the fact that the wavelength of the exposure light beam in the liquid is 1/n as compared
with that in the air (n represents the refractive index of the liquid, which is about 1.2 to 1.6 in ordinary cases).
[0005] Usually, a variety of materials are used for films including, for example, the photoresist layer which is provided
on the substrate as the exposure objective and the top coat layer which is provided as the upper layer formed thereon,
wherein the film serves as the contact surface with respect to liquid of the liquid immersion area to be formed in the
liquid immersion exposure. When the type of the film is changed, the affinity for the liquid for the liquid immersion exposure
is changed. In the case of the liquid immersion exposure, the operation for supplying the liquid onto the substrate and
the operation for recovering the liquid from the surface of the substrate are performed. When the affinity of the liquid for
the film is changed, there is such a possibility that the liquid recovery operation and the liquid supply operation cannot
be performed smoothly. In such a situation, the versatility of the liquid immersion exposure apparatus is conspicuously
deteriorated.
[0006] EP 1 571 698 A1 may form part of the state of the art according to Art 54(3) EPC depending on the validity of
relevant priority claims.
[0007] EP 1 571 698 A1 discloses a liquid immersion exposure apparatus wherein an hydrophilic surface treatment
is applied to the surface of the substrate for adjusting the affinity for the immersion liquid, and for preventing liquid
exfoliation at an increased movement velocity of the substrate.
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SUMMARY

[0008] The present invention has been made taking the foregoing circumstances into consideration, embodiments of
which provide an exposure method, an exposure apparatus, and a method for producing a device wherein the liquid
immersion exposure can be performed smoothly for substrates each of which is provided with a film of any different
type. In particular, it becomes possible to provide an exposure method, an exposure apparatus, and a method for
producing a device wherein the liquid immersion exposure can be realized under a liquid immersion condition optimized
for any one of a variety of films formed on substrates.
[0009] For a better understanding of the present invention, and to show how the same may be carried into effect, the
present disclosure provides various exemplary embodiments as illustrated in Figs. 1 to 8, which implement the following
various aspects. However, parenthesized reference numerals affixed to respective elements merely exemplify the ele-
ments by way of example, with which it is not intended to limit the respective elements.
[0010] According to a first aspect of the present invention, there is provided a liquid immersion exposure apparatus
as recited in Claim 1 below.
[0011] According to a second aspect of the present invention, there is provided a method for producing a device as
recited in Claim 11 below.
[0012] According to a third aspect of the present invention, there is provided a liquid immersion exposure method as
recited in Claim 12 below.
[0013] According to a fourth aspect of the present invention, there is provided a method for producing a device as
recited in Claim 23 below.
[0014] Dependent claims therefrom define particular embodiments of each aspect.

BRIEF DESCRIPTION OF THE DRAWINGS

[0015]

Fig. 1 shows a schematic arrangement illustrating an embodiment of the exposure apparatus of the present invention.
Fig. 2 shows a plan view illustrating an exemplary arrangement of a liquid supply mechanism and a liquid recovery
mechanism in the embodiment of the present invention.
Figs. 3(a) to 3(d) show sectional views illustrating an embodiment of a supply member and a recovery member.
Figs. 4(a) and 4(b) schematically illustrate the situation in which the liquid supply positions and the liquid recovery
positions are changed.
Fig. 5 shows a block diagram illustrating an exemplary control system according to an embodiment of the present
invention.
Figs. 6(a) and 6(b) show a schematic arrangement illustrating an embodiment of a measuring unit.
Figs. 7(a) and 7(b) show sectional views illustrating an embodiment of the supply member and the recovery member.
Fig. 8 shows a flow chart illustrating exemplary steps of producing a semiconductor device according to an embod-
iment of the present invention.

DETAILED DESCRIPTION

[0016] According to a first aspect of the present disclosure, there is provided an exposure method for exposing a
substrate (P) by projecting an image of a pattern onto the substrate (P) through a liquid (1); the exposure method
comprising determining a liquid immersion condition for the substrate (P) depending on a film (SP) formed as a liquid
contact surface of the substrate (P); and exposing the substrate under the determined liquid immersion condition.
[0017] According to the present aspect, the liquid immersion condition, under which the substrate is exposed through
the liquid, is determined depending on the film formed as the liquid contact surface of the substrate, specifically a
photoresist layer or a top coat layer formed as the upper layer thereof. When a plurality of substrates, on which the films
of the different types are provided respectively, are subjected to the liquid immersion exposure, each of the substrates
can be subjected to the exposure under the determined optimum liquid immersion condition. In this specification, the
term "liquid immersion condition" means the condition for forming the liquid immersion area on the substrate when the
substrate is exposed through the liquid, which is the concept that includes, for example, the condition for supplying the
liquid onto the substrate, the condition for recovering the liquid from the surface of the substrate, and the type of the
liquid to be supplied onto the substrate.
[0018] According to a second aspect of the present disclosure, there is provided an exposure apparatus (EX) which
exposes a substrate (P) by projecting an image of a pattern onto the substrate through a liquid, the exposure apparatus
(EX) comprising: a projection optical system (PL) which projects the image of the pattern onto the substrate; and a liquid
supply mechanism (10) which supplies the liquid; wherein the liquid supply mechanism (10) changes the liquid to be
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supplied, depending on a film (SP) formed as a liquid contact surface of the substrate.
[0019] According to the exposure apparatus of the present aspect, the liquid, which is to be used for the liquid immersion
exposure, is changed depending on the film formed as the liquid contact surface of the substrate. Accordingly, the liquid
immersion exposure can be performed under the satisfactory liquid immersion condition for each of a plurality of substrates
on which the films of the different types are provided respectively.
[0020] According to a third aspect of the present disclosure, there is provided an exposure apparatus (EX) which
exposes a substrate (P) by projecting an image of a pattern onto the substrate through a liquid (1), the exposure apparatus
(EX) comprising: a projection optical system (PL) which projects the image of the pattern onto the substrate; and a
measuring unit (70) which measures an affinity between the liquid and a film (SP) formed as a liquid contact surface of
the substrate.
[0021] According to the present aspect, the measuring unit is provided, which measures the affinity between the liquid
for the liquid immersion exposure and the film formed as the liquid contact surface of the substrate. Accordingly, the
optimum liquid immersion condition can be determined on the basis of the result of the measurement. Therefore, even
when the liquid immersion exposure is performed for each of a plurality of substrates on which the films of the different
types are provided respectively, the respective substrates can be smoothly subjected to the exposure process under
the satisfactory liquid immersion conditions.
[0022] According to a fourth aspect of the present disclosure, there is provided an exposure apparatus (EX) which
exposes a substrate (P) by projecting an image of a pattern onto the substrate through a liquid (1), the exposure apparatus
(EX) comprising: a projection optical system (PL) which projects the image of the pattern onto the substrate; and a
storage unit (MRY) which stores a plurality of relationships between an affinity for the liquid and a liquid immersion
condition corresponding to the affinity; wherein the liquid immersion condition is selected from the storage unit depending
on a film (SP) formed as a liquid contact surface of the substrate.
[0023] According to the present aspect, the relationship between the affinity of the film for the liquid and the liquid
immersion condition corresponding thereto is previously stored in the storage unit. Accordingly, the optimum liquid
immersion condition can be selected and determined depending on the information about the film to be exposed. There-
fore, even when the liquid immersion exposure is performed for each of a plurality of substrates on which the films of
the different types are provided respectively, the respective substrates can be smoothly subjected to the exposure
process under the satisfactory liquid immersion conditions.
[0024] According to a fifth aspect of the present disclosure, there is provided an exposure apparatus (EX) which
exposes a substrate (P) by projecting an image of a pattern onto the substrate through a liquid (1), the exposure apparatus
(EX) comprising: a projection optical system (PL) which projects the image of the pattern onto the substrate; and a
storage unit (MRY) which stores relationships between a variety of films (SP) formable as a liquid contact surface of the
substrate and liquid immersion conditions suitable for the respective films. According to this exposure apparatus, the
storage unit stores the films and the liquid immersion conditions optimized for the respective films. Accordingly, when
the film is determined, it is possible to instantaneously select, from the storage unit, the optimum liquid immersion
condition including, for example, the condition for supplying the liquid onto the substrate, the condition for recovering
the liquid from the surface of the substrate, and the type of the liquid to be supplied onto the substrate. Therefore, even
when the exposure objective is changed and/or the film is changed upon the liquid immersion exposure, then it is possible
to make response quickly under the optimum liquid immersion condition. The exposure apparatus may further comprise
a control unit (CONT) which sets a liquid immersion condition by selecting the liquid immersion condition among the
liquid immersion conditions from the storage unit depending on a film to be used for liquid immersion exposure. Accord-
ingly, it is possible to automatically perform the optimum liquid immersion exposure.
[0025] According to a sixth aspect of the present disclosure, there is provided an exposure apparatus (EX) which
exposes a substrate (P) by projecting an image of a pattern onto the substrate (P) through a liquid (1), the exposure
apparatus (EX) comprising: a projection optical system (PL) which projects the image of the pattern onto the substrate
(P); and a liquid supply mechanism (10) which has a supply port (13A, 14A) for supplying the liquid (1); wherein at least
one of a size and a shape of the supply port (13A, 14A) is changeable. According to this exposure apparatus, at least
one of the size and the shape of the supply port is changeable. Therefore, for example, even when the exposure objective
is changed and/or the film is changed upon the liquid immersion exposure, then it is possible to make response quickly
under the optimum liquid immersion condition.
[0026] According to a seventh aspect of the present disclosure, there is provided an exposure apparatus (EX) which
exposes a substrate (P) by projecting an image of a pattern onto the substrate (P) through a liquid (1), the exposure
apparatus (EX) comprising: a projection optical system (PL) which projects the image of the pattern onto the substrate
(P); and a liquid recovery mechanism (30) which has a recovery port (31A, 32A) for recovering the liquid (1); wherein
at least one of a size and a shape of the recovery port (31A, 32A) is changeable. According to this exposure apparatus,
at least one of the size and the shape of the recovery port is changeable. Therefore, for example, even when the exposure
objective is changed and/or the film is changed upon the liquid immersion exposure, then it is possible to make response
quickly under the optimum liquid immersion condition.



EP 2 816 411 B1

5

5

10

15

20

25

30

35

40

45

50

55

[0027] According to an eighth aspect of the present disclosure, there is provided a method for producing a device,
comprising using the exposure method as defined in the aspect described above. According to a ninth aspect of the
present disclosure, there is provided a method for producing a device, comprising using the exposure apparatus (EX)
as defined in any one of the aspects described above. According to the present aspects, the pattern can be transferred
at a high pattern transfer accuracy under the satisfactory liquid immersion condition for a variety of types of substrates.
It is possible to provide the device capable of exhibiting desired performance.
[0028] Fig. 1 shows a schematic arrangement illustrating an embodiment of the exposure apparatus of the present
invention. With reference to Fig. 1, an exposure apparatus EX includes a mask stage MST which supports a mask
(reticle) M, a substrate stage PST which supports a substrate P, an illumination optical system IL which illuminates, with
an exposure light beam EL, the mask M supported by the mask stage MST, a projection optical system PL which performs
projection exposure for the substrate P supported by the substrate stage PST with an image of a pattern of the mask M
illuminated with the exposure light beam EL, a control unit CONT which collectively controls the overall operation of the
exposure apparatus EX, and a storage unit MRY which is connected to the control unit CONT and which stores various
pieces of information about the exposure operation.
[0029] The exposure apparatus EX of this embodiment is a liquid immersion exposure apparatus to which the liquid
immersion method is applied in order that the exposure wavelength is substantially shortened to improve the resolution
and the depth of focus is substantially widened. The exposure apparatus EX includes a liquid supply mechanism 10
which supplies the liquid 1 onto the substrate P, and a liquid recovery mechanism 30 which recovers the liquid 1 from
the surface of the substrate P. The exposure apparatus EX forms a liquid immersion area AR2 on at least a part of the
substrate P including a projection area AR1 of the projection optical system PL by the liquid 1 supplied from the liquid
supply mechanism 10 at least during the period in which the pattern image of the mask M is transferred onto the substrate
P. Specifically, the exposure apparatus EX is operated as follows. That is, the space between the surface (exposure
surface) of the substrate P and the optical element 2 disposed at the end portion of the projection optical system PL is
filled with the liquid 1. The pattern image of the mask M is projected onto the substrate P to expose the substrate P
therewith via the projection optical system PL and the liquid 1 disposed between the projection optical system PL and
the substrate P.
[0030] The embodiment of the present invention will now be explained as exemplified by a case of the use of the
scanning type exposure apparatus (so-called scanning stepper) as the exposure apparatus EX in which the substrate
P is exposed with the pattern formed on the mask M while synchronously moving the mask M and the substrate P in
mutually different directions (opposite directions) in the scanning directions (predetermined directions). In the following
explanation, the X axis direction is the synchronous movement direction (scanning direction, predetermined direction)
for the mask M and the substrate P in the horizontal plane, the Y axis direction (non-scanning direction) is the direction
which is perpendicular to the X axis direction in the horizontal plane, and the Z axis direction is the direction which is
perpendicular to the X axis direction and the Y axis direction and which is coincident with the optical axis AX of the
projection optical system PL. The directions about the X axis, the Y axis, and the Z axis are designated as θX, θY, and
θZ directions respectively.
[0031] The substrate P is provided with a film SP which is formed on the base material for the device (semiconductor
wafer or glass substrate) and which is composed of a photoresist layer or a top coat layer (protective layer) provided as
an upper layer of the photoresist layer. Therefore, the film SP, which is provided at the uppermost layer of the substrate
P, forms the liquid contact surface which makes contact with the liquid 1 during the liquid immersion exposure. For
example, P6111 produced by TOKYO OHKA KOGYO CO., LTD. is used as the photoresist layer. For example, TSP-
3A produced by TOKYO OHKA KOGYO CO., LTD. is used as the top coat layer. The liquid immersion condition is
determined depending on the material characteristics of the films as described above, especially depending on the
contact angle or the wettability with respect to the liquid to be used.
[0032] The illumination optical system IL is used so that the mask M, which is supported on the mask stage MST, is
illuminated with the exposure light beam EL. The illumination optical system IL includes, for example, an exposure light
source, an optical integrator which uniformizes the illuminance of the light flux radiated from the exposure light source,
a condenser lens which collects the exposure light beam EL supplied from the optical integrator, a relay lens system,
and a variable field diaphragm which sets the illumination area IA on the mask M illuminated with the exposure light
beam EL to be slit-shaped. The predetermined illumination area IA on the mask M is illuminated with the exposure light
beam EL having a uniform illuminance distribution by the illumination optical system IL. Those usable as the exposure
light beam EL radiated from the illumination optical system IL include, for example, emission lines (g-ray, h-ray, i-ray)
in the ultraviolet region radiated, for example, from a mercury lamp, far ultraviolet light beams (DUV light beams) such
as the KrF excimer laser beam (wavelength: 248 nm), and vacuum ultraviolet light beams (VUV light beams) such as
the ArF excimer laser beam (wavelength: 193 nm) and the F2 laser beam (wavelength: 157 nm). In this embodiment,
the ArF excimer laser beam is used.
[0033] The mask stage MST supports the mask M. The mask stage MST is two-dimensionally movable in the plane
perpendicular to the optical axis AX of the projection optical system PL, i.e., in the XY plane, and it is finely rotatable in
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the θZ direction. The mask stage MST is driven by a mask stage-driving unit MSTD such as a linear motor. The mask
stage-driving unit MSTD is controlled by the control unit CONT. A movement mirror 50 is provided on the mask stage
MST. A laser interferometer 51 is provided at a position opposed to the movement mirror 50. The position in the two-
dimensional direction and the angle of rotation of the mask M on the mask stage MST are measured in real-time by the
laser interferometer 51. The result of the measurement is outputted to the control unit CONT. The control unit CONT
drives the mask stage-driving unit MSTD on the basis of the result of the measurement obtained by the laser interferometer
51 to thereby position the mask M supported on the mask stage MST.
[0034] The projection optical system PL projects the pattern on the mask M onto the substrate P at a predetermined
projection magnification β to perform the exposure. The projection optical system PL includes a plurality of optical
elements including the optical element (lens) 2 provided at the end portion on the side of the substrate P. The optical
elements are supported by a barrel PK. The projection optical system PL is provided with an image formation characteristic
control unit 3 which is capable of adjusting the image formation characteristic (optical characteristic) of the projection
optical system PL. The image formation characteristic control unit 3 includes an optical element-driving mechanism
which is capable of moving a part of the plurality of optical elements for constructing the projection optical system PL,
and a pressure-adjusting mechanism which adjusts the pressure of the specified space among the spaces between the
plurality of optical elements in the barrel PK. The optical element-driving mechanism moves, in the direction of the optical
axis AX, the specified optical element included in the plurality of optical elements for constructing the projection optical
system PL, and the optical element-driving mechanism inclines the optical element with respect to the optical axis AX.
The image formation characteristic control unit 3 is controlled by the control unit CONT. The control unit CONT is capable
of adjusting the image plane position and the projection magnification of the projection optical system PL by the aid of
the image formation characteristic control unit 3.
[0035] In this embodiment, the projection optical system PL is based on the reduction system having the projection
magnification β which is, for example, 1/4 or 1/5. The projection optical system PL may be any one of the 1x magnification
system and the magnifying system. The optical element 2, which is disposed at the end portion of the projection optical
system PL of this embodiment, is provided detachably (exchangeably) with respect to the barrel PK. The optical element
2, which is disposed at the end portion, is exposed from the barrel PK. The liquid 1 in the liquid immersion area AR2
makes contact with the optical element 2. Accordingly, the barrel PK formed of metal can be prevented from any corrosion
or the like.
[0036] The exposure apparatus EX further includes a focus-detecting system 4. The focus-detecting system 4 has a
light-emitting section 4a and a light-receiving section 4b. The detecting light beam is projected in an oblique direction
onto the surface (exposure surface) of the substrate P via the liquid 1 from the light-emitting section 4a. The reflected
light beam therefrom is received by the light-receiving section 4b. The control unit CONT controls the operation of the
focus-detecting system 4. Further, the position (focus position) in the Z axis direction of the surface of the substrate P
with respect to a predetermined reference surface is detected on the basis of a light-receiving result obtained by the
light-receiving section 4b. Respective focus positions at a plurality of respective points on the surface of the substrate
P are determined by using the focus-detecting system 4. Accordingly, it is also possible to detect the posture of the
substrate P in an inclined direction.
[0037] The substrate stage PST supports the substrate P. The substrate stage PST includes a Z stage 52 which holds
the substrate P by the aid of a substrate holder, an XY stage 53 which supports the Z stage 52, and a base 54 which
supports the XY stage 53. The substrate stage PST is driven by a substrate stage-driving unit PSTD such as a linear
motor. The substrate stage-driving unit PSTD is controlled by the control unit CONT. It goes without saying that the Z
stage and the XY stage may be provided as an integrated body. When the XY stage 53 of the substrate stage PST is
driven, the substrate P is subjected to the control of the position in the XY directions (position in the direction substantially
parallel to the image plane of the projection optical system PL).
[0038] A movement mirror 55, which is movable together with the substrate stage PST with respect to the projection
optical system PL, is provided on the substrate stage PST (Z stage 52). A laser interferometer 56 is provided at a position
opposed to the movement mirror 55. The angle of rotation and the position in the two-dimensional direction of the
substrate P on the substrate stage PST are measured in real-time by the laser interferometer 56. The result of the
measurement is outputted to the control unit CONT. The control unit CONT drives the XY stage 53 by the aid of the
substrate stage-driving unit PSTD on the basis of the result of the measurement of the laser interferometer 56 to thereby
position the substrate P supported on the substrate stage PST in the X axis direction and the Y axis direction.
[0039] The control unit CONT drives the Z stage 52 of the substrate stage PST by the aid of the substrate stage-
driving unit PSTD. Accordingly, the control unit CONT controls the position (focus position) in the Z axis direction of the
substrate P held by the Z stage 52 and the position in the θX direction and the θY direction. That is, the Z stage 52 is
operated on the basis of the instruction from the control unit CONT based on the result of the detection performed by
the focus-detecting system 4. The focus position (Z position) and the angle of inclination of the substrate P are controlled
so that the surface (exposure surface) of the substrate P is allowed to coincide with the image plane formed via the
projection optical system PL and the liquid 1.
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[0040] An auxiliary plate 57 having a flat surface is provided on the substrate stage PST (Z stage 52) so that the
substrate P is surrounded thereby. The auxiliary plate 57 is provided so that the surface has approximately the same
height as that of the surface of the substrate P held by the substrate holder. In this arrangement, a gap of about 1 to 2
mm is formed between the auxiliary plate 57 and the edge of the substrate P. However, the liquid 1 scarcely flows into
the gap owing to the surface tension of the liquid 1. Even when the vicinity of the circumferential edge of the substrate
P is subjected to the exposure, the liquid 1 can be retained under the projection optical system PL by the aid of the
auxiliary plate 57.
[0041] The liquid supply mechanism 10 supplies the liquid 1 for the liquid immersion exposure onto the substrate P.
The liquid supply mechanism 10 is capable of supplying a plurality of types of liquids 1. In this embodiment, the liquid
supply mechanism 10 is capable of supplying two types of liquids 1, i.e., pure water as a first liquid and fluorine-based
oil (fluorine-based fluid) as a second liquid. The liquid supply mechanism 10 includes a first liquid supply section 11 and
a second liquid supply section 12 which are capable of feeding the first liquid (pure water), a third liquid supply section
21 and a fourth liquid supply section 22 which are capable of feeding the second liquid (fluorine-based oil), a first piping
system 15 which is connected to the first liquid supply section 11 and the third liquid supply section 21, which selects
any one of the first liquid (pure water) and the second liquid (fluorine-based oil), and which supplies the selected liquid
1 onto the substrate P, and a second piping system 16 which is connected to the second liquid supply section 12 and
the fourth liquid supply section 22, which selects any one of the first liquid (pure water) and the second liquid (fluorine-
based oil), and which supplies the selected liquid 1 onto the substrate P.
[0042] Fig. 2 shows a plan view illustrating a schematic arrangement of the liquid supply mechanism 10 and the liquid
recovery mechanism 30. As shown in Figs. 1 and 2, the first piping system 15 is provided with a supply tube 19 through
which the liquid 1 flows, the liquid 1 being fed from any one of the first liquid supply section 11 and the third liquid supply
section 21. One end of the supply tube 19 is connected to the first liquid supply section 11 and the third liquid supply
section 21 via tubes 17, 18 respectively. On the other hand, the other end of the supply tube 19 is connected to a plurality
of first supply members 13 via a plurality of branch tubes 13B respectively. The plurality of first supply members 13 are
arranged while being aligned in the Y axis direction. Supply ports 13A of the first supply members 13 are arranged
closely to the surface of the substrate P while being directed thereto. In this embodiment, five of the first supply members
13 are arranged in an aligned manner. The first supply members 13 are provided on one side (-X side) in the scanning
direction with respect to the projection area AR1 of the projection optical system PL designed to be slit-shaped (rectan-
gular) in which the Y axis direction (non-scanning direction) is the longitudinal direction.
[0043] The tubes 17, 18 are provided with valves 17A, 18A respectively. The operation of the valves 17A, 18A is
controlled by the control unit CONT. The control unit CONT opens the tube 17 and closes the tube 18 by using the valves
17A, 18A to drive the first liquid supply section 11. Accordingly, the first liquid (pure water) is supplied from the first liquid
supply section 11 via the tube 17, the supply tube 19, the first supply member 13, and the supply port 13A onto the
substrate P. On the other hand, the control unit CONT opens the tube 18 and closes the tube 17 by using the valves
17A, 18A to drive the third liquid supply section 21. Accordingly, the second liquid (fluorine-based oil) is supplied from
the third liquid supply section 21 via the tube 18, the supply tube 19, the first supply member 13, and the supply port
13A onto the substrate P.
[0044] The second piping system 16 is provided with a supply tube 25 through which the liquid 1 flows, the liquid 1
being fed from any one of the second liquid supply section 12 and the fourth liquid supply section 22. One end of the
supply tube 25 is connected to the second liquid supply section 12 and the fourth liquid supply section 22 via tubes 23,
24 respectively. On the other hand, the other end of the supply tube 25 is connected to a plurality of second supply
members 14 via a plurality of branch tubes 14B respectively. The plurality of second supply members 14 are arranged
while being aligned in the Y axis direction. Supply ports 14A of the second supply members 14 are arranged closely to
the surface of the substrate P. In the same manner as the first supply member 13, five of the second supply members
14 are arranged in an aligned manner. The second supply members 14 are provided on the other side (+X side) in the
scanning direction with respect to the projection area AR1.
[0045] The tubes 23, 24 are provided with valves 23A, 24A respectively. The operation of the valves 23A, 24A is
controlled by the control unit CONT. The control unit CONT opens the tube 23 and closes the tube 24 by using the valves
23A, 24A to drive the second liquid supply section 12. Accordingly, the first liquid (pure water) is supplied from the second
liquid supply section 12 via the tube 23, the supply tube 25, the second supply member 14, and the supply port 14A
onto the substrate P. On the other hand, the control unit CONT opens the tube 24 and closes the tube 23 by using the
valves 23A, 24A to drive the fourth liquid supply section 22. Accordingly, the second liquid (fluorine-based oil) is supplied
from the fourth liquid supply section 22 via the tube 24, the supply tube 25, the second supply member 14, and the
supply port 14A onto the substrate P.
[0046] Each of the first to fourth liquid supply sections 11, 12, 21, 22 includes, for example, a tank for accommodating
the liquid 1, and a pressurizing pump. The operation of each of the first to fourth liquid supply sections 11, 12, 21, 22
for supplying the liquid is controlled by the control unit CONT. The control unit CONT is capable of independently
controlling the liquid supply amounts per unit time to be supplied onto the substrate P by the first to fourth liquid supply
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sections 11, 12, 21, 22 respectively. Each of the first to fourth liquid supply sections 11, 12, 21, 22 includes a temperature-
adjusting mechanism for the liquid 1. The liquid 1, which has approximately the same temperature of 23°C as the
temperature in the chamber for accommodating the apparatus therein, can be supplied onto the substrate P.
[0047] As described above, the liquid supply mechanism 10 performs the liquid supply operation in order to selectively
use the plurality of (two types of, in this embodiment) liquids 1 for the liquid immersion exposure by using the piping
systems 15, 16. As shown in Fig. 2, the liquid immersion area AR2, which is filled with the liquid 1, is formed on a part
of the substrate P so that the liquid immersion area AR2 includes the projection area AR1. The liquid supply mechanism
10 simultaneously supplies the liquid 1 from the both sides of the projection area AR1 from the supply ports 13A, 14A
of the plurality of first and second supply members 13, 14 respectively.
[0048] An explanation will be made below about a case in which the liquid supply mechanism 10 supplies pure water
as the liquid 1 for the liquid immersion exposure. Even when the exposure light beam EL is the ArF excimer laser, the
exposure light beam EL is transmissive through pure water. Further, the emission lines (g-ray, h-ray, i-ray) in the ultraviolet
region and the far ultraviolet light beam (DUV light beam) such as the KrF excimer laser beam (wavelength: 248 nm)
are also transmissive through pure water. On the other hand, the optical element 2, which is disposed at the end portion
of the projection optical system PL, is formed of fluorite. Fluorite has the high affinity for pure water. Therefore, it is
possible to allow the liquid 1 to make tight contact with the substantially entire surface of the liquid contact surface 2a
of the optical element 2. In this embodiment, it is also allowable to use quartz which has the high affinity for water and
with which the tight contact performance is enhanced between the liquid 1 and the liquid contact surface 2a of the optical
element 2, because of the supply of the liquid (pure water) 1 which has the high affinity for the liquid contact surface 2a
of the optical element 2. A water-attracting (lyophilic or liquid-attracting) treatment may be applied to the liquid contact
surface 2a of the optical element 2 to further enhance the affinity for the liquid 1.
[0049] The liquid recovery mechanism 30 recovers the liquid 1 from the surface of the substrate P. The liquid recovery
mechanism 30 includes a plurality of first and second recovery members 31, 32 which have recovery ports 31A, 32A
arranged closely to the surface of the substrate P, and first and second liquid recovery sections 33, 34 which are
connected to the first and second recovery members 31, 32 via recovery tubes 33A, 34A respectively. The recovery
tube 33A is connected to the respective first recovery members 31, and the recovery tube 34A is also connected to the
respective second recovery members 32. However, they are partially omitted from the illustration in Fig. 2. The plurality
of first recovery members 31 are arranged in a substantially circular arc-shaped form on the -X side of the projection
area AR1. The recovery ports 31A thereof are arranged so that they are directed to the surface of the substrate P. On
the other hand, the plurality of second recovery members 32 are arranged in a substantially circular arc-shaped form
on the +X side of the projection area AR1. The recovery ports 32A thereof are arranged so that they are directed to the
surface of the substrate P. The plurality of first and second recovery members 31, 32 are arranged to surround the
projection area AR1 and the first and second supply members 13, 14 of the liquid supply mechanism 10.
[0050] Each of the first and second liquid recovery sections 33, 34 includes, for example, a sucking unit such as a
vacuum pump, and a tank for accommodating the recovered liquid 1. The liquid 1 on the substrate P is recovered by
the aid of the first and second recovery members 31, 32 and the recovery tubes 33A, 34A. The operation for recovering
liquid by the first and second liquid recovery sections 33, 34 is controlled by the control unit CONT. The control unit
CONT is capable of controlling the liquid recovery amount (recovery power) per unit time to be recovered by the first
and second liquid recovery sections 33, 34. The liquid 1, which is supplied onto the substrate P from the supply ports
of the first and second supply members 13, 14, is supplied so that the liquid 1 is spread while causing the wetting between
the substrate P and the lower end surface of the end portion (optical element 2) of the projection optical system PL. The
liquid 1, which outflows to the outside of the first and second supply members 13, 14 with respect to the projection area
AR1, is recovered by the recovery ports of the first and second recovery members 31, 32 which are disposed outside
the first and second supply members 13, 14 with respect to the projection area AR1.
[0051] Fig. 3 shows magnified sectional views illustrating the first supply member 13. With reference to Fig. 3(a), the
first supply member 13 includes a main body member 40, a slide member 41 which is slidable in the X direction with
respect to the main body member 40 under the main body member 40, and a shutter member 42 which is provided at
the supply port 13A disposed at the lower end of the slide member 41 and which is capable of changing the size of the
supply port 13A by making the sliding movement in the X direction with respect to the slide member 41. The slide member
41 and the shutter member 42 undergo the sliding movement by an unillustrated driving unit. As shown in Fig. 3(b),
when the slide member 41 is moved in the +X direction with respect to the main body member 40, the position of the
supply port 13A is moved toward the +X side. On the other hand, as shown in Fig. 3(c), when the slide member 41 is
moved in the -X direction with respect to the main body member 40, the position of the supply port 13A is moved toward
the -X side. Further, as shown in Fig. 3(d), when the shutter member 42 is moved toward the inside of the supply port
13A, the supply port 13A is decreased in size.
[0052] The second supply member 14, the first recovery member 31, and the second recovery member 32 are con-
structed equivalently to the first supply member 13 respectively. Therefore, the second supply member 14 is capable of
changing the position and the size of the supply port 14A. It is also allowable that only one of the position and the size
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is changeable for the supply ports 13A, 14A. Similarly, the first and second recovery members 31, 32 are capable of
changing the positions and the sizes of the recovery ports 31A, 32A respectively. As for the recovery ports 31A, 32A, it
is also allowable that only one of the position and the size thereof is changeable.
[0053] Fig. 4 schematically shows the situation in which the liquid supply positions of the first and second supply
members 13, 14 and the liquid recovery positions of the first and second recovery members 31, 32 are changed. As
shown in Fig. 4(a), when the control unit CONT drives the driving units for the first and second supply members 13, 14
and the driving units for the first and second recovery members 31, 32, then the liquid supply positions for supplying the
liquid by the first and second supply members 13, 14 are successfully allowed to approach the projection area AR1 of
the projection optical system PL, and the liquid recovery positions for recovering the liquid by the first and second recovery
members 31, 32 are successfully separated from the projection area AR1. On the other hand, as shown in Fig. 4(b),
when the control unit CONT drives the driving units for the first and second supply members 13, 14 and the driving units
for the first and second recovery members 31, 32, then the liquid supply positions for supplying the liquid by the first
and second supply members 13, 14 are successfully separated from the projection area AR1, and the liquid recovery
positions for recovering the liquid by the first and second recovery members 31, 32 are successfully allowed to approach
the projection area AR1. The liquid supply positions for supplying the liquid by the first and second supply members 13,
14 and the liquid recovery positions for recovering the liquid by the first and second recovery members 31, 32 can be
adjusted independently respectively.
[0054] Next, an explanation will be made about a method for exposing the substrate P by projection with the image
of the pattern of the mask M via the projection optical system PL and the liquid 1 of the liquid immersion area AR2 by
using the exposure apparatus EX as described above.
[0055] The exposure apparatus EX of this embodiment performs the projection exposure for the substrate P with the
pattern image of the mask M while moving the mask M and the substrate P in the X axis direction (scanning direction).
In the case of the exposure apparatus EX, a part of the pattern image of the mask M corresponding to the illumination
area IA is projected onto the slit-shaped (rectangular) projection area AR1 disposed just under the end portion of the
projection optical system PL. Further, the mask M is moved at the velocity V in the -X direction (or in the +X direction)
with respect to the projection optical system PL, in synchronization with which the substrate P is moved at the velocity
β•V (β represents the projection magnification) in the +X direction (or in the -X direction) by the aid of the XY stage 53.
Accordingly, the scanning exposure is performed. A plurality of shot areas are established on the substrate P. After the
completion of the exposure for one shot area, the next shot area is moved to the scanning start position in accordance
with the stepping movement of the substrate P. After that, the scanning exposure process is successively performed for
each of the shot areas SA while moving the substrate P in synchronization with the step-and-scan system.
[0056] As shown in a block diagram of Fig. 5, the storage unit MRY stores the information about the liquid immersion
condition to perform the liquid immersion exposure (liquid immersion condition database). Specifically, the storage unit
MRY stores, as a plurality of pieces of map data, the relationships between the affinity between the liquid 1 and the film
SP formed as the liquid contact surface which makes contact with the liquid 1 on the substrate P during the liquid
immersion exposure and the liquid immersion condition corresponding to the affinity. In this embodiment, the information
about the affinity between the liquid 1 and the film SP includes the contact angle information of the liquid 1 with respect
to the film SP. Further, the storage unit MRY previously stores the liquid immersion exposure condition corresponding
to the material characteristic of the liquid 1 (for example, the volatility, the viscosity, the density, and the surface tension).
Alternatively, the following procedure is also available as described later on. That is, various films SP and liquid types
preferred for the respective films SP are investigated beforehand. The storage unit MRY stores the combinations of the
films SP and the liquid types preferred for the respective films as well as the liquid immersion conditions optimum for
the combinations.
[0057] When the liquid immersion exposure process is performed, the film information in relation to the substrate P
to be subjected to the exposure process is inputted into the control unit CONT via the input unit 60 connected to the
control unit CONT. The film information to be inputted includes the information about the contact angle between the film
SP and the liquid 1. The control unit CONT makes reference to the relationship (map data) between the affinity (contact
angle) between the liquid 1 and the film SP and the liquid immersion condition corresponding to the affinity (contact
angle) previously stored in the storage unit MRY to select and determine the optimum liquid immersion condition for the
substrate P to be subjected to the exposure process.
[0058] In this embodiment, the liquid immersion condition includes the supply condition for supplying the liquid 1 for
the liquid immersion exposure onto the substrate P. Further, the supply condition for supplying the liquid 1 includes at
least one of the condition in relation to the liquid supply position with respect to the substrate P and the condition in
relation to the liquid supply amount per unit time.
[0059] Further, the liquid immersion condition includes the recovery condition for recovering the liquid 1 for the liquid
immersion exposure from the surface of the substrate P. The recovery condition for recovering the liquid 1 includes at
least one of the condition in relation to the liquid recovery position on the substrate P and the condition in relation to the
liquid recovery amount (liquid recovery power) per unit time.
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[0060] For example, the control unit CONT adjusts the liquid supply amount of the liquid supply mechanism 10 and
the liquid recovery amount of the liquid recovery mechanism 30 depending on the contact angle of the liquid 1 with
respect to the film SP.
[0061] Specifically, when the contact angle of the liquid 1 with respect to the film SP is large, the film SP has the liquid
repellence (water repellence) with respect to the liquid 1. Therefore, when the liquid 1 is supplied onto the substrate P
(film SP), the liquid 1 is not excessively spread while causing the wetting. When the liquid 1 is supplied to such a film
SP, for example, the liquid supply mechanism 10 increases the liquid supply amount per unit time. Accordingly, the liquid
1 can be satisfactorily spread while causing the wetting on the surface of the substrate P (film SP). It is possible to
smoothly form the liquid immersion area AR2. When the film SP has the liquid repellence, the liquid 1 is easily exfoliated
from the substrate P (film SP) when the substrate P is subjected to the scanning movement in order to perform the
scanning exposure. However, it is possible to suppress the occurrence of the exfoliation of the liquid 1 by increasing the
liquid supply amount.
[0062] When the film SP has the liquid repellence (water repellence) with respect to the liquid 1, the liquid 1 is not
excessively spread while causing the wetting. Accordingly, it is relatively easy for the liquid recovery mechanism 30 to
recover the liquid 1 from the surface of the substrate P (film SP). Therefore, even when the liquid recovery mechanism
30 undergoes the reduction of the liquid recovery power (driving force of the liquid recovery section), i.e., the liquid
recovery amount per unit time, it is possible to smoothly recover the liquid 1. Therefore, it is possible to suppress the
occurrence of the vibration which would be otherwise caused by the driving of the liquid recovery section.
[0063] On the other hand, when the contact angle of the liquid 1 with respect to the film SP is small, the film SP has
the lyophilicity or liquid-attracting property (hydrophilicity) with respect to the liquid 1. Therefore, when the liquid 1 is
supplied onto the substrate P (film SP), the liquid 1 is spread while causing the wetting with ease. Therefore, when the
liquid 1 is supplied to such a film SP, for example, the liquid supply mechanism 10 makes it possible to satisfactorily
spread the liquid 1 while causing the wetting on the surface of the substrate P (film SP), even when the liquid supply
amount per unit time is decreased. Thus, it is possible to smoothly form the liquid immersion area AR2. Further, it is
possible to suppress any waste of the liquid 1, and it is possible to suppress the occurrence of the vibration which would
be otherwise caused by the driving of the liquid supply section, because the liquid supply amount can be reduced for
the liquid 1.
[0064] When the film SP has the lyophilicity (hydrophilicity) with respect to the liquid 1, the liquid 1 is spread while
causing the wetting on the substrate P (film SP) with ease. For this reason, there is such a possibility that the liquid 1
may be hardly recovered from the surface of the substrate P (film SP) by the liquid recovery mechanism 30. Therefore,
the liquid recovery mechanism 30 increases the liquid recovery force (driving force of the liquid recovery section), i.e.,
the liquid recovery amount per unit time. Accordingly, it is possible for the liquid recovery mechanism 30 to smoothly
recover the liquid 1.
[0065] The control unit CONT is capable of adjusting the liquid supply position of the liquid supply mechanism 10 and
the liquid recovery position of the liquid recovery mechanism 30 depending on the contact angle of the liquid 1 with
respect to the film SP.
[0066] For example, when the contact angle of the liquid 1 with respect to the film SP is large, the film SP has the
liquid repellence (water repellence) with respect to the liquid 1. Therefore, when the liquid 1 is supplied onto the substrate
P (film SP), the liquid 1 is hardly spread while causing the wetting. Therefore, when the substrate P is moved with respect
to the liquid 1 in order to perform the scanning exposure, there is such a possibility that the liquid 1 may be easily
exfoliated from the substrate P (film SP). When the liquid supply position, at which the liquid 1 is supplied by the liquid
supply mechanism 10, is set at the position far from the projection area AR1 of the projection optical system PL, i.e.,
when the distance at the liquid supply position from the projection area AR1 of the projection optical system PL is made
long so that the liquid immersion area AR2 is formed to be large, then it is possible to suppress the occurrence of the
exfoliation of the liquid 1 when the substrate P is subjected to the scanning movement. As explained with reference to
Fig. 3, the liquid supply position may be adjusted such that the slide member 41 is subjected to the sliding movement
with respect to the main body member 40 of the supply member 13, 14.
[0067] When the liquid 1 has the liquid repellence (water repellence) with respect to the film SP, the liquid 1 is not
excessively spread while causing the wetting. Accordingly, as described above, it is relatively easy for the liquid recovery
mechanism 30 to recover the liquid 1 from the surface of the substrate P (film SP). Therefore, even when the liquid
recovery position is set at the position near to the projection area AR1 of the projection optical system PL, i.e., even
when the distance at the liquid recovery position from the projection area AR1 of the projection optical system PL is
shortened, then the liquid recovery mechanism 30 can smoothly recover the liquid 1. Therefore, it is possible to decrease
the space occupied by the liquid recovery mechanism 30.
[0068] On the other hand, when the contact angle of the liquid 1 with respect to the film SP is small, the film SP has
the lyophilicity (hydrophilicity) with respect to the liquid 1. Therefore, when the liquid 1 is supplied onto the substrate P
(film SP), the liquid 1 is spread while causing the wetting with ease. Therefore, when the liquid 1 is supplied to such a
film SP, the liquid supply position, at which the liquid 1 is supplied by the liquid supply mechanism 10, is set at the
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position near to the projection area AR1 of the projection optical system PL, i.e., the distance at the liquid supply position
from the projection area AR1 of the projection optical system PL is shortened. Accordingly, it is possible to suppress the
leakage of the liquid 1 to the outside.
[0069] When the liquid 1 has the lyophilicity (hydrophilicity) with respect to the film SP, the liquid 1 is spread while
causing the wetting on the substrate P (film SP) with ease. Therefore, there is such a possibility that the liquid 1 may
be hardly recovered from the surface of the substrate P (film SP) by the liquid recovery mechanism 30. When the liquid
recovery position, at which the liquid 1 is recovered by the liquid recovery mechanism 30, is set at the position far from
the projection area AR1 of the projection optical system PL, i.e., when the distance at the liquid recovery position from
the projection area AR1 of the projection optical system PL is made long, then the liquid recovery mechanism 30 can
smoothly recover the liquid 1. In other words, when the liquid 1 is easily spread while causing the wetting, the liquid is
recovered at the position far from the liquid supply position. Accordingly, the liquid 1 can be recovered in a state in which
the force of the flow of the supplied liquid 1 is reduced. Therefore, when the liquid 1, which has the lyophilicity with
respect to the film SP, is recovered, it is preferable to set the liquid recovery position at the position far from the liquid
supply position, i.e., the position far from the projection area AR1.
[0070] The control unit CONT is capable of adjusting the sizes of the liquid supply ports 13A, 14A of the liquid supply
mechanism 10 and the sizes of the liquid recovery ports 31A, 32A of the liquid recovery mechanism 30 depending on
the contact angle of the liquid 1 with respect to the film SP.
[0071] For example, when the contact angle of the liquid 1 with respect to the film SP is large, the film SP has the
liquid repellence (water repellence) with respect to the liquid 1. Therefore, the liquid 1 is easily exfoliated from the
substrate P. In this case, the force of the flow of the liquid 1 to be supplied onto the substrate P is increased by decreasing
the sizes of the liquid supply ports 13A, 14A. Accordingly, it is possible to suppress the exfoliation. As explained with
reference to Fig. 3, when the size of the liquid supply port is adjusted, it is appropriate to move the shutter member 42
of the supply member 13, 14.
[0072] When the liquid 1 has the liquid repellence (water repellence) with respect to the film SP, it is relatively easy
to recover the liquid 1 from the surface of the substrate P (film SP) by using the liquid recovery mechanism 30 as
described above. In this case, the liquid recovery ports 31A, 32A of the liquid recovery mechanism 30 can be decreased
in size. When the liquid recovery ports 31A, 32A are decreased in size, the air is hardly caught and sucked (mixed in
the liquid) when the liquid 1 is recovered. Therefore, the liquid recovery mechanism 30 can smoothly recover the liquid
1 from the surface of the substrate P.
[0073] On the other hand, when the contact angle of the liquid 1 with respect to the film SP is small, the film SP has
the lyophilicity (hydrophilicity) with respect to the liquid 1. Therefore, even when the liquid 1 is supplied onto the substrate
P while increasing the sizes of the liquid supply ports 13A, 14A, it is possible to smoothly form the liquid immersion area
AR2.
[0074] When the liquid 1 has the lyophilicity (hydrophilicity) with respect to the film SP, the liquid 1 is spread while
causing the wetting with ease on the substrate P (film SP). Therefore, there is such a possibility that the liquid 1 may
be hard to recover from the surface of the substrate P (film SP) by the liquid recovery mechanism 30. Accordingly, when
the liquid supply ports 31A, 32A are increased in size to recover the liquid 1 over a wide range, it is possible to smoothly
recover the liquid 1 from the surface of the substrate P.
[0075] As explained above, the optimum liquid immersion condition (for example, the supply amount, the recovery
amount, the supply position, and the recovery position) corresponding to the contact angle (affinity) of the liquid 1 for
the film SP is previously determined, and the information, which relates to the optimum liquid immersion condition, is
stored in the storage unit MRY. Accordingly, the control unit CONT selects and determines the optimum liquid immersion
condition from the plurality of stored liquid immersion conditions on the basis of the information which is inputted by the
aid of the input unit 60 and which relates to the film SP of the substrate P to be subjected to the exposure process
(information about the contact angle of the film SP in relation to the liquid 1). The optimum liquid supply amount, the
optimum liquid recovery amount, the optimum liquid supply position, and/or the optimum liquid recovery position is set
on the basis of the selected liquid immersion condition as described above. The control unit CONT performs the liquid
immersion exposure for the substrate P in this state.
[0076] The liquid immersion exposure process is performed as follows. The control unit CONT uses the substrate
transport system to load the substrate P on the substrate stage PST, and then the liquid supply mechanism 10 is driven
to start the liquid supply operation for supplying the liquid onto the substrate P. The liquid 1, which is fed from the first
and second liquid supply sections 11, 12 of the liquid supply mechanism 10 in order to form the liquid immersion area
AR2, flows through the first and second piping systems 15, 16, and then the liquid 1 is supplied onto the substrate P via
the first and second supply members 13, 14 to form the liquid immersion area AR2 between the projection optical system
PL and the substrate P. The supply ports 13A, 14A of the first and second supply members 13, 14 are arranged on the
both sides in the X axis direction (scanning direction) of the projection area AR1. The control unit CONT simultaneously
supplies the liquid 1 onto the substrate P from the supply ports 13A, 14A. Accordingly, the liquid 1, which is supplied
onto the substrate P, forms, on the substrate P, the liquid immersion area AR2 in a range wider than at least the projection
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area AR1.
[0077] In this embodiment, when the liquid 1 is supplied to the substrate P from the both sides in the scanning direction
of the projection area AR1, the control unit CONT controls the liquid supply operation of the first and second liquid supply
sections 11, 12 of the liquid supply mechanism 10 so that the liquid supply amount per unit time, which is to be supplied
from the side in front of the projection area AR1 in relation to the scanning direction, is set to be larger than the liquid
supply amount to be supplied from the side opposite thereto. For example, when the exposure process is performed
while moving the substrate P in the +X direction, the control unit CONT performs the setting so that the liquid amount
from the -X side with respect to the projection area AR1 (i.e., from the supply ports 13A) is larger than the liquid amount
from the +X side (i.e., from the supply ports 14A). On the other hand, when the exposure process is performed while
moving the substrate P in the -X direction, the control unit CONT performs the setting so that the liquid amount from the
+X side with respect to the projection area AR1 is larger than the liquid amount from the -X side.
[0078] Further, the control unit CONT controls the first and second liquid recovery sections 33, 34 of the liquid recovery
mechanism 30 to perform the liquid recovery operation for recovering the liquid 1 from the surface of the substrate P
concurrently with the supply operation for supplying the liquid 1 by the liquid supply mechanism 10. Accordingly, the
liquid 1 on the substrate P, which flows to the outside of the projection area AR1 from the supply ports 13A, 14A of the
first and second supply members 13, 14, is recovered from the recovery ports 31A, 32A of the first and second recovery
members 33, 34. As described above, the liquid recovery mechanism 30 recovers the liquid 1 from the surface of the
substrate P by using the recovery ports 31A, 32A provided to surround the projection area AR1.
[0079] In this embodiment, the control unit CONT can select and determine the liquid immersion condition taking the
movement condition of the substrate P into consideration as well. For example, when the scanning exposure is performed
while moving the substrate P, if the film SP of the substrate P has the affinity for the liquid 1, then the liquid 1 is satisfactorily
spread while causing the wetting on the substrate P, and it is possible to smoothly form the liquid immersion area AR2
by supplying the liquid 1 from only one side in the scanning direction as well. For example, when the liquid immersion
exposure is performed while moving the substrate P in the +X direction, then the liquid supply mechanism 10 can supply
the liquid 1 from the first supply member 13, and the liquid supply from the second supply member 14 can be stopped,
or the liquid supply amount from the second supply member 14 can be made smaller than the liquid supply amount from
the first supply member 13. On the other hand, when the film SP of the substrate P has the liquid repellence with respect
to the liquid 1, the liquid immersion area AR2 can be smoothly formed by supplying the liquid 1 from the both sides in
the scanning direction.
[0080] Further, the control unit CONT determines the liquid immersion condition depending on the velocity or the
acceleration of the substrate P in the X axis direction (scanning direction). For example, when the scanning velocity (or
acceleration) of the substrate P is high, then the control unit CONT increases the liquid supply amount for the substrate
P, and the control unit CONT increases the liquid recovery power on the substrate P. On the other hand, when the
scanning velocity (or acceleration) of the substrate P is relatively low, the liquid immersion area AR can be smoothly
formed, even if the control unit CONT decreases the liquid supply amount for the substrate P, and the control unit CONT
reduces the liquid recovery force on the substrate P.
[0081] When the scanning velocity (or acceleration) of the substrate P is high, the exfoliation of the liquid 1 is easily
caused. Therefore, the liquid supply mechanism 10 increases the liquid supply amount per unit time, and the supply
position is set to the position far from the projection area AR1 of the projection optical system PL to increase the liquid
immersion area AR2. Accordingly, it is possible to suppress the occurrence of the exfoliation of the liquid 1. Similarly,
when the scanning velocity (or acceleration) of the substrate P is high, it is difficult to recover the liquid 1 from the surface
of the substrate P. Therefore, the liquid recovery force exerted by the liquid recovery mechanism 30 is increased. Further,
the recovery position is set to the position far from the projection area AR1 of the projection optical system PL to recover
the liquid 1 at the position at which the force of the flow of the liquid 1 is reduced. Thus, it is possible to smoothly recover
the liquid 1.
[0082] Further, the control unit CONT determines the liquid immersion condition depending on the movement direction
of the substrate P including the scanning direction (X axis direction) and the stepping movement direction (Y axis direction)
of the substrate P. For example, when the substrate P undergoes the stepping movement in the Y axis direction, then
the liquid recovery operation performed by the liquid supply mechanism 10 is stopped, or the liquid supply amount is
reduced as compared with the situation in which the scanning exposure is performed. On the other hand, the control
unit CONT is capable of making the control such that the liquid recovery amount is increased for the recovery members
31, 32 arranged on the side in the Y direction with respect to the projection area AR1, of the plurality of recovery members
31, 32 arranged to surround the projection area AR1.
[0083] Further, the control unit CONT is also capable of changing the shapes of the liquid supply ports 13A, 14A and
the shapes of the liquid recovery ports 31A, 32A as one of the liquid immersion conditions, depending on the film SP.
In this embodiment, the shutter member 42 can be driven to make the change for the supply port or the recovery port
between the wide width slit shape (substantially square shape) and the narrow width slit shape (rectangular shape).
However, for example, it is also allowable to select and determine various shapes, for example, such that the shapes
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of the supply port and the recovery port are circular, elliptical, or polygonal depending on the film SP.
[0084] As described above, the exposure apparatus EX of this embodiment is capable of switching pure water as the
first liquid and fluorine-based oil as the second liquid to supply the liquid onto the substrate P. The control unit CONT
changes the liquid 1 to be supplied onto the substrate P depending on the film SP of the substrate P to be subjected to
the exposure process. For example, when the film SP is composed of a substance such as an amine-based substance
which is easily soluble in pure water, it is preferable that fluorine-based oil is used as the liquid 1 for the liquid immersion
exposure. After the information about the film SP is inputted by the aid of the input unit 60, the control unit CONT controls
the liquid supply mechanism 10 to select the liquid 1 to be supplied to the substrate P. Subsequently, the control unit
CONT determines the liquid immersion condition depending on the liquid 1 to be used.
[0085] The storage unit MRY also stores beforehand the relationship between the affinity between the film SP and
the liquid (second liquid) 1 and the liquid immersion condition corresponding to the affinity. The control unit CONT
determines the liquid immersion condition including the liquid supply amount, the liquid recovery amount, the liquid
supply position, and the liquid recovery position depending on the substrate P (film SP) to be subjected to the exposure
process.
[0086] When the liquid 1 to be supplied onto the substrate P is changed depending on the film SP, the storage unit
MRY can store the combination of the film SP and the liquid type preferred for the film SP as well as the liquid immersion
condition adopted when the combination is used. Accordingly, when the operator for the exposure apparatus selects
(inputs) the film SP, the liquid immersion condition including the liquid type is automatically determined. That is, the
selection of the liquid type can be also regarded as one of the liquid immersion conditions. As for the film SP, it is possible
to previously store, for example, the material for the photoresist, the manufacturer, and the article number.
[0087] The liquid immersion condition may be changed depending on the material characteristic of the liquid 1 to be
supplied onto the substrate P. For example, when the liquid 1 is an easily volatile liquid, the liquid supply amount per
unit time is increased. Accordingly, even when the liquid 1 is easily volatile, it is possible to smoothly form the liquid
immersion area AR2. When the easily volatile liquid 1 is used, the liquid 1 is removed by the volatilization from the
substrate P. Therefore, for example, it is also possible to reduce the liquid recovery power. In other words, the control
unit CONT can adjust the liquid immersion condition depending on the volatility which is included in the material char-
acteristic of the liquid 1 to be supplied onto the substrate P.
[0088] When the liquid 1 to be supplied onto the substrate P is highly viscous, for example, the force for holding the
substrate P, which is exerted by the substrate holder on the substrate P, is increased. Thus, the control unit CONT can
adjust the liquid immersion exposure condition depending on the viscosity which is included in the material characteristic
of the liquid 1. In other words, when the viscosity of the liquid 1 is high, then the substrate P is pulled by the liquid 1 due
to the viscosity of the liquid 1 when the scanning exposure is performed, and the position of the substrate P with respect
to the substrate holder is possibly deviated during the exposure. In this embodiment, the control unit CONT can adjust
the holding force for the substrate P exerted by the substrate holder depending on the viscosity of the liquid 1. Specifically,
when the substrate holder has such a structure that the substrate P is attracted and held in vacuum by the aid of vacuum
attraction holes, the vacuum attraction force, which is exerted on the substrate P, is increased by the control unit CONT.
On the other hand, when the viscosity of the liquid 1 is low, the possibility of the deviation of the substrate P during the
scanning exposure is lowered. Therefore, taking the warpage of the substrate P into consideration, it is possible to make
the control to reduce the vacuum attraction force for the substrate P by the control unit CONT.
[0089] Further, when the liquid 1 is changed, the specific heat of the liquid 1 is changed as well. Therefore, it is possible,
for example, to control the inclination and the focus position of the substrate P, and/or to adjust the light amount of the
exposure light beam EL by considering the change of the refractive index of the liquid 1 caused by the temperature
change of the liquid 1. For example, it is also possible to make the control for correcting the result of the focus position
detection by the focus-detecting system 4. When the affinity (contact angle) between the liquid 1 and the film SP is
changed, the pressure, which is exerted on the substrate P by the liquid 1, is also changed. Therefore, it is possible to
control the inclination and the focus position of the substrate P by considering the change of the pressure exerted on
the substrate P by the liquid 1 as well.
[0090] It is considered that the image formation characteristic of the image, which is obtained via the projection optical
system PL and the liquid 1, is changed when the liquid 1 is changed. In such a situation, the control unit CONT drives
the image formation characteristic control unit 3 on the basis of the material characteristic and the optical characteristic
of the liquid 1 previously stored in the storage unit MRY. Accordingly, it is possible to correct the change of the image
formation characteristic brought about by the change of the liquid 1. Further, the control unit CONT can also adjust the
surface of the substrate P to match the image plane position having been changed by the change of the liquid 1, by
adjusting the position in the Z axis direction and the posture in the θX and θY directions of the substrate stage PST.
[0091] The map data stored in the storage unit MRY can be updated at any time. When the substrate P having any
film SP of any different type is subjected to the exposure, or when the liquid 1 of any new type is used, then the map
data may be prepared, for example, by performing the experiment for the new film SP or the liquid 1, and the map data
stored in the storage unit MRY may be updated. The map data can be also updated from a remote place for the exposure



EP 2 816 411 B1

14

5

10

15

20

25

30

35

40

45

50

55

apparatus EX (storage unit MRY), for example, by using any communication unit including the internet.
[0092] In the embodiment described above, the liquid supply mechanism 10 is capable of supplying the two types of
the liquids depending on the film SP. However, it is also allowable to adopt such an arrangement that only one type of
the liquid is supplied. Alternatively, it is also allowable to adopt such an arrangement that three or more types of liquids
can be supplied. In the embodiment described above, the storage unit MRY stores the relationship between the affinity
between the film SP and the liquid 1 and the liquid immersion condition corresponding to the affinity. However, when
the type of the film SP to be used and the type of the liquid 1 to be used are previously known, the relationship between
the film SP and the liquid immersion condition may be stored beforehand in the storage unit MRY to immediately determine
the liquid immersion condition from the information about the film SP selected (inputted) by the operator or the like.
[0093] In the embodiment of the present invention, when the liquid immersion condition is determined depending on
the contact angle (affinity) between the liquid 1 and the film SP, the consideration is made for the movement condition
of the substrate P (for example, any one of or both of the velocity and the acceleration of the substrate P during the
scanning exposure). However, the movement condition of the substrate P (for example, any one of or both of the velocity
and the acceleration of the substrate P during the scanning exposure) may be determined depending on the contact
angle (affinity) between the film SP and the liquid 1. For example, when the affinity of the film SP for the liquid 1 is
relatively high, the velocity and/or the acceleration of the substrate P is increased in the scanning exposure. When the
affinity between the film SP and the liquid 1 is relatively high, the liquid 1 is easily spread while causing the wetting on
the substrate P. Therefore, even when the velocity and/or the acceleration of the substrate P is increased, it is possible
to smoothly form the liquid immersion area AR2. On the contrary, when the affinity of the film SP for the liquid 1 is
relatively low, the liquid 1 is hardly spread while causing the wetting on the substrate P. Therefore, if the velocity and/or
the acceleration of the substrate P is excessively increased, then the exfoliation or the like of the liquid 1 is caused, and
there is such a possibility that the space between the projection optical system PL and the substrate P cannot be
sufficiently filled with the liquid 1. When the affinity of the film SP for the liquid 1 is relatively low, the velocity and/or the
acceleration of the substrate P is decreased during the scanning exposure. Further, the movement condition of the
substrate P can be also determined on the basis of the liquid immersion condition determined depending on the film SP.
For example, when the liquid recovery mechanism 30 has the small liquid recovery power as determined depending on
the film SP, it is possible to avoid the exfoliation and the leakage of the liquid 1 by decreasing the scanning velocity and
the acceleration of the substrate P.
[0094] The embodiment of the present invention is constructed such that the contact angle (affinity) between the film
SP and the liquid 1 is previously determined, for example, by the experiment, and the liquid immersion condition corre-
sponding to the determined contact angle is stored in the storage unit MRY beforehand. However, the affinity between
the liquid 1 and the film SP formed as the liquid contact surface of the substrate P may be measured before the exposure
process by using a measuring unit provided for the exposure apparatus EX, and the liquid immersion condition may be
determined on the basis of the result of the measurement.
[0095] Fig. 6 schematically shows a measuring unit 70 for measuring the affinity between the film SP and the liquid
1. In this embodiment, the measuring unit 70 is provided on a transport passage for the substrate P. With reference to
Fig. 6(a), the measuring unit 70 includes a loader hand 71 which constructs a part of a substrate transport system, a
dripping section 72 which is capable of dripping the liquid droplet of the liquid 1 onto the substrate P held by the loader
hand 71, and a detecting section 73 which is capable of detecting the liquid droplet of the liquid 1. The loader hand 71
loads the substrate P to be subjected to the exposure process to the substrate stage PST. The loader hand 71 has a
rotary driving section 74 which rotates the loader hand 71 in the axial direction. The loader hand 71 is rotatable in a state
in which the substrate P is held. The driving operation of the rotary driving section 74 is controlled by the control unit
CONT. The detecting section 73 outputs the detection signal of the liquid droplet to the control unit CONT.
[0096] When the affinity (contact angle) between the film SP and the liquid 1 is measured, the liquid droplet of the
liquid 1 is dripped from the dripping section 72 to the film SP of the substrate P in a state in which the loader hand 7
holds the substrate P horizontally. When the liquid droplet of the liquid 1 is arranged on the film SP of the substrate P,
the held substrate P is inclined by rotating the loader hand 71 in the direction indicated by the arrow "r" shown in Fig.
6(a). As the substrate P is inclined, as shown in Fig. 6(b), the liquid 1 falls from the surface of the substrate P (film SP)
as if the liquid 1 rolls. The fallen liquid 1 is detected by the detecting section 73. The detection signal is outputted to the
control unit CONT. The control unit CONT determines the angle of inclination (rolling angle) θ of the substrate P at this
time from the driving amount of the rotary driving section 74. The rolling angle θ is the angle at which the liquid droplet
of the liquid 1 on the surface of the film SP of the substrate P rolls and falls when the substrate P is inclined with respect
to the horizontal plane. The rolling angle θ corresponds to the contact angle of the liquid 1 with respect to the film SP.
For example, when the rolling angle θ is small, then the film SP has the liquid repellence with respect to the liquid 1, and
the contact angle is large. Therefore, when the rolling angle θ is determined, it is possible to determine the contact angle
of the liquid 1 with respect to the film SP. The control unit CONT sets the liquid immersion condition on the basis of the
contact angle measured by the measuring unit 70 to perform the liquid immersion exposure for the substrate P loaded
on the substrate stage PST by the loader hand 71.
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[0097] In the embodiment of the present invention, as explained with reference to Fig. 3, the slide mechanism is
provided for each of the supply members 13, 14 and the recovery members 31, 32 to change the liquid supply position
and the liquid recovery position by driving the slide mechanism. However, as shown in Fig. 7, the following arrangement
is also available. That is, parts of the supply member and the recovery member are constructed with flexible tubes 80.
As shown in Figs. 7(a) and 7(b), the supply position and the recovery position are changed by bending the tubes 80.
[0098] The exposure apparatus EX of the embodiment described above is capable of switching and using pure water
and fluorine-based oil as the liquid 1. Pure water is advantageous in that pure water is available in a large amount with
ease, for example, in the semiconductor production factory, and pure water exerts no harmful influence, for example,
on the optical element (lens) and the photoresist of the substrate P. Further, pure water exerts no harmful influence on
the environment, and the content of impurity is extremely low. Therefore, it is also expected to obtain the function to
wash the surface of the substrate P and the surface of the optical element provided at the end surface of the projection
optical system PL.
[0099] It is approved that the refractive index n of pure water (water) with respect to the exposure light beam EL having
a wavelength of about 193 nm is approximately in an extent of 1.44. When the ArF excimer laser beam (wavelength:
193 nm) is used as the light source of the exposure light beam EL, then the wavelength is shortened on the substrate
P by 1/n, i.e., to about 134 nm, and a high resolution is obtained. Further, the depth of focus is magnified about n times,
i.e., about 1.44 times as compared with the value obtained in the air. Therefore, when it is enough to secure an approx-
imately equivalent depth of focus as compared with the case of the use in the air, it is possible to further increase the
numerical aperture of the projection optical system PL. Also in this viewpoint, the resolution is improved.
[0100] In the embodiment of the present invention, the optical element 2 is attached to the end portion of the projection
optical system PL. The lens can be used to adjust the optical characteristics of the projection optical system PL, including,
for example, the aberration (for example, spherical aberration and comatic aberration). The optical element 2, which is
attached to the end portion of the projection optical system PL, may be an optical plate usable to adjust the optical
characteristic of the projection optical system PL. Alternatively, the optical element 2 may be a plane parallel plate
through which the exposure light beam EL is transmissive. When the optical element 2 to make contact with the liquid
1 is the plane parallel plate which is cheaper than the lens, it is enough that the plane parallel plate is merely exchanged
immediately before supplying the liquid 1 even when any substance (for example, any silicon-based organic matter),
which deteriorates the transmittance of the projection optical system PL, the illuminance of the exposure light beam EL
on the substrate P, and the uniformity of the illuminance distribution, is adhered to the plane parallel plate, for example,
during the transport, the assembling, and/or the adjustment of the exposure apparatus EX. An advantage is obtained
such that the exchange cost is lowered as compared with the case in which the optical element to make contact with
the liquid 1 is the lens. That is, the surface of the optical element to make contact with the liquid 1 is dirtied, for example,
due to the adhesion of scattered particles generated from the resist by being irradiated with the exposure light beam EL
or any adhered impurity contained in the liquid 1. Therefore, it is necessary to periodically exchange the optical element.
However, when the optical element is the cheap plane parallel plate, then the cost of the exchange part is low as
compared with the lens, and it is possible to shorten the time required for the exchange. Thus, it is possible to suppress
the increase in the maintenance cost (running cost) and the decrease in the throughput.
[0101] When the pressure, which is generated by the flow of the liquid 1, is large between the substrate P and the
optical element disposed at the end portion of the projection optical system PL, it is also allowable that the optical element
is tightly fixed so that the optical element is not moved by the pressure, rather than allowing the optical element to be
exchangeable.
[0102] The embodiment of the present invention is constructed such that the space between the projection optical
system PL and the surface of the substrate P is filled with the liquid 1. However, for example, another arrangement may
be adopted such that the space is filled with the liquid 1 in a state in which a cover glass constructed of a plane parallel
plate is attached to the surface of the substrate P.
[0103] On the other hand, for example, when the light source of the exposure light beam EL is the F2 laser, the F2
laser beam is not transmitted through water. Therefore, in this case, those preferably usable as the liquid 1 may include,
for example, a fluorine-based fluid such as fluorine-based oil as described above through which the F2 laser beam is
transmissive. In this case, the portion to make contact with the liquid 1 is subjected to the liquid-attracting treatment by
forming a thin film, for example, with a substance having a molecular structure of small polarity including fluorine.
Alternatively, other than the above, it is also possible to use, as the liquid 1, those (for example, cedar oil) which have
the transmittance with respect to the exposure light beam EL, which have the refractive index as high as possible, and
which are stable against the photoresist coated on the surface of the substrate P and the projection optical system PL.
Also in this case, the surface treatment is performed depending on the polarity of the liquid 1 to be used.
[0104] The substrate P, which is usable in the respective embodiments described above, is not limited to the semi-
conductor wafer for producing the semiconductor device. Those applicable include, for example, the glass substrate for
the display device, the ceramic wafer for the thin film magnetic head, and the master plate (synthetic quartz, silicon
wafer) for the mask or the reticle to be used for the exposure apparatus.
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[0105] As for the exposure apparatus EX, the present invention is also applicable to the scanning type exposure
apparatus (scanning stepper) based on the step-and-scan system for performing the scanning exposure for the pattern
of the mask M by synchronously moving the mask M and the substrate P as well as the projection exposure apparatus
(stepper) based on the step-and-repeat system for performing the full field exposure for the pattern of the mask M in a
state in which the mask M and the substrate P are allowed to stand still, while successively step-moving the substrate
P. The present invention is also applicable to the exposure apparatus based on the step-and-stitch system in which at
least two patterns are partially overlaid and transferred on the substrate P.
[0106] The present invention is also applicable to a twin-stage type exposure apparatus. The structure and the exposure
operation of the twin-stage type exposure apparatus are disclosed, for example, in Japanese Patent Application Laid-
open Nos. 10-163099 and 10-214783 (corresponding to United States Patent Nos. 6,341,007, 6,400,441, 6,549,269,
and 6,590,634), Published Japanese Translation of PCT International Publication for Patent Application No. 2000-505958
(corresponding to United States Patent No. 5,969,441), and United States Patent No. 6,208,407. As for the type of the
exposure apparatus EX, the present invention is not limited to the exposure apparatus for the semiconductor device
production apparatus for exposing the substrate P with the semiconductor device pattern. The present invention is also
widely applicable, for example, to the exposure apparatus for producing the liquid crystal display device or for producing
the display as well as the exposure apparatus for producing, for example, the thin film magnetic head, the image pickup
device (CCD), the reticle, or the mask.
[0107] When the linear motor is used for the substrate stage PST and/or the mask stage MST, it is allowable to use
any one of those of the air floating type based on the use of the air bearing and those of the magnetic floating type based
on the use of the Lorentz’s force or the reactance force. Each of the stages PST, MST may be either of the type in which
the movement is effected along the guide or of the guideless type in which no guide is provided. An example of the use
of the linear motor for the stage is disclosed in United States Patent Nos. 5,623,853 and 5,528,118.
[0108] As for the driving mechanism for each of the stages PST, MST, it is also allowable to use a plane motor in
which a magnet unit provided with two-dimensionally arranged magnets and an armature unit provided with two-dimen-
sionally arranged coils are opposed to one another, and each of the stages PST, MST is driven by the electromagnetic
force. In this arrangement, any one of the magnet unit and the armature unit is connected to the stage PST, MST, and
the other of the magnet unit and the armature unit is provided on the side of the movable surface of the stage PST, MST.
[0109] The reaction force, which is generated in accordance with the movement of the substrate stage PST, may be
mechanically released to the floor (ground) by using a frame member so that the reaction force is not transmitted to the
projection optical system PL. The method for handling the reaction force is disclosed in detail, for example, in United
States Patent No. 5,528,118 (Japanese Patent Application Laid-open No. 8-166475).
[0110] The reaction force, which is generated in accordance with the movement of the mask stage MST, may be
mechanically released to the floor (ground) by using a frame member so that the reaction force is not transmitted to the
projection optical system PL. The method for handling the reaction force is disclosed in detail, for example, in United
States Patent No. 5,874,820 (Japanese Patent Application Laid-open No. 8-330224).
[0111] As described above, the exposure apparatus EX according to the embodiment of the present invention is
produced by assembling the various subsystems including the respective constitutive elements as defined in claims so
that the predetermined mechanical accuracy, the electric accuracy, and the optical accuracy are maintained. In order
to secure the various accuracies, those performed before and after the assembling include the adjustment for achieving
the optical accuracy for the various optical systems, the adjustment for achieving the mechanical accuracy for the various
mechanical systems, and the adjustment for achieving the electric accuracy for the various electric systems. The steps
of assembling the various subsystems into the exposure apparatus include, for example, the mechanical connection,
the wiring connection of the electric circuits, and the piping connection of the air pressure circuits in correlation with the
various subsystems. It goes without saying that the steps of assembling the respective individual subsystems are per-
formed before performing the steps of assembling the various subsystems into the exposure apparatus. When the steps
of assembling the various subsystems into the exposure apparatus are completed, the overall adjustment is performed
to secure the various accuracies as the entire exposure apparatus. It is desirable that the exposure apparatus is produced
in a clean room in which, for example, the temperature and the cleanness are managed.
[0112] As shown in Fig. 8, the microdevice such as the semiconductor device is produced by performing, for example,
a step 201 of designing the function and the performance of the microdevice, a step 202 of manufacturing a mask (reticle)
based on the designing step, a step 203 of producing a substrate as a base material for the device, an exposure process
step 204 of exposing the substrate with a pattern of the mask by using the exposure apparatus EX of the embodiment
described above, a step 205 of assembling the device (including a dicing step, a bonding step, and a packaging step),
and an inspection step 206.

INDUSTRIAL APPLICABILITY

[0113] According to the present invention, the liquid immersion condition, under which the substrate is dealt with, is
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determined depending on the film formed as the liquid contact surface of the substrate. Accordingly, the liquid immersion
exposure process can be smoothly performed for a plurality of substrates provided with films of different types. It is
possible to possess the high versatility. In particular, the present invention contributes to the high throughput production
of the highly integrated device by quickly switching the liquid immersion condition in the production line for performing
the exposure process for a variety of different objectives including, for example, the semiconductor device and the liquid
crystal display device.
[0114] The following numbered paragraphs set out particular combinations of features which are considered relevant
to particular embodiments of the present disclosure.

1. An exposure method for exposing a substrate by projecting an image of a pattern onto the substrate through a
liquid, the exposure method comprising:

determining a liquid immersion condition for the substrate depending on a film formed as a liquid contact surface
of the substrate; and
exposing the substrate under the determined liquid immersion condition.

2. The exposure method according to paragraph 1, wherein the liquid immersion condition is determined depending
on an affinity of the film for the liquid.

3. The exposure method according to paragraph 2, wherein the affinity is determined by a contact angle of the liquid
with the film.

4. The exposure method according to paragraph 1, wherein the liquid immersion condition includes a supply condition
for the liquid to be supplied onto the substrate.

5. The exposure method according to paragraph 4, wherein the supply condition includes a supply position of the
liquid.

6. The exposure method according to paragraph 5, wherein a distance at the supply position of the liquid from a
projection area of a projection optical system is adjusted depending on the film.

7. The exposure method according to paragraph 4, wherein the liquid immersion condition includes a supply amount
of the liquid.

8. The exposure method according to paragraph 1, wherein the liquid immersion condition includes a recovery
condition for the liquid for liquid immersion exposure to be recovered from the substrate.

9. The exposure method according to paragraph 8, wherein the liquid immersion condition includes a recovery
position of the liquid.

10. The exposure method according to paragraph 9, wherein a distance at the recovery position of the liquid from
a projection area of a projection optical system is adjusted depending on the film.

11. The exposure method according to paragraph 8, wherein the liquid immersion condition includes adjustment of
a recovery power for the liquid.

12. The exposure method according to paragraph 1, wherein the liquid immersion condition includes a type of the
liquid to be supplied onto the substrate.

13. The exposure method according to paragraph 2, wherein an exposure condition for the substrate is determined
depending on the affinity.

14. The exposure method according to paragraph 13, wherein the exposure condition for the substrate includes a
movement condition for the substrate.

15. The exposure method according to paragraph 13, further comprising moving the substrate in a predetermined
scanning direction under a predetermined scanning exposure condition during the exposure, and determining the
scanning exposure condition depending on the affinity of the film for the liquid.
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16. The exposure method according to paragraph 15, wherein a movement velocity of the substrate in the scanning
direction is determined depending on the affinity.

17. The exposure method according to paragraph 1, wherein the liquid immersion condition is determined in con-
sideration of a movement condition for the substrate.

18. The exposure method according to paragraph 1, wherein the exposure is performed in a liquid immersion area
formed on a part of the substrate.

19. The exposure method according to paragraph 1, wherein the film formed on the substrate is specified before
determining the liquid immersion condition.

20. A method for producing a device, comprising using the exposure method as defined in paragraph 1.

21. An exposure apparatus which exposes a substrate by projecting an image of a pattern onto the substrate through
a liquid, the exposure apparatus comprising:

a projection optical system which projects the image of the pattern onto the substrate; and
a liquid supply mechanism which supplies the liquid, wherein:

the liquid supply mechanism changes the liquid to be supplied, depending on a film formed as a liquid
contact surface of the substrate.

22. The exposure apparatus according to paragraph 21, wherein the liquid supply mechanism has a plurality of
piping systems to selectively use a plurality of types of liquids for liquid immersion exposure.

23. The exposure apparatus according to paragraph 21, wherein a liquid immersion condition is adjusted depending
on the liquid supplied from the liquid supply mechanism.

24. The exposure apparatus according to paragraph 21, further comprising a measuring unit which measures an
affinity between the liquid and the film.

25. An exposure apparatus which exposes a substrate by projecting an image of a pattern onto the substrate through
a liquid, the exposure apparatus comprising:

a projection optical system which projects the image of the pattern onto the substrate; and
a measuring unit which measures an affinity between the liquid and a film formed as a liquid contact surface of
the substrate.

26. The exposure apparatus according to paragraph 25, further comprising a storage unit which stores a plurality
of relationships between the affinity between the liquid and the film and a liquid immersion condition corresponding
to the affinity,
wherein the liquid immersion condition is selected from the storage unit depending on the measured affinity.

27. An exposure apparatus which exposes a substrate by projecting an image of a pattern onto the substrate through
a liquid, the exposure apparatus comprising:

a projection optical system which projects the image of the pattern onto the substrate; and
a storage unit which stores a plurality of relationships between an affinity for the liquid and a liquid immersion
condition corresponding to the affinity,
wherein the liquid immersion condition is selected from the storage unit depending on a film formed as a liquid
contact surface of the substrate.

28. The exposure apparatus according to paragraph 26 or 27, wherein the liquid immersion condition includes a
supply condition for the liquid for liquid immersion exposure to be supplied onto the substrate.

29. The exposure apparatus according to paragraph 28, wherein the supply condition includes at least one of a
supply position and a supply amount of the liquid.
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30. The exposure apparatus according to paragraph 26 or 27, wherein the liquid immersion condition includes a
recovery condition for the liquid for liquid immersion exposure to be recovered from the substrate.

31. The exposure apparatus according to paragraph 30, wherein the recovery condition includes at least one of a
recovery position and a recovery amount of the liquid.

32. The exposure apparatus according to paragraph 26 or 27, wherein the liquid immersion condition is adjusted
while considering a movement condition of the substrate when a plurality of shot areas on the substrate are exposed.

33. The exposure apparatus according to paragraph 24 or 25, wherein an exposure condition for the substrate is
determined depending on the affinity between the liquid and the film.

34. The exposure apparatus according to paragraph 33, wherein the substrate is subjected to scanning exposure
while being moved in a predetermined scanning direction, and the exposure condition includes a scanning exposure
condition.

35. The exposure apparatus according to paragraph 34, wherein the scanning exposure condition includes a move-
ment velocity of the substrate during the scanning exposure.

36. The exposure apparatus according to any one of paragraphs 24, 25, and 27, wherein the affinity is determined
by a contact angle of the liquid with the film.

37. The exposure apparatus according paragraph 26 or 27, further comprising a control unit, wherein the control
unit selects the liquid immersion condition from the storage unit depending on the affinity or the film.

38. The exposure apparatus according paragraph 25 or 27, further comprising a liquid supply mechanism which
supplies the liquid onto the substrate, wherein at least one of a position, an opening area, an opening shape, and
a supply direction of a liquid supply port of the liquid supply mechanism is variable.

39. An exposure apparatus which exposes a substrate by projecting an image of a pattern onto the substrate through
a liquid, the exposure apparatus comprising:

a projection optical system which projects the image of the pattern onto the substrate; and
a storage unit which stores relationships between a variety of films formable as a liquid contact surface of the
substrate and liquid immersion conditions suitable for the respective films.

40. The exposure apparatus according paragraph 39, further comprising a control unit which sets a liquid immersion
condition by selecting the liquid immersion condition among the liquid immersion conditions from the storage unit
depending on a film to be used for liquid immersion exposure.

41. The exposure apparatus according paragraph 40, wherein the control unit adjusts the liquid immersion condition
depending on a physical property of the liquid.

42. The exposure apparatus according paragraph 39, wherein the liquid immersion conditions include at least one
of a condition for supplying the liquid onto the substrate, a condition for recovering the liquid from the substrate, and
a type of the liquid to be supplied onto the substrate.

43. The exposure apparatus according paragraph 42, further comprising a liquid supply mechanism which supplies
the liquid onto the substrate, wherein the condition for supplying the liquid includes at least one of a position, an
opening area, an opening shape, and a supply direction of a liquid supply port of the liquid supply mechanism.

44. The exposure apparatus according paragraph 42, further comprising a liquid recovery mechanism which recovers
the liquid from the substrate, wherein the condition for recovering the liquid includes at least one of a position, an
opening area, and an opening shape of a liquid recovery port of the liquid recovery mechanism.

45. The exposure apparatus according paragraph 40, further comprising a liquid supply mechanism which selectively
supplies a plurality of types of liquids onto the substrate, wherein the control unit selects a liquid type from the
storage unit depending on a film to be used for liquid immersion exposure, and the control unit controls the liquid
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supply mechanism so that the liquid supply mechanism supplies the selected liquid onto the substrate.

46. An exposure apparatus which exposes a substrate by projecting an image of a pattern onto the substrate through
a liquid, the exposure apparatus comprising:

a projection optical system which projects the image of the pattern onto the substrate; and
a liquid supply mechanism which has a supply port for supplying the liquid, wherein:

at least one of a size and a shape of the supply port is changeable.

47. The exposure apparatus according paragraph 46, further comprising a liquid recovery mechanism which has a
recovery port for recovering the liquid, wherein at least one of a size and a shape of the recovery port is changeable.

48. An exposure apparatus which exposes a substrate by projecting an image of a pattern onto the substrate through
a liquid, the exposure apparatus comprising:

a projection optical system which projects the image of the pattern onto the substrate; and
a liquid recovery mechanism which has a recovery port for recovering the liquid, wherein:

at least one of a size and a shape of the recovery port is changeable.

49. A method for producing a device, comprising using the exposure apparatus as defined in any one of paragraphs
21, 25, 27, 39, 46, and 48.

Claims

1. A liquid immersion exposure apparatus (EX) comprising a projection optical system for projecting the image of a
pattern onto a substrate, the apparatus being suitable for exposing the substrate via the projection optical system
(PL) and a liquid (1), and for forming a liquid immersion area (AR2) below the projection optical system and in contact
with an optical element (2) of the projection optical system, the apparatus further comprising:

a substrate stage (PST) having a holder for holding the substrate, the substrate stage being arranged to move
below the projection optical system to relatively move the substrate with respect to the liquid immersion area
maintained between the projection optical system and a portion of the substrate;
a control unit (CONT) configured to determine at least one of a velocity and an acceleration of the substrate
stage in the relative movement depending on the contact angle between a film formed as the uppermost layer
of the substrate and the liquid of the liquid immersion area; and
a stage driving system (PSTD) configured to drive the substrate stage in the relative movement at the determined
at least one of the velocity and the acceleration.

2. The liquid immersion exposure apparatus according to claim 1, wherein
the apparatus is configured such that at least the determined one of the velocity and the acceleration is different
between substrates having films with surfaces of which the contact angles with the liquid are different from each other.

3. The liquid immersion exposure apparatus according to claim 2, wherein
the apparatus is further configured such that the different substrates include a first substrate and a second substrate,
the contact angle with the liquid of the film of the second substrate being smaller than the contact angle with the
liquid of the film of the first substrate, and wherein
at least the determined one of the velocity and the acceleration for the second substrate is greater than at least the
determined one of the velocity and the acceleration for the first substrate.

4. The liquid immersion exposure apparatus according to any one of claims 1 to 3, wherein
the relative movement is a relative movement during a scanning exposure operation.

5. The liquid immersion exposure apparatus according to any preceding claim, wherein
the film is a photoresist layer of the substrate or a protective layer of the substrate.
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6. The liquid immersion exposure apparatus according to any preceding claim, further comprising:

an input device (60) that is connected to the control unit, wherein
the control unit is configured to determine at least the one of the velocity and the acceleration of the substrate
stage in the relative movement depending on the contact angle input via the input device.

7. The liquid immersion exposure apparatus according to any one of claims 1 to 5, further comprising:
a memory (MRY) configured to store the information about the contact angle, wherein
the control unit is configured to determine at least the one of the velocity and the acceleration of the substrate stage
in the relative movement depending on the contact angle that is stored in the memory.

8. The liquid immersion exposure apparatus according to any preceding claim, wherein
the control unit is configured to determine a liquid immersion condition for forming the liquid immersion area depending
on at least the determined one of the velocity and the acceleration in the relative movement.

9. The liquid immersion exposure apparatus according to any preceding claim, wherein
the control unit is configured to determine a liquid immersion condition for forming the liquid immersion area depending
on the information about the contact angle.

10. The liquid immersion exposure apparatus according to any preceding claim, wherein
a portion of a liquid immersion member by which liquid is supplied to or recovered from the liquid immersion area
is movable in a direction perpendicular to an optical axis of the projection optical system.

11. A method for producing a device comprising:

an exposure process; and
a device assembling process, wherein
in the exposure process, a substrate is exposed using the liquid immersion exposure apparatus according to
any preceding claim.

12. A liquid immersion exposure method for exposing a substrate via a projection optical system (PL) and a liquid (1),
the method comprising:

forming a liquid immersion area (AR2) below the projection optical system with the liquid; and
moving, below the projection optical system, a substrate stage on which the substrate is held, such that the
substrate is relatively moved with respect to the liquid immersion area maintained between the projection optical
system and a portion of the substrate,
determining at least one of a velocity and an acceleration at which the substrate stage is to be driven in the
relative movement depending on a contact angle between a film formed as the uppermost layer of the substrate
and the liquid of the liquid immersion area.

13. The liquid immersion exposure method according to claim 12, wherein
each of a plurality of substrates having films of which the contact angles with the liquid are different from each other
is placed as the substrate on the substrate stage for different exposures, and wherein
at least the determined one of the velocity and the acceleration at which the substrate stage is to be driven is different
between the substrates.

14. The liquid immersion exposure method according to claim 13, wherein
the films include a first film and a second film, the contact angle of the second film with the liquid being smaller than
the contact angle of the first film, and wherein
at least the determined one of the velocity and the acceleration for the second substrate having the second film is
greater than at least the determined one of the velocity and the acceleration for the first substrate having the first film.

15. The liquid immersion exposure method according to any one of claims 13 to 14, further comprising inputting the
information about the contact angle to a control unit configured to determine the at least one of the velocity and the
acceleration.

16. The liquid immersion exposure method of any one of claims 12 to 15, further comprising, retrieving the information
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about the contact angle from a memory.

17. The liquid immersion exposure method according to any one of claims 14 to 16, wherein
the relative movement is a relative movement during an exposure operation of the substrate.

18. The liquid immersion exposure method according to any one of claims 12 to 17, wherein
the exposure operation is a scanning exposure.

19. The liquid immersion exposure method according to any one of claims 12 to 18, wherein the film is a photoresist
layer of the substrate or a protective layer of the substrate.

20. The liquid immersion exposure method according to any one of claims 12 to 19, wherein
a liquid immersion condition for forming the liquid immersion area is determined depending on at least the determined
one of the velocity and the acceleration in the relative movement.

21. The liquid immersion exposure method according to any one of claims 12 to 20, wherein
a liquid immersion condition for forming the liquid immersion area is determined depending on the information about
the contact angle.

22. The liquid immersion exposure method according to any one of claims 12 to 21, wherein
a portion of a liquid immersion member by which liquid is supplied to or recovered from the liquid immersion area
is moved in a direction perpendicular to an optical axis of the projection optical system.

23. A method for producing a device comprising:

an exposure process; and
a device assembling process, wherein
in the exposure process, a substrate is exposed using the liquid immersion exposure method according to any
one of claims 12 to 22.

Patentansprüche

1. Flüssigkeitsimmersionsbelichtungsvorrichtung (EX) mit einem optischen Projektionssystem zum Projizieren des
Bilds einer Struktur auf ein Substrat, wobei die Vorrichtung für ein Belichten des Substrats über das optische Pro-
jektionssystem (PL) und eine Flüssigkeit (1) und zum Ausbilden eines Flüssigkeitsimmersionsbereichs (AR2) unter
dem optischen Projektionssystem und in Kontakt mit einem optischen Element (2) des optischen Projektionssystems
geeignet ist, wobei die Vorrichtung ferner aufweist:

eine Substratbühne (PST) mit einer Halterung zum Halten des Substrats, wobei die Substratbühne eingerichtet
ist, sich unter das optische Projektionssystem zu bewegen, um das Substrat in Bezug auf den Flüssigkeitsim-
mersionsbereich, der zwischen dem optischen Projektionssystem und einem Abschnitt des Substrats aufrecht-
erhalten wird, relativ zu bewegen;
eine Steuereinheit (CONT), die eingerichtet ist, eine Geschwindigkeit und/oder eine Beschleunigung der Sub-
stratbühne während der Relativbewegung zu bestimmen, in Abhängigkeit eines Kontaktwinkels zwischen einem
Film, der als die oberste Schicht des Substrats ausgebildet ist, und der Flüssigkeit des Flüssigkeitsimmersi-
onsbereichs; und
ein Bühnenantriebssystem (PSTD), das eingerichtet ist, die Substratbühne während der Relativbewegung mit
der bestimmten Geschwindigkeit und/oder Beschleunigung anzutreiben.

2. Flüssigkeitsimmersionsbelichtungsvorrichtung nach Anspruch 1, wobei die Vorrichtung so eingerichtet ist, dass
zumindest die bestimmte der Geschwindigkeit und der Beschleunigung zwischen Substraten unterschiedlich ist,
die Filme mit Flächen aufweisen, deren Kontaktwinkel mit der Flüssigkeit sich voneinander unterscheiden.

3. Flüssigkeitsimmersionsbelichtungsvorrichtung nach Anspruch 2, wobei die Vorrichtung ferner so eingerichtet ist,
dass die unterschiedlichen Substrate ein erstes Substrat und ein zweites Substrat aufweisen, wobei der Kontakt-
winkel mit der Flüssigkeit des Films von dem zweiten Substrat kleiner ist als der Kontaktwinkel mit der Flüssigkeit
des Films von dem ersten Substrat, und wobei
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zumindest die bestimmte der Geschwindigkeit und der Beschleunigung für das zweite Substrat größer ist als zu-
mindest die bestimmte der Geschwindigkeit und der Beschleunigung des ersten Substrats.

4. Flüssigkeitsimmersionsbelichtungsvorrichtung nach einem der Ansprüche 1 bis 3, bei der
die Relativbewegung eine Relativbewegung während eines Scan-Belichtungsvorgangs ist.

5. Flüssigkeitsimmersionsbelichtungsvorrichtung nach einem der vorstehenden Ansprüche, bei welcher
der Film eine Fotolackschicht des Substrats oder eine Schutzschicht des Substrats ist.

6. Flüssigkeitsimmersionsbelichtungsvorrichtung nach einem der vorstehenden Ansprüche, ferner mit:

einer Eingabeeinrichtung (60), die mit der Steuerungseinheit verbunden ist, wobei
die Steuerungseinheit eingerichtet ist, die Geschwindigkeit und/oder die Beschleunigung der Substratbühne
während der Relativbewegung in Abhängigkeit des Kontaktwinkels zu bestimmen, der über die Eingabeein-
richtung eingegeben wird.

7. Flüssigkeitsimmersionsbelichtungsvorrichtung nach einem der Ansprüche 1 bis 5, ferner mit:

einem Speicher (MRY), der eingerichtet ist, die Information über den Kontaktwinkel zu speichern, wobei
die Steuerungseinheit eingerichtet ist, die Geschwindigkeit und/oder die Beschleunigung der Substratbühne
während der Relativbewegung in Abhängigkeit des in dem Speicher gespeicherten Kontaktwinkels zu bestim-
men.

8. Flüssigkeitsimmersionsbelichtungsvorrichtung nach einem der vorstehenden Ansprüche, bei der
die Steuerungseinheit eingerichtet ist, eine Flüssigkeitsimmersionsbedingung zum Ausbilden des Flüssigkeitsim-
mersionsbereichs in Abhängigkeit der Geschwindigkeit und/oder der Beschleunigung während der Relativbewegung
zu bestimmen.

9. Flüssigkeitsimmersionsbelichtungsvorrichtung nach einem der vorstehenden Ansprüche, bei der
die Steuerungseinheit eingerichtet ist, eine Flüssigkeitsimmersionsbedingung zum Ausbilden des Flüssigkeitsim-
mersionsbereichs in Abhängigkeit der Information über den Kontaktwinkel zu bestimmen.

10. Flüssigkeitsimmersionsbelichtungsvorrichtung nach einem der vorstehenden Ansprüche, bei der
ein Abschnitt eines Flüssigkeitsimmersionselements, über das Flüssigkeit zu dem Flüssigkeitsimmersionsbereich
zugeführt wird oder von diesem rückgewonnen wird, in einer zu einer optischen Achse des optischen Projektions-
systems senkrechten Richtung bewegbar ist.

11. Verfahren zum Herstellen einer Einrichtung, umfassend:

einen Belichtungsvorgang; und
einen Einrichtungsaufbauvorgang, wobei
bei dem Belichtungsvorgang ein Substrat unter Verwendung der Flüssigkeitsimmersionsbelichtungsvorrichtung
nach einem der vorstehenden Ansprüche belichtet wird.

12. Flüssigkeitsimmersionsbelichtungsverfahren zum Belichten eines Substrats über ein optisches Projektionssystem
(PL) und eine Flüssigkeit (1), das Verfahren umfassend:

Ausbilden eines Flüssigkeitsimmersionsbereichs (AR2) unter dem optischen Projektionssystem mit der Flüs-
sigkeit; und
Bewegen einer Substratbühne, auf der das Substrat gehalten wird, unter das optische Projektionssystem,
sodass das Substrat in Bezug auf den Flüssigkeitsimmersionsbereich, der zwischen dem optischen Projekti-
onssystem und einem Abschnitt des Substrats aufrechterhalten wird, relativ bewegt wird,
Bestimmen einer Geschwindigkeit und/oder einer Beschleunigung, mit der die Substratbühne während der
Relativbewegung anzutreiben ist, in Abhängigkeit eines Kontaktwinkels zwischen einem Film, der als die oberste
Schicht des Substrats ausgebildet ist, und der Flüssigkeit des Flüssigkeitsimmersionsbereichs.

13. Flüssigkeitsimmersionsbelichtungsverfahren nach Anspruch 12, bei dem
jedes einer Vielzahl von Substraten, die Filme aufweisen, deren Kontaktwinkel mit der Flüssigkeit sich voneinander
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unterscheiden, als das Substrat auf der Substratbühne für unterschiedliche Belichtungen platziert wird, und wobei
zumindest die bestimmte der Geschwindigkeit und der Beschleunigung, mit der die Substratbühne anzutreiben ist,
sich zwischen den Substraten unterscheidet.

14. Flüssigkeitsimmersionsbelichtungsverfahren nach Anspruch 13, bei dem
die Filme einen ersten Film und einen zweiten Film aufweisen, wobei der Kontaktwinkel des zweiten Films mit der
Flüssigkeit kleiner ist als der Kontaktwinkel des ersten Films, und wobei
mindestens die bestimmte der Geschwindigkeit und der Beschleunigung für das zweite Substrat, das den zweiten
Film aufweist, größer ist als zumindest die bestimmte der Geschwindigkeit und der Beschleunigung für das erste
Substrat, das den ersten Film aufweist.

15. Flüssigkeitsimmersionsbelichtungsverfahren nach einem der Ansprüche 13 bis 14, ferner mit einer Eingabe der
Information über den Kontaktwinkel in eine Steuerungseinheit, die eingerichtet ist, die Geschwindigkeit und/oder
die Beschleunigung zu bestimmen.

16. Flüssigkeitsimmersionsbelichtungsverfahren nach einem der Ansprüche 12 bis 15, ferner mit einem Empfangen
der Information über den Kontaktwinkel aus einem Speicher.

17. Flüssigkeitsimmersionsbelichtungsverfahren nach einem der Ansprüche 14 bis 16, bei dem die Relativbewegung
eine Relativbewegung während eines Belichtungsvorgangs des Substrats ist.

18. Flüssigkeitsimmersionsbelichtungsverfahren nach einem der Ansprüche 12 bis 17, wobei der Belichtungsvorgang
eine Scan-Belichtung ist.

19. Flüssigkeitsimmersionsbelichtungsverfahren nach einem der Ansprüche 12 bis 18, bei dem der Film eine Fotolack-
schicht des Substrats oder eine Schutzschicht des Substrats ist.

20. Flüssigkeitsimmersionsbelichtungsverfahren nach einem der Ansprüche 12 bis 19, bei dem eine Flüssigkeitsim-
mersionsbedingung zum Ausbilden des Flüssigkeitsimmersionsbereichs in Abhängigkeit von zumindest der be-
stimmten der Geschwindigkeit und der Beschleunigung während der Relativbewegung bestimmt wird.

21. Flüssigkeitsimmersionsbelichtungsverfahren nach einem der Ansprüche 12 bis 20, bei dem eine Flüssigkeitsim-
mersionsbedingung zum Ausbilden des Flüssigkeitsimmersionsbereichs in Abhängigkeit der Information über den
Kontaktwinkel bestimmt wird.

22. Flüssigkeitsimmersionsbelichtungsverfahren nach einem der Ansprüche 12 bis 21, bei dem ein Abschnitt eines
Flüssigkeitsimmersionselements, durch das Flüssigkeit zu dem Flüssigkeitsimmersionsbereich zugeführt wird oder
von diesem rückgewonnen wird, in einer Richtung senkrecht zu einer optischen Achse des optischen Projektions-
systems bewegt wird.

23. Verfahren zum Herstellen einer Einrichtung, das umfasst:

einen Belichtungsvorgang; und
einen Einrichtungsaufbauvorgang, wobei
bei dem Belichtungsvorgang ein Substrat unter Verwendung des Flüssigkeitsimmersionsbelichtungsverfahrens
nach einem der Ansprüche 12 bis 22 belichtet wird.

Revendications

1. Appareil d’exposition par immersion dans un liquide (EX) comprenant un système optique de projection pour projeter
l’image d’un motif sur un substrat, l’appareil convenant pour exposer le substrat via le système optique de projection
(PL) et un liquide (1) et pour former une zone d’immersion dans un liquide (AR2) en dessous du système optique
de projection et en contact avec un élément optique (2) du système optique de projection, l’appareil comprenant
en outre :

un étage de substrat (PST) ayant un support pour soutenir le substrat, l’étage de substrat étant agencé pour
se déplacer en dessous du système optique de projection pour déplacer relativement le substrat par rapport à
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la zone d’immersion dans un liquide maintenue entre le système optique de projection et une portion du substrat ;
une unité de commande (CONT) configurée pour déterminer au moins l’une d’une vitesse et d’une accélération
de l’étage de substrat dans le déplacement relatif selon l’angle de contact entre un film formé en tant que couche
supérieure du substrat et le liquide de la zone d’immersion dans un liquide ; et
un système d’entraînement d’étage (PSTD) configuré pour entraîner l’étage de substrat dans le déplacement
relatif à la au moins une déterminée de la vitesse et de l’accélération .

2. Appareil d’exposition par immersion dans un liquide selon la revendication 1, dans lequel :

l’appareil est configuré de sorte qu’au moins l’une déterminée de la vitesse et de l’accélération soit différente
entre des substrats ayant des films avec des surfaces dont les angles de contact avec le liquide sont différents
les uns des autres.

3. Appareil d’exposition par immersion dans un liquide selon la revendication 2, dans lequel :

l’appareil est en outre configuré de sorte que les différents substrats comportent un premier substrat et un
second substrat, l’angle de contact avec le liquide du film du second substrat étant inférieur à l’angle de contact
avec le liquide du film du premier substrat, et dans lequel :

au moins l’une déterminée de la vitesse et de l’accélération pour le second substrat est supérieure à au
moins l’une déterminée de la vitesse et de l’accélération pour le premier substrat.

4. Appareil d’exposition par immersion dans un liquide selon l’une quelconque des revendications 1 à 3, dans lequel :

le déplacement relatif est un déplacement relatif pendant une opération d’exposition par balayage.

5. Appareil d’exposition par immersion dans un liquide selon l’une quelconque des revendications précédentes, dans
lequel :

le film est une couche de photorésist du substrat ou une couche protectrice du substrat.

6. Appareil d’exposition par immersion dans un liquide selon l’une quelconque des revendications précédentes, com-
prenant en outre :

un dispositif d’entrée (60) qui est raccordé à l’unité de commande, dans lequel :

l’unité de commande est configurée pour déterminer au moins l’une de la vitesse et de l’accélération de
l’étage de substrat dans le déplacement relatif selon l’angle de contact saisi via le dispositif d’entrée.

7. Appareil d’exposition par immersion dans un liquide selon l’une quelconque des revendications 1 à 5, comprenant
en outre :

une mémoire (MRY) configurée pour stocker les informations concernant l’angle de contact, dans lequel :

l’unité de commande est configurée pour déterminer au moins l’une de la vitesse et de l’accélération de
l’étage de substrat dans le déplacement relatif selon l’angle de contact qui est stocké dans la mémoire.

8. Appareil d’exposition par immersion dans un liquide selon l’une quelconque des revendications précédentes, dans
lequel :

l’unité de commande est configurée pour déterminer une condition d’immersion dans un liquide pour former la
zone d’immersion dans un liquide selon au moins l’une déterminée de la vitesse et de l’accélération dans le
déplacement relatif.

9. Appareil d’exposition par immersion dans un liquide selon l’une quelconque des revendications précédentes, dans
lequel :

l’unité de commande est configurée pour déterminer une condition d’immersion dans un liquide pour former la
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zone d’immersion dans un liquide selon les informations concernant l’angle de contact.

10. Appareil d’exposition par immersion dans un liquide selon l’une quelconque des revendications précédentes, dans
lequel :

une portion d’un élément d’immersion dans un liquide par lequel du liquide est fourni à la zone d’immersion
dans un liquide ou récupéré de celle-ci est mobile dans une direction perpendiculaire à un axe optique du
système optique de projection.

11. Procédé de production d’un dispositif comprenant :

un processus d’exposition ; et
un processus d’assemblage de dispositif, dans lequel, dans le processus d’exposition, un substrat est exposé
à l’aide de l’appareil d’exposition par immersion dans un liquide selon l’une quelconque des revendications
précédentes.

12. Procédé d’exposition par immersion dans un liquide pour exposer un substrat via un système optique de projection
(PL) et un liquide (1), le procédé comprenant :

la formation d’une zone d’immersion dans un liquide (AR2) en dessous du système optique de projection avec
le liquide ; et
le déplacement, en dessous du système optique de projection, d’un étage de substrat sur lequel le substrat est
maintenu, de sorte que le substrat soit relativement déplacé par rapport à la zone d’immersion dans un liquide
maintenue entre le système optique de projection et une portion du substrat,
la détermination d’au moins l’une d’une vitesse et d’une accélération à laquelle l’étage de substrat doit être
entraîné dans le déplacement relatif selon un angle de contact entre un film formé en tant que couche supérieure
du substrat et le liquide de la zone d’immersion dans un liquide.

13. Procédé d’exposition par immersion dans un liquide selon la revendication 12, dans lequel :

chacun d’une pluralité de substrats ayant des films dont les angles de contact avec le liquide sont différents les
uns des autres est placé en tant que substrat sur l’étage de substrat pour des expositions différentes, et dans
lequel :

au moins l’une déterminée de la vitesse et de l’accélération à laquelle l’étage de substrat doit être entraîné
est différente entre les substrats.

14. Procédé d’exposition par immersion dans un liquide selon la revendication 13, dans lequel :

les films comportent un premier film et un second film, l’angle de contact du second film avec le liquide étant
inférieur à l’angle de contact du premier film, et dans lequel :

au moins l’une déterminée de la vitesse et de l’accélération pour le second substrat ayant le second film
est supérieure à au moins l’une déterminée de la vitesse et de l’accélération pour le premier substrat ayant
le premier film.

15. Procédé d’exposition par immersion dans un liquide selon l’une quelconque des revendications 13 à 14, comprenant
en outre la saisie des informations concernant l’angle de contact dans une unité de commande configurée pour
déterminer au moins l’une de la vitesse et de l’accélération.

16. Procédé d’exposition par immersion dans un liquide selon l’une quelconque des revendications 12 à 15, comprenant
en outre, la récupération des informations concernant l’angle de contact dans une mémoire.

17. Procédé d’exposition par immersion dans un liquide selon l’une quelconque des revendications 14 à 16, dans lequel
le déplacement relatif est un déplacement relatif pendant une opération d’exposition du substrat.

18. Procédé d’exposition par immersion dans un liquide selon l’une quelconque des revendications 12 à 17, dans lequel
l’opération d’exposition est une exposition par balayage.
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19. Procédé d’exposition par immersion dans un liquide selon l’une quelconque des revendications 12 à 18, dans lequel
le film est une couche de photorésist du substrat ou une couche protectrice du substrat.

20. Procédé d’exposition par immersion dans un liquide selon l’une quelconque des revendications 12 à 19, dans lequel :

un état d’immersion dans un liquide pour former la zone d’immersion dans un liquide est déterminé selon au
moins l’une déterminée de la vitesse et de l’accélération dans le déplacement relatif.

21. Procédé d’exposition par immersion dans un liquide selon l’une quelconque des revendications 12 à 20, dans lequel
un état d’immersion dans un liquide pour former la zone d’immersion dans un liquide est déterminé selon les
informations concernant l’angle de contact.

22. Procédé d’exposition par immersion dans un liquide selon l’une quelconque des revendications 12 à 21, dans lequel
une portion d’un élément d’immersion dans un liquide par lequel du liquide est fourni à la zone d’immersion dans
un liquide ou récupérée de celle-ci est déplacée dans une direction perpendiculaire à un axe optique du système
optique de projection.

23. Procédé de production d’un dispositif comprenant :

un processus d’exposition ; et
un processus d’assemblage de dispositif, dans lequel,
dans le processus d’exposition, un substrat est exposé à l’aide du processus d’exposition par immersion dans
un liquide selon l’une quelconque des revendications 12 à 22.
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