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(54) DEODORIZATION DEVICE

(57) Provided herein is a deodorization device that
can be used even when positioned in a variety of ways.
A deodorization device (100) is provided that includes: a
cabinet (110) having an inlet (114F, 114B) and an outlet
(114L); a deodorizing member (120, 140) disposed inside
the cabinet (110); a light (130) disposed inside the cabinet

(110); and a fan (150) disposed inside the cabinet (110).
The deodorization device (100) has a depression formed
in a cabinet surface where the inlet (114F, 114B) is
formed, and the depression reaches the inlet (114F,
114B) from an end portion of the cabinet surface.
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Description

Technical Field

[0001] The present invention relates to a technology
for deodorization devices for use in deodorization and
sterilization of air with the use of a photocatalyst, activat-
ed carbon, or the like.

Background Art

[0002] Deodorization devices are known that are in-
tended for deodorization and sterilization of air. For ex-
ample, JP-A-2014-219130 (PTL 1) discloses a refriger-
ator using a photocatalyst. In the refrigerator disclosed
in JP-A-2014-219130 (PTL 1), a catalyst base supporting
a photocatalyst is attached in such an orientation that the
photocatalyst is exposed to the storage compartment
side of a back panel constituting a cold air passage, and
a light emitting diode is provided on the inner surface of
an inner box constituting the cold air passage so as to
emit light toward the catalyst base. With the catalyst base
provided as a part of the back panel, and the photocat-
alyst excited by the light emitting diode provided on the
inner box, the catalyst base can be sized as desired to
ensure a sufficient catalyst area. This enables effective
removal of odor components and germs in a large-vol-
ume storage compartment. Another advantage is that
the carbon dioxide generated by the catalytic action of
the photocatalyst can reduce the oxygen concentration
in the storage compartment, keeping vegetables fresh
for a longer time period by inhibiting the breathing of veg-
etables.

Citation List

Patent Literature

[0003] PTL 1: JP-A-2014-219130

Summary of Invention

Technical Problem

[0004] An object of the present invention is to provide
a deodorization device that can be used even when po-
sitioned in a variety of ways.

Solution to Problem

[0005] According to a certain aspect of the present in-
vention, there is provided a deodorization device that in-
cludes:

a cabinet having an inlet and an outlet;
a deodorizing member disposed inside the cabinet;
a light disposed inside the cabinet; and
a fan disposed inside the cabinet,

wherein the deodorization device has a depression
formed in a cabinet surface where the inlet is formed,
and the depression reaches the inlet from an end
portion of the cabinet surface.

Advantageous Effects of Invention

[0006] A deodorization device provided according to
the foregoing aspect of the present invention can be used
even when positioned in a variety of ways.

Brief Description of Drawings

[0007]

FIG. 1 is a front perspective view showing the exterior
of a photocatalytic device according to First Embod-
iment.
FIG. 2 is a front view showing the exterior of the
photocatalytic device according to First Embodi-
ment.
FIG. 3 is a left side view showing the exterior of the
photocatalytic device according to First Embodi-
ment.
FIG. 4 is a plan view showing the exterior of the pho-
tocatalytic device according to First Embodiment.
FIG. 5 is a bottom perspective view showing a top
cabinet member according to First Embodiment.
FIG. 6 is a top perspective view showing a bottom
cabinet member according to First Embodiment.
FIG. 7 is a top perspective view of the photocatalytic
device according to First Embodiment with the top
cabinet member of a cabinet removed.
FIG. 8 is a top perspective view of the photocatalytic
device according to First Embodiment with the top
cabinet member and a photocatalyst sheet removed.
FIG. 9 is a bottom perspective view of the photocat-
alytic device according to First Embodiment with the
bottom cabinet member of the cabinet removed.
FIG. 10 is a cross sectional view at A-A in FIG. 4.
FIG. 11 is a diagram schematically representing a
photocatalyst sheet according to First Embodiment.
FIG. 12 is a block diagram representing a configu-
ration of the photocatalytic device according to First
Embodiment.
FIG. 13 is a perspective view showing the photocat-
alytic device according to First Embodiment in up-
right position with the front surface at the bottom.
FIG. 14 is a perspective view showing the photocat-
alytic device according to First Embodiment in up-
right position with the left side surface at the bottom.
FIG. 15 is a plan view of a photocatalytic device ac-
cording to Third Embodiment.
FIG. 16 is a reference diagram for describing a pho-
tocatalytic device according to Fourth Embodiment.
FIG. 17 shows a front view of the photocatalytic de-
vice according to Fourth Embodiment.
FIG. 18 shows a side view of the photocatalytic de-
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vice according to Fourth Embodiment.

Description of Embodiments

[0008] The following describes embodiments of the
present invention with reference to the accompanying
drawings. Specifically, a photocatalytic device 100
equipped with a photocatalyst sheet is described as an
example of a deodorization device. In the following de-
scriptions, like elements are given like reference numer-
als. Such like elements will be referred to by the same
names, and have the same functions. Accordingly, de-
tailed descriptions of such elements will not be repeated.
In the following descriptions of the photocatalytic device
100, including the external appearance and the internal
configuration of the photocatalytic device 100, the terms
used to refer to directions, such as front, back, left, right,
top, and bottom, are relative to the horizontally placed
position of the photocatalytic device 100 as shown in FIG.
1.

First Embodiment

External Configuration of Photocatalytic Device 100

[0009] The external configuration of the photocatalytic
device 100 according to the present embodiment is de-
scribed first. Referring to FIGS. 1 to 4, the photocatalytic
device 100 according to the present embodiment is cov-
ered with a cabinet 110 of a substantially rectangular
shape.
[0010] The main components of the cabinet 110 in-
clude a top plate 111, a bottom plate 112, and a side
member 113. The side member 113 has a right side sur-
face 113R at which a control 117 is disposed, a front
surface 113F where an inlet 114F is formed, a left side
surface 113L where an outlet 114L is formed, and a back
surface 113B where an inlet 114B is formed.
[0011] Specifically, in the photocatalytic device 100 ac-
cording to the present embodiment, the inlet 114F at the
front surface, and the outlet 114L at the left side surface
are disposed at a right angle to each other. The inlet 114B
at the back surface, and the outlet 114L at the left side
surface are also disposed at a right angle to each other.
The inlet 114F at the front surface, and the inlet 114B at
the back surface are parallel to each other.
[0012] The right side surface 113R, the front surface
113F, the left side surface 113L, and the back surface
113B have a depressed shape in the surface as a whole.
In other words, as viewed from the front, the right side
surface 113R and the left side surface 113L have a sub-
stantially U-shape, and the front surface 113F and the
back surface 113B, as viewed from the left, have a sub-
stantially U-shape. To put it in different words, substan-
tially middle portions of the right side surface 113R, the
front surface 113F, the left side surface 113L, and the
back surface 113B between the top and bottom are de-
pressed more inwardly toward the photocatalytic device

100 than the top and bottom portions.
[0013] In other words, the right side surface 113R has
a groove from its front end portion to rear end portion.
The front surface 113F has a groove from its left end
portion to right end portion. The left side surface 113L
has a groove from its front end portion to rear end portion.
The back surface 113B has a groove from its left end
portion to right end portion. That is, the cabinet 110 ac-
cording to the present embodiment has grooves formed
around the whole periphery of the side member 113.
[0014] The inlet 114F is formed in a depressed portion
at a substantially middle portion of the front surface 113F
between the top and bottom. The outlet 114L is formed
in a depressed portion at a substantially middle portion
of the left side surface 113L between the top and bottom.
The inlet 114B is formed in a depressed portion at a sub-
stantially middle portion of the back surface 113B be-
tween the top and bottom. In the present embodiment,
large numbers of punched holes are formed within the
inlet 114F, the outlet 114L, and the inlet 114B. It is to be
noted, however, that the inlet 114F, the outlet 114L, and
the inlet 114B may simply have a large aperture formed
therein.
[0015] In the present embodiment, a top cabinet mem-
ber 11 as shown in FIG. 5, and a bottom cabinet member
12 as shown in FIG. 6 are mated to each other to con-
stitute the cabinet 110. A plate having punched holes for
the inlets 114F and 114B, a plate having punched holes
for the outlet 114L, and a plate at which a control 117 is
disposed are fitted and secured between the cabinet
members 11 and 12.
[0016] Specifically, the top cabinet member 11 has four
downwardly extending joint members 11A, 11B, 11C,
and 11D. The bottom cabinet member 12 has four up-
wardly extending joint members 12A, 12B, 12C, and 12D.
The inlet 114F, situated at the front, is formed between
the joint members 11A, 11B, 12A, and 12B. The outlet
114L, situated on the left, is formed between the joint
members 11B, 11C, 12B, and 12C. The inlet 114B, sit-
uated at the back, is formed between the joint members
11C, 11D, 12C, and 12D. The control 117 is disposed
between the joint members 11D, 11A, 12D, and 12A.

Internal Configuration of Photocatalytic Device 100

[0017] The internal configuration of the photocatalytic
device 100 according to the present embodiment is de-
scribed below. Referring to FIGS. 7 to 10, the main com-
ponents of the photocatalytic device 100 according to the
present embodiment include a photocatalyst sheet 120,
LED lights 130, a deodorization filter 140, a blower fan
150, a power supply 160, a control unit 170, and the cab-
inet 110 housing these members.
[0018] The power supply 160 is disposed in a right por-
tion inside the cabinet 110. The power supply 160 sup-
plies power to the LED lights 130, the blower fan 150,
and the control unit 170.
[0019] The blower fan 150 is disposed in an upper por-
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tion inside the cabinet 110, substantially in the middle
between the left and right of the cabinet 110, that is, be-
tween the inlets 114F and 114B. The blower fan 150 in-
cludes a motor 151, impellers 152, a rotational shaft 153,
and a case 154. The rotational shaft 153 of the impellers
152 is vertically disposed in the photocatalytic device
100. The case 154 has an open bottom surface in a por-
tion corresponding in position to the inner side of the im-
pellers 152. The left side of the case 154 is also opened.
The top, back, right, and front surfaces of the case 154
are closed. The bottom surface of the case 154 is closed
in a portion corresponding in position to the outer side of
the impellers 152.
[0020] In this way, driving the motor 151 causes the
air beneath the blower fan 150 to be drawn into the blower
fan 150, or, more specifically, the inner side of the impel-
lers 152, and the air is blown out of the outer side of the
impellers 152, to the front and back and left and right.
The blown air is directed toward the left side of the pho-
tocatalytic device 100 along the inner surfaces of the case
154 of the blower fan 150, creating an air flow toward the
photocatalyst sheet 120.
[0021] The photocatalyst sheet 120 is horizontally dis-
posed in an upper left portion of the photocatalytic device
100.
[0022] The photocatalyst sheet 120 according to the
present embodiment is described below. By photoreac-
tion, the photocatalyst sheet 120 decomposes the air ox-
ygen and moisture adsorbed to its surface, and gener-
ates highly reactive superoxide anion (O2

-) and OH rad-
ical (·OH). The superoxide anion (O2

-) and OH radical
(·OH) are able to decompose odor components and re-
move germs, and reduce deterioration of food by decom-
posing ethylene gas. Examples of the photocatalyst
sheet 120 include, but are not limited to, zinc oxide (ZnO),
cadmium sulfide (CdS), tungsten trioxide (WO3), and ti-
tanium dioxide (TiO2).
[0023] In the present embodiment, as shown in FIG.
11, the photocatalyst sheet 120 has a form of a mesh to
increase its surface area.
[0024] Referring back to FIGS. 7 to 10, in the photo-
catalytic device 100 according to the present embodi-
ment, the photocatalyst sheet 120 is disposed substan-
tially parallel to the air flow from the blower fan 150. That
is, in the present embodiment, the photocatalyst sheet
120 is disposed parallel to the top plate 111 and the bot-
tom plate 112. In other words, in the present embodiment,
the photocatalyst sheet 120 is disposed orthogonal to
the outlet 114L and the inlets 114F and 114B.
[0025] More specifically, the cabinet 110 of the photo-
catalytic device 100 has the longest dimension side to
side, the second longest dimension front to back, and
the shortest dimension up and down. The photocatalyst
sheet 120 is disposed in such an orientation that its nor-
mal line coincides with the up-down direction, which cor-
responds to the shortest dimension of the cabinet 110 of
the photocatalytic device 100. In other words, the photo-
catalyst sheet 120 is disposed in such an orientation that

the up-down direction of the photocatalytic device 100 is
perpendicular to the photocatalyst sheet 120.
[0026] The LED lights 130 on a substrate 131 are dis-
posed below the photocatalyst sheet 120. In the present
embodiment, two LED lights 130 are provided, one in a
position facing a front portion of the photocatalyst sheet
120, and one in a position facing a rear portion of the
photocatalyst sheet 120.
[0027] The photocatalyst sheet 120 is held a distance
away from the inner side of the top plate 111 of the cabinet
110, or from a surface that is present above the photo-
catalyst sheet 120. That is, a space is created above the
photocatalyst sheet 120. In this way, more light can reach
the top surface of the photocatalyst sheet 120 from the
LED lights 130, and the photoreaction can produce
stronger decomposition.
[0028] When the inner side of the top plate 111 of the
cabinet 110 has a whiter color or a color that more readily
reflects light, even more light can reach the top surface
of the photocatalyst sheet 120 from the LED lights 130,
and the photoreaction can produce even stronger de-
composition. It is possible to even more increase the
quantity of the light that reaches the top surface of the
photocatalyst sheet 120 from the LED lights 130, and
provide even stronger decomposition by photoreaction
when a reflecting plate is disposed on the inner side of
the top plate 111 of the cabinet 110, or above the pho-
tocatalyst sheet 120, to reflect light from the LED lights
130.
[0029] The deodorization filter 140 for deodorization is
disposed on the right side of the photocatalyst sheet 120.
In other words, the deodorization filter 140 is disposed
between the photocatalyst sheet 120 and the outlet 114L.
The deodorization filter 140 is, for example, a filter with
deodorizing capabilities, such as an oxidation catalyst, a
low-temperature catalyst, and activated carbon.

Control Configuration of Photocatalytic Device 100

[0030] The photocatalytic device 100 according to the
present embodiment is described below with regard to
its control configuration. As shown in FIG. 12, the main
components of the photocatalytic device 100 include the
control unit 170, the control 117, the LED lights 130, the
blower fan 150, and the power supply 160.
[0031] In response to power being turned on via the
control 117, the control unit 170 uses the power from the
power supply 160 to drive the blower fan 150, and turn
on the front and back LED lights 130. In response, the
air drawn in by the blower fan 150 through the inlets 114F
and 114B becomes sterilized and deodorized by the pho-
tocatalyst sheet 120, and the deodorized air through the
deodorization filter 140 discharges through the outlet
114L.
[0032] As shown in FIG. 3, the control 117 includes an
ON/OFF switch 118, and a USB interface 119 for charg-
ing, among others.
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Review of Photocatalytic Device 100 According to First 
Embodiment

[0033] As described above, in the present embodi-
ment, the inlet 114F at the front surface and the outlet
114L at the left side surface are disposed at a right angle
to each other, and the inlet 114B at the back surface and
the outlet 114L at the left side surface are disposed also
at a right angle to each other. Because the photocatalyst
sheet 120 is horizontally disposed, the photocatalytic de-
vice 100 can be made compact.
[0034] Because the cabinet 110 has grooves formed
around the whole periphery of its side plate 113, air can
be easily drawn in from the inlet 114F through the groove
formed in the front surface 113F, even when the photo-
catalytic device 100 is used in upright position with the
front surface 113F at the bottom, as illustrated in FIG.
13. Likewise, air can be easily drawn in from the inlet
114B through the groove of the back surface 113B even
when the photocatalytic device 100 is used in upright
position with the back surface 113B at the bottom.
[0035] Air can also easily discharge from the outlet
114L through the groove of the left side surface 113L,
even when the photocatalytic device 100 is used in up-
right position with the left side surface 113L at the bottom,
as illustrated in FIG. 14.
[0036] Even in situations where objects are placed be-
side the photocatalytic device 100 horizontally placed as
illustrated in FIG. 1, it is possible to ensure that air is
easily drawn in from the inlet 114F through the groove
of the front surface 113F, and from the inlet 114B through
the groove of the back surface 113B, and easily discharg-
es from the outlet 114L through the groove of left side
surface 113L.

Second Embodiment

[0037] In the foregoing embodiment, the right side sur-
face 113R and the left side surface 113L have grooves
all the way from the front end to the rear end, and the
grooves are as wide as to reach the top end and the
bottom end. That is, nearly all portions of the right side
surface 113R and the left side surface 113L are forming
the grooves. However, the left side surface 113L may
have a groove reaching the outlet 114L from either the
front end or rear end, provided that the groove is in com-
munication with the outlet 114L, and the groove may be
formed only in a portion of the surface between the top
and bottom, provided that the groove is in communication
with the outlet 114L.
[0038] Similarly, the front surface 113F and the back
surface 113B have grooves all the way from the right end
to the left end, and the grooves are as wide as to reach
the top end and the bottom end. That is, nearly all portions
of the front surface 113F and the back surface 113B are
forming the grooves. However, the front surface 113F
may have a groove reaching the inlet 114F from either
the right end or left end, provided that the groove is in

communication with the inlet 114F. The back surface
113B may have a groove reaching the inlet 114B from
either the right end or left end, provided that the groove
is in communication with the inlet 114B. In the front sur-
face 113F and the back surface 113B, the groove may
be formed only in a portion of the surface between the
top and bottom, provided that the groove is in communi-
cation with the inlet 114F or 114B.

Third Embodiment

[0039] The grooves are not limited to the grooves
formed front to back or side to side, and may be vertical
grooves, or irregularities that can be visually recognized
as being depressed in plan view, as illustrated in FIG. 15.

Fourth Embodiment

[0040] The groove configurations on the exterior of the
cabinet 110 according to the foregoing embodiments,
and the internal configuration of the cabinet 110 accord-
ing to the foregoing embodiment are applicable to pho-
tocatalytic devices 100 of other configurations. For ex-
ample, the groove configurations on the exterior of the
cabinet 110 of the photocatalytic device 100 described
above, and the internal configuration of the cabinet 110
are applicable to the photocatalytic device shown in FIG.
16.
[0041] That is, the right side surface, the front surface,
the left side surface, and the back surface may have a
depressed shape in the surface as a whole. More spe-
cifically, as shown in FIG. 17, the right side surface 213R
and the left side surface 213L may have a substantially
U-shape as viewed from the front, and, as shown in FIG.
18, the front surface 213F and the back surface 213B
may have a substantially U-shape as viewed from the
left. To put it in different words, substantially middle por-
tions of the right side surface 213R, the front surface
213F, the left side surface 213L, and the back surface
213B between the top and bottom are depressed more
inwardly toward the photocatalytic device 200 than the
top and bottom ends.
[0042] The groove configurations on the exterior of the
cabinet 110 according to the foregoing embodiments are
also applicable to photocatalytic devices that are not sub-
stantially rectangular in shape. For example, the groove
configurations are applicable to photocatalytic devices
of triangular and other polygonal shapes, and to photo-
catalytic devices of elliptical and circular shapes as
viewed in plan.

Fifth Embodiment

[0043] The descriptions of the foregoing embodiments
are based on the photocatalytic device 100 having a sin-
gle photocatalyst sheet 120. However, the technology of
the foregoing embodiments is also applicable to a pho-
tocatalytic device having a plurality of photocatalyst
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sheets 120. For example, two photocatalyst sheets 120
may be horizontally disposed so as to face each other
on the downstream side of the blower fan 150, parallel
to the air flow from the blower fan 150, that is, orthogonal
to the outlet and the inlets. In this case, the LED lights
130 may be disposed between the two photocatalyst
sheets 120, or on the front, back, right, or left side of the
photocatalyst sheets 120.

Sixth Embodiment

[0044] In the foregoing embodiments, the photocata-
lytic device 100 having the photocatalyst sheet 120 was
described as an example of the deodorization device.
However, the technology of the foregoing embodiments
is also applicable to photocatalytic devices having pho-
tocatalysts that are not sheet-like in shape, and to deo-
dorization devices that are not equipped with a photocat-
alyst but are equipped with the deodorization filter 140
and other deodorizing members.

Review

[0045] In the foregoing embodiments, a deodorization
device is provided that includes: a cabinet having an inlet
and an outlet; a deodorizing member disposed inside the
cabinet; a light disposed inside the cabinet; and a fan
disposed inside the cabinet. The deodorization device
has a depression formed in a cabinet surface where the
inlet is formed, and the depression reaches the inlet from
an end portion of the cabinet surface.
[0046] In the foregoing embodiments, a deodorization
device is provided that includes: a cabinet having an inlet
and an outlet; a photocatalyst member disposed inside
the cabinet; a light disposed inside the cabinet; and a fan
disposed inside the cabinet. The deodorization device
has a depression formed in a cabinet surface where the
outlet is formed, and the depression reaches the outlet
from an end portion of the cabinet surface.
[0047] Preferably, the cabinet is substantially rectan-
gular in shape.
[0048] Preferably, the depression is formed across the
surface.
[0049] Preferably, the depression runs around side
surfaces of the cabinet.
[0050] The embodiments disclosed herein are to be
considered in all aspects only as illustrative and not re-
strictive. The scope of the present invention is to be de-
termined by the scope of the appended claims, not by
the foregoing descriptions, and the invention is intended
to cover all modifications falling within the equivalent
meaning and scope of the claims set forth below.

Reference Signs List

[0051]

11: Top cabinet member

11A: Joint member
11B: Joint member
11C: Joint member
11D: Joint member
12: Cabinet member
12A: Joint member
12B: Joint member
12C: Joint member
12D: Joint member
100: Photocatalytic device
110: Bottom side of cabinet
111: Top plate
112: Bottom plate
113: Side member
113B: Back surface
113F: Front surface
113L: Left side surface
113R: Right side surface
114B: Inlet
114F: Inlet
114L: Outlet
117: Control
118: ON/OFF switch
119: USB interface
120: Photocatalyst sheet
130: LED light
131: Substrate
140: Deodorization filter
150: Blower fan
151: Motor
152: Impellers
153: Rotational shaft
154: Case
160: Power supply
170: Control unit
200: Photocatalytic device
213B: Back surface
213F: Front surface
213L: Left side surface
213R: Right side surface

Claims

1. A deodorization device (100) comprising:

a cabinet (110) having an inlet (114F, 114B) and
an outlet (114L);
a deodorizing member (120, 140) disposed in-
side the cabinet (110);
a light (130) disposed inside the cabinet (110);
and
a fan (150) disposed inside the cabinet (110),
wherein the deodorization device (100) has a
depression formed in a cabinet surface where
the inlet (114F, 114B) is formed, and the depres-
sion reaches the inlet (114F, 114B) from an end
portion of the cabinet surface.
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2. A deodorization device (100) comprising:

a cabinet (110) having an inlet (114F, 114B) and
an outlet (114L);
a deodorizing member (120, 140) disposed in-
side the cabinet (110);
a light (130) disposed inside the cabinet (110);
and
a fan (150) disposed inside the cabinet (110),
wherein the deodorization device (100) has a
depression formed in a cabinet surface where
the outlet (114L) is formed, and the depression
reaches the outlet (114L) from an end portion of
the cabinet surface.

3. The deodorization device (100) according to claim 1
or 2, wherein the cabinet (110) is substantially rec-
tangular in shape.

4. The deodorization device (100) according to any one
of claims 1 to 3, wherein the depression is formed
across the surface.

5. The deodorization device (100) according to claim
4, wherein the depression runs around side surfaces
of the cabinet (110).
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