
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
3 

44
4 

10
5

A
1

TEPZZ¥444_Z5A_T
(11) EP 3 444 105 A1

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication: 
20.02.2019 Bulletin 2019/08

(21) Application number: 18175890.5

(22) Date of filing: 05.06.2018

(51) Int Cl.:
B29C 70/46 (2006.01)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR
Designated Extension States: 
BA ME
Designated Validation States: 
KH MA MD TN

(30) Priority: 14.08.2017 US 201715676522

(71) Applicant: The Boeing Company
Chicago, IL 60606-2016 (US)

(72) Inventor: OGALE, Amol
Chicago, Illinois 60606-2016 (US)

(74) Representative: Sandri, Sandro
Bugnion S.P.A. 
Via Pancaldo 68
37138 Verona (IT)

(54) HYBRID NON-WOVEN COMPOSITE PART

(57) Disclosed herein is a method of forming a com-
posite part (200). The method includes heating an un-
consolidated mat (110) including a first thermoplastic
(204), a second thermoplastic (206), and reinforcing fib-
ers (102) to a first temperature. The first thermoplastic
(204) includes a first melting temperature and the second
thermoplastic (206) includes a second melting tempera-
ture greater than the first melting temperature. The first
temperature is greater than the second melting temper-

ature. The method includes compressing the unconsol-
idated mat (110), while heated, into a composite fiber-re-
inforced consolidated sheet (100). The method includes
reheating the composite fiber-reinforced consolidated
sheet(100) to a second temperature, wherein the second
temperature is above the first melting temperature and
below the second melting temperature and, while reheat-
ed, forming the composite fiber-reinforced consolidated
sheet (100) into a desired shape.
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Description

FIELD

[0001] This disclosure relates generally to thermofor-
med parts, and more particularly to forming a composite
part with first and second thermoplastics having different
melting temperatures.

BACKGROUND

[0002] The formation of parts from consolidated mats,
made from co-mingled reinforcement fibers and thermo-
plastic filaments, includes heating the mats to a melting
temperature of the thermoplastic filaments. However, the
mats, including the thermoplastic filaments, have a ten-
dency to expand and bulk up during the heating phase
prior to the shaping phase. Such expansion and bulking
may make closure of a part-forming mold difficult or even
impossible. Additionally, expansion and bulking of the
mat may result in insufficient pressure to form the part.
Compensating for the insufficient pressure, by increasing
the pressure applied to the part, may increase the risk of
collapsing the core of the part.

SUMMARY

[0003] The subject matter of the present application
has been developed in response to the present state of
the art, and in particular, in response to the problems and
disadvantages associated with conventional processes
that have not yet been fully solved by currently available
techniques. Accordingly, the subject matter of the
present application has been developed to provide em-
bodiments of a system, an apparatus, and a method that
overcome at least some of the above-discussed short-
comings of prior art techniques. For example, according
to one implementation, a method of forming a non-planar
composite part with first and second thermoplastics hav-
ing different melting temperatures is disclosed.
[0004] Disclosed herein is a method of forming a com-
posite part. The method includes heating an unconsoli-
dated mat including a first thermoplastic, a second ther-
moplastic, and reinforcing fibers to a first temperature.
The first thermoplastic includes a first melting tempera-
ture and the second thermoplastic includes a second
melting temperature greater than the first melting tem-
perature. The first temperature is greater than the second
melting temperature. The method includes compressing
the unconsolidated mat, while heated, into a composite
fiber-reinforced consolidated sheet. The method in-
cludes reheating the composite fiber-reinforced consol-
idated sheet to a second temperature, wherein the sec-
ond temperature is above the first melting temperature
and below the second melting temperature and, while
reheated, forming the composite fiber-reinforced consol-
idated sheet into a desired shape. The preceding subject
matter of this paragraph characterizes example 1 of the

present disclosure.
[0005] The reinforcing fibers are carbon fibers. The
preceding subject matter of this paragraph characterizes
example 2 of the present disclosure, wherein example 2
also includes the subject matter according to example 1,
above.
[0006] The first thermoplastic includes at least thirty
percent of the composite part by volume. The preceding
subject matter of this paragraph characterizes example
3 of the present disclosure, wherein example 3 also in-
cludes the subject matter according to any one of exam-
ples 1-2, above.
[0007] The second thermoplastic includes at least one
percent of the composite part by volume. The preceding
subject matter of this paragraph characterizes example
4 of the present disclosure, wherein example 4 also in-
cludes the subject matter according to any one of exam-
ples 1-3, above.
[0008] The reinforcing fibers include at least forty five
percent of the composite part by volume. The preceding
subject matter of this paragraph characterizes example
5 of the present disclosure, wherein example 5 also in-
cludes the subject matter according to any one of exam-
ples 1-4, above.
[0009] The first thermoplastic includes thermoplastic
fibers prior to heating the unconsolidated mat. The pre-
ceding subject matter of this paragraph characterizes ex-
ample 6 of the present disclosure, wherein example 6
also includes the subject matter according to any one of
examples 1-5, above.
[0010] The second thermoplastic includes thermoplas-
tic fibers prior to heating the unconsolidated mat. The
preceding subject matter of this paragraph characterizes
example 7 of the present disclosure, wherein example 7
also includes the subject matter according to any one of
examples 1-6, above.
[0011] The second thermoplastic includes a thermo-
plastic powder prior to heating the unconsolidated mat.
The preceding subject matter of this paragraph charac-
terizes example 8 of the present disclosure, wherein ex-
ample 8 also includes the subject matter according to
any one of examples 1-6, above.
[0012] Forming the composite fiber-reinforced consol-
idated sheet into the composite part comprises a stamp
forming operation. The preceding subject matter of this
paragraph characterizes example 9 of the present dis-
closure, wherein example 9 also includes the subject
matter according to any one of examples 1 and 1-8,
above.
[0013] The first thermoplastic is polyphenylene sulfide
(PPS) and the second thermoplastic is one of polyether
ether ketone (PEEK) or polyether ketone ketone (PEKK).
The preceding subject matter of this paragraph charac-
terizes example 10 of the present disclosure, wherein
example 10 also includes the subject matter according
to any one of examples 1-9, above.
[0014] The desired shape is a non-planar shape. The
preceding subject matter of this paragraph characterizes
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example 11 of the present disclosure, wherein example
11 also includes the subject matter according to any one
of examples 1-10, above.
[0015] The second thermoplastic includes thermoplas-
tic fibers, and the thermoplastic fibers are needle-
punched into the first thermoplastic and reinforcing fibers.
The preceding subject matter of this paragraph charac-
terizes example 12 of the present disclosure, wherein
example 12 also includes the subject matter according
to any one of examples 1-11, above.
[0016] The second thermoplastic includes thermoplas-
tic fibers, and the thermoplastic fibers are stitched into
the first thermoplastic and reinforcing fibers. The preced-
ing subject matter of this paragraph characterizes exam-
ple 13 of the present disclosure, wherein example 13
also includes the subject matter according to any one of
examples 1-11, above.
[0017] The second thermoplastic includes thermoplas-
tic fibers, and the thermoplastic fibers are knitted into the
first thermoplastic and reinforcing fibers. The preceding
subject matter of this paragraph characterizes example
14 of the present disclosure, wherein example 14 also
includes the subject matter according to any one of ex-
amples 1-11, above.
[0018] The method includes commingling the reinforc-
ing fibers, the first thermoplastic, and the second ther-
moplastic in a random orientation to form the unconsol-
idated mat prior to heating the unconsolidated mat. The
preceding subject matter of this paragraph characterizes
example 15 of the present disclosure, wherein example
15 also includes the subject matter according to any one
of examples 1-14, above.
[0019] Also disclosed herein is a composite part. The
non-planar composite part includes randomly oriented
reinforcing fibers, a first thermoplastic including a first
melting temperature, and a second thermoplastic includ-
ing a second melting temperature greater than the first
melting temperature. The preceding subject matter of this
paragraph characterizes example 16 of the present dis-
closure.
[0020] The first thermoplastic is polyphenylene sulfide
(PPS) and the second thermoplastic is polyether ketone
ketone (PEKK). The preceding subject matter of this par-
agraph characterizes example 17 of the present disclo-
sure, wherein example 17 also includes the subject mat-
ter according to example 16, above.
[0021] The first thermoplastic is polyphenylene sulfide
(PPS) and the second thermoplastic is polyether ether
ketone (PEEK). The preceding subject matter of this par-
agraph characterizes example 18 of the present disclo-
sure, wherein example 18 also includes the subject mat-
ter according to example 16, above.
[0022] The first thermoplastic includes at least thirty
percent of the part by volume, the second thermoplastic
includes at least one percent of the part by volume, and
the reinforcing fibers include at least forty five percent of
the part by volume. The preceding subject matter of this
paragraph characterizes example 19 of the present dis-

closure, wherein example 19 also includes the subject
matter according to any one of examples 16-18, above.
[0023] Further disclosed herein is a method of forming
a consolidated mat. The method includes commingling,
with a first thermoplastic and reinforcing fibers, a second
thermoplastic to form an unconsolidated mat. The first
thermoplastic includes a first melting temperature and
the second thermoplastic includes a second melting tem-
perature greater than the first melting temperature. The
method includes heating the unconsolidated mat to a first
temperature, wherein the first temperature is greater than
the second melting temperature. The method includes
while heated, compressing the unconsolidated mat into
a composite fiber reinforced consolidated mat. The sec-
ond thermoplastic includes between one percent and five
percent of the part by volume. The preceding subject
matter of this paragraph characterizes example 20 of the
present disclosure.
[0024] The described features, structures, advantag-
es, and/or characteristics of the subject matter of the
present disclosure may be combined in any suitable man-
ner in one or more embodiments and/or implementations.
In the following description, numerous specific details are
provided to impart a thorough understanding of embod-
iments of the subject matter of the present disclosure.
One skilled in the relevant art will recognize that the sub-
ject matter of the present disclosure may be practiced
without one or more of the specific features, details, com-
ponents, materials, and/or methods of a particular em-
bodiment or implementation. In other instances, addition-
al features and advantages may be recognized in certain
embodiments and/or implementations that may not be
present in all embodiments or implementations. Further,
in some instances, well-known structures, materials, or
operations are not shown or described in detail to avoid
obscuring aspects of the subject matter of the present
disclosure. The features and advantages of the subject
matter of the present disclosure will become more fully
apparent from the following description and appended
claims, or may be learned by the practice of the subject
matter as set forth hereinafter.

BRIEF DESCRIPTION OF THE DRAWINGS

[0025] In order that the advantages of the subject mat-
ter may be more readily understood, a more particular
description of the subject matter briefly described above
will be rendered by reference to specific embodiments
that are illustrated in the appended drawings. Under-
standing that these drawings depict only typical embod-
iments of the subject matter and are not therefore to be
considered to be limiting of its scope, the subject matter
will be described and explained with additional specificity
and detail through the use of the drawings, in which:

Figure 1 is a cross section of randomly oriented re-
inforcing fibers, according to one or more embodi-
ments of the present disclosure;
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Figure 2 is a cross section of randomly oriented re-
inforcing fibers and a thermoplastic fibers of a first
thermoplastic, according to one or more embodi-
ments of the present disclosure;
Figure 3 is a cross section of randomly oriented re-
inforcing fibers and a thermoplastic fibers of a first
thermoplastic and a second thermoplastic, accord-
ing to one or more embodiments of the present dis-
closure;
Figure 4 is a compression tool with an unconsolidat-
ed mat being subjected to heat, according to one or
more embodiments of the present disclosure;
Figure 5 is a compression tool with a consolidated
mat, according to one or more embodiments of the
present disclosure;
Figure 6 is a consolidated mat, according to one or
more embodiments of the present disclosure;
Figure 7 is a forming tool with a consolidated mat,
according to one or more embodiments of the
present disclosure;
Figure 8 is a formed non-planar composite part, ac-
cording to one or more embodiments of the present
disclosure; and
Figure 9 is a method of forming a composite part,
according to one or more embodiments of the
present disclosure.

DETAILED DESCRIPTION

[0026] Reference throughout this specification to "one
embodiment," "an embodiment," or similar language
means that a particular feature, structure, or character-
istic described in connection with the embodiment is in-
cluded in at least one embodiment of the present disclo-
sure. Appearances of the phrases "in one embodiment,"
"in an embodiment," and similar language throughout this
specification may, but do not necessarily, all refer to the
same embodiment. Similarly, the use of the term "imple-
mentation" means an implementation having a particular
feature, structure, or characteristic described in connec-
tion with one or more embodiments of the present dis-
closure, however, absent an express correlation to indi-
cate otherwise, an implementation may be associated
with one or more embodiments.
[0027] Thermoformed structures or parts are struc-
tures formed by heating thermoplastic materials, such as
planar sheets, up to a pliable forming temperature or
above the melting temperature of the thermoplastic ma-
terial and then applying a forming tool (such as a mold
or stamping tool) to form the planar sheets of thermo-
plastic materials into more complex shapes. The process
is relatively straightforward when utilizing a single ther-
moplastic material.
[0028] In recent years, many applications have utilized
composite fiber-reinforced thermoplastics. The reinforc-
ing fibers reinforce the thermoplastic providing enhanced
physical properties in many applications. In order for the
reinforcing fibers to impregnate or intermix with the ther-

moplastic, the reinforcing fibers are commingled or inter-
mixed with thermoplastic filaments, fibers, pellets, or
powders and are formed into planar sheets. The planar
sheets are compressed while they are heated so as to
consolidate the thermoplastic material and decrease
voids, which results in a compressed form for the planar
sheets. The planar sheets are relatively easy to form as
consistent pressure and heat can be applied to the com-
posite fiber-reinforced thermoplastic.
[0029] The consolidated sheets can be shaped by
more complex forming tools (such as a stamping tool or
mold) to form more complex shapes and structures. The
composite fiber-reinforced consolidated sheets are again
heated to a pliable forming temperature or above the
melting temperature of the thermoplastic material and
shaped, under pressure, to the complex shapes of the
forming tool. Unfortunately, in this second heating proc-
ess, the composite fiber-reinforced consolidated sheets
are subject to various complications. As the composite
fiber-reinforced consolidated sheets are reheated, the
thermoplastic material expands and the composite fiber-
reinforced consolidated sheets are subject to bulking or
non-uniform expansion prior to part formation in a forming
operation, such as, for example, a stamping operation
where the sheet is stamped into shape. According to one
example, the bulking and expansion may create difficulty
in closing a mold or insufficient pressure to form the final
structure. By necessitating higher pressures, manufac-
turing costs are increased and in the case of sandwich
structures, which utilize a plurality of stacked sheets, core
collapse may occur.
[0030] Embodiments described herein provide solu-
tions to the problems described above. In one example,
two thermoplastic materials having different melting tem-
peratures are utilized in the composite fiber-reinforced
consolidated sheets. With different melting tempera-
tures, if the composite fiber-reinforced consolidated
sheets are reheated to a temperature above the melting
temperature of the first thermoplastic material but below
the melting temperature of the second thermoplastic ma-
terial, only the first thermoplastic material will be subject
to bulking and expansion. The second thermoplastic ma-
terial will not reach a temperature sufficient to induce the
bulking and expansion. With the second thermoplastic
material distributed in the composite fiber-reinforced con-
solidated sheets, the physical properties of the second
thermoplastic material, such as its tensile strength, will
combat or restrict the bulking of the first thermoplastic
material.
[0031] With a sufficient amount of the first thermoplas-
tic material, the composite fiber-reinforced consolidated
sheets will be pliable and able to be formed into a planar
or non-planar shape dictated by the forming tool. With a
sufficient amount of the second thermoplastic material
distributed within the composite fiber-reinforced consol-
idated sheets, the physical properties of the second ther-
moplastic material will counter or restrict the bulking and
expansion of the first thermoplastic material.
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[0032] Referring to Figures 1-3, the commingling of re-
inforcing fibers 102 with first thermoplastic fibers 104 and
second thermoplastic fibers 106 is shown. The reinforc-
ing fibers 102, the first thermoplastic fibers 104, and the
second thermoplastic fibers 106 form an unconsolidated
mat 110, as depicted in Figure 3. In other words, in some
implementations, the unconsolidated mat 110 includes
at least the reinforcing fibers 102, the first plurality of ther-
moplastic fibers 104, and the second plurality of thermo-
plastic fibers 106. However, in other implementations,
the unconsolidated mat 110 includes only the reinforcing
fibers 102, the first plurality of thermoplastic fibers 104,
and the second plurality of thermoplastic fibers 106. Al-
though depicted as thermoplastic fibers, the mat 110 may
include thermoplastic elements other than fibers, such
as filaments, powders or pellets.
[0033] The reinforcing fibers 102 are randomly orient-
ed fibers depicted as black in Figures 1-3. The reinforcing
fibers 102 may be made of any composite materials in-
cluding carbon fibers or other thermoset plastics. The
reinforcing fibers 102 may be of varying lengths and di-
ameters. In one example, the reinforcing fibers 102 are
between one and ten inches (2.54 cm and 25.4 cm) long
with a uniform diameter. In other examples, the reinforc-
ing fibers 102 are non-uniform in diameter.
[0034] The randomly oriented reinforcing fibers 102 as
shown in Figure 1 are commingled with the first thermo-
plastic fibers 104 as shown in Figure 2. The commingling
may occur as randomly oriented plurality of first thermo-
plastic fibers 104 are mixed, combined, or otherwise in-
tegrated with the reinforcing fibers 102. The first thermo-
plastic fibers 104 are made of any thermoplastic material
composition with a low melting temperature relative to
the second thermoplastic material described more fully
below. With the melting temperature of the first thermo-
plastic fibers 104 being below the melting temperature
of the second thermoplastic fibers 106, the first thermo-
plastic fibers 104 will melt at a lower temperature than
the second thermoplastic fibers 106.
[0035] Referring now to Figure 3, a second plurality of
thermoplastic fibers 106, depicted in a heavier line, is
commingled with the first thermoplastic fibers 104 and
the reinforcing fibers 102. The relative quantity or volume
of the second thermoplastic fibers 106 is less than the
relative quantity or volume of the second thermoplastic
fibers 104. In some embodiments, the second thermo-
plastic fibers 106 is between one percent and five percent
of the total volume. The quantity of the second thermo-
plastic fibers 106 may be dictated by how well it distrib-
utes in the unconsolidated mat 110. In addition, the higher
the tensile strength of the second thermoplastic fibers
106, the less material needed to counter the bulking of
the first thermoplastic material. That is, the composite
fiber-reinforced consolidated sheet will require less
quantity of materials with higher tensile strengths. More
material may be required with materials with lower tensile
strengths.
[0036] The relative quantity or volume of the first ther-

moplastic material is greater than the relative quantity or
volume of the second thermoplastic fibers 106. The quan-
tity or volume of the first thermoplastic material will, in
some embodiments, need to be sufficient to allow the
composite fiber-reinforced consolidated sheet to be pli-
able and form to the shape of the forming tool during the
forming operation. In some embodiments, the first ther-
moplastic material is between thirty percent and fifty five
percent of the total volume. The remaining volume may
be the reinforcing fibers 102. In some embodiments, the
reinforcing fibers are between forty percent and seventy
percent of the total volume.
[0037] Various combinations of reinforcing fibers are
envisioned within the ranges disclosed herein. In a first
example, the unconsolidated mat 110 includes fifty per-
cent of composite fiber by volume, forty eight percent of
the first thermoplastic material by volume, and two per-
cent of the second thermoplastic fibers 106 by volume.
In a second example, the unconsolidated mat 110 in-
cludes fifty percent of composite fiber by volume, forty
eight and a half percent of the first thermoplastic material
by volume, and one and a half percent of the second
thermoplastic fibers 106 by volume. In a third example,
the unconsolidated mat 110 includes forty five percent
of composite fiber by volume, fifty four percent of the first
thermoplastic material by volume, and one percent of the
second thermoplastic fibers 106 by volume.
[0038] Various thermoplastic materials may be utilized
as the first and second thermoplastic. In some embodi-
ments, the first and second thermoplastics are different
thermoplastic materials. In some embodiments, the first
and second thermoplastics are the same material with
different melting temperatures. For example, the first
thermoplastic may be a lower melting temperature Pol-
yether ether ketone (PEEK) while the second thermo-
plastic is a higher melting temperature PEEK.
[0039] The thermoplastic materials contemplated in
this disclosure include, but is not limited to: Polyamide 6
(PA6)-melting temperature 223 °C; Polycarbonate
(PC))-melting temperature 225 °C; Polyethersulfone
(PES))-melting temperature 234 °C-377 °C; Polyethyl-
ene terphthalate (PET)-melting temperature 265 °C;
Polyamide 6,6 (PA6,6)-melting temperature 275 °C;
Polyphenylene Sulfide (PPS)-melting temperature 285
°C -320 °C; Polyether ether ketone (PEEK)-melting tem-
perature 334 °C; Polyether ketone ketone (PEKK)-melt-
ing temperature 337 °C; or Polyetherimide (PEI)-melting
temperature 393 °C. The melting temperatures are pro-
vided for general reference and not meant to be limiting.
[0040] Referring back to Figure 3, the second thermo-
plastic fibers 106 may be commingled with the first ther-
moplastic material and the reinforcing fibers in various
manufacturing processes. In some embodiments, the
second thermoplastic fibers 106 are needle-punched into
the unconsolidated mat 110 to provide even distribution.
In some embodiments, the second thermoplastic fibers
106 are stitched into the unconsolidated mat 110 to pro-
vide even distribution. In some embodiments, the second
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thermoplastic fibers 106 are knitted into the unconsoli-
dated mat 110 to provide even distribution.
[0041] Referring to Figure 4, the unconsolidated mat
110 is subjected to heat (represented by arrows 154).
The unconsolidated mat 110 is subjected to a first heating
temperature that is above the melting temperature of the
second thermoplastic fibers 106. That is, the heat source
heats the unconsolidated to a temperature above both
the melting temperature of the first thermoplastic material
and the melting temperature of the second thermoplastic
fibers 106. At this first heating temperature both the first
thermoplastic material and the second thermoplastic fib-
ers 106 are melted and pliable allowing for the formation
of a consolidated mat.
[0042] Referring now to Figure 5, the unconsolidated
mat 110, while heated, is compressed by a compression
tool 152. The heat as well as the pressure of the com-
pression tool 152 forms the unconsolidated mat 110 into
a composite fiber-reinforced consolidated sheet 100.
With the pressure and sufficient heat to melt both the first
thermoplastic material and the second thermoplastic fib-
ers 106, the sheet 100 is consolidated mat with reinforc-
ing fibers 102 reinforcing a consolidated mixture of the
first thermoplastic material 204 and the second thermo-
plastic material 206. While described and depicted as a
planar sheet for sake of simplicity, the unconsolidated
mat 110 may be heated and compressed into other more
complex shapes. The sheet 100 is then cooled and a
stable composite fiber-reinforced consolidated sheet 100
is produced.
[0043] Referring to Figure 6, the composite fiber-rein-
forced consolidated sheet 100 is shown. The composite
fiber-reinforced consolidated sheet 100 includes rein-
forcing fibers 102 distributed throughout the sheet. The
composite fiber-reinforced consolidated sheet 100 fur-
ther includes the first thermoplastic material 204 and the
second thermoplastic material 206 distributed through-
out the composite fiber-reinforced consolidated sheet
100. A large quantity of composite fiber-reinforced con-
solidated sheets 100 may be quickly and efficiently man-
ufactured and ready to be utilized in the formation of pla-
nar or non-planar parts or structures.
[0044] Referring now to Figure 7, the composite fiber-
reinforced consolidated sheet 100 is reheated (repre-
sented by arrows 164). However, in the reheating proc-
ess, the composite fiber-reinforced consolidated sheet
100 is heated to a second temperature. The second tem-
perature is between the melting temperature of the first
thermoplastic material 204 and the melting temperature
of the second thermoplastic material 206. That is, the
composite fiber-reinforced consolidated sheet 100 is
heated to a temperature sufficient to melt or make pliable
the first thermoplastic material 204 but is not heated to
a temperature sufficient to melt or make pliable the sec-
ond thermoplastic material 206.
[0045] During the reheating process, the first thermo-
plastic material 204 will become pliable and will respond
to the forces and pressures of the forming tool 162 and

conform to the non-planar shape of the forming tool 162.
In addition, as discussed herein, the first thermoplastic
material will be subjected to expansionary forces and will
be inclined to bulking at the second reheating tempera-
ture. However, as the second thermoplastic material 206
is not heated to a temperature above its melting temper-
ature, the second thermoplastic material 206 will counter
or restrict the bulking and expansion of the first thermo-
plastic material 204. As such, the composite fiber-rein-
forced consolidated sheet 100 will expand less than what
a composite fiber-reinforced consolidated sheet without
the second thermoplastic material present would ex-
pand.
[0046] While reheated to the second temperature, the
composite fiber-reinforced consolidated sheet 100 will
be compressed, molded, or pressed into a non-planar
shape by the forming tool 162. In the illustrated embod-
iment, the composite fiber-reinforced consolidated sheet
100 is compressed into concave shape. The non-planar
shape may be any of a number of complex shapes, which
are explicitly discussed but are contemplated herein. The
resulting non-planar composite part 200 is then cooled
to a stable temperature.
[0047] While the forming tool 162 is depicted as form-
ing a single composite fiber-reinforced consolidated
sheet 100, in some embodiments, a plurality of composite
fiber-reinforced consolidated sheets 100 are stacked and
heated to the second temperature and subjected to the
forming operation to form sandwich parts and parts thick-
er than the thickness of a single composite fiber-rein-
forced consolidated sheet 100.
[0048] The resulting non-planar composite part 200 is
depicted in Figure 8. The non-planar composite part 200
includes reinforcing fibers 102 intermixed within a first
thermoplastic material 204 and a second thermoplastic
material 206. The non-planar composite part 200 may
include various ratios of the reinforcing fibers 102, the
first thermoplastic material 204, and the second thermo-
plastic material 206.
[0049] In some embodiments, the reinforcing fibers are
between forty percent and seventy percent of the part
200 by volume. In some embodiments, the first thermo-
plastic material is between thirty percent and fifty five
percent of the part 200 by volume. In some embodiments,
the second thermoplastic material is between one per-
cent and five percent of the part 200 by volume.
[0050] Now referring to Figure 9, one embodiment of
a method 300 of forming a composite part is shown. The
method 300 includes heating an unconsolidated mat in-
cluding a first thermoplastic, a second thermoplastic, and
reinforcing fibers to a temperature above the melting tem-
perature of both the first and second thermoplastics at
302 and while heated, compressing the unconsolidated
mat into a composite fiber-reinforced consolidated sheet
at 304. The first thermoplastic includes a first melting
temperature. The second thermoplastic includes a sec-
ond melting temperature above the first melting temper-
ature. At 306, the method 300 includes reheating the
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sheet to a second temperature, wherein the second tem-
perature is above the first melting temperature and below
the second melting temperature. The method 300 addi-
tionally includes while composite fiber-reinforced consol-
idated sheet is reheated, forming the composite fiber-
reinforced consolidated sheet into a desired shape at
308. The method 308 then ends.
[0051] In the above description, certain terms may be
used such as "up," "down," "upper," "lower," "horizontal,"
"vertical," "left," "right," "over," "under" and the like. These
terms are used, where applicable, to provide some clarity
of description when dealing with relative relationships.
But, these terms are not intended to imply absolute re-
lationships, positions, and/or orientations. For example,
with respect to an object, an "upper" surface can become
a "lower" surface simply by turning the object over. Nev-
ertheless, it is still the same object. Further, the terms
"including," "comprising," "having," and variations there-
of mean "including but not limited to" unless expressly
specified otherwise. An enumerated listing of items does
not imply that any or all of the items are mutually exclusive
and/or mutually inclusive, unless expressly specified oth-
erwise. The terms "a," "an," and "the" also refer to "one
or more" unless expressly specified otherwise. Further,
the term "plurality" can be defined as "at least two."
[0052] Additionally, instances in this specification
where one element is "coupled" to another element can
include direct and indirect coupling. Direct coupling can
be defined as one element coupled to and in some con-
tact with another element. Indirect coupling can be de-
fined as coupling between two elements not in direct con-
tact with each other, but having one or more additional
elements between the coupled elements. Further, as
used herein, securing one element to another element
can include direct securing and indirect securing. Addi-
tionally, as used herein, "adjacent" does not necessarily
denote contact. For example, one element can be adja-
cent another element without being in contact with that
element.
[0053] As used herein, the phrase "at least one of’,
when used with a list of items, means different combina-
tions of one or more of the listed items may be used and
only one of the items in the list may be needed. The item
may be a particular object, thing, or category. In other
words, "at least one of’ means any combination of items
or number of items may be used from the list, but not all
of the items in the list may be required. For example, "at
least one of item A, item B, and item C" may mean item
A; item A and item B; item B; item A, item B, and item C;
or item B and item C. In some cases, "at least one of item
A, item B, and item C" may mean, for example, without
limitation, two of item A, one of item B, and ten of item
C; four of item B and seven of item C; or some other
suitable combination.
[0054] Unless otherwise indicated, the terms "first,"
"second," etc. are used herein merely as labels, and are
not intended to impose ordinal, positional, or hierarchical
requirements on the items to which these terms refer.

Moreover, reference to, e.g., a "second" item does not
require or preclude the existence of, e.g., a "first" or lower-
numbered item, and/or, e.g., a "third" or higher-numbered
item.
[0055] As used herein, a system, apparatus, structure,
article, element, component, or hardware "configured to"
perform a specified function is indeed capable of per-
forming the specified function without any alteration, rath-
er than merely having potential to perform the specified
function after further modification. In other words, the sys-
tem, apparatus, structure, article, element, component,
or hardware "configured to" perform a specified function
is specifically selected, created, implemented, utilized,
programmed, and/or designed for the purpose of per-
forming the specified function. As used herein, "config-
ured to" denotes existing characteristics of a system, ap-
paratus, structure, article, element, component, or hard-
ware which enable the system, apparatus, structure, ar-
ticle, element, component, or hardware to perform the
specified function without further modification. For pur-
poses of this disclosure, a system, apparatus, structure,
article, element, component, or hardware described as
being "configured to" perform a particular function may
additionally or alternatively be described as being "adapt-
ed to" and/or as being "operative to" perform that function.
The schematic flow chart diagram included herein is gen-
erally set forth as logical flow chart diagrams. As such,
the depicted order and labeled steps are indicative of one
embodiment of the presented method. Other steps and
methods may be conceived that are equivalent in func-
tion, logic, or effect to one or more steps, or portions
thereof, of the illustrated method. Additionally, the format
and symbols employed are provided to explain the logical
steps of the method and are understood not to limit the
scope of the method. Although various arrow types and
line types may be employed in the flow chart diagrams,
they are understood not to limit the scope of the corre-
sponding method. Indeed, some arrows or other connec-
tors may be used to indicate only the logical flow of the
method. For instance, an arrow may indicate a waiting
or monitoring period of unspecified duration between
enumerated steps of the depicted method. Additionally,
the order in which a particular method occurs may or may
not strictly adhere to the order of the corresponding steps
shown.
[0056] Further, the disclosure comprises embodi-
ments according to the following clauses:

Clause 1. A method of forming a composite part, the
method comprising:

heating an unconsolidated mat comprising a first
thermoplastic, a second thermoplastic, and re-
inforcing fibers to a first temperature, wherein
the first thermoplastic comprises a first melting
temperature, wherein:

the second thermoplastic comprises a sec-
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ond melting temperature greater than the
first melting temperature; and
the first temperature is greater than the sec-
ond melting temperature;

while the unconsolidated mat is heated, com-
pressing the unconsolidated mat into a compos-
ite fiber-reinforced consolidated sheet;
reheating the composite fiber-reinforced consol-
idated sheet to a second temperature, wherein
the second temperature is above the first melting
temperature and below the second melting tem-
perature; and
while composite fiber-reinforced consolidated
sheet is reheated, forming the composite fiber-
reinforced consolidated sheet into a desired
shape.

Clause 2. The method according to Clause 1, where-
in the reinforcing fibers are carbon fibers.
Clause 3. The method according to Clause 1, where-
in the first thermoplastic comprises at least thirty per-
cent of the composite part by volume.
Clause 4. The method according to Clause 1, where-
in the second thermoplastic comprises at least one
percent of the composite part by volume.
Clause 5. The method according to Clause 1, where-
in the reinforcing fibers comprise at least forty five
percent of the composite part by volume.
Clause 6. The method according to Clause 1, where-
in the first thermoplastic comprises thermoplastic fib-
ers prior to heating the unconsolidated mat.
Clause 7. The method according to Clause 1, where-
in the second thermoplastic comprises thermoplastic
fibers prior to heating the unconsolidated mat.
Clause 8. The method according to Clause 1, where-
in the second thermoplastic comprises a thermo-
plastic powder prior to heating the unconsolidated
mat.
Clause 9. The method according to Clause 1, where-
in forming the composite fiber-reinforced consolidat-
ed sheet into the composite part comprises a stamp
forming operation.
Clause 10. The method according to Clause 1,
wherein:

the first thermoplastic is polyphenylene sulfide
(PPS); and
the second thermoplastic is one of polyether
ether ketone (PEEK) or polyether ketone ketone
(PEKK).

Clause 11. The method according to Clause 1,
wherein the desired shape is a non-planar shape.
Clause 12. The method according to Clause 1,
wherein the second thermoplastic comprises ther-
moplastic fibers, and wherein the thermoplastic fib-
ers are needle-punched into the first thermoplastic

and reinforcing fibers.
Clause 13. The method according to Clause 1,
wherein the second thermoplastic comprises ther-
moplastic fibers, and wherein the thermoplastic fib-
ers are stitched into the first thermoplastic and rein-
forcing fibers.
Clause 14. The method according to Clause 1,
wherein the second thermoplastic comprises ther-
moplastic fibers, and wherein the thermoplastic fib-
ers are knitted into the first thermoplastic and rein-
forcing fibers.
Clause 15. The method according to Clause 1, fur-
ther comprising commingling the reinforcing fibers,
the first thermoplastic, and the second thermoplastic
in a random orientation to form the unconsolidated
mat prior to heating the unconsolidated mat.
Clause 16. A composite part, comprising:

randomly oriented reinforcing fibers;
a first thermoplastic comprising a first melting
temperature; and
a second thermoplastic comprising a second
melting temperature greater than the first melt-
ing temperature.

Clause 17. The composite part according to Clause
16, wherein the first thermoplastic is polyphenylene
sulfide (PPS) and the second thermoplastic is poly-
ether ketone ketone (PEKK).
Clause 18. The composite part according to Clause
16, wherein the first thermoplastic is polyphenylene
sulfide (PPS) and the second thermoplastic is poly-
ether ether ketone (PEEK).
Clause 19. The composite part according according
to Clause 16, wherein the first thermoplastic com-
prises at least thirty percent of the part by volume,
wherein the second thermoplastic comprises at least
one percent of the part by volume, and wherein the
reinforcing fibers comprise at least forty five percent
of the part by volume.
Clause 20. A method of forming a consolidated mat,
comprising:

commingling, with a first thermoplastic and re-
inforcing fibers, a second thermoplastic to form
an unconsolidated mat, wherein the first ther-
moplastic comprises a first melting temperature,
and wherein the second thermoplastic compris-
es a second melting temperature greater than
the first melting temperature;
heating the unconsolidated mat to a first tem-
perature, wherein the first temperature is greater
than the second melting temperature; and
while the unconsolidated mat is heated, com-
pressing the unconsolidated mat into a compos-
ite fiber-reinforced consolidated mat.

[0057] The present subject matter may be embodied

13 14 



EP 3 444 105 A1

9

5

10

15

20

25

30

35

40

45

50

55

in other specific forms without departing from its spirit or
essential characteristics. The described embodiments
are to be considered in all respects only as illustrative
and not restrictive. All changes which come within the
meaning and range of equivalency of the claims are to
be embraced within their scope.

Claims

1. A method (300) of forming a composite part (200),
the method comprising:

heating (302) an unconsolidated mat (110) com-
prising a first thermoplastic (204), a second ther-
moplastic (206), and reinforcing fibers (102) to
a first temperature, wherein the first thermoplas-
tic comprises a first melting temperature, where-
in:

the second thermoplastic comprises a sec-
ond melting temperature greater than the
first melting temperature; and
the first temperature is greater than the sec-
ond melting temperature;

while the unconsolidated mat is heated, com-
pressing (304) the unconsolidated mat into a
composite fiber-reinforced consolidated sheet
(100);
reheating (306) the composite fiber-reinforced
consolidated sheet to a second temperature,
wherein the second temperature is above the
first melting temperature and below the second
melting temperature; and
while composite fiber-reinforced consolidated
sheet is reheated, forming (308) the composite
fiber-reinforced consolidated sheet into a de-
sired shape.

2. The method (300) according to claim 1, wherein the
first thermoplastic (204) comprises at least thirty per-
cent of the composite part (200) by volume.

3. The method (300) according to any of claims 1-2,
wherein the second thermoplastic (206) comprises
at least one percent of the composite part (200) by
volume.

4. The method (300) according to any of claims 1-3,
wherein the reinforcing fibers (102) comprise at least
forty five percent of the composite part (200) by vol-
ume.

5. The method (300) according to any of claims 1-4,
wherein the first thermoplastic (204) comprises ther-
moplastic fibers (104) prior to heating the unconsol-
idated mat (200).

6. The method (300) according to any of claims 1-5,
wherein the second thermoplastic (206) comprises
thermoplastic fibers (106) prior to heating the uncon-
solidated mat (110).

7. The method (300) according to any of claims 1-5,
wherein the second thermoplastic (206) comprises
a thermoplastic powder prior to heating the uncon-
solidated mat (110).

8. The method (300) according to any of claims 1-7,
wherein the second thermoplastic (206) comprises
thermoplastic fibers (106), and wherein the thermo-
plastic fibers are needle-punched into the first ther-
moplastic (204) and reinforcing fibers (102).

9. The method (300) according to any of claims 1-7,
wherein the second thermoplastic (206) comprises
thermoplastic fibers (106), and wherein the thermo-
plastic fibers are stitched into the first thermoplastic
(204) and reinforcing fibers (102).

10. The method (300) according to any of claims 1-7,
wherein the second thermoplastic (206) comprises
thermoplastic fibers (106), and wherein the thermo-
plastic fibers are knitted into the first thermoplastic
(204) and reinforcing fibers (102).

11. The method (300) according to any of claims 1-7,
further comprising commingling the reinforcing fibers
(102), the first thermoplastic (204), and the second
thermoplastic (206) in a random orientation to form
the unconsolidated mat (110) prior to heating (302)
the unconsolidated mat.

12. A composite part (200), comprising:

randomly oriented reinforcing fibers (102);
a first thermoplastic (204) comprising a first melt-
ing temperature; and
a second thermoplastic (206) comprising a sec-
ond melting temperature greater than the first
melting temperature.

13. The composite part (200) according to claim 12,
wherein the first thermoplastic (204) is polyphe-
nylene sulfide (PPS) and the second thermoplastic
(206) is polyether ketone ketone (PEKK).

14. The composite part (200) according to claim 12,
wherein the first thermoplastic (204) is polyphe-
nylene sulfide (PPS) and the second thermoplastic
(206) is polyether ether ketone (PEEK).

15. The composite part (200) according to any of claims
12-14, wherein the first thermoplastic (204) compris-
es at least thirty percent of the part by volume, where-
in the second thermoplastic (206) comprises at least
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one percent of the part by volume, and wherein the
reinforcing fibers (102) comprise at least forty five
percent of the part by volume.
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