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(54) SHARED MEMORY CONTROLLER IN A DATA CENTER

(57) Technology for a memory controller is de-
scribed. The memory controller can receive a request
from a data consumer node in a data center for training
data. The training data indicated in the request can cor-
respond to a model identifier (ID) of a model that runs on
the data consumer node. The memory controller can
identify a data provider node in the data center that stores
the training data that is requested by the data consumer
node. The data provider node can be identified using a
tracking table that is maintained at the memory controller.
The memory controller can send an instruction to the
data provider node that instructs the data provider node
to send the training data to the data consumer node to
enable training of the model that runs on the data con-
sumer node.
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Description

BACKGROUND

[0001] Artificial intelligence (AI) can involve discover-
ing patterns in input data, constructing AI models using
discovered patterns in the input data, and using the AI
models to make predictions on subsequently received
data. In one example, building the AI model can involve
collecting input data for generation of the AI model. The
input data can be received from a data provider. The
input data can be used as training data to train the AI
model. For example, the AI model can be trained using
the training data to recognize patterns in input data and
make inferences with respect to the input data.
[0002] In one example, building and training AI models
can involve processing a relatively large input data set,
which can consume a relatively large amount of comput-
ing resources. Therefore, AI is generally performed using
dedicated graphics processing unit (GPU) and field-pro-
grammable gate array (FPGA) hardware in a cloud en-
vironment.

BRIEF DESCRIPTION OF THE DRAWINGS

[0003] Features and advantages of invention embod-
iments will be apparent from the detailed description
which follows, taken in conjunction with the accompany-
ing drawings, which together illustrate, by way of exam-
ple, invention features; and, wherein:

FIG. 1 illustrates a system and related operations for
performing data operations using a distributed
shared memory (DSM) controller in accordance with
an example embodiment;

FIG. 2 illustrates a distributed shared memory (DSM)
controller in accordance with an example embodi-
ment;

FIG. 3 illustrates a drawer that includes processor(s),
storage devices and AI hardware platform(s) in ac-
cordance with an example embodiment;

FIG. 4 illustrates a memory controller in accordance
with an example embodiment;

FIG. 5 illustrates a system for performing data oper-
ations on storage devices in accordance with an ex-
ample embodiment;

FIG. 6 is a flowchart illustrating operations for assist-
ing data transfers in a data center in accordance with
an example embodiment; and

FIG. 7 illustrates a computing system that includes
a data storage device in accordance with an example
embodiment.

[0004] Reference will now be made to the exemplary
embodiments illustrated, and specific language will be
used herein to describe the same. It will nevertheless be
understood that no limitation on invention scope is there-
by intended.

DESCRIPTION OF EMBODIMENTS

[0005] Before the disclosed invention embodiments
are described, it is to be understood that this disclosure
is not limited to the particular structures, process steps,
or materials disclosed herein, but is extended to equiv-
alents thereof as would be recognized by those ordinarily
skilled in the relevant arts. It should also be understood
that terminology employed herein is used for the purpose
of describing particular examples or embodiments only
and is not intended to be limiting. The same reference
numerals in different drawings represent the same ele-
ment. Numbers provided in flow charts and processes
are provided for clarity in illustrating steps and operations
and do not necessarily indicate a particular order or se-
quence.
[0006] Furthermore, the described features, struc-
tures, or characteristics can be combined in any suitable
manner in one or more embodiments. In the following
description, numerous specific details are provided, such
as examples of layouts, distances, network examples,
etc., to provide a thorough understanding of various in-
vention embodiments. One skilled in the relevant art will
recognize, however, that such detailed embodiments do
not limit the overall inventive concepts articulated herein,
but are merely representative thereof.
[0007] As used in this specification and the appended
claims, the singular forms "a," "an" and "the" include plu-
ral referents unless the context clearly dictates otherwise.
Thus, for example, reference to "a bit line" includes a
plurality of such bit lines.
[0008] Reference throughout this specification to "an
example" means that a particular feature, structure, or
characteristic described in connection with the example
is included in at least one embodiment of the present
invention. Thus, appearances of the phrases "in an ex-
ample" or "an embodiment" in various places throughout
this specification are not necessarily all referring to the
same embodiment.
[0009] As used herein, a plurality of items, structural
elements, compositional elements, and/or materials can
be presented in a common list for convenience. However,
these lists should be construed as though each member
of the list is individually identified as a separate and
unique member. Thus, no individual member of such list
should be construed as a de facto equivalent of any other
member of the same list solely based on their presenta-
tion in a common group without indications to the con-
trary. In addition, various embodiments and example of
the present invention can be referred to herein along with
alternatives for the various components thereof. It is un-
derstood that such embodiments, examples, and alter-
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natives are not to be construed as defacto equivalents
of one another, but are to be considered as separate and
autonomous representations under the present disclo-
sure.
[0010] Furthermore, the described features, struc-
tures, or characteristics can be combined in any suitable
manner in one or more embodiments. In the following
description, numerous specific details are provided, such
as examples of layouts, distances, network examples,
etc., to provide a thorough understanding of invention
embodiments. One skilled in the relevant art will recog-
nize, however, that the technology can be practiced with-
out one or more of the specific details, or with other meth-
ods, components, layouts, etc. In other instances, well-
known structures, materials, or operations may not be
shown or described in detail to avoid obscuring aspects
of the disclosure.
[0011] In this disclosure, "comprises," "comprising,"
"containing" and "having" and the like can have the mean-
ing ascribed to them in U.S. Patent law and can mean
"includes," "including," and the like, and are generally
interpreted to be open ended terms. The terms "consist-
ing of’ or "consists of’ are closed terms, and include only
the components, structures, steps, or the like specifically
listed in conjunction with such terms, as well as that which
is in accordance with U.S. Patent law. "Consisting es-
sentially of’ or "consists essentially of’ have the meaning
generally ascribed to them by U.S. Patent law. In partic-
ular, such terms are generally closed terms, with the ex-
ception of allowing inclusion of additional items, materi-
als, components, steps, or elements, that do not materi-
ally affect the basic and novel characteristics or function
of the item(s) used in connection therewith. For example,
trace elements present in a composition, but not affecting
the compositions nature or characteristics would be per-
missible if present under the "consisting essentially of’
language, even though not expressly recited in a list of
items following such terminology. When using an open
ended term in this specification,
like "comprising" or "including," it is understood that di-
rect support should be afforded also to "consisting es-
sentially of’ language as well as "consisting of’ language
as if stated explicitly and vice versa.
[0012] The terms "first," "second," "third," "fourth," and
the like in the description and in the claims, if any, are
used for distinguishing between similar elements and not
necessarily for describing a particular sequential or
chronological order. It is to be understood that any terms
so used are interchangeable under appropriate circum-
stances such that the embodiments described herein are,
for example, capable of operation in sequences other
than those illustrated or otherwise described herein. Sim-
ilarly, if a method is described herein as comprising a
series of steps, the order of such steps as presented
herein is not necessarily the only order in which such
steps may be performed, and certain of the stated steps
may possibly be omitted and/or certain other steps not
described herein may possibly be added to the method.

[0013] As used herein, comparative terms such as "in-
creased," "decreased," "better," "worse," "higher," "low-
er," "enhanced," and the like refer to a property of a de-
vice, component, or activity that is measurably different
from other devices, components, or activities in a sur-
rounding or adjacent area, in a single device or in multiple
comparable devices, in a group or class, in multiple
groups or classes, or as compared to the known state of
the art. For example, a data region that has an "in-
creased" risk of corruption can refer to a region of a mem-
ory device which is more likely to have write errors to it
than other regions in the same memory device. A number
of factors can cause such increased risk, including loca-
tion, fabrication process, number of program pulses ap-
plied to the region, etc.
[0014] As used herein, the term "substantially" refers
to the complete or nearly complete extent or degree of
an action, characteristic, property, state, structure, item,
or result. For example, an object that is "substantially"
enclosed would mean that the object is either completely
enclosed or nearly completely enclosed. The exact al-
lowable degree of deviation from absolute completeness
may in some cases depend on the specific context. How-
ever, generally speaking the nearness of completion will
be so as to have the same overall result as if absolute
and total completion were obtained. The use of "substan-
tially" is equally applicable when used in a negative con-
notation to refer to the complete or near complete lack
of an action, characteristic, property, state, structure,
item, or result. For example, a composition that is "sub-
stantially free of’ particles would either completely lack
particles, or so nearly completely lack particles that the
effect would be the same as if it completely lacked par-
ticles. In other words, a composition that is "substantially
free of’ an ingredient or element may still actually contain
such item as long as there is no measurable effect there-
of.
[0015] As used herein, the term "about" is used to pro-
vide flexibility to a numerical range endpoint by providing
that a given value may be "a little above" or "a little below"
the endpoint. However, it is to be understood that even
when the term "about" is used in the present specification
in connection with a specific numerical value, that support
for the exact numerical value recited apart from the
"about" terminology is also provided.
[0016] Numerical amounts and data may be expressed
or presented herein in a range format. It is to be under-
stood that such a range format is used merely for con-
venience and brevity and thus should be interpreted flex-
ibly to include not only the numerical values explicitly
recited as the limits of the range, but also to include all
the individual numerical values or sub-ranges encom-
passed within that range as if each numerical value and
sub-range is explicitly recited. As an illustration, a numer-
ical range of "about 1 to about 5" should be interpreted
to include not only the explicitly recited values of about
1 to about 5, but also include individual values and sub-
ranges within the indicated range. Thus, included in this
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numerical range are individual values such as 2, 3, and
4 and sub-ranges such as from 1-3, from 2-4, and from
3-5, etc., as well as 1, 1.5, 2, 2.3, 3, 3.8, 4, 4.6, 5, and
5.1 individually.
[0017] This same principle applies to ranges reciting
only one numerical value as a minimum or a maximum.
Furthermore, such an interpretation should apply regard-
less of the breadth of the range or the characteristics
being described.
[0018] An initial overview of technology embodiments
is provided below and then specific technology embodi-
ments are described in further detail later. This initial sum-
mary is intended to aid readers in understanding the tech-
nology more quickly, but is not intended to identify key
or essential technological features nor is it intended to
limit the scope of the claimed subject matter. Unless de-
fined otherwise, all technical and scientific terms used
herein have the same meaning as commonly understood
by one of ordinary skill in the art to which this disclosure
belongs.
[0019] In recent years, increased performance and ca-
pabilities of hardware platforms have enabled advances
in artificial intelligence (AI). This recent advancement in
AI can be due to high-density compute platforms, which
can be better equipped to process increased data set
sizes. In other words, these high-density compute plat-
forms can achieve increased performance levels on AI
workloads. For example, as training AI models (or deep
learning networks) involves moving a large amount of
data, current hardware platforms used for AI can include
high-capacity, high-speed high bandwidth memory tech-
nologies, which can provide a maximum level of on-chip
storage and an increased memory access speed. Cur-
rent hardware platforms used for AI can offer separate
pipelines for computation and data management, such
that new data can be available for computation. In addi-
tion, current hardware platforms used for AI can include
bidirectional high-bandwidth links, which can enable ap-
plication-specific integrated circuits (ASICs) to intercon-
nect so data can move between them, which can result
in additional compute resources being assigned to a task
or model size expansion without a decrease in speed.
[0020] In one example, memory technologies in a data
center can include a memory with volatile memory, non-
volatile memory (NVM), or a combination thereof. Volatile
memory can include any type of volatile memory, and is
not considered to be limiting. Volatile memory is a storage
medium that requires power to maintain the state of data
stored by the medium. Non-limiting examples of volatile
memory can include random access memory (RAM),
such as static random-access memory (SRAM), dynamic
random-access memory (DRAM), synchronous dynamic
random-access memory (SDRAM), and the like, includ-
ing combinations thereof. SDRAM memory can include
any variant thereof, such as single data rate SDRAM
(SDR DRAM), double data rate (DDR) SDRAM, including
DDR, DDR2, DDR3, DDR4, DDR5, and so on, described
collectively as DDRx, and low power DDR (LPDDR)

SDRAM, including LPDDR, LPDDR2, LPDDR3,
LPDDR4, and so on, described collectively as LPDDRx.
In some examples, DRAM complies with a standard
promulgated by JEDEC, such as JESD79F for DDR
SDRAM, JESD79-2F for DDR2 SDRAM, JESD79-3F for
DDR3 SDRAM, JESD79-4A for DDR4 SDRAM,
JESD209B for LPDDR SDRAM, JESD209-2F for
LPDDR2 SDRAM, JESD209-3C for LPDDR3 SDRAM,
and JESD209-4A for LPDDR4 SDRAM (these standards
are available at www.jedec.org; DDR5 SDRAM is forth-
coming). Such standards (and similar standards) may be
referred to as DDR-based or LPDDR-based standards,
and communication interfaces that implement such
standards may be referred to as DDR-based or LPDDR-
based interfaces. In one specific example, the system
memory can be DRAM. In another specific example, the
system memory can be DDRx SDRAM. In yet another
specific aspect, the system memory can be LPDDRx
SDRAM.
[0021] NVM is a storage medium that does not require
power to maintain the state of data stored by the medium.
NVM has traditionally been used for the task of data stor-
age, or long-term persistent storage, but new and evolv-
ing memory technologies allow the use of NVM in roles
that extend beyond traditional data storage. One exam-
ple of such a role is the use of NVM as main or system
memory. Non-volatile system memory (NVMsys) can
combine data reliability of traditional storage with ultra-
low latency and high bandwidth performance, having
many advantages over traditional volatile memory, such
as high density, large capacity, lower power consump-
tion, and reduced manufacturing complexity, to name a
few. Byte-addressable, write-in-place NVM such as
three-dimensional (3D) cross-point memory, for exam-
ple, can operate as byte-addressable memory similar to
dynamic random-access memory (DRAM), or as block-
addressable memory similar to NAND flash. In other
words, such NVM can operate as system memory or as
persistent storage memory (NVMstor). In some situa-
tions where NVM is functioning as system memory,
stored data can be discarded or otherwise rendered un-
readable when power to the NVMsys is interrupted. NVM-
sys also allows increased flexibility in data management
by providing non-volatile, low-latency memory that can
be located closer to a processor in a computing device.
In some examples, NVMsys can reside on a DRAM bus,
such that the NVMsys can provide ultra-fast DRAM-like
access to data. NVMsys can also be useful in computing
environments that frequently access large, complex data
sets, and environments that are sensitive to downtime
caused by power failures or system crashes.
[0022] Non-limiting examples of NVM can include pla-
nar or three-dimensional (3D) NAND flash memory, in-
cluding single or multi-threshold-level NAND flash mem-
ory, NOR flash memory, single or multi-level Phase
Change Memory (PCM), such as chalcogenide glass
PCM, planar or 3D PCM, cross-point array memory, in-
cluding 3D cross-point memory, non-volatile dual in-line
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memory module (NVDIMM)-based memory, such as
flash-based (NVDIMM-F) memory, flash/DRAM-based
(NVDIMM-N) memory, persistent memory-based
(NVDIMM-P) memory, 3D cross-point-based NVDIMM
memory, resistive RAM (ReRAM), including metal-oxide-
or oxygen vacancy-based ReRAM, such as HfO2-,
Hf/HfOx-, Ti/HfO2-, TiOx-, and TaOx-based ReRAM, fil-
ament-based ReRAM, such as Ag/GeS2-, ZrTe/Al2O3-,
and Ag-based ReRAM, programmable metallization cell
(PMC) memory, such as conductive-bridging RAM
(CBRAM), silicon-oxide-nitride-oxide-silicon (SONOS)
memory, ferroelectric RAM (FeRAM), ferroelectric tran-
sistor RAM (Fe-TRAM), anti-ferroelectric memory, poly-
mer memory (e.g., ferroelectric polymer memory), mag-
netoresistive RAM (MRAM), write-in-place non-volatile
MRAM (NVMRAM), spin-transfer torque (STT) memory,
spin-orbit torque (SOT) memory, nanowire memory,
electrically erasable programmable read-only memory
(EEPROM), nanotube RAM (NRAM), other memristor-
and thyristor-based memory, spintronic magnetic junc-
tion-based memory, magnetic tunneling junction
(MTJ)-based memory, domain wall (DW)-based memo-
ry, and the like, including combinations thereof. The term
"memory device" can refer to the die itself and/or to a
packaged memory product. NVM can be byte or block
addressable. In some examples, NVM can comply with
one or more standards promulgated by the Joint Electron
Device Engineering Council (JEDEC), such as JESD21-
C, JESD218, JESD219, JESD220-1, JESD223B,
JESD223-1, or other suitable standard (the JEDEC
standards cited herein are available at www.jedec.org).
In one specific example, the NVM can be 3D cross-point
memory. In another specific example, the memory can
be NAND or 3D NAND memory. In another specific ex-
ample, the system memory can be STT memory.
[0023] One challenge in large scale-out AI data center
deployments is efficiently connecting multiple data pro-
viders (or data producers) for specific AI models and data
consumers (or data processors) that process the data
for training or inferencing particular AI models. Examples
of the data providers can include processor(s) generating
training data or processor(s) requesting inferences), and
examples of the data consumers can include AI hardware
platforms or AI field programmable gate arrays (FPGAs).
This challenge has been encountered by multiple cus-
tomers implementing data center AI solutions. In previ-
ous solutions, to address this issue, data centers would
employ complex software stacks that implemented data
distribution and discovery among the data providers and
AI appliances. Another drawback in previous solutions
is the adding of multiple layers of software calls (and cor-
responding performance overhead) by writing data in
shared file systems or databases, which can involve us-
ing protocols that require specific compute units to run
dedicated software pieces.
[0024] In the present technology, data center architec-
tures can include a shared memory controller (or shared
memory agent) for AI training data. The shared memory

controller can be used by data providers to expose their
AI training and inferencing data, as well as by AI models
to consume data sets to train the AI models or to inference
AI requests without traversing multiple software stack
layers. The shared memory controller can enable differ-
ent AI entities in a data center to communicate with each
other and exchange information without increased soft-
ware overheads, as in previous solutions. For example,
the shared memory controller can track a distribution of
AI model data across different data providers, and the
shared memory controller can expose interfaces (or
keys) to register or de-register AI data sets for each of
the AI models. More specifically, the shared memory con-
troller can manage different AI data sets using the inter-
faces (or keys), such that receivers having the appropri-
ate keys can access a given AI data set, thereby enabling
a hardware-based AI data set exchange marketplace in
the data center.
[0025] In the present technology, the shared memory
controller can be a centralized memory controller or a
distributed memory controller. The shared memory con-
troller can be placed in various areas of the data center,
such as in storage node controllers of the data center, in
switches of the data center, new elements in storage
racks in the data center, etc. The shared memory con-
troller can be placed per storage rack in the data center,
or alternatively, the shared memory controller can oper-
ate per data center (e.g., one shared memory controller
can service an entire data center).
[0026] In the present technology, the shared memory
controller can enable discovery and access to data sets
corresponding to different AI models in a scale-out sys-
tem. The shared memory controller in the data center
can facilitate the distribution and sharing of AI data sets
between the data providers and the data consumers
across the data center. As described in the further detail
below, the shared memory controller can enable: the reg-
istration of AI specific data sets (with or without metada-
ta), the discovery of data providers in the data center that
host data sets for certain types of AI models, and the
discovery of AI data subsets of AI data sets associated
with a particular AI model ID that satisfy certain metadata
parameters. In the present technology, platforms hosting
end-point data providers can include logic that imple-
ments communication messages between the shared
memory controller in the storage rack/data center and
local storage. In addition, in the present technology, a
certain quality of service (QoS) or service level agree-
ment (SLA) can be defined for specific AI training models
that access the shared memory controller.
[0027] In previous solutions, shared memory control-
lers would be used in network interface controllers
(NICs), switches, etc. However, previous shared memory
controllers were defined in the context of generic con-
sistency and coherency memory models. In contrast, the
shared memory controller described herein can be spe-
cific to AI appliances in the data center, rather than gen-
eral purpose schemes. The shared memory controller
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described herein includes interfaces for enabling AI mod-
els to access training or inference data sets, and mech-
anisms for which data providers expose their training or
inference data sets to the AI models via the shared mem-
ory controller. In addition, the shared memory controller
described herein follows an AI distributed shared mem-
ory (DSM) controller architecture, which is a novel model
based on AI semantics and using specific novel archi-
tectures and protocols. In contrast, traditional DSM con-
troller architectures are based on memory addresses.
[0028] FIG. 1 illustrates an exemplary system and re-
lated operations for performing data operations using a
distributed shared memory (DSM) controller 140 (also
referred to as shared memory controller or memory con-
troller). The DSM controller 140 can be included in a stor-
age rack or data center 100. For example, the DSM con-
troller 140 can be a distributed memory controller that is
included in each storage rack of a data center, or alter-
natively, the DSM controller 140 can be a centralized
memory controller that is included per data center.
[0029] In one example, the DSM controller 140 can be
communicatively coupled to a storage node 110, a first
computing platform 120 and pooled memory 130. The
storage node 110 can include training data 112, a storage
node controller 114 and AI DSM logic 116. The first com-
puting platform 120 can include one or more processors
122 that include training data 112, and AI DSM logic 116.
The pooled memory 130 can include memory pool(s) 132
that include training data 112, and AI DSM logic 116. In
other words, the training data 112 and the AI DSM logic
116 can be included in each of the storage node 110, the
first computing platform 120 and the pooled memory 130.
The AI DSM logic 116 can enable the storage node 110,
the first computing platform 120 and the pooled memory
130, respectively, to communicate with the DSM control-
ler 140.
[0030] In one example, the DSM controller 140 can be
communicatively coupled to a second computing plat-
form 150. The second computing platform 150 can in-
clude an AI hardware platform 152, which can include AI
DSM logic 116. The AI hardware platform 152 may run
a plurality of AI models, such as AI Model A 154, AI Model
B 156 and AI Model C 158. In this example, the storage
node 110, the first computing platform 120 and the pooled
memory 130 that include the training data 112 can be
data provider nodes, and the second computing platform
150 that includes the AI hardware platform 152 running
the AI models can be a data consumer node.
[0031] In one example, the DSM controller 140 can
facilitate the exchange of AI training data between the
data provider nodes (e.g., the storage node 110, the first
computing platform 120 or the pooled memory 130) and
the data consumer nodes (e.g., the second computing
platform 150 that includes the AI hardware platform 152).
For example, the DSM controller 140 can act as an in-
termediary to facilitate the transfer of AI training data be-
tween a data provider node and a data consumer node.
In other words, the DSM controller 140 can facilitate a

distribution and sharing of AI training data between the
data consumer node(s) and the data provider node(s) in
the storage rack or data center 100. The data consumer
node can consume the received AI training data for train-
ing of an AI model that runs at the data consumer node.
In one example, the DSM controller 140 can maintain a
tracking table that tracks a storage of AI training data on
different data provider nodes on a per AI model ID basis.
Therefore, the DSM controller 140 can receive a request
for AI training data from a data consumer node, identify
a data provider node that possesses the requested AI
training data, and then instruct the data provider node to
send the AI training data to the data consumer node. In
addition, the AI model ID can be a universally unique
identifier (UUID), and the AI model ID can be previously
agreed upon by devices and a data center or owner mod-
els.
[0032] In one configuration, the DSM controller 140
can receive a request from a data consumer node, such
as the second computing platform 150 that includes the
AI hardware platform 152, for AI training data. The AI
training data indicated in the request can correspond to
an AI model ID of an AI model (e.g., AI Model A 154, AI
Model B 156 or AI Model C 158) that runs on the second
computing platform 150. In response to the request, the
DSM controller 140 can identify a data provider node in
the storage rack or data center 100 that stores the AI
training data that is requested by the data consumer
node, such as the second computing platform 150. For
example, the DSM controller 140 can identify the data
provider node to be one of the storage node 110, the first
computing platform 120 or the pooled memory 130. The
DSM controller 140 can identify the data provider node
that stores the requested AI training data using a tracking
table (or mapping table) that is maintained at the DSM
controller 140. The tracking table can track a storage of
AI training data across different data provider nodes in
the storage rack or data center 100 on a per AI model ID
basis. Therefore, based on the AI model ID correspond-
ing to the requested AI training data, the DSM controller
140 can access the tracking table to determine a partic-
ular data provider node that stores the requested AI train-
ing data corresponding to the AI model ID. The DSM
controller 140 can send an instruction to the data provider
node that stores the requested AI training data, and the
instruction can instruct the data provider node to send
the AI training data to the data consumer node, such as
the second computing platform 150. The DSM controller
140 can send the instruction via the AI DSM logic 116 in
the data provider node. Based on the instruction received
from the DSM controller 140, the data provider node can
send the AI training data to the second computing plat-
form 150. The data provider node can send the AI training
data directly to the second computing platform 150, or
alternatively, via the DSM controller 140. The second
computing platform 150 can use the AI training data to
train one of the AI models that runs on the AI hardware
platform 152 on the second computing platform 150.
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[0033] As a non-limiting example, the AI hardware plat-
form 152 can run a vehicle AI model. The vehicle AI model
can be associated with a certain vehicle AI model ID. The
AI hardware platform 152 may wish to obtain vehicle sen-
sor data for training of the vehicle AI model. The vehicle
sensor data may be stored in one or more of the data
provider nodes in the storage rack or data center 100,
but the AI hardware platform 152 may not know a storage
location of the vehicle sensor data. Therefore, the AI
hardware platform 152 can send a request to the DSM
controller 140 for vehicle sensor data. The request can
include the vehicle AI model ID to inform the DSM con-
troller 140 of the vehicle AI model that is to consume the
vehicle sensor data. The DSM controller 140 can receive
the request with the vehicle AI model ID, and the DSM
controller 140 can access a tracking table to determine
one or more data provider nodes that are currently storing
the requested vehicle sensor data. In other words, based
on the vehicle AI model ID, the DSM controller 140 can
access the tracking table to determine data provider
node(s) that are currently storing vehicle sensor data as-
sociated with the vehicle AI model ID. In one example,
the DSM controller 140 can determine that the storage
node 110 is currently storing the vehicle sensor data. The
DSM controller 140 can send an instruction to the storage
node controller 114 in the storage node 110 via the AI
DSM logic 116 in the storage node 110, and based on
the instruction, the storage node controller 114 can send
the vehicle sensor data to the AI hardware platform 152.
The AI hardware platform 152 can use the vehicle sensor
data to train the vehicle AI model that is running on the
AI hardware platform 152. In an alternative example, the
DSM controller 140 can determine that the memory
pool(s) 132 in the pooled memory 130 currently includes
the vehicle sensor data. The DSM controller 140 can
send an instruction to the pooled memory 130 via the AI
DSM logic 116 in the pooled memory 130, and based on
the instruction, the pooled memory 130 can send the ve-
hicle sensor data to the AI hardware platform 152. The
pooled memory 130 can send the vehicle sensor data
directly to the AI hardware platform 152, or alternatively,
via the DSM controller 140.
[0034] In one example, the DSM controller 140 can
receive an acknowledgement (ACK) from the data con-
sumer node, such as the second computing platform 150,
after the AI training data is received at the data consumer
node from the data provider node. In another example,
the DSM controller 140 can instruct the data provider
node (e.g., the storage node 110, the first computing plat-
form 120 or the pooled memory 130) to delete the AI
training data from the data provider node after the AI
training data is provided to the data consumer node.
[0035] As an example, the DSM controller 140 can re-
ceive a read request from the second computing platform
150, and the read request can include an AI model ID
and an indication to delete AI training data associated
with the AI model ID after the read. The DSM controller
140 can identify, using a tracking table, a suitable AI data

set ID (that corresponds to the AI model ID) and a data
provider node that possesses the AI data set associated
with the AI data set ID. For example, the DSM controller
140 can determine that the storage node 110 possesses
the identified AI data set. The DSM controller 140 can
send an instruction to the storage node 110 to return the
AI data set, and in response, the storage node controller
114 in the storage node 110 can return the AI data set
to the second computing platform 150. The second com-
puting platform 150 can receive the AI data set, and then
send an ACK to the DSM controller 140. After the receipt
of the ACK, the DSM controller 140 can remove an AI
data set ID tracking entry (that corresponds to the re-
turned AI data set) from the tracking table, and the stor-
age node 110 can remove the AI data set associated with
the AI data set ID from the storage node 110.
[0036] In one configuration, the DSM controller 140
can discover AI training data stored in a plurality of data
provider nodes in the storage rack or data center 100,
where the AI training data can be associated with certain
AI model IDs. The DSM controller 140 can register the
AI training data that is associated with the AI model IDs.
More specifically, the DSM controller 140 can perform
the registration of the AI training data by adding an indi-
cation of the AI training data (or AI data sets), data pro-
vider nodes(s) that store the AI training data, and asso-
ciated AI model IDs (or AI data set IDs) to the tracking
table that is stored at the DSM controller 140.
[0037] As an example, the pooled memory 130 can
send a new data message to the DSM controller 140.
The new data command can include an AI model ID and
an AI data set ID, which can correspond to an AI model
and AI data set that is stored in the pooled memory 130.
In response to receiving the new data message, the DSM
controller 140 can register the AI data set that is stored
in the pooled memory 130. For example, the DSM con-
troller 140 can add an indication of the AI data set, the
pooled memory 130 and the AI data set ID to the tracking
table that is stored at the DSM controller 140.
[0038] In one example, the DSM controller 140 can
manage a desired quality of service (QoS) or a service
level agreement (SLA) for an AI model that is associated
with an AI model ID. The desired QoS or the SLA can
define an amount of bandwidth for reading AI training
data associated with the AI model ID from a data provider
node and/or storing AI training data associated with the
AI model ID to a data provider node. In other words, each
AI model ID can be associated with a defined amount of
bandwidth, per the desired QoS or the SLA. As a non-
limiting example, the DSM controller 140 can define a
QoS or SLA that assigns 10-gigabits-per-second (10G)
for reading/writing weather data from/to a weather pre-
diction AI model that is stored on the AI hardware platform
152. In another example, the DSM controller 140 can
assign a defined amount of bandwidth per AI model type
(e.g., multiple AI models that are all associated with fraud
detection can be collectively assigned a defined amount
of bandwidth). In yet another example, the QoS can be
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bidirectional, such that data providers can define an
amount of data that can be provided per AI model ID or
AI model type, and data consumers can define an amount
of data that can be globally fetched for a particular AI
model ID or AI model type.
[0039] In one example, the DSM controller 140 can
receive multiple requests from the data consumer node,
such as the second computing platform 150, and the mul-
tiple requests may be for AI training data associated with
multiple AI model IDs. The DSM controller 140 can de-
termine that the requested AI training data is currently
being stored in multiple data provider nodes in the stor-
age rack or data center 100. In this case, the DSM con-
troller 140 can apply load balancing when sending re-
quests (or scheduling requests) to the multiple data pro-
vider nodes to provide the AI training data to the data
consumer node. For example, when distributing the re-
quests to the multiple data provider nodes, based on the
load balancing, the DSM controller 140 can attempt to
match a given bandwidth target for each of the AI models
running on the data consumer node.
[0040] In one example, the DSM controller 140 can
receive multiple requests received from the data con-
sumer node, such as the second computing platform 150,
in which each request can be for AI training data asso-
ciated with a separate AI model ID. The DSM controller
140 can determine, using the tracking table, a priority
level for each of the AI model IDs associated with the
multiple requests received from the data consumer node.
The DSM controller 140 can process the requests in order
of priority based on the priority level for each of the AI
model IDs associated with the multiple requests received
from the data consumer node.
[0041] In one example, the AI models or AI model IDs
can have different priorities for QoS/SLA. In another ex-
ample, different data consumers can have different pri-
ority levels as well. For example, a particular data con-
sumer can be assigned a higher priority (e.g., irrespective
of the AI model or AI model ID) as compared to other
data consumers.
[0042] As a non-limiting example, the DSM controller
140 can determine, using the tracking table, that AI model
A has a higher priority level, AI model B has a medium
priority level, and AI model C has a lowest priority level.
Therefore, when receiving requests for AI training data
associated with AI model A, AI model B and/or AI model
C, the DSM controller 140 can prioritize requests for AI
training data associated with AI model A over AI model
B and AI model C, and so on.
[0043] In one configuration, the DSM controller 140
can expose interfaces to the data provider nodes and the
data consumer nodes for registration and consumption
of AI data set models. The DSM controller 140 can be
used to track and manage AI data sets, as well for man-
aging desired QoS and SLAs associated with AI model
IDs. One example of the QoS can involve limiting an
amount of data bandwidth consumed from particular plat-
forms or data providers. Another example of the QoS can

involve assigning increased priority to certain types of AI
models or AI model IDs, which are fetching data via the
DSM controller 140 during training. The data provider
nodes can include a mechanism to register new AI data
sets and new types of AI data sets associated with AI
models. The data provider nodes can include logic to
access registered data and perform basic operations on
the registered data (e.g., reading and deleting an in-
stance for model AI X or model type, reading and deleting
a specific instance number, reading and deleting an in-
stance for an AI model ID or AI model type that matches
a certain type of metadata). The data provider nodes can
include metadata that can be used to retrieve specific
types of AI data sets per AI model ID or AI model type.
The data consumer nodes can include logic to discover
types of AI training data that are available (e.g., based
on AI model IDs, available metadata), and retrieving AI
data sets for AI model IDs or AI model types, and based
on matching specific metadata.
[0044] In one example, an AI model data set can be
divided across multiple data providers. In other words, in
one case, different data sets can be requested in which
each data set can be stored in a different data provider,
but in another case, one data set can be requested and
the data set can be stored in pieces across multiple data
providers.
[0045] FIG. 2 illustrates an example of a distributed
shared memory (DSM) controller 200 (also referred to
as a shared memory controller or a memory controller).
The DSM controller 200 can include AI interface(s) 205,
a model ID tracking table 210, processing logic 215,
QoS/SLA telemetry logic 220 and an SLA and QoS in-
stance table 225. The AI interface(s) 205 can be exposed
to data provider nodes and data consumer nodes that
are accessing functionalities of the DSM controller 200.
For example, the AI interface(s) 205 can include an in-
terface for registering or re-registering new types of AI
data sets that are available for a corresponding AI model
ID or AI model type, and the corresponding metadata.
The AI interface(s) 205 can include an interface for dis-
covering and accessing specific AI data sets. The access
to specific AI data sets can involve an AI model ID, an
AI model type, metadata, other parameters, etc. that in-
dicate whether AI data sets are to be removed after ac-
cess. In addition, the AI interface(s) 205 can include an
interface for managing QoS features associated with AI
instances or AI model instances (e.g., training instances
or inference instances), where QoS or SLA information
can include priority information, an amount of read or
write bandwidth that is permitted, etc.
[0046] In one example, the model ID tracking table 210
can be used to track the presence of AI training data or
AI inference data in each of the data provider nodes. The
AI training data and AI inference data can be tracked per
address ranges in memory and/or based on a number of
AI instances. In addition, each entry in the model ID track-
ing table 210 can include metadata that describes a type
of AI data, etc. As an example, the model ID tracking
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table 210 can include for a given AI model ID, the pres-
ence of AI training data or AI inference data (e.g., number
of instances of training data (Tra) and inference data
(Inf)), metadata and a corresponding node ID. The
processing logic 215 can process requests from data
consumer nodes (or AI appliances) that are performing
AI training or AI inferencing. The QoS/SLA telemetry logic
220 can receive data from different data consumer nodes
and data provider nodes, and this data can be used by
the processing logic 215 to implement certain types of
policies and improve load balancing schemes. In addi-
tion, the SLA and QoS instance table 225 can store SLA
and QoS data registered by AI instances. For example,
the SLA and QoS instance table 225 can include SLA/pri-
ority information for different AI models that corresponds
to a certain node ID and metadata (e.g., appliance type
performance metadata).
[0047] As an example, the model ID tracking table 210
can include, for each AI model that is available at the
different endpoints, a number of AI instances that a par-
ticular endpoint includes and metadata that can poten-
tially be used for addressing a request from Model A. If
the request from Model A is for AI training data that is in
English, then the processing logic 215 can access the
model ID tracking table 210 and select a certain node
that is exposing or providing AI training data for Model A
that is in English.
[0048] In one configuration, AI training models can
process a set of input data (or training data) in order to
generate or train one or more AI models (e.g., Deep Neu-
ral Networks). The input data can be divided into a set
of distinct AI data sets, which can be processed sepa-
rately. For example, to train an AI model model for speech
recognition, thousands of different speech snippets, as
well as their response variables, can be used to train the
AI model for speech recognition. In one example, know-
ing, managing and discovering AI training data sets can
be costly from a memory perspective, as existing memory
systems are general purpose and are generally designed
for any type of application usage. Therefore, it can be
cumbersome for existing memory systems to track, iden-
tify and transfer chunks of AI data sets by issuing load
and store operations at a cache line granularity. For ex-
ample, processing an AI training model A can involve
accessing a next AI data set Y to be processed. The
access to the AI data set Y can involve discovering a
memory location of Y, accessing the AI data set Y, issuing
a series of loads and stores for the AI data set Y, etc.
[0049] In previous solutions, in AI appliances, memory
and storage units can be specialized (e.g., cache line
granularity can be 64 bytes) and tailored to memory in-
ference and training data sets (e.g., variable sizes). The
ability to define specialized memory and storage solu-
tions for certain applications could simplify and improve
data management. For example, data operations could
be more flexible and transparent using such memory and
storage definitions (e.g., an operation to retrieve a next
training data set for model ID and then delete the training

data set after being returned). In addition, for previous
pooled or disaggregated memory solutions at the rack
level (in which many compute elements access certain
data sets), it can be cumbersome to share and manage
information about the datasets, as well as the data sets
themselves. Thus, it would be desirable to design an AI
data set centric memory usage management solution.
[0050] In the present technology, novel memory and
storage devices can be specialized to handle AI data sets
(which can be data sets for training or inference). Con-
trollers (e.g., memory and storage controllers) and phys-
ical devices (e.g., DIMMs) can be extended to expose
these new types of interfaces. Processors can be extend-
ed, such that existing architecture elements can facilitate
the movement of data to specific buffers directly acces-
sible by AI appliances or compute elements (e.g., cores
in a processor, or bit streams in an FPGA. In the present
technology, in addition to being more intuitive for AI ap-
plications and reducing the amount of software overhead,
the memory controllers and physical devices can be op-
timized for data access (e.g., load balancing, power
based decisions).
[0051] In the present technology, memory and storage
architectures can be extended to include new logic that
exposes interfaces to enable memory to be accessed
and used at an AI training and inference data set gran-
ularity. These units of use can be referred to as dataset
drawers. The memory controllers (as well as other mem-
ory agents and memory DIMMs) can maintain metadata
that includes, for each model ID (registered by a software
stack), memory regions in which data is located, as well
as certain data characteristics (e.g., a size of an inference
data set). In other words, the metadata can include loca-
tion(s) and characteristic(s) of a dataset drawer. In the
present technology, the memory controller can expose
an interface to an AI software stack to read or write AI
training or inference data sets for a particular AI model
ID, and with or without a specific data set index (e.g., an
instruction can be sent to read training data set 100 for
AI model ID x). In addition, this interface can enable data
sets to be deleted upon the data sets being read, which
can be useful for AI training. This novel interface can
reduce overhead and complexity of existing software so-
lutions.
[0052] The present technology can be applicable to
various compute entities that are capable of hosting
these new types of memories, and these compute entities
can include processors, FPGAs, new ASICs, AI hard-
ware platforms, etc. These compute entities that host
these new types of memory and storage can include buff-
ers-on-die to fetch data accessed from these memories
to a location that is closer in a memory hierarchy (e.g.,
layer 1 (L1) in the FPGA context). These compute ele-
ments can include new types of registers or buffers to
enable the AI data set centric memory usage manage-
ment solution. In the present technology, specialized
memory and storage architectures can be optimized to
host AI training and inferencing data sets. In one exam-

15 16 



EP 3 506 116 A1

10

5

10

15

20

25

30

35

40

45

50

55

ple, a hybrid scheme can be supported, in which tradi-
tional DIMMs and AI DIMMs in a computing platform can
be connected to a die. In addition, the proposed technol-
ogy can be suitable for accelerated architectures (e.g.,
FPGAs), where the manner in which memory is accessed
and managed can be more flexible, as compared to pre-
vious solutions.
[0053] FIG. 3 illustrates an example of a drawer 300
that includes processor(s), storage devices and AI hard-
ware platform(s). For example, the drawer 300 can in-
clude a first processor 312, which can include a data
generator model A 314, AI buffers 316 and an AI memory
controller 318. The drawer 300 can include a second
processor 342, which can include a data generator model
A 344, AI buffers 346 and an AI memory controller 348.
The drawer 300 can include a storage device 320 with
AI management and access logic 326, as well as a DIMM
322 with AI management and access logic 326. The stor-
age device 320 and the DIMM 322 can be communica-
tively coupled to the first processor 312 and the second
processor 342, respectively. The drawer 300 can include
an AI appliance 328 with AI buffers and AI logic 330 and
training model A 332. The drawer 300 can include an
FPGA 334 with AI buffers and AI logic 338 and inferenc-
ing model A 336. In addition, the AI appliance 328 and
the FPGA 334 can be communicatively coupled to the
storage device 320 and the DIMM 322, respectively, via
the AI management and access logic 326.
[0054] In one example, the drawer 300 can include var-
ious compute elements, such as data consumer node(s)
and data provider node(s). Examples of the data provider
nodes include the first processor 312 and the second
processor 342, which each contain data generator model
A 314, 344 (e.g., the processors generate and provide
data for model A). One example of the data consumer
node is the AI appliance 328. In one example, the data
for model A can be stored in the storage device 320 and
the DIMM 322, respectively.
[0055] In one example, the AI memory controller 318
in the first processor 312 can perform data operations on
the storage device 320. For example, the AI memory con-
troller 318 can receive, from a compute element in the
drawer 300 (e.g., the first processor 312 or the AI appli-
ance 328), a request to perform a data operation with
respect to an AI model ID, where the AI model ID corre-
sponds to an AI model that runs in the drawer 300 (e.g.,
training model A 332). The AI memory controller 318 can
determine that the storage device 320 in the drawer 300
is to be used for performing the data operation with re-
spect to the AI model ID. The AI memory controller 318
can perform the data operation on the storage device
320 for the compute element with respect to the AI model
ID.
[0056] In another example, the AI memory controller
348 in the second processor 342 can perform data op-
erations on the DIMM 322. For example, the AI memory
controller 348 can receive, from a compute element in
the drawer 300 (e.g., the second processor 342 or the

FPGA 334), a request to perform a data operation with
respect to an AI model ID, where the AI model ID corre-
sponds to an AI model that runs in the drawer 300 (e.g.,
inferencing model A 336). The AI memory controller 348
can determine that the DIMM 322 in the drawer 300 is to
be used for performing the data operation with respect
to the AI model ID. The AI memory controller 348 can
perform the data operation on the DIMM 322 for the com-
pute element with respect to the AI model ID.
[0057] In one example, the data operation performed
by the AI memory controller 318, 348 can include a data
read operation to read AI data (e.g., training data) asso-
ciated with the AI model ID from the storage device 320
or DIMM 322, respectively, and return the AI data to the
compute element. The AI data that is read from the stor-
age device 320 or DIMM 322 can be addressable based
on the AI model ID, and the AI data can be used by the
compute element to train the AI model (e.g., the training
model A 332 or the inferencing model A 336). In one
example, the AI data that is returned to the compute el-
ement can be stored in a local buffer of the compute
element. For example, the AI data can be stored in the
AI buffers 316, 346 in the first processor 312 or the sec-
ond processor 342, respectively. As another example,
the AI data can be stored in the AI buffers and AI logic
330, 338 in the AI appliance 328 or the FPGA 334, re-
spectively.
[0058] In one example, the data operation performed
by the AI memory controller 318, 348 can include a data
write operation to write AI data (e.g., training data) asso-
ciated with the AI model ID that is received from the com-
pute element to the storage device 320 or DIMM 322,
respectively. The AI data that is written to the storage
device 320 or DIMM 322, respectively, can be address-
able based on the AI model ID.
[0059] In one example, the data operation performed
by the AI memory controller 318, 348 can include a data
read operation to read AI data (e.g., training data) asso-
ciated with a defined data set ID for the AI model ID from
the storage device 320 or DIMM 322, respectively, and
return the AI data to the compute element. In another
example, the data operation performed by the AI memory
controller 318, 348 can include a data delete operation
to delete AI data (e.g., training data) associated with the
AI model ID from the storage device 320 or DIMM 322,
respectively, after the AI data is read from the storage
device 320 or DIMM 322.
[0060] In one example, the AI memory controller 318,
348 can determine the storage device 320 or the DIMM
322 in the drawer 300 to be used for performing the data
operation (e.g., the data write operation or the data read
operation) based on a mapping table (or tracking table)
that is stored at the AI memory controller 318, 348. The
mapping table can include a memory range in the storage
device 320 or DIMM 322 for each AI model ID. In other
words, based on the mapping table, the AI memory con-
troller 318, 348 can determine a memory location of the
AI data (associated with an AI model ID) in the drawer
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300, and then perform the data operation accordingly.
[0061] In one example, the AI memory controller 318,
348 can register an AI model ID that corresponds to an
AI model (e.g., the training model A 332 or the inferencing
model A 336). During registration of the AI model ID, the
AI memory controller 318, 348 can allocate a memory
region in the storage device 320 or DIMM 322 for storage
of AI data associated with the AI model ID.
[0062] In one configuration, a memory and storage AI
model ID addressable architecture can include memory
controllers and DIMMs. This architecture can include
compute elements, die memory controllers and DIMM
controllers. In one example, the compute elements (e.g.,
processors, AI hardware platforms, FPGAs) accessing
a new type of memory can include new logic. The new
logic can expose interfaces to fetch data from this new
type of memory and storage. For example, the interfaces
in the new logic can include: (1) an interface to register
new types of AI models (which can provide an AI model
ID as well as metadata that defines a size of a data set
entry); (2) an interface to allocate new memory to a par-
ticular AI model ID; (3) an interface to read and write data
sets for a particular AI model ID (where a read interface
can enable to read a particular data set ID for a particular
AI model ID, read any available data set for a particular
AI model ID, or read and delete any available data set
for a particular AI model ID); and (4) an interface to allow
other compute elements to discover current AI model ID
data that is being hosted within the memory or storage
physical devices. In one example, the compute elements
can include buffer(s) to place fetched data from the new
type of memory, which can be addressable by the com-
pute elements (e.g., the processors or FPGAs). The buff-
er(s) can be located closer to the compute elements (e.g.,
specialized buffers in L2 or L1) to facilitate access to
these new data types.
[0063] In one example, the die memory controller(s)
can include interfaces similar to the compute elements.
For example, the die memory controller(s) can include:
an interface to register new types of AI models, an inter-
face to allocate new memory to a particular AI model ID,
an interface to read and write data sets for a particular
AI model ID, and an interface to allow other compute
elements to discover current AI model ID data that is
being hosted within the memory or storage physical de-
vices. In addition, the die memory controller(s) can in-
clude can include a system decoder, which can track the
storage of AI data corresponding to registered AI models
on the DIMMs or storage devices. The system decoder
can track the storage of the AI data in real time, using a
mapping table (or tracking table). When a new request
to map or un-map a memory range to a particular AI mod-
el is received, the system decoder can be updated to
reflect the newly mapped or unmapped memory range.
In addition, the system decoder can track a number of
valid AI instances for each allocated memory range in
the DIMMs or storage devices. In one example, the map-
ping table can include metadata that describes how data

sets for a given AI model are defined, which can aid the
compute elements to properly move and manipulate data
sets for AI models. In one example, the die memory con-
troller(s) can include logic to process read and write re-
quests. The logic can apply different schemes to deter-
mine a final endpoint (e.g., a particular DIM) from which
a data set is to be fetched. For example, the logic can
apply load balancing or power schemes to determine a
particular DIMM from which to fetch the data set.
[0064] In one example, the DIMM controllers can in-
clude logic to access data sets stored on the DIMM. Sim-
ilar to the die memory controller(s), the logic in the DIMM
can include a system decoder and mapping table to en-
able the access of data stored on the DIMM. For example,
the logic in the DIMM can maintain the system decoder
to track the storage of AI data corresponding to registered
models on the DIMM. The logic in the DIMM can track
the storage of the AI data in real time, using a mapping
table that is maintained on the DIMM controller.
[0065] FIG. 4 illustrates an example of an AI memory
controller 420. The AI memory controller 420 can receive
data commands from a compute element 410 (e.g., a
processor, FPGA, AI hardware platform). The data com-
mands can include write commands (which can include
an AI model ID, a data set and/or an instruction to delete
on read) or read commands (which can include an AI
model ID, a data set and/or an instruction to delete on
read). The AI memory controller 420 can receive a read
or write command from the compute element 410, and
in response, the AI memory controller 420 can perform
the read or write command accordingly with respect to a
DIMM 430. For example, the AI memory controller 420
can write AI data to the DIMM 430 based on the AI model
ID, or alternatively, the AI memory controller 420 can
read AI data from the DIMM 430 based on the AI model
ID. The DIMM can include mapping table and AI logic
432, which can enable the AI data to be read from the
DIMM 430 or written to the DIMM 430. In one example,
the AI memory controller 420 can include an AI model
system decoder 422, which can maintain a mapping table
424. The mapping table 424 can track, for a given AI
model ID, corresponding data ranges in the DIMM 430
and metadata (e.g., whether AI data in the data range is
to be used for inference or training, a data set size, a
setting to delete on read, and so on).
[0066] FIG. 5 illustrates a system 500 operable to per-
form data operations on storage devices. The system
500 can include a compute element 510, a storage device
520 and a memory controller 530. The memory controller
530 can receive, from the compute element 510 in a data
center, a request to perform a data operation with respect
to a model identifier (ID). The model ID can correspond
to a model that runs in the data center. The memory con-
troller 530 can determine the storage device 520 in the
data center to be used for performing the data operation
with respect to the model ID. The memory controller 530
can perform the data operation on the storage device
520 for the compute element 510 with respect to the mod-
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el ID.
[0067] Another example provides a method 600 for as-
sisting data transfers in a data center, as shown in the
flow chart in FIG. 6. The method can be executed as
instructions on a machine, where the instructions are in-
cluded on at least one computer readable medium or one
non-transitory machine readable storage medium. The
method can include the operation of: receiving, at a mem-
ory controller in a data center, a request from a data con-
sumer node in the data center for training data, wherein
the training data indicated in the request corresponds to
a model identifier (ID) of a model that runs on the data
consumer node, as in block 610. The method can include
the operation of: identifying, at the memory controller, a
data provider node in the data center that stores the train-
ing data that is requested by the data consumer node,
wherein the data provider node is identified using a track-
ing table that is maintained at the memory controller, as
in block 620. The method can include the operation of:
sending, from the memory controller, an instruction to
the data provider node that instructs the data provider
node to send the training data to the data consumer node
to enable training of the model that runs on the data con-
sumer node, as in block 630.
[0068] FIG. 7 illustrates a general computing system
or device 700 that can be employed in the present tech-
nology. The computing system or device 700 can include
a processor 702 in communication with a memory 704.
The memory 704 can include any device, combination
of devices, circuitry, and the like that is capable of storing,
accessing, organizing, and/or retrieving data. Non-limit-
ing examples include SANs (Storage Area Network),
cloud storage networks, volatile or non-volatile RAM,
phase change memory, optical media, hard-drive type
media, and the like, including combinations thereof.
[0069] The computing system or device 700 addition-
ally includes a local communication interface 706 for con-
nectivity between the various components of the system.
For example, the local communication interface 706 can
be a local data bus and/or any related address or control
busses as may be desired.
[0070] The computing system or device 700 can also
include an I/O (input/output) interface 708 for controlling
the I/O functions of the system, as well as for I/O con-
nectivity to devices outside of the computing system or
device 700. A network interface 710 can also be included
for network connectivity. The network interface 710 can
control network communications both within the system
and outside of the system. The network interface can
include a wired interface, a wireless interface, a Bluetooth
interface, optical interface, and the like, including appro-
priate combinations thereof. Furthermore, the computing
system or device 700 can additionally include a user in-
terface 712, a display device 714, as well as various other
components that would be beneficial for such a system.
[0071] The processor 702 can be a single or multiple
processors, and the memory 704 can be a single or mul-
tiple memories. The local communication interface 706

can be used as a pathway to facilitate communication
between any of a single processor, multiple processors,
a single memory, multiple memories, the various inter-
faces, and the like, in any useful combination.
[0072] Various techniques, or certain aspects or por-
tions thereof, can take the form of program code (i.e.,
instructions) embodied in tangible media, such as CD-
ROMs, hard drives, non-transitory computer readable
storage medium, or any other machine-readable storage
medium wherein, when the program code is loaded into
and executed by a machine, such as a computer, the
machine becomes an apparatus for practicing the various
techniques. Circuitry can include hardware, firmware,
program code, executable code, computer instructions,
and/or software. A non-transitory computer readable
storage medium can be a computer readable storage
medium that does not include signal. In the case of pro-
gram code execution on programmable computers, the
computing device can include a processor, a storage me-
dium readable by the processor (including volatile and
non-volatile memory and/or storage elements), at least
one input device, and at least one output device. The
volatile and non-volatile memory and/or storage ele-
ments can be a RAM, EPROM, flash drive, optical drive,
magnetic hard drive, solid state drive, or other medium
for storing electronic data. One or more programs that
can implement or utilize the various techniques described
herein can use an application programming interface
(API), reusable controls, and the like. Such programs can
be implemented in a high level procedural or object ori-
ented programming language to communicate with a
computer system. However, the program(s) can be im-
plemented in assembly or machine language, if desired.
In any case, the language can be a compiled or interpret-
ed language, and combined with hardware implementa-
tions. Exemplary systems or devices can include without
limitation, laptop computers, tablet computers, desktop
computers, smart phones, computer terminals and serv-
ers, storage databases, and the like.

Examples

[0073] The following examples pertain to specific in-
vention embodiments and point out specific features, el-
ements, or steps that can be used or otherwise combined
in achieving such embodiments.
[0074] In one example, there is provided a memory
controller. The memory controller can comprise logic to:
receive, at the memory controller, a request from a data
consumer node in a data center for training data, wherein
the training data indicated in the request corresponds to
a model identifier (ID) of a model that runs on the data
consumer node. The memory controller can comprise
logic to: identify, at the memory controller, a data provider
node in the data center that stores the training data that
is requested by the data consumer node, wherein the
data provider node is identified using a tracking table that
is maintained at the memory controller. The memory con-
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troller can comprise logic to: send, from the memory con-
troller, an instruction to the data provider node that in-
structs the data provider node to send the training data
to the data consumer node to enable training of the model
that runs on the data consumer node.
[0075] In one example of the memory controller, the
memory controller can further comprise logic to: receive
an acknowledgement from the data consumer node after
the training data is received at the data consumer node
from the data provider node.
[0076] In one example of the memory controller, the
memory controller can further comprise logic to: instruct
the data provider node to delete the training data from
the data provider node after the training data is provided
to the data consumer node.
[0077] In one example of the memory controller, the
tracking table tracks a storage of training data across
different data provider nodes in the data center on a per
model ID basis.
[0078] In one example of the memory controller, the
memory controller can further comprise logic to: discover
training data stored in a plurality of data provider nodes
in the data center that are associated with certain model
IDs; and register the training data that is associated with
the model IDs, wherein a registration of the training data
involves adding an indication of the training data, data
provider nodes(s) that store the training data, and asso-
ciated model IDs to the tracking table that is maintained
at the memory controller.
[0079] In one example of the memory controller, the
memory controller can further comprise logic to: facilitate
a distribution and sharing of training data between the
data consumer node and the data provider node in the
data center.
[0080] In one example of the memory controller, the
memory controller can further comprise logic to: manage
one or more of a quality of service (QoS) or a service
level agreement (SLA) for the model that is associated
with the model ID; and store one or more of QoS infor-
mation or SLA information in the tracking table, wherein
the QoS information or the SLA information defines an
amount of bandwidth for reading training data associated
with the model ID from the data provider node or storing
training data associated with the model ID to the data
provider node.
[0081] In one example of the memory controller, the
memory controller can further comprise logic to: process
multiple requests received from the data consumer node,
wherein the memory controller is configured to apply load
balancing when instructing one or more data provider
nodes in the data center to provide training data to the
data consumer node in response to the multiple requests.
[0082] In one example of the memory controller, the
memory controller can further comprise logic to: receive
multiple requests received from the data consumer node,
wherein each request is for training data associated with
a separate model ID; determine, using the tracking table,
a priority level for each of the model IDs associated with

the multiple requests received from the data consumer
node; and process the requests in order of priority based
on the priority level for each of the model IDs associated
with the multiple requests received from the data con-
sumer node.
[0083] In one example of the memory controller, the
data consumer node that runs the model is an artificial
intelligence (AI) hardware platform; and the data provid-
ing node is one of: a storage node, a computing platform
or a pooled memory.
[0084] In one example of the memory controller, the
model is an artificial intelligence (AI) model.
[0085] In one example of the memory controller, the
memory controller is a distributed shared memory con-
troller that is included in each storage rack of the data
center, or the memory controller is a centralized shared
memory controller that is included per data center.
[0086] In one example, there is provided a system op-
erable to perform data operations on storage devices.
The system can include a compute element. The system
can include a storage device. The system can include a
memory controller. The memory controller can comprise
logic to: receive, from the compute element in a data
center, a request to perform a data operation with respect
to a model identifier (ID), wherein the model ID corre-
sponds to a model that runs in the data center. The mem-
ory controller can comprise logic to: determine, at the
memory controller, the storage device in the data center
to be used for performing the data operation with respect
to the model ID. The memory controller can comprise
logic to: perform, at the memory controller, the data op-
eration on the storage device for the compute element
with respect to the model ID.
[0087] In one example of the system, the data opera-
tion includes a data read operation to read training data
associated with the model ID from the storage device
and return the training data to the compute element.
[0088] In one example of the system, the training data
that is read from the storage device is addressable based
on the model ID and is used by the compute element to
train the model, and the training data is returned to the
compute element for storage in a local buffer of the com-
pute element.
[0089] In one example of the system, the data opera-
tion includes a data write operation to write training data
associated with the model ID that is received from the
compute element to the storage device, wherein the train-
ing data that is written to the storage device is address-
able based on the model ID.
[0090] In one example of the system, the data opera-
tion includes a data read operation to read training data
associated with a defined data set ID for the model ID
from the storage device and return the training data to
the compute element.
[0091] In one example of the system, the data opera-
tion includes a data delete operation to delete training
data associated with the model ID from the storage de-
vice after the training data is read from the storage device.
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[0092] In one example of the system, the memory con-
troller further comprises logic to: determine the storage
device in the data center to be used for performing the
data operation based on a mapping table that is stored
at the memory controller, wherein the mapping table in-
cludes a memory range in the storage device for each
model ID.
[0093] In one example of the system, the memory con-
troller further comprises logic to: register the model ID
that corresponds to the model, wherein a registration of
the model includes an allocation of a memory region in
the storage device for storage of training data associated
with the model ID.
[0094] In one example of the system, the model is an
artificial intelligence (AI) model.
[0095] In one example of the system, the compute el-
ement is one of a data consumer node or a data provider
node, wherein the data consumer node includes an arti-
ficial intelligence (AI) hardware platform and the data pro-
vider node includes a computing platform.
[0096] In one example, there is provided a method for
assisting data transfers in a data center. The method can
include the operation of: receiving, at a memory controller
in a data center, a request from a data consumer node
in the data center for training data, wherein the training
data indicated in the request corresponds to a model
identifier (ID) of a model that runs on the data consumer
node. The method can include the operation of: identify-
ing, at the memory controller, a data provider node in the
data center that stores the training data that is requested
by the data consumer node, wherein the data provider
node is identified using a tracking table that is maintained
at the memory controller. The method can include the
operation of: sending, from the memory controller, an
instruction to the data provider node that instructs the
data provider node to send the training data to the data
consumer node to enable training of the model that runs
on the data consumer node.
[0097] In one example of the method for assisting data
transfers in the data center, the method can further in-
clude the operation of: receiving an acknowledgement
from the data consumer node after the training data is
received at the data consumer node from the data pro-
vider node.
[0098] In one example of the method for assisting data
transfers in the data center, the method can further in-
clude the operation of: instructing the data provider node
to delete the training data from the data provider node
after the training data is provided to the data consumer
node.
[0099] In one example of the method for assisting data
transfers in the data center, the tracking table tracks a
storage of training data across different data provider
nodes in the data center on a per model ID basis.
[0100] In one example of the method for assisting data
transfers in the data center, the method can further in-
clude the operation of: discovering training data stored
in a plurality of data provider nodes in the data center

that are associated with certain model IDs; and register-
ing the training data that is associated with the model
IDs, wherein a registration of the training data involves
adding an indication of the training data, data provider
nodes(s) that store the training data, and associated
model IDs to the tracking table that is maintained at the
memory controller.
[0101] In one example of the method for assisting data
transfers in the data center, the method can further in-
clude the operation of: facilitating a distribution and shar-
ing of training data between the data consumer node and
the data provider node in the data center.
[0102] In one example of the method for assisting data
transfers in the data center, the method can further in-
clude the operation of: managing one or more of a quality
of service (QoS) or a service level agreement (SLA) for
the model that is associated with the model ID, wherein
the QoS information or the SLA information defines an
amount of bandwidth for reading training data associated
with the model ID from the data provider node or storing
training data associated with the model ID to the data
provider node.
[0103] In one example of the method for assisting data
transfers in the data center, the method can further in-
clude the operation of: processing multiple requests re-
ceived from the data consumer node, wherein the mem-
ory controller is configured to apply load balancing when
instructing one or more data provider nodes in the data
center to provide training data to the data consumer node
in response to the multiple requests.
[0104] In one example of the method for assisting data
transfers in the data center, the method can further in-
clude the operation of: receiving multiple requests re-
ceived from the data consumer node, wherein each re-
quest is for training data associated with a separate mod-
el ID; determining, using the tracking table, a priority level
for each of the model IDs associated with the multiple
requests received from the data consumer node; and
processing the requests in order of priority based on the
priority level for each of the model IDs associated with
the multiple requests received from the data consumer
node.
[0105] In one example of the method for assisting data
transfers in the data center, the data consumer node that
runs the model is an artificial intelligence (AI) hardware
platform; and the data providing node is one of: a storage
node, a computing platform or a pooled memory.
[0106] In one example of the method for assisting data
transfers in the data center, the model is an artificial in-
telligence (AI) model.
[0107] In one example of the method for assisting data
transfers in the data center, the memory controller is a
distributed shared memory controller that is included in
each storage rack of the data center, or the memory con-
troller is a centralized shared memory controller that is
included per data center.
[0108] While the forgoing examples are illustrative of
the principles of invention embodiments in one or more
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particular applications, it will be apparent to those of or-
dinary skill in the art that numerous modifications in form,
usage and details of implementation can be made without
the exercise of inventive faculty, and without departing
from the principles and concepts of the disclosure.

Claims

1. A memory controller, comprising logic to:

receive, at the memory controller, a request from
a data consumer node in a data center for train-
ing data, wherein the training data indicated in
the request corresponds to a model identifier
(ID) of a model that runs on the data consumer
node;
identify, at the memory controller, a data provid-
er node in the data center that stores the training
data that is requested by the data consumer
node, wherein the data provider node is identi-
fied using a tracking table that is maintained at
the memory controller; and
send, from the memory controller, an instruction
to the data provider node that instructs the data
provider node to send the training data to the
data consumer node to enable training of the
model that runs on the data consumer node.

2. The memory controller of claim 1, further comprising
logic to facilitate a distribution and sharing of training
data between the data consumer node and the data
provider node in the data center.

3. The memory controller of claim 1, further comprising
logic to:

manage one or more of a quality of service (QoS)
or a service level agreement (SLA) for the model
that is associated with the model ID; and
store one or more of QoS information or SLA
information in the tracking table, wherein the
QoS information or the SLA information defines
an amount of bandwidth for reading training data
associated with the model ID from the data pro-
vider node or storing training data associated
with the model ID to the data provider node.

4. The memory controller of claim 1, further comprising
logic to process multiple requests received from the
data consumer node, wherein the memory controller
is configured to apply load balancing when instruct-
ing one or more data provider nodes in the data cent-
er to provide training data to the data consumer node
in response to the multiple requests.

5. The memory controller of claim 1, wherein the mem-
ory controller is a distributed shared memory con-

troller that is included in each storage rack of the
data center, or the memory controller is a centralized
shared memory controller that is included per data
center.

6. A system operable to perform data operations on
storage devices, the system comprising:

a compute element;
a storage device; and
a memory controller comprising logic to:

receive, from the compute element in a data
center, a request to perform a data opera-
tion with respect to a model identifier (ID),
wherein the model ID corresponds to a mod-
el that runs in the data center;
determine, at the memory controller, the
storage device in the data center to be used
for performing the data operation with re-
spect to the model ID; and
perform, at the memory controller, the data
operation on the storage device for the com-
pute element with respect to the model ID.

7. The system of claim 6, wherein the data operation
includes a data read operation to read training data
associated with the model ID from the storage device
and return the training data to the compute element,
and wherein the training data that is read from the
storage device is addressable based on the model
ID and is used by the compute element to train the
model, and the training data is returned to the com-
pute element for storage in a local buffer of the com-
pute element.

8. The system of claim 6, wherein the data operation
includes a data write operation to write training data
associated with the model ID that is received from
the compute element to the storage device, wherein
the training data that is written to the storage device
is addressable based on the model ID, or wherein
the data operation includes a data read operation to
read training data associated with a defined data set
ID for the model ID from the storage device and re-
turn the training data to the compute element.

9. The system of claim 6, wherein the memory control-
ler further comprises logic to determine the storage
device in the data center to be used for performing
the data operation based on a mapping table that is
stored at the memory controller, wherein the map-
ping table includes a memory range in the storage
device for each model ID.

10. The system of claim 6, wherein the memory control-
ler further comprises logic to register the model ID
that corresponds to the model, wherein a registration
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of the model includes an allocation of a memory re-
gion in the storage device for storage of training data
associated with the model ID.

11. A method for assisting data transfers in a data center,
the method comprising:

receiving, at a memory controller in a data cent-
er, a request from a data consumer node in the
data center for training data, wherein the training
data indicated in the request corresponds to a
model identifier (ID) of a model that runs on the
data consumer node;
identifying, at the memory controller, a data pro-
vider node in the data center that stores the train-
ing data that is requested by the data consumer
node, wherein the data provider node is identi-
fied using a tracking table that is maintained at
the memory controller; and
sending, from the memory controller, an instruc-
tion to the data provider node that instructs the
data provider node to send the training data to
the data consumer node to enable training of
the model that runs on the data consumer node.

12. Either of claims 1 or 11, wherein the tracking table
tracks a storage of training data across different data
provider nodes in the data center on a per model ID
basis.

13. Either of claims 1 or 11, wherein the memory con-
troller further comprises logic for, or the method fur-
ther comprises:

discovering training data stored in a plurality of
data provider nodes in the data center that are
associated with certain model IDs; and
registering the training data that is associated
with the model IDs, wherein a registration of the
training data involves adding an indication of the
training data, data provider nodes(s) that store
the training data, and associated model IDs to
the tracking table that is maintained at the mem-
ory controller.

14. The method of claim 11, further comprising manag-
ing one or more of a quality of service (QoS) or a
service level agreement (SLA) for the model that is
associated with the model ID, wherein QoS informa-
tion or SLA information defines an amount of band-
width for reading training data associated with the
model ID from the data provider node or storing train-
ing data associated with the model ID to the data
provider node.

15. Either of claims 1 or 11, wherein the memory con-
troller further comprises logic for, or the method fur-
ther comprises:

receiving multiple requests from the data con-
sumer node, wherein each request is for training
data associated with a separate model ID;
determining, using the tracking table, a priority
level for each of the model IDs associated with
the multiple requests received from the data
consumer node; and
processing the requests in order of priority
based on the priority level for each of the model
IDs associated with the multiple requests re-
ceived from the data consumer node.
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