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(54) TOUCH SENSOR ASSEMBLY

(57) A touch sensor assembly includes a touch sub-
strate attached to a rear surface of a panel having a touch
point, a piezo disk having first and second poles stacked
thereon, wherein the first pole is disposed on at least a
central portion of a front surface thereof and aligned in a
direction facing the touch substrate to be fixed to a rear
surface of the touch substrate, a pressing part flexibly
provided on the touch substrate, electrically connected
to the first pole upon being in contact with the first pole,
and electrically connected to a plurality of wirings provid-
ed on the touch substrate at a plurality of points, and a
fixing surface electrically connected to the second pole
while supporting the second pole such that the piezo disk
is fixed to the rear surface of the touch substrate and
electrically connected to second wirings provided on the
touch substrate.
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Description

BACKGROUND

[0001] The present specification relates to a touch sen-
sor assembly.
[0002] Refrigerators may be classified into a top mount
type refrigerator in which a freezing compartment is lo-
cated above a refrigerating compartment, a bottom freez-
er type refrigerator in which a refrigerating compartment
is located above a freezing compartment, and a side-by-
side type refrigerator in which a refrigerating compart-
ment and a freezing compartment are respectively locat-
ed at left and right sides, according to the configurations
of the refrigerating compartment and the freezing com-
partment.
[0003] The side-by-side type refrigerator is mainly re-
leased as a refrigerator having a relatively large capacity
and various functions, and includes a freezing compart-
ment and a refrigerating compartment which are vertical-
ly installed at the left and right sides of the refrigerator.
An evaporator is provided on the rear surface of the freez-
ing compartment to suck air from the lower portions of
the freezing compartment and the refrigerating compart-
ment and to discharge air upward, thereby circulating
cool air in the compartments to perform the refrigerating
function and the freezing function.
[0004] In general, refrigerator doors are rotatably in-
stalled on a front surface of a refrigerator and are exposed
to a user in a state in which storage compartments are
closed. In consideration of the usage of the refrigerator,
in which a time to keep the refrigerator door open is small
during a day, the front surface of the door of the refrig-
erator is decorated with a panel having various patterns
or a front panel of the door is made of a luxurious exterior
material, in order to provide an aesthetically pleasing ap-
pearance.
[0005] Recently, users have a high preference for a
material of home appliances made of metal. When a dis-
play for confirming operation information of a refrigerator
and buttons for operating the refrigerator are installed on
a front surface of a door of the refrigerator, the appear-
ance of the refrigerator may be deteriorated.
[0006] In consideration of this, recently, research into
a door structure in which display information and buttons
are not usually displayed and are displayed only when a
user desires to view the display information and the but-
tons is actively being conducted.
[0007] It is difficult to apply an electrostatic touch meth-
od to a door having a front panel made of a metal material.
In addition, since the metal material itself has certain ri-
gidity, it is not easy to implement a static-pressure type
touch method. In particular, it is difficult to implement a
hidden button on a panel made of a metal material using
a conventional touch sensing method.
[0008] Accordingly, there is a need for development of
a sensor capable of reliably recognizing a touch opera-
tion even in a panel made of a metal material. Such a

sensor is applicable not only to a front panel of a refrig-
erator door but also to various home appliances having
a metal panel and capable of applying a hidden button
for performing a touch operation to the metal panel and
thus is widely used in various fields.
[0009] In the above-described metal touch sensor,
when force applied upon touch is large or the number of
times of pressing a button is increased, a pressing portion
and the periphery thereof may be damaged with time.
[0010] However, in the related art, there is no counter-
measure against such damage and thus a pattern con-
necting an electric signal cannot be prevented from being
disconnected.

SUMMARY

[0011] An object of the present invention is to provide
a touch sensor assembly having a small number of parts,
a simple manufacturing method and high touch operation
sensing reliability.
[0012] Another object of the present invention is to pro-
vide a touch sensor assembly capable of preventing a
pattern connecting an electrical signal from being discon-
nected due to repeated use and fatigue accumulation.
[0013] Another object of the present invention is to pro-
vide a touch sensor assembly capable of operating even
when any one pattern is disconnected.
[0014] Another object of the present invention is to pro-
vide a touch sensor assembly capable of preventing fail-
ure which occurs when a pattern connecting an electrical
signal is disconnected and increasing the lifespan of a
product.
[0015] Another object of the present invention is to pro-
vide a touch sensor assembly capable of reducing pos-
sibility of damage by forming a line, through which a pat-
tern connecting an electrical signal passes, in the form
of a curved line to increase a withstanding load as com-
pared to a straight line.
[0016] Another object of the present invention is to pro-
vide a touch sensor assembly having high touch opera-
tion sensitivity.
[0017] Another object of the present invention is to pro-
vide a touch sensor assembly having robustness and
high durability.
[0018] Another object of the present invention is to pro-
vide a touch sensor assembly having a high degree of
freedom in design.
[0019] Another object of the present invention is to pro-
vide a touch sensor assembly which can be easily and
manually manufactured and can be automated.
[0020] Another object of the present invention is to pro-
vide a touch sensor assembly which can be robustly as-
sembled and can increase touch operation sensing reli-
ability.
[0021] According to an aspect, a touch sensor assem-
bly includes a touch substrate attached to a rear surface
of a panel having a touch point, a piezo disk having first
and second poles stacked thereon, wherein the first pole

1 2 



EP 3 745 595 A1

3

5

10

15

20

25

30

35

40

45

50

55

is disposed on at least a central portion of a front surface
thereof and aligned in a direction facing the touch sub-
strate to be fixed to a rear surface of the touch substrate,
a pressing part flexibly provided on the touch substrate,
electrically connected to the first pole upon being in con-
tact with the first pole, and electrically connected to a
plurality of wirings provided on the touch substrate at a
plurality of points, and a fixing surface electrically con-
nected to the second pole while supporting the second
pole such that the piezo disk is fixed to the rear surface
of the touch substrate and electrically connected to sec-
ond wirings provided on the touch substrate. Accordingly,
it is possible to prevent a pattern connecting an electrical
signal from being broken by repeated use and fatigue
accumulation and to perform operation even when any
one pattern is broken.
[0022] In addition, a hole may be provided at a position
of the touch substrate corresponding to the touch point,
and the pressing part may be connected to the ends of
a plurality of leg parts extending from inner circumferen-
tial surface of the hole to a central portion of the hole.
[0023] In addition, the plurality of first wirings may be
electrically connected to the pressing part through the
leg parts.
[0024] In addition, the leg parts may be radially provid-
ed around the pressing part. In addition, the leg parts
may have an asymmetric structure with respect to the
pressing part.
[0025] In addition, the leg parts and the first wirings
passing through the leg parts may be formed in a curved
shape.
[0026] In addition, a holder for providing fixing force for
fixing the piezo disk to the rear surface of the touch sub-
strate by supporting a side surface and a rear surface of
the piezo disk may be fixed to the fixing surface.
[0027] In addition, the holder may be made of a con-
ductive material, and the second pole of the piezo disk
may be electrically connected to the fixing surface.
[0028] In addition, the holder may include a rear sup-
port part supporting a rear surface of the piezo disk. The
holder may include a side support part extending from
an edge of the rear support part toward the touch sub-
strate to support the side surface of the piezo disk. The
holder may include a fixing leg part extending from the
side support part outwardly in a direction parallel to a
plane including the touch substrate to be fixed to the fixing
surface of the touch substrate.
[0029] In addition, an insertion hole opened to insert
the piezo disk may be formed in one side of the rear
support part. In addition, the insertion hole may be formed
toward the outside of the touch substrate.
[0030] In addition, a guide groove recessed inward
may be provided in an edge of the rear support part in-
cluding the insertion hole in order to guide insertion of
the piezo disk.
[0031] In addition, pressing projections protruding for-
wardly to press the rear surface of the piezo disk forward-
ly may be provided on the rear support part, and the

pressing projections may press edges of the rear surface
of the piezo disk.
[0032] In addition, a first adhesive member for provid-
ing adhesive strength to adhere the touch substrate to
the rear surface of the panel may be stacked on a front
surface of the touch substrate.
[0033] In addition, the touch sensor assembly may
comprise an oxidation prevention film coated on at least
one of the first pole or the second pole of the piezo disk
and the pressing part or the fixing surface of the touch
substrate and made of a conductive material. According-
ly, it is possible to prevent oxidation of the piezo disk and
the touch substrate without a complicated sealing struc-
ture and to prevent electrical contact failure due to oxi-
dation of the piezo disk and the touch substrate.
[0034] In addition, the oxidation prevention film may
be made of carbon or gold (Au).
[0035] In addition, the oxidation prevention film may
be coated using a silk screen method.

BRIEF DESCRIPTION OF THE DRAWINGS

[0036]

FIG. 1 is a view showing a front surface of a refrig-
erator, to which a touch sensor assembly according
to the present invention is applied.
FIG. 2 is a perspective view showing a door portion
of the refrigerator of FIG. 1.
FIG. 3 is a partial exploded perspective view of the
refrigerator of FIG. 2.
FIG. 4 is an exploded perspective view of the touch
sensor assembly shown in FIG. 3.
FIG. 5 is an enlarged view of a portion A of the touch
substrate shown in FIG. 4.
FIG. 6 is a front view and a rear view showing the
other embodiments of the portion of the touch sub-
strate shown in FIG. 5.
FIG. 7 is an enlarged view and a side view of a portion
B which is one of the piezo disks shown in FIG. 4.
FIG. 8 is an enlarged view of a portion C which is
one of holders shown in FIG. 4.
FIG. 9 is a cross-sectional view of a piezo disk in-
stallation portion of the touch sensor assembly when
viewed in an X-X direction of FIG. 2 in a state of
assembling the touch sensor assembly of FIG. 4.
FIG. 10 is a front view showing a state in which the
touch substrate, the holder and the piezo disk of the
touch sensor assembly of FIG. 4 are assembled.
FIG. 11 is a rear view of FIG. 10.

DETAILED DESCRIPTION OF THE EMBODIMENTS

[0037] Hereinafter, some embodiments of the present
invention will be described in detail with reference to ex-
emplary drawings. The present invention is not limited to
the disclosed embodiments, but may be embodied in
many different forms. The present embodiments are pro-
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vided so that the disclosure of the present invention is
complete and that those skilled in the art will fully under-
stand the scope of the invention.
[0038] FIG. 1 is a view showing a front surface of a
refrigerator, to which a touch sensor assembly according
to the present invention is applied, FIG. 2 is a perspective
view showing a door portion of the refrigerator of FIG. 1,
and FIG. 3 is a partial exploded perspective view of the
refrigerator of FIG. 2.
[0039] As shown in FIG. 1, the appearance of the re-
frigerator 1 according to the embodiment of the present
invention is defined by a cabinet for providing a storage
space and refrigerator doors 10 installed on the cabinet
to open and close the storage space.
[0040] The storage space provided by the cabinet may
be partitioned into left and right sides and/or upper and
lower sides, and a plurality of refrigerator doors 10 for
opening and closing the storage space is provided on a
front surface of the partitioned storage space. The doors
10 are configured to open and close the storage space
in a sliding or rotation manner and the doors configures
the front appearance of the refrigerator in a state of clos-
ing the doors.
[0041] On a door 10, which corresponds to an eye level
of a user having an average height, of the plurality of
refrigerator doors 10, a display region 11 and a touch
region 22 is provided at a height where a user can easily
identify or operate the regions.
[0042] The display region 11 displays the operation
state of the refrigerator 1 to the outside and is configured
to display symbols or numerals as light irradiated from
an internal space of the door 10 is transmitted (see FIG.
2), such that the user can check the operation information
of the refrigerator.
[0043] When light is not irradiated from the internal
space of the door, the display region 11 is not displayed
(see FIG. 1). In this state, the display region 11 seems
to be not present in the door 10, thereby implementing a
clear appearance.
[0044] The touch region 22 is used for a user to perform
a touch operation for operating the refrigerator 1 and is
provided near the display region 11. A plurality of touch
points 21 is provided in the touch region 22. When the
user presses a touch point 21, an operation correspond-
ing thereto is performed. The touch points 21 may be
displayed to be recognized by the user by a printing proc-
ess or a surface processing method such as etching.
[0045] Of course, the touch region 22 may not be in-
stalled on the same door 10 as the display region 11 and
may be installed on another door 10 or on one side of a
cabinet.
[0046] In addition, the touch points 21 may not be dis-
played so as to be always identified and the positions
thereof may or may not be recognized depending on
whether light is irradiated from the inside of the door or
not, as in the display region 11.
[0047] A front panel 20 may be made of a metal plate
such as a steel or stainless steel plate. A touch sensor

assembly 100 is fixed to a rear surface of a portion cor-
responding to the touch region 22 of the front panel 20.
A support structure 30 may be installed inside a door liner
40 fastened to the rear side of the front panel 20, in order
to increase adhesive strength between the touch sensor
assembly 100 and the front panel 20. When the front
panel 20 and the door liner 40 are fastened in a state of
fixing the touch sensor assembly 100 to the rear surface
of the front panel 20, the support structure 30 installed
on the door liner 40 presses the rear surface of the touch
sensor assembly 100 to support the touch sensor as-
sembly 100 forward.
[0048] In addition, by fastening the front panel 20 and
the door liner 40 in a state of fixing the touch sensor
assembly 100 to the front surface of the support structure
30, the front surface of the touch sensor assembly 100
may be adhered to the rear surface of the front panel 20.
In addition, it should be understood that various support-
ing methods including a method of assembling the front
panel 20 and the door liner 40 to support the touch sensor
assembly 100 toward the front panel 20 are possible.
[0049] FIG. 4 is an exploded perspective view of the
touch sensor assembly shown in FIG. 3, FIG. 5 is an
enlarged view of a portion A of the touch substrate shown
in FIG. 4, FIG. 6 is a front view and a rear view showing
the other embodiments of the portion of the touch sub-
strate shown in FIG. 5, FIG. 7 is an enlarged view and a
side view of a portion B which is one of the piezo disks
shown in FIG. 4, FIG. 8 is an enlarged view of a portion
C which is one of holders shown in FIG. 4, FIG. 9 is a
cross-sectional view of a piezo disk installation portion
of the touch sensor assembly when viewed in an X-X
direction of FIG. 2 in a state of assembling the touch
sensor assembly of FIG. 4, FIG. 10 is a front view showing
a state in which the touch substrate, the holder and the
piezo disk of the touch sensor assembly of FIG. 4 are
assembled, and FIG. 11 is a rear view of FIG. 10.
[0050] Hereinafter, the overall structure of the touch
sensor assembly and the structures of the individual com-
ponents configuring the touch sensor assembly will be
described in detail with reference to FIGS. 4 to 11.
[0051] Referring to FIGS. 4 and 9, in the touch sensor
assembly 100, a touch substrate 120 and a guide sub-
strate 160 are stacked by a second adhesive member
150, thereby forming an overall appearance. The touch
substrate and the guide substrate may be made of a print-
ed circuit board (PCB) having a certain thickness. How-
ever, the guide substrate may not be made of a PCB and
may be made of synthetic resin having the same shape,
for example, a plastic injected part.
[0052] A holder 140 fixed to the touch substrate 120
and a piezo disk 130 inserted into the holder 140 are
received in a reception hole 162 of the guide substrate
160. That is, the guide substrate 160 may function as a
part of the body of the touch sensor assembly 100 while
defining the overall appearance and function as a part of
a housing for receiving various components installed in
the touch sensor assembly. Accordingly, the material and
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molding method of the guide substrate 160 may be var-
iously changed according to the function of the guide
substrate 160.
[0053] A first adhesive member 110 such as a double-
sided adhesive tape is adhered to an outer surface, that
is, the opposite surface of the surface on which the guide
substrate is stacked, of the touch substrate 120 to be
water-tighten with respect to the touch substrate 120 and
the structure stacked thereon and the outer surface of
the touch substrate 120 may be attached to the rear sur-
face of the front panel 20 of the refrigerator door.
[0054] A third adhesive member 170 made of P.E.T is
attached to the outer surface, that is, the opposite surface
of the surface on which the touch substrate is stacked,
of the guide substrate 160 to be water-tighten with re-
spect to the guide substrate 160 and the structure
stacked thereon.
[0055] The touch substrate 120 corresponds to the
touch region 22 including the plurality of touch points 21
provided on the front panel 20 configuring the door 10 of
the refrigerator 1. In the embodiment of the present in-
vention, the plurality of touch points 21 is arranged on
the front panel 20 to be spaced apart from each other in
a line and the touch region 22 is formed in an elongated
rectangular shape (see FIGS. 1 to 3). Accordingly, the
touch substrate 120 may be formed in an elongated rec-
tangular shape.
[0056] Referring to FIG. 5, a hole 122 is provided in
the touch substrate 120 at a position corresponding to
the touch point 21 of the front panel 20. In the embodiment
of the present invention, the hole is substantially rectan-
gular but the shape of the hole is not limited thereto. The
center of the hole 122 is aligned with the center of the
touch point 21 of the front panel 20.
[0057] A plurality of leg parts 124 extending from an
inner circumferential surface to the center of the hole is
provided in the inner circumferential surface of the hole
122. A pressing part 126 aligned with the center of the
hole is connected to the front ends of the leg parts 124.
The shape of the pressing part 126 corresponds to that
of a piezo disk and the size thereof may be slightly less
than that of the piezo disk. In the present invention, the
piezo disk and the circular pressing part 126 correspond-
ing thereto are shown. The pressing part 126 and the
inner circumferential surface of the hole 122 having the
rectangular shape are connected to each other by the
plurality of leg parts 124 extending from the center of
each side of the rectangle to the pressing part.
[0058] The structure in which the hole 122 is provided
in the touch substrate 120 and the pressing part 126 pro-
vided at the center of the hole is connected by the plurality
of leg parts 124 makes the pressing part 126 flexible.
That is, when the user presses the touch point 21 of the
front panel, the pressing force is applied to the pressing
part 126. Since the pressing part 126 is connected to the
main body of the touch substrate 120 through the plurality
of relatively thin leg parts 124, the pressing part 126 may
be pressed by the pressing force of the user.

[0059] Accordingly, in the embodiment of the present
invention, the structure in which the pressing part 126 is
provided at the center of the hole 122 through the four
leg parts 124 may be variously changed if the pressing
part 126 is easily moved according to the touch pressure
of the user and is designed to have sufficient durability
against repeated pressing operations. As a modification
of the embodiment (see FIGS. 5 and 6(a)) in which the
four leg parts are provided at an interval of 90°, a structure
in which three leg parts are provided at an interval of 90°
as shown in (b) of FIG. 6, a cantilever structure in which
only two leg parts are provided at an interval of 90° as
shown in (c) of FIG. 6 or a straight type structure in which
only two leg parts are provided at an interval of 180° as
shown in (d) of FIG. 6 is applicable. In particular, since
the cantilever structure is deformed so as to be more
conformable to the touch pressure of the user, it is pos-
sible to further increase touch sensitivity.
[0060] Meanwhile, as shown in FIG. 5, fixing surfaces
128 for fixing the fixing leg parts 148 of the holder 140
are provided in the vicinity of the hole 122. Although the
fixing surfaces 128 protruding toward the inside of the
hole 122 in a substantially rectangular shape are provid-
ed in the embodiment, the positions of the fixing surfaces
is not limited thereto.
[0061] Since the touch substrate 120 according to the
first embodiment is formed in an elongated rectangular
shape and the long side of the hole 122 having the rec-
tangular shape is aligned in a direction corresponding to
the longitudinal direction of the touch substrate, the touch
substrate 120 may become slimmer. In addition, since
the fixing surfaces 128 are provided at the short sides of
the hole 122, an insertion hole 141 of the holder 140 may
be configured to be opened toward the side surface of
the touch substrate 120 and thus the piezo disk 130 may
be more easily inserted.
[0062] The hole 122, the plurality of leg parts 124, the
pressing part 126 and the fixing surface 128 may be si-
multaneously formed in the touch substrate 120, by
punching the hole portion of the touch substrate except
for the leg parts 124, the pressing part 126 and the fixing
surface 128.
[0063] The touch substrate 120 includes electrical wir-
ings, one of which is a first wiring 1201 passing through
the pressing part 126 and the plurality of leg parts 124
and the other of which is a second wiring 1202 connected
to the fixing surface, in order to determine whether pres-
sure is applied to the piezo disk. That is, when pressure
is applied to the piezo disk to generate a potential differ-
ence, electromotive force may be sensed through the
wirings.
[0064] According to the present invention, a plurality
of first wirings 1201 is provided. In addition, a plurality of
second wirings 1202 may be provided.
[0065] Accordingly, the plurality of leg parts 124,
through which the first wirings 1201 pass, and the plurality
of fixing surfaces 128, to which the second wirings 1202
are connected, may be provided.
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[0066] The plurality of first wirings 1201 may be pro-
vided, such that the plurality of first wirings 1201 passes
through one leg part 124 or only one first wiring 1201
passes through one leg part 124. In addition, the plurality
of first wirings 1201 may be connected to a plurality of
points of the pressing part 126.
[0067] For example, the number of leg parts 124 may
be four and the number of first wirings 1201 may be four
such that the first wirings correspond to the leg parts.
[0068] In general, if force momentarily applied to the
pressing part 126 is large or if the number of times of
pressing the pressing part 126 is increased, the leg parts
124 supporting the pressing part 126 may be damaged.
In addition, when the leg parts 124 are damaged, the first
wirings 1201 passing through the leg parts 124 may be
broken.
[0069] However, conventionally, it is impossible to pre-
pare for damage of the leg parts 124 and breaking of the
first wirings 1201.
[0070] However, in the present invention, since the plu-
rality of leg parts 124 supporting the pressing part 126 is
provided and the plurality of first wirings 1201 passing
through the leg parts 124 is provided, even when any
one of the plurality of leg parts 124 is damaged or any
one of the plurality of first wirings 1201 is broken, the
pressing part 126 may be supported by the other leg parts
124 which are not damaged and the electrical signal may
be transmitted to the touch substrate 120 or a wafer 180
or a connector (not shown) by the other first wirings 1201
which are not broken.
[0071] In addition, the pressing part 126, the leg parts
124 and the first wirings 1201 passing through the leg
parts 124 may have improved durability and an enhanced
structure.
[0072] In the present invention, the leg parts 124 are
formed in the curved shape and thus a load supported
thereby may be greater than the load supported by the
leg parts 124 having a straight shape.
[0073] Specifically, when the leg parts 124 are formed
in the curved shape, elastic deformation is easy, fatigue
strength is increased, flexibility is secured, such that the
leg parts 124 are not easily broken even when the leg
parts 124 are repeatedly used.
[0074] That is, in the present invention, since the leg
parts 124 are formed in a curved line (arch shape), even
if force momentarily applied to the pressing part 126 is
large or if the number of times of pressing the pressing
part 126 is increased, the possibility of damaging the leg
parts may be reduced as compared to the straight leg
parts.
[0075] Since the first wirings 1201 passing through the
leg parts 124 are formed in a curved shape, the possibility
of breaking the first wirings may be reduced similarly to
the leg parts 124.
[0076] Referring to FIGS. 4 and 9, the guide substrate
160 is an injected part having the touch substrate 120
stacked thereon with the second adhesive member 150
interposed therebetween. The second adhesive member

150 may be a double-sided adhesive tape adhered to
the two substrates 120 and 160.
[0077] The guide substrate 160 is formed in a rectan-
gular flat plate to correspond to the touch substrate 120
and reception holes 162 are provided at positions corre-
sponding to the holes 122 of the touch substrate 120.
[0078] The reception hole 162 has an area capable of
receiving at least the holder 140 and the piezo disk 130
received in the holder 140 and the thickness of the guide
substrate 160 is equal to or slightly greater than the height
of the holder 140. Accordingly, in a state in which the
holder 140 is received in the reception hole 162, the hold-
er does not protrude from the surface of the guide sub-
strate 160.
[0079] Since the holder 140 is installed in the hole por-
tion of the touch substrate 120, the second adhesive
member 150 includes a through-hole 152 having the po-
sition and shape corresponding to those of the reception
hole 162 of the guide substrate 160.
[0080] Referring to FIGS. 4, 8 and 9, the holder 140 is
fixed to the portion of the hole 122 of the touch substrate
120. When the holder 140 is fixed to the touch substrate
120, the piezo disk may be inserted into and fixed in a
space provided by the holder and the touch substrate.
[0081] The holder 140 includes a rear support part 142
substantially covering the portion of the hole 122 of the
touch substrate and having a rectangular shape. (Strictly
speaking, although the shape of the rear support part
142 is substantially a square, for convenience, the shape
of the rear support part 142 is described as being a rec-
tangular shape in correspondence with the rectangular
hole 122 of the touch substrate 120.) When the holder is
fixed to the touch substrate, the rear support part 142 is
spaced apart from the surface of the touch substrate by
a predetermined gap. The gap between the rear support
part 142 and the surface of the touch substrate may be
defined by side support parts 146 bent on the outer edge
of the rear support part at a substantially right angle. Fix-
ing leg parts 148 fixed to the fixing surfaces 128 of the
touch substrate 120 through soldering are provided on
the ends of the side support parts 146. The fixing leg
parts 148 are electrically connected to the fixing surfaces
128 through soldering.
[0082] In some the embodiments, a total of four fixing
surfaces 128 of the touch substrate is provided at the
short side portions of the rectangular hole 122 and four
fixing leg parts 148 are provided at positions correspond-
ing to the fixing surfaces. Each fixing leg part 148 is
formed in a planar shape to be in contact with the fixing
surface 128, and a via hole 149 may be formed in an end
of the fixing leg part in order to increase soldering adhe-
sion with the fixing surface 128. The fixing leg parts 148
are arranged in the longitudinal direction of the touch
substrate 120, such that the insertion hole 141 of the
holder is opened toward the lateral side (that is, the di-
rection perpendicular to the longitudinal direction) of the
touch substrate 120, thereby more easily inserting the
piezo disk.
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[0083] The side support parts 146 are bent at a right
angle on two short sides and one long side among the
four sides of the rectangular rear support part 142. The
side support parts 146 prevent the piezo disk 130 from
being separated from the holder 140 in a process of sup-
porting and assembling the side surface of the piezo disk
130 to be inserted into the holder 140. The fixing leg parts
148 are provided at the portions of the side support parts
146 where the two short sides of the rear support part
142 are bent. The long side, on which the side support
part 146 is not provided, of the rear support part 142
becomes the insertion hole 141, through the piezo disk
130 is inserted. An arc-shaped guide groove 147 guiding
the end of the disk toward the insertion hole 141 upon
inserting the piezo disk 130 having the circular plate is
provided in the long side portion, which becomes the in-
sertion hole 141, of the side support part 146.
[0084] The rear support part 142 becomes a portion
supporting the rear surface 134 of the piezo disk 130.
Pressing projections 143 pressing and supporting the
edges of the rear surface of the piezo disk 130 are pro-
vided in the vicinities of the outer edges of the rear support
part 142. The pressing projections 143 are provided at
positions deviating from a first pole 136 provided on the
front surface of the piezo disk 130.
[0085] The portion of the first pole 136 provided at the
central part of the front surface 132 of the piezo disk 130
slightly protrudes from the front surface of the piezo disk.
Such a first pole portion is in contact with the pressing
part 126 of the touch substrate and is pressed and sup-
ported by the touch substrate. Accordingly, when the
pressing projections 143 are provided at the positions
deviating from the first pole 136 provided on the front
surface of the piezo disk 130, the pressing part 126, which
is flexibly moved by the leg parts 124 of the touch sub-
strate 120 to some extent, presses the first pole 136 pro-
truding from the front surface 132 of the piezo disk 130
and the pressing projections 143 of the holder 140 press
the edges of the rear surface 134 of the piezo disk 130
deviating from the first pole 136, thereby tightly support-
ing the piezo disk 130 while minimizing the load applied
to a portion where the potential difference of the piezo
disk 130 is generated.
[0086] In addition, slits 144 having an arc shape are
provided around the central point of the rear support part
142 of the holder. Such slits 144 are provided inside the
pressing projections 143. The slits 144 may facilitate de-
formation of the vicinities of the slits. Accordingly, the
central portion of the rear support part may be deformed
according to deformation of the central portion of the rear
surface of the piezo disk 130 which may be finely bent
toward the rea surface by the pressing part 126 and the
pressing projections 143. The same is true even when
the user presses the touch point 21 of the front panel.
[0087] The holder 140 may be made of a conductive
material such as metal, and a planar metal plate is sub-
jected to press processing or piercing to easily form the
pressing projections, the slits, the side support part, etc.

That is, the holder 140 is electrically connected to the
second wirings 1202 through the fixing surface 128.
[0088] Referring to FIG. 7, the piezo disk 130 includes
a second pole 138 of a metal plate having a front surface
132 and a rear surface 134 and a first pole 136 stacked
on the central portion of the front surface 132. The first
pole 136 slightly protrudes from the surface of the second
pole 138 at the central portion thereof. The first pole 136
may be made of ceramic and the second pole 138 may
be made of a conductive material such as metal. In ad-
dition, a conductive layer 1361 such as silver (Ag) may
be coated on the surface of the first pole 136.
[0089] The piezo disk 130 may be formed in the form
of a circular plate and the diameter thereof may be equal
to or slightly less than a gap between the two side support
parts where the two short sides of the rear support part
of the holder are bent.
[0090] The piezo disk 130 may be inserted between
the touch substrate 120 and the holder 140 fixed to the
touch substrate 120 and the guide groove 147 guides
insertion of the piezo disk 130 upon inserting the piezo
disk. When the piezo disk 130 is inserted, the front sur-
face 132, on which the first pole 136 is provided, faces
the touch substrate 120 and the rear surface 134 faces
the holder.
[0091] When pressure is applied between the first pole
and the second pole of the piezo disk 130, a potential
difference is generated between the first pole and the
second pole. According to the principle of the piezo disk
130, the wiring surface of the pressing part 126 of the
touch substrate 120 which is in contact with the first pole
136 of the front surface 132 is exposed to be electrically
connected to the first pole, and the wirings 1201 are not
exposed so as not to be energized even when the leg
part 124 of the touch substrate 120 is in contact with the
second pole 138.
[0092] In addition, the wiring surface of the pressing
part 126 may include a connection material 1261 made
of copper or gold and the plurality of first wirings 1201
may be electrically connected to the connection material
1261.
[0093] The holder 140 is made of a metal material hav-
ing electrical conductivity and is electrically connected to
the second pole 138 of the rear surface 134. Since the
connection material exposed to the pressing part 126
may be corroded over time, a solder may be thinly coated
on the exposed wiring surface. Meanwhile, such a con-
nection material is exposed to the fixing surface but the
fixing surface is soldered to the fixing leg part 148 of the
holder. Therefore, it is possible to omit apply the solder.
[0094] The first wirings 1201 of the pressing part 126
are connected to the touch substrate 120 through the leg
parts 124 to be connected to the wafer 180 and the fixing
surface 128 of the touch substrate soldered to the fixing
leg parts 148 of the holder 140 are connected to the touch
substrate 120 through the second wirings 1202 to be con-
nected to the wafer 180.
[0095] Accordingly, when the user presses the touch
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point 21, the pressing part 126 is pressed with predeter-
mined force F to press the piezo disk 130. At this time,
since the pressing part 126 presses the central portion
of the front surface 132 of the piezo disk and the pressing
projections 143 of the holder 140 supports the edges of
the rear surface 134 of the disk, the piezo disk 130 is
deformed by the moment M and a potential difference is
generated between the first pole 136 and the second pole
138. Minute current according to electromotive force gen-
erated by this process is transmitted through the wirings
of the touch substrate and the wafer 180 to recognize
that the touch point 21 is touched.
[0096] In some embodiments, a plurality of piezo disks
is installed on the touch substrate. According to the em-
bodiment of the present invention, the wafer 180 for elec-
trical connection with the piezo disk of the touch sensor
assembly is provided outside the touch sensor assembly.
[0097] Referring to FIG. 4, the wafer 180 is installed
on the touch substrate 120. According to the embodi-
ments, the wafer 180 may be installed in a space between
the holes of the touch substrate 120 on which the piezo
disks 130 are installed and are installed on the same
surfaces as the surface, on which the holders 140 are
fixed, of the touch substrate.
[0098] In order to receive the wafer 180, an opening
hole 164 is provided in the guide substrate 160. The
opening hole 164 is opened at the side surface of the
guide substrate 160 and an opening hole 154 is provided
at a corresponding position of the second adhesive mem-
ber 150 in correspondence with the shape of the opening
hole 164. In addition, an opening hole 174 is also provid-
ed in the third adhesive member 170 in correspondence
with the opening hole 164. A connector (not shown) fitted
in the wafer 180 may approach the wafer 180 in the di-
rection of the opening hole and may be fastened to the
wafer 180.
[0099] Hereinafter, the order of assembling the touch
sensor assembly will be described with reference to
FIGS. 4 to 9.
[0100] First, the holder 140 is soldered and fixed to the
rear surface (the opposite surface of the surface facing
the front panel) of the touch substrate 120. Then, the
wafer 180 is installed by an automated process.
[0101] Next, the piezo disk 130 is inserted between the
holder 140 and the touch substrate 120. Since insertion
of the piezo disk is guided by the guide groove 147 when
the piezo disk 130 is inserted, it is possible to more easily
insert the piezo disk. In addition, since the piezo disk 130
is circular but the side surface support 146 of the holder
140 substantially corresponds to the side of the rectan-
gle, when only an end of the piezo disk 130 is inserted
into the insertion part and the piezo disk is pressed from
behind, the circular edge of the piezo disk 130 guides
the piezo disk 130 such that the piezo disk is naturally
aligned and inserted into the holder.
[0102] In particular, according to the embodiments,
since the touch substrate 120 has an elongated rectan-
gular shape, the long sides of the rectangular holes 122

are aligned in a direction corresponding to the longitudi-
nal direction of the touch substrate, and the insertion
parts of the holders 140 are provided in correspondence
with the long sides of the holes, it is possible to insert the
piezo disks 130 into the holders 140 at the side surface
of the touch substrate 120. Therefore, insertion is more
easily performed.
[0103] The front surface and the rear surface of the
touch portions of the touch sensor assembly in a semi-
assembled state in which the holder 140 is fixed to the
touch substrate 120 and the piezo disk 130 is inserted
are shown in FIGS. 10 and 11, respectively.
[0104] Next, the touch substrate 120 and the guide
substrate 160 are stacked with the second adhesive
member 150 interposed therebetween, the first adhesive
member 110 is stacked on the front surface (the surface
facing the front panel) of the touch substrate 120, and
the third adhesive member 170 is stacked on the rear
surface of the guide substrate 160. This may be per-
formed through an automated process.
[0105] The first adhesive member 110 is stacked in a
state of attaching a release paper is attached to the sur-
face thereof and the release paper is removed when the
touch sensor assembly 100 is attached to the front panel
20 of the refrigerator door 10, thereby preventing the ad-
hesive strength of the surface of the first adhesive mem-
ber 110 from being deteriorated.
[0106] In the above-described embodiments, the
structure of the touch sensor assembly of the refrigerator
and the method of manufacturing the same have been
described. However, the above-described touch sensor
assembly is applicable to various fields such as vehicle
door panels, including the other types of home applianc-
es, in addition to the refrigerator.
[0107] While the present invention has been particu-
larly shown and described with reference to exemplary
embodiments thereof, it is to be understood that the in-
vention is not limited to the disclosed exemplary embod-
iments, and it will be understood that various modifica-
tions may be made by those skilled in the art. In addition,
although the operation and effect according to the con-
figuration of the present invention have not been explicitly
described while describing the embodiments of the
present invention, it is needless to say that a predictable
effect is also recognized by the configuration.

Claims

1. A touch sensor assembly (100) comprising:

a touch substrate (120) configured to be at-
tached to a panel (20) having a touch point (21);
and
a piezo disk (130) fixed to the touch substrate
(120) and having a first and a second pole (136,
138), the first pole (136) being disposed a sur-
face of the second pole (138) facing the touch
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substrate (120);
wherein the touch substrate (120) includes a
pressing part (136), which is in contact with the
first pole (136) and electrically connected there-
to, and which is electrically connected at a plu-
rality of points to a plurality of first wirings (1201)
provided on the touch substrate (120) and a fix-
ing surface (128) electrically connected to the
second pole (138) and electrically connected to
second wirings (1202) provided on the touch
substrate (120).

2. The touch sensor assembly (100) according to claim
1,
wherein the pressing part (126) is provided at a po-
sition of the touch substrate (120) corresponding to
the touch point (21).

3. The touch sensor assembly (100) according to claim
1 or 2,
wherein the pressing part (136) is provided within a
hole in the touch substrate (120) and a plurality of
leg parts (124) connects the pressing part (126) to
a circumferential surface of the hole (122), so that
the pressing part (126) is flexibly provided on the
touch substrate (120).

4. The touch sensor assembly (100) according to claim
3, wherein the plurality of first wirings (1201) is elec-
trically connected to the pressing part (126) through
at least two of the plurality of leg parts (124).

5. The touch sensor assembly (100) according to claim
3, 4 or 5, wherein the leg parts (124) are provided
radially around the pressing part and/or are provided
asymmetrically with respect to the pressing part
(126).

6. The touch sensor assembly (100) according to any
one of claims 3 to 5, wherein the leg parts (124) and
the first wirings (1201) passing on the leg parts (124)
are formed in a curved shape.

7. The touch sensor assembly (100) according to any-
one of the preceding claims, further comprising a
holder (140) for fixing the piezo disk (130) to the
touch substrate (120) by supporting a rear surface
of the piezo disk (130) facing away from the touch
substrate (120), the holder (140) being fixed to the
fixing surface (128).

8. The touch sensor assembly (100) according to claim
7,
wherein the holder includes a conductive material,
and
wherein the second pole (138) of the piezo disk (130)
is electrically connected to the fixing surface (128)
by the holder (140).

9. The touch sensor assembly (100) according to claim
7 or 8, wherein the holder (140) includes:

a rear support part (142) supporting the rear sur-
face of the piezo disk (130);
a side support part (146) extending from the rear
support part (142) toward the touch substrate
(120) to support a side surface of the piezo disk
(130); and
a fixing leg part (148) extending from the side
support part (146) and fixed to the fixing surface
(128) of the touch substrate (120).

10. The touch sensor assembly (100) according to any
one of claims 7 to 9, wherein an insertion hole (141)
for inserting the piezo disk (130) between the touch
substrate (120) and the holder (140) is formed in one
side of the holder (140).

11. The touch sensor assembly (100) according to claim
10, wherein a guide groove (147) is recessed inward
from an edge of the holder (140) including the inser-
tion hole (141) in order to guide insertion of the piezo
disk (130).

12. The touch sensor assembly (100) according to any
one of claims 9 to 11,
wherein pressing projections (143) for pressing the
piezo disk (130) towards the touch substrate (120)
are provided on the rear support part.

13. The touch sensor assembly (100) according to claim
12, wherein the pressing part (126) is configured to
press a central portion of the piezo disk (130) and
the pressing projections (143) are configured to
press portions of the piezo disk (130) outside the
central potion.

14. The touch sensor assembly (100) according to any
one of claims 9 to 13, wherein slits (144) are formed
around the center of the rear support part (142).

15. The touch sensor assembly (100) according to claim
1, wherein a first adhesive member (110) is provided
on the touch substrate (120) for adhering the touch
substrate (120) to the panel (20).
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