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Description

FIELD OF THE INVENTION

[0001] The invention is in the field of telecommunica-
tions and, particularly, in the field of machine-to-machine
communications employing telecommunications net-
works.

BACKGROUND OF THE INVENTION

[0002] The past decades have shown an ever increas-
ing demand for data capacity of telecommunications net-
works. Telecommunications providers have adapted
their networks to provide extended services to meet the
demands of their clients.
[0003] One example of such services relates to the
field of machine-to-machine (M2M) communications.
M2M applications typically involve hundreds or thou-
sands of communication modules that only rarely require
access to a telecommunications network. An example
involves the electronic reading of e.g. electricity meters
at the homes of a large customer base from a server.
Other examples include sensors, meters, coffee ma-
chines etc that can be equipped with communication
modules that allow for reporting status information to a
data processing centre over the telecommunications net-
work. Such devices may also be monitored from a server.
The data processing centre may e.g. store the data
and/or provide a schedule for maintenance people to re-
pair a machine, meter, sensor etc.

SUMMARY OF THE INVENTION

[0004] The contemporary networks (GPRS and
UMTS) and proposals for future networks (Evolved Pack-
et System (EPS)) used for wireless telephony and data
services are organized relatively inefficiently for M2M ap-
plications. Such applications involve large amounts of
terminals, but these terminals are typically characterized
by a low mobility, i.e. the terminals are typically stationed
at one location or within one cell for a significant period
of time.
[0005] To that end, a telecommunications network is
disclosed that is configured for wirelessly establishing a
connection with a terminal located at a location in said
network by a server. The terminal is identified by a ter-
minal identifier in the telecommunications network. The
telecommunications network contains a first network
node and a second network node.
[0006] The first network node as defined in claim 1, is
configured for receiving a data unit for the terminal from
the server, that may be located in or outside the telecom-
munications network. The data unit comprises the termi-
nal identifier. The first network node is being configured
for receiving a location identifier indicative of the location
of the terminal from the server and for deriving an address
of the second network node using the location identifier.

The derived address of the second network node is then
used for transmitting a first connection request to the sec-
ond network node for establishing a connection to the
terminal.
[0007] The second network node is configured for re-
ceiving the first connection request from the first network
node and for transmitting a second connection request
for establishing the connection towards the terminal.
[0008] Furthermore, a method for wirelessly establish-
ing a network-initiated connection with a terminal located
at a location in a telecommunications network by a server
is disclosed. The terminal is identified by a terminal iden-
tifier in the telecommunications network. A data unit for
the terminal is received from the server at a first network
node, wherein the data unit comprises the terminal iden-
tifier. Also, a location identifier is received at the first net-
work node from the server that is indicative of the location
of the terminal in the telecommunications network. In the
first network node, an address of a second network node
is derived using the location identifier. A connection re-
quest is then transmitted from the first network node to
the thus derived second network node.
[0009] Still further, a computer program, a first network
node, a second network node and a server are disclosed
for use in or with the telecommunications network and/or
the method in such a network.
[0010] Conventionally, the mobility of mobile terminals
requires the use of mobility management procedures and
the connection to such terminals requires location up-
dates in and location requests to network nodes of the
telecommunications network, typically referred to as a
Home Location Register (HLR) and a Visitor Location
Register (VLR) as generally known to a skilled person.
[0011] Since the mobility of the terminals in the M2M
communications system is relatively low, the location of
the terminals is generally known at a server that is typi-
cally used for transmitting or receiving data to and from
the terminals, respectively. This fact is advantageously
used by feeding a location identifier of the terminal to a
network node that receives a data unit for this terminal.
This location identifier obviates the need for requesting
a location of a terminal and/or the address of another
service node from a HLR, thereby reducing signal flow
and reducing location storage and updates in the tele-
communications network.
[0012] Furthermore, the terminal (or the SIM card
thereof, if any) cannot be reached outside the area indi-
cated by the location identifier, thereby making theft of
the often unattended terminal or SIM card less attractive.
[0013] It should be noted that the location identifier may
indeed comprise geographical information, cell informa-
tion where the terminal is located in the RAN and/or lo-
cation area or routing area information. An address of
the second network node may not be known at the server,
and should in such a case be derived at the first network
node from the location identifier.
[0014] The location identifier can be received from the
server in a data unit as thereby obviating the need for a
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location identifier interface between the server and the
first network node.
[0015] The location identifier may be pre-stored at the
first network node i.e. the location identifier is stored at
the first network node before a first data unit is received
from the server. The location identifier may e.g. have
been obtained at the first network node during a previous
connection and been stored. The location identifier, how-
ever, may also be obtained in the first network node from
the server separately from the data unit. Such an em-
bodiment provides the advantage of an unmodified data
unit and allows for changing location parameters of the
terminal independently from the transmission of data
units to the terminal.
[0016] Further embodiments are advantageous in that
further location information is contained in, represented
by or derivable from the location identifier. The further
location information may comprise a Location Area (LA),
a routing area (RA) and/or a cell identifier. The further
location information is decisive for the part (e.g. one or
more cells) of the telecommunications network wherein
the connection request is transmitted upon initiation by
the second network node. As the further location infor-
mation is received at the second network node, there is
no need for the second network node to obtain this further
location information from elsewhere.
[0017] Further embodiments cover the situation
wherein the terminals provide the further location infor-
mation to the second network node. In these embodi-
ments, the address of the second service node is ob-
tained using the location identifier received from the serv-
er, whereas the more detailed information is available at
or retrievable by the second network node.
[0018] Hereinafter, embodiments of the invention will
be described in further detail. It should be appreciated,
however, that these embodiments may not be construed
as limiting the scope of protection for the present inven-
tion.

BRIEF DESCRIPTION OF THE DRAWINGS

[0019] In the drawings:

FIG. 1 is a schematic illustration of a telecommuni-
cations network according to an embodiment of the
invention;
FIGS. 2 and 3 are time diagram schematically illus-
tration an operating example of the telecommunica-
tions network of FIG. 1

DETAILED DESCRIPTION OF THE DRAWINGS

[0020] FIG. 1 shows a schematic illustration of a tele-
communications network 1 according to an embodiment
of the invention. The telecommunications network 1 al-
lows communication between a server 2 and a terminal
3 over a packet data network 4, wherein access or the
terminal to the telecommunications network 1 is wireless.

[0021] In the telecommunications network of FIG. 1,
three generations of telecommunications networks are
depicted together for purposes of brevity.
[0022] The lower branch represents a GPRS or UMTS
telecommunications network comprising a GPRS Gate-
way Support Node (GGSN), a Serving GPRS Support
Node (SGSN) and a Radio Access Network (RAN or
UTRAN). For a GSM/EDGE radio access network (GER-
AN), the RAN comprises a Base Station Controller (BSC)
connected to a plurality of Base Station Transceivers
(BTSs), both not shown. For a UMTS radio access net-
work (UTRAN), the RAN comprises a Radio Network
Controller (RNC) connected to a plurality of NodeB’s),
also not shown. The GGSN is conventionally connected
to a Home Location Register (HLR).
[0023] Further information of the general architecture
of a mobile network can be found in 3GPP TS 23.002
and for the GPRS core network in 3GPP TS 23.060.
[0024] The upper branch in FIG. 1 represents a next
generation telecommunications network, commonly in-
dicated as Long Term Evolution (LTE) or Evolved Packet
System (EPS). Such a network comprises a Gateway
GW containing a P-GW and a S-GW for an operator. The
e-UTRAN of EPS comprises enhanced NodeB’s (eNo-
deB’s) providing wireless access for a terminal 3 that are
connected to the GW via a packet network 5. The S-GW
is connected to a Home Subscriber Server HSS and a
Mobility Management Entity MME for signalling purpos-
es.
[0025] Further information of the general architecture
of a EPS network can be found in 3GPP TS 23.401.
[0026] Of course, architectures other than defined by
3GGP can also be used within the context of the present
invention.
[0027] Whereas the invention as defined in the ap-
pended claims is generally applicable to such networks,
a more detailed description will be provided below for a
GPRS/UMTS network.
[0028] For such a network, the SGSN typically controls
the connection between the telecommunications network
1 and the terminal 3. It should be appreciated that the
telecommunications network 1 generally comprises a
plurality of SGSNs, wherein each of the SGSNs is con-
nected typically to several BSC’s/RNC’s to provide a
packet service for terminals 3 via several base sta-
tions/NodeB’s. Each SGSN normally comprises a Visitor
Location Register (VLR), not shown in FIG. 1.
[0029] The GGSN is connected to the packet data net-
work 4, e.g. the internet, a corporate network or a network
of another operator. On the other side, the GGSN is con-
nected to a plurality of SGSN’s.
[0030] The GGSN is configured for receiving a data
unit for the terminal 3 from the server 2 over the network
4. The data unit contains a terminal identifier, such as an
IP address, of the terminal 3. The GGSN normally con-
tains the IMSI of the terminal 3 and selects the IMSI of
the terminal 3 on the basis of the IP address received
from the server 2.
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[0031] Conventionally, terminal 3 is non-stationary,
and the network 1 has to find out the present location of
the terminal 3. Finding the present location of the terminal
3 generally involves a plurality of steps, as known to the
person skilled in the art, including a request to the HLR
for the presently responsible SGSN for the Location Area
or Routing Area in the RAN/UTRAN where the terminal
3 is presently located, and paging. Such procedures are
described in 3GPP TS 23.060 and 3GPP 29.060. The
paging for establishing the connection is described in e.g.
3GPP 25.413.
[0032] The present disclosure is based on the insight
that for M2M applications, the location of a terminal 3
may still not be known in the telecommunications network
1 but will generally be known to the server 2 for the or-
ganisation operating the server 2 will generally deploy
the terminals 3 in the field or at least have instructed
where in the telecommunications network 1 the terminals
3 should be deployed.
[0033] This insight can be used to advantage by in-
forming the telecommunications network 1 of (an indica-
tion of) the location of the terminal(s) 3 from the server
2, such that a network-initiated connection to the terminal
3 may be performed without requiring access to a HLR.
This saves considerable resources in the network, in-
cluding storage capacity in the HLR (no need to store or
update terminal locations) as well as bandwidth (no need
for requests to and responses from the HLR).
[0034] (Indications of) locations may include the SGSN
via which the terminal 3 can be connected, cell identifiers
of the RAN/UTRAN, Location Areas, Routing Areas, ge-
ographical coordinates, and/or postal address.
[0035] Various alternatives have been envisaged for
informing the telecommunications network 1, particularly
the GGSN thereof, of the (indication of the) location of a
terminal 3 from the server 2.
[0036] In a first alternative, a location identifier indica-
tive of the location of the terminal 3 in the telecommuni-
cations network 1 is contained in the (first) data unit that
is received by the GGSN.
[0037] In a second alternative, the location identifier
may be pre-stored in the GGSN before a first data unit
is received from the server 2. The location identifier may
e.g. have been obtained at the GGSN during a previous
connection and been stored after terminating the con-
nection.
[0038] The location identifier, however, may also be
obtained by the GGSN from the server 2 separately from
the data unit. This alternative provides the advantage of
an unmodified data unit and allows for changing location
parameters of the terminal 3 independently from the
transmission of data units to the terminal 3.
[0039] As mentioned above, the location identifier as
provided by the server 2 may contain an identifier of the
SGSN via which a connection to the terminal 3 can be
established. Of course, in order to eventually contact the
terminal 3, further location information of the terminal 3
in the telecommunications network 3, particularly the

RAN/UTRAN thereof, is required. Such further informa-
tion may comprise one or more cell identifiers of cells of
the RAN/UTRAN wherein the terminal 3 is located, a lo-
cation area or a routing area.
[0040] Various alternatives have been envisaged to
obtain the further location information in the telecommu-
nications network, particularly the SGSN thereof.
[0041] Firstly, the further location information may al-
ready have been included in the location identifier of the
data unit received at the GGSN and been forwarded to
the SGSN. It should be appreciated that the relevant SG-
SN may be derived from the location identifier as received
by the GGSN. The further location information may also
have been pre-stored at the GGSN and been transferred
to the SGSN at the receipt of a data unit at the GGSN.
When the SGSN receives the further location informa-
tion, the SGSN may directly initiate paging, i.e. a con-
nection request, for the terminal 3 in the part of the RAN
identified by the further location information.
[0042] Secondly, the further location information may
be received from the terminal 3 itself. The further location
information is than stored at or retrievable by the SGSN
upon receipt of a connection request from the GGSN.
Again, when the SGSN is triggered in this manner, the
SGSN may initiate paging, i.e. a connection request, for
the terminal 3 in the part of the RAN identified by the
further location information.
[0043] It should be noted that data may either be trans-
ferred via the SGSN or by-passing the SGSN and be
transferred directly to the RNC. Signalling always in-
volves the SGSN for GPRS networks. The RNC may
replace the function of the SGSN in the above paragraphs
in case data bypasses the SGSN.
[0044] In case of an EPS network, the function of the
GGSN is performed by the GW, and the eNodeB or an-
other S-GW (in case another operator is involved, e.g.
when roaming) constitutes a second network node.
[0045] It should be appreciated that, while the present
disclosure relates to packet-switched communications,
the invention equally applies to circuit-switched commu-
nications. This requires a modification of the procedure
described in 3GPP TS 23.018 along the lines described
below for packet-switched communications.
[0046] FIGS. 2 and 3 are time diagrams for a GPRS
telecommunications network 1 schematically illustrating
an example of signal flow between the various compo-
nents of the telecommunications network 1, the server 2
and the terminal 3. FIG. 2 illustrates a network-requested
PDP context activation procedure, which is initiated when
a data packet DP arrives at the GGSN. The data packet
includes a terminal identifier, e.g. an IP address, and a
location identifier, LI. The GGSN has information, the IM-
SI, which relates to a particular IP address.
[0047] Conventionally, the IMSI is used to for request-
ing routing information from the HLR. The HLR returns
the address of the SGSN via which the terminal can be
connected.
[0048] As the data packet DP from the server 2 in-
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cludes a location identifier, this step can be omitted.
[0049] When receiving the data packet DP, the GGSN
determines if the network-requested PDP context acti-
vation procedure has to be initiated. The GGSN stores
subsequent data packets received for the same address.
[0050] The GGSN derives the address of the relevant
SGSN from the location identifier in the data packet DP
and sends a PDU notification request message to the
thus derived SGSN, the request containing the IMSI,
PDP type, PDP Address and APN. The request may also
contain a further information element containing further
location information, e.g. a cell identifier, a routing area,
a location area etc, that can be used by the SGSN for
initiating the paging procedure described below with ref-
erence to FIG. 3.
[0051] The SGSN returns a PDU notification response
message to the GGSN in order to acknowledge that it
shall request the terminal 3 to activate the PDP context
indicated with the PDP Address.
[0052] In a next step, the SGSN sends a request PDP
context activation message via the RAN to the terminal
3 and the PDP context is activated.
[0053] Now the PDP context has been activated, the
data packet DP can be transferred to the SGSN.
[0054] The next steps perform a network initiated serv-
ice request procedure from the SGSN to the terminal 3.
Various alternatives exist, but generally, the SGSN initi-
ates a paging message in the identified part of the RAN.
As described above, the further information for transmit-
ting this paging message from a part of the RAN may be
obtained at the SGSN in various ways.
[0055] FIG. 3 is a timing diagram illustrating a network
initiated service request procedure for a GPRS telecom-
munications network 1.
[0056] In a first step, the data packet DP, contained in
a further packet, is received at the SGSN.
[0057] The SGSN sends a paging message to the RNC
of the RAN. The RNC pages the terminal 3 by sending
a paging message to the terminal 3 that requests an RRC
connection to the RNC. The RRC connection is set up
and a service request is subsequently transmitted from
the terminal 3 to the SGSN. The SGSN may then perform
security procedures, if necessary.
[0058] Finally, a radio bearer is established and a SG-
SN-Initiated PDP context modification procedure is per-
formed to deliver the data packet DP at the terminal 3.

Claims

1. A first network node configured for use in a telecom-
munications network for wirelessly establishing a
connection with a terminal located at a location in
said network by a server, the terminal being identified
by a terminal identifier in the telecommunications
network, wherein the telecommunications network
contains the first network node and a second network
node, and wherein

the first network node is configured for receiving a
data unit for the terminal from the server, the data
unit comprising the terminal identifier,
the first network node is configured for receiving a
location identifier indicative of the location of the ter-
minal in the telecommunications network and for de-
riving an address of the second network node using
the location identifier and transmitting a first connec-
tion request to the derived second network node for
establishing a connection to the terminal, charac-
terized in that
the first network node is configured for receiving the
location identifier from the server.

2. The first network node according to claim 1, wherein
the data unit comprises the location identifier.

3. The first network node according to claim 1, wherein
the first network node is configured for storing the
location identifier and for retrieving the location iden-
tifier in response to receiving the data unit from the
server.

4. The first network node according to claim 3, wherein
the first network node comprises a signalling inter-
face for the server, and wherein the signalling inter-
face is configured for receiving the location identifier
of the terminal separately from the data unit.

Patentansprüche

1. Erster Netzknoten, der für die Verwendung in einem
Telekommunikationsnetz konfiguriert ist zum draht-
losen Herstellen einer Verbindung mit einem End-
gerät, das sich an einem Ort in dem Netz befindet,
durch einen Server, wobei das Endgerät durch eine
Endgerätekennung in dem Telekommunikations-
netz identifiziert wird, wobei das Telekommunikati-
onsnetz den ersten Netzknoten und einen zweiten
Netzknoten enthält und wobei
der erste Netzknoten ausgelegt ist zum Empfangen
einer Dateneinheit für das Endgerät von dem Server,
wobei die Dateneinheit die Endgerätekennung um-
fasst,
der erste Netzknoten ausgelegt ist zum Empfangen
einer Ortskennung, die den Ort des Endgeräts in
dem Telekommunikationsnetz angibt, und zum Ab-
leiten einer Adresse des zweiten Netzknotens unter
Verwendung der Ortskennung und Übertragen einer
ersten Verbindungsanforderung zu dem abgeleite-
ten zweiten Netzknoten zum Herstellen einer Ver-
bindung mit dem Endgerät, dadurch gekennzeich-
net, dass
der erste Netzknoten ausgelegt ist zum Empfangen
der Ortskennung von dem Server.

2. Erster Netzknoten nach Anspruch 1, wobei die Da-
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teneinheit die Ortskennung umfasst.

3. Erster Netzknoten nach Anspruch 1, wobei der erste
Netzknoten ausgelegt ist zum Speichern der Orts-
kennung und zum Abrufen der Ortskennung als Re-
aktion auf den Empfang der Dateneinheit von dem
Server.

4. Erster Netzknoten nach Anspruch 3, wobei der erste
Netzknoten eine Signalisierungsschnittstelle für den
Server umfasst und wobei die Signalisierungs-
schnittstelle ausgelegt ist zum Empfangen der Orts-
kennung des Endgeräts getrennt von der Datenein-
heit.

Revendications

1. Premier noeud de réseau configuré pour une utilisa-
tion dans un réseau de télécommunication en vue
de l’établissement d’une connexion sans fil avec un
terminal se trouvant à un emplacement au sein dudit
réseau par un serveur, le terminal étant identifié par
un identifiant de terminal dans le réseau de télécom-
munication, le réseau de télécommunication com-
prenant le premier noeud de réseau et un deuxième
noeud de réseau, et
le premier noeud de réseau étant configuré pour re-
cevoir une unité de données pour le terminal en pro-
venance du serveur, l’unité de données comprenant
l’identifiant de terminal,
le premier noeud de réseau étant configuré pour re-
cevoir un identifiant d’emplacement indiquant l’em-
placement du terminal au sein du réseau de télé-
communication et pour obtenir par déduction une
adresse du deuxième noeud de réseau en utilisant
l’identifiant d’emplacement et émettre une première
requête de connexion au deuxième noeud de réseau
obtenu par déduction en vue de l’établissement
d’une connexion au terminal, caractérisé en ce que
le premier noeud de réseau est configuré pour rece-
voir l’identifiant d’emplacement en provenance du
serveur.

2. Premier noeud de réseau selon la revendication 1,
dans lequel l’unité de données comprend l’identifiant
d’emplacement.

3. Premier noeud de réseau selon la revendication 1,
le premier noeud de réseau étant configuré pour mé-
moriser l’identifiant d’emplacement et pour extraire
l’identifiant d’emplacement en réaction à la réception
de l’unité de données en provenance du serveur.

4. Premier noeud de réseau selon la revendication 3,
le premier noeud de réseau comprenant une inter-
face de signalisation pour le serveur, et dans lequel
l’interface de signalisation est configurée pour rece-

voir l’identifiant d’emplacement du terminal séparé-
ment de l’unité de données.
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