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difficult  to  fabricate  an  optical  fiber  having  satis- 
factorily  low  attenuation  of  light  transmission 
from  the  produced  glass  preform,  since  an  inter- 
face  between  the  quartz  rod  and  the  accumulated 
fluorine  added  quartz  glass  is  polluted  and  the 
fluorine  added  glass  itself  is  contaminated  with 
hydroxyl  groups.  By  the  method  in  which  the  fine 
glass  particles  are  deposited  around  the  quartz  rod 
by  flame  hydrolysis,  it  is  also  difficult  to  fabricate 
an  optical  fiber  having  satisfactorily  low  attenua- 
tion  of  light  transmission  from  the  produced  glass 
preform,  since  the  quartz  rod  is  contaminated  with 
the  hydroxyl  groups  made  from  water  adsorbed 
on  the  surface  of  the  quartz  rod  or  produced  by  the 
flame  hydrolysis  of  the  glass  raw  material.  In  this 
method,  water  or  moisture  is  easily  removed  from 
the  fine  glass  particles  but  hardly  removed  from 
the  inside  of  the  quartz  rod.  Although  the  M  —  CVD 
method  can  produce  the  glass  preform  from  which 
an  optical  fiber  having  comparatively  good 
properties  is  fabricated,  it  is  poor  in  productivity. 
From  JP  —  A  —  55  —  67533  a  method  for  producing  a 
glass  preform  for  light  transmission  is  described, 
wherein  oxygen,  hydrogen,  shielding  gas,  and 
feed  gas  are  fed  into  a  coaxial  multiple  tube  burner 
made  of  quartz  to  deposit  glass  fine  particles  on 
the  outside  of  the  rotating  starting  material  by 
flame  hydrolysis.  The  resulting  laminar  deposit  of 
glass  fine  particles  is  introduced  into  a  high 
temperature  furnace,  provided  with  many  gas 
introduction  openings  in  the  inner  wall.  In  the 
furnace  the  deposit  is  heated  to  1000°C  or  below, 
while  supplying  a  fluorine  compound  gas  such  as 
fluorcarbon  gas  or  sulfur  fluoride  gas  from  a  gas 
supply  inlet  to  obtain  a  glass  fine  particle  body 
whose  outer  circumference  portion  contains  much 
fluorine.  This  body  is  then  put  into  a  high  tempera- 
ture  furnace  of  an  inert  gas  atmosphere  and 
sintered  at  1400°C  or  above  to  convert  it  into  a 
transparent  glass. 

The  object  of  the  present  invention  is  to  provide 
an  improved  method  for  producing  a  glass  pre- 
form  for  an  optical  fiber  comprising  a  core  essen- 
tially  made  of  quartz  glass  and  a  cladding  made  of 
fluorine  added  quartz  glass  with  high  productivity. 

The  present  invention  comprises  a  method  of 
producing  a  glass  preform  for  an  optical  fiber, 
wherein  a  porous  glass  preform  is  maintained  in  a 
first  high  temperature  atmosphere,  comprising  at 
least  one  fluorine-containing  compound,  and  then 
the  porous  glass  preform  is  sintered  in  a  second 
high  temperature  atmosphere  kept  at  a  tempera- 
ture  higher  than  the  first  high  temperature  atmos- 
phere  to  make  it  transparent,  and  is  characterized 
in  that  the  porous  glass  preform  is  provided  with  a 
central  bore  and  that  a  cooling  gas  is  jetted 
through  this  central  bore  to  grade  the  amount  of 
fluorine  added  in  the  radial  direction  of  the  porous 
glass  preform. 

Brief  Description  of  the  Drawings 
Fig.  1  shows  a  relationship  between  the  ambient 

temperature  and  the  lowering  degree  of  the  refrac- 
tive  index  of  fluorine  added  quartz  glass. 

Fig.  2  schematically  shows  one  embodiment  of 

Description 

Field  of  the  Invention 
The  present  invention  relates  to  a  method  for 

producing  a  glass  preform  for  use  in  fabrication  of  5 
an  optical  fiber.  More  particularly,  it  relates  to  a 
method  for  producing  a  glass  preform  for  use  in 
fabrication  of  an  optical  fiber  which  comprises  a 
core  essentially  made  of  quartz  glass  and  a 
cladding  made  of  fluorine  added  quartz  glass  and  10 
has  low  attenuation  of  light  transmission. 

Background  of.  the  Invention 
An  optical  fiber  comprises  a  core  and  a  cladding 

which  surrounds  the  core  and  has  a  lower  refrac-  15 
tive  index  than  that  of  the  core. 

Several  methods  for  producing  the  optical  fiber 
have  been  developed  and  are  commercially 
employed.  Examples  of  such  methods  are  the 
modified  chemical  vapor  deposition  method  20 
(M  —  CVD  method),  the  vapor  axial  deposition 
method  (VAD  method)  and  the  outside  vapor 
deposition  method  (OVD  method).  In  these 
methods,  the  core  is  mainly  made  of  SiO2/GeO2 
type  glass,  and  the  cladding  is  mainly  made  of  25 
SiO?. 

Since  light  is  intensively  propagated  through  the 
core  of  the  optical  fiber,  from  an  idealistic  view- 
point,  the  core  is  to  be  made  of  SiO2  which  has  the 
smallest  attenuation  of  light  transmission.  In  this  30 
case  the  cladding  is  made  of  SiO2  containing  an 
additive  such  as  B2O3  and  fluorine  for  reducing  the 
refractive  index  since  it  should  have  a  lower 
refractive  index  than  that  of  the  core.  Although 
B2O3  may  be  added  to  the  core  of  the  optical  fiber  35 
employed  in  some  uses,  it  is  not  preferred  to  add 
B2O3  to  the  core  of  the  optical  fiber  through  which 
light  having  a  wavelength  longer  than  1  um  is 
propagated  since  the  presence  of  B—  0  bonds 
absorb  light  in  far  infrared  range.  In  this  respect,  40 
fluorine  is  an  ideal  additive  for  the  cladding  since  it 
does  not  induce  any  absorption  peak  in  a 
wavelength  range  used  for  the  optical  fiber.  Thus, 
it  is  preferable  to  adjust  the  refractive  index 
difference  between  the  core  and  the  cladding  of  45 
the  optical  fiber  by  making  use  of  SiO2  as  the  core 
material  and  SiO2/F  type  glass  as  the  cladding 
material.  Such  an  optical  fiber  is  disclosed  in 
Japanese  Patent  Publication  No.  15682/1980. 

The  optical  fiber  comprising  the  core  made  of  so 
SiO2  and  the  cladding  made  of  SiO2/F  type  glass  is 
fabricated  from  a  glass  preform  produced,  for 
example,  by  accumulating  fluorine  added  quartz 
glass  in  a  glassy  state  around  a  quartz  rod  in  its 
radial  direction  by  means  of  thermal  plasma,  or  by  55 
depositing  fine  particles  of  fluorine  added  quartz 
glass  around  a  quartz  rod  in  its  radial  direction  by 
flame  hydrolysis  of  the  glass  raw  mateiral  and 
sintering  the  deposited  fine  particle  mass  to  make 
it  transparent,  or  by  depositing  fluorine  added  60 
quartz  glass  in  an  inner  surface  of  a  quartz  tube  by 
the  M  —  CVD  method,  then  forming  a  core  portion 
and  collapsing  the  central  hollow  part  to  form  a 
glass  preform  in  a  solid  rod  form. 

However,  by  the  thermal  plasma  method,  it  is  65 
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direction,  there  are  deposited  quartz  fine  particles 
produced  by  flame  hydrolysis  or  thermal  oxidative 
decomposition  of  a  glass  raw  material  such  as 
SiCl4  according  to  a  per  se  conventional  method  to 
form  a  porous  glass  preform  with  a  predetermiend 
radius  and  length.  Then,  the  starting  rod  is 
removed  from  the  porous  glass  preform.  There- 
after,  as  shown  in  Fig.  2,  inlet  and  outlet  tubes  5,5' 
made  of  a  suitable  material  such  as  quartz  or 
alumina  are  attached  to  each  end  of  a  central  bore 
4  of  the  porous  glass  preform  3.  The  inlet  and 
outlet  tubes  may  be  attached  to  the  starting  rod 
before  the  fine  glass  particles  are  deposited 
around  the  rod.  The  porous  glass  preform  3  with 
the  tubes  5,5'  is  inserted  in  a  furnace  comprising  a 
heater  6  and  a  muffle  7  filled  with  a  gas  atmos- 
phere  comprising  the  fluorine-containing  com- 
pound,  in  Fig.  2,  the  gas  atmosphere  is  introduced 
from  an  inlet  2  and  exhausted  from  an  outlet  8. 
Simultaneously,  a  cooling  gas  1  such  as  helium  or 
nitrogen  is  jetted  in  the  central  bore  4  through  the 
inlet  tube  5  and  exhausted  from  outlet  tube  1  '.  By 
flowing  the  gas  atmosphere  comprising  the 
fluorine-containing  compound  around  the  outer 
surface  of  the  porous  preform  and  simltaneously 
jetting  the  cooling  gas  1  in  the  central  bore  4, 
temperature  gradient  is  formed  in  the  radial 
direction  of  the  porous  preform  3. 

The  outer  periphery  of  the  porous  glass  preform 
3  is  heated  at  a  temperature  of  900  to  1,400°C, 
particularly  around  1  ,200°C  in  the  gas  atmosphere 
comprising  the  fluorine-containing  compound 
while  the  cooling  gas  is  jetted  in  the  central  bore  4. 
Therefore,  the  concentration  of  fluorine  also  has  a 
gradient  so  that  it  increases  towards  the  outer 
periphery  of  the  preform  3.  As  the  result,  the  added 
amount  of  fluorine  can  be  reduced  near  the  central 
bore  4.  By  sintering  the  thus  fluorine  added  porous 
glass  preform  at  a  temperature  higher  than  that  in 
the  fluorine  adding  step  by  at  least  1,650°C,  a 
transparent  glass  preform  having  higher  refractive 
index  near  the  central  part  and  lower  refractive 
index  near  the  outer  periphery  of  the  preform  can 
be  produced. 

Fig.  3  schematically  shows  another  embodiment 
of  the  method  according  to  the  present  invention. 
In  Fig.  3,  the  same  numerals  stand  for  the  same 
elements  as  in  Fig.  2.  In  this  embodiment,  the 
heater  6  is  kept  at  a  higher  temperature  than  that  in 
Fig.  2  and  the  furnace  is  longer  than  that  of  Fig.  2. 
While  the  porous  glass  preform  is  kept  stationary 
in  the  furnace  in  Fig.  2,  it  gradually  descends  in  the 
direction  of  an  arrow  in  Fig.  3.  Although  the  porous 
glass  preform  slightly  shrinks  during  descending, 
the  central  bore  4  is  not  collaped  and  at  least  a  part 
of  the  preform  still  remains  in  the  fine  particle 
state.  In  the  descending  step,  the  gas  atmosphere 
comprising  the  fluorine-containing  compound  is 
introduced  in  the  furnace  and  the  cooling  gas  is 
jetted  in  the  central  bore  in  the  same  manners  as 
described  in  the  above. 

As  the  porous  glass  preform,  pure  quartz  glass 
preform  is  preferred  although  any  other  fine  glass 
particle  mass  through  which  the  gas  atmosphere 
can  diffuses  may  be  used.  Examples  of  the  other 

the  method  for  producing  a  glass  preform  accord- 
ing  to  the  present  invention. 

Fig.  3  schematically  shows  another  embodiment 
of  the  method  for  producing  a  glass  preform 
according  to  the  present  invention,  and 

Figs.  4  and  5  show  distributions  of  refractive 
index  of  the  optical  fibers  produced  in  Examples  1 
and  2,  respectively. 

Detailed  Description  of  the  Invention 
As  a  result  of  the  extensive  study,  the  followings 

have  been  found: 
When  fluorine  is  added  to  the  quartz  glass,  the 

refractive  inded  n  of  the  quartz  glass  is  lowered.  A 
lowering  degree  |An|  of  the  refractive  index  as 
compared  to  the  refractive  index  of  pure  quartz  is 
given  by  the  following  equation: 

|An|  =  4.71  X  103  x  (PSF6)5  x  exp(25.6  x  103/RT)  (I) 

wherein  PSFg  is  a  partial  pressure  of  SF6  when  SF6  is 
used  asthefluorine-containing  compound,  R  is  the 
Boltzmann's  constant  (1.987  cal/deg.mol)  and  T  is 
the  absolute  temperature  (°K)  of  the  atmosphere. 

According  to  the  equation  (I),  it  is  understood 
that  the  lowering  degree  of  the  refractive  index  is 
greatly  influenced  by  the  ambient  temperature 
and  proportional  to  the  fourth  root  of  the  partial 
pressure  of  the  fluorine-containing  compound. 

Fig.  1  shows  a  relationship  between  the  ambient 
temperature  and  the  lowering  degree  of  the  refrac- 
tive  index  of  various  fluorine  added  quartz  glasses 
which  are  produced  by  maintaining  quartz  fine 
particle  mass  made  by  the  flame  hydrolysis  in  an 
atmosphere  containing  SF6with  a  partial  pressure 
of  0.02  atm  forth  ree  hours  at  various  temperatures 
and  heating  the  mass  in  a  pure  helium  atmosphere 
at  1,650°C  to  make  it  transparent. 

In  the  above  treatment  of  the  quartz  fine  particle 
mass,  the  addition  of  fluorine  is  a  reversible 
reaction  expressed  by  the  following  reaction 
equation: 

4SiO(s)  +  SF6(g)  «±  4SiO1.5F(s)  +  S02F2(g)  (II) 

wherein  (s)  and  (g)  stand  for  solid  and  gaseous 
states,  respectively. 

The  degree  of  the  reaction  progress  towards  the 
right  side  of  the  equation  (II)  depends  on  the 
equation  (I)  since  the  produced  amount  of  SiO-,.sF 
corresponds  to  the  added  amount  of  fluorine 
which  is  determined  by  the  equation  (I).  This 
means  that  the  reaction  progress  of  the  equation 
(II)  substantially  depends  on  the  atmospheric 
temperature. 

In  the  method  of  the  present  invention,  the 
added  amount  of  fluorine  is  adjusted  by  control- 
ling  the  ambient  temperature  and  the  partial 
pressure  of  the  fluorine-containing  compound 
according  to  the  above  finding. 

Now,  the  method  for  producing  the  glass  pre- 
form  according  to  the  present  invention  will  be 
illustrated  by  way  of  example  with  reference  to  the 
accompanying  drawings. 

Around  an  elongate  starting  rod  in  its  radial 
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porous  glass  preform  are  those  made  of  pure 
germania  or  quartz  glass  containing  other  glass 
such  as  germania. 

The  cooling  gas  preferably  comprises  an  inert 
or  inactive  gas  such  as  helium  and  nitrogen.  5 

When  the  porous  glass  preform  is  produced  by 
the  flame  hydrolysis  of  the  glass  raw  material,  it 
contains  a  great  number  of  the  hydroxyl  groups. 
Thus,  the  gas  atmosphere  and/or  the  cooling  gas 
preferably  contains  halogen  such  as  chlorine  as  a  10 
dehydrating  agent. 

The  fluorine-containing  compound  may  be  any 
one  that  is  in  the  gaseous  state  at  a  high  tempera- 
ture.  Specific  examples  of  the  fluorine  containing 
compound  are  SF6,  CF4,  C2F4,  SiF4  and  the  like  or  w 
their  mixtures.  The  fluorine-containing  com- 
pound  as  such  may  be  used  as  the  gas  atmos- 
phere  or  diluted  with  an  inert  gas  such  as  helium 
and  nitrogen. 

The  sintering  of  the  porous  preform  may  be  20 
carried  out  by  a  per  se  conventional  method  in  an 
atmosphere  of  an  inert  gas  such  as  helium  and 
nitrogen. 

The  present  invention  will  be  hereinafter 
explained  in  detail  by  following  examples.  25 

Example  1 
Around  an  outer  periphery  of  an  alumina  rod 

with  a  diameter  of  10  mm,  fine  particles  of  pure 
quartz  glass  produced  by  the  flame  hydrolysis  30 
were  deposited  in  the  radial  direction  of  the 
alumina  rod  to  form  a  porous  glass  mass  and 
then  the  alumina  rod  was  removed  to  obtain  a 
hollow  cylindrical  porous  glass  preform  with  an 
outer  diameter  of  60  mm  and  length  of  500  mm.  35 

The  porous  glass  preform  was  inserted  in  the 
furnace  of  Fig.  2  kept  at  800°C  with  flowing  in  the 
muffle  7  a  gaseous  mixture  of  SF6,  helium  and 
chlorine  (volume  ratio  of  0.02:0.95:0.03)  as  the 
gas  atmosphere  at  a  rate  of  1  1/min.  and  jetting  in  40 
the  hollow  part  of  the  porous  preform  a  gaseous 
mixture  of  helium  and  chlorine  (volume  ratio  of 
0.03:0.97)  as  the  cooling  gas  in  the  hollow  part  of 
the  preform  at  a  rate  of  20  1/min.  Under  these 
conditions,  the  temperature  was  raised  to  1  ,200°C  45 
and  kept  at  the  same  temperature  for  2  hours. 
Thereafter,  pure  helium  was  flowed  as  the  gas 
atmosphere  at  the  same  rate  in  the  muffle  and 
jetting  as  the  cooling  gas  at  a  rate  of  0.05  l/min.  in 
the  hollow  part  of  the  porous  preform.  Under  50 
these  conditions,  the  temperature  was  raised  to 
1,650°C  and  kept  at  the  same  temperature  for  3 
hours  to  make  the  preform  transparent. 

After  collapsing  the  hollow  part  of  the  trans- 
parent  glass  preform,  an  optical  fiber  comprising  55 
a  core  with  a  diameter  of  about  10  urn  and  a 
cladding  with  an  outer  diameter  of  125  urn  was 
fabricated  from  the  glass  preform  by  a  per  se 
conventional  method.  The  refractive  index  of  the 
core  is  0.3%  higher  than  that  of  the  cladding.  A  60 
distribution  of  the  refractive  index  in  the  radial 
direction  of  the  optical  fiber  is  shown  in  Fig.  4.  The 
attenuation  of  light  transmission  of  the  optical 
fiber  at  a  wavelength  of  1.3  urn  was  0.35  dB/km. 

65 

Example  2 
In  the  same  manner  as  in  Example  1  but  using 

an  alumina  rod  with  a  diameter  of  20  mm,  a 
hollow  cylindrical  porous  glass  preform  with  an 
outer  diameter  of  50  mm  and  length  of  600  mm 
was  produced. 

The  porous  glass  preform  was  inserted  with  its 
lower  end  in  the  furnace  of  Fig.  3  kept  at  1  ,350°C  at 
a  lowering  rate  of  4  mm/min.  while  flowing  in  the 
muffle  pure  SiF4  as  the  gas  atmosphere  at  a  rate 
of  l/min  and  jetting  in  the  hollow  part  of  the 
porous  preform  a  gaseous  mixture  of  helium  and 
chlorine  (volume  ratio  of  95:5)  as  the  cooling  gas 
at  a  rate  of  40  l/min.  After  the  whole  porous  glass 
preform  passed  the  high  temperature  zones  of  the 
furnace,  pure  helium  was  flowed  as  the  gas 
atmosphere  at  the  same  rate  and  jetted  as  the 
cooling  gas  at  a  rate  of  0.1  l/min.  Under  these 
conditions,  the  temperature  was  raised  to  1,600°C 
and  at  the  same  temperature,  the  glass  preform 
was  pulled  up  at  a  rate  of  3  mm/min.  to  make  it 
transparent. 

After  collapsing  the  hollow  part  of  the  trans- 
parent  glass  preform,  an  optical  fiber  comprising 
a  core  with  diameter  of  50  urn  and  a  cladding  with 
an  outer  diameter  of  125  urn  was  fabricated  from 
the  glass  preform  by  a  per  se  conventional 
method.  The  refractive  index  of  the  core  is  0.75% 
higher  than  that  of  the  cladding.  A  distribution  of 
the  refractive  index  in  the  radial  direction  of  the 
optical  fiber  is  shown  in  Fig.  5.  The  attenuation  of 
light  transmission  of  the  optical  fiber  at  a 
wavelength  of  1.3  urn  was  0.65  dB/km. 

Comparative  Example  1 
Around  a  synthetic  quartz  rod  containing  10 

ppb  of  residual  hydroxyl  groups  with  a  diameter 
of  10  mm,  quarts  glass  added  with  fluorine  in  an 
amount  corresponding  to  refrective  index  differ- 
ence  of  -0.3%  was  deposited  and  simultaneously 
made  transparent  by  the  thermal  plasma  method. 
From  the  produced  glass  preform,  an  optical  fiber 
having  the  same  size  as  that  produced  in  Example 
1  was  fabricated. 

Attenuation  of  light  transmission  of  the  optical 
fiber  at  a  wavelength  of  1.30  urn  was  8  dB/km, 
which  corresponded  to  the  residual  hydroxyl 
group  of  4  ppm. 

Comparative  Example  2 
Around  the  same  quartz  rod  as  used  in  Com- 

parative  Example  1,  pure  quartz  fine  particles 
were  deposited  by  the  VAD  method  and  heated  at 
1,200°C  in  a  gaseous  mixture  of  SF6(200  mi/min.) 
and  helium  (10  l/min.)  for  3  hours.  After  terminat- 
ing  the  supply  of  SF6,  the  temperature  was  raised 
to  1,650°C  to  make  the  preform  transparent.  From 
the  transparent  glass  preform,  an  optical  fiber 
having  the  same  structure  as  that  fabricated  in 
Example  1  was  fabricated  but  contained  5  ppm  of 
the  residual  hydroxyl  groups  originated  from 
water  diffused  in  the  quartz  rod  during  deposition 
of  the  glass  particles  by  the  VAD  method. 



EP  0  177  040  B1 8 

pordse  Glasvorform  (3)  eine  durch  Flammen- 
hydrolyse  hergestellte  geine  Glasteilchenmasse 
ist. 

3.  Verfahren  gemalS  Anspruch  2,  bei  dem  feine 
Glasteilchenmasse  aus  reinen  Quarzglasteilchen 
hargesteilt  ist. 

4.  Verfahren  gemaft  Anspruch  1,  bei  dem  das 
Kiihlgas  (1)  Helium  ist. 

5.  Verfahren  gemaB  Anspruch  1,  bei  dem  die 
erste  Hochtemperaturatmosphare  Chlor  enthalt. 

6.  Verfahren  gemaB  Anspruch  1,  bei  dem  die 
fluorhaltige  Verbindung  wenigstens  eine  ausge- 
wahlt  aus  der  Guppe,  bestehend  aus  SF6,  CF4, 
C2FS  und  SiF4  ist. 

Revendications 

1.  Un  procede  de  production  d'une  preforme  en 
verre  pour  fibre  optique,  selon  Iquel  une  preforme 
en  verre  poreux  (3)  est  maintenue  dans  une 
premiere  atmosphere  a  temperature  elevee,  com- 
prenant  au  moins  un  compose  contenant  du  fluor, 
et  ensuite  la  preforme  en  verre  poreux  (3)  est 
frittee  dans  une  seconde  atmosphere  a  tempera- 
ture  elevee  maintenue  a  une  temperature  supe- 
rieure  a  celle  da  la  premiere  atmosphere  a  tempe- 
rature  elevee  pour  la  rendre  transparente, 
caracterise  en  ce  que  la  preforme  en  verre  poreux 
(3)  est  minie  d'un  alesage  central  (4)  et  qu'un  gaz 
de  refroidissement  (1)  est  injecte  a  travers  cet 
alesage  central  (4)  pour  regler  la  quantite  de  fluor 
ajoute  dans  la  direction  radiale  de  la  preforme  en 
vere  poreux  (3). 

2.  Un  procede  selon  la  revendication  1,  selon 
lequel  la  preforme  poreuse  (3)  est  une  masse  de 
particules  fines  de  verre  produite  par  hydrolyse  a 
la  flamme. 

3.  Un  procede  selon  la  revendication  2,  selon 
lequel  la  masse  de  particules  fines  de  verre  est 
constitute  de  particuels  de  verre  de  quartz  pur. 

4.  Un  procede  selon  la  revendication  1,  selon 
lequel  le  gaz  de  refroidissement  (1)  comrend  de 
I'helium. 

5.  Un  procede  selon  la  revendication  1,  selon 
lequei  la  premiere  atmosphere  a  temperature 
elevee  comprend  du  chlore. 

6.  Un  procede  selon  la  revendication  1,  selon 
lequel  le  compose  contenant  du  fluor  est  au 
moins  I'un  des  composes  du  groupe  comprenant 
SF6,  CF4,  C2F6  et  SiF4. 

Claims 

1.  A  method  of  producing  a  glass  preform  for  an 
optical  fiber,  wherein  a  porous  glass  preform  (3) 
is  maintained  in  a  first  high  temperature  atmos-  5 
phere,  comprising  at  least  one  fluorine-containing 
compound,  and  then  the  porous  glass  preform  (3) 
is  sintered  in  a  second  high  temperature  atmos- 
phere  kept  at  a  temperature  higher  than  the  first 
high  temperature  atmosphere  to  make  it  trans-  w 
parent,  characterized  in  that  the  porous  glass 
preform  (3)  is  provided  with  a  central  bore  (4)  and 
that  a  cooling  gas  (1)  is  jetted  through  this  central 
bore  (4)  to  grade  the  amount  of  fluorine  added  in 
the  radial  direction  of  the  porous  glass  preform  is 
(3). 

2.  A  method  according  to  claim  1,  wherein  the 
porous  preform  (3)  is  a  fine  glass  particle  mass 
produced  by  flame  hydrolysis. 

3.  A  method  according  to  claim  2,  wherein  the  20 
fine  glass  particle  mass  is  made  of  pure  quartz 
glass  particles. 

4.  A  method  according  to  claim  1,  wherein  the 
cooling  gas  (1)  comprises  helium. 

5.  A  method  according  to  claim  1,  wherein  the  25 
first  high  temperature  atmosphere  comprises 
chlorine. 

6.  A  method  according  to  claim  1,  wherein  the 
fluorine-containing  compound  is  at  least  one 
selected  from  the  group  consisting  of  SF6,  CF4,  30 
C2F6  and  SiF4. 

Patentanspriiche 

1.  Verfahren  zur  Herstellung  einer  Glasvorform  35 
fur  eine  optische  Faser,  bei  dem  eine  porose 
Glasvorform  (3)  in  einer  ersten  Hochtemperturat- 
mosphare,  welche  wenigstens  eine  Fluor- 
enthaltende  Verbindung  enthalt,  gehalten  wird, 
und  die  porose  Galsvorform  (3)  dann  in  einer  40 
zweiten  Hochtemperaturatmosphare,  die  bei 
einer  hoheren  Temperatur  als  die  erste 
Hochtemperaturatmosphare  gehalten  wird, 
gesintert  wird,  urn  sie  transparent  zu  machen, 
dadurch  gekennzeichnet,  dalS  die  porose  Glasvor-  45 
form  (3)  eine  zentrale  Bohrung  (4)  aufweist,  und 
dalS  ein  Kublgas  (1)  durch  diese  zentrale  Bohrung 
(4)  eingespritzt  wird,  um  die  Menge  des  Fluors, 
welches  in  der  radialen  Richtung  der  porosen 
Glasvorform  (3)  zugegeben  wird,  einzustellen.  so 

2.  Verfahren  gemalS  Anspruch  1,  bei  dem  die 
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