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Description

FIELD

[0001] An embodiment of the present disclosure re-
lates to a system interconnecting facility that suppresses
a harmonic voltage.

BACKGROUND

[0002] In recent years, in order to introduce natural en-
ergy power generation, large scaling of distributed-type
power supplies, such as solar light power generation fa-
cilities and wind power generation facilities, and battery
systems for power fluctuation suppression or for peak
shifting are advancing. Such distributed-type power sup-
plies and battery systems are interconnected to a power
system of, for example, an electricity power company via
system interconnecting facilities.
[0003] System interconnecting facilities are facilities
for electric power interchange between the distributed-
type power supply and the battery system, and the power
system, and include equipment, such as a transformer,
a switch, and a power converter. The system intercon-
necting facilities interchanges power by mainly discharg-
ing power to the power system when connected to the
distributed-type power supplies, and charges and dis-
charges power between the power system when con-
nected to the battery system.

CITATION LIST

PATENT LITERATURES

[0004]

Patent Document 1: JP 2009-219229 A
Patent Document 2: EP2629389A1

SUMMARY

[0005] When the system interconnecting facilities are
connected to the systems, such as the distributed-type
power supply and the battery system, for electric power
interchange, a harmonic voltage may be generated within
the system interconnecting facilities. Conventionally, to
eliminate or reduce the generated harmonic wave, a filter,
a capacitor with a reactor, etc., are installed, consuming
a large amount of costs.
[0006] Although such a measure can suppress a har-
monic wave in particular circuit structures, when the
measure is permanent, and for example, when the open
and close statuses of the switch, etc., in the system in-
terconnecting facilities change depending on the situa-
tion, the impedance characteristics of the system inter-
connecting facilities changes depending on the situation,
and the filter, the capacitor with a reactor, etc., installed
for the particular circuit structures are not capable of fully

suppressing the harmonic wave.
[0007] Moreover, when the impedance characteristics
of the system interconnecting facilities change depend-
ing on the status of the switch, etc., installing the filter
and the capacitor with the reactor to make a harmonic
voltage not to be generated across the entire region of
the system interconnecting facilities is difficult in view of
the costs and the equipment installation space.
[0008] A system interconnecting facility according to
an embodiment has been made to address the above
technical problems, and an objective of the present dis-
closure is to provide a system interconnecting facility that
can suppress a harmonic voltage even if a circuit struc-
ture differs depending on a situation.
[0009] In order to achieve the above objective, a sys-
tem interconnecting facility according to an embodiment
is a system interconnecting facility that is connected to
a power system via transformers and to batteries via pow-
er converters, and the system interconnecting facility in-
cludes:

a plurality of the power converters connected to the
power system;
a plurality of the transformers provided between the
power system and the power converters;
a plurality of switches provided between the trans-
formers and the power converters; and
a controller that controls opening and closing of the
switch,
in which the controller is configured to output, to the
switches, open and close commands so that a
number of closed switches is out of a closed switch
number range where a harmonic voltage of the sys-
tem interconnecting facility increases, based on a
harmonic voltage containing rate characteristic that
is a relation between the number of closed switches
and a harmonic voltage containing rate of the system
interconnecting facility. The controller is configured
to output, to the switches, the open and close com-
mands that achieve the number of closed switches
which causes the harmonic voltage containing rate
to be equal to or smaller than a predetermined
threshold.

BRIEF DESCRIPTION OF DRAWINGS

[0010]

FIG. 1 is a diagram illustrating the entire system to
which a system interconnecting facility according to
a first embodiment is applied;
FIG. 2 is a functional block diagram for a controller
and for a power converter according to the first em-
bodiment;
FIG. 3 is a diagram illustrating a harmonic voltage
containing rate characteristic;
FIG. 4 is a diagram for explaining the harmonic volt-
age containing rate characteristic when the voltage
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condition in the system interconnecting facility
changes;
FIG. 5 is a functional block diagram for a controller
and for a power converter according to a third em-
bodiment;
FIG. 6 is a diagram for explaining the harmonic volt-
age containing rate characteristic when load power
consumption changes;
FIG. 7 is a functional block diagram for a controller
and for a power converter according to a fifth em-
bodiment; and
FIG. 8 is a functional block diagram for a controller
and a power converter according to a sixth embod-
iment.

DETAILED DESCRIPTION

[1. First Embodiment]

[1-1. Structure]

[0011] In below, a system interconnecting facility ac-
cording to this embodiment will be described with the
reference to FIG. 1 to FIG. 3. FIG. 1 is a diagram illus-
trating the entire system to which the system intercon-
necting facility according to this embodiment is applied.
[0012] As shown in FIG. 1, a system interconnecting
facility 1 is connected to a power system of, for example,
an electricity power company, and a battery system 2
that includes a plurality of storage batteries 21, and in-
terchanges a power. In this embodiment, since the sys-
tem interconnecting facility 1 is connected to the battery
system 2, the system interconnecting facility executes
any of charging and discharging, charging, and, dis-
charging relative to the power system. The system inter-
connecting facility 1 may be connected to, instead of the
battery system 2, a distributed-type power supply, such
as a solar light power generation facilities or wind power
generation facilities. In this case, the system intercon-
necting facility mainly executes discharging to the power
system.
[0013] The system interconnecting facility 1 includes
a plurality of transformers 11, a plurality of switches 12,
a plurality of filters 13, a plurality of power converters 14
(also simply referred to as a "converter" below), and a
plurality of loads 15. As for a configuration of the system
interconnecting facility 1, for example, each device 11 to
15 are installed in the same building, or in a plurality of
buildings and a plurality of containers, and are connected
via a communication line and a power line.
[0014] The transformer 11 changes the voltage to pro-
vide the power to each device within the system inter-
connecting facility 1. The transformer 11 includes trans-
formers 11a and 11b that output the converted voltage
to the load 15, and transformers 11c for the converters
14. The transformer 11a is provided at a higher side, that
is, the power system side, and the transformer 11b is
provided at the lower side of the transformer 11a, that is,

the battery-system-2 side. Moreover, the transformers
11c for the plurality of converters are connected in parallel
with the load 15 at the lower side of the transformer 11b,
and the transformers 11c for the converters 14 is con-
nected to a circuit in parallel, in which the circuit includes
the switch 12, the filter 13, and the converter 14 connect-
ed in series. Hence, the system interconnecting facility
1 has multiple sets of the switches 12 and the converters
14 connected in series.
[0015] The switch 12 connects and disconnects the
converter 14. The filter 13 is an equipment that eliminates
or reduces a harmonic voltage generated in the system
interconnecting facility 1, and is, for example, formed by
L, R, C. The converter 14 converts AC and DC, includes
switching elements, and is connected to the power sys-
tem and the battery 21 via the transformer 11 and the
switch 12.
[0016] The system interconnecting facility 1 is provided
with a plurality of voltage sensors 16a to 16c to measure
a voltage. The voltage sensors 16a to 16c measure a
fundamental wave voltage and an odd-order harmonic
voltage. In this example, the voltage sensor 16a is pro-
vided between the power system and the transformer
11a, and the voltage sensor 16b is provided between the
transformers 11a and 11b. Moreover, the voltage sensor
16c is provided between the transformer 11c and the
switch 12.
[0017] Furthermore, the system interconnecting facil-
ity 1 includes a controller 3. The controller 3 is connected
to each device within the system interconnecting facility
1 via wired or wireless communication lines, collects the
information of each device and controls each device. The
device to be controlled includes the switch 12, the con-
verter 14, and the load 15.
[0018] The controller 3 includes a single computer or
a plurality of computers connected over a network, and
a display. The controller 3 stores a program and a data-
base in an HDD or an SSD, etc., develops them in a RAM
as appropriate, and processes them by a CPU, to execute
an arithmetic processing to be described later and display
information on a display device.
[0019] The controller 3 includes a host controller 31
provided at a central power supplying control station, etc.,
and an in-facility controller 32 provided in the system in-
terconnecting facility 1. The host controller 31 and the in-
facility controller 32 are connected via wired or wireless
communication lines, and transmit and receive informa-
tion. In this embodiment, the controller 3 is divided into
the host controller 31 and the in-facility controller 32, but
it is not always necessary to divide the controller. More-
over, it is not always necessary to provide the in-facility
controller 32 in the system interconnecting facility 1. The
host controller 31 and the in-facility controller 32 are also
simply referred to as the "controllers" 31 and 32.
[0020] FIG. 2 is a functional block diagram for the con-
troller 3 and for the converter 14 according to this em-
bodiment. As shown in FIG. 2, the controller 32 includes
a switch status collecting unit 321, a defect information
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collecting unit 322, a closed switch number collecting unit
323, a control unit 324, a voltage acquiring unit 325, an
arithmetic processing unit 326, an operation status trans-
mitting and receiving unit 327, an activation signal trans-
mitting unit 328, a switching signal transmitting unit 329,
a command value receiving unit 330, and a charging and
discharging command unit 331.
[0021] The switch status collecting unit 321 collects
the open and close status of each switch 12. The defect
information collecting unit 322 collects the defect status
of each of the devices 11 to 15. The closed switch number
collecting unit 323 collects the number of closed switches
12 from the open and close status information of the
switches 12 acquired by the switch status collecting unit
321. Moreover, when collecting the number of closed
switches, the closed switch number collecting unit 323
may execute collection while considering the defect of
the switches 12 from the defect information collecting
unit 322.
[0022] The control unit 324 controls the opening and
closing of the switch 12. More specifically, based on a
harmonic voltage containing rate characteristic that is a
relation between the number of closed switches 12 and
the harmonic voltage containing rate of the system inter-
connecting facility 1, the control unit 324 outputs open
and close commands to the switches 12 so that the
number of closed switches 12 becomes out of a closed
switch number range (hereinafter, simply referred to as
"avoided number range") that is the range which increas-
es the harmonic voltage of the system interconnecting
facility 1.
[0023] The harmonic voltage containing rate indicates
a rate of the harmonic voltage relative to a fundamental
wave voltage. The harmonic voltage means odd-order
harmonic voltages, such as a tertiary, a quinary, and a
septenary. As for an example of the harmonic voltage
containing rate characteristic, FIG. 3 illustrates the har-
monic voltage containing rate characteristic with the
number of closed switches 12 being a horizontal axis,
and a septenary harmonic voltage containing rate being
a vertical axis.
[0024] The harmonic voltage containing rate charac-
teristic may be stored in advance in a storage unit (unil-
lustrated) provided to the controller 3, or may be acquired
by external input from the host controller 31, etc. More-
over, such a characteristic may be acquired from actual
measurements. The following description will be given
of an example case in which such a characteristic is ac-
quired by actual measurements.
[0025] The control by the control unit 324 to cause the
number of closed switches out of the avoided number
range will be described in detail. For example, in order
to cause the number of closed switches 12 to be out of
the avoided number range, the avoided number range is
set in advance to be the number of closed switches 12
that causes the harmonic voltage containing rate to ex-
ceed a predetermined threshold (e.g., 3 %), and the con-
trol unit 324 outputs, to the switches 12, the open and

close commands that cause the number of closed switch-
es to be the number out of the avoided number range,
that is, the number within the closed switch number range
for the switches 12 which causes the harmonic voltage
containing rate to be equal to or smaller than a predeter-
mined threshold. Under this control of causing the
number of closed switches to be out of the avoided
number range, when such a number is outside the avoid-
ed number range, the number of closed switches 12 and
which switch 12 is to be closed are arbitrary, and can be
designed and changed as appropriate. For example, a
decision may be made by the control unit 324, or a setting
by an operator may be entered via an operator inputting
unit 313 to be described later.
[0026] Moreover, as for the control to cause the
number of closed switches to be out of the avoided
number range, when the control unit 324 determines that
the present number of closed switches collected by the
closed switch number collecting unit 323 is within the
avoided number range, the control unit 324 may select
and decide the number of closed switches that is out of
the avoided number range and the switch 12 to be closed,
or may display an alert indicating that the present number
of closed switches is within the avoided number range
on a display unit 314 to be described later and may re-
ceive an input of the number of the closed switches that
is out of the avoided number range by the operator via
the operator inputting unit 313 to be described later.
[0027] The voltage acquiring unit 325 acquires the volt-
age that contains the fundamental wave voltage and the
odd-order harmonic voltage that are measured by the
voltage sensors 16a to 16c. The arithmetic processing
unit 326 calculates the harmonic voltage containing rate
from the fundamental wave voltage and the odd-order
harmonic voltage acquired by the voltage acquiring unit
325, and obtains the harmonic voltage containing rate
characteristic. The arithmetic processing unit 326 may
store in advance the circuit structure of the system inter-
connecting facility 1 in a storage unit (unillustrated) pro-
vided in the controller 32, and may execute a simulation
from the circuit structure to acquire the harmonic voltage
containing rate characteristic.
[0028] The operation status transmitting and receiving
unit 327 transmits all or part of data received by the con-
troller 32 to the host controller 31, and transmits and re-
ceives a protection value and information of the converter
14 to be activated, etc., transmitted from the host con-
troller 31.
[0029] The activation signal transmitting unit 328 out-
puts an activation signal to the converter 14. The switch-
ing signal transmitting unit 329 transmits a switching sig-
nal to the converter 14. The switching signal is a signal
to be given to the switching elements of the converter
14, and the converter 14 executes switching by the signal.
The command value receiving unit 330 receives a charg-
ing and discharging command value transmitted from the
host controller 31. Example charging and discharging
command values are the command value of effective
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power and the command value of reactive power. The
charging and discharging command unit 331 outputs the
received charging and discharging command value to
the converter 14. When the charging and discharging
command value is not transmitted from the host controller
31, the charging and discharging command unit 331 may
create the charging and discharging command value,
and may output the command value to the converter 14.
[0030] The controller 31 includes an operation status
transmitting and receiving unit 311, a command value
transmitting unit 312, the operator inputting unit 313, and
the display unit 314.
[0031] The operation status transmitting and receiving
unit 311 receives all or part of data owned by the controller
32 from the controller 32, and transmits the protection
value and the information of the converter 14 to be acti-
vated, etc., to the controller 32. The command value
transmitting unit 312 transmits the charging and dis-
charging command value for the converter 14 to the com-
mand value receiving unit 328. The operator inputting
unit 313 is user interfaces, such as a mouse, a keyboard,
and a touch panel. For example, the charging and dis-
charging command value and the number of closed
switches 12, etc., input by the operator is entered. The
display unit 314 displays the open and close status of
the switch 12, and the operation status of each device,
etc. Moreover, the display unit 314 displays the alert
when the number of closed switches 12 input via the op-
erator inputting unit 313 is within the range where the
harmonic voltage containing rate is large.
[0032] As illustrated in FIG. 2, the converter 14 in-
cludes an activation signal receiving unit 141, a switching
signal receiving unit 142, and a command value receiving
unit 143. The activation signal receiving unit 141 receives
the activation signal from the activation signal transmit-
ting unit 328. The switching signal receiving unit 142 re-
ceives the switching signal from the switching signal
transmitting unit 329. The command value receiving unit
143 receives the charging and discharging command val-
ue from the charging and discharging command unit 331.
The converter 14 converts the AC and the DC in accord-
ance with the charging and discharging command value.

[1-2. Action]

[0033] An action of the system interconnecting facility
1 according to this embodiment will be described with
reference to FIG. 3. Although the septenary harmonic
voltage will be described as an example of the odd-order
harmonic voltage, it may be tertiary, quinary, nonary, un-
denary, or tredenary. In this case, the number of the
switches 12 and that of the converters 14 are each 100.
[0034] First, the harmonic voltage containing rate char-
acteristic will be described. The harmonic voltage con-
taining rate characteristic changes depending on the cir-
cuit structure of the system interconnecting facility 1. For
example, although it is expected that the switch 12 is
located between the transformer 11c and the converter

14 in FIG. 1, said characteristic also changes depending
on the statuses of the switches installed at other loca-
tions. Moreover, said characteristic also changes de-
pending on the transformer 11 and the power distribution
line in the system interconnecting facility 1, and the filter
constant of the filter 13.
[0035] As illustrated in FIG. 3, the harmonic voltage
containing rate is a graph in a mountain shape, and has
the peak at the number of closed switches 12 that is 60.
That is, since the harmonic voltage containing rate is high
around 60, it is necessary to avoid the number of closed
switches that is around 60. When a harmonic wave with
a high harmonic voltage containing rate is generated, a
harmonic current flows into the capacitor within the sys-
tem interconnecting facility 1, and may cause a deterio-
ration and a fire, and may cause an abnormal operation
due to a false operation and a false detection depending
on the converter 14.
[0036] In this embodiment, the control unit 324 outputs,
to the switches 12, the open and close commands so
that the number of closed switches 12 is out of the closed
switch number range in which the harmonic voltage of
the system interconnecting facility 1 increases. The
closed switch number range is a range that the harmonic
voltage containing rate becomes equal to or smaller than
the predetermined threshold.
[0037] In this example, the threshold is set to be 3 %,
and the control unit 324 controls the opening and closing
of the switches 12 so that the number of closed switches
12 becomes equal to or smaller than 40 or equal to or
greater than 75. Which switch 12 is to be closed can be
designed and changed as appropriate as long as such a
range is achieved. As for the information which switch
12 is to be closed, for example, the number of closed
switches decided by the operator is entered via the op-
erator inputting unit 313, and is transmitted to the con-
troller 32 from the controller 31 via the operation status
transmitting and receiving unit 311. When the operator
inputs the number of closed switches 12 that is equal to
or greater than 41 and equal to or smaller than 74, the
alert is displayed on the display unit 314, and the operator
is urged to again set the number of closed switches. In
this case, a stop signal may be simultaneously transmit-
ted to the other converters 14 connected to the respective
switches 12 not to be closed so that the number of closed
switches 12 becomes equal to or smaller than 40.
[0038] At the time of activation sequence, the close
signal for the switch 12 is simultaneously transmitted
from the controller 32 at a signal contact, etc., having
little communication delay, and the switches 12 subjected
to the control are simultaneously activated to suppress
an occurrence of the activation sequence delay within,
for example, 10 ms. Such a signal transmission, etc., in
the sequence is also effective in a de-activation se-
quence.

7 8 



EP 3 422 521 B1

6

5

10

15

20

25

30

35

40

45

50

55

[1-3. Effect]

[0039]

(1) The system interconnecting facility 1 according
to this embodiment is a system interconnecting fa-
cility which is connected to a power system, and
which includes the plurality of power converters 14
connected to the power system, the plurality of trans-
formers 11 provided between the power system and
the power converters 14, the plurality of switches 12
provided between the transformers 11 and the power
converters 14, and the controller 3 that controls the
opening and closing of the switch 12. The controller
3 outputs, to the switches 12, open and close com-
mands so that the number of closed switches 12 is
out of the closed switch number range which the har-
monic voltage of the system interconnecting facility
1 increases based on the harmonic voltage contain-
ing rate characteristic that is a relation between the
number of closed switches 12 and the harmonic volt-
age containing rate of the system interconnecting
facility 1.
Accordingly, the system interconnecting facility ca-
pable of suppressing a harmonic voltage is achieved
even when a circuit structure differs depending on a
situation.
(2) The controller 3 outputs, to the switches 12, the
open and close commands that achieve the number
of closed switches 12 which causes the harmonic
voltage containing rate to be equal to or smaller than
the predetermined threshold. This suppresses a har-
monic voltage without a large amount of costs and
an installation of equipment.
(3) The controller 3 includes the switch status col-
lecting unit 321 that collects the open and close sta-
tus information on each switch 12, the closed switch
number collecting unit 323 that collects the number
of closed switches from the open and close status
information, the voltage acquiring unit 325 that ac-
quires the measured voltage from the voltage sen-
sors 16a to 16c which measure the voltage contain-
ing the fundamental wave voltage and the odd-order
harmonic voltage, and the arithmetic processing unit
326 which calculates the harmonic voltage contain-
ing rate from the acquired fundamental wave voltage
and odd-order harmonic voltage, and acquires the
harmonic voltage containing rate characteristic from
the number of closed switches and the acquired har-
monic voltage containing ratio.

[0040] Thus, the harmonic voltage containing rate
characteristic can be acquired by actual measurements
even when there is changes such as additional install-
ment of equipment in the system interconnecting facility,
and an occurrence of the harmonic voltage can be flexibly
suppressed.

[2. second embodiment]

[2-1. Structure]

[0041] A second embodiment will be described with
reference to FIG. 4. The second embodiment employs
the same basic structure as that of the first embodiment.
In the following description, only a difference from the
first embodiment will be described, the same reference
numeral will be given to the same component as that of
the first embodiment, and the detailed description thereof
will be omitted.
[0042] The arithmetic processing unit 326 of the sec-
ond embodiment acquires the harmonic voltage contain-
ing rate characteristic when the harmonic voltage con-
taining rate has a fluctuation. The presence or absence
of the fluctuation can be determined by, for example, cal-
culating the harmonic voltage containing rate by the arith-
metic processing unit 326 at a predetermined time cycle,
and obtaining a difference. In this embodiment, the arith-
metic processing unit 326 calculates the harmonic volt-
age containing rate from the actual measurements by
the voltage sensors 16a to 16c, and obtains the harmonic
voltage containing rate characteristic when the harmonic
voltage containing rate decreases. That is, the charac-
teristic is updated with a decrease in the containing rat
being a trigger.
[0043] In the second embodiment, it is assumed that
the number of closed switches 12 is adjusted by using
the harmonic voltage containing rate characteristic
based on the voltage sensor 16c where the highest har-
monic wave is generated. The harmonic voltage contain-
ing rate characteristic may be updated and the number
of closed switches may be changed based on only the
actual measurements of this voltage sensor 16c, or the
harmonic voltage containing ratio characteristic may be
acquired and updated based on the voltage sensor 16c
in accordance with a decrease in harmonic voltage con-
taining ratio based on the voltage sensor 16a closest to
the power system, and the number of closed switches
may be changed. The number of closed switches may
be changed by updating the harmonic voltage containing
rate characteristic based on only the actual measure-
ments of this voltage sensor 16c, or may be changed by
updating the harmonic voltage containing rate character-
istic based on the voltage sensor 16c in accordance with
a decrease in harmonic voltage containing ratio based
on the voltage sensor 16a that is the closest to the power
system. The following description will be given of the lat-
ter case as an example.
[0044] More specifically, the arithmetic processing unit
326 calculates the harmonic voltage containing rate
based on the voltage sensor 16a that is the closest to
the power system, calculates the harmonic voltage con-
taining rate based on the voltage sensor 16c where the
highest harmonic wave is generated when there is a de-
crease, and acquires the harmonic voltage containing
rate characteristic. That is, the harmonic voltage contain-
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ing rate characteristic at the location closest to the power
system changes, the arithmetic processing unit 326 ac-
quires the harmonic voltage containing rate characteris-
tic at the location where the highest harmonic wave is
generated along with the changes.
[0045] The control unit 324 changes the avoided
number range of the switches 12 based on the updated
harmonic voltage containing rate characteristic. That is,
the control unit 324 changes the avoided number range
of the switches 12 based on the acquired harmonic volt-
age containing rate characteristic at the location where
the highest harmonic wave is generated.

[2-2. Action and Effect]

[0046] In this embodiment, the arithmetic processing
unit 326 acquires the harmonic voltage containing rate
characteristic when the harmonic voltage containing de-
creases, and the controller 3 changes the avoided
number range based on the harmonic voltage containing
rate characteristic acquired when the harmonic voltage
containing rate decreases.
[0047] This enables a proper management on the
closed switch number range of the switches 12 that
changes in accordance with a time, a place, the load
information, and an event, etc. That is, a fluctuation in
the voltage condition within the system interconnecting
facility 1 occurs depending on a time or an event, and a
fluctuation in the harmonic voltage containing rate char-
acteristic occurs in accordance with the voltage condition
fluctuation. Moreover, the harmonic voltage containing
rate is low at the side near to the power system, and the
harmonic voltage containing rate tends to increase due
to distortion that increases as it goes towards the lower
side. When, for example, the harmonic voltage contain-
ing rate based on the voltage at the voltage sensor 16a
closest to the power system decreases, the graph of the
harmonic voltage containing rate based on the voltage
sensor 16c with the highest measured voltage also de-
creases.
[0048] Hence, as illustrated in FIG. 4, when the har-
monic voltage containing rate based on the voltage sen-
sor 16a closest to the power system decreases from 1
% to 0.5 %, since the harmonic voltage containing rate
based on the voltage sensor 16c with the highest meas-
ured voltage also decreases, the closed switch number
range where the harmonic voltage increases becomes
narrow even at the same threshold. In the example illus-
trated in FIG. 4, when the harmonic voltage containing
rate based on the voltage sensor 16a is 1 %, the avoided
number range is equal to or greater than 40 and equal
to or smaller than 75, but when the harmonic voltage
containing rate decreases to 0.5 %, the avoided number
range becomes equal to or greater than 43 and equal to
or smaller than 70, and the avoided number range be-
comes narrow. Accordingly, it is not necessary to unnec-
essarily limit the number of operated converters. Hence,
the unnecessary limitation during the operation can be

avoided.

[3. Third Embodiment]

[0049] A third embodiment will be described with ref-
erence to FIG. 5 and FIG. 6. The third embodiment em-
ploys the same basic structure as that of the first embod-
iment. Only the difference from the first embodiment will
be described below, the same reference numeral will be
given to the same component as that of the first embod-
iment, and the detailed description thereof will be omitted.
[0050] FIG. 5 is a functional block diagram for the con-
troller 3 and for the converter 14 according to the third
embodiment. The controller 3 according to the third em-
bodiment includes a load power command unit 341. The
load power command unit 341 outputs a command to
cause the load 15 to consume power.
[0051] As illustrated in FIG. 6, within the system inter-
connecting facility 1, when a load power consumption is
large, the harmonic voltage in the facility 1 tends to de-
crease in comparison with a case in which the load power
consumption is small, . In other words, as for the har-
monic voltage that is generated in the system intercon-
necting facility 1, since the larger the current which flows
through a resistance load is, the more the containing rate
decreases, the harmonic voltage in the facility 1 can be
reduced by the load power command unit 331 that out-
puts the command to activate the loads 15, such as a
heater and an inverter.
[0052] This power consumption command may be out-
put when the number of closed switches 12 is within the
closed switch number range that causes the harmonic
voltage containing rate to exceed a predetermined
threshold. Moreover, it is effective when such a command
is output when the harmonic voltage containing rate in-
creases, such as when a maintenance for the device with-
in the system interconnecting facility 1 is carried out.

[4. Fourth Embodiment]

[0053] A fourth embodiment employs the same basic
structure as that of the first embodiment. Only the differ-
ence from the first embodiment will be described below,
the same reference numeral will be given to the same
component as that of the first embodiment, and the de-
tailed description thereof will be omitted.
[0054] The fourth embodiment relates to a control as-
pect for the switches 12 and for the converters 14 by the
controller 32. That is, the system interconnecting facility
1 has a plurality of sets of the switch 12 and the converter
14 connected in series. In addition, the controller 32 se-
quentially controls each set of the switch 12 and the con-
verter 14 by a control, that is one unit, of outputting a
command to close the switch 12 and outputting a com-
mand to switch the converter 14 connected in series to
the switch closed by said command. For example, after
causing the first switch 12 to be closed, the converter 14
connected in series with this switch 12 is caused to ex-
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ecute the switching. Next, the second switch 12 is caused
to be closed, so that the control is executed in sequence
for each set.
[0055] By such a control by the controller 32 as de-
scribed above, the switches 12 can be closed in se-
quence while suppressing the harmonic voltage that is
generated in the system interconnecting facility 1 to be
always low. That is, for example, when there are 100
switches 12 and 100 converters 14, and if the 100 con-
verters 14 are caused to execute the switching after the
100 switches 12 are simultaneously closed, the 100 con-
verters 14 are consequently activated, but by closing and
switching the switch 12 and the converter 14 set by set,
the harmonic voltage can be suppressed to be always
low. Such a behavior may occur because the circuit sit-
uation within the system interconnecting facility 1 differs
when the converter is caused to execute the switching
one by one, and when all the converters are simultane-
ously caused to execute the switching.
[0056] It is preferable that such a control of closing and
switching each set is executed before the number of
closed switches becomes within the closed switch
number range where the harmonic voltage increases.
Moreover, such a control may be given to all sets of the
switches 12 and the converters 14, or may be given to
at least one set, and because the suppressing effect of
the harmonic voltage is achievable when at least one set
is controlled. The control may be given after the mainte-
nance of the converter 14 is completed, and said con-
verter 14 is activated.

[5. Fifth Embodiment]

[0057] A fifth embodiment will be described with refer-
ence to FIG. 7. The fifth embodiment employs the same
basic structure as that of the first embodiment. Only the
difference from the first embodiment will be described
below, the same reference numeral will be given to the
same component as that of the first embodiment, and
the detailed description thereof will be omitted.
[0058] The converter 14 may have a dead band in
which the charging and discharging command is not out-
put when the said command received from outside is low,
depending on the type of the converter. The fifth embod-
iment relates to the control for the controller 32 when the
converter 14 has such a dead band.
[0059] FIG. 7 is a functional block diagram for the con-
troller 3 and for the converter 14 according to the fifth
embodiment. As illustrated in FIG. 7, the controller 32
includes a database 351 for the dead band of the con-
verter 14. The database 351 stores the upper limit of the
dead band and the lower limit thereof. Based on the da-
tabase 351, the controller 32 causes the charging and
discharging command unit 331 to create the charging
and discharging command value so that the total output
by the converters 14 becomes close to zero, and said
command value is output to the converters 14. It is pref-
erable that the controller 32 outputs the charging and

discharging command value that causes the total output
to be zero.
[0060] The control for the converter 14 by the controller
32 will be described more specifically. When, for exam-
ple, the upper limit of the dead band of the converter 14
is +10 kW and the lower limit is -10 kW when the dis-
charging direction from the battery system 2 to the power
system is positive, the charging and discharging com-
mand unit 331 creates the charging and discharging com-
mand value that is the upper limit or the lower limit to
cause the total output by the converters 14 to be zero.
When, for example, there are the 100 converters 14, the
command value for the 50 converters is +10 kW, and the
command value for the remaining 50 converters is -10
kW. Th distribution of the positive and negative signs of
the command value to the converters 14 are arbitrary,
and can be designed and modified as appropriate.
[0061] By the above controller 32, an adverse effect to
the power system is prevented, and an achievement of
the harmonic voltage suppressing effect is facilitated.
More specifically, when 100 converters 14 are installed
within the system interconnecting facility 1, power of 1000
kW reverse flows to the power system if all converters
output 10 kW, possibly giving an adverse effect to the
power system. Moreover, even when there is no adverse
effect to the power system, and if the total output by the
converters 14 becomes apart from zero, the harmonic
voltage suppressing effect may be disturbed. Hence, by
outputting the command value that causes the total out-
put by the converters 14 to become close to zero,
achievement of the harmonic voltage suppressing effect
is facilitated. Said control may be given when it is deter-
mined that the number of closed switches 12 is within
the avoided number range.
[0062] Moreover, the harmonic voltage can be sup-
pressed without requiring particular structures for the
converter 14 even if the converter 14 has a dead band.

[6. Sixth Embodiment]

[0063] A sixth embodiment will be described with ref-
erence to FIG. 8. The sixth embodiment employs the
same basic structure as that of the fifth embodiment. Only
the difference from the fifth embodiment will described,
the same reference numeral will be given to the same
component as that of the fifth embodiment, and the de-
tailed description thereof will be omitted.
[0064] FIG. 8 is a functional block diagram for the con-
troller 3 and for the converter 14 according to the sixth
embodiment. The controller 32 includes a harmonic re-
ducing command value transmitting unit 361 and an ac-
tivation sequence completion receiving unit 362, and the
converter 14 includes a harmonic reducing command val-
ue receiving unit 144 and an activation sequence com-
pletion transmitting unit 145.
[0065] The harmonic reducing command value trans-
mitting unit 361 transmits a harmonic reducing command
value that causes the output power to be zero to the con-
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verter 14 together with the activation signal regardless
of the presence and absence of the dead band. The ac-
tivation sequence completion receiving unit 362 receives
a signal of the completion of the activation sequence from
the converter 14.
[0066] The harmonic reducing command value receiv-
ing unit 144 receives the harmonic reducing command
value from the harmonic reducing command value trans-
mitting unit 361. The activation sequence completion
transmitting unit 145 transmits, to the activation se-
quence completion receiving unit 362, a signal of the
completion of activation and switching upon receiving the
activation signal from the activation signal transmitting
unit 328 and the harmonic reducing command value from
the harmonic reducing command value transmitting unit
361.
[0067] By employing the above structure, the total out-
put by the converters 14 can be zero even if the converter
14 has the dead band, , and the activation sequence of
the converter 14 can be completed with the harmonic
voltage being reduced even if there are a communication
delay between the converters 14 and a transmission de-
lay of the activation signal and the harmonic reducing
command value within the same converter 14.
[0068] Moreover, when the controller 32 receives the
activation sequence completion signal from the converter
14 and the operation that causes the output power to be
zero becomes unnecessary, it is desirable to recover a
dead band function. This is because the loss by the con-
verter 14 can be reduced. That is, when receiving the
activation sequence completion signal from the converter
14, the controller 32 changes the transmission originator
of the command value from the harmonic reducing com-
mand value transmitting unit 361 to the charging and dis-
charging command unit 331. Accordingly, since the con-
verter can output at least by the upper limit of the dead
band or the lower limit thereof, the loss can be reduced
in comparison with a case in which the converter is
caused to stop outputting.

[7. Other Embodiments]

[0069] Although several embodiments according to the
present disclosure have been described in this specifi-
cation, such embodiments are merely presented as ex-
amples, and are not intended to limit the scope of the
present disclosure. The above embodiments can be car-
ried out in other various forms, and various omissions,
replacements, and modifications can be made thereto
without departing from the scope of the present disclo-
sure. Such embodiments and modified forms thereof are
within the scope of the present disclosure, and also within
the scope of the invention as recited in appended claims
and the equivalent range thereto.

(1) In the first to sixth embodiments, although the
operator inputting unit 312 and the display unit 314
are provided at the host controller 31, those compo-

nents may provided at the in-facility controller 32.
(2) In the first to sixth embodiments, although the
harmonic voltage containing rate has been de-
scribed with reference to the septenary harmonic
voltage, the present disclosure is not limited to this
example case, and the control that causes the
number of closed switches 12 to be out of the avoided
number range may be executed based on the char-
acteristics of the tertiary, quinary, nonary, undenary,
and tredenary harmonic voltage containing rate.
Since the probability to be contained in the system
interconnecting facility 1 is high in the quinary and
the septenary, and is middle in the undenary and the
tredenary, in the second embodiment, when the
avoided number range is changed with the fluctua-
tion in harmonic voltage containing rate being a trig-
ger, the fluctuation in the quinary or septenary har-
monic voltage containing rate may be preferentially
checked. When there is no these fluctuations, the
avoided number range may be changed when there
is a fluctuation in the nonary or tredenary harmonic
voltage containing rate.

REFERENCE SIGNS LIST

[0070]

1 System interconnecting facility
11, 11a to 11c Transformer
12 Switch
13 Filter
14 Power converter
141 Activation signal receiving unit
142 Switching signal receiving unit
143 Command value receiving unit
144 Harmonic reducing command value receiving
unit
145 Activation sequence completion transmitting
unit
15 Load
16a to 16c Voltage sensor
2 Battery system
21 Battery
3 Controller
31 Host controller
311 Operation status transmitting and receiving unit
312 Command value transmitting unit
313 Operator inputting unit
314 Display unit
32 In-facility controller
321 Switch status collecting unit
322 Defect information collecting unit
323 Closed switch number collecting unit
324 Control unit
325 Voltage acquiring unit
326 Arithmetic processing unit
327 Operation status transmitting and receiving unit
328 Activation signal transmitting unit
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329 Switching signal transmitting unit
330 Command value receiving unit
331 Charging and discharging command unit
341 Load power command unit
351 Database
361 Harmonic reducing command value transmitting
unit
362 Activation sequence completion receiving unit

Claims

1. A system interconnecting facility (1) connected to a
power system via transformers (11) and to batteries
(21) via power converters (14), the system intercon-
necting facility (1) comprising:

a plurality of the power converters (14) connect-
ed to the power system;
a plurality of the transformers (11) provided be-
tween the power system and the power convert-
ers (14);
a plurality of switches (12) provided between the
transformers (11) and the power converters
(14); and
a controller (3) that is configured to control open-
ing and closing of the switch (12),
characterized in that:

the controller (3) is configured to output, to
the switches (12), respective open and
close commands so that a number of closed
switches (12) is out of a closed switch
number range where a harmonic voltage of
the system interconnecting facility (1) in-
creases, based on a harmonic voltage con-
taining rate characteristic that is a relation-
ship between the number of closed switch-
es (12) and a harmonic voltage containing
rate of the system interconnecting facility
(1) : and
the controller (3) is configured to output, to
the switches (12), the open and close com-
mands that achieve the number of closed
switches (12) which causes the harmonic
voltage containing rate to be equal to or
smaller than a predetermined threshold.

2. The system interconnecting facility (1) according to
claim 1, wherein the controller (3) comprises:

a switch status collecting unit (321) that is con-
figured to collect open and close status informa-
tion of each of the switches (12);
a closed switch number collecting unit (323) that
is configured to collect the number of closed
switches (12) from the open and close status
information;

a voltage acquiring unit (325) that is configured
to acquire a measured voltage from a voltage
sensor which is configured to measure a voltage
containing a fundamental wave voltage and an
odd-order harmonic voltage; and
an arithmetic processing unit (326) which is con-
figured to calculate the harmonic voltage con-
taining rate from the acquired fundamental wave
voltage and odd-order harmonic voltage, and
acquires the harmonic voltage containing rate
characteristic from the number of closed switch-
es (12) and the acquired harmonic voltage con-
taining rate.

3. The system interconnecting facility (1) according to
claim 2, wherein:

the arithmetic processing unit (326) is config-
ured to acquire the harmonic voltage containing
rate characteristic when the harmonic voltage
containing rate decreases; and
the controller (3) is configured to change the
closed switch number range based on the har-
monic voltage containing rate characteristic ac-
quired when the harmonic voltage containing ra-
tio decreases.

4. The system interconnecting facility (1) according to
any one of claims 1 to 3, wherein the controller (3)
comprises a load power command unit that is con-
figured to output, to a load within the system inter-
connecting facility(1), a command to consume pow-
er.

5. The system interconnecting facility (1) according to
any one of claims 1 to 3, comprising a plurality of set
of the switches (12) and the power converters (14),
the switch (12) and the power converter (14) in each
set being connected in series,
wherein, with a control, that is one unit, of outputting
a command to close the switch (12) and outputting
a command to switch the converter connected in se-
ries to the closed switch (12) by the command, the
controller (3) is configured to execute the control in
sequence for each set.

6. The system interconnecting facility (1) according to
any one of claims 1 to 3, wherein the controller (3)
comprises a database for a dead band of the power
converter (14), and is configured to output, to the
power converter (14), a charging and discharging
command value that causes a total output by the
power converters (14) to become close to zero based
on the dead band in the database.

7. The system interconnecting facility (1) according to
claim 6, wherein:
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the power converter (14) comprises a receiving
unit that is configured to receive a harmonic re-
ducing command value to cause output power
to be zero regardless of the dead band; and
the controller (3) comprises a transmitting unit
that is configured to transmit, together with an
activation signal to the power converter (14), the
harmonic decreasing command value.

Patentansprüche

1. Systemverbindungseinrichtung (1), die über Trans-
formatoren (11) mit einem Energiesystem und über
Leistungswandler (14) mit Batterien (21) verbunden
ist, wobei die Systemverbindungseinrichtung (1) um-
fasst:

mehrere der Leistungswandler (14), die mit dem
Energiesystem verbunden sind;
mehrere der Transformatoren (11), die zwi-
schen dem Energiesystem und den Leistungs-
wandlern (14) angeordnet sind;
mehrere Schalter (12), die zwischen den Trans-
formatoren (11) und den Leistungswandlern
(14) angeordnet sind; und
einen Controller (3), der dafür konfiguriert ist,
das Öffnen und Schließen des Schalters (12) zu
steuern,
dadurch gekennzeichnet, dass:

der Controller (3) dafür konfiguriert ist, auf
der Basis einer Oberschwingungsspan-
nungsanteilsraten-Charakteristik, die eine
Beziehung zwischen der Anzahl geschlos-
sener Schalter (12) und einer Oberschwin-
gungsspannungsanteilsrate der System-
verbindungseinrichtung (1) ist, an die
Schalter (12) jeweilige Öffnungs- und
Schließbefehle so auszugeben, dass eine
Anzahl geschlossener Schalter (12) außer-
halb eines Zahlenbereichs geschlossener
Schalter liegt, wo eine Oberschwingungs-
spannung der Systemverbindungseinrich-
tung (1) ansteigt; und
der Controller (3) dafür konfiguriert ist, an
die Schalter (12) die Öffnungs- und
Schließbefehle auszugeben, die zu der An-
zahl geschlossener Schalter (12) führen,
die bewirkt, dass die Oberschwingungs-
spannungsanteilsrate nicht größer als ein
vorbestimmter Schwellenwert ist.

2. Systemverbindungseinrichtung (1) nach Anspruch
1, wobei der Controller (3) umfasst:

eine Schalterstatuserfassungseinheit (321), die
dafür konfiguriert ist, Informationen über den

Öffnungs- und Schließstatus jedes der Schalter
(12) zu erfassen;
eine Geschlossene-Schalter-Anzahlerfas-
sungseinheit (323), die dafür konfiguriert ist, die
Anzahl geschlossener Schalter (12) aus den
Öffnungs- und Schließstatusinformationen zu
erfassen;
eine Spannungserfassungseinheit (325), die
dafür konfiguriert ist, eine gemessene Span-
nung von einem Spannungssensor zu erfassen,
der dafür konfiguriert ist, eine Spannung zu mes-
sen, die eine Grundwellenspannung und eine
Oberschwingungsspannung ungerader Ord-
nung enthält; und
eine Arithmetikverarbeitungseinheit (326), die
dafür konfiguriert ist, die Oberschwingungs-
spannungsanteilsrate aus der erfassten Grund-
wellenspannung und Oberwellenspannung un-
gerader Ordnung zu berechnen, und die die
Oberschwingungsspannungsanteilsraten-Cha-
rakteristik aus der Anzahl geschlossener Schal-
ter (12) und der erfassten Oberschwingungs-
spannungsanteilsrate erfasst.

3. Systemverbindungseinrichtung (1) nach Anspruch
2, wobei:

die Arithmetikverarbeitungseinheit (326) dafür
konfiguriert ist, die Oberschwingungsspan-
nungsanteilsraten-Charakteristik zu erfassen,
wenn die Oberschwingungsspannungsanteils-
rate abnimmt; und
der Controller (3) dafür konfiguriert ist, den An-
zahlbereich geschlossener Schalter auf der
Grundlage der erfassten Oberschwingungs-
spannungsanteilsraten-Charakteristik zu än-
dern, wenn das Oberschwingungsspannungs-
anteilsverhältnis abnimmt.

4. Systemverbindungseinrichtung (1) nach einem der
Ansprüche 1 bis 3, wobei der Controller (3) eine Last-
leistungsbefehlseinheit umfasst, die dafür konfigu-
riert ist, an eine Last innerhalb der Systemverbin-
dungseinrichtung (1) einen Befehl zum Stromver-
brauch auszugeben.

5. Systemverbindungseinrichtung (1) nach einem der
Ansprüche 1 bis 3, die mehrere Sätze der Schalter
(12) und der Leistungswandler (14) umfasst, wobei
der Schalter (12) und der Leistungswandler (14) in
jedem Satz in Reihe geschaltet sind,
wobei der Controller (3) dafür konfiguriert ist, mit ei-
ner Steuerung, die eine einzige Einheit ist, des Aus-
gebens eines Befehls zum Schließen des Schalters
(12) und des Ausgebens eines Befehls zum Um-
schalten des Wandlers, der mit dem geschlossenen
Schalter (12) in Reihe geschaltet ist, durch den Be-
fehl, die Steuerung für jeden Satz nacheinander aus-
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zuführen.

6. Systemverbindungseinrichtung (1) nach einem der
Ansprüche 1 bis 3, wobei der Controller (3) eine Da-
tenbank für ein Totband des Leistungswandlers (14)
umfasst und dafür konfiguriert ist, auf der Grundlage
des Totbandes in der Datenbank an den Leistungs-
wandler (14) einen Lade- und Entladebefehlswert
auszugeben, der bewirkt, dass die Gesamtaus-
gangsleistung durch die Leistungswandler (14) fast
Null wird.

7. Systemverbindungseinrichtung (1) nach Anspruch
6, wobei:

der Leistungswandler (14) eine Empfangsein-
heit umfasst, die dafür konfiguriert ist, einen
Oberwellenreduzierungsbefehlswert zu emp-
fangen, um zu bewirken, dass die Ausgangs-
leistung unabhängig vom Totband gleich Null
ist; und
der Controller (3) eine Übertragungseinheit um-
fasst, die dafür konfiguriert ist, zusammen mit
einem Aktivierungssignal an den Leistungs-
wandler (14) den Oberwellenreduzierungsbe-
fehlswert zu übertragen.

Revendications

1. Installation d’interconnexion de système (1) reliée à
un système de puissance par l’intermédiaire de
transformateurs (11) et à des batteries (21) par l’in-
termédiaire de convertisseurs de puissance (14),
l’installation d’interconnexion de système (1)
comprenant :

une pluralité des convertisseurs de puissance
(14) reliés au système de puissance ;
une pluralité des transformateurs (11) prévus
entre le système de puissance et les convertis-
seurs de puissance (14) ;
une pluralité de commutateurs (12) prévus entre
les transformateurs (11) et les convertisseurs
de puissance (14) ; et
un organe de commande (3) qui est configuré
pour commander une ouverture et une fermetu-
re du commutateur (12),
caractérisée en ce que :

l’organe de commande (3) est configuré
pour délivrer, aux commutateurs (12), des
commandes d’ouverture et de fermeture
respectives de sorte qu’un nombre de com-
mutateurs fermés (12) soit hors d’une plage
de nombres de commutateurs fermés où
une tension d’harmonique de l’installation
d’interconnexion de système (1) augmente,

sur la base d’une caractéristique de taux de
contenu de tension d’harmonique qui est
une relation entre le nombre de commuta-
teurs fermés (12) et un taux de contenu de
tension d’harmonique de l’installation d’in-
terconnexion de système (1) ; et
l’organe de commande (3) est configuré
pour délivrer, aux commutateurs (12), les
commandes d’ouverture et de fermeture qui
atteignent le nombre de commutateurs fer-
més (12) amenant le taux de contenu de
tension d’harmonique à être inférieur ou
égale à un seuil prédéterminé.

2. Installation d’interconnexion de système (1) selon la
revendication 1, dans laquelle l’organe de comman-
de (3) comprend :

une unité de collecte de statut de commutateur
(321) qui est configurée pour collecter des infor-
mations de statut ouvert et de statut fermé de
chacun des commutateurs (12) ;
une unité de collecte de nombre de commuta-
teurs fermés (323) qui est configurée pour col-
lecter le nombre de commutateurs (12) fermés
à partir des informations de statut ouvert et de
statut fermé ;
une unité d’acquisition de tension (325) qui est
configurée pour acquérir une tension mesurée
à partir d’un capteur de tension qui est configuré
pour mesurer une tension contenant une ten-
sion d’onde fondamentale et une tension d’har-
monique d’ordre impair ; et
une unité de traitement arithmétique (326) qui
est configurée pour calculer le taux de contenu
de tension d’harmonique à partir de la tension
d’onde fondamentale acquise et de la tension
d’harmonique d’ordre impair acquise, et acqué-
rir la caractéristique de taux de contenu de ten-
sion d’harmonique à partir du nombre de com-
mutateurs (12) fermés et du taux de contenu de
tension d’harmonique acquis.

3. Installation d’interconnexion de système (1) selon la
revendication 2, dans laquelle :

l’unité de traitement arithmétique (326) est con-
figurée pour acquérir la caractéristique de taux
de contenu de tension d’harmonique lorsque le
taux de contenu de tension d’harmonique
diminue ; et
l’organe de commande (3) est configuré pour
changer la plage de nombres de commutateurs
fermés sur la base de la caractéristique de taux
de contenu de tension d’harmonique acquise
lorsque le taux de contenu de tension d’harmo-
nique diminue.
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4. Installation d’interconnexion de système (1) selon
l’une quelconque des revendications 1 à 3, dans la-
quelle l’organe de commande (3) comprend une uni-
té de commande de puissance de charge qui est
configurée pour délivrer, à une charge à l’intérieur
de l’installation d’interconnexion de système (1), une
commande de consommation de puissance.

5. Installation d’interconnexion de système (1) selon
l’une quelconque des revendications 1 à 3, compre-
nant une pluralité d’ensembles des commutateurs
(12) et des convertisseurs de puissance (14), le com-
mutateur (12) et le convertisseur de puissance (14)
dans chaque ensemble étant reliés en série,
dans laquelle, avec une commande, qui est une uni-
té, pour délivrer une commande de fermeture du
commutateur (12) et pour délivrer une commande
de commutation du convertisseur relié en série au
commutateur (12) fermé par la commande, l’organe
de commande (3) est configuré pour exécuter la
commande en séquence pour chaque ensemble.

6. Installation d’interconnexion de système (1) selon
l’une quelconque des revendications 1 à 3, dans la-
quelle l’organe de commande (3) comprend une ba-
se de données pour une bande morte du convertis-
seur de puissance (14), et est configuré pour déli-
vrer, au convertisseur de puissance (14), une valeur
de commande de charge et de décharge qui amène
une sortie totale des convertisseurs de puissance
(14) à devenir proche de zéro sur la base de la bande
morte dans la base de données.

7. Installation d’interconnexion de système (1) selon la
revendication 6, dans laquelle :

le convertisseur de puissance (14) comprend
une unité de réception qui est configurée pour
recevoir une valeur de commande de réduction
d’harmonique pour amener une puissance de
sortie à être égale à zéro indépendamment de
la bande morte ; et
l’organe de commande (3) comprend une unité
de transmission qui est configurée pour trans-
mettre, avec un signal d’activation au convertis-
seur de puissance (14), la valeur de commande
de réduction d’harmonique.
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