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Description

[0001] The present invention relates to a cylinder char-
acteristic variation sensing device that senses a variation
among characteristics of respective cylinders of a multi-
cylinder internal combustion engine.
[0002] Conventionally, FCCB correction for correcting
fuel injection quantities of the respective cylinders is
known as correction for smoothing a variation in an in-
jection quantity among cylinders (i.e., an injection quan-
tity variation) caused by individual differences and aging
degradation of injectors provided in the respective cylin-
ders and the like in a multi-cylinder internal combustion
engine (for example, refer to Patent document 1: JP-A-
2001-355500). In the FCCB correction, sensing values
of rotation speed of a crankshaft corresponding to com-
bustion strokes of the respective cylinders are extracted
from the sensing values of the rotation speed of the crank-
shaft. A variation among the extracted rotation speeds
corresponding to the respective cylinders is regarded as
a variation among output torque magnitudes generated
by the respective cylinders. The rotation speeds corre-
sponding to the respective cylinders are compared with
an average value of the rotation speeds of all the cylin-
ders, and increase/ decrease correction (FCCB correc-
tion) of the fuel injection quantities of the respective cyl-
inders is performed to smooth the variation in the rotation
speed among the cylinders.
[0003] The factors of the variation in the output torque
among the cylinders include a difference in characteris-
tics of the respective cylinders (a variation in cylinder
characteristics) in addition to the above-mentioned var-
iation in the injection quantity among the cylinders. For
example, the cylinder characteristic variation includes a
variation in various frictions in the cylinders, a variation
in compression ratios in the cylinders, a distribution var-
iation of recirculated exhaust gas to the respective cyl-
inders by EGR (exhaust gas recirculation) (shown by a
solid line L1 in Fig. 5), a distribution variation of super-
charging pressure to the respective cylinders by a super-
charger (shown by a broken line L2 in Fig. 5) and the like.
[0004] However, in the above-described FCCB correc-
tion, even when the injection quantity variation is not
caused, the increase/ decrease correction of the injection
quantity will be performed for the variation in the output
torque among the cylinders (or the variation in the rotation
speed among the cylinders) resulting from the cylinder
characteristic variation. Therefore, the output torque and
an emission state of the internal combustion cannot be
controlled with high accuracy.
[0005] WO 03/006809 A1 discloses a diesel engine
control system and control method capable of conducting
accurate fuel injection unaffected by variations in injector
performance caused by differences among individual in-
jectors or change with aging. The diesel engine control
system comprises an injector for directly injecting fuel
into a combustion chamber of a diesel engine, injection
quantity controlling means for controlling fuel injection

quantity by varying a period of electric current supply to
the injector, estimating means for estimating that an elec-
tric current supply period when a prescribed (stable) com-
bustion state is obtained is the current supply period for
injecting the amount of fuel required for the prescribed
combustion state, and control data correcting means for
correcting control data of the injection quantity controlling
means based on the estimated current supply period.
[0006] DE 10 2007 000074 A1, EP 2 039 915 A2 and
JP 2001 355500 A relate to similar control systems.
[0007] It is an object of the present invention to provide
a cylinder characteristic variation sensing device that
senses a variation in a cylinder characteristic among cyl-
inders in a multi-cylinder internal combustion engine.
[0008] According to an aspect of the present invention,
a cylinder characteristic variation sensing device is ap-
plied to a multi-cylinder internal combustion engine hav-
ing a plurality of cylinders and a plurality of injectors re-
spectively provided to the cylinders. The cylinder char-
acteristic variation sensing device has a small injection
controlling section, a torque increase amount sensing
section, an injection quantity sensing section, and a cyl-
inder characteristic variation calculating section.
[0009] The small injection controlling section performs
small injections sequentially in the respective cylinders,
thereby injecting a small quantity of fuel from each injec-
tor regardless of manipulation performed by a driver to
operate the internal combustion engine.
[0010] The torque increase amount sensing section
senses an increase amount of output torque caused in
connection with the small injection or a physical quantity
relevant to the increase amount (referred to simply as a
torque increase amount, hereinafter) for each cylinder.
[0011] The injection quantity sensing section senses
an actual injection quantity of the small injection or a
physical quantity relevant to the injection quantity (re-
ferred to simply as an injection quantity, hereinafter) for
each cylinder. The cylinder characteristic variation cal-
culating section calculates a variation in a cylinder char-
acteristic among the cylinders (a cylinder characteristic
variation) based on a variation in the sensing value of
the injection
quantity sensing section among the cylinders (an injec-
tion quantity variation) and a variation in the sensing val-
ue of the torque increase amount sensing section among
the cylinders (a torque increase amount variation).
[0012] That is, according to the above-described as-
pect of the present invention, output torque is increased
by the small injection, and the torque increase amount
and the injection quantity at that time are sensed. The
cylinder characteristic variation is calculated based on
the injection quantity variation and the torque increase
amount variation. If the torque increase amount variation
occurs in a mode different from that of the injection quan-
tity variation, it can be determined that the difference in
the variation mode is not caused by the injection quantity
variation but is caused by a difference in the character-
istics of the respective cylinders. In this case, the cylinder
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characteristic variation can be calculated.
[0013] For example, a deviating degree of the torque
increase amount sensing value from the injection quan-
tity sensing value is calculated for each cylinder as the
cylinder characteristic value. For example, the deviating
degree is a ratio of the torque increase amount sensing
value to a torque increase amount converted from the
injection quantity sensing value. A variation in the calcu-
lated cylinder characteristic value among the cylinders
is calculated as the cylinder characteristic variation.
[0014] According to the above-described aspect of the
present invention capable of sensing the cylinder char-
acteristic variation in this way, variation amounts of the
cylinder characteristics of the respective cylinders can
be calculated and learned, for example. The injection
quantity variation can be calculated based on the actual
injection quantities of the respective cylinders sensed
with the injection quantity sensing section, and the cal-
culation results can be learned. Thus, the cylinder char-
acteristic variation and the injection quantity variation can
be learned separately. For example, by changing control
contents of the injection mode (such as the injection
quantity, injection timing, and the number of injection
stages in the case of multi-stage injection) based on the
learning result, the output torque and the emission state
of the internal combustion can be controlled with high
accuracy.
[0015] The small injection described above should be
preferably performed during a no-injection operation pe-
riod in which the fuel injection of all the injectors is cut
(for example, a period in which the driver does not oper-
ate the accelerator). With such the construction, the small
injection is performed in a state where little or no fluctu-
ation is caused in the output torque. Accordingly, the
torque increase amount sensing section can sense the
output torque increase amount or the like with high sens-
ing accuracy.
[0016] The injection quantity of the above-described
small injection should be preferably small (e.g., 2 mm3/st
(mm3 per stroke)) to such an extent that the driver of the
internal combustion engine (e.g., a driver of a vehicle, in
which the internal combustion engine is mounted) does
not feel the torque increase when the output torque is
increased by the small injection. In the case where a die-
sel engine is adopted as the internal combustion engine
and the injector can perform multi-stage injection for per-
forming the injection multiple times per combustion cycle,
it is preferable to perform the small injection with a quan-
tity (for example, a quantity corresponding to a pilot in-
jection or a pre-injection) smaller than a quantity of a
main injection in the multi-stage injection. Thus, a degree
of increase of the engine rotation speed against an in-
tention of the driver of the internal combustion engine
can be reduced during the above-described no-injection
operation period.
[0017] According to another aspect of the present in-
vention, the small injection controlling section performs
the small injection in a state where the injection quantities

of the respective cylinders are equalized so that the sens-
ing values of the injection quantity sensing section coin-
cide with each other among all the cylinders. The cylinder
characteristic variation calculating section calculates the
variation in the cylinder characteristic among the cylin-
ders while bringing the variation in the sensing value of
the injection quantity sensing section among the cylin-
ders to zero.
[0018] That is, by equalizing the actual injection quan-
tities of the respective cylinders, the variation in the in-
jection quantity among the cylinders is brought to zero,
and the variation in the cylinder characteristic among the
cylinders is calculated based on the variation in the torque
increase amount among the cylinders. Therefore, the
variation in the cylinder characteristic among the cylin-
ders can be calculated in a state where the various con-
ditions relating to the injection quantity (such as a ratio
of an intake quantity to the injection quantity) are equal-
ized. Accordingly, the elements of the variation in the
above-described various conditions among the cylinders
can be eliminated from the calculation result of the cyl-
inder characteristic variation calculating section (i.e., the
cylinder characteristic variation). As a result, the cylinder
characteristic variation can be obtained with high accu-
racy.
[0019] According to another aspect of the present in-
vention, the internal combustion engine has an exhaust
gas recirculation valve for regulating an exhaust gas re-
circulation quantity recirculated from an exhaust system
to an intake system. The small injection controlling sec-
tion performs the small injection in a state where the ex-
haust gas recirculation valve is fully closed. Therefore, it
can be determined that the element of the distribution
variation of the recirculated exhaust gas (shown by the
solid line L1 in Fig. 5) is eliminated from the calculation
result of the cylinder characteristic variation calculating
section (i.e., the cylinder characteristic variation). Thus,
the cylinder characteristic variation, from which the dis-
tribution variation element of the recirculated exhaust gas
is removed, can be obtained.
[0020] According to another aspect of the present in-
vention, the small injection controlling section performs
the small injection during a deceleration period of a ve-
hicle, in which the internal combustion engine is mount-
ed. The small injection controlling section performs the
small injections sequentially in the respective cylinders
at a predetermined interval or at predetermined intervals
during the same deceleration period. With such the con-
struction, the small injections are performed sequentially
during the same deceleration period. Therefore, the small
injections are performed in a state where various condi-
tions such as fuel temperature as of the small injection
are equalized among all the cylinders. As a result, the
cylinder characteristic variation can be obtained with high
accuracy.
[0021] According to another aspect of the present in-
vention, the cylinder characteristic variation sensing de-
vice further has a correcting section that sets a reference
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characteristic for the cylinder characteristics of all the cyl-
inders and that corrects fuel injection start timing of the
cylinder in accordance with a variation amount of the cyl-
inder characteristic of the same cylinder with respect to
the reference characteristic. The element of the injection
quantity variation is removed from the cylinder charac-
teristic variation calculated by the cylinder characteristic
variation calculating section. Therefore, according to the
above-described aspect of the present invention that cor-
rects the injection start timing as the element other than
the injection quantity in accordance with the variation
amount of the cylinder characteristic, a combustion state
in each cylinder can be stabilized with high accuracy.
[0022] For example, the fuel injection start timing is
advanced in the cylinder, the calculated cylinder charac-
teristic of which indicates ignitability worse than the ref-
erence characteristic. The fuel injection start timing is
delayed in the cylinder, the calculated cylinder charac-
teristic of which indicates the ignitability better than the
reference characteristic. Thus, the state of the ignitability
of each cylinder can be approximated to the reference
characteristic, thereby stabilizing the combustion state.
[0023] According to another aspect of the present in-
vention, the cylinder characteristic variation sensing de-
vice further has a learning section that sets a reference
characteristic for the cylinder characteristics of all the cyl-
inders and that stores and learns a variation amount of
the cylinder characteristic with respect to the reference
characteristic for each cylinder. Thus, the combustion
state of each cylinder can be easily approximated to an
ideal state.
[0024] According to another aspect of the present in-
vention, an average value of the cylinder characteristics
of all the cylinders is set as the reference characteristic.
Accordingly, it is unnecessary to set the reference char-
acteristic by adaptation and the like, thereby reducing a
burden of the calculation processing of the cylinder char-
acteristic variation. As a setting method other than the
method of setting the average value of the cylinder char-
acteristics of all the cylinders as the reference character-
istic, a method of calculating and setting a value of the
reference characteristic as a theoretical value based on
values of engine rotation speed, an engine load (for ex-
ample, a fuel injection quantity, an accelerator operation
amount or the like), an oxygen concentration in exhaust
gas and the like may be used.
[0025] According to another aspect of the present in-
vention, the internal combustion engine is structured to
distribute and supply the fuel from a pressure accumu-
lator, which accumulates the fuel, to the injector. The
injection quantity sensing section is a fuel pressure sen-
sor for sensing pressure of the fuel supplied to the injector
as the physical quantity and is arranged in a fuel passage,
which extends from the pressure accumulator to an in-
jection hole of the injector, at a position closer to the in-
jection hole than the pressure accumulator.
[0026] The pressure of the fuel supplied to the injector
fluctuates in connection with the fuel injection from the

injection hole. Therefore, by sensing the fluctuation mode
(e.g., a fuel pressure decrease amount, a fuel pressure
decrease time, and the like), the actual injection quantity
can be calculated. According to the above-described as-
pect of the present invention focusing attention on this
point, the fuel pressure sensor that senses the pressure
of the fuel supplied to the injector as the physical quantity
relevant to the injection quantity is adopted as the injec-
tion quantity sensing section. Therefore, the injection
quantity can be calculated as mentioned above.
[0027] Moreover, according to the above-described
aspect of the present invention, the fuel pressure sensor
is arranged in the fuel passage, which extends from the
pressure accumulator to the injection hole, at the position
closer to the injection hole than the pressure accumula-
tor. Therefore, the pressure fluctuation in the injection
hole can be sensed before the pressure fluctuation at-
tenuates in the pressure accumulator. Therefore, the
pressure fluctuation caused in connection with the injec-
tion can be sensed with high accuracy, so the injection
quantity can be calculated with high accuracy.
[0028] The fluctuation of the fuel pressure caused in
connection with the small injection by the small injection
controlling section is very small. Therefore, it is difficult
to sense such the fluctuation of the fuel pressure with a
fuel pressure sensor (a rail pressure sensor) provided to
the pressure accumulator. Therefore, by applying the
above-described aspect of the present invention to the
case of the small injection that makes the sensing difficult,
the above-described effect of enabling the sensing of the
pressure fluctuation with high accuracy can be suitably
exerted.
[0029] As other examples than adopting the fuel pres-
sure sensor as the injection quantity sensing section, a
lift sensor that senses a valve member lift amount of the
injector as a physical quantity relevant to the injection
quantity, a flow meter arranged in a fuel supply passage
extending to the injection hole for sensing a fuel flow rate
as the injection quantity or the like may be adopted as
the injection quantity sensing section.
[0030] According to another aspect of the present in-
vention, the fuel pressure sensor is fixed to the injector.
Therefore, the fixation position of the fuel pressure sen-
sor is closer to the injection hole than in the case where
the fuel pressure sensor is fixed to a pipe connecting the
pressure accumulator and the injector. Accordingly, the
pressure fluctuation in the injection hole can be sensed
more appropriately than in the case where the pressure
fluctuation is sensed after the pressure fluctuation in the
injection hole attenuates in the pipe.
[0031] According to another aspect of the present in-
vention, the fuel pressure sensor is fixed to a fuel inlet of
the injector. According to another aspect of the present
invention, the fuel pressure sensor is mounted inside the
injector to sense fuel pressure in an internal fuel passage
extending from the fuel inlet of the injector to the injection
hole of the injector.
[0032] The fixing structure of the fuel pressure sensor
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can be simplified in the case where the fuel pressure
sensor is fixed to the fuel inlet as compared with the case
where the fuel pressure sensor is mounted inside the
injector. When the fuel pressure sensor is mounted inside
the injector, the fixing position of the fuel pressure sensor
is closer to the injection hole of the injector than in the
case where the fuel pressure sensor is fixed to the fuel
inlet. Therefore, the pressure fluctuation in the injection
hole can be sensed more appropriately.
[0033] According to another aspect of the present in-
vention, an orifice is provided in a fuel passage, which
extends from the pressure accumulator to a fuel inlet of
the injector, for attenuating a pressure pulsation of the
fuel in the pressure accumulator. The fuel pressure sen-
sor is arranged downstream of the orifice with respect to
a fuel flow direction. If the fuel pressure sensor is ar-
ranged upstream of the orifice, the pressure fluctuation
after the pressure fluctuation in the injection hole is at-
tenuated by the orifice is sensed. In contrast, the fuel
pressure sensor is arranged downstream of the orifice
according to the above-described aspect of the present
invention. Accordingly, the pressure fluctuation in the in-
jection hole can be sensed more appropriately since the
pressure fluctuation before the pressure fluctuation is at-
tenuated by the orifice can be sensed.
[0034] According to yet another aspect of the present
invention, the torque increase amount sensing section is
a rotation speed sensor for sensing rotation speed of an
output shaft of the internal combustion engine (engine
rotation speed) as the physical quantity. If the torque in-
creases, the rotation speed of the output shaft also in-
creases in accordance with the increase amount of the
torque. Therefore, according to the above-described as-
pect of the present invention that adopts the rotation
speed sensor as the torque increase amount sensing
section, the increase amount of the output torque can be
suitably calculated. As other examples than adopting the
rotation speed sensor as the torque increase amount
sensing section, a cylinder pressure sensor for sensing
pressure in a combustion chamber of the internal com-
bustion engine as a physical quantity relevant to the
torque increase amount and the like may be adopted as
the torque increase amount sensing section.
[0035] Features and advantages of an embodiment
will be appreciated, as well as methods of operation and
the function of the related parts, from a study of the fol-
lowing detailed description, the appended claims, and
the drawings, all of which form a part of this application.
In the drawings:

Fig. 1 is a configuration diagram showing a fuel sys-
tem including a cylinder characteristic variation
sensing device according to an embodiment of the
present invention;
Fig. 2 is an internal side view schematically showing
an internal structure of an injector according to the
embodiment;
Fig. 3 is a flowchart showing a basic procedure of

fuel injection control processing according to the em-
bodiment;
Fig. 4 is a diagram showing an injection control map
according to the embodiment;
Fig. 5 is a configuration diagram showing an intake-
exhaust system according to the embodiment;
Fig. 6 is a flowchart showing a processing procedure
for learning the injection control map according to
the embodiment;
Fig. 7 is a timing chart showing changes in rotation
speed and output torque at the time when a small
injection is performed in the processing of Fig. 6 ac-
cording to the embodiment;
Fig. 8 is a timing chart showing changes in a sensing
value of a pressure sensor and an injection rate at
the time when the small injection is performed in the
processing of Fig. 6 according to the embodiment;
and
Fig. 9 is a diagram showing an injection quantity var-
iation and a torque increase amount variation ob-
tained through the processing of Fig. 6 according to
the embodiment.

[0036] Hereafter, an embodiment of the present inven-
tion will be described with reference to the drawings. First,
an outline of an engine (an internal combustion engine)
having an internal combustion engine control device ac-
cording to the present embodiment will be explained
briefly.
[0037] The device according to the present embodi-
ment is used for a diesel engine (an internal combustion
engine) for a four-wheeled vehicle. The engine performs
injection supply (direct injection supply) of high-pressure
fuel (for example, light oil at injection pressure of 1000
atmospheres or higher) directly into a combustion cham-
ber. It is assumed that the engine according to the present
embodiment is a four-stroke reciprocating diesel engine
(an internal combustion engine) having multiple cylinders
(for example, in-line four cylinders). In each of the four
cylinders #1 to #4, a combustion cycle consisting of four
strokes of an intake stroke, a compression stroke, a com-
bustion stroke, and an exhaustion stroke is sequentially
performed in the order of the cylinders #1, #3, #4, and
#2 in the cycle of 720 °CA (degree crank angle), and in
more detail, while the combustion cycles are deviated
from each other by 180 °CA between the cylinders.
[0038] Next, a fuel system of the engine will be ex-
plained with reference to Figs. 1 to 4.
[0039] Fig. 1 is a configuration diagram showing a com-
mon rail fuel injection system according to the present
embodiment. An ECU 30 (an electronic control unit) pro-
vided in the system adjusts a supply quantity of current
supplied to a suction control valve 11c, thereby control-
ling a fuel discharge quantity of a fuel pump 11 to a de-
sired value. Thus, the ECU 30 performs feedback control
(for example, PID control) for conforming fuel pressure
in a common rail 12 (a pressure accumulator), i.e., current
fuel pressure measured with a fuel pressure sensor 20a,
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to a target value (target fuel pressure). The ECU 30 con-
trols a fuel injection quantity of a predetermined cylinder
of the target engine and eventually an output of the en-
gine (i.e., rotation speed or torque of an output shaft) to
desired magnitudes based on the fuel pressure.
[0040] The devices constituting the fuel supply system
including the fuel tank 10, the fuel pump 11, the common
rail 12, and the injectors 20 (fuel injection valves) are
arranged in this order from a fuel flow upstream side. The
fuel pump 11 consists of a high-pressure pump 11a and
a low-pressure pump 11b driven by an output of the target
engine. The fuel pump 11 is structured such that fuel
drawn by the low-pressure pump 11b from the fuel tank
10 is pressurized and discharged by the high-pressure
pump 11a. A fuel pumping quantity sent to the high-pres-
sure pump 11a and an eventual fuel discharge quantity
of the fuel pump 11 are metered by the suction control
valve 11c (SCV) provided on a fuel suction side of the
fuel pump 11. The fuel pump 11 controls the fuel dis-
charge quantity from the pump 11 to a desired value by
regulating the drive current (eventually, an opening de-
gree) of the suction control valve 11c.
[0041] The low-pressure pump 11b is constituted as a
trochoid feed pump, for example. The high-pressure
pump 11a consists of a plunger pump, for example. The
high-pressure pump 11a is structured to be able to se-
quentially pump the fuel, which is sent to pressurization
chambers, at predetermined timing by reciprocating pre-
determined plungers (for example, three plungers) in ax-
ial directions thereof with an eccentric cam (not illustrat-
ed) respectively.
[0042] The fuel in the fuel tank 10 is pressure-fed
(pumped) to the common rail 12 by the fuel pump 11 and
is accumulated in the common rail 12 at a high-pressure
state. Then, the fuel is distributed and supplied to the
injectors 20 of the cylinders #1 to #4 respectively through
high-pressure pipes 14 provided to the respective cylin-
ders. Fuel discharge holes 21 of the injectors 20(#1) to
20(#4) are connected with a pipe 18 for returning excess
fuel to the fuel tank 10. An orifice 12a (a fuel pulsation
reducing section) is provided between the common rail
12 and the high-pressure pipe 14 for attenuating a pres-
sure pulsation of the fuel flowing from the common rail
12 to the high-pressure pipe 14.
[0043] A detailed structure of the injector 20 is shown
in Fig. 2. Basically, the four injectors 20(#1) to 20(#4)
have the same structure (for example, a structure shown
in Fig. 2). Each injector 20 is a hydraulic drive type injector
using the engine combustion fuel (i.e., the fuel in the fuel
tank 10). In the injector 20, a driving power for the fuel
injection is transmitted through an oil pressure chamber
Cd (i.e., a control chamber). As shown in Fig. 2, the in-
jector 20 is structured as a fuel injection valve of a nor-
mally-closed type that is brought to a valve-closed state
when de-energized.
[0044] The high-pressure fuel sent from the common
rail 12 flows into a fuel inlet 22 formed in a housing 20e
of the injector 20. Part of the inflowing high-pressure fuel

flows into the oil pressure chamber Cd and the other part
of the inflowing high-pressure fuel flows toward injection
holes 20f. A leak hole 24 is formed in the oil pressure
chamber Cd and is opened and closed by a control valve
23. If the leak hole 24 is opened by the control valve 23,
the fuel in the oil pressure chamber Cd is returned to the
fuel tank 10 through the fuel discharge hole 21 from the
leak hole 24.
[0045] When the fuel injection is performed with the
injector 20, the control valve 23 is operated in accordance
with an energization state (energization/ deenergization)
of a solenoid 20b constituting a two-way electromagnetic
valve. Thus, a sealed degree of the oil pressure chamber
Cd and eventually pressure in the oil pressure chamber
Cd (equivalent to back pressure of a needle valve 20c)
are increased/ decreased. Due to the increase/ decrease
in the pressure, the needle valve 20c reciprocates
(moves upward and downward) inside the housing 20e
along with or against an extensional force of a spring 20d
(a coil spring) (i.e., an elastic force of the spring 20d to
extend). Accordingly, a fuel supply passage 25 extending
to the injection holes 20f (a necessary number of which
are bored) is opened/ closed at a halfway thereof (more
specifically, at a tapered seat face, which the needle
valve 20c is seated on and which the needle valve 20c
is separated from in accordance with the reciprocating
movement of the needle valve 20c).
[0046] Drive control of the needle valve 20c is per-
formed through on-off control. That is, a pulse signal (an
energization signal) directing ON/ OFF is sent from the
ECU 30 to a drive section (the two-way electromagnetic
valve) of the needle valve 20c. The needle valve 20c lifts
and opens the injection holes 20f when the pulse is ON
(or OFF), and the needle valve 20c descends to block
the injection holes 20f when the pulse is OFF (or ON).
[0047] The pressure increase processing of the oil
pressure chamber Cd is performed by the fuel supply
from the common rail 12. Pressure reduction processing
of the oil pressure chamber Cd is performed by operating
the control valve 23 through the energization to the so-
lenoid 20b and thus opening the leak hole 24. Thus, the
fuel in the oil pressure chamber Cd is returned to the fuel
tank 10 through the pipe 18 (shown in Fig. 1) connecting
the injector 20 and the fuel tank 10. That is, the operation
of the needle valve 20c that opens and closes the injec-
tion holes 20f is controlled by adjusting the fuel pressure
in the oil pressure chamber Cd through the opening and
closing operation of the control valve 23.
[0048] Thus, the injector 20 has the needle valve 20c
that performs valve opening and valve closing of the in-
jector 20 by opening and closing the fuel supply passage
25 extending to the injection holes 20f through the pre-
determined reciprocation operation inside the valve body
(i.e., the housing 20e). In a non-driven state, the needle
valve 20c is displaced in a valve-closing direction by the
force (the extensional force of the spring 20d) constantly
applied to the needle valve 20c in the valve-closing di-
rection. In a driven state, the needle valve 20c is applied
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with a driving force, so the needle valve 20c is displaced
in a valve-opening direction against the extensional force
of the spring 20d. The lift amount of the needle valve 20c
changes substantially symmetrically between the non-
driven state and the driven state.
[0049] A fuel pressure sensor 20a (also refer to Fig. 1)
for sensing the fuel pressure is fixed to the injector 20.
The fuel inlet 22 formed in the housing 20e and the high-
pressure pipe 14 are connected through a jig 20j, and
the fuel pressure sensor 20a is fixed to the jig 20j. Thus,
by fixing the fuel pressure sensor 20a to the fuel inlet 22
of the injector 20 in this way, fuel pressure (inlet pressure)
at the fuel inlet 22 can be sensed at any time. More spe-
cifically, a fluctuation waveform of the fuel pressure ac-
companying an injection operation of the injector 20, a
fuel pressure level (i.e., stable pressure), fuel injection
pressure and the like can be sensed (measured) with the
output of the fuel pressure sensor 20a.
[0050] The fuel pressure sensors 20a are provided to
the multiple injectors 20(#1) to 20(#4) respectively. The
fluctuation waveform of the fuel pressure accompanying
the injection operation of the injector 20 concerning a
predetermined injection can be sensed with high accu-
racy based on the outputs of the fuel pressure sensors
20a (as mentioned in more detail later).
[0051] A microcomputer mounted in the ECU 30 con-
sists of a CPU (a basic processing unit) for performing
various kinds of computation, a RAM as a main memory
for temporarily storing data in the process of the compu-
tation, computation results and the like, a ROM as a pro-
gram memory, an EEPROM as a memory for data stor-
age, a backup RAM (a memory invariably supplied with
power from a backup power supply such as an in-vehicle
battery even after a main power supply of the ECU 30 is
stopped), and the like. Various kinds of programs, control
maps and the like concerning the engine control including
the program concerning the fuel injection control are be-
forehand stored in the ROM. Various kinds of control data
including design data of the target engine and the like
are beforehand stored in the memory for data storage
(for example, the EEPROM).
[0052] The ECU 30 calculates a rotation angle position,
rotation speed (engine rotation speed NE) of an output
shaft (a crankshaft 41) of the target engine based on the
sensing signal inputted from the crank angle sensor 42.
The ECU 30 calculates an operation amount ACCP (a
pressed amount) of the accelerator by the driver based
on the sensing signal inputted from the accelerator sen-
sor 44. The ECU 30 grasps the operation state of the
target engine and requests of the user based on the sens-
ing signals of the above-described various sensors 42,
44 and various sensors mentioned later. The ECU 30
performs various kinds of control relating to the above-
described engine in the optimum modes corresponding
to the situation of each time by operating the various ac-
tuators such as the above-described suction control
valve 11c and the injectors 20 in accordance with the
operation state of the target engine and the requests of

the user.
[0053] Next, an outline of control of the fuel system
performed by the ECU 30 will be explained.
[0054] The microcomputer of the ECU 30 calculates
the fuel injection quantity in accordance with the engine
operation state (such as the engine rotation speed NE),
the operation amount ACCP of the accelerator by the
driver and the like at each time and outputs an injection
control signal (an injection command signal) for directing
the fuel injection with the calculated fuel injection quantity
to the injector 20 in synchronization with desired injection
start timing. When the injector 20 operates with a drive
amount (for example, a valve opening period) corre-
sponding to the injection control signal, the output torque
of the target engine is controlled to a target value.
[0055] Hereafter, a fundamental processing procedure
of the fuel system control according to the present em-
bodiment will be explained with reference to Fig. 3. Val-
ues of various parameters used in the processing shown
in Fig. 3 are stored at any time in the storage device
mounted in the ECU 30 such as the RAM, the EEPROM
or the backup RAM and are updated at any time when
necessary. The processing of Fig. 3 is performed based
on the program stored in the ROM of the ECU 30.
[0056] As shown in Fig. 3, first in S11 (S means "Step")
in a series of the processing, predetermined parameters
such as the current engine rotation speed NE (i.e., an
actual measurement value measured by the crank angle
sensor 42) and the fuel pressure (i.e., an actual meas-
urement value measured by the fuel pressure sensor
20a) are read and also the accelerator operation amount
ACCP (i.e., an actual measurement value measured by
the accelerator sensor 44) by the driver at the time and
the like are read.
[0057] In following S12, an injection pattern is set
based on the various parameters read in S11. For exam-
ple, in the case of a single-stage injection, an injection
quantity Q (an injection period) of the injection is variably
set in accordance with the torque that should be gener-
ated in the output shaft (the crankshaft 41), i.e., the re-
quest torque that is calculated from the accelerator op-
eration amount ACCP and the like and that is equivalent
to the engine load at the time. In the case of a multi-stage
injection, a total injection quantity Q (a total injection pe-
riod) of injections contributing to torque is variably set in
accordance with the torque that should be generated in
the crankshaft 41, i.e., the request torque.
[0058] The injection pattern is obtained based on a
map M (an injection control map or a mathematical ex-
pression) shown in Fig. 4 stored in the EEPROM, for
example. The injection pattern is a pattern optimized to
achieve the request torque and a suitable emission state.
More specifically, the optimum injection patterns (adap-
tation values) are beforehand obtained by experiment
and the like in anticipated ranges of the predetermined
parameters (read in S11) and are written in the injection
control map M, for example.
[0059] For example, the injection pattern is defined by
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parameters such as the number of injection stages (i.e.,
the time number of injections performed in one combus-
tion cycle), the injection start timing of each injection and
the injection period of each injection (equivalent to the
injection quantity). The map M according to the present
embodiment defines the relationship among the total in-
jection quantity Q, the engine rotation speed NE, and the
injection pattern. The map M is provided for each one of
the injectors 20 of the respective cylinders #1 to #4. The
map M may be provided for each of other parameters
such as engine coolant temperature.
[0060] A command value (a command signal) for the
injector 20 is set based on the injection pattern obtained
using the injection control map M. Thus, the pilot injection,
the pre-injection, the after injection, the post-injection and
the like are suitably performed with the main injection in
accordance with the situation of the vehicle and the like.
[0061] The injection pattern obtained based on the in-
jection control map M is corrected with the correction
coefficient (stored in the EEPROM in the ECU 30, for
example) that is separately updated. For example, a set
value is calculated by dividing the map value by the cor-
rection coefficient. Thus, the injection pattern of the in-
jection that should be performed at the time and eventu-
ally the command signal for the injector 20 corresponding
to the injection pattern are obtained. The correction co-
efficient (more strictly, a predetermined coefficient out of
the multiple types of coefficients) is sequentially updated
by separate processing during the operation of the inter-
nal combustion engine.
[0062] The thus-set injection pattern or the eventual
command value (the command signal) corresponding to
the injection pattern are used in following S13. That is,
in S13, the drive of the injector 20 is controlled based on
the command value (the command signal), or in more
detail, by outputting the command signal to the injector
20. After the drive control of the injector 20, the series of
the processing shown in Fig. 3 is ended.
[0063] Next, an intake-exhaust system of the engine
will be explained with reference to Fig. 5.
[0064] Fig. 5 is a configuration diagram showing the
intake-exhaust system of the engine shown in Fig. 1. The
engine has an EGR pipe 52 for recirculating exhaust gas
from an exhaust system to an intake system. The engine
returns a part of the exhaust gas to the intake pipe 51,
thereby lowering the combustion temperature and reduc-
ing the NOx, for example. An EGR valve 52a for regulat-
ing an EGR quantity (i.e., an exhaust gas recirculation
quantity) is provided in the EGR pipe 52. An electric ac-
tuator 52b causes the EGR valve 52a to perform opening
and closing action. The EGR quantity is maximized at
the time of fully-opening action of the EGR valve 52a and
is brought to zero at the time of fully-closing action of the
EGR valve 52a.
[0065] Fresh air from the intake pipe 51 and the recir-
culated exhaust gas from the EGR pipe 52 are distributed
to the respective cylinders #1 to #4 by an intake manifold
51m. The exhaust gas from the respective cylinders #1

to #4 is collected by an exhaust manifold 53m. Then, a
part of the exhaust gas flows into the EGR pipe 52 and
is recirculated, and the other part is discharged through
an exhaust pipe 53. An EGR cooler 52c is provided in
the EGR pipe 52 for cooling the recirculated exhaust gas,
thereby reducing the volume (i.e., increasing density) of
the recirculated exhaust gas. Thus, the EGR cooler 52c
aims to improve a charging efficiency of the intake air
flowing into a combustion chamber.
[0066] A throttle valve 51a that adjusts a flow rate of
the fresh air in the intake air flowing into the combustion
chamber is provided in the intake pipe 51 upstream of a
point where the EGR pipe 52 is connected to the intake
pipe 51. An electric actuator (not shown) causes the throt-
tle valve 51a to perform opening-closing action. The fresh
air quantity is maximized at the time of fully-opening ac-
tion of the throttle valve 51a and is brought to zero at the
time of fully-closing action of the throttle valve 51a.
[0067] A turbocharger 54 (a supercharger) is provided
between the intake pipe 51 and the exhaust pipe 53. The
turbocharger 54 has a compressor impeller 54a provided
in the intake pipe 51 and a turbine wheel 54b provided
in the exhaust pipe 53. The compressor impeller 54a and
the turbine wheel 54b are connected through a shaft 54c.
In the turbocharger 54, the turbine wheel 54b is rotated
by the exhaust gas flowing through the exhaust pipe 53,
and the rotating force is transmitted to the compressor
impeller 54a through the shaft 54c. The intake air flowing
through the inside of the intake pipe 51 is compressed
by the compressor impeller 54a, and supercharge is per-
formed. The air supercharged by the turbocharger 54 is
cooled by an intercooler 55 and then fed to the down-
stream side of the intercooler 55. The intercooler 55 cools
the intake air to reduce the volume (i.e., to increase the
density) of the intake air, thereby improving the charging
efficiency of the intake air flowing into the combustion
chamber.
[0068] A purification device 56 for purifying the exhaust
gas is fixed to the exhaust pipe 53 downstream of the
turbine wheel 54b. For example, the purification device
56 may be a DPF (diesel particulate filter) for collecting
particulate matters in the exhaust gas, a NOx catalyst for
purifying the NOx in the exhaust gas, an oxidation cata-
lyst for purifying HC and CO in the exhaust gas, and the
like. An air cleaner 57 is provided in the intake pipe 51
upstream of the compressor impeller 54a for removing
extraneous matters contained in the intake air.
[0069] A variation is caused among output torque mag-
nitudes generated by the respective cylinders #1 to #4.
As mentioned above, the factors of the variation in the
output torque among the cylinders (a torque variation)
include the cylinder characteristic variation in addition to
the injection quantity variation. Therefore, in the present
embodiment, learning is performed by calculating the cyl-
inder characteristic variation in a state of a real car where
the engine is mounted in a vehicle (as mentioned in more
detail later) and by changing and storing the data (the
injection pattern) of the injection control map M based on
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the calculated cylinder characteristic variation.
[0070] Hereafter, a processing procedure for calculat-
ing the cylinder characteristic variation and for learning
the map M will be explained with reference to Fig. 6. For
example, the microcomputer of the ECU 30 repeatedly
performs the processing of Fig. 6 in a predetermined cy-
cle (for example, a computation cycle of the microcom-
puter) or at every predetermined crank angle.
[0071] In a series of the processing, first in S20, it is
determined whether a learning condition is satisfied. For
example, the learning condition includes occurrence of
a no-injection deceleration period, in which an accelera-
tor is released, the vehicle is brought to a deceleration
state, and fuel cut control is performed. Alternatively, the
learning condition may be satisfied if the no-injection
state occurs even when the deceleration state does not
occur. When it is determined that the learning condition
is satisfied (S20: YES), processing of subsequent S21
to S25 is performed for each of the cylinders #1 to #4.
[0072] In following S21 (a small injection controlling
section), a single-stage injection (a single-shot injection)
for opening and closing the injection holes 20f only once
is performed by controlling the drive of the injector 20.
That is, a single shot of a small injection for learning is
performed by operating the injector 20, learning of which
is desired. A predetermined small quantity of the fuel is
injected through the small injection for the learning. More
specifically, a command injection period of the injector
20 is calculated from the fuel pressure sensed with the
fuel pressure sensor 20a and the small quantity (i.e., the
small injection quantity for the learning), and opening op-
eration of the injector 20 is performed in accordance with
the command injection period.
[0073] The above-described small injection means an
injection of a quantity smaller than a main injection such
as a pilot injection, a pre-injection and an after injection
performed before or after the main injection. The main
injection mainly produces output torque required through
the operation of the accelerator. In the present embodi-
ment, the small injection quantity is set to 2 mm3/st. Al-
ternatively, multiple kinds of the small injection quantity
may be set and the processing of following S22 to S28
may be performed for each of the multiple kinds of the
small injection quantity.
[0074] In following S22 (a torque increase amount
sensing section), a rotation speed increase amount of
the crankshaft 41 caused with combustion due to the
small injection is sensed using the crank angle sensor
42 (a torque increase amount sensing section). For ex-
ample, when the small injection by the injector 20(#1) of
the first cylinder #1 is performed, the rotation speed at
the small injection timing in the case where the small
injection is hypothetically not performed is expressed as
ω(i - 1) + a x t, wherein ω(i - 1) is the rotation speed at
another timing (i - 1) preceding the small injection timing
by 720 °CA, a is decreasing speed of the rotation speed
at the another timing (i - 1), and t is a time necessary for
the rotation of 720 °CA to the small injection.

[0075] Therefore, the rotation increase amount Δω (re-
fer to part (b) of Fig. 7) accompanying the small injection
is calculated by a formula: Δω = ω(i) - ω(i - 1) - a x t, using
the rotation speed ω(i) at the time when the small injection
is performed. Part (a) of Fig. 7 shows a pulse signal of
the injection command INJ and shows a mode, in which
small injection commands are outputted while the no-
injection state occurs. Part (b) of Fig. 7 shows change of
the rotation speed NE caused in connection with the small
injections, and part (c) of Fig. 7 is a timing chart showing
change of the output torque Trq caused in connection
with the small injections. In the present embodiment, as
shown in Fig. 7, the small injections are performed in
succession in the respective cylinders in the order of the
cylinders #1, #3, #4, and #2 (i.e., the order in which the
combustion strokes are performed) at predetermined in-
tervals (or a predetermined interval) during the same de-
celeration period.
[0076] In following S23 (an injection quantity sensing
section), fluctuation of the inlet pressure P caused in con-
nection with the small injection (refer to part (c) of Fig. 8)
is sensed with the fuel pressure sensor 20a (an injection
quantity sensing section). Part (a) of Fig. 8 shows change
of driving current I supplied to the solenoid 20b based on
the small injection command. Part (b) of Fig. 8 shows
change of a fuel injection rate R of the fuel from the in-
jection holes 20f caused in connection with the small in-
jection. Part (c) of Fig. 8 shows change of the sensed
value (the inlet pressure P) of the fuel pressure sensor
20a caused with the change of the injection rate R.
[0077] The sensing of the fuel pressure fluctuation in
S23 is performed by subroutine processing separate
from the processing of Fig. 6. It is desirable to serially
obtain the sensor output of the fuel pressure sensor 20a
by the subroutine processing at an interval short enough
to be able to plot the profile of the pressure transition
waveform with the sensor output. An example profile is
illustrated in part (c) of Fig. 8. More specifically, the sen-
sor output is serially obtained at an interval shorter than
50 microseconds (or more preferably, 20 microseconds).
[0078] In following S24, each of increase amounts
ΔTrq1 to ΔTrq4 (refer to part (c) of Fig. 7) of the output
torque actually caused in connection with the small in-
jections is calculated for each cylinder based on the ro-
tation increase amount Δω sensed in S22. For example,
the increase amount ΔTrq1 of the output torque is calcu-
lated by a formula: ΔTrq1 = bΔω (b is a positive coefficient)
or by a map. The increase amounts ΔTrq1 to ΔTrq4 of
the output torque may be calculated by performing cor-
rection based on parameters (for example, the engine
coolant temperature) other than the rotation increase
amount Δω.
[0079] In following S25, injection quantities ΔQ1 to ΔQ4
of the fuel injected through the small injections are cal-
culated for the respective cylinders based on the fluctu-
ation of the inlet pressure P sensed in S23. For example,
the change of the injection rate R shown in part (b) of
Fig. 8 is estimated from the fluctuation of the inlet pres-
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sure P shown in part (c) of Fig. 8. Then, a shaded area
in part (b) of Fig. 8 out of the estimated injection rate
change is calculated as the injection quantity ΔQ (e.g.,
ΔQ1). The change of the injection rate R can be estimated
as mentioned above since there is a correlation between
the fluctuation of the pressure (the inlet pressure P)
sensed by the fuel pressure sensor 20a and the change
of the injection rate R as explained below.
[0080] That is, the pressure P sensed by the fuel pres-
sure sensor 20a falls at a changing point P1 after the
drive current I flows through the solenoid 20b as shown
in part (a) of Fig. 8 and before the injection rate R starts
increasing at timing R3. This is because the control valve
23 opens the leak hole 24 and the pressure reduction
processing of the oil pressure chamber Cd is performed
at timing P1. Then, the pressure decrease from the
changing point P1 stops once at a changing point P2
when the oil pressure chamber Cd is sufficiently depres-
surized.
[0081] Then, as the injection rate R starts increasing
at timing R3, the sensed pressure P starts decreasing at
a changing point P3. Then, as the injection rate R reaches
the maximum injection rate at timing R4, the decrease
of the sensed pressure P stops at a changing point P4.
A decrease amount from the changing point P3 to the
changing point P4 is larger than a decrease amount from
the changing point P1 to the changing point P2.
[0082] Then, as the injection rate R starts decreasing
at the timing R4, the sensed pressure P starts increasing
at the changing point P4. Then, as the injection rate R
becomes zero and the actual injection ends at timing R5,
the increase of the sensed pressure P stops at a changing
point P5. The sensed pressure P after the changing point
P5 attenuates while repeating decrease and increase in
a fixed cycle (not shown).
[0083] Thus, the increase start timing R3 (the injection
start timing) and the decrease end timing R5 (the injection
end timing) of the injection rate R can be estimated by
detecting the changing points P3 and P5 in the fluctuation
of the sensed pressure P sensed by the fuel pressure
sensor 20a. Moreover, the change of the injection rate
R can be estimated from the fluctuation of the sensed
pressure P based on the correlation between the fluctu-
ation of the sensed pressure P and the change of the
injection rate R explained below.
[0084] That is, there is a correlation between a pres-
sure decrease rate Pα from the changing point P3 to the
changing point P4 of the sensed pressure P and an in-
jection rate increase rate Rα from the changing point R3
to the changing point R4 of the injection rate R. There is
a correlation between a pressure increase rate Pβ from
the changing point P4 to the changing point P5 and an
injection rate decrease rate Rβ from the changing point
R4 to the changing point R5. There is a correlation be-
tween a pressure decrease amount Pγ from the changing
point P3 to the changing point P4 and an injection rate
increase amount Rγ from the changing point R3 to the
changing point R4. Accordingly, the injection rate in-

crease rate Rα, the injection rate decrease rate Rβ, and
the injection rate increase amount Rγ of the injection rate
R can be estimated by sensing the pressure decrease
rate Pα, the pressure increase rate Pβ, and the pressure
decrease amount Pγ from the fluctuation of the sensed
pressure P sensed by the fuel pressure sensor 20a. As
described above, the various states R3, R5, Rα, Rβ, and
Rγ of the injection rate R can be estimated, and eventu-
ally, the actual injection quantity ΔQ1 as the area of the
shaded portion shown in part (b) of Fig. 8 can be calcu-
lated.
[0085] In following S26, it is determined whether
processing of S21 to S25 has been performed for all the
cylinders #1 to #4. When it is determined that the process-
ing of S21 to S25 has been completed for all the cylinders
(S26: YES), the process proceeds to following S27.
When it is determined that the processing has not been
completed yet (S26: NO), the processing of Fig. 6 is end-
ed once.
[0086] Part (a) of Fig. 9 shows the injection quantities
ΔQ1, ΔQ3, ΔQ4 and ΔQ2 of the respective cylinders cal-
culated in S25 in the order of the small injections per-
formed in S21. Part (b) of Fig. 9 shows the torque increase
amounts ΔTrq1, ΔTrq3, ΔTrq4 and ΔTrq2 of the respec-
tive cylinders calculated in S24 in the order of the small
injections performed in S21. In the present embodiment,
the small injections in S21 are performed to equalize the
injection quantities among all the cylinders. Therefore,
as shown in part (a) of Fig. 9, the injection quantity var-
iation is not caused and the injection quantities are equal-
ized. Therefore, the variation in the torque increase
amount among the cylinders shown in part (b) of Fig. 9
(i.e., the torque increase amount variation) is free from
influence of the injection quantity variation and can be
specified as the variation caused by the difference in the
characteristics of the respective cylinders. Therefore, the
torque increase amount variation can be calculated as
the cylinder characteristic variation.
[0087] The small injection in S21 is performed in a state
where the EGR quantity is brought to zero by fully closing
the EGR valve 52a when the small injections are per-
formed in all the cylinders. Therefore, the variation in the
torque increase amount (the torque increase amount var-
iation) among the cylinders shown in part (b) of Fig. 9 is
free from influence of the distribution variation of the re-
circulated exhaust gas (shown by the solid line L1 in Fig.
5). It can be determined that the element of the distribu-
tion variation of the recirculated exhaust gas is eliminated
from the cylinder characteristic variation calculated as
described above.
[0088] Therefore, in S27 (a cylinder characteristic var-
iation calculating section), the cylinder characteristic var-
iation is calculated based on the actual output torque
increase amounts ΔTrq1 to ΔTrq4 calculated in S24. The
calculation result in S27 is treated as a calculation result,
from which the distribution variation element of the recir-
culated exhaust gas is eliminated.
[0089] More specifically, an average value Tave of the
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torque increase amounts ΔTrq1 to ΔTrq4 of the respec-
tive cylinders is calculated as a reference value. Then,
variation amounts as deviations of the respective torque
increase amounts ΔTrq1 to ΔTrq4 from the average value
Tave are calculated as variation amounts of the respec-
tive torque increase amounts ΔTrq1 to ΔTrq4. For exam-
ple, the variation amount of the first cylinder #1 is ΔTrq1
minus Tave. The variation amounts calculated for the
respective cylinders are expressed as characteristic val-
ues of the respective cylinders. When the variation
amount (the characteristic value) is plus, it is determined
that the characteristic of the corresponding cylinder (the
cylinders #1 and #4 in the example shown in part (b) of
Fig. 9) is a characteristic with ignitability better than the
reference characteristic. When the variation amount (the
characteristic value) is minus, it is determined that the
characteristic of the corresponding cylinder (the cylinder
#3 in the example shown in part (b) of Fig. 9) is a char-
acteristic with the ignitability worse than the reference
characteristic.
[0090] When the small injection is performed in a state
where the injection quantities of the respective cylinders
are equalized as in the present embodiment, the process-
ing of S23 and S25 may be omitted. However, in this
case, it is required to perform learning (referred to as
injection quantity learning, hereinafter) for calculating the
actual injection quantity with respect to the injection com-
mand value set in S12 of Fig. 3 based on the sensed
pressure P of the fuel pressure sensor 20a shown in Fig.
8 and for changing and storing data of the injection control
map M based on a deviation of the calculated actual in-
jection quantity from the command injection quantity
commanded with the injection command value. It is be-
cause it can be guaranteed that the injection quantities
of the respective cylinders are equalized by performing
the injection quantity learning.
[0091] That is, if the injection quantity learning is per-
formed, the variation in the injection quantity among the
cylinders (the injection quantity variation) caused by the
individual differences and the aging degradation of the
injectors 20 and the like will be smoothed. It is preferable
to change the injection pattern (the number of injection
stages, injection timing and injection quantity of each of
the injections, and the like) of the data in the map M (for
example, data D1 shown in Fig. 4) corresponding to the
various conditions as of the injection (for example, the
engine rotation speed NE, the injection quantity Q, the
number (#1 to #4) of the injector 20 and environmental
conditions such as the engine coolant temperature) to
achieve desired output torque and emission state when
the injection quantity learning is performed.
[0092] In following S28 (a correcting section, a learning
section), learning is performed by changing and storing
the data (the injection pattern) stored in the injection con-
trol map M described above and shown in Fig. 4 based
on the cylinder characteristic variation calculated in S27.
More specifically, the injection pattern (the number of in-
jection stages, injection timing and injection quantity of

each of the injections, and the like) of the data in the map
M corresponding to the various conditions as of the small
injection (for example, the engine rotation speed NE, the
small injection quantity ΔQ, the number (#1 to #4) of the
injector 20 and environmental conditions such as the en-
gine coolant temperature) is changed to achieve desired
output torque and emission state.
[0093] In the case of the torque variation (the cylinder
characteristic variation) shown in part (b) of Fig. 9, it is
determined that the characteristic of each of the cylinders
#1 and #4 is a characteristic with good ignitability. There-
fore, in this case, all of the data in the map M correspond-
ing to the cylinders #1 and #4 should be preferably
changed to inhibit the combustion and learned. For ex-
ample, the data may be changed to delay the injection
start timing of the pilot injection or the main injection.
[0094] It is determined that the characteristic of the cyl-
inder #3 is a characteristic with bad ignitability. Therefore,
in this case, all of the data in the map M corresponding
to the cylinder #3 should be preferably changed to pro-
mote the combustion and learned. For example, the data
may be changed to advance the injection start timing of
the pilot injection or the main injection. The variation
amount of the second cylinder #2 with respect to the av-
erage value Tave is zero. Accordingly, the change in S28
is not performed in the map M corresponding to the cyl-
inder #2.
[0095] The present embodiment described above ex-
erts following effects.

(1) The output torque is increased by the small in-
jection, and the torque increase amounts ΔTrq1 to
ΔTrq4 and the small injection quantities ΔQ1 to ΔQ4
at that time are sensed (in S24 and S25). The small
injection is performed so that the injection quantities
of all the cylinders are the same (in S21). Therefore,
it can be determined that the variation in the torque
increase amount among the cylinders shown in part
(b) of Fig. 9 is not caused by the injection quantity
variation but is caused by the difference in the char-
acteristics of the respective cylinders. Therefore, the
torque increase amount variation is calculated as the
cylinder characteristic variation (in S27). The data of
the injection control map M is learned in accordance
with the cylinder characteristic variation (the varia-
tion amount) calculated in this way. Accordingly, the
fuel injection control can be performed with high ac-
curacy to achieve the desired output torque and
emission state.
(2) When the small injection is performed in S21, the
small injections in the respective cylinders are per-
formed in succession during the same deceleration
period. Accordingly, the torque increase amount var-
iation (the cylinder characteristic variation) can be
calculated in a state where the various conditions
such as the fuel temperature as of the small injection
are equalized among all the cylinders. As a result,
the cylinder characteristic variation can be obtained
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with high accuracy.
(3) Even if the opening degree setting of the EGR
valve 52a or the throttle valve 51a is to be changed
in accordance with the cylinder characteristic varia-
tion calculated in S27, the change (the learning) cor-
responding to the characteristic of each cylinder can-
not be performed because the recirculated exhaust
gas quantity and the fresh air quantity are distributed
to the respective cylinders #1 to #4 by the intake
manifold 51m. As contrasted thereto, in the present
embodiment, the injection start timing is changed
and learned in accordance with the cylinder charac-
teristic variation calculated in S27. Therefore, the
map for each cylinder can be changed and learned
in accordance with the characteristic of each cylin-
der.
(4) The average value Tave of the torque increase
amounts ΔTrq1 to ΔTrq4 of the respective cylinders
(i.e., the average value of the cylinder characteristics
of the respective cylinders) is calculated as the ref-
erence value. The variation amounts as the devia-
tions of the torque increase amounts ΔTrq1 to ΔTrq4
from the average value Tave are calculated as the
characteristic values of the respective cylinders.
Therefore, it is unnecessary to set the reference val-
ue by adaptation or the like, thereby reducing the
calculation processing burden of the cylinder char-
acteristic variation.
(5) The small injection in S21 is performed in a state
where the EGR quantity is brought to zero by fully
closing the EGR valve 52a while the small injections
are performed in all the cylinders. Therefore, it can
be determined that the element of the distribution
variation of the recirculated exhaust gas is eliminated
from the cylinder characteristic variation calculated
in S27.
(6) The fuel pressure sensor 20a is arranged to be
closer to the injection holes 20f than the common rail
12. Accordingly, the fuel pressure fluctuation caused
in connection with the small injection from the injec-
tion holes 20f can be sensed with high accuracy.
Therefore, the change of the injection rate can be
calculated with high accuracy from the sensed fuel
pressure fluctuation and eventually the actual injec-
tion quantities ΔQ1 to ΔQ4 of the small injections can
be calculated with high accuracy. Therefore, it can
be realized with high accuracy to change the data of
the map M to the optimum values in accordance with
the cylinder characteristic variation.

[0096] According to the present embodiment, the fuel
pressure sensor 20a is fixed to the injector 20. Therefore,
the fixation position of the fuel pressure sensor 20a is
closer to the injection holes 20f than in the case where
the fuel pressure sensor 20a is fixed to the high-pressure
pipe 14 connecting the common rail 12 with the injector
20. Accordingly, the pressure fluctuation in the injection
holes 20f can be sensed more appropriately than in the

case where the pressure fluctuation is sensed after the
pressure fluctuation in the injection holes 20f attenuates
in the high-pressure pipe 14.
[0097] The above described embodiment may be mod-
ified and implemented as follows, for example. The
present invention is not limited to the above-described
embodiment. Characteristic constructions of the embod-
iment may be combined arbitrarily.
[0098] In the above-described embodiment, the small
injection control in S21 of Fig. 6 is performed during the
no-injection running. That is, in S20, a condition that the
no-injection running is being performed is set as the
learning condition. Alternatively, the condition that the
no-injection running is being performed may be abolished
and the small injection control in S21 may be performed
during the injection running.
[0099] In this case, a small quantity beforehand set
regardless of the accelerator operation amount ACCP is
added to the injection quantity calculated based on the
accelerator operation amount ACCP of the driver, the
engine rotation speed NE and the like, and the fuel of the
quantity increased by the small quantity in this way is
injected in S21. In S22, an increase amount from the
engine rotation speed corresponding to the injection
quantity before the increase to the engine rotation speed
corresponding to the injection quantity after the increase
is sensed. The processing from S23 may be performed
by regarding the thus-sensed increase amount of the ro-
tation speed as the rotation increase amount Δω (refer
to part (b) of Fig. 7) accompanying the small injection.
[0100] In the above-described embodiment, the injec-
tion start timing is changed and learned in accordance
with the cylinder characteristic variation. Alternatively, in
addition to or in place of the injection start timing, the
injection mode such as the injection quantity or the injec-
tion stage number in the case of the multi-stage injection
may be changed and learned, for example.
[0101] In the above-described embodiment, the data
of the map M of Fig. 4 is changed using the cylinder char-
acteristic variation calculated by the processing of Fig. 6
as it is. Alternatively, multiple times of the small injections
may be performed in a state where the conditions such
as the engine rotation speed NE are equalized, and in-
tegration average of cylinder characteristic variations cal-
culated for the respective small injections may be per-
formed. Then, the data of the map M of Fig. 4 may be
changed using the cylinder characteristic variation ob-
tained through the integration average. With such the
construction, influence of the sensing error concerning
the torque increase amount sensing in S22 and the in-
jection quantity sensing in S23 can be reduced as com-
pared with the case where the data of the map M is
changed by using the calculation result of the cylinder
characteristic variation obtained by a single time of the
fuel injection in each cylinder as it is. As a result, the map
M less affected by the sensing error can be obtained.
[0102] In the above-described embodiment, the small
injection quantities of the respective cylinders are equal-
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ized when performing the small injection in S21. Thus,
the cylinder characteristic variation is calculated based
on the torque increase amount variation in a state where
the injection quantity variation is brought to zero. Alter-
natively, the processing of Fig. 6 may be performed with-
out equalizing the small injection quantities. In this case,
the values of the injection quantities ΔQ1 to ΔQ4 of the
respective cylinders vary unlike part (a) of Fig. 9. How-
ever, the cylinder characteristic variation can be calcu-
lated based on the injection quantity variation and the
torque increase amount variation shown in part (b) of Fig.
9.
[0103] For example, a ratio of the torque increase
amount ΔTrq1 to the injection quantity ΔQ1 may be cal-
culated as a cylinder characteristic value for each cylin-
der, and a variation of the calculated cylinder character-
istic value among the cylinders may be calculated as the
cylinder characteristic variation. Alternatively, a torque
increase amount converted from the injection quantity
ΔQ1 may be calculated, and a deviation of the converted
torque increase amount from the torque increase amount
ΔTrq1 calculated in S24 may be calculated as a cylinder
characteristic value for each cylinder. A variation in the
calculated cylinder characteristic value among the cylin-
ders may be calculated as the cylinder characteristic var-
iation.
[0104] In order to fix the fuel pressure sensor 20a to
the injector 20, in the above-described embodiment, the
fuel pressure sensor 20a is fixed to the fuel inlet 22 of
the injector 20. Alternatively, as shown by a chained line
200a in Fig. 2, a pressure sensor 200a may be mounted
inside the housing 20e to sense fuel pressure in an in-
ternal fuel passage 25 extending from the fuel inlet 22 to
the injection holes 20f.
[0105] The fixing structure of the fuel pressure sensor
20a can be simplified in the case where the fuel pressure
sensor 20a is fixed to the fuel inlet 22 as described above
as compared with the case where the fuel pressure sen-
sor 200a is mounted inside the housing 20e. When the
fuel pressure sensor 200a is mounted inside the housing
20e, the fixing position of the fuel pressure sensor 200a
is closer to the injection holes 20f than in the case where
the fuel pressure sensor 20a is fixed to the fuel inlet 22.
Therefore, the pressure fluctuation in the injection holes
20f can be sensed more appropriately.
[0106] The fuel pressure sensor 20a may be fixed to
the high-pressure pipe 14. In this case, it is preferable to
fix the fuel pressure sensor 20a to a position distanced
from the common rail 12 by a predetermined distance.
[0107] A flow rate restricting section may be provided
between the common rail 12 and the high-pressure pipe
14 for restricting a flow rate of the fuel flowing from the
common rail 12 to the high-pressure pipe 14. The flow
rate restricting section functions to block the flow pas-
sage when an excess fuel outflow is caused by fuel leak-
age due to a damage to the high-pressure pipe 14, the
injector 20 or the like. For example, the flow rate restrict-
ing section may be constituted of a valve member such

as a ball that blocks the flow passage when the excess
flow rate occurs. Alternatively, a flow damper constituted
by integrally combining the orifice 12a (the fuel pulsation
reducing section) and the flow rate restricting section may
be adopted.
[0108] In place of the construction of arranging the fuel
pressure sensor 20a downstream of the orifice and the
flow rate restricting section with respect to the fuel flow
direction, the fuel pressure sensor 20a may be arranged
downstream of at least one of the orifice and the flow rate
restricting section.
[0109] An arbitrary number of the fuel pressure sen-
sor(s) 20a may be used. For example, two or more sen-
sors 20a may be provided to the fuel flow passage of one
cylinder. A rail pressure sensor for sensing the pressure
in the common rail 12 may be provided in addition to the
above-described fuel pressure sensor 20a.
[0110] In place of the electromagnetic drive injector 20
shown in Fig. 2, a piezo drive injector may be used. Al-
ternatively, an injector that does not cause pressure leak
from the leak hole 24 and the like such as a direct acting
injector that transmits the drive power not through the oil
pressure chamber Cd (for example, a direct acting piezo
injector having been developed in recent years) can be
also used. In the case where the direct acting injector is
used, control of the injection rate is facilitated.
[0111] The kind and the system configuration of the
engine as the control target can also be arbitrarily mod-
ified in accordance with the use and the like. In the above-
described embodiment, the present invention is applied
to the diesel engine as an example. For example, the
present invention can be also applied to a spark ignition
gasoline engine (specifically, a direct-injection engine)
or the like basically in the similar way. For example, a
fuel injection system of a direct injection gasoline engine
generally has a delivery pipe that stores fuel (gasoline)
in a high-pressure state. In the system, the fuel is pumped
from a fuel pump to the delivery pipe, and the high-pres-
sure fuel in the delivery pipe is distributed to multiple in-
jectors 20 and injected and supplied into engine combus-
tion chambers. In this system, the delivery pipe corre-
sponds to the pressure accumulator. The device and the
system according to the present invention can be applied
not only to the injector that injects the fuel directly into
the cylinder but also to an injector that injects the fuel to
an intake passage or an exhaust passage of the engine.
[0112] The present invention should not be limited to
the disclosed embodiments, but may be implemented in
many other ways without departing from the scope of the
invention, as defined by the appended claims.
[0113] A cylinder characteristic variation sensing de-
vice has a small injection controlling section (S21) that
performs small injections sequentially in respective cyl-
inders, a torque increase amount sensing section (S22,
42) that senses an increase amount of output torque
caused in connection with the small injection for each
cylinder, an injection quantity sensing section (S23, 20a)
that senses an actual injection quantity of the small in-
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jection for each cylinder, and a cylinder characteristic var-
iation calculating section (S27) that calculates a variation
in a cylinder characteristic among the cylinders (i.e., a
cylinder characteristic variation) based on a variation in
the sensing value of the injection quantity sensing section
(S23, 20a) among the cylinders (i.e., an injection quantity
variation) and a variation in the sensing value of the
torque increase amount sensing section (S22, 42) among
the cylinders (i.e., a torque increase amount variation).

Claims

1. A cylinder characteristic variation sensing device ap-
plied to a multi-cylinder internal combustion engine
having a plurality of cylinders and a plurality of injec-
tors (20) respectively provided to the cylinders, com-
prising:

a small injection controlling means (S21) for per-
forming small injections sequentially in the re-
spective cylinders, thereby injecting a small
quantity of fuel from each injector (20) regard-
less of manipulation performed by a driver to
operate the internal combustion engine, the
small quantity of fuel being smaller than a fuel
quantity of injection which is performed based
on the manipulation by the driver for producing
output torque of the internal combustion engine;
a torque increase amount sensing means (S22,
42) for sensing an increase amount of output
torque caused in connection with the small in-
jection or a physical quantity relevant to the in-
crease amount for each cylinder;
an injection quantity sensing means (S23, 20a,
200a) for sensing a fluctuation of a fuel inlet pres-
sure (P) at an inlet formed in a housing of the
injector (20) caused in connection with the small
injection for each cylinder and for sensing an
actual injection quantity of the small injection for
each cylinder based on the fluctuation of the fuel
inlet pressure (P); and
a cylinder characteristic variation calculating
means (S27) for calculating a variation in a cyl-
inder characteristic among the cylinders based
on at least one of a variation in the sensing value
of the injection quantity sensing means (S23,
20a, 200a) among the cylinders and a variation
in the sensing value of the torque increase
amount sensing means (S22, 42) among the cyl-
inders, wherein
the small injection controlling means equalizes
a predetermined injection quantity among all the
cylinders and calculates a command injection
period of the injector (20) from a fuel pressure
sensed with a fuel pressure sensor (20a) and
the predetermined small injection quantity for
each cylinder, and

the small injection controlling means performs
the small injections in accordance with the com-
mand injection period for each cylinder.

2. The cylinder characteristic variation sensing device
as in claim 1, wherein
the small injection controlling means (S21) performs
the small injection in a state where the injection quan-
tities of the respective cylinders are equalized so that
the sensing values of the injection quantity sensing
means (S23, 20a, 200a) coincide with each other
among all the cylinders, and
the cylinder characteristic variation calculating
means (S27) calculates the variation in the cylinder
characteristic among the cylinders while bringing the
variation in the sensing value of the injection quantity
sensing means (S23, 20a, 200a) among the cylin-
ders to zero.

3. The cylinder characteristic variation sensing device
as in claim 1 or 2, wherein
the internal combustion engine has an exhaust gas
recirculation valve (52a) for regulating an exhaust
gas recirculation quantity recirculated from an ex-
haust system to an intake system, and
the small injection controlling means (S21) performs
the small injection in a state where the exhaust gas
recirculation valve (52a) is fully closed.

4. The cylinder characteristic variation sensing device
as in any one of claims 1 to 3, wherein
the small injection controlling means (S21) performs
the small injection during a deceleration period of a
vehicle, in which the internal combustion engine is
mounted, and
the small injection controlling means (S21) performs
the small injections sequentially in the respective cyl-
inders at a predetermined interval or at predeter-
mined intervals during the same deceleration period.

5. The cylinder characteristic variation sensing device
as in any one of claims 1 to 4, further comprising:
a correcting means (S28) for setting a reference
characteristic for the cylinder characteristics of all
the cylinders and for correcting fuel injection start
timing of the cylinder in accordance with a variation
amount of the cylinder characteristic of the same cyl-
inder with respect to the reference characteristic.

6. The cylinder characteristic variation sensing device
as in any one of claims 1 to 5, further comprising:
a learning means (S28) for setting a reference char-
acteristic for the cylinder characteristics of all the cyl-
inders and for storing and learning a variation
amount of the cylinder characteristic with respect to
the reference characteristic for each cylinder.

7. The cylinder characteristic variation sensing device
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as in claim 5 or 6, wherein
an average value of the cylinder characteristics of
all the cylinders is set as the reference characteristic.

8. The cylinder characteristic variation sensing device
as in any one of claims 1 to 7, wherein
the internal combustion engine is structured to dis-
tribute and supply the fuel from a pressure accumu-
lator (12), which accumulates the fuel, to the injector
(20), and
the injection quantity sensing means (S23, 20a,
200a) is a fuel pressure sensor (20a, 200a) for sens-
ing pressure of the fuel supplied to the injector (20)
as the physical quantity and is arranged in a fuel
passage, which extends from the pressure accumu-
lator (12) to an injection hole (20f) of the injector (20),
at a position closer to the injection hole (20f) than
the pressure accumulator (12).

9. The cylinder characteristic variation sensing device
as in claim 8, wherein
the fuel pressure sensor (20a, 200a) is fixed to the
injector (20).

10. The cylinder characteristic variation sensing device
as in claim 9, wherein
the fuel pressure sensor (20a, 200a) is fixed to a fuel
inlet (22) of the injector (20).

11. The cylinder characteristic variation sensing device
as in claim 9, wherein
the fuel pressure sensor (20a, 200a) is mounted in-
side the injector (20) to sense fuel pressure in an
internal fuel passage (25) extending from a fuel inlet
(22) of the injector (20) to the injection hole (20f) of
the injector (20).

12. The cylinder characteristic variation sensing device
as in any one of claims 8 to 11, wherein
an orifice (12a) is provided in a fuel passage, which
extends from the pressure accumulator (12) to a fuel
inlet (22) of the injector (20), for attenuating a pres-
sure pulsation of the fuel in the pressure accumulator
(12), and
the fuel pressure sensor (20a, 200a) is arranged
downstream of the orifice (12a) with respect to a fuel
flow direction.

13. The cylinder characteristic variation sensing device
as in any one of claims 1 to 12, wherein
the torque increase amount sensing means (S22,
42) is a rotation speed sensor (42) for sensing rota-
tion speed of an output shaft (41) of the internal com-
bustion engine as the physical quantity.

14. The cylinder characteristic variation sensing device
as in any one of claims 1 to 13, wherein
the cylinder characteristic variation calculating

means (S27) calculates the variation in the cylinder
characteristic among the cylinders based on the var-
iation in the sensing value of the torque increase
amount sensing means (S22, 42) among the cylin-
ders.

Patentansprüche

1. Zylindereigenschaftsabweichungserfassungsvor-
richtung, die auf eine Mehrzylinder-Brennkraftma-
schine mit einer Vielzahl von Zylindern und einer
Vielzahl von Injektoren (20) angewendet wird, die
jeweils an den Zylindern vorgesehen sind,
die folgendes aufweist:

eine Steuereinrichtung (S21) für kleine Einsprit-
zungen zum Durchführen von kleinen Einsprit-
zungen der Reihe nach in die entsprechenden
Zylinder, wodurch eine kleine Menge von Kraft-
stoff von jedem Injektor (20) ungeachtet einer
Manipulation, die von einem Fahrer durchge-
führt wird, eingespritzt wird, um die Brennkraft-
maschine zu betreiben, wobei die kleine Menge
von Kraftstoff kleiner ist als eine Kraftstoffmenge
einer Einspritzung, die basierend auf der Mani-
pulation des Fahrers zum Erzeugen eines Aus-
gabedrehmoments der Brennkraftmaschine
durchgeführt wird;
eine Drehmomenterhöhungsbetragserfas-
sungseinrichtung (S22, 42) zum Erfassen eines
Erhöhungsbetrags eines Ausgabedrehmo-
ments, das in Verbindung mit der kleinen Ein-
spritzung oder einer physikalischen Menge ver-
ursacht wird, die bezüglich dem Erhöhungsbe-
trag für jeden Zylinder relevant ist;
eine Einspritzmengenerfassungseinrichtung
(S23, 20a, 200a) zum Erfassen einer Fluktuati-
on eines Kraftstoffeinlassdrucks P an einem
Einlass, der in einem Gehäuse des Injektors (20)
ausgebildet ist, die in Verbindung mit der kleinen
Einspritzung für jeden Zylinder verursacht wird,
und zum Erfassen einer tatsächlichen Einspritz-
menge der kleinen Einspritzung für jeden Zylin-
der basierend auf der Fluktuation des Kraftstof-
feinlassdrucks (P); und
eine Zylindereigenschaftsabweichungsberech-
nungseinrichtung (S27) zum Berechnen einer
Abweichung in einer Zylindereigenschaft unter
den Zylindern basierend auf zumindest einer
von einer Abweichung in dem Erfassungswert
der Einspritzmengenerfassungseinrichtung
(S23, 20a, 200a) unter den Zylindern und einer
Abweichung in dem Erfassungswert der
Drehmomenterhöhungsbetragserfassungsein-
richtung (S22, 42) unter den Zylindern, wobei
die Steuereinrichtung der kleinen Einspritzun-
gen eine vorbestimmte Einspritzmenge unter all
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den Zylindern ausgleicht und eine Steuerbe-
fehlseinspritzdauer des Injektors (20) aus einem
Kraftstoffdruck, der mit einem Kraftstoffdruck-
sensor (20a) erfasst wird, und der vorbestimm-
ten kleinen Einspritzmenge für jeden Zylinder
berechnet, und
die Steuereinrichtung der kleinen Einspritzun-
gen die kleinen Einspritzungen in Übereinstim-
mung mit der Steuerbefehlseinspritzdauer für
jeden Zylinder durchführt.

2. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in Anspruch 1, wobei
die Steuereinrichtung (S21) der kleinen Einspritzun-
gen die kleine Einspritzung in einem Zustand durch-
führt, in dem die Einspritzmengen der entsprechen-
den Zylinder derart ausgeglichen werden, dass die
Erfassungswerte der Einspritzmengenerfassungs-
einrichtung (S23, 20a, 200a) miteinander unter all
den Zylindern übereinstimmen, und
die Zylindereigenschaftsabweichungsberech-
nungseinrichtung (S27) die Abweichung in der Zy-
lindereigenschaft unter den Zylindern berechnet,
während die Abweichung in dem Erfassungswert der
Einspritzmengenerfassungseinrichtung (S23, 20a,
200a) unter den Zylindern auf Null gebracht wird.

3. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in Anspruch 1 oder 2, wobei
die Brennkraftmaschine ein Abgasrezirkulations-
ventil (52a) zum Regulieren einer Abgasrezirkulati-
onsmenge hat, die von einem Abgassystem zu ei-
nem Einlasssystem hin rezirkuliert wird, und
die Steuereinrichtung (S21) der kleinen Einspritzun-
gen die kleine Einspritzung in einem Zustand durch-
führt, in dem das Abgasrezirkulationsventil (52a)
vollständig geschlossen ist.

4. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in einem von Ansprüchen 1 bis 3, wobei
die Steuereinrichtung (S21) der kleinen Einspritzun-
gen die kleine Einspritzung während einer Verzöge-
rungsdauer eines Fahrzeugs durchführt, in dem die
Brennkraftmaschine montiert ist, und
die Steuereinrichtung (S21) der kleinen Einspritz-
mengen die kleinen Einspritzungen der Reihe nach
in den entsprechenden Zylindern bei einem vorbe-
stimmten Intervall oder bei vorbestimmten Interval-
len während der gleichen Verzögerungsdauer
durchführt.

5. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in einem von Ansprüchen 1 bis 4, ferner
mit:
einer Korrektureinrichtung (S28) zum Einstellen ei-
ner Referenzeigenschaft für die Zylindereigenschaf-
ten von all den Zylindern und zum Korrigieren einer
Kraftstoffeinspritzstartzeit der Zylinder in Überein-

stimmung mit einem Abweichungsbetrag der Zylin-
dereigenschaft von dem gleichen Zylinder hinsicht-
lich der Referenzeigenschaft.

6. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in einem von Ansprüchen 1 bis 5, ferner
mit:
einer Lerneinrichtung (S28) zum Einstellen einer Re-
ferenzeigenschaft für die Zylindereigenschaften von
all den Zylindern und zum Speichern und Lernen ei-
nes Abweichungsbetrags der Zylindereigenschaft
hinsichtlich der Referenzeigenschaft für jeden Zylin-
der.

7. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in Anspruch 5 oder 6, wobei
ein Durchschnittswert der Zylindereigenschaften
von all den Zylindern als die Referenzeigenschaft
eingestellt ist.

8. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in einem von Ansprüchen 1 bis 7, wobei
die Brennkraftmaschine aufgebaut ist, um den Kraft-
stoff von einem Druckspeicher (12), der den Kraft-
stoff speichert, zu dem Injektor (20) zu verteilen und
zuzuführen, und
die Einspritzmengenerfassungseinrichtung (S23,
20a, 200a) ein Kraftstoffdrucksensor (20a, 200a)
zum Erfassen eines Drucks des Kraftstoffs ist, der
zu dem Injektor (20) zugeführt wird als die physika-
lische Menge und in einem Kraftstoffdurchgang, der
sich von dem Druckspeicher (12) zu einem Injektor-
loch (20f) des Injektors (20) erstreckt, an einer Po-
sition näher an dem Einspritzloch (20f) als der Druck-
speicher (12) angeordnet ist.

9. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in Anspruch 8, wobei
der Kraftstoffdrucksensor (20a, 200a) an dem Injek-
tor (20) fixiert ist.

10. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in Anspruch 9, wobei
der Kraftstoffdrucksensor (20a, 200a) an einem
Kraftstoffeinlass (22) des Injektors (20) fixiert ist.

11. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in Anspruch 9, wobei
der Kraftstoffdrucksensor (20a, 200a) innerhalb des
Injektors (20) montiert ist, um einen Kraftstoffdruck
in einem inneren Kraftstoffdurchgang (25) zu erfas-
sen, der sich von einem Kraftstoffeinlass (22) des
Injektors (20) zu dem Einspritzloch (20f) des Injek-
tors (20) hin erstreckt.

12. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in einem von Ansprüchen 8 bis 11, wo-
bei
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eine Öffnung (12a) in einem Kraftstoffdurchgang
vorgesehen ist, der sich von dem Druckspeicher (12)
zu einem Kraftstoffeinlass (22) des Injektors (20) er-
streckt, zum Abmildern einer Druckpulsation des
Kraftstoffs in dem Druckspeicher (12) und
der Kraftstoffdrucksensor (20a, 200a) stromabwärts
von der Öffnung (12) hinsichtlich einer Kraftstoffströ-
mungsrichtung angeordnet ist.

13. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in einem von Ansprüchen 1 bis 12, wo-
bei
die Drehmomenterhöhungsbetragserfassungsein-
richtung (S22, 42) ein Drehzahlsensor (42) zum Er-
fassen einer Drehzahl einer Ausgangswelle (41) der
Brennkraftmaschine als die physikalische Menge ist.

14. Zylindereigenschaftsabweichungserfassungsvor-
richtung wie in einem von Ansprüchen 1 bis 13, wo-
bei
die Zylindereigenschaftsabweichungsberech-
nungseinrichtung (S27) die Abweichung in der Zy-
lindereigenschaft unter den Zylindern basierend auf
der Abweichung des Erfassungswerts der
Drehmomenterhöhungsbetragserfassungseinrich-
tung (S22, 42) unter den Zylindern berechnet.

Revendications

1. Dispositif de détection de la variation caractéristique
d’un cylindre appliqué à un moteur à combustion in-
terne multicylindre ayant une pluralité de cylindres
et une pluralité d’injecteurs (20) disposés respecti-
vement sur les cylindres, comprenant :

un moyen de commande de faibles injections
(S21) pour réaliser de faibles injections séquen-
tiellement dans les cylindres respectifs, injectant
ainsi une faible quantité de carburant depuis
chaque injecteur (20) indépendamment de la
manipulation réalisée par un conducteur pour
faire fonctionner le moteur à combustion interne,
la faible quantité de carburant étant plus faible
qu’une quantité de carburant de l’injection qui
est réalisée sur la base de la manipulation par
le conducteur pour produire un couple de sortie
du moteur à combustion interne ;
un moyen de détection de quantité d’augmen-
tation de couple (S22, 42) pour détecter une
quantité d’augmentation de couple de sortie pro-
voquée en lien avec la faible injection ou une
quantité physique ayant un rapport avec la
quantité d’augmentation pour chaque cylindre ;
un moyen de détection de quantité d’injection
(S23, 20a, 200a) pour détecter une fluctuation
d’une pression d’admission de carburant (P) à
une admission formée dans un boîtier de l’injec-

teur (20) provoquée en lien avec la faible injec-
tion pour chaque cylindre et pour détecter une
quantité d’injection réelle de la faible injection
pour chaque cylindre sur la base de la fluctuation
de la pression d’admission de carburant (P) ; et
un moyen de calcul de la variation caractéristi-
que d’un cylindre (S27) pour calculer une varia-
tion d’une caractéristique d’un cylindre parmi les
cylindres sur la base d’au moins l’une d’une va-
riation de la valeur de détection du moyen de
détection de quantité d’injection (S23, 20a,
200a) parmi les cylindres et d’une variation de
la valeur de détection du moyen de détection de
quantité d’augmentation de couple (S22, 42)
parmi les cylindres, dans lequel
le moyen de commande de faibles injections
égalise une quantité d’injection prédéterminée
parmi tous les cylindres et calcule une période
d’injection de commande de l’injecteur (20) à
partir d’une pression de carburant détectée avec
un détecteur de pression de carburant (20a) et
la quantité de faible injection prédéterminée
pour chaque cylindre, et
le moyen de commande de faible injection réa-
lise les faibles injections en fonction de la pério-
de d’injection de commande pour chaque cylin-
dre.

2. Dispositif de détection de la variation caractéristique
d’un cylindre selon la revendication 1, dans lequel
le moyen de commande de faibles injections (S21)
réalise la faible injection dans un état dans lequel
les quantités d’injection des cylindres respectifs sont
égalisées de sorte que les valeurs de détection du
moyen de détection de quantité d’injection (S23,
20a, 200a) coïncident les unes avec les autres entre
tous les cylindres, et
le moyen de calcul de la variation caractéristique
d’un cylindre (S27) calcule la variation de la carac-
téristique d’un cylindre parmi les cylindres tout en
amenant la variation de la valeur de détection du
moyen de détection de quantité d’injection (S23,
20a, 200a) entre les cylindres à zéro.

3. Dispositif de détection de la variation caractéristique
d’un cylindre selon la revendication 1 ou 2, dans le-
quel
le moteur à combustion interne a une soupape de
recyclage des gaz d’échappement (52a) pour régu-
ler une quantité de recyclage des gaz d’échappe-
ment recyclée depuis un système d’échappement
jusqu’à un système d’admission, et
le moyen de commande de faibles injections (S21)
réalise la faible injection dans un état dans lequel la
soupape de recyclage des gaz d’échappement (52a)
est totalement fermée.

4. Dispositif de détection de la variation caractéristique

31 32 



EP 2 053 226 B1

18

5

10

15

20

25

30

35

40

45

50

55

d’un cylindre selon l’une quelconque des revendica-
tions 1 à 3, dans lequel
le moyen de commande de faibles injections (S21)
réalise la faible injection pendant une période de dé-
célération d’un véhicule, dans lequel le moteur à
combustion interne est monté, et
le moyen de commande de faibles injections (S21)
réalise les faibles injections séquentiellement dans
les cylindres respectifs à un intervalle prédéterminé
ou à des intervalles prédéterminés pendant la même
période de décélération.

5. Dispositif de détection de la variation caractéristique
d’un cylindre selon l’une quelconque des revendica-
tions 1 à 4, comprenant en outre :
un moyen de correction (S28) pour définir une ca-
ractéristique de référence pour les caractéristiques
de cylindre de tous les cylindres et pour corriger le
moment du départ de l’injection de carburant du cy-
lindre en fonction d’une quantité de variation de la
caractéristique de cylindre du même cylindre par
rapport à la caractéristique de référence.

6. Dispositif de détection de la variation caractéristique
d’un cylindre selon l’une quelconque des revendica-
tions 1 à 5, comprenant en outre :
un moyen d’apprentissage (S28) pour définir une ca-
ractéristique de référence pour les caractéristiques
de cylindre de tous les cylindres et pour stocker et
apprendre une quantité de variation de la caracté-
ristique de cylindre par rapport à la caractéristique
de référence pour chaque cylindre.

7. Dispositif de détection de la variation caractéristique
d’un cylindre selon la revendication 5 ou 6, dans le-
quel
une valeur moyenne des caractéristiques de cylindre
de tous les cylindres est définie comme la caracté-
ristique de référence.

8. Dispositif de détection de la variation caractéristique
d’un cylindre selon l’une quelconque des revendica-
tions 1 à 7, dans lequel
le moteur à combustion interne est structuré pour
distribuer et fournir le carburant à partir d’un accu-
mulateur de pression (12), qui accumule le carbu-
rant, à l’injecteur (20), et
le moyen de détection de quantité d’injection (S23,
20a, 200a) est un détecteur de pression de carburant
(20a, 200a) pour détecter la pression du carburant
fourni à l’injecteur (20) comme la quantité physique
et est agencé dans un passage de carburant, qui
s’étend depuis l’accumulateur de pression (12) jus-
qu’à un trou d’injection (20f) de l’injecteur (20), à une
position plus proche du trou d’injection (20f) que l’ac-
cumulateur de pression (12).

9. Dispositif de détection de la variation caractéristique

d’un cylindre selon la revendication 8, dans lequel
le détecteur de pression de carburant (20a, 200a)
est fixé sur l’injecteur (20).

10. Dispositif de détection de la variation caractéristique
d’un cylindre selon la revendication 9, dans lequel
le détecteur de pression de carburant (20a, 200a)
est fixé à une admission de carburant (22) de l’injec-
teur (20).

11. Dispositif de détection de la variation caractéristique
d’un cylindre selon la revendication 9, dans lequel
le détecteur de pression de carburant (20a, 200a)
est monté à l’intérieur de l’injecteur (20) pour détec-
ter la pression de carburant dans un passage de
carburant interne (25) s’étendant depuis une admis-
sion de carburant (22) de l’injecteur (20) jusqu’au
trou d’injection (20f) de l’injecteur (20).

12. Dispositif de détection de la variation caractéristique
d’un cylindre selon l’une quelconque des revendica-
tions 8 à 11, dans lequel
un orifice (12a) est disposé dans un passage de car-
burant, qui s’étend depuis l’accumulateur de pres-
sion (12) jusqu’à une admission de carburant (22)
de l’injecteur (20), pour atténuer une pulsation de
pression du carburant dans l’accumulateur de pres-
sion (12), et
le détecteur de pression de carburant (20a, 200a)
est agencé en aval de l’orifice (12a) par rapport à
une direction d’écoulement du carburant.

13. Dispositif de détection de la variation caractéristique
d’un cylindre selon l’une quelconque des revendica-
tions 1 à 12, dans lequel
le moyen de détection de quantité d’augmentation
de couple (S22, 42) est un détecteur de vitesse de
rotation (42) pour détecter la vitesse de rotation d’un
arbre de sortie (41) du moteur à combustion interne
en tant que la quantité physique.

14. Dispositif de détection de la variation caractéristique
d’un cylindre selon l’une quelconque des revendica-
tions 1 à 13, dans lequel
le moyen de calcul de la variation caractéristique
d’un cylindre (S27) calcule la variation de la carac-
téristique de cylindre parmi les cylindres sur la base
de la variation de la valeur de détection du moyen
de détection de quantité d’augmentation de couple
(S22, 42) parmi les cylindres.
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