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Description

[0001] The present invention relates generally to sur-
gical instruments, and more particularly, to surgical in-
struments for use during knee surgeries such as total
knee arthroscopy.
[0002] In some orthopaedic surgical procedures, such
as total knee arthroscopy, surgical instruments generally
known as knee distractors have been developed for ori-
enting a patient’s knee joint. For example, in a total knee
replacement procedure, controlling the relative positions
of a patient’s tibia and femur during surgery allows a sur-
geon to set the orientation of the knee joint and obtain
predetermined anatomic and mechanical axes along
which the knee joint will operate after surgery.
[0003] In order to control the relative position of a pa-
tient’s tibia and femur, a knee distractor may be inserted
between the proximal end of the tibia and the distal end
of the femur and operated to space the tibia from the
femur to set the orientation and joint space of the knee
joint. Some knee distractors can be operated to inde-
pendently space lateral and medial sides of the tibia and
femur to obtain a predetermined orientation of the knee
joint.
[0004] Some distractors may include sensors or scales
to measure the joint force of the patient’s knee joint during
the distraction process. Such distractors are commonly
known as ligament balancers. During operation, a liga-
ment balancer may be used to help balance the surround-
ing soft tissue (i.e. ligaments) of a patient’s joint. For ex-
ample, in a total knee replacement procedure, ligament
balancing may be performed to ensure a generally rec-
tangular shaped extension gap and a generally rectan-
gular shaped flexion gap at a predetermined joint force
value between the patient’s natural or prosthetic proximal
tibia and the patient’s natural or prosthetic distal femur.
[0005] To do so, a ligament balancer may be posi-
tioned between a patient’s tibia and femur, similar to a
standard distractor, to measure the medial and lateral
joint forces and the medial and/or lateral gap displace-
ments when the patient’s leg is in extension (i.e. the pa-
tient’s tibia is positioned at about 0° relative to the pa-
tient’s femur) and in flexion (i.e. the patient’s tibia is po-
sitioned at about 90° relative to the patient’s femur). In
either extension or flexion, if the medial and lateral gap
displacements are not approximately equal (i.e. do not
form a generally rectangular shaped joint gap) at the pre-
determined joint force value, ligament release may be
performed to equalize the medial and/or lateral gap dis-
placements. Sometimes use of a knee distractor and a
ligament balancer may be difficult for a surgeon or as-
sistant and may require multiple insertion and removal
procedures for each to be used during a single surgery.
EP-A-1915951 discloses a distractor comprising a lower
element and two upper elements. The lower element in-
cludes a substantially lower flat plate. The distance be-
tween the upper and lower elements can be adjusted by
means of a screw jack which comprises a rotatable

screw, carrying a threaded nut.
[0006] The invention also provides an orthopaedic sur-
gical instrument as defined in claim 1.
[0007] Optionally, the medial interface block may be
formed to include a threaded hole extending through the
interface block. It is contemplated that the medial paddle
may include a ramp surface engaging the medial inter-
face block. The ramp surface of the medial paddle may
be a downwardly-facing ramp surface.
[0008] Optionally, the joint distractor may include a lat-
eral interface block configured to move between an an-
terior position when the lateral paddle is in the lowered
position and a posterior position when the lateral paddle
is in the raised position. The lateral paddle includes a
ramp surface engaging the lateral interface block.
[0009] Optionally, the joint distractor may include a me-
dial swing arm pivotably coupled to the medial paddle
and the tibial plate. The joint distractor may also include
a lateral swing arm pivotably coupled to the lateral paddle
and the tibial plate.
[0010] The invention is described below by way of ex-
ample with reference to the accompanying drawings. For
simplicity and clarity of illustration, elements illustrated
in the figures are not necessarily drawn to scale. For ex-
ample, the dimensions of some elements may be exag-
gerated relative to other elements for clarity.
[0011] FIG. 1 is a perspective view of a surgical instru-
mentation system including a joint distractor situated be-
tween a patient’s tibia and femur, a driver for adjusting
the joint distractor, and a sensor for measuring tension
in a patient’s knee ligaments during adjustment of the
joint distractor.
[0012] FIG. 2 is a schematic diagram of at least one
embodiment of the surgical instrument of FIG. 1.
[0013] FIG. 3 is a perspective view of the driver of FIG.
1 showing that the driver includes a pair of user inputs
and a pair of output shafts configured to rotate in re-
sponse to a user rotating the user inputs.
[0014] FIG. 4 is a perspective view of the driver of FIG.
3 with a top portion of a housing of the driver removed
to show a pair of linkages connecting the user inputs and
the output shafts.
[0015] FIG. 5 is a perspective view of the driver of FIG.
4 with the user inputs disassembled showing that each
user input includes a knob, an indicator ring, and a pulley.
[0016] FIG. 6 is a top view of the driver of FIG. 4 with
the knob cut away to show that the indicator ring is op-
erably connected to the knob by a gear set.
[0017] FIG. 7 is a perspective view of the joint distractor
of FIG. 1 showing that the joint distractor includes a tibial
platform and a pair of paddles configured to be raised
and lowered relative to the tibial platform.
[0018] FIG. 8 is an exploded view of the joint distractor
of FIG. 7.
[0019] FIG. 9 is a perspective view of the joint distractor
of FIG. 7 showing the internal components of the joint
distractor when a lateral paddle moved to a raised posi-
tion relative to the tibial platform.
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[0020] FIG. 10 is a perspective view of the joint dis-
tractor of FIG. 8 when the lateral paddle is moved to a
lowered position relative to the tibial platform.
[0021] FIG. 11 is a perspective view of another joint
distractor for use with the driver of FIGS. 3 to 6, the joint
distractor including a tibial platform and a pair of paddles
configured to be raised and lowered relative to the tibial
platform.
[0022] FIG. 12 is a side elevation view of the joint dis-
tractor of FIG. 11 showing the components of the joint
distractor when a lateral paddle moved to a lowered and
anterior position relative to the tibial platform.
[0023] FIG. 13 is a perspective view of the joint dis-
tractor of FIG. 12 when the lateral paddle is moved to a
raised and posterior position relative to the tibial platform.
[0024] FIG. 14 is a perspective view of an alternative
driver for use with the joint distractors of FIGS. 7 to 12.
[0025] Referring to the drawings, FIG. 1 shows a sur-
gical instrumentation system 10 for use during an ortho-
paedic surgery, in particular a knee surgery, positioned
relative to a patient’s knee joint. The surgical instrumen-
tation system 10 includes a joint distractor 12, a driver
14, and a force sensor module 16. The joint distractor 12
is configured to independently space the lateral and me-
dial condyles of the patient’s femur 3 from the proximal
end of the patient’s tibia 5. As shown in FIG. 1, the driver
14 provides a user interface to an orthopaedic surgeon
or other healthcare provider to allow the user to operate
the joint distractor 12 while the ligaments and patella ex-
tending over the anterior face of the patient’s knee joint
remain substantially in place. The sensor module 16 in-
cludes a plurality of force sensors (not shown) and is
configured to measure medial and lateral joint forces be-
tween the patient’s femur 3 and tibia 5. The sensor mod-
ule 16 may be used in combination with the joint distractor
12 and driver 14 to measure joint forces of the patient’s
knee joint during distraction thereof. The sensor module
16 is of the type disclosed in one or more of US-B-
8551023, US-B-8740817, US-B-8597210 and US-B-
8721568. However, in other embodiments, other types
of sensor modules or other devices may be used in con-
junction with the distractor 12 and driver 14 to measure
joint forces of the patient’s knee joint. It should be appre-
ciated that the concurrent use of the joint distractor 12,
driver 14, and sensor module 16 allows a surgeon to
simultaneously adjust the orientation of the knee joint
and monitor ligament balance.
[0026] FIG. 2 shows the joint distractor 12, the driver
14, and the sensor module 16 of the surgical instrumen-
tation system 10. As suggested by the dashed line con-
nection in FIG. 2, the driver 14 and the sensor module
16 are temporarily coupled/engaged with the joint dis-
tractor 12 such that the surgical instrumentation system
10 may be assembled during a surgical procedure. For
example, one method of assembling the surgical instru-
mentation system 10 during surgery may include the
steps of positioning the sensor module 16 in contact with
the proximal end of a patient’s tibia, positioning the joint

distractor 12 on top of the sensor module 16 between a
patient’s femur 3 and tibia 5 to engage the proximal end
of the patient’s tibia and the distal end of the patient’s
femur, and coupling the driver 14 to the joint distractor 12.
[0027] The joint distractor 12 includes a tibial platform
20, a pair of paddles 22, 24, and a pair of interfaces 26,
28 coupled between the tibial platform 20 and the paddles
22, 24 as shown in FIG. 2. The tibial platform 20 is con-
figured to be coupled with the driver 14 to receive user
inputs during operation of the joint distractor 12 and to
seat or rest on a corresponding tibial paddle of the sensor
module 16 in those embodiments in which the system 10
includes the sensor module 16. The pair of paddles 22,
24 include a medial paddle 22 and a lateral paddle 24
each configured to be placed in contact with a respective
medial or lateral condyle of the patient’s femur 3. The
interfaces 26, 28 include a medial interface 26 and a lat-
eral interface 28, each of which is configured to raise and
lower a respective medial paddle 22 or lateral paddle 24
independently relative to the tibial platform 20 in re-
sponse to a surgeon operating driver 14 as discussed in
more detail below. It should be appreciated that the joint
distractor 12 and driver 14 facilitate independent move-
ment of the patient’s medial and lateral femoral condyles
relative to the patient’s tibia.
[0028] The tibial platform 20 includes a tibial plate 30,
a medial input 32, and a lateral input 34 as shown dia-
grammatically in FIG. 2. The tibial plate 30 is configured
to be placed in contact with the proximal end of a patient’s
tibia and to support the medial and the lateral inputs 32,
34. The medial input 32 and the lateral input 34 are con-
figured to be coupled to the driver 14 and to receive inputs
from the driver 14 that cause respective medial and lat-
eral paddles 22, 24 to be raised or lowered relative to the
tibial plate 30.
[0029] As discussed above, the driver 14 can be cou-
pled to the distractor 12 to control operation of the dis-
tractor 12 (e.g. movement of the medial paddle 22 and
lateral paddle 24). The driver 14 includes a pair of user
inputs 36, 38, a pair of output shafts 42, 44, and a pair
of linkages 46, 48 as shown diagrammatically in FIG. 2.
The pair of user inputs 36, 38 cooperate to provide a user
control 39 that includes a medial user input 36 and a
lateral user input 38 each configured to independently
receive a user interaction resulting in the raising or low-
ering of a medial or lateral condyle of a patient’s femur
relative to a patient’s tibia. The pair of output shafts 42,
44 include a medial output shaft 42 configured to be cou-
pled to the medial input 32 of the joint distractor 12 and
a lateral output shaft 44 configured to be coupled to the
lateral input 34 of the joint distractor 12. The pair of link-
ages 46, 48 include a medial linkage 46 and a lateral
linkage 48 each of which is configured to independently
drive a respective medial or lateral output shaft 42, 44 in
response to a surgeon operating the medial user input
36 or the lateral user input 38 of the driver 14 such that
the medial and lateral condyles of a patient’s femur can
be moved independently relative to the patient’s tibia.
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[0030] As shown in FIG. 3, the driver 14 can include
an elongated housing 40 having a first end 56 and a sec-
ond end 58 formed by an upper shell 52 and a lower shell
54. The housing 40 forms a handle 50 situated at the first
end 56 of the housing 40 such that a user can hold the
driver 14 while operating the joint distractor 12. The user
inputs 36, 38 are coupled to the housing 40 along the
handle 50 near the first end 56 of the housing 40. The
output shafts 42, 44 are spaced apart from the user inputs
and extend out from the housing 40 near the second end
58 of the housing 40. The housing 40 is also formed to
include an access aperture 60 situated between the user
inputs 36, 38 near the first end 56 of the housing 40 and
the output shafts 42, 44 near the second end 58 of the
housing 40. The access aperture 60 extends through the
housing 40 perpendicular to a longitudinal axis 61 of the
housing 40 and allows the sensor module 16 to extend
through the driver 14 to be coupled to the joint distractor
12 while the joint distractor 12 is positioned between a
patient’s femur and tibia.
[0031] The medial user input 36 extends out from a top
side 53 of the housing 40 near the first end 56 of the
housing 40 as shown in FIG. 3. The lateral user input 38
extends out from a bottom side 55 of the housing 40 near
the first end 56 of the housing 40. The medial output shaft
42 and the lateral output shaft 44 extend out from the top
side 53 of the housing 40 near the second end 58 of the
housing 40.
[0032] During operation of the driver 14, the medial
output shaft 42 is rotated about an axis 62 extending
along the medial output shaft 42 as suggested by solid
arrow 63 in response to a user rotating the medial user
input 36 about an axis 66 as suggested by solid arrow
67 shown in FIG. 3. Similarly, the lateral output shaft 44
is rotated about an axis 64 extending along the medial
output shaft 44 as suggested by dashed arrow 65 in re-
sponse to a user rotating the lateral user input 38 about
an axis 68 as suggested by dashed arrow 69 shown in
FIG. 3. A user can therefore cause rotation of either of
the output shafts 42, 44 independent of rotation of the
other of the output shafts 42, 44.
[0033] FIG. 4 shows the driver 14 with the upper shell
52 of the housing 40 removed to show the internal com-
ponents of the driver 14. The user inputs 36, 38 are sub-
stantially similar to one another and each of them in-
cludes a knob 70, an indicator ring 72, and a pulley 74
as shown in FIG. 4. The knob 70 extends outside the
housing 40 of the driver 14 and is operable by a user to
cause rotation of the pulley 74. The indicator ring 72 is
situated outside the housing 40 and is configured to rotate
in response to rotation of the knob 70 at a stepped down
rate of rotation in order to indicate the amount of distrac-
tion achieved by rotation of the knob 70. The pulley 74
is situated inside of housing 40 and is coupled to a re-
spective output shaft 42, 44 by a respective linkage 46,
48 so that the pulley 74 and its respective output shaft
42, 44 rotate at a 1 to 1 ratio.
[0034] The output shafts 42, 44 are substantially sim-

ilar to one another, and each of them includes a shank
76 and a pulley 78 as shown in FIG. 4. The shank 76
extends out of the housing 40 of the driver 14 and is
formed to include a head 80 having a hexagonal shape
having six flat sides configured to be received by the me-
dial or lateral inputs 32, 34 of the joint distractor 12. In
other embodiments, the head 80 may have any shape
including at least one flat side or another suitable shape
that allows actuation of the medial and lateral inputs 32,
34 of the distractor 12. The pulley 78 is situated inside
of housing 40 and is coupled to a respective user input
36, 38 by a respective linkage 46, 48.
[0035] The medial linkage 46 includes a belt 82 and a
pair of guide rollers 84, 86 as shown in FIG. 4. The belt
82 transmits rotation from the pulley 74 of the medial user
input 36 to the pulley 78 of the medial output shaft 42.
The belt 82 is situated inside the housing 40 of the driver
14 and is guided by the rollers 84, 86 to extend around
the access aperture 60 of the housing 40. The lateral
linkage 48 includes a belt 92 and a pair of guide rollers
94, 96. The belt 92 transmits rotation from the pulley 74
of the lateral user input 38 to the pulley 78 of the lateral
output shaft 44. The belt 92 is situated inside the housing
40 of the driver 14 and is guided by the rollers 94, 96 to
extend around the access aperture 60 of the housing 40
and around the belt 82 of the medial linkage 46.
[0036] In FIG. 5, the knob 70 and the indicator ring 72
of the medial user input 36 are disassembled from the
driver 14 and the knob 70 is shown cut away. The knob
70 and the indicator ring 72 of the lateral use input 38
are substantially similar to the medial user input 36 and
the following description is applicable to both. The knob
70 includes a shaft 98, a shell 99, and a retaining plate
101 as shown in FIG. 5. The shaft 98 is configured to
couple the shell 99 to the pulley 74 so that the pulley 74
rotates with the shell 99 and to couple the shell 99 to the
indicator ring 72 via a gear set 100 so that the indicator
ring 72 rotates in response to rotation of the shell 99. The
indicator ring 72 rotates to indicate the amount of addi-
tional (or reduced) distraction provided by the distractor
12 to the medial side of a patient’s knee.
[0037] The gear set 100 is configured to transmit rota-
tion from the knob 70 to the indicator ring 72 at a reduced
rate, and can comprise a planetary gear set including a
central gear 102, a ring gear 104, and a planetary gear
106 as shown in FIG. 5. The central gear 102 is coupled
to the shaft 98 for common rotation with the knob 70 and
intermeshes with the planetary gear 106. The ring gear
104 is coupled for common rotation with the indicator ring
72 and intermeshes with the planetary gear 106. The
planetary gear 106 is coupled to a tension unit 110 sup-
porting the pulley 74 for rotation relative thereto.
[0038] The indicator ring 72 is formed with external in-
dicator notches 103 and internal teeth 105. The external
indicator notches 103 are spaced around the indicator
ring 72 in the embodiment shown in the drawings to in-
dicate about 1 mm of distraction. It should be appreciated
that in other embodiments, the indicator notches 103
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could be replaced with numbers, letters, or other indica-
tors. The internal teeth 105 engage with the ring gear
104 so that the indicator ring 72 rotates with the ring gear
104. A user can "reset" or "zero" the indicator ring 72 by
lifting the indicator ring 72 so that the internal teeth 105
are disengaged from the ring gear 104, setting the start-
ing point of the indicator ring 72 by rotating the indicator
ring 72 to a reset or zeroed position, and pushing the
indicator ring 72 down so that the internal teeth 105 again
engage the ring gear 104 and the indicator ring 72 rotates
with the ring gear 104. Thus a user is able to monitor and
precisely control the amount of additional (or reduced)
distraction provided by the distractor 12 while operating
the driver 14.
[0039] The knob 70 and the indicator ring 72 are shown
in FIG. 6 cut away to show the arrangement of the gear
set 100 when assembled. In the described embodiment,
rotation of the knob 70 results in a 1 to 1 ratio of rotation
passed to the pulley 74 through the shaft 98. Further,
rotation of the knob 70 results in rotation of the indicator
ring 72 at a ratio of less than 1 to 1 as rotation is passed
through the gear set 100.
[0040] Each pulley 74 is supported by a tension unit
110 configured to allow movement of the pulleys 74 along
the longitudinal axis 61 of the driver 14 to tension the
belts 82, 92 as shown in FIG. 6. Each tension unit 110
includes a base plate 112, a bracket 114, and a screw
116. The base plates 112 are coupled to the housing 40
of the driver 14 along the longitudinal axis 61 of the driver
14. The brackets 114 support the pulleys 74 and are
moved along the longitudinal axis 61 of the driver 14 as
suggested by arrows 118, 120 in response to rotation of
the screws 116. The screws 116 extend through the base
plates 112 and threadably engage the brackets 114 so
that the brackets 114 are moved in response to rotation
of the screws 116.
[0041] FIGS. 7 to 10 show the joint distractor 12 in de-
tail. The joint distractor 12 is configured to space the me-
dial and lateral condyles of a patient’s femur from the
patient’s tibia at desired distances to orient the knee joint.
The medial paddle 22 and the lateral paddle 24 of the
joint distractor 12 are movable independently relative to
the tibial platform 20 to allow a user to position the medial
and lateral condyles of a patient’s femur at different dis-
tances from the proximal end of a patient’s tibia as sug-
gested in FIG. 7 thereby orienting the knee joint to obtain
a desirable mechanical and anatomic axis of the knee
joint.
[0042] The tibial platform 20 of the joint distractor 12
includes a tibial plate 30, a medial input 32, and a lateral
input 34 as shown in FIG. 8. In some embodiments, the
tibial plate 30 may be formed to include a cavity 122 (see
FIGS. 9 and 10) along the underside of the tibial plate 30
sized to receive the sensor module 16. In the embodi-
ment, the medial input 32 is embodied as a medial input
screw 32 and the lateral input 34 is embodied as a lateral
input screw 34. Each input screw 32, 34 is configured to
mate with the heads 80 of the output shafts 42, 44 of the

driver 14 and are coupled to the tibial plate 30 to rotate
relative to the tibial plate 30.
[0043] The tibial plate 30 includes a bottom panel 131,
a front panel 133, and a back panel 145 as shown in FIG.
8. The bottom panel 131 is configured to engage a pa-
tient’s proximal tibia during surgery. The front panel 133
extends up from the bottom panel 131 along an anterior
side of the bottom panel 131 and includes holes 137, 139
configured to support input screws 32, 34. The back panel
145 extends up from the bottom panel 131 along a pos-
terior side of the bottom panel 133 and includes holes
141, 143 configured to support input screws 32, 34.
[0044] The medial paddle 22 and the lateral paddle 24
of the joint distractor 12 are each formed to include an
outer surface 130 and a central surface 132 as shown in
FIG. 8. The outer surfaces 130 of the paddles 22, 24 are
configured to contact the medial and lateral condyles of
a patient’s femur during surgery. The central surfaces
132 of the paddles 22, 24 extend up from the outer por-
tions 130 and are configured to be situated between the
medial and lateral condyles of a patient’s femur during
surgery. The central surfaces 132 of the paddles 22, 24
also form a downwardly-facing ramp surface 134 config-
ured to interact with the medial and lateral inputs 32, 34
to raise and lower the paddles 22, 24 independently.
[0045] The medial interface 26 and the lateral interface
28 are embodied as interface blocks 26, 28 as shown in
FIG. 8. Each interface block 26, 28 is formed to include
a threaded hole 136 and an upwardly-facing ramp sur-
face 138. The threaded holes 136 of the medial and lat-
eral interface blocks 26, 28 are configured to mate with
the threads of the medial and lateral input screws 32, 34.
The upwardly-facing ramp surfaces 138 of the medial
and lateral interfaces 26, 28 are configured to mate with,
or otherwise contact, the downwardly-facing ramp sur-
faces 134 of the medial and lateral paddles 22, 24.
[0046] In operation, each of the paddles 22, 24 is con-
figured to move between a raised position and a lowered
position as shown with the lateral paddle 24 in FIGS. 8
and 9. Only operation of the lateral components 24, 28,
34 of the joint distractor 12 is discussed further. However
the following description is equally applicable to the lat-
eral components 22, 26, 32 of the joint distractor 12.
[0047] When the lateral paddle 24 is in the raised po-
sition, the lateral input screw 34 has been rotated in a
first direction in order to move the lateral interface block
28 along the lateral input screw 34 to a posterior position
as shown in FIG. 9. With the lateral interface block 28 in
the posterior position, the upwardly-facing ramp surface
138 of the lateral interface block 28 pushes the down-
wardly-facing ramp surface 134 of the lateral paddle 24
up thereby lifting the lateral paddle 24 vertically up from
the tibial plate 30 as suggested by arrow 135 in FIG. 9.
[0048] When the lateral paddle 24 is in the lowered
position, the lateral input screw 34 has been rotated in a
second direction in order to move the lateral interface
block 28 along the lateral input screw 34 to an anterior
position as shown in FIG. 10. With the lateral interface
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block 28 in the anterior position, the upwardly-facing
ramp surface 138 of the lateral interface block 28 slides
along the downwardly-facing ramp surface 134 of the
lateral paddle 24 thereby allowing the lateral paddle 24
to move vertically down toward the tibial plate 30 as sug-
gested in FIG. 10.
[0049] Another joint distractor 12’, which is configured
to be used with the driver 14, is shown in FIGS. 11 to 13.
The joint distractor 12’ includes a tibial platform 20’, a
pair of paddles 22’, 24’, and a pair of interfaces 26’, 28’
coupled between the tibial platform 20’ and the paddles
22’, 24’ as shown in FIG. 11. The tibial platform 20’ is
configured to be coupled with the driver 14 to receive
user inputs during operation of the joint distractor 12’ and
to the sensor module 16 to support the sensor module
16 during surgery. The paddles 22’, 24’ are embodied as
a medial paddle 22’ and a lateral paddle 24’, each of
which is configured to be placed in contact with a respec-
tive medial or lateral condyle of the patient’s femur. The
interfaces 26’, 28’ include a medial interface 26’ and a
lateral interface 28’, each of which is configured to inde-
pendently raise and lower a respective medial or lateral
paddle 22’, 24’ relative to the tibial platform 20’ in re-
sponse to a surgeon operating driver 14 so that medial
and lateral condyles of a patient’s femur can be moved
independently relative to the patient’s tibia to orient a
patient’s knee joint.
[0050] The tibial platform 20’ includes a tibial plate 30’,
a medial input 32’, and a lateral input 34’ as shown in
FIG. 11. The tibial plate 30’ is configured to be placed in
contact with the proximal end of a patient’s tibia or sensor
module 16. The medial input 32’ and the lateral input 34’
are configured to be coupled to the driver 14 and to re-
ceive interaction (e.g. the turning of the inputs 32’, 34’)
from the driver 14 that cause respective medial and lat-
eral paddles 22’, 24’ to be raised or lowered relative to
the tibial plate 30’.
[0051] The tibial plate 30’ includes a bottom panel 131’
and a front panel 133’ as shown in FIG. 11. The bottom
panel 131’ is configured to engage a patient’s proximal
tibia during surgery. The front panel 133’ extends up from
the bottom panel 131’ along an anterior side of the bottom
panel 131’ and includes holes 137’, 139’ configured to
support input screws 32’, 34’.
[0052] The medial input 32’ is embodied as a medial
input screw 32’, and the lateral input 34’ is embodied as
a lateral input screw 34’. Each input screw 32’, 34’ is
configured to mate with the heads 80 of the output shafts
42, 44 and are coupled to the tibial plate 30’ to rotate
relative to the tibial plate 30’.
[0053] The medial paddle 22’ and the lateral paddle
24’ of the joint distractor 12 are each formed to include
an outer surface 130’ and a central surface 132’ as shown
in FIG. 8. The outer surfaces 130’ of the paddles 22’, 24’
are configured to contact the medial and lateral condyles
of a patient’s femur during surgery. The central surfaces
132’ of the paddles 22’, 24’ extend up from the outer
portions 130’ and are configured to be situated between

the medial and lateral condyles of a patient’s femur during
surgery. The central surfaces 132’ of the medial paddle
22’ and the lateral paddle 24’ of the joint distractor 12’
are coupled to tibial plate 30’ by a pair of swing arms 31’,
33’. The swing arms 31’, 33’ guide movement of the pad-
dles 22’, 24’ so that the paddles 22’, 24’ move along an
arcuate path when raised and lowered relative to the tibial
plate 30’. The central portions 132’ of the paddles 22’,
24’ also form a downwardly-facing ramp surface 134’
configured to interact with the medial and lateral inputs
32’, 34’ to raise and lower the paddles 22’, 24’ independ-
ently.
[0054] The medial interface 26’ and the lateral interface
28’ are interface blocks 26’, 28’ as shown in FIG. 11.
Each interface block 26’, 28’ is formed to include a thread-
ed hole 136’ and an upwardly-facing ramp surface 138’.
The threaded holes 136’ of the medial and lateral inter-
face blocks 26’, 28’ are configured to mate with the
threads of the medial and lateral input screws 32’, 34’.
The upwardly-facing ramp surfaces 138’ of the medial
and lateral interfaces 26’, 28’ are configured to mate with
the downwardly-Facing ramp surfaces 134’ of the medial
and lateral paddles 22’, 24’.
[0055] In operation, each of the paddles 22’, 24’ is con-
figured to move between a raised position and a lowered
position as shown with the lateral paddle 24’ in FIGS. 12
and 13. Only operation of the lateral components 24’,
28’, 34’ of the joint distractor 12’ is further discussed fur-
ther. However the following description is equally appli-
cable to the lateral components 22’, 26’, 32’ of the joint
distractor 12’.
[0056] When the lateral paddle 24’ is in the lowered
position, the lateral input screw 34’ is rotated in a first
direction in order to move the lateral interface block 28’
along the lateral input screw 34’ to a posterior position
as shown in FIG. 12. With the lateral interface block 28’
in the posterior position, the upwardly-facing ramp sur-
face 138’ of the lateral interface block 28’ slides along
the downwardly-facing ramp surface 134’ of the lateral
paddle 24’ thereby allowing the lateral paddle 24’ to move
down and forward along an arcuate path toward the tibial
plate 30’ to an anterior and lowered position as shown in
FIG. 12.
[0057] When the lateral paddle 24’ is in the raised po-
sition, the lateral input screw 34’ is rotated in a second
direction in order to move the lateral interface block 28’
along the lateral input screw 34’ to an anterior position
as shown in FIG. 13. With the lateral interface block 28’
in the anterior position, the upwardly-facing ramp surface
138’ of the lateral interface block 28’ engages the down-
wardly-facing ramp surface 134’ of the lateral paddle 24’
thereby lifting the lateral paddle 24’ up and back along
an arcuate path from the tibial plate 30’ to a raised and
posterior position as suggested by arrow 135’ in FIG. 13.
[0058] FIG. 14 shows another driver 14’ which is con-
figured for use with the joint distractors 12, 12’. The driver
14’ includes a handle 50’ and a shank 76’ defining a lon-
gitudinal axis 61’ of the driver 14’. The handle 50’ is cou-
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pled to the shank 76’ and provides a structure that a
healthcare provider may grasp during operation. The
shank 76’ is formed to include a head 80’ spaced apart
from the handle 50’. The head 80’ illustratively has a hex-
agonal shape with six flat sides configured to be received
by the medial or lateral inputs 32, 34 of the joint distractor
12 or the other medial or lateral inputs 32’, 34’ of the other
joint distractor 12’. In other embodiments, the head 80’
may have any other shape having at least one flat side
or another suitable shape.

Claims

1. An orthopaedic surgical instrument (10) comprising
a joint distractor (12, 12’) including a tibial platform
(20, 20’), a medial paddle (22, 22’), and a lateral pad-
dle (24, 24’), each paddle configured to be raised
and lowered relative to the tibial platform independ-
ent of the other paddle, and
a driver (14),
in which the tibial platform of the joint distractor in-
cludes a tibial plate (30, 30’), a medial input (32, 32’)
configured to engage the medial output shaft of the
driver when the driver is coupled to the joint distrac-
tor, a medial interface block (26, 26’) which is con-
figured to move between an anterior position when
the medial paddle is in the lowered position and a
posterior position when the medial paddle is in the
raised position, a lateral input (34, 34’) configured to
engage the lateral output shaft (44) of the driver when
the driver is coupled to the joint distractor, and a lat-
eral interface block (28,28’) which is configured to
move between an anterior position when the lateral
paddle is in the lowered position and a posterior po-
sition when the lateral paddle is in the raised position,
characterised in that
the driver (14) includes an elongated body (40), a
user control (39) coupled to the elongated body, a
medial output shaft (42) extending out from the elon-
gated body and operatively coupleable to the medial
paddle, and a lateral output shaft (44) extending out
from the elongated body and operatively coupleable
to the lateral paddle, and
in which the medial output shaft acting through the
medial input is configured to move the medial inter-
face block between its anterior and posterior posi-
tions, thereby moving the medial paddle between a
raised position and a lowered position relative to the
tibial platform in response to operation of the user
control, and the lateral output shaft acting through
the lateral input is configured to move the lateral in-
terface block between its anterior and posterior po-
sitions, thereby moving the lateral paddle between
a raised position and a lowered position relative to
the tibial platform in response to operation of the user
control.

2. The orthopaedic surgical instrument (10) of claim 1,
in which the medial interface block (26, 26’) is formed
to include a threaded hole (136) extending through
the medial interface block.

3. The orthopaedic surgical instrument (10) of claim 1,
in which the medial paddle (22, 22’) includes a ramp
surface (134) engaging the medial interface block
(26, 26’).

4. The orthopaedic surgical instrument (10) of claim 3,
in which the ramp surface (134) of the medial paddle
is a downwardly-facing ramp surface.

5. The orthopaedic surgical instrument (10) of claim 3,
in which the joint distractor (12, 12’) includes a lateral
interface block (28, 28’) configured to move between
an anterior position when the lateral paddle (24, 24’)
is in the lowered position and a posterior position
when the lateral paddle is in the raised position and
the lateral paddle includes a ramp surface engaging
(138) the lateral interface block.

6. The orthopaedic surgical instrument (10) of claim 1,
in which the joint distractor (12, 12’) includes a medial
swing arm (31’) pivotably coupled to the medial pad-
dle (22, 22’) and the tibial plate (20, 20’), and a lateral
swing arm (33’) pivotably coupled to the lateral pad-
dle (24, 24’) and the tibial plate.

Patentansprüche

1. Orthopädisches chirurgisches Instrument (10), um-
fassend
einen Gelenk-Distraktor (12, 12’) mit einer Tibia-
Plattform (20, 20’), einem medialen Paddel (22, 22’)
und einem lateralen Paddel (24, 24’), wobei jedes
Paddel konfiguriert ist um relativ zu der Tibia-Platt-
form unabhängig von dem anderen Paddel angeho-
ben und abgesenkt zu werden, und
einen Treiber (14),
wobei die Tibia-Plattform des Gelenk-Distraktors
umfasst: eine Tibia-Platte (30, 30’), einen medialen
Eingang (32, 32’), der konfiguriert ist um den medi-
alen Ausgangs-Schaft des Treibers zu beaufschla-
gen, wenn der Treiber mit dem Gelenk-Distraktor ge-
koppelt ist, einen medialen Schnittstellen-Block (26,
26’), der konfiguriert ist, um sich zwischen einer An-
terior-Position, wenn das mediale Paddel in der ab-
gesenkten Position ist, und einer Posterior-Position,
wenn das mediale Paddel in der angehobenen Po-
sition ist, zu bewegen, einen lateralen Eingang (34,
34’), der konfiguriert ist um den lateralen Ausgangs-
Schaft (44) des Treibers zu beaufschlagen, wenn
der Treiber mit dem Gelenk-Distraktor gekoppelt ist,
und einen lateralen Schnittstellen-Block (28, 28’),
der konfiguriert ist um sich zwischen einer Anterior-
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Position, wenn das laterale Paddel in der abgesenk-
ten Position ist, und einer Posterior-Position, wenn
das laterale Paddel in der gehobenen Position ist,
zu bewegen,
dadurch gekennzeichnet, dass
der Treiber (14) umfasst: einen länglichen Körper
(40), eine Benutzer-Steuerung (39), die mit dem
länglichen Körper gekoppelt ist, einen medialen Aus-
gangs-Schaft (42), der sich von dem länglichen Kör-
per erstreckt und der operativ koppelbar ist mit dem
medialen Paddel, und einen lateralen Ausgangs-
Schaft (44), der sich von dem länglichen Körper er-
streckt und mit dem lateralen Paddel operativ kop-
pelbar ist, und
wobei der durch den medialen Eingang agierende
mediale Ausgangs-Schaft konfiguriert ist um den
medialen Schnittstellen-Block zwischen seinen An-
terior- und Posterior-Positionen zu bewegen und da-
bei in Reaktion auf Betätigung der Benutzer-Steue-
rung das mediale Paddel zwischen einer angehobe-
nen Position und einer abgesenkten Position relativ
zu der Tibia-Plattform zu bewegen, und der durch
den lateralen Eingang agierende laterale Ausgangs-
Schaft konfiguriert ist um den lateralen Schnittstel-
len-Block zwischen seinen Anterior- und Posterior-
Positionen zu bewegen und dabei in Reaktion auf
eine Betätigung der Benutzer-Steuerung das latera-
le Paddel zwischen einer angehobenen Position und
einer abgesenkten Position relativ zu der Tibia-Platt-
form zu bewegen.

2. Orthopädisches chirurgisches Instrument (10) nach
Anspruch 1, wobei der mediale Schnittstellen-Block
(26, 26’) geformt ist um ein Gewinde-Loch (136) zu
umfassen, das sich durch den medialen Schnittstel-
len-Block erstreckt.

3. Orthopädisches chirurgisches Instrument (10) nach
Anspruch 1, wobei das mediale Paddel (22, 22’) eine
Rampen-Oberfläche (134) umfasst, die den media-
len Schnittstellen-Block (26, 26’) beaufschlagt.

4. Orthopädisches chirurgisches Instrument (10) nach
Anspruch 3, wobei die Rampen-Oberfläche (134)
des medialen Paddels eine nach unten gerichtete
Rampen-Oberfläche ist.

5. Orthopädisches chirurgisches Instrument (10) nach
Anspruch 3, wobei der Gelenk-Distraktor (12, 12’)
einen lateralen Schnittstellen-Block (28, 28’) um-
fasst, der konfiguriert ist um sich zwischen einer An-
terior-Position, wenn das laterale Paddel (24 ,24’) in
einer abgesenkten Position ist, und einer Posterior-
Position, wenn das laterale Paddel in der angeho-
benen Position ist, zu bewegen, und das laterale
Paddel eine Rampen-Oberfläche (138) aufweist, die
den lateralen Schnittstellen-Block beaufschlagt.

6. Orthopädisches chirurgisches Instrument (10) nach
Anspruch 1, wobei der Gelenk-Distraktor (12, 12’)
einen medialen Schwenk-Arm (31’), der drehbar an
das mediale Paddel (22, 22’) und die Tibia-Platte
(20, 20’) gekoppelt ist, und einen lateralen Schwenk-
Arm (33’), der drehbar an das laterale Paddel (24,
24’) und die Tibia-Platte gekoppelt ist, umfasst.

Revendications

1. Instrument chirurgical orthopédique (10), compre-
nant
un distracteur d’articulation (12, 12’) comprenant
une plate-forme tibiale (20, 20’), une palette médiale
(22, 22’), et une palette latérale (24, 24’), chaque
palette étant configurée pour être relevée et abais-
sée par rapport à la plate-forme tibiale indépendant
de l’autre palette, et
un dispositif d’entraînement (14)
dans lequel la plate-forme tibiale du distracteur d’ar-
ticulation comprend une plaque tibiale (30, 30’), une
entrée médiale (32, 32’) configurée pour venir en
prise avec l’arbre de sortie médiale du dispositif d’en-
traînement lorsque le dispositif d’entraînement est
couplé au distracteur d’articulation, un bloc d’inter-
face médial (26, 26’) qui est configuré pour se dé-
placer entre une position antérieure lorsque la pa-
lette médiale est dans la position abaissée et une
position postérieure lorsque la palette médiale est
dans la position relevée, une entrée latérale (34, 34’)
configurée pour venir en prise avec l’arbre de sortie
latérale (44) du dispositif d’entraînement lorsque le
dispositif d’entraînement est couplé au distracteur
d’articulation, et un bloc d’interface latéral (28, 28’)
qui est configuré pour se déplacer entre une position
antérieure lorsque la palette latérale est dans la po-
sition abaissée et une position postérieure lorsque
la palette latérale est dans position relevée,
caractérisé en ce que
le dispositif d’entraînement (14) comprend un corps
allongé (40), une commande d’utilisateur (39) cou-
plée au corps allongé, un arbre de sortie médiale
(42) s’étendant vers l’extérieur à partir du corps al-
longé, et pouvant être couplé fonctionnellement à la
palette médiale, et un arbre de sortie latérale (44)
s’étendant vers l’extérieur à partir du corps allongé,
et pouvant être couplé fonctionnellement à la palette
latérale, et
dans lequel l’arbre de sortie médiale agissant à tra-
vers l’entrée médiale est configuré pour déplacer le
bloc d’interface médial entre ses positions antérieure
et postérieure, en déplaçant ainsi la palette médiale
entre une position relevée et une position abaissée
par rapport à la plate-forme tibiale en réponse à un
actionnement de la commande d’utilisateur, et l’ar-
bre de sortie latérale agissant à travers l’entrée la-
térale est configuré pour déplacer le bloc d’interface
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latéral entre ses positions antérieure et postérieure,
en déplaçant ainsi la palette latérale entre une posi-
tion relevée et une position abaissée par rapport à
la plate-forme tibiale en réponse à un actionnement
de la commande d’utilisateur.

2. Instrument chirurgical orthopédique (10) selon la re-
vendication 1, dans lequel le bloc d’interface médial
(26, 26’) est formé pour inclure un trou fileté (136)
s’étendant à travers le bloc d’interface médial.

3. Instrument chirurgical orthopédique (10) selon la re-
vendication 1, dans lequel la palette médiale (22,
22’) comprend une surface de rampe (134) coopé-
rant avec le bloc d’interface médial (26, 26’).

4. Instrument chirurgical orthopédique (10) selon la re-
vendication 3, dans laquelle la surface de rampe
(134) de la palette médiale est une surface de rampe
tournée vers le bas.

5. Instrument chirurgical orthopédique (10) selon la re-
vendication 3, dans lequel le distracteur d’articula-
tion (12, 12’) comprend un bloc d’interface latéral
(28, 28’) configuré pour se déplacer entre une posi-
tion antérieure, lorsque la palette latérale (24, 24’)
est dans la position abaissée, et une position posté-
rieure, lorsque la palette latérale est dans la position
relevée, et la palette latérale comprend une surface
de rampe (138) coopérant avec le bloc d’interface
latéral.

6. Instrument chirurgical orthopédique (10) selon la re-
vendication 1, dans lequel le distracteur d’articula-
tion (12, 12’) comprend un bras oscillant médial (31’)
couplé de manière pivotante à la palette médiale (22,
22’) et à la plaque tibiale (20, 20’), et un bras oscillant
latéral (33’) couplé de manière pivotante à la palette
latérale (24, 24’) et à la plaque tibiale.
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