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Description

Background

[0001] The present disclosure is related generally to
the field of dental treatment. More particularly, the
present disclosure is related to methods, instructions on
a computing device readable medium, and devices with
repositioning jaw elements.
[0002] Dental treatments may involve, for instance, re-
storative and/or orthodontic procedures. Restorative pro-
cedures may be designed to implant a dental prosthesis
(e.g., a crown, bridge, inlay, onlay, veneer, etc.) intraoral-
ly in a patient. Orthodontic procedures may include re-
positioning misaligned teeth and changing bite configu-
rations for improved cosmetic appearance and/or dental
function. Orthodontic repositioning can be accomplished,
for example, by applying controlled forces to one or more
teeth over a period of time.
[0003] As an example, orthodontic repositioning may
be provided through a dental process that uses position-
ing appliances for realigning teeth. Such appliances may
utilize a thin shell of material having resilient properties,
referred to as an "aligner," that generally conforms to a
patient’s teeth but is slightly out of alignment with a cur-
rent tooth configuration.
[0004] Placement of such an appliance over the teeth
may provide controlled forces in specific locations to
gradually move the teeth into a new configuration. Rep-
etition of this process with successive appliances in pro-
gressive configurations can move the teeth through a
series of intermediate arrangements to a final desired
arrangement (e.g., a corrected jaw position).
[0005] Such systems typically utilize materials that are
light weight and/or transparent to provide as a set of ap-
pliances that can be used serially such that as the teeth
move, a new appliance can be implemented to further
move the teeth without having to take a new impression
of the patient’s teeth at every increment of tooth move-
ment in order to make the successive appliance.
[0006] In various instances, teeth of a patient’s upper
jaw and teeth of the patient’s lower jaw may contact in
an incorrect or suboptimal manner (e.g., crowding, cross-
bite, deep bite). A proper fit of the occlusal surfaces of
the teeth is necessary for proper biting and chewing, as
well as desirable for aesthetic appearance. Otherwise,
premature wear of the teeth, undesirable flexion of the
teeth, and/or undesirable forces on dental restorations
may be experienced by the patient. For instance, a proper
fit can be a function of the relative positions of teeth and
the mandible and maxilla, either of which may be retruded
or protruded relative to the ideal position. The maxilla
(e.g., the upper jaw) is a bone that is fixed to the skull.
The mandible (e.g., lower jaw) is a bone that is attached
to the skull by numerous muscles which guide its move-
ment. The mandible articulates at its posterior upward
extremities with the temporal bone to form the jaw joint.
The jaw joint is a loosely connected joint that accommo-

dates the variety of movements of the mandible relative
to the maxilla during biting and chewing motions. The
numerous muscles attaching the mandible to the skull
control and power the complex movements involved in
biting and chewing.
[0007] The position of the lower jaw is governed by at
least two factors. The first factor is the best fit or seating
of the condyles of the mandible within the joint housing
of the temporal bone. The posterior superior most posi-
tion of the condyle in the joint is usually an ideal position
representing full seating. The second factor is the best
fit of the teeth between the maxilla and the mandible.
Ideally, the teeth fit together best in occlusion with the
left and right jaw joint fully seated at the same time, but
this is not a requirement. Sometimes, the teeth fit together
best with the condyles slightly displaced from the joint.
As a result, when the condyles are fully seated, the teeth
may not be in their best fitting position. This condition is
known as a shift between the centric relationship (con-
dyles fully seated) and the centric occlusion (teeth best
fitting).
[0008] Because the condylar relationship affords some
flexibility in the positioning of the jaw, the lower jaw can
be intentionally repositioned in accordance with the best
fit of the teeth, for instance, by using an orthodontic ap-
pliance. The orthodontic appliance used may or may not
be displeasing, both physically and aesthetically, to a pa-
tient undergoing treatment which intentionally reposi-
tions the lower jaw.
[0009] WO 2012/140021 A2 discloses a non-transitory
computing device readable medium storing instructions
executable by a processor to cause a computing device
to perform a method, and a method of designing a dental
appliance.
[0010] The present invention is defined in claims 1 and
8. Further embodiments are defined in the appended de-
pendent claims.

Brief Description of the Drawings

[0011]

Figure 1A illustrates a side view of an upper jaw with
a first repositioning jaw element and a lower jaw with
a repositioning jaw element according to a number
of embodiments of the present disclosure.
Figure 1B illustrates a front view of an upper jaw with
a first repositioning jaw element and a third reposi-
tioning jaw element and a lower jaw with a second
repositioning jaw element and a fourth repositioning
jaw element according to a number of embodiments
of the present disclosure.
Figure 1C illustrates a side view of a first shell with
a first repositioning jaw element and a second shell
with a second repositioning jaw element according
to a number of embodiments of the present disclo-
sure.
Figure 2A illustrates a side view of an upper jaw with
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a first repositioning jaw element and a lower jaw with
a second repositioning jaw element according to a
number of embodiments of the present disclosure.
Figure 2B illustrates a front view of an upper jaw with
a first repositioning jaw element and a third reposi-
tioning jaw element and a lower jaw with a second
repositioning jaw element and a fourth repositioning
jaw element according to a number of embodiments
of the present disclosure.
Figure 3 illustrates an example of a method for sep-
arating an upper dentition from a lower dentition ac-
cording to a number of embodiments of the present
disclosure.
Figures 4A-4C illustrate examples of repositioning
jaw elements according to a number of embodiments
of the present disclosure.
Figures 5A-5C illustrate examples of repositioning
jaw elements according to a number of embodiments
of the present disclosure.
Figure 6 illustrates an example computing device
readable medium having executable instructions
that can be executed by a processor to perform a
method according to one or more embodiments of
the present disclosure.
Figures 7A-7D illustrate examples of a plurality of
devices for repositioning jaws according to a number
of embodiments of the present disclosure.
Figures 8A-8D illustrate examples of repositioning
jaw elements according to a number of embodiments
of the present disclosure.
Figures 9A-9B illustrate examples of features of de-
vices for repositioning jaws according to a number
of embodiments of the present disclosure.
Figures 10A-10C illustrate examples of occlusal fea-
tures of devices for repositioning jaws according to
a number of embodiments of the present disclosure.
Figures 11A-11B illustrate examples of devices for
repositioning jaws according to a number of embod-
iments of the present disclosure.
Figures 12A-12B illustrate examples of devices ac-
cording to a number of embodiments of the present
disclosure.
Figures 12C-12D illustrate examples of repositioning
jaw elements according to a number of embodiments
of the present disclosure.
Figures 13A-13B illustrate examples of side surface
features according to a number of embodiments of
the present disclosure.
Figures 13C-D illustrate a side view of a first shell
with a first side surface feature and a second shell
with a second side surface according to a number
of embodiments of the present disclosure.
Figures 14A-14B illustrate examples of repositioning
jaw elements for adjusting a midline of a patient ac-
cording to a number of embodiments of the present
disclosure.
Figures 15A-15B illustrates a side view of a first shell
with a first repositioning jaw element and a second

shell with a second repositioning jaw element ac-
cording to a number of embodiments of the present
disclosure.
Figure 16A illustrates a side view of a first shell with
a first repositioning jaw element and a second shell
with a second repositioning jaw element according
to a number of embodiments of the present disclo-
sure.
Figure 16B illustrates a cross-sectional view of the
second repositioning jaw element according to a
number of embodiments of the present disclosure.

Detailed Description

[0012] As discussed above, the present disclosure
provides methods, instructions on computing device
readable medium, and devices for repositioning jaw el-
ements. Generally, the repositioning occurs during an
orthodontic treatment which is a process of moving and
reorienting teeth for functional and/or aesthetic purpos-
es, although repositioning may be made for other pur-
poses.
[0013] Simultaneous contacting of the upper and lower
teeth on the right and left sides, and in the anterior and
posterior occlusal areas with maximum interdigitation is
desired for proper positioning of the lower jaw to the upper
jaw in the mouth of a patient. An unbalanced occlusion,
such as a malocclusion, is disruptive to the proper biting
and chewing functions because excessive forces may
be placed in a particular area that can lead to premature
wear and/or restoration failure, or because undesirable
forces such as flexion may lead to stresses which cause
abfraction lesions and/or crowding/spacing of the teeth.
The position of a patient’s jaw can be changed, for in-
stance, using an orthodontic appliance (e.g., a dental ap-
pliance).
[0014] Current approaches for jaw repositioning, such
as those performed prior to fixed orthodontic treatment
(i.e., "braces") include having a treatment professional
place an orthodontic appliance which may include block
elements, wires, tensioning springs, horizontal stops,
etc., which is firmly fixed to the teeth and which applies
repositioning forces to move the jaw of the patient, there-
by causing the relative positioning of the patient’s upper
and lower jaws to adjust. Some believe that this reposi-
tioning stimulates jaw growth in patients with growth po-
tential remaining, while others believe that the muscles
can re-learn a new position so long as the teeth are made
to fit together well in the new jaw position. In some in-
stances, prior approaches include a removable appli-
ance with block elements.
[0015] Current appliances for jaw repositioning are not
designed to reposition the teeth during the process of
jaw repositioning. After adjustment of the position of the
patient’s jaw, further orthodontic treatment is performed
to move and re-orientate the teeth of the patient for im-
proved dental interdigitation, if necessary. Many of the
current jaw repositioning devices can be displeasing to
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patients, both physically and aesthetically, because the
patient does not have the option to remove the appliance
even for a short period of time. Such appliances (e.g.,
Herbst appliance) are typically cemented into place on
the patient’s teeth. Depending on whether the jaw change
is due to growth or muscular repositioning, realigning the
teeth of a patient after repositioning the jaw can result in
reversion of the position of the jaw if the teeth are not
positioned and/or repositioned in a manner that best sup-
ports the new jaw position. This would occur, for example,
if the teeth fit better in a jaw position different from the
one which is accomplished through the jaw repositioning
phase of the treatment. In this situation, the jaw would
revert toward its original position or whatever position is
most comfortable for the patient when biting since the
jaw repositioning appliance has been removed. There-
fore, the desire is to reposition the jaw to an optimal re-
lation while at the same time arrange the teeth such that
they fit together the best both in arch coordination be-
tween the upper and lower arches and in interdigitation
between the arches. The interdigitation makes the patient
more likely to keep the lower jaw in the new position since
the teeth fit together the best in the interdigitated position.
[0016] Repositioning a jaw (e.g., separation of occlusal
surfaces and/or moving forward or backward the position
of a lower jaw) according to embodiments of the present
disclosure can include utilizing a set of one or more ap-
pliances, such as positioners, retainers, and/or other re-
movable appliances (e.g., clear shells and/or aligners)
having a shell to be worn over the teeth of a patient and
having a first repositioning jaw element thereon that is
positioned to interface, interact, and/or engage a second
repositioning jaw element on an appliance on an oppos-
ing jaw for separating occlusal surfaces of the patient’s
upper dentition and lower dentition and/or to reposition
the patient’s jaw. The repositioning jaw elements can
place a force on the lower jaw of the patient to sagittally
move the lower jaw. Sagittal movement of a jaw, as used
herein, can include revising a position of a lower jaw rel-
ative to the upper jaw (e.g., in a forward or backward
direction). For instance, the position of the patient’s lower
jaw can shift sagittally to stimulate jaw growth in patients
with growth potential remaining and/or to allow muscles
to re-learn a new position.
[0017] In various embodiments, the movement can be
controlled to reposition the patient’s jaw in an anterior-
posterior plane with respect to the jaws of the patient.
For example, the first repositioning jaw element and the
second repositioning jaw element can be positioned to
interface as the patient moves to a fully engaged sagittal
jaw position of the patient’s upper dentition and the pa-
tient’s lower dentition and wherein this movement is de-
signed to reposition the patient’s jaw in an anterior-pos-
terior plane with respect to the jaws of the patient.
[0018] For example, one or more embodiments can
include providing a virtual model of a dental appliance
having a shell configured to reposition a number of teeth
of a patient. The virtual model of the dental appliance

can, for instance, be created from a virtual model of the
jaw of the patient and/or from a physical mold of the jaw
of the patient. A virtual repositioning jaw element can, for
example, be positioned on the shell of the virtual model
of the dental appliance parallel to a bite plane of the pa-
tient and/or can extend from a surface of the shell of the
virtual model of the dental appliance. The positioning of
the virtual repositioning jaw element and/or the design
of the virtual repositioning jaw element can be based on
and/or included in a treatment plan. For instance, the
treatment plan can include a desired, ideal, and/or final
jaw position. The virtual model of the dental appliance
with the revised position of the repositioning jaw element
can be used to create a physical dental appliance, for
instance, as discussed further herein.
[0019] A dental appliance, in accordance with some
embodiments of the present disclosure, can include a
first shell having a number of tooth apertures configured
to receive and reposition a number of teeth of a patient’s
upper dentition and a second shell having a number of
tooth apertures configured to receive and reposition a
number of teeth of the patient’s lower dentition. Each
shell (e.g., the first shell and second shell) can have a
repositioning jaw element extending from a surface of
the shells. The repositioning jaw elements can be posi-
tioned in each respective shell to interact and/or interface
at surfaces in the presence of a fully engaged sagittal
jaw position of the patient’s upper jaw and the patient’s
lower jaw in order to reposition the patient’s jaw and/or
separate occlusal surfaces of the patient’s teeth for treat-
ment purposes. A fully engaged sagittal jaw position, as
used herein, can include a relationship of the mandible
and the maxilla when the upper and lower jaw are closed
as far as the dental appliance with the repositioning jaw
elements will allow (e.g., a partial occlusal jaw position).
[0020] For example, the separation of occlusal surfac-
es of the patient’s teeth can be used to treat sagittal
malocclusions (including crossbites), deep bites, open
bites, and/or other malocclusions, in various embodi-
ments. The repositioning jaw elements can be positioned
such that the repositioning jaw elements avoid interfer-
ence with the shells of the dental appliance that are used
to align the teeth. For instance, the separation of occlusal
surfaces can include the occlusal surfaces of at least
some of the teeth within and/or a portion of occlusal sur-
faces of the shells interacting with one or more surfaces
of the repositioning jaw elements of a shell on an oppos-
ing jaw. In this manner, a dental appliance in accordance
with embodiments of the present disclosure can be used
to concurrently treat sagittal malocclusions, including
crossbite and/or deep bite, while simultaneously reposi-
tioning a number of teeth of the patient. Further, in some
embodiments, all of this tooth and jaw movement can be
planned via computing device executable instructions
and therefore, excessive or redundant movements be-
tween the two typically separate processes can be avoid-
ed. Additionally, a virtual model can be created and tested
so that the patient does not have to be subjected to trial
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and error to achieve proper jaw and teeth positioning.
The ability to visualize the repositioned jaws and estab-
lish the alignment in the repositioned configuration is ad-
vantageous because the best alignment of the teeth
when the jaw is repositioned can be precisely established
and can be different from the alignment when the jaws
are not repositioned into an improved or optimal position.
[0021] In some embodiments, a plurality of appliances
can be worn by a patient successively to achieve gradual
simultaneous and/or sequential repositioning of the pa-
tient’s jaw and/or gradual tooth movement. For instance,
each of a plurality of dental appliance can reposition the
patient’s jaw in incremental distances. In such embodi-
ments, the positions of the repositioning jaw elements
can be adjusted to allow the treatment professional to
fine tune the movement of the jaw symmetrically or asym-
metrically and/or to move the teeth incrementally which
may be less painful than with fixed appliances which may
impart more sudden force in the initial period of the proc-
ess than later in the process, among other benefits.
[0022] In the detailed description of the present disclo-
sure, reference is made to the accompanying drawings
that form a part hereof, and in which is shown by way of
illustration how one or more embodiments of the disclo-
sure may be practiced. These embodiments are de-
scribed in sufficient detail to enable those of ordinary skill
in the art to practice the embodiments of this disclosure,
and it is to be understood that other embodiments may
be utilized and that process, electrical, and/or structural
changes may be made without departing from the scope
of the present disclosure. As used herein, the designator
"N" and "P", particularly with respect to reference numer-
als in the drawings, indicates that a number of the par-
ticular feature so designated can be included. As used
herein, "a number of" a particular thing can refer to one
or more of such things (e.g., a number of teeth can refer
to one or more teeth).
[0023] The figures herein follow a numbering conven-
tion in which the first digit or digits correspond to the draw-
ing figure number and the remaining digits identify an
element or component in the drawing. Similar elements
or components between different figures may be identi-
fied by the use of similar digits. For example, 106 may
reference element "06" in Figure 1, and a similar element
may be referenced as 206 in Figure 2. As will be appre-
ciated, elements shown in the various embodiments
herein can be added, exchanged, and/or eliminated so
as to provide a number of additional embodiments of the
present disclosure. In addition, as will be appreciated,
the proportion and the relative scale of the elements pro-
vided in the figures are intended to illustrate certain em-
bodiments of the present disclosure, and should not be
taken in a limiting sense.
[0024] Figure 1A illustrates a side view of an upper jaw
102 with a first repositioning jaw element 106 and a lower
jaw 104 with a second repositioning jaw element 108
according to a number of embodiments of the present
disclosure. The upper jaw 102, the first repositioning jaw

element 106, the lower jaw 104, and the second reposi-
tioning jaw element 108 illustrated in Figure 1A include
virtual images of jaws and repositioning jaw elements,
respectively (e.g., virtual jaws and/or virtual repositioning
jaw elements), as discussed further herein. The upper
jaw 102 can include a maxilla, its related soft and hard
tissues, and can include a number of teeth of a patient’s
upper dentition. The lower jaw 104 can include a mandi-
ble, its related soft and hard tissues, and can include a
number of teeth of the patient’s lower dentition.
[0025] In some instances, the patient may exhibit ab-
normal occlusion or malocclusion. For instance, this may
include a jaw (or both) that is protrusive, retrusive, or
laterally displaced. As an example, positioning of the
number of teeth of the patient’s upper dentition and the
number of teeth of the patient’s lower dentition can be
such that the best fit of the upper dentition with the lower
dentition results in a misalignment of the lower jaw 104
relative to the upper jaw 102 either in positional relations
or at the level of the jaw joint which connects the lower
jaw 104 to the upper jaw 102. The lower jaw 104 can be
in a retruded position, for instance, resulting in a distance
(e.g., space) between the front teeth of the upper denti-
tion and the front teeth of the lower dentition (e.g., an
increased overjet). Correction of the malocclusion can
be beneficial to the patient in terms of improved chewing
ability, reduced premature wear of the teeth, and/or im-
proved facial aesthetics.
[0026] In some embodiments, the upper jaw 102 and
lowerjaw 104 illustrated in Figure 1A can include a virtual
model of the patient’s upper jaw and lower jaw. A virtual
model of one or more dental appliances (e.g., an appli-
ance for the upper dentition and an appliance for the low-
er dentition which may also be connected together) each
having a shell configured to reposition a number of teeth
of the patient can be provided. The virtual model of the
dental appliance can include a virtual model of a dental
appliance configured to reposition the number of teeth
of the patient.
[0027] Repositioning jaw elements can be positioned
on occlusal, buccal, and/or lingual surfaces of a dental
appliance to be placed over the patient’s teeth. A repo-
sitioning jaw element, as used herein, can include a por-
tion of material (e.g., a geometric shaped element, such
as a block shape) extending from a surface of the shell
of the appliance, as discussed further herein. For in-
stance, a virtual repositioning jaw element can be posi-
tioned on the shell of the virtual model of the dental ap-
pliance parallel to an occlusal plane of the patient. An
occlusal plane, as used herein, can include a surface
from the incisal edges of the incisors and the tips of the
occluding surfaces of the posterior teeth that is a mean
of the curvature of the surface.
[0028] In some embodiments, the position of the virtual
repositioning jaw element can be revised to align with a
midline (e.g., middle) of at least one tooth of the number
of teeth wherein the virtual repositioning jaw element ex-
tends from a surface of the shell of the virtual model of
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the dental appliance. However, embodiments in accord-
ance with the present disclosure are not so limited and
the virtual repositioning jaw elements may not be aligned
with a midline of the at least one tooth in various embod-
iments. The virtual model of the dental appliance, includ-
ing the virtual repositioning jaw element, can be used to
determine a treatment plan for the patient and/or to form
a physical dental appliance and/or physical repositioning
jaw element (e.g., as discussed further herein).
[0029] The physical repositioning jaw element can be
formed of a variety of material types. In some embodi-
ments, the physical repositioning jaw element can be
formed of the same material as the shell of the dental
appliance (e.g., a polymeric material). For instance, the
physical repositioning jaw element can be formed inte-
grally with the shell and/or formed of a same material as
the shell.
[0030] The repositioning jaw elements can also be po-
sitioned in different places, in some embodiments. For
example, the first repositioning jaw element 106 and the
second repositioning jaw element 108 can be positioned
near occlusal surfaces of the teeth of the patient to ad-
vance the placement of the lower jaw 104 in a forward
direction (e.g., in an anterior direction and/or toward a
patient’s lips) or in a backward direction (e.g., in an pos-
terior direction and/or towards the back of the patient’s
head). For instance, occlusal surfaces of teeth of the up-
per jaw 102 and lower jaw 104 can be separated using
the first repositioning jaw element 106 and the second
repositioning jaw element 108 to move (e.g., to move
sagittally) the lower jaw 104 of the patient from an artic-
ulation path during opening (e.g., the path that the jaw
currently follows when opening) to a desired range of jaw
opening extending from an advanced or forward position
of occlusion, as described further herein. As an example,
the first repositioning jaw element 106 can include a first
surface128 and the second repositioning jaw element
108 can include a second surface 130 to interface, inter-
act, and/or otherwise engage with the first surface 128
of the first repositioning jaw element 106, as discussed
further herein. By moving the lower jaw 104, muscles
associated with movement of the lower jaw 104 can be
retrained to a new position (generally in a forward and/or
downward direction, or in a backward direction) or the
lower jaw may be permitted to grow more fully if the pa-
tient has not fully developed skeletally.
[0031] Figure 1B illustrates a front view of an upper
jaw 102 with a first repositioning jaw element 106 and a
third repositioning jaw element 110 and a lower jaw 104
with a second repositioning jaw element 108 and a fourth
repositioning jaw element 112 according to a number of
embodiments of the present disclosure. A front view, as
used herein, can include an anterior view and/or a more
anterior view of the jaws as compared to a side view. The
upper jaw 102, the first repositioning jaw element 106,
the third repositioning jaw element 110, the lower jaw
104, the second repositioning jaw element 108, and the
fourth repositioning jaw element 112 illustrated in Figure

1B can include virtual images of jaws and repositioning
jaw elements, respectively (e.g., virtual jaws and/or vir-
tual repositioning jaw elements), as discussed further
herein. As illustrated by Figure 1B, two repositioning jaw
elements (e.g., the first repositioning jaw element 106
and the third repositioning jaw element 110) can be po-
sitioned near (e.g., adjacent to) occlusal surfaces of the
upper jaw 102 and two repositioning jaw elements (e.g.,
the second repositioning jaw element 108 and the fourth
repositioning jaw element 112) can be positioned near
occlusal surfaces of the lower jaw 104.
[0032] The first repositioning jaw element 106 can be
positioned near the occlusal surfaces of the posterior
teeth (in the embodiment illustrated by Figure 1B, the
molars and/or bicuspids) of the upper jaw 102 and the
second repositioning element 108 can be positioned near
the occlusal surfaces of the posterior teeth (in the em-
bodiment illustrated by Figure 1B, the bicuspids) of the
lower jaw 104. The first repositioning jaw element 106
and second repositioning jaw element 108 can be located
near a first posterior side of the patient’s dentition.
[0033] The first repositioning jaw element 106 and the
second repositioning jaw element 108 can include sur-
faces that can interface, interact, and/or engage with a
surface of a repositioning jaw element on a shell of an
opposing jaw. For instance, a first surface of the first re-
positioning jaw element 106 can interface, interact,
and/or engage with a second surface of the second re-
positioning jaw element 108. A surface, as used herein,
can include a side and/or end surface of a repositioning
jaw element. In some embodiments, the first surface can
include a slanted surface on a mesial-facing surface of
the first repositioning jaw element 106 and/or the second
surface can include a slanted surface on a distal-facing
surface of the second repositioning jaw element 108, for
instance. For example, a mesial-facing surface can in-
clude a surface of a repositioning jaw element that is in
a direction toward the anterior midline of the teeth. A dis-
tal-facing surface can include a surface of a repositioning
jaw element that is in a direction toward the last tooth in
each quadrant of a dental arch. However, embodiments
in accordance with the present disclosure are not so lim-
ited. A mesial-facing surface, in some embodiments, can
be facing toward the facial plane (e.g., normal to the facial
plane), whereas a distal-facing surface can be facing
away from the facial plane (e.g., normal to the facial plane
but in the opposite direction). The surfaces of the repo-
sitioning jaw elements, in accordance with embodiments
of the present disclosure, can be oriented in a variety of
directions.
[0034] The third repositioning jaw element 110 can be
positioned near the occlusal surfaces of the posterior
teeth (in embodiment illustrated by Figure 1B, molars
and/or bicuspids) of the upper jaw 102 and the fourth
repositioning jaw element 112 can be positioned near
the occlusal surfaces of the posterior teeth (in the em-
bodiment illustrated by Figure 1B, bicuspids) of the lower
jaw 104. The third repositioning jaw element 110 and the
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fourth repositioning jaw element 112 can be located near
a second posterior side of the patient’s dentition. The
third repositioning jaw element 110 and the fourth repo-
sitioning jaw element 112 can include surfaces that can
interface, interact, and/or engage with a surface of a re-
positioning jaw element on an opposite jaw. For instance,
a third surface of the third repositioning jaw element 110
can interface, interact, and/or engage with a fourth sur-
face of the fourth repositioning jaw element 112. The third
surface can include a slanted surface on a mesial-facing
surface of the third repositioning jaw element 110 and
the fourth surface can include a slanted surface on a
distal-facing surface of the fourth repositioning jaw ele-
ment 112, for instance.
[0035] However, embodiments in accordance with the
present disclosure are not so limited. For instance, the
surfaces of the repositioning jaw elements 106, 108, 110,
112 can be oriented in a variety of directions. For in-
stance, the first surface of the first repositioning jaw ele-
ment 106 and the third surface of the third repositioning
jaw element 110 can include distal-facing slanted surfac-
es and/or the second surface of the second repositioning
jaw element 108 and the fourth surface of the fourth re-
positioning jaw element 112 can include mesial-facing
slanted surfaces, among other orientations.
[0036] The surfaces (e.g., that interact and/or inter-
face) of the repositioning jaw elements 106, 108, 110,
112 can be angled, in various embodiments, to guide the
lower jaw 104 into position and gain desired lateral or
prevent unwanted lateral movement. The surfaces can
be angled in buccal-lingual and/or mesial-distal direction,
for example. The angle of interacting and/or interfacing
surfaces (e.g., two surfaces that are designed to inter-
face, interact, and/or engage with each other either ac-
tively or passively) can have the same degree and/or
slant or a different degree and/or slant (e.g., as illustrated
by the embodiment of Figures 14A-14B).
[0037] For example, the first surface of the first repo-
sitioning jaw element 106 and the second surface of the
second repositioning jaw element 108 can interface at a
first slant. The slant can include, for instance, a degree
of angle of the repositioning jaw elements. The third sur-
face of the third repositioning jaw element 110 and the
fourth surface of the fourth repositioning jaw element 112
can interface at a second slant.
[0038] The first slant and the second slant, in accord-
ance with a number of embodiments, can include oppos-
ing angles. The opposing angles of slants on opposing
posterior sides of the patient’s dentition can facilitate de-
sired lateral movement or limit and/or prevent unwanted
lateral movement. In some embodiments, the sum of the
opposing angles can include 180 degrees. As an exam-
ple, if the first slant is 70 degrees then the second slant
can include 110 degrees.
[0039] In accordance with some embodiments, the re-
positioning jaw elements 106,108,110,112 extending
from surfaces of a shell can be used to generate distal-
izing force on at least some of the teeth that are located

within the shell. For example, when the repositioning jaw
elements 106,108,110, 112 interface, the distalizing forc-
es can be isolated to posterior teeth of the upper jaw.
The distalizing forces can, in some embodiments, cause
tooth movement of the upper jaw posterior teeth in a distal
direction. As such, the repositioning jaw elements 106,
108,110,112 in various embodiments can be a substitute
for Class II elastics.
[0040] In some embodiments, the repositioning jaw el-
ements 106, 108, 110, 112 can include geometric fea-
tures to engage with a repositioning jaw element on an
opposing jaw. Geometric features, as used herein, can
include a variety of protruding geometric shapes (e.g.,
cylinder, rectangular, etc.) and/or receding geometric
shapes (e.g., negative space that matches the protruding
geometric shape on a repositioning jaw element on an
opposing jaw, as illustrated in the embodiment of Figure
8A). For example, a geometric feature on the first surface
of the first repositioning jaw element 106 can include a
convex cylindrical shaped feature and a geometric fea-
ture on the second surface of the second repositioning
jaw element 108 can include a concave cylindrical
shaped feature shaped to mate with the geometric fea-
ture on the first surface of the first repositioning jaw ele-
ment 106.
[0041] In some embodiments, the geometric features
of a first repositioning jaw element and/or a second re-
positioning jaw element can include a protrusion and a
socket. A socket, in various embodiments, can include a
convex geometric shape that is shaped to mate with a
geometric shape on an opposing jaw (e.g., as discussed
further herein). For example, a first repositioning jaw el-
ement can include a protrusion extending from the first
repositioning jaw element in a direction toward occlusal
surfaces of the opposing jaw. The second repositioning
jaw element can include a socket within the second re-
positioning jaw element. The protrusion of the first repo-
sitioning jaw element can fit into the socket of the second
repositioning jaw element to assist in guiding the lower
jaw into a forward position or a backward position.
[0042] Alternatively, the protrusion and/or socket can
be located within and/or extend from a surface of the
shell. In some instances, one or more sockets can be
located within and/or extend from a surface of the first
shell located behind anterior teeth of the upper jaw. In
such an embodiment, the lower incisor teeth can fit into
the one or more sockets to guide the lower jaw into a
forward position or backward position.
[0043] Although the present embodiments discuss
guiding a jaw into a forward position or backward position,
embodiments in accordance with the present disclosure
are not so limited. For example, embodiments in accord-
ance with the present disclosure can include guiding a
jaw in a variety of directions, such as a mesial-distal di-
rection, as discussed further herein with regards to the
embodiment illustrated in Figures 14A-14B.
[0044] Figure 1C illustrates a side view of a first shell
114 with a first repositioning jaw element 106 and a sec-
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ond shell 116 with a second repositioning jaw element
108 according to a number of embodiments of the present
disclosure. The side view can, for instance, include a
profile view of the first shell 114 and the second shell
116. The first shell 114 and the second shell 116, in some
embodiments, can include a removable dental appliance.
[0045] Appliances can include any positioners, retain-
ers, and/or other removable dental appliances for finish-
ing, inducing (e.g., causing small movements in teeth),
or maintaining teeth position in connection with a dental
treatment. These appliances may be utilized by the treat-
ment professional in completing a treatment plan. For
example, a treatment plan can include the use of a set
of dental appliances, created according to models de-
scribed herein.
[0046] An appliance can, for example, be fabricated
from a polymeric shell, and/or formed from other material,
having a number of cavities shaped (e.g. tooth apertures)
to receive and apply force to reposition one or more teeth
from one geometric tooth arrangement to one or more
successive tooth arrangements. There may be several
appliances that may be needed to move the teeth from
the beginning of a dental treatment plan to the end of the
plan. The shell may be designed to fit over a number of,
or in many instances all, teeth present in the upper and/or
lower jaw. For example, a shell can have a cavity that
includes a number of tooth apertures for placement of
teeth therein. Each tooth aperture can include an interior
surface (e.g., directly adjacent to the surfaces of the teeth
placed therein) and an exterior surface. The interior sur-
face is configured to receive and reposition a number of
teeth of the patient, for example.
[0047] The first shell 114 can include a number of tooth
apertures configured to receive and reposition a number
of teeth of a patient’s upper dentition. As illustrated by
Figure 1C, a first repositioning jaw element 106 can ex-
tend from a surface of the first shell 114. The first repo-
sitioning jaw element 106 can extend from an occlusal
surface of the first shell 114. An occlusal surface of a
shell, as used herein, can include an exterior surface of
the shell adjacent to and/or extending toward the occlusal
surfaces of the teeth on an opposing jaw of the patient.
[0048] The second shell 116 can include a number of
tooth apertures configured to receive and reposition a
number of teeth of the patient’s lower dentition. A second
repositioning jaw element 108 can extend from a surface
of the second shell 116. For instance, the second repo-
sitioning jaw element 108 can extend from an occlusal
surface of the second shell 116.
[0049] As illustrated by Figure 1C, a shell with a repo-
sitioning jaw element, such as the first shell 114 with the
first repositioning jaw element 106 and the second shell
116 with the second repositioning jaw element 108, in-
clude continuous dental appliances that contain ge-
ometries (e.g., the repositioning jaw elements) that act
as repositioning jaw elements. That is, the repositioning
jaw elements 106, 108 are geometries of the shells 114,
116, and not separate elements attached thereto.

[0050] The first repositioning jaw element 106 can in-
clude a first surface128 and the second repositioning jaw
element 108 can include a second surface 130 to inter-
face with the first surface 128 of the first repositioning
jaw element 106. For example, as illustrated by the em-
bodiment of Figure 1C, the first repositioning jaw element
106 and the second repositioning jaw element 108 can
be positioned to interface, interact, and/or otherwise en-
gage in the presence of a fully engaged sagittal jaw po-
sition of the patient’s upper dentition (e.g., the upper jaw
102 illustrated in Figures 1A-1B) and the patient’s lower
dentition (e.g., the lower jaw 104 illustrated in Figures
1A-1B) in a manner to reposition the patient’s lower jaw.
The reposition of the patient’s lower jaw can, for instance,
include moving (e.g., moving sagittally) a lower jaw of
the patient from an existing articulation reflex path of
opening to a desired more extended range of jaw opening
whereby the lower jaw is moved forward or backward
into a new sagittal jaw position.
[0051] Alternatively and/or in addition, the reposition-
ing of the patient’s jaw can include a separation of occlu-
sal surfaces of the number of teeth of the patient’s upper
dentition from occlusal surfaces of the number of teeth
of the patient’s lower dentition as the patient moves to a
fully engaged sagittal jaw position. For instance, sepa-
rating occlusal surfaces can include separating occlusal
surfaces to a threshold distance to prevent an occlusal
surface of the first shell 114 from contacting or engaging
an occlusal surface of the second shell 116. The thresh-
old distance can include a particular value. For example,
the threshold distance can include one millimeter or less,
among other values. As discussed above, the separation
of occlusal surfaces can include the occlusal surfaces of
at least some of the teeth within a shell and/or at least
some of an occlusal surface of the shell contacting or
engaging with one or more surfaces of the repositioning
jaw element of a shell on an opposing jaw.
[0052] As illustrated by Figure 1C, the first reposition-
ing jaw element 106 can include a slanted top surface.
For example, a slanted top surface can include a slant
in height from the first surface128 to the back surface of
the first repositioning jaw element 106 (e.g., back surface
538 as illustrated by Figure 5C).
[0053] Further, the first surface 128 of the first reposi-
tioning jaw element 106 and the second surface 130 of
the second repositioning jaw element 108 can include a
slant, as further described herein. For example, as illus-
trated by Figure 1C and further illustrated by Figure 4A,
the first surface 128 can be a slanted mesial-facing sur-
face of the first repositioning jaw element 106 and the
second surface 130 can be a slanted distal-facing surface
of the second repositioning jaw element 108. The sur-
faces 128, 130 can interface at the slant (e.g., the angled
surfaces), for instance.
[0054] The combination of the slanted top surface of
the first repositioning jaw element 106, the slant of the
first surface 128, and/or the second surface 130 can, for
instance, allow for error in predicting the corrected jaw
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position of the patient when designing the first shell 114
and the second shell 116. For example, the first shell 114
and the second shell 116 can be designed for a predicted
corrected jaw position that is different from an actual cor-
rected jaw position of the patient (e.g., the predicted cor-
rected jaw position may be inaccurate as compared to
the actual corrected jaw position of the patient).
[0055] A corrected jaw position can, for example, be a
relation of the upper jaw and the lower jaw that is a cor-
rected (e.g., changed) as compared to a current jaw po-
sition of the patient. For example, a corrected jaw position
can include an optimal relation of the upper jaw and the
lower jaw (e.g., an ideal jaw position), a more optimal
relation of the upper and lower jaw than the current jaw
position, and/or an overcorrected position (e.g., lower jaw
can protrude forward more than an optimal relation/ an
advanced jaw position). For example, in some embodi-
ments, the corrected jaw position can be an incremental
movement toward the optimal relation of the upper jaw
and the lower jaw.
[0056] The first shell 114 and second shell 116 may
be designed for an inaccurate predicted corrected jaw
position. However, due to the slanted top surface of the
first repositioning jaw element 106 and the slant of the
first and second surfaces 128, 130, the first and second
repositioning jaw elements 106, 108 can have an ideal
fit when worn by the patient.
[0057] An ideal fit, as used herein, is a fit of the repo-
sitioning jaw elements when the patient’s jaw is closed.
For example, an ideal fit can be a position and fit of the
repositioning jaw elements that can reposition the pa-
tient’s jaw toward a corrected jaw position. A corrected
jaw position can be predicted using patient data. How-
ever, the predicted corrected jaw position may not always
be accurate due to limited patient data available.
[0058] In a number of embodiments, the patient data
can include articulation information. For example, artic-
ulation information of a patient can be input using a
scanned bite registration with the patient biting into a soft
wax in an advanced position and matching the scan to
fit the scanned bite registration. An advanced position,
as used here, can include a forward position of the lower
jaw relative to the upper jaw. Alternatively, an articulator
and a facebow transfer can be used to create articulated
models and the articulated position can be input to a com-
puting device. That is, a scan of the actual bite or of a
mounted articulation of the bite can be input and used to
design (e.g., position) the repositioning jaw elements.
[0059] The ideal fit of the repositioning jaw elements
can take into account potential errors in predicting the
corrected jaw position and/or variations in jaw relation of
the patient due to movement of the jaw from a fully closed
position. For example, a patient’s jaw may not always be
positioned in a fully closed position. Design of the repo-
sitioning jaw elements, in accordance with the present
disclosure, can allow for a corrected jaw position to be
incorrectly predicted and/or for the relation of the patient’s
jaw to move and still separate the jaw an intended height

and/or toward an intended position.
[0060] That is, the repositioning jaw elements 106, 108
can separate the jaws an intended height and/or move
the jaw toward an intended position even with an inac-
curate predicted corrected jaw position. A dental appli-
ance without the slanted top surface and/or slant of the
first and second surfaces that is designed for an inaccu-
rate predicted corrected jaw position can separate the
jaws a greater (or lesser) height than the intended height
and/or move the jaw past (or less than) the intended po-
sition.
[0061] In some embodiments, the separation of occlu-
sal surfaces can be used for treatment of sagittal maloc-
clusion, including excess overjets and anterior crossbite,
the correction of transverse malocclusions including lat-
eral crossbites, and/or vertical problems such as deep
bite. Malocclusions can be treated using the repositioning
jaw elements 106, 108 (in addition to a third repositioning
jaw element 110 and fourth repositioning jaw element
112 on the opposing posterior side of the jaw, in some
embodiments, as illustrated by the embodiment of Figure
1B) to reposition the jaw of the patient. In some situations,
such as anterior crossbite and deep bite can be treated
using the repositioning jaw elements 106, 108 to allow
for individual movement of teeth while the jaws are re-
positioned into a new relative relationship.
[0062] Patients with crossbites and/or deep bites can
have anterior incisors in the upper jaw and/or the lower
jaw that are difficult to move into the desired location
because teeth in the opposing jaw are a physical obstruc-
tion and therefore can prevent the desired movement
from taking place, in some instances. The repositioning
jaw elements 106, 108 can provide separation of the up-
per jaw from the lower jaw (e.g., disclusion) by separating
an occlusal surface of the first shell 114 from an occlusal
surface of the second shell 116. In various instances, the
repositioning jaw elements 106, 108 used for the treat-
ment of crossbites and deep bites can be the same buc-
cal-lingual length and can extend from an occlusal, lin-
gual, and/or buccal surface of the first shell 114 and the
second shell 116.
[0063] The repositioning jaw element 106, 108 can be
positioned near posterior teeth, for instance, to allow for
an anterior portion of the bite of the patient to open
enough (e.g., disengage the occlusal interferences that
may normally take place) to allow for easier treatment of
the crossbite and/or deep bite. For instance, the separa-
tion of occlusal surfaces can be caused by preventing
the cusp of the molars from sliding back into the fossae
on the opposing molars. In such situations, the upper jaw
and the lower jaw are held apart and avoid interfering
with the prescribed treatment, for example.
[0064] In accordance with a number of embodiments
of the present disclosure, an opening of 5-6 millimeter
(mm) at the first premolar region can be desirable for
treatment of deep bite, open bite, and/or other malocclu-
sions. For example, an aim of repositioning jaw elements
to treat a patient with Class II, Division I deep bite can
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be to cause a 2 mm inter-incisal clearance (e.g., space
between the incisal teeth of the upper jaw and incisal
teeth of the lower jaw) resulting in a 5-6 mm opening at
the first premolar region (e.g., teeth). By contrast, an aim
of repositioning jaw elements to treat a patient with Class
II, Division II deep bite can be to cause 0 mm of inter-
incisal clearance (e.g., portions of the dental appliance
with incisal teeth therein contact) resulting in a 5-6 mm
opening at the first premolar region. Further, an aim of
repositioning jaw elements to treat a patient with Class
II, open bite can be to increase the inter-incisal clearance,
as compared to repositioning jaw elements for Class II,
Division 1 deep bite, resulting in a 5-6 mm opening at the
premolar region. For example, in a 2 mm anterior open
bite patient, a 4 mm inter-incisal clearance can be opti-
mal. In various embodiments, the repositioning jaw ele-
ment 106, 108 can inherently cause disclusion of poste-
rior teeth of the patient.
[0065] The repositioning jaw elements 106, 108 inter-
facing, interacting, and/or engaging can be used to repo-
sition a patient’s lower jaw (e.g., lower jaw 112 illustrated
in the embodiment of Figure 1A-1B) by placing a force
on the patient’s jaw. The force can include a force on the
jaws of patient for sagittal correction. The force can, for
instance, sagittally move the patient’s lower jaw (e.g., in
an anterior or posterior direction) to reposition the pa-
tient’s jaw.
[0066] In some embodiments, repositioning jaw ele-
ments, such as the first repositioning jaw element 106
and second repositioning jaw element 108, can include
occlusal surfaces of the repositioning jaw elements that
substantially follow the contours of the occlusal surfaces
of teeth on an opposing jaw of the patient (e.g., as illus-
trated in the embodiment of Figure 12B). For instance,
the occlusal surface (e.g., the top surface) of the first
repositioning jaw element 106 can substantially follow
the contours of the occlusal surfaces of the posterior teeth
of the lower jaw (e.g., the occlusal surfaces of the pos-
terior teeth of the lower jaw that the first repositioning jaw
element 106 may contact). The occlusal surface of the
second repositioning jaw element 108 can substantially
follow the contours of the occlusal surfaces of the pos-
terior teeth of the upper jaw (e.g., the occlusal surfaces
of posterior teeth of the upper jaw that the second repo-
sitioning jaw element 108 may contact). Shaping the oc-
clusal surfaces of repositioning jaw elements based on
the patient’s dentition may, for instance, avoid interfer-
ence between cusps of teeth that may otherwise hit in-
terferences in an opposing jaw which could increase the
likelihood of unwanted tooth and/or jaw movements.
[0067] Alternatively and/or in addition, in some embod-
iments, occlusal surfaces of the repositioning jaw ele-
ments and/or other occlusal surfaces of the removable
dental appliance can have a geometry that differs from
the contours of the occlusal surfaces of teeth that are of
an opposing jaw of the patient (e.g., as illustrated in the
embodiment of Figure 10C). For instance, the geometry
can include a pattern to match a new jaw position (e.g.,

forward or backward lower jaw position) of the patient
(e.g., as discussed further herein).
[0068] In accordance with some embodiments of the
present disclosure, a removable dental appliance can
include the first shell 114 and second shell 116. The re-
movable dental appliance can be configured to reposition
a number of teeth of the patient’s upper dentition and a
number of teeth of the patient’s lower dentition concur-
rently with repositioning of the patient’s jaw. The simul-
taneous treatment of misalignment of a patient’s jaw
(e.g., Class II correction) in conjunction with teeth align-
ment issues (e.g., rotation, tipping, etc.) can shorten
treatments times compared to sequential treatment pro-
tocols that first treat the misalignment of a patient’s jaw
before treating the misalignment of the patient’s teeth.
To help accomplish this objective, the repositioning jaw
elements 106, 108, in accordance with a number of em-
bodiments, avoid and/or do not interfere with the engage-
ment of the shell with the teeth contained therein.
[0069] The simultaneous treatment of misalignment of
a patient’s jaw concurrently with teeth misalignment can
assist in the treatment of repositioning the patient’s jaw.
If untreated, teeth misalignment may encourage occlu-
sion in the original jaw position instead of the desired jaw
position (e.g., the intended or final jaw position), since
the optimal interdigitation between the arches coincides
with the original jaw position. Realignment of the teeth
so that the teeth fit together best in the desired jaw po-
sition can reinforce the desired jaw position when the
appliances are removed. Repositioning of the patient’s
jaw can include retraining the muscles associated with
the movement of the lower jaw. Due to the misalignment
of a patient’s teeth, a lower jaw of the patient can be
incorrectly positioned in a retruded position because the
teeth position with the best fit may force the jaw into a
more retruded position than physiologically comfortable.
A treatment whereby the teeth fit better in an anteriorly
positioned mandible can relieve the joint compression
that may take place when the mandible is retruded. The
jaw muscles of the patient can be retrained to hold the
lower jaw in a more forward (and more comfortable) po-
sition.
[0070] In contrast, the removable dental appliance em-
bodiments discussed herein can comprise a first shell
114, a second shell 116, a first repositioning jaw element
106 extending from a surface of the first shell 114, and
a second repositioning jaw element 108 extending from
a surface of the second shell 116 and can concurrently
treat misalignment of the patient’s jaw and misalignment
of the patient’s teeth. Concurrent treatment can avoid
and/or prevent reversion and/or retraining of the muscles
in an incorrect position, among other benefits. Further,
removable dental appliance embodiments, in accord-
ance with the present disclosure, can result in fewer brac-
es and/or elastics as compared to prior solutions. In grow-
ing patients, the concurrent treatment may also encour-
age growth of the jaw(s) in a more favorable direction.
[0071] Although the present embodiment of Figures
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1A-1C illustrates repositioning jaw elements extending
from an occlusal surface of a shell and/or near an occlusal
surface of one or more teeth of a patient, embodiments
are not so limited. The repositioning jaw elements, in
some embodiments, can extend from a buccal surface,
a lingual surface, an occlusal surface, and/or a combi-
nation thereof.
[0072] According to the present invention, the reposi-
tioning jaw elements (e.g., first repositioning jaw element
106 and second repositioning jaw element 108 illustrated
in Figure 1C) are hollow. They can be filed with a material,
such as a tooth colored material, a clear material, an
acrylic, and/or a composite, among other materials, in-
cluding materials that are printed via a three-dimensional
(3D) printer or a through a stereolithography process.
The extra material can, for instance, provide additional
compressive strength as compared to a hollow reposi-
tioning jaw element.
[0073] In some embodiments, the hollow space within
the repositioning jaw element can be used as a reservoir
for the disbursement of medications or other items within
the patient’s mouth. For example, breath freshening
agents, medications to aid in moving of teeth and/or im-
provement of the condition of the teeth and/or gums of
the patient may be provided therein and dispensed
through holes and/or passages formed in the interior
and/or exterior sides of the repositioning jaw element.
[0074] A hollow repositioning jaw element can in-
crease the flexibility of the shell to which the repositioning
jaw element is attached. The increased flexibility intro-
duced can lower the functionality and/or the retention of
the dental appliance in a vertical or horizontal direction.
For example, as a patient moves to a fully engaged sag-
ittal jaw position and the repositioning jaw elements in-
terface, the force placed on the shell can result in a gin-
gival line of the shell flaring (e.g., moving away) from the
gum line of the patient. According to the present inven-
tion, a number of design features and/or elements are
used to reduce and/or eliminate the increase in flexibility,
such as grooves and curved repositioning jaw elements
(e.g., as discussed further herein in regards to the em-
bodiment of Figure 4, among other locations).
[0075] In some embodiments, the repositioning jaw el-
ements can be shaped to minimize and/or prevent de-
grading the retention and/or functionality of the shell of
the dental appliance. For example, the buccal-lingual
width of a repositioning jaw element can be different on
an occlusal surface of the repositioning jaw element (e.g.,
top surface) than on a buccal-lingual width of a surface
of the repositioning jaw element adjacent to the shell
(e.g., bottom surface). For instance, the buccal-lingual
width of a repositioning jaw element can be wider on an
occlusal surface of the repositioning jaw element than on
a buccal-lingual width of a surface of the repositioning
jaw element adjacent to the shell. Such a shape can be
similar to the construction of an I-beam, as illustrated in
the embodiment of Figure 12D, with the wider buccal-
lingual occlusal surface interfacing with an occlusal sur-

face of a repositioning jaw element positioned on an op-
posing jaw.
[0076] In accordance with some embodiments of the
present disclosure, the repositioning jaw elements can
be positioned on the removable dental appliance near
unerupted and/or removed 2nd and/or 3rd molar teeth.
Repositioning jaw elements positioned on the removable
dental appliance near the unerupted and/or removed 2nd

and/or 3rd molar teeth can, for instance, provide in-
creased area for tooth movements. Alternatively and/or
in addition, a spring feature can be positioned on the
removable dental appliance near unerupted and/or re-
moved 2nd and/or 3rd molar teeth. For example, a spring
feature can be positioned on a first removable dental ap-
pliance and a tab feature can be positioned on a second
removable dental appliance to interface with the spring
feature. The spring feature can guide the lower jaw of
the patient to a position (e.g., a forward or backward po-
sition), for example (e.g., as illustrated in the embodiment
of Figure 9B).
[0077] In a number of examples, a variety of features
can be used in addition to and/or in place of repositioning
jaw elements to guide the lower jaw to a position (e.g., a
forward or backward position). Example features can in-
clude connecting the first shell and the second shell using
material at posterior sides of the shells, a rigid structure,
and/or ridges, among other features (e.g., as illustrated
in the embodiments of Figures 11A and 11B, as dis-
cussed further herein).
[0078] Figure 2A illustrates a side view of an upper jaw
202 with a first repositioning jaw element 206 and a lower
jaw 204 with a second repositioning jaw element 208
according to a number of embodiments of the present
disclosure. The upper jaw 202, the first repositioning jaw
element 206, the lower jaw 204, and the second reposi-
tioning jaw element 208 illustrated in Figure 2A can in-
clude virtual images of jaws and repositioning jaw ele-
ments, respectively (e.g., virtual jaws and/or virtual re-
positioning jaw elements), as discussed further herein.
As illustrated in the embodiment of Figure 2A, the first
repositioning jaw element 206 can be positioned near a
buccal surface of the posterior teeth (e.g., molars and
bicuspids) of the upper jaw 202 of the patient to move
the position (e.g., to move sagittally) of the lower jaw 204
in a forward direction or backward direction.
[0079] Although not illustrated in Figure 2A, the first
repositioning jaw element 206 can extend from a buccal
surface of a first shell of a dental appliance. A buccal
surface of a shell, as used herein, can include an exterior
surface of a shell near the buccal surface of the teeth
therein. Further, in various embodiments, the first repo-
sitioning jaw element 206 can be positioned near a lingual
surface of the first shell. A lingual surface of a shell can
include an exterior surface of the shell near the lingual
surface of the teeth therein.
[0080] The second repositioning jaw element 208 can
be positioned near a buccal surface of the posterior teeth
(e.g., bicuspids) of the lower jaw 204 of the patient to
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move the position of the lower jaw 204 in a forward di-
rection or backward direction. Although not illustrated in
Figure 2A, the second repositioning jaw element 208 can
extend from a buccal surface of a second shell of a dental
appliance.
[0081] The first repositioning jaw element 206 and the
second repositioning jaw element 208 can interface. For
instance, a first surface 228 of the first repositioning jaw
element 206 can interface with a second surface 230 of
the second repositioning jaw element 208. The first re-
positioning jaw element 206 and the second repositioning
jaw element 208 can be positioned to interface in a pres-
ence of a temporary bite (e.g., a fully engaged sagittal
jaw position of the patient’s upper dentition and the pa-
tient’s lower dentition) in a manner to reposition the pa-
tient’s jaw. A fully engaged sagittal jaw position, as pre-
viously discussed, can include a relationship of the man-
dible and the maxilla when the upper and lower jaw are
closed as far as the dental appliance with the reposition-
ing jaw elements will allow (e.g., a partial occlusal jaw
position).
[0082] For example, the first surface 228 of the first
repositioning jaw element 206 interfacing with the second
surface 230 of the second repositioning jaw element 208
can place a force on the patient’s jaw to reposition the
patient’s jaw. The force can, for instance, sagittally move
the patient’s lower jaw 204.
[0083] In various embodiments, at least one of the re-
positioning jaw elements 206, 208 can extend past an
occlusal plane of the upper jaw 202 and/or lower jaw 204
of the patient. For example, the first repositioning jaw
element 206 can extend past the occlusal plane of the
upper jaw 202 to interface with the second repositioning
jaw element 208. The second repositioning jaw element
208 may not extend past the occlusal plane of the lower
jaw 204, for instance. Alternatively, the second reposi-
tioning jaw element 208 can extend past the occlusal
plane of the lower jaw 204 to interface with the first re-
positioning jaw element 206 and the first repositioning
jaw element 206 may not extend past the occlusal plane
of the upper jaw 202. Further, in some embodiments,
both the first repositioning jaw element 206 and the sec-
ond repositioning jaw element 208 can extend past the
occlusal plane of the upper jaw 202 and the lower jaw
204, respectively, to interface with one another.
[0084] Figure 2B illustrates a front view of an upper
jaw 202 with a first repositioning jaw element 206 and a
third repositioning jaw element 210 and a lower jaw 204
with a second repositioning jaw element 208 and a fourth
repositioning jaw element 212 according to a number of
embodiments of the present disclosure. The upper jaw
202, the first repositioning jaw element 206, the third re-
positioning jaw element 210, the lower jaw 204, the sec-
ond repositioning jaw element 208, and the fourth repo-
sitioning jaw element 212 illustrated in Figure 2B can
include virtual images of jaws and repositioning jaw ele-
ments, respectively (e.g., virtual jaws and/or virtual re-
positioning jaw elements), as discussed further herein.

As illustrated by Figure 2B, two repositioning jaw ele-
ments (e.g., the first repositioning jaw element 206 and
the third repositioning jaw element 210) can be posi-
tioned near buccal surfaces of the upper jaw 202 and two
repositioning jaw elements (e.g., the second reposition-
ing jaw element 208 and the fourth repositioning jaw el-
ement 212) can be positioned near buccal surfaces of
the lower jaw 204.
[0085] For example, the first repositioning jaw element
206 can be positioned near the buccal surfaces of pos-
terior teeth (e.g., molars and/or bicuspids) of the upper
jaw 202 and the second repositioning jaw element 208
can be positioned near the buccal surfaces of posterior
teeth (e.g., bicuspids) of the lower jaw 204. The first re-
positioning jaw element 206 and the second repositioning
jaw element 208 can be located near a first posterior side
of the patient’s dentition (e.g., positioned on a first pos-
terior side of a first shell and a second shell).
[0086] The first repositioning jaw element 206 and the
second repositioning jaw element 208 can include sur-
faces designed to interact, interface, and/or otherwise
engage with one another. For instance, a first surface of
the first repositioning jaw element 206 can interface with
a second surface of a second repositioning jaw element
208. The first surface can include a slanted surface on a
mesial-facing surface of the first repositioning jaw ele-
ment 206 and the second surface can include a slanted
surface on a distal-facing surface of the first repositioning
jaw element 208, for example.
[0087] The third repositioning jaw element 210 can be
positioned near the buccal surfaces of posterior teeth
(e.g., molars and/or bicuspids) of the upper jaw 202 and
the fourth repositioning jaw element 212 can be posi-
tioned near the buccal surfaces of posterior teeth (e.g.,
bicuspids) of the lower jaw 204. The third repositioning
jaw element 210 and the fourth repositioning jaw element
212 can be located near a second posterior side of the
patient’s dentition (e.g., positioned on a second posterior
side of a shell of a first shell and a second shell).
[0088] The third repositioning jaw element 210 and the
fourth repositioning jaw element 212 can include surfac-
es designed to interact, interface, and/or otherwise en-
gage with one another. For instance, a third surface of
the third repositioning jaw element 210 can interface with
a fourth surface of the fourth repositioning jaw element
212. The third surface can include a slanted surface on
a mesial-facing surface of the third repositioning jaw el-
ement 210 and the fourth surface can include a slanted
surface on a distal-facing surface of the fourth reposition-
ing jaw element 212, for example.
[0089] The surfaces of the repositioning jaw elements
206, 208, 210, 212 can be angled, in various embodi-
ments, to guide the lower jaw 204 into the intended and/or
final jaw position and/or prevent unwanted lateral move-
ment. The surfaces can be angled in buccal-lingual
and/or mesial-distal direction. The angle of the surfaces
(e.g., two surfaces that are designed to interface) can be
comprised of supplemental angles (e.g., have the same

21 22 



EP 3 193 773 B1

13

5

10

15

20

25

30

35

40

45

50

55

slants at the interface).
[0090] For example, the first surface of the first repo-
sitioning jaw element 206 and the second surface of the
second repositioning jaw element 208 can interface at a
first slant. The third surface of the third repositioning jaw
element 210 and the fourth surface of the fourth reposi-
tioning jaw element 212 can interface at a second slant.
[0091] Although not illustrated by the embodiments of
Figure 2B, the first repositioning jaw element 206 can
extend from a buccal surface of a first shell of a dental
appliance and/or the second repositioning jaw element
208 can extend from a buccal surface of a second shell
of the dental appliance. The first repositioning jaw ele-
ment 206 and the second repositioning jaw element 208
can be located near a first side of the patient’s dentition
(e.g., the right side of the patient’s dentition). The third
repositioning jaw element 210 can extend from a buccal
surface of the first shell of the dental appliance and the
fourth repositioning jaw element 212 can extend from a
buccal surface of the second shell of the dental appliance.
The third repositioning jaw element 210 and the fourth
repositioning jaw element 212 can be located near a sec-
ond side of the patient’s dentition (e.g., a left side of the
patient’s dentition).
[0092] In some embodiments, repositioning jaw ele-
ments can extend from a lingual surface of the shells. A
lingual surface of a shell can include an exterior surface
of the shell near the lingual surface of the teeth therein.
For example, in some embodiments, the first reposition-
ing jaw element 206 and third repositioning jaw element
210 can each extend from a lingual surface of the first
shell and the second repositioning jaw element 208 and
fourth repositioning jaw element 212 can each extend
from a lingual surface of the second shell. Positioning
the repositioning jaw elements on the lingual surface of
the shell can, for instance, result in a dental appliance
that is more aesthetically pleasing to the patient because
the repositioning jaw elements are less visible to others
(e.g., decreasing the prominence of the repositioning jaw
elements).
[0093] Alternatively and/or in addition, a number of re-
positioning jaw elements can extend from a lingual sur-
face of the shells and a number of repositioning jaw el-
ements can extend from a buccal surface of the shell
(e.g., as illustrated by Figures 13A-13B). In such embod-
iments, the first repositioning jaw element 206, the sec-
ond repositioning jaw element 208, the third repositioning
jaw element 210, and the fourth repositioning jaw ele-
ment 212 can each extend from a buccal surface of the
first shell and the second shell. In addition, a fifth repo-
sitioning jaw element can extend from a lingual surface
of the first shell and a sixth repositioning jaw element can
extend from a lingual surface of the second shell; a sev-
enth repositioning jaw element can extend from a lingual
surface of the first shell and a eighth repositioning jaw
element can extend from a lingual surface of the second
shell. The fifth repositioning jaw element and sixth repo-
sitioning jaw element can be located near the first side

of the patient’s dentition and the seventh repositioning
jaw element and eight repositioning jaw element can be
located near the second side of the patient’s dentition.
Positioning repositioning jaw elements on the lingual sur-
face of the shells in addition to the buccal surface of the
shells can, for instance, provide additional stability, de-
crease the aesthetic prominence of the repositioning jaw
elements, and/or limit lateral movement, among other
benefits.
[0094] In some embodiments, a plurality of reposition-
ing jaw elements can extend from the buccal surface of
the first shell and a plurality of repositioning jaw elements
can extend from the buccal surface of the second shell.
The plurality of repositioning jaw elements extending
from buccal surfaces can, for instance, decrease the
prominence of the repositioning jaw elements as com-
pared to a single repositioning jaw element extending
from each buccal surface.
[0095] In accordance with a number of embodiments,
a repositioning jaw element extending from a buccal sur-
face can be used to treat crossbite in a patient. For in-
stance, a repositioning jaw element extending from a
buccal surface of a first shell and a repositioning jaw el-
ement extending from a buccal surface of a second sell
can interface to tip a molar tooth in a buccal direction to
treat crossbite in a patient.
[0096] Figure 3 illustrates an example of a method 320
for separating an upper dentition from a lower dentition
according to a number of embodiments of the present
disclosure. Separating the upper dentition from the lower
dentition according to the method 320 can allow for treat-
ment of malocclusions such as excessive or inadequate
overjet, excessive or inadequate overbite, and/or cross-
bite, for instance.
[0097] At block 322, the method 320 includes moving
at least one tooth with a dental appliance having a first
shell configured to receive a number of teeth of a patient’s
upper dentition, the number of teeth comprising the at
least one tooth. That is, the first shell can include a shell
configured to receive a number of teeth of the patient’s
upper dentition and reposition at least one tooth of the
number of teeth of the patient’s upper dentition.
[0098] At block 324, the method 320 includes separat-
ing a patient’s upper dentition from the patient’s lower
dentition utilizing the dental appliance. For instance, the
separation can include separating the occlusal surfaces
to a threshold distance to prevent an occlusal surface of
the first shell from contacting an occlusal surface of a
second shell. The second shell can include a shell con-
figured to receive a number of teeth of the patient’s lower
dentition and reposition at least one tooth of the number
of teeth of the patient’s lower dentition.
[0099] The dental appliance, at block 326, can inter-
face a first surface of a first repositioning jaw element of
the first shell with a second surface of a second reposi-
tioning jaw element of a second shell of the dental appli-
ance. The second shell can, for instance, be configured
to receive a number of teeth of the patient’s lower denti-

23 24 



EP 3 193 773 B1

14

5

10

15

20

25

30

35

40

45

50

55

tion. The dental appliance can separate occlusal surfac-
es of the number of teeth of the patient’s upper dentition
from the occlusal surfaces of the number of teeth of the
patient’s lower dentition as the patient moves to a fully
engaged sagittal jaw position, for example. The surface
area of the repositioning jaw elements that engage the
upper jaw/shell to the lower jaw/shell while the disen-
gaged areas are separated may be built so that the en-
gagement is a better fit than the existing occlusion (e.g.,
greater points or surfaces in contact) so that the preferred
position of the patient is the engaged surface area instead
of the current occlusion.
[0100] A sagittal jaw position can include a relationship
of the mandible and the maxilla when the upper jaw and
the lower jaw are closed and the teeth are in contact. A
fully engaged sagittal jaw position, as used herein, can
include a relationship of the mandible and the maxilla
when the upper and lower jaw are closed as far as the
dental appliance with the repositioning jaw elements will
allow (e.g., as the first surface of a first repositioning jaw
element interfaces, interacts, and/or engages the second
surface of the second repositioning jaw element). That
is, in a fully engaged sagittal jaw position, at least some
of the teeth of the upper jaw and at least some of the
teeth of the lower jaw are not in contact. Further, in some
embodiments, at least some of the occlusal surface of
the first shell and the occlusal surface of the second shell
are not in contact in a fully engaged sagittal jaw position.
[0101] As previously discussed, the fully engaged sag-
ittal jaw position may be needed in the treatment of
malocclusion such as excess or insufficient overjet, ex-
cess or insufficient overbite, and/or crossbite. For in-
stance, separating the occlusal surfaces can allow for
moving a lower jaw of the patient or opening up the bite
to a desired range of jaw opening extending from the
current position of occlusion. It can also allow for decom-
pression of a lower jaw forward from an undesirable back-
wards position into a more comfortable (and esthetically
pleasing) anteriorly displaced position. The advance-
ment can be unilateral or bilateral.
[0102] In a number of embodiments in accordance with
the present disclosure, the occlusal surfaces can be sep-
arated to a threshold distance to prevent an occlusal sur-
face of the first shell from contacting an occlusal surface
of the second shell. An example threshold distance can
be one millimeter, however, a treatment professional may
determine another suitable distance and such distances
are within the scope of the embodiments of the present
disclosure.
[0103] In various embodiments, the method 320 can
include separating the occlusal surfaces of the number
of teeth the patient’s upper dentition from the occlusal
surfaces of the number of teeth of the patient’s lower
dentition as the patient moves to the fully engaged sag-
ittal jaw position in a plurality of incremental distances
utilizing a plurality of dental appliances. For example, the
repositioning jaw elements can be designed to incremen-
tally treat a malocclusion, such as excessive or inade-

quate overjet, excessive or inadequate overbite, and/or
crossbite by using repositioning jaw elements provided
on a plurality of dental appliances. In some embodiments,
the increment can include a gradual movement (e.g.,
sagittal movement) of the lower jaw by shifting the posi-
tion of the repositioning jaw elements and/or shifting the
length of one or more repositioning jaw elements on each
of a series of the plurality of dental appliances (e.g., as
discussed further herein with regard to Figure 7).
[0104] Figures 4A-4C illustrate examples of reposition-
ing jaw elements according to a number of embodiments
of the present disclosure. Figure 4A illustrates an exam-
ple of two repositioning jaw elements 406, 408. The two
repositioning jaw elements 406, 408 can be virtual repo-
sitioning jaw elements and/or physical repositioning jaw
elements. The first repositioning jaw element 406 can
include a first repositioning jaw element positioned on a
first shell of the dental appliance. The second reposition-
ing jaw element 408 can include a second repositioning
jaw element positioned on a second shell of the dental
appliance.
[0105] As illustrated by Figure 4A, the first reposition-
ing jaw element 408 can include a first surface 428 and
the second repositioning jaw element 408 can include a
second surface 430. The first surface 428 can be a slant-
ed surface on a mesial-facing surface of the first reposi-
tioning jaw element 406 and the second surface 430 can
be a slanted surface on a distal-facing surface of the sec-
ond repositioning jaw element 408. The surfaces 428,
430 can interface at the slant (e.g., the angled surfaces),
for instance.
[0106] In a number of embodiments, a repositioning
jaw element can include a curved back surface. For in-
stance, a back surface (a surface on the opposite side
relative to the surface that is designed to interface, inter-
act, and/or engage a repositioning jaw element on an
opposing jaw) of a repositioning jaw element can be
curved in a distal direction. As illustrated by Figure 4A,
the back surface of the first repositioning jaw element
406 is curved in a distal direction. The curving can, for
instance, improve comfort for a patient due to the reduc-
tion in sharp surfaces exposed to the tongue and/or other
soft tissues of the mouth.
[0107] Figure 4B illustrates an example of a reposition-
ing jaw element 434 according to a number of embodi-
ments of the present disclosure. The repositioning jaw
element 434 can include a virtual repositioning jaw ele-
ment and/or a physical repositioning jaw element, for in-
stance. The repositioning jaw element 434 can include
four side surfaces 436, 438, 458 (e.g., the remaining side
surface is facing away from the view). The first side sur-
face 436 can include a surface that can interface, interact,
and/or engage with another surface of a repositioning
jaw element on a shell of an opposing jaw. As illustrated,
the first side surface 436 can be slanted. The second
side surface 438 can include a back surface that is
curved. For instance, the second side surface 438 can
be curved in a distal direction to improve comfort for the
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patient.
[0108] As illustrated by Figure 4B, in various embodi-
ments, a repositioning jaw element 434 can include a
groove 440 on a top surface 452 of the repositioning jaw
element 434. For instance, a reinforcement groove
and/or guide groove can be placed on a top surface 452
of a virtual and/or physical repositioning jaw element. The
top surface 452 of a repositioning jaw element, as used
herein, can include a surface of the repositioning jaw el-
ement extending toward an occlusal and/or coronal sur-
face of teeth on an opposing side of the patient’s jaw. A
groove, as used herein, can include a hollow channel
within a repositioning jaw element. The groove 440 on
the top surface 452 of the repositioning jaw element 434
can extend in a horizontal direction (e.g., a mesial-distal
direction), for instance.
[0109] Alternatively and/or in addition, in a variety of
embodiments, a repositioning jaw element 434 can in-
clude a side groove on a buccal side surface and/or a
lingual side surface (e.g., side surface 458) of a reposi-
tioning jaw element 434. A buccal side surface of a re-
positioning jaw element, as used herein, can include a
side of the repositioning jaw element extending toward
and/or adjacent to the cheek of the patient. A lingual side
surface of the repositioning jaw element, as used herein,
can include a side of the repositioning jaw element ex-
tending toward and/or adjacent to the tongue of the user.
Grooves (e.g., a top groove and/or number of side
grooves) can, for example, increase a rigidity of the re-
positioning jaw element 434 as compared to a reposi-
tioning jaw element without grooves and/or can minimize
and/or prevent degrading the retention and/or function-
ality of the shell of the dental appliance. A groove can
also function on the shell of each jaw during treatment.
[0110] In various instances, a plurality of side grooves
442-1, 442-2, 442-3, 442-4, 442-5, 442-6...442-N) can
be placed on the buccal side surface and/or the lingual
side surface (e.g., side surface 458) of the repositioning
jaw element 434. For example, the side grooves
442-1...442-N can be placed on each of the buccal side
surface and lingual side surface (e.g., side surface 458)
of a virtual repositioning jaw element and/or a physical
repositioning jaw element. The side grooves
442-1 ...442-N can each include a hollow channel within
the side surface of the repositioning jaw element 434.
The side grooves 442-1 ...442-N can extend in vertical
direction (e.g., an inferior-superior direction.) As illustrat-
ed by Figure 4B, in some embodiments, a repositioning
jaw element 434 can include a top groove 440 on a top
surface 452 and side grooves 442-1 ...442-N on side sur-
faces (e.g., side surface 458).
[0111] In some embodiments, the side grooves
442-1 ...442-N can include coronal-apical grooves posi-
tioned at interproximal regions of at least one of the
number of teeth that the repositioning jaw element 434
extends from. That is, each side groove can be placed
at an interproximal region of two teeth.
[0112] Although the present embodiment of Figure 4B

illustrates a top groove 440 and a plurality of side grooves
442-1...442-N in a V-shape, embodiments in accordance
with the present disclosure are not so limited. The
grooves can include a variety of geometric shapes and
sizes. For instance, the grooves can include portions of
circles, hexagons, rectangles, and/or octagons, among
other shapes and/or sizes. Geometric patterns may be
used in lieu of grooves, so long as the pattern provides
adequate structural rigidity that a groove or series of
grooves may provide.
[0113] Figure 4C illustrates an example of a reposition-
ing jaw element 444 according to a number of embodi-
ments of the present disclosure. The repositioning jaw
element 444 can be a virtual repositioning jaw element
and/or a physical repositioning jaw element, for instance.
The repositioning jaw element 444 can include four side
surfaces 436, 438, 446 (the remaining side surface is
facing away from the view). The first side surface 436
can include a surface that can interface, interact, and/or
engage with another surface. As illustrated, the first side
surface 436 can be slanted. The second side surface 438
can include a back surface that is curved. For instance,
the second side surface 436 can be curved in a distal
direction to improve comfort for the patient. Further, as
illustrated by the repositioning jaw element 444 of Figure
4C, the repositioning jaw element 444 can include a top
groove 440 in the top surface of the repositioning jaw
element 444.
[0114] In accordance with some embodiments, a re-
positioning jaw element 444 can include curved side sur-
faces. For instance, a buccal side surface and/or a lingual
side surface (e.g., side surface 446) can be curved in at
least one of a buccal and/or lingual direction. As illustrat-
ed by Figure 4C, the curved side surface 446 can include
a bowed curve. For instance, the curved side surface 446
can result in the top surface of the repositioning jaw el-
ement 444 being shaped in a bone shape. A curved side
surface 446 can increase a rigidity of the repositioning
jaw element 444 as compared to a non-curved side sur-
face and/or can minimize and/or prevent degrading the
retention and/or functionality of the shell of the dental
appliance, for example, by allowing greater surface area
of the shell to engage the teeth than if the side surfaces
were not curved.
[0115] Figures 5A-5C illustrate examples of reposition-
ing jaw elements according to a number of embodiments
of the present disclosure. Figures 5A-5C illustrate an ex-
ample of a repositioning jaw element. The repositioning
jaw element can be a virtual repositioning jaw element
and/or a physical repositioning jaw element, in various
embodiments. For instance, Figure 5A illustrates a top-
down view 550 of the repositioning jaw element. The top-
down view 550 of the repositioning jaw element can in-
clude a view of two side surfaces with side grooves 542-1,
542-2, 542-3, 542-4, 542-5, 542-6, 542-7, 542-8,
542-9...542-P, a surface that can interface, interact,
and/or engage with another surface 536, a back surface
538, and a top surface 552.
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[0116] In accordance with some embodiments, side
surfaces can be beveled. For instance, the buccal side
surface and lingual side surface with side grooves
542-1 ...542-P can be beveled to include a different buc-
cal-lingual width on a bottom than a top of the side sur-
faces of the repositioning jaw element. For example, the
buccal-lingual width on the bottom can be wider than the
buccal-lingual width on the top of the side surfaces of the
repositioning jaw element. In such embodiments, the oc-
clusal surface of the repositioning jaw element can have
a narrower buccal-lingual width than a surface of the re-
positioning jaw element adjacent to and/or near the shell
of the dental appliance (e.g., bottom surface of the repo-
sitioning jaw element). Beveling of the side surfaces can,
for instance, include beveling the surface 536 and/or the
back surface 538 to have a wider buccal-lingual width on
the top than the bottom of the side surfaces (e.g., as
discussed further with regard to Figure 5B). Beveling the
side surfaces 536, 538 and side grooves 542-1 ...542-P
can, for example, assist in manufacturing the dental ap-
pliance where the appliance is built from a positive ref-
erence model (e.g., such as a 3D printed model or ster-
eolithography (SLA) model).
[0117] The repositioning jaw element illustrated in Fig-
ure 5A can include a plurality of side grooves
542-1 ...542-P on a buccal side surface and/or a mesial
side surface. Beveling the buccal side surface and/or lin-
gual side surface can, for instance, include beveling the
side grooves 542-1 ...542-P. For instance, the buccal-
lingual width of the bottom of the side grooves
542-1...542-P (the surface adjacent to and/or near the
shell) can be wider than the buccal-lingual width of the
top of the side grooves 542-1...542-P (the surface of the
side grooves adjacent to and/or near the top surface 552
of the repositioning jaw element).
[0118] Figure 5B illustrates a view 553 of the reposi-
tioning jaw element. The repositioning jaw element of
Figure 5A and 5B can include the same and/or different
repositioning jaw elements, in various instances. For ex-
ample, Figure 5B can include a view of repositioning jaw
element illustrated in the embodiment of Figure 5A from
the point of view of arrow 541.
[0119] The view 553 of the repositioning jaw element
can include a view of the surface that can interface, in-
teract, and/or engage with another surface (e.g., the sur-
face 536 of Figure 5A). For instance, the surface can
include a top adjacent to a top surface 552 of the repo-
sitioning jaw element, a bottom adjacent to a bottom sur-
face 554 of the repositioning jaw element, and two sides
adjacent to the buccal and/or lingual side surfaces 531-1,
531-2 of the repositioning jaw element.
[0120] As illustrated by Figure 5B, the buccal-lingual
width of the surface can be beveled. For instance, the
buccal-lingual width of the bottom of the surface (e.g.,
adjacent to the bottom surface 554 of the repositioning
jaw element) can be wider than the buccal-lingual width
of the top of the surface (e.g., adjacent to the top surface
552 of the repositioning jaw element).

[0121] Further, as illustrated by the arrow 556, the sur-
face that can interface, interact, and/or engage with an-
other surface can be slanted. For instance, the surface
can be slanted at an angle in a mesial-distal direction.
[0122] Figure 5C illustrates an example side view 560
of a repositioning jaw element. The repositioning jaw el-
ement can be a virtual repositioning jaw element and/or
a physical repositioning jaw element, in some embodi-
ments. The repositioning jaw element of Figures 5A, 5B,
and 5C can include the same and/or different reposition-
ing jaw elements, in various instances. For example, Fig-
ure 5C can include a view of repositioning jaw element
illustrated in the embodiment of Figure 5A from the point
of view of arrow 543. The side view 560 can include a
view of a buccal and/or lingual side surface 558. The
buccal and/or lingual side surface 558 can include a top
adjacent to a top surface 552 of the repositioning jaw
element, a bottom adjacent to a bottom surface 554 of
the repositioning jaw element, a first side adjacent to the
surface that can interface, interact, and/or engage with
another surface 536 of the repositioning jaw element,
and a second side adjacent to a back surface 538 of the
repositioning jaw element. The buccal and/or lingual side
surface 558, as illustrated by Figure 5C, can include a
plurality of side grooves.
[0123] As illustrated by Figure 5C, repositioning jaw
elements in accordance with the present disclosure can
include a slanted top surface. A slanted top surface can
include a slant in height from the surface 536 to the back
surface 538. For instance, the slant in height can include
a higher coronal-apical height of a repositioning jaw el-
ement in a mesial direction than a coronal-apical height
of the repositioning jaw element in a distal direction. Such
a slant can, for instance, create a more comfortable ex-
perience for the patient as the jaw of the patient may not
close in a flat direction (e.g., not parallel to a horizontal
plane). In other words, the vertical distance between the
upper jaw and the lower jaw may be greater in the anterior
region than in the posterior region for some patients or
greater in the posterior region than in the anterior region
for others, depending on the original positioned and the
desired position (e.g., the intended and/or final position)
of the jaw. By accommodating these variances, the pa-
tient may occlude in more points (and the temporary bite
will be more stable) than if an even flat plane was de-
signed into the temporary bite.
[0124] Figure 6 illustrates an example computing de-
vice readable medium having executable instructions
that can be executed by a processor to perform a method
according to one or more embodiments of the present
disclosure. For instance, a computing device 664 can
have a number of components coupled thereto. The com-
puting device 664 can include a processor 666 and a
memory 668. The memory 668 can have various types
of information including data 670 and executable instruc-
tions 672, as discussed herein.
[0125] The processor 666 can execute instructions
672 that are stored on an internal or external non-transi-
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tory computer device readable medium (CRM). A non-
transitory CRM, as used herein, can include volatile
and/or non-volatile memory. Volatile memory can include
memory that depends upon power to store information,
such as various types of dynamic random access mem-
ory (DRAM), among others. Non-volatile memory can in-
clude memory that does not depend upon power to store
information.
[0126] Memory 668 and/or the processor 666 may be
located on the computing device 664 or off the computing
device 664, in some embodiments. As such, as illustrated
in the embodiment of Figure 6, the computing device 664
can include a network interface 674. Such an interface
674 can allow for processing on another networked com-
puting device, can be used to obtain information about
the patient, and/or can be used to obtain data and/or
executable instructions for use with various embodi-
ments provided herein.
[0127] As illustrated in the embodiment of Figure 6, the
computing device 664 can include one or more input
and/or output interfaces 678. Such interfaces 678 can be
used to connect the computing device 664 with one or
more input and/or output devices 680, 682, 684, 686, 688.
[0128] For example, in the embodiment illustrated in
Figure 6, the input and/or output devices can include a
scanning device 680, a camera dock 682, an input device
684 (e.g., a mouse, a keyboard, etc.), a display device
686 (e.g., a monitor), a printer 688, and/or one or more
other input devices. The input/output interfaces 678 can
receive executable instructions and/or data, storable in
the data storage device (e.g., memory), representing a
virtual dental model of a patient’s dentition.
[0129] In some embodiments, the scanning device 680
can be configured to scan one or more physical dental
molds of a patient’s dentition. In one or more embodi-
ments, the scanning device 680 can be configured to
scan the patient’s dentition and/or dental appliance di-
rectly. The scanning device 680 can be configured to
input data into the computing device 664.
[0130] In some embodiments, the camera dock 682
can receive an input from an imaging device (e.g., a 2D
or 3D imaging device) such as a digital camera, a printed
photograph scanner, and/or other suitable imaging de-
vice. The input from the imaging device can, for example,
be stored in memory 668.
[0131] The processor 666 can execute instructions to
provide a visual indication of a treatment plan, a dental
appliance, and/or a repositioning jaw element on the dis-
play 686. The computing device 664 can be configured
to allow a treatment professional or other user to input
treatment goals. Input received can be sent to the proc-
essor 666 as data 670 and/or can be stored in memory
668.
[0132] Such connectivity can allow for the input and/or
output of data and/or instructions among other types of
information. Some embodiments may be distributed
among various computing devices within one or more
networks, and such systems as illustrated in Figure 6 can

be beneficial in allowing for the capture, calculation,
and/or analysis of information discussed herein.
[0133] The processor 666, in association with the data
storage device (e.g., memory 668), can be associated
with the data 670. The processor 666, in association with
the memory 668, can store and/or utilize data 670 and/or
execute instructions 672 for placing virtual repositioning
jaw elements on a shell of a virtual model of a dental
appliance. Such data can include the virtual dental mod-
el. The virtual model of the dental appliance with the re-
positioning jaw element can be used to create a physical
dental appliance, for instance, as discussed further here-
in.
[0134] The processor 666 coupled to the memory 668
can cause the computing device 664 to perform a method
including, for example, providing a virtual model of a den-
tal appliance having a shell configured to reposition a
number of teeth of a patient. In various embodiments of
the present disclosure, the processor 666 coupled to the
memory 668 can cause the computing device 664 to per-
form the method including positioning a virtual reposi-
tioning jaw element on the shell of the virtual model of
the dental appliance parallel to a bite plane of the patient,
wherein the repositioning jaw element extends from a
surface of the shell of the virtual model of the dental ap-
pliance.
[0135] For instance, to position the virtual repositioning
jaw element parallel to a bite plane can include, in some
embodiments, removing a virtual image of the number
teeth of the patient. With the teeth removed, a virtual
representation of the bite plane of the patient can remain
and the virtual repositioning jaw element can be posi-
tioned parallel to the bite plane.
[0136] Further, in some embodiments, the processor
666 coupled to the memory 668 can cause the computing
device 664 to perform the method including revising the
position of the virtual repositioning jaw element to align
with a midline of at least one tooth of the number of teeth.
For instance, in some embodiments, the virtual image of
the number of teeth can be displayed (e.g., such as, after
being removed) and the position of the virtual reposition-
ing jaw element can be automatically revised to align with
the midline of the at least one tooth that the virtual repo-
sitioning jaw element extends from.
[0137] In some embodiments, the processor 666 cou-
pled to the memory 668 can cause the computing device
664 to perform the method including determining a de-
gree of the patient’s jaw alignment utilizing a virtual image
of the jaw of the patient. The virtual image of the jaw of
patient can include a virtual image of the mandible, its
related soft and hard tissue, a number of teeth the pa-
tient’s lower dentition, the maxilla, its related soft and
hard tissues, and/or a number of teeth of the patient’s
lower dentition. The degree of the patient’s jaw alignment
can include, for instance, a path of articulation or jaw
opening and closing. It may also include a repositioned
location such as a protruded position, or a combination
of semi-articulation and protrusion, for example.
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[0138] A dental appliance can be made, for example,
by thermal-forming a sheet of plastic over a physical den-
tal mold. The physical dental mold, for instance, can rep-
resent an incremental position to which a patient’s teeth
are to be moved. The physical dental mold can be man-
ufactured by downloading a computer-aided Design
(CAD) virtual dental model to a rapid prototyping process,
such as, for example, a computer-aided manufacturing
(CAM) milling, stereolithography, and/or photolithogra-
phy. The virtual dental mold can be hollowed out or
"shelled" before sent for manufacturing to save on ma-
terial cost, for example.
[0139] The dental mold (e.g., set of molded teeth) can
be created from a virtual model of a number of teeth of
a patient. A virtual model, for example, can include an
initial virtual dental model and/or intermediate virtual den-
tal model. A dental mold can be formed in accordance
with a unique treatment file that identifies a patient, a
stage of a treatment plan, the virtual model of the number
of teeth, and/or whether the dental mold is of the upper
and/or lower dental arch.
[0140] In some embodiments, a treatment file can be
accessed by a rapid prototyping apparatus machine,
such as a SLA or 3D printing, to form and/or create the
dental mold. The result of the dental mold can include a
set of molded teeth. The set of molded teeth can include
at least a replica of the number of teeth of the patient.
The dental mold can be used to make a dental appliance,
for example, by creating a negative impression of the
dental mold using polymeric sheets of material and vac-
uum forming the sheets over the dental mold, as dis-
cussed above.
[0141] For instance, a dental appliance can be formed
by layering a thermoformable sheet of material and/or
multiple sheets of one or more materials over the dental
mold. The materials can include a polymeric material, for
instance. Generally, the dental appliance is produced
and/or formed by heating the polymeric thermoformable
sheet and vacuum or pressure forming the sheet over
the dental mold (e.g., a number of molded teeth). The
shape of the sheet of material can change thickness on
some portions of the sheet as it conforms to the mold
shape. A dental appliance can, for example, include a
negative impression of the dental mold. The appliance
and/or parts thereof may be transparent, semitranspar-
ent, or opaque in such a way as to emulate a nature tooth
shade. However, embodiments in accordance with
present disclosure are not so limited. For example, em-
bodiments in accordance with the present disclosure can
include forming a dental appliance utilizing a variety of
techniques, such as SLA or 3D printing, among other
techniques.
[0142] In a number of embodiments, the processor 666
coupled to the memory 668 can cause the computing
device 664 to perform the method of providing a treat-
ment plan. One or more appliances, including position-
ers, retainers, removable dental appliances, and/or other
appliances for finishing and maintaining teeth position-

ing, can be utilized by a treatment professional in per-
forming a treatment plan. The treatment plan can include
the use of one or more dental appliances, as described
herein.
[0143] For example, the processor 666 coupled to the
memory 668 can cause the computing device 664 to per-
form the method comprising identifying a misaligned jaw
of a patient from a virtual image of the patient’s jaw. The
identification can include, for instance, determining a de-
gree of the patient’s jaw alignment utilizing the virtual
image of the patient’s jaw.
[0144] For example, identifying a misaligned jaw of the
patient can include identifying a plurality of jaw place-
ments of the virtual model of the jaw between stages of
the treatment plan. Each of the plurality of jaw placements
can be identified in a range of stages (e.g., can be asso-
ciated with). A stage can include, for example, a prede-
termined period of time of the treatment plan (e.g., 2
weeks). A range of stages may be helpful (e.g., required)
to reposition the jaws according to a treatment time used
(e.g., needed) to re-posture the mandible.
[0145] For instance, a first jaw placement can be as-
sociated with a first range of stages (e.g., a first stage to
a third stage) of the treatment plan and a second jaw
placement can be associated with a second range of
stages (e.g., a fourth stage to a fifth stage). A jaw place-
ment, as used herein, can include a relation of the upper
jaw and the lower jaw.
[0146] The first jaw placement, in some embodiments,
can include a misaligned jaw of the patient and the sec-
ond jaw placement can include a corrected and/or ideal
jaw position for the patient (as discussed further herein).
In other embodiments, the first jaw placement and the
second jaw placement can each include a misaligned
jaw of the patient. As previously discussed, the mis-
aligned jaw can include a function of the relative positions
of teeth and the mandible and maxilla, either of which
may be retruded or protruded relative to the corrected
and/or ideal jaw position. The jaw placement can be dif-
ferent for each range of stages but consistent within a
range of stages.
[0147] A misaligned jaw can be repositioned in the
range of stages in a single jaw movement or multiple jaw
movements to reposition the jaw. For example, a mis-
aligned jaw can be repositioned to a corrected jaw posi-
tion. The corrected jaw position can be accomplished in
one or more jaw movements in the range of stages.
[0148] As an example, a 4 mm jaw reposition can be
accomplished in a single jaw movement across twelve
stages of a treatment plan (e.g., six months). Dental ap-
pliances associated with the twelve stages can include
the same repositioning jaw elements designed to move
the jaw toward the 4 mm corrected jaw position. However,
as further discussed herein, the position and/or orienta-
tion of the repositioning jaw elements between stages
can be adjusted based on differences in tooth positions
and/or jaw relation of the patient.
[0149] By contrast, a 6 mm jaw reposition can be ac-
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complished in two 3 mm jaw movements across sixteen
stages of a treatment plan (e.g., eight months). Dental
appliances associated with the first through eight stages
of the sixteen stages can include a first set of reposition-
ing jaw elements designed to move the jaw toward a 3
mm corrected jaw position. Dental appliances associated
with the ninth through sixteenth stage of the sixteen stag-
es can include a second set of repositioning jaw elements
designed to move the jaw from the 3 mm corrected jaw
position toward the 6 mm corrected jaw position (e.g., 3
mm additional jaw movement).
[0150] As further discussed herein, the first set of re-
positioning jaw elements can include the same reposi-
tioning jaw elements with adjustments to the position
and/or orientation of the repositioning jaw elements be-
tween stages based on differences in tooth positions
and/or jaw relation of the patient. Similarly, the second
set of repositioning jaw elements can include the same
repositioning jaw elements with adjustments to the posi-
tion and/or orientation of the repositioning jaw elements
between stages based on differences in tooth positions
and/or jaw relation of the patient.
[0151] In accordance with a number of embodiments
of the present disclosure, a first jaw movement for a pa-
tient can be greater than a threshold jaw movement. A
first jaw movement, as used herein, can include a first
jaw movement of a plurality of jaw movements or the only
jaw movement of a treatment plan for a patient. For ex-
ample, a threshold jaw movement can include a 2 mm
and/or a 3 mm jaw movement.
[0152] A threshold jaw movement may be used to stim-
ulate correction of the jaw position of the patient. If the
first jaw movement is less than the threshold jaw move-
ment, the movement of the jaw of the patient may not
stimulate correction of the jaw position.
[0153] A jaw movement after the first jaw movement,
in some embodiments, can be less than the threshold
jaw movement. For example, a jaw movement that is less
than the threshold jaw movement can be more comfort-
able for the patient.
[0154] Alternatively, the jaw position of the patient can
be moved using a plurality of incremental jaw movements
(e.g., small increments) across the range of stages. The
incremental jaw movements can, for instance, be across
the range of stages to move the jaw of the patient toward
the corrected jaw position. Each incremental jaw move-
ment can be a movement that is less than the threshold
jaw movement. For example, each jaw movement can
include a .5 mm jaw movement per stage (or a number
of stages) of the range of stages.
[0155] Embodiments in accordance with the present
disclosure are not limited to the number of jaw place-
ments, the number of stages in a range and/or the
number of stages of a treatment plan illustrated by the
present example. For instance, embodiments can in-
clude more or fewer jaw placements, stages in a range,
or stages than discussed. Further, more than one of the
identified jaw placements can include a misaligned jaw.

[0156] In some embodiments, the processor 666 cou-
pled to the memory 668 can cause the computing device
664 to perform the method comprising providing a treat-
ment plan for the patient. The treatment plan can include
a virtual model of a dental appliance having a first shell
and a second shell configured to reposition at least one
tooth of the patient. The at least one tooth can, for in-
stance, include a tooth on a lower jaw and/or a tooth on
an upper jaw of the patient. Further, the virtual model of
the dental appliance can include repositioning jaw ele-
ments on the first shell and the second shell configured
to move a position of the misaligned jaw of the patient
(e.g., to move sagittally a position of the misaligned jaw
of the patient).
[0157] The repositioning jaw elements on the first shell
and the second shell can be designed based on an aim
of repositioning the misaligned jaw of the patient. A par-
ticular repositioning jaw element can have a shape and
angle specific to a treatment plan based on at least one
of a final and/or intended jaw position, an intended use
(e.g., Class I correction, Class II correction, and/or Class
III correction), and/or an orientation of a tooth over which
the repositioning jaw element is positioned.
[0158] According to a number of embodiments of the
present disclosure, providing a treatment plan for the pa-
tient can include identifying a final jaw position of the
patient. The final jaw position of the patient can include,
for instance, an improved and/or optimized jaw position.
For instance, the final jaw position may include simulta-
neous contacting of the upper and lower teeth on the
right and left sides, and in the anterior and posterior oc-
clusal areas with maximum interdigitation, a best fit or
seating of the condyles of the mandible within the joint
housing of the temporal bone, and/or correction of maloc-
clusions.
[0159] The identified final jaw position can be used to
design the virtual repositioning jaw elements. For in-
stance, the virtual repositioning jaw elements can be de-
signed to move the position of the misaligned jaw of the
patient toward and/or to the final jaw position (e.g., to
move sagittally).
[0160] Alternatively and/or in addition, a plurality of
dental appliances (e.g., a series of dental appliances)
can be used to move the position of the misaligned jaw
of the patient toward and/or to the final jaw position. For
example, in some embodiments, providing the treatment
plan can include providing a virtual model of a plurality
of dental appliances. The plurality of dental appliances
can be configured to reposition the misaligned jaw in in-
cremental distances according to a number of stages of
a treatment plan (e.g., as discussed further with regard
to the embodiments illustrated in Figures 7A-7D).
[0161] The shape and angle of each of the reposition-
ing jaw elements can be specific to a stage of a treatment
plan for which the appliance was designed (e.g., succes-
sive appliances created according to a treatment plan
may have differently positioned, angled, and/or shaped
repositioning jaw elements). Repositioning jaw elements
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that have shapes and angles specific to particular stages
of treatment can be advantageous over using generic
and/or uniform repositioning jaw element that are not
specific to treatment stages and therefore may not accu-
rately provide the desired correction for the treatment
stage during which they are used. Such inaccurate treat-
ment can lead to lengthening treatment plans, a need for
a revised treatment plan, and/or unnecessary user dis-
comfort, among other drawbacks. In contrast, a number
of embodiments of the present disclosure allow for more
timely, accurate, and/or comfortable execution of treat-
ment plans.
[0162] In various embodiments, the processor 666
coupled to the memory 668 can cause the computing
device 664 to perform the method comprising virtually
testing the jaw movement to occur by the patient wearing
the dental appliance. The virtual testing can include test-
ing jaw movement, in addition to movement of teeth, in
a number of embodiments. The virtual repositioning jaw
elements can be adjusted based on the virtual testing of
the jaw movement. For instance, the virtual repositioning
jaw elements can be adjusted to reach an intended jaw
position and/or a final jaw position in a treatment plan.
The virtual testing and/or adjustment, in some embodi-
ments, can be across a number of stages of a treatment
plan.
[0163] For example, for each stage of a treatment plan,
the instructions can be executed to model forces applied
to a virtual model of the jaw by an appliance correspond-
ing to that stage (to simulate actual forces to be applied
to a user’s physical jaw by a physical appliance). Those
forces can include forces applied to the virtual model of
the jaw by the virtual repositioning jaw elements, by virtue
of the appliance being slightly out of alignment with a
current configuration of the virtual model of the teeth
and/or include forces applied to the aligner by the user
(e.g., when the user wears the physical dental appliance).
[0164] The instructions can be executed to position the
virtual repositioning jaw elements on the digital teeth of
the virtual model of the jaw at a particular stage of treat-
ment and/or adjust a position of the virtual repositioning
jaw elements for subsequent stages of treatment. The
virtual model of the jaw can be different at each stage of
treatment according to the treatment plan (e.g., position-
ing of the virtual teeth and/or jaw can change). The in-
structions can be executed to adjust the position of the
virtual repositioning jaw elements according to changes
to the virtual model of the jaw between treatment stages
and/or according to anticipated changes in subsequent
stages of treatment (e.g., to help effectuate a desired
change to the virtual model of the jaw).
[0165] Positioning and/or adjustment of positioning of
virtual repositioning jaw elements on a virtual model of a
jaw can be automatic (e.g., by operation of software
based on force modeling for a particular stage of treat-
ment), manual (e.g., by operation of an operator inter-
acting with the virtual model via an interface with a com-
puting device), or a combination thereof. Likewise, the

shape, size, orientation (e.g., various angles with respect
to references), and/or attachment location (on the virtual
teeth) of the virtual repositioning jaw elements can be
automatically set by the software, by manual operation
(e.g., an operator can specify the necessary criteria of
the virtual repositioning jaw elements and/or modify de-
fault criteria provided by the software), or a combination
thereof.
[0166] An automatic positioning of virtual repositioning
jaw elements on the virtual model of the jaw can, for ex-
ample, occur in response to identifying the plurality of
jaw placements of the virtual model of the jaw between
stages of the treatment plan, as previously discussed.
The position may be guided in part based on a posturing
of the patient’s jaw in a simulated advanced position,
whereby the postured position is captured and/or an input
by means of a bite registration that can be physical (e.g.,
wax or silicon bite) or digital (e.g., intraoral bite scan).
Further, in some embodiments, the simulated advanced
position may be based on photographs of the patient
when the patient’s jaw is in the advanced position. At
least one of the plurality of jaw placements can be iden-
tified as a misaligned jaw, wherein the jaw placement is
associated with a range of stages of the treatment plan.
[0167] A virtual model of a dental appliance having a
first shell and a second shell can be provided for at least
one stage of the range of stages with the identified mis-
aligned jaw. Although embodiments are not so limited
and embodiments in accordance with the present disclo-
sure can include providing a treatment plan that includes
virtual models of dental appliances (e.g., shells) for each
stage of the treatment plan.
[0168] Virtual repositioning jaw elements can be posi-
tioned on the virtual teeth and/or virtual shells at the
stage. For example, virtual repositioning jaw elements
can be positioned on shells of a first and a last stage of
the range of stages with an identified misaligned jaw. The
position at the first and the last stage of the range of
stages can include an estimated initial repositioning jaw
element position and orientation.
[0169] The positioned repositioning jaw elements can
be refined at intermediate stages of the range of stages
(e.g., between the first and the last stage of the range of
stages). For example, the position at the first and the last
stage of the range of stages can be interpolated with a
refined position and orientation at the intermediate stag-
es. The positions at the first stage, last stage, and/or in-
termediate stages can be adjusted (to a refined position
and orientation) to comply with a number of constraints,
as discussed below. The refined position and orientation
can include an optimized placement of the virtual repo-
sitioning jaw elements.
[0170] That is, repositioning jaw elements for a first jaw
placement that is associated with a number of stages
can be the same repositioning jaw elements for each
stage in the range of stages and/or can include incre-
mental adjustments between stages. For example, the
incremental adjustments can be based on differences in
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tooth positions and/or jaw position between stages.
[0171] Each repositioning jaw element within the range
of stages can have a similar gross movement (e.g., move
toward a corrected jaw position) with refined position
and/or oriented (e.g., refined alignment with arch curve,
refined angle of interface, etc.) based on the tooth place-
ment and/or jaw position in the stage. The interpolation
between stages can smooth the transition of the reposi-
tioning jaw elements between stages within the same
range of stages.
[0172] As previously discussed, the dental appliances,
in some embodiments, can reposition the teeth of the
patient in parallel with jaw repositioning. In such embod-
iments, the stages of the treatment plan can be associ-
ated with tooth movement. For instance, movement of
teeth of the patient across the stages of the treatment
plan can be designed prior to, consecutively with, and/or
subsequently to the jaw repositioning planning.
[0173] For example, movement of teeth of the patient
toward a target position can be planned across a plurality
of stages of the treatment plan. Prior to, consecutively
with, and/or subsequently to planning the movement of
teeth, the jaw repositioning can be planned. As previously
discussed, a misaligned jaw of a patient associated with
a range of stages of the treatment plan can be identified.
[0174] In some embodiments, during designing of the
repositioning jaw elements, the movement of teeth can
be revised based on and/or to allow for movement of the
jaw. For example, the position of the patient’s teeth can
be revised to support the corrected jaw position and/or
to allow for movement to the corrected jaw position.
Thereby, the repositioning of the teeth can be planned
in parallel with jaw repositioning planning.
[0175] As an example, the range of stages may be
helpful because certain interferences between the upper
jaw and the lower jaw may first be eliminated (e.g., such
as movement of one or more teeth) before a more anterior
position of the jaw of the patient is attained without sig-
nificantly opening the bite.
[0176] The virtual dental appliance (e.g., virtual shells
with the virtual repositioning jaw elements) can be de-
signed using a number of constraints. A constraint, as
used herein, can include a physical limit or restriction of
the physical dental appliance to satisfy.
[0177] For example, the number of constraints can in-
clude physical limitations or restrictions of a placement
and/or an orientation of the repositioning jaw elements
in relation to a current tooth arrangement (e.g., surfaces
of particular teeth, position of particular teeth, and/or the
arch curve), a current jaw position, and/or a predicted
corrected jaw position of the patient. A current tooth ar-
rangement and/or current jaw position, as used herein,
can include a tooth arrangement and/or jaw position of
the patient at a particular stage of the treatment plan that
the repositioning jaw elements are designed for.
[0178] The tooth arrangement and/or jaw position of
the patient can, for example, change from one stage to
another. Repositioning jaw elements can be positioned

and/or oriented for a particular stage of a treatment plan
based on the tooth arrangement and/or jaw position of
the patient at the particular stage. The repositioning jaw
elements can be the same for a range of stages of the
treatment plan to accomplish a particular jaw movement.
However, the position and/or orientation of the reposi-
tioning jaw elements can be adjusted (e.g., are different)
between the stages of the range.
[0179] The constraints can be used to optimize place-
ment of the virtual repositioning jaw elements. For in-
stance, the constraints can each be satisfied, and/or sat-
isfied to the greatest extent possible, to satisfy the great-
est subset of the constraints.
[0180] For example, the virtual dental appliance can
be designed by inputting a corrected jaw position of the
patient and outputting repositioning jaw elements that
can result in and/or move the jaw toward the corrected
jaw position. A corrected jaw position can include a cor-
rected relation of the upper jaw and the lower jaw as
compared to the current jaw position of the patient, as
previously discussed. In some embodiments, the correct-
ed jaw position can include an ideal jaw position. An ideal
jaw position can include an optimal relation of the upper
lower and lower jaw. The corrected jaw position can, for
instance, be predicted (e.g., calculated) using patient da-
ta. For instance, the patient data can include articulation
information and/or tooth data of the patient.
[0181] The position of the repositioning jaw elements
can be adjusted to an ideal fit of the repositioning jaw
elements based on the number of constraints. An ideal
fit of the repositioning jaw elements can be a position and
fit of the repositioning jaw elements that can reposition
the patient’s jaw toward the corrected jaw position and/or
minimize discomfort for a patient, among other benefits.
[0182] In some embodiments, the number of con-
straints for repositioning jaw elements that extend from
an occlusal surface of the shells (e.g., herein generally
referred to as "occlusal repositioning jaw elements") can
include: 1.) a distance between an occlusal repositioning
jaw element and a coronal surface of a tooth on the op-
posing jaw is greater than a threshold distance, 2.) a tooth
surface of a tooth beneath an occlusal repositioning jaw
element does not extend through a surface of the occlusal
repositioning jaw element, 3.) an occlusal repositioning
jaw element does not violate buccal-lingual borders of
occlusal surfaces of the teeth beneath, 4.) an occlusal
repositioning jaw element is aligned with an arch curve
direction, 5.) a slant of interface of the occlusal reposi-
tioning jaw element is aligned with the occlusal plane
normal, 6.) angulation of an occlusal repositioning jaw
element in a buccal-lingual direction is limited, 7.) an oc-
clusal repositioning jaw element is positioned from the
1st molar to the 1st bicuspid, 8.) at least one molar (e.g.,
2nd or 1st molar) on the lower jaw is uncovered by an
occlusal repositioning jaw element, among other possi-
ble constraints that may be utilized, and 9). a specific bite
registration configuration.
[0183] For example, the distance between an occlusal
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repositioning jaw element and a coronal surface of a tooth
on the opposing jaw being greater than a threshold dis-
tance can account for the thickness of the shells. The
thickness of the shells can contribute to the separation
difference between jaws. As an example, the threshold
distance can include at least two times the thickness of
the shell.
[0184] A tooth surface of a tooth beneath an occlusal
repositioning jaw element not extending through a sur-
face of the occlusal repositioning jaw element can pre-
vent and/or minimize unwanted forces applied to a coro-
nal surface of teeth beneath the repositioning jaw ele-
ments. For instance, the teeth beneath the occlusal re-
positioning jaw elements and/or teeth beneath surfaces
of the occlusal repositioning jaw elements (e.g., surfaces
that may be able to contact a surface of the shell on the
opposing jaw, such as a plane of material discussed fur-
ther in connection with Figure 15) may not extend through
the occlusal repositioning jaw element and/or surface.
To prevent a tooth from extending through a surface of
the occlusal repositioning jaw element, a surface of the
occlusal repositioning jaw element (such as, the plane
of material) can extend across the coronal surface of the
tooth beneath the surface of occlusal repositioning jaw
element.
[0185] Not violating a buccal-lingual border of teeth be-
neath an occlusal repositioning jaw element can distrib-
ute jaw closing forces across the shell of the dental ap-
pliance. A buccal-lingual border of teeth beneath can in-
clude a buccal or lingual edge of the coronal surface of
a tooth.
[0186] For instance, to not violate a buccal-lingual bor-
der, an occlusal repositioning jaw element can be cen-
tered across the buccal-lingual width of the occlusal sur-
face of the shell. Alternatively and/or in addition, a buccal-
lingual width of the repositioning jaw element can be re-
vised to center the repositioning jaw element across the
buccal-lingual width of the occlusal surface of the shell.
This can allow for the occlusal repositioning jaw element
to be supported by the occlusal surfaces of the teeth be-
neath the occlusal repositioning jaw element and assist
with preventing jaw closing forces from causing dental
appliance dislodgement or gingiva impingement.
[0187] An occlusal repositioning jaw element can be
aligned with an arch curve direction of a patient by align-
ing the distal-mesial length of the occlusal repositioning
jaw element along the curve of the arch of the patient.
Aligning with the arch curve direction, in accordance with
embodiments of the present disclosure, can include
aligning the distal-mesial length of the occlusal jaw ele-
ment with the curve of the arch of the patient to a threshold
degree (e.g., plus or minus a threshold degree.
[0188] Further, a slant of interface of the occlusal re-
positioning jaw element can be aligned with an occlusal
plane normal by the slant of interface of the first surface
and/or the second surface being within a threshold de-
gree of parallel (e.g., two degrees) to the occlusal plane
normal of the patient. For example, the slant of interface

of an occlusal repositioning jaw element aligning with the
occlusal plane normal can include the first surface and
the second surface interfacing within a threshold degree
(e.g., above or below a few degrees) of parallel to the
occlusal plane normal.
[0189] An occlusal plane, as used herein, can include
a direction that is determined based on the bite surface
of a patient. As previously discussed, an occlusal plane
is parallel to the bite surface of the teeth. An occlusal
plane normal is perpendicular to the occlusal plane (e.g.,
bite surface) of the teeth of the patient, for example.
[0190] Aligning with the occlusal plane normal can pre-
vent the angle of interface between a first surface of a
first occlusal repositioning jaw element and a second sur-
face of a second occlusal repositioning jaw element from
being too shallow to move and/or keep the jaw in a po-
sition and too steep to be comfortable for the patient. For
instance, a range of angles of the interface of the first
surface and the second surface designed to interface,
interact, and/or otherwise engage relative to the occlusal
plane normal can be used.
[0191] The angulation of an occlusal repositioning jaw
element in a buccal-lingual direction can include a buccal
or lingual angle of the position of the occlusal reposition-
ing jaw element when viewed posteriorly. Ideally, if the
occlusal repositioning jaw element is viewed posteriorly,
the occlusal repositioning jaw element is parallel to oc-
clusal plane normal (e.g., the occlusal repositioning jaw
element is not and/or is minimally positioned/tilted in a
buccal or lingual direction). A range of buccal-lingual an-
gulation can be used, for example. Limiting the angle can
distribute jaw closing forces evenly among the teeth be-
neath the occlusal repositioning jaw element and/or sur-
faces of the occlusal repositioning jaw element.
[0192] The range of the positioning of the occlusal re-
positioning jaw elements can be from the 1st molar to the
15t bicuspids. The 2nd molar and canines can be uncov-
ered by the occlusal repositioning jaw elements. For ex-
ample, the 2nd molars may not be accurately captured
by an impression or scan such that it may be beneficial
to not position a repositioning jaw element on the 2nd

molars.
[0193] Further, canines may be uncovered by the oc-
clusal repositioning jaw elements as canines are often
moved in treatment planning. Not covering the canines
with occlusal repositioning jaw elements can allow the
canines to be simultaneously moved with the jaw repo-
sitioning treatment to decrease treatment time. And, in
some cases, at least one molar can be uncovered by the
occlusal repositioning jaw elements for labeling purposes
for manufacturing (e.g., to mark with identification infor-
mation).
[0194] A specific bite configuration, as used herein,
can include one or more specific contacts between op-
posing teeth that are identified (e.g. a specific desired
cusp-tip to fossa relationship or incisal edge to opposing
fossae contact area). For instance, with a specific bite
configuration the jaws are separated a specified amount
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in order to integrate the desired dental appliance fea-
tures.
[0195] In a number of embodiments, the number of
constraints for repositioning jaw elements that extend
from an buccal or lingual surface of the shells (herein
generally referred to as "buccal or lingual repositioning
jaw elements") can include, for example: 1.) a distance
between a buccal or lingual repositioning jaw element
and a coronal surface of a tooth on the opposing jaw is
greater than a threshold distance, 2.) coronal surface of
a tooth supports a buccal or lingual repositioning jaw el-
ement, 3.) avoid undercut, 4.) minimize angulation in buc-
cal or lingual direction, 5.) a buccal or lingual repositioning
jaw element is aligned with an arch curve direction, 6.) a
slant of interface of a buccal or lingual repositioning jaw
element is aligned with occlusal plane normal 7.) a buccal
or lingual repositioning jaw element is positioned from
the 1st molar to the 1st bicuspid, 8.) symmetry of buccal
or lingual repositioning jaw elements on the left side and
right side of the jaw, and 9.) buccal or lingual repositioning
jaw elements crisscross when viewed posteriorly or an-
teriorly.
[0196] Similarly to occlusal repositioning jaw elements,
the distance between a buccal or lingual repositioning
jaw element and a coronal surface of a tooth on the op-
posing jaw being greater than a threshold distance can
account for the thickness of the shells. The thickness of
the shells can contribute to the separation difference be-
tween jaws in an anterior-posterior direction. As an ex-
ample, the threshold distance can include at least two
times the thickness of the shell.
[0197] The coronal surface of a tooth beneath a buccal
or lingual repositioning jaw element can provide support
for the buccal or lingual repositioning jaw element. The
support by the tooth beneath can prevent and/or mini-
mize flaring of the buccal or lingual repositioning jaw el-
ement in a buccal or lingual direction, respectively, that
may occur with biting on the dental appliance.
[0198] The undercut of the tooth beneath the buccal
or lingual repositioning jaw element can be avoided to
prevent and/or minimize hygienic issues for a patient
and/or manufacturability of the dental appliance, among
other benefits. For instance, a buccal or lingual reposi-
tioning jaw element positioned in and/or near an undercut
of a tooth can result in a receptacle for food or other
debris to collect and can cause difficulty for manufactur-
ing.
[0199] The angle of a buccal or lingual repositioning
jaw element in buccal or lingual direction, respectively,
can be minimized (while being enough to comply with
constraint 9) to increase patient comfort. For instance,
an increase in the angle of the repositioning jaw element
in a buccal direction that extends from a buccal surface
of a shell can increase contact with a cheek and/or other
tissue of the patient.
[0200] Similarly, a buccal or lingual repositioning jaw
element can be aligned with an arch curve direction of
the patient to prevent and/or minimize the buccal or lin-

gual repositioning jaw element from protruding into tissue
of the patient (e.g., cheeks or tongue tissue). Aligning
with the arch curve direction can include positioning the
buccal or lingual repositioning jaw element as close as
possible to the arch curve direction of the patient.
[0201] The slant of interface of a buccal or lingual re-
positioning jaw element, similarly to an occlusal reposi-
tioning jaw element, can be aligned with an occlusal plane
normal of the patient. A slant of interface of a buccal or
lingual repositioning jaw element can be aligned with an
occlusal plane normal of a patient by an angle of an in-
terface of a first surface of a first buccal or lingual repo-
sitioning jaw element and/or a second surface of a sec-
ond buccal or lingual repositioning jaw element being
within a threshold degree of parallel to the occlusal plane
normal of the patient (e.g., perpendicular to the occlusal
plane of the patient). For example, the slant of interface
of an buccal or lingual repositioning jaw element aligning
with the occlusal plane normal can include the first sur-
face and the second surface interfacing within a threshold
degree (e.g., above or below a few degrees) of parallel
to the occlusal plane normal of the patient.
[0202] Aligning with occlusal plane normal can allow
for the angle of interface of the first surface of the first
buccal or lingual repositioning jaw element and the sec-
ond surface of the second buccal or lingual repositioning
jaw element to be steep enough to move the position of
the patient’s jaw but not too steep to be uncomfortable
for the patient.
[0203] The range of the positioning a buccal or lingual
repositioning jaw element can be from the 1st molar to
the 1st bicuspids. As previously stated, the 2nd molar and
canines can be uncovered by the buccal or lingual repo-
sitioning jaw elements.
[0204] The positioning of buccal or lingual reposition-
ing jaw elements on the left side of the jaw with buccal
or lingual repositioning jaw elements on the right side of
the jaw can be symmetric to prevent and/or minimize
interfacing buccal or lingual repositioning jaw elements
on one side of the jaw but not the other (e.g., on the left
side but not the right side or the right side but not the left
side). If the buccal or lingual repositioning jaw elements
are interfacing on one side and not the other, uneven
loading of the temporomandibular jaw joint can occur,
which can cause a temporomandibular joint disorder
(TMJ).
[0205] Further, the buccal or lingual repositioning jaw
elements crisscrossing when viewed from the posterior
or the anterior can assist in positioning and/or holding
the lower jaw in an ideal position (e.g., a corrected jaw
position and/or a position toward a corrected jaw posi-
tion). For a first buccal or lingual repositioning jaw ele-
ment and a second buccal or lingual repositioning jaw
element to crisscross, a sufficient angle (in a buccal or
lingual direction) and coronal-apical height of the buccal
or lingual repositioning jaw elements is present to move
the position of the jaw.
[0206] Figures 7A-7D illustrate examples of a plurality
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of devices for repositioning jaws according to a number
of embodiments of the present disclosure. In some em-
bodiments of the present disclosure, a plurality of dental
appliances can be used for treating misalignment of teeth
of a patient and/or misalignment of the patient’s jaw. For
example, a treatment plan can be divided into multiple
parts (also called stages) wherein dental appliances (in
this case, an appliance having an upper shell and lower
shell) are used in succession to move one or more of the
patient’s teeth and/or jaw from an initial position to a tar-
get position. And, wherein specialized dental appliances
can be designed for each stage of treatment having cav-
ities with particular dimensions and orientations in which
teeth are placed to move one or more of the teeth to a
particular position during the particular stage of treatment
and/or to move the jaw to a new position when the jaw
is closed (e.g., to aid the jaw in following a different path
from an open to a closed position to change the path from
an initial path to a target path wherein the different path
results in a new position of the jaw when it is fully closed).
Such a change in jaw path can be accomplished with one
device or incrementally with several devices wherein the
repositioning jaw elements are in different positions
and/or orientations with respect to each other and/or the
shell on which they are connected. Accordingly, as dis-
cussed above, each of the plurality of dental device ap-
pliances can include a treatment stage in an incremental
treatment plan.
[0207] For example, the plurality of devices can include
a series of dental appliances designed to incrementally
implement a treatment plan. For instance, the series of
dental appliances can incrementally move a position of
the patient’s jaw (when the jaw is viewed in its fully closed
orientation) from stage to stage. The movement of the
position of the jaw can include a revised position of the
lower jaw of the patient relative to the upper jaw of the
patient. Each stage of the treatment plan can move the
position of the patient’s jaw an incremental distance
(e.g., .1mm) from the previous position of the patient’s
jaw, as discussed further herein. From one stage to the
next stage, the position of the patient’s jaw can progress
toward a final or target jaw position.
[0208] The incremental movement of the patient’s jaw
can occur based on the use of repositioning jaw elements
that have slightly different positions or orientations on the
shells from stage to stage. For example, the positioning
of repositioning jaw elements extending from a first shell
and/or second shell of a dental appliance can be revised
from a first stage to a second stage. The revised posi-
tioning can include changing a mesial-distal length and/or
a mesial-distal placement of a repositioning jaw element
from one stage (e.g., a first dental appliance) to a next
stage (e.g., a second dental appliance), as discussed
further herein.
[0209] As used herein, a "first stage" does not neces-
sarily mean the original stage of a treatment plan, but is
a relative term with respect to other stages. For example,
the "first stage" may be a second stage of a 50 stage

treatment plan, while the "second stage" may be a tenth
stage of the 50 stage treatment plan, while the "third
stage" may be a 30th stage of the 50 stage treatment
plan, and the "fourth stage" may be a 40th stage of the
50 stage treatment plan.
The treatment plan may just treat the position of the jaw
or, in some embodiments, the treatment of the position
of the jaws can be combined with the movement of one
or more teeth on one or both jaws. For instance, the series
of dental appliances can be used to incrementally (e.g.,
in increments of 0.1 mm) move a position of a misaligned
jaw of a patient. This can be beneficial as typical current
jaw alignment techniques move a jaw in large incre-
ments, such as .5mm or greater, which may cause dis-
comfort to the patient, among other issues.
[0210] As discussed above, one or more of the series
of dental appliances can also be configured to reposition
a number of teeth of the patient’s dentition. In some em-
bodiments, one or more of the series of dental appliances
can be configured to reposition a number of teeth of the
patient’s dentition simultaneously with moving a position
of a jaw of the patient. An example series of dental ap-
pliances can include a first dental appliance comprising
a first shell having a first repositioning jaw element ex-
tending therefrom and a second shell having a second
repositioning jaw element extending therefrom. The first
dental appliance can be associated with and/or a part of
an initial stage of a treatment plan (e.g., a first stage).
The first dental appliance can be configured to move a
misaligned jaw of the patient to a first incremental jaw
position. Jaw positions can be compared when the jaw
is positioned in a similar open-closed position along its
path. For example, a comparison can be made when the
jaw is in a fully engaged sagittal jaw position. Alternative-
ly, a comparison could be made at other positions of the
repositioning jaw elements, for example, when the repo-
sitioning jaw elements first contact each other.
[0211] The series of dental appliances can include a
second dental appliance comprising a first shell having
a first repositioning jaw element extending therefrom and
a second shell having a second repositioning jaw element
extending therefrom. The second dental appliance can
be associated with and/or a part of a second stage of the
treatment plan (e.g., a subsequent stage to the initial
stage). The second dental appliance can be configured
to move the misaligned jaw of the patient to a second
incremental position.
[0212] For example, the second dental appliance can
move the misaligned jaw based on the first repositioning
jaw element and the second repositioning jaw element
having a second position specific to a second stage of
the treatment plan. In this manner, the movement in-
duced by use of the repositioning jaw elements can be
divided into increments which may allow the movement
to be more precise, may allow for more complex move-
ments, and may allow for less discomfort to the patient.
[0213] A non-engaged sagittal jaw position, as used
herein, can include a position of the patient’s upper jaw
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and lower jaw when the repositioning jaw elements of
the first shell and the repositioning jaw elements of the
second shell are not interfacing, interacting, and/or en-
gaging (e.g., not touching). For instance, a non-engaged
sagittal jaw position may include a position of the first
shell and the second shell such that the repositioning jaw
elements are not providing a force to move (e.g., sagit-
tally) the patient’s jaw.
[0214] An engaged sagittal jaw position, as used here-
in, can include a position of the patient’s upper jaw and
lower jaw when the repositioning jaw elements of the first
shell and the repositioning jaw elements of the second
shell are interfacing, interacting, and/or engaging. For
example, an engaged sagittal jaw position may include
a position of the first shell and the second shell such that
the repositioning jaw elements are providing a force to
move (e.g., sagittally) the patient’s jaw. As discussed
herein, in various embodiments, the dental appliance
may move a jaw of the patient in one or more other di-
rections in addition to sagittal movement.
[0215] Although the present embodiment illustrates
two dental appliances in a series of dental appliances,
embodiments in accordance with the present disclosure
are not so limited. Treatment plans can include a variety
of number of dental appliances, including more or less
than two dental appliances.
[0216] As discussed above, each treatment stage can
include a gradual movement of a lower jaw of a patient.
The increments can occur based on changes in the me-
sial-distal length of the repositioning jaw elements and/or
shifts in placement of the repositioning jaw elements on
the shell (e.g. shift at least one repositioning jaw element
in a mesial or distal direction).
[0217] For example, as illustrated in each embodiment
of Figures 7A-7D, the treatment plan can include a
number of treatment stages. The embodiments of Fig-
ures 7A-7D each illustrate two treatment stages. Each
of the treatment stages can include a removable dental
appliance with a first shell (e.g., first shell 714-1 of the
first stage and first shell 714-2 of the second stage of
Figures 7A-7D, herein generally referred to as "first shell
714") and a second shell (e.g., second shell 716-1 of the
first stage and second shell 716-2 of the second stage
of Figures 7A-7D, herein generally referred to as "second
shell 716").
[0218] Each first shell 714 can have a number of tooth
apertures configured to receive and reposition a number
of teeth of a patient’s upper dentition and each second
shell 716 can have a number of tooth apertures config-
ured to receive and reposition a number of teeth of the
patient’s lower dentition. A first repositioning jaw element
(e.g., 706-1 of the first stage and 706-2 of the second
stage of Figures 7A-7D, herein generally referred to as
"first repositioning jaw element 706") can extend from a
surface the first shell 714 and can include a first surface.
A second repositioning jaw element (e.g., 708-1 of the
first stage and 708-2 of the second stage of Figures 7A-
7D, herein generally referred to as "second repositioning

jaw element 708) can extend from a surface the second
shell 716 and include a second surface to interface, in-
teract, and/or engage with the first surface of the first
repositioning jaw element 706.
[0219] For instance, the first repositioning jaw element
706 and the second repositioning jaw element 708 of
each dental appliance can be positioned to interface in
the presence of a fully engaged sagittal jaw position of
the patient’s upper dentition and the patient’s lower den-
tition in a manner to reposition the patient’s jaw. For in-
stance, the repositioning can include a forward and
downward movement of the patient’s lower jaw (e.g., to
sagittally move).
[0220] Each dental appliance in the treatment plan
(e.g., at each treatment stage) can be configured to repo-
sition the number of teeth of the patient’s upper dentition
and the number of teeth of the patient’s lower dentition
and/or reposition of the patient’s jaw. For instance, the
repositioning of the patient’s jaw can be incremental
across the number of treatment stages. An incremental
reposition of the patient’s jaw can include, for instance,
gradual advancement of the lower jaw. As described fur-
ther herein, the gradual advancement can be achieved
by shifting the placement of at least one of the reposi-
tioning jaw elements from a first stage (e.g., first dental
appliance) to a second stage (e.g., second dental appli-
ance) and/or changing the mesial-distal length of at least
one of the repositioning jaw elements from a first stage
to a second stage of the treatment plan.
[0221] The embodiments of Figures 7A-7D can illus-
trate repositioning jaw elements 706, 708 oriented in a
horizontal line. For instance, each horizontal line can rep-
resent a side view of (e.g., shells) a jaw pair (e.g., an
upper jaw and a lower jaw). Although not illustrated by
Figure 7A-7D, the repositioning jaw elements 706, 708
can be positioned to extend from a surface of a shell 714,
716 that is shaped to substantially follow a dental arch
of a patient. As such, the left end points of each of Figures
of 7A-7D represent a posterior direction 745 and/or re-
gions of the jaws (e.g., of the patient when the dental
appliance is worn) and the right end points of each of the
Figures 7A-7D represent anterior directions 747 and/or
regions of the jaws (e.g., of the patient when the remov-
able dental appliance is worn). The repositioning jaw el-
ements 706, 708 extend from the surfaces of the shells.
[0222] Figure 7A illustrates an example of a number
of treatment stages to reposition a jaw of a patient in
gradual advancements by changing a mesial-distal
length of a first repositioning jaw element. Changing a
mesial-distal length of a repositioning jaw element, as
used herein, can include increasing or decreasing the
length of the repositioning jaw element along a mesial-
distal plane of teeth of the patient. For instance, the first
treatment stage can include a first repositioning jaw ele-
ment 706-1 that extends from a surface of a first shell
714-1 configured to receive and reposition a number of
teeth of a patient’s upper dentition. A second reposition-
ing jaw element 708-1 can extend from a surface of a
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second shell 716-1 configured to receive and reposition
a number of teeth of the patient’s lower dentition.
[0223] The mesial-distal length of the first repositioning
jaw element 706-1 and the second repositioning jaw el-
ement 708-1 can include particular lengths based on the
first treatment stage. For instance, the length can be
based on an incremental distance of the particular treat-
ment stage. Based on the mesial-distal lengths of the
first repositioning jaw element 706-1 and the second re-
positioning jaw element 708-1 of the first treatment stage,
the patient’s jaw can be repositioned to a first incremental
position and/or distance.
[0224] In some embodiments, as illustrated by Figure
7A-D, the first repositioning jaw elements 706 can include
a longer mesial-distal length than the second reposition-
ing jaw elements 708. In some instances, a patient may
have posterior teeth on the lower jaw that have not yet
fully erupted. The longer mesial-distal length of the first
repositioning jaw elements 706 on the first shell 714 can
minimize and/or prevent the posterior teeth on the lower
jaw from erupting farther than is desirable (e.g., super
eruption) while still allowing the posterior teeth to erupt.
[0225] A second treatment stage can include a first re-
positioning jaw element 706-2 that extends from a sur-
face of a first shell 714-2 configured to receive and repo-
sition a number of teeth of the patient’s upper dentition.
A second repositioning jaw element 708-2 can extend
from a surface of a second shell 716-2 configured to re-
ceive and reposition a number of teeth of the patient’s
lower dentition.
[0226] The mesial-distal length of the first repositioning
jaw element 706-2 of the second treatment stage can be
increased from the mesial-distal length of the first repo-
sitioning jaw element 706-1 of the first treatment stage.
The increase in mesial-distal length can be based on the
incremental distance of the particular treatment stage.
The change can include, for example, a particular dis-
tance value x 791 (e.g., increase by particular distance
value x 791) in which the mesial surface of repositioning
jaw element 706-2 is extended by a distance "x" in the
mesial direction. The second repositioning jaw element
708-2 of the second treatment stage can be the same
mesial-distal length as the second repositioning jaw el-
ement 708-1 of the first treatment stage and/or can be
increased, in various embodiments. Based on the mesial-
distal lengths of the first repositioning jaw element 706-2
and the second repositioning jaw element 708-2 of the
second treatment stage, the patient’s jaw can be reposi-
tioned to a second incremental position and/or distance.
[0227] Figure 7B illustrates an example of a number
of treatment stages to reposition a jaw of a patient in
gradual advancements by changing a mesial-distal
length of a second repositioning jaw element. For in-
stance, the first treatment stage can include a first repo-
sitioning jaw element 706-1 that extends from a surface
of a first shell 714-1 configured to receive and reposition
a number of teeth of a patient’s upper dentition. A second
repositioning jaw element 708-1 can extend from a sur-

face of a second shell 716-1 configured to receive and
reposition a number of teeth of the patient’s lower denti-
tion.
[0228] The mesial-distal length of the first repositioning
jaw element 706-1 and the second repositioning jaw el-
ement 708-1 can include particular lengths based on the
first treatment stage. The length can be based on an in-
cremental distance of the particular treatment stage.
Based on the mesial-distal lengths of the first reposition-
ing jaw element 706-1 and the second repositioning jaw
element 708-1 of the first treatment stage, the patient’s
jaw can be repositioned to a first incremental position
and/or distance.
[0229] A second treatment stage can include a first re-
positioning jaw element 706-2 that extends from a sur-
face of a first shell 714-2 configured to receive and repo-
sition a number of teeth of the patient’s upper dentition.
A second repositioning jaw element 708-2 can extend
from a surface of a second shell 716-2 configured to re-
ceive and reposition a number of teeth of the patient’s
lower dentition.
[0230] The mesial-distal length of the second reposi-
tioning jaw element 708-2 of the second treatment stage
can be increased from the mesial-distal length of the sec-
ond repositioning jaw element 708-1 of the first treatment
stage. The increase in mesial-distal length can be based
on the incremental distance of the particular treatment
stage. The change can include, for example, a particular
distance value x 792 (e.g., increase by distance value x
792) in which the mesial surface of repositioning jaw el-
ement 708-2 is extended by a distance "x" in the distal
direction. The first repositioning jaw element 706-2 of the
second treatment stage can be the same mesial-distal
length as the first repositioning jaw element 706-1 of the
first treatment stage and/or can be increased, in various
embodiments. Based on the mesial-distal lengths of the
first repositioning jaw element 706-2 and the second re-
positioning jaw element 708-2 of the second treatment
stage, the patient’s jaw can be repositioned to a second
incremental position and/or distance.
[0231] Figure 7C illustrates an example of a number
of treatment stages to reposition a jaw of a patient in
gradual advancements by shifting a mesial-distal place-
ment (e.g., shift the placement of the repositioning jaw
element in a mesial or distal direction) of the first reposi-
tioning jaw element. For instance, the first treatment
stage can include a first repositioning jaw element 706-1
that extends from a surface of a first shell 714-1 config-
ured to receive and reposition a number of teeth of a
patient’s upper dentition. A second repositioning jaw el-
ement 708-1 can extend from a surface of a second shell
716-1 configured to receive and reposition a number of
teeth of the patient’s lower dentition.
[0232] The mesial-distal placement of the first reposi-
tioning jaw element 706-1 and the second repositioning
jaw element 708-1 can include a particular placement
adjacent to posterior teeth therein based on the first treat-
ment stage. For instance, the placement can be based
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on an incremental distance of the particular treatment
stage. Based on the mesial-distal placement of the first
repositioning jaw element 706-1 and the second reposi-
tioning jaw element 708-1 of the first treatment stage, the
patient’s jaw can be repositioned to a first incremental
position and/or distance.
[0233] A second treatment stage can include a first re-
positioning jaw element 706-2 that extends from a sur-
face of a first shell 714-2 configured to receive and repo-
sition a number of teeth of the patient’s upper dentition.
A second repositioning jaw element 708-2 can extend
from a surface of a second shell 716-2 configured to re-
ceive and reposition a number of teeth of the patient’s
lower dentition.
[0234] The mesial-distal placement of the first reposi-
tioning jaw element 706-2 of the second treatment stage
can be shifted in a mesial direction from the mesial-distal
placement of the first repositioning jaw element 706-1 of
the first treatment stage. The shift in mesial-distal place-
ment can be based on the incremental distance of the
particular treatment stage. The shift can include, for ex-
ample, a particular distance value x 793 (e.g., shift in a
mesial direction by a distance value of x 793). The second
repositioning jaw element 708-2 of the second treatment
stage can be the same mesial-distal placement as the
second repositioning jaw element 708-1 of the first treat-
ment stage and/or can be shifted, in various embodi-
ments. Based on the mesial-distal placements of the first
repositioning jaw element 706-2 and the second reposi-
tioning jaw element 708-2 of the second treatment stage,
the patient’s jaw can be repositioned to a second incre-
mental position and/or distance.
[0235] Figure 7D an example of a number of treatment
stages to reposition a jaw of a patient in gradual advance-
ments by shifting a mesial-distal placement of the second
repositioning jaw element. For instance, the first treat-
ment stage can include a first repositioning jaw element
706-1 that extends from a surface of a first shell 714-1
configured to receive and reposition a number of teeth
of a patient’s upper dentition. A second repositioning jaw
element 708-1 can extend from a surface of a second
shell 716-1 configured to receive and reposition a number
of teeth of the patient’s lower dentition.
[0236] The mesial-distal placement of the first reposi-
tioning jaw element 706-1 and the second repositioning
jaw element 708-1 can include a particular placement
adjacent to posterior teeth therein based on the first treat-
ment stage. For instance, the placement can be based
on an incremental distance of the particular treatment
stage. Based on the mesial-distal placement of the first
repositioning jaw element 706-1 and the second reposi-
tioning jaw element 708-1 of the first treatment stage, the
patient’s jaw can be repositioned to a first incremental
position and/or distance.
[0237] A second treatment stage can include a first re-
positioning jaw element 706-2 that extends from a sur-
face of a first shell 714-2 configured to receive and repo-
sition a number of teeth of the patient’s upper dentition.

A second repositioning jaw element 708-2 can extend
from a surface of a second shell 716-2 configured to re-
ceive and reposition a number of teeth of the patient’s
lower dentition.
[0238] The mesial-distal placement of the second re-
positioning jaw element 708-2 of the second treatment
stage can be shifted in a distal direction from the mesial-
distal placement of the second repositioning jaw element
708-1 of the first treatment stage. The shift in mesial-
distal placement can be based on the incremental dis-
tance of the particular treatment stage. The shift can in-
clude, for example, a particular distance value x 794 (e.g.,
shift in a distal direction by a distance value of x 794).
The first repositioning jaw element 706-2 of the second
treatment stage can be the same mesial-distal placement
as the first repositioning jaw element 706-1 of the first
treatment stage and/or can be shifted, in various embod-
iments. Based on the mesial-distal placements of the first
repositioning jaw element 706-2 and the second reposi-
tioning jaw element 708-2 of the second treatment stage,
the patient’s jaw can be repositioned to a second incre-
mental position and/or distance.
[0239] Although the present embodiments of Figures
7A-7D illustrate two treatment stages of a treatment plan,
embodiments in accordance with the present disclosure
are not so limited. Treatment plans can include a variety
of number of treatment stages, including more or less
than two treatment stages. At least a portion of the treat-
ment stages can include treatment for gradual advance-
ment of the patient’s jaw. Further, one or more of the
treatment stages may not include repositioning jaw ele-
ments, in various embodiments.
[0240] Figures 8A-8D illustrate examples of reposition-
ing jaw elements according to a number of embodiments
of the present disclosure. Figure 8A illustrates, for in-
stance, repositioning jaw elements 806, 808, 810, 812
that include geometric features 851-1, 851-2, 851-3,
851-4 to engage with a repositioning jaw element on an
opposing jaw.
[0241] Geometric features 851-1...851-4, as used
herein, can include a variety of protruding geometric
shapes (e.g., cylinder, rectangular, etc.) and/or receding
geometric shapes (e.g., negative space that matches the
protruding geometric shape on a repositioning jaw ele-
ment on an opposing jaw). For example, a geometric
feature 851-1 on the first surface of the first repositioning
jaw element 806 of a first shell 814 can include a concave
shaped feature and a geometric feature 851-2 on the
second surface of the second repositioning jaw element
808 of a second shell 816 can include a convex shaped
feature shaped to mate with the geometric feature 851-1
on the first surface of the first repositioning jaw element
806.
[0242] Similarly, a geometric feature 851-3 on the third
surface of the third repositioning jaw element 810 of the
first shell 814 can include a concave shaped feature and
a geometric feature 851-4 on the fourth surface of the
fourth repositioning jaw element 812 of the second shell
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816 can include a convex shaped feature shaped to mate
with the geometric feature 851-3 on the third surface of
the third repositioning jaw element 810.
[0243] Figure 8B illustrates a repositioning jaw element
803 on an occlusal surface of a removable dental appli-
ance. As illustrated, the repositioning jaw element 803
can be located on an occlusal surface of a first shell 814
(e.g., an upper dentition).
[0244] The repositioning jaw element 803 can, for in-
stance, include an occlusal surface that has a geometry
shaped to mate with the contours of the occlusal surfaces
of the second shell 816. The mating can, for instance, be
designed to reposition the jaw of the patient by guiding
the lower jaw of the patient into a forward position or
backward position (e.g., to move sagittally).
[0245] Figures 8C-8D illustrate example of reposition-
ing jaw elements 806, 808 with magnets within. Reposi-
tioning jaw elements 806, 808 with magnets within can
extend from occlusal, buccal, and/or lingual surfaces of
shells 814, 816 of a removable dental appliance. The
magnets within the repositioning jaw elements 806, 808
on opposing jaws can be opposite poles and/or same
poles to guide the lower jaw to a position. For example,
opposite poles on magnets can be used to attract the
lower jaw into the forward position and/or same poles on
magnets can be used to push the lower jaw into the for-
ward position.
[0246] Figure 8C illustrates an example of reposition-
ing jaw elements 806, 808 with magnets within that have
opposite poles on opposite jaws to attract the lower jaw
(e.g., the second shell 816) into the forward position. In
contrast, Figure 8D illustrates an example of reposition-
ing jaw elements 806, 808 with magnets within that have
same poles on opposite jaws to push the lower jaw (e.g.,
the second shell 816) into the forward position.
[0247] Although the embodiments of Figures 8C and
8D illustrate attracting or pushing the lower jaw into a
forward position (e.g., Class II correction), embodiments
in accordance with the present disclosure are not so lim-
ited. For example, embodiments in accordance with the
present disclosure can include magnets within reposi-
tioning jaw elements that attract or push the lower jaw
into a backward position (e.g., Class III correction).
[0248] Figures 9A-9B illustrate examples of features
of devices for repositioning jaws according to a number
of embodiments of the present disclosure. The devices
illustrated in Figures 9A-9C can include removable dental
appliances. Figure 9A, for instance, illustrates an exam-
ple repositioning jaw element 907 with a groove 953 on
a first shell 914 and a geometric feature 909 on a second
shell 916.
[0249] The groove 953 of the repositioning jaw element
907 can include, for instance, a hollow channel located
within and/or on a surface of the repositioning jaw ele-
ment 907 that is angled (e.g., a surface of the reposition-
ing jaw element 907 that is designed to interface, interact,
and/or engage with another repositioning jaw element
and/or shell). The groove 953 can be shaped to mate

with a geometric feature 909 on a second shell 916 on
an opposite jaw. The geometric feature 909 on the sec-
ond shell 916 on the opposite jaw can include a cylinder
shaped feature that can rotate and/or slide down the an-
gled surface of the repositioning jaw element 907 of the
first shell 914 until the groove 953 is reached. That is,
the groove 953 can limit and/or stop movement of the
geometric feature 909 on the second shell 916. The
groove 953 and geometric feature 909 combination can,
for instance, allow for greater freedom of motion of the
lower jaw while repositioning the lower jaw to a forward
position or backward position.
[0250] In some embodiments, a first repositioning jaw
element of a first shell 914 and a second repositioning
jaw element of a second shell 916 can include geometric
features. For instance, geometric features of a first repo-
sitioning jaw element and/or a second repositioning jaw
element can include a protrusion and a socket. For ex-
ample, a first repositioning jaw element can include a
protrusion extending from the first repositioning jaw ele-
ment in a direction toward occlusal surfaces teeth of the
opposing jaw. The second repositioning jaw element can
include a socket within the second repositioning jaw el-
ement. The protrusion of the first repositioning jaw ele-
ment can fit into the socket of the second repositioning
jaw element to assist in guiding the lower jaw into a for-
ward position or a backward position.
[0251] Figure 9B illustrates an example of a device with
a first geometric feature 911 on a first shell 914 and a
second geometric feature 913 on a second shell 916. For
instance, the second geometric feature 913 can include
a spring feature positioned on the second shell 916 and
the first geometric feature 911 can include a tab feature
positioned on the first shell 914 to interface, interact,
and/or engage with the spring feature (e.g., the second
geometric feature 913). The spring feature can, for in-
stance, guide the lower jaw of the patient to a forward
position or backward position, for example. For instance,
the first geometric feature 911 interfacing, interaction,
and/or engaging with the second geometric feature 913
can provide a force on the lower jaw of the patient to
move sagittally the position of the lower jaw.
[0252] Figures 10A-10C illustrate examples of occlusal
features of devices for repositioning jaws according to a
number of embodiments of the present disclosure. The
devices illustrated in Figures 10A-10C can include re-
movable dental appliances.
[0253] Figure 10A illustrates an example device with
a plurality of ridges on the occlusal surfaces of the first
shell 1014 and a plurality of ridges on the second shell
1016. The ridges can be used to guide the lower jaw of
the patient to a position, such as a forward position or a
backward position. Ridges, as used herein, can include
protrusions that extend in a coronal-apical direction and
have a buccal-lingual width (e.g., 1 mm). The ridges on
the first shell 1014 can protrude in an alternating order
as the ridges on the second shell 1016, for instance.
[0254] Figure 10B illustrates an example of a device
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with a plurality of pairs of magnets within the occlusal
surface of the first shell 1014 and the second shell 1016.
The magnets within the occlusal surfaces of the shells
1014, 1016 on opposing jaws can be opposite poles
and/or same poles to guide the lower jaw to a forward
position or backward position. The plurality of pairs of
magnets can be used to distribute the force evenly across
the arch and/or across posterior teeth.
[0255] Figures 10C illustrates an example of a device
with occlusal surfaces that have a geometry that differs
from the contours of occlusal surfaces of teeth that are
on an opposing jaw of the patient. For instance, the ge-
ometry of the occlusal surface of the first shell 1014 and
the geometry of the occlusal surface of the second shell
1016 can include a pattern to match a forward lower or
backward lower jaw position of the patient. As illustrated
by Figure 10C, in some embodiments, the geometry can
be on occlusal surfaces of a device that does not include
repositioning jaw elements and the geometry can retrain
the muscles of the lower jaw to be positioned in a forward
lower jaw position or a backward lower jaw position (e.g.,
to move sagittally).
[0256] Further, in various embodiments, a dental ap-
pliance of the present disclosure can include one or more
repositioning jaw elements having a structure to indicate
to a patient that the patient has positioned the first and
second repositioning jaw elements of the first shell and
second shell in a fully engaged sagittal jaw position. For
example, in the embodiment of Figure 10C, the points of
the repositioning jaw structure 1016 will stop when they
fully engage with the cooperating valleys of the opposing
repositioning jaw structure 1014. Other examples of
these indicting type structures can be seen in various
embodiments illustrated in the figures such as, Figures
8A, 8B, and 12B.
[0257] Figures 11A-11B illustrate examples of devices
for repositioning jaws according to a number of embod-
iments of the present disclosure. The devices illustrated
in Figures 11A-11B can include removable dental appli-
ances.
[0258] In a number of examples, a variety of features
can be used in addition to and/or in place of repositioning
jaw elements to guide the lower jaw to a position, such
as a forward position or a backward position. Example
features can include connecting the first shell and the
second shell using material at the sides of the shells in
the posterior region, a rigid or flexible connecting struc-
ture (e.g., as illustrated by Figures 11A and 11B), ridges
(e.g., as illustrated by Figure 10A), magnets (e.g., as il-
lustrated by Figure 10B), and/or occlusal surfaces (e.g.,
as illustrated by Figure 10C), among other features.
[0259] Figure 11A illustrates an example of a device
with a first shell 1114 and a second shell 1116 connected
by a rigid or flexible connecting structure 1121 to advance
a lower jaw of the patient to a position, such as a forward
position or backward position (e.g., move a lower jaw of
the patient or opening up the bite to a desired range of
jaw opening extending from the current position of occlu-

sion). The rigid or flexible connecting structure 1121 can
form a hinge.
[0260] The rigid or flexible connecting structure 1121
can include a strip of material (e.g., an arm), such as
metal, polymer, and/or other material, which can connect
the first shell 1114 to the second shell 1116. As illustrated
by the embodiment of Figure 11A, the rigid structure 1121
can be connected to the first shell 1114 and the second
shell 1116 in a variety of ways. In some embodiments,
the rigid or flexible connecting structure 1121 can be con-
nected to the first shell 1114 and the second shell 1116
using magnetic materials 1123-1, 1123-2, pins 1125-1,
1125, and/or similar features.
[0261] These features can allow the connecting struc-
ture to be easily installed and removed by the patient.
For instance, the rigid or flexible connecting structure
1121 can form a hinge that uses magnetic materials
1123-1, 1123-2, pins 1125-1, 1125, and/or similar fea-
tures to hold the first shell 1114 and the second shell 116
together while allowing the first shell 1114 and the second
shell 116 to rotate. When a patient places the first shell
1114 and the second shell 1116 over their teeth, the pa-
tient can place the rigid or flexible connecting structure
1121 near the appropriate location. The magnetic mate-
rials 1123-1, 1123-2, in some embodiments, can snap
the rigid or flexible connecting structure 1121 into the
appropriate location (e.g., from a close and/or near ap-
propriate location to the appropriate location). A wire can
be placed on a lingual surface of the second shell 1116
(e.g., lower jaw) to distribute the load evening across the
dental arch, in various embodiments.
[0262] Figure 11B illustrates an example of a device
with a first shell 1114 and a second shell 1116 formed
as a single piece. The first shell 1114 (e.g., upper jaw)
and the second shell 1116 (e.g., lower jaw) can be con-
nected into one piece to advance a lower jaw of the pa-
tient or opening up the bite to a desired range of jaw
opening extending from the current position of occlusion.
For example, the first shell 1114 and the second shell
1116 can be connected by material 1129 at a right pos-
terior side and a left posterior side of the first shell 1114
and the second shell 1116. The material 1129 can include
the same and/or different material than the material of
the first shell 1114 and the second shell 1116, for in-
stance. The material 1129 can be flexible to allow jaw
articulation while continuing to provide positioning guid-
ance to the jaws.
[0263] Figures 12A-12B illustrate examples of devices
according to a number of embodiments of the present
disclosure. The repositioning jaw elements 1206, 1208
of the devices illustrated in Figures 12A-12B can inter-
face, interact, and/or engage with one another to move
a position of a patient’s jaw from a current position of
occlusion to a target and/or final position of occlusion
(e.g., to move sagittally).
[0264] Figure 12A illustrates an example of a device
with a first repositioning jaw element 1206 extending from
a surface of a first shell 1214 and a second repositioning
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jaw element 1208 extending from a surface of a second
shell 1216. The first repositioning jaw element 1206 and
the second repositioning jaw element 1208 can interface,
interact, and/or engage in the presence of fully engaged
sagittal jaw position of a patient.
[0265] As illustrated by the embodiment of Figure 12A,
in a number of embodiments, one or more of the reposi-
tioning jaw elements 1206, 1208 can include a layer of
compressible material 1231-1, 1231-2 on a surface de-
signed to interface, interact, and/or engage with another
repositioning jaw element. For example, the compressi-
ble material 1231-1, 1231-2 can assist in guiding the low-
er jaw of a patient to a forward or backward position by
being in a compressed state when the surfaces are ini-
tially interfacing, interacting, and/or engaged, then un-
compressing to push the lower jaw forward or backward
as the jaws relax. That is, the compressible material
1231-1, 1231-2 can be compressed when the jaws of the
patient initially move to a fully engaged sagittal jaw po-
sition and, as the patient’s jaws relax over a period of
time, the compressive material 1231-1, 1231-2 can ex-
pand (e.g., increase in thickness from the compressed
state) to push the lower jaw forward or backward.
[0266] Figure 12B illustrates an example of a device
with a first repositioning jaw element 1206 extending from
a surface of a first shell 1214 and a second repositioning
jaw element 1208 extending from a surface of a second
shell 1216. In some embodiments, at least one of the
repositioning jaw elements (e.g., the first repositioning
jaw element 1206 and the second repositioning jaw ele-
ment 1208) can include occlusal surfaces that substan-
tially follow the contours of the occlusal surfaces of teeth
on an opposing jaw of the patient.
[0267] For instance, as illustrated by the embodiment
of Figure 12B, the occlusal surface (e.g., the top surface)
of the first repositioning jaw element 1206 can substan-
tially follow the contours of the occlusal surfaces of the
posterior teeth of the lower jaw (e.g., the occlusal surfac-
es of the posterior teeth of the lower jaw that the first
repositioning jaw element 1206 may contact). The occlu-
sal surface of the second repositioning jaw element 1208
can substantially follow the contours of the occlusal sur-
faces of the posterior teeth of the upper jaw (e.g., the
occlusal surfaces of posterior teeth of the upper jaw that
the second repositioning jaw element 1208 may contact).
Shaping the occlusal surfaces of repositioning jaw ele-
ments based on the patient’s dentition may, for instance,
avoid interference between cusps of teeth that may oth-
erwise hit interferences in an opposing jaw which could
increase the likelihood of unwanted tooth and/or jaw
movements.
[0268] Figures 12C-12D illustrate examples of reposi-
tioning jaw elements 1206, 1208 according to a number
of embodiments of the present disclosure. The upper jaw
1202, the first repositioning jaw element 1206, the lower
jaw 1204, and the second repositioning jaw element 1208
illustrated in Figures 12C-12D can include virtual images
of jaws and repositioning jaw elements, respectively

(e.g., virtual jaws and/or virtual repositioning jaw ele-
ments), and/or a physical mold. The virtual images and/or
physical mold of the jaws 1202, 1204 and repositioning
jaw elements 1206, 1208 can be used to determine a
treatment plan for the patient and/or to form a physical
dental appliance and/or physical repositioning jaw ele-
ment.
[0269] Figure 12C illustrates a side view of an upper
jaw 1202 with a first repositioning jaw element 1206 arid
a lower jaw 1204 with a second repositioning jaw element
1208 according to a number of embodiments of the
present disclosure. In a number of embodiments, one or
more attachment elements 1233-1, 1233-2, 1233-3,
1233-4, 1233-5 can be virtually and/or physically at-
tached to a surface of at least some of the virtual teeth,
set of molded teeth, and/or physical teeth of a patient.
The attachment elements 1233-1... 1233-5 can be used
to minimize and/or prevent degrading the retention
and/or functionality of the shell of the dental appliance.
[0270] For instance, the attachment elements
1233-1 ...1233-5 can be added directly to a buccal /facial
and/or lingual surface of a patient’s tooth. An attachment
element, as used herein, can include an attachment sub-
device with a small base extending across a mesial-distal
and/or incisal-gingival-crown surface of the tooth. The
attachment elements 1233-1...1233-5 can be bonded to
any surface of the tooth (and be made either indirectly
(e.g. a light or chemical-cured dental composite) or di-
rectly (e.g. prefabricated plastic, composite, or porcelain
object)). An attachment element bonded to a lingual sur-
face of a tooth of the patient can be more aesthetically
pleasing to a patient (and less noticeable to others than
an attachment element bonded to a buccal/facial sur-
face). The attachment elements 1233-1...1233-5 can al-
so be attached to at least some of the anchoring teeth.
The attachment elements 1233-1...1233-5 can include a
variety of geometric shapes, such as ovoid, tear-drop,
ramp, hexagonal, and/or rectangular, among other
shapes.
[0271] The one or more attachment elements
1233-1...1233-5 can be designed to work with a virtual
model of a removable dental appliance and/or a physical
removable dental appliance. The shell can be shaped,
for instance, to be placed over the attachment element(s)
1233-1...1233-5 to minimize and/or prevent vertical dis-
placement of the shell. For example, the shell can include
a ridge on the shell used to retain the dental appliance
on the teeth. The attachment elements 1233-1...1233-5
can, for instance, provide friction between the dental ap-
pliance and the teeth to increase retention of the dental
appliance. That is, the attachment elements
1233-1...1233-5 can create greater retention of the dental
appliance in a particular direction.
[0272] Figure 12D illustrates a front view of an upper
jaw 1202 with a first repositioning jaw element 1206 and
a third repositioning jaw element 1210 and a lower jaw
1204 with a second repositioning jaw element 1208 and
a fourth repositioning jaw element 1212 according to a
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number of embodiments of the present disclosure.
[0273] In various embodiments, at least one of the re-
positioning jaw elements 1206, 1208, 1210, 1212 can be
shaped to minimize and/or prevent degrading the reten-
tion and/or functionality of the shell of the dental appli-
ance. For example, as illustrated in the embodiment of
Figure 12D, the buccal-lingual width of a repositioning
jaw element (e.g., the repositioning jaw elements
1206,1208,1210, 1212) can be different on an occlusal
surface of the repositioning jaw element (e.g., top sur-
face) than on a buccal-lingual width of a surface of the
repositioning jaw element adjacent to the shell (e.g., bot-
tom surface). That is, the side surfaces of the reposition-
ing jaw elements can be tapered inward toward the bot-
tom surface. For instance, the buccal-lingual width of a
repositioning jaw element can be wider on an occlusal
surface of the repositioning jaw element than on a buccal-
lingual width of a surface of the repositioning jaw element
adjacent to the shell. Such a shape can be similar to the
construction of an I-beam with the wider buccal-lingual
occlusal surface interfacing with an occlusal surface of
a repositioning jaw element positioned on an opposing
jaw.
[0274] Figures 13A-13B illustrate examples of side
surface features according to a number of embodiments
of the present disclosure. The side surface features and
jaws illustrated in Figures 13A-13B can include virtual
side surface features and virtual jaws of a patient or phys-
ical molds of a patient’s jaws with side surface features,
in some embodiments.
[0275] A side surface feature, as used herein, can ex-
tend beyond the occlusal plane of a removable dental
appliance to engage with buccal and lingual coronal side
surfaces of at least one tooth and/or a removable dental
appliance on the opposite jaw of the patient. The side
surface features can, for instance, add retention to molar
teeth to balance movement created by the repositioning
jaw elements and/or prevent and/or limit a posterior sur-
face of the removable dental appliance from contacting
molars. In various embodiments, the side surface fea-
tures can include repositioning jaw elements. That is, al-
though not illustrated by the embodiments of Figures
13A-13B, the side surface features can be used in addi-
tion to repositioning jaw elements, such as repositioning
jaw elements 106, 108 illustrated in Figure 1A.
[0276] Figure 13A illustrates posterior view of an upper
jaw 1302 and a lower jaw 1304 with a number of side
surface features 1335-1, 1335-2, 1337-1, 1337-2, 1337-3
according to a number of embodiments of the present
disclosure. As illustrated by Figure 13A, the number of
side surface features can include buccal side surface fea-
tures 1335-1, 1335-2 and lingual side surface features
1337-1, 1337-2, 1337-3.
[0277] Figure 13B illustrates a view of a posterior side
of the upper jaw 1302 and the lower jaw 1304 with the
number of side surface features 1335-1, 1335-2, 1337-1,
1337-2. The upper jaw 1302, the lower jaw 1304, and
the number of side surface features 1335-1, 1335-2,

1337-1, 1337-2 illustrated in Figure 13B can include the
same or different jaws and side surface features as illus-
trated in Figure 13A, in various embodiments.
[0278] The side surface features 1335-1, 1335-2,
1337-1, 1337-2, as illustrated by Figure 13B, can include
a pair of side surface features (e.g., a first buccal side
surface feature 1335-1 and a first lingual side surface
feature 1337-1) on the first posterior side of the upper
jaw 1302 and a pair of side surface features (e.g., a sec-
ond buccal side surface feature 1335-2 and a second
lingual side surface feature 1337-2) on the second pos-
terior side of lower jaw 1304. Each pair of side surface
features (e.g., the first buccal side surface feature 1335-1
and the first lingual side surface feature 1337-1) can en-
gage with side surfaces of at least one tooth and/or a
removable dental appliance on the opposite jaw of the
patient.
[0279] The side surface features 1335-1, 1335-2,
1337, 1, 1337-2, 1337-3 illustrated by Figures 13A - 13B
and the side surface features 1335-1, 1335-2 illustrated
by Figures 13C-D are illustrated as dotted surfaces for
clarity purposes. However, in accordance with the
present disclosure, the side surface features can be the
same color, texture, and/or formed of the same material
as the shells 1314, 1316, the virtual jaws, and/or physical
molds of the jaw (e.g., the upper jaw 1302 and the lower
jaw 1304).
[0280] Figures 13C-D illustrate a side view of a first
shell with a first side surface feature and a second shell
with a second side surface feature according to a number
of embodiments of the present disclosure. As previously
discussed, in some embodiments the number of side sur-
face features 1335-1, 1335-2 can include repositioning
jaw elements extending from buccal and/or lingual sur-
faces of a dental appliance (e.g., shells).
[0281] That is, the first side surface feature 1335-1 of
the first shell 1314 can include a first surface 1328 that
can interface with a second surface 1330 of the second
side surface feature 1335-2 of the second shell 1316.
The second side surface feature 1335-2 can include the
second surface 1330 that can interface with the first sur-
face 1328 of the first side surface feature 1335-1.
[0282] A shell with a repositioning jaw element, such
as the first shell 1314 with the first repositioning jaw el-
ement (e.g., the first side surface feature 1335-1) and
the second shell 1316 with the second repositioning jaw
element (e.g., the second side surface feature 1335-2),
include continuous dental appliances that contain ge-
ometries (e.g., the repositioning jaw elements) that act
as jaw repositioning elements. That is, the repositioning
jaw elements are geometries of the shells 1314, 1316,
and not separate elements attached there to.
[0283] For example, as illustrated by the embodiment
of Figure 13D, the first repositioning jaw element (e.g.,
the first side surface feature 1335-1) and the second re-
positioning jaw element (e.g., the second side surface
feature 1335-2) can be positioned to interface, interact,
and/or otherwise engage in the presence of a fully en-
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gaged sagittal jaw position of the patient’s upper dentition
(e.g., the upper jaw 1302 illustrated in Figures 13A-13B)
and the patient’s lower dentition (e.g., the lower jaw 1304
illustrated in Figures 13A-13B) in a manner to reposition
the patient’s lower jaw.
[0284] The repositioning jaw elements can be angled
1339-1, 1339-2 to create and/or aim for an ideal fit. An
ideal fit of repositioning jaw elements, as previously dis-
cussed, is a fit of the repositioning jaw elements that re-
sults in repositioning of the patient’s jaw (e.g., reposition-
ing towards a corrected jaw position) and/or minimizes
discomfort for a patient.
[0285] The repositioning jaw elements, in some em-
bodiments, can be angled 1339-1, 1339-2 away from the
shells 1314, 1316 of the dental appliance to avoid colli-
sion with the shell of the opposing jaw. However, in some
embodiments, the angle 1339-1, 1339-2 can be the min-
imum possible angle to minimize protrusion of the repo-
sitioning jaw elements into the cheeks, tongue, and/or
other tissue of the patient (e.g., prevent/minimize dis-
comfort) while being great enough to avoid collision with
the shell 1314, 1316 of the opposing jaw (and/or to criss-
cross when anteriorly or posteriorly viewed, as previously
discussed in connection with Figure 6).
[0286] As illustrated by Figures 13C-13D, the reposi-
tioning jaw elements (e.g., the first and second side sur-
face features 1335-1, 1335-2) can crisscross (when
viewed anteriorly or posteriorly) and both repositioning
jaw elements can extend past an occlusal surface of the
respective jaws and/or shells 1314, 1316. For example,
the first repositioning jaw element extends past the oc-
clusal surface of the upper jaw and/or the first shell 1314
and the second repositioning jaw element extends past
the occlusal surface of the lower jaw and/or the second
shell 1316. Extending both repositioning jaw elements
past the occlusal surface of the respective jaws and/or
shells 1314, 1316 can minimize the height of the first
repositioning jaw element (or second repositioning jaw
element) as compared to extending only one of the re-
positioning jaw elements past the occlusal surface of the
respective jaw and/or shell.
[0287] Figures 14A-14B illustrate examples of reposi-
tioning jaw elements for adjusting a midline of a patient
according to a number of embodiments of the present
disclosure. The repositioning jaw elements and jaws il-
lustrated in Figures 14A-14B can include virtual reposi-
tioning jaw elements and virtual jaws of a patient or phys-
ical molds of a patient’s jaws with repositioning jaw ele-
ments, for instance.
[0288] In accordance with a number of embodiments
of the present disclosure, the repositioning jaw elements
can be used to adjust a midline of a patient. A midline of
a patient, as used herein, can include a midsagittal line
of the teeth of the upper jaw and the teeth of the lower
jaw of the patient.
[0289] For instance, repositioning jaw elements can be
placed on the right and left posterior side of a shell for
the upper jaw and the right and left posterior side of a

shell for the lower jaw. The surfaces of repositioning jaw
elements on the shell of each jaw that are designed to
interface, interact, and/or engage surfaces of reposition-
ing jaw elements on an opposing jaw can be angled at
the same angle and/or opposite angles, in various in-
stances. For example, for minor adjustment to the midline
of a patient, the surfaces of repositioning jaw elements
on the shell of a jaw (e.g., upper or lower) can be angled
at opposing angles. In contrast, for larger adjustments to
the midline of the patient, the surfaces of repositioning
jaw elements (e.g., the right and left posterior side) on
the shell of a jaw (e.g., upper or lower) can be angled at
the same angle.
[0290] Figure 14A illustrates an example of a side view
of an upper jaw 1402 with a first repositioning jaw element
1406 and a third repositioning jaw element 1410 and a
lower jaw 1404 with a second repositioning jaw element
1408 and a fourth repositioning jaw element 1412. The
first repositioning jaw element 1406 and second reposi-
tioning jaw element 1408, and the third repositioning jaw
element 1410 and the fourth repositioning jaw element
1412, respectively, can be designed to interface, inter-
face, and/or engage in the present of a fully engaged
sagittal jaw position to guide the lower jaw 1404 of the
patient in a mesial-distal direction.
[0291] In various embodiments, the guidance of the
lower jaw 1404 in a mesial-distal direction can be con-
current with guiding the lower jaw 1404 in a forward or
backward direction (e.g., anterior-posterior direction).
That is, the midline of the patient can be adjusted con-
currently with adjusting the sagittal jaw position of the
patient using the repositioning jaw elements 1406, 1408,
1410, 1412.
[0292] Figure 14B illustrates an example of a view of
an upper jaw 1402 with a first repositioning jaw element
1406 and a third repositioning jaw element 1410 and a
lower jaw 1404 with a second repositioning jaw element
1408 and a fourth repositioning jaw element 1404. The
jaws 1402, 1404 and repositioning jaw elements 1406,
1408, 1410, 1412 illustrated in Figure 14B can include
the same or different jaws/repositioning jaw elements as
illustrated in Figure 14A, in various embodiments.
[0293] As illustrated by the embodiment of Figure 14B,
in a number of embodiments, the surfaces of the reposi-
tioning jaw elements (e.g., the right and left posterior side)
on the shell of a jaw (e.g., upper or lower) can be angled
at the same angle. For instance, the first repositioning
element 1406 and the third repositioning jaw element
1410 of the first jaw 1402 are angled at the same angle
(e.g., a first angle). Similarly, the second repositioning
jaw element 1408 and the fourth repositioning jaw ele-
ment 1412 are angled at the same angle (e.g., a second
angle), which can be an opposite angle as the first repo-
sitioning jaw element 1406 and the third repositioning
jaw element 1410. However, embodiments in accord-
ance with the present disclosure are not so limited. For
instance, the surfaces of repositioning jaw elements on
the shell of a jaw (e.g., upper or lower) can be angled at
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opposing angles, in a number of embodiments.
[0294] Further, the embodiments illustrated by Figures
14A-14B can include repositioning jaw elements 1406,
1408, 1410, 1412 that adjust the midline of a patient to-
ward the patient’s right side. However, embodiments in
accordance with the present disclosure are not so limited
and can include repositioning jaw elements designed to
adjust the midline of a patient toward the patient’s left
side.
[0295] Figures 15A-B illustrates a side view of a first
shell with a first repositioning jaw element and a second
shell with a second repositioning jaw element according
to a number of embodiments of the present disclosure.
As previously discussed, the first shell 1514 can include
a number of tooth apertures configured to receive and
reposition a number of teeth of a patient’s upper dentition.
A first repositioning jaw element 1506 extends from an
occlusal surface of the first shell 1514.
[0296] The second shell 1516 can include a number
of tooth apertures configured to receive and reposition a
number of teeth of the patient’s lower dentition. A second
repositioning jaw element 1508 extends from an occlusal
surface of the second shell 1516.
[0297] The repositioning jaw elements 1506, 1508 can
include a number of surfaces 1528, 1530,
1543,1547,1549,1555. For instance, as previously dis-
cussed, the first repositioning jaw element 1506 can in-
clude a first surface 1528 and the second repositioning
jaw element 1508 can include a second surface 1530 to
interface with the first surface 1528 of the first reposition-
ing jaw element 1506. The first repositioning jaw element
1506 and the second repositioning jaw element 1508 can
be positioned to interface, interact, and/or otherwise en-
gage in the presence of a fully engaged sagittal jaw po-
sition of the patient’s upper dentition and the patient’s
lower dentition in a manner to reposition the patient’s
lower jaw.
[0298] The number of surfaces 1528, 1530, 1543,
1547, 1549, 1555 can include top surfaces 1543, 1547
of the repositioning jaw elements 1506, 1508, as previ-
ously discussed. The top surface 1543 of the first repo-
sitioning jaw element 1506 can include a slanted top sur-
face. As previously discussed, a slanted top surface can
include a slant in height from the first surface 1528 de-
signed to interface, interact, and/or otherwise engage
with one another surface to a back surface (e.g., back
surface 538 as illustrated by Figure 5C) of the first repo-
sitioning jaw element 1506. For instance, the slanted top
surface 1543 of the first repositioning jaw element 1506
can include a higher coronal-apical height of a reposi-
tioning jaw element in a mesial direction than a coronal-
apical height of the repositioning jaw element in a distal
direction. In some embodiments, the top surface 1547 of
the second repositioning jaw element 1508 can include
a slanted top surface, as illustrated by Figure 16A.
[0299] As previously discussed in connection with Fig-
ure 5C and Figure 6, the slanted top surface 1543 of the
first repositioning jaw element 1506 can create a more

comfortable experience for the patient as the jaw of the
patient may not close in a flat direction (e.g., not parallel
to a horizontal plane). Further, the top surface1543 that
is slanted can prevent and/or minimize the top surface
1543 of the first repositioning jaw element 1506 from in-
terfacing with surfaces of the shell of the opposing jaw
(as discussed further herein).
[0300] Figure 15A illustrates an ideal fit of a first repo-
sitioning element 1506 of a first shell 1514 and a second
repositioning element 1508 of a second shell 1516 with
a predicted corrected jaw position that is accurate. That
is, the predicted (e.g., calculated) corrected jaw position
can be the same and/or near same as the actual correct-
ed jaw position of the patient. As illustrated, the top sur-
face 1547 of the second repositioning jaw element 1508,
in an ideal fit, can be flush with the first plane of material
1555 on the first shell 1514, as discussed further herein.
[0301] In various embodiments, the number of surfac-
es 1528, 1530, 1543, 1547, 1549, 1555 can include a
plane of material 1549, 1555 extending from the reposi-
tioning jaw elements 1506, 1508. A plane of material
1549, 1555 can include additional material on an occlusal
surface of the shell. The material can include the same
material that forms the shells 1516, 1514.
[0302] As illustrated by Figures 15A-15B, a first plane
of material 1555 on the first shell 1514 can extend from
the first repositioning jaw element 1506 in a mesial di-
rection. A second plane of material 1549 on the second
shell 1516 can extend from the second repositioning el-
ement 1508 in a distal direction. The planes of material
1549, 1555 can be used to prevent and/or minimize forc-
es on coronal surfaces of teeth beneath the repositioning
jaw elements 1506, 1508.
[0303] For instance, the first plane of material 1555
can prevent and/or minimize forces created when a pa-
tient closes their jaw (e.g., jaw closing forces) from being
applied to teeth beneath the first plane of material 1555
and/or beneath the second repositioning jaw element
1508. In an ideal fit of the repositioning jaw elements
1506, 1508, the first plane of material 1555 can contact
the top surface 1547 of the second repositioning jaw el-
ement 1508. However, in some embodiments, the con-
tact may be present but can, for example, not be a flush
contact.
[0304] The slanted top surface 1543 of the first repo-
sitioning jaw element 1506 can allow for errors in a pre-
diction of the corrected jaw position. If an accurate cor-
rected jaw position is calculated, an ideal position of the
repositioning jaw elements 1506, 1508 can include the
first surface 1528 and the second surface 1530 being in
flush contact and the top surface 1547 of the second
repositioning jaw element 1508 being in flush contact with
the first plane of material 1555.
[0305] However, some error in predicting the corrected
jaw position can occur. For example, Figure 15B illus-
trates an ideal fit of a first repositioning jaw element 1506
and a second repositioning jaw element 1508 with a pre-
dicted corrected jaw position that has some error (e.g.,
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is not accurate) from an actual corrected jaw position of
the patient. As illustrated by Figure 15B, a gap between
the top surface 1547 of the second repositioning jaw el-
ement 1508 and the first plane of material 1555 can occur
while still having contact between the first surface 1528
and the second surface 1530. If the device were designed
to have flush contact between the top surface 1543 and
the second plane of material 1549, and there was error
in predicting the corrected jaw position as compared to
the actual corrected jaw position of the patient, then the
jaws of the patient may be open more than intended
and/or desired due to the top surface 1543 not having
flush contact with the second plane of material 1549.
[0306] In some embodiments, the second plane of ma-
terial 1549 can prevent and/or minimize forces created
when the patient closes their jaw from being applied to
teeth beneath the second plane of material 1549 and/or
beneath the first repositioning jaw element 1508. In an
ideal fit of the repositioning jaw elements 1506, 1508, the
second plane of material 1549 does not contact the top
surface 1543 of the first repositioning jaw element 1506.
However, in some embodiments, contact may be present
but may not be a flush contact.
[0307] The mesial-distal distance of each plane of ma-
terial 1549, 1555 can be based on the mesial-distal dis-
tance of the repositioning jaw element on the opposing
jaw. For instance, the first plane of material 1555 can
extend in a mesial direction from the first repositioning
jaw element 1506 for the same and/or near same mesial-
distal distance as the second repositioning jaw element
1508 on the opposing jaw extends. The second plane of
material 1549 can extend in a distal direction from the
second repositioning jaw element 1508 for the same
and/or near same mesial-distal distance as the first re-
positioning jaw element 1506 on the opposing jaw ex-
tends.
[0308] The slanted top surface 1543 of the first repo-
sitioning jaw element 1506 in addition with one or more
planes of material 1549, 1555 can be used to create
and/or aim for an ideal fit of the repositioning jaw ele-
ments 1506, 1508. In some embodiments, an ideal fit of
the repositioning jaw elements 1506, 1508 extending
from an occlusal surface of the shells 1514, 1516 can
include the first surface 1528 of the first repositioning jaw
element 1506 interfacing (e.g., contacting) with the sec-
ond surface 1530 of the second repositioning jaw ele-
ment 1508, the top surface 1547 of the second reposi-
tioning jaw element 1508 interfacing with the first plane
of material 1555, and the top surface 1543 of the first
repositioning jaw element 1506 not interfacing with (e.g.,
contacting) the second plane of material 1549 of the sec-
ond repositioning jaw element 1508, as illustrated by Fig-
ure 15A.
[0309] The angle of the slanted top surface 1543 and
the plane of materials 1549, 1555 can prevent and/or
minimize forces on the coronal surfaces of teeth located
beneath the repositioning jaw elements 1506, 1508, and,
can allow for the first and the second surfaces 1528, 1530

of the repositioning jaw elements 1506, 1508 to interface
to move a position of a misaligned jaw of the patient. For
instance, one or more of the top surfaces 1543, 1547
interfacing with one or more of the planes of material
1549, 1555 may prevent and/or minimize the first surface
1528 from interfacing with the second surface 1530 in a
manner to reposition the patient’s lower jaw.
[0310] However, embodiments in accordance with the
present disclosure are not limited to the fit of the reposi-
tioning jaw elements illustrated by Figures 15A-15B. For
instance, over time, as a patient wears the first shell 1514
and the second shell 1516, the ideal fit may not exist.
That is, the top surfaces 1543, 1547 may or may not
contact the planes of material 1549, 1555 as intended
when worn by a patient.
[0311] The angle of the slanted top surface 1543 of the
first repositioning jaw element 1506 can be a set angle
for any patient and/or can include a customized angle for
a particular patient. A customized angle, as used herein,
can include an angle that is revised based on patient
data. For instance, an angle of the slanted top surface
1543 can be customized for a particular patient using
articulation information of the patient. Articulation infor-
mation can be information on positioning and/or move-
ment of the jaw of a patient. Articulation information can
be obtained from a scan of the patient’s mouth, among
other techniques.
[0312] In some embodiments, the second plane of ma-
terial 1549 extending from the second repositioning jaw
element 1508 may not be present. For instance, in some
mandibular advancement cases, the second plane of ma-
terial 1549 may not be necessary to prevent the top sur-
face 1543 of the first repositioning jaw element 1506 from
interfacing with a surface of the second shell 1516 on the
opposing jaw of the patient.
[0313] In various embodiments, even if the second
plane of material 1549 is not used for an ideal fit, the
second plane of material 1549 may be used as a region
for labeling for manufacturing purposes. For instance,
identification information (e.g., numbers and/or letters)
can be added to the second plane of material 1549.
[0314] Figure 16A illustrates a side view of a first shell
with a first repositioning jaw element and a second shell
with a second repositioning jaw element according to a
number of embodiments of the present disclosure. As
previously discussed, the first shell 1614 can include a
number of tooth apertures configured to receive and
reposition a number of teeth of a patient’s upper dentition.
A first repositioning jaw element 1606 extends from an
occlusal surface of the first shell 1614.
[0315] The second shell 1616 can include a number
of tooth apertures configured to receive and reposition a
number of teeth of the patient’s lower dentition. A second
repositioning jaw element 1608 extends from an occlusal
surface of the second shell 1616.
[0316] As illustrated by Figure 16A, in some embodi-
ments, the top surfaces 1647 (and 1543 illustrated by
Figures 15A-15B) of the first repositioning jaw element
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1606 and the second repositioning jaw element 1608 can
be slanted. Having a slanted top surface 1647 of the sec-
ond repositioning jaw element 1608 and a slanted top
surface (e.g., illustrated by 1543 of Figures 15A-15B) of
the first repositioning jaw element 1606 can streamline
a profile of the dental appliance (e.g., the first shell 1614
and the second shell 1616).
[0317] As further illustrated by Figure 16A, in a number
of embodiments, the first shell 1614 can include an an-
terior stop 1657. An anterior stop 1657 can include a
tripod support located at the anterior region of the patient
(e.g., proximal to anterior teeth of the patient). The ante-
rior stop 1657 can be formed integrally with and/or of the
same material as the first shell 1614 (or the second shell
1616), in accordance with a number of embodiments.
[0318] For example, the anterior stop 1657 can extend
from the occlusal surface of the first shell 1614 proximal
to anterior teeth of the upper jaw. The anterior stop 1657
can rest on the occlusal surface of the second shell 1616
when pressure is placed on the first shell 1614 and the
second shell 1616 by the patient.
[0319] Alternatively, the anterior stop 1657 can extend
from the occlusal surface of the second shell 1616 prox-
imal to anterior teeth of the lower jaw. The anterior stop
1657 can rest on the occlusal surface of the first shell
1614 when pressure is placed on the first shell 1614 and
the second shell 1616 by the patient.
[0320] In some instances, an arch of a patient may not
be parallel. For example, a patient with a high angled
mandible, any opening (e.g., posterior opening) created
by the repositioning jaw elements 1606, 1608 can lead
to a large anterior opening. As an example, the opening
can include a 1 to 3 ratio (e.g., for every 1mm opening
in the posterior region, a resulting 3 mm opening in the
anterior region of the patient). If the patient pivots around
to a back contact point, there can be jaw strain and dis-
comfort.
[0321] The anterior stop 1657, as previously dis-
cussed, can rest on the occlusal surface of the second
shell 1616 when pressure is placed on the first shell 1614
and the second shell 1616 by the patient to provide sup-
port when the patient has fully rested their jaws. Further,
the anterior stop 1657 can reduce pressure on the repo-
sitioning jaw elements 1606, 1608, which can reduce as-
sociated flaring.
[0322] Figure 16B illustrates a cross-sectional view of
the second repositioning jaw element 1608 according to
a number of embodiments of the present disclosure. As
illustrated by Figure 16B, in some embodiments, the sec-
ond repositioning jaw element 1608 can be structured as
rigid protrusions (e.g., fins) for adaptation to a molar.
[0323] A second repositioning jaw element 1508, as
illustrated by Figure 15B, can lose adaptation to the tooth
surface beneath and may lead to flaring of the second
shell 1516 when pressure is placed on the second repo-
sitioning jaw element 1508. By contrast, the rigid protru-
sions, as illustrated by Figure 16B, can reduce flaring
(e.g., buccal-lingual flaring) of the shell.

[0324] Although specific embodiments have been il-
lustrated and described herein, those of ordinary skill in
the art will appreciate that any arrangement calculated
to achieve the same techniques can be substituted for
the specific embodiments shown. This disclosure is in-
tended to cover any and all adaptations or variations of
various embodiments of the disclosure.
[0325] It is to be understood that the above description
has been made in an illustrative fashion, and not a re-
strictive one. Therefore, the scope of various embodi-
ments of the disclosure is defined by the appended
claims.

Claims

1. A non-transitory computing device readable medium
storing instructions executable by a processor (666)
to cause a computing device (664) to perform a meth-
od, comprising:

identifying a plurality of jaw placements of a vir-
tual model of a jaw (102, 104, 202,204,
1202,1204, 1302,1304, 1402, 1404) of a patient
between stages of a treatment plan;
identifying at least one of the plurality of jaw
placements includes a misaligned jaw, wherein
the at least one of the plurality of jaw placements
is associated with a range of stages of the treat-
ment plan;
providing a virtual model of a dental appliance
having a first shell (114, 714, 814, 914, 1014,
1114, 1214, 1314, 1514, 1614) and a second
shell (116, 816, 916, 1016, 1116, 1216, 1316,
1516, 1616) at a stage of the range of stages of
the treatment plan with the identified misaligned
jaw, wherein at least one of the first shell (114,
714, 814, 914, 1014,
1114,1214,1314,1514,1614) and the second
shell (116, 816, 916, 1016,
1116,1216,1316,1516,1616) are configured to
reposition a number of teeth of a patient; and
positioning virtual repositioning jaw elements
(106, 108, 110, 112, 206, 208, 210, 212, 406,
408, 706, 708, 806, 808, 810, 812, 1206, 1208,
1210, 1212, 1406, 1408, 1410, 1412, 1506,
1508, 1606, 1608) on the first shell (114, 714,
814, 914,1014,1114,1214,1314,1514,1614)
and the second shell (116, 816, 916, 1016, 1116,
1216, 1316, 1516, 1616) of the virtual model of
the dental appliance, wherein the repositioning
jaw elements (106, 108, 110, 112, 206, 208, 210,
212, 406, 408, 706, 708, 806, 808, 810, 812,
1206, 1208, 1210, 1212, 1406, 1408, 1410,
1412, 1506, 1508, 1606, 1608) extend from a
surface of the first shell (114, 714, 814, 914,
1014, 1114, 1214, 1314, 1514,1614) and the
second shell (116, 816, 916, 1016, 1116, 1216,
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1316, 1516,1616) of the virtual model of the den-
tal appliance and the repositioning jaw elements
(106, 108, 110, 112, 206, 208, 210, 212, 406,
408, 706, 708, 806, 808, 810, 812, 1206, 1208,
1210, 1212, 1406, 1408, 1410, 1412, 1506,
1508, 1606, 1608) are configured to move a po-
sition of the misaligned jaw of the patient,char-
acterized in that said repositioning jaw
elements ; (106, 108, 110, 112, 206, 208, 210,
212, 406, 408, 706, 708, 806, 808, 810, 812,
1206, 1208, 1210, 1212, 1406, 1408, 1410,
1412, 1506, 1508, 1606, 1608) are hollow, and
include design features to reduce the increase
in flexibility associated therewith.

2. The non-transitory computing device readable me-
dium of claim 1, wherein the instructions are execut-
able to perform the method including providing the
treatment plan for the patient including providing vir-
tual models of dental appliances for each stage of
the treatment plan, wherein the positioning of the
virtual repositioning jaw elements is at a first and a
last stage of the range of stages with the identified
misaligned jaw.

3. The non-transitory computing device readable me-
dium of claim 2, wherein the instructions are execut-
able to perform the method including adjusting the
position of the virtual repositioning jaw elements at
a number of intermediate stages of the range of stag-
es.

4. The non-transitory computing device readable me-
dium of claim 3, wherein the instructions are execut-
able to perform the method including interpolating
the position of the virtual repositioning jaw elements
at the first and the last stages of the range of stages
with the adjusted position at the number of interme-
diate stages.

5. The non-transitory computing device readable me-
dium of claim 1, wherein the instructions are execut-
able to perform the method including adjusting the
position of the virtual repositioning jaw elements on
the first shell and the second shell of the virtual model
of the dental appliance to comply with one or more
constraints.

6. The non-transitory computing device readable me-
dium of claim 1, wherein adjusting the position of the
virtual repositioning jaw elements on the first shell
and the second shell of the virtual model of the dental
appliance to comply with the one or more constraints
includes adjusting the virtual repositioning jaw ele-
ments to an ideal fit based on the one or more con-
straints.

7. The non-transitory computing device readable me-

dium of claim 1, wherein said design features in-
clude:

beveled side surfaces of the virtual repositioning
jaw elements to include a different buccal-lin-
gual width on a bottom surface than a buccal-
lingual width on a top surface of the virtual re-
positioning jaw elements; and/or
grooves on a top surface of the virtual reposi-
tioning jaw element; and/or
side grooves on at least one of a buccal side
surface and a lingual side surface of the virtual
repositioning jaw element; and/or
curved side surfaces of the virtual repositioning
jaw element in at least one of a buccal direction
and a lingual direction.

8. A method of designing a dental appliance, compris-
ing:

providing a treatment plan for a patient including
a virtual model of a dental appliance having a
first shell (114, 714, 814, 914, 1014, 1114, 1214,
1314, 1514, 1614) and a second shell (116, 816,
916, 1016, 1116, 1216, 1316, 1516, 1616) con-
figured to reposition at least one tooth of the pa-
tient;
identifying a plurality of jaw placements of a vir-
tual model of a jaw of the patient between stages
of the treatment plan;
identifying at least one of the plurality of jaw
placements includes a misaligned jaw, wherein
the at least one of the plurality of jaw placements
is associated with a range of stages of the treat-
ment plan;
positioning virtual repositioning jaw elements
(106, 108, 110, 112, 206, 208, 210, 212, 406,
408, 706, 708, 806, 808, 810, 812, 1206, 1208,
1210, 1212, 1406, 1408, 1410, 1412, 1506,
1508, 1606, 1608) extending from a surface of
the first shell (114, 714, 814, 914, 1014, 1114,
1214, 1314, 1514, 1614) and a surface of the
second shell (116, 816, 916, 1016, 1116, 1216,
1316, 1516, 1616) of the virtual model of the
dental appliance at a stage of the range of stages
of the treatment plan with the identified mis-
aligned jaw, wherein the repositioning jaw ele-
ments (106, 108, 110, 112, 206, 208, 210, 212,
406, 408, 706, 708, 806, 808, 810, 812, 1206,
1208, 1210, 1212, 1406, 1408, 1410, 1412,
1506, 1508, 1606, 1608) are configured to move
a position of the misaligned jaw of the patent,
wherein said repositioning jaw elements (106,
108, 110, 112, 206, 208, 210, 212, 406, 408,
706, 708, 806, 808, 810, 812, 1206, 1208, 1210,
1212, 1406, 1408, 1410, 1412, 1506, 1508,
1606, 1608) are hollow, and include design fea-
tures to reduce the increase in flexibility there-
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with.

9. The method of claim 8, further comprising adjusting
the position of the repositioning jaw elements ex-
tending from the surface of the first shell and the
surface of the second shell to comply with one or
more constraints.

10. The method of claim 8, wherein the repositioning jaw
elements are positioned at a first stage and a last
stage of the range of stages and the method further
including refining a position of the virtual reposition-
ing jaw elements at an intermediate stage of the
range of stages.

11. The method of claim 10, the method further including
interpolating the position of the virtual repositioning
jaw elements at the first and last stages with the re-
fined position of the virtual repositioning jaw ele-
ments at the intermediate stage.

12. The method of claim 9, wherein adjusting the position
of the repositioning jaw elements includes adjusting
the position at the first stage, the last stage, and the
intermediate stage of the range of stages to comply
with the one or more constraints.

13. The method of claim 8, wherein the repositioning jaw
elements extend from an occlusal surface of the first
shell and the second shell and the one or more con-
straints include aligning an interface of the reposi-
tioning jaw elements with an occlusal plane normal
of the patient.

14. The method of claim 12, wherein the one or more
constraints further include a distance between each
repositioning jaw element and a coronal surface of
a tooth on the opposing jaw is greater than a thresh-
old distance.

15. The method of claim 14, wherein the one or more
constraints further include a tooth surface of a tooth
beneath each repositioning jaw element does not
extend through a surface of the repositioning jaw el-
ement, each repositioning jaw element does not vi-
olate buccal-lingual borders of occlusal surfaces of
the teeth beneath, each repositioning jaw element
aligns with an arch curve direction, angulation of
each repositioning jaw element in a buccal-lingual
direction is limited, each repositioning jaw element
is positioned from the 1st molar to the 1st bicuspid,
at least one molar on the lower jaw is uncovered by
a repositioning jaw element, and a specific bite reg-
istration configuration.

16. The method of claim 9, wherein the repositioning jaw
elements extend from a buccal or lingual surface of
the first shell and the second shell and the one or

more constraints include aligning an interface of the
repositioning jaw elements with an occlusal plane
normal of the patient.

17. The method of claim 15, wherein the one or more
constraints further include the repositioning jaw ele-
ments crisscross when viewed posteriorly or anteri-
orly.

18. The method of claim 16, wherein the one or more
constraints further include a distance between each
repositioning jaw element and a coronal surface of
a tooth on the opposing jaw is greater than a thresh-
old distance, coronal surface of a tooth supports the
repositioning jaw elements, avoid undercut, mini-
mize angulation in buccal or lingual direction, the re-
positioning jaw elements align with an arch curve
direction, the repositioning jaw elements are posi-
tioned from the first molar to the first bicuspid, and
symmetry of the repositioning jaw elements on the
left side and right side of the jaw.

19. The method of claim 8, wherein the method includes
inputting a scan of the actual bite or of a mounted
articulation of the bite to position the virtual reposi-
tioning jaw elements.

Patentansprüche

1. Nichtflüchtiges von einer Rechenvorrichtung lesba-
res Medium mit gespeicherten Instruktionen, die von
einem Prozessor (666) ausführbar sind, um eine Re-
chenvorrichtung (664) zum Durchführen eines Ver-
fahrens zu veranlassen, das Folgendes umfasst:

Identifizieren einer Vielzahl von Kieferplatzie-
rungen eines virtuellen Modells eines Kiefers
(102, 104, 202, 204, 1202, 1204, 1302, 1304,
1402, 1404) eines Patienten zwischen Stufen
eines Behandlungsplan;
Identifizieren, dass mindestens eine der Viel-
zahl von Kieferplatzierungen einen falsch aus-
gerichteten Kiefer umfasst, wobei die mindes-
tens eine der Vielzahl von Kieferplatzierungen
einer Reihe von Stufen des Behandlungsplans
zugeordnet ist;
Bereitstellen eines virtuellen Modells einer Den-
talanwendung mit einer ersten Schale (114,
714, 814, 914, 1014, 1114, 1214, 1314, 1514,
1614) und einer zweiten Schale (116, 816, 916,
1016, 1116, 1216, 1316, 1516, 1616) in einer
Stufe der Reihe von Stufen des Behandlungs-
plans mit dem identifizierten falsch ausgerichte-
ten Kiefer, wobei die erste Schale (114, 714,
814, 914, 1014, 1114, 1214, 1314, 1514, 1614)
und/oder die zweite Schale (116, 816, 916,
1016, 1116, 1216, 1316, 1516, 1616) zur Neu-
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positionierung einer Anzahl von Zähnen eines
Patienten ausgebildet sind; und
Positionieren virtueller Neupositionierungs-Kie-
ferelemente (106, 108, 110, 112, 206, 208, 210,
212, 406, 408, 706, 708, 806, 808, 810, 812,
1206, 1208, 1210, 1212, 1406, 1408, 1410,
1412, 1506, 1508, 1606, 1608) auf der ersten
Schale (114, 714, 814, 914, 1014, 1114, 1214,
1314, 1514, 1614) und der zweiten Schale (116,
816, 916, 1016, 1116, 1216, 1316, 1516, 1616)
des virtuellen Modells der Dentalanwendung,
wobei sich die Neupositionierungs-Kieferele-
mente (106, 108, 110, 112, 206, 208, 210, 212,
406, 408, 706, 708, 806, 808, 810, 812, 1206,
1208, 1210, 1212, 1406, 1408, 1410, 1412,
1506, 1508, 1606, 1608) von einer Oberfläche
der ersten Schale (114, 714, 814, 914, 1014,
1114, 1214, 1314, 1514, 1614) und der zweiten
Schale (116, 816, 916, 1016, 1116, 1216, 1316,
1516, 1616) des virtuellen Modells der Dental-
anwendung erstrecken und die Neupositionie-
rungs-Kieferelemente (106, 108, 110, 112, 206,
208, 210, 212, 406, 408, 706, 708, 806, 808,
810, 812, 1206, 1208, 1210, 1212, 1406, 1408,
1410, 1412, 1506, 1508, 1606, 1608) zum Be-
wegen einer Position des falsch ausgerichteten
Kiefers des Patienten ausgebildet sind, da-
durch gekennzeichnet, dass die Neupositio-
nierungs-Kieferelemente (106, 108, 110, 112,
206, 208, 210, 212, 406, 408, 706, 708, 806,
808, 810, 812, 1206, 1208, 1210, 1212, 1406,
1408, 1410, 1412, 1506, 1508, 1606, 1608) hohl
ausgebildet sind und Konstruktionsmerkmale
zum Reduzieren der damit verbundenen Flexi-
bilitätserhöhung aufweisen.

2. Nichtflüchtiges von einer Rechenvorrichtung lesba-
res Medium nach Anspruch 1, wobei die Instruktio-
nen zum Durchführen des Verfahrens ausführbar
sind, welches das Bereitstellen des Behandlungs-
plans für den Patienten umfasst, was das Bereitstel-
len virtueller Modelle von Dentalanwendungen für
jede Stufe des Behandlungsplans umfasst, wobei
die Positionierung der virtuellen Neupositionie-
rungs-Kieferelemente in einer ersten und einer letz-
ten Stufe der Reihe von Stufen mit dem identifizier-
ten falsch ausgerichteten Kiefer stattfindet.

3. Nichtflüchtiges von einer Rechenvorrichtung lesba-
res Medium nach Anspruch 2, wobei die Instruktio-
nen zum Durchführen des Verfahrens ausführbar
sind, welches das Anpassen der Position der virtu-
ellen Neupositionierungs-Kieferelemente in einer
Anzahl von Zwischenstufen der Reihe von Stufen
umfasst.

4. Nichtflüchtiges von einer Rechenvorrichtung lesba-
res Medium nach Anspruch 3, wobei die Instruktio-

nen zum Durchführen des Verfahrens ausführbar
sind, welches das Interpolieren der Position des vir-
tuellen Neupositionierungs-Kieferelements in der
ersten und der letzten Stufe der Reihe von Stufen
mit der angepassten Position in der Vielzahl von Zwi-
schenstufen umfasst.

5. Nichtflüchtiges von einer Rechenvorrichtung lesba-
res Medium nach Anspruch 1, wobei Instruktionen
zum Durchführen des Verfahrens ausführbar sind,
welches das Anpassen der Position der virtuellen
Neupositionierungs-Kieferelemente auf der ersten
Schale und der zweite Schale des virtuellen Modells
der Dentalanwendung umfasst, um eine oder meh-
rere Randbedingungen zu erfüllen.

6. Nichtflüchtiges von einer Rechenvorrichtung lesba-
res Medium nach Anspruch 1, wobei das Anpassen
der Position der virtuellen Neupositionierungs-Kie-
ferelemente auf der ersten Schale und der zweite
Schale des virtuellen Modells der Dentalanwen-
dung, um die eine oder die mehreren Randbedin-
gungen zu erfüllen, das Anpassen der virtuellen
Neupositionierungs-Kieferelemente an eine optima-
le Passung auf der Grundlage der einen oder der
mehreren Randbedingungen umfasst.

7. Nichtflüchtiges von einer Rechenvorrichtung lesba-
res Medium nach Anspruch 1, wobei die Konstruk-
tionsmerkmale Folgendes umfassen:

abgeschrägte Seitenflächen der virtuellen Neu-
positionierungs-Kieferelemente, um eine Buk-
kal-Lingual-Breite auf einer unteren Fläche auf-
zuweisen, die sich von einer Bukkal-Lingual-
Breite auf einer oberen Fläche der virtuellen
Neupositionierungs-Kieferelemente unter-
scheidet; und/oder Nuten auf einer oberen Flä-
che des virtuellen Neupositionierungs-Kiefere-
lements; und/oder
Seitennuten auf einer bukkalen Seitenfläche
und/oder einer lingualen Seitenfläche des virtu-
ellen Neupositionierungs-Kieferelements;
und/oder gewölbte Seitenflächen des virtuellen
Neupositionierungs-Kieferelements in einer
bukkalen Richtung und/oder einer lingualen
Richtung.

8. Verfahren zum Konstruieren einer Dentalanwen-
dung mit folgenden Schritten:

Bereitstellen eines Behandlungsplans für einen
Patienten, welches ein virtuelles Modell einer
Dentalanwendung mit einer ersten Schale (114,
714, 814, 914, 1014, 1114, 1214, 1314, 1514,
1614) und einer zweiten Schale (116, 816, 916,
1016, 1116, 1216, 1316, 1516, 1616) umfasst,
die zur Neupositionierung von mindestens ei-
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nem Zahn des Patienten ausgebildet sind;
Identifizieren einer Vielzahl vom Kieferplatzie-
rungen eines virtuellen Modells eines Kiefers
des Patienten zwischen Stufen des Behand-
lungsplans;
Identifizieren, dass mindestens eine der Viel-
zahl von Kieferplatzierungen einen falsch aus-
gerichteten Kiefer umfasst, wobei die mindes-
tens eine der Vielzahl von Kieferplatzierungen
einer Reihe von Stufen des Behandlungsplans
zugeordnet ist;
Positionieren virtueller Neupositionierungs-Kie-
ferelemente (106, 108, 110, 112, 206, 208, 210,
212, 406, 408, 706, 708, 806, 808, 810, 812,
1206, 1208, 1210, 1212, 1406, 1408, 1410,
1412, 1506, 1508, 1606, 1608), die sich von ei-
ner Oberfläche der ersten Schale (114, 714,
814, 914, 1014, 1114, 1214, 1314, 1514, 1614)
und einer Oberfläche der zweiten Schale (116,
816, 916, 1016, 1116, 1216, 1316, 1516, 1616)
des virtuellen Modells der Dentalanwendung in
einer Stufe der Reihe von Stufen des Behand-
lungsplans mit dem identifizierten falsch ausge-
richteten Kiefer erstrecken, wobei die Neuposi-
tionierungs-Kieferelemente (106, 108, 110, 112,
206, 208, 210, 212, 406, 408, 706, 708, 806,
808, 810, 812, 1206, 1208, 1210, 1212, 1406,
1408, 1410, 1412, 1506, 1508, 1606, 1608) zum
Bewegen einer Position des falsch ausgerichte-
ten Kiefers des Patienten ausgebildet sind, wo-
bei die Neupositionierungs-Kieferelemente
(106, 108, 110, 112, 206, 208, 210, 212, 406,
408, 706, 708, 806, 808, 810, 812, 1206, 1208,
1210, 1212, 1406, 1408, 1410, 1412, 1506,
1508, 1606, 1608) hohl ausgebildet sind und
Konstruktionsmerkmale zum Reduzieren der
damit verbundenen Flexibilitätserhöhung auf-
weisen.

9. Verfahren nach Anspruch 8, ferner umfassend das
Anpassen der Position der Neupositionierungs-Kie-
ferelemente, die sich von der Oberfläche der ersten
Schale und der Oberfläche der zweiten Schale er-
strecken, um eine oder mehrere Randbedingungen
zu erfüllen.

10. Verfahren nach Anspruch 8, wobei die Neupositio-
nierungs-Kieferelemente in einer ersten Stufe und
einer letzten Stufe der Reihe von Stufen positioniert
sind und das Verfahren ferner das Verfeinern einer
Position der virtuellen Neupositionierungs-Kiefere-
lemente in einer Zwischenstufe der Reihe von Stufen
umfasst.

11. Verfahren nach Anspruch 10, wobei das Verfahren
ferner das Interpolieren der Position der virtuellen
Neupositionierungs-Kieferelemente in der ersten
und der letzten Stufe mit der verfeinerten Position

der virtuellen Neupositionierungs-Kieferelemente in
der Zwischenstufe umfasst.

12. Verfahren nach Anspruch 9, wobei das Anpassen
der Position der Neupositionierungs-Kieferelemente
das Anpassen der Position in der ersten Stufe, der
letzten Stufe und der Zwischenstufe der Reihe von
Stufen umfasst, um die eine oder die mehreren
Randbedingungen zu erfüllen.

13. Verfahren nach Anspruch 8, wobei sich die Neupo-
sitionierungs-Kieferelemente von einer Okklusions-
fläche der ersten Schale und der zweite Schale er-
strecken und die eine oder die mehreren Randbe-
dingungen das Ausrichten einer Schnittstelle der
Neupositionierungs-Kieferelemente auf eine für den
Patienten normale Okklusionsebene umfassen.

14. Verfahren nach Anspruch 12, wobei die eine oder
die mehreren Randbedingungen ferner umfassen,
dass ein Abstand zwischen jedem Neupositionie-
rungs-Kieferelement und einer koronalen Oberflä-
che eines Zahns auf dem Gegenkiefer größer als ein
Schwellenabstand ist.

15. Verfahren nach Anspruch 14, wobei die eine oder
die mehreren Randbedingungen ferner umfassen,
dass sich eine Zahnoberfläche eines Zahns unter-
halb jedes Neupositionierungs-Kieferelements nicht
durch eine Oberfläche des Neupositionierungs-Kie-
ferelements erstreckt, jedes Neupositionierungs-
Kieferelement die Bukkal-Lingual-Grenzen von Ok-
klusalflächen der darunterliegenden Zähne nicht
überschreitet, jedes Neupositionierungs-Kieferele-
ment auf eine Bogenkrümmungsrichtung ausrichtet
ist, die Winkelung jedes Neupositionierungs-Kiefer-
elements in einer bukkal-lingualen Richtung be-
schränkt ist, jedes Neupositionierungs-Kieferele-
ment vom ersten Molar bis zum ersten Prämolar po-
sitioniert ist, mindestens ein Molar auf dem Unter-
kiefer von einem Neupositionierungs-Kieferelement
aufgedeckt wird und eine spezifische Bissregistrie-
rungskonfiguration vorliegt.

16. Verfahren nach Anspruch 9, wobei sich die Neupo-
sitionierungs-Kieferelemente von einer bukkalen
oder lingualen Oberfläche der ersten Schale und der
zweiten Schale erstrecken und die eine oder die
mehreren Randbedingungen das Ausrichten einer
Schnittstelle der Neupositionierungs-Kieferelemen-
te auf eine für den Patienten normalen Okklusions-
ebene umfassen.

17. Verfahren nach Anspruch 15, wobei die eine oder
die mehreren Randbedingungen ferner umfassen,
dass sich die Neupositionierungs-Kieferelemente
bei posteriorer oder anteriorer Betrachtung kreuzen.
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18. Verfahren nach Anspruch 16, wobei die eine oder
die mehreren Randbedingungen ferner umfassen,
dass ein Abstand zwischen jedem Neupositionie-
rungs-Kieferelement und einer koronalen Oberflä-
che eines Zahns auf dem Gegenkiefer größer als ein
Schwellenabstand ist, die koronale Oberfläche eines
Zahns die Neupositionierungs-Kieferelemente
stützt, ein Hinterschnitt vermieden wird, die Winke-
lung in bukkaler oder lingualer Richtung minimiert
wi, die Neupositionierungs-Kieferelemente sich auf
eine Bogenkrümmungsrichtung ausrichten, die Neu-
positionierungs-Kieferelemente vom ersten Molar
bis zum ersten Prämolar positioniert sind und eine
Symmetrie der Neupositionierungs-Kieferelemente
auf der linken Seite und der rechten Seite des Kiefers
vorliegt.

19. Verfahren nach Anspruch 8, wobei das Verfahren
die Eingabe eines Scans des tatsächlichen Bisses
oder einer befestigten Artikulation des Bisses zum
Positionieren der virtuellen Neupositionierungs-Kie-
ferelemente umfasst.

Revendications

1. Support lisible par dispositif informatique non tran-
sitoire mémorisant des instructions exécutables par
un processeur (666) pour amener un dispositif infor-
matique (664) à réaliser un procédé comprenant :

le fait d’identifier une pluralité de positions de
mâchoire d’un modèle virtuel d’une mâchoire
(102, 104, 202, 204, 1202, 1204, 1302, 1304,
1402, 1404) d’un patient entre des stades d’un
plan de traitement ;
le fait d’identifier au moins une position parmi la
pluralité de positions de mâchoire incluant une
mâchoire désalignée, où la au moins une posi-
tion parmi la pluralité de positions de mâchoire
est associée à une série de stades du plan de
traitement ;
le fait de fournir un modèle virtuel d’un appareil
dentaire présentant une première gouttière
(114, 714, 814, 914, 1014, 1114, 1214, 1314,
1514, 1614) et une seconde gouttière (116, 816,
916, 1016, 1116, 1216, 1316, 1516, 1616) à un
stade parmi la série de stades du plan de trai-
tement avec la mâchoire désalignée identifiée,
où au moins une gouttière parmi la première
gouttière (114, 714, 814, 914, 1014, 1114, 1214,
1314, 1514, 1614) et la seconde gouttière (116,
816, 916, 1016, 1116, 1216, 1316, 1516, 1616)
est configurée pour repositionner un certain
nombre de dents d’un patient ; et
le fait de positionner des éléments de reposi-
tionnement de mâchoire virtuels (106, 108, 110,
112, 206, 208, 210, 212, 406, 408, 706, 708,

806, 808, 810, 812, 1206, 1208, 1210, 1212,
1406, 1408, 1410, 1412, 1506, 1508, 1606,
1608) sur la première gouttière (114, 714, 814,
914, 1014, 1114, 1214, 1314, 1514, 1614) et la
seconde gouttière (116, 816, 916, 1016, 1116,
1216, 1316, 1516, 1616) du modèle virtuel de
l’appareil dentaire, où les éléments de reposi-
tionnement de mâchoire (106, 108, 110, 112,
206, 208, 210, 212, 406, 408, 706, 708, 806,
808, 810, 812, 1206, 1208, 1210, 1212, 1406,
1408, 1410, 1412, 1506, 1508, 1606, 1608)
s’étendent depuis une surface de la première
gouttière (114, 714, 814, 914, 1014, 1114, 1214,
1314, 1514, 1614) et de la seconde gouttière
(116, 816, 916, 1016, 1116, 1216, 1316, 1516,
1616) du modèle virtuel de l’appareil dentaire et
les éléments de repositionnement de mâchoire
(106, 108, 110, 112, 206, 208, 210, 212, 406,
408, 706, 708, 806, 808, 810, 812, 1206, 1208,
1210, 1212, 1406, 1408, 1410, 1412, 1506,
1508, 1606, 1608) sont configurés pour dépla-
cer une position de la mâchoire désalignée du
patient, caractérisé en ce que lesdits éléments
de repositionnement de mâchoire (106, 108,
110, 112, 206, 208, 210, 212, 406, 408, 706,
708, 806, 808, 810, 812, 1206, 1208, 1210,
1212, 1406, 1408, 1410, 1412, 1506, 1508,
1606, 1608) sont creux, et incluent des carac-
téristiques de conception pour réduire l’aug-
mentation de flexibilité associée à ceux-ci.

2. Support lisible par dispositif informatique non tran-
sitoire selon la revendication 1, dans lequel les ins-
tructions sont exécutables pour réaliser le procédé
incluant le fait de fournir le plan de traitement pour
le patient incluant le fait de fournir des modèles vir-
tuels d’appareils dentaires pour chaque stade du
plan de traitement, où le positionnement des élé-
ments de repositionnement de mâchoire virtuels in-
tervient à un premier stade et à un dernier stade de
la série de stades avec la mâchoire désalignée iden-
tifiée.

3. Support lisible par dispositif informatique non tran-
sitoire selon la revendication 2, dans lequel les ins-
tructions sont exécutables pour réaliser le procédé
incluant le fait d’ajuster la position des éléments de
repositionnement de mâchoire virtuels à un certain
nombre de stades intermédiaires de la série de sta-
des.

4. Support lisible par dispositif informatique non tran-
sitoire selon la revendication 3, dans lequel les ins-
tructions sont exécutables pour réaliser le procédé
incluant le fait d’interpoler la position des éléments
de repositionnement de mâchoire virtuels aux pre-
mier et dernier stades de la série de stades avec la
position ajustée au nombre de stades intermédiai-
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res.

5. Support lisible par dispositif informatique non tran-
sitoire selon la revendication 1, dans lequel les ins-
tructions sont exécutables pour réaliser le procédé
incluant le fait d’ajuster la position des éléments de
repositionnement de mâchoire virtuels sur la premiè-
re gouttière et la deuxième gouttière du modèle vir-
tuel de l’appareil dentaire pour s’adapter à une ou
plusieurs contraintes.

6. Support lisible par dispositif informatique non tran-
sitoire selon la revendication 1, où le fait d’ajuster la
position des éléments de repositionnement de mâ-
choire virtuels sur la première gouttière et la deuxiè-
me gouttière du modèle virtuel de l’appareil dentaire
pour s’adapter à une ou plusieurs contraintes inclut
le fait d’ajuster les éléments de repositionnement de
mâchoire virtuels pour un ajustement idéal sur la ba-
se des une ou plusieurs contraintes.

7. Support lisible par dispositif informatique non tran-
sitoire selon la revendication 1, dans lequel lesdites
caractéristiques de conception incluent :

des surfaces latérales obliques des éléments de
repositionnement de mâchoire virtuels pour in-
clure une largeur buccale-linguale sur une sur-
face inférieure différente d’une largeur buccale-
linguale sur une surface supérieure des élé-
ments de repositionnement de mâchoire
virtuels ; et/ou
des rainures sur une surface supérieure de l’élé-
ment de repositionnement de mâchoire virtuel ;
et/ou
des rainures latérales sur au moins une surface
parmi une surface latérale buccale et une sur-
face latérale linguale de l’élément de reposition-
nement de mâchoire virtuel ; et/ou
des surfaces latérales incurvées de l’élément de
repositionnement de mâchoire virtuel dans au
moins une direction parmi une direction buccale
et une direction linguale.

8. Procédé de conception d’un appareil dentaire,
comprenant :

le fait de fournir un plan de traitement pour un
patient incluant un modèle virtuel d’un appareil
dentaire incluant une première gouttière (114,
714, 814, 914, 1014, 1114, 1214, 1314, 1514,
1614) et une seconde gouttière (116, 816, 916,
1016, 1116, 1216, 1316, 1516, 1616) configu-
rées pour repositionner au moins une dent du
patient ;
le fait d’identifier une pluralité de positions de
mâchoire d’un modèle virtuel d’une mâchoire du
patient entre des stades du plan de traitement ;

le fait d’identifier au moins une position parmi la
pluralité de positions de mâchoire incluant une
mâchoire désalignée, où la au moins une posi-
tion parmi la pluralité de positions de mâchoire
est associée à une série de stades du plan de
traitement ;
le fait de positionner des éléments de reposi-
tionnement de mâchoire virtuels (106, 108, 110,
112, 206, 208, 210, 212, 406, 408, 706, 708,
806, 808, 810, 812, 1206, 1208, 1210, 1212,
1406, 1408, 1410, 1412, 1506, 1508, 1606,
1608) s’étendant depuis une surface de la pre-
mière gouttière (114, 714, 814, 914, 1014, 1114,
1214, 1314, 1514, 1614) et une surface de la
seconde gouttière (116, 816, 916, 1016, 1116,
1216, 1316, 1516, 1616) du modèle virtuel de
l’appareil dentaire à un stade parmi la série de
stades du plan de traitement avec la mâchoire
désalignée identifiée, où les éléments de repo-
sitionnement de mâchoire (106, 108, 110, 112,
206, 208, 210, 212, 406, 408, 706, 708, 806,
808, 810, 812, 1206, 1208, 1210, 1212, 1406,
1408, 1410, 1412, 1506, 1508, 1606, 1608) sont
configurés pour déplacer une position de la mâ-
choire désalignée du patient, où lesdits élé-
ments de repositionnement de mâchoire (106,
108, 110, 112, 206, 208, 210, 212, 406, 408,
706, 708, 806, 808, 810, 812, 1206, 1208, 1210,
1212, 1406, 1408, 1410, 1412, 1506, 1508,
1606, 1608) sont creux, et incluent des carac-
téristiques de conception pour réduire l’aug-
mentation de flexibilité associée à ceux-ci.

9. Procédé selon la revendication 8, comprenant en
outre le fait d’ajuster la position des éléments de re-
positionnement de mâchoire s’étendant depuis la
surface de la première gouttière et la surface de la
deuxième gouttière pour s’adapter à une ou plu-
sieurs contraintes.

10. Procédé selon la revendication 8, dans lequel les
éléments de repositionnement de mâchoire sont po-
sitionnés à un premier stade et à un dernier stade
de la série de stades et le procédé incluant en outre
le fait d’affiner une position des éléments de reposi-
tionnement de mâchoire virtuels à un stade intermé-
diaire de la série de stades.

11. Procédé selon la revendication 10, le procédé in-
cluant en outre le fait d’interpoler la position des élé-
ments de repositionnement de mâchoire virtuels aux
premier et dernier stades avec la position affinée des
éléments de repositionnement de mâchoire virtuels
au stade intermédiaire.

12. Procédé selon la revendication 9, où le fait d’ajuster
la position des éléments de repositionnement de mâ-
choire inclut le fait d’ajuster la position au premier
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stade, au dernier stade, et au stade intermédiaire de
la série de stades pour s’adapter à une ou plusieurs
contraintes.

13. Procédé selon la revendication 8, où les éléments
de repositionnement de mâchoire s’étendent depuis
une surface occlusale de la première gouttière et de
la seconde gouttière et les une ou plusieurs contrain-
tes incluent le fait d’aligner une interface des élé-
ments de repositionnement de mâchoire sur une nor-
male au plan occlusal du patient.

14. Procédé selon la revendication 12, où les une ou
plusieurs contraintes incluent en outre le fait qu’une
distance entre chaque élément de repositionnement
de mâchoire et une surface coronaire d’une dent sur
la mâchoire opposée est supérieure à une distance
de seuil.

15. Procédé selon la revendication 14, où les une ou
plusieurs contraintes incluent en outre le fait qu’une
surface de dent d’une dent sous chaque élément de
repositionnement de mâchoire ne s’étend pas le long
d’une surface de l’élément de repositionnement de
mâchoire, le fait que chaque élément de reposition-
nement de mâchoire ne porte pas atteinte à des
bords buccaux-linguaux de surfaces occlusales des
dents se trouvant en dessous, le fait que chaque
élément de repositionnement de mâchoire s’aligne
sur une direction de courbe d’arcade, le fait que l’an-
gulation de chaque élément de repositionnement de
mâchoire dans une direction buccale-linguale est li-
mitée, le fait que chaque élément de repositionne-
ment de mâchoire est positionné de la 1ère molaire
jusqu’à la 1ère prémolaire, le fait que au moins une
molaire sur la mâchoire inférieure n’est pas recou-
verte par un élément de repositionnement de mâ-
choire, et une configuration d’enregistrement d’oc-
clusion particulière.

16. Procédé selon la revendication 9, où les éléments
de repositionnement de mâchoire s’étendent depuis
une surface buccale ou linguale de la première gout-
tière et de la seconde gouttière et les une ou plu-
sieurs contraintes incluent le fait d’aligner une inter-
face des éléments de repositionnement de mâchoire
sur une normale au plan occlusal du patient.

17. Procédé selon la revendication 15, où les une ou
plusieurs contraintes incluent en outre le fait que les
éléments de repositionnement de mâchoire s’entre-
croisent lorsqu’ils sont observés postérieurement ou
antérieurement.

18. Procédé selon la revendication 16, où les une ou
plusieurs contraintes incluent en outre le fait qu’une
distance entre chaque élément de repositionnement
de mâchoire et une surface coronaire d’une dent sur

la mâchoire opposée est supérieure à une distance
de seuil, le fait qu’une surface coronaire d’une dent
supporte les éléments de repositionnement de mâ-
choire, le fait d’éviter une découpe, le fait de réduire
autant que possible une angulation dans la direction
buccale ou linguale, le fait que les éléments de re-
positionnement de mâchoire s’alignent sur une di-
rection de courbe d’arcade, le fait que les éléments
de repositionnement de mâchoire sont positionnés
de la première molaire jusqu’à la première prémo-
laire, et la symétrie des éléments de repositionne-
ment de mâchoire sur le côté gauche et sur le côté
droit de la mâchoire.

19. Procédé selon la revendication 8, où le procédé in-
clut le fait d’entrer un scan de l’occlusion réelle ou
d’une articulation montée de la morsure pour posi-
tionner les éléments de repositionnement de mâ-
choire virtuels.
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