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(54) AEROGEL PRECURSOR AND AEROGEL PRODUCED BY USING SAME

(57) The present invention relates to a hydrophobic silica aerogel precursor, and hydrophobic silica aerogel produced
using the same. According to the present invention, by introducing a linear silane crosslinking agent comprising a
PEG-derived unit when preparing a hydrophobic aerogel precursor, a hydrophobic silica aerogel having improved high
temperature thermal stability and improved mechanical physical properties may be produced.
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Description

TECHNICAL FIELD

Cross-reference to Related Applications

[0001] This application claims the benefit of Korean Patent Application No. 10-2017-0167918, filed on December 8,
2017, in the Korean Intellectual Property Office, the disclosure of which is incorporated herein in its entirety by reference.

Technical Field

[0002] The present invention relates to a hydrophobic aerogel precursor, and aerogel produced using the same.

BACKGROUND ART

[0003] Aerogel is a material having a porous structure in which a SiO2 nano structure is intertwined like a non-woven
fabric so that air accounts for 98% of the total volume. The aerogel has a high porosity, pores in the range of 1-50nm,
a high specific surface area, and ultra-insulation and low dielectric properties, and thus is used as an inorganic insulation
material. Recently, pre-hydrolyzed TEOS based on tetra ethyl ortho silicate (TEOS) is used as a precursor of aerogel
in order to improve the uniform porosity and specific surface area of the aerogel, and pre-hydrolyzed TEOS to which a
hydrophobic functional group is introduced is used to produce aerogel having high thermal stability in order to improve
the durability of the aerogel as a high temperature insulation material.
[0004] In the synthesis of aerogel, TEOS or pre-hydrolyzed TEOS is used as a precursor, and H2O, alcohol, and an
acid/base catalyst are used to control the porosity of wet gel. After a surface modification step in which the surface of
the wet gel is hydrophobized, aerogel having hydrophobicity is produced through atmospheric pressure drying/super-
critical drying. However, a surface modification method in which the surface of wet gel is hydrophobized after the
preparation of the wet gel is a 2 phase chemical reaction of liquid/solid, which has a lower reaction efficiency than 1
phase chemical reaction of liquid. Accordingly, when the surface of the wet gel is hydrophobized, a large amount of a
hydrophobing agent (surface modifier) is used, so that high temperature durability is deteriorated due to residual hydro-
phobing agent.
[0005] In order to solve the above problem, a method for imparting hydrophobicity to pores by using alkyl alkoxy silane
as a co-precursor together with TEOS or pre-hydrolyzed TEOS may be used. However, the method has disadvantages
in that gelation control is difficult, pores are uneven, thermal conductivity is increased, and thermal stability is reduced.
In order to overcome the above disadvantages, a method for producing aerogel by preparing a hydrophobic aerogel
precursor by using a sol-gel forming group having a mono-halide reaction site with a hydrophobic functional group as a
monomer in the polymerization of an aerogel precursor may be used. However, there may be a problem in mechanical
durability due to defects of hydrophobic pores in the aerogel.
[0006] According to the present invention, a pre-hydrolyzed TEOS precursor to which a linear silane crosslinking agent
is introduced is prepared, and then aerogel is produced using the same, so that aerogel having high thermal stability
and physical stability may be produced.

[Prior Art Document]

[0007] (Patent Document 1) KR 2007-0022003 A (February 23, 2007)

DISCLOSURE OF THE INVENTION

TECHNICAL PROBLEM

[0008] An aspect of the present invention provides a hydrophobic aerogel precursor by introducing a linear silane
crosslinking agent comprising a PEG-derived unit in the preparation of an aerogel precursor.
[0009] Another aspect of the present invention provides hydrophobic aerogel having improved high temperature ther-
mal stability and improved mechanical physical properties using the hydrophobic aerogel precursor.

TECHNICAL SOLUTION

[0010] According to an aspect of the present invention, there is provided a method for preparing a hydrophobic aerogel
precursor, the method including preparing an alkoxysilane compound or pre-hydrolyzed alkoxysilane compound, and
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adding a linear silane crosslinking agent to polymerize, the alkoxysilane compound or pre-hydrolyzed alkoxysilane
compound wherein the linear silane crosslinking agent comprises a PEG-derived unit.
[0011] According to another aspect of the present invention, there is provided a hydrophobic aerogel precursor including
an alkoxysilane compound-derived unit and a PEG-derived unit.
[0012] According to yet another aspect of the present invention, there are provided hydrophobic silica aerogel using
the hydrophobic aerogel precursor and a method for preparing the same.

ADVANTAGEOUS EFFECTS

[0013] According to the present invention, a hydrophobic aerogel precursor may be prepared, and using the hydro-
phobic aerogel precursor, hydrophobic aerogel having uniform pores, improved high temperature thermal stability, and
improved mechanical physical properties may be produced.
[0014] When the hydrophobic aerogel precursor of the present invention is used, hydrophobic aerogel may be produced
without going through a surface modification step during the production of aerogel, so that the cost of purchasing an
expensive surface modifier may be saved, and the total process time may be shortened since a surface modification
process which takes a long time is not performed.

MODE FOR CARRYING OUT THE INVENTION

[0015] Hereinafter, the present invention will be described in more detail to allow for a clearer understanding of the
present invention. In this case, it will be understood that words or terms used in the specification and claims shall not
be interpreted as the meaning defined in commonly used dictionaries. It will be further understood that the words or
terms should be interpreted as having a meaning that is consistent with their meaning in the context of the relevant art
and the technical idea of the invention, based on the principle that an inventor may properly define the meaning of the
words or terms to best explain the invention.
[0016] The purpose of the present invention is to produce aerogel having improved high temperature thermal stability
and improved mechanical physical properties by introducing a linear silane crosslinking agent including a PEG-derived
unit when preparing a hydrophobic aerogel precursor.
[0017] Accordingly, the present invention provides a method for preparing a hydrophobic aerogel precursor, the method
including preparing an alkoxysilane compound or pre-hydrolyzed alkoxysilane compound, and adding a linear silane
crosslinking agent to polymerize the alkoxysilane compound or pre-hydrolyzed alkoxysilane compound, wherein the
linear silane crosslinking agent includes a PEG-derived unit.
[0018] Hereinafter, the method for preparing a hydrophobic aerogel precursor will be described in detail.
[0019] In the method for preparing a hydrophobic aerogel precursor of the present invention, an alkoxysilane compound
or an alkoxysilane compound obtained by pre-hydrolyzing the same may be used as an aerogel precursor.
[0020] Specifically, the alkoxysilane compound that can be used in the present invention may be one or more selected
from the group consisting of tetra methyl ortho silicate (TMOS), tetra ethyl ortho silicate (TEOS), methyl triethyl ortho
silicate, dimethyl diethyl ortho silicate, tetra propyl ortho silicate, tetra isopropyl ortho silicate, tetra butyl ortho silicate,
tetra secondarybutyl ortho silicate, tetra tertiarybutyl ortho silicate, tetra hexyl ortho silicate, tetra cyclohexyl ortho silicate,
and tetra dodecyl ortho silicate, and may be , specifically, tetra ethyl ortho silicate (TEOS).
[0021] Meanwhile, the pre-hydrolyzed alkoxysilane compound that can be used in the present invention may have a
degree of hydration of 50-80%, more specifically 65-75%. It is preferable to prepare and use an alkoxy disiloxane-based
prepolymer, which is a pre-hydrolyzed alkoxy silane compound, rather than a monomer such as an alkoxysilane com-
pound as an aerogel monomer since gelation reaction time may be easily controlled and storage stability is excellent.
[0022] However, when the degree of hydration is less than the above range, a sol gel reaction does not occur smoothly,
so that there may be problems in that the molecular weight is decreased and the stability is decreased. When the degree
of hydration exceeds the above range, crosslinking density is not controlled, so that there may be problems in that the
specific surface area of aerogel is decreased and the pore area is reduced.
[0023] Meanwhile, when tetraethoxysilane is used as the alkoxysilane compound, polyethoxydisiloxane(PEDS-Px)
may be prepared by hydrolysis and a condensation reaction as shown in Reaction Formula 1 below.

[Reaction Formula 1] Si(OC2H5)4 + nH2O -> PEDS-Px + Solvent (C2H5OH)

[0024] (In Reaction Formula 1 above, n is the number of moles of water used, and n<2.)
[0025] When the number of moles of water is 2, that is, n=2, silica particles of SiO2 are generated. When n<2, poly-
ethoxydisiloxane(PEDS-Px) may be prepared as an alkoxy disiloxane-based prepolymer.
[0026] Meanwhile, the degree of hydration defines n=2 as the degree of hydration of 100%. For example, n=1 means
that the degree of hydration is 50%, and the degree of hydration may be calculated in proportion to the number of moles
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of water introduced.
[0027] A linear silane crosslinking agent including the PEG-derived unit may be prepared by reacting isocyanate silane
and polyethylene glycol (n= 3 to 24) as shown in Reaction Formula 2 below. In preparing a linear silane crosslinking
agent of the present invention, polyethylene glycol (PEG) may be used in various ways depending on the molecular weight.

[0028] In the present invention, the linear silane crosslinking agent represented by Formula 1 below and prepared by
the reaction above may be used.

(in Formula 1, n is 3 to 24.)
[0029] The linear crosslinking agent includes PEG-derived units. When the linear crosslinking agent is added as a
monomer in the production of an aerogel precursor, a hydrophobic functional group is imparted to the aerogel precursor
so that it is possible to produced hydrophobized aerogel including hydrophobic pores, and due to a crosslinking reaction
between hydrophobized aerogel precursors, it is possible to produced hydrophobized aerogel with improved high tem-
perature thermal stability and mechanical physical properties.
[0030] More specifically, the linear silane crosslinking agent of the present invention has a PEG functional group having
both hydrophilicity and hydrophobicity in the molecule thereof, thereby having excellent compatibility with sol-gel reac-
tants, and due to the great molecular weight thereof compared to other linear silane compounds, hydrophobic pores are
sufficiently generated in the aerogel, so that an aerogel precursor having high porosity and excellent room tempera-
ture/high temperature hydrophobicity may be prepared.
[0031] Meanwhile, the linear silane crosslinking agent is added in an amount of 0.5-20 mol%, more specifically 1.0-10
mol% based on the total number of moles of the alkoxysilane compound or the pre-hydrolyzed alkoxysilane compound.
[0032] When added less than the above range, the degree of hydrophobicity is not high during the production of silica
aerogel, so that the thermal stability and mechanical physical properties of the aerogel may be deteriorated. When added
to exceed the above range, the ratio of a silica unit subjected to a gelation reaction is not high during the production of
the aerogel, so that the gelation reaction may not be efficiently performed.
[0033] The hydrophobic aerogel precursor of the present invention has a weight average molecular weight (MW) of
500-6,500 g/mol, more specifically 1,500-3,500 g/mol. When the weight average molecular weight satisfies the above
range, the hydrophobic aerogel precursor may be mass-produced due to the excellent durability thereof, and after the
mass production, the hydrophobic aerogel precursor may be stored for a long time to be used for producing aerogel.
[0034] Meanwhile, when the weight average molecular weight is less than the above range, the formation time of wet
gel may be lengthened and the heat resistance of aerogel may be deteriorated during the production of the aerogel.
When the weight average molecular weight exceeds the above range, the durability of an aerogel precursor may be
deteriorated.
[0035] In addition, the hydrophobic aerogel precursor of the present invention includes 0.2-10 wt% of PEG-derived
unit, more specifically 0.5-10 wt%.
[0036] When included less than the above range, the degree of hydrophobicity is not high during the production of
aerogel, so that the thermal stability and mechanical physical properties of the aerogel may be deteriorated. When
included greater than the above range, the ratio of a silica unit subjected to a gelation reaction is not high during the
production of silica aerogel, so that the gelation reaction may not be efficiently performed.
[0037] In addition, the hydrophobic aerogel precursor of the present invention has a carbon content of 20 wt% or
greater, more specifically 30 wt% or greater.
[0038] When the carbon content is less than the above range, the hydrophobicity is not high during the production of
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silica aerogel, so that the thermal stability and mechanical physical properties of the aerogel may be deteriorated. When
the carbon content exceeds the above range, the ratio of a silica unit subjected to a gelation reaction is not high during
the production of silica aerogel, so that the gelation reaction may not be efficiently performed.
[0039] In addition, the present invention provides a hydrophobic aerogel precursor prepared by the method for preparing
a hydrophobic aerogel precursor, the hydrophobic aerogel precursor including an alkoxysilane compound-derived unit
and a PEG-derived unit.
[0040] The specific features of the hydrophobic aerogel precursor is as described in the method for preparing the
hydrophobic aerogel precursor.
[0041] In addition, the present invention provides a method for producing hydrophobic silica aerogel prepared by using
a hydrophobic aerogel precursor.
[0042] In the present invention, silica sol is prepared by using the hydrophobic aerogel precursor, and then added
with a base/acid catalyst to be subjected to a gelation reaction to prepare silica wet gel. After the silica wet gel goes
through an optional aging step, hydrophobic silica aerogel may be produced through atmospheric pressure drying/su-
percritical drying.
[0043] In the method for producing hydrophobic silica aerogel of the present invention, a hydrophobic aerogel precursor
is used, so that a surface modification step is not additionally required in the production of silica aerogel.
[0044] A surface modifier is expensive and the reaction efficiency thereof is not high. When a large amount of the
surface modifier is used, the amount of residual surface modifier is increased, and therefore, a large amount of an
expensive solvent is needed to wash the residual surface modifier, and also a long surface modification time is required.
Therefore, a typical method for producing hydrophobic silica aerogel through a surface modification step has poor
productivity and economical efficiency.
[0045] In the present invention, since an aerogel precursor is hydrophobized and used in the production of aerogel,
a surface modification step is not additionally required. Therefore, the cost of purchasing an expensive surface modifier
may be saved, and the total process time may be shortened since a surface modification process which takes a long
time is not performed.
[0046] In addition, the present invention provides hydrophobic silica aerogel including a unit derived from a hydrophobic
aerogel precursor having a PEG-derived unit. The hydrophobic silica aerogel of the present invention has hydrophobicity
well maintained to inner pores thereof, so that the high temperature thermal stability and mechanical physical properties
thereof are improved compared to typical hydrophobic silica aerogel.
[0047] Specifically, the hydrophobic silica aerogel of the present invention may have a carbon content of 11 wt% or
greater, more specifically 12.5 wt% or greater, a specific surface area of 725 m2/g or greater, more specifically 770 m2/g
or greater, an average pore diameter of 13.7 nm or greater, a total pore volume of 3.15 cm3/g or greater, more specifically
3.35 cm3/g or greater, a compression strength of 0.025 Mpa or greater, more specifically 0.028 Mpa or greater.
[0048] Hereinafter, examples of the present invention will be described in detail so that those skilled in the art can
easily carry out the present invention. The present invention may, however, be embodied in many different forms and
is not limited to the examples set forth herein.

Preparation Example 1 : Preparation of pre-hydrolyzed alkoxysilane compound (alkoxy disiloxane-based pre-
polymer)

[0049] 150 g of TEOS, 51 g of ethanol, and 0.04 g of 35% HCl aqueous solution were added into a 500 mL reactor,
and then stirred while the reaction temperature was raised to 70° C. When the reaction temperature was maintained at
70° C, 19.4 g of acidified distilled water containing 0.02 g of 35% hydrochloric acid aqueous solution was slowly added
to the reactor dropwise over 1 hour and then was subjected to an 8-hour reaction.
[0050] After the completion of the reaction, the temperature of the reactor was cooled to room temperature. A cooled
reactant was filtered under reduced pressure using a filter to remove impurities to prepare 75% hydrolyzed ethoxy
disiloxane-based prepolymer (Pre-hydrolyzed TEOS).

Preparation 2 : Preparation of linear silane crosslinking agent including a polyethylene glycol (PEG)-derived unit

[0051]
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[0052] 19.79 g of isocyanate silane (KBE-9007, ShinEtsu Co. of Japan), 12.80 g of polyethylene glycol PEG-400
(Korea, Deoksan Pure Chemicals Co., n=8.2∼9.1) were added to a 1000 mL flask, and then added with 0.57 g of dibutyltin
dilaurate (DBTDL) such that is added so as to be 3 mol% relative to KBE-9007, and diluted with 300 g of tetrahydrofuran
(THF) at room temperature to prepare a linear silane crosslinking agent including a polyethylene glycol(PEG)-derived
unit. The mixture was stirred at room temperature until it was confirmed by the Thin Layer Chromatography (TLC) that
reactants were all consumed, and then decompressed to remove all the reaction solvent. Thereafter, 28 g of a liquid
product having a purity of 95% or greater was obtained in a yield of 91% through column chromatography under a
developing solution condition of dichloromethane:methyl alcohol = 30:1.

Example 1

[0053] The prepolymer solution prepared in Preparation Example 1 was cooled to 0°C. 3.5 g of the linear silane
crosslinking agent prepared in Preparation Example 2 (0.5 mol% of the prepolymer prepared in Preparation Example
1) was diluted with 40 g of ethanol and then slowly added dropwise over 4 hours, and the mixture was stirred vigorously
for 4 hours to be subjected to a reaction. After the completion of the reaction, the temperature of the reactor was cooled
to room temperature to prepare a hydrophobic aerogel precursor.
[0054] A mixture of ethanol, distilled water, and ammonia water was slowly added to the hydrophobic aerogel precursor
to be subjected to a gelation reaction. At this time, the reaction was performed at room temperature (2365°C), and the
mixed weight ratio of the hydrophobic aerogel precursor:ethanol:distilled water:ammonia water was 3:8:1:40.1. After
stirring for 10 minutes, wet gel was obtained. The obtained wet gel was subjected to supercritical drying under the
conditions of 40°C and 80 atm to prepare hydrophobic aerogel.

Example 2

[0055] 150 g of TEOS, 51 g of ethanol, 3.5 g of the linear silane crosslinking agent of Preparation Example 2 (0.5 mol
% of TEOS), and 0.04 g of 35% HCl aqueous solution were added into a 500 mL reactor, and then stirred while the
reaction temperature was raised to 70°C. When the reaction temperature was maintained at 70°C, 19.4 g of acidified
distilled water containing 0.02 g of 35% hydrochloric acid aqueous solution was slowly added to the reactor dropwise
over 1 hour and then was subjected to an 8-hour reaction. After the completion of the reaction, the temperature of the
reactor was cooled to room temperature. A cooled reactant was filtered under reduced pressure using a filter to remove
impurities to prepare a hydrophobic aerogel precursor.
[0056] A mixture of ethanol, distilled water, and ammonia water was slowly added to the hydrophobic aerogel precursor
to be subjected to a reaction. At this time, the reaction was performed at room temperature (2365°C), and the mixed
weight ratio of the hydrophobic aerogel precursor:ethanol:distilled water:ammonia water was 3:8:1:40.1. After stirring
for 10 minutes, wet gel was obtained. The obtained wet gel was subjected to supercritical drying under the conditions
of 40°C and 80 atm to prepare hydrophobic aerogel.

Example 3

[0057] A hydrophobic aerogel precursor and hydrophobic aerogel were produced in the same manner as in Example
1, except that 0.35 g of the linear silane crosslinking agent of Preparation Example 2 (0.05 mol% of the prepolymer
prepared in Preparation Example 1) was used.

Example 4

[0058] A hydrophobic aerogel precursor and hydrophobic aerogel were produced in the same manner as in Example
1, except that 175 g of the linear silane crosslinking agent of Preparation Example 2 (25 mol% of the prepolymer prepared
in Preparation Example 1) was used.
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Comparative Example 1

[0059] The prepolymer solution prepared in Preparation Example 1 was cooled to 0°C. 3.9 g of chlorotrimethylsilane
(0.5 mol% of TEOS) was diluted with 40 g of ethanol and then slowly added dropwise over 1 hour, and the mixture was
stirred vigorously for 4 hours to be subjected to a reaction. After the completion of the reaction, the temperature of the
reactor was cooled to room temperature to prepare a hydrophobic aerogel precursor.
[0060] A mixture of ethanol, distilled water, and ammonia water was slowly added to the hydrophobic aerogel precursor
to be subjected to a reaction. At this time, the reaction was performed at room temperature (2365°C), and the mixed
weight ratio of the hydrophobic aerogel precursor:ethanol:distilled water:ammonia water was 3:8:1:40.1. After stirring
for 10 minutes, wet gel was obtained. The obtained wet gel was subjected to supercritical drying under the conditions
of 40°C and 80 atm to prepare hydrophobic aerogel.

Experimental Example

[0061] The physical properties of each silica aerogel produced in Examples and Comparative Example were measured,
and the results are shown in Table 2 below.

1) Tap density

[0062] The TAP density was analyzed using a TAP density measuring device (TAP-2S, Logan Instruments Co.).

2) Specific surface area (BET surface area, m2/g), Average porosity diameter (Dp, nm) and Total pore volume (Vp, cm3/g)

[0063] The specific surface area, average pore diameter and pore volume were analyzed by the absorption/desorption
amount of nitrogen according to partial pressure (0.11<p/po<1) using ASAP 2010 of Micrometrics Co.

3) Carbon content (wt %)

[0064] The carbon content was measured using a carbon/sulfur analyzer (CS-800) of Eltra Co.

[Table 1]

Aerogel 
precursor

Crosslinking agent Amount of linear silane crosslinking 
agent added* (mol%)

Example 1 Pre-hydrolyzed 
TEOS

Linear silane crosslinking agent of 
Preparation Example 2

0.5

Example 2 TEOS Linear silane crosslinking agent of 
Preparation Example 2

0.5

Example 3 Pre-hydrolyzed 
TEOS

Linear silane crosslinking agent of 
Preparation Example 2

0.05

Example 4 Pre-hydrolyzed 
TEOS

Linear silane crosslinking agent of 
Preparation Example 2

25

Comparative 
Example 1

Pre-hydrolyzed 
TEOS

Chlorotrimethylsilane 5
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4) Compression strength (Mpa)

[0065] For cylindrical specimens the surfaces of which were polished to the same height (12 mm) using the UTM
(H10K-C, Hounsfield, U.K), the degree of deformation by uniaxial pressing was evaluated at a down cross head speed
of 5 mm/min.

[0066] As shown in Table 1 above, the silica aerogel of each of the Examples had excellent specific surface area and
a large total pore volume, so that the thermal insulation performance thereof was expected to be excellent and the
compression strength thereof was confirmed to be also excellent compared with the silica aerogel of Comparative
Example.
[0067] The foregoing description of the present invention has been presented for purposes of illustration. It will be
understood by those skilled in the art that various changes in form and details may be made therein without departing
from the spirit and scope of the invention. It is therefore to be understood that the above-described embodiments are
illustrative in all aspects and not restrictive.

Claims

1. A method for preparing a hydrophobic aerogel precursor, the method comprising:

preparing an alkoxysilane compound or pre-hydrolyzed alkoxysilane compound; and
adding a linear silane crosslinking agent to polymerize the alkoxysilane compound or pre-hydrolyzed alkoxysi-
lane compound, wherein
the linear silane crosslinking agent comprises a polyethylene glycol (PEG)-derived unit.

2. The method of claim 1, wherein the linear silane crosslinking agent is represented by Formula 1 below:

(in Formula 1, n is 3 to 24.)

3. The method of claim 1, wherein the linear silane crosslinking agent is added in an amount of 0.5-20 mol% based
on the total number of moles of the alkoxysilane compound or the pre-hydrolyzed alkoxysilane compound.

4. The method of claim 1, wherein the weight average molecular weight (MW) of the hydrophobic aerogel precursor
is 500-6,500 g/mol.

[Table 2]

Tap 
density 
(g/ml)

Aerogel Carbon 
content (wt%)

Specific 
surface 
area (m2/g)

Average porosity 
Diameter (nm)

Total pore 
volume 
(cm3/g)

Compression 
strength 
(Mpa)

Example 1 0.13 13.1 796 14.0 3.40 0.030

Example 2 0.13 12.9 783 13.9 3.39 0.029

Example 3 0.13 12.0 734 13.8 3.18 0.026

Example 4 0.14 15.0 728 14.1 3.24 0.027

Comparative 
Example 1

0.12 10.0 724 13.6 3.13 0.024
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5. The method of claim 1, wherein the hydrophobic aerogel precursor comprises 0.2-10 wt% of PEG-derived unit.

6. The method of claim 1, wherein the hydrophobic aerogel precursor has a carbon content of 20 wt% or greater.

7. The method of claim 1, wherein the degree of hydration of the pre-hydrolyzed alkoxysilane compound is 50-80%.

8. A hydrophobic aerogel precursor comprising an alkoxysilane compound-derived unit and a PEG-derived unit.

9. The hydrophobic aerogel precursor of claim 1, wherein the hydrophobic aerogel precursor comprises 0.2-10 wt%
of PEG-derived unit.

10. The hydrophobic aerogel precursor of claim 8, wherein the hydrophobic aerogel precursor has a carbon content of
20 wt% or greater.

11. A method for producing hydrophobic silica aerogel using the hydrophobic aerogel precursor prepared in any one of
claims 1 to 7.

12. The method of claim 11, wherein the method for producing hydrophobic silica aerogel is characterized in that
surface modification is not performed.

13. Hydrophobic silica aerogel comprising a unit derived from the hydrophobic aerogel precursor of any one of claims
8 to 10.
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