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exhaust  passage  in  accordance  with  the  engine 
speed,  so  that  the  positive  pressure  portion  of 
the  reflected  wave  can  reach  the  exhaust  port 
over  a  wide  range  of  the  engine  speed  before  the 
exhaust  port  is  closed. 

The  above  conventional  two-cycle  engines 
have  been  found  not  entirely  satisfactory,  how- 
ever,  in  the  following  respects.  First,  in  the  case 
where  the  two-cycle  engine  is  of  the  multicylin- 
der  type,  either  sub-chambers  or  actuators  for 
operating  valves  must  be  provided  in  respective 
exhaust  passages.  This  increases  the  size  and 
weight  of  the  exhaust  pipe.  In  addition,  it  is  quite 
possible  that  the  use  of  a  plurality  of  valve 
actuators  affects  the  reliability  of  the  engine. 

Summary  of  the  Invention 
It  is  therefore  an  object  of  this  invention  to 

provide  a  two-cycle  engine  with  at  least  pair  of 
cylinders  which  can  produce  a  desired  power 
output  over  an  entire  effective  range  of  the 
engine  speed,  and  is  lightweight  and  reliable  in 
operation. 

US  patent  3,875,744  discloses  a  two-cycle  two 
cylinder  engine  having  communicating  exhausts 
with  frusto  conical  members  to  reflect  positive 
pressure  waves  and  so  minimise  loss  of  com- 
bustible  gas  through  the  exhaust  parts. 

GB  patent  955,056  discloses  an  exhaust  system 
having  an  interconnecting  pipe  with  a  closure 
valve  in  a  fourstoke  automobile  engine,  where  of 
course,  the  problem  of  the  escape  of  blow-by  gas 
cannot  arise.  Attention  is  also  drawn  to 
DE—  A—  2,313,232. 

The  present  invention,  which  is  defined  in  the 
claims  appended  hereto,  will  now  be  described 
in  various  embodiments  with  reference  to  the 
drawings. 

Description 

Background  of  the  Invention 
Field  of  the  Invention 

This  invention  relates  to  a  two-cycle  engine 
with  at  least  one  pair  of  cylinders  of  which  power 
strokes  begin  alternately  at  each  180°  of 
crankshaft  rotation. 

Prior  Art 
In  conventional  two-cycle  engines,  blowby  gas 

tending  to  flow  from  a  combustion  chamber 
through  an  exhaust  port  is  forced  back  into  the 
combustion  chamber  by  a  reflected  pressure 
wave  of  the  exhaust  gas  produced  by  the  pro- 
vision  of  an  exhaust  chamber  formed  in  an 
exhaust  passage,  thereby  improving  charging 
efficiency  of  the  fuel-air  mixture  in  the  combus- 
tion  chamber  to  achieve  an  increased  power 
output.  As  is  known,  the  reflected  wave  is  com- 
posed  of  alternate  positive  pressure  and  negative 
pressure  portions.  Therefore,  to  achieve  the 
improved  charging  efficiency  mentioned  above, 
it  is  necessary  that  the  positive  pressure  portion 
of  the  reflected  wave  should  reach  the  exhaust 
port  to  efficiently  force  the  blowby  gas  back  to 
the  combustion  chamber  during  a  time  period 
between  the  closing  of  the  scavenge  port  and  the 
closing  of  the  exhaust  port.  However,  this  can  be 
done  only  in  a  predetermined  range  of  the 
enngine  speed  which  range  is  determined  by  the 
length  of  the  exhaust  chamber.  Therefore,  in 
those  ranges  of  the  engine  speed  other  than 
such  a  predetermined  range,  the  charging  effi- 
ciency  can  not  be  improved,  which  results  in 
failure  to  obtain  a  desired  power  output.  To 
make  matters  worse,  when  the  negative  pressure 
portion  of  the  reflected  wave  reaches  the  exhaust 
port  during  the  time  period  between  the  closing 
of  the  scavenge  port  and  the  closing  of  the 
exhaust  port,  the  blowby  gas  is  positively  drawn 
into  the  exhaust  passage  through  the  exhaust 
port  to  thereby  lower  the  charging  efficiency. 

In  order  to  overcome  this  difficulty,  it  has  been 
proposed  in  Japanese  Utility  Model  Publication 
No.  59-41290  to  provide  a  sub-chamber  in  the 
exhaust  passage,  and  the  communication  of  the 
sub-chamber  with  the  exhaust  passage  is  con- 
trolled  by  means  of  a  valve  in  accordance  with 
the  engine  speed.  More  specifically,  when  the 
positive  pressure  portion  of  the  reflected  wave  is 
not  to  arrive  at  the  exhaust  port  during  the  time 
period  between  the  successive  closings  of  the 
scavenge  and  exhaust  ports,  the  valve  is  opened 
to  cause  the  gas  in  the  sub-chamber  to  flow 
therefrom  into  the  exhaust  passage  to  attenuate 
the  reflected  wave  traveling  toward  the  exhaust 
port,  thereby  preventing  the  charging  efficiency 
from  being  lowered. 

Japanese  Utility  Model  Application  Laid-Open 
(Kokai)  No.  51-163314  discloses  another  alterna- 
tive  to  overcome  the  above  difficulty  by  provid- 
ing  a  valve  in  the  exhaust  passage  which  valve  is 
operated  to  move  between  closed  and  open 
positions  to  vary  the  effective  length  of  the 
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40  Brief  Description  of  the  Drawings 
Figure  1  is  a  cross-sectional  view  of  a  two- 

cycle  engine  provided  in  accordance  with  the 
present  invention;  . 

Figure  2  is  a  diagrammatical  illustration  show- 
45  ing  the  relation  between  the  opening  and  closing 

of  each  of  first  and  second  exhaust  ports  as  well 
as  the  relation  between  the  opening  and  closing 
of  first  and  second  scavenge  ports; 

Figure  3  is  a  diagrammatical  illustration  show- 
so  ing  a  change  in  pressure  at  each  of  the  first  and 

second  exhaust  ports; 
Figure  4  and  5  are  schematic  views  of  the 

exhaust  ports  of  the  engine; 
Figure  6  is  a  cross-section  of  a  modified 

55  engine; 
Figure  7  is  a  cross-sectional  view  taken  along 

the  line  XI  —  X1  of  Figure  6; 
Figure  8  is  a  cross-sectional  view  taken  along 

the  line  X111—  X11  of  Figure  6; 
60  Figures  9  and  10  are  cross-sectional  views  of  a 

portion  of  the  engine  of  Figure  6,  respectively, 
showing  the  movement  of  a  partition  wall 
member; 

Figure  11  is  a  view  similar  to  Figure  9  but 
65  showing  a  portion  of  a  modified  actuator  means; 

40 
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The  power  strokes  of  the  first  and  second 
cylinders  16  and  18  begin  alternately  at  each  180° 
of  crankshaft  rotation.  In  other  words,  as 
described  above,  the  second  crank  pin  34  is 

5  displaced  180°  from  the  first  crank  pin  32.  There- 
fore,  when  one  of  the  first  and  second  pistons  20 
and  22  is  at  its  top  dead  center  position,  the  other 
is  at  its  bottom  dead  center  position. 

Fig.  3  is  a  diagrammatic  view  illustrating  the 
to  various  degrees  of  crankshaft  rotation  showing 

the  relation  between  the  opening  and  closing  of 
each  of  the  first  and  second  exhaust  ports  38  and 
40  as  well  as  the  relation  between  the  opening 
and  closing  of  the  first  and  second  scavenge  ports 

15  48  and  50.  As  described  above,  the  second  piston 
22  in  the  second  cylinder  18  is  180°  out  of  phase 
from  the  first  piston  20  in  the  first  cylinder  1  6.  The 
top  dead  center  position  of  the  first  piston  16  is 
represented  by  0°  in  Fig.  3.  The  first  exhaust  port 

20  38  is  opened  at  an  angle  A1  slightly  less  than  90° 
while  the  first  scavenge  ports  48  are  opened  at 
anangle  B1  slightly  larger  than  90°.  And,  these 
scavenge  and  exhaust  ports  48  and  38  are  succes- 
sively  closed  at  an  angle  C1  slightly  less  than  270° 

25  and  at  an  angle  D1  slightly  larger  270°,  respec- 
tively. 

The  second  exhaust  port  40  is  opened  at  an 
angle  A2  slightly  less  than  270°  while  the  second 
scavenge  ports  50  are  opened  at  an  angle  B2 

30  slightly  larger  than  270°.  And,  these  scavenge  and 
exhaust  ports  50  and  40  are  successively  closed  at 
an  angle  C2  slightly  less  than  90°  and  at  an  angle 
D2  slightly  larger  90°,  respectively. 

Fig.  3  is  a  diagrammatic  illustration  showing  a 
35  change  in  pressure  at  each  of  the  first  and  second 

exhaust  ports  38  and  40  during  the  running  of  the 
engine  10.  The  positive  pressure  portion  of  the 
exhaust  gas  discharged  from  the  first  cylinder  16 
or  the  combustion  chamber  appears  at  the  first 

40  exhaust  port  38  during  a  time  period  between  the 
opening  of  the  first  exhaust  port  38  and  the 
opening  of  the  first  scavenge  ports  48  (i.e.,  a 
duration  between  angle  A1  and  angle  B1),  that  is 
to  say,  at  an  initial  portion  of  the  exhaust  stroke  of 

45  the  first  cylinder  16.  Similarly,  the  positive 
pressure  portion  of  the  exhaust  gas  discharged 
from  the  second  cylinder  18  or  the  combustion 
chamber  appears  at  the  second  exhaust  port  40 
during  a  time  period  between  the  opening  of  the 

so  second  exhaust  port  40  and  the  opening  of  the 
second  scavenge  ports  50  (i.e.,  a  duration 
between  angle  A2  and  angle  B2),  that  is  to  say,  at 
an  initial  portion  of  the  exhaust  stroke  of  the 
second  cylinder  18.  As  described  above,  the  gas 

55  discharged  from  each  of  the  first  and  second 
exhaust  ports  38  and  40  is  composed  of  alternate 
positive  and  negative  pressure  portions. 

It  is  first  assumed  that  the  first  and  second 
exhaust  passages  42  and  44  are  provided 

60  independently  of  each  other,  that  is  to  say,  the 
port  46  is  not  provided.  Then,  in  a  predetermined 
range  of  the  engine  speed  which  is  determined  by 
the  length  of  an  exhaust  chamber  in  each  of  the 
first  and  second  exhaust  passages  42  and  44,  at  a 

65  final  portion  of  the  exhaust  stroke  of  each  of  the 

Figure  12  is  a  cross-sectional  view  of  the  modi- 
fied  actuator  means,  showing  other  portions;  and 

Figures  13  and  14  are  schematic  views  showing 
crankshaft  arrangements,  respectively. 

Description  of  the  Preferred  Embodiments  of  the 
Invention 

The  invention  will  now  be  described  with  ref- 
erence  to  the  accompanying  drawings  in  which 
like  reference  numeral  denote  corresponding 
parts  in  several  views. 

Figure  1  shows  a  two-cycle  internal  combustion 
engine  10  which  comprises  a  cylinder  block  12 
having  a  cylinder  head  14  thereon,  the  block  12 
having  a  pair  of  first  and  second  cylinders  16  and 
18.  A  pair  of  first  and  second  pistons  20  and  22 
received  respectively  in  the  first  and  second 
cylinders  16  and  18  for  reciprocal  movement 
therealong.  A  crankcase  24  is  mounted  on  the 
block  12.  The  first  and  second  pistons  20  and  22 
are  connected  to  a  crankshaft  26  via  respective 
connecting  rods  28  and  30.  One  ends  of  the 
connecting  rods  28  and  30  are  rotatably  fitted  on 
first  and  second  crank  pins  32  and  34,  respec- 
tively,  the  crank  pins  32  and  34  being  displaced 
180°  from  each  other  with  respect  to  the 
crankshaft  26.  The  other  end  of  each  of  the 
connecting  rods  28  and  30  is  connected  to  a 
respective  one  of  the  pistons  20  and  22  by  a  wrist 
pin  36. 

A  pair  of  first  and  second  exhaust  ports  38  and 
40  are  formed  in  walls  of  the  first  and  second 
cylinder  16  and  18,  respectively.  The  interiors  of 
the  first  and  second  cylinders  16  and  18  com- 
municate  respectively  with  a  pair  of  first  and 
second  exhaust  passages  42  and  44  through  the 
respective  first  and  second  exhaust  ports  38  and 
40,  the  exhaust  passages  42  and  44  being  dis- 
posed  in  contiguous  relation  to  each  other  (Fig.  2). 
The  first  exhaust  passage  42  communicates  with 
the  second  exhaust  passage  44  through  a  port  or 
passage  46  disposed  adjacent  to  the  exhaust 
ports  38  and  40.  The  axes  of  the  exhaust  ports  38 
and  40  converge  toward  the  exhaust  passages  42 
and  44  and  are  disposed  at  an  angle  of  less  than 
180°. 

A  plurality  of  first  scavenge  ports  48  are  formed 
in  the  wall  of  the  first  cylinder  16  while  a  plurality 
of  second  scavenge  ports  50  are  formed  in  the 
wall  of  the  second  cylinder  18.  A  plurality  of  first 
scavenge  passages  52  extend  through  the  walls 
of  the  crankcase  24  and  cylinder  block  12  to  the 
respective  first  scavenge  ports  48  to  communi- 
cate  the  interior  of  the  crankcase  24  with  the 
interior  of  the  first  cylinder  16.  Similarly,  a  plu- 
rality  of  second  scavenge  passages  54  extend 
through  the  walls  of  the  crankcase  24  and  cylinder 
block  12  to  the  second  scavenge  ports  50  to 
communicate  the  interior  of  the  crankcase  24  with 
the  interior  of  the  second  cylinder  18.  As  is  well 
known,  the  exhaust  ports  38  and  40  as  well  as  the 
scavenge  ports  48  and  50  are  opened  and  closed 
by  the  respective  pistons  20  and  22  moving  along 
the  respective  cylinders  16  and  18.  Reference 
numeral  56  designates  a  spark  plug. 
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Figures  6  to  10  show  a  further  modified  two- 
cycle  engine,  in  which  a  partition  wall  member  72 
is  provided  for  moving  into  and  out  of  the 
branched  portion  64d  of  the  exhaust  manifold  64 

5  where  the  pair  of  branched  passages  64b  and  64c 
join  together. 

An  elongated  guide  hole  74  is  formed  in  that 
portion  of  the  cylinder  block  12  disposed  between 
the  first  and  second  cylinders  16  and  18,  and  the 

10  guide  hole  74  lying  in  a  plane  parallel  to  the  axes 
of  the  first  and  second  cylinders  16  and  18.  The 
guide  hole  74  has  a  major  portion  74a  and  a 
narrow  portion  74b  extending  outwardly  from 
one  end  of  the  major  portion  74a  and  opening  to 

15  the  outer  surface  of  the  cylinder  block  12.  The 
other  end  of  the  major  portion  74a  opens  to  the 
branched  portion  64d  of  the  exhaust  manifold  64, 
The  partition  wall  member  72  has  a  partition 
portion  76  of  a  generally  rectangular  shape 

20  having  one  end  78  formed  into  a  semi-circular 
concave  shape,  and  a  rod  portion  80  formed 
integrally  with  and  extending  from  the  other  end 
of  the  partition  portion  76  along  a  longitudinal 
axis  of  the  partition  wall  member  72,  a  rack  82 

25  being  formed  on  the  rod  portion  80.  The  partition 
wall  member  72  is  received  in  the  guide  hole  74 
for  sliding  movement  therealong,  with  the  parti- 
tion  portion  76  and  the  rod  portion  80  being 
received  in  the  major  portion  74a  and  the  narrow 

30  portion  74b,  respectively. 
An  actuator  means  84  is  provided  for  moving 

the  partition  wall  member  72  into  and  out  of  the 
branched  portion  64d  of  the  exhaust  manifold  64 
in  a  stepless  manner  in  accordance  with  the 

35  engine  speed  at  which  the  engine  is  operated,  as 
will  hereinafter  more  fully  be  described.  The 
actuator  means  84  comprises  a  speed  sensor  86 
for  detecting  the  engine  speed  to  produce  a 
detecting  signal,  a  control  circuit  88  responsive  to 

40  the  sensing  signal  to  produce  a  drive  signal,  a 
servomotor  90  responsive  to  the  drive  signal  for 
being  driven,  and  a  gearing  92  operatively 
coupled  to  an  output  shaft  90a  of  the  servomotor 
90  which  is  adapted  to  be  rotated  about  an  axis 

45  thereof.  A  pinion  94  serving  as  an  output  element 
of  the  gearing  92  meshingly  engages  the  rack  82 
on  the  partition  wall  member  72.  With  this  con- 
struction,  upon  rotation  of  the  servomotor  90,  the 
partition  wall  member  72  is  moved  along  the 

so  guide  hole  74  through  the  mating  rack  and  pinion 
82  and  94. 

As  described  above  for  the  preceding  embodi- 
ments,  immediately  before  one  of  the  first  and 
second  exhaust  ports  38  and  40,  for  example,  the 

55  first  exhaust  port  38  is  closed  the  other  exhaust 
port  (i.e..  the  second  exhaust  port  40)  is  opened. 
At  this  time,  the  pressure  wave  of  the  exhaust  gas 
discharged  from  the  second  exhaust  port  40 
reaches  the  first  exhaust  port  38  along  a  path  P 

60  (Figure  7)  constituted  by  the  branch  passage  64c, 
the  branched  portion  64d,  and  the  branch 
passage  64b.  At  this  time,  the  movement  of  the 
partition  wall  member  72  along  the  guide  hole  74 
is  controlled  by  the  actuator  means  84  in  accord- 

65  ance  with  the  engine  speed  so  as  to  adjust  the 

first  and  second  cylinders  16and  18,  that  is  to  say, 
during  a  time  period  between  the  closing  of  each 
of  the  first  and  second  scavenge  ports  48  and  50 
and  the  closing  of  each  of  the  first  and  second 
exhaust  ports  38  and  40  (i.e.,  a  duration  between 
angle  C1  and  angle  D1  or  a  duration  between 
angle  C2  and  angle  D2),  the  positive  pressure 
portion  of  the  reflected  wave  of  the  exhaust  gas 
produced  by  each  exhaust  chamber  reaches  to  a 
respective  one  of  the  first  and  second  exhaust 
ports  38  and  40  to  thereby  force  the  blowby  gas 
back  into  the  interior  of  a  respective  one  of  the 
first  and  second  cylinders  16  and  18  to  enhance 
the  charging  efficiency. 

However,  in  those  ranges  of  the  engine  speed 
other  than  the  above  predetermined  range,  the 
negative  pressure  portion  of  the  reflected  wave 
reaches  each  of  the  first  and  second  exhaust  ports 
38  and  40  at  the  final  portion  of  the  exhaust  stroke 
of  each  of  the  first  and  second  cylinders  16  and 
18,  so  that  the  blowby  gas  is  positively  drawn 
from  a  respective  one  of  the  first  and  and  second 
cylinders  16  and  18,  thereby  lowering  the  charg- 
ing  efficiency  to  produce  a  lower  power  output. 
According  to  the  present  invention,  even  in  those 
ranges  of  the  engine  speed,  a  good  charging 
efficiency  is  achieved.  More  specifically,  imme- 
diately  before  one  of  the  first  and  second  exhaust 
ports  38  and  40  is  closed,  the  other  is  opened.  In 
other  words,  a  final  portion  of  the  duration  of 
opening  of  one  exhaust  port  overlaps  an  initial 
portion  of  the  duration  of  opening  of  the  other 
exhaust  port.  With  this  arrangement,  the  positive 
pressure  portion  of  the  exhaust  gas  discharged 
from  one  of  the  first  and  second  exhaust  ports  38 
and  40  at  the  initial  portion  of  the  duration  of 
opening  thereof  is  propagated  via  the  port  46 
toward  the  other  at  the  final  portion  of  the 
duration  of  closing  thereof,  so  that  the  pressure  at 
the  other  exhaust  port  is  rendered  positive,  as 
shown  in  broken  lines  in  Figure  3.  Thus,  a  good 
charging  efficiency  of  the  fuel  mixture  is  achieved 
over  an  entire  effective  range  of  the  engine  speed, 
thereby  ensuring  a  desired  power  output  of  the 
engine  10. 

As  shown  in  Figure  4  a  butterfly  valve  60  is 
provided  in  the  port  46  for  angular  movement 
about  its  axis  62.  The  valve  60  is  operated  by  an 
actuator  means  (not  shown)  to  be  opened  to 
communicate  the  first  exhaust  passage  42  with 
the  second  exhaust  passage  44  in  those  ranges  of 
the  engine  speed  in  which  the  negative  pressure 
portion  of  the  reflected  wave  is  to  reach  one  of  the 
exhaust  ports  38  and  40  at  the  final  portion  of  the 
duration  of  opening  thereof. 

Figure  5  shows  another  modified  two-cycle 
engine  10b  which  differs  from  the  engine  of 
Figure  4  in  that  a  port  46a  extends  transversely  of 
the  generally  parallel  first  and  second  exhaust 
passages  42  and  44  and  has  such  a  length  that 
when  the  butterfly  valve  60  is  brought  into  its 
open  position  shown  in  a  broken  line  in  Figure  6, 
the  opposite  ends  of  the  butterfly  valve  60  will  not 
project  into  the  respective  exhaust  passages  42 
and  44. 
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connected  to  one  common  crankshaft  26  via  the 
respective  connecting  rods  28  and  30.  For 
example,  as  shown  in  Fig.  13,  the  first  and  second 
pistons  20  and  22  may  be  connected  respectively 

5  to  a  pair  of  crankshafts  of  which  axes  26a  and  26b 
are  disposed  at  an  angle  of  90°.  Also,  as  shown  in 
Fig.  14,  these  two  pistons  20  and  22  may  be 
connected  respectively  to  a  pair  of  crankshafts  of 
which  axes  26a  and  26b  are  disposed  in  parallel 

10  relation  to  each  other. 
Although  in  the  illustrated  embodiments  the 

engine  has  one  pair  of  cylinders,  it  may  have  a 
plurality  of  pairs  of  cylinders  such  as  four  cylin- 
ders  and  six  cylinders,  each  pair  of  cylinders 

is  having  the  first  and  second  exhaust  ports  which 
either  communicate  with  each  other  or  are  com- 
municatable  with  each  other  via  the  exhaust 
passages  as  described  above. 

Further,  although  the  actuator  means  is 
20  operated  to  move  the  partition  wall  member  in  a 

stepless  manner,  it  may  be  of  the  type  which 
operates  the  partition  wall  member  to  move  in  a 
stepped  manner. 

25  Claims 

1.  A  two-stroke  engine  comprising: 
(a)  a  cylinder  block  (12)  having  at  least  one  pair 

of  first  and  second  cylinders  (16,  18),  said  first  and 
30  second  cylinders  having  respective  first  and 

second  exhaust  ports  (38,  40). 
(b)  first  and  second  pistons  (20,  22)  arranged  to 

reciprocate  in  said  first  and  second  cylinders 
respectively,  thereby  to  open  and  close  said  first 

35  aod  second  exhaust  ports; 
(c)  crankshaft  means  (26)  coupled  to  said  first 

and  second  pistons  such  that  they  reciprocate 
180°  out  of  phase,  and 

(d)  intercommunicable  exhaust  passages  (42, 
40  44;  64b,  64c)  extending  from  said  first  and  second 

exhaust  ports  respectively  characterised  in  that 
each  exhaust  port  (38,  40)  begins  to  open  before 
the  other  exhaust  port  (40,  38)  is  fully  closed  and 
control  means  (60;  72,  84;  72,  84a)  responsive  to 

45  the  engine  speed  are  provided  which  control  the 
intercommunication  between  said  exhaust 
passages  (42.  44;  64b,  64c)  such  that,  over  a  range 
of  engine  speeds,  a  positive  pressure  portion  of 
an  exhaust  wave  from  either  exhaust  port  (38,  40) 

50  reaches  the  other  exhaust  port  (40,  38)  imme- 
diately  before  that  other  exhaust  port  becomes 
fully  closed. 

2.  A  two-stroke  engine  according  to  claim  1, 
wherein  said  control  means  (60;  72,  84;  72,  84a) 

55  comprises  a  valve  (60)  provided  in  a  communica- 
tion  port  (46,  46a)  between  said  exhaust  passages 
(42,  44)  for  normally  closing  said  communication 
port,  said  valve  being  arranged  to  open  in  that 
range  of  engine  speeds  at  which  a  relected  nega- 

60  tive  pressure  portion  of  said  wave  from  either 
exhaust  port  (38,  40)  would  otherwise  reach  that 
exhaust  port  (38,  40)  immediately  before  it 
becomes  fully  closed. 

3.  A  two-stroke  engine  according  to  claim  2,  in 
65  which  said  valve  (60)  is  a  butterfly  valve  rotatable 

length  of  the  path  P  in  such  a  manner  that  the 
above-mentioned  pressure  wave  from  the  second 
exhaust  port  40  reaches  the  first  exhaust  port  38 
immediately  before  the  first  exhaust  port  38  is 
closed.  Thus,  the  blowby  gas  from  the  first 
exhaust  port  38  can  be  suitably  forced  back  into 
the  first  cylinder  16  at  the  final  portion  of  the 
duration  of  opening  thereof  at  any  effective  range 
of  the  engine  speed,  thereby  achieving  a  good 
charging  efficiency.  By  virtue  of  the  provision  of 
the  semi-circular  concave  end  78  of  the  partition 
wall  member  72,  the  pressure  wave  of  the 
exhaust  gas  from  one  of  the  exhaust  ports  38  and 
40  can  be  smoothly  directed  toward  the  other 
along  the  path  P  even  when  the  partition  portion 
76  is  extended  into  the  branched  portion  64d  of 
the  exhaust  manifold  64. 

Figs.  11  and  12  show  a  modified  actuator 
means  84a  for  moving  the  partition  wall  member 
72  the  actuator  means  84a  being  composed 
entirely  of  mechanical  parts,  that  is  to  say, 
including  no  electronic  or  electrical  components. 
The  actuator  means  84a  comprises  a  centrifugal 
governor  98  and  a  linkage  100.  The  centrifugal 
governor  98  comprises  a  shaft  102  mounted  on 
the  crankcase  24  for  rotation  about  an  axis 
thereof,  a  gear  104  fixedly  mounted  on  the  shaft 
102,  a  sleeve  106  mounted  on  the  shaft  102  for 
movement  therealong  and  having  a  dish-shaped 
portion  106a,  a  bearing  108  (shown  as  partly 
broken  for  illustration  purposes)  rotatably 
mounted  on  the  sleeve  106  and  movable  along 
the  axis  of  the  shaft  102  in  unison  with  the  sleeve 
106,  balls  110  received  by  the  dish-shaped  portion 
106a,  a  collar  112  mounted  on  the  shaft  102,  and  a 
compression  coil  spring  114  wound  around  the 
shaft  102  and  acting  between  the  collar  112  and 
the  sleeve  106  for  normally  urging  the  sleeve  106 
against  the  balls  110. 

A  gear  1  16  is  fixedly  mounted  on  the  crankshaft 
26  and  meshingly  engages  the  gear  104.  One  end 
of  the  linkage  100  is  connected  to  the  bearing  108 
while  the  other  end  is  connected  to  the  rod 
portion  80  of  the  partition  wall  member  72.  With 
this  construction,  the  rotation  of  the  crankshaft  26 
causes  the  shaft  1  02  to  rotate,  so  that  the  balls  1  1  0 
are  displaced  outwardly  under  the  influence  of 
centrifugal  force  to  move  the  sleeve  106  away 
from  the  gear  104  against  the  bias  of  the  coil 
spring  114.  At  this  time,  the  bearing  108  is  moved 
together  with  the  sleeve  106  to  operate  the  link- 
age  100,  so  that  the  partition  wall  member  72  is 
moved  along  its  axis,  as  described  above  for  the 
preceding  embodiment  of  Figs.  6  to  10.  Thus,  the 
movement  of  the  partition  wall  member  72  along 
the  guide  hole  74  is  controlled  by  the  actuator 
means  84a  in  accordance  with  the  engine  speed. 

While  the  two-cycle  engines  according  to  the 
invention  have  been  specifically  shown  and 
described  herein,  the  invention  itself  is  not  to  be 
restricted  by  the  exact  showing  of  the  drawings  or 
the  description  thereof.  For  example,  it  will  suffice 
that  the  first  and  second  pistons  20  and  22  are 
180°  out  of  phase,  and  it  is  not  always  necessary 
that  the  first  and  second  pistons  20  and  22  are 
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bzw.  zweiten  AuslaBoffnungen  erstrecken, 
dadurch  gekennzeichnet,  daB  jede  AuslaBoffnung 
(38,  40)  sich  zu  offnen  beginnt,  bevor  die  andere 
AuslaBoffnung  (40,  38)  vollstandig  geschlossen  ist 

5  und  dafc  Regelelemente  (60;  72,  84;  72,  84a) 
vorgesehen  sind  die  in  Abhangigkeit  von  der 
Motordrehzahl  die  Verbindung  zwischen  den  Aus- 
laBkanalen  (42,  44;  64b,  64c)  regeln,  derart,  daB 
uber  einen  Motordrehzahlbereich  ein  positiver 

w  Druckantei!  einer  Abgaswelle  von  jeder  AuslaSoff- 
nung  (38,  40)  die  andere  AuslaBdffnung  (40,  38) 
erreicht  und  zwar  unmittelbar  bevor  die  andere 
AuslaBdffnung  vollstandig  geschlossen  ist. 

2.  Zweitaktmotor  nach  Anspruch  1,  dadurch 
15  gekennzeichnet,  daS  die  Regelelemente  (60;  72, 

84;  72,  84a)  ein  Ventil  (60)  aufweisen,  welches  in 
einer  Verbindungsoffnung  (46,  46a)  zwischen  den 
AuslaBkanalen  (42,  44)  angeordnet  ist,  urn  im 
Normalfall  die  Verbindungsoffnung  zu  schlieBen, 

20  wobei  das  Ventil  in  dem  Bereich  der  Motordreh- 
zahlen  offnet,  in  dem  ein  negativer  Druckanteil  der 
reflektierten  Abgaswelle  der  einen  AuslaBdffnung 
(38,  40)  die  jeweils  andere  AuslaBoffnung  (38,  40) 
unmittelbar  vor  deren  vollstandigem  SchlieBen 

25  erreichen  wurde. 
3.  Zweitaktmotor  nach  Anspruch  2,  dadurch 

gekennzeichnet,  daB  das  Ventil  (60)  eine  urn  eine 
Achse  (62)  verdrehbare  Drosselklappe  ist,  daB  die 
Verbindungsoffnung  (46a)  eine  derartige  Lange 

30  zwischen  den  ersten  und  zweiten  AuslaBkanalen 
(42,  44)  aufweist,  daB  die  entgegengesetzten 
Enden  des  Drosselklappenventiles  nicht  in  die 
ersten  und  zweiten  AuslaBkanale  hineinreichen. 

4.  Zweitaktmotor  nach  Anspruch  1,  dadurch 
35  gekennzeichnet,  daB  die  AuslaBkanale  (42,  44, 

64b,  64c)  so  zueinander  angeordnet  sind,  daB  sie 
an  ihrer  Vereinigungsstelle  (64d)  ineinander  miin- 
den. 

5.  Zweitaktmotor  nach  Anspruch  1,  dadurch 
40  gekennzeichnet,  daB  die  Regelelemente  (60;  72, 

84;  72,  84a)  ein  Trennwandelement  (72)  aufwei- 
sen,  welches  in  dem  Zylinderblock  (12)  ange- 
ordnet  ist  zur  Bewegung  in  den  und  aus  dem 
Zylinderblock,  um  eine  vergroBerbareTrennflache 

45  zwischen  den  AuslaBkanalen  (64b,  64c)  an  ihrer 
Vereinigungsstelle  (64d)  zu  bilden,  und  eine  Betati- 
gungseinrichtung  (84,  84a)  zur  Steuerung  der 
Bewegung  des  Trennwandelementes  (72)  in 
Abhangigkeit  von  der  Motordrehzahl. 

so  6.  Zweitaktmotor  nach  Anspruch  5,  dadurch 
gekennzeichnet,  daB  die  Betatigungseinrichtung 
(84,  84a)  einen  Drehzahlsensor  (86)  aufweist,  der 
die  Motordrehzahl  erfaBt,  um  ein  Detektorsignal 
zu  erzeugen,  sowie  eine  Steuerschaltung  (88),  die 

55  in  Abhangigkeit  von  dem  Detektorsignal  ein 
Antriebssignal  erzeugt,  und  Antriebselemente 
(90),  die  in  Abhangigkeit  von  dem  Antriebssignal 
das  Trennwandelement  (72)  antreiben. 

7.  Zweitaktmotor  nach  Anspruch  5,  dadurch 
60  gekennzeichnet,  daB  die  Betatigungseinrichtung 

(84,  84a)  einen  Zentrifugalregler  (98)  aufweist,  der 
mit  dem  Kurbelwellenelement  (26)  verbunden  ist, 
sowie  ein  Gestange  (100),  welches  den  Zentrifu- 
galregler  mit  dem  Trennwandelement  (72)  zum 

65  Antrieb  desselben  verbindet. 

about  an  axis  (62)  thereof,  said  communication 
port  (46a)  having  such  a  length  between  said  first 
and  second  exhaust  passages  (42,  44)  that  the 
opposite  ends  of  said  butterfly  valve  will  not 
project  into  said  first  and  second  exhaust 
passages. 

4.  A  two-stroke  engine  according  to  claim  1,  in 
which  said  exhaust  passages  (42,  44;  64b,  64c)  are 
joined  so  as  to  intercommunicate  at  their  junction, 
(64d). 

5.  A  two-stroke  engine  according  to  claim  1, 
wherein  said  control  means  (60;  72,  84;  72,  84a) 
comprises  a  partition  wall  member  (72)  mounted 
in  said  cylinder  block  (12)  for  movement  into  and 
out  of  said  cylinder  block  to  form  an  extendable 
partition  between  said  exhaust  passages  (64b, 
64c)  at  their  junction  (64d)  and  an  actuator  means 
(84,  84a)  operable  to  control  the  movement  of  said 
partition  wall  member  (72)  in  dependence  upon 
the  engine  speed. 

6.  A  two-stroke  engine  according  to  claim  5,  in 
which  said  actuator  means  (84,  84a)  comprises  a 
speed  sensor  (86)  for  detecting  the  engine  speed  to 
produce  a  detecting  signal,  a  control  circuit  (88) 
responsive  to  said  sensing  signal  to  produce  a 
drive  signal,  and  a  drive  means  (90)  responsive  to 
said  drive  signal  for  driving  said  partition  wall 
member  (72). 

7.  A  two-stroke  engine  according  to  claim  5,  in 
which  said  actuator  means  (84,  84a)  comprises  a 
centrifugal  governor  (98)  operatively  connected  to 
said  crankshaft  means  (26)  and  a  linkage  (100) 
coupled  between  said  centrifugal  governor  and 
partition  wall  member  (72)  for  driving  the  latter. 

8.  A  two-stoke  engine  as  claimed  in  any  preced- 
ing  claim  in  which  said  control  means  (60;  72;  84; 
72,  84a)  controls  said  intercommunication  as  a 
stepless  function  of  the  engine  speed. 

9.  A  two-stroke  engine  according  to  any  preced- 
ing  claim  in  which  said  crankshaft  means  (26) 
comprises  a  single  crankshaft. 

10.  A  two  stroke  engine  according  to  any 
preceding  claim,  in  which  the  axes  of  said  exhaust 
ports  (38,  40)  converge  toward  said  exhaust 
passages  and  are  disposed  at  an  angle  of  less  than 
180°. 

Patentanspriiche 

1.  Zweitaktmotor,  umfassend 
a)  einen  Zylinderblock  (12)  mit  wenigstens 

einem  Paar  von  ersten  und  zweiten  Zylindern  (16, 
18),  die  jeweils  erste  und  zweite  AuslaBoffnungen 
(38,  40)  aufweisen, 

b)  erste  und  zweite  Kolben  (20,  22),  die  so 
angeordnet  sind,  daB  sie  jeweils  in  den  ersten  bzw. 
zweiten  Zylindern  hin  und  her  bewegbar  sind, 
wobei  sie  die  ersten  und  zweiten  AuslaBoffnungen 
offnen  bzw.  schlieBen, 

c)  ein  Kurbelwellenelement  (26),  welches  derart 
mit  dem  ersten  und  zweiten  Kolben  gekoppelt  ist, 
daB  sie  um  180°  gegeneinanderversetzt  bewegbar 
sind,  und 

d)  miteinander  verbundene  AuslaBkanale  (42, 
44;  64b  64c)  welche  sich  jeweils  von  den  ersten 
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ment  (38,  40)  atteindrait  normalement  cet  orifice 
d'echappement  (38,  40)  immediatement  avant 
qu'il  ne  soit  totalement  obture. 

3.  Un  moteur  a  deux  temps  selon  la  revendica- 
5  tion  2,  dans  lequel  ladite  valve  (60)  est  une  valve 

papillon  pouvant  tourner  autour  de  son  axe  (62), 
ledit  orifice  ou  lumiere  de  communication  (46a) 
ayant  une  longueur  telle  entre  lesdits  premier  et 
second  passages  d'echappement  (42,  44)  que  les 

m  extremites  opposees  dudit  papillon  ne  fassent 
pas  saillie  dans  lesdits  premier  et  second  pas- 
sages  d'echappement. 

4.  Un  moteur  a  deux  temps  selon  la  revendica- 
tion  1,  dans  lequel  lesdits  passages  d'echappe- 

15  ment  (42,  44;  64b,  64c)  sont  reunis  de  maniere  a 
etre  en  communication  a  leur  jonction  (64d). 

5.  Un  moteur  a  deux  temps  selon  la  revendica- 
tion  1,  dans  lequel  lesdits  moyens  de  commande 
(60;  72,  84;  72,  84a)  comprennent  un  organe 

20  formant  paroi  de  separation  (72)  monte  dans  ledit 
bloc-cylindres  (12)  afin  d'entrer  dans  ledit  bloc- 
cylindres  ou  de  sortir  dudit  bloc-cylindres  pour 
former  une  cloison  extensible  entre  lesdits  pas- 
sages  d'echappement  (64b,  64c)  a  leur  jonction 

25  (64d)  et  des  moyens  d'actionnement  (84,  84a) 
pouvant  agir  de  maniere  a  commander  le  depla- 
cement  dudit  organe  formant  cloison  (72)  en 
fonction  de  la  vitesse  du  moteur. 

6.  Un  moteur  a  deux  temps  selon  la  revendica- 
30  tion  5,  dans  lequel  lesdits  moyens  d'actionne- 

ment  (84,  84a)  comprennent  un  capteur  de  vitesse 
(86)  pour  detecter  la  vitesse  du  moteur  afin 
d'emettre  un  signal  de  detection,  un  circuit  de 
commande  (88)  sensible  audit  signal  de  detection 

35  pour  emettre  un  signal  de  commande,  et  des 
moyens  d'entrainement  (90)  sensibles  audit 
signal  de  commande,  pour  entratner  ledit  organe 
formant  cloison  (72). 

7.  Un  moteur  a  deux  temps  selon  la  revendica- 
40  tion  5,  dans  lequel  lesdits  moyens  d'actionne- 

ment  (84,  84a)  component  un  regulateur  centri- 
fuge  (98)  relie  fonctionnellement  auxdits  moyens 
de  vilebrequin  (26)  et  une  timonerie  (100)  accou- 
plee  entre  ledit  regulateur  centrifuge  et  I'organe 

45  formant  cloison  (72)  pour  entramer  ce  dernier. 
8.  Un  moteur  a  deux  temps  selon  I'une  quelcon- 

que  des  revendications  precedentes,  dans  lequel 
lesdits  moyens  de  commande  (60,  72;  84;  72,  84a) 
commandent  ladite  intercommunication  en  fonc- 

50  tion  continue  de  la  vitesse  du  moteur. 
9.  Un  moteur  a  deux  temps  selon  I'une  quelcon- 

que  des  revendications  precedentes,  dans  lequel 
lesdits  moyens  de  vilebrequin  (26)  comportent  un 
seul  vilebrequin. 

55  10.  Un  moteur  a  deux  temps  selon  I'une  quel- 
conque  des  revendications  precedentes,  dans 
lequel  les  axes  desdits  orifices  d'echappement 
(38,  40)  convergent  vers  lesdits  passages  d'echap- 
pement  et  sont  disposes  en  formant  un  angle 

60  inferieur  a  180°. 

8.  Zweitaktmotor  nach  einem  der  Anspruche  1 
bis  7,  dadurch  gekennzeichnet,  dalS  die  Regelele- 
mente  (60;  72,  84;  72,  84a)  die  wechselweise 
Verbindung  in  den  Auslafckanalen  in  standiger 
Abhangigkeit  von  der  Motordrehzahl  steuem. 

9.  Zweitaktmotor  nach  einem  der  Anspruche  1 
bis  8,  dadurch  gekennzeichnet,  dalS  das  Kurbel- 
wellenelement  (26)  aus  einer  einzigen  Kurbel- 
welle  besteht. 

10.  Zweitaktmotor  nach  einem  der  Anspruche  1 
bis  9,  dadurch  gekennzeichnet,  dal3  die  Achsen 
der  AuslaSoffnungen  (38,  40)  gegen  die  AuslalS- 
kanale  konvergieren  und  in  einem  Winkel  von 
weniger  als  180°  zueinander  angeordnet  sind. 

Revendications 

1.  Un  moteur  a  deux  temps  comprenant: 
(a)  un  bloc-cylindres  (12)  muni  au  moins  d'une 

paire  de  premier  et  de  second  cylindres  (16,  18), 
lesdits  premier  et  second  cylindres  presentant 
respectivement  de  premier  et  second  orifices 
d'echappement  (38,  40), 

(b)  des  premier  et  second  pistons  (20,  22) 
agences  pour  se  deplacer  alternativement  dans 
lesdits  premier  et  second  cylindres  respectifs,  de 
maniere  a  ouvrir  et  fermer  lesdits  premier  et 
second  orifices  d'echappement, 

(c)  des  moyens  consistant  en  un  vilebrequin 
(26)  accouples  auxdits  premier  et  second  pistons 
de  maniere  a  se  deplacer  alternativement  en  etant 
dephases  de  180°,  et 

(d)  des  passages  d'echappement  pouvant  etre 
mis  en  communication  (42,  44;  64b,  64c),  s'eten- 
dant  respectivement  a  partir  desdits  premier  et 
second  orifices  d'echappement,  caracterise  en  ce 
que  chaque  orifice  d'echappement  (38,  40)  com- 
mence  a  s'ouvrir  avant  que  I'autre  orifice  d'echap- 
pement  (40,  38)  ne  soit  totalement  ferine  et  en  ce 
que  des  moyens  de  commande  (60;  72,  84;  72, 
84a)  sensibles  a  la  vitesse  du  moteur  sont  prevus 
pour  commander  I'intercommunication  entre  les- 
dits  passages  d'echappement  (42,  44;  64b,  64c)  de 
maniere  que,  sur  une  plage  de  vitesses  du 
moteur,  une  partie  a  pression  positive  d'une  onde 
d'echappement  venant  de  I'un  des  orifices 
d'echappement  (38,  40)  atteigne  I'autre  orifice 
d'echappement  (40,  38)  immediatement  avant 
que  I'auntre  lumiere  d'echappement  ne  soit  tota- 
lement  fermee. 

2.  Un  moteur  a  deux  temps  selon  la  revendica- 
tion  1,  dans  lequel  lesdits  moyens  de  commande 
(60;  72,  84;  72,  84a)  comportent  une  valve  (60) 
montee  dans  unn  orifice  de  communication  (46, 
46a)  entre  lesdits  passages  d'echappement  (42, 
44)  pour  fermer  normalement  ledit  orifice  de 
communication,  ladite  valve  etant  agencee  pour 
s'ouvrir  dans  la  plage  de  vitesses  du  moteur  pour 
laquelle  une  partie  choisie  a  pression  negative  de 
ladite  onde  venant  de  I'un  des  orifices  d'echappe- 
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