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Description

[Technical Field]

[0001] The present disclosure relates to a switch op-
eration device for switching between two or more speed
change modes of a speed change mechanism.

[Description of the Related Art]

[0002] As a speed change mechanism for use in elec-
tric tools such as impact tools and drill tools, there has
conventionally been used a three-stage speed change
mechanism for switching the rotation speed to be output
between three stage rotation speeds by moving a pulley,
as disclosed in Patent Literature 1. Such a three-stage
speed change mechanism includes a push-button that
moves among a forward edge position, a backward edge
position, and a middle position. This movement of the
push-button is transmitted to the pulley via a shrunk ring,
the position of the pulley is switched in conjunction with
the movement of the push-button, and as a result the
rotation speed to be output by the three-stage speed
change mechanism is switched in the three-stage man-
ner. Accordingly, the push-button functions an operation
member for switching the rotation speed. The push-but-
ton has provided thereon a flange. When the push-button
is operated, the flange fits into any of respective concave
parts corresponding to three positions provided in a case
forming an outer shell of the electric tool so as to stop
the push-button at any one of the positions and hold the
push button in the position.

[Citation List]

[Patent Literature]

[Patent Literature 1]

[0003] Japanese Utility Model Registration No.
3095407
[0004] JP S54 53789 U may describe first and second
clutch-equipped intermediate gears for shifting are fitted
and inserted freely rotatably on a spindle which is rotated
from a drive unit via a gear train and provided on the
spindle. A speed change device in which the clutch is
engaged with and disengaged from the lock bin and the
engagement and disengagement of the clutch of the first
and second intermediate gears with respect to the spin-
dle is switched by the operation member. A holding mem-
ber having an attraction force in the axial direction is in-
terposed between the first intermediate gear and the sec-
ond intermediate gear so as to maintain the clutch in the
engaged state of the intermediate gear, wherein the
clutch has a width that cannot be simultaneously en-
gaged with the locking bin.

[Summary]

[0005] One non-limiting and exemplary embodiment
provides a switch operation device whose size is easily
reduced.
[0006] In one general aspect, the techniques disclosed
here feature, a switch operation device for switching be-
tween two or more speed change modes of a speed
change mechanism by switching a position of a compo-
nent for use in speed change included in the speed
change mechanism, the switch operation device com-
prising: a main member that is movable between two
positions in the switch operation device in an operating
direction; a click spring that is for stopping the main mem-
ber at one of the two positions; a switch spring that switch-
es the position of the component in conjunction with
movement of the main member between the two posi-
tions; a first holding member that is provided in the main
member, and holds the click spring; and a second holding
member that is provided in the main member, and holds
the switch spring, wherein when viewed in a direction
perpendicular to the operating direction, the first holding
member and the second holding member at least partially
overlap with each other so as to form an overlap region.
[0007] The above one aspect of the present invention
exhibits an effect that it is easy to reduce the size of the
switch operation device.
[0008] These general and specific aspects may be im-
plemented using a manufacturing method.
[0009] Additional benefits and advantages of the dis-
closed embodiments will be apparent from the specifica-
tion and figures. The benefits and/or advantages may be
individually provided by the various embodiments and
features of the specification and drawings disclosure, and
need not all be provided in order to obtain one or more
of the same.
[0010] The invention is defined in independent claims
1 and 2.

[Brief Description of the Drawings]

[0011]

FIG. 1A is a side view showing a periphery of a drive
unit of a conventional electric tool whose an outer
shell is partially transparently shown, FIG. 1B is a
perspective view showing a handle of the conven-
tional electric tool, and FIG. 1C is a side view showing
the handle of the conventional electric tool.
FIG. 2 is a side view showing a periphery of a drive
unit of an electric tool relating to an embodiment
whose outer shell is partially shown.
FIG. 3A and FIG. 3B are a perspective view and a
side view of a first operation unit of a switch operation
device relating to the embodiment, respectively.
FIG. 4A is a cross-sectional view schematically
showing the relative positional relation among a main
member, a switch spring, and a click spring of the
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switch operation device relating to the embodiment,
and FIG. 4B is a schematic cross-sectional view
showing the relative positional relation among a main
member, a switch spring, and a click spring of a
switch operation device relating to a modification ex-
ample.

[Detailed Description]

[0012] The following describes one aspect of the
present invention based on an embodiment shown in the
drawings.
[0013] Prior to the specific description of the structure
of the embodiment, a structural example of a convention-
al electric tool is shown, and description is given on the
point on which the present inventors have focused atten-
tion.
[0014] FIG. 1A to FIG. 1C show structural examples
of a conventional electric tool. FIG. 1A is a side view
showing a periphery of a drive unit of a conventional elec-
tric tool whose an outer shell is partially transparently
shown as an example. FIG. 1B is a perspective view
showing a handle of the conventional electric tool as an
example. FIG. 1C is a side view showing the handle of
the conventional electric tool as an example. The electric
tool shown in FIG. 1A to FIG. 1C includes a handle 40
that is slidable between two positions, as an operation
member for performing switch operations on a speed
change mechanism. The handle 40 includes click protru-
sions 43 for use in stopping the handle 40 at any one of
switch positions. On each of both side surfaces of the
housing 1 for guiding movement of the handle 40, a pro-
jection part or a concave part (not illustrated) is provided
in each of the two positions to which the handle 40 moves.
The projection part or the concave part is able to retain
the click protrusion 43 corresponding in position. When
the handle 40 slidably moves, the click protrusions 43
are each retained by the projection part or the like. This
stops the handle 40 at a predetermined position and
holds the handle 40 in the predetermined position.
[0015] Also, the handle 40 includes, on a surface there-
of facing inward (namely, an inner surface thereof), an
elastic click spring 41 and a speed change spring 42 that
moves components for speed change included in a
speed change mechanism unit. The speed change spring
42 moves the components for speed change in conjunc-
tion with movement of the handle 40, thereby to switch
the operation mode of the speed change mechanism unit,
namely, changes the speed of the speed change mech-
anism unit. Also, the click spring 41 forces the click pro-
trusions 43 toward the respective side surfaces of the
housing 1 for guiding movement so as to be elastically
retained by the projection part or the like of the housing
1. This gives fixability to the handle 40. As a result, com-
pared with Patent Literature 1, this conventional electric
tool easily performs switch operations. This suppresses
wear of the handle 40 due to abrasion of the click protru-
sion 43 (flange) and the like resulting from repetition of

operations.
[0016] By the way, according to the structure of the
conventional electric tool shown in FIG. 1A to FIG. 1C,
the speed change spring 42 and the click spring 41 are
provided on the inner surface of the handle 40 so as to
be at a predetermined distance from each other in a slid-
ing direction of the handle 40 (operating direction X). For
this reason, according to the structure of the conventional
electric tool shown in FIG. 1A to FIG. 1C, it is difficult to
reduce the length of the handle 40 in the operating direc-
tion X, that is, it is difficult to make the handle 40 to be
compact.

<Outline of Aspects of Invention>

[0017] The invention is defined in independent claims
1 and 2.
[0018] Also, in another aspect of the present invention,
according to this switch operation device, the first holding
member may hold the click spring such that the sides of
the click spring are positioned in the operating direction,
and the second holding member may hold the switch
spring so as to be held along a planar surface perpen-
dicular to the operating direction.
[0019] Furthermore, another aspect of the present in-
vention provides an electric tool comprising the switch
operation device of any one of the above aspects.

<Embodiment>

[0020] FIG. 2 shows an electric tool relating to an em-
bodiment that is one aspect of the present invention. The
electric tool includes a drive unit that outputs rotational
power, a grip unit (not illustrated) for a user to hold in use
and a feed unit (not illustrated) that feeds electric power
to the drive unit. The drive unit includes a motor 2 func-
tioning as a drive source, a speed change mechanism
unit 3, and an output unit 4. The rotational power of the
motor 2 is transferred to the output unit 4 via the speed
change mechanism unit 3, and is output from the output
unit 4.
[0021] Also, the electric tool has an outer shell formed
by a housing 1 and the output unit 4. The housing 1 hous-
es therein the motor 2 and the speed change mechanism
unit 3. The housing 1 has an opening 1a at a part thereof
covering an outer surface of the speed change mecha-
nism unit 3. A switch operation device 5 is provided so
as to be partially exposed outside of the housing 1 via
the opening 1a. The switch operation device 5 will be
detailed later.
[0022] The speed change mechanism unit 3 includes
two components (not illustrated) that are each movable
between two positions. Combination of the respective
positions of the two components allows switching among
three speed change modes. The components are used
for switching among the speed change modes. For ex-
ample, the speed change mode is switchable between a
low speed mode for outputting rotational power at a low
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speed and a high torque, a high speed mode for output-
ting rotational power at a higher speed and a lower torque
compared to the low speed mode, and a medium speed
mode for outputting rotational power at a speed and a
torque that are intermediate between the high speed
mode and the low speed mode. Furthermore, the respec-
tive positions of the components are switchable by the
switch operation device 5 that is used for switching the
speed change mode of the speed change mechanism
unit 3.
[0023] The switch operation device 5 includes a first
operation unit 5a that moves one of the components and
a second operation unit 5b that moves the other one of
the components. The first operation unit 5a includes, as
shown in FIG. 3A and FIG. 3B, a main member 10, a
click spring 13, and a switch spring 15.
[0024] The main member 10 is plate-like, and is pro-
vided inside the housing 1 so as to be slidable in the axis
direction of the motor 2 as shown in FIG. 2. The main
member 10 moves between two positions in this axis
direction of the motor 2. The main member 10 has a plate
surface (outer surface 10a) that is partially exposed out-
side the housing 1 via the opening 1a and a plate surface
(inner surface 10b) facing the speed change mechanism
unit 3. Hereinafter, a direction in which the main member
10 is slidable is defined as an operating direction X, and
the above two positions where the main member 10 stops
after sliding are each defined as a switch position. Also,
a direction perpendicular to the operating direction X on
the plate surfaces is defined as a width direction Y, and
a direction perpendicular to the operating direction X and
the width direction Y (namely, a direction perpendicular
to the plate surfaces) is defined as a thickness direction Z.
[0025] Also, on the outer surface 10a of the main mem-
ber 10, an operating part 11 on which a user is to hook
his finger for performing operation is provided so as to
project outward. The operating part 11 makes it easier
for the user to slide the main member 10. Furthermore
as shown in FIG. 3A and FIG. 3B, in each of respective
two surfaces of the main member 10 at both ends in the
width direction Y (namely, side surfaces 10c), a click pro-
trusion 12 is provided.
[0026] The click protrusion 12 protrudes from the main
member 10 in a direction substantially perpendicular to
the side surface 10c. When the main member 10 slides,
the click protrusion 12 fits into a concave part that is pro-
vided at each of the switch positions, such that the main
member 10 is stopped at any one of the switch positions.
[0027] The main member 10 includes, on the inner sur-
face 10b, a first holding unit 14 that holds the click spring
13 and a second holding unit 16 that holds a switch spring
15. The click spring 13 and the switch spring 15 are fixed
to the main member 10 via the first holding unit 14 and
the second holding unit 16, respectively.
[0028] The click spring 13 is formed from mainly a wire
spring that is bent so as to form a U-shape. Two opposing
sides of the U-shape curve toward each other at respec-
tive centers 13b thereof. Therefore, the click spring 13 is

π-shaped when viewed in plan. The click spring 13 has
an end part 13a that is positioned inside each of the click
protrusions 12 in the side surfaces 10c to force the click
protrusion 12 outward. As a result of being forced by the
click spring 13, the click protrusion 12 elastically fits into
the concave part, and this gives the main member 10
fixability in switching between the switch positions.
[0029] The first holding unit 14 is concaved from the
inner surface 10b toward the outer surface 10a of the
main member 10. When viewed in plan, the concaved
first holding unit 14 has an H-shape so as to correspond
to the shape of the click spring 13. The clip spring 13 is
positioned inside the concaved first holding unit 14. The
first holding unit 14 has parts 14a between the two op-
posing sides thereof. The clip spring 13 is held by the
first holding unit 14 such that the parts 14a fits into the
respective curved centers 13b of the clip spring 13. This
allows the first holding unit 14 to fixedly hold the clip spring
13 in the width direction Y and the operating direction X.
[0030] Also, the first holding unit 14 has a concave on
the reverse side of the click protrusion 12 provided in
each of the side surfaces 10c. The end parts of 13a of
the click spring 13 are positioned inside the respective
concaves. Accordingly, the click spring 13 elastically forc-
es the click protrusion 12 outward in the width direction Y.
[0031] Also, the click spring 13 has a base part 13c
that connects the two opposing sides thereof. The parts
14a each has a holding part 14b that holds the base part
13c from the side of the inner surface 10b (the side of
the speed change mechanism unit 3). As a result, the
click spring 13 is retained by the holding part 14b and
the concave provided on the reverse side of the click
protrusion 12 of each of the side surfaces 10c, and is
fixed to the main member 10 in the thickness direction Z.
[0032] The switch spring 15 moves and pressurizes
the components for speed change. When viewed in the
operating direction X, the switch spring 15 is arc-shaped.
The speed change mechanism unit 3 is positioned inward
the switch spring 15. The switch spring 15 has an end
part 15a (not illustrated in FIG. 2) that is attached to the
components for speed change. When the main member
10 slidably moves to one of the switch positions, the
switch spring 15 moves each of the components for
speed change. Note that the switch spring 15 pressurizes
the components for speed change, by applying pressure
to the components for speed change in the operating
direction X. For example, the switch spring 15 elastically
holds each of the components, which has been moved
to a predetermined position, to prevent the component
from displacing. Also for example, the switch spring 15
elastically forces the component to facilitate the compo-
nent to move to the predetermined position.
[0033] The second holding unit 16 is provided on and
between the parts 14a in the width direction Y. When
viewed in the operating direction X, the second holding
unit 16 is arc-shaped. The second holding unit 16 has a
concave 16a that concaves outward (namely, toward the
outer surface 10a of the main member 10) inside which
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the switch spring 15 is inserted. The switch spring 15 is
fixed to the main member 10 at a predetermined position
in the circumferential direction of the second holding unit
16 and the operating direction X.
[0034] Also, the second holding unit 16 has cuts 16b
corresponding in position to the respective curved cent-
ers 13b of the click spring 13. The curved centers 13b
are positioned inside the respective cuts 16b. In the cut
16b, the concave 16a is provided so as to be closer to
the outer surface 10a than the first holding unit 14.
[0035] Here, FIG. 4A is a cross-sectional view sche-
matically showing the relative positional relation in the
thickness direction Z among the main member 10, the
click spring 13, and the switch spring 15. FIG. 4A is a
schematic cross-sectional view showing the first opera-
tion unit 5a taken along line A-A shown in FIG. 3A and
FIG. 3B. Note that, for simplification of illustration, the
first holding unit 14 and the second holding unit are omit-
ted in FIG. 4A. As shown in FIG. 4A, the switch spring
15 is bent so as to project outward to form a convex part
15b corresponding in position to the cut 16b. Accordingly,
in the position corresponding to the cuts 16b, the switch
spring 15 is held by the second holding unit 16 (specifi-
cally the concave 16a) so as to be closer to the outer
surface 10a than the first holding unit 14. That is, in the
position corresponding to the cut 16b, the switch spring
15 is held between the main member 10 and the curved
centers 13b of the click spring 13.
[0036] In other words, when viewed in the thickness
direction Z, the second holding unit 16 by which the switch
spring 15 is held is positioned so as to partially overlap
with the first holding unit 14 by which the click spring 13
is held. The second holding unit 16 holds, in the thickness
direction Z, the switch spring 15 so as to be positioned
between the main member 10 and the click spring 13.
[0037] In this way, the first holding unit 14 and the sec-
ond holding unit 16 are positioned so as to partially over-
lap with each other. This reduces the size (namely,
length) of the main member 10 in the operating direction
X, compared with a case where the second holding unit
16 is positioned at a distance from the first holding unit
14 in the operating direction X. As a result, it is easy to
reduce the size of the main member 10 (the first operation
unit 5a) in the operating direction X.
[0038] Furthermore, the second holding unit 16 holds
the switch spring 15 between the main member 10 and
the click spring 13 in the thickness direction Z. This re-
duces the size (namely, thickness) of the main member
10 in the thickness direction Z. Accordingly, it is easy to
reduce the size of the first operation unit 5a not only in
the operating direction X but also in the thickness direc-
tion Z, compared with a case where the click spring 13
and the switch spring 15 do not overlap with each other
in the thickness direction Z, that is, compared with a case
where, when viewed in the operating direction X and the
width direction Y, the click spring 13 and the switch spring
15 do not overlap with each other.
[0039] Furthermore as described above, the second

holding unit 16 holds the switch spring 15 between the
main member 10 and the click spring 13 in the thickness
direction Z. The click spring 13 prevents detachment of
the switch spring 15. As a result, the second holding unit
16 does not need to include a latching part for retaining
the switch spring 15 in the thickness direction Z such as
a claw. Therefore, it is easily to reduce the size and struc-
tural complications of the second holding unit 16. Other-
wise, the second holding unit 16 would be larger with
more complicated structure due to the restrictions on the
shape, the provision position, and the like resulting from
the need to form the latching part, and would lead to the
increase in size of the first operation unit 5a.
[0040] Also, the second operation unit 5b includes, as
shown in FIG. 2, a second main member 20, a second
click spring 23, a second switch spring 25, a third holding
unit (not illustrated) for the second click spring 23, and a
fourth holding unit (not illustrated) for the second switch
spring 25.
[0041] The second main member 20 is provided inside
the housing 1 so as to be slidable, and moves between
two switch positions in the operating direction X. The third
holding unit is provided on an inner surface of the second
main member 20. The second click spring 23 is held by
the second main member 20 via the third holding unit.
Hereinafter, the main member 10 included in the first op-
eration unit 5a is referred to as "first main member 10".
Also, in the case where the first operation unit 5a and the
second operation unit 5b do not especially need to be
distinct from each other for description, the first main
member 10 and the second main member 20 are just
referred to as "main members 10 and 20".
[0042] Furthermore, in the present embodiment, the
first operation unit 5a and the second operation unit 5b
have a slide range overlapping therebetween in the op-
erating direction X. While the switch operation device 5
is in an adjacent state in which one of the main members
10 and 20 is positioned within a slide range of the other
of the main members 10 and 20, the one main member,
which is positioned within the slide range of the other
main member, is operable and the other main member
is inoperable. On the contrary, while the switch operation
device 5 is in a distant state in which the main members
10 and 20 are distant from each other, either one of the
main members 10 and 20 is selectively operable. When
either one of the main members 10 and 20 is selectively
operated, the switch operation device 5 switches to the
adjacent state.
[0043] Accordingly, the switch operation device 5 is
switchable among three states, namely, the distant state,
an adjacent state in which the main member 10 is in the
slide range of the main member 20, and an adjacent state
in which the main member 20 is in the slide range of the
main member 10. The three speed change modes of the
speed change mechanism unit 3 each correspond to a
different one of the three states.
[0044] Also, the first operation unit 5a has an overlap-
ping part 30 at the end of the main member 10 opposing
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the main member 20 of the second operation unit 5b.
Similarly, the second operation unit 5b has an overlap-
ping part 30 at the end of the main member 20 opposing
the main member 10 of the first operation unit 5a. These
overlapping parts 30 extend toward each other. Herein-
after, in the case where the first operation unit 5a and
the second operation unit 5b need to be distinct from
each other for description, the overlapping part 30 pro-
vided on the first operation unit 5a is referred to as "first
overlapping part 31", and the overlapping part 30 provid-
ed on the second operation unit 5b is referred to as "sec-
ond overlapping part 32".
[0045] While in the adjacent state in which the main
members 10 and 20 are adjacent to each other, the sec-
ond overlapping part 32 is positioned under the first over-
lapping part 31, and accordingly the first overlapping part
31 covers substantially the entire of the outer surface of
the second overlapping part 32. On the contrary, while
in the distant state in which the main members 10 and
20 are distant from each other, the first overlapping part
31 covers the edge of the outer surface of the second
overlapping part 32, and exposes remaining parts of the
outer surface of the second overlapping part 32.
[0046] According to this structure, while it is possible
to provide the fourth holding unit in the second overlap-
ping part 32 positioned under the first overlapping part
31 in the thickness direction Z, it is impossible to provide
the second holding unit 16 in the first overlapping part 31.
[0047] In the present embodiment, the fourth holding
unit is provided in the second overlapping part 32 of the
second 5b, and the second switch spring 25 is held by
the second main member 20 at the second overlapping
part 32. This eliminates the need for the second operation
unit 5b to reserve any space in the second main member
20 for the fourth holding unit, thereby reducing the length
of the second main member 20. Furthermore, according
to the structure of the electric tool relating to the present
embodiment, it is easy to reduce the size of the opening
1a, by overlapping the slide range of the first operation
unit 5a and the slide range of the second operation unit
5b with each other and providing the first overlapping
part 31 and the second overlapping part 32.

<Modification Examples>

[0048] The present invention is not limited to the struc-
ture of the embodiment that is one aspect thereof, and
is appropriate design modifications may be made on the
embodiment without departing from the scope of the
present invention as defined in the appended claims.

<Modification Example 1>

[0049] For example, the click spring 13 may have an
H-shape. In this case, the click spring 13 has two oppos-
ing sides whose respective centers curve toward each
other, so as to be equivalent to the curved centers 13b
in the case where the click spring 13 has the U-shape.

Also, the speed change mechanism unit 3 may be capa-
ble of switching between two speed change modes, for
example. Furthermore, the switch operation device 5
may include only the first operation unit 5a without in-
cluding the second operation unit 5b, for example.

<Modification Example 2>

[0050] Furthermore, the switch spring 15 may have, in
the cut 16b, a concave part 15c that is concaved inward.
And, the click spring 13 may be held by the first holding
unit 14 such that the curved centers 13b of the click spring
13 are positioned inside the concave part 15c. FIG. 4B
schematically shows the relative positional relation in the
thickness direction Z among the main member 10, the
click spring 13, and the switch spring 15 relating to the
present modification example. FIG. 4B is a schematic
cross-sectional view showing the first operation unit 5a
taken along line A-A shown in FIG. 3A and FIG. 3B. Note
that, for simplification of illustration, the first holding unit
14 and the second holding unit 16 are omitted in FIG.
4B. In the present modification as shown in FIG. 4B, in
the cut 16b, the curved centers 13b of the click spring 13
are held between the main member 10 and the switch
spring 15.

<Modification Example 3>

[0051] Also, the electric tool may be an impact tool that
includes an impact mechanism for transferring rotational
power to striking movement as part of the speed change
mechanism unit 3. The switch operation device 5 includ-
ed in such an electric tool switches, by operating the first
operation unit 5a for example, the speed change mech-
anism unit 3 between an impact mode for enabling the
impact mechanism to perform striking operations and a
drill driver mode for disabling the impact mechanism.
When in the drill driver mode, the second operation unit
5b becomes operable. When the second operation unit
5b is operated, the switch operation device 5 switches
the speed change mechanism unit 3 between the low
speed mode at a low speed and a high torque and the
high speed mode at a high speed and a low torque.

Claims

1. A switch operation device(5) for switching between
two or more speed change modes of a speed change
mechanism by switching a position of a component
for use in speed change included in the speed
change mechanism, the switch operation device(5)
comprising:

a main member(10) that is movable between two
positions in the switch operation device(5) in an
operating direction;
a click spring(13) that is for stopping the main
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member(10) at one of the two positions;
a switch spring(15) that switches the position of
the component in conjunction with movement of
the main member(10) between the two posi-
tions;
a first holding member(14) that is provided in the
main member(10), and holds the click
spring(13); and
a second holding member(16) that is provided
in the main member(10), and holds the switch
spring(15), wherein
the main member(10) is plate-like,
the click spring(13) is U-shaped, and has two
opposing sides whose respective centers curve
toward each other,
the switch spring(15) is arc-shaped, and has a
center that curves outward so as to form a con-
vex part having a curve,
the first holding member(14) and the second
holding member(16) are provided on one of
main surfaces of the main member(10),
the operating direction is a direction along the
main surface,
the first holding member(14) holds the click
spring(13) so as to be held along the main sur-
face,
the second holding member(16) holds the
switch spring(15) so as to be held along a planar
surface perpendicular to the main surface,
when viewed in a direction perpendicular to the
main surface of the main member(10), the first
holding member(14) and the second holding
member(16) at least partially overlap with each
other so as to form an overlap region.
when viewed in the direction perpendicular to
the main surface of the main member(10), the
switch spring(15) and the click spring(13) at
least partially overlap with each other so as to
form an overlap region,
in the overlap region between the switch
spring(15) and the click spring(13), the switch
spring(15) is positioned between the main mem-
ber(10) and the click spring(13) in the direction
perpendicular to the main surface of the main
member(10), and
in the overlap region between the switch
spring(15) and the click spring(13), the respec-
tive curved centers of the sides of the click
spring(13) are positioned inside of the curve of
the convex part of the curved center of the switch
spring(15)

2. A switch operation device(5) for switching between
two or more speed change modes of a speed change
mechanism by switching a position of a component
for use in speed change included in the speed
change mechanism, the switch operation device(5)
comprising:

a main member(10) that is movable between two
positions in the switch operation device(5) in an
operating direction;
a click spring(13) that is for stopping the main
member(10) at one of the two positions;
a switch spring(15) that switches the position of
the component in conjunction with movement of
the main member(10) between the two posi-
tions;
a first holding member(14) that is provided in the
main member(10), and holds the click
spring(13); and
a second holding member(16) that is provided
in the main member(10), and holds the switch
spring(15), wherein
the main member(10) is plate-like,
the click spring(13) is U-shaped, and has two
opposing sides whose respective centers curve
toward each other,
the switch spring(15) is arc-shaped, and has a
center that curves inward so as to form a con-
cave part having a curve,
the first holding member(14) and the second
holding member(16) are provided on one of
main surfaces of the main member(10),
the operating direction is a direction along the
main surface,
the first holding member(14) holds the click
spring(13) so as to be held along the main sur-
face,
the second holding member(16) holds the
switch spring(15) so as to be held along a planar
surface perpendicular to the main surface,
when viewed in a direction perpendicular to the
main surface of the main member(10), the first
holding member(14) and the second holding
member(16) at least partially overlap with each
other so as to form an overlap region,
when viewed in the direction perpendicular to
the main surface of the main member(10), the
switch spring(15) and the click spring(13) at
least partially overlap with each other so as to
form an overlap region,
in the overlap region between the switch
spring(15) and the click spring(13), the click
spring(13) is positioned between the main mem-
ber(10) and the switch spring(15) in the direction
perpendicular to the main surface of the main
member(10), and
in the overlap region between the switch
spring(15) and the click spring(13), the respec-
tive curved centers of the sides of the click
spring(13) are positioned inside the curve of the
concave part of the curved center of the switch
spring(15).

3. The switch operation device(5) of Claim 1 or 2,
wherein
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the first holding member(14) holds the click
spring(13) such that the sides of the click spring(13)
are positioned in the operating direction, and
the second holding member(16) holds the switch
spring(15) so as to be held along a planar surface
perpendicular to the operating direction.

4. An electric tool comprising the switch operation de-
vice(5) of any of Claims 1 to 3.

Patentansprüche

1. Schaltbetätigungsvorrichtung (5) zum Schalten zwi-
schen zwei oder mehreren Geschwindigkeitsände-
rungsmodi einer Geschwindigkeitsänderungsvor-
richtung durch Schalten einer Position einer Kom-
ponente, die in der Geschwindigkeitsänderungsvor-
richtung enthalten ist, zur Verwendung bei einer Ge-
schwindigkeitsänderung, wobei die Schaltbetäti-
gungsvorrichtung (5) aufweist:

ein Hauptelement (10), das zwischen zwei Po-
sitionen in der Schaltbetätigungsvorrichtung (5)
in einer Betätigungsrichtung bewegbar ist;
eine Schnappfeder (13), die dazu dient, das
Hauptelement (10) an einer der zwei Positionen
anzuhalten;
eine Schaltfeder (15), die die Position der Kom-
ponente in Verbindung mit einer Bewegung des
Hauptelements (10) zwischen den beiden Posi-
tionen schaltet;
ein erstes Halteelement (14), das in dem Haup-
telement (10) vorgesehen ist und die Schnapp-
feder (13) hält; und
ein zweites Halteelement (16), das in dem Haup-
telement (10) vorgesehen ist und die Schaltfe-
der (15) hält, wobei
das Hauptelement (10) plattenförmig ist,
die Schnappfeder (13) U-förmig ist und zwei ent-
gegengesetzte Seiten hat, deren entsprechen-
de Mitten gekrümmt aufeinanderzulaufen,
die Schaltfeder (15) bogenförmig ist und eine
Mitte hat, die gekrümmt nach außen verläuft,
um einen konvexen Abschnitt mit einer Krüm-
mung zu bilden,
das erste Halteelement (14) und das zweite Hal-
teelement (16) auf einer von Hauptflächen des
Hauptelements (10) vorgesehen sind,
die Betätigungsrichtung eine Richtung entlang
der Hauptfläche ist,
das erste Halteelement (14) die Schnappfeder
(13) hält, so dass sie entlang der Hauptfläche
gehalten wird,
das zweite Halteelement (16) die Schaltfeder
(15) so hält, dass sie entlang einer ebenen Flä-
che gehalten wird, die senkrecht zu der Haupt-
fläche verläuft,

sich das erste Halteelement (14) und das zweite
Halteelement (16), betrachtet in einer senkrecht
zu der Hauptfläche des Hauptelements (10) ver-
laufenden Richtung, zumindest teilweise ge-
genseitig überlappen, um einen Überlappungs-
bereich zu bilden.
sich die Schaltfeder (15) und die Schnappfeder
(13), betrachtet in Richtung senkrecht zu der
Hauptfläche des Hauptelements (10) verlaufen-
den Richtung, zumindest teilweise gegenseitig
überlappen, um einen Überlappungsbereich zu
bilden,
die Schaltfeder (15) in dem Überlappungsbe-
reich zwischen der Schaltfeder (15) und der
Schnappfeder (13) zwischen dem Hauptele-
ment (10) und der Schnappfeder (13) in der
Richtung angeordnet ist, die senkrecht zu der
Hauptfläche des Hauptelements (10) verläuft,
und
die entsprechenden gekrümmten Mitten der
Seiten der Schnappfeder (13) in dem Überlap-
pungsbereich zwischen der Schaltfeder (15)
und der Schnappfeder (13) innerhalb der Krüm-
mung des konvexen Abschnitts der gekrümm-
ten Mitte der Schaltfeder (15) positioniert sind.

2. Schaltbetätigungsvorrichtung (5) zum Schalten zwi-
schen zwei oder mehreren Geschwindigkeitsände-
rungsmodi einer Geschwindigkeitsänderungsvor-
richtung durch Schalten einer Position einer Kom-
ponente, die in der Geschwindigkeitsänderungsvor-
richtung der Schaltbetätigungsvorrichtung (5) ent-
halten ist, zur Verwendung bei einer Geschwindig-
keitsänderung, aufweisend:

ein Hauptelement (10), das zwischen zwei Po-
sitionen in der Schaltbetätigungsvorrichtung (5)
in einer Betätigungsrichtung bewegbar ist;
eine Schnappfeder (13), die dazu dient, das
Hauptelement (10) an einer der zwei Positionen
anzuhalten;
eine Schaltfeder (15), die die Position der Kom-
ponente in Verbindung mit einer Bewegung des
Hauptelements (10) zwischen den beiden Posi-
tionen schaltet;
ein erstes Halteelement (14), das in dem Haup-
telement (10) vorgesehen ist und die Schnapp-
feder (13) hält; und
ein zweites Halteelement (16), das in dem Haup-
telement (10) vorgesehen ist und die Schaltfe-
der (15) hält, wobei
das Hauptelement (10) plattenförmig ist,
die Schnappfeder (13) U-förmig ist und zwei ent-
gegengesetzte Seiten hat, deren entsprechen-
de Mitten gekrümmt aufeinanderzulaufen,
die Schaltfeder (15) bogenförmig ist und eine
Mitte hat, die gekrümmt nach innen verläuft, um
einen konkaven Abschnitt mit einer Krümmung
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zu bilden,
das erste Halteelement (14) und das zweite Hal-
teelement (16) auf einer von Hauptflächen des
Hauptelements (10) vorgesehen sind,
die Betätigungsrichtung eine Richtung entlang
der Hauptfläche ist,
das erste Halteelement (14) die Schnappfeder
(13) so hält, dass sie entlang der Hauptfläche
gehalten wird,
das zweite Halteelement (16) die Schaltfeder
(15) so hält, dass sie entlang einer ebenen Flä-
che gehalten wird, die senkrecht zu der Haupt-
fläche verläuft,
sich das erste Halteelement (14) und das zweite
Halteelement (16), betrachtet in einer senkrecht
zu der Hauptfläche des Hauptelements (10) ver-
laufenden Richtung, zumindest teilweise ge-
genseitig überlappen, um einen Überlappungs-
bereich zu bilden,
sich die Schaltfeder (15) und die Schnappfeder
(13), betrachtet in Richtung senkrecht zu der
Hauptfläche des Hauptelements (10), zumin-
dest teilweise gegenseitig überlappen, um einen
Überlappungsbereich zu bilden,
die Schnappfeder (13) in dem Überlappungsbe-
reich zwischen der Schaltfeder (15) und der
Schnappfeder (13) zwischen dem Hauptele-
ment (10) und der Schaltfeder (15) in der Rich-
tung angeordnet ist, die senkrecht zu der Haupt-
fläche des Hauptelements (10) verläuft, und
die entsprechenden gekrümmten Mitten der
Seiten der Schnappfeder (13) in dem Überlap-
pungsbereich zwischen der Schaltfeder (15)
und der Schnappfeder (13) innerhalb der Krüm-
mung des konkaven Abschnitts der gekrümm-
ten Mitte der Schaltfeder (15) positioniert sind.

3. Schaltbetätigungsvorrichtung (5) nach Anspruch 1
oder 2, wobei
das erste Halteelement (14) die Schnappfeder (13)
so hält, dass die Seiten der Schnappfeder (13) in der
Betätigungsrichtung positioniert sind, und
das zweite Halteelement (16) die Schaltfeder (15)
so hält, dass sie entlang einer ebenen Fläche senk-
recht zu der Betätigungsrichtung gehalten wird.

4. Elektrowerkzeug, das die Schaltbetätigungsvorrich-
tung (5) nach einem der Ansprüche 1 bis 3 aufweist.

Revendications

1. Dispositif d’actionnement de commutateur (5) pour
effectuer une commutation entre deux modes de
changement de vitesse ou plus d’un mécanisme de
changement de vitesse en commutant une position
d’un composant destiné à être utilisé dans le chan-
gement de vitesse, inclus dans le mécanisme de

changement de vitesse, le dispositif d’actionnement
de commutateur (5) comprenant :

un élément principal (10) qui est mobile entre
deux positions dans le dispositif d’actionnement
de commutateur (5) dans une direction
d’actionnement ;
un ressort de cliquet (13) qui est prévu pour ar-
rêter l’élément principal (10) dans l’une des deux
positions ;
un ressort de commutateur (15) qui commute la
position du composant conjointement avec le
mouvement de l’élément principal (10) entre les
deux positions ;
un premier élément de maintien (14) qui est pré-
vu dans l’élément principal (10) et maintient le
ressort de cliquet (13) ; et
un second élément de maintien (16) qui est pré-
vu dans l’élément principal (10) et maintient le
ressort de commutateur (15), dans lequel :

l’élément principal (10) est en forme de pla-
que,
le ressort de cliquet (13) est en forme de U,
et a deux côtés opposés dont les centres
respectifs s’incurvent l’un vers l’autre,
le ressort de commutateur (15) est en forme
d’arc et a un centre qui s’incurve vers l’ex-
térieur afin de former une partie convexe
ayant une courbe,
le premier élément de maintien (14) et le
second élément de maintien (16) sont pré-
vus sur l’une des surfaces principales de
l’élément principal (10),
la direction d’actionnement est une direc-
tion le long de la surface principale,
le premier élément de maintien (14) main-
tient le ressort de cliquet (13) afin d’être
maintenu le long de la surface principale,
le second élément de maintien (16) main-
tient le ressort de commutateur (15) afin
d’être maintenu le long d’une surface pla-
naire perpendiculaire à la surface principa-
le,
lorsqu’ils sont observés dans une direction
perpendiculaire à la surface principale de
l’élément principal (10), le premier élément
de maintien (14) et le second élément de
maintien (16) se chevauchent au moins par-
tiellement afin de former une région de che-
vauchement,
lorsqu’ils sont observés dans la direction
perpendiculaire à la surface principale de
l’élément principal (10), le ressort de com-
mutateur (15) et le ressort de cliquet (13)
se chevauchent au moins partiellement afin
de former une région de chevauchement,
dans la région de chevauchement entre le
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ressort de commutateur (15) et le ressort
de cliquet (13), le ressort de commutateur
(15) est positionné entre l’élément principal
(10) et le ressort de cliquet (13) dans la di-
rection perpendiculaire à la surface princi-
pale de l’élément principal (10), et
dans la région de chevauchement entre le
ressort de commutateur (15) et le ressort
de cliquet (13), les centres incurvés respec-
tifs des côtés du ressort de cliquet (13) sont
positionnés à l’intérieur de la courbe de la
partie convexe du centre incurvé du ressort
de commutateur (15).

2. Dispositif d’actionnement de commutateur (5) pour
effectuer une commutation entre deux modes de
changement de vitesse ou plus d’un mécanisme de
changement de vitesse en commutant une position
d’un composant destiné à être utilisé dans le chan-
gement de vitesse inclus dans le mécanisme de
changement de vitesse, le dispositif d’actionnement
de commutateur (5) comprenant :

un élément principal (10) qui est mobile entre
deux positions dans le dispositif d’actionnement
de commutateur (5) dans une direction
d’actionnement ;
un ressort de cliquet (13) qui est prévu pour ar-
rêter l’élément principal (10) dans l’une des deux
positions ;
un ressort de commutateur (15) qui commute la
position du composant conjointement avec le
mouvement de l’élément principal (10) entre les
deux positions ;
le premier élément de maintien (14) qui est pré-
vu dans l’élément principal (10) et maintient le
ressort de cliquet (13) ; et
un second élément de maintien (16) qui est pré-
vu dans l’élément principal (10) et maintient le
ressort de commutateur (15), dans lequel :

l’élément principal (10) est en forme de pla-
que,
le ressort de cliquet (13) est en forme de U,
et a deux côtés opposés dont les centres
respectifs s’incurvent l’un vers l’autre,
le ressort de commutateur (15) est en forme
d’arc, et a un centre qui s’incurve vers l’in-
térieur afin de former une partie concave
ayant une courbe,
le premier élément de maintien (14) et le
second élément de maintien (16) sont pré-
vus sur l’une des surfaces principales de
l’élément principal (10),
la direction d’actionnement est une direc-
tion le long de la surface principale,
le premier élément de maintien (14) main-
tient le ressort de cliquet (13) afin d’être

maintenu le long de la surface principale,
le second élément de maintien (16) main-
tient le ressort de commutateur (15) afin
d’être maintenu le long d’une surface pla-
naire perpendiculaire à la surface principa-
le,
lorsqu’ils sont observés dans une direction
perpendiculaire à la surface principale de
l’élément principal (10), le premier élément
de maintien (14) et le second élément de
maintien (16) se chevauchent au moins par-
tiellement afin de former une région de che-
vauchement,
lorsqu’ils sont observés dans la direction
perpendiculaire à la surface principale de
l’élément principal (10), le ressort de com-
mutateur (15) et le ressort de cliquet (13)
se chevauchent au moins partiellement afin
de former une région de chevauchement,
dans la région de chevauchement entre le
ressort de commutateur (15) et le ressort
de cliquet (13), le ressort de cliquet (13) est
positionné entre l’élément principal (10) et
le ressort de commutateur (15) dans la di-
rection perpendiculaire à la surface princi-
pale de l’élément principal (10), et
dans la région de chevauchement entre le
ressort de commutateur (15) et le ressort
de cliquet (13), les centres incurvés respec-
tifs des côtés du ressort de cliquet (13) sont
positionnés à l’intérieur de la courbe de la
partie concave du centre incurvé du ressort
de commutateur (15).

3. Dispositif d’actionnement de commutateur (5) selon
la revendication 1 ou 2, dans lequel :

le premier élément de maintien (14) maintient le
ressort de cliquet (13) de sorte que les côtés du
ressort de cliquet (13) sont positionnés dans la
direction d’actionnement, et
le second élément de maintien (16) maintient le
ressort de commutateur (15) afin d’être mainte-
nu le long d’une surface plane perpendiculaire
à la direction d’actionnement.

4. Outil électrique comprenant le dispositif d’actionne-
ment de commutateur (5) selon l’une quelconque
des revendications 1 à 3.
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