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Description

[Technical Field]

[0001] The present invention relates to a base station,
a terminal, a wireless communication system, a method
of controlling the base station, and a method of controlling
the terminal.

[Background Art]

[0002] In recent years, in order to achieve a higher
speed and a larger capacity in wireless communications
performed in wireless communication systems such as
a mobile telephone system, some discussions about
next-generation wireless communication technologies
have been made. For example, a technology has been
discussed about establishing a communication using a
carrier in a frequency band that requires a license (li-
censed band carrier (LC)) and a carrier in a frequency
band that does not require a license (unlicensed band
carrier (UC)) in a communication standard referred to as
long term evolution (LTE). This technology is referred to
as licensed assisted access (LAA).
[0003] In the LAA, when a terminal performs an up Link
(UL) transmission to a base station in an unlicensed
band, the base station transmits a UL grant, which re-
quests transmission of data, to the terminal via a licensed
band. Further, for example, the base station performs
listen before talk (LBT) in the unlicensed band before the
terminal performs the UL transmission. Furthermore, for
example, there have been discussions to cause the base
station, upon detecting that the unlicensed band is idle,
to transmit a reservation signal in the unlicensed band
until a timing of the UL transmission performed by the
terminal, in order to reserve the unlicensed band used
by the terminal for the UL transmission. This allows the
terminal to perform the UL transmission by using the un-
licensed band a predetermined time after the UL grant.

[Citation List]

[Non Patent Citation]

[0004]

Non Patent Document 1: 3GPP RANI Contribution
document R1-150186

Non Patent Document 2: ZTE: "Analysis on potential
issues and solutions for LAA UL transmission",
3GPP DRAFT; R1-151027 ANALYSIS ON POTEN-
TIAL ISSUES AND SOLUTIONS FOR LAA UL
TRANSMISSION, 3RD GENERATION PARTNER-
SHIP PROJECT (3GPP), MOBILE COMPETENCE
CENTRE; 650, ROUTE DES LUCIOLES; F-06921
SOPHIA vol. RAN WG1, no. Paris, France.

[Summary of Invention]

[0005] Various aspects of the present disclosure have
been defined in the independent claims. Further technical
features of each of these aspects have been defined in
the respective dependent claims.

[Technical Problem]

[0006] Incidentally, in the technology disclosed in the
above-referenced Non Patent Literature, if a busy state
of the unlicensed band is continued and the terminal does
not receive the reservation signal in the unlicensed band
until the timing of the UL transmission, the terminal can-
cels the UL transmission, for example. Accordingly, the
opportunity of transmitting data scheduled to be trans-
mitted by the UL transmission is suspended until a pre-
determined period elapses after a next UL grant trans-
mitted from the base station. Therefore, in some cases,
a throughput of data transmission in an uplink from the
terminal to the base station may be reduced.
[0007] According to one aspect, an object of the
present invention is to provide a base station, a terminal,
a wireless communication system and a method of con-
trolling the base station capable of suppressing a reduc-
tion in the throughput in the uplink.

[Solution to Problem]

[0008] A base station disclosed in this application, ac-
cording to an aspect, performs wireless communication
with a terminal by using a dedicated band dedicated to
a wireless communication system including the base sta-
tion and the terminal and a shared band shared with other
systems. The base station includes a control signal trans-
mitting unit, a determining unit, a permission signal trans-
mitting unit. The control signal transmitting unit transmits,
to the terminal, a control signal for specifying a resource
in the shared band to be used for data transmission by
the terminal. The determining unit determines whether
the resource in the shared band is idle or busy. The per-
mission signal transmitting unit transmits a permission
signal for permitting transmission in the shared band
when the determining unit determines that the resource
in the shared band is idle. The control signal or the per-
mission signal includes an offset indicating a time from
the permission signal to a start of transmission of data
from the terminal to the base station with reference to
the permission signal transmitted from the permission
signal transmitting unit.

[Advantageous Effects of Invention]

[0009] According to one aspect of the present inven-
tion, it is possible to suppress a reduction in the through-
put in the uplink.

1 2 
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[Brief Description of Drawings]

[0010]

FIG. 1 is a schematic diagram illustrating an example
of a wireless communication system.
FIG. 2 is a schematic diagram illustrating an example
of operation of the wireless communication system
in the first embodiment.
FIG. 3 is a schematic diagram illustrating an example
of operation of the wireless communication system
in the first embodiment.
FIG. 4 is a block diagram illustrating an example of
the base station.
FIG. 5 is a block diagram illustrating an example of
the terminal.
FIG. 6 is a flowchart illustrating an example of oper-
ation of the base station.
FIG. 7 is a flowchart illustrating an example of oper-
ation of the base station.
FIG. 8 is a flowchart illustrating an example of oper-
ation of the terminal.
FIG. 9 is a schematic diagram illustrating an example
of operation of a wireless communication system in
a third embodiment.
FIG. 10 is a schematic diagram illustrating an exam-
ple of operation of a wireless communication system
in a fourth embodiment.
FIG. 11 is a schematic diagram illustrating an exam-
ple of a wireless communication device that imple-
ments functions of the base station or the terminal.

[Embodiments for Carrying Out the Invention]

[0011] Embodiments of a base station, a terminal, a
wireless communication system, a method of controlling
the base station, and a method of controlling the terminal
disclosed in the present application will be described in
detail below based on the drawings. The disclosed tech-
nology is not limited by the embodiments described be-
low. Furthermore, the embodiments may be combined
as appropriate, so long as processing contents do not
conflict with each other.

First Embodiment

[Wireless Communication System 10]

[0012] FIG. 1 is a schematic diagram illustrating an ex-
ample of a wireless communication system 10. The wire-
less communication system 10 includes a base station
20, a base station 22, and a terminal 30. The base station
20 performs wireless communication based on LTE, for
example. The base station 20 is an evolved Node B (eNB)
as defined in LTE, for example. The terminal 30 is a user
equipment (UE) as defined in LTE, for example. The ter-
minal 30 belongs to the same cell managed by the base
station 20, and communicates with the base station 20

in the cell. In the following descriptions, the base station
20 and the terminal 30 may be described as an LTE sys-
tem.
[0013] The base station 22 is, for example, a base sta-
tion that belongs to a system different from the LTE sys-
tem to which the base station 20 belongs. The base sta-
tion 22 is, for example, a base station that belongs to an
LTE system of a provider different from the LTE system
to which the base station 20 belongs, or a base station
that belongs to a different communication system such
as a wireless LAN system.
[0014] The base station 20 performs wireless commu-
nication with the terminal 30 in the cell by using a first
band dedicated to the LTE system to which the base
station 20 belongs and a second band shared by the LTE
system to which the base station 20 belongs and other
communication systems. The first band is a licensed
band carrier (LC) of 2 GHz band, for example. The sec-
ond band is an unlicensed band carrier (UC) of 5 GHz
band, for example. Hereinafter, the first band is referred
to as a licensed band and the second band is referred to
as an unlicensed band.
[0015] In the LTE system to which the base station 20
belongs, the first band is assigned to a primary compo-
nent carrier (PCC), for example, and the second band is
assigned to a secondary component carrier (SCC), for
example. In the first embodiment, the first band is a band
dedicated to the LTE system to which the base station
20 belongs, and the second band is a shared band shared
by the LTE system to which the base station 20 belongs
and the communication system to which the base station
22 belongs.
[0016] Furthermore, in FIG. 1, a reference sign 21 in-
dicates an area in which radio waves transmitted from
arbitrary devices reach the base station 20 at intensities
that are determined as busy by carrier sense of the base
station 20. Moreover, a reference sign 23 indicates an
area in which radio waves transmitted from arbitrary de-
vices reach the base station 22 at intensities that are
determined as busy by carrier sense of the base station
22.
[0017] The base station 20, when requesting the ter-
minal 30 to perform a UL transmission using the unli-
censed band, transmits a UL grant including information
on a resource used for the UL transmission to the terminal
30 in the licensed band. The base station 20 then per-
forms LBT in the unlicensed band at a timing before the
timing of the UL transmission performed by the terminal
30. When determining that the unlicensed band is idle,
the base station 20 transmits a permission signal in the
unlicensed band. In the first embodiment, the permission
signal is a clear to send (CTS) signal, for example. By
transmitting the permission signal, a band in the unli-
censed band to be used by the terminal 30 for the UL
transmission is reserved for the terminal 30. The terminal
30 that has received the UL grant, upon detecting the
permission signal in the unlicensed band, performs the
UL transmission by using the resource of the unlicensed
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band specified by the UL grant.

[Operation of Wireless Communication System 10]

[0018] Next, with reference to FIG. 2 and FIG. 3, an
example of operation performed when the terminal 30
performs the UL transmission in the unlicensed band in
response to an instruction from the base station 20 will
be described. FIG. 2 and FIG. 3 are diagrams illustrating
an example of the operation performed by the wireless
communication system 10 in the first embodiment. FIG.
2 illustrates a case in which the unlicensed band is de-
tected to be idle when the base station 20 performs LBT,
and FIG. 3 illustrates a case in which the unlicensed band
is detected to be busy when the base station 20 performs
LBT.
[0019] In FIG. 2 and FIG. 3, upper parts indicate signals
transmitted by using the LC, and lower parts indicate sig-
nals transmitted by using the UC. Furthermore, in FIG.
2 and FIG. 3, the horizontal axes indicate the flow of time,
and t1 to t5 indicate periods in units of a subframe (for
example, 1 millisecond). The unlicensed band is divided
into a plurality of sub-bands as illustrated in FIG. 2 and
FIG. 3 for example. In the first embodiment, the unli-
censed band is 20 MHz for example, and is divided into
four sub-bands by 5 MHz for example.
[0020] As illustrated in FIG. 2 for example, the base
station 20 generates a UL grant 40 for requesting a UL
transmission when a data transmission request to the
terminal 30 is issued. The base station 20 then transmits
the generated UL grant 40 to the terminal 30 in the li-
censed band. In the example illustrated in FIG. 2, for
example, the base station 20 transmits UL grants 40-1
to 40-5 respectively to the five terminals 30 in the corre-
sponding subframe periods t1 to t5.
[0021] The UL grant 40 includes identification informa-
tion, information on a sub-band, an offset, and time limit
information. The identification information included in the
UL grant 40 has the same value as identification infor-
mation included in the permission signal that is used as
a reference when the terminal 30 performs the UL trans-
mission. Furthermore, the identification information in-
cludes a cell ID for identifying the cell of the base station
20 that transmits the UL grant 40 and the permission
signal. By including the cell ID in the identification infor-
mation, even when a plurality of the base stations 20
transmit permission signals, the terminal 30 can identify
a permission signal to be used as a reference for the UL
transmission. The cell ID is an example of base station
identification information.
[0022] The information on the sub-band included in the
UL grant 40 indicates a sub-band that is a resource of
the unlicensed band to be used when the terminal 30
performs the UL transmission. Furthermore, the offset
included in the UL grant 40 indicates a time from the
permission signal to a start of the UL transmission. In the
first embodiment, the offset is specified in units of a sub-
frame in LTE, for example. Moreover, the time limit infor-

mation included in the UL grant 40 indicates a time limit
for the terminal 30 to wait for the permission signal. In
the first embodiment, the time limit information is speci-
fied in units of a subframe with reference to a subframe
in which the UL grant 40 is transmitted, for example. In
the first embodiment, the time limit specified by the time
limit information is a timing ten subframes after the sub-
frame in which the UL grant 40 is transmitted, for exam-
ple.
[0023] The base station 20, when causing a plurality
of the terminals 30 to perform the UL transmission in
consecutive subframes, sets the identification informa-
tion included in the respective UL grants 40 to the same
value. Furthermore, the base station 20, when causing
a plurality of the terminals 30 to perform the UL trans-
mission in consecutive subframes, sequentially shifts the
offsets included in the UL grants 40 to be transmitted to
the respective terminals 30 by a predetermined time (for
example, a time of one subframe).
[0024] In the example illustrated in FIG. 2, for example,
the UL grant 40-1 includes, as the offset, a value of "1"
indicating that the UL transmission is performed in the
first subframe after the subframe in which the permission
signal is transmitted. Similarly, for example, the UL grant
40-5 includes, as the offset, a value of "5" indicating that
the UL transmission is performed in the fifth subframe
after the subframe in which the permission signal is trans-
mitted.
[0025] Subsequently, the base station 20 performs
LBT in the unlicensed band a predetermined time after
transmission of the UL grant 40 (for example, after three
subframes). Then, upon detecting that the unlicensed
band is idle and confirming that the idle state is continued
during a backoff period 41, the base station 20 transmits
permission signals 42 in all of the sub-bands in the unli-
censed band. The permission signals 42 include identi-
fication information for identifying the respective permis-
sion signals 42. For example, the permission signals 42
are transmitted in the unlicensed band in a certain length
such that a period 43 of a short inter-frame space (SIFS)
after completion of the transmission of the permission
signals 42 ends at a timing of border between the sub-
frame in which the permission signals 42 are transmitted
and a next subframe.
[0026] Upon receiving the UL grant 40 in the licensed
band, the terminal 30 acquires the identification informa-
tion, the information on the sub-band, the offset, and the
time limit information from the UL grant 40. Furthermore,
upon receiving the permission signal 42 in the unlicensed
band, the terminal 30 acquires the identification informa-
tion from the permission signal 42. Then, after a lapse of
a time specified by the offset acquired from the UL grant
40 with reference to the timing at which the permission
signal 42 is received, the terminal 30 performs a UL trans-
mission of a signal 44 by using the sub-band of the un-
licensed band specified by the UL grant 40.
[0027] In the example illustrated in FIG. 2, for example,
the terminal 30 that has received the UL grant 40-1 in-
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cluding the offset with a value of "1" performs a UL trans-
mission of a signal 44-1 in the subframe period t5 that is
the first subframe after the subframe period t4 in which
the permission signal 42 is transmitted. Similarly, the ter-
minal 30 that has received the UL grant 40-5 including
the offset with a value of "5" performs a UL transmission
of a signal 44-5 in the subframe period t9 that is the fifth
subframe after the subframe period t4 in which the per-
mission signal 42 is transmitted.
[0028] Furthermore, as illustrated in FIG. 3 for exam-
ple, when another signal 45 is transmitted in the unli-
censed band in the period t4 after a lapse of a predeter-
mined time since the transmission of the UL grant 40,
the base station 20 detects that the unlicensed band is
busy by LBT. The base station 20 then continues the LBT
in the unlicensed band. Then, as illustrated in FIG. 3 for
example, upon detecting that the unlicensed band is idle
in the period t5, the base station 20 confirms whether the
idle state is continued during a period 46 of a Distributed
coordination function Inter Frame Space (DIFS). If it is
confirmed that the idle state is continued during the period
46, the base station 20 confirms whether the idle state
is continued during the backoff period 41, and after con-
firming that the idle state is continued, transmits the per-
mission signal 42 in the unlicensed band.
[0029] After a lapse of a time specified by the offset
acquired from the UL grant 40 with reference to the timing
at which the permission signal 42 is received, each of
the terminals 30 performs the UL transmission of the sig-
nal 44 by using the sub-band of the unlicensed band
specified by the UL grant 40. Therefore, as indicated by
arrows in FIG. 3 for example, all of the timings of the UL
transmissions of the signals 44-1 to 44-5 by the respec-
tive terminals 30 are shifted backward due to the delay
of the transmission of the permission signals 42.
[0030] Incidentally, when it is determined that the un-
licensed band is busy at the timing of the LBT, and if the
base station 20 stops transmission of the permission sig-
nal 42 and retransmits the UL grant 40, the UL transmis-
sion is suspended until a predetermined time elapses
after a next UL grant 40. Consequently, a throughput of
data transmission in the uplink is reduced.
[0031] In contrast, the base station 20 of the first em-
bodiment continues the LBT even when it is determined
that the unlicensed band is busy by the LBT, and trans-
mits the permission signal 42 in the unlicensed band
when it is detected that the unlicensed band is idle. There-
fore, even when the UL grant 40 is not retransmitted, the
terminal 30 can perform the UL transmission with refer-
ence to the timing at which the permission signal 42 is
transmitted. Consequently, the wireless communication
system 10 can improve the throughput of data in the up-
link from the terminal 30 to the base station 20. Further-
more, it is possible to reduce retransmission of the UL
grant, so that it is possible to reduce the traffic of a control
signal in the licensed band.
[0032] Incidentally, when causing a plurality of the ter-
minals 30 to perform the UL transmission in consecutive

subframes, the base station 20 adjusts the offsets that
specify the timings of the UL transmissions performed
by the respective terminals 30 with reference to the single
permission signal 42. Consequently, in some cases, the
permission signal 42 may be transmitted before the UL
grant 40 depending on the timing of transmission of the
permission signal 42. Therefore, each of the terminals
30 waits to receive the permission signal 42 in the unli-
censed band before receiving the UL grant 40 in the li-
censed band. Then, upon receiving both of the UL grant
40 and the permission signal 42, each of the terminals
30 performs the UL transmission at the timing specified
by the offset in the UL grant 40 with reference to the
timing at which the permission signal 42 is transmitted.

[Base Station 20]

[0033] FIG. 4 is a block diagram illustrating an example
of the base station 20. The base station 20 includes a
packet generating unit 200, a media access control
(MAC) scheduling unit 201, a MAC control unit 202, and
a radio resource control (RRC) control unit 203. Further-
more, the base station 20 includes a MAC/radio link con-
trol (RLC) processing unit 204, a determining unit 205,
and a measuring unit 206. Moreover, the base station 20
includes an unlicensed band transmitting unit 210, a li-
censed band transmitting unit 220, an unlicensed band
receiving unit 230, a licensed band receiving unit 240,
an antenna 216, an antenna 226, an antenna 235, and
an antenna 245. Incidentally, in the first embodiment, the
antenna 216, the antenna 226, the antenna 235, and the
antenna 245 are implemented by separate antennas;
however, as another example, the antennas may be im-
plemented by a single antenna.
[0034] The licensed band receiving unit 240 performs
a process of decoding data from a signal received in the
licensed band. The licensed band receiving unit 240 in-
cludes a decoding unit 241, a demodulating unit 242, an
FFT processing unit 243, and a wireless processing unit
244.
[0035] The wireless processing unit 244 performs a
wireless process on a signal received via the antenna
245. The wireless process performed by the wireless
processing unit 244 includes, for example, a process of
converting the frequency of the received signal from the
frequency of the licensed band to the frequency of the
baseband. The wireless processing unit 244 outputs the
received signal subjected to the wireless process to the
FFT processing unit 243.
[0036] The FFT processing unit 243 performs a fast
Fourier transform (FFT) process on the received signal
output from the wireless processing unit 244. Conse-
quently, the received signal subjected to the frequency
conversion from the licensed band to the baseband is
converted from the time domain to the frequency domain.
The FFT processing unit 243 outputs the received signal
subjected to the FFT process to the demodulating unit
242.
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[0037] The demodulating unit 242 demodulates the re-
ceived signal output from the FFT processing unit 243.
Then, the demodulating unit 242 outputs the received
signal subjected to the demodulation to the decoding unit
241. The decoding unit 241 decodes the received signal
output from the demodulating unit 242. Then, the decod-
ing unit 241 outputs the decoded data to the MAC/RLC
processing unit 204.
[0038] The unlicensed band receiving unit 230 per-
forms a process of decoding data from a signal received
in the unlicensed band. The unlicensed band receiving
unit 230 includes a decoding unit 231, a demodulating
unit 232, an FFT processing unit 233, and a wireless
processing unit 234.
[0039] The wireless processing unit 234 performs a
wireless process on a signal received via the antenna
235. The wireless process performed by the wireless
processing unit 234 includes, for example, a process of
converting the frequency of the received signal from the
frequency of the unlicensed band to the frequency of the
baseband. The wireless processing unit 234 outputs the
received signal subjected to the wireless process to the
FFT processing unit 233.
[0040] The FFT processing unit 233 performs an FFT
process on the received signal output from the wireless
processing unit 234. Consequently, the received signal
subjected to the frequency conversion from the unli-
censed band to the baseband is converted from the time
domain to the frequency domain. The FFT processing
unit 233 outputs the received signal subjected to the FFT
process to the demodulating unit 232 and the measuring
unit 206.
[0041] The demodulating unit 232 demodulates the re-
ceived signal output from the FFT processing unit 233.
Then, the demodulating unit 232 outputs the received
signal subjected to the demodulation to the decoding unit
231. The decoding unit 231 decodes the received signal
output from the demodulating unit 232. Then, the decod-
ing unit 231 outputs the decoded data to the MAC/RLC
processing unit 204.
[0042] The measuring unit 206 measures interference
power in the unlicensed band on the basis of the received
signal output from the FFT processing unit 233. Then,
the measuring unit 206 outputs a measurement result of
the interference power to the determining unit 205.
[0043] The determining unit 205 determines whether
the unlicensed band is idle or busy on the basis of the
measurement result output from the measuring unit 206.
Then, the determining unit 205 outputs a determination
result to the MAC control unit 202.
[0044] The MAC/RLC processing unit 204 performs a
process in the MAC layer and a process in the RLC layer
on the basis of the data output from the decoding unit
231 and the decoding unit 241. The MAC/RLC process-
ing unit 204 outputs data obtained through the processes
in the respective layers to, for example, a higher-level
device of the base station 20. Furthermore, the MAC/RLC
processing unit 204 outputs control information included

in the data obtained through the processes in the respec-
tive layers to the RRC control unit 203.
[0045] The RRC control unit 203 performs radio re-
source control on the basis of the control information out-
put from the MAC/RLC processing unit 204. The radio
resource control performed by the RRC control unit 203
is a process in the RRC layer. The RRC control unit 203
generates control information on the basis of the radio
resource control, and outputs the generated control in-
formation to the MAC control unit 202.
[0046] The MAC control unit 202 controls the MAC lay-
er on the basis of the control information output from the
RRC control unit 203 and the determination result output
from the determining unit 205. Then, the MAC control
unit 202 generates control information on the basis of the
control on the MAC layer, and outputs the generated con-
trol information to the MAC scheduling unit 201.
[0047] Furthermore, when a data transmission request
to the terminal 30 is issued, the MAC control unit 202
generates a UL grant for requesting a UL transmission.
Then, the MAC control unit 202 outputs the generated
UL grant to a multiplexing unit 223 to be described later.
[0048] Moreover, when the data transmission request
to the terminal 30 is issued, the MAC control unit 202
performs LBT in the unlicensed band on the basis of the
determination result output from the determining unit 205
before the timing of the UL transmission. Then, upon de-
tecting that the unlicensed band is idle, the MAC control
unit 202 generates a permission signal, and outputs the
generated permission signal to a multiplexing unit 213.
[0049] The packet generating unit 200 generates a
packet including user data output from a higher-level de-
vice. Then, the packet generating unit 200 outputs the
generated packet to the MAC scheduling unit 201.
[0050] The MAC scheduling unit 201 performs sched-
uling in the MAC layer with respect to the packet output
from the packet generating unit 200, on the basis of the
control information output from the MAC control unit 202.
Then, the MAC scheduling unit 201 controls output of the
packet generated by the packet generating unit 200 to
the unlicensed band transmitting unit 210 or to the li-
censed band transmitting unit 220, on the basis of a result
of the scheduling.
[0051] The licensed band transmitting unit 220 per-
forms a process of transmitting data in the licensed band.
The licensed band transmitting unit 220 includes an en-
coding unit 221, a modulating unit 222, the multiplexing
unit 223, an inverse fast Fourier transform (IFFT)
processing unit 224, and a wireless processing unit 225.
[0052] The encoding unit 221 encodes data of the
packet output from the MAC scheduling unit 201. Then,
the encoding unit 221 outputs the encoded data of the
packet to the modulating unit 222. The modulating unit
222 modulates the data output from the encoding unit
221. Then, the modulating unit 222 outputs a modulated
signal to the multiplexing unit 223.
[0053] The multiplexing unit 223 multiplexes the con-
trol signal such as the UL grant output from the MAC
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control unit 202 and the signal output from the modulating
unit 222. Then, the multiplexing unit 223 outputs the mul-
tiplexed transmission signal to the IFFT processing unit
224.
[0054] The IFFT processing unit 224 performs an IFFT
process on the transmission signal output from the mul-
tiplexing unit 223. Consequently, the transmission signal
output from the multiplexing unit 223 is converted from
the frequency domain to the time domain. The IFFT
processing unit 224 outputs the transmission signal sub-
jected to the IFFT process to the wireless processing unit
225.
[0055] The wireless processing unit 225 performs a
wireless process on the transmission signal output from
the IFFT processing unit 224. The wireless process per-
formed by the wireless processing unit 225 includes, for
example, a process of converting the frequency of the
transmission signal from the frequency of the baseband
to the frequency of the licensed band. The wireless
processing unit 225 transmits the transmission signal
subjected to the wireless process from the antenna 226.
[0056] The unlicensed band transmitting unit 210 per-
forms a process of transmitting data in the unlicensed
band. The unlicensed band transmitting unit 210 includes
an encoding unit 211, a modulating unit 212, the multi-
plexing unit 213, an IFFT processing unit 214, and a wire-
less processing unit 215.
[0057] The encoding unit 211 encodes the data of the
packet output from the MAC scheduling unit 201. Then,
the encoding unit 211 outputs the encoded data of the
packet to the modulating unit 212. The modulating unit
212 modulates the data of the packet output from the
encoding unit 211. Then, the modulating unit 212 outputs
a modulated signal to the multiplexing unit 213.
[0058] The multiplexing unit 213 multiplexes the signal
such as the permission signal output from the MAC con-
trol unit 202 and the signal output from the modulating
unit 212. Then, the multiplexing unit 213 outputs the mul-
tiplexed transmission signal to the IFFT processing unit
214.
[0059] The IFFT processing unit 214 performs an IFFT
process on the transmission signal output from the mul-
tiplexing unit 213. Consequently, the transmission signal
output from the multiplexing unit 213 is converted from
the frequency domain to the time domain. The IFFT
processing unit 214 outputs the transmission signal sub-
jected to the IFFT process to the wireless processing unit
215.
[0060] The wireless processing unit 215 performs a
wireless process on the transmission signal output from
the IFFT processing unit 214. The wireless process per-
formed by the wireless processing unit 215 includes, for
example, a process of converting the frequency of the
transmission signal from the frequency of the baseband
to the frequency of the unlicensed band. The wireless
processing unit 215 transmits the transmission signal
subjected to the wireless process from the antenna 216.

[Terminal 30]

[0061] FIG. 5 is a block diagram illustrating an example
of the terminal 30. The terminal 30 includes an antenna
300, a decoding unit 301, an RRC processing unit 304,
an uplink managing unit 305, an encoding/modulating
unit 306, and a packet generating unit 307. Furthermore,
the terminal 30 includes a licensed band receiving unit
310, an unlicensed band receiving unit 320, an unli-
censed band transmitting unit 330, and a licensed band
transmitting unit 340.
[0062] Incidentally, in the first embodiment, the termi-
nal 30 includes the single antenna 300. However, as an-
other example, the antenna 300 may separately be pro-
vided in each of the licensed band receiving unit 310, the
unlicensed band receiving unit 320, the unlicensed band
transmitting unit 330, and the licensed band transmitting
unit 340.
[0063] The licensed band receiving unit 310 performs
a process of demodulating data from a signal received
in the licensed band. The licensed band receiving unit
310 includes a wireless processing unit 311, an FFT
processing unit 312, an equalization processing unit 313,
an IFFT processing unit 314, and a demodulating unit
315.
[0064] The wireless processing unit 311 performs a
wireless process on a signal received via the antenna
300. The wireless process performed by the wireless
processing unit 311 includes, for example, a process of
converting the frequency of the received signal from the
frequency of the licensed band to the frequency of the
baseband. The wireless processing unit 311 outputs the
received signal subjected to the wireless process to the
FFT processing unit 312.
[0065] The FFT processing unit 312 performs an FFT
process on the received signal output from the wireless
processing unit 311. Consequently, the received signal
output from the wireless processing unit 311 is converted
from the time domain to the frequency domain. The FFT
processing unit 312 outputs the received signal subjected
to the FFT process to the equalization processing unit
313. The equalization processing unit 313 performs an
equalization process on the signal output from the FFT
processing unit 312. Then, the equalization processing
unit 313 outputs the received signal subjected to the
equalization process to the IFFT processing unit 314.
[0066] The IFFT processing unit 314 performs an IFFT
process on the received signal output from the equaliza-
tion processing unit 313. Consequently, the received sig-
nal output from the equalization processing unit 313 is
converted from the frequency domain to the time domain.
The IFFT processing unit 314 outputs the received signal
subjected to the IFFT process to the demodulating unit
315.
[0067] The demodulating unit 315 demodulates the re-
ceived signal output from the IFFT processing unit 314.
Then, the demodulating unit 315 outputs the received
signal subjected to the demodulation to the decoding unit
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301. Data decoded from the received signal demodulated
by the licensed band receiving unit 310 includes a control
signal such as the UL grant.
[0068] The unlicensed band receiving unit 320 per-
forms a process of demodulating data from a signal re-
ceived in the unlicensed band. The unlicensed band re-
ceiving unit 320 includes a wireless processing unit 321,
an FFT processing unit 322, an equalization processing
unit 323, an IFFT processing unit 324, and a demodulat-
ing unit 325.
[0069] The wireless processing unit 321 performs a
wireless process on a signal received via the antenna
300. The wireless process performed by the wireless
processing unit 321 includes, for example, a process of
converting the frequency of the received signal from the
frequency of the unlicensed band to the frequency of the
baseband. The wireless processing unit 321 outputs the
received signal subjected to the wireless process to the
FFT processing unit 322.
[0070] The FFT processing unit 322 performs an FFT
process on the received signal output from the wireless
processing unit 321. Consequently, the received signal
output from the wireless processing unit 321 is converted
from the time domain to the frequency domain. Then, the
FFT processing unit 322 outputs the received signal sub-
jected to the FFT process to the equalization processing
unit 323. The equalization processing unit 323 performs
an equalization process on the received signal output
from the FFT processing unit 322. Then, the equalization
processing unit 323 outputs the received signal subjected
to the equalization process to the IFFT processing unit
324.
[0071] The IFFT processing unit 324 performs an IFFT
process on the received signal output from the equaliza-
tion processing unit 323. Consequently, the received sig-
nal output from the equalization processing unit 323 is
converted from the frequency domain to the time domain.
The IFFT processing unit 324 outputs the received signal
subjected to the IFFT process to the demodulating unit
325.
[0072] The demodulating unit 325 demodulates the re-
ceived signal output from the IFFT processing unit 324.
Then, the demodulating unit 325 outputs the received
signal subjected to the demodulation to the decoding unit
301. Data decoded from the received signal demodulated
by the unlicensed band receiving unit 320 includes a con-
trol signal such as the permission signal.
[0073] The decoding unit 301 decodes user data and
a control signal from the received signal output from the
licensed band receiving unit 310 and the unlicensed band
receiving unit 320. Then, the decoding unit 301 outputs
the decoded user data to, for example, an application
processing unit (not illustrated) that performs a process
based on the received data. Furthermore, the decoding
unit 301 outputs the decoded control signal to the RRC
processing unit 304 and the uplink managing unit 305.
The control signal output to the uplink managing unit 305
includes the UL grant and the permission signal.

[0074] The RRC processing unit 304 performs radio
resource control on the basis of the control signal output
from the decoding unit 301. The radio resource control
performed by the RRC processing unit 304 is a process
in the RRC layer. The RRC processing unit 304 gener-
ates control information on the basis of the radio resource
control, and outputs the generated control information to
the uplink managing unit 305.
[0075] The uplink managing unit 305 controls the UL
transmission on the basis of the control information out-
put from the RRC processing unit 304 and the control
signal output from the decoding unit 301. For example,
when the decoding unit 301 outputs a UL grant, the uplink
managing unit 305 acquires the identification informa-
tion, the information on the sub-band in the unlicensed
band, the offset, and the time limit information from the
UL grant. Furthermore, when the decoding unit 301 out-
puts a permission signal, the uplink managing unit 305
acquires the identification information included in the per-
mission signal.
[0076] Moreover, when a permission signal including
the same identification information as the identification
information acquired from the UL grant is detected in the
unlicensed band, the uplink managing unit 305 deter-
mines whether a time corresponding to the offset includ-
ed in the UL grant has elapsed since the detection of the
permission signal. If the time corresponding to the offset
has elapsed since the detection of the permission signal,
the uplink managing unit 305 outputs a control signal
such as a DMRS to a multiplexing unit 335 and a multi-
plexing unit 345.
[0077] Furthermore, the uplink managing unit 305 out-
puts information on assignment of a resource used for
the UL transmission to a frequency mapping unit 333 and
a frequency mapping unit 343 to be described later. More-
over, if the time corresponding to the offset has elapsed
since detection of the permission signal, the uplink man-
aging unit 305 instructs the encoding/modulating unit 306
(to be described later) to perform the UL transmission.
[0078] The packet generating unit 307 generates, for
example, a packet including user data output from the
application processing unit (not illustrated). Then, the
packet generating unit 307 outputs the generated packet
to the encoding/modulating unit 306. The encoding/mod-
ulating unit 306 performs an encoding/modulating proc-
ess on the packet output from the packet generating unit
307. Then, the encoding/modulating unit 306 outputs a
transmission signal subjected to the encoding/modulat-
ing process to the unlicensed band transmitting unit 330
or the licensed band transmitting unit 340 in accordance
with an instruction from the uplink managing unit 305.
[0079] The licensed band transmitting unit 340 per-
forms a process of transmitting data in the licensed band.
The licensed band transmitting unit 340 includes a wire-
less processing unit 341, an IFFT processing unit 342,
the frequency mapping unit 343, an FFT processing unit
344, and the multiplexing unit 345.
[0080] The multiplexing unit 345 multiplexes the con-
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trol signal output from the uplink managing unit 305 and
the transmission signal output from the encoding/modu-
lating unit 306. Then, the multiplexing unit 345 outputs
the multiplexed transmission signal to the FFT process-
ing unit 344. The FFT processing unit 344 performs the
FFT process on the transmission signal output from the
multiplexing unit 345. Consequently, the transmission
signal output from the multiplexing unit 345 is converted
from the time domain to the frequency domain. The FFT
processing unit 344 outputs the transmission signal sub-
jected to the FFT process to the frequency mapping unit
343.
[0081] The frequency mapping unit 343 performs fre-
quency mapping on the transmission signal output from
the FFT processing unit 344, on the basis of the informa-
tion on assignment of a resource used for the UL trans-
mission, which is output from the uplink managing unit
305. Then, the frequency mapping unit 343 outputs the
transmission signal subjected to the frequency mapping
to the IFFT processing unit 342.
[0082] The IFFT processing unit 342 performs an IFFT
process on the transmission signal output from the fre-
quency mapping unit 343. Consequently, the transmis-
sion signal output from the frequency mapping unit 343
is converted from the frequency domain to the time do-
main. The IFFT processing unit 342 outputs the trans-
mission signal subjected to the IFFT process to the wire-
less processing unit 341.
[0083] The wireless processing unit 341 performs a
wireless process on the transmission signal output from
the IFFT processing unit 342. The wireless process per-
formed by the wireless processing unit 341 includes, for
example, a process of converting the frequency of the
transmission signal from the frequency of the baseband
to the frequency of the licensed band. The wireless
processing unit 341 transmits the transmission signal
subjected to the wireless process via the antenna 300.
[0084] The unlicensed band transmitting unit 330 per-
forms a process of transmitting data in the unlicensed
band. The unlicensed band transmitting unit 330 includes
a wireless processing unit 331, an IFFT processing unit
332, the frequency mapping unit 333, an FFT processing
unit 334, and the multiplexing unit 335.
[0085] The multiplexing unit 335 multiplexes the con-
trol signal output from the uplink managing unit 305 and
the signal output from the encoding/modulating unit 306.
Then, the multiplexing unit 335 outputs the multiplexed
transmission signal to the FFT processing unit 334. The
FFT processing unit 334 performs the FFT process on
the transmission signal output from the multiplexing unit
335. Consequently, the transmission signal output from
the multiplexing unit 335 is converted from the time do-
main to the frequency domain. The FFT processing unit
334 outputs the transmission signal subjected to the FFT
process to the frequency mapping unit 333.
[0086] The frequency mapping unit 333 performs fre-
quency mapping on the transmission signal output from
the FFT processing unit 334, on the basis of the informa-

tion on assignment of a resource used for the UL trans-
mission, which is output from the uplink managing unit
305. Then, the frequency mapping unit 333 outputs the
transmission signal subjected to the frequency mapping
to the IFFT processing unit 332.
[0087] The IFFT processing unit 332 performs an IFFT
process on the transmission signal output from the fre-
quency mapping unit 333. Consequently, the transmis-
sion signal output from the frequency mapping unit 333
is converted from the frequency domain to the time do-
main. The IFFT processing unit 332 outputs the trans-
mission signal subjected to the IFFT process to the wire-
less processing unit 331.
[0088] The wireless processing unit 331 performs a
wireless process on the transmission signal output from
the IFFT processing unit 332. The wireless process per-
formed by the wireless processing unit 331 includes, for
example, a process of converting the frequency of the
transmission signal from the frequency of the baseband
to the frequency of the unlicensed band. The wireless
processing unit 331 outputs the transmission signal sub-
jected to the wireless process via the antenna 300.

[Operation of Base Station 20]

[0089] Next, operation of the base station 20 will be
described. FIG. 6 and FIG. 7 are flowcharts illustrating
an example of the operation performed by the base sta-
tion 20.
[0090] First, the MAC control unit 202 of the base sta-
tion 20 initializes a variable i to 1 (S100). Then, the MAC
control unit 202 determines whether a data transmission
request to the terminal 30 is issued (S101). If the data
transmission request to the terminal 30 is issued (Yes at
S101), the MAC control unit 202 determines whether all
of UL transmissions specified by UL grants that include
i-1 as the identification information are completed or can-
celled (S102).
[0091] If there is a UL transmission that is not complet-
ed or cancelled among the UL transmissions specified
by the UL grants that include i-1 as the identification in-
formation (No at S102), the MAC control unit 202 incre-
ments a variable j by 1 (S105). Then, the MAC control
unit 202 generates a UL grant including an offset j indi-
cating that the value of the offset is j, identification infor-
mation including i-1 and a cell ID, and time limit informa-
tion. Then, the MAC control unit 202 instructs the licensed
band transmitting unit 220 to transmit the generated UL
grant to the terminal 30 in the licensed band (S106).
Then, the MAC control unit 202 performs the process at
Step S101 again.
[0092] If all of the UL transmissions specified by the
UL grants that include i-1 as the identification information
are completed or cancelled (Yes at S102), the MAC con-
trol unit 202 initializes the variable j to 1 (S103). Then,
the MAC control unit 202 generates a UL grant including
the offset j, identification information including i and the
cell ID, and the time limit information. Then, the MAC
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control unit 202 instructs the licensed band transmitting
unit 220 to transmit the generated UL grant to the terminal
30 in the licensed band (S104).
[0093] Subsequently, the MAC control unit 202 deter-
mines whether a predetermined time (for example, a time
corresponding to three subframes) has elapsed since the
transmission of the UL grant (S107 in FIG. 7). If the pre-
determined time has elapsed since the transmission of
the UL grant (Yes at S107), the MAC control unit 202
performs LBT in the unlicensed band and determines
whether the unlicensed band is idle (S108).
[0094] If the unlicensed band is idle (Yes at S108), the
MAC control unit 202 generates a permission signal that
includes identification information including i and the cell
ID. Then, the MAC control unit 202 instructs the unli-
censed band transmitting unit 210 to transmit the gener-
ated permission signal to the unlicensed band (S109).
Then, the MAC control unit 202 increments the variable
i by 1 (S110), and performs the process at Step S101
illustrated in FIG. 6 again.
[0095] If the predetermined time has not elapsed since
the transmission of the UL grant (No at S107), or if the
unlicensed band is busy (No at S108), the MAC control
unit 202 determines whether a data transmission request
to the terminal 30 is issued (Sill). If the data transmission
request to the terminal 30 is issued (Yes at Sill), the MAC
control unit 202 increments the variable j by 1 (S112).
Then, the MAC control unit 202 generates a UL grant
including the offset j, identification information including
i and the cell ID, and the time limit information. Then, the
MAC control unit 202 instructs the licensed band trans-
mitting unit 220 to transmit the generated UL grant to the
terminal 30 in the licensed band (S113). Then, the MAC
control unit 202 performs the process at Step S107 again.
[0096] Furthermore, if the data transmission request
to the terminal 30 is not issued (No at Sill), the MAC
control unit 202 identifies a UL grant corresponding to a
UL transmission that has not been performed. Then, the
MAC control unit 202 determines whether a time limit
indicated by the time limit information has passed since
the transmission of the identified UL grant (S114). If the
time limit has not passed (No at S114), the MAC control
unit 202 performs the process at Step S107 again.
[0097] If the time limit indicated by the time limit infor-
mation has passed since the transmission of the UL grant
(Yes at S114), the MAC control unit 202 cancels the data
transmission request that is provided to the terminal 30
by the UL grant (S115), and performs the process at Step
S110.
[0098] Incidentally, if there is a UL transmission that is
not completed or cancelled among the UL transmissions
specified by the transmitted UL grants as described
above (No at S102), the base station 20 transmits a UL
grant that includes i-1 as the identification information
(S106). Therefore, the base station 20 can cause the
terminal 30 to use the already-transmitted permission
signal including the identification information of i-1 at Step
S109. Consequently, the base station 20 can cause the

terminals 30 to perform the increased number of UL
transmissions with the decreased number of the permis-
sion signals.

[Operation of Terminal 30]

[0099] Next, operation of the terminal 30 will be de-
scribed. FIG. 8 is a flowchart illustrating an example of
the operation performed by the terminal 30.
[0100] First, the uplink managing unit 305 determines
whether a UL grant is received in the licensed band
(S200). If the UL grant is received (Yes at S200), the
uplink managing unit 305 acquires the identification in-
formation, the offset, and the time limit information from
the UL grant (S201).
[0101] Subsequently, the uplink managing unit 305 de-
termines whether a permission signal including the same
identification information as the identification information
included in the UL grant is received (S202). Incidentally,
the permission signal may be received before the UL
grant. If the permission signal including the same identi-
fication information as the identification information in-
cluded in the UL grant is received (Yes at S202), the
uplink managing unit 305 waits until a time indicated by
the offset acquired from the UL grant elapses after the
timing at which the permission signal is received (S203).
[0102] Subsequently, the uplink managing unit 305
provides the information on assignment of a resource
specified by the UL grant to the unlicensed band trans-
mitting unit 330. Then, the uplink managing unit 305 in-
structs the encoding/modulating unit 306 to perform a UL
transmission, to thereby perform the UL transmission by
using the resource specified by the UL grant (S204).
Then, the uplink managing unit 305 performs the process
at Step S200 again.
[0103] Furthermore, if the permission signal including
the same identification information as the identification
information included in the UL grant is not received (No
at S202), the uplink managing unit 305 determines
whether a time limit indicated by the time limit information
acquired from the UL grant has passed (S205). If the time
limit has not passed (No at S205), the uplink managing
unit 305 performs the process at Step S202 again. In
contrast, if the time limit has passed (Yes at S205), the
uplink managing unit 305 cancels the UL transmission
specified by the UL grant and performs the process at
Step S200 again. By cancelling the UL transmission for
which the time limit has passed, it is possible to prevent
an increase in the power consumption of the terminal 30
due to the continued wait for the permission signal.
[0104] The first embodiment has been described
above. As is clear from the above, according to the wire-
less communication system 10 of the first embodiment,
it is possible to suppress a reduction in the throughput in
the uplink.
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Second Embodiment

[0105] In the above-described first embodiment, the
base station 20 transmits the UL grant 40 to the terminal
30 in the licensed band. In contrast, in a second embod-
iment, the base station 20 transmits the UL grant 40 to
the terminal 30 in the unlicensed band. However, in the
unlicensed band, each communication apparatus per-
forms transmission after detecting that a band is vacant.
Therefore, in the second embodiment, when a data trans-
mission request to the terminal 30 is issued, the base
station 20 performs LBT in the unlicensed band, detects
that the band is vacant, and thereafter transmits the UL
grant 40 to the terminal 30.

Third Embodiment

[0106] In the above-described first embodiment, when
it is detected that the unlicensed band is busy as a result
of LBT performed before transmission of a permission
signal, the base station 20 suspends the transmission of
the permission signal until it is detected that the unli-
censed band is idle. However, in the unlicensed band, in
some cases, data transmission in a downlink (DL) from
the base station 20 to the terminal 30 may be performed.
When the data transmission in the DL is being performed
in the unlicensed band, the unlicensed band is busy; how-
ever, the base station 20 can generate a signal to be
transmitted from the base station 20 to the terminal 30.
Therefore, in the third embodiment, if data transmission
from the base station 20 to the terminal 30 is performed
at the timing of the transmission of the permission signal,
the permission signal is multiplexed and transmitted in
the same subframe. Consequently, even when the data
transmission in the DL is being performed in the unli-
censed band, the base station 20 can provide the per-
mission signal to the terminal 30.
[0107] Incidentally, when the data transmission in the
DL is being performed in the unlicensed band, the base
station 20 includes the permission signal in one of control
channels that are multiplexed in the same frame as the
data transmission to the terminal 30. Examples of the
control channel include, for example, a physical downlink
control channel (PDCCH) and an enhanced PDCCH (eP-
DCCH). Furthermore, to enable all of the controlled ter-
minals 30 to receive a PDCCH or an ePDCCH indicating
the permission signal, the base station 20 provides the
permission signal in a common search space.

[Operation of Wireless Communication System 10]

[0108] FIG. 9 is a schematic diagram illustrating an ex-
ample of operation performed by the wireless communi-
cation system 10 in the third embodiment. As illustrated
in FIG. 9 for example, when the other signal 45 is trans-
mitted in the unlicensed band in the subframe period t4
after a lapse of a predetermined time since transmission
of the UL grant 40-1, the base station 20 detects that the

unlicensed band is busy by LBT. Then, the base station
20 suspends transmission of the permission signal.
[0109] Meanwhile, the base station 20 performs LBT
for the unlicensed band in order to transmit DL data to
any of the controlled terminals 30 in the subframe period
t5. Then, as illustrated in FIG. 9 for example, upon de-
tecting that the unlicensed band is idle in the period t4,
the base station 20 confirms whether the idle state is
continued during the period 46 of the DIFS. If it is con-
firmed that the idle state is continued during the period
46, the base station 20 confirms that the idle state is
continued during the random backoff period 41, and
thereafter transmits DL data 47 in the unlicensed band
in the subframe period t5.
[0110] At this time, the base station 20 includes the
permission single in one of control channels 48 that are
multiplexed with the DL data 47 transmitted in the sub-
frame period t5, and transmits the permission signal in
the unlicensed band. For example, a PDCCH that is the
control channel 48 is transmitted in the predetermined
number of symbols from the top of the subframe (for ex-
ample, three symbols from the top at a maximum).
[0111] Each of the terminals 30 that has received the
control channel 48 in the unlicensed band detects the
permission signal from the control channel 48. Then,
each of the terminals 30 transmits one of the signals 44-1
to 44-4 in the sub-band of the unlicensed band specified
by the UL grant 40 after a lapse of a time specified by
the offset acquired from the UL grant 40 with reference
to the subframe in which the permission signal is detect-
ed. Therefore, the base station 20 can transmit the per-
mission signal in the subframe in which the DL data is
transmitted, without waiting for the transmission of the
permission signal until the transmission of the DL data
is completed. Accordingly, each of the terminals 30 can
start the UL transmission after completion of the trans-
mission of the DL data; therefore, it is possible to improve
the throughput of data transmission in the uplink.
[0112] Incidentally, a control signal such as a DL as-
signment indicating assignment of a resource of the DL
data is transmitted by using one of the control channels
multiplexed with the DL data in the unlicensed band, for
example. Furthermore, for another example, a control
signal such as the DL assignment may be transmitted to
each of the terminals 30 by using a control channel trans-
mitted in the same subframe as the DL data in the li-
censed band, for example.

Fourth Embodiment

[0113] In the above-described third embodiment, the
base station 20 includes the permission signal in the con-
trol channel multiplexed in the same subframe as the DL
data when the DL data is transmitted in the unlicensed
band at the timing of transmitting the permission signal.
In contrast, the base station 20 of a fourth embodiment
transmits the permission signal in the licensed band in a
subframe including the timing of transmitting the permis-
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sion signal when the DL data is transmitted in the unli-
censed band at the timing of transmitting the permission
signal. In the fourth embodiment, for example, the per-
mission signal is transmitted by using one of control chan-
nels transmitted in the licensed band. The control chan-
nel is, for example, a PDCCH, an ePDCCH, or the like.

[Operation of Wireless Communication System 10]

[0114] FIG. 10 is a schematic diagram illustrating an
example of operation performed by the wireless commu-
nication system 10 in the fourth embodiment. In FIG. 10,
components denoted by the same reference signs as
those in FIG. 9 are the same as the components de-
scribed with reference to FIG. 3, excluding those de-
scribed below; therefore, the detailed explanation will be
omitted.
[0115] The base station 20, upon detecting that the
unlicensed band is idle by performing LBT in the sub-
frame period t4, transmits DL data in the unlicensed band
in the subframe period t5. The DL data 47 is multiplexed
with a plurality of the control channels 48 that include
control signals such as the DL assignment. Furthermore,
the base station 20 transmits the permission signal to
each of the terminals 30 by using one of control channels
49 that are transmitted in the licensed band in the sub-
frame period t5 in which the DL data is transmitted.
[0116] Each of the terminals 30 that has received the
control channel 49 in the licensed band detects the per-
mission signal from the control channel 49. Then, each
of the terminals 30 transmits one of the signals 44-1 to
44-4 in the sub-band of the unlicensed band specified by
the UL grant 40 after a lapse of a time specified by the
offset acquired from the UL grant 40 with reference to
the subframe in which the permission signal is detected.
Even in the fourth embodiment, the base station 20 can
transmit the permission signal in the subframe in which
the DL data is transmitted, without waiting for the trans-
mission of the permission signal until the transmission of
the DL data is completed. Therefore, it is possible to im-
prove the throughput of data transmission in the uplink.

[Hardware]

[0117] The base station 20 and the terminal 30 in the
above-described embodiments are implemented by, for
example, a wireless communication device 70 illustrated
in FIG. 11. FIG. 11 is a schematic diagram illustrating an
example of the wireless communication device 70 that
implements the functions of the base station 20 or the
terminal 30. The wireless communication device 70 in-
cludes, for example, a memory 71, a processor 72, an
analog-to-digital converter (A/D) 73, a multiplier 74, an
amplifier 75, an oscillator 76, a digital-to-analog converter
(D/A) 77, a multiplier 78, an amplifier 79, and an antenna
80. Furthermore, the wireless communication device 70
may further include an interface for performing commu-
nication with external communication apparatuses

through wire.
[0118] The antenna 80 receives a wireless signal and
outputs the received signal to the amplifier 75. Further-
more, the antenna 80 transmits a signal output from the
amplifier 79 to outside. The amplifier 75 amplifies the
signal received by the antenna 80, and outputs the am-
plified signal to the multiplier 74. The multiplier 74 multi-
plies the signal output from the amplifier 75 and a clock
signal output from the oscillator 76, to thereby convert
the frequency of the received signal from the high-fre-
quency band to the baseband. Then, the multiplier 74
outputs the signal subjected to the frequency conversion
to the analog-to-digital converter 73. The analog-to-dig-
ital converter 73 converts the analog received signal out-
put from the multiplier 74 into a digital received signal,
and outputs the converted received signal to the proces-
sor 72.
[0119] The processor 72 controls the entire wireless
communication device 70. The processor 72 may be im-
plemented by, for example, a central processing unit
(CPU), a digital signal processor (DSP), or the like. The
processor 72 performs a process of receiving a signal
output from the analog-to-digital converter 73. Further-
more, the processor 72 generates a transmission signal,
and outputs the generated transmission signal to the dig-
ital-to-analog converter 77.
[0120] The memory 71 includes, for example, a main
memory and an auxiliary memory. The main memory is,
for example, a random access memory (RAM). The main
memory is used as a work area of the processor 72. The
auxiliary memory is, for example, a non-volatile memory
such as a magnetic disk or a flash memory. The auxiliary
memory stores therein various programs for operating
the processor 72. The programs stored in the auxiliary
memory are loaded on the main memory and executed
by the processor 72.
[0121] The digital-to-analog converter 77 converts a
digital transmission signal output from the processor 72
into an analog transmission signal, and outputs the con-
verted transmission signal to the multiplier 78. The mul-
tiplier 78 multiplies the transmission signal converted by
the digital-to-analog converter 77 by the clock signal out-
put from the oscillator 76, to thereby convert the frequen-
cy of the transmission signal from the baseband to the
high-frequency band. Then, the multiplier 78 outputs the
transmission signal subjected to the frequency conver-
sion to the amplifier 79. The amplifier 79 amplifies the
signal output from the multiplier 78, and outputs the am-
plified transmission signal to outside via the antenna 80.
[0122] The oscillator 76 generates a clock signal at a
predetermined frequency (an alternating-current signal
in the form of a continuous wave). Then, the oscillator 76
outputs the generated clock signal to the multiplier 74
and the multiplier 78.
[0123] When the wireless communication device 70
functions as the base station 20 illustrated in FIG. 4, the
antennas 216, 226, 235, and 245 illustrated in FIG. 4 are
implemented by, for example, the antenna 80. Further-
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more, the wireless processing units 215, 225, 234, and
244 illustrated in FIG. 4 are implemented by, for example,
the analog-to-digital converter 73, the multiplier 74, the
amplifier 75, the oscillator 76, the digital-to-analog con-
verter 77, the multiplier 78, and the amplifier 79. Moreo-
ver, the other components illustrated in FIG. 4 are imple-
mented by, for example, the processor 72 and the mem-
ory 71.
[0124] When the wireless communication device 70
functions as the terminal 30 illustrated in FIG. 5, the an-
tenna 300 illustrated in FIG. 5 is implemented by, for ex-
ample, the antenna 80. Furthermore, the wireless
processing units 311, 321, 331, and 341 illustrated in
FIG. 5 are implemented by, for example, the analog-to-
digital converter 73, the multiplier 74, the amplifier 75,
the oscillator 76, the digital-to-analog converter 77, the
multiplier 78, and the amplifier 79. Moreover, the other
components illustrated in FIG. 5 are implemented by, for
example, the processor 72 and the memory 71.

[Others]

[0125] In the above-described embodiments, each of
the UL grants includes the offset; however, as another
example, the offset may be included in the permission
signal. In this case, in the permission signal, the offset
to be used by the terminal 30 is stored in association with
the identification information of the terminal 30 serving
as a destination of each of the UL grants that are trans-
mitted before transmission of the permission signal.
[0126] Furthermore, in the above-described embodi-
ments, the UL grant includes the identification informa-
tion having the same value as the identification informa-
tion included in the permission signal that is used as a
reference when the terminal 30 performs the UL trans-
mission in response to the UL grant. However, the dis-
closed technology is not limited to this example. For ex-
ample, when each of the terminals 30 receives the per-
mission signal from only the single base station 20, it is
possible not to include, in the UL grant, the identification
information having the same value as the identification
information included in the permission signal.
[0127] Incidentally, the components illustrated in the
above-described embodiments are distributed by each
function depending on the main processing contents, in
order to facilitate the understanding of the devices.
Therefore, the disclosed technology is not limited by how
the components are distributed or by the names of the
components. The components of the devices illustrated
in the above-described embodiments may be distributed
into the increased number of components, or any one of
the components may be distributed to perform the in-
creased number of processes, depending on the
processing contents. Furthermore, each of the process-
es may be implemented as a process executed by soft-
ware, or may be implemented by dedicated hardware,
such as an Application Specific Integrated Circuit (ASIC).

[Explanation of Reference]

[0128]

20 BASE STATION
200 PACKET GENERATING UNIT
201 MAC SCHEDULING UNIT
202 MAC CONTROL UNIT
203 RRC CONTROL UNIT
204 MAC/RLC PROCESSING UNIT
205 DETERMINING UNIT
206 MEASURING UNIT
210 UNLICENSED BAND TRANSMITTING UNIT
211 ENCODING UNIT
212 MODULATING UNIT
213 MULTIPLEXING UNIT
214 IFFT PROCESSING UNIT
215 WIRELESS PROCESSING UNIT
216 ANTENNA
220 LICENSED BAND TRANSMITTING UNIT
221 ENCODING UNIT
222 MODULATING UNIT
223 MULTIPLEXING UNIT
224 IFFT PROCESSING UNIT
225 WIRELESS PROCESSING UNIT
226 ANTENNA
230 UNLICENSED BAND RECEIVING UNIT
231 DECODING UNIT
232 DEMODULATING UNIT
233 FFT PROCESSING UNIT
234 WIRELESS PROCESSING UNIT
235 ANTENNA
240 LICENSED BAND RECEIVING UNIT
241 DECODING UNIT
242 DEMODULATING UNIT
243 FFT PROCESSING UNIT
244 WIRELESS PROCESSING UNIT
245 ANTENNA

Claims

1. A base station (20) configured to perform wireless
communication with a terminal (30) by using a ded-
icated band dedicated to a wireless communication
system (10) including the base station and the ter-
minal and a shared band shared with other systems,
the base station comprising:

a control signal transmitting unit (220) config-
ured to transmit, to the terminal, a control signal
for specifying a resource in the shared band to
be used for data transmission by the terminal;
a determining unit (205) configured to determine
whether the resource in the shared band is idle
or busy; and
a permission signal transmitting unit (210) con-
figured to transmit a permission signal for per-
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mitting transmission in the shared band when
the determining unit determines that the re-
source in the shared band is idle, wherein
the permission signal includes an offset indicat-
ing a time from receiving the permission signal
at the terminal to a start of transmission of data
from the terminal to the base station with refer-
ence to the permission signal transmitted from
the permission signal transmitting unit.

2. The base station according to claim 1, wherein
the permission signal includes identification informa-
tion for identifying the permission signals, and
the control signal transmitting unit (220) includes, in
the control signal, same identification information as
the identification information included in the permis-
sion signal.

3. The base station according to claim 2, wherein the
identification information includes base station iden-
tification information for identifying the base station.

4. The base station according to claim 1, wherein the
control signal transmitting unit (220) further includes,
in the control signal, time limit information indicating
a time limit for the terminal to wait for the permission
signal.

5. The base station according to claim 1, wherein the
offset is specified in units of a subframe in Long Term
Evolution, LTE.

6. A terminal (30) configured to perform wireless com-
munication with a base station (20) by using a ded-
icated band dedicated to a wireless communication
system (10) including the base station and the ter-
minal and a shared band shared with other systems,
the terminal comprising:

a receiving unit (310, 320) configured to receive
a permission signal transmitted from the base
station and control signal for specifying a re-
source in the shared band to be used for data
transmission to the base station; and
a transmitting unit (330) configured to transmit
data to the base station by using the resource
in the shared band specified by the control sig-
nal, wherein
the permission signal includes an offset indicat-
ing a time from receiving the permission signal
to a start of transmission of data to the base
station with reference to the permission signal
received from the base station, and
the transmitting unit is configured to transmit da-
ta to the base station by using the resource in
the shared band specified by the control signal
after a lapse of the time indicated by the offset
since reception of the permission signal by the

receiving unit.

7. The terminal according to claim 6, wherein
each of the permission signal and the control signal
includes identification information, and
the transmitting unit (330) is configured to transmit
data to the base station after a lapse of the time in-
dicated by the offset since reception of the permis-
sion signal including same identification information
as identification information included in the control
signal received by the terminal.

8. The terminal according to claim 7, wherein the iden-
tification information includes base station identifica-
tion information for identifying the base station.

9. The terminal according to claim 6, wherein
the control signal further includes time limit informa-
tion indicating a time limit for the terminal to wait for
the permission signal, and
the transmitting unit (330) is configured to cancel
transmission of data to the base station when the
permission signal is not received until the time limit
indicated by the time limit information included in the
control signal received by the terminal.

10. The terminal according to claim 6, wherein the offset
is specified in units of a subframe in LTE.

11. A wireless communication system (10) comprising:

the base station (20) according to any of claims
1 to 5; and
a terminal (30), wherein
the base station and the terminal are configured
to perform wireless communication with each
other by using a dedicated band dedicated to
the wireless communication system and a
shared band shared with other systems,
the terminal includes:

a receiving unit (310, 320) configured to re-
ceive the control signal and the permission
signal;
a transmitting unit (330) configured to trans-
mit data to the base station by using the
resource in the shared band specified by
the control signal after a lapse of the time
indicated by the offset since reception of the
permission signal by the receiving unit.

12. A method of controlling a base station (20) that per-
forms wireless communication with a terminal (30)
by using a dedicated band dedicated to a wireless
communication system (10) including the base sta-
tion and the terminal and a shared band shared with
other systems, the method comprising:
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transmitting, to the terminal, a control signal for
specifying a resource in the shared band to be
used for data transmission by the terminal;
determining whether the resource in the shared
band is idle or busy; and
transmitting a permission signal for permitting
transmission in the shared band when the re-
source in the shared band is determined as idle
at the determining, wherein
the permission signal includes an offset indicat-
ing a time from the permission signal is received
at the terminal to a start of transmission of data
from the terminal to the base station with refer-
ence to the transmitted permission signal.

Patentansprüche

1. Basisstation (20), die konfiguriert ist, um eine Draht-
loskommunikation mit einem Endgerät (30) durch
Verwenden eines dedizierten Bands, das für ein
Drahtloskommunikationssystem (10) bestimmt ist,
das die Basisstation und das Endgerät aufweist, und
eines gemeinsamen Bands, das mit anderen Syste-
men geteilt wird, durchzuführen, wobei die Basissta-
tion Folgendes umfasst:

eine Steuersignalübertragungseinheit (220), die
konfiguriert ist, um ein Steuersignal zum Spezi-
fizieren einer Ressource in dem gemeinsamen
Band, das für die Datenübertragung durch das
Endgerät zu verwenden ist, zu dem Endgerät
zu übertragen;
eine Bestimmungseinheit (205), die konfiguriert
ist, um zu bestimmen, ob die Ressource in dem
gemeinsamen Band inaktiv oder ausgelastet ist;
und
eine Genehmigungssignalübertragungseinheit
(210), die konfiguriert ist, um ein Genehmi-
gungssignal zum Genehmigen der Übertragung
in dem gemeinsamen Band, wenn die Bestim-
mungseinheit bestimmt, dass die Ressource in
dem gemeinsamen Band inaktiv ist, zu übertra-
gen,
wobei das Genehmigungssignal einen Versatz
aufweist, der eine Zeit von dem Empfang des
Genehmigungssignals an dem Endgerät zu ei-
nem Start der Übertragung von Daten von dem
Endgerät zu der Basisstation in Bezug auf das
Genehmigungssignal, das von der Genehmi-
gungssignalübertragungseinheit übertragen
wird, angibt.

2. Basisstation nach Anspruch 1, wobei
das Genehmigungssignal Kennzeichnungsinforma-
tionen zum Kennzeichnen der Genehmigungssigna-
le aufweist, und
die Steuersignalübertragungseinheit (220) in dem

Steuersignal dieselben Kennzeichnungsinformatio-
nen wie die Kennzeichnungsinformationen, die in
dem Genehmigungssignal enthalten sind, aufweist.

3. Basisstation nach Anspruch 2, wobei die Kennzeich-
nungsinformationen Basisstationskennzeichnungs-
informationen zum Kennzeichnen der Basisstation
umfassen.

4. Basisstation nach Anspruch 1, wobei die Steuersig-
nalübertragungseinheit (220) ferner in dem Steuer-
signal Zeitgrenzeninformationen aufweist, die eine
Zeitgrenze für das Endgerät zum Warten auf das
Genehmigungssignal angeben.

5. Basisstation nach Anspruch 1, wobei der Versatz in
Einheiten eines Subframes in der Langzeitentwick-
lung, LTE, spezifiziert ist.

6. Endgerät (30), das konfiguriert ist, um eine Draht-
loskommunikation mit einer Basisstation (20) durch
Verwenden eines dedizierten Bands, das für ein
Drahtloskommunikationssystem (10) bestimmt ist,
das die Basisstation und das Endgerät aufweist, und
eines gemeinsamen Bands, das mit anderen Syste-
men geteilt wird, durchzuführen, wobei das Endgerät
Folgendes umfasst:

eine Empfangseinheit (310, 320), die konfigu-
riert ist, um ein Genehmigungssignal, das von
der Basisstation übertragen wird, und ein Steu-
ersignal zum Spezifizieren einer Ressource in
dem gemeinsamen Band, das zur Datenüber-
tragung zu der Basisstation zu verwenden ist,
zu empfangen; und
eine Übertragungseinheit (330), die konfiguriert
ist, um Daten zu der Basisstation durch Verwen-
den der Ressource in dem gemeinsamen Band,
die durch das Steuersignal spezifiziert wird, zu
übertragen, wobei
das Genehmigungssignal einen Versatz auf-
weist, der eine Zeit von dem Empfangen des
Genehmigungssignals zu einem Start der Über-
tragung von Daten zu der Basisstation in Bezug
auf das Genehmigungssignal, das von der Ba-
sisstation empfangen wird, angibt, und
die Übertragungseinheit konfiguriert ist, um Da-
ten zu der Basisstation durch Verwenden der
Ressource in dem gemeinsamen Band, die
durch das Steuersignal spezifiziert wird, nach
einem Ablaufen der Zeit, die durch den Versatz
angegeben wird, seit dem Empfang des Geneh-
migungssignals zu übertragen.

7. Endgerät nach Anspruch 6, wobei jedes des Geneh-
migungssignals und des Steuersignals Kennzeich-
nungsinformationen aufweist, und
die Übertragungseinheit (330) konfiguriert ist, um
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Daten zu der Basisstation nach einem Ablauf der
Zeit, die durch den Versatz angegeben wird, seit
dem Empfang des Genehmigungssignals, das die-
selben Kennzeichnungsinformationen wie die Kenn-
zeichnungsinformationen aufweist, die in dem Steu-
ersignal enthalten sind, das von dem Endgerät emp-
fangen wird, zu übertragen.

8. Endgerät nach Anspruch 7, wobei die Kennzeich-
nungsinformationen
Basisstationskennzeichnungsinformationen zum
Kennzeichnen der Basisstation umfassen.

9. Endgerät nach Anspruch 6, wobei
das Steuersignal ferner Zeitgrenzeninformationen
aufweist, die eine Zeitgrenze für das Endgerät zum
Warten auf das Genehmigungssignal angeben, und
die Übertragungseinheit (330) konfiguriert ist, um die
Übertragung von Daten zu der Basisstation abzu-
brechen, wenn das Genehmigungssignal nicht bis
zu der Zeitgrenze empfangen wird, die durch die
Zeitgrenzeninformationen angegeben wird, die in
dem Steuersignal enthalten sind, das von dem End-
gerät empfangen wird.

10. Endgerät nach Anspruch 6, wobei der Versatz in Ein-
heiten eines Subframes in LTE spezifiziert ist.

11. Drahtloskommunikationssystem (10), das Folgen-
des umfasst:

die Basisstation (20) nach einem der Ansprüche
1 bis 5; und
ein Endgerät (30), wobei
die Basisstation und das Endgerät konfiguriert
sind, um eine Drahtloskommunikation miteinan-
der durch Verwenden eines dedizierten Bands,
das für das Drahtloskommunikationssystem be-
stimmt ist, und eines gemeinsamen Bands, das
mit anderen Systemen geteilt wird, durchzufüh-
ren,
wobei das Endgerät Folgendes aufweist:

eine Empfangseinheit (310, 320), die kon-
figuriert ist, um das Steuersignal und das
Genehmigungssignal zu empfangen;
eine Übertragungseinheit (330), die konfi-
guriert ist, um Daten zu der Basisstation
durch Verwenden der Ressource in dem
gemeinsamen Band, die durch das Steuer-
signal spezifiziert wird, nach einem Ablauf
der Zeit, die durch den Versatz angegeben
wird, seit dem Empfang des Genehmi-
gungssignals durch die Empfangseinheit zu
übertragen.

12. Verfahren zum Steuern einer Basisstation (20), die
eine Drahtloskommunikation mit einem Endgerät

(30) durch Verwenden eines dedizierten Bands, das
für ein Drahtloskommunikationssystem (10) be-
stimmt ist, das die Basisstation und das Endgerät
aufweist, und eines gemeinsamen Bands, das mit
anderen Systemen geteilt wird, durchführt, wobei
das Verfahren Folgendes umfasst:

Übertragen zu dem Endgerät eines Steuersig-
nals zum Spezifizieren einer Ressource in dem
gemeinsamen Band, das zur Datenübertragung
durch das Endgerät zu verwenden ist;
Bestimmen, ob die Ressource in dem gemein-
samen Band inaktiv oder aktiv ist; und
Übertragen eines Genehmigungssignals zum
Genehmigen der Übertragung in dem gemein-
samen Band, wenn die Ressource in dem ge-
meinsamen Band als inaktiv bei der Bestim-
mung bestimmt wird, wobei
das Genehmigungssignal einen Versatz auf-
weist, der eine Zeit von dem Zeitpunkt, zu dem
das Genehmigungssignal an dem Endgerät
empfangen wird, zu einem Start der Übertra-
gung von Daten von dem Endgerät zu der Ba-
sisstation in Bezug auf das übertragene Geneh-
migungssignal angibt.

Revendications

1. Station de base (20) configurée pour effectuer une
communication sans fil avec un terminal (30) en uti-
lisant une bande dédiée qui est dédiée à un système
de communication sans fil (10) comprenant la station
de base et le terminal et une bande partagée qui est
partagée avec d’autres systèmes, la station de base
comprenant :

une unité de transmission de signal de comman-
de (220) configurée pour transmettre, au termi-
nal, un signal de commande pour spécifier une
ressource dans la bande partagée à utiliser pour
une transmission de données par le terminal ;
une unité de détermination (205) configurée
pour déterminer si la ressource dans la bande
partagée est inactive ou occupée ; et
une unité de transmission de signal d’autorisa-
tion (210) configurée pour transmettre un signal
d’autorisation pour autoriser une transmission
dans la bande partagée lorsque l’unité de déter-
mination détermine que la ressource dans la
bande partagée est inactive, dans lequel
le signal d’autorisation comprend un décalage
indiquant un temps entre la réception du signal
d’autorisation au niveau du terminal et un début
de transmission de données à partir du terminal
vers la station de base en référence au signal
d’autorisation transmis depuis l’unité de trans-
mission de signal d’autorisation.

29 30 



EP 3 282 789 B1

18

5

10

15

20

25

30

35

40

45

50

55

2. Station de base selon la revendication 1, dans la-
quelle
le signal d’autorisation comprend des informations
d’identification pour identifier les signaux d’autorisa-
tion, et
l’unité de transmission de signal de commande (220)
comprend, dans le signal de commande, des infor-
mations d’identification identiques aux informations
d’identification incluses dans le signal d’autorisation.

3. Station de base selon la revendication 2, dans la-
quelle les informations d’identification comprennent
des informations d’identification de station de base
pour identifier la station de base.

4. Station de base selon la revendication 1, dans la-
quelle l’unité de transmission de signal de comman-
de (220) comprend en outre, dans le signal de com-
mande, des informations de limite de temps indi-
quant une limite de temps pour que le terminal at-
tende le signal d’autorisation.

5. Station de base selon la revendication 1, dans la-
quelle le décalage est spécifié en unités d’une sous-
trame dans l’évolution à long terme, LTE.

6. Terminal (30) configuré pour effectuer une commu-
nication sans fil avec une station de base (20) en
utilisant une bande dédiée qui est dédiée à un sys-
tème de communication sans fil (10) comprenant la
station de base et le terminal et une bande partagée
qui est partagée avec d’autres systèmes, le terminal
comprenant :

une unité de réception (310, 320) configurée
pour recevoir un signal d’autorisation transmis
par la station de base et un signal de commande
pour spécifier une ressource dans la bande par-
tagée à utiliser pour une transmission de don-
nées à la station de base ; et
une unité de transmission (330) configurée pour
transmettre des données à la station de base
en utilisant la ressource dans la bande partagée
spécifiée par le signal de commande, dans le-
quel
le signal d’autorisation comprend un décalage
indiquant un temps entre la réception du signal
d’autorisation et un début de transmission de
données vers la station de base en référence
au signal d’autorisation reçu de la station de ba-
se, et
l’unité de transmission est configurée pour
transmettre des données à la station de base
en utilisant la ressource dans la bande partagée
spécifiée par le signal de commande après un
laps de temps indiqué par le décalage depuis la
réception du signal d’autorisation par l’unité de
réception.

7. Terminal selon la revendication 6, dans lequel cha-
cun du signal d’autorisation et du signal de comman-
de comprend des informations d’identification, et
l’unité de transmission (330) est configurée pour
transmettre des données à la station de base après
un laps de temps indiqué par le décalage depuis la
réception du signal d’autorisation comprenant des
informations d’identification identiques aux informa-
tions d’identification incluses dans le signal de com-
mande reçu par le terminal.

8. Terminal selon la revendication 7, dans lequel les
informations d’identification comprennent des infor-
mations d’identification de station de base pour iden-
tifier la station de base.

9. Terminal selon la revendication 6, dans lequel
le signal de commande comprend en outre des in-
formations de limite de temps indiquant une limite
de temps pour que le terminal attende le signal
d’autorisation, et
l’unité de transmission (330) est configurée pour an-
nuler la transmission de données à la station de base
lorsque le signal d’autorisation n’est pas reçu avant
la limite de temps indiquée par les informations de
limite de temps incluses dans le signal de commande
reçu par le terminal.

10. Terminal selon la revendication 6, dans lequel le dé-
calage est spécifié en unités d’une sous-trame en
LTE.

11. Système de communication sans fil (10)
comprenant :

la station de base (20) selon l’une quelconque
des revendications 1 à 5 ; et
un terminal (30), dans lequel
la station de base et le terminal sont configurés
pour effectuer une communication sans fil l’un
avec l’autre en utilisant une bande dédiée qui
est dédiée au système de communication sans
fil et une bande partagée qui est partagée avec
d’autres systèmes,
le terminal comprenant :

une unité de réception (310, 320) configu-
rée pour recevoir le signal de commande et
le signal d’autorisation ;
une unité de transmission (330) configurée
pour transmettre des données à la station
de base en utilisant la ressource dans la
bande partagée spécifiée par le signal de
commande après un laps de temps indiqué
par le décalage depuis la réception du si-
gnal d’autorisation par l’unité de réception.

12. Procédé de commande d’une station de base (20)
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qui effectue une communication sans fil avec un ter-
minal (30) en utilisant une bande dédiée qui est dé-
diée à un système de communication sans fil (10)
comprenant la station de base et le terminal et une
bande partagée qui est partagée avec d’autres sys-
tèmes, le procédé comprenant les étapes consistant
à :

transmettre, au terminal, un signal de comman-
de pour spécifier une ressource dans la bande
partagée à utiliser pour une transmission de
données par le terminal ;
déterminer si la ressource dans la bande parta-
gée est inactive ou occupée ; et
transmettre un signal d’autorisation pour per-
mettre la transmission dans la bande partagée
lorsque la ressource dans la bande partagée est
déterminée comme inactive lors de la détermi-
nation, dans lequel
le signal d’autorisation comprend un décalage
indiquant un temps entre la réception du signal
d’autorisation au niveau du terminal et un début
de transmission de données du terminal vers la
station de base en référence au signal d’autori-
sation transmis.
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