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Description

[0001] An air cleaner is disclosed herein.
[0002] An air cleaner is a device that suctions in and
purifies contaminated air and then discharges purified
air. For example, the air cleaner may include a blower
that introduces outside air into the air cleaner and a filter
capable of filtering dust and bacteria, for example.
[0003] Generally, the air cleaner is configured to purify
an indoor space, such as a home or an office. According
to the air cleaner in the related art, there is a problem
that a capacity thereof is limited, and thus, purification of
air in an entire indoor space is limited. Accordingly, air
around the air cleaner is purified whereas air in a space
away from the air cleaner is not purified.
[0004] In order to solve this problem, there are efforts
to improve a performance of a fan provided in the air
cleaner. However, noise generated by the fan gradually
increases as a blowing amount of the fan increases. Ac-
cordingly, there is a problem in that reliability of the prod-
uct is decreased. Finally, there is inconvenience in that
the air cleaner has to be moved by a user in order to
purify air in the desired space.
[0005] A related art air cleaner is disclosed in Korean
Publication No. KR 10-2012-0071992, published on July
3, 2012 and entitled "AIR CLEANER". According to this
disclosure, air cleaning components, such as the fan and
a filter are installed, in an inside of a case having a sub-
stantially rectangular parallelepiped shape of a main
body of the air cleaner. Air suction ports are formed on
a side portion and a lower portion of the main body of the
air cleaner and an air discharge port is formed on an
upper portion of the main body thereof.
[0006] According to this configuration, there is a prob-
lem in that a suction capacity is reduced as the contam-
inated air is suctioned from a limited direction, that is,
from a side direction and a lower direction relative to the
air cleaner. A corner portion of the case having a rectan-
gular parallelepiped shape provides structural resistance
interfering with the suction of air.
[0007] In addition, there is a problem in that an air
cleaning function is limited as purified air does not flow
to a space away from the air cleaner, whereas air around
the air cleaner is purified. That is, the air which is purified
in the air cleaner is discharged in only one direction, that
is, only in an upward direction. Further, there is a problem
in that a blowing capacity is limited as only one blowing
fan is provided in the main body of the air cleaner.
[0008] Additionally, the Korean Patent Publication Nr.
KR 2016-0012796-A describes an air purifier according
to the preamble of claim 1.
[0009] Embodiments will be described in detail with ref-
erence to the following drawings in which like reference
numerals refer to like elements, and wherein:

Fig. 1 is a perspective view of an air cleaner accord-
ing to an embodiment;
Fig. 2 is a perspective view illustrating an internal

configuration of the air cleaner of Fig. 1;
Fig. 3 is a cross-sectional view, taken along line III-
III’ in Fig. 2;
Fig. 4 is an exploded perspective view of a first blow-
ing device of the air cleaner of Fig. 1;
Fig. 5 is an exploded perspective view of a first fan
and a first guide of the air cleaner of Fig. 1;
Fig. 6 is a perspective view of a guide rib of the air
cleaner of Fig. 1;
Fig. 7 is a cross-sectional view of a portion of the
first blowing device of the air cleaner of Fig. 1;
Fig. 8 is an exploded perspective view of a portion
of the first blowing device and a dividing device of
the air cleaner of Fig. 1;
Fig. 9 and Fig. 10 are exploded perspective views
of a second blowing device of the air cleaner of Fig. 1;
Fig. 11 is a cross-sectional view of the second blow-
ing device of the air cleaner of Fig. 1;
Fig. 12 is an exploded perspective view of a flow
adjusting device and a component to which the flow
adjusting device is coupled of the air cleaner of Fig. 1;
Fig. 13 is a perspective view of the flow adjusting
device of Fig. 12;
Fig. 14 is a view illustrating a coupling state between
a third air guide and a second discharge guide of the
air cleaner of Fig. 1;
Fig. 15 is a cross-sectional view of the flow adjusting
device of Fig. 12;
Fig. 16 is an exploded perspective view of the flow
adjusting device of Fig. 12;
Fig. 17 is an exploded perspective view of a driving
portion and a fixing portion of the flow adjusting de-
vice of Fig. 12;
Fig. 18 is a view illustrating a linked state between
a second rack and a second gear provided in the
flow adjusting device of Fig. 12;
Fig. 19 to Fig. 21 are views illustrating a state in which
the flow adjusting device of Fig. 12 is in a second
position;
Fig. 22 to Fig. 24 are views illustrating an air flow
state in the air cleaner of Fig. 1;
Fig. 25 and Fig. 26 are views of an air cleaner ac-
cording to another embodiment;
Fig. 27 and Fig. 28 are views of an air cleaner ac-
cording to yet another embodiment; and
Fig. 29 and Fig. 30 are views of an air cleaner ac-
cording to still another embodiment.

[0010] The invention provides an air cleaner according
to claim 1. Preferred embodiments of the invention are
provided in the dependent claims.
[0011] Hereinafter, embodiments will be described in
detail with reference to the illustrative drawings. Not all
the following embodiments are included in the scope of
the invention which is defined by the appended claims.
Regarding the reference numerals assigned to the com-
ponents in the drawings, it should be noted that the same
components may be designated by the same reference
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numerals, wherever possible, even though they are
shown in different drawings. Also, in the description of
embodiments, specific description of known related con-
figuration or functions may be omitted when it is deemed
that such description may cause ambiguous interpreta-
tion of the present invention.
[0012] Also, in the description of embodiments, terms
such as first, second, A, B, (a), (b) or the like may be
used herein when describing components. Each of these
terminologies is not used to define an essence, order or
sequence of a corresponding component but used mere-
ly to distinguish the corresponding component from other
component(s). In a case where it is described that any
component is "connected" or "coupled" to another com-
ponent, the component may be directly or indirectly con-
nected or coupled to another component. However, it is
to be understood that another component may be "con-
nected" or "coupled" between the components.
[0013] Fig. 1 is a perspective view of an air cleaner
according to an embodiment. With reference to Fig. 1,
the air cleaner 10 according to this embodiment includes
blowing devices or blowers 100 and 200 that generate
air flow and a flow adjusting device or adjuster 300 that
adjusts a discharge direction of the air flow generated in
the blowing devices 100 and 200. The blowing devices
100 and 200 may include a first blowing device 100 that
generates a first airflow and a second blowing device 200
that generates a second air flow.
[0014] The first blowing device 100 and the second
blowing device 200 may be provided in a vertical direc-
tion. For example, the second blowing device 200 may
be provided on or at an upper side of the first blowing
device 100. In this case, the first air flow is a flow of indoor
air suctioned from a lower side of the air cleaner 10 and
the second air flow is a flow of indoor air suctioned from
an upper side of the air cleaner 10.
[0015] The air cleaner 10 may include cases 101 and
201 that form an outer appearance thereof. That is, the
cases 101 and 201 may include a first case 101 that
forms an outer appearance of the first blowing device
100. The first case 101 may have a cylindrical shape. An
upper portion of the first case 101 may have a diameter
which is less than a diameter of a lower portion thereof.
In other words, the first case 101 may have a truncated
cone shape.
[0016] The first blowing device 100 and the second
blowing device 200 may be referred to as a "first air clean-
ing module or cleaner 100" and a "second air cleaning
module or cleaner 200", respectively, in that the first blow-
ing device 100 and the second blowing device 200 per-
form a function of cleaning air in a space to be cleaned.
The first blowing device 100 may be referred to as a "low-
er air cleaning module or cleaner " or "lower module or
cleaner" in that the first blowing device 100 is provided
at a lower portion of the air cleaner 10 and the second
blowing device 200 may be referred to as an "upper air
cleaning module or cleaner" or "upper module or cleaner"
in that the second blowing device 200 is provided at an

upper portion of the air cleaner 10. The flow adjusting
device 300 may be referred to as "flow adjusting module
or adjuster 300" or "flow control module 300".
[0017] The first case 101 may include a first separation
portion 101a at which two parts which constitute the first
case 101 may be assembled or disassembled. The first
case 101 may further include a hinge portion or hinge
which is provided on an opposite of the first separation
portion 101a. The two parts may be capable of being
relatively rotated about the hinge portion.
[0018] When at least any one part of the two parts ro-
tates, the first case 101 may be opened and separated
from the air cleaner 10. A locking device or lock may be
provided at a portion at which the two parts are coupled,
that is, a side opposite to the hinge portion. The locking
device may include a locking projection or a magnet or
coupler. Components of the first blowing device 100 may
be replaced or repaired by opening the first case 101.
[0019] The first case 101 may include a first suction
portion or inlet 102 through which air may be suctioned
in a radial direction. The first suction portion 102 may
include one or more through hole formed to pass through
at least a portion of the first case 101. A plurality of first
suction portions 102 may be provided.
[0020] The plurality of first suction portions 102 may
be evenly provided in a circumferential direction along
an outer circumferential surface of the first case 101 so
that air suction may be performed in any direction relative
to the first case 101. In other words, air may be suctioned
in 360 degree directions relative to a center line that ex-
tends in the vertical direction and passes through an in-
side center of the first case 101.
[0021] Accordingly, a suction amount of air may be in-
creased by the first case 101 having a cylindrical shape
and the plurality of first suction portions 102 formed along
the outer circumferential surface of the first case 101.
Flow resistance to suctioned air may be reduced by
avoiding a cube shape having edges or edge portions
such as the case of the related art air cleaner.
[0022] Air which is suctioned in through the first suction
portion 102 may flow substantially in the radial direction
from the outer circumferential surface of the first case
101. Directions may be defined as follows. Referring to
the Fig. 1, the vertical direction may refer to an axial di-
rection and a transverse direction may refer to the radial
direction. The axial direction may correspond to a central
axis direction of the first fan 160 and the second fan 260,
which are described hereinafter, that is, a motor shaft
direction of the fan. The radial direction may refer to a
direction which is perpendicular to the axial direction. The
circumferential direction may refer to a virtual circle di-
rection which is formed when rotating about the axial di-
rection and having a distance of the radial direction as a
rotational radius.
[0023] The first blowing device 100 may include a base
20 provided at a lower side of the first case 101 and
placed on the ground. The base 20 may be positioned
spaced apart from a lower end portion or end of the first
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case 101 in a downward direction. A base suction portion
or inlet 103 may be formed in a space between the first
case 101 and the base 20.
[0024] Air which is suctioned in through the base suc-
tion portion 103 may flow in an upward direction through
a suction port 112 of a suction grill 110 (see Fig. 2), which
may be provided in or at an upper side of the base 20.
In other words, the first blowing device 100 may include
the plurality of suction portions 102 and the base suction
portion 103. Air in a lower portion of the indoor space
may be easily introduced to the first blowing device 100
through the plurality of suction portions 102 and the base
suction portion 103. Accordingly, the suction amount of
air may be increased.
[0025] A first discharge portion or outlet 105 is formed
at an upper portion of the first blowing device 100. The
first discharge portion 105 may be formed on a first dis-
charge grill 195 of a first discharge guide device or guide
190 (see, Fig. 8) which may be provided in the first blow-
ing device 100. The first discharge guide 190 may form
an outer appearance of an upper end portion or end of
the first blowing device 100. Air discharged through the
first discharge portion 105 may flow to the upper side in
the axial direction.
[0026] The cases 101 and 201 may include a second
case 201 which may form an outer appearance of the
second blowing device 200. The second case 201 may
have a cylindrical shape. An upper portion of the second
case 201 may have a diameter which is less than a di-
ameter of a lower portion thereof. In other words, the
second case 201 may have a truncated cone shape.
[0027] The second case 201 may include two parts
and a hinge portion or hinge which are capable of being
assembled or being disassembled through a second sep-
aration portion 201a. The second case 201 may be open-
able similar to the first case 101. The second case 201
may be the same or similar to the first case 101, and
thus, repetitive disclosure has been omitted. Inner com-
ponents of the second blowing device 200 may be re-
placed or repaired by opening the second case 201.
[0028] A diameter of a lower end portion or end of the
second case 201 may be less than a diameter of an upper
end portion or end of the first case 101. Accordingly, in
a general shape of the cases 101 and 201, a lower cross-
sectional area of the cases 101 and 102 may be formed
to be greater than an upper cross-sectional area. Accord-
ingly, the air cleaner 10 may be stably supported on the
ground.
[0029] The second case 201 may include a second
suction portion or inlet 202 through which air may be suc-
tioned in the radial direction. The second suction portion
202 may include one or more through hole formed to
pass through at least a portion of the second case 201.
A plurality of the second suction portion 202 may be pro-
vided.
[0030] The plurality of second suction portions 202
may be evenly provided in the circumferential direction
along an outer circumferential surface of the second case

201 so that air suction may be performed in any direction
relative to the second case 201. In other words, air may
be suctioned in 360 degree directions relative to a center
line that extends in the vertical direction and passes
through an inside center of the second case 201.
[0031] Accordingly, a suction amount of air may be in-
creased by the second case 201 having a cylindrical
shape and the plurality of second suction portions 202
formed along the outer circumferential surface of the sec-
ond case 201. Flow resistance to suctioned air may be
reduced by avoiding a cube shape having an edge por-
tions such as the case of the related art air cleaner. Air
which is suctioned in through the second suction portion
202 may flow substantially in the radial direction from the
outer circumferential surface of the second case 201.
[0032] The air cleaner 10 may include a dividing device
or divider 400 provided between the first blowing device
100 and the second blowing device 200. By the dividing
device 400, the second blowing device 200 may be po-
sitioned at the upper side of the first blowing device 100
spaced apart therefrom. The dividing device 400 will be
described hereinafter, with reference to the drawings.
[0033] The flow adjusting device 300 is provided at an
upper side of the second blowing device 100. An air flow
path of the second blowing device 200 may communicate
with an air flow path of the flow adjusting device 300. The
air passing through the second blowing device 200 may
be discharged through a second discharge portion or out-
let 305 to the outside via the air flow path of the flow
adjusting device 300. The second discharge portion 305
may be provided on or at an upper end portion of the flow
adjusting device 300.
[0034] The flow adjusting device 300 may be movable.
That is, the flow adjusting device 300 may be movable
between a laid out state (first position), as illustrated in
Fig. 1, or an inclined state (second position), as illustrated
in Fig. 19 to Fig. 21.
[0035] Fig. 2 is a perspective view illustrating an inter-
nal configuration of the air cleaner of Fig. 1. Fig. 3 is a
cross-sectional view, taken along line III-III’ in Fig. 2. Fig.
4 is an exploded perspective view of a first blowing device
of the air cleaner of Fig. 1. Fig. 5 is an exploded perspec-
tive view of a first fan and a first guide of the air cleaner
of Fig. 1. Fig. 6 is a perspective view of a guide rib of the
air cleaner of Fig. 1. Fig. 7 is a cross-sectional view of a
portion of the first blowing device of the air cleaner of Fig.
1.
[0036] With reference to Fig. 2 to Fig. 4, the base 20
and the suction grill 110 which may be provided on or at
the upper side of the base 20 may be included in the first
blowing device 100 according to this embodiment. The
base 20 may include a base main body 21 which may be
placed on the ground and a base projecting portion or
projection 22 that projects from the base main body 21
in the upward direction and on which the suction grill 110
may be placed.
[0037] The base main body 21 and the suction grill 110
may be spaced apart from each other by the base pro-
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jecting portion 22. The base suction portion 103 which
forms a suction space of air may be included between
the base 20 and the suction grill 110. The suction grill
110 may include a grill main body 111 having a substan-
tially ring shape and the suction port 112 which may be
formed or provided on or at a rim portion or rim of the grill
main body 111. A plurality of the suction ports 112 may
be provided spaced apart from each other along the rim
portion. The plurality of suction ports 112 may commu-
nicate with the base suction portion 103.
[0038] The air which may be suctioned in through the
suction port 112 and the base suction portion 103 may
pass through a first filter member or filter 120. In other
words, air may be introduced to an inside portion or inside
of the first filter 120 having a cylindrical shape through
an outer circumferential surface thereof. That is, the first
filter 120 may have a cylindrical shape and a filter surface
that filters air.
[0039] The suction grill 110 may include a lever sup-
porting portion or support 113 that forms an upper surface
of the grill main body 111 and supports a lever device or
lever 142 and a groove portion or groove 114 depressed
from an outer circumferential surface in a radial or inward
direction of the grill main body 111. The groove portion
113 may provide a space in which a handle 144 described
hereinafter is capable of moving.
[0040] The first blowing device 100 may include the
lever device 142 which may be provided on or at an upper
side of the suction grill 110 and which may be operable
by a user. The lever device 142 may include a lever main
body 143 which may have a substantially ring shape and
be rotatable.
[0041] The lever main body 143 may include one or
more lever projecting portion or projection 145 which may
be provided on or at a rim portion or rim of the lever main
body 143. The lever projecting portion 145 may project
in the upward direction from an upper surface of the rim
portion of the lever main body 143. A plurality of the lever
projecting portions 145 may be provided and may have
an inclined surface in order to move a supporting device
or support 140 described hereinafter in the upward or
downward direction.
[0042] The handle 144 may be provided in or at an
outer circumferential surface of the lever main body 143.
A user may grasp the handle 144 and then rotate the
lever main body 143 in a clockwise direction or in a coun-
terclockwise direction.
[0043] The supporting device 140, which supports the
first filter member 120, may be provided on or at an upper
side of the lever device 142. The lever device 142 may
support a lower surface of the supporting device 140.
The supporting device 140 may include a support pro-
jecting portion or projection (not illustrated) which may
be in contact with the lever projecting portion 145. The
support projecting portion may project from the lower sur-
face of the supporting device 140 in the downward direc-
tion and a plurality of support projecting portions may be
provided corresponding to a number of the lever project-

ing portion 145. The support projecting portion may in-
clude an inclined surface.
[0044] The lever projecting portion 145 may be rotated
along with the lever main body 143 when the lever main
body 143 is rotated. When an upper portion of the lever
projecting portion 145 is in contact with a lower portion
of the support projecting portion, the lever main body 143
may push the supporting device 140 in the upward direc-
tion. When the supporting device 140 moves in the up-
ward direction, the first filter 120 is in a state of being
coupled to the first blowing device 100.
[0045] On the other hand, when the lower portion of
the lever projecting portion 145 is in contact with the up-
per portion of the support projecting portion, the support-
ing device 140 may move downwardly. When the sup-
porting device 140 moves in the downward direction, the
first filter 120 may be in a state (released state) of being
separated from the first blowing device 100.
[0046] The first blowing device 100 may further include
a first filter frame 130 which forms a mounting space of
the first filter 120. That is, the first filter frame 130 may
include a first frame 131 which forms a lower portion of
the first filter frame 130 and a second frame 132 which
forms an upper portion of the first filter frame 130.
[0047] The first frame 131 may have a substantially
ring shape, a portion of which may be cutout. An inner
space having a ring shape of the first frame 131 may form
at least a portion of the air flow path that passes through
the first filter frame 130.
[0048] The lever device 142 and the supporting device
140 may be positioned in or at an inner circumferential
surface side of the first frame 131. A seating surface, on
which the first filter member 120 may be placed, may be
included in the upper surface of the supporting device
140. A handle space portion or space 131a, in which the
handle 144 of the lever device 142 may be operated, may
be defined by a cut portion of the first frame 131. The
handle 144 may be positioned on or in the handle space
portion 131a, and thus, may be operated in the clockwise
direction or in the counterclockwise direction.
[0049] The second frame 132 may be positioned
spaced apart from the first frame 131 in the upward di-
rection. The second frame 132 may have a substantially
ring shape. An inner space having a ring shape of the
second frame 132 may form at least a portion of the air
flow path that passes through the first filter frame 130.
The upper portion of the second frame 132 may support
a first fan housing 150 described hereinafter.
[0050] The first filter frame 130 may further include a
first filter supporting portion or support 135 which extends
from the first frame 131 to the second frame 132 in the
upward direction. The first frame 131 and the second
frame 132 may be spaced apart from each other by the
first filter supporting portion 135. A plurality of first filter
supporting portions 135 may be provided and the plurality
of the first filter supporting portions 135 may be arranged
in the circumferential direction, and thus, may be con-
nected to rim portions of the first frame 131 and the sec-
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ond frame 132.
[0051] A mounting space of the first filter 120 may be
defined by the plurality of first filter supporting portions
135 and the first frame 131 and the second frame 132.
The first filter 120 may be detachably mounted on or in
the mounting space. The first filter 120 may have a cy-
lindrical shape and air may be introduced through an out-
er circumferential surface of the first filter 120. Impurities,
such as fine dust in air, may be filtered when passing
through the first filter 120.
[0052] The air may be introduced from any direction to
the first filter 120 having the cylindrical shape. Accord-
ingly, a filtering area of air may be increased.
[0053] The mounting space may have a cylindrical
shape corresponding to a shape of the first filter 120. The
first filter 120 may be slidably introduced toward the
mounting space in a mounting process. In contrast, the
first filter 120 may be slidably withdrawn from the mount-
ing space in a separating process.
[0054] That is, when the handle 144 is operated in a
state in which the first filter 120 is located on the upper
surface of the supporting device 140, the first filter 120
may be put into a released position with the first filter 120
being moved in the downward direction. The first filter
120 may be slid to the outside in the radial direction and
may be separated from the mounting space.
[0055] In contrast, in a state of being separated from
the mounting space, the first filter 120 may be slid toward
the mounting space to the inside in the radial direction,
may be supported on the upper surface of the supporting
device 140, and thus, may be put in close contact up-
wardly by operation of the handle 144. At this time, the
first filter 120 may be in a coupling position. A first sup-
porting portion cover 136 may be coupled with an outside
of the first filter supporting portion 135.
[0056] The first blowing device 100 may further include
the first fan housing 150, which may be provided on or
at an outlet side of the first filter 120. A first fan 160 may
be accommodated in an inner space 152 of the first fan
housing 150. The first fan housing 150 may be supported
by the first filter frame 130.
[0057] A first fan introducing portion 151 which guides
introduction of air to an inside portion or inside of the first
fan housing 150 may be included in a lower portion of
the first fan housing 150. This may prevent a finger, for
example, of a user from being inserted into the first fan
housing 150 when the first filter 120 is separated from
the first filter frame 130.
[0058] The first fan 160 may be placed on or at an
upper side of the first fan introducing portion 151. For
example, the first fan 160 may include a centrifugal fan
which introduces air in the axial direction and then dis-
charges air to an upper side in the radial direction. That
is, the first fan 160 may include a hub 161 to which a
rotational shaft 165a of a first fan motor 165, which may
be a centrifugal fan motor, may be coupled, a shroud 162
which may be disposed or provided in a state of being
spaced apart from the hub 161, and a plurality of blades

163, which may be disposed or provided between the
hub 161 and the shroud 162. The first fan motor 165 may
be coupled to the upper side of the first fan 160.
[0059] The hub 161 may have a bowl shape, a diameter
of which may be gradually reduced in the downward di-
rection. The hub 161 may include a shaft coupling portion
to which the rotational shaft 165a may be coupled and a
first blade coupling portion that extends at an incline from
the shaft coupling portion in the upward direction. The
shroud 162 may include a lower end portion or lower end,
on or at which a shroud suction port 162a, into which air
having passed through the first fan introducing portion
151 may be suctioned, may be formed and a second
blade coupling portion that extends from the lower end
portion in the upward direction.
[0060] A first surface of each blade 163 may be coupled
to the first blade coupling portion of the hub 161 and a
second surface thereof may be coupled to the second
blade coupling portion of the shroud 162. The plurality of
blades 163 may be disposed or provided spaced apart
in a circumferential direction of the hub 161.
[0061] Each blade 163 may include a leading edge
163a, which forms a side end portion or side end, to which
air is introduced, and a trailing edge 163b, which forms
a side end portion or side end, from which air is output.
The air having passed through the first filter 120 may be
introduced to the first fan housing 150 through the first
fan introducing portion 151 with the air flowing in the up-
ward direction. The air may flow in the axial direction of
the first fan 160, may be introduced to the first leading
edge 163a, and may be output to the trailing edge 163b
via the blade 163. The trailing edge 163b may extend at
an inclined to the outside with respect to the axial direc-
tion in the upward direction corresponding to a flow di-
rection of air so that the air which is output through the
trailing edge 163b is capable of flowing to the upper side
in the radial direction.
[0062] Reference to Fig. 5, the first blowing device 100
may further include a first air guide device or guide 170
which may guide a flow of air having passed through the
first fan 160 by being coupled to the upper side of the
first fan 160. The first air guide 170 may include an outer
wall 171 having a cylindrical shape and an inner wall 172
positioned on or at an inside of the outer wall 171 and
having a cylindrical shape. The outer wall 171 may be
disposed or provided to surround the inner wall 172. A
first air flow path 172a, through which air may flow, may
be formed between an inner circumferential surface of
the outer wall 171 and an outer circumferential surface
of the inner wall 172.
[0063] The first air guide 170 may include a guide rib
175 which may be disposed or provided on or in the first
air flow path 172a. The guide rib 175 may extend from
the outer circumferential surface of the inner wall 172 to
the inner circumferential surface of the outer wall 171. A
plurality of guide ribs 175 may be disposed or provided
spaced apart from each other. The plurality of guide ribs
175 may guide the air introduced to the first air flow path
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172a of the first air guide 170 via the first fan 160 in the
upward direction.
[0064] The guide rib 175 may extend at an incline from
a lower portion of the outer wall 171 and the inner wall
172 in the upward direction. For example, the guide rib
175 may be rounded, and thus, guide air so that it flows
at an incline in the upward direction.
[0065] That is, with reference to Fig. 6, the guide rib
175 may include a rib main body 175a, which may extend
rounded in the upward direction. The rib main body 175a
may include a positive pressurizing surface 175b which
faces in a direction in which an air flow approaches and
a negative pressuring surface 175c which is opposite to
the positive pressurizing surface 175b. The positive pres-
surizing surface 175b may have a concave shape and
the negative pressurizing surface 175c may have a con-
vex shape.
[0066] The rib main body 175a may include a leading
edge 175d which forms a side end portion or side end,
to which air may be introduced, and a trailing edge 175e
which forms a side end portion or side end, to which air
may be discharged. The leading edge 175d may be
rounded and bent from the positive pressurizing surface
175b toward the negative pressurizing surface 175c. Ac-
cording to this configuration, a portion of air which is in-
troduced via the leading edge 175d may be guided to the
positive pressurizing surface 175b and the rest of the air
may be guided to the negative pressurizing surface 175c.
Air which flows to the negative pressurizing surface 175c
may pass by a plurality of projecting portions 175f.
[0067] The plurality of projecting portions 175f may
project from the negative pressurizing surface 175c and
may extend from the leading edge 175d toward the trail-
ing edge 175e. The projecting portion 175f may have an
airfoil shape a projecting height of which may be gradually
reduced from the leading edge 175d toward the trailing
edge 175e. Generation of a vortex on the negative pres-
surizing surface 175c may be prevented, and thus, air
may easily flow toward the upper side, due to the plurality
of projecting portions 175f formed on the negative pres-
surizing surface 175c.
[0068] The trailing edge 175e may have a saw tooth
shape having peaks and valleys which may be repeated
in the radial direction. According to this configuration, a
difference between times at which air is output from the
trailing edge 175e, that is, air is output from the peaks
and valleys from each other may be generated, and thus,
generation of noise may be reduced.
[0069] The first air guide 170 may further include a mo-
tor accommodating portion 173 that extends from the in-
ner wall 172 to the lower side, and thus, accommodates
the first fan motor 165. The motor accommodating portion
173 may have a bowl shape, a diameter of which may
be gradually reduced in the downward direction. A motor
coupling portion 166 may be provided on or at one side
of the first fan motor 165 to fix the first fan motor 165 to
the first air guide 170.
[0070] A shape of the motor accommodating portion

173 may correspond to the shape of the hub 161. The
motor accommodating portion 173 may be inserted into
the hub 161.
[0071] The first fan motor 165 may be supported to or
at an upper side of the motor accommodating portion
173. The rotational shaft 165a of the first fan motor 165
may extend from the first fan motor 165 in the downward
direction and be coupled to the shaft coupling portion
161a of the hub 161 through the lower surface portion of
the motor accommodating portion 173.
[0072] Fig. 8 is an exploded perspective view a portion
of the first blowing device and a dividing device of the air
cleaner of Fig. 1. With reference to Fig. 2, Fig. 3, and Fig.
8, the first blowing device 100 of the air cleaner of Fig. 1
may further include a second air guide device or guide
180, which may be coupled to an upper side of the first
air guide 170 and guide air having passed through the
first air guide 170 to the first discharge guide 190.
[0073] The second air guide 180 may include a first
guide wall 181, which may have a substantially cylindrical
shape, and a second guide wall 182, which may be po-
sitioned at an inside of the first guide wall 181 and have
a substantially cylindrical shape. The first guide wall 181
may be disposed or provided to surround the second
guide wall 182.
[0074] A second air flow path 185, through which air
may flow, may be formed between an inner circumferen-
tial surface of the first guide wall 181 and an outer cir-
cumferential surface of the second guide wall 182. Air
which flows along the first air flow path 172a of the first
air guide 170 may flow in the upward direction through
the second air flow path 185.
[0075] A fastening guide 183, which may be coupled
with the first air guide 170, may be provided on a lower
portion of the second guide wall 182. The fastening guide
183 may extend to the lower side of the second guide
wall 182.
[0076] A predetermined fastening member may be
coupled to the fastening guide 183, and the fastening
member may be coupled to a fastening rib 178 of the first
air guide 170. The fastening rib 178 may project from an
upper surface of the motor accommodating portion 173
in the upward direction. A plurality of fastening guides
183 and a plurality of fastening ribs 178 may be provided.
[0077] The second air guide 180 may further include
a leg supporting portion or support 187 that extends from
an inner circumferential surface of the first guide wall 181
to an outer circumferential surface of the second guide
wall 182 and supports a leg 410, which is described here-
inafter. The leg supporting portion 187 may include an
upper surface which may support the lower surface of
the leg 410. A plurality of leg supporting portions 187 may
be provided.
[0078] A first space portion or space 184, in which at
least a portion of a PCB device or PCB 500 may be ac-
commodated, may be formed in or at an inside of the
second guide wall 182 having a cylindrical shape. At least
a portion of a PCB drive portion or drive 520 of the PCB
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device 500 may be positioned on or in the first space
portion 184.
[0079] The first blowing device 100 may further include
a first discharge guiding device or guide 190, which may
be disposed or provided on or at an upper side of the
second air guide 180, that is, an outlet side of air flow
relative to the air flow and guide the air discharged to the
outside of the air cleaner 10. The first discharge guide
180 may include a first discharge main body 191 which
forms a second space portion or space 194 at a substan-
tially central portion thereof. For example, the first dis-
charge main body 191 may have an annular shape.
[0080] At least a portion of the PCB device 500 may
be accommodated in the second space portion 194. For
example, at least a portion of the PCB drive portion 520
of the PCB device 500 may be positioned in the second
space portion 194. The second space portion 194 may
be formed on or at an upper side of the first space portion
184 and form an installation space portion or space, in
which the PCB device 500 may be provided along with
the first space portion 184.
[0081] The first discharge main body 191 may include
the first discharge grill 195. A plurality of the first dis-
charge grill 195 may be provided and the first discharge
portion or outlet 105, to which air may be discharged to
the outside, may be formed between the plurality of first
discharge grills 195. The plurality of the first discharge
grills 195 may be disposed or provided on or at an upper
side of the second air flow path 185 and the air having
passed through the second air flow path 185 may flow
to the first discharge grill 195 side and may be discharged
through the first discharge portion 105.
[0082] The first discharge main body 191 may include
a leg inserting portion or insert 196, which may be insert-
ed into the leg 410. The leg inserting portion 195 may be
formed between two of the plurality of the first discharging
grills 195. A plurality of the leg inserting portions 196 may
be provided corresponding to a number of the leg 410.
The leg 410 may be inserted into the leg inserting portion
196, extend to a lower side, and thus, may be seated in
the leg supporting portion 187.
[0083] The PCB device 500 may be provided on or at
an upper side of the first discharge guide 190. The PCB
device 500 may include a main PCB 510 and the PCB
drive portion 520 that supplies power to drive the main
PCB 510. The main PCB 510 and the PCB drive portion
520 may be electrically connected by wiring. The main
PCB 510 may be positioned on or at an upper side of the
PCB drive portion 520.
[0084] The PCB device 500 may further include a case
assembly 531, 533, and 535 that protects the PCB drive
portion 520. The case assembly 531, 533, and 535 may
include a first case 531, in which the PCB drive portion
520 may be seated, a second case 535 that covers an
upper side of the PCB drive portion 520, and an insulating
member or insulator 533, which may be provided be-
tween the PCB drive portion 520 and the second case
535.

[0085] The first case 531 and the second case 535
may protect the PCB drive portion 520 and may be made
of an incombustible material in order to prevent a fire
from being generated in other components provided in-
side of the air cleaner 10 by heat generated in the PCB
drive portion 520. For example, the first case 531 or the
second case 535 may be made of a steel material.
[0086] The insulating member 533 may be provided at
an upper surface of the PCB drive portion 520. The in-
sulating member 533 may protect the PCB drive portion
520 and prevent electric current leaking from the PCB
drive portion 520 from being transferred to another com-
ponent, that is, perform an insulating function. For exam-
ple, the insulating member 533 may be made of ABS
resin (acrylonitrile-butadiene-styrene copolymer).
[0087] The PCB device 500 may further include a PCB
cover 540 which may be provided in or at an upper side
of the second case 535. The PCB cover 540 may cover
an upper side of the second space portion 194, and thus,
communication between the first space portion 184 and
second space portion 194 and the first discharge portion
105 may be blocked. Accordingly, air which is discharged
from the first discharge portion 105 may be prevented
from being introduced to the first and the second space
portions 184 and 194 by the PCB cover 540.
[0088] The PCB cover 540 may include a cover main
body 541 having a cap shape. The cover main body 541
may easily shield the upper side of the first space portion
184 and the second space portion 194 by the cap shape.
[0089] A first through hole 544, through which wiring
or a harness provided on or at an inside portion or inside
of the air cleaner 10 may pass, may be formed on the
cover main body 541. The first through hole 544 may be
formed on or at a substantially central portion of an upper
surface portion or surface of the cover main body 541.
[0090] The harness may be wiring bundles. The wiring
or the harness may include wiring that connects the main
PCB 510 and the PCB drive portion 520 or wiring that
connects components requiring an electric connection,
such as the fan motor and a display device or display.
[0091] A first leg groove 546 may be formed on or at
an outer circumferential surface of the cover main body
541. The first leg groove 546 may have a shape which
is depressed from the outer circumferential surface of
the cover main body 541 and may be configured so that
at least a portion of the leg 410 may be inserted into the
first leg groove 546. A plurality of the first leg grooves
546 may be provided corresponding to a number of the
leg 410.
[0092] The PCB device 500 may further include a PCB
supporting portion or support 550, which may be provided
on or at an upper side of the PCB cover 540 and to which
the main PCB 510 may be coupled. The PCB supporting
portion 550 may have a substantially dish shape and may
be gradually narrowed toward a lower portion thereof.
The main PCB 510 may be supported by an upper sur-
face 551 of the PCB supporting portion 550.
[0093] A fixing projection 555 that fixes the PCB sup-
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porting portion 550 may be included in or on an upper
surface of the PCB supporting portion 550. A predeter-
mined fastening member may be coupled to the fixing
projection 555. The fastening member may couple the
main PCB 510 and the fixing projection 555 with each
other.
[0094] A second through hole 554 that communicates
with the first through hole 544 and through which the
wiring or the harness may pass may be formed at a sub-
stantially central portion of the PCB supporting portion
550. When the PCB supporting portion 550 and the PCB
cover 540 are coupled, the second through hole 554 and
the first through hole 544 may be aligned with each other
in the vertical direction. The wiring or the harness may
pass through the aligned first through hole 544 and sec-
ond through hole 554.
[0095] A second leg groove 556, into which at least a
portion of the leg 410 may be inserted, may be formed
on or at a rim portion or rim of the PCB supporting portion
550. The leg 410 may be coupled to the PCB cover 540
and the PCB supporting portion 550 through the first leg
groove 546 and the second leg groove 556, pass through
the leg inserting portion 196 of the first discharge guide
190, and thus, may be supported by the leg supporting
portion 187 of the second air guide 180.
[0096] The PCB device 500 may further include a lever
supporting device or support 560, which may be coupled
to an upper side of the leg 410 and support the lever
device 242 of the second blowing device 200. The lever
supporting device 560 may have a substantially annular
shape. The lever supporting device 560 may include a
third space portion or space 564, which may define an
installation space in which the PCB supporting portion
550 and the main PCB 510 may be positioned. The third
space portion 564 may be formed at a substantially cen-
tral portion of the lever supporting device 560.
[0097] The lever supporting device 560 may further in-
clude a leg coupling portion 562, which may be coupled
to an upper portion of the leg 410. The lever coupling
portion 562 may be provided on or at a rim portion or rim
of the lever supporting device 560 and a plurality of leg
coupling portions 562 may be provided corresponding to
a number of the leg 410. In other words, an upper end
portion or end of the leg 410 may be coupled to the leg
coupling portion 562 and a lower end portion or end there-
of may be supported by the leg supporting portion 187
of the second air guide 180.
[0098] The lever supporting device 560 may further in-
clude a blocking portion 561 by which introduction of air
discharged through the first discharge portion 105 to the
second blowing device 200 may be blocked. The blocking
portion 561 may be understood as a main body portion
of the lever supporting device 560 having an annular
shape.
[0099] The dividing device 400 may be provided be-
tween the first blowing device 100 and the second blow-
ing device 200. The dividing device 400 may include the
leg 410 that spaces apart the first blowing device 100

and the second blowing device 200 from each other.
[0100] A separation space may be defined between
the first blowing device 100 and the second blowing de-
vice 200 by the leg 410. A plurality of legs 410 which are
spaced apart from each other in the circumferential di-
rection may be provided. The leg 410 may extend from
a lower portion toward an upper portion of the separation
space, that is, in the axial direction.
[0101] The air which is discharged from the first blow-
ing device 100, that is, the air which is discharged from
the first discharging portion 105 of the first discharge
guide 190 may easily flow through the separation space.
[0102] The dividing device 400 may further include a
blocking wall 430, which may be installed or provided
between the plurality of legs 410 and extend in the radial
direction, that is, in the transverse direction. The sepa-
ration space may be divided into an upper space and a
lower space by the blocking wall 430.
[0103] The air which is discharged from the first dis-
charge portion 105 may be discharged outside of the air
cleaner 10 via a lower space of lower side of the blocking
wall 430. The air which is discharged from the first dis-
charge portion 105 may be prevented from being intro-
duced to the second blowing device 200 side by the
blocking wall 430.
[0104] The PCB device 500 may be disposed or pro-
vided in the separation space, which may be divided by
the dividing device 400, and thus, may be understood as
a configuration of the dividing device 400.
[0105] Fig. 9 and Fig. 10 are an exploded perspective
views of a second blowing device of the air cleaner of
Fig. 1. Fig. 11 is a cross-sectional view of the second
blowing device of the cleaner of Fig. 1.
[0106] With reference to Fig. 2, Fig. 3, and Fig. 9 to
Fig. 11, the second blowing device 200 may include a
supporting device or support 240, a lever device or lever
242, a second filter 220, a second filter frame 230, a
second fan housing 250, and a second fan 250. This
configuration is similar to that provided in the first blowing
device 100 and repetitive disclosure has been omitted.
Hereinafter, this configuration will be described.
[0107] The supporting device 240 may be provided to
be movable between an upper side and a lower side by
operation of a handle which may be provided on the lever
device 242, and thus, support the second filter 220. When
the supporting device 240 moves to the upper side, the
second filter 220 may be in a state of being coupled to
the second blowing device 200. In contrast, when the
supporting device 240 moves to the lower side, the sec-
ond filter 220 may be in a state (released state) of being
separable from the second blowing device 200, that is,
in a released state.
[0108] The lever device 242 may include a lever pro-
jecting portion and the supporting device 240 may include
a support projecting portion, as illustrated in the lever
device 142 and the supporting device 140 of the first
blowing device 100. The supporting device 240 may be
moved in the upward direction or in the downward direc-
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tion by the lever projecting portion and the support pro-
jecting portion interacting with each other. A detailed de-
scription is provided with respect to the first blowing de-
vice 100.
[0109] The second filter 220 may have a cylindrical
shape. The air, which is suctioned in through the second
suction portion 202 of the second case 201, may flow
inside of the second filter 220 by passing through an outer
circumferential surface of the second filter 220. In other
words, the second filter 220 may have a cylindrical shape
and may have a filter surface that filters air.
[0110] The second filter frame 230 may include a first
frame 231 that forms a lower portion of the second filter
frame 230 and forms a handle space portion or space
231a, a second frame 232 that forms an upper portion
of the second filter frame 230, a second filter supporting
portion or support 235 that extends toward the second
frame 232 in the upward direction, and a second sup-
porting cover 236 that covers the second filter supporting
portion 235. The second filter member 220 and the sec-
ond filter frame 230 may be the same as or similar to the
first filter member 120 and the first filter frame 130 of the
first blowing device 100, and thus, repetitive disclosure
has been omitted.
[0111] The second blowing device 200 may further in-
clude a sensor device or sensor 290. The sensor 290
may include a dust sensor 291a that detects an amount
of dust in the air and a gas sensor 291b that detects an
amount of gas in the air. The sensor 290 may further
include a sensor cover 295 that covers at least one side
of the sensors 291a and 291b. For example, the sensors
291a and 291b may be supported by the second frame
232 of the second filter frame 230.
[0112] The second fan housing 250 may include a sec-
ond fan accommodating portion 252, in which the second
fan 260 may be accommodated. The second fan housing
250 may include a second fan introducing portion 251,
which may be provided on or at a lower portion of the
second fan housing 250 and which may guide introduc-
tion of air to an inside portion or inside of the second fan
housing 250.
[0113] The second fan 260 may include a hub 261, to
which a rotational shaft 265a of the second fan motor
265 which may be a centrifugal fan motor may be cou-
pled, a shroud 262, which may be spaced apart from the
hub 261, and a plurality of blades 263, which may be
provided between the hub 261 and the shroud 262. The
second fan housing 250 and the second fan 260 may be
the same or similar to the first fan housing 150 and the
first fan 160 of the first blowing device 100, and thus,
repetitive disclosure has been omitted.
[0114] The second blowing device 200 may further in-
clude an ionizer 258 that removes or sterilizes smell par-
ticles or odor in the air. The ionizer 258 may be coupled
to the second fan housing 250 and be capable of acting
on the air which flows inside of the second fan housing
250.
[0115] In this embodiment, although it is described that

the sensor device 290 and the ionizer 258 are provided
only in the second blowing device 200, the sensor device
and the ionizer may also be installed or provided in or on
the first blowing device. For example, the sensor device
may be provided to or on the first filter frame 130 of the
first blowing device and the ionizer may be installed or
provided in or on the first fan housing of the first blowing
device.
[0116] The second blowing device 200 may include a
third air guide device or guide 270 that guides a flow of
air having passed through the second fan 260 by being
coupled to an upper side of the second fan 260. The third
air guide 270 may include an outer wall 271 having a
cylindrical shape and an inner wall 272 positioned inside
of the outer wall 271 and having a cylindrical shape. A
first air flow path 272a, through which air may flow, may
be formed between an inner circumferential surface of
the outer wall 271 and an outer circumferential surface
of the inner wall 272.
[0117] The third air guide 270 may include a guide rib
275 which may be disposed or provided on or in the first
air flow path 272a. The guide rib 275 may extend from
the outer circumferential surface of the inner wall 272 to
the inner circumferential surface of the outer wall 271.
[0118] The third air guide 270 may further include a
motor accommodating portion 273 that extends from the
inner wall 272 in a downward direction, and thus, may
accommodate the second fan motor 265. The motor ac-
commodating portion 273 may have a bowl shape a di-
ameter of which may be gradually reduced toward a lower
side.
[0119] The second fan motor 265 may be coupled to
an upper side of the second fan 260, and thus, may pro-
vide a drive force to the second fan 260. A motor coupling
portion 266 may be provided on or at one side of the
second fan motor 265 and the motor coupling portion 266
may be fix the second fan motor 265 to the third air guide
270.
[0120] The outer wall 271, the inner wall 272, the guide
rib 275, and the motor accommodating portion 273 of the
third air guide 270 may be the same as or similar to the
first air guide 170, and thus, repetitive disclosure has
been omitted. The second fan motor 265 and the motor
coupling portion 266 may be the same as or similar to
the first fan motor 165 and the motor coupling portion
166, and thus, repetitive disclosure has been omitted.
[0121] The third air guide 270 may include guides 276
and 277 that guide a movement of the flow adjusting de-
vice 300. The guides 276 and 277 may include a first
rack 276 and a shaft guide groove 277, which may be
included in the motor accommodating portion 273.
[0122] The first rack 276 may be linked to the first gear
360 of the flow adjusting device 300. The first rack 276
may be provided on or at an inner circumferential surface
of the motor accommodating portion 273 and may be
provided along a set curvature in the circumferential di-
rection. A length of the first rack 276 may be a length
which is set based on a distance linked to the first gear
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360.
[0123] The flow adjusting device 300 may be rotated
in a lateral direction, that is, in the clockwise direction or
counterclockwise direction. The first gear 360 may be
rotated along a predetermined rotating radius about the
rotational shaft 354 of the flow adjusting device 300.
[0124] The shaft guide groove 277 may be a groove
that guides rotation of the first gear 260 and may extend
to be rounded with a predetermined curvature. For ex-
ample, the shaft guide groove 277 may be rounded in
the circumferential direction. In other words, the shaft
guide groove 277 may have an arc shape.
[0125] The first gear shaft 362 of the first gear 360 may
be inserted into the shaft guide groove 277. In a process
of rotation of the first gear 360, the first gear shaft 362
may be moved along the shaft guide groove 277.
[0126] The second blowing device 200 may include a
second discharge guide device or guide 280, which may
be installed or provided on or at an upper side of the third
air guide 270 and guide a flow of air having passed
through the third air guide 270. The second discharge
guide 280 may have a substantially annular shape, an
inside portion of which may be empty. That is, the second
discharge guide 280 may include a discharge outside
wall 281, which may form an outer circumferential surface
of the second discharge guide 280 and a cylindrical
shape and a discharge inner wall 282 that forms an inner
circumferential surface of the second discharge guide
280 and has a cylindrical shape.
[0127] The discharge outer wall 281 may surround the
discharge inner wall 282. A discharge flow path along
which a flow of air passing through the third air guide 270
flows may be formed between an inner circumferential
surface of the discharge outer wall 281 and an outer cir-
cumferential surface of the discharge inner wall 282. The
discharge flow path may be positioned on or at an upper
side of the air flow path in which the guide rib 275 is
provided.
[0128] The second discharge guide 280 may further
include a second discharge grill 288 which may be dis-
posed or provided on or in the discharge flow path. The
second discharge grill 288 may extend from the outer
circumferential surface of the discharge inner wall 282
to the inner circumferential surface of the discharge outer
wall 281.
[0129] The second discharge guide 280 may further
include a rotational guide plate 283, which may be cou-
pled to the discharge inner wall 282. The rotational guide
plate 283 may extend from the inner circumferential sur-
face of the discharge inner wall 282 toward an inside
center of the second discharge guide 280.
[0130] The rotational guide plate 283 may include a
shaft inserting portion 284, which may provide a rotation
center in the lateral direction of the flow adjusting device
300. The rotational shaft 354 may be inserted into the
shaft inserting portion 284. The shaft inserting portion
284 may be positioned in an inside central portion of the
second discharge guide 280. The rotating guide plate

283 may be a supporting plate that supports the shaft
inserting portion 284.
[0131] The rotational guide plate 283 may further in-
clude a bearing groove 285. A first bearing 353, which
may be provided on the flow adjusting device 300, may
be inserted into the bearing groove 285. The bearing
groove 285 may be a groove that guides movement of
the first bearing 353 and may extend to be rounded with
a predetermined curvature. For example, the bearing
groove 285 may be formed to be rounded in the circum-
ferential direction. In other words, the bearing groove 285
may have an arc shape. In a process of rotating of the
flow adjusting device 300 in the lateral direction, the first
bearing 353 may be moved by being inserted into the
bearing groove 285, and thus, allows a friction force,
which is generated in the process of rotation of the flow
adjusting device 300, to be reduced.
[0132] Fig. 12 is an exploded perspective view of a flow
adjusting device and a component to which the flow ad-
justing device is coupled of the air cleaner of Fig. 1. Fig.
13 is a perspective view of the flow adjusting device of
Fig. 12. Fig. 14 is a view illustrating a coupling state be-
tween a third air guide and a second discharge guide of
the air cleaner of Fig. 1. Fig. 15 is a cross-sectional view
of the flow adjusting device of Fig. 12.
[0133] Fig. 12 to Fig. 15 are views illustrating a config-
uration for guiding rotation of the flow adjusting device
300 in the lateral direction. The flow adjusting device 300
may include a third fan housing 310 in which the third fan
330 may be accommodated. The third fan housing 310
may have a substantially annular shape.
[0134] The third fan housing 310 may include a hous-
ing case 310a that forms an outer appearance thereof.
The housing case 310a may be a fixed configuration.
Housing main bodies 311 and 312 may be rotatably pro-
vided inside of the housing case 310a. In other words,
the housing case 310a may surround the housing main
bodies 311 and 312.
[0135] That is, the housing main bodies 311 and 312
may include a housing outer wall 311 which may have
an outer circumferential surface and a cylindrical shape
and a housing inner wall 312 which may be positioned
inside of the housing outer wall 311 and have a cylindrical
shape. The housing outer wall 311 may surround the
housing inner wall 312. A housing flow path 314 in which
an air flow may be formed between an inner circumfer-
ential surface of the housing outer wall 311 and an outer
circumferential surface of the housing inner wall 312.
[0136] A shielding portion or shield 313 that covers an
upper side of the third fan 330 and shields the flow of air
may be provided on or at a lower portion of the housing
inner wall 312. The housing inner wall 312 and the shield-
ing portion 313 may be coupled to each other and have
a substantially U shape.
[0137] An installation space, in which the third fan 330
may be installed or provided, may be formed on or at an
inside portion of the third fan housing 310. The third fan
housing 310 may include a discharge grill 315 that forms
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a second discharge portion or outlet 305 through which
air passing through the third fan 330 may be discharged.
The discharge grill 315 may have a substantially annular
shape and may be coupled to an upper side of the hous-
ing flow path 314. The air passing through the housing
flow path 314 may be discharged to the outside of the air
cleaner 10 via the second discharge portion 305 of the
discharge grill 315. In the air cleaner 10, a discharge
blowing amount may be improved and air may be dis-
charged in various directions as the second discharge
portion 305 along with the first discharge portion 105 of
the first blowing device 100 may be provided.
[0138] A top cover 395 may be installed or provided
on or at an upper side of the housing inner wall 312. A
display device or display, on which operating information
of the air cleaner 10 may be displayed, may be provided
on the top cover 395. A display PCB 318 may be installed
or provided on or at a lower side space of the top cover
395. In other words, the housing inner wall 312, the
shielding portion 313, and the top cover 395 may form a
closed space and the display PCB 318 may be installed
or provided in the closed space.
[0139] An axial flow fan may be included as the third
fan 330 which may be installed or provided inside of the
third fan housing 310. That is, the third fan 330 may be
operated in order to axially discharge air which is axially
introduced. In other words, the air which flows toward the
third fan 330 in the upward direction via the second fan
260, the first air flow path 272a of the third air guide 270,
and the discharge flow path of the second discharge
guide 280 may be discharged from the third fan 330, and
thus, may be discharged to the outside through the sec-
ond discharge portion 305, which may be positioned on
or at the upper side of the third fan 330.
[0140] The third fan 330 may include a hub 331 having
a shaft coupling portion to which a rotational shaft 336
of the third fan motor 335 may be coupled and a plurality
of blades 333 coupled to the hub 331 in the circumfer-
ential direction. The third fan motor 335 may be coupled
to a lower side of the third fan 330 and may be disposed
or provided on or at an inside of the third motor housing
337.
[0141] The first fan motor 165 and the second fan motor
265 may be disposed or provided in series relative to a
longitudinal direction of the air cleaner 10. The second
fan motor 265 and the third fan motor 335 may be dis-
posed or provided in series relative to the longitudinal
direction of the air cleaner 10. In summary, the rotational
shafts of the first fan motor 165, the second fan motor
265, and the third fan motor 335, or the first fan 160, the
second fan 260, and the third fan 330 may be positioned
on a same axis in the longitudinal direction.
[0142] The flow adjusting device 300 may further in-
clude a flow guide portion or guide 320, which may be
coupled to a lower side of the third fan housing 310, and
thus, guide the air passing by the second discharge guide
280 to the third fan housing 310. The flow guide 320 may
include an introduction grill 325 which may guide the air

introduction to the third fan housing 310. The introduction
grill 325 may have a concave shape in the downward
direction.
[0143] A shape of the second discharge grill 288 of the
second discharge guide 280 may be formed in a concave
shape in the downward direction corresponding to the
shape of the introduction grill 325. The introduction grill
325 may be seated on or at an upper side of the second
discharge grill 288. By this configuration, the introduction
grill 325 may be stably supported by the second dis-
charge grill 288.
[0144] The flow adjusting device 300 may further in-
clude a rotation guide device or guide 350 which may be
installed or provided on or at a lower side of the flow guide
320, and thus, guide rotation in the lateral direction and
rotation in the vertical direction of the flow adjusting de-
vice 300. The rotation in the lateral direction may be re-
ferred to as a "first direction rotation" and the rotation in
the vertical direction may be referred to as a "second
direction rotation".
[0145] The rotation guide 350 may include a guide
main body 351 which may be coupled to the flow guide
320, a first guide that guides the first direction rotation of
the flow adjusting device 300, and a second guide that
guides the second direction rotation of the flow adjusting
device 300. The guide main body 351 may include a lower
surface portion or surface 351a, on which the first and
the second guides may be installed or provided, and a
rim portion or rim 351 b, which may be provided to or at
a rim of the lower surface portion 351a and may project
toward the lower side.
[0146] The first guide may include a first gear motor
363 that generates a driving force and a first gear 360
which may be rotatably coupled to the first gear motor
363. For example, the first gear motor 363 may include
a step motor, a rotational angle of which may be easily
controlled.
[0147] The first gear 360 may be coupled to a motor
shaft 363a of the first gear motor 363. The first guide may
include a first gear shaft 362 that extends from the first
gear 360 in the downward direction, that is, toward the
third air guide 270 or the second discharge guide 280.
[0148] The first gear 360 may be geared to the first
rack 276 of the third air guide 270. A plurality of gear
teeth may be formed in the first gear 360 and the first
rack 276. When the first gear motor 363 is driven, the
first gear 360 may rotate, and thus, links to the first rack
276. The third air guide 270 may be a fixed configuration,
and thus, the first gear 360 may be movable.
[0149] The shaft guide groove 277 of the third air guide
270 may guide movement of the first gear 360. That is,
the first gear shaft 362 may be inserted into the shaft
guide groove 277. The first gear shaft 362 may be moved
along the shaft guide groove 277 in a rotation process of
the first gear 360.
[0150] The first guide mechanism may further include
a rotational shaft 354, which may be a rotational center
of the flow adjusting device 300. The first gear 360 and
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the first gear shaft 362 may be rotated along a rotating
radius which may be set about the rotating shaft 354.
The set rotating radius may be referred to as a "first ro-
tating radius".
[0151] The first rack 276 and the shaft guide groove
277 may have a length corresponding to a rotational
amount or rotational angle of the flow adjusting device
300. The rotational shaft 354 may be included in the lower
surface portion 351a of the guide main body 351. That
is, the rotational shaft 354 may project from the lower
surface portion 351a in the downward direction. The ro-
tational shaft 354 may be inserted into the shaft inserting
portion 284 of the second discharge guide 280 and may
be rotated in the shaft inserting portion 284.
[0152] In other words, when the first gear 360 rotates,
the first gear shaft 362 and the first gear 360 rotate about
the rotational shaft 354 in the circumferential direction.
The rotating shaft 354 may rotate in the shaft inserting
portion 284. Accordingly, the flow adjusting device 300
may be rotated in a first direction, that is, in the clockwise
direction or in the counterclockwise direction about the
longitudinal or axial direction.
[0153] The first guide may further include bearings 353
and 355 that easily rotate the flow adjusting device 300
in the first direction. The bearings 353, 355 may reduce
a friction force which is generated in the rotation process
of the flow adjusting device 300.
[0154] The bearings 353 and 355 may include the first
bearing 353 provided in the lower surface portion 351a
of the guide main body 351. For example, the first gear
motor 363 may include a ball bearing. The first guide
mechanism may further include a bearing supporting por-
tion or support 354 that projects from the lower surface
portion 351a in the downward direction, and thus, sup-
ports the bearing 353.
[0155] The bearing supporting portion 354 may have
a set or predetermined length, and thus, allow the first
bearing 353 to be disposed in a position in which it is in
contact with the rotation guide plate 283. The rotation
guiding plate 283 may include the bearing groove 285
into which the first bearing 353 may be inserted. In a
process of rotation of the flow adjusting device 300 in the
first direction, the first bearing 353 may be movable while
inserted into the bearing groove 285.
[0156] The first bearing 353 may be rotated along a
rotating radius which is set about the rotating shaft 354.
The set rotating radius may be referred to as a "second
rotating radius". The second rotating radius may be less
than the first rotating radius. In other words, a distance
from the rotational shaft 354 to the first bearing 353 may
be less than a distance from the rotational shaft 354 to
the first gear shaft 362.
[0157] In summary, when the first gear shaft 362
moves along the shaft guide groove 277, the first bearing
353 may be moved along the bearing groove 285. For
smooth movement of the first bearing 353 and the first
gear shaft 362, a set or predetermined curvature of the
shaft guide groove 277 and a set or predetermined cur-

vature of the bearing groove 285 may be the same.
[0158] The bearings 353 and 355 may further include
a second bearing 355. The second bearing 355 may be
rotatably installed or provided on the rim portion 351b.
The rim portion 351b may form a bearing inserting portion
351c, to which the second bearing 355 may be coupled.
A plurality of second bearings 355 may be provided.
[0159] The second bearing 355 may be in contact with
the discharge inner wall 282 of the second discharge
guide 280, that is, the inner circumferential surface of the
discharge inner wall 282 may form a contact surface of
the second bearing 355. The flow adjusting device 300
may be easily rotated in the first direction by the second
bearing 355 rotating about the rotational shaft 354 along
the inner circumferential surface of the discharge inner
wall 282.
[0160] Fig. 16 is an exploded perspective view of the
flow adjusting device of Fig. 12. Fig. 17 is an exploded
perspective view of a driving portion and a fixing portion
of the flow adjusting device of Fig. 12. Fig. 18 is a view
illustrating a linked state between a second rack and a
second gear provided in the flow adjusting device of Fig.
12. Fig. 19 to Fig. 21 are views illustrating a state in which
the flow adjusting device of Fig. 12 is in a second position.
[0161] With reference to Fig. 16 to Fig. 18, the second
guide according to this embodiment may include a fixing
guide 352, which may be fixed to the guide main body
351. The center shaft 354 may be provided in a lower
surface of the fixing guide 352.
[0162] The fixing guide 352 may include a first guide
surface 352a, which may guide rotation in the second
direction of the rotating guide 350. The first guide surface
352a may be rounded to an upper side corresponding to
a rotating path of the rotating guide 350.
[0163] The fixing guide 352 may further include a first
guide bearing 359, which may reduce a friction force gen-
erated at a time of a rotating movement of the rotation
guide 350 by being provided in contact with the rotation
guide 350. The first guide bearing 359 may be positioned
to or at a side of the first guide surface 352a.
[0164] The fixed guide 352 may further include a sec-
ond gear inserting portion 352b into which the second
gear 365 may be inserted for rotation of the rotation guide
350. The second gear inserting portion 352b may be
formed on or at one side of the first guide surface 352a.
For example, the second gear inserting portion 352b may
have a shape of a cut out of at least a portion of the first
guide surface 352a. The second gear 365 may be posi-
tioned to or at a lower side of the first guide surface 352a
and at least a portion of the second gear 365 may be
configured to project to an upper side of the second gear
inserting portion 352b through the second gear inserting
portion 352b.
[0165] The second guide mechanism may further in-
clude a second gear motor 367, which may be coupled
to the second gear 365 and provide a driving force. For
example, the second gear motor 367 may include a step
motor. The second guide may further include a second
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gear shaft 366 that extends from the second gear motor
367 to the second gear 365. When the second gear motor
367 is driven, the second gear shaft 366 and the second
gear 365 may be rotated together.
[0166] The second guide may further include a rotation
guide 370, which may be provided on or at an upper side
of the fixing guide 352. The rotating guide 370 may be
coupled to a lower side of the flow guide 320.
[0167] That is, the rotation guide 370 may include a
main body 371, which may be supported by the fixing
guide 352. The main body 371 may include a second
guide surface 372, which may move along the first guide
surface 352a. The second guide surface 372 may be
rounded corresponding to a curvature of the first guide
surface 352a.
[0168] The rotation guide 370 may further include a
second guide bearing 375, which may reduce a friction
force which is generated at a time of a rotating movement
of the rotation guide 370 by being in contact with the fixing
guide 352. The second guide bearing 375 may be posi-
tioned on or at a side of the second guide surface 372.
[0169] The rotation guide 370 may further include a
second rack 374 which may be linked to the second gear
365. A plurality of gear teeth may be formed on the sec-
ond gear 365 and the second rack 374, and the second
gear 365 and the second rack 374 may be geared to
each other through the plurality of gear teeth.
[0170] With reference to Fig. 19 to Fig. 21, a state in
which the flow adjusting device 300 rotates in the second
direction to the "second position" at which it is inclined is
illustrated. In contrast, in the state of Fig. 15, a position
in which the housing main bodies 311 and 312 of the flow
adjusting device 300 are laid out, that is, at the "first po-
sition" is illustrated.
[0171] When the second gear motor 367 rotates, the
rotation guide 370 rotates in the vertical direction by link-
age of the second gear 365 and the second rack 374.
Accordingly, the flow adjusting device 300 performs ro-
tation in the second direction according to the movement
of the rotation guide 370. Fig. 19 to Fig. 21 are views
illustrating states in which the flow adjusting device 300
is rotated in the upward direction.
[0172] When the third fan motor 335 operates, the third
fan 330 is driven and at least a portion of air discharged
from the second discharge guide 280 may be introduced
to the inside portion of the fan housing 310. The intro-
duced air may pass through the third fan 330 and may
be discharged to the outside through the second dis-
charge portion 305. Air which is discharged through the
second discharge portion 305 may be directed to the up-
per side and the front side. The terms "front side" may
refer to a direction in which the second discharge portion
305 directs the air.
[0173] In a state in which the flow adjusting device 300
is in the second position, rotation in the first direction may
be performed. As described above, rotation in the first
direction may be performed by linkage of the first gear
360 and the first rack 276.

[0174] According to this operation, air which is dis-
charged from the air cleaner 10 is not simply directed in
the upward direction but may be directed in the frontward
direction as well, and thus, air flow may be directed from
the air cleaner 10 to a relatively distant space. A blowing
force of air which is discharged may be increased as the
additional third fan 330 is provided in the flow adjusting
device 300. In addition, as the flow adjusting device 300
is capable of performing rotation in the first direction, air
may be discharged to the front side of the air cleaner 10,
and accordingly, air flow may be provided toward a rel-
atively large indoor space.
[0175] The flow adjusting device 300 may be selec-
tively operated according to an operation mode of the air
cleaner 10. In a case in which the air cleaner 10 is oper-
ated in a general operation mode (first operation mode),
the flow adjusting device 300 is in the first position which
is laid out, as illustrated in Fig. 1 and Fig. 15. A plurality
of independent air flows may be formed by driving the
first blowing device 100 and the second blowing device
200.
[0176] In other words, when the first blowing device
100 is operated, suction of the air is performed through
the first suction portion 102 and the base suction portion
103 and the air is discharged through the first discharge
portion 105 by passing through the first filter 120 and the
first fan 160. When the second blowing device 200 is
operated, suction of the air is performed through the sec-
ond suction portion 202 and the base suction portion 103
and the air is discharged via the third fan 330 by passing
through the second filter 220 and the second fan 260. Air
may be discharged in the upward direction through the
second discharge portion 305. At this time, the third fan
330 may turn off. Naturally, the third fan 330 may be
driven in order to strongly discharge the air flow through
the second discharge portion 305.
[0177] In contrast, in a case in which the air cleaner 10
is operated in a flow conversion mode (second operation
mode), as illustrated in Fig. 19 to Fig. 21, the housing
main bodies 311 and 312 of the flow adjusting device
300 may project upwardly. Operation of the first blowing
device 100 and the second blowing device 200 in the
flow conversion mode may be the same as the operation
of the first blowing device 100 and the second blowing
device 200 in the general mode.
[0178] The third fan 330 may be operated, and accord-
ingly, at least a portion of air having passed through the
second fan 260 may be introduced into the third fan hous-
ing 310. At least a portion of the introduced air may be
discharged toward the front side of the air cleaner 10
while passing through the third fan 330. In a state in which
the flow adjusting device 300 is in the first position, air
flow may be directed in the upward direction.
[0179] For convenience of description, components
described above may be defined as follows.
[0180] Both the first filter 120 and the second filter 220
may be referred to as a "filter ", both the first filter frame
130 and the second filter frame 230 may be referred to
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as a "filter frame", the filter fan housing 150 and the sec-
ond fan housing 250 may be referred to as a "fan hous-
ing", and both the first fan 160 and the second fan 260
may be referred to as a "fan".
[0181] Fig. 22 to Fig. 24 are views illustrating an air
flow state in the air cleaner of Fig. 1. First, a flow of air
according to operation of the first blowing device 100 is
described hereinafter. When the first fan 160 is driven,
indoor air is suctioned into the inside of the first case 101
through the first suction portion 102 and the base suction
portion 103. The suctioned air passes through the first
filter 120 and foreign materials in the air may be filtered
in this process. In the process of the air passing through
the first filter 120, air may be suctioned in a radial direction
of the first filter 120, filtered, and then flow in the upward
direction.
[0182] The air which has passed through the first filter
member 120 may flow to the upper side in the radial di-
rection while passing through the first fan 160 and stably
flow in the upward direction while passing through the
first air guide 170 and the second air guide 180. Air pass-
ing through the first air guide 170 and the second air
guide 180 may pass by the first discharge guide 190 and
flow in the upward direction through the first discharge
portion 105. Air which is discharged through the first dis-
charge portion 105 may be guided by the dividing plate
430 which may be positioned at an upper side of the first
discharge guide 190, and thus, may be discharged out-
side of the air cleaner 10.
[0183] When the second fan 260 is driven, indoor air
may be suctioned into the inside of the second case 201
through the second suction portion 202, the suctioned
air may pass through the second filter 220, and in this
process, foreign materials in the air may be filtered. In
the process of the air passing through the second filter
220, air may be suctioned in the radial direction of the
first filter 120, filtered, and then flow in the upward direc-
tion.
[0184] Air having passed through the second filter 220
may flow to the upper side in the radial direction while
passing through the second fan 160, and stably flow in
the upward direction while passing through the third air
guide 270 and the second discharge guide 280. Air hav-
ing passes through the third air guide 270 and the second
discharge guide 280 may be discharged through the sec-
ond discharge portion 305 via the flow adjusting device
300.
[0185] The flow adjusting device 300 may be rotatable
in the vertical direction by the second guide. For example,
as illustrated in Fig. 22 and Fig. 23, when the flow ad-
justing device 300 is in the first position, air which is dis-
charged from the flow adjusting device 300 may flow in
the upward direction. In contrast, when the flow adjusting
device 300 is in the second position, air which is dis-
charged from the flow adjusting device 300 may flow to
the upper side in the frontward direction. A blowing
amount of air which is discharged from the air cleaner 10
may be increased and purified air may be supplied from

the air cleaner 10 to a distant position or space, by the
flow adjusting device 300.
[0186] That is, when the third fan 330 of the flow ad-
justing device 300 is driven, at least a portion of air dis-
charged from the second discharge guide 280 may be
introduced to the inside of the third fan housing 310. The
introduced air may pass through the third fan 330 and
then may be discharged to the outside through the sec-
ond discharge portion 305.
[0187] The flow adjusting device 300 may be rotated
in the lateral direction by the first guide to the second
position. For example, in a case in which the flow adjust-
ing device 300 is directed to the upward side in the front-
ward direction, air which is discharged through the sec-
ond discharge portion 305 may flow to the upper side in
the frontward direction. In contrast, in a case in which the
flow adjusting device 300 directs air to the upper side in
the rearward direction, air which is discharged through
the second discharge portion 305 may flow to the upper
side in the rearward direction.
[0188] By this operation, air flow may be directed from
the air cleaner 10 to a relatively distant space, as air
which is discharged from the air cleaner 10 is not directed
simply in the upward direction, but rather is directed in
the frontward direction. A blowing force of the discharged
air may be increased, as the additional third fan 330 may
be provided in the flow adjusting device 300.
[0189] Fig. 25 and Fig. 26 are views of an air cleaner
according to another embodiment. With reference to Fig.
25 and Fig. 26, the air cleaner 10a according to this em-
bodiment may include a single blowing device 200’ and
a flow adjusting device 300’. When compared with the
previous embodiment, the air cleaner 10a may include
the second blowing device 200 and the flow adjusting
device 300 without the first blowing device 100.
[0190] The single blowing device 200’ may include a
base 20’, which may be placed on the ground, and a
suction grill 110’, which may be provided at an upper side
of the base 20 and have a suction port 112’. The base
20’ and the suction grill 110’ may be the same or similar
to the base 20 and the suction grill 110 of the first blowing
device 100, and thus, repetitive disclosure has been omit-
ted.
[0191] The single blowing device 200’ may include a
filter 260’ which may be provided at an upper side of the
suction grill 110’, a fan 260’, a fan motor 265’, a fan hous-
ing 250’, an air guide device or guide 270’, and a dis-
charge guide device or guide 280’. The air cleaner 10a
may include a flow adjusting device 300’, which may have
a discharge portion or outlet 305’. A flow adjusting device
300’ may include a third fan 330’ and a third fan motor
335’.
[0192] The single blowing device 200’ and the flow ad-
justing device 300’ may be the same or similar to the first
blowing device 200 and the flow adjusting device 300 of
the previous embodiment. In a case in which a size of
the indoor space is not large, a sufficient air cleaning
ability may be achieved by operating the air cleaner which
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includes the single blowing device and the flow adjusting
device.
[0193] The PCB device described with respect to the
previous embodiment may be provided inside of the base
20’. In this case, an additional space for installing the
PCB device is not required, and accordingly, space uti-
lization of the air cleaner may be improved.
[0194] Fig. 27 and Fig. 28 are views of an air cleaner
according to yet another embodiment. With reference to
Fig. 27 and Fig. 28, the air cleaner 10b according to this
embodiment may include a single blowing device 100’.
When comparing with the embodiment of Fig. 1, the air
cleaner 10b may include the first blowing device 100 with-
out the second blowing device 200 and the flow adjusting
device 300.
[0195] The single blowing device 100’ may include a
base 20", a suction grill 100’ having a suction portion or
inlet 112’, a filter 120’, a fan 160’, a fan housing 150’, an
air guide device or guide 170’, and a discharge guide
device or guide 190’ having a discharge portion or outlet
105’.
[0196] The single blowing device 100’ may be the
same or similar to the first blowing device 100 of the em-
bodiment of Fig. 1, and thus, repetitive disclosure has
been omitted. In a case in which a size of the indoor
space is not large, a sufficient air cleaning ability may be
achieved by operating the air cleaner which may include
the single one blowing device.
[0197] The PCB device described in the embodiment
of Fig. 1 may be provided inside of the base 20". In this
case, an additional space for installing the PCB device
is not required, and accordingly, space utilization of the
air cleaner may be improved.
[0198] Fig. 29 and Fig. 30 are views of an air cleaner
according to still another embodiment. With reference to
Fig. 29 and Fig. 30, an air cleaner 10c according to this
embodiment may include a first blowing device 100" and
a second blowing device 200". When compared with the
embodiment of Fig. 1, the air cleaner 10c may include
the first blowing device 100 and the second blowing de-
vice 200 without the flow adjusting device 300.
[0199] A dividing plate 430" that divides an air flow
which is generated in the first blowing device 100" and
the second blowing device 200", respectively, may be
provided between the first blowing device 100" and the
second blowing device 200". The air cleaner 10c may
include a first rounded portion 431", which may be pro-
vided at a lower side of the dividing plate 430" and extend
rounded to the outside in the radial direction, and a sec-
ond rounded portion 432", which may be provided at an
upper side of the dividing plate 430" and extend rounded
to the inside in the radial direction.
[0200] The first rounded portion 431" may guide air
which is discharged from the first blowing device 100" to
the outside in the radial direction. A grasping space por-
tion or space capable of being grasped by a user in order
to move the air cleaner 10c may be formed in a space
between the second blowing device 200" and the second

rounded portion 432".
[0201] Embodiments disclosed herein provide an air
cleaner capable improving a suction capacity of air suc-
tioned into the air cleaner. In particular, embodiments
disclosed herein provide an air cleaner capable of suffi-
ciently suctioning air around a person in a room whether
the person in the room is sitting or standing up by includ-
ing a suction flow path which is directed from a circum-
ferential direction of the air cleaner to an inside thereof
and a suction flow path through which air is introduced
through an upper portion and a lower portion of the air
cleaner.
[0202] In addition, embodiments disclosed herein pro-
vide an air cleaner capable of discharging air which is
discharged from the air cleaner in various directions and
sending the discharged air a long distance. In particular,
embodiments disclosed herein provide an air cleaner
which is capable of easily discharging air toward a sur-
rounding space of a person in a room whether the person
in the room in sitting down or standing up by generating
a discharge air flow in an upward direction, a frontward
direction, and lateral directions of the air cleaner.
[0203] Further, embodiments disclosed herein provide
an air cleaner capable of guiding air which is discharged
from the air cleaner to an outside of the air cleaner and
preventing the discharged air from being reintroduced to
the air cleaner. Furthermore, embodiments disclosed
herein provide an air cleaner a blowing capacity of which
may be increased. Also, embodiments disclosed herein
provide an air cleaner in which an air guide is provided
which allows air passing through a centrifugal fan to flow
toward a outlet in an upward direction in a case of adopt-
ing a centrifugal fan in order to increase a blowing ca-
pacity.
[0204] Embodiments disclosed herein provide an air
cleaner that improves a purification capacity of a filter
and in which replacement of the filter may be easily per-
formed. Embodiments disclosed herein provide an air
cleaner in which a filter may be easily installed without
an installation space to install the filter in an inside portion
of an air cleaner being additionally provided.
[0205] An air cleaner according to embodiments dis-
closed herein may include a cylindrical case and a suction
inlet formed along an outer circumferential surface of the
case. The air cleaner may include a plurality of blowing
devices that generates air flow.
[0206] The plurality of blowing devices may include a
first blowing device and a second blowing device, which
may be vertically arranged, and a dividing device or di-
vider may be provided between the first blowing device
and the second blowing device, which blocks air flow
through the first blowing device and the second blowing
device from each other. The dividing device may include
a leg capable of ensuring a discharge space of the first
blowing device and a blocking wall to the leg.
[0207] The plurality of blowing devices may include a
filter member or filter which may be separably and slid-
ably coupled to and supported on a filter frame to be slid
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and may be converted into a coupled state by an oper-
ation of a handle. The filter member may have a cylindri-
cal shape.
[0208] The plurality of blowing devices may include a
turbo fan that generates air flow. The plurality of blowing
devices may include an air guide device or guide that
guides air passing through the turbo fan to a discharge
outlet. The air guide device may include a plurality of
guide ribs which may be arranged in a circumferential
direction of the air guide device and guide the air passing
through the turbo fan to flow in an axial direction. A pro-
jecting portion or projector may be included on a surface
of the guide rib.
[0209] A PCB assembly may be provided in a divided
space between the first blowing device and the second
blowing device or an internal space of a base that sup-
ports the plurality of blowing devices.
[0210] A flow adjusting device may be included, which
may be installed or provided on or at a side of the plurality
of blowing devices and convert at least a portion of air
flow in the air passing through the plurality of blowing
device. The flow adjusting device may include an axial
flow fan that suctions air in an axial direction and then
discharges air in the axial direction. The flow adjusting
device may include a rotation guide device or guide that
rotates the axial flow fan in a vertical direction or in a
lateral direction.
[0211] The rotation guiding device may include a first
gear assembly that rotates the axial flow fan in the lateral
direction. The rotation guiding device may include a sec-
ond gear assembly that rotates the axial flow fan in the
vertical direction.
[0212] In a general operation mode of the air cleaner,
the flow adjusting device may move to a first position,
and in the first position, the axial flow fan may be oriented
in a laid out state, that is, a state in which an axial direction
of the axial flow fan is a vertical direction. In a flow con-
version mode of the air cleaner, the flow adjusting device
may move to a second position, and in the second posi-
tion, the axial flow fan may be in an erected state, that
is, in a state in which an axial direction of the axial flow
fan is inclined in a frontward direction.
[0213] According to embodiments disclosed herein, a
suction capacity may be improved as a suction portion
may be formed along an outer circumferential surface of
a cylindrical case and a structural resistance of the case
may not be generated in an air suction process. In par-
ticular, a plurality of apertures may be included on the
suction portion and a suction flow path which is directed
to an inside portion of the air cleaner may be formed in
360 degree directions relative to the air cleaner, as a
plurality of apertures may be formed evenly over an entire
outer circumferential surface of the case. Finally, a suc-
tion area of air may be increased and air around a person
in a room may be sufficiently suctioned where the person
in the room in sitting down or standing up.
[0214] The suction portion may include a first suction
portion or inlet which may be provided in a first case, a

third suction portion or inlet which may be provided in a
second case, and a second suction portion or inlet which
may be provided in a base side, and thus, may be pro-
vided in the axial direction from a lower portion to an
upper portion of the case. Accordingly, a suction capacity
of the indoor space may be increased, as air at a lower
portion of an indoor space and air of the indoor space at
a relatively high position relative to the air cleaner may
be suctioned into the air cleaner.
[0215] In addition, discharge of air in an upward direc-
tion may be guided through the second blowing device
and discharge of air in a frontward direction may be guid-
ed by the flow adjusting device which may be provided
on or at an upper side of the second blowing device.
Discharge of air in a lateral direction may be guided, in
a process of rotating of the flow adjusting device. Finally,
an air cleaning function of the indoor space may be im-
proved as discharge of air in various directions may be
guided relative to the air cleaner and a discharge air flow
may be formed to extend a long distance from the air
cleaner. A discharge air flow may be easily generated
toward a circumferential space of a person in a room
whether the person in the room is sitting down or standing
up.
[0216] In addition, air which is discharged through the
first blowing device may be prevented from being intro-
duced to the second blowing device again, as a blocking
wall that extends in a transverse direction or a radial di-
rection may be provided in the dividing device to perform
division between the first blowing device and the second
blowing device. The air which is discharged through the
first blowing device may be guided to the outside of the
air cleaner, by the blocking wall.
[0217] A blowing capacity of the air cleaner may be
improved as the plurality of blowing devices may be pro-
vided. Further, the air which may flow in the radial direc-
tion through the centrifugal fan may be easily guided to-
ward a discharge portion in the upward direction, as the
centrifugal fan that increases a blowing capacity of the
air cleaner and the air guide device which may be dis-
posed on or at an outlet side of the centrifugal fan may
be provided.
[0218] A phenomena that interference with each other
between air flows may be prevented as air flows which
are independent from each other may be generated by
the first blowing device and the second blowing device.
Accordingly, an air flowing capacity may be improved.
[0219] The suction area may be increased as air may
be introduced to the inside portion of the filter member
from all directions outside of the filter by the filter being
provided in a cylindrical shape. Accordingly, an air clean-
ing capacity of the filter may be improved.
[0220] Assembly or disassembly of the filter may be
easily performed as the filter may be slid toward or away
from the filter frame in the radial direction.
[0221] A blowing amount may be increased as the tur-
bo fan which suctions air in the axial direction and then
discharges the air in the radial direction may be included
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in the blowing fan. Flow loss may be reduced and noise
may be reduced, as the air guide in which the guide rib
is included may be provided in or at an outlet side of the
turbo fan. Vortex generation may be reduced and air flow
toward the discharge portion may be smoothly per-
formed, as the projecting portion may be provided in the
guide rib.
[0222] Space utilization may be improved as a PCB
assembly may be provided in a divided space between
the first blowing device and the second blowing device
or in an internal space of a base which supports the blow-
ing device. Air which is discharged from the air cleaner
may be discharged a long distance, as air may be dis-
charged toward the front side by the flow adjusting device
which converts the air flow being provided on one side
of the blowing device.
[0223] The operation of the flow adjusting device may
be smoothly performed, as movement of the flow adjust-
ing device may be guided by the first gear assembly and
the second gear assembly. In addition, a user may intu-
itively confirm a current operation mode of the air cleaner,
even if the user does not confirm a display device of the
air cleaner, as a position of the flow adjusting device may
be changed according to the operation mode of the air
cleaner.
[0224] Any reference in this specification to "one em-
bodiment," "an embodiment," "example embodiment,"
etc., means that a particular feature, structure, or char-
acteristic described in connection with the embodiment
is included in at least one embodiment. The appearances
of such phrases in various places in the specification are
not necessarily all referring to the same embodiment.
Further, when a particular feature, structure, or charac-
teristic is described in connection with any embodiment,
it is submitted that it is within the purview of one skilled
in the art to effect such feature, structure, or characteristic
in connection with other ones of the embodiments.
[0225] Although embodiments have been described
with reference to a number of illustrative embodiments
thereof, it should be understood that numerous other
modifications and embodiments can be devised by those
skilled in the art that will fall within the scope of the in-
vention as defined by the appended claims. More partic-
ularly, various variations and modifications are possible
in the component parts and/or arrangements of the sub-
ject combination arrangement within the scope of the in-
vention defined by the appended claims. In addition to
variations and modifications in the component parts
and/or arrangements, alternative uses will also be ap-
parent to those skilled in the art.

Claims

1. An air cleaner (10), comprising:

at least one air cleaning module (100, 200) in-
cluding a fan (160, 260), a filter (120, 220), and

an inlet (102, 202) through which air is suctioned
into the filter;
an air flow controller (300) configured to be mov-
ably disposed on the at least one air cleaning
module (100, 200) and including an air flow con-
trol fan (330) to control a flow of the air dis-
charged from the at least one air cleaning mod-
ule, wherein the air flow controller (300) is mov-
able from a first position in which where the air
is discharged in an upward direction to a second
position in which the air is discharged in a diag-
onally upward direction,
characterized in that the at least one air clean-
ing module (100, 200) includes first and second
air cleaning modules (100, 200), each of the first
and second air cleaning modules being config-
ured to generate an independent air flow and
being stacked in a vertical direction,
wherein the first air cleaning module (100) in-
cludes a first outlet (105) formed at an upper
portion thereof, wherein air discharged through
the first outlet (105) flows to the upper side in
the axial direction,
wherein the air flow controller (300) is disposed
on the second air cleaning module (200), and
an air flow generated in the second air cleaning
module (200) is introduced into the air flow con-
troller (300), an air flow path of the air flow con-
troller (300) communicating with an air flow path
of the second cleaning module (200), and
wherein a second outlet (305) is provided at an
upper end of the air flow controller (300), and
the air passing through the second air cleaning
module (200) is discharged through the second
outlet (305) to the outside via the air flow path
of the air flow controller (300).

2. The air cleaner of claim 1, wherein the first position
is a position in which a top of the air flow controller
(300) extends substantially parallel to a top of the at
least one air cleaning module (100, 200) in height.

3. The air cleaner of claim 1, or 2, wherein the second
position is a position at which a top of the air flow
controller (300) is at an angle with respect to a top
of the at least one air cleaning module (100, 200).

4. The air cleaner of claim 1, 2, or 3, wherein the air
flow controller (300) performs a first rotation in lateral
directions at the first position or the second position.

5. The air cleaner of claim 4, wherein the first rotation
includes a rotation in a clockwise direction or a coun-
ter clockwise direction with respect to an axial direc-
tion.

6. The air cleaner of claim 4, or 5, wherein the air flow
controller (300) is movable from the first position to
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the second position, or from the second position to
the first position, by a second rotation in the upward
direction or a downward direction.

7. The air cleaner of claim 4, 5, or 6, wherein the air
flow controller (300) includes a first guide to guide
the first rotation.

8. The air cleaner of claim 7, wherein the first guide
includes:

a first gear (360) including a first gear shaft (362);
and
a first gear motor (363) coupled with the first
gear shaft (362).

9. The air cleaner of claim 8, further including an air
guide (270) coupled with a bottom of the air flow con-
troller (300), the air guide (270) including a first rack
(276) interlocked with the first gear (360).

10. The air cleaner of claim 9, wherein the air flow con-
troller (300) includes a second guide to guide the
second rotation.

11. The air cleaner of claim 10, wherein the second guide
includes a fixed guide (352) having a second gear
(365) and a second gear motor (367) coupled with
the second gear.

12. The air cleaner of claim 11, wherein the air flow con-
troller (300) further includes a rotational guide (370)
having a second rack (374) that interlocks with the
second gear (365).

Patentansprüche

1. Luftreiniger (10), mit:

mindestens einem Luftreinigungsmodul (100,
200), das ein Gebläse (160, 260), einen Filter
(120, 220) und einen Einlass (102, 202) auf-
weist, durch den Luft in den Filter gesaugt wird;
einer Luftströmungssteuereinrichtung (300), die
konfiguriert ist, an dem mindestens einen Luft-
reinigungsmodul (100, 200) beweglich angeord-
net zu sein und ein Luftstromsteuergebläse
(330) aufweist, um einen aus dem mindestens
einen Luftreinigungsmodul ausgestoßenen
Strom der Luft zu steuern, wobei die Luftströ-
mungssteuereinrichtung (300) von einer ersten
Position, in der die Luft in eine Richtung nach
oben ausgestoßen wird, zu einer zweiten Posi-
tion beweglich ist, in der die Luft in einer Rich-
tung diagonal nach oben ausgestoßen wird,
dadurch gekennzeichnet, dass das mindes-
tens eine Luftreinigungsmodul (100, 200) ein

erstes und ein zweites Luftreinigungsmodul
(100, 200) aufweist, wobei jedes des ersten und
zweiten Luftreinigungsmoduls konfiguriert ist,
einen unabhängigen Luftstrom zu erzeugen,
und in einer vertikalen Richtung gestapelt ist,
wobei das erste Luftreinigungsmodul (100) ei-
nen ersten Auslass (105) aufweist, der an einem
oberen Abschnitt davon ausgebildet ist, wobei
durch den ersten Auslass (105) ausgestoßene
Luft in der axialen Richtung zu Oberseite strömt,
wobei die Luftströmungssteuereinrichtung
(300) am zweiten Luftreinigungsmodul (200) an-
geordnet ist, und ein im zweiten Luftreinigungs-
modul (200) erzeugter Luftstrom in die Luftströ-
mungssteuereinrichtung (300) eingeleitet wird,
wobei ein Luftströmungsweg der Luftströ-
mungssteuereinrichtung (300) mit einem Luft-
strömungsweg des zweiten Reinigungsmodul
(200) in Verbindung steht, und
wobei ein zweiter Auslass (305) an einem obe-
ren Ende der Luftströmungssteuereinrichtung
(300) vorgesehen ist, und die durch das zweite
Luftreinigungsmodul (200) strömende Luft
durch den zweiten Auslass (305) über den Luft-
strömungsweg der Luftströmungssteuereinrich-
tung (300) nach außen ausgestoßen ist.

2. Luftreiniger nach Anspruch 1, wobei die erste Posi-
tion eine Position ist, in der sich eine Oberseite der
Luftströmungssteuereinrichtung (300) in ihrer Höhe
im Wesentlichen parallel zu einer Oberseite des min-
destens einen Luftreinigungsmoduls (100, 200) er-
streckt.

3. Luftreiniger nach Anspruch 1 oder 2, wobei die zwei-
te Position eine Position ist, an der eine Oberseite
der Luftströmungssteuereinrichtung (300) unter ei-
nem Winkel bezüglich einer Oberseite des mindes-
tens einen Luftreinigungsmoduls (100, 200) ange-
ordnet ist.

4. Luftreiniger nach Anspruch 1, 2 oder 3, wobei die
Luftströmungssteuereinrichtung (300) an der ersten
Position oder der zweiten Position eine erste Dre-
hung in laterale Richtungen ausführt.

5. Luftreiniger nach Anspruch 4, wobei die erste Dre-
hung bezüglich einer axialen Richtung eine Drehung
in einer Richtung im Uhrzeigersinn oder einer Rich-
tung gegen den Uhrzeigersinn aufweist.

6. Luftreiniger nach Anspruch 4, oder 5, wobei die Luft-
strömungssteuereinrichtung (300) durch eine zweite
Drehung in der Richtung nach oben oder einer Rich-
tung nach unten von der ersten Position zur zweiten
Position oder von der zweiten Position zur ersten
Position beweglich ist.
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7. Luftreiniger nach Anspruch 4, 5 oder 6, wobei die
Luftströmungssteuereinrichtung (300) eine erste
Führung aufweist, um die erste Drehung zu führen.

8. Luftreiniger nach Anspruch 7, wobei die erste Füh-
rung aufweist:

ein erstes Zahnrad (360), das eine erste Zahn-
radwelle (362) aufweist; und
einen ersten Getriebemotor (363), der mit der
ersten Zahnradwelle (362) gekoppelt ist.

9. Luftreiniger nach Anspruch 8, der ferner eine Luft-
führung (270) aufweist, die mit einer Unterseite der
Luftströmungssteuereinrichtung (300) gekoppelt ist,
wobei die Luftführung (270) eine erste Zahnstange
(276) aufweist, die mit dem ersten Zahnrad (360)
ineinandergreift.

10. Luftreiniger nach Anspruch 9, wobei die Luftströ-
mungssteuereinrichtung (300) eine zweite Führung
aufweist, um die zweite Drehung zu führen.

11. Luftreiniger nach Anspruch 10, wobei die zweite
Führung eine feste Führung (352) mit einem zweiten
Zahnrad (365) und einem zweiten Getriebemotor
(367) aufweist, der mit dem zweiten Zahnrad gekop-
pelt ist.

12. Luftreiniger nach Anspruch 11, wobei die Luftströ-
mungssteuereinrichtung (300) ferner eine Drehfüh-
rung (370) mit einer zweiten Zahnstange (374) auf-
weist, die mit dem zweiten Zahnrad (365) ineinan-
dergreift.

Revendications

1. Purificateur d’air (10), comprenant :

au moins un module purificateur d’air (100, 200)
comprenant un ventilateur (160, 260), un filtre
(120, 220) et une entrée (102, 202) par laquelle
de l’air est aspiré dans le filtre ;
un contrôleur de débit d’air (300) prévu pour être
disposé de manière mobile sur ledit au moins
un module purificateur d’air (100, 200) et com-
prenant un ventilateur de commande de débit
d’air (330) destiné à réguler un flux d’air refoulé
dudit au moins un module purificateur d’air, le
contrôleur de débit d’air (300) étant déplaçable
d’une première position où l’air est refoulé vers
le haut, vers une deuxième position où l’air est
refoulé diagonalement vers le haut,
caractérisé en ce que ledit au moins un module
purificateur d’air (100, 200) comprend un pre-
mier et un deuxième modules purificateurs d’air
(100, 200), le premier et le deuxième modules

purificateurs d’air étant prévus pour générer
chacun un flux d’air indépendant et être empilés
dans la direction verticale,
le premier module purificateur d’air (100) com-
prenant une première sortie (105) formée dans
une partie supérieure de celui-ci, l’air refoulé par
la première sortie (105) s’écoulant vers le haut
dans la direction axiale,
le contrôleur de débit d’air (300) étant disposé
sur le deuxième module purificateur d’air (200),
et un flux d’air généré dans le deuxième module
purificateur d’air (200) étant introduit dans le
contrôleur de débit d’air (300), un trajet de flux
d’air du contrôleur de débit d’air (300) commu-
niquant avec un trajet de flux d’air du deuxième
module purificateur d’air (200), et une deuxième
sortie (305) étant prévue à une extrémité supé-
rieure du contrôleur de débit d’air (300), et l’air
traversant le deuxième module purificateur d’air
(200) étant évacué vers l’extérieur par la deuxiè-
me sortie (305) via le trajet de flux d’air du con-
trôleur de débit d’air (300).

2. Purificateur d’air selon la revendication 1, où la pre-
mière position est une position où le sommet du con-
trôleur de débit d’air (300) s’étend en hauteur sen-
siblement parallèlement au sommet dudit au moins
un module purificateur d’air (100, 200).

3. Purificateur d’air selon la revendication 1 ou la re-
vendication 2, où la deuxième position est une po-
sition où le sommet du contrôleur de débit d’air (300)
est disposé suivant un angle par rapport au sommet
dudit au moins un module purificateur d’air (100,
200).

4. Purificateur d’air selon la revendication 1, la reven-
dication 2 ou la revendication 3, où le contrôleur de
débit d’air (300) effectue une première rotation dans
des directions latérales sur la première position ou
la deuxième position.

5. Purificateur d’air selon la revendication 4, où la pre-
mière rotation comprend une rotation dans le sens
des aiguilles d’une montre ou le sens inverse des
aiguilles d’une montre par rapport à une direction
axiale.

6. Purificateur d’air selon la revendication 4 ou la re-
vendication 5, où le contrôleur de débit d’air (300)
est déplaçable de la première position vers la deuxiè-
me position, ou de la deuxième position vers la pre-
mière position, par une deuxième rotation vers le
haut ou vers le bas.

7. Purificateur d’air selon la revendication 4, la reven-
dication 5 ou la revendication 6, où le contrôleur de
débit d’air (300) comprend un premier guidage pour
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guider la première rotation.

8. Purificateur d’air selon la revendication 7, où le pre-
mier guide comprend :

un premier engrenage (360) comprenant un pre-
mier arbre d’engrenage (362) ; et
un premier motoréducteur (363) raccordé au
premier arbre d’engrenage (362).

9. Purificateur d’air selon la revendication 8, compre-
nant en outre un guidage d’air (270) raccordé au
fond du contrôleur de débit d’air (300), ledit guidage
d’air (270) comprenant une première crémaillère
(276) engrenée avec le premier engrenage (360).

10. Purificateur d’air selon la revendication 9, où le con-
trôleur de débit d’air (300) comprend un deuxième
guidage pour guider la deuxième rotation.

11. Purificateur d’air selon la revendication 10, où le
deuxième guidage comprend un guidage fixe (352)
présentant un deuxième engrenage (365) et un
deuxième motoréducteur (367) raccordé au deuxiè-
me engrenage.

12. Purificateur d’air selon la revendication 11, où le con-
trôleur de débit d’air (300) comprend en outre un
guidage rotatif (370) présentant une deuxième cré-
maillère (374) engrenée avec le deuxième engrena-
ge (365).
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