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(54) A COLLAPSIBLE INCUBATOR

(57) A collapsible incubator for an infant, the collaps-
ible incubator comprising: a flexible housing for contain-
ing the infant, the flexible housing being configurable be-
tween an expanded condition and a collapsed condition;
a door within the flexible housing for infant access; a first
end portion secured to a first end of the flexible housing;
a second end portion secured to a second end of the
flexible housing, said second end portion being config-

ured to be substantially opposite said first end portion;
and, at least one fastening means configured to releas-
ably secure the first end portion to the second end portion
when in the collapsed condition, whereby the first end
portion and the second end portion are configured, in
use, to support the flexible housing in the expanded con-
dition, and to substantially contain the flexible housing
therebetween in the collapsed condition.
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Description

[0001] This invention pertains generally to the field of
collapsible incubators, and in particular collapsible incu-
bators for neonatal use.
[0002] An incubator is an apparatus that is typically
used to maintain various environmental conditions suit-
able for a neonate or newborn baby, and in particular
those infants that are born prematurely or those that need
additional support to survive. These infants battle to reg-
ulate their own body temperature and do not have suffi-
cient fat stores on their body to stay warm.
[0003] However, whilst these neonatal incubators are
readily available in hospitals throughout most of the
Western world, they are cumbersome to transport for use
in the field, and are an extremely expensive apparatus,
making them unfeasible for use in developing countries.
[0004] There are various forms of incubation that an
incubator may be required to perform to help support an
infant to develop and grow in a safe environment for the
best chance of survival. An incubator, in its most basic
form, comprises a shell into which an infant can be
placed, that protects the infant from their surrounding en-
vironment This shell shields them from extremes of tem-
perature, draughts and other environmental conditions,
whilst minimising infection by limiting their exposure to
germs, bacteria and infectious diseases. The shell pre-
vents the ingress of dirt and other detritus that may affect
their respiratory airways, whilst also preventing over-
handling by carers and other personnel.
[0005] There are numerous additional functions that
can be added to a basic incubator module to provide
additional support to the infant contained therein. The
infant may be supplemented with oxygen through an ox-
ygen supply means or mechanical ventilation means.
The apparatus might include measuring means for vari-
ous vital signs such as heart beat, breathing rate, tem-
perature and blood pressure and other measurable bod-
ily functions such as brain activity, blood oxygen levels
and cardiac performance. The incubator may include
means to provide an effective climate control within the
shell to keep the infant at the required temperature. The
incubator may also be supplied with nutritional support
means through an intravenous catheter or suchlike, to
help with administering medications and to help the infant
to remain hydrated.
[0006] Neonatal transport incubators provide a similar
infant support apparatus when away from a hospital-type
environment. They typically provide very similar function-
ality, just in a transportable form. For an example, a trans-
port incubator might include a miniature ventilator, car-
dio-respiratory monitor, intravenous therapy pump, pulse
oximeter and an oxygen supply means, or any combina-
tion of these.
[0007] However, whilst these transport incubators
would be extremely sought after within the developing
world and in disaster relief situations throughout the
world, they are an extremely expensive item and the cost

renders them unavailable in such areas. Access to incu-
bators is limited by both cost and distance, and millions
of premature and sick infants die each year through
deaths that may have been prevented had they have had
sufficient care. The apparatus that is currently available
within these areas is not cheap enough, nor is it suffi-
ciently portable.
[0008] The prior art shows a number of devices which
attempt to address the needs in various ways.
[0009] GB 2,450,392 (Drager Medical AG) discloses
an incubator with an inflatable and collapsible hood. The
heat therapy apparatus comprises a bed area with an
inflatable hood for covering the bed area, whereby the
inflatable hood is provided with a plurality of inflatable,
tubular support elements with interposed plastic sheets.
The plastic sheet may be double-walled to provide insu-
lation to the space contained within. The intention is to
provide the structural features of an open care infant bed
with the benefits of a closed incubator, by providing an
inflatable hood to fit over a typically infant care bed. Whilst
this document discloses an inflatable shell, which is
therefore collapsible, the bed portion is not designed for
this purpose. The resulting incubator is therefore not de-
signed for portable use.
[0010] CN 201,591,700 (Lifang) discloses an inflatable
bed for a premature infant. This inflatable bed is designed
to create an artificial uterine cavity, provided with an in-
flatable cushion. This device is intended for use within
existing incubators, and therefore is not a portable alter-
native to the incubator itself.
[0011] US 3,818,896 (Medical Concepts Inc) discloses
an inflatable housing to enclose a volume of atmosphere
for use as an incubator or oxygen tent. This inflatable
housing is intended to replace the rigid framework or
housing of incubators to allow for ease of storage within
a hospital environment.
[0012] Preferred embodiments of the present invention
aim to provide a cost-effective basic means of incubating
an infant that can be convenient and easy to store and
transport. The present invention also aims to provide a
modular arrangement whereby a basic incubator can be
supplemented with additional functionality according to
the needs and requirements of an infant, an environment
or a particular situation.
[0013] According to one aspect of the present inven-
tion, there is provided a collapsible incubator for an infant,
the collapsible incubator comprising:

a flexible housing for containing the infant, the flex-
ible housing being configurable between an expand-
ed condition and a collapsed condition;

- a door within the flexible housing for infant ac-
cess;

- a first end portion secured to a first end of the
flexible housing;

a second end portion secured to a second end of the
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flexible housing, said second end portion being con-
figured to be substantially opposite said first end por-
tion; and,

- at least one fastening means configured to re-
leasably secure the first end portion to the sec-
ond end portion when in the collapsed condition,

whereby the first end portion and the second end portion
are configured, in use, to support the flexible housing in
the expanded condition, and to substantially contain the
flexible housing therebetween in the collapsed condition.
[0014] Preferably, the flexible housing incorporates at
least one inflatable portion.
[0015] Preferably, the inflatable portion comprises a
double-walled construction with an air space therebe-
tween, said air space being fluidly connected to at least
one air inlet.
[0016] The inflatable portion may comprise at least one
inflatable rib configured to support the flexible housing in
an expanded condition.
[0017] Preferably, the inflatable portion is substantially
throughout the flexible housing.
[0018] The at least one air inlet may incorporate an air
flow control means.
[0019] The air flow control means may comprise a
valve.
[0020] Alternatively, or additionally, the air flow control
means may comprise a manual air pump.
[0021] As a further alternative, the air flow control
means may comprise an electric pump.
[0022] Yet a further alternative, the air flow control
means may comprise a gas canister.
[0023] Preferably, the flexible housing incorporates at
least one access port for gaining access to the inside of
the flexible housing.
[0024] The first end portion may incorporate a mount-
ing means for releasably securing a first end module to
the first end portion.
[0025] The second end portion may incorporate a sec-
ond mounting means for releasably securing a second
end module to the second end portion.
[0026] The mounting means and/or second mounting
means may comprise at least one mechanical fastener.
[0027] The first end module and second end module
may be interchangeable.
[0028] Preferably, the first end module comprises a
heating means.
[0029] Preferably, the heating means is fluidly con-
nected to the inside of the flexible housing through the
at least one access port within the first end portion.
[0030] The flexible housing may incorporate an air dis-
tribution means comprising at least one channel and a
plurality of holes within said at least one channel.
[0031] Preferably, the second end module comprises
a cooling means and/or a humidification means.
[0032] The second end module may incorporate a stor-
age means.

[0033] The collapsible incubator may comprise at least
one power means.
[0034] The power means may comprise any one or
more of the following: mains power, battery power, solar
power.
[0035] The first end module and/or second end module
may comprise a control means operatively connected to
the power means for controlling the heating means
and/or cooling means and/or humidification means.
[0036] The collapsible incubator may comprise at least
one sensing means operatively connected to the power
means, the at least one sensing means comprising any
one or more of the following: heart rate monitor, pulse
monitor, infant thermometer, environmental thermome-
ter, thermocouple, motion, blood oxygen level monitor,
environmental oxygen level monitor, infant weight, brain
activity, a thermostat, moisture level monitor, air quality
monitor.
[0037] Preferably, the at least one sensor is operatively
connected to at least one alert means.
[0038] The alert means may be an alarm.
[0039] The first end portion and/or the second end por-
tion may incorporate a handle.
[0040] Alternatively, the first end module and/or the
second end module may incorporate a handle.
[0041] The flexible housing comprises at least one
transparent portion.
[0042] The door may be transparent.
[0043] The door may incorporate a sealing means.
[0044] Preferably, the fastening means comprises a
zip.
[0045] Alternatively, the fastening means may com-
prise any one or more of the following: a mechanical clip,
a hook and loop fastener, a strap, a plurality of poppers,
a plurality of poppers, an elasticated band or strap
[0046] The flexible housing may incorporate at least
one porthole.
[0047] The collapsible incubator may incorporate at
least one light-emitting means configured to emit light
inside the flexible housing.
[0048] Preferably, the flexible housing incorporates
means to support the at least one light-emitting means.
[0049] The at least one light emitting means may com-
prise an ultraviolet light source.
[0050] The light emitting means may comprise a pho-
totherapy unit.
[0051] Alternatively, the light emitting means may com-
prise an array of light emitting diodes mounted to a flex-
ible strip.
[0052] The collapsible incubator may incorporate a wa-
ter fill port.
[0053] The flexible housing may be provided with at
least one telescopic rod, configured to support the flexible
housing in an expanded condition, the telescopic rod be-
ing supported between the first end portion and the sec-
ond end portion.
[0054] The flexible housing may incorporate an oxygen
valve.
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[0055] The flexible housing may comprises a polymer
sheet.
[0056] Preferably, in use and in an expanded condition,
the first end portion and the second end portion are sub-
stantially vertical.
[0057] Alternatively, in use and in an expanded condi-
tion, the first end portion and the second end portion are
substantially horizontal.
[0058] For a better understanding of the invention and
to show how embodiments of the same may be carried
into effect, reference will now be made, by way of exam-
ple, to the accompanying diagrammatic drawings, in
which:

Figure 1 shows one embodiment of collapsible incu-
bator in side view, in an expanded and collapsed
condition;

Figure 2A shows the collapsible incubator of Figure
1 in expanded and collapsed condition, showing one
embodiment of first end module prior to mounting to
a first end portion;

Figure 2B shows the collapsible incubator of Figure
2A in an expanded and collapsed condition, showing
the first end module mounted to the first end portion.

Figure 3 shows the collapsible incubator of Figure
2B in an expanded and collapsed condition, showing
a second end module mounted to a second end por-
tion;

Figure 4 shows the collapsible incubator of Figure 1
in an expanded condition, showing one embodiment
of light emitting means supported within the flexible
housing;

Figure 5 shows the collapsible incubator of Figure 1
of Figure 1 in an expanded and collapsed condition,
showing one embodiment of handles within the first
end portion and the second end portion;

Figures 6A and 6B show the collapsible incubator in
an expanded and collapsed condition, with a com-
bination of first and second end modules, showing
different possible configurations of handles within
the first and second end portions and/or first and
second end modules;

Figure 7 shows the collapsible incubator of Figure
1, showing one embodiment of air distribution means
incorporating a plurality of holes;

Figure 8 shows the collapsible incubator of Figure
1, showing one embodiment of fastening means
comprising a zip.

Figure 9 shows the collapsible incubator of Figure

1, showing one embodiment of flexible housing sup-
port means;

Figure 10 shows a further embodiment of collapsible
incubator, shown in an expanded and collapsed con-
dition, the first end portion and second end portion
being configured, in use, to be substantially horizon-
tal, and also showing a carrying case;

Figure 11 shows a detailed plan view of the collaps-
ible incubator of Figure 6B shown in an expanded
condition;

Figure 12 shows the collapsible incubator of Figure
11 in end view;

Figure 13 shows the collapsible incubator of Figure
11 in front view; and,

Figure 14 shows the collapsible incubator of Figure
11 in isometric view when in a collapsed condition.

[0059] In the figures like references denote like or cor-
responding parts.
[0060] As shown in Figure 1, the collapsible incubator
1 comprises a flexible housing 2. This flexible housing 2
is configured to form an enclosure in which an infant 4
that requires incubation of some form can be placed. The
flexible housing 2 incorporates a flexible door 3, that al-
lows for the infant 4 to be placed inside and removed
from the flexible housing 2, whilst also allowing a user to
access the inside of the flexible housing 2 for other pur-
poses. The flexible housing 2 may comprise a tubular or
cylindrical form, or may comprise a rectangular or oblong
form. The flexible housing 2 may also comprise any other
suitable shape where the interior of the flexible housing
2 creates a suitable size of enclosure for incubating an
infant 4.
[0061] The flexible housing 2 may comprise a single
layer of sheet polymer material that is stretched when in
an expanded configuration, or when in use as an incu-
bator, and is crumpled when in a collapsed configuration
or when stored. The flexible housing 2 may incorporate
a number of ribs or structural elements that enable it to
maintain a sufficient enclosure when in an expanded con-
figuration, not shown. The flexible housing may alterna-
tively comprise a double-walled construction 9, whereby
the double walls 9 leave an air space 10 therebetween.
This air space 10 acts as an insulator, helping to maintain
a certain temperature within the inside of the flexible
housing 2, whilst also providing some structure or rigidity
to the flexible housing 2 when in an expanded condition.
This double wall arrangement 9 with air space 10 there-
between effectively creates a flexible housing 2 that is
an inflatable. The double walls 9 may be throughout the
flexible housing 2, or may be in portions of the flexible
housing 2. The flexible housing 2 may be double walled
9 in entirety, or the inflatable portions may form structural
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ribs or portions within the flexible housing 2.
[0062] The air space 10 is fluidly connected to an air
inlet 11 through which air can be supplied to help to ex-
pand the collapsible incubator 1 from a collapsed condi-
tion to an expanded condition for use. This air could be
blown into the air inlet 11 by the mouth of the user, or
alternative means of supplying this air may be included.
Such air supplying means may include but is not limited
to gas canisters, manual pumps, and electric pumps. The
air inlet 11 may incorporate a valve means to prevent air
from escaping from the air space 10 during the filling
process and whilst in use. The air inlet 11 may simply
comprise a stopper to prevent any air from escaping
when in use in an expanded condition.
[0063] The flexible housing 2 incorporates at least one
transparent portion that allows the user to view the infant
4 contained within the flexible housing 2 from outside the
flexible housing 2. The door 3 may be transparent. Or
the flexible housing 2 may incorporate at least one view-
ing window. The flexible housing 2 may be transparent
in entirety. This allows the user to make visual observa-
tions of the infant 4 such as checking skin colour, breath-
ing, and movement, the location of any sensors, feeding
tubes or medicinal tubes.
[0064] The flexible housing 2 incorporates a pair of end
portions 5 and 6, or a first end portion 5 and a second
end portion 6. These end portions 5 and 6 are located
substantially opposite each other, such that when they
are spread apart, they help to open up the flexible housing
2, and provide the flexible housing 2 with some strength
and structure when in an expanded form. The first end
portion 5 and the second end portion 6 may be substan-
tially the same size, and may comprise planar portions,
of rigid polymer, or otherwise, and be configured to be
at opposite ends of the flexible housing 2. The first end
portion 5 and the second end portion 6 are configured
such that in a collapsed condition the can contain the
flexible housing 2 when in a collapsed form. These end
portions 5 and 6 may comprise shallow shells into which
the collapsed flexible housing 2 can be folded or com-
pressed.
[0065] The end portions 5 and 6 may not be substan-
tially opposite each other in all embodiments, but are
configured such that be bringing the first end portion 5
into contact with the second end portion 6 the flexible
housing 2 is collapsed therebetween.
[0066] The first end portion 5 and/or the second end
portion 6 may incorporate one or more access points 8.
These access points 8 may also be formed within the
flexible housing 2. The access points within the end por-
tions 5 and 6 and the access points within the flexible
housing 2 may correspond with each other to allow entry
through either the first end portion 5 or the second end
portion 6, and through the flexible housing 2, to the inte-
rior of the flexible housing 2.
[0067] Where the flexible housing 2 comprises a dou-
ble wall arrangement 9, the access port 8 would be suit-
able sealed by welding or otherwise, so as not to allow

air from the air space 10 to escape through this access
port 8. These access ports 8 allow for the entry of cables,
sensors, wires, heated air, cooled air, moisture and other
components and elements that support the incubation
process of the infant 4 being incubated within the flexible
housing 2.
[0068] The first end portion 5 is provided with a fasten-
ing means 7 and the second end portion 6 is providing
with a corresponding fastening means 7 that allow the
first end portion 5 to be releasably secured to the second
end portion 6 when in a collapsed or stored condition.
This is to allow the collapsible incubator 1 to be easily
transported in a collapsed condition. It also means that
the flexible housing 2 which is likely to have been steri-
lised prior to use, is kept free from the ingress of dirt and
other detritus before the collapsible incubator 1 is ex-
panded for use. Figure 1 shows the collapsed condition,
beneath the expanded condition, where the flexible hous-
ing 2 cannot be seen as it is substantially contained within
or between the first end portion 5 and the second end
portion 6.
[0069] Figures 2A and 2B show the collapsible incu-
bator 1 of Figure 1 with one embodiment of a first end
module 12 releasably mounted by a mounting means 13
to the first end portion 5. This first end module 12 may
comprise any number of functions that are required by
the collapsible incubator 1 when incubating an infant 4.
This first end module 12 may be operatively connected
to the access port 8 to allow for the functions of the first
end module 12 to be conveyed to the infant 4 through
the access port 8.
[0070] The mounting means 13 for mounting the first
end module 12 to the first end portion 5 may comprise
any suitable mechanical mounting means such as clips
or clamps, or may alternatively comprise other suitable
mounting means 13 such as hook and loop fasteners.
The first end module 12 can be added to the collapsible
incubator 1 as and when required and specific for a cer-
tain use. This modular arrangement of end modules al-
lows for different combinations of end modules to be add-
ed to the basic collapsible incubator 1, according to re-
quirements or to meet various budget constraints.
[0071] The air inlet 11 is shown here with a pump 14,
to provide air either manually or electrically to the air
space 10 between walls 9. The pump 14 and air inlet 11
in a collapsed condition would fold within the boundaries
of the first end portion 5 and the second end portion 6 to
be substantially contained therebetween.
[0072] Figure 2A shows the first end module 12 de-
tached from the collapsible incubator 1, in both an ex-
panded and a collapsed condition. Figure 2B shows the
same collapsible incubator 1 with the first end module 12
attached to the first end portion 5, in both an expanded
and collapsed condition. Figure 3 shows a further end
portion, or second end portion 16, that is provided with
mounting means 13 for releasably mounting the second
end module 16 to the second end portion 6. In an alter-
native embodiment, the first end portion 5 is formed as
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part of the first end module 12 and the second end portion
6 is formed as part of the second end portion 6, and the
end modules 12 and 16 are therefore permanently part
of the flexible housing 2.
[0073] Figure 3 shows the collapsible incubator 1 with
first end module 12 and second end module 16 mounted
to either end portion 5 and 6, in both an expanded and
a collapsed condition.
[0074] Figure 4 shows one embodiment of support
means 18 for a light emitting means 17. The light emitting
means 17 is configured to provide light to the infant 4
contained within the flexible housing 2. This light may
comprise a plurality of light-emitting diodes, or may com-
prise one or more ultraviolet light sources, for therapeutic
and visibility purposes. The flexible housing 2 may incor-
porate one or more elements to support these light emit-
ting means 17 within the flexible housing 2.
[0075] Figure 5 shows one arrangement of handle
means 19 providing on the first end portion 5 and the
second end portion 6 and configured to help the user to
expand, collapse and carry the collapsible incubator 1.
Figure 6A shows the handles 19 when the first end mod-
ule 12 is attached, and Figure 6B shows the handles 19
when both end modules 12 and 16 are attached. The end
portions 5 and 6 may be provided with handles 19 even
if the end modules 12 and 16 are attached, although
these would be concealed in this case and not used.
Again Figures 6A and 6B show the various configurations
of handle in both a collapsed and an expanded condition.
[0076] Figure 7 shows one embodiment of internal air
distribution means 20 comprising at least one air channel
20 and a plurality of holes 21 to supply air from the air
channels to the interior cavity of the flexible body 2. The
air channel 20 may be in fluid communication with either
the first end portion 5 or the second end portion 6, and
therefore the first end module 12 or the second end mod-
ule 16. This is to enable air to be supplied directly to the
infant 4. Such air may have been heated or cooled, or
may have be supplemented in some way to help support
the life of the infant 4.
[0077] Figure 8 shows one embodiment of fastening
means 7 shown as a zip or zipper 22. This zip 22 incor-
porates one portion of teeth on the first end portion 5 and
the corresponding portion of teeth on the second end
portion 6, and a zip 22 to zip the first end portion 5 to the
second end portion 6, containing the flexible body 2 in a
collapsed condition therebetween. Alternative fastening
means may comprise hook and loop fasteners, poppers,
mechanical clips, straps or other fastening means 7 suit-
able for securing together the first end portion 5 to the
second end portion 6 and to containing the flexible hous-
ing 2 in between.
[0078] As shown in Figure 9, the flexible housing 2 may
be provided with additional means of support 23 that in
this embodiment comprise telescopic rods 23. These
rods stretch between the first end portion 5 and the sec-
ond end portion 6 and help to keep the flexible housing
2 in an open and expanded condition. These rods 23 are

telescopic so that they too can collapse to be contained
within the collapsible incubator 1 when in a collapsed
condition. The flexible door 3 may be joined to the flexible
body 2 by a hinge 25, or may form a removable piece. It
may incorporate sealing means about the periphery 24
to prevent the ingress of dirt, detritus and suchlike and
to help maintain a sterile incubated environment with the
flexible housing 2. The door 3 may be closed by a zip,
not shown.
[0079] Figure 10 shows a further embodiment of col-
lapsible incubator 1 where the first end portion 5 and the
second end portion 6 are shown in a vertical configura-
tion, where one is substantially above the other. This ar-
rangement of collapsible incubator 1 therefore expands
and collapses in along a vertical plane. The collapsible
incubator 1 may be contained within a carrying case 26
for transporting from place to place, and the carrying case
26 may form part of the first or second end modules 12
or 16.
[0080] Figure 11 shows the collapsible incubator 1 in
some detail and in plan view. The first end module 12 is
provided with at least one heating means 30 that may
comprise heated wires, ceramic heaters, or other form
of heat to warm the surrounding air. The heating means
30 or first end module 12 may be provided with a fan to
drive the heated air 15 through an access port 8 within
the first end portion 5 and the flexible body 2 and into the
interior of the flexible body 2. This heated air may also
be passed through the air distribution means 20 as afore-
mentioned. The first end module 12 may also incorporate
at least one control means 31 for controlling the collaps-
ible incubator 1, and its various functions. The control
means 31 may be operatively connected to any elements
that require controlling within the collapsible incubator 1.
[0081] The control means 31 may be operatively con-
nected to one or more sensors 32 for sensing various
vital signs of the infant 4. Such vital signs might include
but are not limited to heart rate, pulse, temperature, blood
oxygen concentration, breathing, humidity. Environmen-
tal condition monitoring may also be included to track the
temperature of the environmental within the flexible hous-
ing 2, and the humidity of this environment. These sen-
sors 32 may therefore include one or more of the follow-
ing: infant thermometer, environmental or ambient ther-
mometer, thermocouple, heart rate monitor, pulse mon-
itor, ventilator, cardio-respiratory monitor, intravenous
therapy pump, pulse oximeter, oxygen sensor, weight
scales, brain activity monitor, thermostat and an oxygen
supply means sensor. The sensors 32 are configured
within the flexible body 2 and operatively connected to
the control means 31 and at least one power means 33
through the access port 8. The control means 31 may
comprise an alert means such as an alarm, to alert a user
when a reading from a sensor 32 is of a certain value
that is to be of concern.
[0082] The second end module 16 may be configured
to provide cooling means 28 and/or humidification means
29 to the interior of the flexible housing 2. For this purpose
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the second end module 16 may be provided with a water
inlet 27 that is in fluid communication with the cooling
means 28 and the humidification means 29.
[0083] Figure 12 shows a grill cover 34 for preventing
the ingress of dirt and detritus to the workings of the sec-
ond end portion 16, through any air inlets. It also shows
an alternative embodiment of handle 19.
[0084] Figure 13 shows a front view of the collapsible
incubator 1 showing a pair of portholes 36 within the door
3 to gain access to the infant 4 without the need to open
and close the door 3. These portholes may alternatively
be within the flexible housing 2. One of these portholes
36 is shown provided with an access port 8 or oxygen
valve 37 for providing a supply of oxygen to the infant 4.
The oxygen supply may be to the environment within the
flexible housing 2, or may be direct to the infant 4 through
a tube and mask. Also shown in this figure is an access
port 8 for a feeding tube 35 for supplying liquid food sub-
stances to an infant 4 through a tube or line, either intra-
venously or otherwise.
[0085] Figure 14 shows the collapsible housing 2 con-
tained within the first end module 12 and the second end
module 16, with the first end portion 5 secured by zipper
22 to the second end portion 6. In its collapsed form the
collapsible incubator 1 is through to be convenient to
transport, ship, stack and carry.
[0086] The collapsible incubator 1 may be provided as
a disposable unit, for single use with one infant 4, and
be made of suitable materials to allow for ease of recy-
cling, disposal or incineration.
[0087] Alternatively, the collapsible incubator 1 may be
provided as a reusable unit that can be reused with the
same or another infant 4. In this instance the collapsible
incubator 1 must be easy to clean and sterilise, and be
configured to go through a sterilisation process. In par-
ticular the flexible housing 2 should be easy to sterilise,
and any creases or joins should be minimised to prevent
build-up of dirt or bacteria.
[0088] Embodiments are described in the following
clauses:-

A. A collapsible incubator for an infant, the collaps-
ible incubator comprising:

a flexible housing for containing the infant, the
flexible housing being configurable between an
expanded condition and a collapsed condition;
a door within the flexible housing for infant ac-
cess;
a first end portion secured to a first end of the
flexible housing;
a second end portion secured to a second end
of the flexible housing, said second end portion
being configured to be substantially opposite
said first end portion; and
at least one fastening means configured to re-
leasably secure the first end portion to the sec-
ond end portion when in the collapsed condition,

whereby the first end portion and the second
end portion are configured, in use, to support
the flexible housing in the expanded condition,
and to substantially contain the flexible housing
therebetween in the collapsed condition.

B. A collapsible incubator according to clause A,
wherein the flexible housing incorporates at least
one inflatable portion.

C. A collapsible incubator according to clause B,
wherein the inflatable portion comprises a double-
walled construction with an air space therebetween,
said air space being fluidly connected to at least one
air inlet.

D. A collapsible incubator according to clause C,
wherein the inflatable portion comprises at least one
inflatable rib configured to support the flexible hous-
ing in an expanded condition.

E. A collapsible incubator according to clause C,
wherein the inflatable portion is substantially
throughout the flexible housing.

F. A collapsible incubator according to clauses C to
E, wherein the at least one air inlet incorporates an
air flow control means.

G. A collapsible incubator according to clause F,
wherein the air flow control means comprises a
valve.

H. A collapsible incubator according to clauses F or
G, wherein the air flow control means comprises a
manual air pump.

I. A collapsible incubator according to clauses F or
G, wherein the air flow control means comprises an
electric pump.

J. A collapsible incubator according to clauses F or
G, wherein the air flow control means comprises a
gas canister.

K. A collapsible incubator according to any one of
the preceding clauses, wherein the flexible housing
incorporates at least one access port for gaining ac-
cess to the inside of the flexible housing.

L. A collapsible incubator according to any one of
the preceding clauses, wherein the first end portion
incorporates a mounting means for releasably se-
curing a first end module to the first end portion.

M. A collapsible incubator according to any one of
the preceding clauses, wherein the second end por-
tion incorporates a second mounting means for re-
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leasably securing a second end module to the sec-
ond end portion.

N. A collapsible incubator according to clauses L or
M, wherein the mounting means and/or second
mounting means comprises at least one mechanical
fastener.

O. A collapsible incubator according to clauses L to
N, wherein the first end module and the second end
module are interchangeable.

P. A collapsible incubator according to clause L,
wherein the first end module comprises a heating
means.

Q. A collapsible incubator according to clause P,
wherein the heating means is fluidly connected to
the inside of the flexible housing through the at least
one access port within the first end portion.

R. A collapsible incubator according to clause Q,
wherein the flexible housing incorporates an air dis-
tribution means comprising at least one channel and
a plurality of holes within said at least one channel.

S. A collapsible incubator according to clause M,
wherein the second end module comprises a cooling
means and/or a humidification means.

T. A collapsible incubator according to clauses M or
S, wherein the second end module incorporates a
storage means.

U. A collapsible incubator according to clauses M to
S, wherein the collapsible incubator comprises at
least one power means.

V. A collapsible incubator according to clause U,
wherein the power means comprises any one or
more of the following: mains power, battery power,
solar power.

W. A collapsible incubator according to clauses P to
V, wherein the first end module and/or second end
module comprise a control means operatively con-
nected to the power means for controlling the heating
means and/or the cooling means and/or the humid-
ification means.

X. A collapsible incubator according to clause W,
wherein the collapsible incubator comprises at least
one sensing means operatively connected to the
power means, the at least one sensing means com-
prising any one or more of the following: heart rate
monitor, pulse monitor, infant thermometer, environ-
mental thermometer, thermocouple, motion, blood
oxygen level monitor, environmental oxygen level

monitor, infant weight, brain activity, a thermostat,
moisture level monitor, air quality monitor.

Y. A collapsible incubator according to clause X,
wherein the at least one sensor is operatively con-
nected to at least one alert means.

Z. A collapsible incubator according to clause Y,
wherein the alert means is an alarm.

AA. A collapsible incubator according to any one of
the preceding clauses, wherein the first end portion
and/or the second end portion incorporates a handle.

AB. A collapsible incubator according to clauses L
to Z, wherein the first end module and/or the second
end module incorporates a handle.

AC. A collapsible incubator according to any one of
the preceding clauses, wherein the flexible housing
comprises at least one transparent portion.

AD. A collapsible incubator according to clauses A
to AB, wherein the door is transparent.

AE. A collapsible incubator according to any one of
the preceding clauses, wherein the door incorpo-
rates a sealing means.

AF. A collapsible incubator according to any one of
the preceding clauses, wherein the fastening means
comprises a zip.

AG. A collapsible incubator according to clauses A
to AE, wherein the fastening means comprises any
one or more of the following: a mechanical clip, a
hook and loop fastener, a strap, a plurality of pop-
pers, an elasticated band or strap.

AH. A collapsible incubator according to any one of
the preceding clauses, wherein the flexible housing
incorporates at least one porthole.

AI. A collapsible incubator according to any one of
the preceding clauses, wherein the collapsible incu-
bator incorporates at least one light-emitting means
configured to emit light inside the flexible housing.

AJ. A collapsible incubator according to clause AI,
wherein the flexible housing incorporates means to
support the at least one light-emitting means.

AK. A collapsible incubator according to clauses AI
or AJ, wherein the at least one light emitting means
comprises an ultraviolet light source.

AL. A collapsible incubator according to clause AK,
wherein the light emitting means comprises a pho-
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totherapy unit.

AM. A collapsible incubator according to clauses AI
to AK, wherein the light emitting means comprises
an array of light emitting diodes mounted to a flexible
strip.

AN. A collapsible incubator according to any one of
the preceding clauses, wherein the collapsible incu-
bator incorporates a water fill port.

AO. A collapsible incubator according to any one of
the preceding clai9ms, wherein the flexible housing
is provided with at least one telescopic rod, config-
ured to support the flexible housing in an expanded
condition, the telescopic rod being supported be-
tween the first end portion and the second end por-
tion.

AP. A collapsible incubator according to any one of
the preceding clauses, wherein the flexible housing
incorporates an oxygen valve.

AQ. A collapsible incubator according to any one of
the preceding clauses, wherein the flexible housing
comprises a polymer sheet.

AR. A collapsible incubator according to any one of
the preceding clauses, whereby, in use and in an
expanded condition, the first end portion and the sec-
ond end portion are substantially vertical.

AS. A collapsible incubator according to clauses A
to AQ, whereby, in use and in an expanded condition,
the first end portion and the second end portion are
substantially horizontal.

AT. A collapsible incubator substantially as de-
scribed herein with reference to the accompanying
drawings.

Claims

1. A collapsible incubator for an infant, the collapsible
incubator comprising:

a flexible housing for containing the infant, the
flexible housing being configurable between an
expanded condition and a collapsed condition;
a door within the flexible housing for infant ac-
cess;
a first end portion secured to a first end of the
flexible housing;
a second end portion secured to a second end
of the flexible housing, said second end portion
being configured to be substantially opposite
said first end portion; and

at least one fastening means configured to re-
leasably secure the first end portion to the sec-
ond end portion when in the collapsed condition,
whereby the first end portion and the second
end portion are configured, in use, to support
the flexible housing in the expanded condition,
and to substantially contain the flexible housing
therebetween in the collapsed condition.

2. A collapsible incubator according to claim 1, wherein
the flexible housing incorporates at least one inflat-
able portion.

3. A collapsible incubator according to claim 2, wherein
the inflatable portion comprises a double-walled con-
struction with an air space therebetween, said air
space being fluidly connected to at least one air inlet.

4. A collapsible incubator according to claim 3, wherein
the inflatable portion comprises at least one inflata-
ble rib configured to support the flexible housing in
an expanded condition, optionally wherein the inflat-
able portion is substantially throughout the flexible
housing, optionally wherein the at least one air inlet
incorporates an air flow control means, optionally
wherein the air flow control means comprises a
valve, or wherein the air flow control means compris-
es a manual air pump, or wherein the air flow control
means comprises an electric pump, or wherein the
air flow control means comprises a gas canister.

5. A collapsible incubator according to any one of the
preceding claims, wherein the flexible housing incor-
porates at least one access port for gaining access
to the inside of the flexible housing.

6. A collapsible incubator according to any one of the
preceding claims, wherein the first end portion incor-
porates a mounting means for releasably securing
a first end module to the first end portion, or wherein
the second end portion incorporates a second
mounting means for releasably securing a second
end module to the second end portion, or wherein
the mounting means and/or second mounting means
comprises at least one mechanical fastener, option-
ally wherein the first end module and the second end
module are interchangeable.

7. A collapsible incubator according to claim 6, wherein
the first end module comprises a heating means, op-
tionally wherein the heating means is fluidly connect-
ed to the inside of the flexible housing through the
at least one access port within the first end portion,
optionally wherein the flexible housing incorporates
an air distribution means comprising at least one
channel and a plurality of holes within said at least
one channel.
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8. A collapsible incubator according to claim 6, wherein
the second end module comprises a cooling means
and/or a humidification means, or wherein the sec-
ond end module incorporates a storage means, or
wherein the collapsible incubator comprises at least
one power means, optionally wherein the power
means comprises any one or more of the following:
mains power, battery power, solar power.

9. A collapsible incubator according to claims 7 or 8,
wherein the first end module and/or second end
module comprise a control means operatively con-
nected to the power means for controlling the heating
means and/or the cooling means and/or the humid-
ification means, optionally wherein the collapsible in-
cubator comprises at least one sensing means op-
eratively connected to the power means, the at least
one sensing means comprising any one or more of
the following: heart rate monitor, pulse monitor, in-
fant thermometer, environmental thermometer, ther-
mocouple, motion, blood oxygen level monitor, en-
vironmental oxygen level monitor, infant weight,
brain activity, a thermostat, moisture level monitor,
air quality monitor, optionally wherein the at least
one sensor is operatively connected to at least one
alert means, optionally wherein the alert means is
an alarm.

10. A collapsible incubator according to any one of the
preceding claims, wherein the first end portion and/or
the second end portion incorporates a handle, or
wherein the first end module and/or the second end
module incorporates a handle.

11. A collapsible incubator according to any one of the
preceding claims, wherein the flexible housing com-
prises at least one transparent portion, optionally
wherein the door is transparent.

12. A collapsible incubator according to any one of the
preceding claims, wherein the door incorporates a
sealing means, or wherein the fastening means com-
prises a zip, optionally wherein the fastening means
comprises any one or more of the following: a me-
chanical clip, a hook and loop fastener, a strap, a
plurality of poppers, an elasticated band or strap,
optionally wherein the flexible housing incorporates
at least one porthole.

13. A collapsible incubator according to any one of the
preceding claims, wherein the collapsible incubator
incorporates at least one light-emitting means con-
figured to emit light inside the flexible housing, op-
tionally wherein the flexible housing incorporates
means to support the at least one light-emitting
means, optionally wherein the at least one light emit-
ting means comprises an ultraviolet light source, op-
tionally wherein the light emitting means comprises

a phototherapy unit, optionally, wherein the light
emitting means comprises an array of light emitting
diodes mounted to a flexible strip.

14. A collapsible incubator according to any one of the
preceding claims, wherein the flexible housing is pro-
vided with at least one telescopic rod, configured to
support the flexible housing in an expanded condi-
tion, the telescopic rod being supported between the
first end portion and the second end portion.

15. A collapsible incubator according to any one of the
preceding claims, whereby, in use and in an expand-
ed condition, the first end portion and the second
end portion are substantially vertical or, whereby, in
use and in an expanded condition, the first end por-
tion and the second end portion are substantially hor-
izontal.
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