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(54) A material handling method

(57) The present disclosure relates to a material han-
dling method of performing by means of an automatic
mechanical material handling equipment (105) controlled
by a control system (113) at least a first and a second
access task for accessing respectively at least a first and
at least a second article stored in a material handling
storage system (101), the first and second access tasks
having been assigned a first and a second execution pri-
ority respectively. The method comprises a) controlling
the automatic mechanical material handling equipment
(105) to perform the first access task having the highest
priority; and in parallel to performing the first access task
a1) evaluating data indicative of the material handling
storage system for determining that a first intermediate
task is to be performed, wherein the first intermediate
task is required in order to perform by the automatic me-
chanical material handling equipment (105) the second
access task; and a2) assigning an execution priority to
the first intermediate task higher than the second execu-
tion priority; b.) controlling the automatic mechanical ma-
terial handling equipment (105) to perform at least the
first intermediate task and the second access task ac-
cording to the order of execution priorities.
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Description

FIELD OF THE INVENTION

[0001] This invention relates to automated materials
storage systems and methods and more particularly to
a material handling method.

BACKGROUND

[0002] Manufacturing as well as distribution systems
and storage management systems have been moving
toward material handling automation for years in order
to operate with minimal human intervention. However,
there is a continuous need to improve materials handling
automation namely processes and streamline opera-
tions.

SUMMARY

[0003] Various embodiments provide a material han-
dling method and a control system and an article handling
system as described by the subject matter of the inde-
pendent claims. Advantageous embodiments are de-
scribed in the dependent claims.
[0004] In one aspect, the invention relates to a material
handling method of performing by means of an automatic
mechanical material handling equipment controlled by a
control system at least a first and a second access task
for accessing respectively at least a first and at least a
second article stored in a material handling storage sys-
tem, the first and second access tasks having been as-
signed a first and a second execution priority respective-
ly. The method comprises:

a) controlling the automatic mechanical material
handling equipment to perform the first access task
having the highest execution priority; and in parallel
to performing the first access task

+a1) evaluating data indicative of the material
handling storage system for determining that a
first intermediate task is to be performed, where-
in the first intermediate task is required in order
to perform by the automatic mechanical material
handling equipment the second access task;
and
+a2) assigning an execution priority to the first
intermediate task higher than the second exe-
cution priority;

b) controlling the automatic mechanical material
handling equipment to perform at least the first in-
termediate task and the second access task accord-
ing to the order of execution priorities (e.g. execution
priorities of the first intermediate task and the second
access task).

[0005] In another aspect, the invention relates to a
computer program product comprising computer execut-
able instructions to perform the method steps of the pre-
ceding method.
[0006] In another aspect, the invention relates to a con-
trol system for controlling an automatic mechanical ma-
terial handling equipment to perform at least a first and
a second access task for accessing respectively at least
a first and at least a second article stored in a material
handling storage system, the first and second access
tasks having been assigned a first and a second execu-
tion priority respectively, the control system being con-
figured for:

a) controlling the mechanical material handling
equipment to perform the first access task having
the highest priority; and in parallel to performing the
first access task

+a1) evaluating data indicative of the material
handling storage system for determining that a
first intermediate task is to be performed, where-
in the first intermediate task is required in order
to perform by the mechanical material handling
equipment the second access task; and
+a2) assigning an execution priority to the first
intermediate task higher than the second exe-
cution priority;

b) controlling the mechanical material handling
equipment to perform at least the first intermediate
task and the second access task according to the
order of execution priorities.

[0007] In another aspect, the invention relates to an
article handling system comprising a mechanical mate-
rial handling equipment and a control system of the pre-
vious embodiment.
[0008] The mechanical material handling equipment
comprises a programmable logic controller.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009] The accompanying drawings illustrate the var-
ious embodiments and, together with the description, fur-
ther serve to explain the principles of the embodiments
and to enable one skilled in the pertinent art to make and
use the embodiments.

FIG. 1 is a schematic diagram illustrating a storage
system.

FIG. 2 is a flow diagram illustrating an example ma-
terial handling method.

FIG. 3 is a flow diagram illustrating another example
material handling method.
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FIG. 4 is a flowchart of an exemplary method for
evaluating data indicative of the automatic material
handling equipment.

FIG. 5 is a flowchart of another exemplary method
for evaluating data indicative of the automatic mate-
rial handling equipment.

FIG. 6 illustrates a method for picking handling units
from a multi-depth storage bins.

DETAILED DESCRIPTION

[0010] In the following, like numbered elements in the
figures either designate similar elements or designate
elements that perform an equivalent function. Elements
which have been discussed previously will not necessar-
ily be discussed in later figures if the function is equiva-
lent.
[0011] The above features may have the advantage of
reducing the idle time of the control system as well as
the automatic mechanical material handling equipment.
The idle time is the time during which the control system
or the automatic mechanical material handling equip-
ment is not used (or inactive).
[0012] Another advantage may be that the processing
time required for processing the tasks is reduced com-
pared to conventional methods.
[0013] Another advantage may be that the present
method may be seamlessly integrated in existing control
systems since the logic of determining or selecting a task
with a highest priority and controlling of the automatic
mechanical material handling equipment to perform the
task is integrated with the present anticipation method to
definition tasks and execution priorities.
[0014] The method steps a)-a1)-a2)-b) are executed
automatically.
[0015] The term "task" or "access task" refers to an
action to be performed by the automatic mechanical ma-
terial handling equipment. The task may comprise, for
example, an initializing or planning phase and/or an ex-
ecuting phase. The task may be created as a logic pro-
gram or set of instructions for realizing an intended func-
tion. For example, the task may be defined as a telegram
that may be sent to a PLC that controls the automatic
mechanical material handling equipment to perform the
task.
[0016] The article may comprise for example a han-
dling unit, a box, a container, a product a material or any
storable object or item in the material handling storage
system.
[0017] The first intermediate task may be a task that
has to be performed before the second access to be per-
formed. The first intermediate task may be another ac-
cess task for accessing another article or any other task
related to the mechanical material handling equipment
and/or the material handling storage system.
[0018] The data indicative of the material handling stor-

age system may be stored in the control system. The
data may be updated in a regular basis e.g. when a
change is occurred in the material handling storage sys-
tem or a task is performed in the material handling stor-
age system.
[0019] The control system may comprise a smart-
phone, a PDA, a laptop, a computer system, and the like.
[0020] The material handling storage system may
comprise a pallet rack to store materials or, cartons or
cases or articles on pallets (or "skids"). The material han-
dling storage system may be a multi-depth storage sys-
tem.
[0021] Steps a1)-a2) are performed in parallel to per-
forming the first access task means that steps a1)-a2)
started while the first access task is running. Steps
a1)-a2) may end before, at or after the first access task
is performed or ended.
[0022] The step b) may be performed in two stages. In
the first stage, the first intermediated task is determined
or selected as the task having the highest priority among
the first intermediate task and the second access task
e.g. among non-executed tasks and the automatic me-
chanical material handling equipment is controlled to per-
form the first intermediated task. In the second stage, the
second access task is determined or selected as the task
having the highest priority among the second access task
e.g. among non-executed tasks and the automatic me-
chanical material handling equipment is controlled to per-
form the second access task.
[0023] For example, steps a1)-a2) may be repeated in
parallel to every task being executed. For example, in
parallel to performing the second access task by the au-
tomated or automatic mechanical material handling
equipment a potential or eventual intermediate task may
be (pre) determined in advance such that the task prior-
ities may be reorganized. In this way, when the task being
executed is finished, the next task may be automatically
determined without extra delays that may be caused by
the post-determination (i.e. after the termination of the
second access task being executed) that the intermedi-
ate task is to be performed.
[0024] The automatic mechanical material handling
equipment may comprise an automatic lift truck or any
other vehicle or equipment operable to perform access
tasks as described herein.
[0025] According to one embodiment, a third access
task for accessing a third article is assigned a lower ex-
ecution priority than the second execution priority, where-
in the second access task comprises an initialization and
an execution phase. The method further comprises in
parallel to performing the second access task evaluating
the data for determining that a second intermediate task
is to be performed before the third access task; deter-
mining that the second intermediate task is dependent
of the first intermediate task such that the second inter-
mediate task is to be performed after the first intermediate
task and before the second access task and assigning
an execution priority to the second intermediate task ac-
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cordingly; in case the second access task is in the initial-
ization phase pausing the mechanical handling equip-
ment; and re-controlling the automatic mechanical ma-
terial handling equipment to resume and to further per-
form the second intermediate task, the second and third
access tasks according to the order of execution of pri-
orities. For example, in case the second access task is
in the execution phase a new task may be created to
undo the second access task (e.g. if an article is moved
it may be moved back to its original place etc.) and then
the second intermediate task, the second and third ac-
cess tasks may be executed.
[0026] This may further reduce the idle time of the con-
trol system and the automatic mechanical material han-
dling equipment. Further, this embodiment may have the
advantage of providing an accurate execution of the
tasks.
[0027] According to one embodiment, the method fur-
ther comprises determining a first idle time of inactivity
of the automatic mechanical material handling equip-
ment before performing step b) and after the assigning
step; in response to a determination that the first idle time
is higher than a maximum idle time threshold delaying
execution of step b) until receiving a confirmation of the
result of the evaluation.
[0028] For example, the result of the evaluation may
be presented to a user of the control system and the user
may be prompted to provide feedbacks on the result of
the evaluation. This embodiment may have the advan-
tage of controlling the workflow of the present method
which may increase the accuracy of the tasks execution.
[0029] According to one embodiment, the method fur-
ther comprises determining a second idle time of inac-
tivity of the automatic mechanical material handling
equipment as being the idle time of inactivity of the au-
tomatic mechanical material handling equipment when
performing steps a1)-a2) in series with steps a) and b)
instead of parallel execution of steps a1)-a2) to step a),
wherein the maximum idle time threshold comprises the
second idle time. This may provide a reliable check since
the idle time when performing steps a1)-a2) in parallel to
step a) may be smaller than the idle time when they are
performed in series with other steps.
[0030] Parallel execution of steps a1)-a2) to step a)
comprises executing a1)-a2) in parallel to performing the
first access task by the automatic mechanical material
handling equipment.
[0031] According to one embodiment, evaluating com-
prises prompting a user of the control system for a feed-
back on the second access task using the data; receiving
from the user a feedback indicating the first intermediate
task.
[0032] For example, the data may be presented to the
user in the form of a map of the material handling storage
system schematically showing the content of the material
handling storage system.
[0033] The user may comprise, in one example, a com-
puter system or a device that may communicate with the

control system.
[0034] According to one embodiment, the evaluation
is performed using simulation data obtained by a simu-
lation of the second access task based on a model of the
mechanical handling equipment, the control system and
the material handling storage system, the simulation data
being the data.
[0035] The simulation of the second access task may
be performed on the fly (online) or offline for producing
the data that is evaluated.
[0036] According to one embodiment, the method fur-
ther comprises controlling a camera connected to the
control system to collect image signals from the material
handling storage system, to analyze the collected image
signals and to provide the data as a result of the analysis.
The method of this embodiment may be regularly per-
formed e.g. on a periodic basis or as soon as a task is
performed in the data indicative of the material handling
storage system.
[0037] According to one embodiment, a task of the first
and second access tasks comprises at least one of: mov-
ing the respective article from a source storage bin to a
destination storage bin in the material handling storage
system; replacing the respective article by one or more
articles; tagging the respective article. The task may fur-
ther comprise executing physical inventory counting. The
task may further comprise moving the respective article
to a drop-off point that may be another storage bin or
other locations in the storage system.
[0038] According to one embodiment, the second ac-
cess task comprises moving the second article from a
first storage bin to a second storage bin, wherein the
evaluating comprises: determining the movement path
of the automatic mechanical material handling equip-
ment along which the second article is to be moved to
the second storage bin; using the data for determining
that at least a third article is stored in a storage bin that
it is on the movement path; defining the intermediate task
as a task for moving the third article out of the movement
path. This may provide a reliable picking system that may
increase productivity compared to a streamlining of the
task creation and submission by the control system.
[0039] According to one embodiment, the third article
is given by the first article after the movement of the first
article is performed, wherein the first intermediate task
comprises recreating the first access task using a differ-
ent destination storage bin and controlling the automatic
mechanical material handling equipment to perform the
recreated first access task. In this case, the execution
priority of the first intermediate task may be the execution
priority of the first access task such that there is no need
to assign a new execution priority to the first intermediate
task. This may save resources required for determining
new priorities.
[0040] For example, the first article is moved to a po-
sition on the movement path, and thus the third article is
determined to be the first article.
[0041] According to one embodiment, the evaluating
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comprises determining that the second article is a defect
article, wherein the intermediate task comprises a task
of replacing the second article with a respective non-de-
fect article.
[0042] According to one embodiment, the evaluating
comprises determining that the distance of the automatic
mechanical material handling equipment to the second
article is higher than a maximum reachable distance for
having access to the second article, wherein the inter-
mediate task comprises controlling the automatic me-
chanical material handling equipment to move close to
the second article to form a distance smaller than the
maximum reachable distance.
[0043] According to one embodiment, the control sys-
tem is a multiprocessor system, wherein the step of con-
trolling the automatic mechanical material handling
equipment to move the first article and the steps of eval-
uating and assigning are executed by at least two proc-
essors of the multiprocessor system.
[0044] According to one embodiment, the material
handling storage system comprises at least one pallet
rack having at least one front storage bin and one back
storage bin in a front-to-back depth of the pallet rack,
wherein the second article is stored in the back storage
bin and is blocked for movement by the third article stored
in the front storage bin, wherein the first intermediate task
comprises moving the third article.
[0045] It is understood that one or more of the afore-
mentioned embodiments may be combined as long as
the combined embodiments are not mutually exclusive.
[0046] Fig. 1 is a schematic diagram illustrating a stor-
age system 100. The storage system 100 comprises an
automated lift truck (referred to as a lift truck below) or
automated guide vehicle 105 that is configured to move
in an aisle 104 between material handling storage sys-
tems 101 of a storage area of the storage system 100.
The lift truck 105 may be guided by a camera e.g. multi-
head camera system that uses fixed points of reference
to move articles throughout the storage area. In other
examples, the lift truck 105 may use lasers, tape, wire or
magnets for guidance.
[0047] Material handling system 101 may comprise,
for example, a pallet rack or any storage structure that
may store articles or materials. The material handling
storage system 101 may comprise multi-depth storage
bins for storing articles Aij, Bij. For simplification of the
description, Fig. 1 shows only two storage depths, the
first storage depth comprises articles A2i and the second
storage depth comprises articles A1i. However, more
storage depths may be appreciated.
[0048] The storage system 100 may further comprise
a programmable logic controller (PLC) 108. The PLC 108
may be part of the lift truck 105 or may not be part of the
lift truck 205 e.g. the PLC may be connected to the lift
truck 105 via a connection such as a serial link or Ethernet
or the like.
[0049] The PLC may be a programmable controller, an
intelligent relay, a control relay, or another intelligent or

microprocessor-based device used for controlling, auto-
mating and/or monitoring a data (e.g. industrial) process.
[0050] The PLC 108 is connected to a hardware inter-
face 115 of a control system 113 such that for example
a communication (e.g. telegram communication) on link
or connection 107 may be performed between the control
system 113 and the PLC 108 e.g. by a predefined com-
munication protocol. The connection 107 between the
hardware interface 115 and the PLC may be a wireline
and/or wireless connection. For example, the connection
may comprise a serial link, an Ethernet connection, WIFI,
Bluetooth or any other connection enabling exchange of
data, signals and/or instructions between the PLC and
the control system 113.
[0051] The control system 113 may comprise a com-
puter, smartphone, PDA, smart TV, smart watch smart
glasses , a Mobile Data Entry system etc.
[0052] The control system 113 uses a processor 117
to control the lift truck 105 via the PLC e.g. controlling
the lift truck 105 to perform a task comprises controlling
the PLC 108 such that the PLC 108 controls the lift truck
105 to perform the task.
[0053] The control system 113 shown in Fig. 1 is rep-
resentative. Multiple processors and computer systems
may be used to represent the functionality illustrated by
this single control system 113. The control system 113
comprises the hardware interface 115 which allows the
processor 117 to send and receive messages to compo-
nents of the lift truck 105. The processor 117 is also con-
nected to a user interface 119, computer storage 121,
and computer memory 123.
[0054] Computer storage 121 is shown as containing
data 125 indicative of the material handling storage sys-
tem 101. For example, the data 125 may indicate the
position of each storage bin of the material handling stor-
age system 101 and an indication of the content of each
storage bin, the size or dimension of what is stored in
each storage bin etc . For example, the data 125 may
regularly be updated (e.g. in a periodic basis) or auto-
matically updated as soon as a change is occurred e.g.
to the content of the storage bins or to the material han-
dling storage system 101 itself. For example, if a storage
bin is emptied, the data may be updated accordingly such
that it indicates that that storage bin has nothing stored
therein.
[0055] The storage system 100 may further comprise
a camera 132 that is connected to the control system
113. The camera 132 may be mounted on the lift truck
105 or on any other support system in the storage area
such that the camera 132 may collect image signals from
the material handling storage system 101. The camera
132 may further be configured to analyze the collected
image signals and to provide them in the form of the data
125 as a result of the analysis. This image analysis may
be regularly performed in order to update the data 125
as described above. The camera 132 may for example
be the multi-head camera to guide the lift truck 105 or
may be a separate camera.
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[0056] The data 125 may be provided by other means
as described below.
[0057] Program modules 127, may be stored in the
computer memory 123. Program modules 127 generally
carry out the functions and/or methodologies of embod-
iments of the invention as described herein.
[0058] Fig. 2 is a flow diagram illustrating an example
material handling method in accordance with the present
disclosure. For example, an initial list of tasks may com-
prise a first and a second access task. An access task
of the first and second access task may be a task for
accessing a respective article Aij, Bij of the material han-
dling storage system 101. For example, the access task
may comprise moving an article Aij from a given storage
bin 103 of the material handling storage system 101 to
a drop-off point, tagging an article (e.g. by a timestamp
indicating the expiration date unique label to identify
and/or provide a quality factor of the article), or counting
one or more articles stored in the material handling stor-
age system 101. The drop-off point may for example be
another storage bin 103 of the material handling storage
system 101.
[0059] The initial list of tasks may for example be de-
fined automatically based, for example, on one or more
predefined article access rules e.g. an article is to be
moved from its storage bin to another storage bin if a
certain storage time limit of the article is reached or to
change the quality factor associated with the article if the
article was stored for a long predefined time period in the
same storage bin. The article access rule may comprise,
for example, a stock removal rule that uses a LIFO and/or
FIFO strategies. In another example, the list of tasks may
be received from a user of the control system 113 e.g. in
the form of orders or commands. For example, a task of
the list of tasks may be tagged as being performed or not
performed. The first and second access tasks may be
assigned a first and a second execution priority respec-
tively. For example, the first execution priority is higher
than the second execution priority.
[0060] For simplicity of the description only two access
tasks are described; however the skilled person in the
art would appreciate that more than two tasks may be
used.
[0061] In block 201, e.g. at time Ti0, the control system
113 may determine or identify one of the first and second
access tasks having the highest priority and may control
the lift truck 105 to perform the first access task in block
203A. The control of the lift truck 105 may comprise send-
ing a control signal to the PLC that in turns translates the
received control signal into commands (such as switch-
ing on or off certain elements of the lift truck 105) to be
executed by the lift truck 105.
[0062] The lift truck 105 may start at time Ti1 to perform
the first access task to the respective first article. In par-
allel to performing the first access task, the control system
113 may determine the subsequent access task having
the subsequent execution priority to be performed (block
203B), which is, in this case, the second access task.

And, the control system 113 may evaluate (block 203B)
the data 125 for determining that a first intermediate task
is to be performed before the second access task is per-
formed. In other terms, the second access task depends
on the first intermediate task. Figs. 4-5 provide different
example methods for the evaluation of the data 125 for
identifying intermediate tasks.
[0063] The control system 113 may thus assign (block
203C) an execution priority to the first intermediate task
higher than the second execution priority. The execution
of blocks 203B and 203C may last more or less than the
time required to perform the first access task.
[0064] For example, after the first access task is per-
formed, the control system 113 may receive at time Ti2
a confirmation from the PLC to indicate that the first ac-
cess task is performed. In another example, the control
system 113 may detect at time Ti2 automatically that the
first access task is performed e.g. using a motion detector
that detects the movement of the lift truck 105. For ex-
ample, if the lift truck 105 does not perform any movement
this may be an indication that the first access task is per-
formed or finished. In another example, the control sys-
tem 113 may have an estimated maximum time (e.g.
based on empirical data) that is required for performing
the first access task by the lift truck 105. The expiration
of the estimated maximum time may be an indication that
the first access task is performed.
[0065] At or after time Ti2, the control system 113 may
determine (block 205) that the first intermediate task has
the highest priority among remaining access tasks in the
list of tasks (i.e. the first intermediate task and the second
access task). The control system 113 may then control
the lift truck 105 to perform the first intermediate task
(block 207).
[0066] After determining that the first intermediate task
is terminated (e.g. using methods as described above
with respect to the first access task) the control system
113 may determine (block 209) that the second access
task is the task having the highest priority and may control
the lift truck 105 to perform the second access task (block
211).
[0067] The principle of determining in advance wheth-
er there is a dependent task or not may be done in parallel
to every running task by the lift truck 105. For example,
if the list of tasks comprises access tasks A1, A2, A3 that
have to be performed in that order. When performing the
task A1 by the lift truck 105, the control system 113 may
determine the next task as A2 and may check whether
this task A2 is dependent or not from an intermediated
task that has to be performed e.g. before A2. In this case
the priorities may be changed such that the intermediate
task may have higher priority than A2. Also, in parallel to
performing by the lift truck 105 either the second access
task A2 (or the intermediate task) the control system 113
may determine the next task as A3 and may check wheth-
er this task A3 is dependent or not from an intermediated
task and so on.
[0068] Fig. 3 is a flow diagram illustrating another ex-
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ample material handling method in accordance with the
present disclosure, wherein the initial list of tasks may
further comprise a third access task for accessing a third
article. The third access is assigned a lower execution
priority than the second execution priority.
[0069] The second access task may for example com-
prise an initialization and an execution phase. In case
the second access task comprises moving the second
article from its storage bin, the initialization phase may
be the phase during which the lift truck 105 moves toward
the second article and the execution phase may be the
phase during which the lift truck 105 may move the sec-
ond article.
[0070] In parallel to performing the second access task
(block 211 of Fig. 2), the control system 113 may evaluate
(block 301) the data 125 for determining that a second
intermediate task is to be performed before the third ac-
cess task; and that the second intermediate task is de-
pendent of the first intermediate task such that the second
intermediate task is to be performed after the first inter-
mediate task and before the second access task.
[0071] Further, the control system 113 may determine
(block 301) that the second access task is in the initiali-
zation phase (e.g. not effectively executed) and may im-
mediately pause (or interrupt execution of) the lift truck
105 such that the control system 113 may reorganize the
tasks in the right orders as follows.
[0072] The control system 113 may assign (in block
303) an execution priority to the second intermediate task
that is higher than the second execution priority. This
step of assigning an execution priority to the second in-
termediate task may alternatively be performed before
the lift truck 105 is paused.
[0073] Next, the control system 113 may determine
(block 305) that the second intermediate task is the task
having the highest priority and may control the lift truck
105 to perform the second intermediated task (block
307).
[0074] Upon determining that the second intermediate
task is terminated, the control system 113 may determine
(block 309) that the second access task is the task having
the highest priority and may control the lift truck 105 to
perform the second access task (block 311).
[0075] Upon determining that the second access task
is terminated, the control system 113 may determine
(block 313) that the third access task is the task having
the highest priority and may control the lift truck 105 to
perform the third access task (block 315).
[0076] Fig. 4 is a flowchart of an exemplary method for
evaluating the data 125.
[0077] In step 401, the control system 113 may prompt
a user of the control system 113 for a feedback on the
second access task using the data 125. For example,
the control system may display on a display of the control
system a map of the storage bins, their contents and an
indication of the second access task e.g. a line indicating
the movement path of the second article.
[0078] In step 403, the control system 113 may receive

from the user a feedback indicating the first intermediate
task.
[0079] Fig. 5 is a flowchart of an exemplary method for
evaluating the data 125 e.g. as performed in block 2038.
For example, the second access task comprises moving
the second article e.g. A11 from a first storage bin where
it is stored to a second storage bin e.g. an empty storage
bin of the material handling storage systems 101.
[0080] In step 501, the control system 113 may deter-
mine the movement path along which the second article
A11 is to be moved to the second storage bin e.g. using
the data 125 that indicates the position of each storage
bins including the second storage bin.
[0081] In step 503, the control system 113 may use
the data 125 for determining that at least a third article
A21 is stored in a storage bin that it is on the movement
path i.e. A21 is blocking the movement of A11.
[0082] In step 505, the control system 113 may define
the intermediate task as a task for moving the third article
A21 out of the movement path e.g. to another storage bin.
[0083] Fig. 6 illustrates a method for picking handling
units from a multi-depth storage bins.
[0084] The lift truck 105 may operate in an aisle 604
e.g. such as 104 of Fig. 1. The lift truck 105 may be con-
figured to pick handling units (HUs) that are not blocked
by other HUs. In the example of Fig. 6, the lift truck 105
may directly pick HU 440 from storage bin 603.1. For this
HU 440 no other HU is in front. However, HU 36 on stor-
age bin 603.2 cannot be picked directly. Here, HU 62 is
blocking HU 36.
[0085] In such a case, the control system 113 may au-
tomatically detect that HU 62 is blocking HU 36. There-
fore, a stock transfer for HU 62 (the stock transfer is an
example of the first or second intermediate tasks de-
scribed above) has to be created prior to picking HU 36.
After a task for the stock transfer for HU 62 has been
created it has to be executed by the lift truck 105. Fig. 6
also shows the execution flow 605:
[0086] In order to reduce the idle time of the lift truck
105 when picking the HU 62, the present method may
separate the stock transfer task determination from its
execution from a time perspective. Instead of determining
the need of stock transfer just before task execution (i.e.
stock removal) the control system 113 may "anticipate"
the need of future stock transfers earlier.
[0087] In this case, the anticipation means that after
the execution of the last step of a previous task, additional
actions shall be triggered. The last step of the previous
task may be for example moving HU 440 from a given
storage bin to a destination storage bin. This last step is
also triggered by the control system 113. The control sys-
tem 113 may control the PLC (i.e. to control the lift truck
105) to move HU 440 from a source to a destination stor-
age bin. Next, the lift truck 105 executes this task. In this
case, the control system 113 may not send new tasks to
the lift truck 105 until the PLC confirms the previous task
(i.e. that the previous task is finished). In other words,
after sending the task (at time t1) to move the HU 440
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from the source to the destination storage bin, the
processing in the control system 113 is not time critical
because the lift truck 105 does not wait for a task from
the control system 113. Instead the lift truck 105 is busy
at this point in time (i.e. between t1 and t1’) by performing
the previous task.
[0088] In this period (between t1 and t1’) of time the
control system 113 may check what has to be executed
next by the lift truck 105 based on execution priorities. If
the next task is also a stock removal e.g. moving or pick-
ing HU 36, the control system 113 checks at this point in
time whether the HU 36 to be picked can be removed
directly e.g. using data indicative of the storage bins such
as data 125. If it is blocked by another HU e.g. HU 62,
an automatic stock transfer (i.e. an intermediate task) is
needed. In this case, a task for the stock transfer of HU
62 is created between t1 and t1’. So, the creation of the
stock transfer task is not time critical. Later on, when the
lift truck 105 finished the previous task e.g. at t2 the next
task is determined. Due to the prior creation of an auto-
mated stock transfer task its task is found now with higher
priority. The stock transfer task does not have to be cre-
ated at this time critical moment e.g. at t2; instead, it was
created before and can be sent directly to the lift truck
105. Accordingly, time is saved and the lift truck has less
idle times. Finally, this increases the performance of the
storage system.
[0089] With the present method the additional time
needed by the creation of the stock transfer task may be
saved. In diagram 605 it can be seen that between t1
and t2 already the determination of the next task and the
creation of a stock transfer task takes place. This means
that the same decision is taken and even potential user
logic would be executed, too. By starting the stock trans-
fer task creation already at t1 idle time of the control sys-
tem 113 and the lift truck 105 is reduced. In the time frame
from t1 to t1’ the control system determines the next task
and creates a stock transfer task. Additionally, the idle
time of the lift truck 105 between t2 and t3 is reduced
because fewer actions have to be executed.

Claims

1. A material handling method of performing by means
of an automatic mechanical material handling equip-
ment (105) controlled by a control system (113) at
least a first and a second access task for accessing
respectively at least a first and at least a second ar-
ticle (Aij, Bij) stored in a material handling storage
system (101), the first and second access tasks hav-
ing been assigned a first and a second execution
priority respectively, the method comprising:

a) controlling the automatic mechanical material
handling equipment (105) to perform the first ac-
cess task having the highest execution priority;
and in parallel to performing the first access task

+a1) evaluating data indicative of the mate-
rial handling storage system (101) for de-
termining that a first intermediate task is to
be performed, wherein the first intermediate
task is required in order to perform by the
automatic mechanical material handling
equipment (105) the second access task;
and
+a2) assigning an execution priority to the
first intermediate task higher than the sec-
ond execution priority;

b) controlling the automatic mechanical material
handling equipment (105) to perform at least the
first intermediate task and the second access
task according to the order of execution priori-
ties.

2. The method of claim 1, wherein a third access task
for accessing a third article is assigned a lower ex-
ecution priority than the second execution priority,
wherein the second access task comprises an ini-
tialization and an execution phase, the method fur-
ther comprising:

- in parallel to performing the second access task
evaluating the data for determining that a sec-
ond intermediate task is to be performed before
the third access task;
- determining that the second intermediate task
is dependent of the first intermediate task such
that the second intermediate task is to be per-
formed after the first intermediate task and be-
fore the second access task and assigning an
execution priority to the second intermediate
task accordingly;
- in case the second access task is in the initial-
ization phase pausing the automatic mechanical
handling equipment; and
- re-controlling the automatic mechanical mate-
rial handling equipment to resume and to further
perform the second intermediate task, the sec-
ond and third access tasks according to the or-
der of execution priorities.

3. The method of any of the previous claims, further
comprising:

-- determining a first idle time of inactivity of the
automatic mechanical material handling equip-
ment before performing step b) and after the as-
signing step;
- in response to a determination that the first idle
time is higher than a maximum idle time thresh-
old delaying execution of step b) until receiving
a confirmation of the result of the evaluation.

4. The method of claim 3, further comprising determin-
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ing a second idle time of inactivity of the automatic
mechanical material handling equipment as being
the idle time of inactivity of the automatic mechanical
material handling equipment when performing steps
a1)-a2) in series with steps a) and b) instead of par-
allel execution of steps a1)-a2) to step a), wherein
the maximum idle time threshold comprises the sec-
ond idle time.

5. The method of any of the preceding claims, wherein
evaluating comprises

- prompting a user of the control system for a
feedback on the second access task using the
data;
- receiving from the user a feedback indicating
the first intermediate task.

6. The method of any of the preceding claims 1-5,
wherein the evaluation is performed using simulation
data obtained by a simulation of the second access
task based on a model of the automatic mechanical
handling equipment, the control system and the au-
tomatic material handling storage system, the sim-
ulation data being the data.

7. The method of any of the preceding claims, further
comprising: controlling a camera connected to the
control system to collect image signals from the ma-
terial handling storage system, to analyze the col-
lected image signals and to provide the data as a
result of the analysis.

8. The method of any of the preceding claims, wherein
a task of the first and second access tasks comprises
at least one of:

- moving the respective article from a source
storage bin to a destination storage bin in the
material handling storage system;
- replacing the respective article by one or more
articles;
- tagging the respective article.

9. The method of any of the preceding claims, wherein
the second access task comprises moving the sec-
ond article from a first storage bin to a second storage
bin, wherein the evaluating comprises:

- determining the movement path of the auto-
matic mechanical material handling equipment
along which the second article is to be moved
to the second storage bin;
- using the data for determining that at least a
third article is stored in a storage bin that it is on
the movement path;
- defining the first intermediate task as a task for
moving the third article out of the movement

path.

10. The method of claim 9, wherein the third article is
given by the first article after the movement of the
first article is performed, wherein the first intermedi-
ate task comprises recreating the first access task
using a different destination storage bin for the first
article and controlling the automatic mechanical ma-
terial handling equipment to perform the recreated
first access task.

11. The method of any of the preceding claims, wherein
the evaluating comprises determining that the sec-
ond article is a defect article, wherein the first inter-
mediate task comprises a task of replacing the sec-
ond article with a respective non-defect article and/or
comprises determining that the distance of the au-
tomatic mechanical material handling equipment to
the second article is higher than a maximum reach-
able distance for having access to the second article,
wherein the first intermediate task comprises con-
trolling the automatic mechanical material handling
equipment to move close to the second article to
form a distance to the second article smaller than
the maximum reachable distance.

12. The method of any of the preceding claims, wherein
the control system is a multiprocessor system,
wherein the step of controlling the automatic me-
chanical material handling equipment to move the
first article and the steps of evaluating and assigning
are executed by at least two processors of the mul-
tiprocessor system.

13. The method of any of the preceding claims 9-12,
wherein the material handling storage system com-
prises at least one pallet rack having at least one
front storage bin and one back storage bin in a front-
to-back depth of the pallet rack, wherein the second
article is stored in the back storage bin and is blocked
for movement by the third article stored in the front
storage bin, wherein the first intermediate task com-
prises moving the third article.

14. A computer program product comprising computer
executable instructions to perform the method steps
of the preceding method claims.

15. A control system for controlling an automatic me-
chanical material handling equipment to perform at
least a first and a second access task for accessing
respectively at least a first and at least a second ar-
ticle stored in a material handling storage system,
the first and second access tasks having been as-
signed a first and a second execution priority respec-
tively, the control system being configured for:

a) controlling the automatic mechanical material
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handling equipment to perform the first access
task having the highest priority; and in parallel
to performing the first access task

+a1) evaluating data indicative of the mate-
rial handling storage system for determining
that a first intermediate task is to be per-
formed, wherein the first intermediate task
is required in order to perform by the me-
chanical material handling equipment the
second access task; and
+a2) assigning an execution priority to the
first intermediate task higher than the sec-
ond execution priority;

b) controlling the automatic mechanical material
handling equipment to perform at least the first
intermediate task and the second access task
according to the order of execution priorities.
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