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(54) APPARATUS FOR COMPOSING OBJECTS USING DEPTH MAP AND METHOD FOR THE SAME

(57) An electronic device is provided that includes a
display, a memory, and a processor. The processor is
configured to control to display an image by using the
display, to control to display an object on a first area of
the image, at least based on a first user input, to deter-
mine a depth value of the object, at least based on a
second user input, to control to display at least a portion
of the object on the image, based on the determined
depth value of the object and depth information of the
first area, and to control to store, in the memory, depth
data and color data of the image to which the object is
added.
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Description

CROSS-REFERENCE TO RELATED APPLICA-
TION(S)

[0001] This application is based on and claims priority
under 35 U.S.C. § 119(a) of a Korean patent application
number 10-2017-0104775, filed on August 18, 2017, in
the Korean Intellectual Property Office, the disclosure of
which is incorporated by reference herein its entirety.

BACKGROUND

1. Field

[0002] The disclosure relates to an apparatus for com-
posing objects using a depth map and a method for the
same.

2. Description of Related Art

[0003] An electronic device may acquire a color image
and a depth map by using at least one image sensor.
The color image may include a red, green, blue (RGB)
value of each of pixels included in the image, and the
depth map may include a depth value of each pixel. The
depth value may be a value representing the distance
between a subject and the electronic device (or at least
one image sensor). For example, when depth values of
some areas including a plurality of pixels are greater than
depth values of other areas in the depth map, a subject
corresponding to the some areas may be closer to the
electronic device than a subject corresponding to the oth-
er areas.
[0004] The electronic device may provide, for a user,
a user interface (UI) for composing objects. The object
may include, for example, a sticker, a label, a drawing,
a memo, an image, a mosaic, or calligraphy.
[0005] The above information is presented as back-
ground information only to assist with an understanding
of the disclosure. No determination has been made, and
no assertion is made, as to whether any of the above
might be applicable as prior art with regard to the disclo-
sure.

SUMMARY

[0006] Aspects of the disclosure are to address at least
the above-mentioned problems and/or disadvantages
and to provide at least the advantages described below.
Accordingly, an aspect of the disclosure is to provide an
apparatus and method for electronic device for compos-
ing objects in an image by using a depth value of an
object and a method for the same.
[0007] Although an electronic device provides, for a
user, a user interface (UI) for composing objects, the
electronic device may not provide functions of adjusting
and storing depth values of the objects.

[0008] Additional aspects will be set forth in part in the
description which follows and, in part, will be apparent
from the description, or may be learned by practice of
the presented embodiments.
[0009] In accordance with an aspect of the disclosure,
an electronic device is provided. The electronic device
includes a display, a memory, and a processor. The proc-
essor may be configured to control to display an image
by using the display, to control to display an object on a
first area of the image, at least based on a first user input,
to determine a depth value of the object, at least based
on a second user input, to control to display at least a
portion of the object on the image, based on the deter-
mined depth value of the object and depth information of
the first area, and to control to store, in the memory, depth
data and color data of the image to which the object is
added.
[0010] In accordance with another aspect of the dis-
closure, a method of an electronic device is provided.
The method includes displaying an image, displaying an
object on a first area of the image, at least based on a
first user input, determining a depth value of the object,
at least based on a second user input, displaying at least
a portion of the object on the image, based on the deter-
mined depth value of the object and depth information of
the first area, and storing depth data and color data of
the image to which the object is added.
[0011] In accordance with another aspect of the dis-
closure, an electronic device is provided. The electronic
device includes one or more image sensors to acquire
at least one of a color image or a depth map, a display,
a memory, and a processor. The processor may be con-
figured to create an image by composing the at least one
of the color image and the depth map, to control to display
an image by using the display, to control to display an
object on a first area of the image, at least based on a
first user input, to determine a depth value of the object,
at least based on a second user input, to control to display
at least a portion of the object on the image, based on
the determined depth value of the object and depth in-
formation of the first area, and to control to store, in the
memory, depth data and color data of the image to which
the object is added.
[0012] As described above, according to embodiments
disclosed in the present disclosure, an electronic device
may provide a function of adjusting a depth value of an
object to meet the demand of a user by editing an object
using a depth map in an image.
[0013] According to embodiments disclosed in the
present disclosure, the electronic device may additionally
edit an object composed with an image by generating
and storing a depth value of an object.
[0014] Besides, a variety of effects directly or indirectly
understood through the disclosure may be provided.
[0015] Other aspects, advantages, and salient fea-
tures of the disclosure will become apparent to those
skilled in the art from the following detailed description,
which, taken in conjunction with the annexed drawings,
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discloses various embodiments of the disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0016] The above and other aspects, features, and ad-
vantages of certain embodiments of the disclosure will
be more apparent from the following description taken in
conjunction with the accompanying drawings, in which:

FIG. 1 illustrates a block diagram of an electronic
device under a network environment for composing
an object by using a depth map, according to various
embodiments of the disclosure;
FIG 2. illustrates a block diagram of a camera module
for composing an object using a depth map, accord-
ing to various embodiments of the disclosure;
FIG. 3 illustrates a flowchart of operations of an elec-
tronic device for composing an object using a depth
map and storing a composition result, according to
various embodiments of the disclosure;
FIG. 4A illustrates a series of operations of creating
an image by using a depth map, according to various
embodiments of the disclosure;
FIG. 4B illustrates a histogram made by using a
depth map, according to various embodiments of the
disclosure;
FIG. 5A illustrates a series of operations of creating
objects by using a depth map, according to various
embodiments of the disclosure;
FIG. 5B illustrates a series of operations of storing
depth data and color data of an image to which an
object is added, according to various embodiments
of the disclosure;
FIG. 6 illustrates a flowchart of the operations of the
electronic device of composing objects by using a
depth value range, according to various embodi-
ments of the disclosure;
FIG. 7 illustrates a histogram representing a depth
value range, according to various embodiments of
the disclosure;
FIG. 8 illustrates a series of operations of composing
objects by using a depth map range, according to
various embodiments of the disclosure;
FIG. 9 illustrates the flowchart of the operations of
the electronic device for expressing a depth value of
an object by using a depth value range of the image,
according to various embodiments of the disclosure;
FIG. 10A illustrates a histogram representing the
minimum depth value and the maximum depth value
of a depth value range of the image, according to
various embodiments of the disclosure;
FIG. 10B illustrates a user interface (UI) representing
the depth value of an object, according to various
embodiments of the disclosure;
FIG. 11 illustrates a flowchart of operations of an
electronic device for presenting an object having the
changed depth value and the changed size based
on the changed depth value, according to various

embodiments of the disclosure;
FIG. 12 illustrates a view illustrating an operation of
determining the size of an object based on the
changed depth value, according to various embod-
iments;
FIG. 13 illustrates a series of operations of displaying
an object having the changed depth value and the
changed size, based on the changed depth value,
according to various embodiments of the disclosure;
FIG. 14 illustrates a flowchart of an operation of an
electronic device for displaying an object having a
changed depth value and a changed size by using
the changed depth value and the information on the
field of view (FOV) of the image, according to various
embodiments of the disclosure;
FIG. 15 is a view illustrating an operation of deter-
mining the size of the object, based on the changed
depth value and the information on the FOV of the
image, according to various embodiments of the dis-
closure;
FIG. 16 illustrates a flowchart illustrating the opera-
tion of the electronic device for displaying an object
changed in depth, size, and position, based on the
changed depth value and a vanishing point of the
image, according to various embodiments of the dis-
closure; and
FIG. 17 illustrates a series of operations of displaying
an object changed in depth, size, and position, based
on the changed depth value and the vanishing point
of the image, according to various embodiments of
the disclosure.

[0017] Through the drawings, reference numerals will
be understood to refer to like parts, components, and
structures.

DETAILED DESCRIPTION

[0018] The following description with reference to the
accompanying drawings is provided to assist in a com-
prehensive understanding of various embodiments of the
disclosure as defined by the claims and their equivalents.
It includes various specific details to assist in that under-
standing but these are to be regarded as merely exem-
plary. Accordingly, those of ordinary skill in the art will
recognize that various changes and modifications of the
various embodiments described herein can be made
without departing from the scope and spirit of the disclo-
sure. In addition, descriptions of well-known functions
and constructions may be omitted for clarity and concise-
ness.
[0019] The terms and words used in the following de-
scription and claims are not limited to the bibliographical
meanings, but, are merely used by the inventor to enable
a clear and consistent understanding of the disclosure.
Accordingly, it should be apparent to those skilled in the
art that the following description of various embodiments
of the disclosure is provided for illustration purpose only
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and not for the purpose of limiting the disclosure as de-
fined by the appended claims and their equivalents.
[0020] It is to be understood that the singular forms "a,"
"an," and "the" include plural referents unless the context
clearly dictates otherwise. Thus, for example, reference
to "a component surface" includes reference to one or
more of such surfaces.
[0021] FIG. 1 is a block diagram of an electronic device
in a network environment for composing an object by
using a depth map, according to various embodiments
of the disclosure.
[0022] Referring to FIG. 1, the electronic device 101
may communicate with an electronic device 102 through
a first network 198 (e.g., a short-range wireless commu-
nication) or may communicate with an electronic device
104 or a server 108 through a second network 199 (e.g.,
a long-distance wireless communication) in the network
environment 100. According to an embodiment, the elec-
tronic device 101 may communicate with the electronic
device 104 through the server 108. According to an em-
bodiment, the electronic device 101 may include a proc-
essor 120, a memory 130, an input device 150, a sound
output device 155, a display device 160, an audio module
170, a sensor module 176, an interface 177, a haptic
module 179, a camera module 180, a power manage-
ment module 188, a battery 189, a communication mod-
ule 190, a subscriber identification module 196, and an
antenna module 197. According to some embodiments,
at least one (e.g., the display device 160 or the camera
module 180) among components of the electronic device
101 may be omitted or other components may be added
to the electronic device 101. According to some embod-
iments, some components may be integrated and imple-
mented as in the case of the sensor module 176 (e.g., a
fingerprint sensor, an iris sensor, or an illuminance sen-
sor) embedded in the display device 160 (e.g., a display
or a display unit).
[0023] The processor 120 may operate, for example,
software (e.g., a program 140) to control at least one of
other components (e.g., a hardware or software compo-
nent) of the electronic device 101 connected to the proc-
essor 120 and may process and compute a variety of
data. The processor 120 may load a command set or
data, which is received from other components (e.g., the
sensor module 176 or the communication module 190),
into a volatile memory 132, may process the loaded com-
mand or data, and may store result data into a nonvolatile
memory 134. According to an embodiment, the proces-
sor 120 may include a main processor 121 (e.g., a central
processing unit or an application processor) and an aux-
iliary 123 (e.g., a graphic processing device, an image
signal processor, a sensor hub processor, or a commu-
nication processor), which operates independently from
the main processor 121, additionally or alternatively uses
less power than the main processor 121, or is specified
to a designated function. In this case, the auxiliary 123
may operate separately from the main processor 121 or
embedded.

[0024] The auxiliary 123 may control, for example, at
least some of functions or states associated with at least
one component (e.g., the display device 160, the sensor
module 176, or the communication module 190) among
the components of the electronic device 101 instead of
the main processor 121 while the main processor 121 is
in an inactive (e.g., sleep) state or together with the main
processor 121 while the main processor 121 is in an ac-
tive (e.g., an application execution) state. According to
an embodiment, the auxiliary 123 (e.g., the image signal
processor or the communication processor) may be im-
plemented as a part of another component (e.g., the cam-
era module 180 or the communication module 190) that
is functionally related to the auxiliary 123. The memory
130 may store a variety of data used by at least one
component (e.g., the processor 120 or the sensor module
176) of the electronic device 101, for example, software
(e.g., the program 140) and input data or output data with
respect to commands associated with the software. The
memory 130 may include the volatile memory 132 or the
nonvolatile memory 134.
[0025] The program 140 may be stored in the memory
130 as software and may include, for example, an oper-
ating system 142, a middleware 144, or an application
146.
[0026] The input device 150 may be a device for re-
ceiving a command or data, which is used for a compo-
nent (e.g., the processor 120) of the electronic device
101, from an outside (e.g., a user) of the electronic device
101 and may include, for example, a microphone, a
mouse, or a keyboard.
[0027] The sound output device 155 may be a device
for outputting a sound signal to the outside of the elec-
tronic device 101 and may include, for example, a speak-
er used for general purposes, such as multimedia play
or recordings play, and a receiver used only for receiving
calls. According to an embodiment, the receiver and the
speaker may be either integrally or separately imple-
mented.
[0028] The display device 160 may be a device for vis-
ually presenting information to the user and may include,
for example, a display, a hologram device, or a projector
and a control circuit for controlling a corresponding de-
vice. According to an embodiment, the display device
160 may include a touch circuitry or a pressure sensor
for measuring an intensity of pressure on the touch.
[0029] The audio module 170 may convert a sound
and an electrical signal in dual directions. According to
an embodiment, the audio module 170 may obtain the
sound through the input device 150 or may output the
sound through an external electronic device (e.g., the
electronic device 102 (e.g., a speaker or a headphone))
wired or wirelessly connected to the sound output device
155 or the electronic device 101.
[0030] The sensor module 176 may generate an elec-
trical signal or a data value corresponding to an operating
state (e.g., power or temperature) inside or an environ-
mental state outside the electronic device 101. The sen-
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sor module 176 may include, for example, a gesture sen-
sor, a gyro sensor, a barometric pressure sensor, a mag-
netic sensor, an acceleration sensor, a grip sensor, a
proximity sensor, a color sensor, an infrared sensor, a
biometric sensor, a temperature sensor, a humidity sen-
sor, or an illuminance sensor.
[0031] The interface 177 may support a designated
protocol wired or wirelessly connected to the external
electronic device (e.g., the electronic device 102). Ac-
cording to an embodiment, the interface 177 may include,
for example, a high-definition multimedia interface (HD-
MI), a universal serial bus (USB) interface, an SD card
interface, or an audio interface.
[0032] A connection terminal 178 may include a con-
nector that physically connects the electronic device 101
to the external electronic device (e.g., the electronic de-
vice 102), for example, an HDMI connector, a USB con-
nector, a secure digital (SD) card connector, or an audio
connector (e.g., a headphone connector).
[0033] The haptic module 179 may convert an electri-
cal signal to a mechanical stimulation (e.g., vibration or
movement) or an electrical stimulation perceived by the
user through tactile or kinesthetic sensations. The haptic
module 179 may include, for example, a motor, a piezo-
electric element, or an electric stimulator.
[0034] The camera module 180 may shoot a still image
or a video image. According to an embodiment, the cam-
era module 180 may include, for example, at least one
lens, an image sensor, an image signal processor, or a
flash.
[0035] The power management module 188 may be a
module for managing power supplied to the electronic
device 101 and may serve as at least a part of a power
management integrated circuit (PMIC).
[0036] The battery 189 may be a device for supplying
power to at least one component of the electronic device
101 and may include, for example, a non-rechargeable
(primary) battery, a rechargeable (secondary) battery, or
a fuel cell.
[0037] The communication module 190 may establish
a wired or wireless communication channel between the
electronic device 101 and the external electronic device
(e.g., the electronic device 102, the electronic device 104,
or the server 108) and support communication execution
through the established communication channel. The
communication module 190 may include at least one
communication processor operating independently from
the processor 120 (e.g., the application processor) and
supporting the wired communication or the wireless com-
munication. According to an embodiment, the communi-
cation module 190 may include a wireless communica-
tion module 192 (e.g., a cellular communication module,
a short-range wireless communication module, or a glo-
bal navigation satellite system (GNSS) communication
module) or a wired communication module 194 (e.g., an
local area network (LAN) communication module or a
power line communication module) and may communi-
cate with the external electronic device using a corre-

sponding communication module among them through
the first network 198 (e.g., the short-range communica-
tion network such as a Bluetooth, a Wi-Fi direct, or an
infrared data association (IrDA)) or the second network
199 (e.g., the long-distance wireless communication net-
work such as a cellular network, an internet, or a com-
puter network (e.g., LAN or wireless area network
(WAN)). The above-mentioned various communication
modules 190 may be implemented into one chip or into
separate chips, respectively.
[0038] According to an embodiment of the disclosure,
the wireless communication module 192 may identify and
authenticate the electronic device 101 using user infor-
mation stored in the subscriber identification module 196
in the communication network.
[0039] The antenna module 197 may include one or
more antennas to transmit or receive the signal or power
to or from an external source. According to an embodi-
ment, the communication module 190 (e.g., the wireless
communication module 192) may transmit or receive the
signal to or from the external electronic device through
the antenna suitable for the communication method.
[0040] Some components among the components
may be connected to each other through a communica-
tion method (e.g., a bus, a general purpose input/output
(GPIO), a serial peripheral interface (SPI), or a mobile
industry processor interface (MIPI)) used between pe-
ripheral devices to exchange signals (e.g., a command
or data) with each other.
[0041] According to an embodiment of the disclosure,
the command or data may be transmitted or received
between the electronic device 101 and the external elec-
tronic device 104 through the server 108 connected to
the second network 199. Each of the electronic devices
102 and 104 may be the same or different types as or
from the electronic device 101. According to an embod-
iment, all or some of the operations performed by the
electronic device 101 may be performed by another elec-
tronic device or a plurality of external electronic devices.
When the electronic device 101 performs some functions
or services automatically or by request, the electronic
device 101 may request the external electronic device to
perform at least some of the functions related to the func-
tions or services, in addition to or instead of performing
the functions or services by itself. The external electronic
device receiving the request may carry out the requested
function or the additional function and transmit the result
to the electronic device 101. The electronic device 101
may provide the requested functions or services based
on the received result as is or after additionally process-
ing the received result. To this end, for example, a cloud
computing, distributed computing, or client-server com-
puting technology may be used.
[0042] FIG. 2 illustrates a block diagram of a camera
module for composing an object using a depth map, ac-
cording to various embodiments of the disclosure.
[0043] Referring to FIG. 2, the camera module 180 may
include a lens assembly 210, a flash 220, an image sen-
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sor 230, an image stabilizer 240, a memory 250 (e.g.,
buffer memory), or an image signal processor 260. The
lens assembly 210 may collect light emitted from a sub-
ject which is a target of image capturing. The lens as-
sembly 210 may include one or more lenses. According
to an embodiment, the camera module 180 may include
a plurality of lens assemblies 210. In this case, the cam-
era module 180 may be, for example, a dual camera, a
360-degree camera, or a spherical camera. A plurality of
lens assemblies 210 may have the same lens attributes
(e.g., a field of view, a focal length, an autofocus, an f
number, or an optical zoom). Alternatively, at least one
lens assembly may be different from another lens as-
sembly in at least one lens attribute. The lens assembly
210 may include, for example, a wide angle lens or a
telephoto lens. The flash 220 may emit light in order to
strengthen light emitted from the subject. The flash 220
may include one or more light-emitting diode (LEDs)
(e.g., a red-green-blue (RGB) LED, white LED, infrared
LED, or ultraviolet LED) or a xenon lamp.
[0044] The image sensor 230 may acquire an image
corresponding to the subject by converting light, which
is received from the subject through the lens assembly
210, to an electrical signal. According to an embodiment,
the image sensor 230 may include, for example, one se-
lected from among image sensors, such as an RGB sen-
sor, a black and white (BW) sensor, an infrared (IR) sen-
sor, or an ultra violet (UV) sensor, having different at-
tributes, a plurality of image sensors having the same
attribute, or a plurality of image sensors having different
attributes. Each image sensor included in the image sen-
sor 230 may be implemented with, for example, a
charged coupled device (CCD), or a complementary met-
al oxide semiconductor (CMOS) sensor. According to an
embodiment, when the camera module 180 includes a
plurality of lens assemblies 210, the image sensor 230
may include a plurality of image sensors to acquire an
image from each of the lens assemblies 210. For exam-
ple, one of the plurality image sensors may acquire a
color image and another image sensor may acquire a
depth map (or may be referred to as a depth map image).
For another example, the image sensors may operate
together to acquire a color image and a color map.
[0045] The image stabilizer 240 may move or control
at least one lens included in the lens assembly 210 or
the image sensor 230 in a specific direction (e.g., may
adjust read-out timing), so as to at least partially com-
pensate for a negative influence (e.g., image shaking)
exerted on the captured image in response to the move-
ment of the camera module 180 or the movement of the
electronic device 101 including the cameral module 180.
According to an embodiment of the disclosure, the image
stabilizer 240 may be, for example, implemented with an
optical image stabilizer, and may detect the movement
by using a gyro sensor (not illustrated) or an acceleration
sensor (not illustrated) disposed inside or outside the
camera module 180.
[0046] The memory 250 may at least temporarily store

at least a portion of an image, which is acquired through
the image sensor 230, for next image processing. For
example, when image acquisition is delayed or a plurality
of images are acquired at a higher rate, depending on
shutter speeds, the acquired original image (e.g., an im-
age having a higher resolution) is stored in the memory
250 and a duplicate (e.g., an image having a lower res-
olution) of the original image may be previewed through
the display device 160. Thereafter, when a specified con-
dition is satisfied (e.g., a user input is received or a system
command is generated), at least a portion of the original
image, which has been stored in the memory 250, may
be acquired and processed by the image signal proces-
sor 260. According to an embodiment of the disclosure,
the memory 250 may be implemented with at least a por-
tion of the memory 130 or with an additional memory
operating independently from the memory 250.
[0047] The image signal processor 260 may perform
image processing (e.g., depth map creation, 3-D mode-
ling, panorama creation, feature extraction, image com-
position, or image compensation (e.g., noise reduction,
resolution adjustment, brightness adjustment, blurring,
sharpening, or softening) with respect to an image ac-
quired from the image sensor 230 or the image stored in
the memory 250. Additionally, or alternatively, the image
signal processor 260 may perform a control operation
(e.g., a control operation (e.g., a control operation of ex-
posure time or read-out timing) of the image sensor 230)
with respect to at least one of components included in
the camera module 180. The image processed by the
image signal processor 260 may be re-stored in the mem-
ory 250 for additional image processing or may be trans-
mitted to an external component (e.g., the memory 130,
the display device 160, the electronic device 102, the
electronic device 104, or the server 108) of the camera
module 180. According to an embodiment, the image sig-
nal processor 260 may be implemented with at least a
portion of the processor 120 or with an additional proc-
essor operating independently from the processor 120.
When the image signal processor 260 is implemented
with the additional processor, images processed by the
image signal processor 260 may be displayed on the
display device 160 without the change thereof or may be
displayed on the display device 160 after being subject
to additional image processing.
[0048] According to an embodiment of the disclosure,
the electronic device 101 may include two or more cam-
era modules 180 having mutually different attributes or
functions. In this case, for example, at least one camera
module 180 may be a wide-angle camera or front camera,
and at least one another camera module may be a tele-
photo camera or rear camera.
[0049] In the following description, operations may be
implemented by an electronic device (e.g., the electronic
device 101) or may be implemented by a processor (e.g.,
the processor 120 or the image signal processor 260)
included in the electronic device. When the operations
are implemented by the processor, the processor may
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execute instructions stored in a memory (e.g., the mem-
ory 130 or the memory 250) of the electronic device,
thereby implementing the operations.
[0050] FIGS. 3 to 5 illustrate a series of operations of
composing objects by using a depth map and of storing
the composition result, according to various embodi-
ments of the disclosure.
[0051] Referring to FIG. 3, in operation 310, an elec-
tronic device (e.g., the electronic device 101, the proc-
essor 120, or the image signal processor 260) may dis-
play an image on a display (e.g., the display device 160).
According to various embodiments disclosed in the dis-
closure, the image may be referred to as an image cre-
ated by composing a color image and a depth map. For
example, the image may refer to an image, which is cap-
tured through an image sensor, or a preview image. The
operation of creating the image by composing the color
image and the depth map will be described with reference
to FIG. 4A.
[0052] Referring to FIG. 4A, the electronic device may
acquire a color image 410 and a depth map 420 through
at least one image sensor. The color image 410 may
show the distribution (color information) of RGB values
of pixels constituting two dimension (2D) coordinates
(e.g., an X axis or a Y axis). Although various embodi-
ments of the disclosure have been described regarding
the color image 410 based on RGB by way of example,
various pieces of information (e.g., YCrCb, or YUV) may
be used to represent the color distribution of the image
instead of the RGB. The electronic device may display a
background subject 412 or a foreground subject 414 by
using color information of the color image 410. The depth
map 420 may represent the distribution (depth informa-
tion) of depth values of the pixels constituting the 2D co-
ordinates. For example, when 8-bit data is allocated to
one pixel of an image, the depth value may be expressed
as a value in the range of 0 to 28, that is, 255. When n
bits are allocated to each pixel, the depth value may have
an appropriate value in the range from 0 to 2n. The depth
value may be set to be in inverse proportion to the dis-
tance between the electronic device and a subject (that
is, the depth value is increased as the subject approaches
the electronic device). In contrast, the depth value may
be set to be in proportion to the distance between the
electronic device and the subject. Hereinafter, various
embodiments in the disclosure will be described regard-
ing an example that the depth value is increased as the
distance between the electronic device and the subject
becomes shorter.
[0053] According to an embodiment of the disclosure,
the electronic device may select an image area, which
has the distribution of depth values in a specific range,
from the depth map 420 and may separate the image
area. The image area may be referred to as an area in-
cluding a plurality of pixels in an image. For example, in
the depth map 420, pixels included in an image area 422
(an area, which corresponds to the background subject
412, in the color image 410) may have depth values in a

specific range based on a first value, and pixels included
in an image area 424 (an area, which corresponds to the
foreground subject 414, in the color image 410) may have
depth values in a specific range based on a second value.
In this case, the electronic device may separate the im-
age area 422 from the image area 424 by using the pixels
having the depth values within mutually different ranges.
The electronic device may place the image area 422 and
the image area 424 in mutually different three dimension-
al (3D) spaces (e.g., Z axis) depending on the distribu-
tions of the depth values of the image area 422 and the
image area 424. According to an embodiment, the elec-
tronic device may place at least two image areas, which
are separated from each other, on virtual planes, respec-
tively. For example, the electronic device may place the
image area 424 having the greater depth value range on
the plane in the front of the image area 422. The electronic
device may display the foreground subject 414 and the
background subject 412 representing mutually different
depth values by composing the image area 422 and the
image area 424, which are placed on the mutually differ-
ent planes, with the color image 410.
[0054] Referring to FIG. 4B, a histogram 450 may be
made to represent the distribution of the depth values of
the depth map 420. The horizontal axis of the histogram
450 represents the depth values. The horizontal axis may
have, for example, values of 0 to 255, or may have con-
verted values in the range of 0 to 100. In addition to the
above embodiment, the scale of the horizontal axis may
be variously defined by those skilled in the art. The ver-
tical axis of the histogram 450 may represent the fre-
quency (e.g., the number of pixels) of the depth values.
A depth value distribution 452 may represent a depth
value distribution of the image area 422 and a depth value
distribution 454 may represent a depth value distribution
of the image area 424.
[0055] In operation 320, the electronic device may dis-
play an object on an image, in response to a user input
of adding the object. The object may include, for example,
a sticker, a label, a drawing, a memo, an image, a mosaic,
or calligraphy. According to an embodiment, the elec-
tronic device may display an object on a first area in re-
sponse to a user input of placing (moving) the object in
a specific area (a first area) of the image. According to
another embodiment, when a specific condition is satis-
fied without the user input of placing the object in the
specific area (e.g., when a user input of selecting the
object is received, when a user input of selecting an im-
age editing menu is received, when image capturing is
completed, or when the electronic device enters an im-
age capturing mode), the electronic device may automat-
ically display the object on the first area.
[0056] According to an embodiment of the disclosure,
the electronic device may display an object having a pre-
set depth value. For example, to prevent a user experi-
ence that an added object is hidden and not viewed by
another image or partially viewed, the preset depth value
may be greater than the maximum depth value (the max-
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imum depth value in the depth value distribution 454) of
the image. For another example, to induce a user to
change the depth of the added object, the preset depth
value may have an appropriate value between the min-
imum depth value and the maximum depth value of the
image such that a portion of the object is displayed while
a remaining portion of the object is hidden by the image.
[0057] In operation 330, the electronic device may re-
ceive a user input of changing (or determining) the depth
value of the object. According to an embodiment, the
electronic device may receive a user input of moving an
indicator representing the depth value of the object. The
indicator representing the depth value of the object may
be displayed on the image or may be displayed on a
screen outside a screen in which the image is displayed.
[0058] In operation 340, the electronic device may dis-
play at least a portion of the object on an image, based
on the changed depth value of the object and the depth
information of the first area.
[0059] Referring to FIG. 5A, in response to a user input
of changing a depth value of an object 516, the electronic
device may change a depth value of an image area 526
representing the depth value of the object 516. When the
changed depth value is greater than the maximum depth
value of the depth value distribution 454 illustrated in FIG.
4B, the electronic device may display the image area 526
on a front plane of a plane on which the image area 424
is displayed. In this case, the object 516 may be viewed
to the user as if the object 516 is placed at a distance
closer to the electronic device than the foreground sub-
ject 414. When the changed depth value is less than the
minimum depth value of the depth value distribution 454
and greater than the maximum depth value of the depth
value distribution 452, the electronic device may display
the image area 526 on the plane interposed between a
plane on which the image area 424 is displayed and a
plane on which the image area 422 is displayed. In this
case, the object 516 may be viewed to the user as if the
object 516 is farther apart from the electronic device than
the foreground subject 414 and closer to the electronic
device than the background subject 412. According to
an embodiment, the electronic device may display at
least a portion of an object on the image.
[0060] In operation 350, the electronic device may
store, in a memory (e.g., the memory 130), data on the
depth value of the object and the color information of the
object. For example, referring to FIG. 5B, the electronic
device may store color data 510 of the color image 410
to which the object 516 is added and depth data 520 of
the depth map 420 including the depth value of the image
area 526 corresponding to the added object 516. Accord-
ing to an embodiment, the electronic device may store
the depth data 520 as metadata for the color data 510.
According to another embodiment, the electronic device
may store the color data 510 and the depth data 520 as
the dedicated data. According to an embodiment, the
electronic device may store, in the memory, the image
data, to which the object 516 is added, as data identical

to image data (e.g., image data to which the object 516
is not added) previously stored or as dedicated data.
[0061] The electronic device may provide a user inter-
face, which is used to change the depth of the object, for
a user to meet a user demand by editing an object in the
image using the depth value. In addition, the electronic
device may provide a function of additionally re-editing
the object by storing the changed depth value of the ob-
ject together with the color information of the object.
[0062] FIGS. 6 to 8 illustrate a series of operations of
composing objects by using a depth value range, accord-
ing to various embodiments. Operations illustrated in
FIG. 6 may be operations obtained by implementing op-
eration 340 of FIG. 3 in more detail.
[0063] Referring to FIG. 6, in operation 610, an elec-
tronic device (e.g., the electronic device 101, the proc-
essor 120, the image signal processor 260) may deter-
mine the range (e.g., the range from 0 to 255 or the range
from 0 to a value obtained by converting 255 based on
100) of depth values of pixels included in the first area
(that is, an area having an object). For example, referring
to FIG. 5, when the first area, in which the object 516 is
positioned, is overlapped with the foreground subject
414, the electronic device may determine the depth value
range of the image area 424. When at least a portion of
the first area is overlapped with the foreground subject
414, and when a remaining portion of the first area is
overlapped with the background subject 412, the elec-
tronic device may determine the depth value range of
each of the image area 422 and the image area 424.
According to an embodiment, the electronic device may
determine the depth value range by using the histogram.
[0064] Referring to FIG. 7, the depth value range of
the depth value distribution 452 (that is, the image area
422) may be a range 462 and the depth value range of
the depth value distribution 454 (that is the image area
424) may be a range 464.
[0065] In operation 620, the electronic device may dis-
play at least a portion of an object having the changed
depth, based on the changed depth value of the object
and the depth value range of the first area. For example,
referring to reference number 800a of FIG. 8, the depth
value of the object 516 may be changed to a depth value
720 of FIG. 7 in response to a user input. Since the depth
value 720 is included in the range 464, the depth value
of the object 516 may be equal to the depth values of at
least some pixels of the foreground subject 414. In this
case, the object 516 may be displayed while being over-
lapped with the foreground subject 414.
[0066] FIG. 8 illustrates a series of operations of com-
posing objects by using a depth map range, according
to various embodiments of the disclosure.
[0067] According to an embodiment of the disclosure,
the electronic device may determine the depth value of
the first area such that the changed depth value of the
object is not in the depth value range of the first area.
For example, when the depth value of the object 516 is
changed to a depth value 720 in response to the user
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input, the electronic device may change the depth value
of the object 516 to a depth value 710, a depth value 730,
or a depth value 740 which is not in the range 462 and
the range 464. For example, when the depth value of the
object 516 is the depth value 740, the object 516 may be
displayed on a plane in the front of the plane on which
the foreground subject 414 is displayed as illustrated in
reference number 800b of FIG. 8. When the depth value
of the object 516 is set not to be in the depth value range
of the first area, the electronic device may simultaneously
compose at least two objects. For example, referring to
reference number 800c, the electronic device may rec-
ognize the foreground subject 414 from a preview image
or a captured image. The electronic device may compose
the foreground subject 414 and objects 517 and 518. The
electronic device may set depth values of the object 517
and the object 518 to the depth value 740 and the depth
value 730, respectively, such that the depth value range
(that is, the range 464) of the foreground subject 414 is
not overlapped with each of the depth values of the object
517 and the object 518. A user may recognize that the
object 517 is displayed in the front of the foreground sub-
ject 414 and the object 518 is displayed in the rear of the
foreground subject 414.
[0068] The electronic device may change the depth
value of the object by using the depth value range, there-
by preventing the object from being overlapped with an-
other subject in an image and simultaneously composing
at least two objects with the subject.
[0069] FIGS. 9, 10A and 10B illustrate a series of op-
erations of expressing a depth value of an object by using
a depth value range of an image, according to various
embodiments. Operations illustrated in FIG. 9 may be
operations obtained by implementing operation 610 of
FIG. 6 in more detail.
[0070] Referring to FIG. 9, in operation 910, an elec-
tronic device (e.g., the electronic device 101, the proc-
essor 120, or the image signal processor 260) may de-
termine a depth value range of an image. For example,
when a histogram 450 illustrated in FIG. 10A represents
the depth value range of an image 1000 illustrated in FIG.
10B, the depth value range of the image 1000 may be a
range 1020. The minimum depth value of the depth value
range of the image 1000 may be a depth value 1012 and
the maximum depth value of the depth value range of
the image 1000 may be a depth value 1014.
[0071] According to an embodiment of the disclosure,
the electronic device may adjust the range (or the
number) of images areas included in the depth map 420
by using an offset for the frequency (or pixel count) of a
depth value of the histogram 450. For example, referring
to FIG. 10A, when an offset 1022 of the histogram 450
is set, the electronic device may recognize, as subjects,
only image areas corresponding to a depth value distri-
bution 453 and a depth value distribution 455 having the
frequency greater than the offset 1022. For another ex-
ample, when the offset of the histogram 450 is a smaller
value, the electronic device may recognize, as one sub-

ject, image areas corresponding to the depth value dis-
tribution 452 and the depth value distribution 454.
[0072] In operation 920, the electronic device may dis-
play a UI for representing a depth value of an object by
using a depth value range of an image. For example,
referring to FIG. 10B, the electronic device may display
a UI 1030. Although FIG. 10B illustrates an example that
the UI 1030 is displayed in the image 1000, the UI 1030
may be displayed on a lower screen or an upper screen
of the image 1000.
[0073] According to an embodiment of the disclosure,
the length of the UI 1030 may correspond to a range 1010
in the histogram 450 of FIG. 10A. The minimum depth
value of the range 1010 may be a depth value 1002 and
the maximum depth value of the range 1010 may be a
depth value 1004. The depth value 1002 may be, for ex-
ample, 0. The depth value 1004 may be, for example,
255. When the electronic device is configured such that
the range of values on the horizontal axis is converted
to the range of 0 to 100, the depth value 1004 may be
100. According to another embodiment, the length of the
UI 1030 may correspond to the range 1020 in the histo-
gram 450. The minimum depth value of the range 1020
may be the depth value 1012 and the maximum depth
value of the range 1020 may be the depth value 1014.
According to another embodiment, the electronic device
may re-scale the length of the depth value range (empty
depth value range), such as the range from the depth
value 1002 to the depth value 1012 or the range from the
depth value 1014 to the depth value 1004, representing
the frequency of 0 or a significantly small depth value
range or the length of the range 1020. For example, the
electronic device may finely scale the length of the empty
depth value range such that a user of the electronic de-
vice does not take into consideration a depth value range
out of the range 1020 (that is, the user of the electronic
device may undergo the depth change between the ob-
ject 516 and another subject, even if the depth value of
the object 516 is not changed to a value in the empty
depth value range). For another example, the electronic
device may maintain the length of the empty depth value
range and largely scale the length of the range 1020.
[0074] According to an embodiment of the disclosure,
the UI 1030 may include an indicator 1035 indicating a
depth value of the object 516. The electronic device may
change the depth value of the object 516 in response to
a user input of moving the indicator 1035. Although the
electronic device may provide a visual effect that the in-
dicator 1035 continuously moves on the UI 1030, the
electronic device may provide a visual effect that the in-
dicator 1035 is jumped to a specific position when the
length of the empty depth value range of the histogram
450 or the length of the range 1020 is re-scaled.
[0075] FIGS. 11 to 13 illustrate a series of operations
of displaying an object having the changed depth value
and the changed size based on the changed depth value,
according to various embodiments. Operations illustrat-
ed in FIG. 11 may be obtained by implementing operation
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340 of FIG. 3 in more detail.
[0076] Referring to FIG. 11, in operation 1110, the elec-
tronic device may determine a changed depth value of
an object, in response to a user input of changing the
depth value of the object. In operation 1120, the elec-
tronic device may change the size of the object, based
on the changed depth value of the object. The operation
of determining the size of the object will be described
with reference to FIG. 12.
[0077] Referring to FIG. 12, a plane 1210 and a plane
1220 may be placed in a virtual 3D space (e.g., a Z axis)
to correspond to depth values thereof. The distance be-
tween the plane 1210 and a user may be shorter than
the distance between the plane 1220 and the user. The
electronic device may receive a user input of changing
the depth value of an object 1215 having the depth value
of the plane 1210 to the depth value of the plane 1220.
The depth value of the object 1215 may be reduced by
a value indicated by reference numeral 1230. The elec-
tronic device may change the size (or the area) of the
object 1215 to the size of an object 1225 in proportion to
the depth value reduced by the value indicated by the
reference numeral 1230.
[0078] In operation 1130, the electronic device may
display at least a portion of the object on an image, based
on the changed depth value of the object and the changed
size of the object. The electronic device may display the
object on one of a plurality of planes by comparing the
changed depth value of the object and depth information
of the first area in which the object is positioned. The
electronic device may display an object having a size
increased or decreased in proportion to the changed
depth value.
[0079] FIG. 13 illustrates a series of operations of dis-
playing an object having the changed depth value and
the changed size based on the changed depth value.
[0080] Referring to FIG. 13, the electronic device may
display an image 1300 (which is a result obtained by com-
posing a color image and a depth map) including the
background subject 412 and the foreground subject 414.
The electronic device may display an object 1316 on the
image 1300 in response to a user input of selecting an
object. According to an embodiment, the electronic de-
vice may display an indicator 1318 representing that the
object 1316 is being currently edited. The electronic de-
vice may display the object 1316 reduced in depth value
and size, in response to a user input of changing the
depth value of the object 1316. As illustrated in FIG. 13,
when the depth value of the object 1316 is smaller than
a lower limit of a depth value range of the foreground
subject 414, the object 1316 may be displayed in the rear
of the foreground subject 414.
[0081] According to an embodiment, as illustrated in
FIG. 13, the electronic device may edit the object 1316
in response of at least one user input of editing the object
1316, in addition to the operation of changing the depth
value and the size of the object 1316 in response to the
user input of changing the depth value. For example, the

electronic device may display the object 1316 having the
changed position in response to of a user input of moving
the central coordinates in the 2D coordinate system of
the image area. For another example, the electronic de-
vice may display the object 1316 rotated in response to
a user input of rotating corner coordinates in the 2D co-
ordinate system of the image area corresponding to the
object 1316. For another example, the electronic device
may cancel the display of the indicator 1318 in response
to a user input of inputting, in the image 1300, an area
in addition to the object 1316.
[0082] The electronic device may provide, for a user,
a visual effect that the perspective of an object is adjusted
inside an image by adjusting the size of the object based
on the changed depth value of the object.
[0083] FIGS. 14 to 15 illustrate a series of operations
of displaying an object changed in depth value and size
by using the changed depth value and the field of view
(FOV) of an image. Operations illustrated in FIG. 14 may
be obtained by implementing operation 1120 to operation
1130 of FIG. 11 in more detail.
[0084] Referring to FIG. 14, in operation 1410, the elec-
tronic device may determine the FOV of the image. In
operation 1420, the electronic device may determine the
size increment or the size decrement of the object, based
on changed depth values and FOVs of images. For ex-
ample, referring to FIG. 15, an FOV of an image in which
an object 1522 is composed may be greater than an FOV
of an image in which an object 1524 is composed. When
the respective depth values of the object 1522 and the
object 1524 are increased by a value indicated by refer-
ence numeral 1530, the respective sizes of the object
1522 and the 1524 may be increased in proportion to the
increased depth value, and the size increment or size
decrement may be varied depending on the difference
between an FOV 1502 and an FOV 1504. For example,
although the size of the object 1522 displayed on a plane
1520 is equal to the size of the object 1524, the size of
the object 1522 displayed on the plane 1510 may be
greater than the size of the object 1524 displayed on the
plane 1510.
[0085] In operation 1430, the electronic device may
display at least a portion of the object changed in depth
value and size, based on the determined size increment
or decrement. The electronic device may provide, for a
user, a visual effect that the size of the object may be
increased or decreased variously depending on the in-
formation on the FOV of the image.
[0086] FIGS. 16 to 17 illustrate a series of operations
of displaying an object changed in depth, size, shape,
and position based a direction of reducing an image,
which is obtained image analysis, and a changed depth
according to various embodiments. Operations illustrat-
ed in FIG. 16 may be obtained by implementing operation
1120 to operation 1130 of FIG. 11 in more detail.
[0087] Referring to FIG. 16, in operation 1610, an elec-
tronic device may determine a direction (e.g., a vanishing
point) of reducing a captured image by analyzing infor-
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mation on the captured image.
[0088] Referring to FIG. 17, regarding an image 1700
including a background subject 1712 and a foreground
subject 1714, the electronic device may determine a van-
ishing point 1720 for reducing the image 1700 in a specific
direction, by analyzing the direction of a front line, the
direction of distorting the object, or an angle of a horizon-
tal line in the image 1700. The electronic device may
recognize the position of the vanishing point 1720 as a
2D-coordinate value or as a pixel value in the image 1700.
According to various embodiments, the electronic device
may obtain the direction of reducing an image based on
depth information in addition to a scheme of analyzing
the image. For example, referring to FIG. 4A, since the
depth value distribution of the image area 422 is smaller
than the depth value distribution of the image area 424
in the depth map 420, the electronic device may deter-
mine the direction from the image area 424 to the image
area 422 as the direction of reducing the image 410.
[0089] In operation 1620, the electronic device may
change the shape, the size, and the position of the object,
based on the information (e.g., the information on the
vanishing point) on the direction of reducing the image
and the changed depth value of the object. In operation
1630, the electronic device may display at least a portion
of the object changed in depth value, size, and position
in the image. For example, referring to FIG. 17, an object
1716 may be composed at the left side of a foreground
subject 1714 in the image 1700 in response to a user
input of adding an object. According to an embodiment,
the electronic device may recognize the position of the
object 1716 as a 2D-coordinate value or a pixel value in
the image. When the depth value of the object 1716 is
reduced in response to the user input, the electronic de-
vice may deform (or distort) the shape of the object 1716
to correspond to a line extending toward the vanishing
point 1720, may change the position of the object 1716
to reduce the distance between the object 1716 and the
vanishing point 1720, and may change the size of the
object 1716 based on the changed depth value.
[0090] The electronic device may change even the po-
sition of the object as well as the size of the object and
the size increment or decrement, based on the changed
depth value, thereby providing, for a user, a visual effect
that the perspective of the object is adjusted by naturally
deforming the object inside an image in a direction of a
vanishing point, which is the direction of reduction the
image).
[0091] As described above, an electronic device (e.g.,
the electronic device 101) may include a display (e.g.,
the display device 160), a memory (e.g., the memory
130), and a processor (e.g., a processor 120 or an image
signal processor 260). The processor may be configured
to display an image (e.g., an image obtained by compos-
ing a color image 410 and a depth map 420) by using
the display, to display one or more objects (e.g., the first
object 516) on a first area of the image, at least based
on a first user input, to determine a depth value of the

object, at least based on a second user input, to display
at least a portion of the object on the image, based on
the determined depth value of the object and depth in-
formation of the first area, and to store, in the memory,
depth data (e.g., depth data 520) and color data (e.g.,
color data 510) of an image to which the object is added.
According to an embodiment, the processor may be con-
figured to store, in the memory, the image, to which the
object is added, with data different from data of the image.
According to an embodiment of the disclosure, the image
may include a preview image acquired by using the image
sensor.
[0092] According to an embodiment of the disclosure,
the processor may be configured to determine a depth
value range of the first area, at least based on the second
user input, and to display the at least a portion of the
object on the image, based on the determined depth val-
ue of the object and the determined depth value range
of the first area. In addition, the processor may be con-
figured to determine a depth value range of the image,
and display an indicator (e.g., an indicator 1035) regard-
ing the depth value of the object by using the display,
based on the determined depth value range of the image.
[0093] According to an embodiment of the disclosure,
the processor may be configured to recognize the deter-
mined depth value of the object, at least based on the
second user input, to determine a size of the object,
based on the determined depth value of the object, and
to display the at least a portion of the object on the image,
based on at least one of the determined depth value of
the object, the determined size of the object, or the depth
information of the first area. In addition, the processor
may be configured to determine information on a FOV of
the image, to determine an increment or decrement in
the size of the object, based on the determined informa-
tion on the FOV of the image and the determined depth
value of the object, and to display the at least a portion
of the object on the image, based on the determined in-
crement or decrement in the size of the object. In addition,
the processor may be configured to determine a vanish-
ing point of the image, to determine a position of the ob-
ject, based on the determined vanishing point of the im-
age, and to display the at least a portion of the object on
the image, based on at least one of the determined depth
value of the object, the determined size of the object, or
the determined position of the object.
[0094] As described above, a method of an electronic
device (e.g., an electronic device 101) disclosed in the
disclosure may include displaying an image (e.g., an im-
age obtained by composing a color image 410 and a
depth map 420),displaying one or more objects (e.g., the
object 516) on a first area of the image, at least based
on a first user input, determining a depth value of the
object, at least based on a second user input, displaying
at least a portion of the object on the image, based on
the determined depth value of the object and depth in-
formation of the first area, and storing depth data (e.g.,
depth data 520) and color data (e.g., color data 510) of
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an image to which the object is added. The storing of the
depth data and the color data may include storing the
depth data as at least a portion of metadata of the color
data.
[0095] According to an embodiment of the disclosure,
the displaying of at least the portion of the object may
include determining a depth value range of the first area,
at least based on the second user input, and displaying
the at least a portion of the object on the image, based
on the determined depth value of the object and the de-
termined depth value range of the first area.
[0096] According to an embodiment of the disclosure,
the method may further include determining a depth val-
ue range of the image, and displaying an indicator re-
garding the depth value of the object, based on the de-
termined depth value range of the image.
[0097] According to an embodiment of the disclosure,
the displaying of the at least a portion of the object on
the image may include recognizing the determined depth
value of the object, at least based on the second user
input, determining a size of the object, based on the de-
termined depth value of the object, and displaying the at
least a portion of the object on the image, based on at
least one of the determined depth value of the object, the
determined size of the object or the depth information of
the first area.
[0098] According to an embodiment of the disclosure,
the displaying of the at least a portion of the object on
the image may include determining information on a FOV
of the image, determining an increment or decrement in
the size of the object, based on the determined informa-
tion on the FOV of the image and the determined depth
value of the object, and displaying the at least a portion
of the object on the image, based on the determined in-
crement or decrement of the size of the object.
[0099] According to an embodiment of the disclosure,
the displaying of the at least a portion of the object on
the image may include determining a vanishing point of
the image determining a position of the object, based on
the determined vanishing point of the image, and display-
ing the at least a portion of the object on the image, based
on at least one of the determined depth value of the ob-
ject, the determined size of the object, or the determined
position of the object.
[0100] As described above, an electronic device (e.g.,
an electronic device 101) disclosed in the disclosure may
include one or more image sensors (e.g., a camera mod-
ule 180 or an image sensor 230) configured to acquire a
color image (e.g., a color image 410) or a depth map
(e.g., a depth map 420), a display (e.g., a display device
160), a memory (e.g., a memory 130), and a processor
(e.g., a processor 120 or an image signal processor 260).
The processor may be configured to create an image by
composing the color image and the depth map, to display
the image by using the display, to display an object (e.g.,
an object 516) on a first area of the image, at least based
on a first user input, to determine a depth value of the
object, at least based on a second user input, to display

at least a portion of the object on the image, based on
the determined depth value of the object and depth in-
formation of the first area, and to store, in the memory,
depth data (e.g., depth data 520) and color data (e.g.,
color data 510) of an image to which the object is added.
[0101] According to an embodiment of the disclosure,
the processor may be configured to determine a depth
value range of the first area, at least based on the second
user input, and to display the at least a portion of the
object on the image, based on the determined depth val-
ue of the object and the determined depth value range
of the first area.
[0102] According to an embodiment of the disclosure,
the processor may be configured to determine a depth
value range of the image, and to display an indicator re-
garding the depth value of the object by using the display,
based on the determined depth value range of the image.
In addition, the processor may be configured to recognize
the determined depth value of the object, at least based
on the second user input, to determine a size of the object,
based on the determined depth value of the object, and
to display the at least a portion of the object on the image,
based on at least one of the determined depth value of
the object, the determined size of the object or the depth
information of the first area In addition, the processor
may be configured to determine information on a FOV of
the image, to determine an increment or decrement in
the size of the object, based on the determined informa-
tion on the FOV of the image and the determined depth
value of the object, and to display the at least a portion
of the object on the image, based on the determined in-
crement or decrement of the size of the object.
[0103] According to various embodiments of the dis-
closure, the electronic device may include various types
of devices. For example, the electronic device may in-
clude at least one of a portable communication device
(e.g., smartphones), a computer device, a portable mul-
timedia device, a portable medical device, a camera, or
a wearable device. According to an embodiment of the
disclosure, the electronic device is not limited to the
above-described electronic devices.
[0104] It should be understood that various embodi-
ments of the disclosure and terms used in the embodi-
ments do not intend to limit technologies disclosed in the
disclosure to the particular forms disclosed herein; rather,
the present disclosure should be construed to cover var-
ious modifications, equivalents, and/or alternatives of
embodiments of the disclosure. With regard to descrip-
tion of drawings, similar components may be assigned
with similar reference numerals. As used herein, singular
forms may include plural forms as well unless the context
clearly indicates otherwise. In the disclosure disclosed
herein, the expressions "A or B", "at least one of A or/and
B", "A, B, or C" or "one or more of A, B, or/and C", and
the like used herein may include any and all combinations
of one or more of the associated listed items. The ex-
pressions "a first", "a second", "the first", or "the second",
used in herein, may refer to various components regard-

21 22 



EP 3 444 805 A1

13

5

10

15

20

25

30

35

40

45

50

55

less of the order and/or the importance, but do not limit
the corresponding components. The above expressions
are used merely for the purpose of distinguishing a com-
ponent from the other components. It should be under-
stood that when a component (e.g., a first component)
is referred to as being (operatively or communicatively)
"connected," or "coupled," to another component (e.g.,
a second component), it may be directly connected or
coupled directly to the other component or any other com-
ponent (e.g., a third component) may be interposed be-
tween them.
[0105] The term "module" used herein may represent,
for example, a unit including one or more combinations
of hardware, software and firmware. The term "module"
may be interchangeably used with the terms "logic", "log-
ical block", "part" and "circuit". The "module" may be a
minimum unit of an integrated part or may be a part there-
of. The "module" may be a minimum unit for performing
one or more functions or a part thereof. For example, the
"module" may include an application-specific integrated
circuit (ASIC).
[0106] Various embodiments of the disclosure may be
implemented by software (e.g., the program 140) includ-
ing an instruction stored in a machine-readable storage
media (e.g., an internal memory 136 or an external mem-
ory 138) readable by a machine (e.g., a computer). The
machine may be a device that calls the instruction from
the machine-readable storage media and operates de-
pending on the called instruction and may include the
electronic device (e.g., the electronic device 101). When
the instruction is executed by the processor (e.g., the
processor 120), the processor may perform a function
corresponding to the instruction directly or using other
components under the control of the processor. The in-
struction may include a code generated or executed by
a compiler or an interpreter. The machine-readable stor-
age media may be provided in the form of non-transitory
storage media. Here, the term "non-transitory", as used
herein, is a limitation of the medium itself (i.e., tangible,
not a signal) as opposed to a limitation on data storage
persistency.
[0107] In accordance with an aspect of the disclosure,
it may be provided as a part of a computer program prod-
uct. The computer program product may be traded be-
tween a seller and a buyer as a product. The computer
program product may be distributed in the form of ma-
chine-readable storage medium (e.g., a compact disc
read only memory (CD-ROM)) or may be distributed only
through an application store (e.g., a Play Store™). In the
case of online distribution, at least a portion of the com-
puter program product may be temporarily stored or gen-
erated in a storage medium such as a memory of a man-
ufacturer’s server, an application store’s server, or a relay
server.
[0108] Each component (e.g., the module or the pro-
gram) according to various embodiments may include at
least one of the above components, and a portion of the
above sub-components may be omitted, or additional

other sub-components may be further included. Alterna-
tively or additionally, some components (e.g., the module
or the program) may be integrated in one component and
may perform the same or similar functions performed by
each corresponding components prior to the integration.
Operations performed by a module, a programming, or
other components according to various embodiments of
the disclosure may be executed sequentially, in parallel,
repeatedly, or in a heuristic method. Also, at least some
operations may be executed in different sequences, omit-
ted, or other operations may be added.
[0109] While the disclosure has been shown and de-
scribed with reference to various embodiments thereof,
it will be understood by those skilled in the art that various
changes in form and details may be made therein without
departing from the spirit and scope of the disclosure as
defined by the appended claims and their equivalents.

Claims

1. An electronic device comprising:

a display;
a memory; and
a processor,
wherein the processor is configured to:

control the display to display an image;
control the display to display an object on a
first area of the image, at least based on a
first user input;
receive a second user input to change a
depth value of the object;
control the display to display at least a por-
tion of the object on the image, based on
the depth value of the object changed ac-
cording to the second user input and depth
information of the first area; and
store, in the memory, depth data and color
data of the image to which the object is add-
ed.

2. The electronic device of claim 1, wherein the proc-
essor is configured to:

store, in the memory, the image to which the
object is added, with data different from data of
the image.

3. The electronic device of claim 1, wherein the proc-
essor is configured to:

determine a depth value range of the first area,
at least based on the second user input; and
control the display to display the at least a portion
of the object on the image, based on the deter-
mined depth value of the object and the deter-

23 24 



EP 3 444 805 A1

14

5

10

15

20

25

30

35

40

45

50

55

mined depth value range of the first area.

4. The electronic device of claim 3, wherein the proc-
essor is configured to:

determine a depth value range of the image; and
control the display to display an indicator regard-
ing the depth value of the object, based on the
determined depth value range of the image.

5. The electronic device of claim 1, wherein the proc-
essor is configured to:

recognize the determined depth value of the ob-
ject, at least based on the second user input;
determine a size of the object, based on the de-
termined depth value of the object; and
control the display to display the at least a portion
of the object on the image, based on at least one
of the determined depth value of the object, the
determined size of the object or the depth infor-
mation of the first area.

6. The electronic device of claim 5, wherein the proc-
essor is configured to:

determine information on a field of view (FOV)
of the image;
determine an increment or decrement in the size
of the object, based on the determined informa-
tion on the FOV of the image and the determined
depth value of the object; and
control the display to display the at least a portion
of the object on the image, based on the deter-
mined increment or decrement in the size of the
object.

7. The electronic device of claim 5, wherein the proc-
essor is configured to:

determine a vanishing point of the image;
determine a position of the object, based on the
determined vanishing point of the image; and
control the display to display the at least a portion
of the object on the image, based on at least one
of the determined depth value of the object, the
determined size of the object, or the determined
position of the object.

8. The electronic device of claim 1, further comprising:

at least one image sensor,
wherein the image includes a preview image ac-
quired by using the at least one image sensor.

9. A method of an electronic device, the method com-
prising:

displaying an image;
displaying an object on a first area of the image,
at least based on a first user input;
receiving a second user input to change a depth
value of the object;
displaying at least a portion of the object on the
image, based on the depth value of the object
changed according to the second user input and
depth information of the first area; and
storing depth data and color data of the image
to which the object is added.

10. The method of claim 9, wherein the storing of the
depth data and the color data includes:

storing the depth data as at least a portion of
metadata of the color data.

11. The method of claim 9, wherein the displaying of the
at least a portion of the object includes:

determining a depth value range of the first area,
at least based on the second user input; and
displaying the at least a portion of the object on
the image, based on the determined depth value
of the object and the determined depth value
range of the first area.

12. The method of claim 11, further comprising:

determining a depth value range of the image;
and
displaying an indicator regarding the depth val-
ue of the object, based on the determined depth
value range of the image.

13. The method of claim 9, wherein the displaying of the
at least a portion of the object on the image includes:

recognizing the determined depth value of the
object, at least based on the second user input,
determining a size of the object, based on the
determined depth value of the object, and
displaying the at least a portion of the object on
the image, based on at least one of the deter-
mined depth value of the object, the determined
size of the object, or the depth information of the
first area.

14. The method of claim 13, wherein the displaying of
the at least a portion of the object on the image in-
cludes:

determining information on a field of view (FOV)
of the image;
determining an increment or decrement in the
size of the object, based on the determined in-
formation on the FOV of the image and the de-
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termined depth value of the object; and
displaying the at least a portion of the object on
the image, based on the determined increment
or decrement of the size of the object.

15. The method of claim 13, wherein the displaying of
the at least a portion of the object on the image in-
cludes:

determining a vanishing point of the image;
determining a position of the object, based on
the determined vanishing point of the image; and
displaying the at least a portion of the object on
the image, based on at least one of the deter-
mined depth value of the object, the determined
size of the object, or the determined position of
the object.
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