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Description

[0001] The present invention relates to a parking con-
trol method and a parking control apparatus.
[0002] A parking control technique is generally known
in the art. Patent document JP 2015/54530, for instance,
discloses a parking control apparatus which is configured
such that, during the parking operation, a person located
outside the vehicle can use a terminal device to check a
video footage captured by an onboard camera.
[0003] Patent document DE 10 2011 051 313A1, con-
sidered as the closest prior art, discloses a method for
semi-automatically parking of a vehicle by repeatedly de-
termining a distance between the vehicle and a movable
control object outside the vehicle, wherein the parking of
the vehicle is performed in response to the repeatedly
measured distance.
[0004] A method for automatic control of a movement
manoeuvre of a motor vehicle between an initial position
and a final position is also known from WO
2015/114269A1. This method comprises the steps of es-
tablishing a trajectory between the initial position and the
final position of the vehicle and moving the vehicle along
the trajectory by controlling the automatic movement of
the vehicle along the trajectory based on repetitive con-
trol signals transmitted from a mobile terminal.
[0005] Patent document DE 10 2012 022 087A1 dis-
closes a method for controlling a parking operation of a
vehicle in response to an evaluation of a position of a
reference device.
[0006] None of these documents, however, deal with
problems that may be caused by a poor communication
environment around the vehicle when the vehicle is
parked by operating from outside of the vehicle.
[0007] A problem to be solved by the present invention
is to park a vehicle by appropriately controlling the vehicle
from outside of the vehicle even when the communication
environment around the vehicle is bad.
[0008] This is achieved by the features of the inde-
pendent claims. Preferred embodiments are the subject
matter of the dependent claims.

[Brief Description of Drawings]

[0009]

FIG. 1 is a block diagram illustrating an example of
a parking control system according to one or more
embodiments of the present invention.
FIG. 2 is a flowchart illustrating an example of a con-
trol procedure in the parking control system accord-
ing to one or more embodiments of the present in-
vention.
FIG. 3A is a diagram for describing the reception
characteristics of an antenna in the horizontal plane
according to one or more embodiments of the
present invention.
FIG. 3B is a diagram for describing the reception

characteristics of the antenna in the vertical plane
according to one or more embodiments of the
present invention.
FIG. 4A is a diagram for describing a first scene ac-
cording to one or more embodiments of the present
invention in which the communication environment
varies.
FIG. 4B is a diagram for describing a second scene
according to one or more embodiments of the
present invention in which the communication envi-
ronment varies.
FIG. 4C is a diagram for describing a third scene
according to one or more embodiments of the
present invention in which the communication envi-
ronment varies.
FIG. 4D is a diagram for describing a fourth according
to one or more embodiments of the present invention
scene in which the communication environment var-
ies.
FIG. 5 is a table illustrating an example of parameters
used for calculation of a parking route.
FIG. 6A is a diagram illustrating a first calculation
example of a parking route.
FIG. 6B is a diagram illustrating a second calculation
example of a parking route.
FIG. 6C is a diagram illustrating a third calculation
example of a parking route.
FIG. 7 is a diagram for describing a processing ex-
ample in which a different parameter is applied to a
region of different communication environment.
FIG. 8 is a diagram for describing a processing ex-
ample of calculating a parking route for avoiding a
region in which the communication environment is
bad.
FIG. 9 is a table illustrating an example of parameters
used for calculation of control information for a ve-
hicle.
FIG. 10 is a diagram for describing conditions of a
simulation according to one or more embodiments
of the present invention.
FIG. 11A is a set of graphs (a) to (e) each illustrating
the profile of a behavior of the vehicle when the com-
munication environment is normal.
FIG. 11B is a set of graphs (a) to (e) each illustrating
the profile of a behavior of the vehicle when the com-
munication environment is bad.

[Mode(s) for Carrying out the Invention]

[0010] Hereinafter, one or more embodiments of the
present invention will be described with reference to the
drawings. In the embodiments, the present invention will
be described by exemplifying an example in which the
parking control apparatus according to the present in-
vention is applied to a parking control system equipped
in a vehicle. The parking control apparatus may also be
applied to a portable terminal device (equipment such as
a smartphone or a personal digital assistant (PDA)) ca-
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pable of exchanging information with onboard devices.
The parking control method according to the present in-
vention can be used in the parking control apparatus,
which will be described below.
[0011] FIG. 1 is a block diagram of a parking control
system 1000 having a parking control apparatus 100 ac-
cording to one or more embodiments of the present in-
vention. The parking control system 1000 according to
one or more embodiments of the present invention com-
prises cameras 1a to 1d, an image processing device 2,
a ranging device 3, an input terminal device 5, the parking
control apparatus 100, a vehicle controller 70, a drive
system 40, a steering angle sensor 50, and a vehicle
speed sensor 60. The parking control apparatus 100 ac-
cording to one or more embodiments of the present in-
vention controls an operation of moving (parking) the ve-
hicle into a parking space on the basis of an operation
command that is input from the input terminal device 5.
[0012] The input terminal device 5 is a portable termi-
nal device that can be brought out to outside of the ve-
hicle. The input terminal device 5 receives an input of an
operation command for controlling the vehicle. The input
terminal device 5 includes a communication device and
is capable of exchanging information with the parking
control apparatus 100. The input terminal device 5 trans-
mits an operation command, which is input outside the
vehicle, via a communication network to the parking con-
trol apparatus 100 and inputs the operation command to
the parking control apparatus 100. The input terminal de-
vice 5 communicates with the parking control apparatus
100 using signals including a unique identification code.
The input terminal device 5 detects the frequency of the
communication radio wave to be transmitted and re-
ceived and the establishment and disruption of the com-
munication between the parking control apparatus 100
and a communication device 21.
[0013] The input terminal device 5 includes a display
51. The display 51 presents an input interface and various
information items. When the display 51 is a touch panel-
type display, it has a function of receiving an operation
command.
[0014] The input terminal device 5 may be a portable
device, such as a smartphone or a personal digital as-
sistant (PDA), in which applications are installed for re-
ceiving an input of an operation command used in the
parking control method according to one or more embod-
iments of the present invention and transmitting the op-
eration command to the parking control apparatus 100.
[0015] The parking control apparatus 100 according to
one or more embodiments of the present invention com-
prises a control device 10, an input device 20, and an
output device 30. These components of the parking con-
trol apparatus 100 are connected to one another via a
controller area network (CAN) or other in-vehicle LAN to
mutually exchange information.
[0016] The input device 20 includes a communication
device 21. The communication device 21 receives an
operation command transmitted from the external input

terminal device 5 and inputs the operation command to
the input device 20. The subject which inputs the oper-
ation command to the external input terminal device 5
may be a person (a user, a passenger, a driver, or a
worker of a parking facility) or may also be a machine (a
management device) on the parking facility side. The in-
put device 20 transmits the received operation command
to the control device 10. The output device 30 includes
a display 31.
[0017] The output device 30 notifies the driver of park-
ing control information. The display 31 according to one
or more embodiments of the present invention is a touch
panel-type display having an input function and an output
function. When the display 31 has an input function, the
display 31 serves as the input device 20.
[0018] Even when the vehicle is controlled on the basis
of the operation command which is input from the input
terminal device 5, an occupant (driver or passenger) can
input an operation command, such as a command for
emergency stop, via the input device 20.
[0019] The control device 10 of the parking control ap-
paratus 100 according to one or more embodiments of
the present invention is a specific computer comprising
a ROM 12 that stores a parking control program, a CPU
11 as an operation circuit that executes the program
stored in the ROM 12 to serve as the parking control
apparatus 100 according to one or more embodiments
of the present invention, and a RAM 13 that serves as
an accessible storage device.
[0020] The parking control program according to one
or more embodiments of the present invention is a pro-
gram that executes a control procedure to evaluate the
communication environment around the vehicle and con-
trol the vehicle to park in accordance with the result of
the evaluation. This program is executed by the control
device 10 of the parking control apparatus 100 according
to one or more embodiments of the present invention.
[0021] The parking control apparatus 100 according to
one or more embodiments of the present invention is a
remote control-type apparatus that receives an operation
command from external and controls the movement of
the vehicle to park into a given parking space. During this
operation, the occupant may be present outside the ve-
hicle or may also be present inside the vehicle.
[0022] The parking control apparatus 100 according to
one or more embodiments of the present invention may
be of an automatic control type in which the steering op-
eration and the accelerator/brake operation are automat-
ically performed. The parking control apparatus 100 may
also be of a semiautomatic type in which the steering
operation is automatically performed and the driver per-
forms the accelerator/brake operation.
[0023] In the parking control program according to one
or more embodiments of the present invention, the user
may arbitrarily select a target parking space, or the park-
ing control apparatus 100 or the parking facility side may
automatically set a target parking space.
[0024] The control device 10 of the parking control ap-
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paratus 100 according to one or more embodiments of
the present invention has functions of executing an op-
eration command acquisition process, a communication
environment evaluation process, and a parking control
process. Each of the above processes is executed by
cooperation of software for implementing the process
and the above-described hardware.
[0025] When executing the parking control method for
controlling the vehicle on the basis of an operation com-
mand acquired from outside of the vehicle, the control
device 10 according to one or more embodiments of the
present invention evaluates the communication environ-
ment around the vehicle and controls the vehicle to park
using a control method in accordance with the result of
the evaluation. The control device 10 evaluates the com-
munication environment, generates a parking route in
accordance with the communication environment, calcu-
lates the control content in accordance with the commu-
nication environment, and controls the vehicle to park
into a given parking space on the basis of the above.
[0026] The vehicle is controlled to park in accordance
with the result of evaluation of the communication envi-
ronment around the vehicle and, therefore, even in a lo-
cation in which satisfactory communication cannot be
performed due to the surrounding environment, lack of
communication infrastructure, disturbance, etc., the ve-
hicle can be parked by a method adapted to the commu-
nication environment.
[0027] FIG. 2 is a flowchart illustrating a control proce-
dure of the parking control process executed by the park-
ing control system 1000 according to one or more em-
bodiments of the present invention. The trigger for start-
ing the parking control process is not particularly limited,
and the parking control process may be triggered by the
operation of a start switch of the parking control appara-
tus 100.
[0028] The parking control apparatus 100 according to
one or more embodiments of the present invention has
a function of automatically moving a vehicle V to a parking
space on the basis of an operation command acquired
from outside of the vehicle.
[0029] In step 101, the control device 10 of the parking
control apparatus 100 according to one or more embod-
iments of the present invention acquires images captured
by the cameras 1a to 1d attached to multiple sites of the
vehicle V. Although not particularly limited, the camera
la is disposed on the front grille part of the vehicle V, the
camera 1d is disposed in the vicinity of the rear bumper,
and the cameras 1b and 1c are disposed on the lower
parts of the right and left door mirrors. The cameras 1a
to 1d may each be a camera having a wide-angle lens
with a wide view angle. The cameras 1a to 1d capture
images of boundary lines of parking spaces around the
vehicle V and objects existing around the parking spaces.
The cameras 1a to 1d may be CCD cameras, infrared
cameras, or other appropriate imaging devices.
[0030] In step 101, the control device 10 also acquires
ranging signals from the ranging device 3, which may be

a plurality of modules attached to multiple sites of the
vehicle V.
[0031] The ranging device 3 may be provided at the
same position as any of the cameras 1a to 1d or may
also be provided at a different position. The ranging de-
vice 3 may be a radar device, such as a millimeter-wave
radar, a laser radar or an ultrasonic radar, or a sonar.
The ranging device 3 detects the presence or absence
of objects, positions of the objects, sizes of the objects,
and distances to the objects on the basis of the received
signal of the radar device. Such objects include installed
subjects, pedestrians, other vehicles, and parked vehi-
cles around the vehicle. The received signal is used to
make a determination whether or not the parking space
is empty (whether or not a vehicle is parked in the parking
space). Obstacles may be detected using the motion
stereo technique by the cameras 1a to 1d.
[0032] In step 102, the control device 10 of the parking
control apparatus 100 controls the image processing de-
vice 2 to generate an overhead image. On the basis of
the acquired plurality of captured images, the image
processing device 2 generates an overhead image in
which the surrounding state including the vehicle V and
the parking space for the vehicle V to park is viewed from
a virtual viewpoint above the vehicle V. Step 101 may be
followed by step 103 without creating an overhead image.
[0033] In step 103, the control device 10 detects park-
ing spaces into which parking is possible. The control
device 10 detects white lines on the basis of the captured
images from the cameras 1a to 1d. The white lines are
boundary lines that define frames (areas) of parking
spaces. The control device 10 performs edge detection
on the captured images and detects the parking spaces
on the basis of the luminance difference (contrast). After
detecting the parking spaces, the control device 10 de-
tects empty parking spaces in accordance with the fol-
lowing parking available condition using the detection da-
ta of the ranging device 3/image processing device 2.
The control device 10 detects parking available spaces
from among the parking spaces. The parking available
spaces are parking spaces which are empty (i.e., other
vehicles are not parked) and to which routes for complet-
ing the parking can be derived. The condition that a route
can be derived means that a trajectory of the route can
be rendered on road surface coordinates without inter-
fering with obstacles (including parked vehicles). In prac-
tice, an accurate parking route for controlling the vehicle
is derived after a target parking space is set.
[0034] In step 104, the control device 10 transmits the
parking available spaces to the input terminal device 5,
which is controlled to display the parking available spac-
es on the display 51. The parking available spaces may
be superimposed on the overhead view image based on
the captured images and displayed thereon.
[0035] Then, communication with the input terminal
device 5 is established and an operation command ac-
quisition process is executed. The target parking space
is a parking space into which the vehicle is parked by
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automated driving, and represents a target position in
the automated driving. The target parking space is input
via the input terminal device 5. For example, when the
display 51 is a touch panel-type display, the user can
touch the portion of a desired parking space thereby to
select one target parking space. Identification informa-
tion of the selected target parking space is transmitted
to the parking control device 100 and input to the control
device 10.
[0036] When, in step 105, an operation command that
specifies one parking space is input to the input terminal
device 5, the parking space is set as the target parking
space. Until a target parking space Mo is input, the control
flow returns to step 104 and waits for the input of an
operation command. The operation command includes
any one of activation of the parking control device 100,
selection of a target parking space, and an execution
command for the parking control.
[0037] In step 106, the communication environment
evaluation process is executed. The control device 10
evaluates the communication environment around the
vehicle. The term "around the vehicle" refers to a region
that includes at least the position of the vehicle and the
position of a parking space in which the vehicle may be
parked. The entire parking lot which is intended to be
used for the vehicle may be "around the vehicle," or a
region in which the distance from the vehicle is less than
a predetermined distance may be "around the vehicle."
[0038] FIG. 3A and FIG. 3B are diagrams for describing
the reception characteristics of an antenna AN of the
communication device 21 equipped in a vehicle V1. The
antenna AN of this example is a nondirectional whip an-
tenna capable of receiving radio waves from all direc-
tions. FIG. 3A illustrates reception characteristics SH1
and SH2 in the horizontal plane and FIG. 3B illustrates
the reception characteristics SH1 and SH2 in the vertical
plane. The antenna AN is arranged along the vertical
direction. The reception characteristics SH1 illustrated in
FIG. 3A and FIG. 3B are ideal reception characteristics
of the antenna AN alone. The reception characteristics
SH2 illustrated in FIG. 3A and FIG. 3B are reception char-
acteristics affected by the orientation of the input terminal
device 5 due to interference with the vehicle body. The
reception characteristics of the antenna AN vary depend-
ing on the orientation of the input terminal device 5, that
is, the orientation of the input terminal device 5 with re-
spect to the vehicle V1 (onboard antenna AN). In other
words, the reception characteristics of the antenna AN
of the vehicle V1 are affected by the vehicle body and,
therefore, also vary depending on the positional relation-
ship between the vehicle V1 and the input terminal device
5. Furthermore, the reception characteristics of the an-
tenna AN are affected by objects (other vehicles, struc-
tures, installed subjects, etc.) other than the vehicle V1.
[0039] With reference to FIG. 4A to FIG. 4D, some
scenes will be described in which the reception charac-
teristics of the antenna AN vary and the communication
environment varies depending on the position and orien-

tation of the input terminal device 5, the position of the
vehicle V1, and the presence and positions of objects.
FIG. 4A to FIG. 4D illustrate scenes in which an operator
HM located near the entrance/exit remotely controls a
vehicle V1A from outside of the vehicle interior to park
the vehicle V1A into a target parking space Mo.
[0040] In the scene illustrated in FIG. 4A, the operator
HM controls the vehicle V1A to move from the start po-
sition along a route RT indicated by the arrow and park
the vehicle V1A into the target parking space Mo. In this
scene, no objects affecting the reception characteristics
are present between the vehicle V1 (antenna AN) moving
along the route from the start position to the target parking
space Mo and the input terminal device 5 operated by
the operator HM.
[0041] In the scene illustrated in FIG. 4B, the operator
HM controls the vehicle V1A to move from the start po-
sition along a route RT indicated by the arrow and park
the vehicle V1A into the target parking space Mo. An
alternative scene may also be possible in which the ve-
hicle V1A’ parked in FIG. 4A is controlled to move from
the start position along the route indicated by the arrow
and park into the target parking space Mo. In such
scenes, other vehicles V2 and V3 are present adjacent
to the target parking space Mo. The other vehicles V2
and V3 are objects that affect the reception characteris-
tics of the vehicle V1 (antenna AN).
[0042] In the scene illustrated in FIG. 4C, the operator
HM controls the vehicle V1A to move from the start po-
sition along a route RT indicated by the arrow and park
the vehicle V1A into the target parking space Mo. An
alternative scene may also be possible in which the ve-
hicle V1A’ parked in FIG. 4B is controlled to move from
the start position along the route indicated by the arrow
and park into the target parking space Mo. In such
scenes, another vehicle V4 is present between the target
parking space Mo and the input terminal device 5 oper-
ated by the operator HM. The vehicle V1 (antenna AN)
is hidden in the shadow of the other vehicle 4 as seen
from the input terminal device 5.
[0043] In the scene illustrated in FIG. 4D, the operator
HM controls the vehicle VA1 parked in the scene of FIG.
4C to move from the target parking space Mo to the po-
sition of goal along a route RT indicated by the arrow.
This is based on the operation of controlling the vehicle
VA1 to exit the parking space and move to a place close
to the operator. The parking control method according to
one or more embodiments of the present invention in-
cludes not only a method of controlling the vehicle V1 to
enter a parking space but also a method of controlling
the vehicle V1 to exit the parking space and move to a
given place. In such scenes, another vehicle V4 is
present between the target parking space Mo as the start
position and the input terminal device 5 operated by the
operator HM. At the start of the operation, the vehicle V1
(antenna AN) is hidden in the shadow of the other vehicle
4 as seen from the input terminal device 5.
[0044] Thus, the position and orientation of the input
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terminal device 5, the start position of the vehicle V1, the
position of the target parking space, and the position and
size of an object affect the reception characteristics of
the antenna and vary the communication environment
around the vehicle.
[0045] In one or more embodiments of the present in-
vention, the following schemes are proposed as those
for evaluating the communication environment around
the vehicle V1.

(1) When evaluating the communication environ-
ment around the vehicle V1, the control device 10
evaluates the level of the communication environ-
ment in accordance with the positional relationship
between the vehicle V1 and the input terminal device
5 which transmits an operation command.

[0046] The control device 10 evaluates that the com-
munication state is worse as the distance between the
input terminal device 5 and the vehicle V1 (antenna AN)
is longer. The free space propagation loss at a distance
d [m] from an isotropic antenna depends on the distance
d. As the distance between the input terminal device 5
and the vehicle V1 (antenna AN) increases, the commu-
nication state gets worse due to the free space propaga-
tion loss. Accordingly, the level of the communication en-
vironment is evaluated to be lower as the distance be-
tween them is longer.
[0047] The reception characteristics (sensitivity/radio
field intensity) of the antenna AN are different depending
on the angle of the radio wave communication direction
of the input terminal device 5 with respect to the traveling
direction of the vehicle V1. The tendency of the reception
characteristics (sensitivity/radio field intensity) of the an-
tenna AN depending on the angle of the orientation of
the input terminal device 5 (radio wave communication
direction) with respect to the traveling direction of the
vehicle V1 is constant. The control device 10 refers to
the relationship between the angle of the input terminal
device 5 with respect to the orientation of the vehicle V1
(traveling direction) and the communication characteris-
tics, which is preliminarily collected, and estimates the
communication characteristics from the angle of the input
terminal device 5 with respect to the orientation of the
vehicle V1 (traveling direction). The control device 10
evaluates the level of the communication environment
on the basis of the estimated communication character-
istics.
[0048] This variation of the communication character-
istics is due to the influence of interference with the ve-
hicle body of the vehicle V1, as previously described with
reference to FIGS. 3A and 3B. It is highly possible that
the antenna of the input terminal device 5 is nondirec-
tional, and the influence of the orientation of the input
terminal device appears to be low. The control device 10
defines the angle formed by the traveling direction of the
vehicle V1 and the line segment connecting the vehicle
V1 and the input terminal device 5 as the "orientation of

the vehicle V1." The "orientation (angle) of the vehicle
V1" and the reception characteristics (sensitivity/radio
field intensity) of the onboard antenna AN are preliminar-
ily associated with each other. The control device 10 re-
fers to the relationship between the "orientation of the
vehicle V1" and the communication characteristics,
which is preliminarily collected, and estimates the com-
munication characteristics based on the actual orienta-
tion of the vehicle V1. The actual orientation of the vehicle
V1 is acquired on the basis of the position of the vehicle
V1, the steering amount acquired from the steering angle
sensor 50, and the output signal of a gyro sensor.
[0049] Upon evaluation of the communication environ-
ment around the vehicle V1, the level of the communica-
tion environment is evaluated in accordance with the po-
sitional relationship (e.g. the distance and direction) be-
tween the vehicle V1 and the input terminal device 5
which transmits an operation command, and it is thereby
possible to properly evaluate the communication envi-
ronment when the remote parking process is performed
using the input terminal device 5.
[0050] (2) When evaluating the communication envi-
ronment around the vehicle V1, the control device 10
detects objects around the vehicle V1 and evaluates the
level of the communication environment on the basis of
the detection results of the objects. The control device
10 can recognize the positions of objects, the number of
the objects, the sizes of the objects, etc. on the basis of
the images captured by the cameras 1a to 1d and/or the
detection signals from the ranging device 3.
[0051] The degree of deterioration in the level of the
communication environment due to the presence of an
object may be obtained by simulation on the loss amount
of the free space propagation loss (the ratio of electric
power transmitted through the free space) due to the
presence of the object on the basis of the positional re-
lationship between the vehicle V1 and the input terminal
device 5.
[0052] Multipath interference generated by an object
in the vicinity of the input terminal device 5 and an object
in the vicinity of the vehicle V1 (antenna AN) affects the
communication between the input terminal device 5 and
the antenna AN and deteriorates the level of the commu-
nication environment.
[0053] The influence of multipath interference is esti-
mated to be greater as the size of the object in the vicinity
of the input terminal device 5 and the size of the object
in the vicinity of the vehicle V1 (antenna AN) are larger
and, therefore, the level of the communication environ-
ment is evaluated to be low.
[0054] The influence of multipath interference is also
estimated to be greater as the number of objects in the
vicinity of the input terminal device 5 and the number of
objects in the vicinity of the vehicle V1 (antenna AN) are
larger and, therefore, the level of the communication en-
vironment is evaluated to be low.
[0055] Upon evaluation of the communication environ-
ment around the vehicle V1, objects around the vehicle

9 10 



EP 3 524 485 B1

7

5

10

15

20

25

30

35

40

45

50

55

V1 are detected, the level of the communication environ-
ment is evaluated in accordance with the detection re-
sults of the objects, and it is thereby possible to properly
evaluate the communication environment when the re-
mote parking process is performed using the input ter-
minal device 5.
[0056] Specifically, the control device 10 evaluates
that the level of the communication environment is lower
as the distance between an object and the input terminal
device 5 which transmits the operation command is short-
er. In addition or alternatively, the control device 10 eval-
uates that the level of the communication environment
is lower as the distance between the vehicle V1 and an
object is shorter.
[0057] Upon evaluation of the communication environ-
ment around the vehicle V1, the level of the communica-
tion environment is evaluated to be lower as the distance
between the input terminal device 5 and an object is
shorter or as the distance between the vehicle 1 and an
object is shorter, and it is thereby possible to properly
evaluate the communication environment when the re-
mote parking process is performed, with consideration
for the disturbance of multipath interference by the object.
[0058] (3) When evaluating the communication envi-
ronment around the vehicle VI, the control device 10 re-
fers to communication environment information 131 that
is preliminarily associated with the position information,
and evaluates the communication environment around
the vehicle V1 on the basis of the communication envi-
ronment information around the vehicle V1. The commu-
nication environment information 131 may be read from
an external database or may also be read from a data-
base stored in the RAM 13.
[0059] The communication environment information
131 is information in which the level of the communication
environment is associated with the map information. Ac-
cording to the communication environment information
131, it is possible to obtain a communication environment
level for each point. The level of the communication en-
vironment is evaluated on the basis of the number of
access points of Wifi within a predetermined region in-
cluding a certain point and/or the population density with-
in a predetermined region including a certain point. The
higher the number/density of Wifi access points, the high-
er the level of the communication environment is evalu-
ated. The higher the population density, the lower the
level of the communication environment is evaluated. By
determining the communication environment level based
on both the number of the Wifi access points and the
population density, even when the number of the Wifi
access points is larger than a predetermined number in
the vicinity of a downtown area or the like, the level of
the communication environment can be evaluated to be
low in a densely-populated area with a certain population
density or more. When the number of the Wifi access
points is less than a predetermined value in a less-pop-
ulated area or the like, the level of the communication
environment can be evaluated to be low even when the

population density is less than a predetermined value.
[0060] In the communication environment information
131, the map information may be associated with the
regional attributes (mountains, forests, parks), the
number of high-rise buildings, the height of the high-rise
buildings, or the level of the communication environment
determined on the basis thereof.
[0061] In the communication environment information
131, the map information may be associated with the
number of reception signals from the global positioning
system (GPS) (the number of satellites capable of re-
ceiving signals), the reception status of televisions (car-
rier-to-noise ratio: C/N ratio), the reception status of radio
receivers (signal-to-noise ratio: S/N ratio), or the level of
the communication environment determined on the basis
thereof.
[0062] In the communication environment information
131, the map information may be associated with the
evaluation history of the communication environment ob-
served at each point. The evaluation history of the com-
munication environment may be any of histories of those
which were observed in past times, such as the regional
attributes (mountains, forests, parks), the number of
high-rise buildings, the height of the high-rise buildings,
the number of reception signals received by GPS receiv-
ers (the number of satellites capable of receiving signals),
the reception status of televisions, and the reception sta-
tus of radio receivers.
[0063] The evaluation history of the communication
environment may be a history of communication disrup-
tion observed in past times. The history of communication
disruption is recorded on the map information such that
the fact that the communication disruption occurs when
using the parking control apparatus 100 according to one
or more embodiments of the present invention and the
point at which the communication disruption occurs are
associated with each other. This allows the level of the
communication environment to be evaluated on the basis
of the history of the actual communication environment.
[0064] By referring to the communication environment
information 131 which is preliminarily associated with the
positional information and evaluating the communication
environment around the vehicle V1 on the basis of the
communication environment information around the ve-
hicle V1, the communication environment can be evalu-
ated with consideration for the status (attribute) of each
point and the fact that the communication disruption oc-
curred in past times.
[0065] (4) When evaluating the communication envi-
ronment around the vehicle V1, the control device 10
evaluates the level of the communication environment in
accordance with the unoccupied situation of a band (fre-
quency band) of the communication radio wave used
around the vehicle V1. A band of the communication radio
wave being unoccupied refers to a situation in which the
communication radio wave of the band is not transmitted
and received (not used). The scheme of determining the
unoccupied situation of a band of the communication ra-
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dio wave is not particularly limited, and the unoccupied
situation may be determined on the basis of the number
of unused bands of the communication radio wave. The
control device 10 plots the radio field intensity (Y) of the
received radio wave for each frequency/frequency band
(X). The density of the plot number for each frequen-
cy/frequency band (X) is calculated, and the frequen-
cy/frequency band of which the density is zero or less
than a predetermined value is determined as an unused
communication band (communication band is a frequen-
cy band used for communication). When the number of
the unused communication bands is a predetermined val-
ue TH1 or more, a determination is made that the unoc-
cupied situation of the band of the communication radio
wave is high and the communication environment level
is high. On the other hand, when the number of the un-
used communication bands is less than a predetermined
value TH2, a determination is made that the unoccupied
situation of the band of the communication radio wave is
low and the communication environment level is low.
[0066] When evaluating the communication environ-
ment around the vehicle V1, the level of the communica-
tion environment is evaluated in accordance with the un-
occupied situation of a band of the communication radio
wave used around the vehicle V1 and, therefore, the com-
munication environment can be accurately evaluated on
the basis of the actual communication situation.
[0067] (5) When evaluating the communication envi-
ronment around the vehicle V1, the control device 10
evaluates the level of the communication environment
on the basis of the disruption state of communication
around the vehicle V1. The method of determining the
disruption state of the communication radio wave is not
particularly limited, but when the disruption time of com-
munication is a certain determination threshold or more,
the communication radio wave is determined to be in a
disruption state. In addition or alternatively, when the oc-
currence frequency (number of occurrences/unit time) of
the disruption states of the radio wave reception is a cer-
tain determination threshold or more, the communication
is determined to be in a disruption state.
[0068] By evaluating the level of the communication
environment on the basis of the disruption state of the
communication radio wave around the vehicle V1, it is
possible to evaluate the communication environment on
the basis of the actual situation.
[0069] The control device 10 may determine that the
level of the communication environment is lower as the
disruption time of communication is longer. The values
of parameters to be described later can be set in accord-
ance with the length of the disruption time of communi-
cation. For example, as the disruption time of communi-
cation increases, the control device 10 can shorten the
length of the parking route, shorten the distance to the
position of turn for parking (including the position at which
the vehicle makes a stop after moving forward and then
starts moving back, here and hereinafter), increase the
width of a clearance from an object, and/or reduce the

maximum curvature/maximum curvature change rate.
[0070] In this process, when the level of the commu-
nication environment is evaluated to be low, the evalua-
tion threshold for evaluating the disruption state may be
set to a different value. The control device 10 changes
the determination threshold for the communication dis-
ruption in accordance with the level of the communication
environment. For the region in which the level of the com-
munication environment is evaluated to be less (lower)
than a predetermined value using any of the above-de-
scribed other evaluation schemes, the determination
threshold for the communication disruption is changed
to a high value. For example, the determination threshold
when the communication environment level is a relatively
better value of L1 (L1>L2>L3) is TH1, the determination
threshold when the communication environment level is
a relatively worse value of L2 is TH2, and the determi-
nation threshold when the communication environment
level is a bad value of L3 is TH3. The relation of the
determination thresholds is TH1<TH2<TH3. By adjusting
the determination threshold so that the occurrence of
communication disruption is more likely to be determined
as the communication environment level is lower (worse),
the communication disruption can be determined with a
high degree of sensitivity.
[0071] When the level of the communication environ-
ment is evaluated to be low, by setting the evaluation
threshold for evaluating the disruption state so that the
occurrence of communication disruption is more likely to
be determined, the occurrence of the communication dis-
ruption can be determined with a high degree of accura-
cy.
[0072] When the level of the communication environ-
ment is evaluated to be low, the control device 10 chang-
es the frequency at which the operation command is
transmitted and received. By changing the frequency,
the communication environment can be improved.
[0073] When the parking route is longer than a prede-
termined value and level of the communication environ-
ment is evaluated to be low, the control device 10 chang-
es the used frequency to another frequency.
[0074] When the number of the detected objects is
larger than a predetermined value and the level of the
communication environment is evaluated to be low, the
control device 10 changes the used frequency to another
frequency.
[0075] After evaluating the level of the communication
environment in step 106, the routine proceeds to step
107. In step 107, parameters corresponding to the com-
munication environment level are read. These parame-
ters are used when calculating the parking route in the
subsequent step 108. Step 106 may be followed by step
108 in which the parking route is calculated using normal
parameters.
[0076] In step 107, the control device 10 acquires pa-
rameters for calculating a parking route for the vehicle
V1 to move to a target parking space Mo. The parameters
are set for each communication environment level. The
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control device 10 reads parameters corresponding to the
level of the communication environment evaluated in
step 106. FIG. 5 illustrates an example of the parameters
used for calculating the parking route.
[0077] These parameters include any one or more of
the length of the parking route, the distance to the position
of turn for parking, the width (length) of the clearance
from an object, the maximum curvature of the parking
route, and the maximum curvature change rate of the
parking route.
[0078] Each parameter is set for each communication
environment level. A first parameter is set for a commu-
nication environment level 1 (normal), a second param-
eter is set for a communication environment level 2 (rel-
atively worse than the communication environment level
1), and a third parameter is set for a communication en-
vironment level 3 (relatively worse than the communica-
tion environment level 2, i.e., very bad). In this example,
the communication environment levels and the parame-
ters are classified into three stages, but the number of
stages is not limited.
[0079] By calculating the parking route using a param-
eter corresponding to the level of the communication en-
vironment, even when the communication environment
is bad, the vehicle can be parked along the route adapted
to the communication environment.
[0080] In one or more embodiments of the present in-
vention, the following schemes are proposed as those
for calculating a parking route in accordance with the
communication environment.

(1) When the level of the communication environ-
ment is evaluated to be low, the control device 10
calculates a parking route having a shorter path
length than when the level of the communication en-
vironment is not evaluated to be low. As illustrated
in FIG. 5, for the length of the parking route, a first
parameter LR1, a second parameter LR2, and a third
parameter LR3 are set (LR1>LR2>LR3). As illustrat-
ed in the figure, a shorter path length is associated
as the communication environment level is lower.

[0081] This will be described with reference to FIG. 6A.
As illustrated in the figure, a case will be discussed in
which the vehicle V1 moves forward from a position P1
to a position P2 or a position P3, makes a stop, and then
moves back to park to a position P4. When the commu-
nication environment is good, the first parameter is used
to generate a parking route that follows the position P1,
the position P3, and the position P4. On the other hand,
when the communication environment is bad, the second
or third parameter is used to generate a parking route
that follows the position P1, the position P2, and the po-
sition P4.
[0082] Thus, by generating a parking route having a
shorter path length as the level of the communication
environment is lower, it is possible to reduce the risk of
occurrence of communication disruption when moving

along the parking route.
[0083] Further, as illustrated in FIG. 5, the parameters
include the maximum curvature of the parking route and
the maximum curvature change rate of the parking route.
When the level of the communication environment is
evaluated to be low, the maximum curvature and maxi-
mum curvature change rate of lower values than when
the communication environment level is not evaluated to
be low are set. As illustrated in FIG. 5, for the maximum
curvature, a first parameter MR1, a second parameter
MR2, and a third parameter MR3 are set
(MR1>MR2>MR3). For the maximum curvature change
rate, a first parameter CR1, a second parameter CR2,
and a third parameter CR3 are set (CR1>CR2>CR3).
Although duplicated description will be omitted, the pa-
rameters relating to the maximum curvature and maxi-
mum curvature change rate can be used for calculation
of a parking route together with the above-described path
length, distances 1 and 2 to the position of turn for park-
ing, which will be described later, and the width of a clear-
ance from an object.
[0084] (2) When the level of the communication envi-
ronment is evaluated to be low, the control device 10
calculates a parking route having a shorter distance from
a position P0 of the input terminal device 5 used by the
operator HM to the position of turn for parking P2, P3
than when the level of the communication environment
is not evaluated to be low. As illustrated in FIG. 5, for the
distance 1 from the input terminal device 5 to the position
of turn for parking, a first parameter CCR1, a second
parameter CCR2, and a third parameter CCR3 are set
(CCR1>CCR2>CCR3). As illustrated in the figure, the
lower the communication environment level, the shorter
the distance 1 from the input terminal device 5 to the
position of turn for parking is set.
[0085] This will be described with reference to FIG. 6B.
As illustrated in the figure, a case will be discussed in
which the vehicle V1 starts from a position P1, once turns
at a position P2 or a position P3 for parking (including a
process of making a stop after forward movement and
then moving back, here and hereinafter), and parks to a
position P4. When the communication environment is
good, the first parameter is used. This allows the parking
route to be generated which follows the position P1, the
position P3, and the position P4 and in which the distance
from the input terminal device 5 to the position of turn for
parking is D1. On the other hand, when the communica-
tion environment is bad, the second or third parameter
is used. This allows the parking route to be generated
which follows the position P1, the position P2, and the
position P4 and in which the distance from the input ter-
minal device 5 to the position of turn for parking is D2
(D2<D1). The lower the communication environment lev-
el, the shorter the distance from the input terminal device
5 to the position of turn for parking is set. As a result, the
lower the level of the communication environment, the
shorter the path length of the parking route can be cal-
culated.
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[0086] Thus, by generating a parking route having a
shorter distance from the input terminal device 5 to the
position of turn for parking as the level of the communi-
cation environment is lower, the operation of turn for park-
ing can be performed at a point nearer to the input ter-
minal device 5/user. This results in a shortened parking
route and it is therefore possible to reduce the risk of
occurrence of communication disruption when moving
along the parking route.
[0087] (3) When the level of the communication envi-
ronment is evaluated to be low, the control device 10
calculates a parking route in which the position of turn
for parking is shifted to the upstream side (vehicle side)
than when the level of the communication environment
is not evaluated to be low. As illustrated in FIG. 5, for the
distance 2 from the start point of the parking route to the
position of turn for parking, a first parameter PCR1, a
second parameter PCR2, and a third parameter PCR3
are set (PCR1>PCR2>PCR3). As illustrated in the figure,
the lower the communication environment level, the
shorter the distance 2 to the position of turn for parking
(distance from the start point of the parking route) is set.
[0088] Although not illustrated, when the communica-
tion environment is good, the first parameter is used to
set PCR1 as the distance from the start point of the park-
ing route to the position of turn for parking, while when
the communication environment is bad, the second or
third parameter is used to set PCR2 or PCR2 as the dis-
tance from the start point of the parking route to the po-
sition of turn for parking.
[0089] Thus, by generating a parking route having a
shorter distance from the start point of the parking route
to the position of turn for parking as the level of the com-
munication environment is lower, the operation of turn
for parking can be performed at a point nearer to the input
terminal device 5/user. This results in a shortened park-
ing route and it is therefore possible to reduce the risk of
occurrence of communication disruption when moving
along the parking route.
[0090] (4) When the level of the communication envi-
ronment is evaluated to be low, the control device 10
calculates the parking route under a condition in which
the width of a clearance from an object is extended than
when the level of the communication environment is not
evaluated to be low. As illustrated in FIG. 5, for the width
of a clearance from an object, a first parameter CLR1, a
second parameter CLR2, and a third parameter CLR3
are set (CLR1>CLR2>CLR3). As illustrated in the figure,
the lower the communication environment level, the larg-
er the width of a clearance from an object is set.
[0091] This will be described with reference to FIG. 6C.
As illustrated in the figure, a case will be discussed in
which the vehicle V1 starts from a position P1, once turns
at a position P2 or a position P3 for parking, and parks
to a position P4. A wall W as an object is present on the
left front side of the position P2, P3 at which the turn for
parking is performed.
[0092] When the communication environment is good,

the first parameter is used to generate the parking route
which follows the position P1, the position P3, and the
position P4 and with which the width (length) of the clear-
ance from the wall is C1. On the other hand, when the
communication environment is bad, the second or third
parameter is used to generate the parking route which
follows the position P1, the position P2, and the position
P4 and with which the width of the clearance from the
wall W is C2 (C2>C1). The lower the communication en-
vironment level, the larger the width of the clearance from
the wall W as an object is set.
[0093] Thus, the parking route is generated so that the
width of a clearance from an object is larger as the level
of the communication environment is lower. This allows
the operation of turn for parking to be performed at a
position away from the object (e.g. the wall W). When
the level of the communication environment is low, by
taking a sufficient distance between the vehicle V1 and
the wall W, it is possible to ensure the movable region
for the vehicle V1 and secure the degree of freedom in
the movement of the vehicle V1.
[0094] The above-described level of the communica-
tion environment may be determined for the entire region
around the vehicle V1, or the region around the vehicle
V1 may be divided into a plurality of regions and the de-
termination may be performed for each region. Further,
the above-described parameters may be applied to the
entire region around the vehicle V1, or the region around
the vehicle V1 may be divided into a plurality of regions
and the parameters may be applied to each region. ’
[0095] The control device 10 may set a plurality of re-
gions in accordance with the level of the communication
environment. The control device 10 recognizes spaces
having different communication environment levels as
different regions. The control device 10 acquires a pa-
rameter corresponding to the communication environ-
ment of each region, calculates the parking route in each
region using the parameter, and calculates the entire
parking route from the parking route in each region.
[0096] As illustrated in FIG. 7, the control device 10
evaluates the communication environment of a space
around the vehicle V1 for each region. Spaces around
the vehicle V1 are defined by a wall W and have an object
OB that is a structure. The vehicle V1 is parked into a
target parking space Mo. When calculating a parking
route RT for the vehicle V1, the control device 10 applies
different parameters to regions A0, A1, and A2. The com-
munication environment of the region A0 is in level 1 (nor-
mal). The parameter of the route from PO1 to PO2 in the
parking route RT is the first parameter. The communica-
tion environment of the region A1 is in level 2 (bad). The
parameter of the route from PO3 to the position of turn
for parking PO4 and the route from PO4 to PO5 in the
parking route RT is the second parameter. The commu-
nication environment of the region A2 is in level 3 (very
bad). The parameter of the route from PO5 to PO6 as
the stop position in the parking route RT is the third pa-
rameter.
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[0097] Objects such as structures and other vehicles
are present around the vehicle VI, so the communication
environment is not uniform. For each of the plurality of
regions corresponding to the levels of the communication
environment, the parking route in each region is calcu-
lated using the parameter corresponding to the level of
the communication environment. This allows the parking
route corresponding to the communication environment
to be calculated even when the communication environ-
ment is different in each region.
[0098] The parameter applied to each section is not
limited to a parameter related to generation of the parking
route, and the parameter for controlling the movement
of the vehicle V1 can also be applied to each section.
[0099] The control device 10 sets a plurality of regions
corresponding to the levels of the communication envi-
ronment and calculates a parking route that does not
pass through a region in which the level of the commu-
nication environment is evaluated to be low.
[0100] As illustrated in FIG. 8, a case will be discussed
in which the vehicle V1 is parked into a target parking
space Mo. When the communication environment of the
entire space around the vehicle V1 is good, the parking
route for the vehicle V1 is a route in which the vehicle V1
makes a stop at a position P3, changes the shift, and
moves back to reach the target parking space Mo. As
illustrated in the figure, the region A2 including the posi-
tion P3 at which the turn for parking (temporary stop, shift
change, steering) is performed is surrounded by a wall
W, and the communication environment is in level 3 (very
bad). In such a case, the control device 10 calculates a
parking route that does not pass through the region A2
in which the communication environment is very bad.
Specifically, the control device 10 calculates a route in
which the vehicle V1 turns for parking at a position P2
(outside the region A2) to reach the target parking space
Mo.
[0101] The parking route is calculated so as not to pass
through a region in which the level of the communication
environment is evaluated to be low, and it is therefore
possible to prevent a situation in which the operation of
parking the vehicle V1 cannot be performed due to the
disruption of communication in mid-course.
[0102] Referring again to FIG. 2, in step 108, the control
device 10 uses the acquired parameters to calculate a
route for the vehicle V1 to move to the target parking
space Mo.
[0103] In step 109, the control device 10 calculates
control information when moving the vehicle V1 to the
target parking space Mo. First, the control device 10 ac-
quires parameters used when calculating the control in-
formation. The parameters are set for each communica-
tion environment level. The control device 10 reads the
parameters corresponding to the level of the communi-
cation environment evaluated in step 106. FIG. 9 illus-
trates an example of the parameters used for calculation
of the control information.
[0104] The parameters used for calculation of the con-

trol information include any one or more of the speed,
upper limit speed, acceleration, deceleration, yaw rate,
lateral acceleration, steering amount, steering speed, de-
celeration for stopping, and deceleration time for stop-
ping which relate to the movement of the vehicle V1.
[0105] Each parameter is set for each communication
environment level. A first parameter is set for a commu-
nication environment level 1 (normal), a second param-
eter is set for a communication environment level 2 (rel-
atively worse than the communication environment level
1), and a third parameter is set for a communication en-
vironment level 3 (relatively worse than the communica-
tion environment level 2, i.e., very bad). In this example,
the communication environment levels and the parame-
ters are classified into three stages, but the number of
stages is not limited.
[0106] By calculating the control information using a
parameter corresponding to the level of the communica-
tion environment, even when the communication envi-
ronment is bad, the vehicle V1 can be parked with the
control content adapted to the communication environ-
ment.
[0107] In one or more embodiments of the present in-
vention, the following schemes are proposed as those
for calculating the control information corresponding to
the communication environment.

(1) When the level of the communication environ-
ment is evaluated to be low, the control device 10
changes the speed or acceleration of the vehicle V1
to a lower value than when the level of the commu-
nication environment is not evaluated to be low, and
controls the vehicle V1 on the basis of the changed
speed or acceleration. As illustrated in FIG. 9, for the
speed, a first parameter VR1, a second parameter
VR2, and a third parameter VR3 are set
(VR1>VR2>VR3). For the acceleration, a first pa-
rameter AR1, a second parameter AR2, and a third
parameter AR3 are set (AR1>AR2>AR3). As illus-
trated in the figure, the lower the communication en-
vironment level, the lower the speed or acceleration
is set.

[0108] When the communication environment is bad,
by reducing the speed/acceleration of the vehicle V1, it
is possible to suppress the deceleration behavior which
occurs when the communication disruption occurs. If the
vehicle speed or acceleration of the vehicle V1 is in-
creased when the communication environment is bad,
there is a possibility that the operation command cannot
be received and the operation command cannot be rap-
idly executed. In this case, even though the operator in-
puts the operation command, the vehicle V1 may not
execute the operation command, which gives uncomfort-
able feeling to the operator.
[0109] The scheme of calculating the speed, acceler-
ation, deceleration, upper limit speed, and upper limit ac-
celeration of the vehicle V1 when moving along the park-
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ing route is not particularly limited, and any scheme
known at the time of filing of this application can be used.
Although not particularly limited, it is preferable to calcu-
late the speed, acceleration, deceleration, upper limit
speed, upper limit acceleration, steering speed, and lat-
eral acceleration so that the influence of the yaw rate of
the vehicle V1 on the vehicle V1 is minimized.
[0110] (2) When the level of the communication envi-
ronment is evaluated to be low, the control device 10 sets
the upper limit speed or upper limit acceleration of the
vehicle V1 to a lower value than when the level of the
communication environment is not evaluated to be low,
and controls the vehicle V1 on the basis of the upper limit
speed or upper limit acceleration. As illustrated in FIG.
9, for the upper limit speed, a first parameter UVR1, a
second parameter UVR2, and a third parameter UVR3
are set (UVR1>UVR2>UVR3). For the upper limit accel-
eration, a first parameter UAR1, a second parameter
UAR2, and a third parameter UAR3 are set
(UAR1>UAR2>UAR3). As illustrated in the figure, the
lower the communication environment level, the lower
the upper limit speed or upper limit acceleration is set.
[0111] When the communication environment is bad,
by lowering the upper limit speed/upper limit acceleration
of the vehicle V1, it is possible to suppress the occurrence
of the deceleration behavior caused when the commu-
nication disruption occurs and also to suppress the mag-
nitude of the behavior. Moreover, by suppressing the up-
per limit speed/upper limit acceleration of the vehicle V1
to a lower value, the operation command can be easily
received even when the communication environment is
bad.
[0112] (3) When the level of the communication envi-
ronment is evaluated to be low, the control device 10 sets
any one or more of the parameters including the yaw
rate, lateral acceleration, steering amount, steering
speed, and deceleration of the vehicle V1 than when the
level of the communication environment is not evaluated
to be low. As illustrated in FIG. 9, for the yaw rate, a first
parameter YR1, a second parameter YR2, and a third
parameter YR3 are set (YR1>YR2>YR3). For the lateral
acceleration, a first parameter HAR1, a second param-
eter HAR2, and a third parameter HAR3 are set
(HAR1>HAR2>HAR3). As illustrated in the figure, the
lower the communication environment level, the lower
the upper limit speed or upper limit acceleration is set.
The same applies to the lateral acceleration HAR1 and
the steering amount STR1.
[0113] When the communication environment is bad,
by reducing the parameters including the yaw rate, lateral
acceleration, steering amount, steering speed, and de-
celeration of the vehicle V1, the magnitude of the behav-
ior caused when the communication disruption occurs
can be reduced.
[0114] (4) When the level of the communication envi-
ronment is evaluated to be low, the control apparatus 10
sets the deceleration time for stopping from the start of
deceleration of the vehicle V1 to the stop at the target

parking space Mo to a longer time than when the level
of the communication environment is not evaluated to be
low, and controls the vehicle V1 to start the deceleration
from the deceleration start time and park into the target
parking space Mo. The vehicle V1 starts the deceleration
from the deceleration start point and stops at the target
parking space Mo. Setting the deceleration time for stop-
ping the vehicle V1 from the deceleration start time to
the stop at the target parking space Mo to a long time is
to shift the deceleration start point in the parking route to
the upstream side (the start point side of the parking
route). As illustrated in FIG. 9, for the deceleration time
for stopping, a first parameter STRP1, a second param-
eter STRP2, and a third parameter STRP3 are set
(STRP1<STRP2<STRP3).
[0115] The controller 10 sets the deceleration time for
stopping to a longer time as the communication environ-
ment gets worse and the vehicle V1 can thereby be con-
trolled to start the deceleration early and stop at the target
parking space without sudden deceleration.
[0116] When the control device 10 sets a plurality of
regions in accordance with the level of the communica-
tion environment, the control device 10 acquires a pa-
rameter corresponding to the communication environ-
ment of each region and calculates the control informa-
tion for each region using the parameter. By calculating
the control information for each region, the vehicle V1
can be appropriately controlled in accordance with the
communication environment of the region, thus achiev-
ing the efficient movement of the vehicle V1 and the re-
duced parking operation time.
[0117] As in the previously-described example illus-
trated in FIG. 7, when a plurality of regions is recognized,
a parameter for generating the control information for
each region is acquired. When obtaining the control in-
formation for the vehicle V1 to move along the parking
route RT, the control device 10 applies different param-
eters to regions A0, A1, and A2. In the figure, the com-
munication environment of the region A0 is in level 1 (nor-
mal). The parameter of the route from PO1 to PO2 in the
parking route RT is the first parameter. The communica-
tion environment of the region A1 is in level 2 (bad). The
parameter of the route from PO3 to the position of turn
for parking PO4 and the route from PO4 to PO5 in the
parking route RT is the second parameter. The commu-
nication environment of the region A2 is in level 3 (very
bad). The parameter of the route from PO5 to PO6 as
the stop position in the parking route RT is the third pa-
rameter.
[0118] The communication environment is not uniform;
therefore, the communication environment is evaluated
for each region and the control information in each region
is calculated using the parameter corresponding to the
level of the communication environment. This allows the
control information corresponding to the communication
environment to be calculated even when the communi-
cation environment is different in each region.
[0119] As previously described, the level of the com-
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munication environment can be evaluated in accordance
with the communication disruption time. The control de-
vice 10 can determine that the level of the communication
environment is lower as the communication disruption
time is longer. The control device 10 can set the value
of a parameter for calculating the control information in
accordance with the length of the disruption time. For
example, as the communication disruption time is longer,
the control device 10 can set the speed, acceleration,
deceleration, upper limit speed, upper limit acceleration,
yaw rate, lateral acceleration, steering amount, and
steering speed to larger values in accordance with the
length of the communication disruption time. In addition
or alternatively, as the communication disruption time is
longer, the deceleration time for stopping from the start
of deceleration to the stop position can be prolonged.
[0120] In one or more embodiments of the present in-
vention, when the communication environment around
the vehicle V1 is bad, the behavior (such as the speed
or acceleration) of the vehicle V1 is suppressed from be-
ing emphasized and, therefore, even if the vehicle V1 is
stopped in an emergency due to the communication dis-
ruption, the vehicle V1 can be controlled so as not to
exhibit an emphasized behavior.
[0121] When an execution instruction for the parking
control process is input in step 110, the routine proceeds
to step 111 in which the parking control apparatus 100
according to one or more embodiments of the present
invention executes the parking control process.
[0122] The parking control apparatus 100 according to
one or more embodiments of the present invention con-
trols the operation of the drive system 40 via the vehicle
controller 30 so that the vehicle V1 moves along the park-
ing route in accordance with the control information.
[0123] The parking control apparatus 100 calculates
command signals to the drive system 40 of the vehicle
V1, such as an EPS motor, while feeding back the output
value of the steering angle sensor 50 of the steering ap-
paratus so that the travel trajectory of the vehicle V1 co-
incides with the calculated parking route, and transmits
the command signals to the drive system 40 or to the
vehicle controller 70 which controls the drive system 40.
[0124] The parking control apparatus 100 according to
one or more embodiments of the present invention in-
cludes a parking control unit. The parking control unit
acquires shift range information from an AT/CVT control
unit, wheel speed information from an ABS control unit,
steering angle information from a steering angle control
unit, engine speed information from an ECM, and other
necessary information. On the basis thereof, the parking
control unit calculates and outputs instruction information
on the automated steering to the EPS control unit, in-
struction information such as warning to a meter control
unit, etc. The control device 10 acquires information
items, which are acquired by the steering angle sensor
50 of the steering apparatus of the vehicle V1 and the
vehicle speed sensor 60 and other sensors of the vehicle,
via the vehicle controller 70.

[0125] The drive system 40 according to one or more
embodiments of the present invention controls the vehi-
cle V1 to move (travel) from the current position to the
target parking space Mo by driving based on the control
command signals acquired from the parking control ap-
paratus 100. The steering apparatus according to one or
more embodiments of the present invention is a drive
mechanism that moves the vehicle V1 in the right and
left directions. The EPS motor included in the drive sys-
tem 40 drives the power steering mechanism of the steer-
ing of the steering apparatus on the basis of the control
command signals acquired from the parking control ap-
paratus 100 to control the steering amount and controls
the operation when moving the vehicle V1 to the target
parking space Mo, The control content and operation
scheme for parking of the vehicle V1 are not particularly
limited, and any scheme known at the time of filing of this
application can be appropriately applied.
[0126] When the parking control apparatus 100 ac-
cording to one or more embodiments of the present in-
vention controls the vehicle V1 to move to the target park-
ing space Mo along the route calculated based on the
position P4 of the vehicle V1 and the position of the target
parking space Mo, the accelerator and the brake are au-
tomatically controlled on the basis of the specified control
vehicle speed (set vehicle speed), and the operation of
the steering apparatus is also automatically controlled in
accordance with the vehicle speed. That is, during the
parking control according to one or more embodiments
of the present invention, the steering operation and the
accelerator/brake operation are automatically per-
formed. Furthermore, the parking control apparatus 100
according to one or more embodiments of the present
invention is also applicable to manual parking in which
the driver performs the operation of the accelerator,
brake, and steering.
[0127] The parking control apparatus 100 according to
one or more embodiments of the present invention is
capable of a remote control parking process in which the
vehicle V1 with no driver is parked by transmitting a set-
ting command for the target parking space Mo, a parking
process start command, a parking suspension/cancella-
tion command, etc. to the vehicle V1 from the outside.
[0128] Simulation was conducted to confirm the effects
of one or more embodiments of the present invention. In
this simulation, profiles of the behavior (such as speed)
of the vehicle V1 were obtained using different parame-
ters in accordance with the level of the communication
environment. Results of the simulation will be described
with reference to FIG. 10, FIG. 11A, and FIG. 11B.
[0129] FIG. 10 is a diagram for describing conditions
of the simulation. The vehicle as a model starts from a
first position VP1 and moves along a first route T1 to a
second position VP2. The vehicle then turns back at the
second position VP2 and moves along a second route
T2 to a third position VP3. The third position VP3 is a
target position PK at which the vehicle V1 stops. Simu-
lation was conducted under the same conditions when
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the communication environment is normal and when the
communication environment is bad. In the simulation, the
conditions are set as the lane width: lane width [m], the
parking space width: spot width [m], the vehicle width:
lat. [m], the parking start angle: init. [deg.], and the parking
completion angle: fin [deg.]. These conditions determine
acceptable routes and operations. An optimum route (a
route with which parking can be performed in the mini-
mum time or a route with which the behavior is sup-
pressed) is generated from among the acceptable routes
and operations, and the simulation is executed.
[0130] FIG. 11A illustrates changes over time in the
target speed (a), the curvature of route (b), the remaining
distance (c), the acceleration (d), and the yaw jerk (e)
when the communication environment is normal (rela-
tively better). FIG. 11B illustrates changes over time in
the target speed (a), the curvature of route (b), the re-
maining distance (c), the acceleration (d), and the yaw
jerk (e) when the communication environment is bad (rel-
atively worse). In both FIG. 11A and FIG. 11B, Traj1 in
the figure represents a profile for the first route T1 and
Traj2 represents a profile for the second route T2.
[0131] Comparison will be made between the profiles
of FIG. 11A and FIG. 11B.

(1) The maximum value 11B1 of the target speed of
the profile when the communication environment is
relatively worse as illustrated in FIG. 11B(a) is con-
trolled to be lower than the maximum value 11A1 of
the target speed of the profile when the communica-
tion environment is relatively better as illustrated in
FIG. 11A(a). When the communication environment
is relatively worse, the maximum value of the target
speed can be relatively reduced thereby to suppress
the behavior of the vehicle upon the communication
disruption.
(2) The curvature change rate 11B2 of the profile
when the communication environment is relatively
worse as illustrated in FIG. 11B(b) is controlled to be
lower than the curvature change rate 11A2 of the
profile when the communication environment is rel-
atively better as illustrated in FIG. 11A(b). When the
communication environment is relatively worse, the
curvature change rate can be relatively reduced
thereby to suppress the behavior of the vehicle upon
the communication disruption.
(3) The time 11B3 until the remaining distance of the
profile when the communication environment is rel-
atively worse comes to zero (parking completion) as
illustrated in FIG. 11B(c) is controlled to be longer
than the time 11A3 until the remaining distance of
the profile when the communication environment is
relatively better comes to zero (parking completion)
as illustrated in FIG. 11A(c). When the communica-
tion environment is relatively worse, the parking op-
eration time can be prolonged so that the change in
the behavior of the vehicle V1 is relatively small,
thereby to suppress the behavior of the vehicle upon

the communication disruption.
(4) The variation width of the acceleration 11B4 of
the profile when the communication environment is
relatively worse as illustrated in FIG. 11B(d) is con-
trolled to be smaller than the variation width of the
acceleration 11A4 of the profile when the communi-
cation environment is relatively better as illustrated
in FIG. 11A(d). When the communication environ-
ment is relatively worse, the variation width of the
acceleration can be relatively reduced thereby to
suppress the behavior of the vehicle upon the com-
munication disruption.
(5) The maximum value/variation width 11B5 of the
yaw jerk of the profile when the communication en-
vironment is relatively worse as illustrated in FIG.
11B(e) is controlled to be smaller than the maximum
value/variation amount 11A5 of the yaw jerk of the
profile when the communication environment is rel-
atively better as illustrated in FIG. 11A(e). When the
communication environment is relatively worse, the
maximum value/variation amount of the yaw jerk can
be relatively reduced thereby to suppress the behav-
ior of the vehicle upon the communication disruption.

[0132] The parking control method according to one or
more embodiments of the present invention is used in
the parking control apparatus as the above and therefore
has the following effects. The parking control apparatus
100 according to one or more embodiments of the
present invention is configured and operates as the
above and therefore has the following effects.
[0133]

(1) According to the parking control method in one
or more embodiments of the present invention, the
vehicle V1 is controlled to park into the target parking
space with the control content in accordance with
the result of evaluation of the communication envi-
ronment around the vehicle V1 and, therefore, even
in a location in which satisfactory communication
cannot be performed due to the environment around
the vehicle V1, presence of an object, lack of com-
munication infrastructure, disturbance, etc., the ve-
hicle V1 can be parked by a method adapted to the
communication environment.
(2) According to the parking control method in one
or more embodiments of the present invention, when
the communication environment is evaluated to be
bad, the time required for parking operation is pro-
longed than when the communication environment
is not evaluated to be bad. Through this operation,
even in a location in which satisfactory communica-
tion cannot be performed due to the environment
around the vehicle VI, presence of an object, lack of
communication infrastructure, disturbance, etc., the
time required for parking operation is prolonged and
the vehicle V1 can be parked by a method adapted
to the communication environment.
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Moreover, according to the parking control method
in one or more embodiments of the present inven-
tion, the time required for parking operation is pro-
longed thereby to suppress the amount of change in
the relative positional relationship between the ve-
hicle V1 and the input terminal device 5; therefore,
the reception status of the operation command for
the vehicle V1 is stabilized and the operation com-
mand can readily be received.
(3) According to the method in one or more embod-
iments of the present invention, the control informa-
tion can be calculated using a parameter corre-
sponding to the level of the communication environ-
ment. Even when the communication environment
is bad, the vehicle V1 can be parked with the control
content adapted to the communication environment.
In one or more embodiments of the present inven-
tion, when the communication environment around
the vehicle V1 is bad, the behavior (such as the
speed or acceleration) of the vehicle V1 is sup-
pressed from being emphasized and, therefore,
even if the vehicle V1 is stopped in an emergency
due to the communication disruption, the vehicle V1
can be controlled so as not to exhibit an emphasized
behavior.
(4) According to the method in one or more embod-
iments of the present invention, when the communi-
cation environment is bad, the speed/acceleration
of the vehicle V1 can be lowered thereby to suppress
the deceleration behavior caused upon the occur-
rence of communication disruption. Moreover, the
speed/acceleration can be lowered thereby to sup-
press the increase in the movement amount of the
vehicle when the communication is disrupted.
(5) According to the method in one or more embod-
iments of the present invention, when the communi-
cation environment is bad, the upper limit speed/up-
per limit acceleration of the vehicle V1 can be low-
ered thereby to suppress the deceleration behavior
caused upon the occurrence of communication dis-
ruption. By suppressing the upper limit speed/upper
limit acceleration of the vehicle V1 to a lower value,
the operation command can readily be received even
when the communication environment is bad.
(6) According to the method in one or more embod-
iments of the present invention, the deceleration time
for stopping is set longer as the communication en-
vironment gets worse, and the vehicle V1 can there-
by be controlled to start the deceleration early and
stop at the target parking space without sudden de-
celeration.
(7) According to the method in one or more embod-
iments of the present invention, the parking route
can be calculated using a parameter corresponding
to the level of the communication environment there-
by to park the vehicle with the route adapted to the
communication environment even when the commu-
nication environment is bad. When the communica-

tion environment is bad, by calculating a different
parking route using a different parameter, the com-
munication environment can be maintained or im-
proved.
(8) According to the method in one or more embod-
iments of the present invention, a parking route hav-
ing a shorter path length is generated as the level of
the communication environment is lower and it is
possible to reduce the risk of occurrence of commu-
nication disruption when moving along the parking
route.
(9) According to the method in one or more embod-
iments of the present invention, by generating a park-
ing route having a shorter distance from the start
point of the parking route to the position of turn for
parking (position at which shift change is performed)
as the level of the communication environment is
lower, the operation of turn for parking (operation of
moving back after making a stop) can be performed
at a point nearer to the input terminal device 5 or the
user. This results in a shortened parking route and
it is therefore possible to reduce the risk of occur-
rence of communication disruption when moving
along the parking route.
(10) According to the method in one or more embod-
iments of the present invention, the parking route is
generated so that the width of a clearance from an
object is larger as the level of the communication
environment is lower. This allows the operation of
turn for parking (operation of moving back after mak-
ing a stop) to be performed at a position away from
the object (e.g. a wall W). When the level of the com-
munication environment is low, by taking a sufficient
distance between the vehicle V1 and the wall W, it
is possible to ensure the movable region for the ve-
hicle V1 and secure the degree of freedom in the
movement of the vehicle V1.
(11) Objects such as structures and other vehicles
are present around the vehicle, so the communica-
tion environment is not uniform. According to the
method in one or more embodiments of the present
invention, for each of a plurality of regions corre-
sponding to the levels of the communication envi-
ronment, the parking route in each region is calcu-
lated using a parameter corresponding to the level
of the communication environment. This allows the
parking route corresponding to the communication
environment to be calculated even when the com-
munication environment is different in each region.
(12) According to the method in one or more embod-
iments of the present invention, the parking route is
calculated so as not to pass through a region in which
the level of the communication environment is low
and, therefore, even when a region in which the level
of the communication environment is low is present,
automated parking control can be executed by re-
mote control. In other words, it is possible to prevent
a situation in which the operation of parking the ve-
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hicle V1 cannot be performed due to the disruption
of communication in mid-course.
(13) According to the method in one or more embod-
iments of the present invention, when the level of the
communication environment is evaluated to be low,
the frequency at which the operation command is
transmitted and received is changed. By changing
the frequency, the communication environment can
be improved.
(14) According to the method in one or more embod-
iments of the present invention, upon evaluation of
the communication environment around the vehicle
V1, the level of the communication environment is
evaluated in accordance with the positional relation-
ship (e.g. the distance and direction) between the
vehicle V1 and the input terminal device 5 which
transmits an operation command, and it is thereby
possible to properly evaluate the communication en-
vironment when the remote parking process is per-
formed using the input terminal device 5.
(15) According to the method in one or more embod-
iments of the present invention, upon evaluation of
the communication environment around the vehicle
V1, objects around the vehicle V1 are detected, the
level of the communication environment is evaluated
in accordance with the detection results of the ob-
jects, and it is thereby possible to properly evaluate
the communication environment when the remote
parking process is performed using the input terminal
device 5.
(16) According to the method in one or more embod-
iments of the present invention, upon evaluation of
the communication environment around the vehicle
V1, the level of the communication environment is
evaluated to be lower as the distance between the
input terminal device 5 and an object is shorter or as
the distance between the vehicle 1 and an object is
shorter, and it is thereby possible to properly evalu-
ate the communication environment when the re-
mote parking process is performed, with considera-
tion for the disturbance of multipath interference by
the object.
(17) According to the method in one or more embod-
iments of the present invention, by referring to the
communication environment information 131 which
is preliminarily associated with the positional infor-
mation and evaluating the communication environ-
ment around the vehicle V1 on the basis of the com-
munication environment information around the ve-
hicle V1, the communication environment can be
evaluated with consideration for the status (attribute)
of each point and the fact that the communication
disruption occurred in past times.
(18) According to the method in one or more embod-
iments of the present invention, when evaluating the
communication environment around the vehicle V1,
the level of the communication environment is eval-
uated in accordance with the unoccupied situation

of a band of the communication radio wave used
around the vehicle V1 and, therefore, the communi-
cation environment can be accurately evaluated on
the basis of the actual communication situation.
(19) According to the method in one or more embod-
iments of the present invention, the level of the com-
munication environment is evaluated on the basis of
the disruption state of communication around the ve-
hicle V1 and it is thereby possible to evaluate the
communication environment on the basis of the ac-
tual situation.
(20) According to the method in one or more embod-
iments of the present invention, when the level of the
communication environment is evaluated to be low,
by varying the evaluation threshold for evaluating
the disruption state so that the occurrence of com-
munication disruption is more likely to be deter-
mined, the occurrence of the communication disrup-
tion can be determined with a high degree of accu-
racy. This can appropriately respond to the commu-
nication disruption and it is thus possible to prevent
the occurrence of deceleration due to the occurrence
of communication disruption.
(21) The above-described parking control meth-
od/method of displaying parking information can be
carried out using the parking control apparatus 100
according to one or more embodiments of the
present invention. The parking control apparatus
100 according to one or more embodiments of the
present invention therefore has the above-described
actions and effects.

[0134] Embodiments heretofore explained are de-
scribed to facilitate understanding of the present inven-
tion and are not described to limit the present invention.

[Description of Reference Numerals]

[0135]

1000 Parking control system
100 Parking control apparatus

10 Control device

11 CPU
12 ROM
13 RAM

20 Input device

21 Communication device

30 Output device

31 Display

1a-1d Cameras
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2 Image processing device
3 Ranging device
5 Input terminal device
200 Onboard device

40 Drive system
50 Steering angle sensor
60 Vehicle speed sensor
70 Vehicle controller
V1 Vehicle
V2, V3 Another vehicle

Claims

1. A parking control method for controlling a vehicle on
a basis of an operation command related to parking
control acquired from outside of the vehicle, the park-
ing control method comprising:

Evaluating, around the vehicle, a level of a com-
munication environment of communication for
transmitting the operation command related to
the parking control to the vehicle;
calculating a parameter relating to control of the
vehicle used for performing the parking control
in accordance with the level of the communica-
tion environment; and
controlling the vehicle to park on a basis of the
parameter.

2. The parking control method according to claim 1,
wherein controlling the vehicle in accordance with
the level of the communication environment in-
cludes:

calculating control information for the vehicle in
accordance with the level of the communication
environment; and
controlling the vehicle to park on a basis of the
control information.

3. The parking control method according to claim 2,
wherein the control information includes a speed or
acceleration of the vehicle,
when the level of the communication environment is
evaluated to be low, the speed or acceleration of the
vehicle is set lower than when the level of the com-
munication environment is not evaluated to be low,
and
the vehicle is controlled to park on a basis of the set
speed or acceleration.

4. The parking control method according to claim 2 or
3, wherein the control information includes an upper
limit speed or upper limit acceleration of the vehicle,
when the level of the communication environment is
evaluated to be low, the upper limit speed or upper

limit acceleration of the vehicle is set lower than when
the level of the communication environment is not
evaluated to be low, and
the vehicle is controlled to park on a basis of the
upper limit speed or upper limit acceleration.

5. The parking control method according to any one of
claims 2 to 4, wherein the control information in-
cludes a deceleration time for stopping from start of
deceleration to stop of the vehicle,
when the level of the communication environment is
evaluated to be low, the deceleration time for stop-
ping is set longer than when the level of the commu-
nication environment is not evaluated to be low, and
the vehicle is parked by starting deceleration from
the start of deceleration.

6. The parking control method according to claim 1,
wherein controlling the vehicle in accordance with
the level of the communication environment in-
cludes:

calculating a parking route in accordance with
the level of the communication environment;
and
parking the vehicle on a basis of the parking
route.

7. The parking control method according to claim 6,
wherein when the level of the communication envi-
ronment is evaluated to be low,
the parking route is calculated to be shorter than
when the level of the communication environment is
not evaluated to be low, and
the vehicle is controlled on a basis of the parking
route.

8. The parking control method according to claim 6,
wherein when the level of the communication envi-
ronment is evaluated to be low,
the parking route is calculated in which a position of
turn for parking is shifted to an upstream side than
when the level of the communication environment is
not evaluated to be low, and
the vehicle is parked on a basis of the parking route.

9. The parking control method according to claim 6,
comprising:

detecting an object around the vehicle;
when the level of the communication environ-
ment is evaluated to be low, calculating the park-
ing route under a condition in which a width of
clearance from the object is extended than when
the level of the communication environment is
not evaluated to be low; and
parking the vehicle on a basis of the parking
route.
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10. The parking control method according to claim 6,
comprising:

setting a plurality of regions in accordance with
the level of the communication environment;
calculating parking routes in the regions;
calculating the entire parking route from the
parking routes of the regions; and
parking the vehicle on a basis of the calculated
parking route.

11. The parking control method according to claim 6,
comprising:

setting a region in accordance with the level of
the communication environment;
calculating the parking route which does not
pass through the region in which the level of the
communication environment is evaluated to be
low; and
parking the vehicle on a basis of the calculated
parking route.

12. The parking control method according to any one of
claims 1 to 11, wherein when the level of the com-
munication environment is evaluated to be low, a
frequency at which the operation command is trans-
mitted and received is changed.

13. The parking control method according to any one of
claims 1 to 12, wherein evaluating the level of the
communication environment around the vehicle in-
cludes evaluating the level of the communication en-
vironment in accordance with a positional relation-
ship between the vehicle and a terminal device that
transmits the operation command.

14. The parking control method according to any one of
claims 1 to 12, wherein evaluating the level of the
communication environment around the vehicle in-
cludes:

detecting an object around the vehicle; and
evaluating the level of the communication envi-
ronment in accordance with a detection result
of the object.

15. The parking control method according to any one of
claims 1 to 12, wherein evaluating the level of the
communication environment around the vehicle in-
cludes:

detecting an object around the vehicle; and
evaluating the level of the communication envi-
ronment to be lower as a distance between the
object and a terminal device that transmits the
operation command is shorter or a distance be-
tween the vehicle and the object is shorter.

16. The parking control method according to any one of
claims 1 to 12, wherein evaluating the level of the
communication environment around the vehicle in-
cludes:

referring to communication environment infor-
mation that is preliminarily associated with po-
sitional information; and
evaluating the level of the communication envi-
ronment around the vehicle on a basis of the
communication environment information
around the vehicle.

17. The parking control method according to any one of
claims 1 to 12, wherein evaluating the level of the
communication environment around the vehicle in-
cludes evaluating the level of the communication en-
vironment in accordance with an unoccupied situa-
tion of a frequency band of a communication radio
wave used around the vehicle.

18. The parking control method according to any one of
claims 1 to 12, wherein evaluating the level of the
communication environment around the vehicle in-
cludes evaluating the level of the communication en-
vironment on a basis of a disruption state of commu-
nication around the vehicle.

19. The parking control method according to claim 18,
wherein evaluating the level of the communication
environment around the vehicle includes setting an
evaluation threshold for evaluating the disruption
state when the level of the communication environ-
ment is evaluated to be low.

20. A parking control apparatus comprising:

an input device configured to acquire an opera-
tion command related to parking control from
outside of a vehicle; and
a control device configured to control the vehicle
to park in accordance with the operation com-
mand,
the control device being configured to:

evaluate, around the vehicle, a level of a
communication environment of communi-
cation for transmitting the operation com-
mand related to the parking control to the
vehicle;
calculate a parameter relating to control of
the vehicle used for performing the parking
control in accordance with the level of the
communication environment; and
control the vehicle to park on a basis of the
parameter.
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Patentansprüche

1. Parksteuerverfahren zum Steuern eines Fahrzeugs
auf der Basis eines von außerhalb des Fahrzeugs
erfassten Betriebsbefehls in Bezug auf eine Park-
steuerung, wobei das Parksteuerverfahren umfasst:

Bewerten eines Pegels einer Kommunikati-
onsumgebung der Kommunikation zum Senden
des Betriebsbefehls in Bezug auf die Parksteu-
erung an das Fahrzeug um das Fahrzeug her-
um;
Berechnen eines Parameters in Bezug auf die
zum Durchführen der Parksteuerung gemäß
dem Pegel der Kommunikationsumgebung ver-
wendete Steuerung des Fahrzeugs; und
Steuern des Fahrzeugs zum Parken auf der Ba-
sis des Parameters.

2. Parksteuerverfahren nach Anspruch 1, wobei das
Steuern des Fahrzeugs gemäß dem Pegel der Kom-
munikationsumgebung umfasst:

Berechnen einer Steuerinformation für das
Fahrzeug gemäß dem Pegel der Kommunikati-
onsumgebung; und
Steuern des Fahrzeugs zum Parken auf der Ba-
sis der Steuerinformation.

3. Parksteuerverfahren nach Anspruch 2, wobei die
Steuerinformation eine Geschwindigkeit oder Be-
schleunigung des Fahrzeugs umfasst,
wenn der Pegel der Kommunikationsumgebung als
niedrig bewertet wird, die Geschwindigkeit oder Be-
schleunigung des Fahrzeugs niedriger eingestellt
wird, als wenn der Pegel der Kommunikationsum-
gebung nicht als niedrig bewertet wird, und
das Fahrzeug zum Parken auf der Basis der einge-
stellten Geschwindigkeit oder Beschleunigung ge-
steuert wird.

4. Parksteuerverfahren nach Anspruch 2 oder 3, wobei
die Steuerinformation einen obere Grenzgeschwin-
digkeit oder eine obere Grenzbeschleunigung des
Fahrzeugs umfasst, wenn der Pegel der Kommuni-
kationsumgebung als niedrig bewertet wird, die obe-
re Grenzgeschwindigkeit oder die obere Grenzbe-
schleunigung des Fahrzeugs niedriger eingestellt
wird, als wenn der Pegel der Kommunikationsum-
gebung nicht als niedrig bewertet wird, und das Fahr-
zeug zum Parken auf der Basis der oberen Grenz-
geschwindigkeit oder der oberen Grenzbeschleuni-
gung gesteuert wird.

5. Parksteuerverfahren nach einem der Ansprüche 2
bis 4, wobei die Steuerinformation eine Verzöge-
rungszeit zum Stoppen von Beginn der Verzögerung
bis zum Stopp des Fahrzeugs umfasst,

wenn der Pegel der Kommunikationsumgebung als
niedrig bewertet wird, die Verzögerungszeit zum
Stoppen länger eingestellt wird, als wenn der Pegel
der Kommunikationsumgebung nicht als niedrig be-
wertet wird, und
das Fahrzeug durch Starten der Verzögerung ab
dem Start der Verzögerung geparkt wird.

6. Parksteuerverfahren nach Anspruch 1, wobei das
Steuern des Fahrzeugs gemäß dem Pegel der Kom-
munikationsumgebung umfasst:

Berechnen einer Parkroute gemäß dem Pegel
der Kommunikationsumgebung; und
Parken des Fahrzeugs auf der Basis der Par-
kroute.

7. Parksteuerverfahren nach Anspruch 6, wobei wenn
der Pegel der Kommunikationsumgebung als niedrig
bewertet wird,
die Parkroute als kürzer berechnet wird, als wenn
der Pegel der Kommunikationsumgebung nicht als
niedrig bewertet wird, und
das Fahrzeug auf der Basis der Parkroute gesteuert
wird.

8. Parksteuerverfahren nach Anspruch 6, wobei wenn
der Pegel der Kommunikationsumgebung als niedrig
bewertet wird,
eine Parkroute berechnet wird, in der eine Position
des Drehens zum Parken zu einer Stromaufwärts-
seite verschoben wird, als wenn der Pegel der Kom-
munikationsumgebung nicht als niedrig bewertet
wird, und
das Fahrzeug auf der Basis der Parkroute geparkt
wird.

9. Parksteuerverfahren nach Anspruch 6, umfassend:

Erfassen eines Objekts um das Fahrzeug her-
um;
wenn der Pegel der Kommunikationsumgebung
als niedrig bewertet wird, Berechnen der Par-
kroute unter einer Bedingung, in der eine Breite
des Abstands zum Objekt verlängert wird ge-
genüber dem, als wenn der Pegel der Kommu-
nikationsumgebung nicht als niedrig bewertet
wird; und
Parken des Fahrzeugs auf der Basis der Par-
kroute.

10. Parksteuerverfahren nach Anspruch 6, umfassend:

Einstellen einer Vielzahl von Bereichen gemäß
dem Pegel der Kommunikationsumgebung;
Berechnen von Parkrouten in den Bereichen;
Berechnen der gesamten Parkroute aus den
Parkrouten der Bereiche; und
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Parken des Fahrzeugs auf der Basis der berech-
neten Parkroute.

11. Parksteuerverfahren nach Anspruch 6, umfassend:

Einstellen eines Bereichs gemäß dem Pegel der
Kommunikationsumgebung;
Berechnen der Parkroute, die nicht durch den
Bereich führt, in dem der Pegel der Kommuni-
kationsumgebung als niedrig bewertet wird; und
Parken des Fahrzeugs auf der Basis der berech-
neten Parkroute.

12. Parksteuerverfahren nach einem der Ansprüche 1
bis 11, wobei wenn der Pegel der Kommunikati-
onsumgebung als niedrig bewertet wird, eine Fre-
quenz, mit welcher der Betriebsbefehl gesendet und
empfangen wird, geändert wird.

13. Parksteuerverfahren nach einem der Ansprüche 1
bis 12, wobei das Bewerten des Pegels der Kommu-
nikationsumgebung um das Fahrzeug herum das
Bewerten des Pegels der Kommunikationsumge-
bung gemäß einer Positionsbeziehung zwischen
dem Fahrzeug und einem Endgerät, das den Be-
triebsbefehl sendet, umfasst.

14. Parksteuerverfahren nach einem der Ansprüche 1
bis 12, wobei das Bewerten des Pegels der Kommu-
nikationsumgebung um das Fahrzeug herum um-
fasst:

Erfassen eines Objekts um das Fahrzeug her-
um; und
Bewerten des Pegels der Kommunikationsum-
gebung gemäß einem Erfassungsergebnis des
Objekts.

15. Parksteuerverfahren nach einem der Ansprüche 1
bis 12, wobei das Bewerten des Pegels der Kommu-
nikationsumgebung um das Fahrzeug herum um-
fasst:

Erfassen eines Objekts um das Fahrzeug her-
um; und
Bewerten des Pegels der Kommunikationsum-
gebung als niedriger, als ein Abstand zwischen
dem Objekt und einem Endgerät, das den Be-
triebsbefehl sendet, kürzer ist oder ein Abstand
zwischen dem Fahrzeug und dem Objekt kürzer
ist.

16. Parksteuerverfahren nach einem der Ansprüche 1
bis 12, wobei das Bewerten des Pegels der Kommu-
nikationsumgebung um das Fahrzeug herum um-
fasst:

Bezugnahme auf eine Kommunikationsumge-

bungsinformation, die vorab mit einer Positions-
information verknüpft wird; und
Bewerten des Pegels der Kommunikationsum-
gebung um das Fahrzeug herum auf der Basis
der Kommunikationsumgebungsinformation
um das Fahrzeug herum.

17. Parksteuerverfahren nach einem der Ansprüche 1
bis 12, wobei das Bewerten des Pegels der Kommu-
nikationsumgebung um das Fahrzeug herum das
Bewerten des Pegels der Kommunikationsumge-
bung gemäß einer unbesetzten Situation eines Fre-
quenzbands einer um das Fahrzeug herum verwen-
deten Kommunikationsfunkwelle umfasst.

18. Parksteuerverfahren nach einem der Ansprüche 1
bis 12, wobei das Bewerten des Pegels der Kommu-
nikationsumgebung um das Fahrzeug herum das
Bewerten des Pegels der Kommunikationsumge-
bung auf der Basis eines Störungszustands der
Kommunikation um das Fahrzeug herum umfasst.

19. Parksteuerverfahren nach Anspruch 18, wobei das
Bewerten des Pegels der Kommunikationsumge-
bung um das Fahrzeug herum das Einstellen einer
Bewertungsschwelle zum Bewerten des Störungs-
zustands, wenn der Pegel der Kommunikationsum-
gebung als niedrig bewertet wird, umfasst.

20. Parksteuervorrichtung, umfassend:

eine zum Erfassen eines Betriebsbefehls in Be-
zug auf eine Parksteuerung von außerhalb ei-
nes Fahrzeugs ausgebildete Eingabevorrich-
tung; und
eine zum Steuern des Fahrzeugs zum Parken
gemäß dem Betriebsbefehl ausgebildete Steu-
ervorrichtung,
wobei die Steuervorrichtung ausgebildet ist
zum:

Bewerten eines Pegels einer Kommunika-
tionsumgebung der Kommunikation zum
Senden des Betriebsbefehls in Bezug auf
die Parksteuerung an das Fahrzeug um das
Fahrzeug herum;
Berechnen eines Parameters in Bezug auf
die zum Durchführen der Parksteuerung
gemäß dem Pegel der Kommunikationsum-
gebung verwendete Steuerung des Fahr-
zeugs; und Steuern des Fahrzeugs zum
Parken auf der Basis des Parameters.

Revendications

1. Procédé de contrôle de stationnement pour contrôler
un véhicule sur base d’une commande d’actionne-
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ment relative à un contrôle de stationnement acquis
depuis l’extérieur du véhicule, le procédé de contrôle
de stationnement comprenant :

l’évaluation, autour du véhicule, du niveau de
communication d’un environnement de commu-
nication pour transmettre la commande d’ac-
tionnement relative au contrôle de stationne-
ment du véhicule ;
le calcul d’un paramètre relatif au contrôle du
véhicule, utilisé pour mettre en œuvre le contrôle
de stationnement conformément au niveau de
l’environnement de communication ; et
le contrôle du véhicule pour le stationner sur ba-
se du paramètre.

2. Procédé de contrôle de stationnement selon la re-
vendication 1, dans lequel le contrôle du véhicule
conformément au niveau de l’environnement de
communication comprend :

le calcul d’information de contrôle pour le véhi-
cule conformément au niveau de l’environne-
ment de communication ; et
le contrôle du véhicule pour le stationner sur ba-
se de l’information de contrôle.

3. Procédé de contrôle de stationnement selon la re-
vendication 2, dans lequel l’information de contrôle
comprend une vitesse ou une accélération du véhi-
cule,
quand le niveau de l’environnement de communica-
tion est évalué comme étant bas, la vitesse ou l’ac-
célération du véhicule est réglée pour être plus bas-
se que quand le niveau de l’environnement de com-
munication n’est pas évalué comme étant bas, et
le véhicule est contrôlé pour se stationner sur base
de la vitesse ou de l’accélération réglée.

4. Procédé de contrôle de stationnement selon la re-
vendication 2 ou 3, dans lequel l’information de con-
trôle comprend une limite supérieure de vitesse ou
une limite supérieure d’accélération du véhicule,
quand le niveau de l’environnement de communica-
tion est évalué comme étant bas, la limite supérieure
de vitesse ou la limite supérieure d’accélération du
véhicule est réglée pour être plus basse que quand
le niveau de l’environnement de communication
n’est pas évalué comme étant bas, et
le véhicule est contrôlé pour se stationner sur base
de la limite supérieure de vitesse ou de la limite su-
périeure d’accélération.

5. Procédé de contrôle de stationnement selon l’une
quelconque des revendications 2 à 4, dans lequel
l’information de contrôle comprend un temps de dé-
célération d’arrêt depuis le début de la décélération
jusqu’à l’arrêt du véhicule,

quand le niveau de l’environnement de communica-
tion est évalué comme étant bas, le temps de décé-
lération d’arrêt est réglé pour être plus long que
quand le niveau de l’environnement de communica-
tion n’est pas évalué comme étant bas, et
le véhicule est stationné en commençant la décélé-
ration depuis le début de la décélération.

6. Procédé de contrôle de stationnement selon la re-
vendication 1, dans lequel le contrôle du véhicule
conformément au niveau de l’environnement de
communication comprend :

le calcul d’une trajectoire de stationnement con-
formément au niveau de l’environnement de
communication ; et
le stationnement du véhicule sur base de la tra-
jectoire de stationnement.

7. Procédé de contrôle de stationnement selon la re-
vendication 6, dans lequel, quand le niveau de l’en-
vironnement de communication est évalué comme
étant bas,
la trajectoire de stationnement est calculée pour être
plus courte que quand le niveau de l’environnement
de communication n’est pas évalué comme étant
bas, et
le véhicule est contrôlé sur base de la trajectoire de
stationnement.

8. Procédé de contrôle de stationnement selon la re-
vendication 6, dans lequel, quand le niveau de l’en-
vironnement de communication est évalué comme
étant bas,
la trajectoire de stationnement calculée est telle
qu’une position de braquage pour le stationnement
est décalée plus en amont que quand le niveau de
l’environnement de communication n’est pas évalué
comme étant bas, et
le véhicule est stationné sur base de la trajectoire
de stationnement.

9. Procédé de contrôle de stationnement selon la re-
vendication 6, comprenant :

la détection d’un objet autour du véhicule ;
quand le niveau de l’environnement de commu-
nication est évalué comme étant bas, le calcul
de la trajectoire de stationnement dans une con-
dition où la largeur d’évitement de l’objet est plus
importante que quand le niveau de l’environne-
ment de communication n’est pas évalué com-
me étant bas ; et
le stationnement du véhicule sur base de la tra-
jectoire de stationnement.

10. Procédé de contrôle de stationnement selon la re-
vendication 6, comprenant :
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l’établissement d’une pluralité de régions con-
formément au niveau de l’environnement de
communication ;
le calcul de trajectoires de stationnement dans
les régions ;
le calcul de la trajectoire de stationnement en-
tière à partir des trajectoires de stationnement
des régions ; et
le stationnement du véhicule sur base de la tra-
jectoire de stationnement calculée.

11. Procédé de contrôle de stationnement selon la re-
vendication 6, comprenant :

l’établissement d’une région conformément au
niveau de l’environnement de communication ;
le calcul de la trajectoire de stationnement qui
ne traverse pas la région dans laquelle le niveau
de l’environnement de communication est éva-
lué comme étant bas ; et
le stationnement du véhicule sur base de la tra-
jectoire de stationnement calculée.

12. Procédé de contrôle de stationnement selon l’une
quelconque des revendications 1 à 11 dans lequel,
quand le niveau de l’environnement de communica-
tion est évalué comme étant bas, la fréquence à la-
quelle la commande d’actionnement est transmise
et reçue est changée.

13. Procédé de contrôle de stationnement selon l’une
quelconque des revendications 1 à 12, dans lequel
l’évaluation du niveau de l’environnement de com-
munication autour du véhicule comprend l’évalua-
tion du niveau de l’environnement de communication
conformément à une relation de position entre le vé-
hicule et un dispositif terminal qui transmet la com-
mande d’actionnement.

14. Procédé de contrôle de stationnement selon l’une
quelconque des revendications 1 à 12, dans lequel
l’évaluation du niveau de l’environnement de com-
munication autour du véhicule comprend :

la détection d’un objet autour du véhicule ; et
l’évaluation du niveau de l’environnement de
communication conformément à un résultat de
détection de l’objet.

15. Procédé de contrôle de stationnement selon l’une
quelconque des revendications 1 à 12, dans lequel
l’évaluation du niveau de l’environnement de com-
munication autour du véhicule comprend :

la détection d’un objet autour du véhicule ; et
l’évaluation du niveau de l’environnement de
communication comme étant plus bas lorsque
la distance entre l’objet et un dispositif terminal

qui transmet la commande d’actionnement est
plus courte, ou lorsque la distance entre le vé-
hicule et l’objet est plus courte.

16. Procédé de contrôle de stationnement selon l’une
quelconque des revendications 1 à 12, dans lequel
l’évaluation du niveau de l’environnement de com-
munication autour du véhicule comprend :

la référence à de l’information d’environnement
de communication qui est associée de manière
préliminaire à de l’information de position ; et
l’évaluation du niveau de l’environnement de
communication autour du véhicule sur base de
l’information d’environnement de communica-
tion autour du véhicule.

17. Procédé de contrôle de stationnement selon l’une
quelconque des revendications 1 à 12, dans lequel
l’évaluation du niveau de l’environnement de com-
munication autour du véhicule comprend l’évalua-
tion du niveau de l’environnement de communication
conformément à une situation inoccupée d’une ban-
de de fréquence d’une onde de radiocommunication
utilisée autour du véhicule.

18. Procédé de contrôle de stationnement selon l’une
quelconque des revendications 1 à 12, dans lequel
l’évaluation du niveau de l’environnement de com-
munication autour du véhicule comprend l’évalua-
tion du niveau de l’environnement de communication
sur base d’un état d’interruption de communication
autour du véhicule.

19. Procédé de contrôle de stationnement selon la re-
vendication 18, dans lequel l’évaluation du niveau
de l’environnement de communication autour du vé-
hicule comprend l’établissement d’un seuil d’évalua-
tion pour évaluer l’état d’interruption quand le niveau
de l’environnement de communication est évalué
comme étant bas.

20. Appareil de contrôle de stationnement, comprenant :

un dispositif d’entrée configuré pour acquérir
une commande d’actionnement relative au con-
trôle de stationnement depuis l’extérieur d’un
véhicule ; et
un dispositif de contrôle configuré pour contrôler
le véhicule pour le stationner conformément à
la commande d’actionnement,
le dispositif de contrôle étant configuré pour :

évaluer, autour du véhicule, le niveau de
communication d’un environnement de
communication pour transmettre la com-
mande d’actionnement relative au contrôle
de stationnement du véhicule ;
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calculer un paramètre relatif au contrôle du
véhicule, utilisé pour mettre en œuvre le
contrôle de stationnement conformément
au niveau de l’environnement de
communication ; et
contrôler le véhicule pour le stationner sur
base du paramètre.

43 44 



EP 3 524 485 B1

24



EP 3 524 485 B1

25



EP 3 524 485 B1

26



EP 3 524 485 B1

27



EP 3 524 485 B1

28



EP 3 524 485 B1

29



EP 3 524 485 B1

30



EP 3 524 485 B1

31



EP 3 524 485 B1

32



EP 3 524 485 B1

33



EP 3 524 485 B1

34



EP 3 524 485 B1

35



EP 3 524 485 B1

36



EP 3 524 485 B1

37



EP 3 524 485 B1

38



EP 3 524 485 B1

39



EP 3 524 485 B1

40



EP 3 524 485 B1

41



EP 3 524 485 B1

42

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• JP 2015054530 A [0002]
• DE 102011051313 A1 [0003]

• WO 2015114269 A1 [0004]
• DE 102012022087 A1 [0005]


	bibliography
	description
	claims
	drawings
	cited references

