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(54) DRIVER CIRCUIT OF LIGHT SOURCES, IN PARTICULAR FOR A VEHICLE LIGHT

(57) A driver circuit of light sources, comprises an
adjustable voltage power supply unit (10; 10’),at least
one lighting branch (12), a current regulator device (14)
connected in series to a respective lighting branch (12)
and a non-linear feedback network (20; 200; 300) which
provides a regulation signal (Vsw) to a regulation terminal
(104) of the adjustable voltage power supply unit. The
non-linear feedback network has a transfer function
which varies according to the voltage drop (Vreg) at the

ends of the current regulation device, said transfer func-
tion being suitable to modify the value of the output power
supply voltage (Vout) to restore the voltage drop at the
ends of the current regulation device (14) to a predeter-
mined value (Vreg0) with at least two different dynamics
depending on whether said voltage drop at the ends of
the regulation device is greater or smaller than said pre-
determined value.
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Description

[0001] The present invention relates to a control circuit of lighting sources, in particular for an automotive headlight.
More precisely, the invention relates to an adaptive electronic control for one or more lighting sources that may undergo
large variations of their activation voltage (Vforward), such as OLED or LED. Such variations of the activation voltage
are due for example to a temperature change, or to a voltage selection or to a flow selection.
[0002] However, the invention can more generally be applied when there is the need to control a supply voltage as a
function of variations of voltage drops on the branch comprising the lighting source to be supplied. Such variable voltage
drops to be compensated are typically due to the activation voltage at the terminals of the lighting source, as mentioned
above, but may also be caused by voltage drops on other devices connected in the lighting branch.
[0003] Conventionally, an adaptive control circuit provides for supplying a supply voltage via a power supply 1 according
to the circuit diagram in figure 1. A current controller 2 is connected in series to the lighting source 3 to maintain the
drive current of the lighting source at a predetermined value.
[0004] Typically, power supplies have a feedback circuit, for example implemented with a voltage divider 4 and an
operational amplifier which compares a partition of the output voltage Vout with an internal reference voltage, so as to
keep the output voltage constant.
[0005] In a conventional circuit of the type described in figure 1, a variation of the activation voltage Vforward of the
lighting source 3 results in a variation of the voltage drop Vreg on the current controller 2. In some cases, a lowering of
the voltage drop at the terminals of the lighting source may cause a large increase in the voltage on the current controller,
with the result that the power absorbed by the controller or in general by the system must be used in some way. For
example, the current controller or the electronic card will have to be oversized from the thermal point of view.
[0006] The object of the present invention is to propose a control circuit of lighting sources, for example of the LED
or OLED type, able to adjust the value of the supply voltage to variations in the voltage drop on the lighting sources.
[0007] In other words, the object of the invention is to maintain the voltage drop on the current controller at an optimal
predetermined value upon the variation of the voltage drop on the lighting sources.
[0008] Said object is achieved with a control circuit according to claim 1 and with an automotive headlight according
to claim 17. The dependent claims describe preferred embodiments of the invention.
[0009] According to claim 1, the control circuit comprises an adjustable voltage power supply, that is, having an
adjustment terminal accessible to adjust the value of the supply voltage on the power supply output terminal, at least
one lighting branch supplied by the output supply voltage, said lighting branch comprising at least one lighting source,
a current control device, such as a current controller, connected in series with a respective lighting branch and adapted
to adjust the driving current circulating in said lighting branch, and a non-linear feedback network which supplies an
adjustment signal to the adjustment terminal.
[0010] The non-linear feedback network has a transfer function which varies according to the voltage drop at the
terminals of the current control device and which is adapted to change the value of the output supply voltage to bring
the voltage drop at the terminals of the current control device to a predetermined value with at least two different dynamics,
depending on whether said voltage drop at the terminals of the control device is greater or smaller than said predetermined
value.
[0011] For example, the transfer function has a fast dynamic in case of lowering of the voltage drop at the terminals
of the current control device below the predetermined value, and a slow dynamic in case of increase of the voltage drop
at the terminals of the current control device above said predetermined value. In particular, the slow dynamic is selected
in such a way that an on-off modulation of the current of the current controller, for example for a power supply mode
PWM of the lighting branch, is not controlled by the non-linear feedback network. The fast dynamic is instead selected
so as to quickly adapt the level of the output supply voltage to higher values, so as to activate with the least possible
delay a lighting branch which requires a greater voltage drop at its terminals to allow the powering of the lighting source.
[0012] Hence the need to have a transfer function of the non-linear feedback network with at least two different
dynamics.
[0013] In one embodiment, the control terminal is connected to a feedback circuit of the adjustable voltage power supply.
[0014] In one embodiment variant, the control terminal acts on a circuit that determines the value of an internal reference
voltage of the adjustable voltage power supply.
[0015] In a possible embodiment, the non-linear feedback network comprises a feedback selector circuit defining two
different feedback circuit paths that are activated in a selective way according to the level of the voltage drop at the
terminals of the current control device.
[0016] In particular, this feedback selector circuit has a control node operatively connected to the control terminal, an
upper branch that connects the control node to the output terminal of the adjustable power supply by means of a feedback
impedance, for example made with a resistive element, a lower branch that connects the control node to ground by
means of a capacitor, and at least one intermediate branch connecting the control node to a respective current control
device by means of at least one diode. In this way, when the voltage at the terminals of the current control device falls
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below a voltage value given by the difference between the voltage of the control node and the forward voltage at the
terminals of the diode, the capacitor will discharge quickly through the diode and the current control device. In this way,
the value of the control node voltage varies rapidly and therefore the value of the output supply voltage also varies
rapidly. For example, the discharge time of the capacitor is of the order of microseconds.
[0017] When instead the voltage at the terminals of the current control device exceeds the voltage value given by the
difference between the voltage of the control node and the forward voltage at the terminals of the diode, the diode
switches to a high impedance status, allowing the capacitor to charge through the resistive element. In this case, the
dynamics of the non-linear feedback network transfer function is given by the time constant RC, where R is the feedback
impedance value and C is the capacitance of the capacitor. For example, the values of Re C can be selected so as to
implement a slow time constant RC, for example of the order of a few seconds. In this way, the value of the control node
voltage varies according to such a slow time constant, and with it the value of the output supply voltage.
[0018] In an embodiment variant, the non-linear feedback network comprises a feedback selector circuit with active
components, comprising a field effect transistor, such as a P-MOS (even though a bipolar transistor may be equivalently
used) having the gate terminal connected to the output terminal of the adjustable power supply by means of a resistive
element and connected to the current control device, the source terminal operatively connected to the control terminal
and the drain terminal connected to ground by means of a resistance. The feedback network further comprises a capacitor
connected between the source terminal and the drain terminal, and an operational amplifier having the inverting input
terminal connected to the drain terminal, the non-inverting input terminal to a reference voltage, and the output terminal
connected to the source terminal. In this way, when the voltage at the terminals of the current control device falls below
the voltage value given, with good approximation, by the difference between the voltage of the source terminal and the
gate-source threshold voltage of the P-MOS switch, the channel resistance of the P-MOS reduces rapidly so as to quickly
discharge the capacitor placed between source and drain. In this way, the output of operational amplifier, and then the
control node voltage value, varies rapidly. Due to the action of the control signal, the value of the output supply voltage
also rapidly increases.
[0019] When the voltage at the terminals of the current control device exceeds the voltage value given by the difference
between the voltage of the source terminal and the gate-source threshold voltage of the P-MOS, the P-MOS is cut off
and the output of the operational amplifier, and thus the value of the control node voltage, varies according to the time
constant RC given by the resistor connected between the inverting terminal of the amplifier and ground, and by the
capacitor placed between drain and source. Due to the action of the control signal, the value of the output power supply
voltage also decreases according to such a dynamic.
[0020] In a further embodiment variant, the non-linear feedback network is implemented using a microprocessor. For
example, the non-linear feedback network comprises a multichannel analog-digital converter ADC adapted to detect the
supply voltage in output to the adjustable power supply and the voltage drop at the terminals of each current control
device, a microprocessor, and a digital-analog converter DAC adapted to generate the the control signal.
[0021] It should be noted that, while in the analog embodiments described above the analog circuit is affected by the
changes in the voltage drop at the terminals of the current control device without continuously detecting such voltage
drop, if not nonlinearly, in the embodiment by means of a microprocessor the voltage drop is directly detected and the
nonlinearity is obtained via software.
[0022] In one embodiment, the feedback circuit of the adjustable power supply comprises an electrically adjustable
impedance element having a control terminal connected to the output of the non-linear feedback network and through
which it is possible to vary the value of such impedance based to a control signal supplied by the non-linear feedback
network as a function of the voltage drop at the terminals of the current control device.
[0023] In one embodiment, the feedback circuit of the adjustable power supply comprises a voltage divider, comprising
a first impedance between a feedback terminal and ground and a second impedance between the output terminal of the
adjustable power supply and the feedback terminal. The second impedance in turn comprises a constant impedance
and the electronically adjustable impedance element described above.
[0024] Therefore, depending on the value of the voltage drop at the terminals of the current control device, the variable
impedance assumes different values that determine the overall impedance value which affects the feedback block of
the adjustable power supply and thus the output supply voltage level.
[0025] In one embodiment variant, the adjustable power supply comprises a reference voltage setting network defining
the internal reference voltage of the power supply. Such a setting network comprises an electrically adjustable impedance
element having a control terminal connected to the output of the non-linear feedback network and through which it is
possible to vary the value of such impedance based to a control signal supplied by the non-linear feedback network as
a function of the voltage drop at the terminals of the current control device.
[0026] For example, the setting network comprises a constant impedance and the adjustable impedance element
described above, mutually connected together in parallel.
[0027] In one embodiment, the impedances of the feedback circuit of the power supply or the reference voltage setting
network may consist of resistors or capacitors with varicap.
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[0028] Further features and the advantages of the control circuit according to the invention shall be made readily
apparent from the following description of preferred embodiments thereof, provided purely by way of a non limiting
example, with reference to the accompanying figures, in which:

- figure 1 is an example of a control circuit for lighting sources according to the prior art;
- figure 2 is a block diagram of the control circuit according to the invention in a first embodiment;
- figure 3 is a block diagram of the control circuit of the invention in an embodiment variant;
- figure 4 is a circuit diagram implementing the block diagram in figure 2 in one embodiment;
- figure 5 is a diagram showing the curve of the output voltage of the voltage controller as a function of the voltage

drop on the current controller;
- figure 6 shows the same circuit diagram in figure 4 but provided with multiple lighting branches;

[0029] - figure 7 is a circuit implementation of the block diagram in figure 3;

- figure 8 is a circuit implementation with active components of the block diagram in figure 2;
- figure 9 is a block diagram of the control circuit according to the invention in a further embodiment;
- figure 10 is a circuit implementation of the block diagram in the previous figure; and
- figure 11 shows an exemplary automotive headlight incorporating the control circuit of lighting sources according

to the invention.

[0030] In the following description, the term "connected" refers to either a direct electrical connection between two
circuits or circuit elements and to an indirect connection through one or more active or passive intermediate elements.
The term "circuit" may denote either a single component or a plurality of components, active and/or passive, connected
together to obtain a predetermined function. Moreover, where one can employ a bipolar junction transistor (BJT) or a
field effect transistor (FET), the meaning of the terms "base", "collector", "emitter" includes the terms "gate", "drain" and
"source", and vice versa. If not indicated otherwise, finally, NPN type transistors may be employed in place of PNP
transistors, and vice versa.
[0031] The control circuit according to the invention is adapted to control lighting sources 3 that undergo a variation
of the voltage drop at their terminals during their operation, for example due to changes in temperature, or over time (for
example, due to aging of the components or to a short circuit of a component), as is the case in LEDs and OLEDs.
[0032] According to one aspect of the invention, by means of a non-linear feedback network which forms different
paths for the feedback current, which correspond to different dynamics of the transfer function of the feedback network,
the control circuit is able to set a node of interest at a specific voltage level, Vreg, regardless of the voltage drop at the
terminals of the lighting source 3.
[0033] In particular, the voltage drop can be set on a current control device, which can be a simple impedance or an
active component, such as a current controller, which regulates the driving current absorbed by the lighting source.
[0034] Therefore, according to the feedback current path, the control circuit can respond with different dynamics to
the variations in the voltage drop to be stabilized, Vreg.
[0035] In the following description, elements common to the various embodiments of the control circuit according to
the invention, or equivalent to each other, will be indicated by the same reference numerals.
[0036] Figure 2 shows a block diagram of the architecture of a control circuit according to the invention, in one em-
bodiment.
[0037] The control circuit comprises a voltage supply 10 adapted to generate an output supply voltage Vout on an
output terminal 102 thereof adapted to feed one or more lighting sources 3.
[0038] The voltage supply 10 may for example be implemented with a DC/DC or with an LDO.
[0039] In any case, the voltage supply 10 is of the adjustable type, i.e. has an adjustment terminal 104 accessible to
be connected to an external feedback network.
[0040] In the example in figure 2, power supply 10 comprises a control loop comprising a gain block 106 and a feedback
block 108. Output 108’ of the feedback block is compared with an internal reference voltage Vref.
[0041] The feedback block 108 is adjustable and is accessible by means of the adjustment terminal 104.
[0042] In the example shown in figure 2, the control circuit feeds two lighting branches 12.
[0043] The driving current circulating in the lighting branches 12 is established by respective current control devices
14, which can be implemented with passive components, for example with a resistor, or with active components, for
example with a current controller.
[0044] In the example shown in figure 2, the current control devices 14 are connected between the lighting branches
12 and ground, i.e. in low-side configuration. Of course, the current control devices 14 can be connected between the
supply terminal 102 and the lighting sources 3, i.e. in high-side configuration.
[0045] In figure 2, Vreg1, Vreg2 indicate the voltage drops to be stabilized at the terminals of the current control devices
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14 (in general, in the following description also referred to as Vregk).
[0046] Moreover, Vd1 and Vd2 indicate the voltage drops at the terminals of the lighting source 3, which may vary for
the reasons described in the introductory part of the present description, for example as a function of temperature, and
which result in a variation of voltage Vregk.
[0047] The control circuit comprises the non-linear feedback network 20, the output of which is operatively connected
to the adjustment terminal 104, and thus to the feedback block 108 if the adjustable power supply 10.
[0048] The non-linear feedback network 20 has a transfer function H(s) variable as a function of the value of signals
Vregk and Vout. The non-linear feedback network 20 therefore provides a control signal Vsw to the adjustment terminal
104 which alters the feedback block 108 so as to adjust the output power supply voltage Vout as a function of the voltage
drops Vregk at the terminals of the current control device(s) 14.
[0049] Figure 3 shows a block diagram of the control circuit of the invention in an embodiment variant.
[0050] In this embodiment, the adjustable power supply 10’ has a non-adjustable feedback block 108’, but the adjust-
ment terminal 104, connected to the output of the non-linear feedback network 20, acts on a reference voltage setting
network that defines the value of the reference voltage Vref internal to the power supply.
[0051] Figure 4 is a circuit diagram of an exemplary embodiment of the circuit architecture in figure 2. The current
control device 14 is implemented with a current controller, which requires a minimum voltage drop to ensure the regulation
of the current.
[0052] More in detail, the non-linear feedback network 20 comprises a feedback selector circuit having a control node
202 operatively connected to the control terminal 104, an upper branch 204 that connects the control node to the output
terminal 102 of the adjustable power supply 10 by means of a feedback impedance 204’, for example with a resistive
element, a lower branch 206 that connects the control node 202 to ground by means of a capacitor 206’, and at least
one intermediate branch 208 connecting the control node 202 to the current controller 14 by means of at least one diode
208’.
[0053] In particular, diode 208’ has its anode connected to the control node 202 and the cathode connected to the
current controller 14 terminal which is at the voltage Vreg to be stabilized.
[0054] The feedback selector circuit thus defined implements two circuit paths for the feedback current, which are
activated selectively as a function of the value Vreg, as will be described hereinafter.
[0055] The adjustable feedback block 108 of the adjustable power supply 10 comprises a voltage divider 110. This
voltage divider 110 comprises a first resistor 112 between a feedback terminal 114 and ground, a second resistor 116
between the output terminal 102 of the adjustable power supply and the feedback terminal 114, and a third resistor 118
also connected between the output terminal 102 and the feedback terminal 114, but by means of an electrically adjustable
impedance element 120, such as a MOS-FET, the gate terminal of which coincides with, or is operatively connected to,
the feedback terminal 104.
[0056] Defining by:

Vsw the voltage on the control node 202,
Vf the forward voltage at the terminals of diode 208,
as soon as Vreg falls below level Vsw - Vf, the non-linear feedback network 20 provides a fast response by discharging
capacitor 206’ through diode 208’ and the current generator 14, until the control node 202 is at the new value Vreg
+ Vf. Such a voltage value of the control node 202, which corresponds to the value of the control signal Vsw, causes
the increase of the impedance value of the electrically adjustable impedance element 120. Consequently, the divider
of the feedback block 108 is unbalanced upwards, so as to result in an increase of the output supply voltage Vout
which, in turn, increases the value of Vreg.

[0057] When the Vreg exceeds Vsw - Vf, on the other hand, this triggers a slow response since diode 208’ is in the
high impedance status and decouples the control node 202 from the voltage drop Vreg. In this condition of the feedback
selector circuit, capacitor 206’ is charged through the resistive element 204’. At the charging of capacitor 206’, voltage
Vsw on the control node increases so as to reduce the impedance value of the electrically adjustable impedance element
120. In this way, divider 108 becomes unbalanced downwards, thus lowering the output supply voltage Vout and con-
sequently the voltage drop to be adjusted Vreg.
[0058] The response dynamic of the feedback network 20 is in this case given by the time constant RC, where R is
the resistance of the resistive element 204’ and C is the capacitance of capacitor 206’.
[0059] Vreg is thus stabilized around a set-point value (Vout0, Vreg0), in which the current from the upper branch 204
of the feedback selector circuit circulates mainly in the intermediate branch 208 and only a fraction thereof flows through
capacitor 206’, in order to compensate for parasitic losses. The level of voltage Vsw of the control node 202 therefore
remains constant.
[0060] The set-point, i.e. balance (Vout0, Vreg0), of the control circuit can thus be calculated by solving the equations 
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[0061] where Vref is the voltage on the feedback terminal 114 and Vd is the forward voltage drop on the lighting source 3.
[0062] The solution of this system of equations is shown in figure 5.
[0063] In one embodiment, in which the electrically adjustable impedance element consists of a field effect transistor,
such as a MOS-FET, the value Vreg0 can be estimated as Vreg0 = Vref + VGS_TH - Vf, where VGS_TH is the gate-source
threshold voltage of the electrically adjustable impedance element 120.
[0064] It should be noted that the balance point is defined by the value of the gate-source threshold voltage VGS_TH.
[0065] In particular, the adjustment of the voltage drop Vreg at the terminals of the current control device 14 is carried
out continuously due to the intrinsic characteristic of the field effect transistor MOS-FET or BJT (the resistance of the
transistor, in fact, varies continuously as a function of the voltage applied between gate and source). Consequently, the
second impedance 116 will always be in parallel (or, in an embodiment variant, in series) to the electrically adjustable
impedance element 120.
[0066] To this end, it should be noted that in an alternative embodiment variant, the third impedance 118 could also
not be present.
[0067] Due to the two different feedback dynamics, the control circuit can be adequately sensitive to the intrinsically
slow decrease of the voltage drop on the lighting sources, for example due to ageing and temperature rise, and insensitive
to the rapid rising edges of voltage Vreg at the terminals of the current control device, which are generated when a
lighting source is temporarily turned off, for example in control modulation situations PWM, or during the generation of
an animation sequence. In this way, a more stable output supply voltage Vout can also be obtained during a modulation
PWM or an animation, resulting in improved electromagnetic performance, especially when using cables to control the
lighting sources.
[0068] Alternatively, the parameters of the control circuit, in particular of the non-linear feedback network, may be set
so as to achieve fast dynamics in response to an increase of the Vreg and slower dynamics in response to a lowering
of the Vreg.
[0069] Figure 6 shows a circuitry implementation similar to that described with reference to figure 4, in which multiple
lighting branches 12 are powered.
[0070] In this case, the non-linear feedback network 20 is modified by providing a diode 208’ for each lighting branch 12.
[0071] The equations shown above to determine the balance point of the circuit are still valid, considering Vreg = min
{Vreg1, Vreg2} and Vd = max {Vd1, Vd2}, where Vd1 and Vd2 are the voltage drops on the two lighting branches 12.
[0072] By requiring a limited number of elementary components, this architecture also represents a relatively cost-
effective and reliable solution.
[0073] Moreover, if the dynamic with time constant RC is designed to be much slower than the intrinsic feedback loop
of the power supply, the design of the circuit stability is facilitated by the fact that the feedback network does not interact
significantly with the intrinsic feedback of the power supply.
[0074] In other words, an external feedback network which acts on the adjustable feedback block of the power supply
with a slower time constant than that of the feedback loop of the power supply actually decouples the lighting branches
from the feedback block of the power supply, thus allowing the lighting sources to be considered as a load rather than
a part of the feedback path.
[0075] Since the output supply voltage Vout is set according to the value of Vreg, such an architecture is able to also
control additional loads, without affecting the current flow of the lighting source. Therefore, the same supply voltage Vout
can be used as input to additional circuits (e.g., voltage controllers).
[0076] According to an aspect of the invention, the control circuit therefore comprises any decoupling tripole having
a transfer function that varies in an electrically controlled, linear or non-linear manner, as a function of an input voltage
or current present on the current control device and which acts on the feedback block of the adjustable power supply.
[0077] Such a control circuit corresponds to that shown in the block diagram in figure 2 and to a circuit implementation
thereof shown in figure 4, where the feedback block consists of the output voltage divider of the adjustable power supply,
formed by resistors and an electrically adjustable impedance element.
[0078] It is noted that, according to this aspect of the invention, the non-linear feedback network 20 can be replaced
by another feedback network, also linear, for example implemented with amplifiers, provided that its output is connected
to the feedback block of the power supply.
[0079] Figure 7 shows a circuit implementation of the control circuit architecture in figure 3. Also in this case, the non-
linear feedback network 20 is implemented with the feedback selector circuit described above.
[0080] However, the adjustment terminal 104 in output to the non-linear feedback network acts on a reference voltage
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setting network 30 defining the reference voltage internal to the adjustable power supply 10.
[0081] For example, this setting network 30 comprises a constant resistor 302 and an electrically adjustable impedance
element 304, 306 connected mutually in parallel. In one embodiment, this electrically adjustable impedance element
304, 306 comprises a constant resistance element 304 placed in series to a transistor 306, for example a MOS-FET,
the gate terminal whereof coincides with, or is connected to, the adjustment terminal 104, so as to be driven by the
feedback network 20.
[0082] Depending on the value of voltage Vsw of the control node 202, the impedance value of the electrically adjustable
impedance element 306 varies, thereby modifying the overall impedance value of the setting circuit 30 and therefore
the value of the reference voltage internal to the power supply.
[0083] Figure 8 shows a circuit diagram similar to that in figure 4, but in which the non-linear feedback network 200
is implemented with active components.
[0084] For example, the non-linear feedback network 200 comprises a control switch 2002, in the example implemented
with a P-MOS, having its gate terminal connected to the output terminal 102 of the adjustable power supply 10 by means
of a resistive element 2004, and connected to the current control device 14, the source terminal operatively connected
to the adjustment terminal 104, and the drain terminal connected to ground by means of a resistor 2006.
[0085] A capacitor 2008 is connected between the source terminal and the drain terminal.
[0086] The feedback network 200 further comprises an operational amplifier 2010 having the inverting input terminal
connected to the drain terminal, the non-inverting input terminal to a reference voltage V, and the output terminal
connected to the source terminal.
[0087] In this way, when the voltage at the terminals of the current control device 14 falls below the voltage value
given, with good approximation, by the difference between the voltage of the source terminal and the gate-source
threshold voltage of the control switch 2002, the channel resistance of such a control switch reduces rapidly so as to
quickly discharge capacitor 2008 placed between source and drain. In this way, the output of operational amplifier 2010,
and then the control node voltage value, varies rapidly. Due to the action of the control signal present on the control
node, the value of the output supply voltage also rapidly increases.
[0088] When the voltage at the terminals of the current control device exceeds the voltage value given by the difference
between the voltage of the source terminal and the gate-source threshold voltage of the P-MOS, the P-MOS is cut off
and the output of the operational amplifier, and thus the value of the control node voltage, varies according to the time
constant RC given by the resistor connected between the inverting terminal of the amplifier and ground, and by the
capacitor placed between drain and source. Due to the action of the control signal present on the control node, the value
of the output supply voltage also rapidly decreases according to such a dynamic.
[0089] In this way, a fast response of the control circuit can be obtained when the Vreg drops too much, in order to
instantaneously restore the output voltage Vout, while a slower response can be obtained to decrease the output voltage
Vout when necessary.
[0090] Figure 9 shows a block diagram similar to that in figure 2, thus with a non-linear feedback network acting on
an adjustable feedback block 108 of the adjustable power supply 10, where the non-linear feedback network, indicated
with 300, is based on a microprocessor 3002 and on a detection network 3004 of the voltage drops Vregk at the terminals
of the current control device 14.
[0091] A possible implementation of the diagram in figure 9 is shown in figure 10, in which a multichannel analog-
digital converter ADC 3004 is used to detect the multiple signals Vregk and Vout, while a digital-analog converter DAC
3006 is used to generate the adjustment signal Vsw.
[0092] In this case, the non-linear feedback is implemented by the internal code of microprocessor 3002, which gen-
erates the adjustment signal Vsw as a function of the detected signals Vregk and Vout.
[0093] With reference to the example shown in figure 11, an object of the present invention is also an automotive
headlight 500 provided with a control circuit 600 of lighting sources, such as LED or OLED.
[0094] A man skilled in the art may make several changes, adjustments, adaptations and replacements of elements
with other functionally equivalent ones to the embodiments of the control circuit according to the invention in order to
meet incidental needs, without departing from the scope of the following claims.
[0095] For example, the feedback selector circuit that implements the non-linear feedback network may be connected
to a voltage different from the supply voltage Vout, provided that the voltage on the resistive element of the selector
circuit is greater than the voltage of the control node.
[0096] Each of the features described as belonging to a possible embodiment can be obtained independently of the
other embodiments described.

Claims

1. Driver circuit of light sources, comprising:
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- an adjustable voltage power supply unit (10; 10’), having an accessible regulation terminal (104) to regulate
the value of the output power supply voltage (Vout);
- at least one lighting branch (12) powered by said output power supply voltage, said lighting branch (12)
comprising at least one light source (3);
- a current regulator device (14) connected in series to a respective lighting branch (12) and suitable to adjust
the driver current circulating in said lighting branch;
- a non-linear feedback network (20; 200; 300) which provides a regulation signal (Vsw) to said regulation
terminal (104), said non-linear feedback network having a transfer function which varies according to the voltage
drop (Vreg) at the ends of the current regulation device, said transfer function being suitable to modify the value
of the output power supply voltage (Vout) to restore the voltage drop at the ends of the current regulation device
(14) to a predetermined value (Vreg0) with at least two different dynamics depending on whether said voltage
drop at the ends of the regulation device is greater or smaller than said predetermined value.

2. Driver circuit according to claim 1, wherein said non-linear feedback network (20; 200; 300) has a fast dynamic in
the case of lowering the voltage drop (Vreg) at the ends of the current regulation device (14) below the predetermined
value, and a slow dynamic in case of increasing the voltage drop (Vreg) at the ends of the current regulation device
(14) beyond said predetermined value, the slow dynamics being chosen in such a way that an on-off modulation of
the driver current of the light source, for example for a PWM power supply mode of the lighting branch, is not
regulated by the non-linear feedback network.

3. Driver circuit according to claim 1 or 2, wherein the adjustable power supply unit (10) comprises a control loop
comprising a gain block (106) and a feedback block (108), the output (108’) of the feedback block being compared
with an internal reference voltage (Vref), wherein said feedback block (108) is accessible from the outside for its
regulation by means of said regulation terminal (104).

4. Driving circuit according to claim 1 or 2, wherein said regulation terminal (104) acts on a setting circuit (30) of the
reference voltage value inside the adjustable voltage power supply unit (10).

5. Driver circuit according to any of the preceding claims, wherein the non-linear feedback network comprises a feedback
selector circuit having a control node (202) operatively connected to the regulation terminal (104), an upper branch
(204) which connects the control node (202) to the output terminal of the adjustable power supply unit by means of
a feedback impedance (204), a lower branch (206) which connects the control node to earth by means of a capacitor
(206), and at least one intermediate branch (208) which connects the control node to a respective current regulator
device (14) by means of at least one diode (208’), so that:

- when the voltage (Vreg) at the ends of the current regulation device (14) falls below a voltage value given by
the difference between the voltage of the control node (Vsw) and the direct voltage (Vf) at the ends of the diode
(208’), the capacitor (206) discharges via the diode (208’) and the current regulation device (14);
- when the voltage at the ends of the current regulation device (14) exceeds the voltage value given by the
difference between the voltage of the control node (Vsw) and the direct voltage (Vf) at the ends of the diode
(208’), the diode (208’) enters the impedance state enabling the capacitor (206’) to recharge via the feedback
impedance (204’).

6. Driver circuit according to any of the claims 1-4, where the non-linear feedback network (200) comprises a feedback
selector circuit with active components, comprising:

- a control transistor (2002), for example a P-MOS, having the gate terminal connected to the output terminal
(102) of the adjustable power supply unit (10) via a resistive element (2004) and connected to the current
regulation device (14), the source terminal operatively connected to the regulation terminal (104), and the drain
terminal connected to earth via a resistance (2006);
- a capacitor (2008) connected between the source terminal and the drain terminal; and
- an operational amplifier (2010) having the inverting input terminal connected to the drain terminal, the non-
inverting input terminal connected to a reference voltage, and output terminal connected to the terminal of the
source,

in such a way that,

- when the voltage at the ends of the current regulation device (14) falls below the given voltage value, with
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good approximation, of the difference between the voltage of the source terminal and the gate-source threshold
voltage of the control switch (2002) the channel resistance of such control switch is rapidly reduced so as to
quickly discharge the capacitor (2008) placed between the source and drain, causing a rapid change in output
of the operational amplifier (2010), and thus of the voltage value of the regulation terminal;
- when the voltage at the ends of the current regulation device (14) exceeds the given voltage value of the
difference between the voltage of the source terminal and the gate-source threshold voltage of the control
switch, the control switch is cut off and the output of the operational amplifier, and thus the voltage value of the
regulation terminal, varies according to the time constant, RC, given by the resistor connected between the
inverting terminal of the amplifier and earth, and by the capacity of the capacitor placed between drain and source.

7. Driver circuit according to any one of the claims 1-4, wherein the non-linear feedback network is implemented using
a microprocessor (3002) that receives in input data related to the value of the voltage drop at the ends of the current
regulation device (14), and wherein the nonlinearity of the non-linear feedback network is obtained in software mode.

8. Driver circuit according to the preceding claim, wherein the non-linear feedback network comprises an analogue-
to-digital converter, ADC, multichannel (3004) suitable for measuring the output power supply voltage (Vout) at the
adjustable power supply unit (10) and the voltage drop at the ends of the current regulation device (14), a micro-
processor (3002), and a digital-to-analogue converter, DAC, (3006) suitable to generate the regulation signal (Vsw).

9. Driver circuit according to any one of the claims 3-8, where the feedback circuit of the adjustable power supply unit
(10) comprises an electrically adjustable impedance element (120) having a regulation terminal (104) connected to
the output of the non-linear feedback network (20; 200; 300) and by means of which it is possible to change the
value of said impedance based on a regulation signal (Vsw) provided by the non-linear feedback network as a
function of the voltage drop (Vreg) at the ends of the current regulation device (14).

10. Driver circuit according to the preceding claim, wherein the feedback circuit of the adjustable power supply unit (10)
comprises a voltage divider (108), comprising a first impedance (112) between a feedback terminal (114) and earth
and a second impedance (116, 120) between the output terminal (102) of the adjustable power supply unit and the
feedback terminal (114), said second impedance comprising a constant impedance (116) and electrically adjustable
impedance element (120).

11. Driver circuit according to any one of the claims 3-8, wherein the adjustable power supply unit (10’) comprises a
setting network (30) reference voltage, defining the reference voltage inside the power supply unit, said settings
network (30) comprising an electrically adjustable impedance element (306) having a regulation terminal (104)
connected to the output of the non-linear feedback network and by means of which it is possible to vary the impedance
value of the electrically adjustable impedance element based on a regulation signal (Vsw) provided by the non-
linear feedback network as a function of the voltage drop at the ends of the current regulation device (14).

12. Driver circuit according to the preceding claim, in which the settings network (30) comprises a constant impedance
(302) and the adjustable impedance element (306), connected in parallel.

13. Driver circuit according to any of the claims 9-13, where the electrically adjustable impedance element is a transistor.

14. Driver circuit according to any of the claims 9-13, in which said constant impedances consist of resistors.

15. Driver circuit according to any of the claims 9-13, in which said constant impedances consist of capacitors with varicap.

16. Driver circuit according to claim 1, wherein said non-linear feedback network (20; 200; 300) has a slow dynamic in
the case of lowering the voltage drop (Vreg) at the ends of the current regulation device (14) below the predetermined
value, and a fast dynamic in case of increasing the voltage drop (Vreg) at the ends of the current regulation device
(14) beyond said predetermined value.

17. Vehicle light, comprising a driver circuit of lighting sources according to any of the claims from 1 to 16.
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