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Description

[Cross Reference to Related Application]

[0001] This application is based on Japanese Patent
Application No. 2014-75938 filed on April 2, 2014, the
disclosure of which is incorporated herein by reference.

[Technical Field]

[0002] The present disclosure relates to EGR systems
for internal combustion engines.

[Background Art]

[0003] Generally, internal combustion engines are pro-
vided with an external EGR device for recirculating a part
of exhaust gas to an intake side. There has been known
an EGR cooler disposed in an EGR pipe in an external
EGR device to cool an EGR gas. Further, there has been
generally known an intercooler disposed upstream of an
intake port in an internal combustion engine equipped
with a supercharger. In this case, condensed water is
generated in the gas passage through which the EGR
gas passes.
[0004] For example, Patent Literature 1 describes a
technique of controlling the cooling performance of an
EGR cooler so as to make the temperature at the outlet
of the EGR cooler to be equal to or lower than a necessary
temperature coincident to a saturated vapor partial pres-
sure, in order to restrict the generation of condensed wa-
ter in an intercooler.
[0005] However, in an actual EGR system, an EGR
gas flows into an EGR cooler and, thereafter, until it is
introduced into cylinders, condensed water may be gen-
erated at a plurality of portions.

[Prior Art Literatures]

[Patent Literature]

[Patent Literature 1]

[0006]

JP H8-135519 A
EP 2 213 859 A2
DE 10 2012 011991 A1
US 2014/046511 A1
US 2010326408 A1
EP 2 375 035 A1
US 2003/056772 A1
US 6 308 664 B1
US 2007/277523 A1
EP 2 513 449 A1
JP 2013 144934 A1

[0007] EP 2 213 859 A2 refers to a method for regu-

lating an intercooler. The method involves adjusting the
cooling efficiency (6) of an intercooler (2) depending on
the double quantitative threshold values of the charging
air temperature of the intercooler during the operation of
an internal combustion engine (1). The cooling efficiency
of the intercooler is adjusted by regulated circulating
pump (9).
[0008] DE 10 2012 011991 A1 relates to a method for
operating an internal combustion engine (1). The internal
combustion engine (1) comprises an intercooler (4) for
cooling charge air and a dosing valve (8). The charge air
comprises exhaust gases which are conducted via an
adjustable exhaust gas recirculation rate from an exhaust
gas tract of the internal combustion engine (1) to the in-
tercooler (4). In the method, a dosing valve temperature
of the dosing valve (8) is determined and a charge air
temperature is recorded. Depending on the dosing valve
temperature, coolant is supplied to the dosing valve (8)
and the intercooler (4) by means of a common adjustable
coolant pump (6). Furthermore, an exhaust gas recircu-
lation rate is set as a function of the charge air temper-
ature and the dosing valve temperature.
[0009] EP 2 513 449 A1 relates to a method of oper-
ating a turbocharged piston engine (1), which comprises
a low-temperature cooling circuit (13) for low-tempera-
ture cooling liquid, a high-temperature cooling circuit (19)
for high-temperature cooling liquid, and a intercooler (12)
connected to the low-temperature cooling circuit (13). In
the method charge air is pressurized at least in one stage,
the pressurized charge air is cooled by the intercooler
(12) into which low- temperature cooling liquid is fed, a
dew point of the pressurized charge air downstream of
the charge air cooler (12) is defined, and temperature of
the charge air leaving the intercooler (12) is adjusted to
be higher than the dew point by controlling temperature
of the low-temperature cooling liquid fed into the charge
air cooler (12). The temperature of the low-temperature
cooling liquid is controlled by adding high-temperature
cooling liquid thereto.

[Summary of Invention]

[0010] It is an object of the present disclosure to pro-
vide an EGR system for an internal combustion engine,
which is capable of restricting a generation of condensed
water in a gas passage through which an EGR gas pass-
es.
[0011] This object is solved by an EGR system for an
internal combustion engine having the features of claim
1.
[0012] According to an aspect of the present disclo-
sure, there is provided an EGR system for an internal
combustion engine, which includes a supercharging de-
vice configured to supply an intake air to be introduced
into an internal combustion engine; an intercooler dis-
posed downstream of an intake air compressing portion
in the supercharging device and configured to cool the
intake air; an EGR pipe configured to recirculate a part
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of exhaust gas discharged from the internal combustion
engine, as an EGR gas, to the intake path from an ex-
haust path; an EGR valve disposed in the EGR pipe; and
an EGR cooler disposed in the EGR pipe. The EGR sys-
tem also includes a first determination portion configured
to determine whether condensed water is generated due
to cooling of the EGR gas in the EGR cooler, a second
determination portion configured to determine whether
condensed water is generated in a merging portion of
the intake path at which fresh air and the EGR gas merge
with each other, a third determination portion configured
to determine whether condensed water is generated due
to cooling of the intake air in the intercooler, and a con-
densed-water-restricting portion configured to restrict the
generation of condensed water, according to which of
the respective determination portions determine that
condensed water is generated, when any of the respec-
tive determination potions determine that condensed wa-
ter is generated.
[0013] In the EGR system including the supercharging
device provided with the intercooler and the external
EGR device provided with the EGR cooler, the EGR gas
flows into the EGR pipe and passes through the EGR
cooler. Thereafter, the EGR gas merges with fresh air in
the merging portion of the intake path, passes through
the intercooler, and then flows into the cylinders in the
internal combustion engine. This case raises the concern
about the generation of condensed water in each of the
portions of the EGR cooler, the gas merging portion, and
the intercooler, due to some reasons regarding each of
the portions. For each of the portions, it is checked wheth-
er condensed water is generated, and a countermeasure
for restricting the generation of condensed water is prop-
erly performed. This enables properly restricting the gen-
eration of condensed water in any of the portions of the
EGR cooler, the gas merging portion, and the intercooler.
This results in restriction of the generation of condensed
water in the gas passage through which the EGR gas
passes.

[Brief Description of Drawings]

[0014] The above and other objects, features, and ad-
vantages of the present disclosure will become more ap-
parent from the following detailed description, with refer-
ence to the accompanying drawings.

[Fig. 1]
Fig. 1 is a structural view illustrating the general out-
line of an engine control system according to an em-
bodiment of the invention.
[Fig. 2]
Fig. 2 is a view illustrating the general outline of a
cooling system.
[Fig. 3]
Fig. 3 is a view schematically illustrating a structure
relating to an EGR gas passage.
[Fig. 4]

Fig. 4 is a flowchart illustrating the procedure of
processing for control for restricting condensed wa-
ter.
[Fig. 5]
Fig. 5 is a flowchart illustrating the procedure of
processing for control for restricting condensed wa-
ter.
[Fig. 6]
Fig. 6 is a view schematically illustrating a structure
relating to an EGR gas passage.
[Fig. 7]
Fig. 7 is a view schematically illustrating a structure
relating to an EGR gas passage.

[Embodiments for Carrying out Invention]

[0015] Hereinafter, an embodiment of the present in-
vention will be described with reference to the drawings.
In the present embodiment, a multi-cylinder four-cycle
gasoline engine (internal combustion engine) incorporat-
ed in a vehicle is subjected to control, and various actu-
ators in this engine are electronically controlled. The en-
tire general structure of an engine control system will be
described with reference to Fig. 1.
[0016] In an engine 10 illustrated in Fig. 1, an air flow
meter 12 is disposed upstream of an intake duct 11 to
detect the amount of intake air. A throttle valve 14 is dis-
posed downstream of the air flow meter 12 and is adjust-
ed in terms of the degree of opening by a throttle actuator
13 such as a DC motor. The degree of opening (the de-
gree of throttle opening) of the throttle valve 14 is detect-
ed by a throttle opening sensor 15 incorporated in the
throttle actuator 13. A surge tank 16 is disposed down-
stream of the throttle valve 14, and an intake manifold
17 communicating with intake ports in respective cylin-
ders is mounted to the surge tank 16. The intake duct 11
and the intake manifold 17 form an intake path.
[0017] The engine 10 has an intake port and an ex-
haust port which are provided with an intake valve and
an exhaust valve (both of which are not illustrated), re-
spectively. The engine 10 is provided with an intake-side
valve mechanism 21 for changing timings of opening and
closing the intake valve, and an exhaust-side valve
mechanism 22 for changing timings of opening and clos-
ing the exhaust valve. Further, the engine 10 is provided
with fuel injection valves 23 and ignition plugs 24 for the
respective cylinders.
[0018] An exhaust manifold 25 is coupled to the ex-
haust port in the engine 10, and an exhaust duct 26 is
coupled to a collector of the exhaust manifold 25. The
exhaust duct 26 is provided with a catalyst 28 for cleaning
up harmful components in the exhaust gas. In the present
embodiment, the catalyst 28 is constituted of a three-way
catalyst for cleaning up three components, that is, CO,
HC, and NOx. An air-fuel ratio sensor 29 is disposed
upstream of the catalyst 28 to detect an air-fuel ratio (an
oxygen concentration) of an air-fuel mixture with the ex-
haust gas subjected to detection. The exhaust manifold
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25 and the exhaust duct 26 form an exhaust path.
[0019] A turbocharger 30 is disposed as a supercharg-
ing portion between the intake duct 11 and the exhaust
duct 26. The turbocharger 30 includes an intake air com-
pressor 31 disposed upstream of the throttle valve 14 in
the intake duct 11, an exhaust gas turbine 32 disposed
upstream of the catalyst 28 in the exhaust duct 26, and
a rotating shaft 33 which couples the intake air compres-
sor 31 and the exhaust gas turbine 32 to each other. The
intake air compressor 31 corresponds to an intake air
compressing portion. In the turbocharger 30, if the ex-
haust gas turbine 32 is rotated by exhaust gas flowing
through the exhaust duct 26, the intake air compressor
31 is rotated along with the rotation of the exhaust gas
turbine 32, so that the intake air is compressed by the
rotation of the intake air compressor 31 and is supplied
to be used for supercharging.
[0020] In the intake duct 11, further, an intercooler 34
is disposed, as a heat exchanger, downstream of the
throttle valve 14 (downstream of the intake air compres-
sor 31) to cool the intake air supplied to be used for su-
percharging. The intake air is cooled by the intercooler
34, which restricts reduction in air charging efficiency.
The intercooler 34 is, for example, a water-cooled heat
exchanger that causes coolant to flow therethrough,
thereby performing heat exchange between the coolant
and the intake air. In the present embodiment, the inter-
cooler 34 is provided integrally with the surge tank 16;
however, the intercooler 34 may be also disposed up-
stream of the surge tank 16 or upstream of the throttle
valve 14.
[0021] The engine 10 is also provided with an external
EGR device 35 for introducing a part of the exhaust gas,
as an EGR gas, into the intake side. The EGR device 35
includes an EGR pipe 36 that couples the intake duct 11
and the exhaust duct 26 to each other, an electromag-
netically driven EGR valve 37 that adjusts the amount of
the EGR gas flowing through the EGR pipe 36, and an
EGR cooler 38 that cools the EGR gas. For example, the
EGR cooler 38 is, for example, a water-cooled type heat
exchanger that causes coolant to flow therethrough,
thereby performing heat exchange between the coolant
and the EGR gas. The EGR pipe 36 is disposed to couple
a portion of the exhaust duct 26 downstream of the ex-
haust gas turbine 32 (e.g., downstream of the catalyst
28) to a portion of the intake duct 11 upstream of the
intake air compressor 31, thereby constituting an EGR
system of an low pressure loop (LPL) type.
[0022] In addition, this system is provided with various
sensors such as a crank angle sensor 41 that outputs a
crank angle signal for each predetermined crank angle
of the engine 10, a water temperature sensor 42 that
detects the temperature of the coolant in the engine 10,
and an accelerator sensor 43 that detects the amount of
manipulation of an accelerator by a driver.
[0023] The ECU 50 mainly includes a microcomputer
51 constituted of a CPU, a ROM, a RAM, and the like as
is well known and executes various types of control pro-

grams stored in the ROM to perform various types of
controls on the engine 10. More specifically, the micro-
computer 51 receives detection signals and the like from
the aforementioned various sensors and controls driving
of the throttle valve 14, the valve mechanisms 21 and
22, the fuel injection valves 23, the ignition plugs 24, the
EGR valve 37, and the like, based on the received de-
tection signals and the like.
[0024] The ECU 50 calculates a target value of the
amount of the EGR gas or the EGR rate, based on run-
ning-state parameters such as the engine speed or the
load (e.g., the required amount of air). Further, the ECU
50 controls the degree of opening of the EGR valve 37,
in such a way as to attain the target value.
[0025] Next, a cooling system according to the present
embodiment will be described. Fig. 2 is a view illustrating
the general outline of the cooling system.
[0026] The cooling system in Fig. 2 is provided with an
engine coolant passage L1 as a coolant passage com-
municating with a water jacket 10a in the engine 10, and
an I/C coolant passage L2 as a coolant passage com-
municating with the intercooler 34, as passages for cir-
culating the coolant. The engine coolant flowing through
the engine coolant passage L1 plays a role in maintaining
a state where the engine 10 is warmed while playing a
role in restricting excessive temperature rise in the en-
gine 10. Therefore, the temperature of the engine coolant
is higher than that of the I/C coolant flowing through the
I/C coolant passage L2. Therefore, the engine coolant
passage L1 forms a high temperature passage while the
I/C coolant passage L2 forms a low temperature pas-
sage.
[0027] The structure of the engine coolant passage L1
will be described. The engine coolant passage L1 is pro-
vided with an electric water pump 61, and the engine
coolant is circulated through the engine coolant passage
L1 by driving the water pump 61. The engine coolant
passage L1 includes a passage passing through the EGR
cooler 38, a heater core 62, and an oil cooler 63 which
are disposed in parallel, and a passage passing through
a radiator 64. The respective passages (the passages
passing and not passing through the radiator 64) are pro-
vided in parallel, and a thermostat 65 determines which
passages the engine coolant passes through. Since the
thermostat 65 switches between the passages, the tem-
perature of the engine coolant circulating through the en-
gine coolant passage L1 is maintained at a predeter-
mined high temperature value (about 80°C).
[0028] The engine coolant passage L1 is provided with
a flow rate control valve 66 at a branch portion at which
the engine coolant passage L1 branches into the EGR
cooler 38, the heater core 62, and the oil cooler 63. The
flow rate control valve 66 adjusts the amount of the en-
gine coolant flowing into the EGR cooler 38.
[0029] The engine coolant passage L1 is also provided
with an intake duct heating device 67 disposed near the
outlet of the engine 10. The intake duct heating device
67 is disposed upstream of the merging portion at which
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the intake duct 11 merges with the EGR pipe 36 (the gas
merging portion "A") in the intake duct 11. The intake
duct heating device 67 heats the duct wall portion of the
intake duct 11 through heat of the engine coolant, thereby
raising the temperature of the fresh air. In the engine
coolant passage L1, a flow path changeover valve 68
switches between passing and not-passing of the engine
coolant through the intake duct heating device 67.
[0030] The I/C coolant passage L2 is also provided with
an electric water pump 71, and the I/C coolant is circu-
lated through the I/C coolant passage L2 by driving the
water pump 71. The I/C coolant passage L2 includes a
passage which passes through a radiator 72, and a pas-
sage which does not pass through the radiator 72, and
a thermostat 73 determines which passages the I/C cool-
ant passes through. Since the thermostat 73 switches
between the passages, the temperature of the I/C coolant
circulating through the I/C coolant passage L2 is main-
tained at a predetermined low temperature value (about
40°C).
[0031] Further, a heat exchanger 75 is disposed up-
stream of the EGR cooler 38 in the engine coolant pas-
sage L1 to perform heat exchange between the engine
coolant flowing through the engine coolant passage L1
and the I/C coolant flowing through the I/C coolant pas-
sage L2. In this case, the engine coolant at a relatively
high temperature flows through the engine coolant pas-
sage L1, and the I/C coolant at a relatively low temper-
ature flows through the I/C coolant passage L2. There-
fore, the heat exchanger 75 heats the I/C coolant through
the engine coolant and dissipates heat from the engine
coolant through the I/C coolant. The I/C coolant passage
L2 is provided with a flow rate control valve 76, at a branch
portion at which the I/C coolant passage L2 branches
into a passage which passes through the heat exchanger
75 and a passage which does not pass through the heat
exchanger 75. The flow rate control valve 76 adjusts the
flow rate of the I/C coolant passing through the heat ex-
changer 75.
[0032] The engine system including the external EGR
device 35 as described above has a possibility of gener-
ation of condensed water at respective portions in the
EGR gas passage through which the EGR gas passes.
This will be described in detail with reference to Fig. 3.
Fig. 3 schematically illustrates the structure relating to
the EGR gas passage in the engine 10.
[0033] Referring to Fig. 3, the exhaust gas discharged
from the respective cylinders in the engine 10 flows
through the exhaust manifold 25, the exhaust gas turbine
32, and the catalyst 28, and a part of the exhaust gas is
introduced as the EGR gas into the EGR pipe 36. Further,
the EGR gas flows into the intake duct 11 through the
EGR cooler 38 and the EGR valve 37 and merges with
fresh air in the intake duct 11. Thereafter, the mixed gas
of the EGR gas and the fresh air is introduced into the
respective cylinders in the engine 10 again through the
intake air compressor 31, the intercooler 34, and the in-
take manifold 17.

[0034] In the series of the EGR gas passages de-
scribed above, the temperature of the EGR gas and the
dew point temperature are changed due to several caus-
es. Further, if the temperature of the EGR gas falls below
the dew point temperature determined at each portion,
condensed water is generated. The dew point tempera-
ture is determined by the temperature and the humidity
at each portion. Hereinafter, a specific description will be
given of the change of the state of the EGR gas in the
EGR gas passage disposed downstream of the EGR
cooler 38. In the EGR cooler 38, the EGR gas at a high
temperature is cooled by the engine coolant. In this case,
a degree of cooling the EGR gas depends on the tem-
perature of the engine coolant. For example, before the
completion of warming of the engine 10, the engine cool-
ant is at a lower temperature and, therefore, the EGR
gas is also in a low temperature state. In the intake duct
11, at the merging portion where the intake duct 11 merg-
es with the EGR pipe 36 (the gas merging portion "A" in
Fig. 3), the EGR gas is cooled by the fresh air. Further,
it is considered that, at the gas merging portion "A", hu-
midity may be raised in the EGR pipe 36 disposed up-
stream of the gas merging portion "A". On the down-
stream of the intake air compressor 31, the mixed gas of
the EGR gas and the fresh air is raised in temperature
due to the pressure rise along with the supercharging. In
the intercooler 34, the mixed gas of the EGR gas and the
fresh air is cooled by the I/C coolant.
[0035] In the passage from the EGR cooler 38 to the
intercooler 34, there is a difference in dew point temper-
ature between the portion from the EGR cooler 38 to the
gas merging portion "A" and the portion from the gas
merging portion "A" to the intercooler 34, due to the dif-
ference in humidity, and the like. For example, it is con-
sidered that the dew point temperature in the portion from
the EGR cooler 38 to the gas merging portion "A" is higher
than that in the portion from the gas merging portion "A"
to the intercooler 34. Further, in the passage from the
EGR cooler 38 to the intercooler 34, induced heat dissi-
pation occurs from the pipe wall surfaces of the pipe por-
tions (i.e., the EGR pipe 36 and the intake duct 11). There-
fore, the EGR gas is gradually lowered in temperature,
due to heat dissipation from the pipes.
[0036] It is expected that, in each of the portions of the
EGR cooler 38, the gas merging portion "A", and the in-
tercooler 34, the gas temperature is decreased to be
equal to or lower than the dew point temperature, which
raises the concern about the generation of condensed
water due to the decrease of the gas temperature. There-
fore, in the present embodiment, it is determined, through
expectation, whether condensed water is generated at
each of the aforementioned portions. If it is determined
that condensed water is generated, processing of taking
a countermeasure against condensed water is per-
formed according to each portion where condensed wa-
ter is generated.
[0037] The determination of the generation of con-
densed water is performed for each of the aforemen-
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tioned portions. In this case, the ECU 50 calculates the
gas temperature and the dew point temperature at each
of the portions of the EGR cooler 38, the gas merging
portion "A", and the intercooler 34. Further, the ECU 50
determines whether condensed water is generated,
based on the comparison between the gas temperature
and the dew point temperature at each of these portions.
Further, if the gas temperature is lower than the dew point
temperature, the ECU 50 determines that condensed wa-
ter is generated.
[0038] More specifically, a temperature sensor is pro-
vided in each of the portions of the EGR cooler 38, the
gas merging portion "A", and the intercooler 34, and the
gas temperature in each of the portions is calculated
based on the result of the detection by the temperature
sensor. Further, a humidity sensor is provided in each of
these portions, and the dew point temperature in each
of the portions is calculated based on the detected tem-
perature value and the detected humidity value.
[0039] Further, the gas temperature and the dew point
temperature in each portion are changed depending on
the engine running state and also are changed due to
the pressure change and the like in each portion. There-
fore, the gas temperature and the dew point temperature
can be also estimated based on various parameters in-
dicating the engine running state and state change pa-
rameters specified for each portion. In this case, it is pos-
sible to employ parameters such as the engine speed,
the engine load, the degree of opening of the EGR, the
engine coolant temperature. The estimation of the tem-
perature can be performed using a formula, a map and
the like which have been preliminarily specified.
[0040] The determination of the generation of con-
densed water can be also performed by other methods
than the comparison between the gas temperature and
the dew point temperature. For example, the water vapor
partial pressure and the saturated water vapor pressure
in each portion are calculated, and it is determined wheth-
er condensed water is generated, based on the compar-
ison between the water vapor partial pressure and the
saturated water vapor pressure. Also, the amount of wa-
ter vapor and the amount of saturated water vapor in
each portion are calculated, and it is determined whether
condensed water is generated, based on the comparison
between the amount of water vapor and the amount of
saturated water vapor. The water vapor partial pressure
and the saturated water vapor pressure, and the amount
of water vapor and the amount of saturated water vapor
can be calculated based on the temperature and the hu-
midity. Further, in consideration of the fact that the water
vapor partial pressure and the saturated water vapor
pressure, and the amount of water vapor and the amount
of saturated water vapor are changed depending on the
engine running state, it is possible to estimate them
based on various parameters indicating the engine run-
ning state.
[0041] Next, a description will be given of counter-
measures against condensed water in each portion.

[0042] At first, as a countermeasure against con-
densed water in the EGR cooler 38, the exhaust gas re-
circulation itself is stopped. More specifically, the EGR
valve 37 is fully closed to stop the exhaust gas recircu-
lation itself.
[0043] As a countermeasure against condensed water
in the gas merging portion "A", it is contrived to adjust
the temperature of the EGR gas or the fresh air before
they merge with each other in the gas merging portion
"A". In this case, in order to maintain the EGR gas flowing
into the gas merging portion "A" (i.e., the EGR gas after
having passed through the EGR cooler) at a high tem-
perature state, the degree of gas cooling by the EGR
cooler 38 is reduced. More specifically, through the flow
rate control valve 66 in Fig. 2, the amount of the coolant
flowing into the EGR cooler 38 (the amount of inflow of
the coolant) is reduced to attain a predetermined small
flow rate thereof. It is also possible to reduce the amount
of driving of the water pump 61 (i.e., the amount of dis-
charge of the coolant therefrom), in order to reduce the
amount of the coolant flowing into the EGR cooler 38 (the
amount of inflow of the coolant).
[0044] Further, as a countermeasure against con-
densed water in the gas merging portion "A", the fresh
air is heated, in order to raise the temperature of the fresh
air flowing into the gas merging portion "A". More specif-
ically, in the structure of Fig. 2, through the flow path
changeover valve 68, the coolant flowing through the en-
gine coolant passage L1 is caused to flow through the
intake duct heating device 67, in order to raise the tem-
perature of the fresh air through the engine coolant.
[0045] As a countermeasure against condensed water
in the intercooler 34, the I/C coolant flowing into the in-
tercooler 34 is raised in temperature, in order to cause
the intake air to be cooled to a reduced degree in the
intercooler 34. More specifically, in the structure of Fig.
2, through the flow rate control valve 76, both the engine
coolant and the I/C coolant are caused to flow into the
heat exchanger 75, in order to heat the I/C coolant at a
lower temperature by the engine coolant at a higher tem-
perature. In this case, the I/C coolant is raised in temper-
ature, within a temperature range lower than the engine
coolant temperature, such that the engine coolant tem-
perature is the upper limit thereof.
[0046] Next, a description will be given of control for
restricting the generation of condensed water, which is
executed by the microcomputer 51 in the ECU 50. Fig.
4 is a flowchart illustrating the procedure of processing
for control for restricting the generation of condensed wa-
ter. The processing is repeatedly executed at a prede-
termined time cycle by the microcomputer 51.
[0047] Referring to Fig. 4, in step S11, various param-
eters for use in the processing are acquired. In step S12,
next, the gas temperature Tg1 and the dew point tem-
perature Td1 at an outlet portion of the EGR cooler 38
are calculated. In the present embodiment, the gas tem-
perature Tg1 and the dew point temperature Td1 in step
S12 and the gas temperature and the dew point temper-
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ature in each portion which will be described later are
calculated, based on the values detected by the temper-
ature sensor and the humidity sensor.
[0048] Thereafter, in step S13, it is determined whether
"Tg1-Td1" is less than a predetermined determination
value K1, that is, whether condensed water may be gen-
erated in the EGR cooler 38. The determination value K1
is a temperature value of 0°C or approximately 0°C. If
Tg1-Td1<K1 is satisfied, the processing proceeds to step
S14. In step S14, a countermeasure against condensed
water in the EGR cooler 38 is performed. More specifi-
cally, the exhaust gas recirculation is stopped. For ex-
ample, when the engine 10 is in a cold state, the engine
coolant is at a low temperature and, thus, the EGR gas
is at a low temperature. Under this condition, the coun-
termeasure against condensed water in the EGR cooler
38 is performed. Thereafter, the present processing
ends. In step S13, if Tg1-Td1 2^K1 is satisfied, the
processing proceeds to step S15.
[0049] In step S15, the gas temperature Tg2 and the
dew point temperature Td2 at the gas merging portion
"A" are calculated. In step S16, it is determined whether
"Tg2-Td2" is less than a predetermined determination
value K2, that is, whether condensed water may be gen-
erated in the gas merging potion "A". The determination
value K2 is a temperature value of 0°C or approximately
0°C and may be the same value as the determination
value K1. If Tg2-Td2<K2 is satisfied, the processing pro-
ceeds to step S17. In step S17, a countermeasure
against condensed water in the gas merging portion "A"
is performed. More specifically, through the control of the
flow rate control valve 66 or the water pump 61, the flow
rate of the engine coolant for the EGR cooler 38 is re-
stricted. Also, through the control of the flow path change-
over valve 68, the fresh air is raised in temperature by
the engine coolant in the intake duct heating device 67.
For example, in an environment where the outside air is
at a low temperature, the fresh air at a low temperature
lowers the temperature of the intake air (the mixed gas).
Under this condition, the countermeasure against con-
densed water in the gas merging portion "A" is performed.
[0050] In steps S18 to S20, under the condition where
the countermeasure against condensed water in step
S17 (the primary countermeasure) is performed, it is de-
termined again whether condensed water is generated
under the current condition. Specifically, in step S18, un-
der the condition where the primary countermeasure is
performed, the gas temperature and the dew point tem-
perature in the gas merging portion "A" are calculated
again, as Tg21 and Td21. In step S19, it is determined
whether "Tg21-Td21" is less than the determination value
K2, that is, whether condensed water may be generated
in the gas merging potion A. If Tg21-Td21<K2 is satisfied,
the processing proceeds to step S20. In step S20, EGR
reducing processing of reducing the EGR rate is per-
formed, as a secondary countermeasure against con-
densed water in the gas merging portion "A". More spe-
cifically, for example, the amount of reduction of exhaust

gas recirculation is calculated based on the value of
"Tg21-Td21" and, further, the target EGR rate is correct-
ed so as to be reduced, based on the amount of reduction
of exhaust gas recirculation. Thus, as countermeasures
against condensed water in the gas merging portion "A",
the primary countermeasure and the secondary counter-
measure are performed concurrently.
[0051] If step S19 results in YES, the EGR reduction
can be also performed, by reducing the target EGR rate
in stepwise manner by a predetermined value, until step
S19 results in NO. The amount of reduction of exhaust
gas recirculation can be also calculated based on param-
eters indicating the running state of the engine 10.
[0052] Under the condition where the primary counter-
measure for the gas merging potion "A" is performed, it
is preferable that the respective determinations in steps
S16 and S19 (i.e., the determination as to whether the
primary countermeasure is required, and the determina-
tion as to whether the secondary countermeasure is re-
quired) are both performed. In this case, if step S16 re-
sults in NO in the primary countermeasure, the primary
countermeasure is stopped at this time point. Further, if
step S19 results in YES in the primary countermeasure,
the secondary countermeasure is performed in addition
to the primary countermeasure. Thereafter, if step S19
results in NO, the secondary countermeasure is stopped.
Then, if step S16 results in NO, the primary countermeas-
ure is stopped.
[0053] If Tg2-Td2^K2 is satisfied in step S16, the
processing directly proceeds from step S16 to step S21
without performing steps S17 to S20. Further, if Tg21-
Td21 ^K2 is satisfied in step S19 and after step S20 is
performed, the processing proceeds to step S21.
[0054] In step S21, the gas temperature Tg3 and the
dew point temperature Td3 at the outlet portion of the
intercooler 34 are calculated. In step S22, it is determined
whether "Tg3-Td3" is less than a predetermined deter-
mination value K3, that is, whether condensed water may
be generated in the intercooler 34. If Tg3-Td3<K3 is sat-
isfied, the processing proceeds to step S23. In step S23,
a countermeasure against condensed water in the inter-
cooler 34 is performed. More specifically, through the
control of the flow rate control valve 76, the heat exchang-
er 75 is caused to perform heat exchange, thereby raising
the temperature of the I/C coolant. For example, in an
environment where there is a higher humidity in the in-
tercooler 34, the dew point temperature rises. Under this
condition, the countermeasure against condensed water
in the intercooler 34 is performed.
[0055] Thereafter, in steps S24 to S26, under the con-
dition where the countermeasure against condensed wa-
ter in step S23 (the primary countermeasure) is per-
formed, it is determined again whether condensed water
is generated. Specifically, in step S24, under the condi-
tion where the primary countermeasure is performed, the
gas temperature and the dew point temperature at the
outlet portion of the intercooler 34 are calculated again
as Tg31 and Td31. In step S25, it is determined whether
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"Tg31-Td31" is less than the determination value K3, that
is, whether condensed water may be generated in the
intercooler 34. If Tg31-Td31 <K3 is satisfied, the process-
ing proceeds to step S26. In step S26, EGR reducing
processing of reducing the EGR rate is performed as a
secondary countermeasure for restricting condensed
water in the intercooler 34. More specifically, for example,
the amount of reduction of exhaust gas recirculation is
calculated based on the value of "Tg31-Td31", and the
target EGR rate is corrected so as to be reduced, based
on the amount of reduction of exhaust gas recirculation.
Thus, as countermeasures against condensed water in
the intercooler 34, the primary countermeasure and the
secondary countermeasure are performed concurrently.
[0056] If step S25 results in YES, the EGR reduction
can be also performed, by reducing the target EGR rate
in a stepwise manner by a predetermined value, until
step S25 results in NO. The amount of reduction of ex-
haust gas recirculation can be also calculated based on
parameters indicating the running state of the engine 10.
In view of restricting knocking in the engine 10, it is not
desirable to excessively raise the temperature of the I/C
coolant in the intercooler 34. If the limit of the gas tem-
perature rise is exceeded, the amount of exhaust gas
recirculation is restricted.
[0057] Under the condition where the primary counter-
measure for the intercooler 34 is performed, it is prefer-
able that the respective determinations in steps S22 and
S25 (i.e., the determination as to whether the primary
countermeasure is required and the determination as to
whether the secondary countermeasure is required) are
both performed. In this case, if step S22 results in NO in
the primary countermeasure, the primary countermeas-
ure is stopped at this time point. If step S25 results in
YES in the primary countermeasure, the secondary
countermeasure is performed in addition to the primary
countermeasure. Thereafter, if step S25 results in NO,
the secondary countermeasure is stopped. Then, if step
S22 results in NO, the primary countermeasure is
stopped.
[0058] If Tg3-Td3^K3 is satisfied in step S22, the
present processing temporarily ends without performing
steps S23 to S26. If Tg31-Td31 ^K3 is satisfied in step
S25 and after step S26 is performed, the present
processing temporarily ends.
[0059] According to the present embodiment which
has been described in detail above, it is possible to pro-
vide excellent advantages as follows.
[0060] It is determined whether condensed water is
generated in each of the portions of the EGR cooler 38,
the gas merging portion "A", and the intercooler 34. If it
is determined that condensed water is generated in any
of the portions, the corresponding countermeasure for
restricting the generation of condensed water is per-
formed. This enables properly restricting the generation
of condensed water in any of the portions of the EGR
cooler 38, the gas merging portion "A", and the intercooler
34. This results in restriction of the generation of con-

densed water in each of the portions where condensed
water may be generated in the gas passage through
which the EGR gas passes, which can prevent the oc-
currence of corrosion and the like in the engine 10 and
other products.
[0061] If it is determined that condensed water is gen-
erated in the EGR cooler 38, the exhaust gas recirculation
is stopped as a countermeasure against condensed wa-
ter in the EGR cooler 38, while other countermeasures
against condensed water (countermeasures against
condensed water in the gas merging portion "A" and the
intercooler 34) are not performed. Further, if it is not de-
termined that condensed water is generated in the EGR
cooler 38, based on the results of determinations of gen-
eration of condensed water in the gas merging portion
"A" and the intercooler 34, the countermeasures against
condensed water in one or both of them are performed.
In the EGR gas passage, the EGR cooler 38 becomes a
cause of generation of condensed water, at the most up-
stream portion. By stopping the exhaust gas recirculation
as a countermeasure against condensed water in the
EGR cooler 38, it is possible to restrict the generation of
condensed water in the entire passage including the por-
tion downstream of the EGR cooler 38. In the state where
the countermeasure against condensed water in the
EGR cooler 38 is performed, the countermeasures
against condensed water in the other portions are not
performed. This can restrict the running of the engine 10
from being influenced by excessive countermeasures
against condensed water.
[0062] If it is determined that the generation of con-
densed water in the gas merging portion "A" and the in-
tercooler 34 cannot be prevented even when the coun-
termeasures (the primary countermeasures) against
condensed water are performed, the processing of re-
ducing the amount of the EGR gas (the EGR rate) is
performed. This enables restricting the generation of con-
densed water more properly.
[0063] As a countermeasure against condensed water
in the gas merging portion "A", the processing of reducing
the degree of cooling of the EGR gas in the EGR cooler
38 or the processing of raising the temperature of the
fresh air is performed. In this case, by making the gas
temperature of the mixed gas of the fresh air and the
EGR gas higher than the dew point temperature in the
gas merging portion "A", it is possible to properly restrict
the generation of condensed water.
[0064] As a countermeasure against condensed water
in the intercooler 34, the degree of cooling the intake air
in the intercooler 34 is reduced. In this case, by making
the temperature of the intake air (the mixed gas) higher
than the dew point temperature in the intercooler 34, it
is possible to properly restrict the generation of con-
densed water.
[0065] More specifically, the I/C coolant is raised in
temperature within a range which prevents the temper-
ature of the I/C coolant from being higher than that of the
engine coolant. In this case, the I/C coolant flowing
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through the I/C coolant passage L2 is at a lower temper-
ature than that of the engine coolant flowing through the
engine coolant passage L1. Therefore, even when the
I/C coolant is raised in temperature as a countermeasure
against condensed water, the I/C coolant is maintained
at a lower temperature than that of the engine coolant.
Accordingly, even in the state where the intake air tem-
perature is raised as a countermeasure against con-
densed water, the occurrence of knocking in the engine
10 can be restricted.

(Other Embodiments)

[0066] The aforementioned embodiment can be also
modified as follows, for example.
[0067] Hereinafter, a description will be given of a dif-
ferent structure for processing for control for restricting
the generation of condensed water. In this case, a de-
scription will be given of a structure including a determi-
nation portion that determines whether condensed water
is generated in the EGR cooler 38 using the engine cool-
ant temperature as a determination parameter, a deter-
mination portion that determines whether condensed wa-
ter is generated in the gas merging portion "A" using the
outside air temperature as a determination parameter,
and a determination portion that determines whether con-
densed water is generated in the intercooler 34 using the
humidity downstream of the intake air compressor 31 as
a determination parameter.
[0068] In the water-cooled type EGR cooler 38, the gas
temperature in the EGR cooler 38 depends on the engine
coolant temperature. Therefore, before the completion
of warming of the engine 10, the gas temperature in the
EGR cooler 38 is relatively low. After the completion of
warming of the engine 10, the gas temperature in the
EGR cooler 38 is relatively high. Therefore, before the
completion of warming of the engine 10, there is a higher
possibility of generation of condensed water in the EGR
cooler 38 than that after the completion of warming of
the engine 10. More specifically, assuming that the EGR
gas has a dew point of about 50°C, if the engine coolant
temperature is equal to or lower than 50°C in an engine
cold state, it is determined that there is a possibility of
generation of condensed water. After the engine coolant
temperature has been raised to a predetermined value
of 50°C+α along with the warming thereof, it is deter-
mined that there is no possibility of generation of con-
densed water.
[0069] Further, the gas temperature in the gas merging
portion "A" depends on the temperature of the fresh air
(i.e., the outside air temperature). Therefore, if the out-
side air temperature (e.g., the value detected by an out-
side air temperature sensor or by a intake air temperature
sensor at an upstream portion of the intake path) is equal
to or lower than a predetermined value, it is deemed that
the gas temperature in the gas merging portion "A" falls
within a predetermined low temperature range, and it is
determined that there is a possibility of generation of con-

densed water in the gas merging portion "A".
[0070] The dew point temperature in the intercooler 34
depends on the humidity downstream of the intake air
compressor 31. Therefore, if the humidity downstream
of the compressor is equal to or more than a predeter-
mined value, it is deemed that the dew point temperature
in the intercooler 34 falls within a predetermined high
temperature range (a temperature range which tends to
induce condensed water), and it is determined that there
is a possibility of generation of condensed water in the
intercooler 34. The humidity downstream of the compres-
sor can be determined from the result of detection by a
humidity sensor provided at an upstream portion of the
intake path or near the intake air compressor, for exam-
ple.
[0071] A description will be given of processing for con-
trol for restricting the generation of condensed water ac-
cording to the present embodiment, with reference to a
flowchart in Fig. 5. The processing in Fig. 5 is executed
by the microcomputer 51, instead of the processing in
Fig. 4. Referring to Fig. 5, in step S31, it is determined
whether the engine coolant temperature is equal to or
lower than a predetermined value K11 (e.g., 50°C), and
if this determination results in YES, the processing pro-
ceeds to step S32. In step S32, a countermeasure
against condensed water in the EGR cooler 38 is per-
formed (similarly to step S14 in Fig. 4).
[0072] Further, if step S31 results in NO, the process-
ing proceeds to step S33. In step S33, it is determined
whether the outside air temperature is equal to or lower
than a predetermined value K12 (e.g., 0°C), and if this
determination results in YES, the processing proceeds
to step S34. In step S34, a countermeasure against con-
densed water in the gas merging portion "A" is performed
(similarly to step S17 in Fig. 4).
[0073] Further, after step S34 is performed or if step
S33 results in NO, the processing proceeds to step S35.
In step S35, it is determined whether the humidity down-
stream of the intake air compressor 31 is equal to or
higher than a predetermined value K13 and if this deter-
mination results in YES, the processing proceeds to step
S36. In step S36, a countermeasure against condensed
water in the intercooler 34 is performed (similarly to step
S23 in Fig. 4).
[0074] The aforementioned structure is configured to
perform the determination of the generation of con-
densed water in the EGR cooler 38, the determination of
the generation of condensed water in the gas merging
portion "A", and the determination of the generation of
condensed water in the intercooler 34, using the respec-
tive different references. This enables properly perform-
ing the determination of generation of condensed water
in each of the portions, according to the circumstance in
each of the portions.
[0075] The structure for the countermeasure against
condensed water in the gas merging portion "A" can be
changed. Specifically, the following structure can be em-
ployed, as a structure for maintaining the EGR gas flow-
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ing into the gas merging portion "A" at a high temperature
state. As illustrated in Fig. 6, an EGR pipe 36 is provided
with a bypass pipe 81 which circumvents the EGR cooler
38, and a control valve 82 at a portion where the bypass
pipe 81 branches out from the EGR pipe 36. In this case,
the proportion between the EGR gas passing through
the EGR cooler 38 and the EGR gas passing through the
bypass pipe 81 is controlled through the control valve 82.
That is, the proportion between the low-temperature EGR
gas and the high-temperature EGR gas is controlled.
[0076] The temperature adjustment portion for raising
the temperature of the fresh air upstream of the gas merg-
ing portion "A" can raise the fresh air temperature through
heat of the exhaust gas. In this case, as illustrated in Fig.
7, a branch pipe 85 is provided in such a way as to branch
out from the exhaust duct 26 and, also, a heating device
86 for heating the fresh air through heat of the exhaust
gas is provided in the branch pipe 85. The heating device
86 heats the fresh air through heat of the exhaust gas,
upstream of the gas merging portion "A". It is preferable
that a control valve 87 which can be controlled by the
ECU 50 is disposed at the point where the branch pipe
85 branches out from the exhaust duct 26. Also, an elec-
tric heater can be disposed in the intake duct 11 upstream
of the gas merging portion "A", in order to raise the tem-
perature of the fresh air through the electric heater.
[0077] The structure for a countermeasure against
condensed water in the intercooler 34 can be changed
although some of changes may not be part of the claimed
invention. Specifically, a temperature adjustment device
can be used in order to reduce the degree of cooling the
intake air by the intercooler 34. For example, by control-
ling a flow rate control valve (e.g., the thermostat 73) or
the water pump 71 disposed in the I/C coolant passage
L2, the flow rate of the coolant flowing into the intercooler
34 is reduced, thereby reducing the degree of cooling
the intake air by the intercooler 34. Also, a part of the
engine coolant flowing through the engine coolant pas-
sage L1 can be flowed into the I/C coolant passage L2,
in order to reduce the degree of cooling the intake air by
the intercooler 34.
[0078] Referring to Fig. 4, with regard to the secondary
countermeasure for restricting the generation of con-
densed water in the gas merging portion "A", and the
secondary countermeasure for restricting the generation
of condensed water in the intercooler 34, only one of
them may be performed while the other may not be per-
formed, or both of them may not be performed.
[0079] It is considered that causes of generation of
condensed water in the EGR gas passage include heat
dissipation from the EGR pipe 36 and the intake duct 11
through their pipe walls. As a countermeasure against
the above causes, it is possible to heat the EGR pipe 36
and the intake duct 11, in cases where there is concern
about the generation of condensed water due to the heat
dissipation from the EGR pipe 36 and the intake duct 11.
More specifically, it is possible to properly provide the
intake duct heating device 67 illustrated in Fig. 2 and the

heating device illustrated in Fig. 7 at required positions
in the EGR pipe 36 and the intake duct 11, in order to
heat the EGR pipe 36 and the intake duct 11 substantially
in their entirety, by these heating devices 67 and 86.
[0080] As an external EGR system, it is also possible
to employ an EGR system of a high pressure loop (HPL)
type. In this EGR system, an EGR pipe is provided in
such a way as to connect a portion of the exhaust duct
26 upstream of the exhaust gas turbine 32 to a portion
of the intake duct 11 downstream of the intake air com-
pressor 31. In this case, it is preferable to perform deter-
minations of generation of condensed water and coun-
termeasures for restricting the generation of condensed
water, similarly to in the aforementioned description.
[0081] As a supercharging device, it is also possible
to employ other structures than turbochargers. For ex-
ample, it is possible to employ a so-called supercharger
which is operated by power from an output shaft of the
engine 10 or power from a motor.
[0082] The present disclosure can be also applied to
internal combustion engines other than gasoline engines
and can be applied to diesel engines, for example.
[0083] Although the present disclosure has been de-
scribed with reference to the embodiments, it is under-
stood that the present disclosure is not limited to these
embodiments and structures but is defined by the ap-
pended claims.

Claims

1. An EGR system for an internal combustion engine,
comprising:

a supercharging device (30) configured to sup-
ply an intake air to be introduced into an internal
combustion engine (10);
an intercooler (34) disposed downstream of an
intake air compressing portion (31) in the super-
charging device, in an intake path in the internal
combustion chamber, and configured to cool the
intake air; wherein the intercooler (34) causes
an I/C coolant to flow there through and cools
the intake air through a heat exchange between
the I/C coolant and the intake air; wherein the
I/C coolant circulates through an I/C coolant pas-
sage L2 and an engine coolant for cooling the
internal combustion engine circulates through
an engine coolant passage L1, wherein the tem-
perature of the I/C coolant is maintained at a
lower temperature than that of the engine cool-
ant;
a heat exchanger (75) is disposed upstream of
the EGR cooler (38) in the engine coolant pas-
sage L1 to perform heat exchange between the
engine coolant flowing through the engine cool-
ant passage L1 and the I/C coolant flowing
through the I/C coolant passage L2,
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an EGR pipe (36) configured to recirculate a part
of exhaust gas discharged from the internal
combustion engine, as an EGR gas, to the intake
path from an exhaust path;
an EGR valve (37) disposed in the EGR pipe
(36);
an EGR cooler (38) disposed in the EGR pipe
(36);
wherein the EGR gas flows into the EGR pipe
(36) and passes through the EGR cooler (38)
and merges with fresh air in a merging portion
of the intake path and passes through the inter-
cooler (34),
a determination portion (51) configured to deter-
mine whether the condensed water is generated
in the intercooler (34) due to cooling of the intake
air, based on the comparison between the gas
temperature and the dew point at the intercooler
(34); and
a condensed-water-restricting portion (51) con-
figured to perform a countermeasure for restrict-
ing the generation of the condensed water in the
intercooler (34), based on a determination result
of the determination portion (51), and
wherein, as a countermeasure against the con-
densed water in the intercooler, the condensed
water-restricting portion comprises controls
means (76, 71) for reducing a degree of cooling
of the intake air by the intercooler, and raises
the I/C coolant temperature flowing into the in-
tercooler (34), within a range which prevents a
temperature of the I/C coolant from being higher
than that of the engine coolant,
wherein a flow rate control valve (76) is provide
in the I/C coolant passage L2, at a branch portion
at which the I/C coolant passage L2 branches
into a passage which passes through the heat
exchanger (75) and a passage which does not
pass through the heat exchanger (75), wherein
the flow rate control valve (76) adjusts the flow
rate of the I/C coolant passing through the heat
exchanger (75);
wherein a radiator (72) is provided downstream
of the branch portion, and
wherein the I/C coolant passage L2 includes a
passage which passes through a radiator (72)
and a passage which does not pass through the
radiator (72), and a thermostat (73) determines
which passages the I/C coolant passes through.

2. The EGR system for an internal combustion engine
according to claim 1, further comprising:

a redetermination portion (51) determining
again whether the condensed water is generat-
ed in the intercooler (34) under a condition
where the condensed-water-restricting portion
performs the countermeasure against the con-

densed water in the intercooler (34); and
a countermeasure portion (51) configured to
perform an EGR reducing processing of reduc-
ing the EGR gas passing through the EGR valve
(37) in amount, when the redetermination por-
tion (51) determines that the condensed water
is generated.

Patentansprüche

1. AGR-System für einen Verbrennungsmotor, aufwei-
send:

eine Aufladevorrichtung (30), ausgebildet um ei-
ne in einen Verbrennungsmotor (10) einzufüh-
rende Einlassluft zuzuführen;
einen Zwischenkühler (34), der in einem Ein-
lassweg in der Verbrennungskammer stromab-
wärtig eines Einlassluft-Komprimierungsab-
schnitts (31) in der Aufladevorrichtung angeord-
net ist, und ausgebildet ist, um die Einlassluft zu
kühlen; wobei der Zwischenkühler (34) ein I/C-
Kühlmittel veranlasst, dort hindurch zu fließen,
und die Einlassluft durch einen Wärmeaus-
tausch zwischen dem I/C-Kühlmittel und der
Einlassluft kühlt; wobei das I/C-Kühlmittel durch
einen I/C-Kühlmittelkanal L2 zirkuliert und ein
Motorkühlmittel zum Kühlen des Verbrennungs-
motors durch einen Motorkühlmittelkanal L1 zir-
kuliert, wobei die Temperatur des I/C-Kühlmit-
tels auf einer niedrigeren Temperatur aufrecht-
erhalten wird als die des Motorkühlmittels;
einen Wärmeaustauscher (75), der stromauf-
wärtig des AGR-Kühlers (38) im Motorkühlmit-
telkanal L1 angeordnet ist, um einen Wärme-
austausch zwischen dem Motorkühlmittel, das
durch den Motorkühlmittelkanal L1 fließt, und
dem I/C-Kühlmittel, das durch den I/C-Kühlmit-
telkanal L2 fließt, durchzuführen,
eine AGR-Leitung (36), ausgebildet um einen
Teil des von der Verbrennungskammer abge-
lassenen Abgases als ein AGR-Gas von einem
Auslassweg zum Einlassweg zu rezirkulieren;
ein AGR-Ventil (37), das in der AGR-Leitung
(36) angeordnet ist;
einen AGR-Kühler (38), der in der AGR-Leitung
(36) angeordnet ist;
wobei das AGR-Gas in die AGR-Leitung (36)
fließt und durch den AGR-Kühler (38) passiert
und in einem Zusammenführungsabschnitt des
Einlasswegs mit Frischluft ineinander übergeht
und durch den Zwischenkühler (34) passiert,
einen Bestimmungsabschnitt (51), ausgebildet
um zu bestimmen, ob Kondenswasser aufgrund
der Kühlung der Einlassluft im Zwischenkühler
(34) erzeugt wird, basierend auf dem Vergleich
zwischen der Gastemperatur und dem Tau-
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punkt am Zwischenkühler (34); und
einen Kondenswasser-Beschränkungs-Ab-
schnitt (51), der ausgebildet ist, um eine ent-
sprechende Gegenmaßnahme zur Beschrän-
kung der Erzeugung des Kondenswassers im
Zwischenkühler (34) basierend auf einem Be-
stimmungsergebnis des Bestimmungsab-
schnitts (51) durchzuführen, und
wobei der Kondenswasser-Beschränkungs-Ab-
schnitt Steuerungen (76, 71) zur Verringerung
eines Kühlungsgrads der Einlassluft durch den
Zwischenkühler als eine Gegenmaßnahme ge-
gen Kondenswasser aufweist und die I/C-Kühl-
mitteltemperatur, die in den Zwischenkühler
(34) fließt, innerhalb eines Bereichs erhöht, der
eine Temperatur des I/C-Kühlers davon abhält,
höher zu sein als die des Motorkühlmittels,
wobei ein Flussraten-Steuerventil (76) im I/C-
Kühlmittelkanal L2 an einem Zweigabschnitt
vorgesehen ist, an dem der I/C-Kühlmittelkanal
L2 in einen Kanal, der durch den Wärmeaustau-
scher (75) passiert, und einen Kanal, der nicht
durch den Wärmeaustauscher (75) passiert, ab-
zweigt, wobei das Flussraten-Steuerventil (76)
die Flussrate des durch den Wärmeaustauscher
(75) passierenden I/C-Kühlmittels einstellt;
wobei ein Kühler (72) stromabwärtig des Zwei-
gabschnitts vorgesehen ist, und
wobei der I/C-Kühlmittelkanal L2 einen Kanal,
der durch einen Kühler (72) passiert, und einen
Kanal, der nicht durch den Kühler (72) passiert,
enthält, und ein Thermostat (73) bestimmt,
durch welche Kanäle das I/C-Kühlmittel pas-
siert.

2. AGR-System für einen Verbrennungsmotor, ferner
aufweisend:

einen Wiederbestimmungsabschnitt (51), der
erneut bestimmt, ob Kondenswasser im Zwi-
schenkühler (34) unter einer Bedingung erzeugt
wird, bei welcher der Kondenswasser-Be-
schränkungs-Abschnitt die Gegenmaßnahme
gegen das Kondenswasser im Zwischenkühle
(34) ausführt; und
einen Gegenmaßnahmenabschnitt (51), ausge-
bildet um einen AGR-Verringerungs-Vorgang
zur Verringerung des AGR-Gases, welches in
Mengen durch das AGR-Ventil passiert, wenn
der Wiederbestimmungsabschnitt (51) be-
stimmt, dass das Kondenswasser erzeugt wird.

Revendications

1. Système RGE pour un moteur à combustion interne,
comprenant :

un dispositif de suralimentation (30) configuré
pour fournir un air d’admission à introduire dans
un moteur à combustion interne (10) ;
un refroidisseur intermédiaire (34) disposé en
aval d’une portion de compression d’air d’ad-
mission (31) dans le dispositif de suralimenta-
tion, sur un trajet d’admission dans la chambre
de combustion interne, et configuré pour refroi-
dir l’air d’admission ;
dans lequel le refroidisseur intermédiaire (34)
amène un liquide de refroidissement I/C à
s’écouler à travers celui-ci et refroidit l’air d’ad-
mission par le biais d’un échange de chaleur
entre le liquide de refroidissement I/C et l’air
d’admission ; dans lequel le liquide de refroidis-
sement I/C circule à travers un passage de li-
quide de refroidissement I/C L2 et un liquide de
refroidissement de moteur pour refroidir le mo-
teur à combustion interne circule à travers un
passage de liquide de refroidissement de mo-
teur L1, dans lequel la température du liquide
de refroidissement I/C est maintenue à une tem-
pérature inférieure à celle du liquide de refroi-
dissement de moteur ;
un échangeur de chaleur (75) est disposé en
amont du refroidisseur RGE (38) dans le pas-
sage de liquide de refroidissement de moteur
L1 pour réaliser un échange de chaleur entre le
liquide de refroidissement de moteur s’écoulant
à travers le passage de liquide de refroidisse-
ment de moteur L1 et le liquide de refroidisse-
ment I/C s’écoulant à travers le passage de li-
quide de refroidissement I/C L2,
un tuyau RGE (36) configuré pour remettre en
circulation une partie du gaz d’échappement
évacué du moteur à combustion interne, en tant
que gaz RGE, au trajet d’admission depuis un
trajet d’échappement ;
une soupape RGE (37) disposée dans le tuyau
RGE (36) ;
un refroidisseur RGE (38) disposé dans le tuyau
RGE (36) ;
dans lequel le gaz RGE s’écoule dans le tuyau
RGE (36) et passe à travers le refroidisseur RGE
(38) et se mélange à de l’air frais dans une por-
tion de mélange du trajet d’admission et passe
à travers le refroidisseur intermédiaire (34),
une portion de détermination (51) configurée
pour déterminer si l’eau condensée est générée
dans le refroidisseur intermédiaire (34) en rai-
son du refroidissement de l’air d’admission, sur
la base de la comparaison entre la température
de gaz et le point de rosée au niveau du refroi-
disseur intermédiaire (34) ; et
une portion de restriction d’eau condensée (51)
configurée pour réaliser une contre-mesure
pour restreindre la génération de l’eau conden-
sée dans le refroidisseur intermédiaire (34), sur
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la base d’un résultat de détermination de la por-
tion de détermination (51), et
dans lequel, en tant que contre-mesure vis-à-
vis de l’eau condensée dans le refroidisseur in-
termédiaire, la portion de restriction d’eau con-
densée comprend des moyens de commande
(76, 71) pour réduire un degré de refroidisse-
ment de l’air d’admission par le refroidisseur in-
termédiaire, et élève la température de liquide
de refroidissement I/C s’écoulant dans le refroi-
disseur intermédiaire (34), dans une plage qui
empêche une température du liquide de refroi-
dissement I/C d’être supérieure à celle du liquide
de refroidissement de moteur,
dans lequel une soupape de commande de débit
(76) est prévue dans le passage de liquide de
refroidissement I/C L2, au niveau d’une portion
de ramification au niveau de laquelle le passage
de liquide de refroidissement I/C L2 se ramifie
en un passage qui passe à travers l’échangeur
de chaleur (75) et un passage qui ne passe pas
à travers l’échangeur de chaleur (75), dans le-
quel la soupape de commande de débit (76)
ajuste le débit du liquide de refroidissement I/C
passant à travers l’échangeur de chaleur (75) ;
dans lequel un radiateur (72) est prévu en aval
de la portion de ramification, et
dans lequel le passage de liquide de refroidis-
sement I/C L2 comporte un passage qui passe
à travers un radiateur (72) et un passage qui ne
passe pas à travers le radiateur (72), et un ther-
mostat (73) détermine les passages à travers
lesquels passe le liquide de refroidissement I/C.

2. Système RGE pour un moteur à combustion interne
selon la revendication 1, comprenant en outre :

une portion de redétermination (51) déterminant
à nouveau si l’eau condensée est générée dans
le refroidisseur intermédiaire (34) dans une con-
dition où la portion de restriction d’eau conden-
sée réalise une contre-mesure vis-à-vis de l’eau
condensée dans le refroidisseur intermédiaire
(34) ; et
une portion de contre-mesure (51) configurée
pour réaliser un traitement de réduction RGE de
réduction de la quantité du gaz RGE passant à
travers la soupape RGE (37), lorsque la portion
de redétermination (51) détermine que l’eau
condensée est générée.
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