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Description

BACKGROUND

Technical Field

[0001] The invention relates to a magnetic drive pump,
and more particularly to, a magnetic drive pump including
a stationary shaft, and a metal pump casing with an anti-
corrosion casing liner, in order to make the magnetic drive
pump operate reliably at 200 degrees Celsius (°C), and
meet a high performance requirement for the magnetic
drive pump when transferring fluid. Moreover, a one-
piece casing with a stationary shaft supporting structure
and a flow channel structure thereof, are improved for
enhancing the supporting stiffness of the stationary shaft
to reduce the temperature impact on a fluoropolymer
component structure and for enhancing the performance,
the reliability and life cycle of the magnetic drive pump.

Related Art

[0002] A sealless magnetic drive pump known to the
skilled in the art is generally adopted for anti-corrosion
or leakage prevention. In structure design, the magnetic
drive pump includes either a stationary shaft or a rotary
shaft. The supporting method for the stationary shaft in-
cludes a double-sided-supporting or a cantilever support-
ing structure, and the material of the stationary shaft sup-
port of the magnetic drive pump with stationary shaft is
plastic material or a reinforced plastic material with metal;
a front end and a rear end of the stationary shaft are
supported by a triangle front support made of plastic and
a sealed rear shaft seat of a containment shell, respec-
tively. A fiber reinforce structure covers a bottom side of
the containment shell. The stiffness of the plastic is de-
creased when the operating temperature rises as well as
the stiffness of the triangle front support and that of the
rear shaft seat are decreased accordingly, which makes
the stationary shaft crooked and moved. The cantilever
support at the rear end of the stationary shaft is supported
by the metal-reinforce bottom side of the containment
shell, the supporting stiffness comes from a radial force
which is applied on the cantilever stationary shaft and
spread to the containment shell, thereby reducing the
deformation of the containment shell and enhancing the
handling of the stationary shaft. However, the stiffness
is limited by the temperature of the fiber reinforce plastic
of the containment shell; the following prior arts further
describes the problems and the potential problems about
the stationary shaft of the magnetic drive pump.

Case 1:

[0003] US Patent number US7033146: Sealed mag-
netic drive sealless pump, 2006. This patent describes
a bearing design for dry-run condition. Figures in the in-
vention indeed describes a conventional double-sided

stationary shaft of the plastic magnetic drive pump and
a triangle front support which is installed in the inner
space of an inlet and extends axially through a hub ap-
erture. A front shaft seat is positioned on the rear end of
the triangle front support and on the inner side of the hub
aperture for supporting one end of the stationary shaft.
The patent tries to reduce the flow resistance of an inlet
channel as much as possible by the triangle front support.
The containment shell is a cup-shaped shell structure,
and a rear shaft seat without any through hole is posi-
tioned on a bottom side of the containment shell for sup-
porting the other end of the stationary shaft. The stiffness
of the triangle front support and that of the containment
shell are easily reduced because of increased tempera-
ture. As shown in the figure, in order to reduce the impact
on the inlet channel by the triangle front support, the
length of the triangle front support is deliberately extend-
ed so that front shaft seat passes through the hub aper-
ture. But such a structure may reduce the strength of the
triangle front support in the radial direction and should
only be adopted in a device with lower power at low tem-
perature.

Case 2:

[0004] US Patent number US7057320: Mechanical
drive system operating by magnetic force, 2006. This pat-
ent describes the structure and the design of an out rotor
of a magnetic drive pump, and the figure of the invention
distinctly shows a conventional double-sided-supported
stationary shaft of a magnetic drive pump, and a triangle
front support which is positioned in the inner space of an
inlet and integrates with a pump casing in one piece by
injection molding. The triangle front support extends ax-
ially towards the vicinity of an inlet of the impeller blade.
A front thrust ring is installed on an end surface of a front
shaft seat of the triangle front support, and a thrust bear-
ing is installed on a hub plate and protrudes toward the
inlet of the impeller. The containment shell is a cup-
shaped shell structure, and a rear shaft seat without any
through hole is positioned on a bottom side of the con-
tainment shell for supporting the other end of the station-
ary shaft. In order to reduce the flow resistance of the
inlet channel from the front shaft seat of the triangle front
support and the thrust ring, the diameter of the inlet of
the impeller is increased to be greater than the inner di-
ameter of the inlet of the pump so that the flow resistance
may be reduced. But, the hub plate of the impeller and
the front shaft seat are not in a smooth surface, and there-
fore it will interfere the flow at the leading edge of the
impeller, and the lower flow resistance advantage is re-
duced.

Case 3:

[0005] CN Patent number CN2482597Y, Magnetic
drive corrosion resistant fluoropolymer liner pump, 2002.
The patent discloses a magnetic drive pump including a
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metal pump casing with a casing liner and describes the
structure of the casing liner made of fluoropolymer and
its use in corrosion resistance. The magnetic drive pump
includes a shaft support integrated with the casing liner
as one piece, wherein the casing liner is made of fluor-
opolymer. The containment shell made of fluoropolymer
is a cup-shaped shell structure, and a rear shaft seat
without any through hole is positioned on a bottom side
of the containment shell for supporting the other end of
the stationary shaft. However, the invention indicates that
the supporting structure of the double-sided-supported
stationary shaft which is made of fluoropolymer may be
elastically deformed, and the vibration of the shaft may
be eased when the pump operates. But the invention
does not further describe whether the stiffness and the
reliability of the structure may be applied up to a high
temperature of 200 °C.

Case 4:

[0006] US Patent number US5895203: Centrifugal
pump having separable multipartite impeller assembly,
1999. The patent discloses a magnetic drive pump in-
cluding a metal pump casing with a plastic casing liner
and a double-sided-supporting stationary shaft structure.
A separable triangle front support is installed in the inner-
diameter space of an inlet by an outer ring fitted in the
inner ring surface of the inlet. A front shaft seat which is
positioned at the center of the shaft support is used for
offering the front-end support for a stationary shaft. The
patent emphasizes the triangle front support including
reinforcing material encapsulated within anti-corrosion
material for enhancing the endurance of the front-end
support of the stationary shaft when the triangle front
support is subjected to force or vibration. Moreover, the
patent further emphasizes that the diameter of the front
end of the stationary shaft must be less than that of the
rear end of the stationary shaft so that the outer diameter
of the front shaft seat of the triangle front support may
be reduced, and the surface of the nose is made into a
smooth curve surface to meet with flowing requirement.
When the front side of the stationary shaft is installed in
the inlet of the pump, the resistance of the flow into the
impeller may be reduced.

Case 5:

[0007] US Patent number US6280156B1: Magnetical-
ly coupled rotary pump, 2001. The patent discloses an
out-rotor type magnetic drive pump. The patent empha-
sizes that the vertical magnetic drive pump made of metal
without plastic liner can drainage transferred fluid com-
pletely during maintenance. A stationary shaft is support-
ed by a single-sided-supporting structure at the pump
inlet which consists of a triangle front support and a cone-
shaped front shaft seat. The triangle front support and
the cone-shaped front shaft seat are formed onto or fixed
on a metal pump casing. The cone-shaped front shaft

seat is positioned in the inner space of the pump inlet so
the inner diameter of the pump inlet must be increased
to accommodate blockage of the cone-shaped front shaft
seat and preserve essential space of the flow channel;
a bearing of the impeller is installed in the inner space of
an hub part axially extending towards the inlet and is
used for mating with a sleeve at the rear end of the cone-
shaped front shaft seat, and with a thrust ring. Thus, a
curve surface of the cone-shaped front shaft seat which
is gradually increased in an oblique direction may be con-
nected to a curve surface of the axial hub part of the
impeller smoothly, and furthermore the inlet of the impel-
ler adopts a large-caliber design corresponding to the
outer diameter of the axial hub part. Therefore, the case
is feasible; but if the structure is to be adapted for highly
anti-corrosion application, for example, hydrofluoric acid,
then the metal pump casing must be made with a fluor-
opolymer liner, and the internal structure surface of the
metal pump casing must be encapsulted with fluoropol-
ymer, and the impeller must be made of fluoropolymer
with metal reinforced. The minimum thickness of the liner
and encapsulations must be at least 3 millimeters (mm),
so the additional increase of the outer diameter of the
cone-shaped front shaft seat will be twice of the 3 mm
requirement. Similar increases apply to all other parts
that are lined or encapsulated. If structural strength of
the fluoropolymer is to be considered, the liner or encap-
sulation needs to be thicker. A metal reinforce plate is
further installed in a hub plate of the impeller made of
fluoropolymer, and comprises the axially extending axial
hub part of the impeller for enhancing the structural
strength and moment transmission, and furthermore a
bearing which is installed in the inner space of the axial
hub part is replaced by a ceramic bearing whose thick-
ness is similar to that of the sleeve. Moreover, the inner
diameter and outer diameter of the axial hub part are
greatly increased because of the addition of the metal
reinforce plate, the double-sided resin enclosure and the
ceramic bearing. If only the cone-shaped front shaft seat
is covered with the resin enclosure, the outer diameter
of a cone curve surface must be increased accordingly,
but is still much less than the outer diameter of the axial
hub part with encapsulated liner, thus, the slope of a met-
al part of the cone-shaped front shaft seat must be ad-
justed by increasing its outer diameter to be smoothly
connected to the curve surface of the axial hub part of
the impeller. That is to say, the cylindrical inner surface
in the inner space of the pump inlet must has greater
expanding angle to meet with the curve surface of the
cone-shaped front shaft seat and the outer diameter of
the axial hub part. Therefore, the inlet of the impeller
which has been adopted the large-caliber design must
increase its size further, and fluid in the inlet of the pump
must flow to the inlet of the impeller through a shorter
axial distance and in the greater expanding angle. Re-
garding to such limitations, the metal pump having low
flow resistance property may not be obtained and the
design of the impeller is much more difficult; Another
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problem of the fluoropolymer impeller is that when the
weight of the impeller is greatly reduced, the centroid of
a rotor system formed of the rotor and the impeller is
moved to the magnetic rotor side, that is, the rear end of
the impeller, but the ceramic bearing is installed in the
inner space of the axial hub part, that is, the length and
the position of the ceramic bearing is not consistent with
the centroid of the rotor system so that the weight of the
rotor system may cause a big moment applying on ce-
ramic bearing, and the lifecycle of the pump may not be
ensured.

Case 6:

[0008] US Patent number US7101158B2: Hydraulic
balancing magnetically driven centrifugal pump, 2001.
The invention describes a problem of an axial thrust bal-
ance of a magnetic drive pump. The figure in the invention
distinctly shows that when the diameter of a stationary
shaft is fixed and a triangle front support is assembled in
the inner space of an inlet, the excess outer diameter of
a front shaft seat of the triangle front support affects an
inlet channel of an impeller and reduces the performance
of the pump. Therefore, the inner diameter of an inlet
channel of the pump must be increased to reduce the
flow resistance of the inlet of the impeller.

Case 7:

[0009] US Patent number US7249939B2: Rear casing
arrangement for magnetic drive pump, 2007. The inven-
tion discloses a magnetic drive pump including a station-
ary shaft with a double-sided-support or a rotary shaft.
The invention indicates that the strength of a containment
shell of the magnetic drive pump is a problem which
needs to be further concerned about. The gap of an out
rotor and an inner rotor is narrow and limited, and plastic
material with high corrosion resistance is usually thermo-
plastic, so the strength of the plastic material is reduced
with increasing temperature. In prior art, a second rein-
force layer is installed on the outer surface of the anti-
corrosion layer of the containment shell. In this patent, a
nonmetallic banding circular reinforce component is in-
stalled between two layer structures or on the outer sur-
faces of the two layer structures which are on a lateral
cylindrical portion so that the strength of a lateral shell
column part of the containment shell is enhanced. This
method is better than the conventional method enabling
a fiber stripe to wind up around the circumference into
multiple layers. But this method may not effectively over-
come the bending deformation of the shell column part
due to a radial force applying to a rear shaft seat of the
containment shell, and furthermore the invention also in-
directly confirms that the supporting of the stationary
shaft is affected by the strength of the shell column part
of the containment shell.

Case 8:

[0010] US Patent number US6293772B1: Contain-
ment member for a magnetic-drive centrifugal pump,
2001. The patent is applied to a metal magnetic drive
pump including an anti-corrosion casing liner, and dis-
tinctly indicates that the strength of a plastic triangle front
support of the magnetic drive pump and that of a con-
tainment shell of the magnetic drive pump both need to
be further concerned. The triangle front support often af-
fects an inlet channel of an impeller so that the perform-
ance of the pump is reduced. The strength of the con-
tainment shell not only resists fluid pressure but also of-
fers the support for a stationary shaft. The invention is
that a disc-shaped metal reinforce component is embed-
ded between a inner layer and a outer layer structure at
a bottom side of the containment shell, a radial force
which applies to the cantilever stationary shaft may even-
ly transmit to a shell column part of the containment shell,
and furthermore the reinforce component includes an ex-
tending portion having smaller diameter and extending
inwardly in an axial direction for enhancing the support
and the handling of the stationary shaft, so that the
strength of the containment shell may support the sta-
tionary shaft in a cantilever way. Therefore, the cantilever
stationary shaft without the triangle front support help
meet lower NPSHr requirement, and has sufficient
strength. However, the invention does not distinctly de-
scribe the strength of the lateral shell column part of the
containment shell for preventing the stationary shaft from
un-positioned after the reinforcement.
[0011] To sum up, as for the magnetic drive pump in-
cluding the pump parts only made of fluoropolymer or
the parts with fluoropolymer liner, the problem of the
structure and the strength of the stationary shaft are
shown as follows:

1. The weakness of the strength of the fluoropolymer
material.
2. The stiffness requirement for the supporting struc-
ture of the stationary shaft.
3. The flow resistance problem of the inlet channel.
4. The problem of Net Positive Suction Head re-
quired (NPSHr) of the inlet channel of the impeller.
5. The strength problem of the containment shell in-
cluding its shell column part and its bottom part.

[0012] However, each of the solutions in the above-
mentioned patents may not meet the requirement that
the stationary shaft with high stiffness may transfer the
fluid at high temperature, 200°C. In order to solve the
above-mentioned problem, a magnetic drive pump is dis-
closed in appended claim 1. Dependent claim 2 repre-
sents a further detailed embodiment of the present in-
vention. The following is the detailed description of the
present invention:
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SUMMARY

[0013] The invention relates to a magnetic drive pump,
and more particularly to, a reinforce structure of a sta-
tionary shaft with front end and rear end supports. The
components of the magnetic drive pump are commonly
covered with a casing liner or a resin enclosure which
are made of fluoropolymer. The so-called fluoropolymer
may be perfluoroalkoxy (PFA), ethylene tetrafluoroethyl-
ene (ETFE), which inherit some mechanical properties
of the components, such as high extensibility and high
compressibility. These components include a pump cas-
ing, an impeller and a containment shell. The melting
point of fluoropolymer is above 300°C, but the strength
of the fluoropolymers is gradually reduced with increas-
ing temperature. Therefore, the invention uses the struc-
ture stiffness of a pump casing made of cast iron or stain-
less steel to compensate for the strength requirement of
the fluoropolymer components so that the pump may op-
erate with high reliability at temperatures up to 200°C. A
high stiffness inlet front support shall provide ample sup-
porting stiffness for the stationary shaft. In order to meet
the support requirement of the stationary shaft, the front
support and, inlet, volute, and impeller channels, are de-
signed integrally for obtaining the highly stiff supporting
of the stationary shaft, and greatly reducing the flow re-
sistance of the inlet channel generated by the front sup-
port. The containment shell of the pump is used for seal-
ing without leakage, temperature resistance and pres-
sure resistance, and offers auxiliary support for an end
of the stationary shaft.
[0014] The front support includes two rib plates made
of cast iron or stainless steel and extending axially toward
the inside of the pump casing. The rib plates extend in-
ward from an inner surface of an inlet of the pump casing
and combine together at the center of the inner diameter,
combining into a right angle structure where the two ribs
are perpendicular to each other. In the following para-
graphs, all of the front supports have the feature of right
angle structure. A cone body is formed at the combination
of the two ribs plates and the center of the cone body
corresponds to the center of the inner diameter. The cone
body extends inwardly towards the rear side of the pump
casing. A front shaft seat is positioned at the rear end of
the front support. The rib plates extend axially according
to the axial length of the cone body and the width of the
rib plates is gradually reduced to match with the outer
diameter of the front shaft seat, the front shaft seat pass-
es through a hub aperture and an arc of the front shaft
seat forms a smooth curve surface with a hub plate. An
outer side of the front support is completely encapsulated
with the fluoropolymer and is integrated with the casing
liner of the pump casing into one piece.
[0015] The volute has a front side vortex structure,
which makes a flow center line of the impeller output po-
sitioned at the inner side of the center of the outlet of the
pump. Therefore, the flow distance from the pump inlet
to the inlet of the impeller is long enough so that the flow

interference at the inlet of the impeller generated by the
front support is greatly reduced.
[0016] The design of the structure of an impeller chan-
nel is that the shroud surface is orthogonal with the sta-
tionary shaft with a small tilting angle toward the hub
plate, and the hub plate is orthogonal with the stationary
shaft with a tilting angle toward the shroud surface, the
geometry of the hub plate near the stationary shaft is a
concave design matching with the curve surface of the
front shaft seat, which makes the inlet channel of the
blade leading edge of the impeller have sufficient flow
space.
[0017] The stationary shaft is made of ceramic column
whose diameter is all equaled. A front end of the station-
ary shaft is supported by the front shaft seat of the front
support, and a rear end of the stationary shaft is support-
ed by a rear shaft seat of the containment shell. When
the pump operates in high power and high temperature,
a composited stationary shaft is preferable. The compos-
ited stationary shaft with high stiffness is made of a metal
shaft and a ceramic shaft sleeve together. The metal
shaft is directly fixed to the metal front shaft seat of the
front support and is pressed against the ceramic shaft
sleeve tightly in high tension to form the composited sta-
tionary shaft with high stiffness. A rear end of the com-
posited stationary shaft is supported by a rear shaft seat
of the containment shell.
[0018] The containment shell is a cup-shaped and two-
layer shell structure including a fluoropolymer casing liner
(i.e. the inner layer) and a fiber reinforce layer (i.e. the
outer layer), and forms a cylindrical and cup-shaped can-
tilever structure together. A shell flange reinforced by a
backup plate at the front end of the containment shell,
fixed between the pump casing and a bracket. A rear
shaft seat without any through hole is positioned at the
bottom side of the containment shell for ensuring zero
leakage. The shell flange is connected to a flange of the
pump casing and the pump side flange of the bracket for
preventing a corrosive fluid leakage. A metal collar is
installed between the two layers of the rear shaft seat for
preventing the fluoropolymer from deformation at high
temperature, and therefore, the metal collar offers a sta-
ble support for the stationary shaft and the rear thrust
ring. The cantilever structure of the containment shell
may provide the supporting stiffness for the stationary
shaft.
[0019] The effects which are achieved by this invention
are described as follows:

1. The melting temperature of the fluoropolymer is
above 300°C and the strength of the fluoropolymer
is greatly reduced over the temperature of 200°C.
The structure stiffness of the pump casing made of
cast iron or stainless steel is independent with the
fluoropolymer components so that the pump may op-
erate with high reliability up to 200°C.
2. The structure of the front support is integrated with
the pump casing into one piece and the front support
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is covered with the fluoropolymer for isolating the
corrosive fluid so that most of the supporting stiffness
of the stationary shaft comes from the front support,
and the auxiliary support stiffness is provided by the
rear shaft seat of the containment shell.
3. The metal structure of the pump casing is integrat-
ed with the front support into one piece and extends
its axial length so that the front shaft seat of the front
support extends towards the hub aperture for reduc-
ing the flow resistance of the inlet due to the front
support.
4. In order to improve the channel structure and the
inlet channel of the impeller, the cross-sectional area
of the inlet channel is increased for reducing the flow
velocity at the inlet of impeller and lowering the
NPSHr. The cross-sectional area of the front support
matches with the streamline of the flow so that the
flow interference generated by the front support is
reduced.
5. The containment shell is only used for sealing to
prevent leakage, for high temperature and pressure
resistance. The structure of the containment shell
includes the inner layer structure made of the fluor-
opolymer and the outer layer reinforced structure.
The inner layer is a cup-shaped fluoropolymer struc-
ture, and a rear shaft seat without any through hole
is positioned at the center of a disc-shaped bottom
side of the inner layer and protrudes and extends
outwardly. The outer layer is a thermosetting-and-
resin-fiber-reinforce structure for reducing the defor-
mation of the fluoropolymer at high temperature, for
bearing the pressure of the fluid to reduce the defor-
mation and for bearing the impact from the flow.

[0020] The structure of the invention enables the mag-
netic drive pump within any power range to operate reli-
ably up to 200°C and is suitable for a simple stationary
shaft structure and a composited shaft structure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0021] The present disclosure will become more fully
understood from the detailed description given herein be-
low for illustration only, and thus are not limitative of the
present disclosure, and wherein:

FIG. 1A is a cross-sectional view of a stationary shaft
with double-sided-supporting according to a first em-
bodiment;
FIG. 1B is a cross-sectional view of a composited
stationary shaft with double-sided-supporting ac-
cording to a second embodiment;
FIG. 2A is a front view of a pump inlet according to
a first embodiment;
FIG. 2B is a front view of a pump inlet according to
a first embodiment;
FIG. 3 is a perspective back view of a pump casing
according to a first embodiment;

FIG. 4A is a cross-sectional view of a pump inlet
according to a first embodiment;
FIG. 4B is a cross-sectional view of a pump inlet
according to a second embodiment;
FIG. 5 is a cross-sectional view of a containment
shell according to a first embodiment;
FIG. 6 is a cross-sectional view of a containment
shell bearing a force and a moment according to a
first embodiment; and
FIG. 7 is a cross-sectional view of a composited con-
tainment shell bearing a force and a moment accord-
ing to a second embodiment.

DETAILED DESCRIPTION

[0022] First embodiment: a magnetic drive pump in-
cluding a double-sided-supported stationary shaft struc-
ture, FIG. 1A;
[0023] Please refer to FIG. 1A, 3, 4A, 5 and 6, wherein
FIG. 1A is a cross-sectional view of a 5 stationary shaft
with double-sided-supporting according to a first embod-
iment, FIG. 3 is a perspective back view of a pump casing
according to a first embodiment, FIG. 4A is a cross-sec-
tional view of a pump inlet according to a first embodi-
ment, FIG. 5 is a cross-sectional view of a containment
shell according to a first embodiment, and FIG. 6 is a
cross-sectional view of a containment shell bearing a
force and a moment according to a 10 first embodiment.
The magnetic drive pump in this invention includes the
double-sided-supported stationary shaft structure. The
magnetic drive pump comprises a pump casing 4, a front
support 43, an impeller 5, a containment shell 41, an
inner rotor 7, an out rotor 92, a stationary shaft 3 and a
bracket 91.
[0024] The pump casing 4, made of cast iron or stain-
less steel, comprises a pump inlet 44, an 15 outlet 45
and a volute 47. The pump casing 4 is used for containing
the impeller 5 inside. A front thrust ring 46 is installed in
a pump inlet 44 which is on the inside of the pump casing
4 for mating with a thrust bearing 53 at the inlet of the
impeller 5 to form an axial thrust bearing together. A cas-
ing liner 4a is positioned on a fluid-contacting side which
is inside of the pump casing 4 and the casing liner 4a is
used for isolating corrosive fluid. An 20 integrated front
support 43 is positioned in the pump inlet 44. A casing
back flange 42 (as shown in FIG. 3) which is installed on
a rear end of the pump casing 4 is used for assembling
a shell flange part 411 and a backup plate 411a of the
containment shell 41 and combines with a bracket front
flange 911 of the bracket 91 so that the leakage of the
corrosive fluid should be avoided.
[0025] 25 The front support 43 includes two rib plates
431 made of cast iron or stainless steel and extending
axially toward the inside of the pump casing 4. The rib
plates 431 extend inward from an inner surface of an inlet
44 of the pump casing 4 and combine together at the
center of the inner diameter, combining into a structural
component where the two ribs plate 431 are perpendic-
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ular to each other. A cone body 432 is formed at the
combination of the two ribs plates 431 and the center of
the cone body 432 corresponds to the center of the inner
diameter. The cone body 432 extends inwardly towards
the rear side of the pump casing 4. A front shaft seat 433
is positioned at the rear end of the front support 43 for
supporting one end of the stationary shaft 3. The rib
plates 431 extend axially according to the axial length of
the cone body 432 and the width of the rib plates 431 is
gradually reduced to match with the outer diameter of
the front shaft seat 433, the front shaft seat 433 passes
through a hub aperture 54 and an arc of the front shaft
seat 433 forms a smooth curve surface with a hub plate
52. An outer surface of the front support 43 is completely
encapsulated with the fluoropolymer and is integrated
with the casing liner 4a into one piece.
[0026] The impeller 5 which is made of fluoropolymer
is assembled in the pump casing 4. A hub aperture 54 is
positioned at the center of a hub plate 52. The front sup-
port 43 axially passes through the hub aperture 54 and
is used for supporting one end of the stationary shaft 3.
A rear end of the hub plate 52 is used for combining with
an axially extended part 76 of the inner rotor 7 so that
the impeller 5 and the inner rotor 7 are integrated into
one piece or are combined into one piece together. In
some embodiments, a plate-shaped impeller reinforce
plate 56 (as shown in FIG. 6) is installed in the hub plate
52 and used for transmitting shaft power to the trans-
ferred fluid. Moreover, the impeller reinforce plate 56 and
an inner rotor yoke 72 of the inner rotor 7 may be inte-
grated into one piece or are combined into one piece
together.
[0027] The containment shell 41 is a two-layer shell
structure including a containment shell liner 41a made
of fluoropolymer and a reinforce layer 41b. A rear shaft
seat 413 without any through hole is positioned on the
bottom side of the containment shell 41 to make sure
there is no leakage from the containment shell 41. The
backup plate 411a of the shell flange part 411, installed
on the front end of the containment shell 41, is used for
being connected to the casing back flange 42 of the pump
casing 4 (refer to FIG. 3 together) and the bracket front
flange 911 of the bracket 91 together, and forming a cy-
lindrical cup-shaped cantilever structure together for pre-
venting the corrosive fluid from leakage. The backup
plate 411a is used for ensuring the strength and fixing
the front end of the shell flange part 411; A shell column
part 412 (as shown in FIG. 5) on the lateral side of the
containment shell 41 passes through inner space 415 of
the out rotor 92, and furthermore an inner space 415 of
the containment shell 41 is used for containing the inner
rotor 7; The containment shell 41 is used for separating
the inner rotor 7 and the out rotor 92, a gap exists between
the containment shell 41 and the inner rotor 7, and an-
other gap exists between the containment shell 41 and
the out rotor 92, so that the frictions of the containment
shell 41 with the inner rotor 7 or the out rotor 92, which
may result in the leakage of the corrosive fluid, are avoid-

ed; The rear shaft seat 413 which is positioned at the
center of the bottom side of the containment shell 41
extends axially and outwardly in the inside of the out rotor
92 and is used for supporting the other end of the sta-
tionary shaft 3. A rear thrust ring 414, installed on a outer
side of the shaft hold hole 413a, is used for mating with
a ceramic bearing 79 of the inner rotor 7 to form an axial
thrust bearing. A metal collar 417 is installed between
the two-layer structure outside the shaft hold hole 413a
of the rear shaft seat 413 and is used for reducing the
deformation of the containment shell liner 41a made of
the fluoropolymer at high temperature, thereby offering
a stable supporting for the stationary shaft 3 and the rear
thrust ring 414. The containment shell 41 offers an aux-
iliary stiffness support for the stationary shaft 3.
[0028] The inner rotor 7 is a ring-shaped structure com-
prising multiple inner permanent magnets 71, an inner
rotor yoke 72 and an axially extended part 76. The mul-
tiple inner permanent magnets 71 are installed on an
outer ring surface of the inner rotor yoke 72. A rotor resin
enclosure 74 made of anti-corrosion engineering plastic
encapsulates the inner rotor 7 for preventing leakage.
The ceramic bearing 79 is installed in the central hole of
the inner rotor 7. An axially extended part 76 of the inner
rotor 7 is used for combining with the hub plate 52 so that
the inner rotor 7 and the impeller 5 are integrated into
one piece or are combined into one piece together.
[0029] The out rotor 92 is a ring cup-shaped structure
comprising multiple outer permanent magnets 93, an out-
er rotor yoke 92b and a shaft adapter 92a. The shaft
adapter 92a and a drive motor shaft 95 are fixed to each
other. The multiple outer permanent magnets 93 are in-
stalled on an interior ring surface of the outer rotor yoke
92b. The drive motor shaft 95 drives the out rotor 92 to
rotate. The containment shell 41 is installed between the
inner rotor 7 with inner permanent magnets 71 and outer
rotor 92 with the outer permanent magnets 93, the out
rotor 92 is installed at the outside and correspondingly
positioned to the inner rotor 7, and both outer and inner
magnets are arranged radially and oppositely, and are
magnetically attracted to each other. When the out rotor
92 rotates, the outer permanent magnets 93 attract the
inner permanent magnets 71 to drive the inner rotor 7 to
rotate.
[0030] The stationary shaft 3 is a double-sided-sup-
ported structure made of ceramic material with anti-cor-
rosion and wear resistance properties. The front end of
the stationary shaft 3 is supported by the front support
43 of the pump casing 4 and the rear end of the stationary
shaft 3 is supported and fixed by the rear shaft seat 413
of the containment shell 41. A central portion of the sta-
tionary shaft 3 mates with a ceramic bearing 79 of the
inner rotor 7 to rotate. The length of the centeral portion
satisfies with the length of the ceramic bearing 79 for
bearing a combined force applied to the inner rotor 7 and
an axial free-movement space of the inner rotor 7 is re-
served. The rib plate 431 and the front shaft seat 433 of
the front support 43 provide a highly stiff supporting for
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the stationary shaft 3 as well as a hold length L so that
the problem that the strength of the plastic is reduced
when the temperature rises is solved.
[0031] The bracket 91 is a column structure with dou-
ble-sided flanges. One flange is used for fixing with an-
other flange of the motor (not shown), and the bracket
front flange 911 is used for being connected to the backup
plate 411a of the shell flange part 411 of the containment
shell 41 and the casing back flange 42 installed on the
rear end of the pump casing 4, so that the leakage of the
corrosive fluid is avoided. The backup plate 411a of the
shell flange part 411 is used for ensuring the stiffness
strength and the fixing.
[0032] When the pump operates, the fluid enters the
pump inlet 44, i.e. along a streamline 6, and flows to the
inlet of the impeller 5, i.e. along an inlet streamline 61.
The fluid is pressurized after passing through a channel
of the impeller 5 (i.e. along an impeller exit streamline
62), then is discharged through the outlet 45. At the same
time, a portion of the fluid, i.e. along a turn back streamline
63, enters the inner space 415 of the containment shell
41 via the rear end of the impeller 5, then flows to the
bottom side of the containment shell 41 via the gap be-
tween the outside of the inner rotor 7 and the inner-di-
ameter space of the containment shell 41, i.e. along a
lubrication streamline 64. Afterwards, the fluid flows
through the gap between the stationary shaft 3 and the
ceramic bearing 79, continuously through the hub
aperture54, i.e. along an end lubrication streamline 65,
and return to the inlet of the impeller 5 anew. Such circular
flowing of the fluid is used for offering the lubrication for
the ceramic bearing 79 and dissipating the heat gener-
ated due to the lubrication.
[0033] Second embodiment: a magnetic drive pump
which includes a double-sided-supported composited
stationary shaft is applied in high power and at high tem-
perature, FIG. 1B.
[0034] Please refer to FIG. 1B, 4B and 7, wherein Fig.
1B is a cross-sectional view of a composited stationary
shaft with double-sided-supporting according to a sec-
ond embodiment, FIG. 4B is a cross-sectional view of a
pump inlet according to a second embodiment, and FIG.
7 is a cross-sectional view of a composited containment
shell bearing a force and a moment according to a second
embodiment. The magnetic drive pump in this invention
includes the double-sided-supported composited sta-
tionary shaft. The magnetic drive pump comprises a
pump casing 4, a front support 43, an impeller 5, a con-
tainment shell 41, an inner rotor 7, an out rotor 92, a
composited stationary shaft 3a and a bracket 91.
[0035] The pump casing 4, made of cast iron or stain-
less steel, comprises a pump inlet 44, an outlet 45 and
a volute 47. The pump casing 4 is used for containing
the impeller 5 inside. A front thrust ring 46 is installed in
a pump inlet 44 which is on the inside of the pump casing
4 for mating with a thrust bearing 53 at the inlet of the
impeller 5 to form an axial thrust bearing together. A cas-
ing liner 4a is positioned on a fluid-contacting side which

is inside of the pump casing 4 and the casing liner 4a is
used for isolating corrosive fluid. An integrated front sup-
port 43 is positioned in the pump inlet 44. A casing back
flange 42 (as shown in FIG. 3) which is installed on a rear
end of the pump casing 4 is used for assembling a shell
flange part 411 and a backup plate 411a of the contain-
ment shell 41 and combines with a bracket front flange
911 of the bracket 91 so that the leakage of the corrosive
fluid should be avoided.
[0036] The front support 43 includes two rib plates 431
made of cast iron or stainless steel and extending axially
toward the inside of the pump casing 4. The rib plates
431 extend inward from an inner surface of an inlet 44
of the pump casing 4 and combine together at the center
of the inner diameter, combining into a structural com-
ponent where the two ribs plate 431 are perpendicular
to each other. A cone body 432 is formed at the combi-
nation of the two ribs plates 431 and the center of the
cone body 432 corresponds to the center of the inner
diameter. The cone body 432 extends inwardly towards
the rear side of the pump casing 4. A front shaft seat 433
is positioned at the rear end of the front support 43 for
supporting one end of the stationary shaft 3. The rib
plates 431 extend axially according to the axial length of
the cone body 432 and the width of the rib plates 431 is
gradually reduced to match with the outer diameter of
the front shaft seat 433, the front shaft seat 433 passes
through a hub aperture 54 and an arc of the front shaft
seat 433 forms a smooth curve surface with a hub plate
52. An outer surface of the front support 43 is completely
encapsulated with the fluoropolymer and is integrated
with the casing liner 4a into one piece.
[0037] The shaft hold 433a (as shown in FIG. 4B) is
not encapsulated inside. The shaft hold hole 433a include
a thread hole 433b at the center of the shaft hold hole
433a and the thread hole 433b is used for tightly fixing a
screw part which is at an end of a metal shaft 32 of the
composited stationary shaft 3a. The inner diameter of
the shaft hold hole 433a is matched with the outer diam-
eter of the metal shaft 32 in a loose fit. The surface of
the front shaft seat 433 is divided into two ring-shaped
surfaces which are a tied surface 435 and a sealing sur-
face 43c. The tied surface 435 is tightly pressed against
and attached to a surface of the ceramic shaft sleeve 33
for ensuring the supporting stiffness of the composited
stationary shaft 3a, and keep right compression ratio of
the resin enclosure 43a at the sealing surface 43c so that
the leakage from the corrosive fluid can be avoided.
[0038] The impeller 5 which is made of fluoropolymer
is assembled in the pump casing 4. A hub aperture 54 is
positioned at the center of a hub plate 52. The front sup-
port 43 axially passes through the hub aperture 54 and
is used for supporting one end of the composited station-
ary shaft 3a. A rear end of the hub plate 52 is used for
combining with an axially extended part 76 of the inner
rotor 7 so that the impeller 5 and the inner rotor 7 are
integrated into one piece or are combined into one piece
together. In some embodiments, a plate-shaped impeller
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reinforce plate 56 (as shown in FIG. 6) is installed in the
hub plate 52 and used for transmitting shaft power to the
transferred fluid. Moreover, the impeller reinforce plate
56 and an inner rotor yoke 72 of the inner rotor 7 may be
integrated into one piece or are combined into one piece
together.
[0039] The containment shell 41 is a two-layer shell
structure including a containment shell liner 41a made
of fluoropolymer and a reinforce layer 41b. A rear shaft
seat 413 without any through hole is positioned on the
bottom side of the containment shell 41 to make sure
there is no leakage from the containment shell 41. The
backup plate 411a of the shell flange part 411, installed
on the front end of the containment shell 41, is used for
being connected to the casing back flange 42 of the pump
casing 4 (refer to FIG. 3 together) and the bracket front
flange 911 of the bracket 91 together, and forming a cy-
lindrical cup-shaped cantilever structure together for pre-
venting the corrosive fluid from leakage. The backup
plate 411a is used for ensuring the strength and fixing
the front end of the shell flange part 411; A shell column
part 412 (as shown in FIG. 5) on the lateral side of the
containment shell 41 passes through inner space 415 of
the out rotor 92, and furthermore an inner space 415 of
the containment shell 41 is used for containing the inner
rotor 7; The containment shell 41 is used for separating
the inner rotor 7 and the out rotor 92, a gap exists between
the containment shell 41 and the inner rotor 7, and an-
other gap exists between the containment shell 41 and
the out rotor 92, so that the frictions of the containment
shell 41 with the inner rotor 7 or the out rotor 92, which
may result in the leakage of the corrosive fluid, are avoid-
ed; The rear shaft seat 413 which is positioned at the
center of the bottom side of the containment shell 41
extends axially and outwardly in the inside of the out rotor
92 and is used for supporting the other end of the com-
posited stationary shaft 3a. A rear thrust ring 414, in-
stalled on a outer side of the shaft hold hole 413a, is used
for mating with a ceramic bearing 79 of the inner rotor 7
to form an axial thrust bearing. A metal collar 417 is in-
stalled between the two-layer structure outside the shaft
hold hole 413a of the rear shaft seat 413 and is used for
reducing the deformation of the containment shell liner
41a made of the fluoropolymer at high temperature,
thereby offering a stable supporting for the composited
stationary shaft 3a and the rear thrust ring 414. The con-
tainment shell 41 offers an auxiliary stiffness support for
the composited stationary shaft 3a.
[0040] The inner rotor 7 is a ring-shaped structure com-
prising multiple inner permanent magnets 71, an inner
rotor yoke 72 and an axially extended part 76. The mul-
tiple inner permanent magnets 71 are installed on an
outer ring surface of the inner rotor yoke 72. A rotor resin
enclosure 74 made of anti-corrosion engineering plastic
encapsulates the inner rotor 7 for preventing leakage.
The ceramic bearing 79 is installed in the central hole of
the inner rotor 7. An axially extended part 76 of the inner
rotor 7 is used for combining with the hub plate 52 so that

the inner rotor 7 and the impeller 5 are integrated into
one piece or are combined into one piece together
[0041] The out rotor 92 is a ring cup-shaped structure
comprising multiple outer permanent magnets 93, an out-
er rotor yoke 92b and a shaft adapter 92a. The shaft
adapter 92a and a drive motor shaft 95 are fixed to each
other. The multiple outer permanent magnets 93 are in-
stalled on an interior ring surface of the outer rotor yoke
92b. The drive motor shaft 95 drives the out rotor 92 to
rotate. The containment shell 41 is installed between the
inner rotor 7 with inner permanent magnets 71 and outer
rotor 92 with the outer permanent magnets 93, the out
rotor 92 is installed at the outside and correspondingly
positioned to the inner rotor 7, and both outer and inner
magnets are arranged radially and oppositely, and are
magnetically attracted to each other. When the out rotor
92 rotates, the outer permanent magnets 93 attract the
inner permanent magnets 71 to drive the inner rotor 7 to
rotate.
[0042] The composited stationary shaft 3a is a double-
sided-supporting structure. A front end of the composited
stationary shaft 3a is supported by the front support 43
of the pump casing 4 and a rear end of the composited
stationary shaft 3a is supported by the rear shaft seat
413 of the containment shell 41. A central portion of the
composited stationary shaft 3a mates with a ceramic
bearing 79 of the inner rotor 7 to rotate. The length of the
central portion satisfies with the length of the ceramic
bearing 79 for bearing a combined force applied to the
inner rotor 7 and axial free-movement space of the inner
rotor 7 is reserved. The rib plate 431 and the front shaft
seat 433 of the metal front support 43 offer highly stiff
support for the composited stationary shaft 3a so that the
problem that the strength of the plastic is reduced when
the temperature rises is solved.
[0043] The composited stationary shaft 3a comprises
a ceramic shaft sleeve 33, a metal shaft 32 and a sealing
nut 323. The metal shaft 32, of which both ends with
screw parts, passes through a sleeve central hole 332
of the ceramic shaft sleeve 33. An end of a screw part of
the metal shaft 32 is fixed with a thread hole 433b posi-
tioned at the center of the front shaft seat 433 of the front
support 43, the other end of the screw part utilizes a tied
nut 321 (refer to FIG. 7) to press against a rear surface
of the ceramic shaft sleeve 33.
[0044] A front surface of the ceramic shaft sleeve 33
is tightly pressed against the tied surface 435 and the
sealing surface 43c positioned on the front shaft seat 433
of the front support 43. The rear surface of the ceramic
shaft sleeve 33 is tightly pressed by the tied nut 321 for
ensuring the supporting stiffness of the composited sta-
tionary shaft 3a and keeps right compression ratio of the
resin enclosure 43a at the sealing surface 43c so that
the leakage from the corrosive fluid can be avoided. The
sealing nut 323 is a cup-shaped cylindrical metal com-
ponent which is covered with the resin enclosure 322
(refer to FIG. 7 together). The thread hole of the sealing
nut 323 is not encapsulated. The sealing nut 323 is tightly
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fixed on the rear end of the metal shaft 32 for sealing the
composited stationary shaft 3a up completely. The open-
ing surface of the sealing nut 323 is tightly pressed
against the rear surface of the ceramic shaft sleeve 33
and used for sealing and anticorrosion so that the com-
posited stationary shaft 3a is formed. The cylindrical out-
er-diameter surface of the sealing nut 323 may be sup-
ported by the rear shaft seat 413 of the containment shell
41.
[0045] The bracket 91 is a column structure with dou-
ble-sided flanges. One flange is used for fixing with an-
other flange of the motor (not shown), and the bracket
front flange 911 is used for being connected to the backup
plate 411a of the shell flange part 411 of the containment
shell 41 and the casing back flange 42 installed on the
rear end of the pump casing 4, so that the leakage of the
corrosive fluid is avoided. The backup plate 411a of the
shell flange part 411 is used for ensuring the stiffness
strength and the fixing.
[0046] When the pump operates, the fluid enters the
pump inlet 44, i.e. along a streamline 6, and flows to the
inlet of the impeller 5, i.e. along an inlet streamline 61.
The fluid is pressurized after passing through a channel
of the impeller 5 (i.e. along an impeller exit streamline
62), then is discharged through the outlet 45. At the same
time, a portion of the fluid, i.e. along a turn back streamline
63, enters the inner space 415 of the containment shell
41 via the rear end of the impeller 5, then flows to the
bottom side of the containment shell 41 via the gap be-
tween the outside of the inner rotor 7 and the inner-di-
ameter space of the containment shell 41, i.e. along a
lubrication streamline 64. Afterwards, the fluid flows
through the gap between the stationary shaft 3 and the
ceramic bearing 79, continuously through the hub
aperture54, i.e. along an end lubrication streamline 65,
and return to the inlet of the impeller 5 anew. Such circular
flowing of the fluid is used for offering the lubrication for
the ceramic bearing 79 and dissipating the heat gener-
ated due to the lubrication.
[0047] Please refer to FIGs. 2A and 2B, FIG. 2A is a
front view of a pump inlet 44 according to the first em-
bodiment; and FIG. 2B is a front view of a pump inlet 44
according to the second embodiment. The front support
43 comprises the two rib plates 431 extending axially and
toward the inside of the pump casing 4 and combining
into a structural component where the two rib plates 431
are perpendicular to each other, and a cone body 432 is
formed at the combination of the two ribs plates 431 and
the center of the cone body 432 corresponds to the center
of the inner diameter of the pump inlet 44. The front shaft
seat 433 positioned on the rear end of the front support
43. The rib plates 431 extend axially according to the
axial length of the cone body 432 and the width of the rib
plates 431 is gradually reduced to match with the outer
diameter of the front shaft seat 433. An outer side of the
front support 43 is completely ecapsulated with the fluor-
opolymer and is integrated with the casing liner 4a of the
pump casing 4 into one piece. The two rib plates 431 are

combined together to form a cantilever structure passing
axially through the hub aperture 54 and combining with
the pump casing 4 into one piece.
[0048] The cross-sectional area of the rib plate 431
and the cone body 432 plus the thickness of the resin
enclosure 43a is the blockage area of the cross-sectional
area of the inlet channel. The residual cross-sectional
area of the inlet channel is the flowing area. When the
blocking area is increased, the effective flowing area is
reduced accordingly. The flow velocity of the fluid is in-
versely and linearly proportional to the flow area, and the
flow resistance is greatly proportional to the square of
the flow velocity. In other words, the resistance is quad-
ratic proportional to the reciprocal of increase of the ef-
fective flow area. The two following embodiments de-
scribe the inner diameter of the pump inlet 44 which is
not increased particularly. FIG. 2A shows the specifica-
tion with small caliber and low power in the first embod-
iment, and the blocking area is approximately less than
28% of the cross-sectional area of the pump inlet 44. For
example, inlet diameter of the pump inlet 44 is 50 mm.
FIG. 2B shows the specification with large caliber and
high power in the second embodiment, and the blocking
area is approximately less than 15% of the cross-sec-
tional area of the pump inlet 44. For example, inlet diam-
eter of the pump inlet 44 is 100 mm. The ratio of the
blocking area to the flowing area also depends on man-
ufacturing methods. For example, the thickness of the
rib plate 431 made of cast iron or stainless steel by sand
casting is similar to 6 mm, and each side of the resin
enclosure is above or equal to 3 mm so the total thickness
of the rib plate is similar to 12 mm. Compared to the pump
with low power and the small caliber of the pump inlet 44
is of, for example, 50 mm, the blocking area is relatively
higher. If we use the conventional triangle front support
made of cast iron and the diameter of the pump inlet 44
is 50 mm, the ratio of the blocking area to the flowing
area is above 40% after the resin enclosure is covered,
it is unfavorable for reducing the flow resistance. That is
the reason that in this invention, a right angle structure
is introduced.
[0049] Please refer to FIG. 3, which specifically de-
scribes the pump casing 4 and the front support 43 in the
first embodiment. The pump casing 4 comprises the
pump inlet 44, the outlet 45 and the volute 47. The pump
casing 4 is used for containing the impeller 5 (please
refer to FIG. 1A together). The casing liner 4a is installed
on a fluid-contacting side of the pump casing 4 and is
used for isolating the corrosive fluid. The integrated front
support 43 is installed in the pump inlet 44. The casing
back flange 42, on the rear end of the pump casing 4, is
used for combining the bracket 91 (please refer to FIG.
1A together) and the backup plate 411a of a containment
shell 41 together (please refer to FIG. 1A together) to
prevent the corrosive fluid from leakage. The front sup-
port 43 has the right angle structure feature with the front
shaft seat 433, the shaft hold hole 433a is used for sup-
porting an end of the stationary shaft 3 (please refer to
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FIG. 1A together). In the inner surface of the shaft hold
hole 433a has a pair of cutting edges parallel and oppo-
site to each other for installing the stationary shaft 3.
[0050] Please refer to FIG. 4A, which describes the
front support 43, an impeller 5 and a pump casing 4 in
the first embodiment. The impeller 5 is assembled in the
pump casing 4 (please refer to FIG. 1A together). A front
support 43 may axially pass through the hub aperture
54. The inner rotor 7 is encapsulated with a resin enclo-
sure 74 made of fluoropolymer. The ceramic bearing 79
is installed in the central hole of the inner rotor 7. The
hub plate 52 is used for being connected to the axially
extended part 76 of the inner rotor 7 so that the impeller
5 and the inner rotor 7 are integrated into one piece or
are combined into one piece together.
[0051] Please refer to FIG. 1A together, the impeller 5
is shifted a distance in the axial direction with respect to
the pump casing 4, which makes the flow center line 513
of the impeller 5 positioned on the inner side of the center
line 451 of the pump outlet 45 so that the distance of the
inlet flow of the streamline 6 before entering the inlet of
the impeller 5 is increased.
[0052] Please refer to FIG. 4A, the impeller 5 is a cen-
trifugal type structure. A shroud surface 514 is orthogonal
with the stationary shaft 3 with a small tilting angle toward
the hub plate 52, and the hub plate 52 is orthogonal with
the stationary shaft 3 with a tilting angle toward the shroud
surface514, the geometry of the hub plate 52 near the
stationary shaft 3 is a concave design matching with the
curve surface of the front shaft seat 433, which makes
the inlet channel of the blade leading edge of the impeller
5 have sufficient flow space; and a shroud curve surface
514a in the vicinity of the blade leading edge 511 of the
inlet of the impeller 5 has an adequate radius of curvature.
A hub concave surface 515a is designed to be positioned
in the vicinity of the blade leading edge 511 of a hub
surface 515 corresponding to a cone curve surface 432a
of a cone body 432 of the front support 43. Therefore,
the inlet streamline 61 has preferable radius of curvature
so that the flow interference of the inlet of the impeller 5
generated by the front support 43 is reduced.
[0053] A fluid which flows from of the pump inlet 44
through the flow center line 513 of the impeller 5 via a
streamline 6 and an inlet streamline 61 may be main-
tained smoothly. An inner diameter cylindrical inner sur-
face 44a of the pump inlet 44 of a pump casing 4, a shroud
curve surface 514a and a shroud surface 514 form a
smooth surface together. The diameter of the front end
of the cone body 432 is equal to the thickness of the rib
plate 431. After the cone body 432 axially extends to the
inlet of impeller 5, the diameter of the cone body 432 is
increased to be equal to the outer diameter of the front
shaft seat 433 with a conic surface, and the cone curve
surface 432a of the cone body 432 and the hub concave
surface 515a of the hub surface 515 of the impeller 5
form a smooth curve surface together.
[0054] Therefore, after axially entering the pump inlet
44 along the streamline 6, the fluid turns into a radial

flowing direction through the inlet streamline 61 and the
flow center line 513. During such flowing, in the inner
space of the pump inlet 44, only the thickness of the rib
plates 431 is the blocking area of the channel, and a
smooth variation of the cross-sectional area of the chan-
nel is obtained by adjusting the inner diameter of the inner
cylindrical inner surface 44a. Moreover, a large expand-
ing angle of the channel is not necessary, and the pref-
erable radius of curvature of the inlet streamline 61 is
obtained as well. The main factors in affecting the flowing
are the thickness of the rib plates 431 and the variation
of the diameter of the channel extending axially from the
nose 434 to the cone body 432. In other words, after the
fluid which enters the pump inlet 44 flows through the
streamline 6 and the plate leading edge 431a (indicating
by dashed line) of the rib plate 431 (indicating by dashed
line), the flow velocity of the fluid is increased and the
minimum interference is achieved. Since the flow dis-
tance of the streamline 6 is longer, after the fluid flows
through the rib plates 431 (indicating by dashed line), the
fluid is rectified to flow smoothly, and the flow resistance
is reduced as well. when the fluid exits from the plate
trailing edge 431b (indicating by dashed line) of the rib
plate 431 (indicating by dashed line) and is ready to enter
the blade leading edge 511 of the impeller 5, because
there is a flow space between the blade leading edge
511 of the impeller 5 and the plate trailing edge 431b
(indicating by dashed line) of the rib plate 431 (indicating
by dashed line) as well as the inlet streamline 61 has the
preferable radius of curvature, the flow interference is
greatly reduced and the low flow resistance is maintained
here.
[0055] The lower value of NPSHr represents better an-
ti-cavitation ability. The key factor of lower NPSHr are
that the flow velocity of the fluid is lower at the inlet of the
impeller 5; when the fluid flows through the blade leading
edge 511 of the blade 51, the pump having the sufficient
cross-sectional area of the channel enables the fluid to
flow at low flow velocity. The sufficient cross-sectional
area of the channel in the vicinity of the blade leading
edge 511 is the key point in the present invention.
[0056] Please refer to FIG. 4B, which shows the im-
peller 5 and the inner rotor 7 in the second embodiment.
The FIG. 4A already describes the inlet channel and the
impeller channel in detail and hereinafter describes the
advantages of this design with FIG. 4B. Practically, the
outer diameter of the impeller 5 needs to be trimmed
according to actual requirement of the head output of the
pump to match with the manufacturing process, the man-
ufacture of the fluoropolymer impeller 5 is expensive, and
the specifications of the impeller 5 may be too few to
choose. Therefore, the front support 43 of the present
invention has an advantage of that the impeller 5 can be
trimmed 20% greater than the maximum outer diameter
D2. FIG. 4B shows the pump with high power require-
ment. The ratio of the caliber D1 of the inlet of the impeller
5 to the outer diameter D2 of the outlet of the impeller 5
is much greater than the ratio of the impeller 5 in FIG.
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4A, which shows the pump with low flow rate, high head
and low power. When the outer diameter of the impeller
5 is trimmed, the outer diameter D2 of the blade trailing
edge 512 of the blade 51 of the impeller 5 is reduced.
That is to say, after the impeller5 is trimmed, the ratio of
D1/D2 is increased, and the greater the ratio of D1/D2
is, the lower the pump efficiency is, and the reason is that
the working condition of the trimmed impeller 5 is far from
the original optimal design. On the contrary, when the
front support 43 is replaced by the conventional triangle
front support and the inner diameter of the pump inlet 44
is increased and the caliber D1 of the inlet of the impeller
5 will also become larger, the flow velocity of the inlet of
the impeller 5 may be decreased and the flow resistance
is reduced, but after the impeller 5 is trimmed, the ratio
D1/D2 will increase rapidly, and the possible operation
range by trimming the impeller 5 will be reduced.
[0057] Please refer to FIG. 5, the containment shell 41
is a two-layer shell structure including a containment shell
liner 41a made of fluoropolymer and a reinforce layer
41b. A rear shaft seat 413 without any through hole is
positioned on the bottom side of the containment shell
41 to make sure there is no leakage from the containment
shell 41. The backup plate 411a of the shell flange part
411, installed on the front end of the containment shell
41, is used for being connected to the casing back flange
42 of the pump casing 4 (refer to FIG. 3 together) and
the bracket front flange 911 of the bracket 91 together,
and forming a cylindrical cup-shaped cantilever structure
together for preventing the corrosive fluid from leakage.
The backup plate 411a is used for ensuring the strength
and fixing the front end of the shell flange part 411.
[0058] The containment shell 41 is a cantilever struc-
ture, when the stationary shaft 3 bears a radial force, the
containment shell 41 is completely supported by the shell
flange part 411. The strength of the containment shell 41
completely depends on the support from the fiber rein-
force layer 41b, which withstands the fluid pressure from
the inner space 415, and the shell column part 412 has
the maximum deformation under pressure. The metal
collar 417, installed around the shaft hold hole 413a and
between the fluoropolymer containment shell liner 41a
and the reinforce layer 41b of the containment shell 41,
is inserted into the ring slot 413b. Therefore, the defor-
mation of the fluoropolymer containment shell liner 41a
of the containment shell 41 at high temperature is re-
duced and the auxiliary support of the stationary shaft 3
(refer to FIG. 1A together) and the rear thrust ring 414 is
offered.
[0059] Please refer to FIGs. 2A, 2B, 6. The front sup-
port 43 is made by the two rib plates 431 combined per-
pendicularly to each other according to the disclosure.
The conventional symmetric triangle front support has a
better structure strength but its cross-sectional area of
the channel may not meet with requirement in this inven-
tion. The cross-sectional area of the channel of the per-
pendicular structure which is disclosed in this invention
may meet with the requirement as shown in FIG. 4A, and

the strength of the perpendicular structure may satisfy
with the design principle and are described as follows:
[0060] When the front shaft seat 433 bears the radial
force P and the moment from the stationary shaft 3, the
force and the moment are transferred to the rib plates
431 via the cone body 432, then to the pump casing 4.
The radial force P, applied on the front shaft seat 433,
may be divided into two components perpendicular to
each other with different values. The two rib plates 431
perpendicular to each other may bear the two compo-
nents of the forces simultaneously as well as the moment
effectively. The arrangement of the structure strength of
the rib plates 431 is that the rib plates 431 have sufficient
thickness and width BL, and the rib plates 431 and the
front shaft seat 433 have a sufficient combined length
equal to the length of the cone curve surface 432a. More-
over, the rib plates 431 which extend axially from the
inside of the pump inlet 44 of the pump casing 4 have a
sufficient rib plate axial width RL. That is to say, the cone
curve surface 432a not only enables the fluid to flow
smoothly but also bears and transfers the forces and the
moments. Thus, the front support 43 in this invention may
reduce the flow resistance and obtain the required sup-
porting stiffness.
[0061] Please refer to FIG. 6. The rib plates 431 first
extend axially from the inner surface of the pump inlet 44
toward the center of the inner diameter of a pump inlet
44 of the pump casing 4 and combine together at the
center of the inner diameter. The cone body 432 at the
combination position of the two rib plates 431, extends
axially from the inside of the pump inlet 44, and the center
of the cone body 432 corresponds to the center of the
pump inlet 44. The front shaft seat 433 is used for sup-
porting one end of the stationary shaft 3. Because of the
well durable compression ability, the fluoropolymer may
bear a great scale of compression without fatigue failure.
When the stationary shaft 3 is installed on the front shaft
seat 433, an adequate compression ratio and the appro-
priate hold length L bear a radial force P and a moment.
Because the deformation of the resin enclosure 43a
causes the primary deformation and movement of the
stationary shaft 3, the sufficient compression and the hold
length L enables the force to transfer to the front support
43 easily. The hold length L is at least 50% of the diameter
of the stationary shaft 3.
[0062] Please refer to FIG. 6. The stationary shaft 3
and supporting structure thereof must bear multiple load
forces including an inner rotor weight W, an eccentric
centrifugal force X, a radial force P and moments thereof.
The inner rotor weight W is the force generated by the
weight of the rotor. The eccentric centrifugal force X is
due to the gap of the ceramic bearing 79. The radial force
P is a force applying to the impeller 5 due to uneven fluid
pressure of a volute 47 in the pump casing 4. The direc-
tions of the eccentric centrifugal force X and the radial
force P are varied according to the operation conditions
in the radial direction.
[0063] Please refer to FIG. 6, when the multiple forces
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are applied to the stationary shaft 3, moments are gen-
erated by moment arms. Take the primary deformation
of the front shaft seat 433 as an example. The reference
position of the moment arm is subject to a reference line
B positioned at the front shaft seat 433. The moment of
the weight is equal to the inner rotor weight W times the
weight arm length WL. The moment of the eccentric cen-
trifugal force is equal to the eccentric centrifugal force X
times the eccentric length XL. The moment of the radial
force is equal to the radial force P times the radial force
arm length PL. The sum of above-mentioned forces and
moments become a joint force and a joint moment ap-
plying to the front shaft seat 433. The eccentric centrifugal
force X, which is generated from the wear of the ceramic
bearing 79 to become bigger gap, is the main variation
loading source of the stationary shaft 3. The more the
wear is, the greater the eccentric centrifugal force X is.
The longest moment arm is the eccentric length XL from
the middle of the ceramic bearing 79 to the middle of the
front shaft seat 433. The shortest moment arm is the
radial force arm length PL. The radial force P causes a
tilt between the axis of the inner rotor 7 and the axis of
the stationary shaft 3, which leads to a continuous defor-
mation of the supporting structure, and the deformation
takes place on the front support 43.
[0064] Being subject to a reference line A as the center
reference point positioning at middle of the rib plate 431,
the joint force of the front shaft seat 433 is applied by the
inner rotor weight W, the eccentric centrifugal force X
and the radial force P together, and the moments thereof
are borne by the front support 43. The value of the mo-
ment is equal to the joint force of the front shaft seat 433
times an arm length AB.
[0065] Please refer to FIG. 6. The strength of the con-
tainment shell 41 (refer to FIG. 1A together) made of the
anti-corrosion material is reduced when the temperature
rises, the deformation happens due to the rise of the pres-
sure as well. Being subject to a reference line C as the
center reference point of the rear shaft seat 413 of the
containment shell 41, the rear shaft seat 413 is applied
by a less portion of the joint force, and the joint force is
mainly applied on the front shaft seat 433. The arm length
BC, a distance from the reference line B to the reference
line C, times the applying force is the value of the applying
moment at the rear shaft seat 413. The arm length BC
is longer than the arm length AB (i.e. the rear shaft seat
413 bears less moment and force), so most of the forces
and moments are borne by the front support 43 via the
stationary shaft 3.
[0066] Please refer to FIG. 7, which is a cross-sectional
view of a composited containment shell 41 bearing a
force and a moment according to the second embodi-
ment. The front end of the composited stationary shaft
3a is supported by the front support 43 of the pump casing
4, and the rear end of the composited stationary shaft 3a
is supported by the rear shaft seat 413 (refer to FIG. 1B
together) of the containment shell 41. The composited
stationary shaft 3a comprises the ceramic shaft sleeve

33, the metal shaft 32 and the sealing nut 323. The metal
shaft 32 passes through the sleeve central hole 332 of
the ceramic shaft sleeve 33. The end of the screw part
of the metal shaft 32 is fixed with the thread hole 433b
positioned at the center of the front shaft seat 433 of the
front support 43. Another end of the screw part utilizes
the tied nut 321 to press against the rear surface of the
ceramic shaft sleeve 33. Therefore, the combined sta-
tionary shaft 3a with high stiffness is formed. The sealing
nut 323 is tightly fixed on the rear end of the metal shaft
32 for sealing the composited stationary shaft 3a up com-
pletely. The cylindrical outer diameter of the sealing nut
323 is supported by the rear shaft seat 413 of the con-
tainment shell 41.
[0067] The middle portion of the composited stationary
shaft 3a mates with the ceramic bearing 79 of the inner
rotor 7 rotating accordingly. The length of the middle por-
tion meets with the length of the ceramic bearing 79 to
bear the combined force from the inner rotor 7.
[0068] The rib plates 431 and the front shaft seat 433
of the metal front support 43 offer the highly stiff support
for the composited stationary shaft 3a to overcome the
problem of reducing the strength of the plastic material
when temperature rises.
[0069] Please refer to FIG. 7. When the radial forces
P and the moments apply to the composited stationary
shaft 3a, the front support 43 is applied by the radial forc-
es P and the moments as well, generating the deforma-
tion and the movement of the front support 43.
[0070] Please refer to FIG. 7. The center portion of the
composited stationary shaft 3 mates with the ceramic
bearing 79 of the inner rotor 7 so that the composited
stationary shaft 3a supports the rotation of the inner rotor
7 accordingly. The length of the center portion meets with
the length of the ceramic bearing 79. The composited
stationary shaft 3a and the supporting structure thereof
need to bear the multiple forces including an inner rotor
weight W, an eccentric centrifugal force X, a radial force
P and moments thereof. The inner rotor weight W is the
force generated by the weight of the rotor. The eccentric
centrifugal force X is an eccentric centrifugal force of the
centroid of the rotor due to the gap of the ceramic bearing
79. The radial force P is a force applying to the impeller
5 due to an uneven fluid pressure of the volute 47 of the
pump casing 4.
[0071] Please refer to FIG. 7. The multiple forces are
applied to the composited stationary shaft 3a, moments
is generated by moment arms as well. The reference
position of a moment arm is subject to a reference line
A of the front support 43.
[0072] The moment of the weight is equal to the inner
rotor weight W times the weight arm length WL. The mo-
ment of the eccentric centrifugal force is equal to the ec-
centric centrifugal force X times the eccentric length XL.
The moment of the radial force is equal to the radial force
P times the radial force arm length PL. The sum of above-
mentioned forces and moments become a joint force and
a joint moment applying to the front support 43. The ec-
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centric centrifugal force X, which is generated from the
wear of the ceramic bearing 79 to become bigger gap,
is the main variation loading source of the composited
stationary shaft 3a. The more the wear is, the greater the
eccentric centrifugal force X is. The longest moment arm
is the eccentric length XL from the middle of the ceramic
bearing 79 to the middle of the front support 43. The
shortest moment arm is the radial force arm length PL.
The radial force P causes a tilt between the axis of the
inner rotor 7 and the axis of the composited stationary
shaft 3a, which leads to a continuous deformation of the
front support 43.
[0073] The strength of the containment shell 41 (refer
to FIG. 1A together) made of the anti-corrosion material
is reduced when the temperature rises, the deformation
happens due to the rise of the pressure as well. Being
subject to a reference line C as the center reference point
of the rear shaft seat 413 of the containment shell 41,
the rear shaft seat 413 is applied by a very small portion
of the joint force, and the joint force is mainly applied on
the front support 43. The containment shell 41 is de-
signed to only resist the internal pressure of the pumping
liquid.

Claims

1. A magnetic drive pump having a pump casing (4),
an impeller (5), an inner rotor (7), a stationary shaft
(3; 3a), a bracket (91), a casing liner (4a) and a con-
tainment shell (41);
the pump casing (4) made of cast iron or stainless
steel being used for containing the impeller (5), which
is for converting shaft power to hydraulic power;
the casing liner (4a) installed on a wetting side inside
the pump casing (4) for isolating a corrosive fluid;
the pump casing (4) comprising a front support (43),
an inlet (44), a volute (47), an outlet (45), a casing
back flange (42) and the casing liner (4a);
the casing back flange (42) positioned at a rear end
of the pump casing (4) for assembling the bracket
(91) and the containment shell (41);
the front support (43) formed in an inner space of
the inlet (44) to be integrated with each other into
one piece, the front support (43) extending axially to
be a cantilever structure for supporting a stationary
shaft (3; 3a) mating with the inner rotor (7) to drive
the impeller (5); and the magnetic drive pump being
characterized in that:

the front support (43) includes two rib plates
(431), a cone body (432) and a front shaft seat
(433), the front support (43) extends axially to-
ward the inside of the pump casing (4);
the rib plates (431) extend inward from an inner
surface of the inlet (44) of the pump casing (4)
and combine together at a center of an inner
diameter, combining into a right angle structure

where the two rib plates (431) are perpendicular
to each other;
the cone body (432) is formed at the combination
of the two ribs plates (431) and a center of the
cone body (432) corresponds to the center of
the inner diameter of the inlet (44) of the pump
casing (4); the cone body (432) extends inwardly
towards a rear side of the pump casing (4);
the rib plates (431) extend axially according to
an axial length of the cone body (432) and a
width of the rib plates (431) of the front support
(43) is gradually reduced to match with an outer
diameter of the cone body (432), the cone body
(432) passes through a hub aperture (54) of the
impeller (5);
an outer surface of the front support (43) is com-
pletely encapsulated with the corrosion resistant
plastic and is integrated with the casing liner (4a)
of the pump casing (4) into one piece;
the impeller (5) is axially shifted a distance with
respect to the pump casing (4), which makes a
flow center line (513) of the outlet of the impeller
(5) positioned on an inner side of a center line
(451) of the volute (47) of a pump outlet (45), to
get a longer flow distance between the inlet (44)
of the pump casing (4) and the inlet of the im-
peller (5);
a geometry of a shroud curve surface (514a) in
a vicinity of a blade leading edge (511) of the
inlet of the impeller (5) has an adequate radius
of curvature, a hub plate (52) near the stationary
shaft (3; 3a) and in the vicinity of the blade lead-
ing edge (511) is a concave design matching
with a cone curve surface (432a) of the cone
body (432) of the front shaft seat (433);
an inner diameter cylindrical inner surface (44a)
of the inlet (44) of the pump casing (4), a shroud
curve surface (514a) and a shroud surface (514)
form a smooth surface of the impeller (5); the
cone body (432) axially extends to the inlet of
impeller (5) with a conic surface, and the cone
curve surface (432a) and a hub concave surface
(515a) of a hub surface (515) of the impeller (5)
also form a smooth curve surface; and
in the inner space of the inlet (44) of the pump
casing (4) has a smooth variation of a cross-
sectional area; the corrosive fluid enters the inlet
(44) of the pump casing (4) and passes the plate
leading edge (431a) of the rib plates (431), a
flow velocity of the corrosive fluid is increased
and a minimum interference is achieved by the
longer flow distance, and a flow is rectified by
the rib plates (431).

2. The magnetic drive pump according to claim 1,
wherein the stationary shaft (3a) is a composited sta-
tionary shaft structure, the composited stationary
shaft (3a) is a double-sided-supporting structure; a
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front end of the composited stationary shaft (3a) is
supported by the front support (43) of the pump cas-
ing (4) and a rear end of the composited stationary
shaft (3a) is supported by a rear shaft seat (413) of
the containment shell (41); the composited station-
ary shaft (3a) comprises the front shaft seat (433),
a ceramic shaft sleeve (33), a metal shaft (32) and
a sealing nut (323);
a shaft hold (433a) of the front shaft seat (433) with
a thread hole (433b) is not encapsulated inside, and
the thread hole (433b) is used for tightly fixing a
screw part which is at an end of a metal shaft (32)
of the composited stationary shaft (3a); the surface
of the front shaft seat (433) is divided into two ring-
shaped surfaces which are a tied surface (435) and
a sealing surface (43c); the tied surface (435) is
pressed against and attached to a surface of the ce-
ramic shaft sleeve (33) for ensuring a supporting stiff-
ness of the composited stationary shaft (3a), and
keep right compression ratio of a resin enclosure
(43a) at the sealing surface (43c);
the metal shaft (32), of which both ends with screw
parts, passes through a sleeve central hole (332) of
the ceramic shaft sleeve (33); an end of the screw
part of the metal shaft (32) is fixed with a thread hole
(433b) positioned at a center of the front shaft seat
(433) of the front support (43), the other end of the
screw part utilizes a tied nut (321) to press against
a rear surface of the ceramic shaft sleeve (33); so a
front end surface (333) of the ceramic shaft sleeve
(33) is tightly pressed against the tied surface (435)
and a sealing surface (43c) of front shaft seat (433)
of the front support (43) to form the composited sta-
tionary shaft (3a) with high stiffness;
the ceramic shaft sleeve (33) has a front surface
tightly pressed against the tied surface (435), and
the sealing surface (43c) tightly pressed against the
front shaft seat (433) of the front support (43) to keep
right compression ratio of the resin enclosure (43a)
at the sealing surface (43c); the rear surface of the
ceramic shaft sleeve (33) is tightly pressed by the
tied nut (321) for ensuring the supporting stiffness
of the composited stationary shaft (3a); and
the sealing nut (323) is a cup-shaped cylindrical met-
al component which is covered with the resin enclo-
sure (322); the sealing nut (323) is tightly fixed on
the rear end of the metal shaft (32) for sealing the
composited stationary shaft (3a) up completely; an
opening surface of the sealing nut (323) is tightly
pressed against the rear surface of the ceramic shaft
sleeve (33).

Patentansprüche

1. Magnetantriebspumpe mit einem Pumpengehäuse
(4), einem Laufrad (5), einem Innenrotor (7), einer
stationären Welle (3; 3a), einem Halter (91), einer

Gehäuseauskleidung (4b) und einer Sicherheitshül-
le (41);
wobei das aus Gusseisen oder Edelstahl bestehen-
de Pumpengehäuse (4) zur Aufnahme des Laufrads
(5) dient, das zur Umwandlung der Wellenleistung
in hydraulische Leistung dient;
wobei die Gehäuseauskleidung (4a) auf einer Be-
netzungsseite innerhalb des Pumpengehäuses (4)
eingebaut ist, um eine korrosive Flüssigkeit zu iso-
lieren;
wobei das Pumpengehäuse (4) eine vordere Stütze
(43), einen Einlass (44), eine Spirale (47), einen Aus-
lass (45), einen hinteren Gehäuseflansch (42) und
die Gehäuseauskleidung (4a) aufweist;
wobei der hintere Gehäuseflansch (42) an einem
hinteren Ende des Pumpengehäuses (4) zum Zu-
sammenbauen des Halters (91) und der Sicherheits-
hülle (41) angeordnet ist;
wobei die vordere Stütze (43) in einem Innenraum
des Einlasses (44) ausgebildet ist, um einstückig mit
diesem zusammengebaut zu werden, wobei sich die
vordere Stütze (43) axial als eine Auslegerstruktur
zum Tragen einer stationären Welle (3; 3a) erstreckt,
die mit dem Innenrotor (7) zum Antrieb des Laufrads
(5) zusammengreift; und
wobei die Magnetantriebspumpe dadurch gekenn-
zeichnet ist, dass:

die vordere Stütze (43) zwei Rippenplatten
(431), einen Kegelkörper (432) und einen vor-
deren Wellensitz (433) aufweist, wobei die vor-
dere Stütze (43) sich axial in Richtung der In-
nenseite des Pumpengehäuses (4) erstreckt;
wobei die Rippenplatten (431) sich von einer In-
nenseite des Einlasses (44) des Pumpengehäu-
ses (4) nach innen erstrecken und sich in der
Mitte eines Innendurchmessers zu einer recht-
winkligen Struktur verbinden, in der sich die bei-
den Rippenplatten (431) zueinander senkrecht
sind;
wobei der Kegelkörper (432) an der Verbindung
der beiden Rippenplatten (431) ausgebildet ist
und eine Mitte des Kegelkörpers (432) der Mitte
des Innendurchmessers des Einlasses (44) des
Pumpengehäuses (4) entspricht; wobei der Ke-
gelkörper (432) sich nach innen zu einer Rück-
seite des Pumpengehäuses (4) erstreckt;
wobei die Rippenplatten (431) sich axial ent-
sprechend einer axialen Länge des Kegelkör-
pers (432) erstreckt und eine Breite der Rippen-
platten (431) der vorderen Stütze (43) sich all-
mählich verringert, um zu einem Außendurch-
messer des Kegelkörpers (432) zu passen, wo-
bei der Kegelkörper (432) durch eine Nabenöff-
nung (54) des Laufrads (5) hindurchtritt;
wobei eine Außenfläche des vorderen Trägers
(43) vollständig mit dem korrosionsbeständigen
Kunststoff gekapselt ist und mit der Gehäu-
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seauskleidung (4a) des Pumpengehäuses (4)
einstückig ausgebildet ist;
wobei das Laufrad (5) in Bezug auf das Pum-
pengehäuse (4) um eine Strecke axial verscho-
ben ist, wodurch eine Strömungsmittellinie (513)
des Auslasses des Laufrads (5) auf einer Innen-
seite einer Mittellinie der Spirale (47) eines Pum-
penauslasses (45) gebildet ist, um eine längere
Strömungsstrecke zwischen dem Einlass (44)
des Pumpengehäuses (4) und dem Einlass des
Laufrads (5) zu erhalten;
wobei eine Geometrie einer Mantelkurvenfläche
(514a) nahe einer Schaufelvorderkante des Ein-
lasses (44) des Laufrads (5) einen geeigneten
Krümmungsradius aufweist, wobei eine Naben-
platte (52) nahe der stationären Welle (3; 3a)
und nahe der Schaufelvorderkante eine konka-
ve Ausbildung aufweist, die zu einer Kegelkur-
venfläche (432a) des Kegelkörpers (432) des
vorderen Wellensitzes (433) passt;
wobei eine zylindrische Innenfläche (44a) des
Innendurchmessers des Einlasses (44) des
Pumpengehäuses (4), eine Mantelkurvenfläche
und eine Mantelfläche (514) eine glatte Oberflä-
che des Laufrads (5) bilden; wobei der Kegel-
körper (432) sich axial zum Einlass (44) des
Laufrads (5) mit einer Kegelfläche erstreckt, und
die Kegelkurvenfläche (432a) und eine konkave
Nabenfläche (515a) einer Nabenfläche (515)
des Laufrads (5) ebenfalls eine glatte Kurven-
fläche bilden; und
wobei der Innenraum des Einlasses (44) des
Pumpengehäuses (4) eine gleichmäßige Ände-
rung einer Querschnittsfläche aufweist; wobei
das korrosive Fluid in den Einlass (44) des Pum-
pengehäuses (4) eintritt und die Plattenvorder-
kante (431a) der Rippenplatten (431) passiert,
wobei eine Strömungsgeschwindigkeit des kor-
rosiven Fluids erhöht wird und eine minimale In-
terferenz durch den längeren Strömungsab-
stand erreicht wird, und eine Strömung durch
die Rippenplatten (431) gleichgerichtet wird.

2. Magnetische Antriebspumpe nach Anspruch 1, bei
welcher die stationäre Welle (3a) eine zusammen-
gesetzte stationäre Wellenstruktur ist, wobei die zu-
sammengesetzte stationäre Welle (3a) eine doppel-
seitig stützende Struktur ist; wobei ein vorderes En-
de der zusammengesetzten stationären Welle (3a)
von der vorderen Stütze (43) des Pumpengehäuses
(4) gestützt ist und ein hinteres Ende der zusammen-
gesetzten stationären Welle (3a) von einem hinteren
Wellensitz (418) der Sicherheitshülle (41a) gestützt
ist; wobei die zusammengesetzte stationäre Welle
(3a) den vorderen Wellensitz (433), eine Keramik-
wellenhülse (33), eine Metallwelle (32) und eine
Dichtungsmutter (323) aufweist;
eine Wellenaufnahme (433a) des vorderen Wellen-

sitzes (433) mit einem Gewindeloch (433b) ist nicht
innen gekapselt, und das Gewindeloch (433b) dient
dem festen Anbringen eines Schraubenteils, das an
einem Ende einer Metallwelle (32) der zusammen-
gesetzten stationären Welle (3a) angeordnet ist; wo-
bei die Oberfläche des vorderen Wellensitzes (433)
in zwei ringförmige Oberflächen unterteilt, bei wel-
chen es sich um eine festgelegte Oberfläche (435)
und eine Dichtfläche (43c) handelt; wobei die fest-
gelegte Oberfläche gegen eine Oberfläche der Ke-
ramikwellenhülse (33) gedrückt und an dieser be-
festigt, um eine Stützsteifigkeit der zusammenge-
setzten stationären Welle (3a) sicherzustellen und
das richtige Kompressionsverhältnis eines Kunst-
stoffgehäuses (43a) an der Dichtfläche (43c) auf-
rechtzuerhalten;
die Metallwelle (32), deren beide Enden Schrauben-
teile aufweisen, verläuft durch ein Hülsenmittelloch
(332) der Keramikwellenhülse (33); wobei ein Ende
des Schraubenteils der Metallwelle (32) in einem Ge-
windeloch in der Mitte des vorderen Wellensitzes
(433) der vorderen Stütze (43) befestigt ist, wobei
das andere Ende des Schraubenteils mittels einer
festgelegten Mutter (321) gegen eine Rückseite der
Keramikwellenhülse (33) drückt; wobei eine vordere
Endfläche (333) der Keramikwellenhülse (33) auf
diese Weise fest gegen die festgelegte Fläche (435)
und eine Dichtfläche (43c) des vorderen Wellensit-
zes (433) der vorderen Stütze (43) gedrückt, um die
zusammengesetzte stationäre Welle (3a) mit hoher
Steifheit zu bilden;
die Keramikwellenhülse (33) weist eine fest gegen
die festgelegte Fläche (435) gedrückt Vorderfläche
auf, und die Dichtfläche (43c) ist fest gegen den vor-
deren Wellensitz (433) der vorderen Stütze (43) ge-
drückt, um das richtige Kompressionsverhältnis des
Kunststoffgehäuses (322) an der Dichtfläche (43c)
aufrechtzuerhalten; wobei die Rückseite der Kera-
mikwellenhülse (33) durch die festgelegte Mutter
fest gedrückt wird, um die Stützsteifigkeit der zusam-
mengesetzten stationären Welle (3a) zu gewährleis-
ten; und
die Dichtungsmutter (323) ist ein becherförmiges zy-
lindrisches Metallelement, das von dem Kunststoff-
gehäuse (322) bedeckt ist; wobei die Dichtungsmut-
ter (323) am hinteren Ende der Metallwelle (32) an-
gebracht ist, um die zusammengesetzte stationäre
Welle (3a) vollständig abzudichten; wobei eine Öff-
nungsfläche der Dichtmutter (323) fest gegen die
Rückseite der Keramikwellenhülse (33) gedrückt ist.

Revendications

1. Pompe à entraînement magnétique ayant un corps
de pompe (4), une turbine (5), un rotor interne (7),
un arbre fixe (3 ; 3a), une console (91), un revête-
ment de corps (4a) et une enveloppe de confinement
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(41) ;
le corps de pompe (4) réalisé en fer forgé ou acier
inoxydable étant utilisé pour confiner la turbine (5),
qui sert à convertir la puissance à l’arbre en puis-
sance hydraulique ;
le revêtement de corps (4a) étant installé sur un côté
humide à l’intérieur du corps de pompe (4) pour isoler
un fluide corrosif ;
le corps de pompe (4) comprenant un support avant
(43), un orifice d’admission (44), une volute (47), un
orifice de refoulement (45), une bride arrière de
corps (42) et le revêtement de corps (4a) ;
la bride arrière de corps (42) étant positionnée au
niveau d’une extrémité arrière du corps de pompe
(4) pour assembler la console (91) et l’enveloppe de
confinement (41) ;
le support avant (43) étant formé dans un espace
interne de l’orifice d’admission (44) pour qu’ils soient
intégrés l’un à l’autre en une pièce, le support avant
(43) s’étendant axialement pour être une structure
en porte-à-faux permettant de supporter un arbre
fixe (3 ; 3a) s’accouplant avec le rotor interne (7)
pour entraîner la turbine (5) ; et la pompe à entraî-
nement magnétique étant caractérisée en ce que :

le support avant (43) comporte deux plaques à
nervures (431), un corps de cône (432) et un
siège d’arbre avant (433), le support avant (43)
s’étend axialement vers l’intérieur du corps de
pompe (4) ;
les plaques à nervures (431) s’étendent vers l’in-
térieur depuis une surface interne de l’orifice
d’admission (44) du corps de pompe (4) et se
combinent ensemble au centre d’un diamètre
interne, se combinant en une structure à angle
droit où les deux plaques à nervures (431) sont
perpendiculaires l’une à l’autre ;
le corps de cône (432) est formé au niveau de
la combinaison des deux plaques à nervures
(431) et un centre du corps de cône (432) cor-
respond au centre du diamètre interne de l’ori-
fice d’admission (44) du corps de pompe (4) ; le
corps de cône (432) s’étend vers l’intérieur vers
un côté arrière du corps de pompe (4) ;
les plaques à nervures (431) s’étendent axiale-
ment selon une longueur axiale du corps de cô-
ne (432) et une largeur des plaques à nervures
(431) du support avant (43) est réduite progres-
sivement pour concorder avec un diamètre ex-
terne du corps de cône (432), le corps de cône
(432) passe à travers une ouverture de moyeu
(54) de la turbine (5) ;
une surface externe du support avant (43) est
totalement encapsulée au plastique résistant à
la corrosion et est intégrée au revêtement de
corps (4a) du corps de pompe (4) en une pièce ;
la turbine (5) est décalée axialement d’une dis-
tance par rapport au corps de pompe (4), ce qui

rend une ligne de centre d’écoulement (513) de
l’orifice de refoulement de la turbine (5) position-
née sur un côté interne d’une ligne de centre
(451) de la volute (47) d’un orifice de refoule-
ment de pompe (45), pour obtenir une distance
d’écoulement plus longue entre l’orifice d’admis-
sion (44) du corps de pompe (4) et l’orifice d’ad-
mission de la turbine (5) ;
une géométrie d’une surface de courbe de flas-
que (514a) à proximité d’un bord d’attaque de
pale (511) de l’orifice d’admission de la turbine
(5) a un rayon de courbure adéquat, une plaque
de moyeu (52) près de l’arbre fixe (3 ; 3a) et à
proximité du bord d’attaque de pale (511) est
une conception concave concordant avec une
surface de courbe de cône (432a) du corps de
cône (432) du siège d’arbre avant (433) ;
une surface interne cylindrique de diamètre in-
terne (44a) de l’orifice d’admission (44) du corps
de pompe (4), une surface de courbe de flasque
(514a) et une surface de flasque (514) forment
une surface lisse de la turbine (5) ; le corps de
cône (432) s’étend axialement vers l’orifice d’ad-
mission de la turbine (5) avec une surface coni-
que, et la surface de courbe de cône (432a) et
une surface concave de moyeu (515a) d’une
surface de moyeu (515) de la turbine (5) forment
également une surface de courbe lisse ; et
l’espace interne de l’orifice d’admission (44) du
corps de pompe (4) présente une variation lisse
d’une aire en coupe ; le fluide corrosif entre dans
l’orifice d’admission (44) du corps de pompe (4)
et passe le bord d’attaque de plaque (431a) des
plaques à nervures (431), une vitesse d’écou-
lement du fluide corrosif est augmentée et une
interférence minimale est atteinte par la distan-
ce d’écoulement plus longue, et un écoulement
est redressé par les plaques à nervures (431).

2. Pompe à entraînement magnétique selon la reven-
dication 1, dans laquelle l’arbre fixe (3a) est une
structure d’arbre fixe composite, l’arbre fixe compo-
site (3a) est une structure de support à deux côtés ;
une extrémité avant de l’arbre fixe composite (3a)
est supportée par le support avant (43) du corps de
pompe (4) et une extrémité arrière de l’arbre fixe
composite (3a) est supportée par un siège d’arbre
arrière (413) de l’enveloppe de confinement (41) ;
l’arbre fixe composite (3a) comprend le siège d’arbre
avant (433), un manchon d’arbre en céramique (33),
un arbre en métal (32) et un écrou d’étanchéité
(323) ;
un dispositif de maintien d’arbre (433a) du siège d’ar-
bre avant (433) avec un trou fileté (433b) n’est pas
encapsulé à l’intérieur, et le trou fileté (433b) est uti-
lisé pour fixer fermement une partie de vis qui se
trouve à une extrémité d’un arbre en métal (32) de
l’arbre fixe composite (3a) ; la surface du siège d’ar-
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bre avant (433) est divisée en deux surfaces de for-
me annulaire qui sont une surface liée (435) et une
surface d’étanchéité (43c) ; la surface liée (435) est
appuyée contre et attachée à une surface du man-
chon d’arbre en céramique (33) pour assurer une
raideur de support de l’arbre fixe composite (3a), et
garder un rapport de compression correct d’une en-
ceinte en résine (43a) au niveau de la surface d’étan-
chéité (43c) ;
l’arbre en métal (32), dont les deux extrémités avec
des parties de vis, passe à travers un trou central de
manchon (332) du manchon d’arbre en céramique
(33) ; une extrémité de la partie de vis de l’arbre en
métal (32) est fixée avec un trou fileté (433b) posi-
tionné au centre du siège d’arbre avant (433) du sup-
port avant (43), l’autre extrémité de la partie de vis
utilise un écrou lié (321) pour appuyer contre une
surface arrière du manchon d’arbre en céramique
(33) ; ainsi, une surface d’extrémité avant (333) du
manchon d’arbre en céramique (33) est appuyée fer-
mement contre la surface liée (435) et une surface
d’étanchéité (43c) du siège d’arbre avant (433) du
support avant (43) pour former l’arbre fixe composite
(3a) avec une raideur forte ;
le manchon d’arbre en céramique (33) a une surface
avant appuyée fermement contre la surface liée
(435), et la surface d’étanchéité (43c) appuyée fer-
mement contre le siège d’arbre avant (433) du sup-
port avant (43) pour garder un rapport de compres-
sion correct de l’enceinte en résine (43a) au niveau
de la surface d’étanchéité (43c) ; la surface arrière
du manchon d’arbre en céramique (33) est appuyée
fermement par l’écrou lié (321) pour garantir la rai-
deur de support de l’arbre fixe composite (3a) ; et
l’écrou d’étanchéité (323) est un composant en métal
cylindrique en forme de coupelle qui est couvert par
l’enceinte en résine (322) ; l’écrou d’étanchéité (323)
est fixé fermement sur l’extrémité arrière de l’arbre
en métal (32) pour assurer l’étanchéité de l’arbre fixe
composite (3a) jusqu’à ce qu’elle soit totale ; une
surface d’ouverture de l’écrou d’étanchéité (323) est
appuyée fermement contre la surface arrière du
manchon d’arbre en céramique (33).
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