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Description

[0001] The present invention relates generally to disc
drives storage devices, and more particularly to a storage
device counter-vibration system.
[0002] A hard disc drive (HDD) is a non-volatile storage
device which may store digital data. HDDs are most com-
monly used in personal and laptop computers, as well
as other electronic devices, such as digital video record-
ers (DVRs), cell phones, personal digital assistants, dig-
ital cameras, home video game consoles and digital au-
dio devices. These devices utilize the HDD to store and
retrieve digital information during operation of the devic-
es. Generally, the HDD of an electronic device is con-
tained within the device for ease of use and access to
the digital information.
[0003] To access or store digital information, the HDD
may read or write to a rotating magnetic platter using an
HDD head. However, many HDDs have an imperfect
platter balance, resulting in a rotational vibration or gy-
ration in the HDD as the platter spins. For example, an
imbalanced platter assembly spinning at 5400 rotations
per minute (rpm) may cause a rotational vibration or gy-
ration of the HDD unit at 90 hertz (Hz). Similarly, an im-
balanced assembly spinning at 7200 rpm may vibrate
the HDD unit at 120 Hz. This mechanical movement may
be transferred through the case of the HDD to the elec-
tronic device itself, resulting in a vibration-induced noise
associated with the device. For electronic devices intend-
ed for noiseless or quiet environments, such as a set-top
box of a television system, the vibration or gyration of the
HDD within the electronic device may produce an unin-
tended acoustic annoyance.
[0004] To counteract the vibration or gyration of an im-
balanced HDD module, manufacturers have developed
techniques in an attempt to absorb the rotational vibration
or gyration of an imbalanced HDD module. One common
solution places a series of soft grommets between the
HDD and a mounting bracket to absorb vibration or gy-
ration and prevent it from being transferred to the device
chassis. However, the extreme softness of grommets ca-
pable of absorbing 90-120 Hz makes them vulnerable to
damage if the HDD is ever dropped or knocked.
[0005] JP1178187A describes various ways of mount-
ing a disk drive within a housing. In one example, top and
bottom springs and a damping element are used to sup-
port the disk drive.
[0006] NL1018827 describes a mechanism for mount-
ing a record player in which the record player is supported
by balloons which deform to shield the record player from
external vibration. The level of inflation of the balloons
can be adjusted.
[0007] The invention seeks to provide a method and
system for absorbing rotational vibration of an imbal-
anced platter assembly of a HDD module that allows for
more durability during movement of the device.
[0008] According to a first aspect of the present inven-
tion there is provided a storage device mounting assem-

bly comprising:

a mounting frame defining an upper surface and a
lower surface, the upper surface being coupled to a
storage device;
a plurality of upper concave surfaces coupled to the
mounting frame, each upper concave surface orient-
ed away from the mounting frame;
a plurality of spheres constructed from a vibration
absorption material;
and
a plurality of lower concave surfaces oriented at least
partially beneath the plurality of upper concave sur-
faces and coupled to a mounting bracket, wherein
the plurality of spheres are located between the up-
per and lower concave surfaces such that each
sphere supports an upper concave surface;
wherein the assembly of each sphere between upper
and lower concave surfaces provides a counter-vi-
bration assembly of a first set of plural counter-vi-
bration assemblies;
and the storage device mounting assembly further
comprising a cover releasably coupled to the mount-
ing bracket, such that the cover and the mounting
bracket form a box-like structure, wherein the stor-
age device is encased within the box-like structure;
the storage device mounting assembly further com-
prising:

a second set of plural counter-vibration assem-
blies each comprising a sphere constructed
from a vibration absorption material located be-
tween an upper concave dish surface and a low-
er concave dish surface; and

wherein the upper concave dish surface is coupled to the
cover and the lower concave dish surface is coupled to
the storage device.
[0009] Preferably, at least one bumper assembly is
coupled to an inside surface of the cover, the at least one
bumper assembly cushioning the storage device from
impacting the inside surface of the cover.
[0010] The storage mounting assembly may further
comprise a snap device to releasably couple the cover
to the mounting frame.
[0011] In an embodiment, the assembly comprises
four upper concave surfaces coupled to the mounting
frame; four spheres; and four lower concave surfaces
such that each upper concave surface is associated with
one of the lower concave surfaces and a sphere is ori-
ented between the associated upper and lower concave
surfaces.
[0012] The four upper concave surfaces may be locat-
ed at four corners of the mounting frame.
[0013] Preferably, the sphere is constructed from an
elastomer gel material.
[0014] According to a further aspect of the invention
there is provided a method for absorbing vibrations of a
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storage device comprising:

mounting the storage device on a mounting frame,
the mounting frame including a plurality of first con-
cave surfaces oriented away from the storage de-
vice;
positioning each of the first concave surfaces over
a respective sphere constructed of vibration-absorb-
ing material;
positioning each sphere within a respective second
concave surface, each of the second concave sur-
faces coupled to a mounting bracket, such that each
of the spheres is between the respective first and
second concave surfaces and supports the mount-
ing bracket, and
encasing the storage device within a box-like struc-
ture, the box-like structure comprising a cover and
the mounting bracket;

wherein the assembly of each sphere between first and
second concave surfaces provides a vibration-absorbing
assembly of a first set of plural counter-vibration assem-
blies;
wherein:

a second set of vibration-absorbing assemblies are
provided, each comprising a sphere located be-
tween an upper concave dish surface and a lower
concave dish surface; and

wherein the upper concave dish surface is coupled to the
cover and the lower concave dish surface is coupled to
the storage device.
[0015] Preferably, vibrations of the hard disc drive are
translated through the first concave surface to the
sphere, such that the sphere at least partially absorbs
the vibrations.
[0016] In an embodiment, at least one bumper device
is attached to an inside surface of the cover, the at least
one bumper device being arranged to cushion the stor-
age device from impacting the inside surface of the cover.
[0017] Preferably, the sphere is constructed from an
elastomer gel material.
[0018] Embodiments of the present invention will here-
inafter be described, by way of example, with reference
to the accompanying drawings, in which:

Figure 1 depicts an isometric view of a comparative
example of a hard drive disc housing assembly in-
cluding a counter-vibration mounting assembly,
Figure 2 shows a front view of the example of Figure
1,
Figure 3 shows a side view of the example of Figure
1,
Figure 4 shows a top view of the example of Figure 1,
Figure 5 shows a bottom view of the example of Fig-
ure 1, and
Figure 6 shows a side view of an embodiment of a

hard drive disc housing assembly including a coun-
ter-vibration mounting assembly.

[0019] One implementation of the present invention
may take the form of a system for a storage device coun-
ter-vibration device that may absorb rotational vibration
or gyration of the hard disc drive module or other storage
device. This mounting device may incorporate at least
one soft, plastic sphere and a pair of concave dished
surfaces, configured to face each other and maintain the
sphere between them. The sphere of the counter-vibra-
tion assembly may support the hard disc drive (HDD)
while the weight of the HDD may align the dishes with
each other and over the sphere. In this manner, the
sphere may act as a spring and allow the HDD to vibrate
or gyrate thus minimizing the physical movement trans-
mittance to the rest of the HDD assembly or electronic
device. While the examples and figures below describe
a counter-vibration mechanism in relation to a HDD, it
should be appreciated that the described embodiments
may provide vibration absorption for any data storage
device that may vibrate or gyrate during operation.
[0020] Figure 1 shows an isometric view of a compar-
ative example of a hard drive disc housing assembly
which includes a counter-vibration mounting system in-
corporating spheres. The housing assembly may encase
an HDD and include at least one sphere and concave
surface to absorb the rotational vibration or gyration of
the HDD module. Further, the housing assembly may
also include bumper features to protect the HDD from
damage if the assembly is dropped or knocked. Such a
structure may also act as a barrier to direct acoustic noise
generated by the HDD.
[0021] The housing assembly 100 of Figure 1 may in-
clude a mounting bracket 104 and an HDD cover 102,
such that the mounting bracket and HDD cover may form
a box-like structure to house and encase an HDD 106.
The HDD cover 102 and mounting bracket 104 may be
constructed of any material that may support and protect
the HDD 106. For example, the HDD cover 102 and
mounting bracket 104 may be constructed from a rigid
plastic or sheet metal.
[0022] Further, the HDD cover 102 may attach to, or
otherwise be associated with, the mounting bracket 104
and thereby encase the HDD 106 within the box-like
structure. For example, the HDD cover 102 may include
a snap or other similar structure to secure the HDD cover
to the mounting bracket 104. In the particular implemen-
tation set forth herein, the housing assembly 100 con-
tains at least one tab and slot snap assembly 116, with
the HDD cover 102 containing a tab that engages a slot
located on the mounting bracket 104 such that the tab is
locked in place when engaged. The housing assembly
100 may include any number of snap assemblies 116 to
hold the HDD cover 102 and the mounting bracket 104
together. Further, it should be appreciated that any de-
vice that holds the HDD cover 102 to the mounting brack-
et 104 may be implemented with the examples described
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herein.
[0023] When the HDD cover 102 and mounting bracket
104 are engaged, the HDD 106 may be contained within
the housing assembly 100. To read from and write to the
memory device, an interface opening 108 may be includ-
ed in the housing assembly 100. The interface opening
108 may provide access into the box-like structure cre-
ated by the HDD cover 102 and mounting bracket 104
through which the HDD 106 may be accessed. For ex-
ample, a communication cable may be connected to the
HDD 106 through the opening 108 such that the elec-
tronic device accessing the HDD may communicate with
the drive. For example, a Small Computer System Inter-
face (SCSI), Enhanced Small Disk Interface (ESDI), Ad-
vanced Technology Attachment (ATA) or similar cable
may be connected to the HDD 106 for communication
with the drive: This cable may pass through the box-like
structure created by the HDD cover 102 and mounting
bracket 104 through the interface opening 108.
[0024] As mentioned above, HDDs may be incorporat-
ed within an electronic device to store digital data ac-
cessed or utilized by the device. To facilitate such incor-
poration, the housing assembly 100 may be mounted
within the electronic device using mounting posts 114
included with the mounting bracket 104. For example, a
screw may pass through the mounting post 114 and at-
tach to the electronic device to secure the housing as-
sembly 100 thereto. Generally, the mounting bracket 104
may take any form that facilitates the inclusion of the
HDD 106 within an electronic device. For example, the
mounting bracket 104 may have mounting posts 114 of
varying size to fit the electronic device. Other examples
may not utilize mounting posts at all. In other examples,
the HDD 106 may be separate from an electronic device.
In these examples, the mounting bracket 104 may take
any form that houses the HDD 106, for example, within
a durable box-like structure to protect the HDD within.
[0025] As explained in more detail below, the housing
assembly 100 may include at one or more counter-vibra-
tion assemblies 110. The counter-vibration assemblies
may include at least one sphere and a pair of concave
dished surfaces, configured to face each other and main-
tain the sphere between them. The physical dimensions
and characteristics of the dished surfaces and the sphere
may be dependent on the physical characteristics of the
housing assembly 100. The upper dish may be associ-
ated with the HDD 106 through a mounting frame while
the lower dish may be associated with the mounting
bracket 104. In this manner, the HDD 106 coupled to the
mounting bracket 104 may be supported by the sphere
located between the upper dish and the lower dish. The
housing assembly 100 may also include several bumpers
112 located along the outer edge of the housing assem-
bly. As further explained below, the bumpers 112 may
prevent the HDD 106 from impacting the side walls of
the box-like structure when the assembly is dropped or
knocked.
[0026] Figure 2 depicts a front view of an example of

a hard drive disc housing assembly including a counter-
vibration mounting system incorporating one or more
spheres. The housing assembly shown in Figure 2 is sim-
ilar to the housing assembly shown in Figure 1. This view,
however, depicts the counter-vibration mounting assem-
bly in more detail.
[0027] Similar to Figure 1, the housing assembly 200
shown in this figure may include an HDD cover 202 and
a mounting bracket 204 encasing an HDD 206. As ex-
plained above, the mounting bracket 204 may mount the
housing assembly 200 to an electronic device. The elec-
tronic device may then access the HDD 206 encased
within the housing assembly 200 to store and read digital
information during operation of the device.
[0028] The housing assembly 200 may also include
one or more counter-vibration assemblies 210 to absorb
the rotational vibration or gyration of the HDD module
206 during operation. The counter-vibration assemblies
210 may include a sphere 220 to at least partially absorb
the rotational vibration or gyration of the HDD module
206 and thus reduce transfer of the mechanical move-
ment to the mounting bracket 204. To absorb the vibration
or gyration of the HDD module 206, the sphere 220 may
be constructed of a vibration absorption material, such
as a soft silicone-free elastomer gel material. Further,
the sphere 220 of the counter-vibration assembly 210
may be rigid enough to support the weight of the mounting
frame 226 and HDD 206 such that the HDD does not
contact or rest on the mounting bracket 204, but rather
the sphere 220 itself. Generally, however, the sphere 220
may be constructed from any soft material that may ab-
sorb vibration or gyration caused by the HDD module
206 while also preventing the HDD 206 from contact with
the rest of the housing assembly 200.
[0029] The one or more counter-vibration assemblies
210 may also include an upper dish 222 and a lower dish
224 defining two concave surfaces. The upper dish 222
and the lower dish 224 may be configured to face each
other, such that the center of each concave surface is
axially aligned when the counter-vibration assemblies
210 are in an opposing and inverted position. Further,
the sphere 220 of the counter-vibration assembly 210
may be placed between the upper dish 222 and the lower
dish 224 such that the dish assemblies hold the sphere
220 between, or within, the concave surfaces. As ex-
plained in more detail below, the interaction of the sphere
220 and the two dish surfaces provide support for the
HDD 206 while allowing lateral rotational or gyrational
movement of the HDD during operation, without signifi-
cant mechanical transmission.
[0030] As shown in Figure 2, the lower dish 224 surface
may be attached to or otherwise associated with the
mounting bracket 204 of the housing assembly 200. Fur-
ther, the sphere 220 may be located within the concave
surface of the lower dish 224 of the mounting bracket
204. Generally, the force of gravity acting on the sphere
will centralize the sphere 220 in the middle of the lower
dish 224. The upper dish 222 surface of the counter-
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vibration assemblies 210 may be attached or otherwise
associated with a mounting frame 226. The upper dish
222, and thus the mounting frame 226, may rest on top
of the sphere 220, opposite the lower dish 224, such that
the sphere may be rest between the two concave sur-
faces of the dishes. Thus, in this configuration, the mount-
ing frame 226 may be fully supported within the housing
assembly 200 by the sphere 220. Further, as described
in more detail below, several sphere and dish assemblies
may be included such that the mounting frame 226 is
supported at several points by the several sphere and
dish assemblies.
[0031] The HDD 206 may be mounted on one side of
the mounting frame 226 such that the mounting frame
226 is coupled to the HDD. For example, the HDD 206
may be attached to the mounting frame 226 using screws,
an adhesive, or other suitable attachments. Once at-
tached to the mounting frame 226, the HDD may be fully
supported by the spheres of the one or more counter-
vibration assemblies 210 of the housing assembly 200.
As explained in more detail below, in this configuration
some or all rotational vibration or gyration generated by
the HDD module 206 during operation may be transferred
to the counter-vibration assemblies 210.
[0032] When the HDD 206 is coupled to the mounting
frame 226, any rotational vibration or gyration of the HDD
module 206 may be transferred to the mounting frame,
including the upper dish 222 surface of the counter-vi-
bration assembly 210. Thus, as the HDD 206 vibrates or
gyrates, the mounting frame 226 and upper dish 222 as-
sociated with the mounting frame may move with the
HDD, predominantly in a lateral movement. The move-
ment of the upper dish 222 upon the sphere 220 may
cause the sphere to rotate hence depress within the
counter-vibration assembly. However, the weight of the
HDD 206 and the shape of the dish surfaces may exert
sufficient force on the sphere 220 to recenter the sphere
within the upper and lower dish surfaces. Thus, the
sphere 220 may act in a manner similar to a spring as-
sembly to absorb lateral movement of the HDD 206 and
mounting frame 226 and return the sphere back to the
center location of the dish surfaces. Further, the general
softness of the sphere 220 may absorb a portion of the
vertical movement of the HDD due to the rotational vi-
bration or gyration of the HDD. In this manner, the coun-
ter-vibration assembly 210 may facilitate lateral and ver-
tical movement of the HDD 206 due to the rotational vi-
bration of an imbalanced platter without transferring the
mechanical movement to the rest of the housing assem-
bly.
[0033] Generally, the radius of the sphere 220 and the
upper and lower dish surfaces may vary with physical
characteristics of the example, such as the weight of the
HDD 206 and the rigidity of the sphere 220. In one ex-
ample, the radius of the sphere may be 8 mm while the
radius of the upper and lower dish surfaces may be 12
mm. These dimensions of the sphere 220 and the upper
and lower dish surfaces provide one example of dimen-

sions that may allow the HDD 206 to move laterally in
response to the rotational vibration or gyration of the HDD
module while adequately supporting the HDD from com-
ing into contact with the rest of the housing assembly 200
during vibration.
[0034] Figure 3 depicts a side view of an example of a
hard drive disc housing assembly including a counter-
vibration mounting assembly incorporating spheres. The
housing assembly 300 shown in Figure 3 is similar to the
housing assemblies shown in Figures 1 and 2. Thus, the
housing assembly 300 may include an HDD cover 302
and a mounting bracket 304 encasing an HDD 306. Fur-
ther, the housing assembly 300 may include one or more
sphere and dish surface counter-vibration assemblies as
explained above with reference to Figure 2.
[0035] In addition to the features explained above, the
housing assembly may also include one or more bumper
312 devices configured to cushion the HDD 306 in the
event that the housing assembly 300 is dropped or
knocked. For example, as explained above, the HDD 306
and mounting frame 326 may be fully supported by the
spheres 320 of the counter-vibration assembly. Thus, the
HDD 306 may not be in contact with any other part of the
housing assembly, essentially creating a clearance
space between the HDD and the rest of the housing as-
sembly 300. This clearance space may provide room for
the HDD 306 to vibrate or gyration within the housing
assembly 300 without transferring the mechanical move-
ment to the housing assembly. However, a bumper 312
device may be implemented within the box-like housing
to cushion the HDD 306 from impacting the sides or top
of the housing assembly 300, thereby possibly damaging
the HDD.
[0036] In one example, the bumper device 312 may
include one or more protrusions extending into the box-
like interior of the housing assembly 300. The protrusions
312 may be biased such that they act as springs when
compressed from the inside of the housing assembly.
For example, the bumper 312 of Figure 3 may be a small,
rectangular protrusion attached to or otherwise associ-
ated with the mounting bracket 304. The protrusion 312
may be attached to the mounting bracket 304 at one end
and biased such that when pressed from the inside of
the housing assembly, the protrusion may exert a coun-
ter-force against the pressure. Thus, if the HDD 306 with-
in the housing assembly were to press against the pro-
trusion 312, the bumper may cushion the force with which
the HDD may exert on the side of the housing assembly
300. This cushion may protect the HDD 306 from violently
impacting the interior of the housing assembly 300 box.
Further, several protrusions 312 may be located on each
side and on the top of the box-like interior of the housing
assembly to protect the HDD 306 from every direction.
[0037] Other bumper devices may also be used with
the described implementations. For example, metal
springs may be used to cushion the HDD 306 from im-
pacting the interior of the housing assembly. Other im-
plementations may take the form of, but are not limited
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to, a protective cover placed over the HDD 306 itself, a
set of rubber stoppers and a foam padding placed on the
inside surface of the housing assembly to cushion any
impact. Generally, any device that may cushion the im-
pact between the HDD 306 and the inside surfaces of
the housing assembly when the device is dropped or
knocked may be used with the present implementations.
[0038] Figure 4 depicts a top view of an example of a
hard drive disc housing assembly including a counter-
vibration mounting system incorporating spheres. The
housing assembly shown in Figure 4 is similar to the
housing assembly shown in Figures 1 through 3.
[0039] The example shown in Figure 4 may include a
HDD cover 402 as part of the HDD housing assembly
400 and an interface opening 408 as described above
with reference to Figure 1. Further, this example may
include four counter-vibration assemblies 410 to support
an HDD and absorb the rotational vibration or gyration
caused by an imbalanced platter of the HDD.
[0040] The four counter-vibration assemblies 410 of
the example may be placed on the corners of the housing
assembly 400 on each side, or otherwise positioned as
necessary. Thus, the HDD may be fully supported by the
spheres of the counter-vibration assemblies 410 at each
corner of the HDD device. The support and vibration ab-
sorption may be provided by the counter-vibration as-
semblies 410 in a similar manner as described above
with reference to Figure 2.
[0041] It should be appreciated that the different ex-
amples of the housing assembly 400 may include any
number of counter-vibration assemblies 410 to support
and absorb rotational vibration or gyration from the HDD.
For example, one example may include eight counter-
vibration assemblies 410, one on each corner and one
on each side of the HDD. In another example, only one
counter-vibration assembly 410 may be included, with
the HDD resting on the counter-vibration assembly such
that the assembly may absorb the HDD vibration or gy-
ration.
[0042] Figure 5 depicts a bottom view of an example
of a hard drive disc housing assembly including a coun-
ter-vibration mounting system incorporating spheres.
The housing assembly 500 shown in Figure 5 is similar
to the housing assembly shown in Figures 1 through 4.
[0043] The example shown in Figure 5 may include a
mounting bracket 504 including four counter-vibration as-
semblies 510 located at the corners of the housing as-
sembly 500. An HDD 506 may be attached or otherwise
associated with a mounting frame 526. The mounting
frame 526 may also include an upper dish surface while
the mounting bracket 504 may include a lower dish sur-
face as described above with reference to Figure 2. Fur-
ther, the mounting frame 526 and HDD 506 may be sup-
ported by a sphere of the counter-vibration assemblies
510 such that the sphere may absorb the vibration or
gyration caused by the HDD module during operation.
Further, several bumper devices 512 may protrude into
the clearance space between the HDD 506 and the inside

surface of the housing assembly. The bumper devices
may cushion the HDD 506 from coming into contact with
the housing assembly as described above with reference
to Figure 3. Each of the features shown in Figure 5 may
be similar to the features described above with reference
to Figures 1-4.
[0044] Figure 6 depicts a side view of an embodiment
of a hard drive disc housing assembly including a coun-
ter-vibration mounting assembly incorporating spheres
located above and below the hard disc drive. The coun-
ter-vibration assemblies of the embodiment may support
the HDD and absorb the rotational vibration or gyration
of the HDD module in electronic devices that may operate
in several different orientations.
[0045] The embodiment of Figure 6 may include a sim-
ilar housing assembly as described above, including a
HDD cover 602 and a mounting bracket 604 coupled to
create a box-like structure to encase an HDD. The em-
bodiment may further include bumpers 612 located within
the interior of the box-like structure to cushion the HDD
as described above.
[0046] The embodiment may also include a lower set
of counter-vibration assemblies supporting the bottom of
the HDD in a similar manner described above. For ex-
ample, four counter-vibration assemblies may be located
at the corners of the HDD to support the HDD module
and absorb the rotational vibrations of the platter or plat-
ters. These counter-vibration mounting assemblies may
include a sphere 620 located between an upper dish 622
surface and a lower dish surface 624. The upper dish
622 may be coupled to a lower mounting frame which,
in turn, may be coupled to the bottom of the HDD. The
lower dish 624 may be coupled to the mounting bracket
604 of the housing assembly 600. As described above,
the counter-vibration assemblies may support the HDD
when the HDD is in an upright position and absorb the
vibration or gyration caused by an imbalanced platter as-
sembly of the HDD module.
[0047] The embodiment may also include a second set
of counter-vibration assemblies located at the top of the
HDD. These counter-vibration assemblies may be similar
to the assemblies that support the HDD from the bottom.
Thus, the upper counter-vibration mounting assemblies
may include a sphere 620 located between an upper dish
634 surface and a lower dish surface 632. The upper
dish 634 may be coupled to the HDD cover 602. The
lower dish 632 may be coupled to an upper mounting
frame which, in turn, may be coupled to the top of the
HDD. In alternative embodiments, the HDD may be cou-
pled to a single mounting frame that provides the upper
dish 622 of the lower counter-vibration assemblies and
the lower dish 632 of the upper counter-vibration assem-
blies. Generally, the location and number of top and bot-
tom counter-vibration assemblies may vary.
[0048] The upper and lower set of counter-vibration
mounting assemblies may provide support to the HDD
and absorption of the HDD vibration. Thus, if the HDD
housing assembly is turned upside down, the upper set

9 10 



EP 2 356 656 B1

7

5

10

15

20

25

30

35

40

45

50

55

of counter-vibration assemblies may now support the
HDD, and absorb the vibration or gyration of the HDD
module in a similar manner as described above in relation
to the bottom set of counter-vibration assemblies. Thus,
the HDD device may operate in either the upright orien-
tation or the upside down orientation with the vibration
or gyration of the HDD module being absorbed by the
counter-vibration assemblies.
[0049] It will be appreciated that various modifications
and alterations may be made to the described embodi-
ments within the scope of the accompanying claims.

Claims

1. A storage device mounting assembly comprising:

a mounting frame defining an upper surface and
a lower surface, the upper surface being coupled
to a storage device;
a plurality of upper concave surfaces (622) cou-
pled to the mounting frame, each upper concave
surface oriented away from the mounting frame;
a plurality of spheres constructed from a vibra-
tion absorption material (620); and
a plurality of lower concave surfaces (624) ori-
ented at least partially beneath the plurality of
upper concave surfaces (622) and coupled to a
mounting bracket (604), wherein the plurality of
spheres (620) are located between the upper
and lower concave surfaces such that each
sphere supports an upper concave surface
(622);

wherein the assembly of each sphere (620) between
upper and lower concave surfaces (622;624) pro-
vides a counter-vibration assembly of a first set of
plural counter-vibration assemblies;
and the storage device mounting assembly further
comprising a cover (602) releasably coupled to the
mounting bracket (604), such that the cover (602)
and the mounting bracket form a box-like structure,
wherein the storage device is encased within the
box-like structure;
the storage device mounting assembly further com-
prising:

a second set of plural counter-vibration assem-
blies each comprising a sphere (620) construct-
ed from a vibration absorption material located
between an upper concave dish surface (634)
and a lower concave dish surface (632); and

wherein the upper concave dish surface (634) is cou-
pled to the cover (602) and the lower concave dish
surface (632) is coupled to the storage device.

2. A storage device mounting assembly as claimed in

Claim 1, further comprising at least one bumper as-
sembly (612) coupled to an inside surface of the cov-
er (602), the at least one bumper assembly being
arranged to cushion the storage device from impact-
ing the inside surface of the cover.

3. A storage device mounting assembly as claimed in
Claim 1 or Claim 2, further comprising a snap device
to releasably couple the cover to the mounting brack-
et (604).

4. A storage device mounting assembly as claimed in
any preceding claim,
wherein a set of four first counter-vibration assem-
blies, each comprising a sphere (620) located be-
tween upper and lower concave surfaces (622; 624),
are provided to support the storage device.

5. A storage device mounting assembly as claimed in
Claim 4, wherein the four upper concave surfaces
(622) of the first set of counter-vibration assemblies
are located at four corners of the mounting frame.

6. An apparatus as claimed in any of Claims 1 to 5,
wherein each sphere (620) is constructed from an
elastomer gel material.

7. A method for absorbing vibrations of a storage de-
vice comprising:

mounting the storage device on a mounting
frame, the mounting frame including a plurality
of first concave surfaces (622) oriented away
from the storage device;
positioning each of the first concave surfaces
over a respective sphere (620) constructed of
vibration-absorbing material;
positioning each sphere within a respective sec-
ond concave surface (624), each of the second
concave surfaces coupled to a mounting bracket
(604), such that each of the spheres is between
the respective first and second concave surfac-
es and supports the mounting bracket, and
encasing the storage device within a box-like
structure, the box-like structure comprising a
cover (602) and the mounting bracket (604);

wherein the assembly of each sphere between first
and second concave surfaces (622;624) provides a
vibration-absorbing assembly of a first set of plural
counter-vibration assemblies;
wherein:

a second set of vibration-absorbing assemblies
are provided, each comprising a sphere (620)
located between an upper concave dish surface
(634) and a lower concave dish surface (632);
and

11 12 



EP 2 356 656 B1

8

5

10

15

20

25

30

35

40

45

50

55

wherein the upper concave dish surface (634) is cou-
pled to the cover (602) and the lower concave dish
surface (632) is coupled to the storage device.

8. A method as claimed in Claim 7, wherein vibrations
of a hard disc of the storage device are translated
through the first concave surface (622) to the sphere,
such that the sphere at least partially absorbs the
vibrations.

9. A method as claimed in Claim 7 or Claim 8, wherein
the sphere (620) is constructed from an elastomer
gel material.

Patentansprüche

1. Speichervorrichtungs-Befestigungsanordnung, um-
fassend:

einen Befestigungsrahmen, der eine obere
Oberfläche und eine untere Oberfläche defi-
niert, wobei die obere Oberfläche mit einer Spei-
chervorrichtung gekoppelt ist;
eine Mehrzahl oberer konkaver Oberflächen
(622), die mit dem Befestigungsrahmen gekop-
pelt sind, wobei jede obere konkave Oberfläche
von dem Befestigungsrahmen weggehend aus-
gerichtet ist;
eine Mehrzahl von Sphären, die aus einem
schwingungsdämpfenden Material (620) herge-
stellt sind; und
eine Mehrzahl unterer konkaver Oberflächen
(624), die wenigstens teilweise unterhalb der
Mehrzahl oberer konkaver Oberflächen (622)
ausgerichtet sind und mit einem Befestigungs-
teil (604) gekoppelt sind, wobei die Mehrzahl
von Sphären (620) zwischen den oberen und
unteren konkaven Oberflächen angeordnet ist,
so dass jede Sphäre eine obere konkave Ober-
fläche (622) stützt;

wobei die Anordnung jeder Sphäre (620) zwischen
den oberen und unteren konkaven Oberflächen
(622; 624) eine Schwingungsdämpfungsanordnung
einer ersten Gruppe mehrerer Schwingungsdämp-
fungsanordnungen bereitstellt;
und wobei die Speichervorrichtungs-Befestigungs-
anordnung ferner eine Abdeckung (602) umfasst,
die lösbar mit dem Befestigungsteil (604) gekoppelt
ist, so dass die Abdeckung (602) und das Befesti-
gungsteil eine kastenartige Struktur bilden, wobei
die Speichervorrichtung in die kastenartige Struktur
eingeschlossen ist;
wobei die Speichervorrichtungs-Befestigungsan-
ordnung ferner folgendes umfasst:

eine zweite Gruppe mehrerer Schwingungs-

dämpfungsanordnungen, die jeweils eine Sphä-
re (620) umfassen, die aus einem zwischen ei-
ner oberen konkaven Schüsseloberfläche (634)
und einer unteren konkaven Schüsseloberflä-
che (632) angeordneten Schwingungsdämp-
fungsmaterial besteht; und

wobei die obere konkave Schüsseloberfläche (634)
mit der Abdeckung (602) gekoppelt ist, und wobei
die untere konkave Schüsseloberfläche (632) mit
der Speichervorrichtung gekoppelt ist.

2. Speichervorrichtungs-Befestigungsanordnung
nach Anspruch 1, ferner umfassend wenigstens eine
Stoßfängeranordnung (612), die mit einer inneren
Oberfläche der Abdeckung (602) gekoppelt ist, wo-
bei die wenigstens eine Stoßfängeranordnung so
angeordnet ist, dass sie die Speichervorrichtung ge-
gen einen Stoß an die innere Oberfläche der Abde-
ckung abdämpft.

3. Speichervorrichtungs-Befestigungsanordnung
nach Anspruch 1 oder 2, ferner umfassend eine
Schnappvorrichtung zum lösbaren Koppeln der Ab-
deckung an das Befestigungsteil (604).

4. Speichervorrichtungs-Befestigungsanordnung
nach einem der vorstehenden Ansprüche,
wobei eine Gruppe von vier ersten Schwingungs-
dämpfungsanordnungen, die jeweils eine Sphäre
(620) umfassen, die zwischen oberen und unteren
konkaven Oberflächen (622; 624) angeordnet sind,
bereitgestellt sind zum Stützen der Speichervorrich-
tung.

5. Speichervorrichtungs-Befestigungsanordnung
nach Anspruch 4, wobei sich die vier oberen konka-
ven Oberflächen (622) der ersten Gruppe von
Schwingungsdämpfungsanordnungen an vier
Ecken des Befestigungsrahmens befinden.

6. Vorrichtung nach einem der Ansprüche 1 bis 5, wo-
bei jede Sphäre (620) aus einem elastomeren Gel-
material hergestellt ist.

7. Verfahren zur Dämpfung der Schwingungen einer
Speichervorrichtung, umfassend:

Befestigen der Speichervorrichtung an einem
Befestigungsrahmen, wobei der Befestigungs-
rahmen eine Mehrzahl oberer konkaver Ober-
flächen (622) aufweist, die von dem Befesti-
gungsrahmen weggehend ausgerichtet sind;
Positionieren jeder Oberfläche der ersten kon-
kaven Oberflächen über einer entsprechenden
Sphäre (620), die aus einem schwingungs-
dämpfenden Material hergestellt ist;
Positionieren jeder Sphäre in einer entspre-
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chenden zweiten konkaven Oberfläche (624),
wobei jede zweite konkave Oberfläche mit ei-
nem Befestigungsteil (604) gekoppelt ist, so
dass sich jede Sphäre zwischen den entspre-
chenden ersten und zweiten konkaven Oberflä-
chen befindet und das Befestigungsteil stützt;
und
Einschließen der Speichervorrichtung in einer
kastenartigen Struktur, wobei die kastenartige
Struktur eine Abdeckung (602) und das Befes-
tigungsteil (604) umfasst;

wobei die Anordnung jeder Sphäre zwischen den
ersten und zweiten konkaven Oberflächen (622;
624) eine Schwingungsdämpfungsanordnung einer
ersten Gruppe mehrerer Schwingungsdämpfungsa-
nordnungen bereitstellt;
wobei

eine zweite Gruppe von Schwingungsdämp-
fungsanordnungen bereitgestellt wird, die je-
weils eine Sphäre (620) umfassen, die zwischen
einer oberen konkaven Schüsseloberfläche
(634) und einer unteren konkaven Schüsselo-
berfläche (632) angeordnet ist; und

wobei die obere konkave Schüsseloberfläche (634)
mit der Abdeckung (602) gekoppelt ist, und wobei
die untere konkave Schüsseloberfläche (632) mit
der Speichervorrichtung gekoppelt ist.

8. Verfahren nach Anspruch 7, wobei Schwingungen
einer Festplatte der Speichervorrichtung über die
erste konkave Oberfläche (622) auf die Sphäre über-
tragen werden, so dass die Sphäre die Schwingun-
gen wenigstens teilweise absorbiert.

9. Verfahren nach Anspruch 7 oder 8, wobei die Sphäre
(620) aus einem elastomeren Gelmaterial herge-
stellt ist.

Revendications

1. Ensemble de montage de dispositif de stockage
comprenant :

un cadre de montage définissant une surface
supérieure et une surface inférieure, la surface
supérieure étant accouplée à un dispositif de
stockage ;
une pluralité de surfaces concaves supérieures
(622) accouplées au cadre de montage, chaque
surface concave supérieure étant orientée à
l’opposé du cadre de montage ;
une pluralité de sphères construites en un ma-
tériau absorbeur de vibrations (620) ; et
une pluralité de surfaces concaves inférieures

(624) orientées au moins partiellement sous la
pluralité de surfaces concaves supérieures
(622) et accouplées à un support de montage
(604), la pluralité de sphères (620) étant situées
entre les surfaces concaves supérieures et in-
férieures de sorte que chaque sphère supporte
une surface concave supérieure (622) ;

l’ensemble de chaque sphère (620) entre les surfa-
ces concaves supérieures et inférieures (622 ; 624)
fournissant un ensemble de contre-vibration d’une
première série d’ensembles de contre-vibration ;
et l’ensemble de montage de dispositif de stockage
comprenant en outre un couvercle (602) accouplé
amovible au support de montage (604), de sorte que
le couvercle (602) et le support de montage forment
une structure du type boîte, le dispositif de stockage
étant placé au sein de la structure du type boîte ;
l’ensemble de montage de dispositif de stockage
comprenant en outre :

une seconde série de plusieurs ensembles de
contre-vibration comprenant chacun une sphè-
re (620) construite en un matériau absorbeur de
vibrations situé entre une surface en cuvette
concave supérieure (634) et une surface en cu-
vette concave inférieure (632) ; et
la surface en cuvette concave supérieure (634)
étant accouplée au couvercle (602) et la surface
en cuvette concave inférieure (632) étant accou-
plée au dispositif de stockage.

2. Ensemble de montage de dispositif de stockage se-
lon la revendication 1, comprenant en outre au moins
un ensemble amortisseur (612) accouplé à une sur-
face intérieure du couvercle (602), l’au moins un en-
semble amortisseur étant disposé pour amortir le
dispositif de stockage lors de l’impact avec la surface
intérieure du couvercle.

3. Ensemble de montage de dispositif de stockage se-
lon la revendication 1 ou 2, comprenant en outre un
dispositif à encliqueter pour accoupler amovible le
couvercle au support de montage (604).

4. Ensemble de montage de dispositif de stockage se-
lon l’une quelconque des revendications précéden-
tes,
une série de quatre ensembles de contre-vibration,
comprenant chacun une sphère (620) située entre
les surfaces concaves supérieures et inférieures
(622 ; 624), étant prévue pour supporter le dispositif
de stockage.

5. Ensemble de montage de dispositif de stockage se-
lon la revendication 4, les quatre surfaces concaves
supérieures (622) de la première série d’ensembles
de contre-vibration étant situées aux quatre coins du
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cadre de montage.

6. Appareil selon l’une quelconque des revendications
1 à 5, chaque sphère (620) étant construite en une
matière de gel élastomère.

7. Procédé d’absorption des vibrations d’un dispositif
de stockage comprenant les étapes consistant à :

monter le dispositif de stockage sur un cadre de
montage, le cadre de montage comprenant une
pluralité de premières surfaces concaves (622)
orientées à l’opposé du dispositif de stockage ;
positionner chacune des premières surfaces
concaves sur une sphère respective (620) cons-
truite en un matériau absorbeur de vibrations ;
positionner chaque sphère au sein d’une secon-
de surface concave (624) respective, chacune
des secondes surfaces concaves étant accou-
plée à un support de fixation (604), de sorte que
chacune des sphères se trouve entre les pre-
mière et seconde surfaces concaves respecti-
ves et supporte le support de montage, et
placer le dispositif de stockage dans une struc-
ture du type boîte, la structure du type boîte com-
prenant un couvercle (602) et le support de mon-
tage (604) ;
l’ensemble de chaque sphère entre les première
et seconde surfaces concaves (622 ; 624) four-
nissant un ensemble absorbeur de vibrations
d’une première série de plusieurs ensembles de
contre-vibration ;
une seconde série d’ensembles absorbeurs de
vibrations étant fournie, comprenant chacun
une sphère (620) située entre une surface en
cuvette concave supérieure (634) et une surface
en cuvette concave inférieure (632) ; et
la surface en cuvette concave supérieure (634)
étant accouplée au couvercle (602) et la surface
en cuvette concave inférieure (632) étant accou-
plée au dispositif de stockage.

8. Procédé selon la revendication 7, les vibrations d’un
disque dur du dispositif de stockage étant transmises
à travers la première surface concave (622) à la
sphère, de sorte que la sphère absorbe au moins
partiellement les vibrations.

9. Procédé selon la revendication 7 ou 8, chaque sphè-
re (620) étant construite en une matière de gel élas-
tomère.
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