
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

69
6 

39
7

B
1

TEPZZ 696¥97B_T
(11) EP 2 696 397 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
03.08.2016 Bulletin 2016/31

(21) Application number: 12768406.6

(22) Date of filing: 06.04.2012

(51) Int Cl.:
H01M 2/18 (2006.01) H01M 10/04 (2006.01)

B29C 65/00 (2006.01) B29C 65/02 (2006.01)

B29C 65/18 (2006.01) B29C 65/78 (2006.01)

B29C 65/80 (2006.01) B32B 37/00 (2006.01)

H01M 10/052 (2010.01) H01M 10/0585 (2010.01)

B29C 65/48 (2006.01) B29C 65/56 (2006.01)

B29L 31/34 (2006.01) B29K 705/00 (2006.01)

B32B 38/00 (2006.01) B32B 38/18 (2006.01)

B32B 37/06 (2006.01) B32B 37/18 (2006.01)

(86) International application number: 
PCT/JP2012/059478

(87) International publication number: 
WO 2012/137906 (11.10.2012 Gazette 2012/41)

(54) SEPARATOR WELDING DEVICE AND SEPARATOR WELDING METHOD

SEPARATORSCHWEISSVORRICHTUNG UND SEPARATORSCHWEISSVERFAHREN

DISPOSITIF ET PROCÉDÉ DE SOUDAGE DE SÉPARATEURS

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(30) Priority: 07.04.2011 JP 2011085748
23.03.2012 JP 2012067823

(43) Date of publication of application: 
12.02.2014 Bulletin 2014/07

(73) Proprietor: Nissan Motor Company, Limited
Kanagawa-ku
Yokohama-shi
Kanagawa 221-0023 (JP)

(72) Inventors:  
• YUHARA, Hiroshi

Kanagawa 243-123 (JP)

• YANAGI, Takahiro
Kanagawa 243-0123 (JP)

• YAMASHITA, Manabu
Kyoto 613-0916 (JP)

(74) Representative: Hoefer & Partner Patentanwälte 
mbB
Pilgersheimer Straße 20
81543 München (DE)

(56) References cited:  
JP-A- 52 023 632 JP-A- 2007 329 111
JP-A- 2009 289 418 US-A- 3 321 353
US-A- 3 874 976 US-A- 5 266 150
US-A- 5 284 002  



EP 2 696 397 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

SEPARATOR WELDING DEVICE AND SEPARATOR 
WELDING METHOD

TECHNICAL FIELD

[0001] The present invention relates to a separator
welding device, and a separator welding method.

BACKGROUND ART

[0002] A packaged electrode, which is made by pack-
aging an electrode between a pair of separators, is known
(see Patent Literature 1).
[0003] According to the technology described in Patent
Literature 1, when packaging an electrode, a positive
electrode is arranged between separators, and, after the
separators are fastened by a fastening member, outer
peripheries of the separators are thermally welded to
each other by a welding member.
[0004] Further examples of devices for welding pack-
aging articles can be found in Patent Literature 2 to 5.
Therein the mechanism of holding and welding of super-
imposed sheets are described in detail.

CITATION LIST

PATENT LITERATURE

[0005]

Patent Literature 1: Japanese Patent Application
Publication No. 2007-329111
Patent Literature 2: US 3,874,976
Patent Literature 3: US 5,284,002
Patent Literature 4: US 3,321,353
Patent Literature 5: US 5,266,150

SUMMARY OF INVENTION

[0006] According to the technology described in Patent
Literature 1, since fastening and thermal welding of the
separators are performed in separate processes, there
is a problem that cycle time is increased.
[0007] An object of the present invention is to provide
a separator welding device and a separator welding
method, by which cycle time required for welding a pair
of separators is reduced so as to improve efficiency in a
separator welding operation, thereby contributing to an
improvement of manufacturing efficiency of an entire bat-
tery.
[0008] A separator welding device according to an as-
pect of the present invention for achieving the above ob-
ject is a welding device which welds a pair of separators.
Joining units of this welding device include joining heads
that are able to move closer to each other and be sepa-
rated from each other with respect to the pair of separa-

tors, and, joining tips that join the separators to each oth-
er, and holding units that fasten the separators are
mounted on the joining heads. The holding units are
mounted on the joining heads so as to be able to move
back and forth between an advanced position beyond
distal ends of the joining tips, and a retracted position
where the holding units are retracted from the advanced
position. A biasing member is provided between the join-
ing head and the holding unit, and biases the holding unit
with a biasing force that moves the holding unit towards
the advanced position. Then, as the joining heads move
closer to each other with respect to the separators, the
holding units come into contact with the separators and
are retracted to the retracted position from the advanced
position, and the distal ends of the joining tips come into
contact with the separators and join the separators to
each other. Meanwhile, as the joining heads are sepa-
rated from each other with respect to the separators from
a state where the distal ends of the joining tips are in
contact with the separators, the distal ends of the joining
tips are separated from the separators in a state where
the separators remain fastened by the holding units. The
holding units move forward to the advanced position from
the retracted position due to the biasing force of the bi-
asing member, and are separated from the separators.
[0009] A separator welding method according to an as-
pect of the present invention for achieving the above ob-
ject is a welding method for welding a pair of separators.
In this welding method, joining heads are moved closer
to each other with respect to the separators, the joining
head including a joining tip that joins the pair of separators
to each other, and a holding unit that fastens the pair of
separators, and, the pair of separators are joined to each
other by the joining tip after the holding unit fastens the
separators. Meanwhile, the joining heads are separated
from each other with respect to the separators, and the
separators are released from fastening by the holding
units after the joining tips are separated from the pair of
separators.

BRIEF DESCRIPTION OF DRAWINGS

[0010]

[Fig. 1] FIG. 1A is a planar view showing an example
of a packaged electrode, and FIG. 1B is a perspec-
tive view schematically showing how an electrode
and a pair of separators are superimposed sequen-
tially from a front end side of a conveying direction
while the electrode and the pair of separators are
conveyed;
[Fig. 2] FIG. 2A and FIG. 2B are planar views show-
ing an enlarged section 2 enclosed by a chain dou-
ble-dashed line in FIG. 1, and explanatory views
used for explaining a location of a "front end" where
the pair of separators is joined to each other;
[Fig. 3] FIG. 3 is a structural view showing a main
part of a production device for the packaged elec-
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trode, to which a separator welding device is applied;
[Fig. 4] FIG. 4 is a block diagram showing a control
system of the production device for the packaged
electrode;
[Fig. 5] FIG. 5A is a planar view showing first joining
units, FIG. 5B is a sectional view taken along the line
5B-5B in FIG. 5A, and FIG. 5C is a sectional view
taken along the line 5C-5C in FIG. 5A, and a view
showing a state at the time of a first joining operation
by which the front ends of lateral edges of the sep-
arators are joined to each other;
[Fig. 6] FIG. 6A is a planar view showing a second
joining unit, and FIG. 6B is a sectional view taken
along the line 6B-6B in FIG. 6A;
[Fig. 7] FIG. 7 is a sectional view showing a state at
the time of a second joining operation or later by
which the lateral edges of the separators are joined
to each other by the first joining units;
[Fig. 8] FIG. 8 is a sectional enlarged view showing
shapes of holding units in the first joining units;
[Fig. 9] FIG. 9A is a sectional view showing a state
before joining heads move closer to each other with
respect to a workpiece, and FIG. 9B is a sectional
view showing a state where the joining heads have
moved closer to each other with respect to the work-
piece, and the holding units are in contact with the
workpiece;
[Fig. 10] FIG. 10A is a sectional view showing a state
where the holding units are in contact with the work-
piece and retracted from an advanced position to a
retracted position, and distal ends of joining tips are
in contact with the workpiece, and FIG. 10B is a sec-
tional view showing a state where the joining heads
are separated from each other with respect to the
workpiece from a state shown in FIG. 10A, so that
the distal ends of the joining tips are thus separated
from the workpiece in a state where the workpiece
remains fastened by the holding units;
[Fig. 11] FIG. 11A to FIG. 11H are views schemati-
cally showing a reciprocating operation of the holding
units in the first joining units;
[Fig. 12] FIG. 12A to FIG. 12G are views schemati-
cally showing the first joining operation in the first
joining units; and
[Fig. 13] FIG. 13 is a graph schematically showing
changes in conveyance speed of the workpiece that
is conveyed by cylindrical rotors, and in speed of the
first joining units that move back and forth over a
plurality of times.

DESCRIPTION OF EMBODIMENTS

[0011] An embodiment of the present invention will be
explained with reference to the accompanying drawings.
In explanations of the drawings, same reference signs
are used for same elements to omit duplicated explana-
tion. A dimensional ratio in the drawings is inflated for
convenience of explanation, and is different from an ac-

tual dimensional ratio.
[0012] An arrow arr shown in FIG. 1A, FIG. 1B, and
FIG. 3 shows a conveying direction in which an electrode
40 and a pair of separators 30 are conveyed when man-
ufacturing a packaged electrode 20. In FIG. 1A, FIG. 1B,
and FIG. 3, a right side in the drawings is a downstream
side of the conveying direction and is referred to as "front"
in each member, and a left side in the drawings is an
upstream side of the conveying direction and is referred
to as "rear" in each member. Also, edges of the separa-
tors, which are located in a direction intersecting with the
conveying direction, are referred to as "lateral edges",
and edges of the separators located in the conveying
direction are referred to as "front edges" and "rear edg-
es". A laminated body, in which the electrode 40 is sand-
wiched between the pair of separators 30, before joining
of the separators 30 is finished, is referred to as a "work-
piece W".
[0013] As shown in FIG. 1A and FIG. 1B, in the pack-
aged electrode 20, the electrode 40 that is a positive elec-
trode or a negative electrode is wrapped in the pair of
separators 30 in a package-like shape. In this embodi-
ment, a positive electrode serves as the packaged elec-
trode 20. The electrode 40 includes a body portion 41 in
which an active material is applied on both surfaces of a
metallic foil, and a tab 42 that is formed of a part of the
metallic foil and electrically connected to other members.
The separators 30 are thin films made of a resin material,
and slightly larger than the body portion 41 of the elec-
trode 40. Only the body portion 41 of the electrode 40 is
sandwiched by the pair of separators 30, and the tab 42
of the electrode 40 is located outside. Lateral edges 31
of the pair of superimposed separators 30 are joined to
each other. Also, at least either front edges 32 or rear
edges 33 of the pair of superimposed separators 30 are
joined to each other. In an example shown in FIG. 1A,
the rear edges 33 of the pair of superimposed separators
30 are joined to each other. The number of junction points
50 in the lateral edges 31 is, for example, five, and the
number of the junction points 50 in the rear edges 33 is,
for example, four.
[0014] Positions of "front ends 51", in which the sepa-
rators 30 are joined to each other, will be explained in
the present description with reference to FIG. 2A and
FIG. 2B. The "front ends 51", in which the separators 30
are joined to each other, may be set freely in a viewpoint
of restraining so-called opening of the superimposed
separators 30. For example, positions of the front ends
51 may be positions aligned with the body portion 41 of
the electrode 40 (FIG. 2A), or literally in corner portions
of the separators 30 (FIG. 2B), as well as positions
aligned with a line on which the active material is applied.
[0015] As shown in FIG. 3, a production device 100 for
the packaged electrode 20, to which a separator welding
device is applied, includes a conveyance unit 200 that
superimposes the electrode 40 and the pair of separators
30 sequentially from the front end 51 side of the convey-
ing direction while conveying the electrode 40 and the
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pair of separators 30, first joining units 300 by which the
lateral edges 31 of the pair of separators 30 are joined
to each other, and second joining units 400 by which at
least either the front edges 32 or the rear edges 33 of
the pair of separators 30 are joined to each other. The
lateral edges 31 of the pair of separators 30 that are su-
perimposed sequentially while being conveyed by the
conveyance unit 200 are joined to each other sequentially
by the first joining units 300 from the front end 51 side of
the conveying direction, and at least either the front edges
32 or the rear edges 33 of the pair of separators 30 are
joined to each other by the second joining units 400 in a
state where conveyance by the conveyance unit 200 is
stopped. In the illustrated example, the rear edges 33 of
the pair of separators 30 are joined to each other by the
second joining units 400. The details are provided below.
[0016] The conveyance unit 200 includes stacking
drums 210 and 220 that are a pair of cylindrical rotors
that hold the pair of separators 30, respectively, an elec-
trode installation unit 230 arranged on the upstream side
of the pair of stacking drums 210 and 220, and a plurality
of downstream-side conveyance units 241 and 242 ar-
ranged on the downstream side of the pair of stacking
drums 210 and 220. A nip part 215, which sandwiches
and holds the workpiece W, is formed between the pair
of stacking drums 210 and 220. A dimension of a gap in
the nip part 215 is adjusted as appropriate depending on
a thickness of the workpiece W. The electrode installation
unit 230 sends the electrode 40, which is formed into a
given shape, into the nip part 215 along a tangential di-
rection. The plurality of downstream-side conveyance
units 241 and 242 are provided in order to convey the
superimposed electrode 40 and the pair of separators
30. In the illustrated example, two downstream-side con-
veyance units 241 and 242 are provided, and the second
joining units 400 are arranged between the downstream-
side conveyance units 241 and 242.
[0017] The electrode installation unit 230 has, for ex-
ample, an adsorption device 231 which adsorbs and is
able to convey the electrode 40, support rollers 232 which
support the electrode 40 conveyed by the adsorption de-
vice 231, and a pair of conveying rollers 233 which send
the electrode 40 into the nip part 215 along the tangential
direction. The adsorption device 231 descends vertically
and adsorbs the electrode 40, and moves to the down-
stream side of the conveying direction after ascending
while keeping the electrode 40 in an approximately hor-
izontal state. Each of the conveying rollers 233 is provid-
ed so as to be able to move closer to each other and be
separated from each other with respect to the electrode
40 conveyed by the adsorption device 231, and sand-
wiches and rotates the electrode 40, thereby sending the
electrode 40 into the nip part 215 along the tangential
direction. The position of the electrode 40 adsorbed by
the adsorption device 231 could be misaligned in the con-
veying direction or misaligned obliquely to the conveying
direction. In the electrode installation unit 230, misalign-
ment of the electrode 40 to be adsorbed and conveyed

is detected in advance by a sensor camera, before the
electrode 40 is adsorbed by the adsorption device 231.
After adsorbing the electrode 40, the adsorption device
231 moves while correcting an orientation of the elec-
trode 40 to an appropriate orientation. Thus, the elec-
trode 40 is conveyed to the nip part 215 in a state where
the electrode 40 is in the appropriate orientation
[0018] The pair of stacking drums 210 and 220 are
arranged to be paired in a vertical direction, and have a
columnar shape, respectively. The pair of stacking drums
210 and 220 are arranged to be perpendicular to the con-
veying direction across a given gap, and rotating shafts
thereof face each other in parallel to each other. Periph-
eral surfaces of the stacking drums 210 and 220 respec-
tively serve as holding surfaces 211 and 221 that hold
the separators 30. The stacking drums 210 and 220 con-
vey the separators 30 that are formed into a given shape,
while holding the separators 30 on the peripheral surfac-
es. A width of the holding surfaces 211 and 221 of the
stacking drums 210 and 220 in a direction of the rotating
shafts is smaller than a width of the separators 30. The
conveyance unit 200 conveys each of the pair of sepa-
rators 30 in a state where the lateral edges 31 protrude
beyond the holding surfaces 211 and 221, respectively.
[0019] Means for holding the separators 30 on the
holding surfaces 211 and 221 of the stacking drums 210
and 220 is not particularly limited, but suction adsorption
or electrostatic adsorption may be applied. For example,
in the suction adsorption method, the holding surfaces
211 and 221 have a plurality of air suction holes. By suc-
tioning air from the air suction holes, the separators 30
are held on the holding surfaces 211 and 221.
[0020] The pair of stacking drums 210 and 220 rotates
in the same direction towards the front of the conveying
direction at the nip part 215. In other words, the stacking
drum 210 on an upper side conveys the separator 30
stuck on the holding surface 211 towards the nip part 215
by rotating in a counterclockwise direction in FIG. 3. The
stacking drum 220 on the lower side conveys the sepa-
rator 30 stuck on the holding surface 221 towards the nip
part 215 by rotating in a clockwise direction. The pair of
stacking drums 210 and 220 are driven and rotated in
synchronization by a stacking drum driving motor 501
connected to the rotating shafts. The controller 500 per-
forms rotation control of the stacking drum driving motor
501.
[0021] In synchronization with rotation of the stacking
drums 210 and 220, the electrode installation unit 230
conveys the electrode 40 in an approximately horizontal
state and sends the electrode 40 into the nip part 215
along the tangential direction. Meanwhile, the pair of
stacking drums 210 and 220 sends the separators 30
stuck on the holding surfaces 211 and 221 into the nip
part 215 with the rotation. Thus, the conveyance unit 200
is able to superimpose and laminate the electrode 40 and
the pair of separators 30 sequentially from the front end
51 side of the conveying direction while conveying the
electrode 40 and the pair of separators 30.
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[0022] The separators 30 are formed by being cut out
from continuous separator members 34 that are let out
sequentially from a non-illustrated separator roll. Timing
rollers 212 and 222 are arranged in the pair of stacking
drums 210 and 220, respectively, and the separator
members 34 are sandwiched and held between timing
rollers 212 and 222 and the stacking drums 210 and 220,
respectively. The controller 500 controls actuation of the
timing rollers 212 and 222, and controls timing for sending
the separator members 34 to the stacking drums 210 and
220. An upper-side separator cutter 213 is provided
above the upper stacking drum 210, and a lower-side
separator cutter 223 is provided below the lower stacking
drum 220. Once the timing rollers 212 and 222 send the
separator members 34 to the stacking drums 210 and
220, the separator members 34 are conveyed while being
stuck on the holding surfaces 211 and 221 of the stacking
drums 210 and 220. By actuating the separator cutters
213 and 223 at the time when the separator members
34 are conveyed to a given position, the separators 30
having a given shape are cut out from the separator mem-
bers 34.
[0023] The two downstream-side conveyance units
241 and 242 are structured from, for example, a first con-
veyer 241 on which the workpiece W, which is sent out
from the nip part 215 of the stacking drums 210 and 220,
is carried and conveyed, and a second conveyer 242
which is located on the downstream side of the first con-
veyer 241 and carries and conveys the workpiece W in
which joining of the lateral edges 31 of the separators 30
is finished. The second joining units 400 are arranged
between the first conveyer 241 and the second conveyer
242. After the rear edges 33 of the pair of separators 30
are joined to each other by the second joining units 400,
the second conveyer 242 conveys the manufactured
packaged electrode 20 towards a stage where process-
ing of a next process will be carried out. The first and
second conveyers 241 and 242 may be structured from,
for example, adsorption conveyers. The first and second
conveyers 241 and 242 has a width dimension that is
smaller than a width of the separators 30, and thus do
not interfere with a later-described reciprocating opera-
tion of the first joining units 300 (see FIG. 6A). The first
and second conveyers 241 and 242 are driven and ro-
tated in synchronization with conveyance of the work-
piece W by conveyer driving motors 502 and 503 con-
nected to rollers. The controller 500 performs rotation
control of the conveyer driving motors 502 and 503. Con-
veyers are used as the plurality of downstream-side con-
veyance units 241 and 242, but other conveying devices
such as adsorption hands may also be used.
[0024] The pair of first joining units 300 are provided
in a vertical direction, and face each other across a con-
veying path through which the superimposed electrode
40 and the pair of separators 30 are conveyed, in other
words, a conveying path of the workpiece W (see FIG.
5B and FIG. 5C). The pair of second joining units 400 is
also provided in the vertical direction, and face each other

across the conveying path of the workpiece W (see FIG.
6B). Because the paired separators 30 are joined to each
other from both surfaces, more uniform joined states may
be created compared to a case where the separators 30
are joined from one surface only. In a case where the
separators 30 having different material properties, in par-
ticular, thermal properties, is applied, adjustments for op-
timization of joining conditions are done easily.
[0025] In the first and second joining units 300 and 400,
means for joining edges of the pair of superimposed sep-
arators 30 is not particularly limited, and any means of
thermal welding, compression bonding, adhesion, and
welding may be applied. In this embodiment, the joining
is performed by thermal welding. This is because it is
possible to join the resin separators 30 to each other
easily.
[0026] As shown in FIG. 5 and FIG. 7, the first joining
units 300 have joining heads 301 that are able to move
closer to each other and be separated from each other
with respect to the workpiece W. Joining tips 302 and
303 that join the separators 30 to each other, and holding
units 304 that fasten the workpiece W are mounted on
the joining heads 301. The holding units 304 are mounted
on the joining heads 301 so as to be able to move back
and forth between an advanced position beyond distal
ends of the joining tips 302 and 303 (FIG. 9A), and a
retracted position retracted from the advanced position
(FIG. 10A). Between the joining heads 301 and the hold-
ing units 304, clamp springs 305 are provided as biasing
members which bias the holding units 304 with a biasing
force that causes the holding units 304 to move towards
the advanced position.
[0027] In the first joining units 300 having the foregoing
structure, as the joining heads 301 move closer to each
other with respect to the workpiece W, the holding units
304 come into contact with the workpiece W and are re-
tracted to the retracted position from the advanced posi-
tion, and the distal ends of the joining tips 302 and 303
come into contact with the workpiece W and perform the
joining (see FIG. 9A, FIG. 9B, and FIG. 10A).
[0028] Meanwhile, as the joining heads 301 are sepa-
rated from each other with respect to the workpiece W
from the state where the distal ends of the joining tips
302 and 303 are in contact with the workpiece W, the
distal ends of the joining tips 302 and 303 are separated
from the workpiece W in a state where the workpiece W
remains fastened by the holding units 304 (FIG. 10A, and
FIG. 10B). The holding units 304 move forward to the
advanced position from the retracted position due to the
biasing force of the clamp springs 305 and are separated
from the workpiece W.
[0029] The first joining units 300 move in a reciprocat-
ing fashion between a rear position on a rear side of the
conveying direction of the workpiece W (a position indi-
cated by a reference sign P1 in FIG. 11A), and a front
position on a front side of the conveying direction of the
workpiece W (a position indicated by a reference sign P2
in FIG. 11C). Also, the first joining units 300 move in the
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vertical direction between a gripping position at which
the workpiece W is gripped by the holding units 304 (a
position indicated by a reference sign P3 in FIG. 12B),
and a release position at which the workpiece W is re-
leased from gripping by the holding units 304 (a position
indicated by a reference sign P4 in FIG. 12A).
[0030] The first joining units 300 are driven by a recip-
rocating drive mechanism 504 that includes a ball screw,
a motor, and so on, so that the first joining units 300 move
back and forth between the rear position P1 and the front
position P2. The first joining units 300 are also driven by
a first vertical drive mechanism 505 that includes a ball
screw, a motor, and so on, so that the first joining units
300 move in the vertical direction between the gripping
position and the release position. The controller 500 con-
trols actuation of the reciprocating drive mechanism 504
and the first vertical drive mechanism 505. The joining
tips 302 and 303 generate heat as electric power is sup-
plied thereto from a first power supply device 507 (see
FIG. 4). The controller 500 controls the first power supply
device, adjusts temperature of the joining tips 302 and
303 by adjusting a quantity and a period of energization
of the joining tips 302 and 303.
[0031] The first joining unit 300 includes the first joining
tip 302 that joins the lateral edges 31 of the pair of sep-
arators 30, and at least one (in the illustrated example,
one) second joining tip 303 that is located on the down-
stream side of the conveying direction compared to the
first joining tip 302, and joins the lateral edges 31 of the
pair of separators 30. The lateral edges 31 of the sepa-
rators 30 are joined to each other at the two joining tips
302 and 303. As shown in FIG. 1A, a plurality of (in the
illustrated example, five) junction points 50 are formed
in the joined separators 30 along the lateral edges 31.
[0032] In the first joining, the front ends 51 of the lateral
edges 31 of the pair of separators 30 that are superim-
posed sequentially while being conveyed by the convey-
ance unit 200 are joined to each other by the first joining
tips 302 on the upstream side before being conveyed to
the second joining tips 303 on the downstream side (see
FIG. 5C). The second joining tips 303 on the downstream
side perform medium-less striking. In second and third
joining after the front ends 51 are joined to each other in
the first joining, the lateral edges 31 of the pair of sepa-
rators 30 conveyed by the conveyance unit 200 are joined
to each other by both of the first joining tips 302 and the
second joining tips 303 (see FIG. 7). The joining opera-
tions are repeated three times in total, thus forming the
five junction points 50.
[0033] The holding units 304 work as clamp members
that sandwich the pair of separators 30 and move togeth-
er with the joining units. By sandwiching the pair of sep-
arators 30 by the holding units 304 working as the clamp
members, and moving the joining units, it is possible to
convey the pair of separators 30.
[0034] It is preferred that the holding units 304 have
tapered portions 310 that expand towards the upstream
side of the conveying direction of the separators 30 (see

FIG. 8). This is because conveyance failure, which is
caused by collision of distal ends of the conveyed elec-
trode 40 and the separators 30 with the holding units 304,
is prevented. A curvature radius r1 in the tapered portions
310 of the holding units 304 is smaller than a curvature
radius R1 of peripheral surfaces of the stacking drums
210 and 220, and a curvature of the tapered portions 310
is larger than a curvature of the peripheral surfaces of
the stacking drums 210 and 220.
[0035] A reference sign O in FIG. 8 indicates a straight
line that connects centers of the pair of stacking drums
210 and 220. It is preferred that the nip part 215 is set
on the line.
[0036] It is preferred that the holding units 304 have a
heat dissipation unit 320. This is for preventing an active
material and so on of the electrode 40 from being affected
negatively by heat accumulated in the holding units 304
through the joining.
[0037] For example, the heat dissipation unit 320 may
be structured by using a highly thermal conductive ma-
terial as a material for forming the holding units 304, or
by heat dissipation fins 321 connected to the holding units
304 as shown in the drawings. It is possible to improve
heat dissipation efficiency of the holding units 304 easily
only by forming the holding units 304 from a highly ther-
mal conductive material such as aluminum. It is possible
to enhance heat dissipation efficiency of the holding units
304 even more by using the heat dissipation fins 321 as
the heat dissipation unit 320.
[0038] In the holding units 304, it is preferred that a
space 322 is formed around the heat dissipation unit 320
for allowing heat to escape. This is because heat dissi-
pation efficiency of the holding units 304 is able to be
improved by creating a flow of air as the first joining units
300 move, and dissipating heat that is released from the
heat dissipation unit 320.
[0039] It is preferred that the holding units 304 are
formed from wall members 324 which are arranged to
surround the first and second joining tips 302 and 303,
respectively, and have openings 323 in which the joining
tips 302 and 303 are located outside (see FIG. 5A). By
arranging the wall members 324 in an angular U-shape,
it is possible to allow heat to escape easily and ensure
a heat-dissipating property of the holding units 304 while
maintaining the original function of the holding units 304,
which is fastening of the separators 30.
[0040] With reference to FIG. 6, the second joining
units 400 include joining heads 401, joining tips 402, hold-
ing units 404, and clamp springs 405 serving as biasing
members, similarly to the first joining units 300. In the
second joining unit 400, as the joining heads 401 move
closer to each other with respect to the workpiece W, the
holding units 404 come into contact with the workpiece
W and are retracted to a retracted position from an ad-
vanced position, and distal ends of the joining tips 402
come into contact with the workpiece W. Meanwhile, as
the joining heads 401 are separated from each other with
respect to the workpiece W from a state where the distal
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ends of the joining tips 402 are in contact with the work-
piece W, the distal ends of the joining tips 402 are sep-
arated from the workpiece W in a state where the work-
piece W remains fastened by the holding units 404, and
the holding units 404 move forward from the retracted
position to the advanced position by a biasing force of
the biasing members 405 and are separated from the
workpiece W.
[0041] The second joining units 400 do not move back
and forth in the conveying direction of the workpiece W,
and only move vertically between a gripping position at
which the workpiece W is gripped by the holding units
404, and a release position at which gripping of the work-
piece W by the holding units 304 is released.
[0042] The second joining units 400 are driven verti-
cally between the gripping position and the release po-
sition by a second vertical drive mechanism 506 including
a ball screw, a motor, and so on. The controller 500 con-
trols actuation of the second vertical drive mechanism
506. The joining tips 402 generate heat as electric power
is supplied thereto by a second power supply device 508
(see FIG. 4). The controller 500 controls the second pow-
er supply device, and adjusts temperature of the joining
tips 402 by adjusting a quantity and a period of energiza-
tion of the joining tips 402.
[0043] The second joining units 400 are provided with
the plurality of (in the illustrated example, four) joining
tips 402. The rear edges 33 of the separators 30 are
joined to each other by the four joining tips 402. As shown
in FIG. 1A, a plurality of (in the illustrated example, four)
junction points 50 are formed in the joined separators 30
along the rear edges 33.
[0044] As shown in FIG. 4, the production device 100
for the packaged electrode 20 has the controller 500 that
controls each part. The controller 500 is mainly structured
from a CPU 510, a memory storing a control program
and so on, an operation panel, and so on. Signals from
various sensors that detect conveyance positions and
orientations of the separators 30 and the electrode 40
are inputted to the CPU 510. The CPU 51 outputs signals
to the stacking drum driving motor 501, the timing rollers
212 and 222, and the conveyer driving motors 502 and
503 in the conveyance unit 200 so as to control actuation
of the same. The CPU outputs signals to the reciprocating
drive mechanism 504, the first vertical drive mechanism
505, and the first power supply device 507 in the first
joining units 300 so as to control actuation of the same.
The CPU also outputs signals to the second vertical drive
mechanism 506, and the second power supply device
508 in the second joining units 400 so as to control ac-
tuation of the same.
[0045] Actions of the production device 100 for the
packaged electrode 20 will be explained with reference
to FIG. 11 and FIG. 12.
[0046] In FIG. 11A to FIG. 11H, a reciprocating oper-
ation of the holding units 304 in the first joining units 300
is shown schematically. In FIG. 12A to FIG. 12G, the first
joining operation by the first joining units 300 is shown

schematically.
[0047] The first joining units 300 move back and forth
between the rear position P1 and the front position P2
(FIG. 11A and FIG. 11C), and move vertically between
the gripping position P3 and the release position P4 (FIG.
12A, and FIG. 12B). In FIG. 11, a solid arrow represents
a forward movement of the first joining units 300, and a
dashed arrow represents a retracting movement of the
first joining units 300. The first joining units 300 move
forward in synchronization with a movement of the sep-
arators 30 by the conveyance unit 200. In order to facil-
itate understanding, FIG. 11B to FIG. 11H show that the
first joining units 300 grip and convey the separators 30.
Meanwhile, FIG. 12 shows a state that the first joining
units 300 move forward in synchronization with convey-
ance of the separators 30.
[0048] First, as shown in FIG 3, the electrode 40 and
the pair of separators 30 are superimposed sequentially
from the front end 51 side of the conveying direction while
being conveyed by the conveyance unit 200. At this time,
the electrode 40 is conveyed to the front in an approxi-
mately horizontal state by the electrode installation unit
230 in the conveyance unit 200 in synchronization with
rotation of the stacking drums 210 and 220, and is sent
into the nip part 215 of the stacking drums 210 and 220
along the tangential direction. Also, the separators 30,
which are cut out into a given shape, are stuck on the
holding surfaces 211 and 221 of the stacking drums 210
and 220, and conveyed towards the nip part 215 with
rotation, by the stacking drums 210 and 220 in the con-
veyance unit 200.
[0049] The upper and lower first joining units 300 are
normally open in the vertical direction and located at the
release position P4 (FIG. 12A). The first joining units 300
are closed when the separators 30 are conveyed thereto,
and grip distal end portions of the lateral edges 31 of the
separators 30 (FIG. 11A and FIG. 11B). The first joining
units 300 reach the gripping position P3 and grip the sep-
arators 30 by using the holding units 304 before the sep-
arators 30 pass through the first joining tips 302 on the
upstream side and reach the second joining tips 303 on
the downstream side (FIG. 12A and FIG. 12B).
[0050] While gripping the separators 30, the first joining
units 300 move to forward up to the front position P2 in
synchronization with rotation of the stacking drums 210
and 220 (FIG. 11C). The first joining units 300 join the
lateral edges 31 of the pair of separators 30 to each other
by using the first joining tips 302 on the upstream side,
while moving from the rear position P1 to the front position
P2 (FIG. 12C and FIG. 12D). The second joining tips 303
on the downstream side perform medium-less striking
(FIG. 12C and FIG. 12D).
[0051] Once the first joining is finished, the upper and
lower first joining units 300 are open and return to the
release position P4, thereby releasing the separators 30
from gripping (FIG. 12E and FIG. 12F). The first joining
units 300 move backward up to the rear position P1 (FIG.
11D and FIG. 12G).
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[0052] The first joining units 300 are closed again,
reach the gripping position P3, grip the lateral edges 31
of the separators 30, and move forward up to the front
position P2 in synchronization with rotation of the stack-
ing drums 210 and 220 (FIG. 11E). The first joining units
300 join the lateral edges 31 of the pair of separators 30
to each other by using both of the first joining tips 302
and the second joining tips 303 while moving from the
rear position P1 to the front position P2.
[0053] Once the second joining is finished, the upper
and lower first joining units 300 are open, return to the
release position P4, and release the separators 30 from
gripping. The first joining units 300 move back up to the
rear position P1 (FIG. 11F).
[0054] The first joining units 300 are closed again,
reach the gripping position P3, grip the lateral edges 31
of the separators 30, and move forward up to the front
position P2 in synchronization with rotation of the stack-
ing drums 210 and 220 (FIG. 11G). The first joining units
300 join the lateral edges 31 of the pair of separators 30
to each other by using both of the first joining tips 302
and the second joining tips 303, while moving from the
rear position P1 to the front position P2.
[0055] Once the third joining is finished, the upper and
lower first joining units 300 are open, return to the release
position P4, and release the separators 30 from gripping.
The first joining units 300 move backward up to the rear
position P1 (FIG. 11H). As stated above, the first joining
units 300 repeats the joining operation for three times in
total, and form the five junction points 50. Since the first
joining units 300 join the lateral edges 31 of the separa-
tors 30 to each other for a plurality of times from the front
end 51 side of the conveying direction, it is possible to
join the lateral edges 31 of the separators 30 to each
other over a wide range.
[0056] The workpiece W, which is sent out from the nip
part 215 of the stacking drums 210 and 220, is placed
on the first conveyer 241 and conveyed. When the joining
operations by the first joining units 300 are finished, the
front of the workpiece W is placed on the second con-
veyer 242. After the workpiece W is conveyed by the
second conveyer 242, and the rear edges 33 of the pair
of separators 30 reach a position of the joining tips 402
of the second joining units 400, conveyance of the work-
piece W by the second conveyer 242 is stopped.
[0057] In a state where the conveyance of the pair of
separators 30 is stopped, the second joining units 400
are closed, reach the gripping position, and grip the rear
edges 33 of the separators 30. The rear edges 33 of the
pair of separators 30 are joined to each other by the four
joining tips 402 while conveyance of the pair of separators
30 remains stopped. The second joining units 400 carry
out the joining operation only once, and form the four
junction points 50 simultaneously in the illustrated exam-
ple.
[0058] Once joining of the rear edges 33 is finished,
the upper and lower second joining units 400 are open,
return to the release position, and release the separators

30 from gripping. Thus, joining of the separators 30 of
the workpiece W is finished, and the packaged electrode
20 is manufactured, in which the lateral edges 31 and
the rear edges of the pair of separators 30 are joined to
each other. The second conveyer 242 is driven again,
and conveys the manufactured packaged electrode 20
to a stage where processing of a next process is per-
formed.
[0059] Thereafter, in a non-illustrated post process, the
packaged electrode 20 that is a positive electrode, the
negative electrode 40 opposite to the positive electrode,
and the packaged electrode 20 that is a positive electrode
are laminated alternately, thereby manufacturing a bat-
tery cell.
[0060] FIG. 13 schematically shows changes in a con-
veyance speed of the workpiece W that is conveyed by
the stacking drums 210 and 220, and a speed of the first
joining units 300 that move back and forth for a plurality
of times. In FIG. 13, it is defined that the velocities change
in a positive direction when moving toward the front of
the conveying direction.
[0061] The workpiece W that passes through the nip
part 215 is conveyed at a speed V1 due to rotation of the
stacking drums 210 and 220. Meanwhile, the first joining
units 300 are moved back and forth between the rear
position P1 and the front position P2 by the reciprocating
drive mechanism 504. Time t in the drawing indicates
time when the first joining units 300 stand by at the rear
position P1 in order to be timed well with conveyance of
the workpiece W, and time t2 indicates time when the
first joining units 300 start moving back and forth and are
accelerating. Time t3 indicates time when the first joining
units 300 are moved so that a relative speed between
the workpiece W and the first joining units 300 approach-
es zero, and time 4 indicates time when the first joining
units 300 are reducing the speed in order to move back-
ward.
[0062] The first joining units 300 join the lateral edges
31 of the superimposed separators 30 to each other while
moving together with the workpiece W. The first joining
units 300 also repeat the joining from the front end 51
side of the conveying direction for a plurality of times (in
this embodiment, three times) while moving. The work-
piece W is wrinkled or a joining failure occurs unless the
workpiece W and the first joining units 300 move at almost
the same speed.
[0063] Thus, in this embodiment, the joining is repeat-
edly performed for a plurality of times from the front end
51 side of the conveying direction while moving the first
joining units 300, which join the lateral edges 31 of the
pair of separators 30 to each other, so that the relative
speed between the workpiece W and the first joining units
300 approaches zero. Since the separators 30 are se-
quentially joined to each other for a plurality of times from
the front end 51 side while being conveyed, it is possible
to reduce process time while preventing the separators
30 from opening. It is also possible to perform good join-
ing without causing wrinkles on the workpiece W.
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[0064] It is preferred that the joining is performed when
the moving speed of the first joining units 300 becomes
constant. This is because equalizing accelerations of the
separators 30 and the first joining units 300 is difficult
itself, and it becomes easier to adjust timing for the joining
compared to a case where the joining is performed while
accelerating the separators 30 and the first joining units
300 concurrently.
[0065] The lateral edges 31 of the pair of separators
30, which is superimposed sequentially while being con-
veyed, are joined to each other sequentially by the first
joining units 300. Thus, it is possible to prevent so-called
opening of the pair of separators 30. Also, when super-
imposing the pair of separators 30 on the electrode 40,
curling and wrinkles of the separators 30 do not occur,
and the joining operation for joining the lateral edges 31
of the pair of separators 30 to each other becomes easier.
[0066] It is preferred that the pair of separators 30 move
together with the first joining units 300 while being sand-
wiched by the holding units 304 that serve as the clamp
members. Since it is possible to join the separators 30
to each other while positions of the separators 30 are
fixed by the holding units 304, highly accurate joining is
performed.
[0067] In this embodiment, various operations stated
below are realized because the conveyance unit 200, the
first joining units 300, and the second joining units 400
have the structures stated above, and further, the con-
troller 500 controls actuation of the conveyance unit 200,
the first joining units 300, and the second joining units
400.
[0068] This means that the joining heads 301 including
the joining tips 302 and 303, which join the pair of sepa-
rators 30 to each other, and the holding units 304 that
fasten the workpiece W in which the electrode 40 is sand-
wiched between the pair of separators 30, are moved
closer to each other with respect to the workpiece W.
After the workpiece W is fastened by the holding units
304, the pair of separators 30 is joined to each other by
the joining tips 302 and 303. Then, after the joining heads
301 are separated from each other with respect to the
workpiece W, and the joining tips 302 and 303 are sep-
arated from the pair of separators 30, the workpiece W
is released from clamp by the holding units 304.
[0069] Thus, it is possible to perform fastening of the
workpiece W by the holding units 304 and joining by the
joining tips 302 and 303 within a single process only in
one action which is moving the joining heads 301 closer
to each other with respect to the workpiece W, and it is
thus possible to reduce cycle time. It thus becomes pos-
sible to shorten cycle time required for packaging the
electrode 40 between the pair of separators 30, thereby
improving manufacturing efficiency of the packaged elec-
trode 20, which contributes to improvement of manufac-
turing efficiency of an entire battery. Since the joining is
performed by the joining tips 302 and 303 after the work-
piece W is fastened by the holding units 304, it is possible
to perform the joining accurately. Moreover, after the join-

ing, the workpiece W is fastened by the holding units 304
until the joining tips 302 and 303 are separated from the
workpiece W. Therefore, when the distal ends of the join-
ing tips 302 and 303 are separated from the junction
points 50, the joined separators 30 are not peeled off
from each other. Although the first joining units 300 have
been explained, the second joining units 400 have the
similar structure, and similar effects. According to the
separator welding device, which is applied to the produc-
tion device 100 for the packaged electrode 20, it is pos-
sible to perform fastening of the separators 30 by using
the holding units 304, and joining by using the joining tips
302 and 303 within a single process only in one action
which is moving the joining heads 301 closer to each
other with respect to the separators 30, and it is thus
possible to reduce cycle time. It thus becomes possible
to shorten cycle time required for welding the pair of sep-
arators 30, and to improve efficiency of a separator weld-
ing operation, which contributes to improvement of man-
ufacturing efficiency of an entire battery. Since the joining
is performed by the joining tips 302 and 303 after the
separators 30 are fastened by the holding units 304, it is
possible to perform the joining accurately. Moreover, af-
ter the joining, the separators 30 are fastened by the hold-
ing units 304 until the joining tips 302 and 303 are sep-
arated from the separators 30. Therefore, when the distal
ends of the joining tips 302 and 303 are separated from
the junction points 50, the joined separators 30 are not
peeled off from each other.
[0070] The holding units 304 have tapered portions
310 that expand towards the upstream side of the con-
veying direction of the separators 30. Thus, conveyance
failure, which is caused by collision of distal ends of the
conveyed electrode 40 and the separators 30 with the
holding units 304, is prevented.
[0071] The pair of first joining units 300 is provided to
face each other across a conveying path through which
the superimposed electrode 40 and the pair of separators
30 are conveyed, in other words, a conveying path of the
workpiece W, and the pair of second joining units 400 is
provided to face each other across the conveying path
of the workpiece W. Therefore, because the paired sep-
arators 30 are joined to each other from both surfaces,
more uniform joined states may be created compared to
a case where the separators 30 are joined from one sur-
face only. In a case where the separators 30 having dif-
ferent material properties, in particular, thermal proper-
ties, are applied, adjustments to optimize joining condi-
tions are done easily.
[0072] Thermal welding is applied to the joining. Thus,
it is possible to join the resin separators 30 to each other
easily.
[0073] The holding units 304 include the heat dissipa-
tion units 320. Thus, an active material and so on of the
electrode 40 are prevented from being affected negative-
ly by heat accumulated in the holding units 304 through
the joining.
[0074] For example, the heat dissipation units 320 may
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be structured by use of a highly thermal conductive ma-
terial as a material for forming the holding units 304, or
by heat dissipation fins 321 connected to the holding units
304 as shown in the drawings. It is possible to improve
heat dissipation efficiency of the holding units 304 easily
only by forming the holding units 304 from a highly ther-
mal conductive material. It is possible to enhance heat
dissipation efficiency of the holding units 304 even more
by using the heat dissipation fins 321 as the heat dissi-
pation units 320.
[0075] A space 322 is formed around the heat dissipa-
tion units 320 for allowing heat to escape. Thus, a flow
of air is created as the first joining units 300 move to
dissipate heat that is released from the heat dissipation
units 320, thereby improving heat dissipation efficiency
of the holding units 304.
[0076] The holding units 304 are formed from wall
members 324 which are arranged to surround the first
and second joining tips 302 and 303, respectively, and
have openings 323 in which the joining tips 302 and 303
are located outside. By arranging the wall members 324
in an angular U-shape, it is possible to allow heat to es-
cape easily and ensure a heat-dissipating property of the
holding units 304 while maintaining the original function
of the holding units 304, which is fastening of the sepa-
rators 30.
[0077] The present invention has the following features
other than the foregoing.
[0078] While conveying and sequentially superimpos-
ing the electrode 40 and the pair of separators 30 from
the front end 51 side of the conveying direction, the lateral
edges 31 of the pair of separators 30 are joined to each
other sequentially from the front end 51 side of the con-
veying direction so as to package the electrode 40, and
then, the rear edges 33 of the pair of separators 30 are
joined to each other in the state where conveyance of
the pair of separators 30 is stopped.
[0079] Thus, because the lateral edges 31 of the pair
of separators 30, which are superimposed sequentially
while being conveyed, are joined to each other sequen-
tially by the first joining units 300 from the front end 51
side of the conveying direction, it is possible to prevent
so-called opening of the pair of separators 30. When su-
perimposing the pair of separators 30 on the electrode
40, curling and wrinkles of the separators 30 do not occur,
and the joining operation for joining the lateral edges 31
of the pair of separators 30 to each other is done easily.
Also, since the rear edges 33 of the pair of separators
30 are joined to each other by the second joining units
400, the separators 30 are joined to each other not only
in the two lines that face each other in a planar view, but
also in an other line. After the pair of separators 30 is
superimposed on the electrode 40, curling and wrinkles
of the separators 30 do not occur, and no complex op-
eration is required for correcting curling and wrinkles.
Thus, curling and wrinkles of the separators 30 are pre-
vented from happening when the pair of separators 30
are superimposed on the electrode 40, and thereafter,

thereby achieving more efficient manufacturing of the
packaged electrode 20, which contributes to improve-
ment of manufacturing efficiency of an entire battery.
[0080] Incidentally, in a case where a product is mass-
produced through a number of processes such as various
working processes, assembly processes, and inspection
processes, a conveyance takt time is determined, and,
after processing time in each process is equalized, a
workpiece that is processed in the respective processes
is moved to a next process. Reducing the number of proc-
esses by performing more than one processing within a
limit of the determined conveyance takt time so as to
achieve improved manufacturing efficiency is an impor-
tant challenge in mass-production technologies.
[0081] Although it is possible to join the rear edges 33
of the pair of separators 30 to each other in a different
process, the number of processes is increased, and total
manufacturing time may be extended, and it is thus im-
possible to satisfy a demand for improvement of manu-
facturing efficiency. The packaged electrode 20 has a
form in which the electrode 40 is sandwiched between
the pair of separators 30, and the electrode 40 and the
pair of separators 30 must be conveyed in synchroniza-
tion, so conveyance is performed and stopped repeatedly
to control timing. By utilizing such conveyance stop time
for controlling timing, it is possible to join the rear edges
33 of the pair of separators 30 to each other within a limit
of a determined conveyance takt time in the state where
the conveyance by the conveyance unit 200 is stopped.
Therefore, it is possible to join the rear edges 33 of the
separators 30, in addition to the lateral edges 31 of the
separators 30, to each other without reducing a speed
of packaging the electrode 40 in the pair of separators 30.
[0082] The second joining units 400 are arranged be-
tween the downstream-side conveyance units 241 and
242 (between the first conveyer 241 and the second con-
veyer 242), and the rear edges 33 of the separators 30
are joined to each other in a middle of a conveying route
of the superimposed electrode 40 and the pair of sepa-
rators 30. Thus, it is possible to join the rear edges 33 of
the separators 30, which are portions that were super-
imposed on the stacking drums 210 and 220, to each
other, without reducing the speed of packaging the elec-
trode 40 in the pair of separators 30.
[0083] The pair of separators 30 is conveyed in a state
where the lateral edges 31 protrude beyond the holding
surfaces 211 and 221, respectively. Thus, it is possible
to arrange the first joining units 300 at locations where
the pair of separators 30 are separated from the holding
surfaces 211 and 221 of the stacking drums 210 and 220,
in other words, locations next to the nip part 215, without
interference with the stacking drums 210 and 220. It is
possible to perform the joining operation for joining the
lateral edges 31 of the pair of the separators 30 to each
other from the front end 51 side of the conveying direction
immediately after the pair of separators 30 are superim-
posed and separated from the holding surfaces 211 and
221. Hence, the front ends 51 of the conveying direction,
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in which the pair of separators 30 that are superimposed
on each other, are joined to each other immediately after
the front ends 51 are separated from the stacking drums
210 and 220. When the front ends 51 of the pair of sep-
arators 30 are joined to each other, rear edge sides of
the pair of separators 30 are conveyed while being sand-
wiched by the stacking drums 210 and 220. Therefore,
it is possible to join the pair of separators 30 while re-
straining wrinkles and lamination misalignment of the pair
of separators 30. Thus, it is possible to prevent so-called
opening of the separators 30 more effectively.
[0084] The pair of separators 30 are held on the sur-
faces of a pair of cylindrical rotors, in other words, the
stacking drums 210 and 220, respectively, and conveyed
towards the electrode 40. Thus, the pair of separators 30
are held and conveyed on arc surfaces, thereby making
it easier to superimpose the lateral edges 31 on each
other sequentially while conveying the pair of separators
30.
[0085] The pair of first joining units 300 is provided so
as to face each other across the conveying path through
which the superimposed electrode 40 and the pair of sep-
arators 30 are conveyed. In addition, the pair of second
joining units 400 is provided so as to face each other
across the conveyance through which the superimposed
electrode 40 and the separators 30 are conveyed. There-
fore, since the paired separators 30 are joined to each
other from both surfaces thereof, it is possible to create
a more uniform joined state compared to a case where
the joining is performed only from one surface. In a case
where the separators 30 having different properties, in
particular, thermal properties, are applied, adjustments
to optimize joining conditions are done easily.
[0086] Further, among the two joining tips 302 and 303,
the first joining tips 302 on the upstream side join the
front ends 51 in the lateral edges 31 of the pair of sepa-
rators 30 to each other before the front ends 51 are con-
veyed to the second joining tips 303 on the downstream
side of the conveying direction, while the electrode 40
and the pair of separators 30 are being superimposed
sequentially from the front end 51 side of the conveying
direction while being conveyed.
[0087] Thus, since the front ends 51 in the lateral edges
31 of the pair of separators 30, which are superimposed
sequentially while being conveyed, are joined to each
other by the first joining tips 302 on the upstream side in
the first joining units 300, it is possible to prevent so-
called opening of the pair of separators 30. When super-
imposing the pair of separators 30 on the electrode 40,
no curling and wrinkles of the separators 30 happen, and
the joining operation for joining the lateral edges 31 of
the pair of separators 30 to each other is easily done.
Therefore, curling and wrinkles of the separators 30 are
prevented when superimposing the pair of separators 30
on the electrode 40, thereby making it possible to achieve
improvement of manufacturing efficiency of the pack-
aged electrode 20, which contributes to improvement of
manufacturing efficiency of an entire battery.

[0088] After the joining of the front ends 51 is finished,
the lateral edges 31 of the pair of separators 30 that are
conveyed are joined to each other by the plurality of join-
ing tips 302 and 303. Since the lateral edges 31 of the
pair of separators 30 are joined to each other by the plu-
rality of joining tips 302 and 303, joining time is reduced,
thus speeding up manufacturing.
[0089] When joining the front ends 51 to each other,
the joining may be performed by actuating the first joining
tips 302 on the upstream side only. Thus, it is not nec-
essary to actuate the second joining tips 303 on the down-
stream side when joining the front ends 51 to each other,
thereby avoiding medium-less striking by the second join-
ing tips 303 on the downstream side.
[0090] Also, the joining is performed repeatedly for a
plurality of times from the front end 51 side of the con-
veying direction, while moving the joining units, which
join the lateral edges 31 of the pair of separators 30, so
that a relative speed between the workpiece W and the
joining units approaches zero.
[0091] Thus, since the separators 30 are welded to
each other for a plurality of times sequentially from the
front end 51 side while being conveyed, it is possible to
reduce process time while preventing opening of the sep-
arators 30. Also, it is possible to perform good joining
without causing wrinkles on the separators 30.
[0092] Joining is performed when a moving speed of
the first joining units 300 becomes constant. Equalizing
accelerations of the separators 30 and the first joining
units 300 is difficult itself. Therefore, compared to a case
where joining is performed while accelerating the sepa-
rators 30 and the first joining units 300 concurrently, it
becomes easier to adjust timing for joining, and, as a
result, joining is performed highly accurately.

(Modified Examples)

[0093] Although the form was described, in which the
rear edges 33 of the separators 30 are joined by the sec-
ond joining units 400, the front edges 32 or both of the
front and rear edges 32 and 33 may be joined by the
second joining units 400.
[0094] Although the pair of stacking drums 210 and
220 is arranged vertically, the pair of stacking drums 210
and 220 may be arranged in a different direction. The
electrode 40 is conveyed along the tangential direction
between the stacking drums 210 and 220 (a direction
perpendicular to the straight line that connects the cent-
ers of the pair of stacking drums 210 and 220). For ex-
ample, in a case where the stacking drums 210 and 220
are arranged horizontally, the electrode 40 may be con-
veyed in the vertical direction from above or below.
[0095] Although it was described that the single con-
tinuous separator member 34 is cut out by the separator
cutters 213 and 223 into a given shape in the state of
being stuck on the peripheral surfaces of the stacking
drums 210 and 220, the separators 30 that are cut out
into a given shape in advance may be stuck on the stack-
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ing drums 210 and 220 and conveyed.
[0096] Although the form was explained in which the
holding units 304 are mounted on the joining heads 301,
the present invention is not limited to this case, and the
holding units 304 do not have to be integrated with the
joining heads 301.
[0097] Further, although the embodiment was ex-
plained in which the separator welding device according
to the present invention is applied to the production de-
vice 100 for the packaged electrode 20, the present in-
vention is not limited to this case, and the separator weld-
ing device may be applied or assembled to various ap-
paratuses as a technology for welding a pair of separa-
tors.
[0098] Although the content of the present invention
has been described so far based on the example, the
present invention is not limited to the foregoing state-
ments, and it is obvious to those skilled in the art that
various modifications and improvements may be made.
[0099] The contents of Japanese Patent Application
No. 2011-085748 (filed on April 7, 2011), and Japanese
Patent Application No. 2012-67823 (filed on March 23,
2012) are incorporated herein by reference in their en-
tirety.

INDUSTRIAL APPLICABILITY

[0100] According to the embodiment of the present in-
vention, since it is possible to perform fastening of the
separators by the holding units and joining by the joining
tips within a single process only in one action which is
moving the joining heads closer to each other with re-
spect to the separators, thereby reducing cycle time. It
thus becomes possible to shorten cycle time required for
welding the pair of separators, and to improve manufac-
turing efficiency of separator welding operation, which
contributes to improvement of manufacturing efficiency
of an entire battery. Moreover, since the joining is per-
formed by the joining tips after the separators are fas-
tened by the holding units, it is possible to perform the
joining accurately. Moreover, after the joining, the sepa-
rators are fastened by the holding units until the joining
tips are separated from the separators. Therefore, when
the distal ends of the joining tips are separated from the
junction points, the joined separators are not peeled off
from each other. Therefore, the separator welding de-
vice, and the separator welding method according to the
embodiment of the present invention are industrially ap-
plicable.

REFERENCE SIGNS LIST

[0101]

20 PACKAGED ELECTRODE
30 SEPARATOR
31 LATERAL EDGE
32 FRONT EDGE

33 REAR EDGE
34 FRONT EDGE
40 ELECTRODE
50 JUNCTION POINT
51 FRONT END
100 PRODUCTION DEVICE TO WHICH SEPARA-
TOR WELDING DEVICE IS APPLIED
200 CONVEYANCE UNIT
210, 220 STACKING DRUMS, CYLINDRICAL RO-
TORS
211, 221 HOLDING SURFACES
215 NIP PART
230 ELECTRODE INSTALLATION UNIT
241, 242 DOWNSTREAM CONVEYANCE UNITS
300 FIRST JOINING UNIT, JOINING UNIT
301 JOINING HEAD
302 FIRST JOINING TIP, UPSTREAM JOINING TIP
303 SECOND JOINING TIP, DOWNSTREAM JOIN-
ING TIP
304 HOLDING UNIT
305 CLAMP SPRING, BIASING MEMBER
310 TAPERED PORTION
320 HEAT DISSIPATION UNIT
321 HEAT DISSIPATION FIN
322 SPACE FOR ALLOWING HEAT TO ESCAPE
323 OPENING
324 WALL MEMBER
400 SECOND JOINING UNIT, JOINING UNIT
500 CONTROLLER
W WORKPIECE

Claims

1. A separator welding device which welds a pair of
separators (30), comprising:

a conveyance unit (200) that conveys the pair
of separators (30), wherein the conveyance unit
(200) includes a pair of stacking drums (210,
220) that superimpose the pair of separators
(30) while conveying the pair of separators (30)
in a state where the separators (30) protrude
beyond the peripheral surfaces of the stacking
drums (210, 220);
joining heads (301) that are able to move closer
to each other and be separated from each other
with respect to the pair of separators;
joining tips (302, 303) that are attached to the
joining heads and join the separators to each
other;
holding units (304) that fasten the separators,
the holding units being able to move back and
forth between an advanced position beyond dis-
tal ends of the joining tips, and a retracted posi-
tion where the holding units are retracted from
the advanced position, wherein the joining tips
(302, 203) and the holding units (304) are ar-
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ranged on the side of the stacking drums (210,
220); and
a joining unit (300) including a biasing member
(305) that is provided between the joining head
and the holding unit, and biases the holding unit
with a biasing force that moves the holding unit
towards the advanced position, wherein,
as the joining heads move closer to each other
with respect to the separators, the holding units
come into contact with the separators and are
retracted to the retracted position from the ad-
vanced position, and the distal ends of the join-
ing tips come into contact with the separators
and join the separators to each other,
as the joining heads are separated from each
other with respect to the separators from a state
where the distal ends of the joining tips are in
contact with the separators, the distal ends of
the joining tips are separated from the separa-
tors in a state where the separators remain fas-
tened by the holding units, and, the holding units
move forward to the advanced position from the
retracted position due to the biasing force of the
biasing member, and are separated from the
separators, and
the lateral edges of the pair of the separators
(30) are joined by the joining tips (302, 303) im-
mediately after the pair of separators (30) are
separated from the stacking drums (210, 220)
in a state where the separators (30) remain fas-
tened by the holding units (304).

2. The separator welding device according to claim 1,
wherein the holding unit has a tapered portion (310)
that expands towards an upstream side of a convey-
ing direction of the separators.

3. The separator welding device according to claim 1
or 2, wherein a pair of the joining units (300, 400) is
provided so as to face each other across a conveying
path through which the pair of separators is con-
veyed.

4. The separator welding device according to any one
of claims 1 to 3, wherein the joining is done by thermal
welding.

5. The separator welding device according to any one
of claims 1 to 4, wherein the holding unit has a heat
dissipation unit (320).

6. The separator welding device according to claim 5,
wherein the heat dissipation unit is formed from a
highly thermal conductive material, or structured by
a heat dissipation fin (321).

7. The separator welding device according to claim 5
or 6, wherein a space for allowing heat to escape

(322) is formed around the heat dissipation unit.

8. The separator welding device according to any one
of claims 1 to 7, wherein the holding unit is a wall
member (324) arranged so as to surround the joining
tip, and is formed of the wall member having an open-
ing (323) in which the joining tip is located outside.

9. A separator welding method for welding a pair of
separators (30) by means of a separator welding de-
vice according to any of claims 1 to 8.

Patentansprüche

1. Separator-Schweißvorrichtung, die ein Paar von Se-
paratoren (30) verschweißt, umfassend:

- eine Fördereinheit (200), die das Paar von Se-
paratoren (30) fördert, wobei die Fördereinheit
(200) ein Paar von Stapeltrommeln (210, 220)
umfasst, die das Paar von Separatoren (30)
während des Förderns des Paars von Separa-
toren (30) in einem Zustand überlagern, in dem
die Separatoren (30) außerhalb der Umfangs-
flächen der Stapeltrommeln (210, 220) hervor-
stehen;
- Verbindungsenden (301), die näher zueinan-
der rücken können und voneinander bezüglich
des Paars von Separatoren getrennt sind;
- Verbindungsspitzen (302, 303), die an den Ver-
bindungsenden angeordnet sind und die Sepa-
ratoren miteinander verbinden;
- Halteeinheiten (304), die die Separatoren fest-
halten, wobei sich die Halteeinheiten zwischen
einer vorgeschobenen Position außerhalb dis-
taler Enden der Verbindungsspitzen und einer
zurückgezogenen Position, an die die Halteein-
heiten von der vorgeschobenen Position zu-
rückgezogen werden, hin und her bewegen kön-
nen, wobei die Verbindungsspitzen (302, 203)
und die Halteeinheiten (304) auf der Seite der
Stapeltrommeln (210, 220) angeordnet sind;
und
- eine Verbindungseinheit (300) mit einem Vor-
spannelement (305), das zwischen dem Verbin-
dungsende und der Halteeinheit vorgesehen ist
und die Halteeinheit mit einer Vorspannkraft vor-
spannt, die die Halteeinheit zur vorgeschobe-
nen Position bewegt, wobei,

- wenn die Verbindungsenden bezüglich
der Separatoren näher zueinander rücken,
kommen die Halteeinheiten mit den Sepa-
ratoren in Kontakt und werden von der vor-
geschobenen Position zur zurückgezoge-
nen Position zurückgezogen, und die dista-
len Enden der Verbindungsspitzen kom-
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men mit den Separatoren in Kontakt und
verbinden die Separatoren miteinander,
- wenn die Verbindungsenden bezüglich
der Separatoren in einem Zustand vonein-
ander getrennt sind, in dem die distalen En-
den der Verbindungsspitzen mit den Sepa-
ratoren in Kontakt sind, werden die distalen
Enden der Verbindungsspitzen von den Se-
paratoren in einem Zustand getrennt, indem
die Separatoren durch die Halteeinheiten
festgehalten bleiben, und die Halteeinhei-
ten bewegen sich nach vorn zur vorgescho-
benen Position von der zurückgezogenen
Position infolge der Vorspannkraft des Vor-
spannelements und werden von den Sepa-
ratoren getrennt, und
- die seitlichen Enden des Paars von Sepa-
ratoren (30) werden durch die Verbindungs-
spitzen (302, 303), sofort nachdem das
Paar von Separatoren (30) von den Sta-
peltrommeln (210, 220) getrennt sind, in ei-
nem Zustand verbunden, indem die Sepa-
ratoren (30) durch die Halteeinheiten (304)
festgehalten bleiben.

2. Separator-Schweißvorrichtung gemäß Anspruch 1,
wobei die Halteeinheit einen verjüngten Bereich
(310) aufweist, der sich zu einer stromaufwärts lie-
genden Seite einer Förderrichtung der Separatoren
erstreckt.

3. Separator-Schweißvorrichtung gemäß Anspruch 1
oder 2, wobei ein Paar der Verbindungseinheiten
(300, 400) vorgesehen ist, um einander über einen
Förderweg gegenüberzuliegen, durch den das Paar
von Separatoren gefördert wird.

4. Separator-Schweißvorrichtung gemäß einem der
Ansprüche 1 bis 3, wobei das Verbinden durch ther-
misches Schweißen ausgeführt wird.

5. Separator-Schweißvorrichtung gemäß einem der
Ansprüche 1 bis 4, wobei die Halteeinheit eine Wär-
meableitungseinheit (320) aufweist.

6. Separator-Schweißvorrichtung gemäß Anspruch 5,
wobei die Wärmeableitungseinheit aus einem hoch-
wärmeleitfähigen Werkstoff ausgebildet oder durch
eine Wärmeableitungsrippe (321) strukturiert ist.

7. Separator-Schweißvorrichtung gemäß Anspruch 5
oder 6, wobei ein Raum um die Wärmeableitungs-
einheit herum ausgebildet ist, um ein Entweichen
(322) der Wärme zu ermöglichen.

8. Separator-Schweißvorrichtung gemäß einem der
Ansprüche 1 bis 7, wobei die Halteeinheit ein Wan-
delement (324) ist, das angeordnet ist, um so die

Verbindungsspitze zu umgeben, und aus dem Wan-
delement mit einer Öffnung (323) ausgebildet ist, in
der die Verbindungsspitze außen angeordnet ist.

9. Separator-Schweißverfahren zum Verschweißen ei-
nes Paars von Separatoren (30) mittels einer Sepa-
rator-Schweißvorrichtung gemäß einem der Ansprü-
che 1 bis 8.

Revendications

1. Dispositif de soudage de séparateurs qui permet le
soudage d’une paire de séparateurs (30),
comprenant :

une unité de transport (200) qui transporte la
paire de séparateurs (30), où l’unité de transport
(200) comporte une paire de tambours d’empi-
lement (210, 220) qui superposent la paire de
séparateurs (30) tout en transportant la paire de
séparateurs (30) dans un état où les séparateurs
(30) font saillie au-delà des surfaces périphéri-
ques des tambours d’empilement (210, 220) ;
des têtes d’assemblage (301) qui sont capables
de se rapprocher l’une de l’autre et de se séparer
l’une de l’autre par rapport à la paire de
séparateurs ;
des pointes d’assemblage (302, 303) qui sont
fixées aux têtes d’assemblage et assemblent les
séparateurs l’un à l’autre ;
des unités de maintien (304) qui fixent les sé-
parateurs, les unités de maintien étant capables
d’effectuer un mouvement de va-et-vient entre
une position avancée au-delà des extrémités
distales des pointes d’assemblage, et une posi-
tion rétractée où les unités de maintien se ré-
tractent à partir de la position avancée, où les
pointes d’assemblage (302, 203) et les unités
de maintien (304) sont agencées sur le côté des
tambours d’empilement (210, 220) ; et
une unité d’assemblage (300) comportant un
élément de sollicitation (305) qui est prévu entre
la tête d’assemblage et l’unité de maintien, et
sollicite l’unité de maintien avec une force de
sollicitation qui déplace l’unité de maintien vers
la position avancée, dans lequel,
à mesure que les têtes d’assemblage se rap-
prochent l’une de l’autre par rapport aux sépa-
rateurs, les unités de maintien entrent en contact
avec les séparateurs et se rétractent vers la po-
sition rétractée à partir de la position avancée,
et les extrémités distales des pointes d’assem-
blage entrent en contact avec les séparateurs
et assemblent les séparateurs l’un à l’autre,
à mesure que les têtes d’assemblage sont sé-
parées l’une de l’autre par rapport aux sépara-
teurs d’un état où les extrémités distales des
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pointes d’assemblage sont en contact avec les
séparateurs, les extrémités distales des pointes
d’assemblage sont séparées des séparateurs
dans un état où les séparateurs restent fixés par
les unités de maintien, et, les unités de maintien
avancent vers la position avancée à partir de la
position rétractée en raison de la force de solli-
citation de l’élément de sollicitation, et sont sé-
parées des séparateurs, et
les bords latéraux de la paire de séparateurs
(30) sont assemblés par les pointes d’assem-
blage (302, 303) immédiatement après que la
paire de séparateurs (30) est séparée des tam-
bours d’empilement (210, 220) dans un état où
les séparateurs (30) restent fixés par les unités
de maintien (304).

2. Dispositif de soudage de séparateurs selon la reven-
dication 1, dans lequel l’unité de maintien a une par-
tie effilée (310) qui s’étend vers un côté amont d’une
direction de transport des séparateurs.

3. Dispositif de soudage de séparateurs selon la reven-
dication 1 ou 2, dans lequel une paire d’unités d’as-
semblage (300, 400) est prévue de manière à être
opposées l’une à l’autre sur un chemin de transport
à travers lequel la paire de séparateurs est transpor-
tée.

4. Dispositif de soudage de séparateurs selon l’une
quelconque des revendications 1 à 3, dans lequel
l’assemblage est effectué par soudage thermique.

5. Dispositif de soudage de séparateurs selon l’une
quelconque des revendications 1 à 4, dans lequel
l’unité de maintien a une unité de dissipation de cha-
leur (320).

6. Dispositif de soudage de séparateurs selon la reven-
dication 5, dans lequel l’unité de dissipation de cha-
leur est formée à partir d’un matériau à conductivité
thermique élevée, ou structurée par une ailette de
dissipation de chaleur (321).

7. Dispositif de soudage de séparateurs selon la reven-
dication 5 ou 6, dans lequel un espace pour permet-
tre à la chaleur de s’évacuer (322) est formé autour
de l’unité de dissipation de chaleur.

8. Dispositif de soudage de séparateurs selon l’une
quelconque des revendications 1 à 7, dans lequel
l’unité de maintien est un élément de paroi (324)
agencé de manière à entourer la pointe d’assembla-
ge, et est formée de l’élément de paroi ayant une
ouverture (323) dans laquelle la pointe d’assembla-
ge est située à l’extérieur.

9. Procédé de soudage de séparateurs pour le souda-

ge d’une paire de séparateurs (30) au moyen d’un
dispositif de soudage de séparateurs selon l’une des
revendications 1 à 8.
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