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Description

TECHNICAL FIELD

[0001] The present invention relates to a resonant magnetic coupling type non-contact power transmission technique
for transmitting power wirelessly by resonant magnetic coupling.

BACKGROUND ART

[0002] Patent Document No. 1 discloses a new type of wireless energy transfer system for transferring energy from
one of two resonators to the other, and vice versa, through the space between them. That wireless energy transfer
system couples the two resonators with each other via the evanescent tail of the oscillation energy of the resonant
frequency that is produced in the space surrounding those two resonators, thereby transferring the oscillation energy
wirelessly (i.e., by a non-contact method).
[0003] Meanwhile, the conventional electromagnetic induction technology is still used today. Many of electronic devices
to which these power transmission techniques are applied will receive power with a constant voltage, go through some
power conversion, energy transfer and other blocks, and then require the voltage applied to another device to be a
constant one. As for audiovisual devices such as a TV set, for example, such a device will receive input power from an
outlet that supplies a substantially constant AC power but independent circuits in that device, which eventually dissipate
that power supplied, will operate with a predetermined voltage kept applied thereto. Even if the luminance on the screen
varies, such a variation can also be coped with by changing the amount of current supplied. Such an operation that
receives power with a constant voltage from a power supply and then outputs power with the constant voltage to a load
will be referred to herein as a "constant-voltage operation".

CITATION LIST

PATENT LITERATURE

[0004] Patent Document No. 1: United States Patent Application Publication No. 2008/0278264 (Figs. 12 and 14)

SUMMARY OF INVENTION

TECHNICAL PROBLEM

[0005] It is difficult for the wireless energy transfer system disclosed in Patent Document No. 1 to maintain high-
efficiency transmission performance if the system always needs to perform such a constant voltage operation, no matter
whether the power to be transmit is large or small.
[0006] It is therefore an object of the present invention to provide, first and foremost, a wireless power transmission
system that can output power with a predetermined output voltage in response to power received with a predetermined
input voltage and that can always maintain high efficiency not just when transmitting a huge amount of power but also
when transmitting only a small amount of power as well.
[0007] The preamble of independent claim 1 is based on US2011037322.

SOLUTION TO PROBLEM

[0008] A wireless power transmission system according to the present invention includes: a pair of antennas, between
which power is transmissible wirelessly by resonant magnetic coupling at a frequency f0, one of which is a series resonant
circuit, and the other of which is a parallel resonant circuit; and a control section, which controls a transmission frequency
according to the magnitude of the power being transmitted between the antennas. If the power is greater than a reference
value P1, the control section sets the transmission frequency to be a value that falls within a first level range that is
higher than the frequency f0. But if the power is smaller than the reference value P1, then the control section sets the
transmission frequency to be a value that falls within a second level range that is lower than the first level range.
[0009] In one embodiment, if the power has changed from a value that is greater than the reference value P1 into a
value that is smaller than the reference value P1, or vice versa, the control section makes the transmission frequency
hop between a value falling within the first level range and a value falling within the second level range.
[0010] In one embodiment, when making the transmission frequency hop, the control section changes the modes of
a resonant magnetic field that couples the pair of antennas together from an even mode into an odd mode, and vice versa.
[0011] In one embodiment, if the power to be transmitted is smaller than the reference value P1 but greater than a
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second reference value P2, which is smaller than the reference value P1, the control section sets the transmission
frequency to be equal to or lower than a frequency f2, which is lower than the frequency f0. But if the power to be
transmitted is smaller than the second reference value P2, then the control section sets the transmission frequency to
be higher than the frequency f2.
[0012] In one embodiment, the first level range starts at the frequency f0 and ends at the resonant frequency fH of
the even mode, and the second level range starts at the resonant frequency fL of the odd mode and ends at the frequency
f0.
[0013] In one embodiment, if the power to be transmitted is equal to the reference value P1, the control section sets
the transmission frequency to be equal to the frequency f0.
[0014] In one embodiment, the frequency of the resonant magnetic field formed by the pair of antennas is equal to
the frequency f0.
[0015] In one embodiment, the coupling coefficient k of the pair of antennas is kept constant while the power is being
transmitted.
[0016] In one embodiment, the reference value P1 is set to be 60% through 80% of a maximum transmission power
Pmax.
[0017] In one embodiment, if the maximum value of the transmission frequency is identified by ftrmax and the resonant
frequency of the even mode is identified by fH and if the power is greater than the reference value P1, then the control
section sets the maximum value ftrmax of the transmission frequency so that Rhigh defined by the equation Rhigh=
(ftrmax - f0) (fH - f0) 3 100 falls within the range of 18% to 56%.
[0018] In one embodiment, if the minimum value of the transmission frequency is identified by ftrmin and the resonant
frequency of the odd mode is identified by fL and if the power is smaller than the reference value P1, then the control
section sets the minimum value ftrmin of the transmission frequency so that Rlow defined by the equation Rlow = (f0 -
ftrmin) 4 (f0 - fL) 3 100 falls within the range of 21% to 45%.
[0019] In one embodiment, when one of the two antennas that is located at a power receiving end has its output
terminal connected to a load that follows the antenna, the output impedance Zoc of an oscillator that applies RF energy
to the other antenna at a power transmitting end and the input impedance Zin of the antenna at the power transmitting
end are equal to each other.
[0020] In one embodiment, when the output terminal of an oscillator that applies RF energy to one of the two antennas
that is located at a power transmitting end is connected to the input terminal of the antenna at the power transmitting
end, the output impedance Zout of the other antenna at a power receiving end and the input impedance of a load that
follows the antenna are equal to each other.

ADVANTAGEOUS EFFECTS OF INVENTION

[0021] According to the present invention, when transmitting power between antennas by resonant magnetic coupling,
the wireless power transmission system can output energy with a predetermined output voltage highly efficiently in a
broad transmission power range in response to the input energy with a predetermined input voltage.

BRIEF DESCRIPTION OF DRAWINGS

[0022]

FIG. 1A illustrates an exemplary basic arrangement for a wireless power transmission system according to the
present invention.
FIG. 1B illustrates another exemplary basic arrangement for a wireless power transmission system according to
the present invention.
FIG. 1C illustrates still another exemplary basic arrangement for a wireless power transmission system according
to the present invention.
FIG. 1D is a graph showing a relation between the power transmitted and the transmission frequency.
FIG. 1E is a graph showing another relation between the power transmitted and the transmission frequency.
FIG. 2 illustrates a basic arrangement for a wireless power transmission system according to the present invention.
FIG. 3 illustrates the equivalent circuit of a pair of antennas in a wireless power transmission system according to
the present invention.
FIG. 4 illustrates the equivalent circuit of a pair of antennas in another wireless power transmission system according
to the present invention.
FIG. 5 is a perspective view schematically illustrating a pair of antennas in a wireless power transmission system
according to the present invention.
FIG. 6 is a graph showing the transmission power dependence of the transmission efficiency of a wireless trans-
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mission section in a specific example of the present invention.
FIG. 7 is a graph showing the transmission power dependence of the frequency in a specific example of the present
invention.
FIG. 8 is a graph showing the transmission power dependence of the frequency in a specific example of the present
invention.
FIG. 9 is a graph showing the transmission power dependence of the transmission efficiency of a wireless trans-
mission section in an example to be compared to the present invention.
FIG. 10 is a graph showing the transmission power dependence of the peak efficiency in the example to be compared
to the present invention.
FIG. 11 is a graph showing the transmission power dependence of the transmission efficiency of a wireless trans-
mission section in another example to be compared to the present invention.
FIG. 12 is a graph showing the transmission power dependence of the peak efficiency in the example to be compared
to the present invention.
FIG. 13 is a graph showing the transmission power dependence of the transmission efficiency of a wireless trans-
mission section in still another example to be compared to the present invention.
FIG. 14 is a graph showing the transmission power dependence of the peak efficiency in the example to be compared
to the present invention.
FIG. 15 is a graph showing the transmission power dependence of the peak efficiency in yet another example to
be compared to the present invention.
FIG. 16 is a graph showing the transmission power dependence of the peak efficiency in yet another example to
be compared to the present invention.

DESCRIPTION OF EMBODIMENTS

[0023] As shown in FIG. 1A, a preferred embodiment of a wireless power transmission system according to the present
invention includes a pair of antennas 107 and 109, between which power can be transmitted by a non-contact method
by resonant magnetic coupling at a frequency f0, and a control section (i.e., a frequency control section) 100 that controls
the transmission frequency according to the magnitude of the power being transmitted between those antennas 107
and 109. One of the two antennas is a series resonant circuit, while the other antenna is a parallel resonant circuit. If
the power being transmitted between the antennas 107 and 109 is greater than a reference value P1, the control section
100 sets the transmission frequency to be a value that falls within a first level range that is higher than the frequency f0.
But if the power is smaller than the reference value P1, then the control section 100 sets the transmission frequency to
be a value that falls within a second level range that is lower than the first level range. This reference value P1 is set to
be smaller than the maximum transmission power Pmax and preferably set to be 60% through 80% of the maximum
transmission power Pmax. The present inventors discovered that if the power to be transmitted is set to be sufficiently
smaller than the maximum transmission power Pmax when the wireless power transmission system that uses such a
resonant magnetic coupling performs a constant voltage operation, high transmission efficiency can be maintained by
changing the modes of resonant magnetic coupling between the power transmitting and receiving antennas. This is the
basic idea of the present invention. And the modes of coupling can be changed by varying the transmission frequency
depending on whether the power to be transmitted is smaller than the reference value P1 or not.
[0024] The wireless power transmission system shown in FIG. 1A includes an oscillator 103 with an oscillation frequency
f0. Optionally, as in an alternative preferred embodiment of the present invention shown in FIG. 2, a frequency converter
161 may be connected so as to follow the power receiving antenna. The oscillator 103 receives DC or AC energy (or
power) from a power supply (not shown) and converts the supplied energy into RF energy with a frequency ftr (i.e.,
performs a DC/RF or AC/RF conversion). This frequency ftr will be referred to herein as a "transmission frequency".
[0025] The RF energy is output from the oscillator 103 to the power transmitting antenna 107 that is connected to the
oscillator 103. The power transmitting antenna 107 and the power receiving antenna 109 are a pair of resonators, which
are designed so as to have substantially equal resonant frequencies fT and fR. The power transmitting antenna 107
and the power receiving antenna 109 are magnetically coupled together through the resonant magnetic field that has
been generated in the surrounding space by their resonators. As a result, through the resonant magnetic coupling, the
power receiving antenna 109 can receive highly efficiently at least part of the RF energy that has been transmitted by
the power transmitting antenna 107.
[0026] The control section 100 generates a signal (which may be a pulse train with a variable frequency) in order to
control the oscillation frequency of the oscillator 103 and supplies that signal to the oscillator 103. In a preferred embod-
iment of the present invention, the output of the power receiving antenna 109 is connected to a load 111 as shown in
FIG. 1B. Depending on the situation in which that load 111 is placed (e.g., how much power the load 111 is dissipating),
the magnitude of the power to be transmitted from the power transmitting antenna 107 to the power receiving antenna
109 may change. In the example illustrated in FIG. 1B, either information or a signal indicating the magnitude of the
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power that should be transmitted to the load 111 is provided by the load 111 for the control section 100. In response to
that information or signal, the control section 100 can increase or decrease the oscillation frequency of the oscillator
103. As a result, the frequency of the power being transmitted can be controlled.
[0027] In another embodiment of the present invention, a power generating section 102 may be connected to the
oscillator 103 as shown in FIG. 1C and the frequency control section 100 may change the oscillation frequency of the
oscillator 103 depending on the situation in which the power generating section 102 is placed. The power generating
section 102 includes power generating elements such as solar cells. The magnitude of the power supplied from the
power generating section 102 to the oscillator 103 may change depending on the situation in which the power generating
section 102 is placed. For example, the power to be supplied may change according to the quantity of sunlight received
by the solar cells. As a result, the magnitude of the power to be transmitted from the power transmitting antenna 107 to
the power receiving antenna 109 may also change. In the example illustrated in FIG. 1C, either information or a signal
indicating the magnitude of the power that has been generated by the power generating section 102, i.e., the magnitude
of the power to be transmitted, is provided by the power generating section 102 for the control section 100. In response
to that information or signal, the control section 100 can increase or decrease the oscillation frequency of the oscillator
103. As a result, the frequency of the power being transmitted can be controlled.
[0028] The relation between the magnitude of the power to be transmitted and the transmission frequency may be
defined in advance via experiments, for example, and may be stored in a memory provided for either the wireless power
transmission system itself or the load. Alternatively, the transmitted power-transmission frequency relation may also be
determined by the transmission efficiency with which the power is actually being transmitted.
[0029] FIG. 1D is a graph showing an exemplary relation between the magnitude and frequency of the power being
transmitted. As shown in FIG. 1D, the first level range is higher than the frequency f0. Specifically, in this example, the
first level range is supposed to start at the frequency f0 and end at an even-mode resonant frequency fH. On the other
hand, the second level range is supposed to start at an odd-mode resonant frequency fL and end at the frequency f0.
The even-mode and odd-mode resonant frequencies fH and fL will be described in detail later.
[0030] If the power being transmitted has changed from a value that is greater than the reference value P1 into a value
that is smaller than the reference value P1, or vice versa, the control section 100 makes the transmission frequency hop
between a value falling within the first level range and a value falling within the second level range. In making the
transmission frequency hop, the control section 100 changes the modes of the resonant magnetic field that couples the
pair of antennas together from the even mode into the odd mode, and vice versa. In a preferred embodiment of the
present invention, if the power being transmitted is equal to the reference value P1, the transmission frequency may be
set to be equal to the frequency f0.
[0031] The magnitude of the power being transmitted and the transmission frequency do not always have the relation
shown in FIG. 1D. FIG. 1E shows a more complicated relation of theirs. In the example illustrated in FIG. 1E, if the power
being transmitted is smaller than the reference value P1 but greater than a second reference value P2, which is smaller
than the reference value P1, the control section 100 sets the transmission frequency to be equal to or lower than a
frequency f2, which is lower than the frequency f0. But if the power being transmitted is smaller than the second reference
value P2, then the control section 100 sets the transmission frequency to be higher than the frequency f2. And if the
power being transmitted is sufficiently low (e.g., 10% or less of the maximum transmission power Pmax), the transmission
frequency is preferably set to be substantially equal to the frequency f0.
[0032] The relation between the magnitude of the power being transmitted and the transmission frequency and the
reference values P1 and P2 and other values can be obtained by finding what transmission frequency will optimize the
transmission efficiency at a given power being transmitted. A specific exemplary relation between the magnitude of the
power being transmitted and the transmission frequency will be described in detail later. It should be noted that the
coupling coefficient k between the pair of antennas is preferably kept constant while power is being transmitted.
[0033] The frequency converter 161 shown in FIG. 2 receives the RF energy (power) from the power receiving antenna
109 and converts the frequency of the power into a frequency that will be required by a block on the last stage that sends
power to a load or a utility grid. That is why the converted power may have a DC frequency, an AC frequency or any
other frequency. The power receiving antenna 109 is not in contact with the power transmitting antenna 107 but is located
at a distance of around several millimeters to several ten centimeters. The frequency f0 may be in the range of 50 Hz
to 300 GHz, and is preferably set to fall within the range of 20 kHz to 10 GHz, more preferably in the range of 20 kHz
to 20 MHz, and even more preferably in the range of 20 kHz to 1
[0034] MHz.
[0035] In the wireless power transmission system of the present invention, the "antenna" is not an ordinary antenna
for transmitting or receiving an electromagnetic field radiated but an element for transferring energy from one of two
objects to the other, and vice versa, by using a coupling phenomenon that has been produced by the evanescent tail of
the magnetic field of the resonator. According to such a wireless power transmission technique that uses the resonant
magnetic field, energy loss (radiation loss), which would otherwise be caused when an electromagnetic wave is transferred
to a distant location, will not be caused, and therefore, the power can be transmitted with very high efficiency. Such an
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energy transfer technique that uses the coupling phenomenon of a resonant electromagnetic field (i.e., a near field) will
cause much less loss than a known wireless power transmission that uses the Faraday’s law of electromagnetic induction.
Rather, energy can be transmitted efficiently between two resonators (or antennas), which have an interval of as much
as several meters between them.
[0036] To carry out a wireless power transmission based on such a principle, coupling needs to be produced between
two resonant antennas. fT and/or fR do not have to be exactly equal to f0. To transfer energy with high efficiency by
taking advantage of the coupling phenomenon between the two resonators, ideally fT = fR should be satisfied. But
actually there will be no problem as long as there is only a little difference between fT and fR. In this description, if the
frequency fT is equal to the frequency fR, then the following inequality (1) should be satisfied: 

where QT is the Q factor of the power-transmitting antenna as a resonator and QR is the Q factor of the power-receiving
antenna as a resonator. In general, if the resonant frequency is identified by X and the Q factor of a resonator is identified
by Qx, a frequency range in which that resonator produces resonance is obtained by X/Qx. If this inequality |fT-
fR|%fT/QT+fR/QR is satisfied, energy can be transferred between the two resonators by resonant magnetic coupling.
[0037] On equivalent circuit - asymmetric pair of resonators:

combination of series and Parallel resonant circuits

[0038] Next, look at FIG. 3, which illustrates an equivalent circuit of a pair of antennas for use in the wireless power
transmission system of the present invention. As shown in FIG. 3, the power transmitting antenna 107 of the present
invention is a series resonant circuit in which a first inductor 107a and a first capacitor 107b are connected together in
series. On the other hand, the power receiving antenna 109 is a parallel resonant circuit in which a second inductor
109a and a second capacitor 109b are connected in parallel with each other. The series resonant circuit of the power
transmitting antenna 107 has a parasitic resistive component R1, while the parallel resonant circuit of the power receiving
antenna 109 has a parasitic resistive component R2. The wireless transmission section of the present invention is formed
by such an asymmetric pair of antennas, i.e., a combination of a series resonant circuit as the power transmitting antenna
and a parallel resonant circuit as the power receiving antenna. That is to say, the same effect can also be achieved even
if the power transmitting antenna 107 is implemented as a parallel resonant circuit and the power receiving antenna 109
is implemented as a series resonant circuit as shown in FIG. 4.
[0039] In general, it is known that when two resonators that have their own resonant frequencies are electrically coupled
together, those resonant frequencies will change. Even if the resonant frequencies of two resonators are the same (e.g.,
both equal to the frequency f0), the resonant frequency of the pair of resonators splits into two frequencies as a result
of the coupling. Of the two resonant frequencies of the pair of resonators that are coupled together, the higher one will
be referred to herein as an "even-mode resonant frequency fH" and the lower one as an "odd-mode resonant frequency
fL", respectively. Also, k represented by the following Equation (2) 

corresponds to the coupling coefficient between the resonators. In this case, the stronger the degree of coupling, the
greater the k value and the bigger the difference between the two resonant frequencies that have split.
[0040] Naturally, a wireless power transmission system should maintain high transmission efficiency under such an
operating condition that turns the power P to transmit into a maximum one Pmax. However, the efficiency should also
be kept high even under such a transmission condition for transmitting a reduced power. Furthermore, no matter whether
the power to transmit satisfies P = Pmax or P ≠ Pmax, it is preferred that a constant voltage operation be always
performed. That is why the following relations need to be satisfied between the input and output impedances Zin
(P=Pmax), Zout (P=Pmax) when P=Pmax and the input and output impedances Zin and Zout when an arbitrary power
P is transmitted: 
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[0041] That is to say, while a constant voltage operation is performed, the input and output impedances change
inversely proportionally to the power to be transmitted. And an object of the present invention is to maintain high trans-
mission efficiency in a broad transmission power range. To achieve this object, the transmission frequency ftr of the
wireless power transmission system of the present invention is controlled so as to change, according to the magnitude
of power to be transmitted, within a range that is higher than the frequency fL but lower than the frequency fH. More
specifically, in a transmission power range from a predetermined power P1 through Pmax, high-efficiency transmission
is realizable by transmitting power in a frequency range in which there will be a lot of contribution from the even-mode
resonance. On the other hand, in a transmission power range in which the power to be transmitted is set to be smaller
than the predetermined power P1, high-efficiency transmission is realizable by transmitting power in a frequency range
in which there will be a lot of contribution from the odd-mode resonance. That is to say, supposing the power to be
transmitted is identified by P, f0 < ftr < fH is satisfied if P1%P%Pmax, but fL<ftr<f0 is satisfied if P<P1.
[0042] More specifically, in the P1 % P % Pmax range, the best ftr (P→P1) when the power to be transmitted is around
P1 is set to be higher than the best ftr (P→Pmax) when the power to be transmitted is around Pmax. On the other hand,
in the P<P1 range, the best ftr (P→P1) when the power to be transmitted is around P1 is set to be lower than the best
ftr (P→0) when the power to be transmitted is very small. That is to say, in a preferred embodiment of the present
invention, the ftr values to be set in the P^P1 and P<P1 ranges become discontinuous. Thus, in a preferred embodiment
of the present invention, the even-mode resonance is used on a low-impedance transmission condition and the odd-
mode resonance is used on a high-impedance transmission condition. By changing the resonance modes of the pair of
antennas according to the transmission power condition, high transmission efficiency can be maintained with respect
to input and output impedances that cover a broad range.
[0043] In one preferred embodiment of the present invention, the maximum ftr value ftrmax in the P1%P%Pmax range
is set so that Rhigh defined by the following Equation (5) falls within the range of 18% through 56%: 

[0044] By adopting such setting, a high-efficiency constant-voltage operation is realized in a broad power range. Also,
for the same reason, the minimum ftr value ftrmin in the P<P1 range is preferably set so that Rlow defined by the
following Equation (6) falls within the range of 21% through 45%: 

[0045] It should be noted that such a phenomenon would never happen unless the power transmitting and power
receiving antennas are implemented as a combination of asymmetric resonant circuit structures that are a series resonant
circuit and a parallel resonant circuit. That is to say, if the power transmitting and power receiving antennas are imple-
mented as a pair of series resonant circuits or a pair of parallel resonant circuits, the effect of the present invention
cannot be achieved. Likewise, if both of the power transmitting and power receiving antennas have a circuit configuration
to be supplied with energy from an external circuit based on the principle of electromagnetic induction (which will be
referred to herein as an "electromagnetic induction power supplied circuit), the effect of the present invention cannot be
achieved, either. Furthermore, any other hybrid combination of resonators, such as a combination of a series resonant
circuit and an electromagnetic induction power supplied circuit or a combination of a parallel resonant circuit and an
electromagnetic induction power supplied circuit, cannot achieve the effect of the present invention, either.
[0046] The P1 value may be set to be in the range of 60% to 80% of Pmax, for example. However, the P1 value does
not always have to fall within such a range but could be outside of that range depending on the situation.
[0047] The transmission frequency can be changed easily into any arbitrary value by controlling the oscillation frequency
of the oscillator 103.
[0048] While power is being transmitted, the coupling coefficient k between the power transmitting and power receiving
antennas is preferably kept substantially constant. This is because if the coupling coefficient k varied significantly while
power is being transmitted, it would be difficult to achieve the constant-voltage operation with high efficiency.
[0049] As the oscillator 103, a class D, E or F amplifier that would realize high efficiency and low distortion may be
used. Or a Doherty amplifier could also be used. Optionally, a sinusoidal wave may be produced with high efficiency by
arranging either a low-pass filter or a band pass filter after a switching element that generates an output signal with a
distortion component. The oscillator 103 may even be a frequency converter that receives an AC input and delivers an
output with a high frequency. In any case, the power that has been supplied to the oscillator is converted into RF energy.
That RF energy is transmitted wirelessly through the space by the wireless transmission section and then output through
the output terminal.
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[0050] To reduce multiple reflection of the RF energy between the circuit blocks and to improve the overall transmission
efficiency, when the output terminal of the power receiving antenna 109 is connected to a load, the output impedance
Zoc of the RF energy of the oscillator 103 is preferably matched to the input impedance Zic of the power transmitting
antenna 107. Likewise, when the oscillator 103 is connected to the power transmitting antenna 107, the output impedance
Zout of the power receiving antenna is preferably matched to the resistance value R of the connected load.
[0051] In this description, if two impedances are "equal to each other", then the impedances may naturally be exactly
equal to each other but could also be just roughly equal to each other. Specifically, if the difference between the greater
and smaller impedances is within 25% of the greater one, then those two impedances will also be regarded herein as
being "equal to each other".
[0052] According to this preferred embodiment, the efficiency of the wireless power transmission depends on the gap
between the power transmitting and power receiving antennas 107 and 109 (which will be referred to herein as an
"antenna-to-antenna gap") and on the magnitude of loss caused by circuit components that form the power transmitting
and power receiving antennas 107 and 109. In this description, the "antenna-to-antenna gap" substantially means the
gap between the two inductors 107a and 109a. The antenna-to-antenna gap can be estimated based on the feature
size of the areas occupied by those antennas.
[0053] In one preferred embodiment of the present invention, the first and second inductors 107a and 109a both have
the same planar pattern as can be seen from the schematic perspective view shown in FIG. 5. The planar patterns of
these inductors may be selected arbitrarily. That is to say, the inductors do not always have to be square or circular
ones but may also be rectangular or elliptical ones as well. In this description, the "feature size" of the areas occupied
by the antennas refers to an inductor size of the smallest one of the antennas. Specifically, if the inductor of an antenna
has a circular planar pattern, then the feature size is defined to be the diameter of the inductor. On the other hand, if the
inductor has a square planar pattern, the feature size is defined to be the length of each side thereof. And if the inductor
has a rectangular planar pattern, the feature size is defined to be the length of its shorter sides.
[0054] In this preferred embodiment, the first and second inductors 107a and 109a have a spiral structure, of which
the numbers of turns are N1 and N2, respectively, where N1>1 and N2>1. However, the first and second inductors 107a
and 109a may also have a loop structure with a number of turns of one. These inductors 107a and 109a do not have to
be made of a single-layer conductor pattern but may also be a series connection of multiple conductor patterns that
have been stacked one upon the other.
[0055] The first and second inductors 107a and 109a are preferably made of copper, silver or any other conductor
with good electrical conductivity. As RF current with RF energy flows mostly around the surface of a conductor, the
surface of the conductor may be covered with a material with high electrical conductivity to increase the power generation
efficiency. If the inductors 107a and 109a are designed so as to have a cavity in the middle of its cross section, their
weight can be reduced. Furthermore, if the inductors 107a and 109a are formed by adopting a parallel wiring structure
with Litz wires, for example, then the conductor loss per unit length can be reduced and the Q factors of the series
resonant circuit and the parallel resonant circuit can be increased. As a result, power can be transmitted with even higher
efficiency.
[0056] To cut down the manufacturing cost, the wiring may be formed at a time by ink printing technique. If necessary,
a magnetic body may be arranged near the first and/or second inductor(s) 107a, 109a. However, it is more preferred
that inductors with an air-core spiral structure, which can set the coupling coefficient between the inductors 107a and
109a to a moderate value, be used.
[0057] As the first and second capacitors 107b and 109b, any type of capacitors, which may have a chip shape, a
lead shape or any other appropriate shape, may be used. Optionally, the capacitance produced between two levels of
wires that interpose the air between them could also function as the first and second capacitors 107b and 109b. If the
first and second capacitors 107b and 109b are implemented as MIM capacitors, a low-loss capacitor circuit can be
formed by known semiconductor device processing or multilevel circuit board process.
[0058] Although it depends on the transmission efficiency of antenna-to-antenna power transmission as required by
the system and the value of the coupling coefficient k, the Q factors of the resonators that are used as the power
transmitting and power receiving antennas 107 and 109 should be at least 100, and are preferably set to be 200 or more,
more preferably 500 or more, and even more preferably 1000 or more. To achieve such high Q factors, it is effective to
adopt Litz wires as described above.

[Examples]

(EXAMPLE 1)

[0059] Hereinafter, a first specific example of the present invention will be described.
[0060] The power transmitting and power receiving antennas were designed so as to have a resonant frequency of
0.55 MHz. Specifically, the power transmitting antenna was fabricated by connecting a first inductor with an inductance
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of 3.67 mH and a first capacitor with a capacitance of 4100 pF in series together. On the other hand, the power receiving
antenna was fabricated by connecting a second inductor with an inductance of 3.67 mH and a second capacitor with a
capacitance of 4100 pF in parallel with each other.
[0061] Each of the first and second inductors was a Litz wire that had been formed by arranging multiple sets of 120
copper wires, each having a diameter of 75 mm, in parallel with each other so that those sets were electrically insulated
from each other. The two inductors both had a circular shape with a diameter of 20 cm and their number of turns was
8. In such a state, the power transmitting antenna (resonator) had a non-loaded Q factor of 450. The power transmitting
and power receiving antennas were arranged so that their front sides faced each other and were parallel to each other
with a gap g of 10 cm left between them. The resonators thus fabricated had a resonant frequency of 544.6 kHz. The
coupling coefficient k between the power transmitting and power receiving antennas was 0.263. The odd-mode resonant
frequency was 481.7 kHz and the even-mode resonant frequency was 632 kHz.
[0062] With the RF input terminal of the power transmitting antenna and the RF output terminal of the power receiving
antenna connected to a network analyzer, the radio frequency transmission characteristic between those two terminals
was measured. For that purpose, the best input and output impedances Zin and Zout that would maximize the wireless
transmission efficiency between the resonators were derived. The actual measurements were carried out in the following
two steps: First of all, the RF characteristic between the input and output terminals of the two antennas (or resonators)
was measured with a network analyzer with a terminal impedance of 50 Q , thereby obtaining measurement data with
a reference impedance of 50 Ω. Next, based on the measurement data thus collected, the impedance conditions Zin
and Zout for the input and output terminals and the transmission frequency ftr that would minimize signal reflection at
the terminals and that maximize the transmission power were derived on a circuit simulator. Zin, Zout and ftr thus derived
were used as transmission conditions Zin (P = Pmax), Zout (P = Pmax) and ftr (P = Pmax) for transmitting the maximum
power Pmax.
[0063] Next, with the transmission power increased or decreased, a peak frequency that would achieve the maximum
transmission efficiency η (P) was derived on a circuit simulator. As the transmission power increases or decreases, Zin
and Zout change inversely proportionally to the increasing or decreasing transmission power in order to maintain the
same constant-voltage operation condition. In this manner, a peak frequency to be optimized according to the transmission
power is obtained. And by setting the transmission frequency ftr(P) to be equal to that peak frequency, the transmission
efficiency can be kept high even if the transmission power increases or decreases.
[0064] FIG. 6 is a graph showing the transmission power dependence of η (P) thus derived. In the graph shown in
FIG. 6, the ordinate represents the maximum transmission efficiency η and the abscissa represents the power to be
transmitted. The condition on which the abscissa of this graph becomes equal to 100% corresponds to a situation where
P=Pmax. For the purpose of comparison, the behavior of η (P) in a situation where the transmission frequency ftr is
fixed at ftr (P=Pmax) is also plotted by the dotted curve on this graph.
[0065] In this first specific example, P1 account for 74.5% of Pmax. Comparing the solid and dotted curves shown in
FIG. 6 to each other, the present inventors discovered that the effect of this specific example was achieved particularly
significantly in a range where P<Pmax360%.
[0066] FIG. 7 is a graph showing the transmission power dependence of the peak frequency thus derived (correspond-
ing to ftr(P)). When P<P1, ftr (P) satisfied fL (=481.7 kHz) < ftr(P) < f0 (= 544.6 kHz). On the other hand, when P ^ P1,
ftr(P) satisfied f0<ftr(P)<fH (=632 kHz). In the entire range, ftr(P) satisfied 526.1 kHz%ftr(P)%578.3 kHz.
[0067] The ratio of the magnitude of variation from the natural frequency to the minimum ftr(P) value with respect to
that from the natural frequency to the odd-mode resonant frequency (calculated by Rlow= (f0-ftrmin) 4 (f0-fL)3100)
was 29.4%. On the other hand, the ratio of the magnitude of variation from the maximum ftr(P) value to the natural
frequency with respect to that from the even-mode resonant frequency to the natural frequency (calculated by 

was 38.6%.
[0068] Next, systems, of which the distance between the power transmitting and power receiving antennas was
changed as shown in the following Table 1 (and which represent second through sixth specific examples of the present
invention), were evaluated. Those second through sixth specific examples of the present invention had the same basic
configuration as, but a different coupling coefficient k from, the first specific example described above. This is because
the coupling coefficient k depends on the distance between the power transmitting and power receiving antennas.
[0069] FIG. 8 is a graph showing the transmission power dependence of the maximum transmission efficiency of the
wireless section as for the fifth specific example of the present invention. As can be seen from FIG. 8, even in that fifth
specific example, high transmission efficiency can be maintained in a range where the transmission power is small.
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[0070] As can be seen from Table 1, the present inventors discovered that the same effects as those of the first specific
example were achieved in a broad coupling coefficient k range of 0.056 through 0.403. When the resonators were
coupled together with a coupling coefficient k falling within such a broad range, P1 was in the range of 62% to 78%,
Rlow was in the range of 21.2% to 42.4%, and Rhigh was in the range of 18.8% to 55.7%.
[0071] The same effects were also achieved even when the power transmitting and power receiving antennas were
changed with each other (i.e., even when the power transmitting antenna was implemented as a parallel resonant circuit
and the power receiving antenna was implemented as a series resonant circuit).

(COMPARATIVE EXAMPLES 1 and 2)

[0072] In the first specific example of the present invention described above, the power transmitting and power receiving
antennas are supposed to be an asymmetric combination of resonant circuits. For the purpose of comparison, wireless
power transmission systems, of which the power transmitting and power receiving antennas were implemented as a
symmetric combination of resonant circuits, were made as Comparative Examples 1 and 2. Specifically, in Comparative
Example 1, the power transmitting and power receiving antennas were both implemented as series resonant circuits.
In Comparative Example 2, on the other hand, the power transmitting and power receiving antennas were both imple-
mented as parallel resonant circuits. Those comparative examples were also evaluated as in the first through sixth
specific examples of the present invention described above, thereby deriving not only the maximum transmission effi-
ciencies at the respective transmission powers in the constant-voltage operation mode but also peak frequencies that
would achieve the maximum transmission efficiencies. As can be seen from FIG. 9, which shows the transmission power
dependence of the transmission efficiency of Comparative Example 1, the transmission efficiency of Comparative Ex-
ample 1 was hardly improved in a small power transmission range. Also, as can be seen easily from FIG. 10, the smaller
the power transmitted, the even higher the peak frequency of Comparative Example 1 than the even-mode resonant
frequency of 632 Hz, which means that the frequency control condition of the present invention was not satisfied, either.
Likewise, as can be seen from FIGS. 11 and 12 showing the transmission power dependences of the transmission
efficiency and peak frequency in Comparative Example 2, the effects of the present invention were not achieved in
Comparative Example 2, either.

(COMPARATIVE EXAMPLE 3)

[0073] In the first specific example of the present invention described above, a signal is supposed to be supplied from
an external circuit to power transmitting and power receiving antennas by connecting RF input and output terminals for
measuring directly to the power transmitting and power receiving antennas. In this third comparative example, on the
other hand, a signal was supplied from the external circuit to the power transmitting and power receiving antennas based
on the principle of electromagnetic induction. More specifically, a non-resonant coil with a diameter of 20 cm and a
number of turns of 6 was arranged at a distance of 3 mm from each of the power transmitting and power receiving
antennas so as to face it, and excited by an external circuit, thereby making the non-resonant coil excite the power
transmitting and power receiving antennas by a non-contact method. This comparative example was also evaluated as
in the first through sixth specific examples of the present invention described above, thereby deriving not only the
maximum transmission efficiencies at the respective transmission powers in the constant-voltage operation mode but
also peak frequencies that would achieve the maximum transmission efficiencies. As can be seen easily by comparing
FIG. 13, which shows the transmission power dependences of the transmission efficiencies of Comparative Example 3
and Example 1 of the present invention, to FIG. 6, the decrease in maximum transmission efficiency with a decrease in
power transmitted was more significant in Comparative Example 3 than in Example 1. And in every transmission power

[Table 1]

Distance (cm) k fL fH P1/Pmax Rlow Rhigh

Example 2 3 0.403 457.8 702.0 65 42.4 55.7

Example 3 4 0.324 471.1 659.0 67 36.6 48.7

Example 1 5 0.265 481.7 632.0 74.5 29.4 38.6

Example 4 7.5 0.169 501.6 595.1 73 21.2 24.0

Example 5 10 0.11 513.0 573.9 78 32.3 18.8

Example 6 15 0.056 529.1 559.7 62 37.4 33.1
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range, the maximum transmission efficiency achieved by Comparative Example 3 was lower than the one achieved by
Example 1. For example, when the power transmitted was set to be 10%, the maximum transmission efficiency was
97.3% in Comparative Example 3 but was 99.0% in Example 1. Also, as can be seen easily from FIG. 14, as the power
transmitted increases, the peak frequency increases monotonically in Comparative Example 3, which means that the
frequency control condition of the present invention was not satisfied. And this result also reveals that the arrangement
of Comparative Example 3 copes with a variation in power transmitted by using only the odd-mode resonance, which
is different from the principle of operation of the present invention that makes full use of the even and odd resonance
modes.

(COMPARATIVE EXAMPLES 4 and 5)

[0074] In Comparative Examples 4 and 5, power was supplied directly to one of the power transmitting and power
receiving antennas, and supplied by electromagnetic induction to the other antenna. When the power was supplied
directly, the same condition as that of the first through sixth specific examples of the present invention described above
was also adopted. On the other hand, when the electromagnetic induction method was used, the condition adopted was
the same as what was used in Comparative Example 3. The following Table 2 shows in comparison the respective circuit
configurations of Example 1 and Comparative Examples 1 through 5.
[0075] These Comparative Examples 4 and 5 were also evaluated as in the first through sixth specific examples of
the present invention described above, thereby deriving not only the maximum transmission efficiencies at the respective
transmission powers in the constant-voltage operation mode but also peak frequencies that would achieve the maximum
transmission efficiencies. As can be seen easily from FIG. 15, the smaller the power transmitted, the higher the peak
frequency tends to be in Comparative Example 4, which means that the frequency control condition of the present
invention was not satisfied. Likewise, as can be seen easily from FIG. 16 showing the transmission power dependence
of the peak frequency in Comparative Example 5, the frequency control condition of the present invention was not
satisfied in Comparative Example 5, either.

INDUSTRIAL APPLICABILITY

[0076] The wireless power transmission system of the present invention can be used as a power supplying system
for supplying power to various devices (including a TV set and other audiovisual devices and washers, refrigerators, air
conditioners and other household electronic appliances) which can operate with power supplied from a power supply
circuit that applies a constant voltage.
[0077] In addition, the wireless power transmission system of the present invention is also applicable as a charging
system for various electronic devices, electric motorcycles, electric bicycles, and electric cars that use a rechargeable
battery. This is because a rechargeable battery such as a lithium battery sometimes needs to have its charge operation
controlled at a constant voltage. Furthermore, the system of the present invention is also applicable for use in any
electronic device with a motor to be driven at a constant voltage.
[0078] Moreover, it is known that if the intensity (or illuminance) of sunlight that irradiates a solar cell in a solar power

[Table 2]

Distance 
(cm)

k Power transmitting antenna Power receiving antenna Effect/frequency 
control of this 

invention

Ex. 1 Series resonant circuit Parallel resonant circuit Achieved/performed

Com. 
Ex.1

Series resonant circuit Series resonant circuit

Com. 
Ex.2

5 0.265 Parallel resonant circuit Parallel resonant circuit

Com. 
Ex.3

Supplied with power by 
electromagnetic induction

Supplied with power by 
electromagnetic induction

Not achieved/not 
performed

Com. 
Ex.4

Series resonant circuit

Com. 
Ex.5

Parallel resonant circuit
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generation system changes, the maximum power point (i.e., a current or voltage value at which the maximum power
can be generated) is substantially proportional to illuminance as for current and becomes almost constant as for voltage.
Consequently, the wireless power transmission system of the present invention is also applicable to a system that collects
the power that has been generated by a solar power generation system.

REFERENCE SIGNS LIST

[0079]

103 oscillator
107 power transmitting antenna (resonator at transmitting end)
107a first inductor
107b first capacitor
109 power receiving antenna (resonator at receiving end)
109a second inductor
109b second capacitor
111 load
161 frequency converter

Claims

1. A wireless power transmission system comprising:

a pair of antennas configured to transmit power wirelessly by resonant magnetic coupling at a frequency f0,
one of the pair of antennas being a series resonant circuit, and the other of the pair of antennas being a parallel
resonant circuit; and
a control section configured to control a transmission frequency according to the magnitude of the power being
transmitted between the antennas,
characterized in that if the power is greater than a reference value P1, the control section sets the transmission
frequency to be a value that falls within a first level range that is higher than the frequency f0, and if the power
is smaller than the reference value P1, the control section sets the transmission frequency to be a value that
falls within a second level range that is lower than the first level range.

2. The wireless power transmission system of claim 1, wherein if the power has changed from a value that is greater
than the reference value P1 into a value that is smaller than the reference value P1, or if the power has changed
from a value that is smaller than the reference value P1 into a value that is greater than the reference value P1, the
control section makes the transmission frequency hop between a value falling within the first level range and a value
falling within the second level range.

3. The wireless power transmission system of claim 2, wherein when making the transmission frequency hop, the
control section changes the modes of a resonant magnetic field that couples the pair of antennas from an even
mode into an odd mode, and vice versa.

4. The wireless power transmission system of one of claims 1 to 3, wherein if the power to be transmitted is smaller
than the reference value P1 and greater than a second reference value P2 that is smaller than the reference value
P1, the control section sets the transmission frequency to be equal to or lower than a frequency f2 that is lower than
the frequency f0, and if the power to be transmitted is smaller than the second reference value P2, the control section
sets the transmission frequency to be higher than the frequency f2.

5. The wireless power transmission system of one of claims 1 to 4, wherein the first level range starts at the frequency
f0 and ends at the resonant frequency fH of the even mode, and
wherein the second level range starts at the resonant frequency fL of the odd mode and ends at the frequency f0.

6. The wireless power transmission system of one of claims 1 to 5, wherein if the power to be transmitted is equal to
the reference value P1, the control section sets the transmission frequency to be equal to the frequency f0.

7. The wireless power transmission system of one of claims 1 to 6, wherein the resonant frequency of each of the pair
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of antennas is equal to the frequency f0.

8. The wireless power transmission system of one of claims 1 to 7, wherein the coupling coefficient k of the pair of
antennas is kept constant while the power is being transmitted.

9. The wireless power transmission system of one of claims 1 to 8, wherein the reference value P1 is set to be 60%
through 80% of a maximum transmission power Pmax.

10. The wireless power transmission system of one of claims 1 to 9, wherein if the maximum value of the transmission
frequency is identified by ftrmax and the resonant frequency of the even mode is identified by fH and if the power
is greater than the reference value P1,
then the control section sets the maximum value ftrmax of the transmission frequency so that Rhigh defined by the
equation 

falls within the range of 18% to 56%.

11. The wireless power transmission system of one of claims 1 to 10, wherein if the minimum value of the transmission
frequency is identified by ftrmin and the resonant frequency of the odd mode is identified by fL and if the power is
smaller than the reference value P1,
then the control section sets the minimum value ftrmin of the transmission frequency so that Rlow defined by the
equation 

falls within the range of 21% to 45%.

12. The wireless power transmission system of one of claims 1 to 11, wherein when one of the two antennas that is
located at a power receiving end has its output terminal connected to a load that follows the antenna, the output
impedance Zoc of an oscillator that applies RF energy to the other antenna at a power transmitting end and the
input impedance Zin of the antenna at the power transmitting end are equal to each other.

13. The wireless power transmission system of one of claims 1 to 12, wherein when the output terminal of an oscillator
that applies RF energy to one of the two antennas that is located at a power transmitting end is connected to the
input terminal of the antenna at the power transmitting end, the output impedance Zout of the other antenna at a
power receiving end and the input impedance of a load that follows the antenna are equal to each other.

Patentansprüche

1. System zur drahtlosen Übertragung von Leistung, mit:

einem Paar aus Antennen, die ausgebildet sind, Leistung drahtlos durch Magnetresonanzkopplung bei einer
Frequenz f0 zu übertragen, wobei eine der zwei Antennen ein Reihenresonanzkreis und die andere der zwei
Antennen ein Parallelresonanzkreis ist; und
einem Steuerungsabschnitt, der ausgebildet ist, eine Übertragungsfrequenz entsprechend dem Betrag der
zwischen den Antennen zu übertragenden Leistung zu steuern,

dadurch gekennzeichnet, dass

wenn die Leistung größer als ein Referenzwert P1 ist, der Steuerungsabschnitt die Übertragungsfrequenz auf
einen Wert festlegt, der in einem ersten Pegelbereich liegt, der höher liegt als die Frequenz f0, und wenn die
Leistung kleiner als der Referenzwert P1 ist, der Steuerungsabschnitt die Übertragungsfrequenz auf einen Wert
festlegt, der in einem zweiten Pegelbereich liegt, der tiefer als der erste Pegelbereich ist.
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2. System zur drahtlosen Übertragung von Leistung nach Anspruch 1, wobei, wenn die Leistung sich von einem Wert,
der größer als der Referenzwert P1 ist, auf einen Wert geändert hat, der kleiner als der Referenzwert P1 ist, oder
wenn die Leistung sich von einem Wert, der kleiner als der Referenzwert P1 ist, auf einen Wert geändert hat, der
größer als der Referenzwert P1 ist, der Steuerungsabschnitt veranlasst, dass die Übertragungsfrequenz zwischen
einem Wert, der in dem ersten Pegelbereich liegt, und einem Wert, der in dem zweiten Pegelbereich liegt, springt.

3. System zur drahtlosen Übertragung von Leistung nach Anspruch 2, wobei, wenn der Steuerungsabschnitt einen
Sprung der Übertragungsfrequenz veranlasst, der Steuerungsabschnitt die Moden eines Resonanzmagnetfeldes,
das das Antennenpaar koppelt, von einer geraden Mode zu einer ungeraden Mode und umgekehrt ändert.

4. System zur drahtlosen Übertragung von Leistung nach einem der Ansprüche 1 bis 3, wobei, wenn die zu übertragende
Leistung kleiner als der Referenzwert P1 und größer als ein zweiter Referenzwert P2 ist, der kleiner als der Refe-
renzwert P1 ist, der Steuerungsabschnitt die Übertragungsfrequenz so festlegt, dass sie gleich oder kleiner ist als
eine Frequenz f2, die niedriger als die Frequenz f0 ist, und wenn die zu übertragende Leistung kleiner als der zweite
Referenzwert P2 ist, der Steuerungsabschnitt die Übertragungsfrequenz so festlegt, dass sie höher als die Frequenz
f2 ist.

5. System zur drahtlosen Übertragung von Leistung nach einem der Ansprüche 1 bis 4, wobei der erste Pegelbereich
bei der Frequenz f0 beginnt und bei der Resonanzfrequenz fH der geraden Mode endet, und
wobei der zweite Pegelbereich bei der Resonanzfrequenz fL der ungeraden Mode beginnt und bei der Frequenz f0
endet.

6. System zur drahtlosen Übertragung von Leistung nach einem der Ansprüche 1 bis 5, wobei, wenn die zu übertragende
Leistung gleich dem Referenzwert P1 ist, der Steuerungsabschnitt die Übertragungsfrequenz auf die Frequenz f0
festlegt.

7. System zur drahtlosen Übertragung von Leistung nach einem der Ansprüche 1 bis 6, wobei die Resonanzfrequenz
jeder der zwei Antennen gleich der Frequenz f0 ist.

8. System zur drahtlosen Übertragung von Leistung nach einem der Ansprüche 1 bis 7, wobei der Kopplungskoeffizient
k der zwei Antennen während der Übertragung der Leistung konstant gehalten wird.

9. System zur drahtlosen Übertragung von Leistung nach einem der Ansprüche 1 bis 8, wobei der Referenzwert P1
auf 60 % bis 80 % einer maximalen Übertragungsleistung Pmax festgelegt ist.

10. System zur drahtlosen Übertragung von Leistung nach einem der Ansprüche 1 bis 9, wobei, wenn der maximale
Wert der Übertragungsfrequenz durch ftrmax und die Resonanzfrequenz der geraden Mode durch fH bezeichnet
ist, und wenn die Leistung größer ist als der Referenzwert P1,
der Steuerungsabschnitt dann den maximalen Wert ftrmax der Übertragungsfrequenz so festlegt, dass Rhigh, das
durch die Gleichung 

definiert ist, in dem Bereich von 18 % bis 56 % liegt.

11. System zur drahtlosen Übertragung von Leistung nach einem der Ansprüche 1 bis 10, wobei, wenn der minimale
Wert der Übertragungsfrequenz durch ftrmin und die Resonanzfrequenz der ungeraden Mode durch fL bezeichnet
ist, und wenn die Leistung kleiner ist als der Referenzwert P1,
der Steuerungsabschnitt dann den minimalen Wert ftrmin der Übertragungsfrequenz so festlegt, dass Rlow, das
durch die Gleichung 

definiert ist,
in dem Bereich von 21 % bis 45 % liegt.
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12. System zur drahtlosen Übertragung von Leistung nach einem der Ansprüche 1 bis 11, wobei, wenn eine der beiden
Antennen, die am Leistung empfangenden Ende angeordnet ist, mit ihrem Ausgangsanschluss mit einer Last ver-
bunden ist, die der Antenne folgt, die Ausgangsimpedanz Zoc eines Oszillators, der HF-Energie der anderen Antenne
an einem Leistung übertragenden Ende zuführt, und die Eingangsimpedanz Zin der Antenne an dem Leistung
übertragenden Ende zueinander gleich sind.

13. System zur drahtlosen Übertragung von Leistung nach einem der Ansprüche 1 bis 12, wobei, wenn der Ausgangs-
anschluss eines Oszillators, der HF-Energie einer der beiden Antennen, die an einem Leistung übertragenden Ende
angeordnet ist, zuführt, mit dem Eingangsanschluss der Antenne an dem Leistung übertragenden Ende verbunden
ist, die Ausgangsimpedanz Zout der anderen Antenne an einem Leistung empfangenden Ende und die Eingang-
simpedanz einer Last, die der Antenne folgt, zueinander gleich sind.

Revendications

1. Système de transmission de puissance sans fil comprenant :

une paire d’antennes configurées pour transmettre de l’énergie sans fil par un couplage magnétique en réso-
nance à une fréquence f0, une antenne de ladite paire d’antennes étant un circuit résonnant série, et l’autre
antenne de ladite paire d’antennes étant un circuit résonant parallèle ; et
une section de contrôle configurée pour contrôler une fréquence de transmission en fonction de la grandeur
de la puissance transmise entre les antennes,
caractérisé en ce que,
si la puissance est supérieure à une valeur de référence P1, la section de contrôle règle la fréquence de
transmission à une valeur comprise dans une plage de premier niveau qui est supérieure à la fréquence f0, et
si la puissance est inférieure à la valeur de référence P1, la section de contrôle règle la fréquence de transmission
à une valeur comprise dans une plage de deuxième niveau qui est inférieure à la plage de premier niveau.

2. Système de transmission de puissance sans fil selon la revendication 1 dans lequel, si la puissance a changé d’une
valeur qui est supérieure à la valeur de référence P1 à une valeur qui est inférieure à la valeur de référence P1, ou
si la puissance à changé d’une valeur qui est inférieure à la valeur de référence P1 à une valeur qui est supérieure
à la valeur de référence P1, la section de contrôle effectue le saut de fréquence de transmission entre une valeur
comprise dans la plage de premier niveau et une valeur comprise dans la plage de deuxième niveau.

3. Système de transmission de puissance sans fil selon la revendication 2 dans lequel, lorsque le saut de fréquence
de transmission est effectué, la section de contrôle change le mode d’un champ magnétique résonnant qui couple
le paire d’antennes d’un mode pair à un mode impair, et vice versa.

4. Système de transmission de puissance sans fil selon l’une des revendications 1 à 3 dans lequel, si la puissance à
transmettre est inférieure à la valeur de référence P1 et supérieure à une deuxième valeur de référence P2 qui est
inférieure à la valeur de référence P1, la section de contrôle règle la fréquence de transmission pour qu’elle soit
inférieure ou égale à une fréquence f2 qui est inférieure à la fréquence f0, et si la puissance à transmettre est
inférieure à la deuxième valeur de référence P2, la section de contrôle règle la fréquence de transmission pour
qu’elle soit supérieure à la fréquence f2.

5. Système de transmission de puissance sans fil selon l’une des revendications 1 à 4,
dans lequel la plage de premier niveau commence à la fréquence f0 et termine à la fréquence de résonance fH du
mode pair, et
dans lequel la plage de deuxième niveau commence à la fréquence de résonance fL du mode impair et termine à
la fréquence f0.

6. Système de transmission de puissance sans fil selon l’une des revendications 1 à 5 dans lequel, si la puissance à
transmettre est égale à la valeur de référence P1, la section de contrôle règle la fréquence de transmission pour
qu’elle soit égale à la fréquence f0.

7. Système de transmission de puissance sans fil selon l’une des revendications 1 à 6, dans lequel la fréquence de
résonance de chaque antenne de la paire d’antennes est égale à la fréquence f0.
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8. Système de transmission de puissance sans fil selon l’une des revendications 1 à 7, dans lequel le coefficient de
couplage k de la paire d’antennes est maintenu constant pendant la transmission de puissance.

9. Système de transmission de puissance sans fil selon l’une des revendications 1 à 8, dans lequel la valeur de
référence P1 est réglée pour être comprise entre 60 % et 80 % d’une puissance de transmission maximale Pmax.

10. Système de transmission de puissance sans fil selon l’une des revendications 1 à 9 dans lequel,
si la valeur maximale de la fréquence de transmission est identifiée par ftrmax et la fréquence de résonance du
mode pair est identifiée par fH, et si la puissance est supérieure à la valeur de référence P1,
alors la section de contrôle règle la valeur maximale ftrmax de la fréquence de transmission de telle sorte que Rhigh
défini par l’équation 

soit compris dans la plage de 18 % à 56 %.

11. Système de transmission de puissance sans fil selon l’une des revendications 1 à 10 dans lequel,
si la valeur minimale de la fréquence de transmission est identifiée par ftrmin et la fréquence de résonance du mode
impair est identifiée par fL, et si la puissance est inférieure à la valeur de référence P1,
alors la section de contrôle règle la valeur minimale ftrmin de la fréquence de transmission de telle sorte que Rlow
défini par l’équation 

soit compris dans la plage de 21 % à 45 %.

12. Système de transmission de puissance sans fil selon l’une des revendications 1 à 11 dans lequel, quand la borne
de sortie d’une antenne parmi les deux antennes qui se trouve à une extrémité de réception de puissance est
connectée à une charge qui suit l’antenne, l’impédance de sortie Zoc d’un oscillateur qui applique de l’énergie RF
à l’autre antenne à une extrémité de transmission de puissance et l’impédance d’entrée Zin de l’antenne à l’extrémité
de transmission de puissance sont égales entre elles.

13. Système de transmission de puissance sans fil selon l’une des revendications 1 à 12 dans lequel, quand la borne
de sortie d’un oscillateur qui applique de l’énergie RF à une antenne parmi les deux antennes qui se trouve à une
extrémité de transmission de puissance est connectée à la borne d’entrée de l’antenne à l’extrémité de transmission
de puissance, l’impédance de sortie Zout de l’autre antenne à une extrémité de réception puissance et l’impédance
d’entrée d’une charge qui suit l’antenne sont égales entre elles.
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