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Description

[0001] The present invention is directed to improved
quality multi-spectral water-clear zinc sulfide. More spe-
cifically, the present invention is directed to improved
quality multi-spectral water-clear zinc sulfide which is
substantially free of impurities that produce discoloration
of the water-clear zinc sulfide and degrade its perform-
ance.
[0002] Zinc sulfide is a material which intrinsically is
transparent from the visible to relatively long electromag-
netic wavelengths in the infrared region. These proper-
ties contribute to its use in applications which require
infrared transmission capability such as in infrared de-
tectors and missile domes. Zinc sulfide articles are typi-
cally produced by chemical vapor deposition (CVD) or
hot pressing of powder techniques. These techniques
result in forms which are generally opaque and not func-
tionally transparent in the visible or near-infrared regions
of the electromagnetic spectrum. Post-fabrication proc-
esses for providing an optical finish to materials such as
zinc sulfide are known. For example, Warner, C. "En-
hanced Strength and Durability in Zinc Sulfide", US Gov-
ernment SBIT Phase I Proposal, Topic No. A06-013,
pp3-39 (Surmet Corp, Burlington, MA), discloses various
fabrication processes for zinc sulfide articles, including
diamond grinding and techniques which use the combi-
nation of a pitch covered grinding plate and ’loose’ abra-
sive grains to machine such articles.
[0003] Hot isostatic pressing (HIP), a high pressure
and high temperature treatment, has been found to suf-
ficiently improve the transparency of zinc sulfide in the
visible and near-ultraviolet regions such that the zinc
sulfide can be used in applications requiring multi-spec-
tral capability such as in armored vehicles and aircraft
windows. In general this functionally transparent zinc
sulfide is produced as follows: zinc sulfide is produced
by a reaction of zinc vapor and hydrogen sulfide gas in
a chemical vapor deposition chamber. This process pro-
duces relatively large sheets which are then sliced into
smaller parts and machined to make the surfaces
smooth. The zinc sulfide is then wrapped in metal foil and
then subjected to the hot isostatic pressing or HIPping
process which makes the material functionally transpar-
ent or water-clear. After the water-clear zinc sulfide is
polished, it is inspected under fluorescent white light.
Sometimes discolored material is observed. It is believed
that the discoloration is caused by metallic contaminants.
Accordingly, prior to HIPping the metal foil and zinc
sulfide are desirably free of any metallic contaminants.
[0004] Conventional methods for cleaning zinc sulfide
use organic cleaning agents which are based on alcohol,
acetone and various surfactants. Such cleaners may re-
move organic contaminants but are inadequate to com-
pletely remove metallic contaminants which are strongly
adhered to the surfaces or embedded in the zinc sulfide
during machining and handling. Due to the relatively soft
surface of zinc sulfide metallic machining marks are typ-

ically produced in the zinc sulfide. Such marks may go
into the zinc sulfide. Such marks cannot be removed with
conventional processes and can produce discoloration
marks. One example is the circular marks produced by
a Blanchard chuck. When zinc sulfide is mounted directly
onto the Blanchard chuck and the zinc sulfide is ma-
chined, the pressure of the machining process can gen-
erate these marks. The intensity of these marks increas-
es when the zinc sulfide is left on the chuck for extended
periods of time and become dry. Grinding wheels used
during the generating process may also introduce con-
taminants such as nickel and copper. Many grinding
wheels use nickel and copper either in the composition
of the wheel base or in the coating or binder for diamond
or cubic boron nitride abrasive particles. During zinc
sulfide generating the grinding wheels shed small parti-
cles that become lodged to rough machine surfaces on
the edges or inside cracks that may be present in the
zinc sulfide. These particles are difficult to clean due to
their position in the low lying rough areas.
[0005] In addition foreign metals may also contaminate
the metal foil during its production. Failure to remove such
contaminants produces discolored zinc sulfide. For ex-
ample, nickel and copper produces yellow material, chro-
mium and cobalt produce green material and palladium
produces reddish-brown material. In high concentration,
metals, such as copper can produce very dark material,
for example, if the copper concentration is greater than
100 ppm.
[0006] The discolored material has inferior perform-
ance and degrades the imaging quality of the water-clear
zinc sulfide. The discolored material may increase optical
absorption and degrade the transmission of the water-
clear zinc sulfide in the ultra-violet (UV) to visible region.
The discolored material may also increase the forward
scatter and refractive index inhomogeneity which may
affect the quality of the image through the water-clear
zinc sulfide. The discolored material also has an inferior
material appearance. Accordingly, there is a need for a
water-clear zinc sulfide which is substantially free of met-
al contaminants and for a method of providing such wa-
ter-clear zinc sulfide.
[0007] The present invention is as set out in the ac-
companying claims.
[0008] The method of the invention includes coating,
covering or combinations thereof a generating chuck;
placing a zinc sulfide substrate in the coated, covered or
combinations thereof generating chuck; generating the
zinc sulfide substrate with uncoated abrasive particles;
cleaning metallic contaminants from the zinc sulfide sub-
strate; cleaning metallic contaminants from a platinum
foil by microetching and cleaning with sulfuric acid, nitric
acid or combinations thereof; wrapping the cleaned zinc
sulfide substrate in the cleaned platinum foil; and treating
the cleaned zinc sulfide substrate wrapped in the cleaned
platinum foil by a HIP process.
[0009] The methods provide for a generating chuck
which prevents the formation of machining marks on zinc
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sulfide substrates. In addition, the methods provide for
functionally transparent or water-clear zinc sulfide sub-
stantially free of metal contaminants such that there is
no observable discolored material, or such that the dis-
coloration is reduced to levels such that it does not sig-
nificantly compromise the performance of the water-clear
zinc sulfide for its intended use. The water-clear zinc
sulfide has high transmission in the visible region, low
forward scatter which leads to a better image quality, less
edge blurriness, and a higher refractive index homoge-
neity leading to improved image quality than many con-
ventional water-clear zinc sulfide materials. The water-
clear zinc sulfide may be used to produce a variety of
optical articles such as windows, domes, lenses and
beam splitters. Such articles may be used in aircraft, ar-
mored vehicles, infrared (IR) cameras and scientific in-
struments such as spectrophotometers. One common
application of the water-clear zinc sulfide is for multi-
spectral applications that require a single aperture or
beam path for several wavebands in the visible light and
IR regions.
[0010] As used throughout this specification, the fol-
lowing abbreviations shall have the following meanings,
unless the context indicates otherwise: °C = degrees
Centigrade; mm = microns = micrometers; m = meters;
cm = centimeter; nm = nanometers; mM = millimolar; mN
= milliNewton; CVD = chemical vapor deposition; PVD =
physical vapor deposition; MOCVD = metalorganic
chemical vapor deposition; sccm = standard cubic cen-
timeters per minute; L = liters; Hz = hertz; kHz = kilohertz;
GHz = gigahertz; 1 atmosphere = 760 torr = 1013 kPa;
1 atmosphere = 1.01325x106 dynes/cm2; 1 psi = 1
pounds per square inch = 6.9 kPa 1 atmosphere = 14.7
psi; 1 Ksi = 1 kilo-pounds per square inch = 0.9 kPa; A
= amperes; mA = milliamperes; W = Watt; kW = kilowatt;
eV = electron volt; AC = alternating current; DC = direct
current; slpm = standard liters per minute, 1 Å = 1 ang-
strom = 0.1 nm; IR = infrared; and UV = ultra-violet. The
term "chuck" means a device for holding a workpiece.
The terms "generating" and "machining" are used inter-
changeably throughout the specification. The term "non-
reactive metals" means metals which do not react with
zinc sulfide or diffuse in it to create discoloration.
[0011] All percentages are by weight unless otherwise
noted.
[0012] Deposits of zinc sulfide may be produced in con-
ventional CVD or PVD furnaces. Such furnaces typically
are enclosed in vertically-oriented water-cooled stainless
steel vacuum chamber housings. A graphite retort con-
tains molten zinc and provides a heating means, such
as resistance or radiant heating elements, at the bottom
of the deposition chamber. A hollow mandrel, typically
made of graphite, is vertically arranged above the zinc
retort with its interior in flow communication with the re-
tort. Typically the mandrel is rectangular in shape or it
may be in the form of a tube. A second heating element,
such as resistance heaters, capable of heating the man-
drel are provided around the mandrel’s exterior. Gas in-

jectors provide hydrogen sulfide and inert gas, such as
argon or nitrogen, to lower portions of the mandrel’s in-
terior. Gas exhaust at the top of the furnace’s housing is
operatively connected to a filtration system to remove
particulates, then to a vacuum source, such as a vacuum
pump and finally to a scrubber to remove unreacted hy-
drogen sulfide and any other toxic products. Mandrel
temperature is measured by a thermocouple touching
the mandrel at its external surface. Zinc temperature in
the retort is measured by averaging the temperature
measurements of two thermocouples, one touching the
upper portion of the retort’s wall, above and near the level
of molten zinc, and another extending to the lower portion
of the retort’s wall below the level of molten zinc. Such
furnaces are disclosed in U.S. 6,221,482 and U.S.
6,083,561.
[0013] In operation, elemental zinc is vaporized in the
zinc retort at temperatures greater than 575° C. The va-
porized zinc is mixed with hydrogen sulfide and a carrier
gas as they enter the mandrel from the injector. The
mixed gases are caused to flow through the interior of
the mandrel wherein they contact the heated interior sur-
face of the mandrel causing zinc and hydrogen sulfide
to react to form zinc sulfide on the interior surfaces of the
mandrel. The carrier gas and any gaseous or entrained
reaction products are removed from the chamber through
the gas exhaust and are then processed through the fil-
tration and scrubbing systems. Once started the process
is continued until the desired thickness of the zinc sulfide
is deposited on the mandrel. Typically deposition is great-
er than 15 hours and may take up to 1100 hours. More
typically deposition is from 100 hours to 600 hours. Typ-
ically the initial mandrel temperature is 690° C or higher
and is gradually decreased or ramped down by at least
10° C to target the mandrel temperature of less than 680°
C, typically within a range of 660° C to 680° C over the
course of 5 to 20 hours of the run, more typically during
the first 8 to 15 hours and then maintaining the target
mandrel temperature for the remainder of the run.
[0014] A stoichiometric excess of zinc is maintained in
the deposition zone after an initial ramping up of the zinc
vapor concentration in the gas mixture supplied to the
deposition zone. A hydrogen sulfide to zinc molar ratio
of less than 0.8, typically of 0.6 to 0.8 is provided after
initial ramping of the zinc vapor concentration. During the
initial ramping up, the flow of zinc vapor is initiated at a
minimal value at the beginning of each run and is slowly
increased, or ramped up, to the target, or sustained, flow
rate over the initial 10 to 90 hours and, typically, over the
initial 30 to 60 hours, of the run. In general such is ac-
complished by initially setting and then maintaining the
hydrogen sulfide and a carrier gas flow rates while slowly
ramping up the zinc retort temperature. The zinc retort
temperature is typically maintained at least 10° C lower,
more typically 15° C lower, and most typically 20° C lower
than the mandrel temperature. In general furnace pres-
sures are at furnace absolute pressures of less than 60
torr, typically 30 to 40 torr. When a desired thickness is
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achieved, the gas flow through the gas injector is discon-
tinued, the first heating element is turned down, the sec-
ond heating element is turned off, the chamber housing
is opened and the mandrel is removed. The zinc sulfide
deposited on the interior walls of the mandrel is then re-
moved therefrom and cut into sheets of desired size. Con-
ventional cutting tools, such as mechanical cutting tools
or water jet cutting tools may be used.
[0015] The zinc sulfide sheets are machined to remove
any contaminants such as graphite from the mandrel side
and are generated or machined to smooth the deposition
side. Machining may be done using various conventional
apparatus. Such processes include, but are not limited
to, grinding, lapping and honing. Such apparatus typically
include a chuck for holding the workpiece. One or more
coatings are placed in the chuck to protect the zinc sulfide
from machining marks caused by the tension to secure
the zinc sulfide in the chuck and during the vigorous ac-
tivity during generating. Any play between the zinc sulfide
and the chuck during generating can cause machining
marks in the zinc sulfide. Such marks may penetrate the
relatively soft surface of the zinc sulfide substrates cre-
ating havens for metal contaminants. One or more coat-
ings may be applied to the chuck or in the alternative the
chuck may be covered with a material which does not
contaminate the zinc sulfide and at the same time pro-
tects it from contamination. Combinations of coatings and
coverings also may be used to protect the zinc sulfide
from contamination. Such coatings include, but are not
limited to, ceramic materials and non-reactive metals.
Cover materials include, but are not limited to, poly-
urethane impregnated polyester pads.
[0016] The polyurethane impregnated polyester pads
are sufficiently hydrophilic to provide surface tensions
greater than or equal to 34 mN/m or such as from greater
than or equal to 37 mN/m or such as from greater than
or equal to 40 mN/m. Typically such pads have a surface
tension of 34mN/m to 40mN/m. The pads may range in
thickness from 0.2cm to 3cm. Such polyurethanes and
polyesters have a modulus of 1 to 200 Megapascals and
an elongation to break in the range of 25% to 1000%,
typically 50% to 500%, more typically 100% to 350%.
Such pads have porosities of 10% to 50% or such as
from 10% to 40% or such as from 20% to 30%. Typically
such pads have an open pore structure. An open pore
structure contains pores that are connected to each other
and form an interconnected network. In addition, such
pads have densities from 0.3g/cm3 to 1.5g/cm3 or such
as from 0.5g/cm3 to 1.4 g/cm3 or such as from 0.8g/cm3

to 1.2g/cm3. Such pads are well known in the art and one
method of making such pads is disclosed in U.S.
7,517,488. An example of a commercially available pad
is SUBA™ IV Polishing Pad available from Rohm and
Haas Electronic Materials, LLC.
[0017] Ceramics include, but are not limited to, nitrides
and oxides. Examples of suitable nitrides are aluminum
nitride, boron nitride and titanium nitride. Examples of
suitable oxides include, but are not limited to aluminum

oxide, silicon dioxide, magnesium oxide and magnesium
aluminum oxide (spinel). Coating thickness for ceramic
materials may range from 0.1mm to 10mm or such as
from 5mm to 5mm or such as from 10mm to 3mm. Such
ceramics may be applied to coat a chuck using one or
more methods including, but not limited to, thermal spray,
CVD, MOCVD and PVD such as, but not limited to, sput-
tering, electron beam evaporation, ion assisted deposi-
tion and microwave-assisted magnetron sputtering.
Such processes are well known in the art for coating sub-
strates with ceramic materials.
[0018] Nonreactive metals include, but are not limited
to, gold, platinum, tantalum, tungsten, rhodium and mo-
lybdenum. Coating thickness for nonreactive metals is
from 10nm to 1mm or such as from 100nm to 500mm.
Such nonreactive metals may be applied to coat a chuck
using one or more of the methods used to deposit ce-
ramics mentioned above.
[0019] In general, conventional reactants may be used
to deposit the CVD coatings. Deposition temperatures
and pressures may vary depending on the type of coat-
ing. Conventional deposition chambers may be used.
CVD is performed in inert atmospheres such as argon,
helium, neon, krypton, xenon, nitrogen and mixtures
thereof. Flow rates for such inert gases during deposition
are conventional. Conventional reactant flow rates may
be used and varied during deposition to obtain the de-
sired deposition rates. Minor experimentation may be re-
quired. Typically, furnace temperatures may range from
100° C to 1500° C. Furnace pressures may range from
20 torr to 760 torr. Coating deposition rates may range
from 0.01mm/minute to 5mm/minute.
[0020] There are a number of different PVD techniques
which are distinguished by the manner in which the
source material is vaporized. Such methods are well
known in the art. Typically used physical vapor deposition
techniques for converting solid material into gaseous
plasma are: (a) resistance or induction heating; (b) elec-
tron beam or ion bombardment; and (c) electric arc or
cathodic arc vapor deposition.
[0021] In resistance and induction heating techniques,
the solid material is brought to its melting point by an
external heat source or by passing high electric current
levels through the solid material. The solid material or a
portion thereof, first melts to a molten liquid state, and
then vaporizes to a gaseous state to form the plasma.
[0022] In electron beam and ion bombardment tech-
niques, a molten pool of material is created by bombard-
ing the solid material with a high-energy beam of elec-
trons or ions. The solid material is referred to as a "target"
toward which the electrons or ions impart sufficient kinetic
energy to the target material causing atoms, ions, mole-
cules, ionized molecules and agglomerates of molecules
to leave the target source material in the core of plasma.
In general, where an electromagnetic beam is generated
by an electron beam, ion beam or electrical arc an elec-
trical current flows to the material to be deposited. The
current may range from 5mA to 100mA. The energy de-
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livered by the electromagnetic beam may be defined in
terms of a power density, which is the average power
surface of the ceramic or metal. Average power densities
may range from 1000 W/cm2 to 5000 W/cm2 at a point
on the surface upon which the beam is directed. The
peak power density of the electromagnetic beam may be
from 5000 W/cm2 to 10,000 W/cm2. The peak power den-
sity may be defined as a process setting where the beam
is at its maximum focus (i.e. smallest spot size) at a given
power setting. Dwell times for the electromagnetic beam
may range from 0.1milliseconds to 5milliseconds.
[0023] In electric arc physical vapor deposition an elec-
tric arc is struck and maintained between the solid ma-
terial, which is electrically biased to serve as a cathode,
and an anode that is spaced apart from the cathode. An
arc-initiating trigger element is positioned proximate to
the cathode and is positively biased with respect to the
cathode. The trigger element is momentarily allowed to
engage the surface of the cathode material, establishing
a current flow path through the trigger and cathode. As
the trigger element is removed from engagement with
the cathode, an electrical arc is struck, which arc is there-
after maintained between the cathode and the anode of
the chamber. The electric arc carries high electric current
levels ranging from 30 to several hundred amperes and
provides energy for vaporizing the solid material. The arc
terminus is visible on the surface of the cathode where
the arc touches the cathode and is referred to as the
cathode spot. One or more of such cathode spots may
exist on the cathode surface at one time depending upon
the current present in the arc. The cathode spot randomly
moves across the surface of the solid material, instanta-
neously vaporizing the solid material into plasma. The
plasma contains atoms, molecules, ions, and agglomer-
ates of molecules, and both ion charged and neutral par-
ticles.
[0024] In sputtering methods the substrate is mounted
in a reactive sputtering drum coater with the surface to
be coated facing into the interior of the sputtering drum
coater or coating chamber. An example of one type of
sputtering drum coater is a MicroDyn™ reactive sputter-
ing drum coater (available from Deposition Sciences Inc.,
Santa Rosa, CA). The chamber may be in the shape of
an octagon. Each face of the octagon supports a process
zone. The process zone is equipped with one of the fol-
lowing: DC magnetron, AC magnetron pair, microwave
plasma applicator or heater. Mid-frequency pulsed DC
power supplies power to the DC magnetrons. Mid-fre-
quency AC power supplies power to the AC magnetrons.
The AC magnetrons may minimize loss at the anode
which is caused by migration of material from anode to
cathode and typically provides a higher quality coating.
[0025] In microwave-assisted magnetron sputtering
two or more sputtering sources and two or more micro-
wave plasma sources may be used simultaneously to
increase coating material deposition rate. Typically two
sputtering sources and two microwave plasma sources
are used simultaneously. In the magnetron sputtering a

metal electrode, such as aluminum or titanium is used
as the target. The electrode provides the source of the
metal for the coating and typically is 99% to 99.99% pure.
The target distance from the chuck substrate may range
from 8cm to 20cm. This method permits wide deposition
areas of 130,000 cm2 and greater. Microwave driven
plasmas dissociate diatomic molecules of oxygen or ni-
trogen. The coating chamber may be pumped down to a
pressure of 10-5 Torr to 10-6 Torr prior to deposition. Di-
atomic oxygen or nitrogen and an inert gas, such as ar-
gon, neon or krypton, are introduced into the coating
chamber. Flow rates of diatomic oxygen and nitrogen
may range from 20 sccm to 80 sccm. The flow rate of the
inert gas may be from 30 sccm to150 sccm. Total pres-
sure in the chamber may range from 2 x 10-3 Torr to 7 x
10-3 Torr. Diatomic oxygen or nitrogen partial pressure
may range from 1 x 104 Torr to 20 x 10-4 Torr. The mi-
crowave source ionizes the mixture of the inert gas and
diatomic oxygen or nitrogen to create plasma near the
microwave source. The microwave power may range
from 1 kW to 5 kW. Frequencies may range from 1 GHz
to 5 GHz. Dissociation energies range from 1eV to 20eV
and support bond formation between the metal and the
oxygen or nitrogen. Energy imparted to monoatomic spe-
cies created by the dissociation is transferred to the grow-
ing thin film on the substrate. The drum upon which the
substrate is mounted is rotated at the rate of 0.75 to 3
revolutions/second depending upon the coating deposi-
tion rate. Minor experimentation may be required to de-
termine the appropriate rotation rate with the correspond-
ing deposition rate. The method is such that these two
steps are performed substantially simultaneously to pro-
vide stoichiometric metal oxide or metal nitride coatings.
The DC or AC pulsed power ranges from 3 kW to 9 kW.
Frequencies may range from 20 kHz to 50 kHz. During
deposition the microwave plasma is kept on to stabilize
the target plasma and to increase coating oxygen or ni-
trogen consumption. The chuck substrate is maintained
at temperatures of 40° C to 200° C. Deposition times
range from 20 hours to 90 hours.
[0026] Typically, the surfaces are generated with resin
bonded wheels that use uncoated abrasive particles.
Such resins include, but are not limited to, epoxy, acrylic
and phenolic resins. Such resins are well known in the
art. Uncoated abrasive particles include, but are not lim-
ited to, diamond silicon carbide, titanium carbide, silicon
nitride, tungsten carbide and boron carbide. Such un-
coated abrasive particles have a Mohs hardness of 9 and
higher. Combinations of such materials also may be
used. The abrasive may be in particle form or particles
bonded to the resin of the grinding wheel. The surface
speed of the wheel is at least 1000 m/minute or such as
from 2000 m/minute to 10,000 m/minute. Pressures may
be applied to the chuck substrate from 10 psi to 100 psi
or such as from 20 psi to 80 psi.
[0027] Coating the chuck and generating the zinc
sulfide using uncoated abrasive particles reduce the
number of contaminants on the zinc sulfide; however,
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the zinc sulfide sheet may still have metallic particles,
such as nickel, copper, chromium, cobalt and palladium,
on its surface. The metal particles typically reside on
rough spots and may enter inside cracks or other defects
in the zinc sulfide. The contamination is observable as
discolored material. The zinc sulfide is cleaned to reduce
or substantially remove all of the metallic contaminants.
Cleaning is done with methods which provide a final func-
tionally transparent or low scatter water clear zinc sulfide
which includes no observable degradation in transmis-
sion at a wavelength of 0.3mm to 1mm or such as from
0.4mm to 0.8mm, less than or equal to 3%/cm forward
scatter as measured in a half cone angle of 3 degrees
from the direction of incident beam @ 0.6328mm wave-
length using a helium/neon laser, and a refractive index
homogeneity of less than or equal to 15ppm, or such as
less than or equal to 10ppm. Preferably the refractive
index homogeneity is less than or equal to 5ppm, most
preferably less than or equal to 1ppm. The refractive in-
dex homogeneity is the change of refractive index per
refractive index as is well understood in the art. The meth-
ods include, but are not limited to, ultrasonic alkaline
clean, inorganic acid clean, organic acid clean, cyanide
clean, sulfur containing compounds clean and amine
clean. The methods may be used individually or com-
bined to clean zinc sulfide of at least metallic contami-
nants.
[0028] Alkaline compounds which may be used in the
ultrasonic alkaline clean include, but are not limited to,
alkali metal bases such as potassium hydroxide, sodium
hydroxide, ammonium hydroxide, caustic or mixtures
thereof. An aqueous solution is prepared which includes
the alkaline compounds in sufficient amounts to provide
a pH range from greater than 7 to 14 or such as from 8
to 13 or such as from 9 to 12. Typically the pH ranges
from 7.5 to 11 or such as from 8 to 10. The alkaline so-
lution is contained in an ultrasonic cleaner and the zinc
sulfide is then immersed in the alkaline solution. Conven-
tional ultrasonic cleaners may be used and are commer-
cially available. Examples of ultrasonic cleaners include
the various ultrasound apparatus available from Crest
Corporation and also SONICOR™ SC ultrasonic cleaner
available from Sonicor, Inc., Wallingford, CT. Prior to im-
mersing the zinc sulfide in the alkaline solution the zinc
sulfide may optionally be rinsed with water or wiped with
a sanitary wipe such as SURE WIPES™, available from
BIOTEK Corporation, Broadview, IL, to remove any
sludge remaining on the zinc sulfide after machining.
Cleaning is done at 10 kHZ to 100 kHz, or such as from
20 kHZ to 50 kHZ. Cleaning time may range from 1 minute
to 20 minutes, or such as from 5 minutes to 15 minutes.
After cleaning the zinc sulfide is rinsed with water and
wiped clean with a sanitary wipe or air dried. Commer-
cially available alkaline cleaners which may be used in-
clude, but are not limited to, SONICOR™ 205 solution
(carbon and rust remover with heavy duty caustic), SON-
ICOR™ 202 (buffering compound with non-caustic alka-
line) and SONICOR™ 106 (optical cleaner, mildly alka-

line), SONICOR™ 106 (jewelry cleaner, ammoniated
special purpose cleaner) and SONICOR™ 116 (SONIC
STRIP™ heavy duty alkaline). The commercially availa-
ble products may be used as is or they may be diluted
with water to provide the desired pH. Typical dilutions
are with water and may range from 1 part by volume of
commercial cleaner to 10 parts by volume water or such
as 1 part by volume of cleaner to 3 parts by volume water.
Minor experimentation may be done to determine a par-
ticular dilution with a commercial cleaner to achieve the
desired pH and cleaning performance.
[0029] The zinc sulfide may be cleaned with inorganic
acids which include, but are not limited to, hydrochloric
acid, sulfuric acid, nitric acid, phosphoric acid, hydrofluo-
ric acid and mixtures thereof. Typically the acid is hydro-
chloric acid, sulfuric acid, nitric acid and mixtures thereof.
More typically the acid is sulfuric acid, nitric acid and mix-
tures thereof. When two or more acids are mixed, they
are mixed in amounts to enable the removal of substan-
tially all of the metal contaminants. Minor experimenta-
tion may be done to achieve the optimum cleaning per-
formance of the inorganic acid mixtures. An aqueous so-
lution of one or more of the inorganic acids is made having
a concentration of 1mM to 50mM, or such as 5mM to
10mM inorganic acid. In general the pH of the inorganic
acid solutions are from 1 to 4, or such as from 3 to 4. The
inorganic acid aqueous solution is applied to the surface
of the zinc sulfide or the zinc sulfide is immersed in the
aqueous acid solution for 1 minute to 30 minutes or such
as from 5 minutes to 20 minutes. Typically the zinc sulfide
is treated with the aqueous acid solution for 5 minutes to
15 minutes. Temperatures may range from room tem-
perature to 50° C or such as from 25° C to 35° C. The
inorganic acid treated zinc sulfide is then dried and then
rinsed with high purity acetone, such as 90% and greater,
at room temperature. Rinsing may be done for 1 minute
to 2 minutes.
[0030] Zinc sulfide may be cleaned with organic acids
which include, but are not limited to, carboxylic acids and
salts thereof. Carboxylic acids include monocarboxylic
acids and polycarboxylic acids. Mixtures of such carbox-
ylic acids and their salts also may be used. Monocarbox-
ylic acids include, but are not limited to, acetic acid, lactic
acid and gluconic acid and salts thereof. Polycarboxylic
acids include, but are not limited to, oxalic acid, malonic
acid, maleic acid, tartaric acid, succinic acid, citric acid
and glutamic acid and salts thereof. One or more acid
anhydrides also may be included. Typically the organic
acid is acetic acid, oxalic acid, citric acid, salts thereof
and mixtures thereof. More typically the acid is acetic
acid, oxalic acid, salts thereof and mixtures thereof. Most
typically the acid is acetic acid and oxalic acid and mix-
tures thereof. When two or more organic acids or their
salts or anhydrides are mixed, they are mixed in amounts
to enable the removal of substantially all of the metal
contaminants. Minor experimentation may be done to
achieve the optimum cleaning performance of the organ-
ic acid mixtures. An aqueous solution of one or more of
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the organic acids, salts thereof and anhydrides is made
having a concentration of 1% to 50%, or such as 5% to
30% or such as from 10% to 20% organic acid, salts
thereof or anhydrides. In general the organic acid solu-
tions have a pH of less than 7 or such as from 1 to 6 or
such as from 2 to 4.
[0031] The organic acid aqueous solution is applied to
the surface of the zinc sulfide or the zinc sulfide is im-
mersed in the aqueous acid solution for 1 minute to 60
minutes or such as from 5 minutes to 30 minutes. Typi-
cally the zinc sulfide is treated with the aqueous acid
solution for 10 minutes to 20 minutes. Temperatures may
range from room temperature to 50° C or such as from
25° C to 35° C. The organic acid treated zinc sulfide is
then rinsed with water, dried and then rinsed with high
purity acetone at room temperature; alternatively, it may
be first rinsed with alcohol such as methyl alcohol or iso-
propyl alcohol followed with rinsing in acetone. Rinse
time is the same as described above when cleaning with
inorganic acids.
[0032] Zinc sulfide may be cleaned with cyanide, cy-
anate or mixtures thereof. An aqueous alkaline solution
is prepared from alkali metal salts, such as sodium cya-
nide, potassium cyanide, sodium cyanate, potassium cy-
anate, sodium thiocyanate, potassium thiocyanate or
mixtures thereof. The concentrations of the cyanides and
cyanates may range from 5% to 20% or such as 10% to
15%. The pH of the solution may range from 8 and greater
or such as from 9 to 14 or such as from 10 to 12. The pH
of the solution may be maintained by the addition of suf-
ficient amounts of base. Such bases include, but are not
limited to, alkali metal hydroxides, alkali metal bicarbo-
nates, alkali metal carbonates or mixtures thereof. The
aqueous alkaline solution is applied to the zinc sulfide or
the zinc sulfide is immersed in the solution. The zinc
sulfide is treated with the aqueous alkaline solution for 5
minutes to 25 minutes or such as from 10 minutes to 20
minutes. Temperatures of the solution may range from
room temperature to 50° C or such as from 25° C to 40°
C. The cyanide or cyanate treated zinc sulfide is then
rinsed with water, dried and then rinsed with high purity
acetone at room temperature; alternatively, it may be
rinsed first with alcohol such as methyl alcohol or isopro-
pyl alcohol followed with rinsing with acetone.
[0033] Zinc sulfide may be cleaned of metallic contam-
inants using sulfur or thiocompounds in an aqueous al-
kaline solution. Such sulfur or thiocompounds include,
but are not limited to, sulfates, mercapto compounds,
thiourea and its derivatives. Mixtures of such compounds
also may be used. Sulfates include, but are not limited
to, ammonium sulfate, ammonium persulfate, ammoni-
um thiosulfate, sodium sulfate, sodium persulfate, sodi-
um thiosulfate, potassium sulfate, potassium persulfate
and potassium thiosulfate. Mercapto compounds in-
clude, but are not limited to, 2-mercaptobenzoic acid,
mercaptolactic acid, mercaptoacetic acid, mercaptosuc-
cinic acid, mercaptophenol and 2-mercaptobenzoxa-
zole. Thiourea derivatives include but are not limited to,

dimethylthiourea, diethylthiourea, N,N’-diisopropylthiou-
rea, acetylthiourea, allylthiourea, ethylenethiourea, 1,3-
diphenylthiourea and thiourea dioxide. The concentra-
tions of the one or more thiocompounds in the alkaline
aqueous solution may range from 5% to 20% or such as
10% to 15%. The pH of the solution may range from 8
and greater or such as from 9 to 14 or such as from 10
to 12. The pH of the solution may be maintained by the
addition of sufficient amounts of base. Such bases in-
clude, but are not limited to, alkali metal hydroxides, alkali
metal bicarbonates, alkali metal carbonates or mixtures
thereof. The aqueous alkaline thiocompound solution is
applied to the zinc sulfide or the zinc sulfide is immersed
in the solution. The zinc sulfide is treated with the aque-
ous alkaline solution for 5 minutes to 25 minutes or such
as from 10 minutes to 20 minutes. Temperatures of the
solution may range from room temperature to 50° C or
such as from 25° C to 40° C. The cleaned zinc sulfide is
then rinsed with water, dried and then rinsed with high
purity acetone at room temperature; alternatively, it may
be rinsed first with alcohol such as methyl alcohol or iso-
propyl alcohol followed with rinsing in acetone.
[0034] Zinc sulfide may be cleaned of its metal con-
taminants with a basic aqueous amine solution. Amines
which may be used include, but are not limited to, primary
amines, secondary amines, tertiary amines, organic
amines and quaternary ammonium compounds. Primary
amines include, but are not limited to, ammonia,
butylamine, monoethanolamine and octylamine. Sec-
ondary amines include, but are not limited to, ethylene-
diamine, dibutylamine, methylbutylamine and dieth-
anolamine. Tertiary amines include, but are not limited
to, triethnolamine. Amines also include ethylenediamine
tetraacetic acid (EDTA) and diethylenetriamine pentace-
tic acid. The concentrations of the one or more amines
in the aqueous solution may range from 1% to 20% or
such as 5% to 10%. The zinc sulfide is treated with the
aqueous amine solution for 5 minutes to 25 minutes or
such as from 10 minutes to 20 minutes. Temperatures
of the solution may range from room temperature to 50°
C or such as from 25° C to 40° C. The cleaned zinc sulfide
is then rinsed with water, dried and then rinsed with high
purity acetone at room temperature; alternatively, it may
be rinsed first with alcohol such as methyl alcohol or iso-
propyl alcohol followed with rinsing in acetone.
[0035] After the zinc sulfide is generated and cleaned
to remove at least the metallic contaminants, it is wrapped
in pre-cleaned foil, such as a platinum foil. Platinum foil
is produced by first purifying platinum melt to required
purity levels of 99% and greater, solidifying the melt in
small and thick ingots and then rolling the ingots into thin
platinum foils in a multi-step process. Such processes
are well known in the art. During the foil drawing and
cutting processes metallic contaminants may become in-
corporated on the platinum surface and along the edges
of the foil. To remove substantially all of the metallic con-
taminants from the platinum foil, the platinum foil is
cleaned with an acid clean.
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[0036] The platinum foil is etched and cleaned with a
solution of sulfuric acid or nitric acid. First the foil is
cleaned with an aqueous solution including one or more
surfactants. Surfactants include nonionic, cationic, ani-
onic and amphoteric surfactants. Conventional sur-
factants well known in the art may be used. Typically the
surfactants are nonionic such as alkylphenoxy poly-
ethoxyethanols and water soluble organic compounds
containing multiple oxyethylene groups such as polyox-
yethylene polymers having from 20 to 150 repeating
units. Also included are block copolymers of polyoxyeth-
ylene and polyoxypropylene. Typically the surfactant for-
mulations are low foaming. An example of a commercially
available acidic low foaming surfactant formulation is RO-
NACLEAN™ PC 590 available from Rohm and Haas
Electronic Materials, LLC, Marlborough, MA. Surfactants
are included in aqueous solutions in amounts of 5% to
40% or such as from 10% to 30% or such as from 15%
to 25%. The platinum foil is rinsed with the surfactant
solution or it is immersed in the solution for 1 minute to
15 minutes or such as from 5 minutes to 10 minutes.
Surfactant cleaning is done at temperatures of from room
temperature to 50° C or such as from 25° C to 45° C. The
surfactant cleaner removes oxides as well as organic
contaminants from the foil. The platinum foil is then rinsed
with water to remove any residues left from the surfactant
solution. Rinsing is typically done for 60 seconds to 2
minutes at room temperature.
[0037] The foil is then treated with an etching solution
which includes sulfuric acid as well as one or more oxi-
dizing agents. Sulfuric acid is included in the etching so-
lution in amounts of 0.5% to 20% or such as from 5% to
15% of the solution. Oxidizing agents include, but are not
limited to, sodium or potassium permanganate and hy-
drogen peroxide. They are included in the etching solu-
tion in amounts of 0.5% to 10% or such as from 5% to
10% of the solution. A commercially available etch bath
is PREPOSIT™ ETCH 748 solution available from Rohm
and Haas Electronic Materials, LLC. Sulfuric acid is
mixed with the PREPOSIT™ ETCH 748 solution in
amounts to provide sulfuric acid in desired concentration
ranges. Etching is done for 1 to 10 minutes or such as
from 2 to 5 minutes. Etching temperatures may range
from room temperature to 30° C. The Etched foil is then
rinsed with water at room temperature. Rinsing may typ-
ically be from 1 minute to 3 minutes. The foil is then dried
such as with compressed air.
[0038] The platinum foil may be etched and cleaned
with an aqueous solution of nitric acid. While not being
bound by theory, it is believed that the nitric acid may
react with the metallic contaminants to form nitrates
which are water soluble and may be removed with a water
rinse. The nitric acid is at a concentration of 5% to 50%
or such as from 10% to 40% or such as from 15% to 30%.
The platinum foil is treated with the nitric acid solution by
applying the solution to the foil or by immersing the foil
in the nitric acid solution. The foil is treated with the nitric
acid solution for 1 to 15 minutes or such as from 5 to 10

minutes. The foil is then rinsed with water for a sufficient
time to remove the water soluble nitrates. Rinsing may
be from 1 minute to 4 minutes or such as from 2 to 3
minutes.
[0039] The platinum foil may be cleaned using a com-
bination of etching and nitric acid cleaning. Minor exper-
imentation may be done to modify the parameters of the
etching and nitric acid clean when both methods are used
to treat the inert platinum foils.
[0040] The cleaned zinc sulfide wrapped in the cleaned
platinum foil is then treated by a HIP process. The HIP
process involves positioning the wrapped zinc sulfide in
a graphite crucible in a conventional HIP furnace. The
furnace is first evacuated and then pressurized with an
inert gas, such as argon. Heating is begun and the tem-
perature is allowed to rise to its set point where the tem-
perature and pressure stabilize and are maintained for
the desired extended treatment time. The wrapped zinc
sulfide is typically subjected to temperatures greater than
700° C, typically 900° C to 1000° C, and isostatic pres-
sures from 5,000 psi to 30,000 psi, typically from 15,000
psi to 30,000 psi, for an extended time of up to 150 hours,
typically 70 to 100 hours. Upon completion of the desired
treatment time, the heating is discontinued and the
wrapped zinc sulfide is allowed to cool. Cooling is done
by controlling the rate of cooling to less than 50° C per
hour, typically less than 31° C per hour. The pressure is
released in the HIP furnace after the temperature falls
below 500° C. The final product is functionally transpar-
ent or low scatter water clear zinc sulfide which is sub-
stantially free of at least metallic contaminants. Substan-
tially free of metallic contaminants typically means that
there is less than 100ppm, or such as less than 10ppm
or such as less than 1ppm of detectable metal contami-
nants. The low scatter water clear zinc sulfide is capable
of final shaping, lapping and polishing to precisely
shaped optical components.
[0041] Lapping and polishing may be done using con-
ventional apparatus and methods, such as with various
lapping apparatus, and polishing pads. When lapping
plates are used, the plates turn at surface speeds of 300
m/minute to 3000 m/minute or such as from 600 m/minute
to 2500 m/minute. Lapping and polishing are done at
pressures of 1 psi to 15 psi, and from 1 hr to 10 hrs.
[0042] Lapping and polishing may be done with slur-
ries, pastes and dry particles provided that the compo-
nents do not include materials which would contaminate
the cleaned low scatter water clear zinc sulfide. Various
types of uncoated particles may be used as well as sizes.
Uncoated particles include, but are not limited to, dia-
mond, aluminum oxide, silicon carbide, silicon nitride, bo-
ron carbide, boron nitride, carbon nitride and mixtures
thereof. Particle sizes may range from 0.005mm to 30mm.
When diamond paste is used the uncoated diamond par-
ticles sizes may range from 2mm or less, typically 1 mm
or less. Such abrasive particles may compose 1wt% to
30wt% of slurries. Conventional additives such as chelat-
ing agents, buffers and surfactants may be included in
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the slurries in conventional amounts. Lapping and pol-
ishing may be done in multiple steps of varying particle
sizes to achieve the desired surface smoothness. Typi-
cally the low stress water clear zinc sulfide is lapped and
polished to a scratch/dig ratio of 120/80 to 10/5, more
typically 80/50 to 60/40.
[0043] The functionally transparent or low scatter wa-
ter-clear zinc sulfide is substantially free of metal con-
taminants such that there is no observable discolored
material, or such that the discoloration is reduced to lev-
els that it does not significantly compromise the perform-
ance of the zinc sulfide for its intended use. The low scat-
ter water-clear zinc sulfide has high transmission in the
visible region, low forward scatter of less than 3%/cm or
such as from 1%/cm to 3%/cm @ 632.8nm which leads
to a better image quality, less edge blurriness, and a high-
er refractive index homogeneity of 15ppm or less or such
as from 0.5ppm to 15ppm leading to improved image
quality than conventional water-clear zinc sulfide. The
low scatter water-clear zinc sulfide may be used as a
multispectral material to transmit in the wavelength range
of 0.35mm to 12mm range. The low scatter water-clear
zinc sulfide may be used to produce a variety of optical
articles such as windows, domes, lenses and beam split-
ters. Such articles may be used in aircraft, armored ve-
hicles, IR cameras and scientific instruments such as
spectrophotometers. The low scatter water-clear zinc
sulfide also may be used for multi-spectral applications
that require a single aperture or beam path for several
wavebands in the visible light and IR regions.
[0044] The following examples are included to illus-
trate the invention, but are not intended to limit the scope
of the invention.

Example 1

[0045] Five plates of chemical vapor deposited zinc
sulfide having dimensions 25 cm x 25 cm x 1 cm are
prepared by generating (machining) the zinc sulfide
plates in a Blanchard grinder having resin bonded wheels
with an average uncoated diamond grit size of 240 and
concentration 100 (72 carat/in3) and uncoated diamond
depth of 0.16 cm from national Diamond Laboratory, Los
Angeles, CA. Polishing pads are placed between the zinc
sulfide plates and the chuck of the Blanchard grinder.
The polishing pads are polyurethane impregnated poly-
ester pads with a porosity of 20% to 30% and a density
of 1.2 g/cm3. Machining is done at a rate of 20 kHZ for 5
minutes. The zinc sulfide plates are then cleaned in a
SONICOR™ SC ultrasonic cleaner using SONICOR™
205 heavy duty caustic solution diluted 15 to 1 by volume
with water. The cleaning solution is maintained at room
temperature. The zinc sulfide plates are removed from
the ultrasonic cleaner and wiped dry with SURE
WIPES™.
[0046] Ten platinum foil sheets of 99.99% purity with
the dimensions 36 cm x 30 cm x 0.002 cm are cleaned
by immersing the sheets in a 20% RONACLEAN™ PC

590 low foaming surfactant solution for 5 minutes. The
solution temperature is set at 42° C. The surfactant so-
lution removes oxides as well as organic contaminants
from the platinum foil. Each platinum foil sheet is then
removed from the cleaning solution and rinsed with
deionized water for 1 minute. Each platinum foil is then
immersed in an aqueous etch solution of PREPOSIT™
ETCH 748 solution with 6 g/L of sulfuric acid at 25° C.
The foils are left in the solution for 8 minutes. After etching
is complete the foils are removed from the etch solution
and rinsed with deionized water for 2 minutes at room
temperature. The foils are dried with compressed air.
[0047] The five zinc sulfide plates are wrapped in the
ten cleaned platinum sheets (two platinum sheets for
each zinc sulfide plate). The wrapped zinc sulfide plates
are placed in a graphite crucible. The crucible containing
the wrapped zinc sulfide is HIPped in a conventional HIP
furnace at a temperature of 1000° C and at a pressure
of 15 Ksi for 90 hours in an argon environment to provide
low scatter water clear zinc sulfide. After HIPping the
crucible is cooled slowly at a rate of 30° C/hour to 60°
C/hour. When the wrapped low scatter water clear zinc
sulfide plates cool to room temperature, they are re-
moved from the furnace and the plates are unwrapped.
They are then generated, lapped and polished to evalu-
ation polish of scratch/dig = 120/80. A Blanchard grinder
with diamond abrasive having a Mohs hardness of at
least 9 is used. The zinc sulfide plates are placed on the
polishing pads in the chuck of the Blanchard grinder. The
surface speed of the wheel is 1000 m/minute. The un-
coated diamond abrasive is applied at pressures of 20
psi to 30 psi. The plates are then lapped using a Pellon
Pad™ lapping pad using uncoated diamond paste with
particle sizes of 0.5mm to 2mm. Lapping is done for 2
hours at a surface speed of 1200 m/minute. The plates
are then polished for 3 hours using an uncoated diamond
paste having particle sizes of 0.5mm to 2mm.
[0048] The low scatter water clear zinc sulfide plates
are then inspected using standard fiber optics/fluores-
cent white light. No discolored material is expected to be
observed in the plates.
[0049] A sample of the low scatter water-clear zinc
sulfide of 2 cm in diameter is cut from each plate using
a waterjet. The sample is generated and lapped as de-
scribed above and then polished to a scratch/dig ratio of
80/50. Polishing is done for 4 hours using a diamond
paste with uncoated particles having a size range of
0.25mm to 1mm. The samples are measured for trans-
mission in a Shimadzu UV 3101 PC spectrophotometer
at a wavelength range of 0.3mm to 2.5mm. No degrada-
tion in transmission is expected in the visible and near
infrared regions of 0.34mm to 1mm. A scatterometer as-
sembled by engineers from The Dow Chemical Company
and designed to measure forward scatter in the half cone
angle of 3 degrees around the incident laser beam of
wavelength 632.8nm is then used to measure the forward
scatter @ 0.6328mm. The results for each sample are
expected to be less than 3%/cm.
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[0050] One plate is further polished to a peak to valley
figure plate flatness of 1/8th of 632.8nm and a scratch/dig
of 40/20. Polishing is done for 3 hours using the diamond
paste having particle sizes of 0.5mm to 2mm. It is then
measured for wavefront error in transmission and reflec-
tion in a Zygo interferometer. From these measurements
the refractive index homogeneity is expected to be de-
termined to be less than 5ppm.

Example 2

[0051] Magnesium chloride is placed in a retort of a
conventional CVD chamber as a solid. The retort is heat-
ed to 950° C, to generate gaseous elemental magnesium
metal. Vapor pressures range from 8 to 10 Torr.
[0052] AlCl3 is placed in a retort of the CVD chamber
as a solid. The retort is heated to temperature to 700° C.
Vapor pressure for AlCl3 ranges from 5 Torr to 6 Torr.
[0053] Elemental oxygen is provided from a source
outside the CVD chamber and is pumped into the furnace
using conventional apparatus.
[0054] Inert argon gas is pumped into the CVD cham-
ber to transport reactants from the retorts to a deposition
area where the chuck is placed. On one side of the cham-
ber the spinel precursors and oxygen source are intro-
duced into the deposition area through separate injec-
tors. On the exhaust side a baffle plate is provided to
direct reagent flow to the chuck. The flow rate of the argon
is from 90 slpm to 100 slpm, the flow rate of the aluminum
and the magnesium is 2 slpm to 4 slpm and the flow rate
of the oxygen is 3 slpm to 4 slpm. Spinel is deposited on
the chuck at a temperature range of 1100° C to 1200° C.
Deposition rate is an average of 5mm/minute. Deposition
continues until 1mm thick spinel coat is deposited on the
chuck.
[0055] Five plates of CVD zinc sulfide having dimen-
sions 25 cm x 25 cm x 1 cm are placed in the chuck one
at a time and machined with the Blanchard grinder using
a polyurethane resin bonded wheel with cubic boron par-
ticles having an average grit size of 230. Machining is
done at a rate of 15 KHz for 10 minutes. After machining
the zinc sulfide sheets are examined for any pressure
marks caused by the chuck. No marks are expected to
be seen.
[0056] The zinc sulfide sheets are then cleaned in the
ultrasonic bath as described in Example 1. Ten platinum
foil sheets are procured as described in Example 1. Each
foil is then immersed in a 20% aqueous nitric acid solution
for 10 minutes at 42° C. The foil sheets are removed from
the acid solution and rinsed with deionized water for 2
minutes and then dried with compressed air.
[0057] The five zinc sulfide plates are completely
wrapped in the ten cleaned platinum foil sheets (two
sheets for each plate) and then loaded in a graphite cru-
cible. The crucible with the wrapped zinc sulfide is then
placed in a conventional HIP furnace. The crucible con-
taining the wrapped zinc sulfide is HIPped at a temper-
ature of 1000° C and at a pressure of 20 Ksi for 50 hours

in an argon environment to provide low scatter water clear
zinc sulfide. After HIPping the crucible is cooled slowly
at a rate of 30° C/hour to 60° C/hour. When the wrapped
low scatter water clear zinc sulfide plates cool to room
temperature, they are removed from the furnace and the
plates are unwrapped. They are then generated, lapped
and polished to evaluation polish of scratch/dig = 120/80
as described in Example 1.
[0058] The low scatter water clear zinc sulfide plates
are then inspected using standard fiber optics/fluores-
cent white light. No discolored material is expected to be
observed in the plates.
[0059] A sample of 2 cm in diameter is prepared from
each plate and polished to a scratch/dig ratio of 80/50.
Cutting and polishing are done by the same process de-
scribed in Example 1. The samples are measured for
transmission in a Shimadzu UV 3101 PC spectropho-
tometer. No degradation in transmission is expected in
the visible and near infrared regions of 0.34mm to 1mm.
The scatterometer is then used to measure the forward
scatter @ 0.6328mm. The results for each sample are
expected to be less than 3%/cm.
[0060] One plate is further polished to a figure of 1/8th

wave at 632.8nm and a scratch/dig of 40/20. Polishing
is done as described in Example 1. It is then measured
for wavefront error in transmission and reflection in a Zy-
go interferometer. From these measurements the refrac-
tive index homogeneity is expected to be determined to
be less than 1ppm.

Example 3

[0061] A chuck is first cleaned with 97wt% acetone and
then with 70wt% methyl alcohol and then mounted in a
MicroDyn™ reactive sputtering drum coater. Two sput-
tering sources and two microwave plasma sources are
used simultaneously to deposit alumina on the chuck at
a deposition rate of 200 Å/minute. The target material is
99.99% pure aluminum, and it is at a distance of 12cm
from the chuck. The drum upon which the chuck is mount-
ed is rotated at the rate of 1 revolution per second. The
coating chamber is pumped down to a pressure of 10-6

Torr prior to deposition. A mixture of diatomic oxygen and
argon are introduced into the deposition chamber. The
flow rate of diatomic oxygen and argon, respectively, are
50 sccm and 100 sccm. Total pressure in the chamber
is 0.004 Torr. Microwave power is 3 kW with a frequency
of 2.54 GHz. Microwaves create plasma near the micro-
wave source.
[0062] Before coating, the chuck is exposed to micro-
wave plasma for 5 min. The DC magnetrons are then
energized to start the deposition process. The DC pulsed
power range is 6 kW and the frequency is 40 kHz. During
deposition, microwave plasma is retained to stabilize the
target plasmas and to increase coating oxygen consump-
tion. The alumina coating deposition is performed for 25
hrs. The alumina coating on the chuck is 30mm thick
[0063] Five plates of CVD zinc sulfide having dimen-
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sions 25 cm x 25 cm x 1 cm are placed in the chuck one
at a time and machined with the Blanchard grinder using
a polyurethane resin bonded wheel with uncoated dia-
mond particles having an average grit size of 240. Ma-
chining is done at a rate of 20 KHz for 5 minutes. After
machining the zinc sulfide sheets are examined for any
pressure marks caused by the chuck. No marks are ex-
pected to be seen.
[0064] The cleaning method described in Example 1
is repeated except that the zinc sulfide plates are cleaned
with an aqueous solution of sulfuric acid. Each plate is
immersed in a 1mM aqueous solution of sulfuric acid for
5 minutes. The sulfuric acid solution is maintained at
room temperature during the cleaning. The plates are
removed and rinsed with deionized water for 2 minutes.
The plates are then wiped dry with SURE WIPES™. They
are then rinsed with high purity acetone for 1 minute and
air dried at room temperature.
[0065] The zinc sulfide plates are then completely
wrapped in cleaned platinum foil and HIPped. After HIP-
ping the zinc sulfide plates are generated, lapped and
polished to the evaluation polish of scratch/dig = 120/80.
The plates are inspected using standard fiber optics/flu-
orescent white light. No discolored material is expected
to be observed on the plates.
[0066] A sample of 2 cm in diameter is prepared from
each plate and polished to a scratch/dig ratio of 80/50.
The samples are measured for transmission in the Shi-
madzu UV 3101 PC spectrophotometer. No degradation
in transmission is expected in the visible and near infrared
regions of 0.34mm to 1mm. The scatterometer is then
used to measure the forward scatter @ 0.6328mm. The
results for each sample are expected to be less than
3%/cm.
[0067] One plate is further polished to a figure of 1/8th

wave at 632.8nm and a scratch/dig of 40/20. It is then
measured for wavefront error in transmission and reflec-
tion in the Zygo interferometer. From these measure-
ments the refractive index homogeneity is expected to
be determined to be less than 10ppm.

Example 4

[0068] The method described in Example 1 is repeated
except that the polishing pads are polyurethane impreg-
nated polyester pads with a porosity of 40% to 50% and
a density of 0.3 g/cm3. The zinc sulfide plates are cleaned
with an aqueous solution of acetic acid. A 10% aqueous
acetic acid solution is prepared from a stock solution of
glacial acetic acid (commercially available from Lyondell-
Basell Acetyls, LaPorte, Texas). Each plate is immersed
in the 10% aqueous solution of acetic acid having a pH
of 2-3 for 15 minutes. The acetic acid solution is main-
tained at room temperature during the cleaning. After
cleaning the plates are removed and rinsed with deion-
ized water for 2 minutes. The plates are then wiped dry
with SURE WIPES™. They are then rinsed with high
grade acetone for 1 minute and air dried at room tem-

perature.
[0069] The zinc sulfide plates are then completely
wrapped in cleaned platinum foil and HIPped. After HIP-
ping the low scatter water clear zinc sulfide plates are
generated, lapped and polished to the evaluation polish
of scratch/dig = 120/80. The plates are inspected using
standard fiber optics/fluorescent white light. No discolor-
ed material is expected to be observed on the plates.
[0070] A sample of 2 cm in diameter is prepared from
each plate and polished to a scratch/dig ratio of 80/50.
The samples are measured for transmission in the Shi-
madzu UV 3101 PC spectrophotometer. No degradation
in transmission is expected in the visible and near infrared
regions of 0.34mm to 1mm. The scatterometer is then
used to measure the forward scatter @ 0.6328mm. The
results for each sample are expected to be less than
3%/cm.
[0071] One plate is further polished to a figure of 1/8th

wave at 632.8nm and a scratch/dig of 40/20. It is then
measured for wavefront error in transmission and reflec-
tion in the interferometer. From these measurements the
refractive index homogeneity is expected to be deter-
mined to be less than 5ppm.

Claims

1. A method comprises:

a) Coating, covering or combinations thereof a
generating chuck;
b) placing a zinc sulfide substrate in the coated,
covered or combinations thereof generating
chuck;
c) generating the zinc sulfide substrate in the
coated, covered or combinations thereof gener-
ating chuck with uncoated abrasive particles;
d) cleaning metallic contaminants from the zinc
sulfide substrate;
e) cleaning metallic contaminants from a plati-
num foil by microetching and cleaning with sul-
furic acid, nitric acid or combinations thereof;
f) wrapping the cleaned zinc sulfide substrate in
the cleaned platinum foil; and
g) treating the cleaned zinc sulfide substrate
wrapped in the cleaned platinum foil by a HIP
process.

2. The method of claim 1, wherein the uncoated parti-
cles are chosen from diamond, silicon carbide, tita-
nium carbide, silicon nitride, tungsten carbide and
boron carbide.

3. The method of any of 1 to 2, wherein said generating
chuck is covered with a polyurethane impregnated
polyester pad.

4. The method of claim 1, wherein said coatings are
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selected from ceramic materials and non-reactive
metals.

5. The method of claim 4, wherein the ceramic materi-
als are selected from nitrides and oxides.

6. The method of claim 4, wherein the non-reactive
metals are selected from gold, platinum, tungsten,
rhodium and molybdenum.

Patentansprüche

1. Ein Verfahren, das Folgendes beinhaltet:

a) Beschichten, Überziehen oder Kombinatio-
nen davon einer Kreierspannvorrichtung;
b) Platzieren eines Zinksulfidsubstrats in der be-
schichteten, überzogenen oder Kombinationen
davon Kreierspannvorrichtung;
c) Kreieren des Zinksulfidsubstrats in der be-
schichteten überzogenen oder Kombinationen
davon Kreierspannvorrichtung mit unbeschich-
teten Schleifpartikeln;
d) Säubern des Zinksulfidsubstrats von metalli-
schen Verunreinigungen;
e) Säubern einer Platinfolie von metallischen
Verunreinigungen durch Mikroätzen und Säu-
bern mit Schwefelsäure, Salpetersäure oder
Kombinationen davon;
f) Wickeln des gesäuberten Zinksulfidsubstrats
in die gesäuberte Platinfolie; und
g) Behandeln des gesäuberten Zinksulfidsubst-
rats, das in die gesäuberte Platinfolie gewickelt
ist, mittels eines HIP-Prozesses.

2. Verfahren gemäß Anspruch 1, wobei die unbe-
schichteten Partikel aus Diamant, Siliciumcarbid, Ti-
tancarbid, Siliciumnitrid, Wolframcarbid und Borcar-
bid ausgewählt sind.

3. Verfahren gemäß einem der Ansprüche 1 bis 2, wo-
bei die Kreierspannvorrichtung mit einem mit Poly-
urethan imprägnierten Polyesterpolster überzogen
ist.

4. Verfahren gemäß Anspruch 1, wobei die Beschich-
tungen aus keramischen Materialien und nichtreak-
tiven Metallen ausgewählt sind.

5. Verfahren gemäß Anspruch 4, wobei die kerami-
schen Materialien aus Nitriden und Oxiden ausge-
wählt sind.

6. Verfahren gemäß Anspruch 4, wobei die nichtreak-
tiven Metalle aus Gold, Platin, Wolfram, Rhodium
und Molybdän ausgewählt sind.

Revendications

1. Une méthode comprenant :

a) le fait d’enduire, de recouvrir, ou les deux en
combinaisons, un mandrin générateur ;
b) le fait de placer un substrat de sulfure de zinc
dans le mandrin générateur enduit, recouvert,
ou les deux en combinaisons ;
c) le fait d’engendrer le substrat de sulfure de
zinc dans le mandrin générateur enduit, recou-
vert, ou les deux en combinaisons, avec des par-
ticules abrasives non enduites ;
d) le fait d’éliminer des contaminants métalli-
ques du substrat de sulfure de zinc par
nettoyage ;
e) le fait d’éliminer des contaminants métalli-
ques d’une feuille de platine par microgravure
et nettoyage à l’acide sulfurique, l’acide nitrique
ou des combinaisons de ceux-ci ;
f) le fait d’envelopper le substrat de sulfure de
zinc nettoyé dans la feuille de platine nettoyée ;
et
g) le fait de traiter le substrat de sulfure de zinc
nettoyé enveloppé dans la feuille de platine net-
toyée par un procédé CIC.

2. La méthode de la revendication 1, dans laquelle les
particules non enduites sont choisies parmi le dia-
mant, le carbure de silicium, le carbure de titane, le
nitrure de silicium, le carbure de tangstène et le car-
bure de bore.

3. La méthode de n’importe lesquelles des revendica-
tions 1 à 2, dans laquelle le mandrin générateur est
recouvert d’un tampon de polyester imprégné de po-
lyuréthane.

4. La méthode de la revendication 1, dans laquelle les-
dits enduits sont sélectionnés parmi des matières
céramiques et des métaux non réactifs.

5. La méthode de la revendication 4, dans laquelle les
matières céramiques sont sélectionnées parmi les
nitrures et les oxydes.

6. La méthode de la revendication 4, dans laquelle les
métaux non réactifs sont sélectionnés parmi l’or, le
platine, le tungstène, le rhodium et le molybdène.
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