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(54) APPARATUS FOR SEPARATING FLEXIBLE SUBSTRATE FROM GLASS SUBSTRATE, AND 
PRODUCTION DEVICE

(57) An apparatus of separating a flexible substrate
from a glass substrate comprises a cylinder-shaped roll-
er; and a control unit connected to the roller configured
to control a rotation of the roller so as to separate a flexible
substrate from a glass substrate by the rotation of the
roller; the roller has a cylinder surface provided with a

depressed area thereon, and the depressed area is con-
figured to allow a driver IC on the flexible substrate to be
received by the depressed area during the rotation of the
roller, thereby preventing the driver IC from being dam-
aged.
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Description

TECHNICAL FIELD

[0001] Embodiments of the present invention relate to
an apparatus of separating a flexible substrate from a
glass substrate, and an equipment of manufacturing the
flexible substrate.

BACKGROUND

[0002] A flexible substrate (e.g., made of plastic mate-
rial) is liable to be deformed during a manufacturing proc-
ess due to its flexibility, thus it is difficult to precisely con-
duct the manufacturing process. Generally, a flexible
substrate is manufactured in such a manner that the flex-
ible substrate is fastened onto a glass substrate firstly
and then separated from the glass substrate after the
manufacture of display components is finished and a dis-
play panel is formed.
[0003] As shown in Fig. 1, when separating a flexible
substrate from a glass substrate, a way of mechanical
peel-off is often used, i.e., one end of the flexible sub-
strate 13 is fastened onto a roller 15 with a certain radius
of curvature, the roller 15 is rotated to rise the flexible
substrate 13 along therewith so as to separate it from the
glass substrate 11. During the separation, since a portion
of the driver IC 14 on the flexible substrate 13 is raised
up, the component and the like are liable to be damaged
due to the excessively large stress subjected by the flex-
ible substrate 13 when the roller 15 presses.

SUMMARY

[0004] Embodiments of the present invention provide
an apparatus of separating a flexible substrate from a
glass substrate, and an equipment of manufacturing the
flexible substrate, which are used for realizing that driver
ICs on the flexible substrate are not subjected to a press
of the roller during a separation of the flexible substrate
from the glass substrate, thereby avoiding damage to the
flexible substrate during the separation.
[0005] An embodiments of the present invention pro-
vides an apparatus of separating a flexible substrate from
a glass substrate, comprising: a cylinder-shaped roller;
and a control unit connected to the roller configured to
control a rotation of the roller to separate the flexible sub-
strate from the glass substrate by the roller; wherein the
roller has a cylinder surface provided with a depressed
area thereon, and the depressed area is configured to
allow a driver IC on the flexible substrate to be received
by the depressed area during the rotation of the roller.
[0006] In an example, the roller is provided with one or
more depressed areas thereon, and when the roller is
rotated to a driver IC portion, the driver IC is received by
the depressed area without subjecting to a press by the
roller.
[0007] In an example, when the flexible substrate is

provided with a plurality of driver ICs thereon, a corre-
sponding depressed area is provided on the roller for
each of the driver ICs.
[0008] In an example, the depressed area has a di-
mension which is matched with that of a corresponding
driver IC.
[0009] In an example, the depressed area has a di-
mension which is larger than that of the driver IC.
[0010] In an example, when the flexible substrate is
provided with a plurality of driver ICs thereon and the
plurality of driver ICs are provided in a same line, the
roller thereon is provided with one depressed area cor-
responding to a location of the line and the depressed
area is configured to prevent the roller from contacting
with the plurality of driver ICs located in the line during
the rotation of the roller.
[0011] In an example, the roller thereon is provided
with one depressed area corresponding to a location of
the line, the depressed area is in a cuboid-shape with a
width of about 2mm, a depth of about 2mm, and a length
no less than a length occupied by the plurality of driver
ICs in the same line.
[0012] In an example, the roller includes a first section,
a second section, and a third section provided with the
depressed area; the third section is movably connected
between the first section and the second section, and is
rotatable around an axis of cylinder; during the roller is
rotated to separate the flexible substrate from the glass
substrate, the driver IC on the flexible substrate is re-
ceived by the depressed area by a rotation of the third
section.
[0013] Embodiments of the present invention provide
an equipment of manufacturing the flexible substrate,
comprising any of the above-mentioned apparatuses.

BRIEF DESCRIPTION OF THE DRAWINGS

[0014] Embodiments of the present invention will be
described in more detail below with reference to the ac-
companying drawings to enable those skilled in the art
to understand the present invention more clearly, where-
in:

Fig.1 is a schematic diagram of an apparatus for sep-
arating a flexible substrate from a glass substrate in
prior art;
Fig. 2 is a structural side view of an apparatus of
separating a flexible substrate from a glass substrate
provided in an embodiment of the present invention;
Fig. 3 is a structural top view of an apparatus of sep-
arating a flexible substrate from a glass substrate
provided in an embodiment of the present invention;
Fig. 4 is a structural perspective view of a roller pro-
vided in an embodiment of the present invention;
Fig. 5 is a schematic flow chart of a method of sep-
arating a flexible substrate from a glass substrate
provided by an embodiment of the present invention.
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DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0015] In order to make objects, technical details and
advantages of the embodiments of the invention appar-
ent, technical solutions according to the embodiments of
the present invention will be described clearly and com-
pletely as below in conjunction with the accompanying
drawings of embodiments of the present invention. It is
to be understood that the described embodiments are
only a part of but not all of exemplary embodiments of
the present invention. Based on the described embodi-
ments of the present invention, various other embodi-
ments can be obtained by those of ordinary skill in the
art without creative labor and those embodiments shall
fall into the protection scope of the present invention.
[0016] Unless otherwise defined, all the technical and
scientific terms used herein have the same meanings as
commonly understood by one of ordinary skill in the art
to which the present invention belongs. The terms, such
as "first," "second," or the like, which are used in the de-
scription and the claims of the present application, are
not intended to indicate any sequence, amount or impor-
tance, but for distinguishing various components. Also,
the terms, such as "a/an," "one," "the" or the like, are not
intended to limit the amount, but for indicating the exist-
ence of at lease one. The terms, such as "comprise/com-
prising," "include/including," or the like are intended to
specify that the elements or the objects stated before
these terms encompass the elements or the objects and
equivalents thereof listed after these terms, but not pre-
clude other elements or objects. The terms, "on," "under,"
or the like are only used to indicate relative position re-
lationship, and when the position of the object which is
described is changed, the relative position relationship
may be changed accordingly.
[0017] Embodiments of the present invention provide
an apparatus of separating a flexible substrate from a
glass substrate, and an equipment of manufacturing the
flexible substrate, which are used for realizing that the
driver ICs on the flexible substrate are not subjected to
a press from the roller during a separation of the flexible
substrate from the glass substrate, thereby avoiding
damage to the flexible substrate during the separation.
[0018] Referring to Fig. 2, an embodiment of the
present invention provides an apparatus of separating a
flexible substrate from a glass substrate, which compris-
es a cylinder-shaped roller 15 and a control unit (not
shown) connected to the roller for controlling the rotation
of the roller so as to separate the flexible substrate from
the glass substrate by the roller. The apparatus further
comprises a depressed area 16 provided on the cylindri-
cal surface of the roller 15. The depressed area 16 is
configured to allow a driver IC 14 on the flexible substrate
13 to be received by the depressed area 16 during the
rotation of the roller 15, so as to prevent the roller 15 from
contacting with the raised components, such as the driver
IC 14, on the flexible substrate 13.

[0019] According to an embodiment of the present in-
vention, a control unit (not shown) is provided to be con-
nected to the roller 15 for driving a rotation of the roller
15, so as to separate the flexible substrate 13 from the
glass substrate 11 by means of the roller 15. The control
unit can be an apparatus, such as an electric motor. The
depressed area 16 is configured to prevent the roller 15
from contacting with the driver IC 14 on the flexible sub-
strate 13 during the rotation of the roller 15.
[0020] According to embodiments of the present inven-
tion, the roller 15 is provided with one or more depressed
areas 16 thereon.
[0021] According to an embodiment of the present in-
vention, when the flexible substrate 13 is provided with
a plurality of driver ICs 14 thereon, corresponding to eve-
ry driver ICs 14, a depressed area 16 is provided on the
roller 15, respectively.
[0022] According to an embodiment of the present in-
vention, the depressed area 16 provided for each of the
driver ICs 14 has a dimension which is matched with that
of the corresponding driver IC 14.
[0023] According to an embodiment of the present in-
vention, the depressed area 16 has a dimension which
is larger than that of the driver IC 14.
[0024] According to an embodiment of the present in-
vention, when the flexible substrate 13 is provided with
a plurality of driver ICs 14 thereon and the plurality of
driver ICs 14 are located in a same line, the roller 15
thereon is provided with one depressed area 16 corre-
sponding to a location of this line, and the depressed
area 16 is configured to prevent the roller 15 from con-
tacting with the plurality of driver ICs 14 located in this
line during the rotation of the roller 15. In this way, the
roller is provided with one depressed area thereon, which
avoids the trouble of arranging a plurality of depressed
areas corresponding to every driver ICs, respectively,
thereby the manufacturing process is simplified.
[0025] According to an embodiment of the present in-
vention, the depressed area 16 provided on the roller 15
is in a cuboid-shape with dimensions that the width is
about 2mm, the depth is about 2mm, and the length is
no less than the length occupied by the plurality of driver
ICs 14 in a same line.
[0026] According to an embodiment of the present in-
vention, as shown in Fig.3, the cylinder of the roller 15
includes a first section 1, a second section 2, and a third
section 3 provided with the depressed area 16. In com-
bination with Fig.4, the third section 3 is movably con-
nected between the first section 1 and the second section
2, and is rotatable around an axis 5 of the cylinder. Since
the position where the driver IC 14 is located on the flex-
ible substrate 13 is varying with the size of the flexible
substrate 13, during the roller 15 is rotated to drive a
separation of the flexible substrate 13 from the glass sub-
strate 11, the driver IC 14 on the flexible substrate 13 is
received by the depressed area 16 by means of the ro-
tation of the third section 3, so that the separating appa-
ratus as provided by the embodiment of the present in-
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vention is applicable for flexible substrates 13 of different
sizes.
[0027] As shown in Fig. 4, the fastening of the first sec-
tion 1 and the second section 2 with the third section 3
on the cylinder-shaped roller 15 can be made by inserting
a jackscrew 4 from side faces of the first section 1 and
second section 2. It should be noted that the roller struc-
ture is merely one of the conceived achievable manners
and the present invention is not limited in such a structure.
[0028] An equipment of manufacturing the flexible sub-
strate, comprising the described apparatus.
[0029] The weak contact interface 12 as shown in Fig.
2 is a contact interface between the flexible substrate 13
and the glass substrate 11.
[0030] Referring to Fig. 5, an embodiment of the
present invention provides a method of separating a flex-
ible substrate from a glass substrate, comprising steps:

S1, fastening one end of the flexible substrate onto
a cylinder-shaped roller provided with a depressed
area, and
S2, rotating the roller by a control unit to rise the
flexible substrate along with the roller so as to
achieve a separation of the flexible substrate from
the glass substrate.

[0031] The control unit cooperates to control the rota-
tion of the roller, thereby separating the flexible substrate
from the glass substrate by means of the roller. The con-
trol unit can be an apparatus, such as an electric motor.
[0032] When the roller is rotated to the position of a
driver IC provided on the flexible substrate, the driver IC
is received by the depressed area provided on the roller
so that the driver IC is not subjected to a press from the
roller, thereby avoiding damage to the flexible substrate
during the separation.
[0033] The roller includes a first section, a second sec-
tion, and a third section provided with the depressed area.
The third section is movably connected between the first
section and the second section, and is rotatable around
an axis of the cylinder. Since the position where the driver
IC is located on the flexible substrate is varying with the
size of the flexible substrate, during the process in which
the roller is rotated to drive a separation of the flexible
substrate from the glass substrate, the driver IC on the
flexible substrate is received by the depressed area by
means of a rotation of the third section, so that the sep-
arating apparatus provided by the embodiment of the
present invention can be applicable for flexible substrates
of different sizes. In this way, since the position where
the driver IC is located on the flexible substrate is varying
with the size of the flexible substrate, the driver IC on the
flexible substrate can be received by the depressed area
by means of a rotation of the third section, so that the
separating apparatus can be applicable for flexible sub-
strates of different sizes and with driver ICs provided on
different locations.
[0034] The fastening of the first section and the second

section with the third section on the cylinder-shaped roller
can be made by inserting a jackscrew from side faces of
the first section and second section. It should be noted
that the roller structure is merely one of the conceived
achievable manners and the present invention is not lim-
ited in such a structure.
[0035] According to an example, the roller is provided
with one or more depressed areas thereon. In this way,
it can prevent the roller from contacting with the driver
IC(s) on the flexible substrate and from damaging the
raised component(s), such as the driver IC(s).
[0036] According to an example, when the flexible sub-
strate is provided with a plurality of driver ICs thereon,
corresponding to every driver ICs, the roller is provided
with a corresponding depressed area thereon, respec-
tively. In this way, when the roller is rotated to the posi-
tions of the driver ICs, the plurality of driver ICs are re-
ceived by the corresponding depressed areas without
subjecting to a press from the roller, thereby avoiding
damage to the flexible substrate during the separation.
[0037] According to an example, the depressed area
has a dimension which is matched with that of the cor-
responding driver IC. In this way, the dimension of the
depressed area is just corresponding to the dimension
of the driver IC, which allows the driver IC to be received
by the depressed area when the roller is rotated to the
position of the driver IC. According to an example, the
depressed area has a dimension which is larger than that
of the driver IC, so that the driver IC can be received by
the depressed area when the roller is rotated to the po-
sition of the driver IC.
[0038] According to an example, when the flexible sub-
strate is provided with a plurality of driver ICs thereon
and the plurality of driver ICs are located in a same line,
the roller thereon is provided with one depressed area
corresponding to a location of this line and the depressed
area is configured to prevent the roller from contacting
with the plurality of driver ICs located in this line during
the rotation of the roller.
[0039] According to an example, the depressed area
provided on the roller is in a cuboid-shape with dimen-
sions that the width is about 2mm, the depth is about
2mm, and the length is no less than a length occupied
by the plurality of driver ICs in a same line. In this way,
the dimension of the depressed area is just correspond-
ing to the dimension of the plurality of driver ICs in this
line, which allows the driver ICs in a same line to be re-
ceived by the depressed area when the roller is rotated
to the location of driver ICs.
[0040] Embodiments of the present invention provide
depressed area on the roller for allowing the driver IC on
the flexible substrate to be received by the depressed
area during the rotation of the roller, which prevents the
roller from contacting with the driver IC on the flexible
substrate, so that the driver IC on the flexible substrate
is not subjected to a press of the roller during the sepa-
ration of the flexible substrate from the glass substrate.
In such a way, damage to the flexible substrate during
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the separation is avoided.
[0041] It is understood that the described above are
just exemplary implementations and embodiments to ex-
plain the principle of the present invention and the inven-
tion is not intended to limit thereto. An ordinary person
in the art can make various variations and modifications
to the present invention without departure from the spirit
and the scope of the present invention, and such varia-
tions and modifications shall fall in the scope of the
present invention.

Claims

1. An apparatus of separating a flexible substrate from
a glass substrate, comprising:

a cylinder-shaped roller; and
a control unit connected to the roller configured
to control a rotation of the roller to separate the
flexible substrate from the glass substrate by the
roller;

wherein the roller has a cylinder surface provided
with a depressed area thereon, and the depressed
area is configured to allow a driver IC on the flexible
substrate to be received by the depressed area dur-
ing the rotation of the roller.

2. The apparatus according to claim 1, wherein the roll-
er is provided with one or more depressed areas
thereon.

3. The apparatus according to claim 1 or claim 2,
wherein when the flexible substrate is provided with
a plurality of driver ICs thereon, a corresponding de-
pressed area is provided on the roller for each of the
driver ICs.

4. The apparatus according to any one of claims 1-3,
wherein the depressed area has a dimension which
is matched with that of a corresponding driver IC.

5. The apparatus according to any one of claims 1-4,
wherein the depressed area has a dimension which
is larger than that of the driver IC.

6. The apparatus according to claim 1, wherein when
the flexible substrate is provided with a plurality of
driver ICs thereon and the plurality of driver ICs are
provided in a same line, the roller thereon is provided
with one depressed area corresponding to a location
of the line.

7. The apparatus according to claim 6, wherein the de-
pressed area is in a cuboid-shape with a width of
about 2mm, a depth of about 2mm, and a length no
less than a length occupied by the plurality of driver

ICs in a same line.

8. The apparatus according to any one of claims 1-7,
wherein the roller comprises a first section, a second
section, and a third section provided with the de-
pressed area; the third section is movably connected
between the first section and the second section,
and is rotatable around an axis of cylinder; during
the roller is rotated to separate the flexible substrate
from the glass substrate, the driver IC on the flexible
substrate is received by the depressed area by a
rotation of the third section.

9. An equipment of manufacturing the flexible sub-
strate, comprising the apparatus according to any
one of claims 1-8.

7 8 



EP 3 035 380 A1

6



EP 3 035 380 A1

7



EP 3 035 380 A1

8



EP 3 035 380 A1

9

5

10

15

20

25

30

35

40

45

50

55



EP 3 035 380 A1

10

5

10

15

20

25

30

35

40

45

50

55


	bibliography
	abstract
	description
	claims
	drawings
	search report

